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Child  safety  seat. 

Fig.4. @  A  child  safety  seat  (10)  has  a  harness  including 
two  shoulder  straps  (52),  each  of  which  has  an  end 
which  projects  through  an  opening  (24)  in  the  seat 
back  (14).  A  respective  retractor  reel  (48)  for  each 
shoulder  strap  (52)  is  mounted  behind  the  seat  back 
(14)  adjacent  to  the  corresponding  opening  (26) 
therein. 
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This  invention  relates  to  a  child  safety  seat  of 
the  type  having  a  seat  back  and  a  harness  includ- 
ing  two  shoulder  straps,  each  of  which  has  an  end 
which  projects  through  an  opening  in  the  seat  back 
and  is  attached  to  strap  adjustment  means  where- 
by  the  lengths  of  the  shoulder  straps  can  be  ad- 
justed  while  the  seat  is  occupied. 

A  safety  seat  of  this  type  is  disclosed  in  EP-A- 
0295838.  The  two  ends  of  the  shoulder  straps  are 
connected  to  a  common  strap  which  extends  down 
behind  the  backrest  portion  and  under  a  seat  por- 
tion  of  the  child  seat  to  a  strap  adjuster  which  is 
accessible  on  the  front  edge  of  the  seat  portion  of 
the  child  seat  between  the  child's  legs.  With  this 
arrangement,  the  shoulder  straps  are  turned 
through  an  angle  of  more  than  270°  where  they 
pass  through  the  openings  in  the  seat  back,  thus 
resulting  in  higher  friction  which  may  lead  to  un- 
desirable  belt  slack.  In  addition,  the  load  imposed 
by  each  shoulder  strap  on  the  seat  back  is  sub- 
stantially  greater  than  the  tension  in  such  shoulder 
strap.  It  is  an  object  of  the  invention  to  provide  a 
child  safety  seat  which  is  not  subject  to  these 
disadvantages. 

According  to  the  invention,  in  a  child  safety 
seat  of  the  type  described  above,  the  strap  adjust- 
ment  means  comprises  retractor  means  for  the 
shoulder  strap  mounted  behind  the  seat  back  adja- 
cent  to  the  openings  therein. 

The  retractor  means  may  comprise  a  separate 
retractor  for  each  shoulder  strap  mounted  adjacent 
to  the  corresponding  opening  in  the  seat  back. 

Preferably,  the  two  retractors  are  reels  moun- 
ted  on  a  common  shaft  and  coupled  for  simulta- 
neous  rotation  so  as  to  ensure  that  the  lengths  of 
the  two  shoulder  straps  remain  equal  to  one  an- 
other. 

In  a  preferred  form  of  the  invention,  the  two 
retractors  are  mounted  on  a  carriage  which  is 
mounted  on  the  rear  side  of  the  seat  back  for 
vertical  sliding  movement  relative  thereto.  Prefer- 
ably,  the  carriage  is  coupled  to  the  seat  back  by  a 
jacking  screw  so  that  its  height  relative  to  the  seat 
back  can  be  adjusted  by  rotation  of  the  jacking 
screw. 

EP-A-0287259  discloses  a  child  seat  with  at- 
tachments  for  the  shoulder  straps  of  the  harness  on 
a  carriage  which  is  mounted  on  the  rear  side  of  the 
backrest  for  vertical  sliding  movement  relative 
thereto. 

An  embodiment  of  the  invention  will  now  be 
described,  by  way  of  example,  with  reference  to 
the  accompanying  drawings,  in  which: 

Figure  1  is  a  view  of  one  side  of  a  child  safety 
seat  in  accordance  with  the  invention; 
Figure  2  is  a  back  view  of  the  seat  shown  in 
Figure  1; 

Figure  3  is  a  view  of  the  upper  part  of  the  other 
side  of  the  seat  shown  in  Figures  1  and  2,  partly 
broken  away  on  the  line  3-3  in  Figure  2; 
Figure  4  is  a  side  view  similar  to  Figure  3,  partly 

5  broken  away  on  the  line  4-4  in  Figure  2;  and 
Figure  5  is  a  side  view  similar  to  Figures  3  and 
4,  partly  broken  away  on  the  line  5-5  in  Figure 
2. 

Referring  to  Figures  1  and  2,  a  child  safety 
w  seat  comprises  a  moulded  plastics  shell  10  having 

a  seat  portion  12  and  a  backrest  portion  14.  Behind 
the  backrest  portion  14,  the  shell  10  has  two  mutu- 
ally  parallel  vertically  extending  integrally  moulded 
reinforcing  ribs  16  and  18  which  are  interconnected 

75  at  their  upper  ends  by  a  cross  rib  20.  The  ribs  16 
and  18  have  openings  22  for  receiving  a  strap  of  a 
vehicle  seat  belt  whereby  the  shell  10  may  be 
secured  in  place  on  a  vehicle  seat. 

As  can  be  seen  from  Figures  2  and  3,  the  seat 
20  back  has  a  pair  of  vertically  extending  elongate 

slots  24  and  26  above  the  level  of  the  openings  22. 
A  carriage  28  is  slidably  mounted  between  the  ribs 
16  and  18  in  the  vicinity  of  the  slots  24  and  26.  A 
jacking  screw  30  engages  in  a  nut  32  on  the 

25  carriage  28.  The  bottom  end  of  the  jacking  screw 
30  is  joumalled  in  a  bearing  34  on  the  seat  back 
14.  Above  the  carriage  28,  the  jacking  screw  30 
projects  through  a  hole  36  in  the  cross  rib  20  and 
has  a  knob  38  on  its  upper  end.  Rotation  of  the 

30  knob  38  adjusts  the  height  of  the  carriage  28 
relative  to  the  seat  back  1  4. 

Referring  particularly  to  Figures  2  and  4,  a 
transverse  shaft  40  is  joumalled  on  the  carriage  28 
and  projects  through  slots  42  in  the  ribs  16  and  18 

35  with  a  knob  46  on  one  end.  Two  reels  48  and  50 
are  mounted  on  the  shaft  40  and  coupled  for  si- 
multaneous  rotation  therewith.  Each  reel  48,  50  is 
aligned  both  with  a  respective  one  of  the  vertical 
elongate  slots  24  and  26  and  with  a  respective 

40  transverse  slot  56,  58  extending  through  the  car- 
riage  28.  A  respective  shoulder  strap  52,  54  of  a 
child's  harness  is  wound  on  each  of  the  reels  48, 
50  and  projects  through  respective  slots  56,  58  in 
the  carriage  28  and  the  slots  24  and  26  in  the  seat 

45  back  14.  Thus,  rotation  of  the  knob  38  causes 
vertical  movement  of  the  carriage  28  so  as  to  vary 
the  height  of  the  slots  56  and  58  through  which  the 
shoulder  straps  52  and  54  project.  As  can  be  seen 
from  Figure  2,  slots  56  and  58  in  the  carriage  28 

50  are  longer  than  the  width  of  the  elongate  slots  24 
and  26  which  are  further  apart  at  their  upper  ends 
than  at  their  lower  ends.  Consequently,  as  the 
height  at  which  the  shoulder  straps  52  and  54 
project  from  the  seat  back  increases,  the  shoulder 

55  straps  are  moved  further  apart,  as  described  in  EP- 
A-0287259.  The  means  coupling  the  reels  48  and 
50  to  the  shaft  40  allows  limited  relative  axial 
movement  to  accommodate  this  movement. 
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Referring  to  Figures  2  and  5,  the  shaft  40  also 
carries  a  ratchet  wheel  60  which  is  engaged  by  a 
pawl  62  so  as  to  resist  protraction  of  the  shoulder 
straps  52  and  54.  The  pawl  62  is  biassed  into  its 
engaged  position  by  a  spring  64  and  is  coupled  to  5 
a  manually  operable  release  lever  66  whereby  it 
may  be  moved  out  of  engagement  with  the  ratchet 
wheel  60.  When  it  is  desired  to  shorten  the  shoul- 
der  straps  52  and  54,  it  is  merely  necessary  to 
rotate  the  knob  46  in  the  clockwise  direction  as  w 
viewed  in  Figure  1  (the  anti-clockwise  direction  as 
viewed  in  Figure  5),  the  diameter  of  the  knob  46 
being  sufficiently  larger  than  the  diameter  of  the 
reels  48  and  50  to  provide  a  significant  mechanical 
advantage.  When  it  is  desired  to  lengthen  the  75 
shoulder  straps  52  and  54,  the  lever  66  must  be 
displaced  forwardly  so  as  to  disengage  the  pawl  62 
and  allow  the  shaft  40  to  rotate  in  the  anti-clock- 
wise  direction  as  viewed  in  Figure  1  (the  clockwise 
direction  as  viewed  in  Figures  4  and  5).  20 

In  order  to  reduce  friction,  the  upper  and/or 
lower  edges  of  the  transverse  slots  56  and  58  may 
be  bounded  by  respective  rollers  (not  shown). 

In  an  alternative  embodiment  of  the  invention, 
the  reels  48  and  50  are  mounted  directly  on  the  25 
seat  back  1  4  above  the  carriage  28.  Each  of  trans- 
verse  slots  56  and  58  may  be  replaced  by  a 
vertically  spaced  series  of  transverse  slots  in  the 
seat  back  14,  in  which  case  the  vertically  extending 
elongate  slots  24  and  26  are  omitted.  30 

Claims 

1.  A  child  safety  seat  (10)  having  a  seat  back 
(14)  and  a  harness  including  two  shoulder  35 
straps  (52,  54),  each  of  which  has  an  end 
which  projects  through  an  opening  (24,  26)  in 
the  seat  back  (14)  and  is  attached  to  strap 
adjustment  means  whereby  the  lengths  of  the 
shoulder  straps  (52,  54)  can  be  adjusted  while  40 
the  seat  (10)  is  occupied,  characterised  in  that 
the  strap  adjustment  means  comprises  retrac- 
tor  means  (48,  50)  for  the  shoulder  straps  (52, 
54)  mounted  behind  the  seat  back  (14)  adja- 
cent  to  the  openings  (24,  26)  therein.  45 

2.  A  child  safety  seat  according  to  claim  1, 
wherein  the  retractor  means  comprises  a  sepa- 
rate  retractor  (48,  50)  for  each  shoulder  strap 
(52,  54)  mounted  adjacent  to  the  correspond-  50 
ing  opening  (24,  26)  in  the  seat  back  (14). 

3.  A  child  safety  seat  according  to  claim  2, 
wherein  the  two  retractors  are  reels  (48,  50) 
mounted  on  a  common  shaft  (40)  and  coupled  55 
for  simultaneous  rotation. 

4.  A  child  safety  seat  according  to  claim  2  or  3, 
wherein  the  two  retractors  (48,  50)  are  moun- 
ted  on  a  carriage  (28)  which  is  mounted  on  the 
rear  side  of  the  seat  back  (14)  for  vertical 
sliding  movement  relative  thereto. 

5.  A  child  safety  seat  according  to  claim  4, 
wherein  the  carriage  (28)  is  coupled  to  the  seat 
back  (14)  by  a  jacking  screw  (30)  so  that  its 
height  relative  to  the  seat  back  (14)  can  be 
adjusted  by  rotation  of  the  jacking  screw  (30). 
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