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@)  Process  for  making  pulp  mouldings. 

(57)  A  pulp  moulding  is  made  by  supporting  mesh 
(22)  on  a  shaped  support  (20)  made  by  or  from 
laminated  object  manufacture.  The  support  (20) 
is  provided  with  drainage  channels  (21)  through 
which  water  is  drawn  to  deposit  pulp  (24,25)  on 
the  mesh  (22).  The  mesh  may  be  ordinary  wire 
mesh,  or  may  be  made  by  stereolithography. 
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This  invention  relates  to  a  process  for  making 
pulp  mouldings. 

It  is  known  to  mould  articles  from  paper  pulp  and 
the  like.  For  example,  egg  cartons  and  other  packag- 
ing  items  are  commonly  made  in  this  way.  In  recent 
times,  there  has  been  a  move  to  replace  conventional 
expanded  polystyrene  and  other  plastics  packaging 
items  by  corresponding  pulp  products,  both  to  ach- 
ieve  economies  and  for  ecological  reasons.  However, 
current  manufacturing  techniques  for  pulp  products, 
whilst  perfectly  satisfactory  for  fairly  crude  items 
such  as  egg  boxes,  do  not  easily  permit  the  produc- 
tion  of  more  sophisticated  items. 

In  general,  pulp  products  are  made  by  providing 
a  mesh  mould,  feeding  an  aqueous  pulp  to  one  side 
of  the  mould,  and  applying  a  vacuum  to  the  other  side 
of  the  mould  to  draw  water  through  the  mesh,  thus 
leaving  the  solids  (fibres)  deposited  on  the  mesh.  The 
wet  moulded  solids  are  then  removed  and  dried  to 
form  the  moulded  product.  The  mesh  moulds  for 
these  processes  are  largely  hand-made  and,  espe- 
cially  for  complex  shapes,  can  take  a  long  time  to 
make.  In  one  typical  procedure,  individual  pieces  of 
wire  mesh  are  shaped  and  located  on  a  support  mem- 
ber,  and  joined  to  adjacent  pieces  to  build  up  a  com- 
plete  mould. 

It  will  be  appreciated  that  it  is  very  difficult  by 
these  conventional  procedures  to  make  anything  but 
relatively  simple  moulded  products.  Furthermore,  it  is 
difficult  if  not  impossible  to  make  very  accurately  di- 
mensioned  and  shaped  products.  These  limitations  of 
the  production  process  result  in  severe  limitations  on 
the  sort  of  products  which  can  be  made  by  this  tech- 
nique. 

We  have  now  devised  an  improved  way  of  man- 
ufacturing  moulded  pulp  products  by  which  much 
greater  control  can  be  exercised  over  the  mould  pro- 
duction,  and  whereby  much  more  sophisticated  prod- 
ucts  of  much  wider  variety  can  be  made. 

According  to  the  present  invention,  there  is  pro- 
vided  a  process  for  making  a  pulp  moulding  which 
comprises  feeding  an  aqueous  pulp  to  one  side  of  a 
mesh  mould,  and  reducing  pressure  on  the  other  side 
of  the  mould  to  draw  water  through  the  mould,  to  form 
the  pulp  moulding  on  said  one  side  of  the  mould;  char- 
acterised  in  that  the  mould  includes  a  shaped  member 
made  or  derived  by  laminated  object  manufacture 
(LOM). 

Laminated  object  manufacture  (usually  abbrevi- 
ated  to  LOM)  is  a  process  in  which  a  shaped  object  is 
built  up  of  layers  of  plastic  coated  paper,  each  individ- 
ually  cut  by  a  laser  and  adhered  to  adjacent  layers. 
The  laser  is  computer  controlled  and  the  technique  al- 
lows  complex  three-dimensional  articles  to  be  pro- 
duced  with  high  accuracy.  The  technique  is  known 
and  uses  a  layer  of  plastic-coated  paper  which  be- 
comes  fused  to  an  underlying  layer,  the  upper  layer 
then  being  cut  by  laser.  Af  urther  layer  of  paper  is  then 

fused  thereover,  and  the  process  repeated  until  a 
laminar  block  has  been  built  up.  The  block  as  formed 
contains  both  the  laminated  shape  which  is  required, 
and  also  the  other  waste  regions  of  each  paper  layer 

5  which  are  not  required.  These  other  regions  are  then 
carefully  peeled  away  to  leave  the  desired  laminated 
shape. 

LOM  enables  complex  shapes  to  be  made  with 
high  accuracy,  and  the  invention  uses  articles  made 

10  in  this  way  to  form  moulds  for  pulp  moulding.  The  LOM 
shapes  can  be  used  as  such,  but  we  prefer  to  take  a 
casting  therefrom  in  plastics  material  and  to  use  the 
plastics  member  as  the  shaped  member  for  the  pulp 
moulding  process. 

15  It  is  usually  necessary  to  provide  a  series  of  chan- 
nels  in  the  shaped  member  to  conduct  the  water 
away.  These  channels,  usually  through-holes,  can  be 
formed  in  various  ways.  For  example,  they  can  be 
formed  during  the  LOM  process,  i.e.  the  holes  can  be 

20  cut  in  each  layer  of  plastic  coated  paper  as  the  lami- 
nae  are  built  up.  Alternatively,  the  LOM  article  can  be 
made  in  solid  form  and  the  holes  formed  in  it  there- 
after.  Where  a  plastics  moulding  of  the  LOM  shape  is 
made,  if  the  shape  is  solid  then  holes  can  be  made  in 

25  the  solid  moulding. 
In  one  aspect  of  the  present  invention,  the  LOM 

shaped  member  is  used  to  support  a  mesh  member. 
Thus,  for  example,  the  conventionally  used  wire  mesh 
can  be  supported  on  the  LOM  member.  In  one  prefer- 

30  red  embodiment,  the  LOM  shaped  member  is  cast  in 
plastics  material,  and  then  a  series  of  the  through- 
holes  or  channels  as  described  above  are  formed 
therein.  The  purpose  of  these  is  to  conduct  away  the 
water  which  passes  through  the  mesh.  In  accordance 

35  with  a  feature  of  the  invention,  a  regular  array  of  rel- 
atively  large  holes  can  be  formed  in  the  plastics  mem- 
ber.  If  it  is  desired  to  make  a  pulp  moulding  of  varying 
thickness,  the  holes  in  the  plastics  support  can  be 
closed  or  restricted  in  these  areas  corresponding  to 

40  where  the  thinner  pulp  moulding  is  required.  In  this 
way,  in  these  areas  less  water  is  drawn  through  the 
mesh,  so  resulting  in  a  smaller  thickness  of  pulp  on 
the  mesh.  In  contrast,  in  areas  where  the  through- 
holes  are  of  full  bore,  more  water  is  drawn  through  the 

45  mesh,  resulting  in  a  greater  thickness  of  pulp  on  the 
mesh.  In  this  way,  pulp  mouldings  of  varying  thick- 
ness  can  be  made. 

Instead  of  forming  the  through-holes  in  a  regular 
array  and  then  closing  or  restricting  some  to  cause  a 

so  variation  in  moulding  thickness,  the  through-holes 
can  be  formed  ab  initio  in  an  irregular  spacing  and/or 
of  varying  sizes  in  order  to  provide  the  varying  water 
flow  which  results  in  variations  in  thickness  of  the 
pulp  laid  down  on  the  mesh. 

55  The  through-holes  or  channels  for  the  water  flow 
can  be  cut  in  the  plastics  member  by  any  suitable 
means.  We  prefer  to  use  a  laser  but  other  techniques 
can  be  utilised. 
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When  it  is  desired  to  make  a  pulp  moulding  of 
varying  thickness,  i.e.  with  thicker  and  thinner  areas, 
using  a  mesh  on  an  LOM  support  with  through-holes 
as  described  above,  it  is  important  that  the  mesh  can 
be  in  intimate  contact  with  the  support  to  avoid  lateral 
flow  between  the  mesh  and  the  support  surface.  This 
is  not  always  wholly  practicable,  and  where  there  are 
problems  we  prefer  to  use  an  alternative  procedure  to 
obtain  varying  thickness  products. 

According  to  a  first  of  these  procedures,  the 
mesh  is  formed  by  sterolithography  (SLA).  In  the  SLA 
process,  an  article  is  built  up  of  polymerised  resin  in 
a  bath  of  UV-sensitive  unpolymerised  resin,  by  direct- 
ing  laser  energy  into  the  bath  to  cause  polymerisation 
at  points  in  the  resin  and  so  build  up  a  polymerised 
structure.  The  technique  is  complex  and  the  laser  is 
computer-controlled.  The  manufacture  of  mesh-like 
structures  by  this  process  is  believed  to  be  novel. 

The  mesh-like  structures  made  by  SLA  are  com- 
posed  of  polymerised  resin,  eg.  an  acrylic  resin.  For 
convenience,  a  mesh  mould  for  a  pulp  product  will 
normally  be  made  up  of  a  plurality  of  mesh  units,  at 
least  some  of  which  being  made  by  the  SLA  process. 
Each  unit  will  be  mounted  on  the  LOM  support  to  form 
the  mould.  The  units  can  be  made  of  an  exact  size  and 
shape  to  be  mountable  on  a  predetermined  LOM  sup- 
port  to  provide  the  exact  shape  required  to  avoid  any 
gaps  between  the  mesh  and  the  support. 

For  some  purposes,  the  polymerised  acrylic 
mesh  units  as  directly  made  by  SLA  can  be  utilised 
as  such  to  make  a  mould.  We  prefer,  however,  to 
make  copies  of  the  SLA-generated  units  in,  for  exam- 
ple,  other  plastics  materials,  metals  or  ceramics. 
These  second  generation  mesh  units  can  have  a  lon- 
ger  life  or  have  other  advantageous  characteristics 
over  the  SLA-generated  units.  The  accuracy  of  the 
SLA-generated  units  can  be  maintained  in  the  second 
generation  units  which  can  be  made  by  procedures 
well  known  in  the  art. 

A  second  alternative  procedure  is  to  make  the 
mesh  of  varying  mesh  aperture  thereby  varying  the 
water  flow  rate  through  the  mesh  resulting  in  a  vary- 
ing  thickness  of  the  pulp.  One  excellent  way  of  provid- 
ing  such  a  mesh  is  by  SLA,  by  which  it  is  easily  pos- 
sible  to  control  the  mesh  aperture  and  to  provide  local 
variations  as  desired.  This  is  an  important  feature  of 
the  present  invention. 

According  to  one  preferred  feature  of  the  LOM 
technique  as  used  in  this  invention,  a  relatively  thick 
paper  (eg.  8  to  12  thousandths  inch  thickness)  can 
advantageously  be  used.  In  this  way,  a  stepped  sur- 
face  can  be  obtained  so  that,  when  mesh  is  supported 
thereon,  lateral  liquid  flow  paths  are  obtained  which 
is  advantageous  when  constant  thickness  pulp  prod- 
ucts  are  required  or  when  a  mesh  of  varying  aperture 
is  used. 

One  problem  which  can  arise  in  making  shaped 
members  by  LOM,  is  that  the  low  bond  strength  be- 

tween  the  laminae  of  the  articles  can  result  in  the  ar- 
ticle  having  inadequate  structural  rigidity.  According 
to  a  further  aspect  of  this  invention,  we  have  found 
that  this  problem  can  be  overcome  by  impregnating 

5  the  LOM-generated  shaped  article  with  a  resin  to 
strengthen  it.  The  resin  not  only  provide  structural  re- 
inforcement,  but  can  also  of  course  provide  other 
properties  such  as  heat  resistance  and/or  water  resis- 
tance. 

10  In  the  known  process  for  making  articles  by  the 
LOM  technique,  the  paper  used  has  a  continuous 
plastics  coating  to  ensure  overall  adhesion  to  adja- 
cent  laminae  in  the  product.  We  have  found,  however, 
that  such  coatings  can  form  relatively  impervious  bar- 

is  riers  against  passage  of  impregnant  resin  in  the  arti- 
cle.  Thus,  the  resin  can  be  essentially  restricted  to  in- 
dividual  laminae  and  not  significantly  bridge  between 
adjacent  laminae.  We  have  found,  according  to  a  pre- 
ferred  feature  of  this  invention,  that  this  problem  can 

20  be  overcome  by  using  plastic  coated  paper  where  the 
coating,  or  the  paper  itself,  is  discontinuous  in  order 
to  provide  inter-laminae  porosity  in  the  LOM-generat- 
ed  article.  This  enables  the  impregnant  resin  to  form 
a  three-dimensional  integral  structure  throughout  the 

25  article,  providing  great  strength  if  desired. 
The  paper  can  be  made  discontinuous  by,  for  ex- 

ample,  providing  holes  therein.  The  plastic  coating 
can  be  made  discontinuous  by,  for  example,  printing 
it  onto  the  paper  in  a  suitable  pattern  or  by  spraying 

30  it  onto  the  paper  without  providing  a  continuous  coat- 
ing.  The  size  of  the  holes  or  other  discontinuities  will 
usually  be  small  so  as  not  to  affect  significantly  the 
inter-lamina  bonding.  The  optimum  arrangement  can 
be  found  in  any  particular  case  by  routine  trial  and  ex- 

35  periment. 
In  accordance  with  a  further  aspect  of  the  present 

invention,  we  have  found  that,  instead  of  using  paper 
or  paper-like  materials,  in  the  LOM  process,  shaped 
articles  can  be  built  up  from  other  sheet  materials 

40  which  can  be  suitably  coated  or  impregnated  with 
plastics  material  to  provide  the  required  bonding.  Ex- 
amples  of  such  non-paper  materials  include  plastics 
films,  metal  foils,  woven  and  non-woven  materials 
and  ceramics.  The  plastics  materials  can  be  natural 

45  or  synthetic,  thermoplastic  or  thermosetting  resins, 
depending  on  the  physical  and  chemical  properties 
required  in  the  shaped  article. 

These  materials  will  be  coated  (like  the  paper 
feedstock)  and  suitable  coating  materials  to  provide 

so  the  necessary  inter-lamina  adhesion  include  low  and 
high  density  polyethylene,  polyurethanes,  acrylics, 
phenolics,  polyesters  and  casein,  for  example. 

As  will  be  clear  to  those  skilled  in  the  art,  it  may 
not  always  be  necessary  to  provide  an  adhesive  coat- 

55  ing:  sometimes,  for  example,  surface  treatment  of  a 
plastics  sheet  can  provide  the  required  bonding  prop- 
erty. 

The  thickness  of  the  paper,  foil,  ceramic,  woven 
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or  non-woven  materials  will  depend  on  the  material  it- 
self  and  on  the  cutting  power  of  the  laser.  Usually, 
they  will  have  a  thickness  of  about  0.05  to  1.0mm. 

Shaped  members  made  from  porous  sheet  mate- 
rials  can  be  impregnated  to  strengthen  them  as  de- 
scribed  herein  for  the  paper-based  articles.  Articles 
made  from  non-porous  sheet  materials  are  preferably 
made  porous  by  first  providing  some  porosity  in  the 
sheets  themselves  (and,  if  required,  in  any  adhesive 
layer  thereon).  This  can  be  achieved  as  previously  de- 
scribed  by  providing  holes  in  the  sheets  and/or  dis- 
continuities  in  any  plastics  coating  (adhesive)  applied 
thereto. 

In  the  case  of  sheet  materials  which  are  essen- 
tially  non-porous  perse,  e.g.  metal  foils  or  some  plas- 
tics  films,  it  is  advantageous  to  provide  discontinui- 
ties  therein  in  a  regular  pattern  on  each  sheet  and  to 
lay  up  the  sheets  in  the  laminate  with  the  discontinu- 
ities  directly  super-posed  to  provide  porosity  through- 
out  the  article.  This  then  enables  any  impregnant  res- 
in  to  permeate  the  article  to  provide  the  required 
structural  integrity. 

Impregnation  of  the  articles  of  the  invention  is 
usually  effected  with  a  thermoplastic  or  thermoset- 
ting  resin.  Because  of  their  three-dimensional  poros- 
ity,  as  a  result  of  resin  impregnation,  they  can  be 
made  very  strong.  Furthermore,  by  judicious  selec- 
tion  of  the  impregnating  resin,  other  properties  can  be 
conferred.  For  the  manufacture  of  certain  moulds  in 
particular,  high  heat  transfer  can  be  a  desirable  char- 
acteristic  and  this  can  be  achieved  by  using  an  im- 
pregnating  resin  of  good  thermal  transfer  character- 
istics. 

Impregnation  of  the  shaped  articles  of  the  inven- 
tion  can  be  effected  under  vacuum  and/or  by  immer- 
sion  or  spraying. 

Because  of  the  ability  which  the  present  inven- 
tion  provides  to  closely  control  the  mesh  mould  sur- 
face,  the  quality  of  the  surface  can  be  chosen  to  re- 
quirements  from,  for  example,  very  smooth  to  a 
roughened  appearance.  In  accordance  with  another 
preferred  feature  of  the  invention,  both  surfaces  of  a 
moulded  article  can  be  made  smooth  by  positioning 
a  smooth  male  member  in  the  pulp  adjacent  the  mesh 
surface.  This  member  itself  could  comprise  a  mesh 
surface  with  vacuum  applied  thereto  if  desired.  The 
member  can  be  used  to  transfer  the  pulp  moulding  to 
the  oven  for  drying. 

Laminated  paper  articles  produced  by  LOM  will 
normally  be  resin  treated  to  impart  the  desired  chem- 
ical,  water,  heat  and  wear  resistance. 

The  present  invention  enables  a  very  wide  vari- 
ety  of  pulp  mouldings  to  be  made,  in  particular  mould- 
ings  of  articles  which  it  has  not  been  possible  previ- 
ously  to  produce  in  pulp.  Further,  because  of  the  ac- 
curacy  and  control  available,  articles  can  now  be 
made  as  pulp  mouldings  which  would  not  previously 
have  been  considered  as  possible. 

In  order  that  the  invention  may  be  more  fully  un- 
derstood,  reference  is  made  to  the  accompanying 
drawings,  wherein: 

Fig.  1  schematically  illustrates  one  embodiment 
5  of  the  technique  of  LOM; 

Fig.  2  is  a  vertical  section  through  parts  of  a  shap- 
ed  article  as  it  is  made  by  LOM. 
Fig.  3A  is  a  schematic  vertical  section  through 
part  of  a  prior  art  LOM  article; 

10  Fig.  3B  is  a  schematic  vertical  section  through 
part  of  an  LOM  shaped  article  made  by  the  proc- 
ess  of  the  present  invention; 
Fig.  4  is  a  schematic  vertical  section  through  part 
of  another  LOM  shaped  article; 

15  Fig.  5  schematically  illustrates  the  technique  of 
SLA; 
Fig.  6  show  schematically  and  in  vertical  section 
the  production  of  an  article  by  SLA; 
Fig.  7  is  a  top  plan  view  of  one  embodiment  of  a 

20  mesh  unit  made  in  accordance  with  the  invention; 
Fig.  7B  is  a  sectional  elevation  on  the  line  B-B  of 
Fig.  3A; 
Fig.  8  shows  a  section  of  a  mesh  support  of  the 
invention  with  mesh  thereon; 

25  Fig.  9  illustrates  schematically  a  pulp  moulding 
process; 
Fig.  10  illustrates  schematically  the  overall  proc- 
ess  from  making  the  mould  through  to  making  the 
pulp  moulding; 

30  Fig.  11  illustrates  the  formation  of  a  pulp  mould- 
ing  of  varying  thickness;  and 
Figs.  12A,12B  and  12C  together  illustrate  forma- 
tion  of  a  pulp  moulding  with  weakened  areas  for 
a  press-out  section. 

35  Referring  to  the  drawings,  Figs  1  and  2  illustrate 
the  technique  of  LOM.  Essentially,  the  technique  in- 
volves  exposing  a  sheet  of  plastic  coated  paper  to  a 
laser  beam  at  selected  points,  whereby  the  paper  is 
weakened  at  those  points  in  accordance  with  a  de- 

40  sired  shape.  A  second  sheet  is  then  superposed  on 
the  first,  the  sheets  are  bonded  by  heat  and  the  laser 
cutting  process  repeated.  As  successive  sheets  are 
treated  in  the  same  way,  there  is  built  up  a  stack  of 
laminated  sheets  with  weak  area  contours  so  that,  f  i- 

45  nally,  the  weakened  areas  can  be  removed  to  obtain 
the  desired  article. 

Fig.  1  shows  the  process  in  operation.  The  lam- 
inated  stack  1  is  supported  on  a  platform  2  which  is 
incrementally  moved  downwards  as  each  new  sheet 

so  of  plastic  coated  paper  is  added  to  the  stack.  Each 
sheet  is  cut  (also  by  the  laser)  from  a  continuous  roll 
3  which  is  moved  in  the  direction  of  arrow  A  over  the 
stack.  The  laser  apparatus  4  is  arranged  to  scan  the 
working  area  5  by  use  of  movable  mirrors  6  etc.  con- 

55  trolled  by  computer.  A  heated  roller  6a  is  moved  over 
each  new  sheet  to  bond  it  to  the  underlying  stack. 

Fig.  2  shows  the  individual  sheets  7  in  the  stack 
1  with  lines  8  of  weakness  built  up  by  the  laser. 

4 
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Referring  now  to  Figs.  3Aand  3B,  the  shaped  ar- 
ticle  comprises  a  plurality  of  porous  laminae  30  (e.g. 
paper),  bonded  together  with  plastics  layers  31  .  In  the 
known  construction  of  Fig.  3A,  the  plastic  coatings 
are  continuous  and  each  lamina  30  is  effectively 
sealed  from  adjacent  laminae.  In  the  result,  the  struc- 
ture  is  porous  only  in  the  plane  of  individual  laminae. 

In  Fig.  3B,  however,  the  plastics  layers  31  are  dis- 
continuous  (as  at  32),  so  that  there  is  communication 
between  adjacent  laminae.  Upon  impregnation  with  a 
resin,  the  resin  can  permeate  the  whole  structure  ef- 
fectively  joining  laminae  together  to  make  a  very 
strong  product. 

Fig.  4  illustrates  an  article  of  the  invention  in 
which  a  non-porous  material  is  used  to  make  the  lam- 
inae  40.  The  material  is  coated  with  an  adhesive  coat- 
ing  42  and  then  perforated  in  a  regular  pattern,  and 
the  laminae  40  are  then  laid  up  with  the  perforations 
41  on  each  lamina  40  coincident.  The  resulting  prod- 
uct  has  inter-laminae  porosity  by  virtue  of  the  perfor- 
ations  41. 

Referring  to  Figs.  5  and  6,  UV  sensitive  resin  50 
is  in  a  tank  51  in  which  is  mounted  a  table  52  which 
is  vertically  reciprocable.  A  laser  beam  is  spot  fo- 
cussed  in  a  horizontal  plane  in  the  liquid  surface  of  the 
tank,  and  is  arranged  to  move  to  traverse  the  whole 
area  of  the  plane.  The  speed  of  movement  of  the 
beam  is  varied  to  cause  polymerisation  of  the  resin 
only  in  the  desired  areas  of  the  plane.  (Alternatively, 
the  beam  could  be  pulsed.)  The  plane  is  very  thin. 

After  one  plane  has  been  treated,  the  table  is 
moved  downwards  by  an  increment  to  bring  fresh  liq- 
uid  into  the  plane  of  focus  of  the  laser.  A  wiper  55  is 
used  to  level  the  liquid  surface.  The  beam  is  again 
caused  to  traverse  the  plane.  As  the  process  is  re- 
peated,  plane  by  plane,  there  is  built  up  a  structure 
56  of  polymerised  resin.  In  accordance  with  the  pres- 
ent  invention,  the  structure  is  of  a  three-dimensional 
mesh.  Fig.  6  shows  a  structure  ("model")  being  built 
up. 

Figs.  7A  and  7B  illustrate  a  mesh  unit  made  by 
the  SLA  technique  in  accordance  with  the  invention. 
The  unit  illustrated  comprises  a  grid  of  10  x  10 
through-channels  (1)  each  bounded  by  thin  walls  (2). 
The  unit  has  a  top  (3)  and  bottom  (4),  the  apertures 
(1)  extending  from  top  to  bottom  of  the  unit.  The  top 
(3)  is  shaped  (i.e.  the  tops  of  the  walls  defining  the 
channels  are  shaped)  to  the  shape  of  the  desired 
moulded  article  (see  curves  (5)  in  Fig.  3B).  In  use, 
units  are  mounted  on  a  support  and  a  vacuum  applied 
at  the  bottom  (4).  Pulp  is  fed  to  the  top  (3)  and  liquid 
is  drawn  off  through  channels  (1),  leaving  the  solids 
residue  on  the  shaped  top  (3). 

Fig.  8  shows,  in  vertical  section,  an  edge  region 
of  an  LOM-generated  support  20  comprising  individ- 
ual  sheets  21  bonded  together.  Each  sheet  has  been 
cut  at  its  end  22  by  the  laser,  to  provide  the  desired 
shaped  surface  23  of  the  support.  The  surface  is, 

however,  made  up  of  a  series  of  steps,  each  corre- 
sponding  to  the  thickness  of  the  end  22  of  the  respec- 
tive  sheet.  A  mesh  25  is  laid  on  surface  23,  and  the 
steps  provide  lateral  flow  passages  26  between  the 

5  mesh  and  the  end  surfaces  of  the  sheets.  These  pas- 
sages  26  can  greatly  assist  in  fluid  flow  during  a  pulp 
moulding  process. 

Fig.  9  schematically  illustrates  a  pulp  moulding 
process.  The  mould  60  comprising  a  support  with 

10  mesh  units  mounted  thereon  is  located  on  an  elevator 
platform  61  for  movement  into  and  out  of  a  pulp  62  in 
bath  63.  The  mould  60  communicates  with  a  vacuum 
source  and  a  liquid  drain  64  permits  water  drawn 
through  the  mesh  to  escape.  When  the  desired  thick- 

15  ness  of  solids  has  built  up  on  the  mesh  mould,  the 
moulded  article  is  removed  for  oven  drying. 

Referring  now  to  Fig.  10,  there  is  shown  schemat- 
ically  an  embodiment  of  the  overall  process  from 
making  the  LOM  mould  to  production  of  the  pulp 

20  moulding.  Fig.  10  illustrates  five  stages  in  the  proc- 
ess.  In  stage  (1),  the  LOM  mould  1  is  produced  from 
plastic-coated  paper  laminae  2,  with  the  particular 
shape  of  the  mould  3  therein.  From  this,  there  is  made 
a  solid  casting  4  (stage  2)  in  the  shape  of  mould  3. 

25  This  solid  casting  4  is  made  of  plastics  material  or 
metal,  for  example.  It  is  to  serve  as  the  support  for 
mesh.  Firstly,  however,  it  has  the  drainage  holes  or 
channels  5  formed  therein.  As  illustrated  (stage  3), 
these  channels  5  are  all  vertical  and  parallel,  but  they 

30  need  not  be  in  this  form. 
In  stage  (4),  the  lower  (as  illustrated)  face  6  of  the 

casting  4  is  covered  with  mesh  7.  Usually  this  will  be 
wire  mesh  but  it  may  be  one  of  the  alternatives  descri- 
bed  herein  (eg.  an  SLA  mesh).  As  can  be  seen,  the 

35  mesh  7  lies  in  contact  with  the  surface  6  of  the  casting 
4. 

The  next  step  in  the  process  is  to  apply  a  reduced 
pressure  to  side  A  of  casting  4  whilst  supplying  aqu- 
eous  pulp  to  side  B.  The  water  in  the  pulp  is  drawn 

40  through  mesh  7  and  drainage  holes  5,  in  the  direction 
of  the  arrow  10,  to  deposit  a  layer  8  of  pulp  on  the 
mesh  7.  When  a  sufficient  thickness  of  the  pulp  layer 
8  has  built  up,  the  process  is  stopped  and  the  pulp 
moulding  9  so  formed  is  removed  from  the  mesh  and 

45  dried.  Pulp  moulding  9  is  shown  on  stage  (5). 
Fig.  11  illustrates  a  process  according  to  the 

present  invention,  in  which  a  pulp  moulding  of  varying 
thickness  is  made.  An  LOM  support  is  made  and  a 
casting  20  made  therefrom  (as  described  with  refer- 

so  ence  to  Fig.  1  0).  Drainage  holes  21  are  formed  there- 
in,  and  a  mesh  22  is  placed  on  the  support.  The  mesh 
lies  snugly  on  the  upper  profiled  surface  22a  of  the 
LOM  casting  20.  Aqueous  pulp  is  supplied  over  the 
mesh  22  and  a  reduced  pressure  applied  below  the 

55  casting  20  to  draw  water  from  the  pulp  through  the 
mesh  22  and  the  drainage  holes  21. 

As  shown,  some  of  the  drainage  holes  are 
blocked  23  to  prevent  water  flow  therethrough.  The 

5 
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result  of  this  is  that  a  much  thinner  layer  24  of  pulp  is 
laid  down  on  the  mesh  22  above  these  blocked  drain- 
age  holes.  Elsewhere,  where  the  mesh  lies  over  open 
drainage  holes,  the  pulp  layer  25  formed  is  thicker. 

In  Fig.  11,  the  mesh  22  is  an  SLA-formed  of  plas- 
tics  material  with  a  plurality  of  fine  holes  26  therein. 
This  SLA  unit  fits  snugly  on  the  LOM  casting  20  to 
substantially  eliminate  lateral  water  flow  in  the  region 
between  the  mesh  22  and  the  upper  surface  of  the 
LOM  casting  20.  Blanking  sheets  27  can  be  provided 
at  each  side  on  the  LOM  casting  20  to  prevent  lay 
down  of  pulp. 

Fig.  12A  is  a  top  plan  view  of  a  mesh  30  on  an 
LOM  support  31  (see  also  Figs.  12B  and  12C).  The 
LOM  support  has  water  channels  therein  as  previous- 
ly  described.  Lying  on  the  mesh  30  is  ring  32  with 
three  cut-out  portions  33.  As  can  be  seen  from  Fig. 
12B  (which  is  a  section  on  line  A-Aof  Fig.  12A),  ring 
32  is  upstanding  by  an  amount  greater  than  the  depth 
of  the  aqueous  pulp  during  formation  of  the  pulp 
moulding,  and  the  ring  produces  a  discontinuity  orslot 
in  the  moulding.  The  slot  is  in  three  arcs  35a,  35b,  35c. 
Between  the  arcs  are  the  cut  out  portions  of  ring  32, 
where  (see  Fig.  12C  which  is  a  section  on  line  B-B  of 
Fig.  12A)  the  height  of  the  ring  is  much  reduced.  In 
these  regions,  a  thin  layer  36  of  pulp  forms  over  the 
ring  and  these  layers  36  formed  weakened  strips  join- 
ing  the  pulp  moulding  37  within  ring  32  with  the  mould- 
ing  38  outside  ring  32.  In  the  result,  moulding  37  can 
be  easily  released  from  moulding  38  when  desired  by 
simply  breaking  the  three  thin  layers  36. 

One  aspect  of  the  present  invention  is  the  use  of 
LOM  for  making  a  mesh  support  member.  As  previ- 
ously  described,  the  mesh  can  be  generated  by  SLA 
or  it  may  be  conventional  wire  mesh. 

According  to  a  further  aspect  of  the  invention,  the 
mesh  can  be  formed  in  other  ways.  For  example,  the 
"mesh"  can  be  constituted  by  a  sheet-like  material 
with  apertures  therein.  The  apertures  can  be  provid- 
ed  in  any  desired  way,  but  according  to  a  preferred 
feature  of  the  invention  the  apertures  arecutordrilled 
in  the  sheet-like  material  by  laser. 

There  are  various  ways  in  which  such  a  "mesh" 
can  be  provided  on  an  LOM  support.  According  to  one 
preferred  procedure,  a  thin  sheet  of  plastic  can  be  laid 
over  an  LOM  support  (preferably  vacuum  formed 
thereover)  and  then  the  sheet  can  be  perforated  with 
a  laser  to  form  fine  mesh  holes,  for  example  about  1.0 
mm  diameter  at  1.1  mm  centres.  The  hole  size  and 
spacing  can  of  course  vary  widely,  as  desired.  Alter- 
natively,  the  sheet  could  be  perforated  first  and  then 
applied  to  the  LOM  support.  When  the  sheet  is  per- 
forated  on  the  support,  the  LOM  laser  can  be  used  to 
make  the  perforations. 

The  concept  of  using  a  perforated  sheet,  espe- 
cially  (but  not  only)  a  perforated  plastics  sheet,  to 
serve  as  a  mesh,  is  itself  novel  and  constitutes  a  fur- 
ther  aspect  of  the  invention.  This  aspect  of  the  inven- 

tion  is  useful  particularly  (but  not  exclusively)  for 
making  moulds  for  pulp  moulding.  The  support  is 
made  by  LOM,  and  the  perforated  sheet  would  have 
to  be  made  to  conform  to  the  surface  shape  of  the 

5  LOM  (or  other)  support.  It  is  thus  preferred  to  shape 
the  sheet  on  the  supportfirst  before  drilling  the  holes. 
Alternatively,  a  pre-drilled  flat  sheet  could  be  formed 
to  the  support  shape,  eg.  with  a  male  or  female  tool, 
and  then  laid  on  the  support. 

10  There  are  various  ways  in  which  the  invention  as 
described  hereinabove  can  be  modified. 

Firstly,  whilst  we  have  described  aspects  of  the 
invention  with  reference  to  stereolithography  (SLA),  it 
is  to  be  understood  that  there  are  other  similar  tech- 

15  niques  which  could  be  used  instead.  Examples  in- 
clude  wax  processes  which  build  up  layers  of  wax 
and/or  cure  with  light;  welding  and  cutting  type  proc- 
esses  which  build  up  the  profile  by  layering  and/or 
welding;  printing  type  operations  which  can  build  up 

20  the  profile  by  addition  and/or  subtraction  of  materials. 
The  processes  are  generally  in  one  of  two  categories, 
i.e.  the  addition  of  material  (SLAtype  process)  or  sub- 
traction  of  material  (LOM  type  process). 

The  mesh  structures  made  by  SLA  can  be  made 
25  in  the  form  of  a  body  such  as  shown  in  Figs.  7A  and 

7B  of  the  accompanying  drawings,  or  they  can  be 
made  as  thinner  structures  (e.g.  from  1  to  10mm 
thick)  to  be  supported  such  as  on  LOM  produced  sup- 
ports  or  otherwise. 

30  In  the  body  shown  in  Figs.  7Aand  7B,  the  aper- 
tures  (1)  extend  uniformly  from  the  top  (3)  to  the  bot- 
tom  (4)  of  the  unit.  We  have  now  found  that  there  are 
advantages  in  having  the  apertures  taper  or  narrow 
from  bottom  to  top.  Thus,  for  example,  there  can  be 

35  a  top  layer  about  2mm  thick  having  holes  0.75  x 
0.75mm  in  size,  then  a  layer  10mm  thick  having  holes 
of  size  1.5x1  .5mm,  then  a  layer  with  holes  3  x  3mm 
in  size,  and  finally  a  bottom  layer  with  holes  6  x  6mm 
in  size.  Thus,  the  top  layer  with  fine  holes  is  supported 

40  by  the  lower  layers  with  larger  holes,  so  effecting  a 
saving  in  the  amount  of  material  used  to  make  the 
unit. 

The  invention  thus  includes  a  mesh  unit  in  which 
the  size  of  the  mesh  bores  varies  with  their  length. 

45  Such  units  can  be  made  by  SLA  and  other  similar 
techniques.  In  use  of  these  units  for  making  pulp 
mouldings,  control  over  the  moulding  thickness  can 
be  achieved  by  selective  blocking  or  constricting  of 
the  larger  lower  regions  of  the  holes.  In  this  way,  ex- 

50  periments  can  be  conducted  very  simply  and  effi- 
ciently  to  test  various  mesh  conditions  in  order  to  ach- 
ieve  exactly  the  desired  properties  in  the  pulp  mould- 
ing.  This  is  a  highly  advantageous  technique. 

It  will  be  understood  that  whilst  we  prefer  to  have 
55  the  holes  widen  from  top  to  bottom  of  the  mesh  unit, 

more  complex  arrangements  of  varying  hole  size  etc. 
can  be  achieved  as  desired  by  the  SLA  technique 
(and  similar  techniques). 

6 
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The  mesh  size  at  the  surface  of  the  mesh  unit  af- 
fects  the  surface  finish  of  the  pulp  mouldings  made 
using  it.  Because  of  the  flexibility  of  SLA  (and  similar 
techniques),  mesh  size  can  be  varied  relatively  easily, 
thus  allowing  a  desired  surface  finish  to  be  achieved. 
This  is  not  possible  by  conventional  techniques. 

Instead  of  using  laminated  object  manufacture 
(LOM)  to  make  the  shaped  articles,  where  layers  of 
plasticcoated  paper  (or  the  like)  are  individually  cut  by 
laser  and  then  laminated  together,  it  is  possible  to  use 
other  similar  layer  manufacturing  techniques  to  make 
shaped  articles.  Examples  of  such  other  techniques 
include  the  wax  processes  and  others  described 
above  as  usable  in  place  of  SLA,  and  also  any  system 
which  uses  heat,  light  radiation  to  cure  materials  for 
subtraction  and/or  addition. 

As  described  herein,  shaped  articles  made  by 
LOM  are  very  advantageously  used  to  support  mesh 
(whether  conventional  wire  mesh,  or  SLA-generated 
mesh,  or  any  other  mesh)  for  use  in  making  moulded 
pulp  articles.  The  LOM  support  is  formed  with  suction 
holes  therein,  and  the  mesh  is  mounted  on  a  surface 
over  the  holes,  so  that  water  can  be  drawn  from  the 
pulp,  through  the  mesh  and  out  of  the  LOM  support 
suction  holes. 

One  of  the  important  desiderata  in  making  more 
sophisticated  pulp  mouldings,  is  to  be  able  to  vary  the 
moulding  thickness  so  as  to  produce  thinner  (weaker) 
or  thicker  (stronger)  areas,  for  example.  By  conven- 
tional  techniques,  this  is  very  difficult  to  achieve.  As 
described  above,  we  have  found  that  there  is  a  way 
of  achieving  this  which  is  relatively  simple  and  highly 
effective.  In  particular,  we  have  found  that,  without 
changing  the  mesh,  by  varying  the  suction  holes  in 
the  support,  control  of  the  thickness  of  the  pulp 
moulding  can  be  achieved.  Using  the  LOM  (or  a  sim- 
ilar  technique),  it  is  possible  to  produce  supports  with 
various  different  suction  hole  arrangements,  i.e.  dif- 
ferent  spacings,  different  sizes,  different  shapes  (e.g. 
different  cross-sectional  shapes)  etc.  It  is  also  possi- 
ble  then  to  experiment  by  varying  the  liquid  flow  al- 
lowed  in  various  suction  holes,  such  as  by  temporarily 
occluding  them,  until  exactly  the  right  wall  thickness 
is  achieved  in  the  pulp  moulding.  This  possibility 
gives  enormous  advantages  in  practice. 

We  have  referred  herein  to  the  use  of  paper  pulps 
but  other  mouldable  pulps  and  the  like  can  also  be 
used.  For  example,  any  fibre  or  particulate  in  a  sus- 
pension  medium,  wet  or  dry,  can  be  used.  Amicrofine 
glass  suspension  is  an  example  of  a  wet  suspension. 
Dry  suspensions  include  spray  type  applications  to  a 
mesh  surface  which  employs  suction  through  it. 

In  the  manufacture  of  pulp  mouldings,  the  wet 
moulding  has  to  be  removed  from  the  mould  and  stor- 
ed  to  dry.  There  are  sometimes  problems  in  removing 
the  wet  moulding  and  transferring  it  to  the  drying  sta- 
tion.  We  have  found  a  way  of  dealing  with  this  prob- 
lem.  According  to  the  present  invention,  we  smooth 

the  surface  of  the  pulp  moulding  whilst  it  is  still  on  the 
wet  mould,  apply  a  release  agent  thereto  (e.g.  petro- 
leum  jelly)  and  then  spray  fibre  glass/resin  on  to  it  to 
form  a  transfer  mould.  The  transfer  mould  also  has 

5  the  usual  vacuum  line/air  line. 

Claims 

10  1.  A  process  for  making  a  pulp  moulding  which  com- 
prises  feeding  an  aqueous  pulp  to  one  side  of  a 
mesh  mould,  and  reducing  pressure  on  the  other 
side  of  the  mould  to  draw  water  through  the 
mould,  to  form  the  pulp  moulding  on  said  one  side 

15  of  the  mould;  characterised  in  that  the  mould  in- 
cludes  a  shaped  member  made  or  derived  by 
laminated  object  manufacture  (LOM). 

2.  A  method  according  to  claim  1  ,  wherein  the  shap- 
20  ed  member  is  a  plastics  material  mould  derived 

from  an  LOM  article. 

3.  A  method  according  to  claim  2,  wherein  the  plas- 
tics  mould  comprises  a  shaped  moulding  surface 

25  and  a  series  of  water-conducting  channels  in  the 
mould  to  conduct  water  from  said  moulding  sur- 
face. 

4.  A  method  according  to  claim  3,  wherein  the 
30  moulding  surface  has  a  plurality  of  apertures 

therein  to  constitute  a  mesh,  the  apertures  com- 
municating  with  said  water-conducting  channels. 

5.  A  method  according  to  claim  1  ,  2  or  3,  wherein  a 
35  mesh  member  is  provided  on  said  shaped  mem- 

ber  and,  in  use,  water  is  drawn  through  the  mesh 
to  the  shaped  member. 

6.  A  method  according  to  claim  5,  wherein  the  mesh 
40  member  comprises  wire  mesh  or  a  mesh  made  by 

stereolithography  (SLA). 

7.  A  method  according  to  claim  3,  wherein  the  size 
and/or  disposition  of  the  channels  is  such  as  to 

45  provide  a  pulp  moulding  of  varying  wall  thickness 
but  constant  moulding  density. 

8.  A  mould  for  use  in  making  a  pulp  moulding,  which 
mould  comprises  a  plastics  member  having  a  sur- 

50  face  of  a  shape  derived  in  the  moulding;  a  plural- 
ity  of  fine  apertures  formed  in  the  surface;  and  a 
series  of  water-flow  channels  formed  in  the  plas- 
tics  member  communicating  with  the  apertures  to 
carry  water  therefrom. 

55 
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