
J  
Europaisches  Patentamt 

European  Patent  Office 

Office  europeen  des  brevets ©  Publication  number: 0  6 5 6   2 8 3   A 1  

E U R O P E A N   PATENT  A P P L I C A T I O N  

©  Application  number:  94308286.7  ©  Int.  CI.6:  B60R  2 1 / 0 0  

@  Date  of  filing:  10.11.94 

®  Priority:  02.12.93  US  161654  Rochester, 
Michigan  48306  (US) 

@  Date  of  publication  of  application:  Inventor:  Mazur,  Joseph  F. 
07.06.95  Bulletin  95/23  58471  Winston 

Washington, 
0   Designated  Contracting  States:  Michigan  48094  (US) 

BE  DE  ES  FR  GB  IT  NL  SE  Inventor:  Gentry,  Scott  B. 
77221  Hipp  Road 

©  Applicant:  TRW  VEHICLE  SAFETY  SYSTEMS  Romeo, 
INC.  Michigan  48065  (US) 
1900  Richmond  Road  Inventor:  Blackburn,  Brian  K. 
Lyndhurst  124  Glendale 
Ohio  44124  (US)  Rochester, 

Michigan  48063  (US) 
@  Inventor:  Steffens,  Charles  E.,  Jr. 

66800  Campground  Road 
Washington,  ©  Representative:  Walters,  Frederick  James 
Michigan  48095  (US)  Urquhart-Dykes  &  Lord 
Inventor:  Vos,  Thomas  H.  91  Wimpole  Street 
878Darien  London  W1M  8AH  (GB) 

Method  and  apparatus  for  controlling  an  actuatable  restraining  device  in  response  to  discrete 
control  zones. 

00 
00 
CM 
CO 
m  
CO 

©  An  apparatus  for  controlling  an  occupant  re- 
straint  system,  such  as  an  air  bag  (102),  includes 
position  sensors  (80,  84,  86)  for  sensing  position  of 
an  occupant  and  a  weight  sensor  (70)  for  sensing 
weight  of  the  occupant.  Both  the  position  sensors 
(80,  84,  86)  and  the  weight  sensor  (70)  are  con- 
nected  to  a  controller  (24).  A  seat  position  sensor 
(30),  a  seat  back  incline  sensor  (36),  and  belt  payout 
sensor  (64)  are  also  used  to  determine  occupant 
weight  and  position.  A  vent  valve  (120)  is  connected 
to  the  reaction  can  (103)  of  the  air  bag  (102)  and  is 
controlled  by  the  controller  (24).  The  controller  (24) 
establishes  an  occupant  weight  range  from  the 
weight  sensors  and  an  occupant  position  range  from 
the  position  sensors.  The  controller  (24)  selects  one 
of  a  plurality  of  discrete  control  zones  dependant 
upon  both  the  sensed  occupant  position  range  and 
the  sensed  occupant  weight  range.  The  controller 
(24)  then  provides  a  regulating  signal  to  the  vent 
valve  (120)  based  on  the  selected  one  of  the  dis- 
crete  control  zones. 
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Technical  Field 

The  present  invention  is  directed  to  a  vehicle 
occupant  restraint  system  and  is  particularly  di- 
rected  to  a  method  and  apparatus  for  controlling  an 
actuatable  restraining  device. 

Background  of  the  Invention 

Occupant  restraint  systems  for  use  in  vehicles 
are  well  known  in  the  art.  One  such  restraint  sys- 
tem  includes  a  crash  sensor,  an  inflatable  air  bag, 
and  an  actuation  circuit  that  controls  deployment  of 
the  air  bag  in  response  to  an  output  from  the  crash 
sensor.  The  crash  sensor  can  be  an  accelerometer 
that  provides  an  electrical  signal  having  a  value 
functionally  related  to  the  vehicle's  deceleration.  A 
controller  evaluates  the  accelerometer  signal  and 
provides  an  actuation  signal  when  it  determines  a 
vehicle  crash  condition  is  occurring  of  such  nature 
that  the  air  bag  should  be  deployed.  The  actuation 
circuit  includes  a  squib  operatively  connected  to  a 
source  of  inflation  fluid. 

In  response  to  an  actuation  signal  from  the 
controller,  the  actuation  circuit  applies  a  current 
through  the  squib  which  causes  the  squib  to  ignite. 
When  the  squib  ignites,  the  source  of  inflation  fluid 
discharges  gas  into  the  air  bag,  which  results  in 
inflation  of  the  air  bag. 

The  art  has  recognized  the  that  it  is  not  always 
desirable  to  inflate  the  air  bag  with  100%  of  the 
gas  provided  from  the  source  of  inflation  fluid.  One 
proposed  system  controls  the  amount  of  gas  that 
inflates  the  air  bag  in  response  to  the  detected 
weight  of  the  occupant.  Such  a  system  is  disclosed 
in  U.S.  Patent  No.  5,232,243  to  Blackburn  et  al.  and 
assigned  to  the  assignee  of  the  present  invention. 
Another  proposed  system,  disclosed  in  Gentry  et 
al.,  U.S.  Patent  Application  Serial  No.  986,041,  filed 
December  4,  1992,  and  assigned  to  the  assignee 
of  the  present  invention,  controls  the  amount  of  gas 
that  inflates  the  air  bag  in  response  to  detected 
occupant  position. 

Summary  of  the  Invention 

The  present  invention  provides  a  method  and 
apparatus  for  controlling  an  occupant  restraining 
device  in  accordance  with  a  selected  control  zone 
which  is  dependant  upon  a  determined  occupant 
weight  range  and  a  determined  occupant  position 
range. 

In  accordance  with  one  aspect  of  the  present 
invention,  an  apparatus  for  controlling  an  occupant 
restraint  system  includes  position  sensing  means 
for  sensing  position  of  an  occupant  and  weight 
sensing  means  for  sensing  weight  of  the  occupant. 
The  apparatus  further  includes  regulating  means 

operatively  connected  to  an  occupant  restraining 
device  of  the  occupant  restraint  system  for  regulat- 
ing  an  occupant  restraining  function  of  the  oc- 
cupant  restraining  device  in  response  to  a  control 

5  signal.  Control  means  is  operatively  connected  to 
the  position  sensing  means,  the  weight  sensing 
means,  and  the  regulating  means  for  selecting  one 
of  a  plurality  of  discrete  control  zones  dependant 
upon  both  the  sensed  position  and  the  sensed 

io  weight  of  the  occupant  and  for  providing  the  control 
signal  based  on  the  selected  one  of  the  discrete 
control  zones. 

In  accordance  with  another  aspect  of  the 
present  invention,  a  method  for  controlling  an  oc- 

75  cupant  restraint  system  comprises  the  steps  of 
sensing  the  position  of  an  occupant  and  sensing 
the  weight  of  the  occupant.  One  of  a  plurality  of 
discrete  control  zones  is  selected  in  response  to 
both  the  sensed  position  and  sensed  weight  of  the 

20  occupant.  The  method  further  comprises  the  step 
of  regulating  an  occupant  restraining  function  of  the 
occupant  restraint  system  based  on  the  selected 
control  zone. 

In  accordance  with  a  preferred  embodiment  of 
25  the  present  invention,  an  apparatus  is  provided  for 

controlling  an  air  bag  operatively  coupled  to  a 
source  of  inflation  fluid.  The  air  bag  is  inflated  to  an 
operative  restraining  position  upon  detection  of  a 
vehicle  crash  condition.  The  apparatus  includes 

30  position  sensing  means  for  sensing  position  of  an 
occupant  relative  to  the  air  bag  and  weight  sensing 
means  for  sensing  weight  of  the  occupant.  The 
apparatus  further  includes  regulating  means  oper- 
atively  connected  to  the  air  bag  for  venting  off  an 

35  amount  of  inflation  fluid  so  as  to  regulate  the  re- 
straining  function  of  the  air  bag  during  a  vehicle 
crash  condition  in  response  to  a  regulating  control 
signal.  Control  means  is  operatively  connected  to 
the  position  sensing  means,  the  weight  sensing 

40  means,  and  to  the  regulating  means  for  selecting 
one  of  a  plurality  of  discrete  control  zones  depen- 
dant  upon  both  the  sensed  position  and  the  sensed 
weight  of  the  occupant  and  for  providing  the  control 
signal  based  on  the  selected  one  of  the  discrete 

45  control  zones.  The  control  means  includes  a  look- 
up  memory  table  having  a  plurality  of  stored  oc- 
cupant  characterization  blocks  wherein  each  block 
is  functionally  related  to  both  an  occupant  weight 
range  and  an  occupant  position  range.  The  plurality 

50  of  stored  blocks  are  grouped  into  at  least  two 
discrete  control  zones.  Each  of  the  control  zones 
has  an  associated  regulating  control  signal.  The 
control  means  outputs  an  associated  one  of  the 
regulating  control  signals  based  on  the  selected 

55  control  zone  which  results  in  control  of  the  amount 
of  inflation  fluid  vented. 
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Brief  Description  of  the  Drawings 

Other  features  and  advantages  of  the  present 
invention  will  become  apparent  to  those  skilled  in 
the  art  to  which  the  present  invention  relates  from  a 
reading  of  the  following  detailed  description  of  a 
preferred  embodiment  with  reference  to  the  accom- 
panying  drawings,  in  which: 

Fig.  1  is  a  schematic  diagram  of  an  occupant 
restraint  system  made  in  accordance  with  the 
present  invention; 
Fig.  2  is  a  schematic  block  diagram  of  the 
electrical  control  portion  of  the  system  shown  in 
Fig.  1; 
Fig.  3  is  a  schematic  depiction  of  a  look-up  table 
portion  of  the  controller  of  Fig.  1  showing  control 
zone  groups;  and 
Figs.  4-9  are  flow  charts  showing  a  control  pro- 
cess  in  accordance  with  the  present  invention. 

Description  of  Preferred  Embodiments 

Referring  to  Figs.  1  and  2,  an  apparatus  20  for 
controlling  an  occupant  restraint  system  includes  a 
plurality  of  sensors  22  operatively  connected  to  a 
controller  24.  Specifically,  a  seat  position  sensor  30 
is  operatively  connected  between  a  vehicle  seat  32 
and  the  vehicle  floor  34  and  is  electrically  con- 
nected  to  the  controller  24.  The  sensor  30  provides 
an  electrical  signal  indicative  of  the  position  of  the 
seat  32  relative  to  a  fixed  reference  point  in  the 
interior  of  the  vehicle  interior.  A  seat  back  angle 
sensor  36  is  operatively  connected  between  a  seat 
bottom  38  and  the  seat  back  40  of  seat  32  and  is 
electrically  connected  to  the  controller  24.  The  seat 
back  angle  sensor  36  provides  an  electrical  signal 
indicative  of  the  angle  of  inclination  of  the  seat 
back  40  relative  to  the  seat  bottom  38. 

A  seat  belt  50  is  operatively  secured  to  the 
vehicle  34  at  a  first  location  52  in  a  known  manner. 
It  is  also  contemplated  that  the  seat  belt  50  may  be 
secured  to  the  vehicle  seat  32.  When  strapped 
around  the  occupant,  one  end  54  of  the  seat  belt  is 
received  in  and  secured  to  a  seat  belt  buckle  56 
assembly  using  a  tongue  and  buckle  arrangement 
well  known  in  the  art.  The  buckle  portion  of  the 
seat  belt  buckle  assembly  is  secured  to  the  vehicle 
34  in  a  known  manner.  It  is  also  contemplated  that 
the  seat  belt  buckle  assembly  can  be  secured  to 
the  vehicle  seat  32.  The  seat  belt  buckle  assembly 
56  includes  a  seat  belt  buckle  switch  60  electrically 
connected  to  the  controller  24.  The  seat  belt  buckle 
switch  60  provides  an  electrical  signal  to  the  con- 
troller  24  indicative  of  whether  the  seat  belt  tongue 
and  buckle  are  in  a  latched  condition.  A  web  or  belt 
payout  sensor  64  is  operatively  connected  to  a 
seat  belt  retractor  66  and  is  electrically  connected 
to  the  controller  24.  The  payout  sensor  64  provides 

an  electrical  signal  indicative  of  the  amount  of  seat 
belt  webbing  50  that  has  been  pulled  from  the 
retractor  66. 

An  occupant  weight  sensor  or  scale  70  is  oper- 
5  atively  mounted  in  the  bottom  cushion  38  of  the 

seat  32  and  is  electrically  connected  to  the  control- 
ler  24.  The  weight  sensor  70  provides  an  electrical 
signal  indicative  of  a  measured  weight  of  an  object 
located  on  the  seat  cushion  38.  A  first  occupant 

io  position  sensor  80,  such  as  an  ultrasonic  sensor,  is 
mounted  in  the  dashboard  or  instrument  panel  82 
aimed  toward  the  seat  back  40  and  is  electrically 
connected  to  the  controller  24.  A  second  position 
sensor  84,  also  an  ultrasonic  sensor,  is  mounted  in 

is  the  back  portion  40  of  the  seat  32  aimed  toward 
the  front  of  the  vehicle  and  is  electrically  connected 
to  the  controller  24.  A  third  position  sensor  86,  also 
an  ultrasonic  sensor,  is  preferably  mounted  in  the 
side  door  forward  of  a  normal  occupant  sitting 

20  location  and  aimed  sideways  across  the  vehicle 
and  is  electrically  connected  to  the  controller  24. 
The  sensors  80,  84,  86  are  used  to  determine  the 
occupant  position  relative  to  the  deployment  door 
or  cover  150  of  an  inflatable  occupant  restraint 

25  system  100.  It  is  contemplated  that  other  types  of 
sensors  can  be  used  to  monitor  position  and  that 
other  locations  of  the  sensors  could  be  used. 

When  the  controller  actuates  the  ultrasonic 
sensors  80,  84,  86,  each  one  outputs  an  associated 

30  ultrasonic  pulse.  The  sensors  80,  84,  86  may  be 
transponders  or  can  be  made  up  of  a  transmit- 
ter/receiver  pair.  Each  of  the  sensors  provides  an 
electrical  signal  indicative  of  an  associated  return 
echo  pulse  in  a  manner  well  known  in  the  art.  By 

35  monitoring  the  time  duration  between  a  transmitted 
pulse  and  a  received  echo  pulse,  the  controller  24 
determines  the  position  of  an  occupant  relative  to 
each  of  the  sensors.  Since  the  controller  "knows" 
the  location  of  the  sensors  relative  to  the  deploy- 

40  ment  door  or  cover  150  of  the  inflatable  occupant 
restraint  system  100,  the  controller  can  determine 
the  position  of  the  occupant  relative  to  the  deploy- 
ment  door  150  using  simple  mathematics.  The 
controller  24  compensates  the  values  of  the  dis- 

45  tances  measured  by  the  front  sensor  80  and  rear 
sensor  84  based  on  seat  position  as  sensed  by 
sensor  30  and  seat  incline  as  sensed  by  sensor  36. 

The  front  sensor  80  directs  an  ultrasonic  pulse 
toward  the  front  of  the  occupants.  Based  on  the 

50  time  duration  between  the  transmitted  pulse  and 
the  received  echo  pulse,  the  controller  24  deter- 
mines  the  distance  from  the  front  of  the  occupant 
to  the  dashboard  82.  The  seat  ultrasonic  sensor  84 
directs  a  pulse  toward  the  occupant's  back.  Based 

55  on  the  time  duration  between  the  transmitted  pulse 
and  the  received  echo  pulse,  the  controller  24 
determines  the  distance  from  the  occupant's  back 
to  the  seat  back  40.  The  sensor  86  functions  as  an 

3 
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assurance  sensor  to  determine  if  the  occupant  is 
within  a  predetermined  distance  of  the  deployment 
door  150  of  the  inflatable  occupant  restraint  system 
100.  Using  the  computed  distance  from  the  oc- 
cupant  to  the  front  sensor  80,  the  computed  dis- 
tance  from  the  occupant's  back  to  the  seat  back  40 
(to  sensor  84),  the  seat  position  from  sensor  30, 
the  seat  incline  angle  from  sensor  36,  the  seat  belt 
webbing  payout  from  sensor  64,  and  the  return 
from  sensor  86,  the  controller  24  can  compute  the 
occupant's  position  relative  to  the  deployment  door 
150  of  the  inflatable  occupant  restraint  system  100. 

A  vehicle  crash  sensor  90  is  mounted  to  the 
vehicle  and  is  electrically  connected  to  the  control- 
ler  24.  The  crash  sensor  90  may  take  any  one  of 
many  several  forms,  including  an  inertia  switch. 
Preferably,  that  the  crash  sensor  90  is  an  ac- 
celerometer  of  the  type  that  outputs  an  electrical 
signal  having  a  characteristic  indicative  of  a  vehicle 
crash  condition  upon  the  occurrence  of  a  crash 
condition.  The  controller  24  analyzes  the  output 
signal  from  the  accelerometer  and  determines  if  a 
deployment  crash  condition  is  occurring.  A  deploy- 
ment  crash  condition  is  one  in  which  deployment  of 
the  air  bag  is  desired  to  enhance  the  restraining 
functions  for  the  occupant.  A  non-deployment  con- 
dition  is  one  in  which  the  seat  belts  alone  are 
sufficient  to  provide  an  adequate  restraining  func- 
tion  for  the  occupant. 

The  inflatable  occupant  restraint  system  or  air 
bag  assembly  100  includes  an  air  bag  102  oper- 
atively  mounted  in  a  housing  or  reaction  can  103 
which  is,  in  turn,  mounted  in  the  dashboard  or 
instrument  panel  82.  The  controller  24  is  elec- 
trically  connected  to  a  squib  104  which  is,  in  turn, 
operatively  connected  to  an  inflator  110.  The  infla- 
ted  110  is  operatively  connected  to  the  air  bag  102 
so  that  when  the  controller  ignites  the  squib  104, 
inflation  fluid,  preferably  an  inert  gas,  is  released 
from  the  inflator  110.  The  air  bag  102  is  then 
inflated  to  its  operative  position  102'  shown  in  Fig. 
1. 

A  temperature  sensor  88  is  mounted  to  the 
inflator  110  and  is  electrically  connected  to  the 
controller  24.  The  temperature  sensor  88  provides 
an  electrical  signal  to  the  controller  24  indicative  of 
the  temperature  of  the  inflator  110. 

An  electrically  controlled  venting  device  120, 
such  as  a  valve,  is  operatively  connected  to  the 
reaction  can  103  and  is  electrically  connected  to 
the  controller  24.  The  controller  24  controls  the 
venting  device  120  to  control  the  amount  of  gas 
that  flows  out  through  the  vent,  thereby  controlling 
the  pressure  of  the  gas  in  the  air  bag  102.  The 
controller  24  controls  the  venting  device  120  in 
response  to  the  sensors  22. 

The  source  of  inflation  fluid  110  provides  a 
predetermined  amount  of  gas,  referred  to  herein  as 

100%  of  the  possible  gas.  The  controller  24  con- 
trols  the  venting  device  120  to  vent  away  a  portion 
of  the  gas  from  the  air  bag.  The  amount  of  inflation 
fluid  that  is  directed  away  from  the  air  bag  102  by 

5  the  venting  device  120  is  determined  by  the  extent 
to  which  the  venting  device  120  is  opened  in 
response  to  the  control  signal  from  the  controller 
24.  Those  skilled  in  the  art  will  appreciate  that 
controlling  of  the  amount  of  gas  in  the  air  bag  102 

io  can  be  accomplished  in  other  ways,  such  as  pro- 
viding  a  plurality  of  sources  of  inflation  fluid  and 
controlling  the  number  of  sources  actuated. 

The  controller  24  is  also  electrically  connected 
to  seat  belt  controls  124,  such  as  a  seat  belt  load 

is  limiter.  The  controller  24  controls  the  seat  belt 
controls  124  in  response  to  the  outputs  from  the 
sensors  22. 

Referring  now  to  Figs.  2  and  3,  the  controller 
24,  which  is  preferably  a  microcomputer,  includes 

20  a  memory  location  140  for  storing  a  look-up  table 
142.  The  look-up  table  is  divided  into  a  plurality  of 
occupant  position  ranges  144  and  a  plurality  of 
occupant  weight  ranges  146.  With  regard  to  the 
occupant  position  ranges  144,  for  the  purposes  of 

25  discussion,  the  distance  between  the  deployment 
door  or  cover  150  of  the  air  bag  assembly  100  and 
the  seat  32  when  it  is  in  its  rearwardmost  upright 
location,  i.e.,  the  maximum  anticipated  distance,  is 
divided  into  four  ranges.  If  the  occupant  is  in  a  first 

30  range  between  a  zero  distance,  i.e.,  against  the 
door  150  of  the  air  bag  assembly  100,  and  about 
10%  of  the  maximum  distance,  the  occupant  is 
said  to  be  in  a  first  position  range  designated  I. 
When  the  occupant  is  in  a  position  greater  than 

35  about  10%  and  not  more  than  about  30%  of  the 
maximum  anticipated  distance  from  door  150,  the 
occupant  is  in  position  range  II.  When  the  occupant 
is  in  a  position  greater  than  about  30%  and  not 
more  than  about  60%  of  the  maximum  anticipated 

40  distance  from  door  150,  the  occupant  is  in  position 
range  III.  When  the  occupant  is  in  a  position  great- 
er  than  about  60%  of  the  maximum  anticipated 
distance  from  door  150,  the  occupant  is  in  oc- 
cupant  position  range  IV. 

45  The  occupant  weight  is  divided,  for  the  pur- 
poses  of  discussion,  into  four  weight  ranges  be- 
tween  zero  weight  and  a  maximum  predetermined 
weight.  An  occupant  weighing  more  than  the  maxi- 
mum  predetermined  weight  will  be  characterized 

50  as  being  in  the  maximum  weight  range.  When  an 
occupant's  weight  is  between  0  and  about  25%  of 
the  maximum  predetermined  weight  value,  the  oc- 
cupant  is  said  to  be  in  occupant  weight  range  I. 
When  the  occupant's  weight  is  greater  than  about 

55  25%  and  not  more  than  about  50%  of  the  maxi- 
mum  predetermined  weight,  the  occupant's  weight 
is  said  to  be  in  occupant  weight  range  II.  When  the 
occupant's  weight  is  greater  than  about  50%  and 

4 
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not  more  than  about  75%  of  the  maximum  pre- 
determined  weight,  the  occupant's  weight  is  said  to 
be  in  occupant  weight  range  one  III.  When  the 
occupant's  weight  is  greater  than  about  75%  of  the 
maximum  predetermined  weight,  the  occupant's 
weight  is  said  to  be  in  occupant  weight  range  IV. 

The  four  occupant  weight  ranges  and  position 
ranges  form  a  4  x  4  matrix  that  provides  16  oc- 
cupant  characterization  blocks  labelled  A-P.  These 
16  occupant  characterization  blocks  are  grouped 
into  three  control  zones.  Blocks  D,  H,  L,  P,  and  0  
are  designated  as  a  low  control  zone  150.  Blocks 
C,  G,  J,  K,  M,  and  N  are  designated  as  a  medium 
control  zone  154.  Blocks  A,  B,  E,  F  and  I  are 
designated  as  a  high  control  zone  158.  The  control 
zones  150,  154,  158  are  used  by  the  controller  24 
to  control  the  venting  device  120. 

These  control  zones  are  based  upon  the 
amount  of  pressure  needed  in  the  air  bag  102  to 
restrain  the  occupant  by  dissipating  the  occupant's 
kinetic  energy  during  a  crash  event  and  upon  the 
amount  of  distance  available  for  the  bag  102  to 
stop  the  occupant's  forward  motion  before  the  oc- 
cupant  strikes  the  dashboard  82.  During  a  crash 
event,  the  occupant  has  a  kinetic  energy  equal  to 
imv2.  M  is  the  mass  of  the  occupant  and  v  is  the 
velocity  at  which  the  occupant  is  moving  relative  to 
the  vehicle's  interior.  V  is  a  function  of  the  crash 
severity  and  requires  a  dynamic  determination  from 
the  crash  sensor  output  signal.  The  occupant's 
position  and  weight  can  be  continuously  monitored 
to  enable  the  venting  device  120  to  be  adjusted 
prior  to  the  occurrence  of  a  crash  event. 

The  work  required  to  restrain  an  occupant  dur- 
ing  a  crash  event  is  equal  to  the  occupant's  kinetic 
energy.  Work  is  defined  as  force  times  distance. 
Force  is  the  force  imparted  by  the  restraint  system, 
and  distance  is  the  distance  over  which  the  force 
can  be  imparted.  The  matrix  of  Fig.  3  considers 
both  weight  and  distance  and  establishes  three 
separate  air  bag  pressures.  By  selecting  a  desired 
air  bag  pressure  based  upon  measurements  and 
determinations  made  prior  to  the  occurrence  of  a 
crash  event,  the  venting  device  is  set  in  advance  of 
a  vehicle  crash.  The  matrix  approach  permits  sim- 
plicity  in  data  manipulation  to  establish  a  control 
value. 

When  an  occupant's  weight  and  position 
places  the  occupant  in  the  low  control  zone  150, 
the  venting  device  is  opened  a  first  amount  to  vent 
a  first  amount  of  gas,  such  as  approximately  50% 
of  the  possible  gas.  When  an  occupant's  weight 
and  position  places  him  in  the  medium  control 
zone  154,  the  venting  device  is  opened  a  second 
amount  to  vent  a  second  amount  of  gas,  such  as 
approximately  25%  of  the  possible  gas.  If  an  oc- 
cupant's  weight  and  position  places  him  in  the  high 
control  zone  158,  the  controller  closes  the  venting 

device  so  as  to  not  vent  any  of  the  gas. 
Referring  to  Figs.  4  through  9,  the  control  pro- 

cess  in  accordance  with  the  present  invention  will 
be  better  appreciated.  The  control  process  begins 

5  with  step  200  which  occurs  at  power-up  of  the 
vehicle.  In  step  200,  all  internal  states  of  the  con- 
troller  24  are  set  to  predetermined  initial  values. 
The  controller  proceeds  to  step  202  where  a  deter- 
mination  is  made  as  to  whether  the  occupant  has 

io  his  seat  belt  buckled.  This  is  determined  by  the 
controller  24  monitoring  the  seat  belt  buckle  sensor 
60.  If  the  determination  in  step  202  is  affirmative, 
the  process  stores  that  information  in  memory  for 
later  use  and  then  proceeds  to  step  204  where  the 

is  controller  24  samples  the  occupant  weight  sensor 
or  scale  70,  the  seat  back  incline  sensor  36,  and 
the  belt  payout  sensor  64.  The  sampled  values  are 
stored  in  an  internal  memory  of  the  controller  24 
for  later  use. 

20  In  step  206,  the  controller  24  determines  the 
weight  range  into  which  the  occupant's  weight  falls. 
To  determine  the  weight  range  of  the  occupant,  the 
controller  24  follows  a  process  designated  by  step 
208  of  Fig.  4  and  shown  in  detail  in  Fig.  5.  In  step 

25  210,  the  controller  reads  the  seat  incline  angle 
value  that  were  stored  in  memory  back  in  step  204. 
The  occupant's  measured  weight  upon  the  seat  as 
"seen"  by  the  weight  sensor  70  is  functionally 
related  to  the  incline  angle  of  the  back  portion  40 

30  of  the  seat  32.  As  the  seat  incline  angle  is  in- 
creased  toward  a  reclining  position,  more  of  the 
occupant's  weight  is  transferred  to  the  seat  back 
40  of  the  seat  32.  This  weight  transfer  is  reflected 
in  a  decreased  reading  from  the  weight  sensor  70. 

35  By  using  empirically  determined  data  based  upon 
a  sampling  of  many  occupants  of  various  weights 
and  heights,  and  taking  into  account  various  angles 
of  incline  of  the  seat  back  40,  weight  compensation 
values  for  all  seat  incline  angles  are  prestored  in 

40  the  controller  24. 
Occupant  weight  can  also  be  determined  using 

belt  payout.  As  with  the  occupant  weight  sensor  70, 
the  value  of  the  belt  payout  sensor  64  will  be 
functionally  related  to  the  incline  angle  of  the  seat 

45  back  40.  Again,  empirical  testing  provides  weight 
compensation  values  for  belt  payout  based  upon 
the  incline  angle  of  the  back  portion  40  of  the  seat 
32. 

In  step  214,  the  controller  24  reads  the  com- 
50  pensation  values  that  are  dependent  upon  the  mea- 

sured  angle  of  incline  of  the  seat  back  40.  In  step 
216,  the  value  of  the  weight  sensor  70  and  the 
value  of  the  belt  payout  sensor  64  stored  in  step 
204  are  read  by  the  controller  24.  In  step  220,  the 

55  values  of  the  seat  scale  or  weight  sensor  70  and 
the  value  of  the  belt  payout  sensor  64  are  adjusted 
using  the  compensation  values  read  in  step  214. 

5 



9 EP  0  656  283  A1 10 

In  step  224,  the  occupant's  actual  weight  is 
calculated  in  two  separate  ways.  First,  the  oc- 
cupant's  weight  is  calculated  based  upon  the  com- 
pensated  value  of  the  weight  sensor  70.  Second, 
the  occupant's  weight  is  calculated  depending  on 
the  compensated  seat  belt  payout  value.  Those 
skilled  in  the  art  will  appreciate  that  the  two  weight 
values  can  either  be  calculated  using  a  predeter- 
mined  formula  or  can  be  determined  using  look-up 
tables.  In  accordance  with  a  preferred  embodiment, 
the  weight  values  determined  in  step  224  are  the 
weight  ranges  shown  in  Fig.  3.  The  two  determina- 
tions  made  are  determinations  as  to  which  of  the 
four  weight  ranges  includes  the  occupant's  weight. 

In  step  226,  a  determination  is  made  as  to 
whether  the  two  calculated  weight  values,  i.e., 
weight  ranges,  are  in  agreement.  If  the  determina- 
tion  is  affirmative,  the  process  proceeds  to  step 
228  where  the  occupant's  weight  range  is  output  to 
and  stored  in  memory  of  the  controller  24  for  later 
use  in  the  look-up  table  of  Fig.  3.  If  the  determina- 
tion  in  step  226  is  negative,  the  process  proceeds 
to  step  230  where  an  averaging  of  the  two  deter- 
mined  weight  ranges  is  established  or  a  weight 
range  based  on  priority  of  sensors  is  selected. 

If  the  weight  determination  based  on  weight 
sensor  70  is  that  the  occupant  is  in  range  IV  and 
the  weight  determination  based  on  the  belt  payout 
sensor  64  is  that  the  occupant  is  in  weight  range  II, 
an  average  of  weight  range  III  is  established  in  step 
230  and  output  in  step  228.  If,  however,  the  weight 
determination  based  on  weight  sensor  70  is  that 
the  occupant's  weight  is  in  range  IV  and  the  weight 
determination  based  on  the  belt  payout  sensor  64 
is  that  the  occupant  weight  is  in  range  III,  the 
weight  sensor  70  determination  is  given  priority  as 
being  more  likely  to  be  correct.  In  such  a  situation, 
the  weight  range  IV  would  be  output  in  the  step 
228  to  establish  the  occupant's  weight  as  being  in 
range  IV.  Whenever  the  calculation  step  224  deter- 
mines  that  the  weight  ranges  are  different  but  are 
adjacent  weight  ranges,  the  weight  sensor  70  is 
always  given  priority  as  being  more  likely  to  be 
correct. 

Referring  back  to  Fig.  4,  after  the  weight  range 
is  determined,  the  process  proceeds  to  step  240 
where  the  controller  24  samples  the  occupant  posi- 
tion  sensors  80,  84,  86,  and  the  sampled  values 
are  stored  in  an  internal  memory  of  the  controller 
24  for  later  use.  The  process  proceeds  to  step  242 
where  the  seat  belt  payout  sensor  64,  the  seat 
position  sensor  30,  and  the  seat  incline  sensors  36 
are  sampled,  and  the  sampled  values  are  stored  in 
an  internal  memory  of  the  controller  24  for  later 
use.  In  step  246,  the  occupant's  position  range  is 
determined.  To  determine  the  position  range  in 
which  the  occupant  resides,  the  controller  24  fol- 
lows  several  process  steps  designated  by  step  248 

of  Fig.  4  and  shown  in  detail  in  Fig.  6. 
Referring  to  Fig.  6,  the  values  of  the  ultrasound 

sensors  80,  84,  86  which  were  stored  in  step  240 
are  read  out  of  memory  in  step  252  by  the  control- 

5  ler  24.  The  occupant's  position  range  relative  to  the 
deployment  door  105  of  the  air  bag  system  100  is 
determined  in  step  256  from  each  of  the  three 
sensors  80,  84,  86.  A  determination  is  made  in  step 
260  as  to  whether  the  position  ranges  determined 

io  from  the  three  independent  sensors  are  in  agree- 
ment. 

If  the  determination  in  step  260  is  affirmative,  a 
value  of  the  occupant's  position  range  is  output  in 
step  266.  If  the  determination  in  step  260  is  nega- 

15  tive,  the  process  proceeds  to  step  270  where  the 
controller  24  reads  the  belt  payout  sensor  64.  Oc- 
cupant  position  based  on  belt  payout  must  be 
compensated  for  in  response  to  seat  incline  and 
seat  position.  To  establish  compensated  values  for 

20  storage  in  a  look-up  table,  several  samplings  are 
taken  of  occupants  sitting  in  different  positions  on  a 
vehicle  seat  with  the  seat  moved  to  different  posi- 
tions  and  positioned  with  different  inclines.  The 
controller  determines  the  occupant  position  range 

25  from  the  compensated  belt  payout  value  preferably 
from  a  look-up  table.  The  determined  occupant 
position  range  from  the  compensated  belt  payout  is 
output  to  and  stored  in  memory  of  the  controller  24 
as  the  occupant  position  range  value  in  step  266. 

30  Occupant  position  range  based  on  either  the  ultra- 
sonic  sensors  or  the  belt  payout  can  be  either 
calculated  or  obtained  using  a  look-up  table. 

After  the  occupant  weight  range  is  determined 
and  the  occupant  position  range  is  determined,  the 

35  process  proceeds  to  a  control  process  (designated 
as  "A")  to  tailor  or  control  the  venting  device  120 
to,  in  turn,  control  the  pressure  in  the  air  bag  102. 
Controlling  the  amount  of  inflation  fluid  controls 
pressure  of  the  fluid  in  the  air  bag  102.  The  infla- 

40  tion  pressure  of  the  air  bag  102  affects  the  re- 
sponse  of  the  air  bag  to  the  occupant  during  a 
vehicle  crash  condition. 

The  process  proceeds  to  step  300,  as  shown  in 
Fig.  7,  where  the  occupant's  position  range  and  the 

45  occupant's  weight  range  are  read.  Using  the  oc- 
cupant's  position  range  (step  302)  and  occupant's 
weight  range  (step  304),  an  occupant  characteriza- 
tion  block  is  selected  or  determined  from  the  ma- 
trix  (Fig.  3).  Assume  that  an  occupant  is  in  a  weight 

50  range  III  and  a  position  range  II.  The  occupant 
would  then  be  in  the  G  occupant  characterization 
block  of  the  matrix  shown  in  Fig.  3,  which  falls 
within  the  medium  control  zone  154.  Other  factors 
in  the  system  may  move  an  occupant's  selected  or 

55  determined  control  zone  location  on  the  matrix  of 
Fig.  3  from  one  location  to  another  location. 

In  step  306,  the  controller  24  reads  the  sensors 
that  may  modify  a  selected  or  determined  control 

6 
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zone  for  the  occupant.  One  such  zone  modifier 
sensor  may  be  the  temperature  sensor  88.  When 
the  temperature  sensor  senses  that  the  inflator  110 
is  colder  than  a  predetermined  value  such  as 
-10°F,  it  is  known  that  the  output  from  the  inflation 
fluid  source  would  normally  be  lower.  Therefore,  in 
such  a  cold  environment,  it  is  desirable  to  provide 
more  inflation  fluid  to  the  air  bag.  Therefore,  if  the 
temperature  is  sensed  as  being  -10  °F  or  less,  the 
controller  24  shifts  the  selected  or  determined  oc- 
cupant  characterization  block  one  block  to  the  left 
as  shown  in  Fig.  3. 

In  the  above  example  where  the  occupant  is 
determined  to  be  in  block  G,  which  results  in  a 
medium  control  zone,  the  controller  would  shift  the 
occupant  characterization  block  to  block  F,  which  is 
in  the  high  control  zone  158.  This  would  result  in 
more  gas  being  provided  to  the  air  bag  102  during 
inflation.  Similarly,  if  a  high  inflator  temperature  is 
sensed,  the  controller  24  would  shift  the  occupant 
characterization  block  one  to  the  right,  which  may 
result  in  a  control  zone  shift. 

Another  contemplated  zone  modifier  is  crash 
velocity.  Crash  velocity  is  determined  by  integrat- 
ing  the  output  signal  from  the  accelerometer  crash 
sensor  90.  As  the  determined  crash  velocity  in- 
creases,  it  is  desirable  to  have  more  gas  inflating 
the  air  bag.  For  low  crash  velocities,  it  is  desirable 
to  have  less  gas  inflating  the  air  bag.  Assume  that 
the  occupant  is  determined  to  be  in  occupant  char- 
acterization  block  G.  If  the  crash  velocity  is  below  a 
first  predetermined  level  defining  a  boundary  of  a 
low  intensity  or  low  velocity  crash,  the  controller 
would  shift  the  occupant  characterization  block  to 
block  H.  This  would  result  in  less  gas  being  pro- 
vided  to  inflate  the  air  bag  102.  If  the  crash  velocity 
is  greater  than  a  second  predetermined  level  defin- 
ing  a  boundary  of  a  high  intensity  or  high  velocity 
crash,  the  controller  would  shift  the  occupant  char- 
acterization  block  to  block  F.  This  would  result  in 
more  gas  being  provided  to  inflate  the  air  bag  102. 

The  seat  belt  buckle  sensor  60  may  also  be 
used  as  a  zone  modifier.  Assume  that  the  occupant 
weight  and  position  are  determined  without  use  of 
a  belt  payout  measurement.  Depending  on  the 
occupant  characterization  block  into  which  the  oc- 
cupant  falls,  it  may  be  desirable  to  increase  pres- 
sure  in  the  air  bag  102.  It  is  contemplated  that  an 
unbuckled  condition  would  result  in  a  shift  upward 
of  one  block  in  the  control  matrix  of  Fig.  3.  Assume 
an  occupant's  determined  occupant  characteriza- 
tion  block  is  J.  If  the  occupant  is  not  wearing  his 
seat  belt,  i.e.,  the  buckle  is  unbuckled,  the  control- 
ler  would  shift  the  characterization  block  up  one  to 
block  F.  This  would  move  the  control  zone  from  the 
medium  zone  to  the  high  zone. 

In  step  308,  the  controller  24  makes  a  deter- 
mination  whether  or  not  a  control  zone  shift  is 

necessary  from  the  values  of  the  zone  modifiers 
read  in  step  306.  In  step  312,  the  actual  control 
zone  is  determined,  taking  into  account  whether  or 
not  a  control  zone  shift  is  required.  Once  the  con- 

5  trol  zone  is  determined  in  step  312,  the  controller 
uses  the  determined  control  zone  value  to  control 
the  venting  device  120  which,  in  turn,  controls 
pressure  in  the  air  bag  upon  the  occurrence  of  a 
vehicle  crash  condition.  It  is  also  contemplated  that 

io  the  controller  24  can  control  the  seat  belt  controls 
124  upon  the  occurrence  of  a  vehicle  crash  con- 
dition.  Those  skilled  in  the  art  will  appreciate  that 
this  is  a  continuous  control  process.  Once  control 
values  are  set  in  step  314,  the  process  returns  to 

is  step  202.  Depending  on  changes  in  sensor  outputs, 
the  control  values  may  or  may  not  change  in  time. 

One  particular  type  of  seat  belt  control  124  is  a 
load  limiter.  The  amount  of  load  that  the  load 
limiter  allows  in  the  seat  belt  is  preferably  divided 

20  into  three  separate  control  zones,  namely,  a  low 
load,  medium  load,  and  high  load  similar  to  that 
shown  in  Fig.  3.  Other  contemplated  seat  belt  con- 
trols  124  include  a  D-ring  height  adjuster  and  a 
seat  belt  pretensioner. 

25  Referring  back  to  Fig.  4,  if  the  determination  in 
step  202  as  to  whether  the  occupant  has  his  seat 
belt  buckled  is  negative,  the  process  proceeds  to 
step  340.  In  step  340,  the  seat  occupant  weight 
sensor  70  is  sampled  and  the  seat  incline  sensor 

30  36  is  sampled.  As  in  step  204,  these  sampled 
readings  are  stored  in  a  memory  internal  to  the 
controller  24  for  later  use  in  the  control  process. 
The  process  then  proceeds  to  step  344  where  the 
occupant's  weight  is  determined.  The  determina- 

35  tion  of  the  occupant's  weight  when  the  seat  belt  is 
not  buckled  requires  a  plurality  of  steps  indicated 
by  step  346  of  Fig.  4  and  shown  in  detail  in  Fig.  8. 

Referring  to  Fig.  8,  in  step  348,  the  controller 
24  reads  the  values  of  the  ultrasonic  sensors  80, 

40  84,  86  and  the  value  of  the  seat  incline  as  sensed 
by  sensor  36.  These  values  are  stored  in  the 
internal  memory  of  the  controller  24.  Based  on  the 
ultrasonic  values  from  step  348,  the  controller  24, 
in  step  352,  calculates  the  occupant's  weight.  The 

45  weight  determination  in  step  352  is  weight  range. 
This  value  can  either  be  calculated  or  can  be 
determined  from  a  prestored  look-up  table  based 
upon  samplings  of  several  occupants  on  the  ve- 
hicle  seat  and  different  seat  inclines. 

50  In  step  356,  the  controller  24  reads  the  stored 
value  from  the  weight  sensor  70.  The  value  from 
the  weight  sensor  read  in  step  356  is  compensated 
for  or  adjusted  in  step  360  by  the  readings  of  the 
incline  of  the  seat  back  40,  as  sensed  by  the 

55  incline  sensor  36.  As  discussed  above,  the  weight 
measured  by  the  weight  sensor  70  is  functionally 
dependent  on  the  incline  of  the  seat  back  40.  The 
weight  determination  in  step  360  is  a  weight  range. 

7 
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In  step  370,  a  determination  is  made  as  to 
whether  the  occupant's  weight  range  determined  in 
step  352  is  equal  to  the  compensated  weight  range 
determination  in  step  360.  If  the  determination  in 
step  370  is  affirmative,  the  process  proceeds  to 
step  374  where  the  occupant's  weight  range  is 
output  and  stored  in  an  internal  memory  within  the 
controller  24.  If  the  determination  in  step  370  is 
negative,  the  process  proceeds  to  step  376  where 
the  occupant's  average  or  priority  weight  range  is 
determined.  Referring  back  to  Fig.  3,  if  the  oc- 
cupant's  weight  range  determined  in  step  352  is 
weight  range  II,  and  the  weight  range  determined  in 
step  360  is  weight  range  IV,  the  average  weight 
range  III  would  be  determined  in  step  376  and 
output  to  step  374.  If  the  weight  ranges  determined 
in  step  352  and  step  360  are  in  adjacent  blocks, 
the  weight  range  based  on  the  weight  sensor  is 
given  priority  and  the  weight  range  determined  in 
step  360  would  be  output  in  step  374. 

For  example,  if  the  occupant's  weight  range  is 
determined  to  be  weight  range  III  as  determined  in 
step  352,  and  the  occupant's  weight  range  as  de- 
termined  in  step  360  is  weight  range  IV,  the  weight 
determination  using  the  weight  sensor  70,  i.e., 
weight  range  IV,  is  given  priority.  Weight  range  IV 
is  therefore  output  and  stored  in  memory  in  step 
374.  Once  the  occupant's  weight  range  is  estab- 
lished  in  step  374,  the  process  proceeds  to  step 
390  (Fig.  4). 

In  step  390,  the  three  ultrasonic  sensors  80, 
84,  86  are  sampled,  and  their  sampled  values  are 
stored  in  an  internal  memory  of  the  controller  24 
for  later  use. 

The  process  proceeds  to  step  394  where  the 
seat  position  sensor  30  and  the  seat  incline  sensor 
36  are  sampled  and  the  sample  values  stored  for 
later  use.  In  step  396,  the  occupant  position  is 
determined.  The  determination  of  step  396  requires 
several  process  steps  designated  as  step  398  of 
Fig.  4  and  shown  in  detail  in  Fig.  9. 

Referring  to  Fig.  9,  the  process  proceeds  to 
step  400  where  the  stored  values  of  the  ultrasonic 
sensors  80,  84  and  86  are  read.  In  step  402, 
occupant  position  ranges  are  separately  deter- 
mined  for  each  of  the  ultrasonic  readings.  A  deter- 
mination  is  made  in  step  408  as  to  whether  the 
determined  occupant  position  ranges  determined  in 
step  402  are  the  same.  If  the  determination  is 
affirmative,  the  position  range  value  is  output  and 
stored  for  later  use  in  step  410.  If  the  determination 
of  step  408  is  negative,  the  average  or  priority 
position  range  is  determined  in  step  414.  If  the 
determined  position  ranges  have  a  block  in  be- 
tween,  the  average  range  is  selected.  If  the  blocks 
are  adjacent,  priority  is  given  to  a  position  deter- 
mination  based  on  the  back  sensors  84.  The  deter- 
mined  position  range  is  output  and  stored  in  an 

internal  memory  of  the  controller  24  for  later  use  in 
step  410. 

After  the  weight  range  and  position  range  for 
the  occupant  are  determined  using  steps  340-414, 

5  the  process  proceeds  to  step  300  and  the  control 
process  is  completed  in  the  exact  manner  as  de- 
scribed  above  with  regard  to  Fig.  7. 

This  invention  has  been  described  with  refer- 
ence  to  preferred  embodiments.  Modifications  and 

io  alterations  may  occur  to  others  upon  reading  and 
understanding  this  specification.  For  example,  con- 
trol  of  the  gas  pressure  in  the  air  bag  102  or 
control  of  a  seat  belt  control  124,  such  as  a  load 
limiter,  has  been  described  in  response  to  the 

is  determined  control  zone.  It  is  contemplated  that 
other  controllable  safety  devices  may  be  controlled 
in  response  to  the  determined  control  zones  of  the 
present  invention.  Such  devices  include  retractor  or 
D-ring  pretensioners,  adjustable  web  clamps,  vari- 

20  ably  controlled  knee  blockers,  and  controllable 
seats.  Controllable  seats  include  those  that  control- 
lably  move  to  prevent  "submarining"  of  the  oc- 
cupant,  those  that  have  variable  bladders,  and 
those  that  have  variably  controlled  energy-absorb- 

25  ing  portions.  In  addition  to  the  control  of  venting  of 
an  air  bag  as  described  above,  it  is  contemplated 
that  ignition  timing  can  be  controlled,  that  multi-rate 
inflators  can  be  controlled,  that  the  throttling  of  the 
inflator  or  an  associate  diffuser  can  be  controlled, 

30  and  that  the  air  bag  can  be  aimed  in  response  to 
the  determined  control  zone.  It  is  intended  to  in- 
clude  all  such  modifications  and  alterations  insofar 
as  they  come  within  the  scope  of  the  appended 
claims  and  the  equivalents  thereof. 

35 
Claims 

1.  An  apparatus  for  controlling  an  occupant  re- 
straint  system,  said  apparatus  comprising: 

40  position  sensing  means  for  sensing  posi- 
tion  of  an  occupant; 

weight  sensing  means  for  sensing  weight 
of  the  occupant; 

regulating  means  operatively  connected  to 
45  an  occupant  restraining  device  of  the  occupant 

restraint  system  for  regulating  an  occupant  re- 
straining  function  of  said  occupant  restraining 
device  in  response  to  a  control  signal;  and 

control  means  operatively  connected  to 
50  said  position  sensing  means,  to  said  weight 

sensing  means,  and  to  said  regulating  means 
for  selecting  one  of  a  plurality  of  discrete  con- 
trol  zones  dependant  upon  both  said  sensed 
position  and  said  sensed  weight  of  the  oc- 

55  cupant  and  for  providing  said  control  signal 
based  on  the  selected  one  of  said  discrete 
control  zones. 

8 
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2.  The  apparatus  of  claim  1  wherein  said  control 
means  includes  means  for  determining  in 
which  of  a  plurality  of  discrete  occupant  weight 
ranges  the  occupant's  sensed  weight  falls, 
means  for  determining  in  which  of  a  plurality  of 
discrete  occupant  position  ranges  the  occu- 
pant's  sensed  position  falls,  and  a  look-up  ta- 
ble  having  a  matrix  of  occupant  characteriza- 
tion  blocks,  each  occupant  characterization 
block  being  defined  by  one  of  said  weight 
ranges  and  one  of  said  position  ranges,  said 
occupant  characterization  blocks  being 
grouped  to  define  said  control  zones. 

3.  The  apparatus  of  claim  2  wherein  said  means 
for  determining  in  which  of  a  plurality  of  dis- 
crete  occupant  position  ranges  the  occupant's 
sensed  position  falls  includes  means  for  deter- 
mining  when  the  occupant  is  between  0%  and 
about  10%  of  a  maximum  possible  distance 
from  the  vehicle  dashboard,  when  an  occupant 
is  more  than  about  10%  and  not  more  than 
about  30%  of  the  maximum  possible  distance 
from  the  vehicle  dashboard,  when  the  occu- 
pant  is  more  than  about  30%  and  not  more 
than  about  60%  of  the  maximum  possible  dis- 
tance  from  the  vehicle  dashboard,  and  when 
the  occupant  is  more  than  about  60%  of  the 
maximum  possible  distance  from  the  vehicle 
dashboard. 

4.  The  apparatus  of  claim  1  including  zone  modi- 
fying  means  for  modifying  said  selected  one  of 
said  control  zones  in  response  to  a  zone  modi- 
fier. 

5.  The  apparatus  of  claim  4  wherein  said  restraint 
system  includes  an  air  bag  assembly  and 
wherein  said  zone  modifying  means  includes 
means  for  sensing  a  condition  of  the  air  bag 
assembly,  said  selected  one  of  said  control 
zones  being  modified,  if  necessary,  in  re- 
sponse  to  the  sensed  condition  of  the  air  bag 
assembly. 

6.  The  apparatus  of  claim  5  wherein  said  air  bag 
assembly  includes  an  inflator  and  wherein  said 
means  for  sensing  said  condition  of  the  air  bag 
assembly  includes  means  for  sensing  the  tem- 
perature  of  the  inflator. 

7.  The  apparatus  of  claim  4  wherein  said  modify- 
ing  means  includes  means  for  sensing  whether 
an  occupant  has  fastened  his  seat  belt  and 
wherein  said  zone  is  modified  if  said  seat  belt 
is  sensed  as  not  being  fastened. 

8.  The  apparatus  of  claim  1  wherein  said  restrain- 
ing  system  includes  an  inflatable  air  bag  oper- 
atively  coupled  to  a  source  of  inflation  fluid, 
said  air  bag  being  inflated  to  an  operative 

5  restraining  position  upon  detection  of  a  vehicle 
crash  condition  and  wherein  said  regulating 
means  includes  means  for  venting  a  predeter- 
mined  amount  of  inflation  fluid  away  from  said 
air  bag  so  as  to  control  the  restraining  function 

io  of  said  air  bag  during  a  vehicle  crash  con- 
dition. 

9.  The  apparatus  of  claim  1  wherein  said  weight 
sensing  means  includes  a  weight  sensor  in  the 

is  occupant  seat  operatively  connected  to  said 
control  means. 

10.  The  apparatus  of  claim  9  further  including  a 
seat  back  incline  sensor  and  wherein  said  con- 

20  trol  means  includes  means  for  compensating  a 
value  output  from  said  weight  sensing  means 
as  a  function  of  an  output  from  said  seat  back 
incline  sensor. 

25  11.  The  apparatus  of  claim  1  wherein  said  weight 
sensing  means  includes  a  plurality  of  weight 
determining  means  for  determining  an  occu- 
pant  weight  value  and  wherein  said  control 
means  includes  means  for  establishing  an  oc- 

30  cupant  weight  range  based  on  outputs  of  the 
plurality  of  said  weight  determining  means. 

12.  The  apparatus  of  claim  1  wherein  said  position 
sensing  means  includes  a  plurality  of  position 

35  sensors  for  sensing  position  of  the  occupant 
and  wherein  said  control  means  includes 
means  for  establishing  an  occupant  position 
range  based  on  outputs  from  said  plurality  of 
position  sensors. 

40 
13.  The  apparatus  of  claim  12  wherein  said  plural- 

ity  of  position  sensors  includes  a  first  ultra- 
sonic  sensor  connected  to  said  control  means 
and  located  in  a  dashboard  of  the  vehicle  so 

45  as  to  be  rearward  facing  and  a  second  ultra- 
sonic  sensor  connected  to  said  control  means 
and  located  in  the  vehicle  seat  so  as  to  be 
forward  facing. 

50  14.  The  apparatus  of  claim  13  further  including 
seat  position  sensing  means  for  sensing  the 
position  of  the  occupant  seat  and  wherein  said 
control  means  includes  means  to  compensate 
distance  measurements  made  by  said  first  and 

55  second  ultrasonic  sensors  in  response  to  said 
sensed  seat  position. 

9 
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15.  The  apparatus  of  claim  1  wherein  said  weight 
sensing  means  includes  a  plurality  of  weight 
determining  means,  each  weight  determining 
means  determining  an  occupant  weight  range 
and  wherein  said  control  means  includes 
means  for  establishing  a  priority  of  a  deter- 
mined  weight  range  upon  the  occurrence  of  a 
discrepancy  in  determined  weight  ranges  be- 
tween  said  plurality  of  weight  determining 
means. 

16.  The  apparatus  of  claim  1  wherein  said  position 
sensing  means  includes  a  plurality  of  position 
sensors  and  wherein  said  control  means  in- 
cludes  means  for  establishing  a  position  range 
for  each  position  sensor  and  means  for  estab- 
lishing  a  priority  range  upon  the  occurrence  of 
a  discrepancy  in  established  ranges  from  said 
plurality  of  position  sensors. 

17.  The  apparatus  of  claim  1  wherein  said  restrain- 
ing  system  includes  a  seat  belt  and  wherein 
said  regulating  means  includes  means  for  reg- 
ulating  the  operation  of  the  seat  belt. 

18.  A  method  for  controlling  an  occupant  restraint 
system  comprising  the  step  of: 

sensing  the  position  of  an  occupant; 
sensing  the  weight  of  the  occupant; 
regulating  an  occupant  restraining  function 

of  said  occupant  restraint  system  in  response 
to  a  control  signal; 

selecting  one  of  a  plurality  of  discrete  pre- 
determined  control  zones  dependant  upon 
both  said  sensed  position  and  said  sensed 
weight  of  the  occupant;  and 

providing  said  control  signal  based  on  the 
selected  one  of  said  discrete  control  zones. 

19.  The  method  of  claim  18  further  including  the 
steps  of  determining  in  which  of  a  plurality  of 
discrete  occupant  weight  ranges  the  occu- 
pant's  sensed  weight  falls,  determining  in 
which  of  a  plurality  of  discrete  occupant  posi- 
tion  ranges  the  occupant's  sensed  position 
falls,  and  providing  a  look-up  table  having  a 
matrix  of  occupant  characterization  blocks, 
each  occupant  characterization  block  being  de- 
fined  by  one  of  said  weight  ranges  and  one  of 
said  position  ranges,  and  grouping  said  oc- 
cupant  characterization  blocks  into  said  control 
zones. 

20.  The  method  of  claim  19  wherein  the  step  of 
determining  in  which  of  a  plurality  of  discrete 
occupant  position  ranges  the  occupant's 
sensed  position  falls  includes  the  steps  of  de- 
termining  if  the  occupant's  position  is  between 

0%  and  about  10%  of  a  maximum  possible 
distance  from  the  vehicle  dashboard,  determin- 
ing  if  the  occupant's  position  is  more  than 
about  10%  and  not  more  than  about  30%  of 

5  the  maximum  possible  distance  from  the  ve- 
hicle  dashboard,  determining  if  the  occupant's 
position  is  more  than  about  30%  and  not  more 
than  about  60%  of  the  maximum  possible  dis- 
tance  from  the  vehicle  dashboard,  and  deter- 

io  mining  if  the  occupant's  position  is  more  than 
about  60%  of  the  maximum  possible  distance 
from  the  vehicle  dashboard. 

21.  The  method  of  claim  18  further  including  the 
is  steps  of  sensing  a  zone  modifier  and  modify- 

ing  said  selected  control  zone  in  response  to 
the  sensed  zone  modifier. 

22.  The  method  of  claim  21  wherein  said  restraint 
20  system  includes  an  air  bag  assembly  and 

wherein  said  step  of  sensing  a  zone  modifier 
includes  sensing  a  condition  of  the  air  bag 
assembly,  said  selected  control  zone  is  modi- 
fied  in  response  to  said  sensed  compartment 

25  condition  of  the  air  bag  assembly. 

23.  The  method  of  claim  22  wherein  said  air  bag 
assembly  includes  an  inflator  and  wherein  said 
step  of  sensing  said  condition  of  the  air  bag 

30  assembly  includes  sensing  the  temperature  of 
the  inflator. 

24.  The  method  of  claim  18  wherein  said  restrain- 
ing  system  includes  an  inflatable  air  bag  oper- 

35  atively  coupled  to  a  source  of  inflation  fluid, 
said  air  bag  being  inflated  to  an  operative 
restraining  position  upon  detection  of  a  vehicle 
crash  condition  and  wherein  said  step  of  regu- 
lating  includes  venting  a  predetermined 

40  amount  of  inflation  fluid  away  from  said  air  bag 
so  as  to  control  the  restraining  function  of  said 
air  bag  during  a  vehicle  crash  condition. 

25.  The  method  of  claim  18  wherein  said  step  of 
45  sensing  the  weight  of  the  occupant  includes 

mounting  a  weight  sensor  in  the  occupant  seat. 

26.  The  method  of  claim  25  further  including  the 
steps  of  mounting  a  seat  back  incline  sensor  to 

50  an  occupant  seat  and  compensating  a  value 
output  from  said  weight  sensing  means  as  a 
function  of  an  output  from  said  seat  back  in- 
cline  sensor. 

55  27.  The  method  of  claim  18  wherein  the  system 
further  includes  a  plurality  of  weight  sensors 
wherein  said  step  of  sensing  occupant  weight 
includes  establishing  a  weight  range  based  on 

10 
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said  plurality  of  weight  sensors. 

28.  The  method  of  claim  18  wherein  said  system 
includes  a  plurality  of  position  sensors  for 
sensing  position  of  the  occupant  and  wherein  5 
said  step  of  determining  occupant  position  in- 
cludes  establishing  a  position  range  based  on 
outputs  from  said  plurality  of  position  sensors. 

29.  The  method  of  claim  28  wherein  said  step  of  10 
determining  occupant  position  range  includes 
the  steps  of  determining  an  occupant  position 
range  from  the  vehicle  dashboard  and  deter- 
mining  an  occupant  position  range  from  the 
occupant  seat  back.  is 

30.  The  method  of  claim  29  further  including  the 
steps  of  sensing  position  of  the  occupant  seat 
and  adjusting  the  determined  occupant  posi- 
tion  ranges  based  upon  the  sensed  seat  posi-  20 
tion. 

31.  The  method  of  claim  18  wherein  said  step  of 
sensing  occupant  weight  includes  mounting  a 
plurality  of  occupant  weight  sensors  to  the  25 
vehicle  and  establishing  an  occupant  weighs 
range  sensor  based  upon  each  weight  sensor 
and  establishing  a  priority  weight  range  upon 
the  occurrence  of  a  discrepancy  in  weight 
ranges  established  from  said  weight  sensors.  30 

32.  The  method  of  claim  18  wherein  said  step  of 
sensing  occupant  position  includes  mounting  a 
plurality  of  occupant  position  sensors  to  the 
vehicle  and  establishing  an  occupant  position  35 
range  based  on  each  position  sensor  and  es- 
tablishing  a  priority  position  range  upon  the 
occurrence  of  a  discrepancy  in  position  ranges 
established  from  said  position  sensors. 

40 
33.  The  method  of  claim  18  wherein  said  restrain- 

ing  system  includes  a  seat  belt  and  wherein 
said  step  of  regulating  includes  regulating  the 
operation  of  the  seat  belt. 

50 

55 
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