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©  Synthetic  resin  bearing  with  a  split  disc-shaped  thrust  bearing  member,  and  split  sleeve  radial 
bearing  member. 

©  A  synthetic  resin  bearing  comprised  of  synthetic  resin-made  upper  (3)  and  lower  (2)  bearing  cases  and 
a  synthetic  resin-made  bearing  member  (4)  having  a  disk-shaped  thrust  bearing  piece  (45)  and  a 
hollow-cylindrical  radial  bearing  piece  (41)  with  a  radially  extending  slit  (42).  The  bearing  member  is 
disposed  such  that  the  radial  bearing  piece  (41)  is  kept  in  sliding  contact  with  an  outer  peripheral  surface 
of  a  hollow  cylindrical  portion  (22)  of  the  lower  bearing  case  (2),  and  the  thrust  bearing  piece  (45)  is  kept 
in  sliding  contact  with  a  bottom  of  an  annular  recess  (24)  formed  in  the  lower  bearing  case  (2).  The  upper 
bearing  case  is  assembled  to  the  lower  bearing  case  such  that  an  annular  engaging  hook  portion  (37)  is 
snappingly  fitted  over  an  annular  engaging  projecting  portion  (27)  of  the  lower  bearing  case.  Hermeti- 
cally  sealing  portions  due  to  labyrinth  action  are  formed  between  the  upper  and  lower  bearing  cases, 
respectively  at  the  snappingly  fitting  portion. 
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The  present  invention  relates  to  a  bearing,  prefer- 
ably  a  synthetic  resin  bearing  which  is,  in  use,  dis- 
posed  between  two  members  which  rotate  relative  to 
each  other  and  is  capable  of  smoothly  supporting  the 
radial  load  and  the  thrust  load,  the  synthetic  resin 
bearing  being  particularly  suitable  for  use  in  a  strut- 
type  suspension  (MacPherson  type)  in  a  four-wheel 
drive  vehicle. 

In  general,  a  strut-type  suspension  is  mainly 
used  on  a  front  wheel  of  a  four-wheel  drive  vehicle, 
and  is  arranged  such  that  a  strut  assembly,  which  in- 
corporates  a  hydraulic  shock  absorber  in  an  outer  cy- 
linderformed  integrally  with  a  main  shaft,  is  combined 
with  a  coil  spring.  As  the  structures  of  this  type  of  sus- 
pension,  there  are  the  following  two  structures:  (1)  a 
structure  in  which  the  axis  of  the  coil  spring  is  posi- 
tively  offset  with  respect  to  the  axis  of  the  strut,  and 
the  sliding  of  the  piston  rod  of  the  shock  absorber  in- 
corporated  in  the  strut  is  effected  smoothly,  and  (2) 
a  structure  in  which  the  axis  of  the  coil  spring  is 
aligned  with  the  axis  of  the  strut. 

In  either  structure,  a  bearing  is  disposed  be- 
tween  a  chassis-side  mounting  member  and  an  upper 
spring  seat  of  the  coil  spring  to  allow  smooth  rotation 
of  the  strut  assembly  when  the  strut  assembly  rotates 
together  with  the  coil  spring  in  a  steering  operation. 

As  the  bearing,  a  rolling  bearing  using  balls  or  a 
sliding  bearing  formed  of  a  synthetic  resin  is  used. 

However,  the  rolling  bearing  has  a  problem  in  that 
fatigue  failure  can  possibly  occur  in  the  balls  due  to 
very  small  vibrations,  vibrational  load,  and  the  like, 
thereby  making  it  difficult  to  maintain  smooth  steering 
operation  over  extended  periods  of  time. 

On  the  other  hand,  the  sliding  bearing  formed  of 
a  synthetic  resin  has  a  problem  in  that  since  the  coef- 
ficient  of  friction  of  the  sliding  bearing  is  high,  the 
steering  operation  is  made  heavy. 

Furthermore,  in  either  type  of  the  bearing,  a  dust 
seal  formed  of  an  elastomeric  resilient  member  is  fit- 
ted  between  surfaces  of  relative  rotation  for  the  pur- 
pose  of  preventing  the  entry  of  foreign  objects,  such 
as  dust,  onto  the  sliding  surfaces.  Since  the  dust  seal 
is  disposed  between  and  in  close  sliding  contact  with 
the  surfaces  of  relative  rotation,  there  is  a  problem  in 
that  the  sliding  frictional  force  is  high  during  the  steer- 
ing  operation,  so  that  the  steering  force  is  made 
heavy,  and  that  particularly  in  the  case  of  the  sliding 
bearing  formed  of  a  synthetic  resin,  the  steering  force 
is  made  even  heavier. 

To  overcome  these  problems  of  the  conventional 
art,  Japanese  Utility  Model  Application  Laid-Open 
No.  2-140022  (hereafter  referred  to  as  the  prior  art) 
discloses  a  synthetic  resin  bearing  which  is  capable 
of  maintaining  a  stable  steering  force  over  extended 
periods  of  time  by  smoothly  supporting  the  radial  load 
and  the  thrust  load  by  preventing  the  entry  of  foreign 
objects,  such  as  dust,  onto  the  sliding  surfaces  with- 
out  using  a  dust  seal  formed  of  an  elastomeric  resil- 

ient  member. 
The  synthetic  resin  bearing  according  to  this  prior 

art  is  comprised  of  a  synthetic  resin-made  upper 
case,  a  synthetic  resin-made  lower  case,  and  a  syn- 

5  thetic  resin-made  bearing  piece  having  a  hollow  cyl- 
indrical  radial  bearing  piece  and  a  disk-shaped  thrust 
bearing  piece  which  are  disposed  in  the  upper  and 
lower  cases.  The  upper  and  lower  cases  are  assem- 
bled  by  being  snappingly  fitted  to  each  other.  At  the 

10  same  time,  hermetically  sealing  portions  which  exhib- 
it  labyrinth  action  are  formed  on  both  inner  and  outer 
peripheral  sides  thereof.  The  radial  load  is  received 
between  the  hollow  cylindrical  radial  bearing  piece 
and  the  lower  case  or  the  u  pper  case,  wh  ile  the  thrust 

15  load  is  received  between  the  disk-shaped  thrust  bear- 
ing  piece  and  the  lower  case  or  the  upper  case. 

This  synthetic  resin  bearing  is  capable  of  pre- 
venting  the  entry  of  foreign  objects,  such  as  dust, 
onto  the  sliding  surfaces  without  using  a  dust  seal 

20  formed  of  the  elastomeric  resilient  member  described 
above,  and  is  capable  of  smoothly  supporting  the 
thrust  load  and  the  radial  load  by  a  combination  of 
synthetic  resins  excelling  in  the  sliding  characteristic. 

However,  since  all  the  upper  and  lowercases  and 
25  the  bearing  pieces  which  are  disposed  in  the  upper 

and  lowercases  are  formed  of  synthetic  resins,  these 
component  parts  are  bound  to  have  dimensional  va- 
riations  due  to  molding  shrinkage.  Particularly  in  a 
case  where  the  diameter  of  the  hollow  cylindrical  ra- 

30  dial  bearing  piece  for  bearing  the  radial  load  is  large, 
it  is  necessary  to  provide  large  dimensional  toleranc- 
es.  Hence,  it  is  difficult  to  maintain  proper  gaps  for  the 
snappingly  fitting  portions  and  engaging  portions  of 
the  upper  and  lowercases  in  the  estimation  of  the  di- 

35  mensional  tolerances  of  the  component  parts.  Conse- 
quently,  there  arise  problems  in  that  the  snappingly 
fitting  portions  and  engaging  portions  slide  on  each 
other  with  excessive  friction,  and  large  gaps  are 
formed  in  the  snappingly  fitting  portions,  with  the  re- 

40  suit  that  the  smooth  relative  rotation  of  the  upper  and 
lower  cases  is  hampered,  and  the  entry  of  foreign  ob- 
jects,  such  as  dust,  into  the  bearing  is  disadvanta- 
geous^  facilitated.  These  problems  become  more  no- 
ticeable  by  the  temperature  change  at  the  position 

45  where  the  synthetic  resin  bearing  is  installed. 

SUMMARY  OF  THE  INVENTION 

The  present  invention  has  been  devised  in  view 
so  of  the  above-described  circumstances,  and  it  is  an  ob- 

ject  of  the  present  invention  to  provide  a  synthetic  res- 
in  bearing  having  an  arrangement  which  is  capable  of 
coping  with  variations  in  the  dimensional  accuracy  of 
the  upper  and  lower  cases  and  the  bearing  pieces  as 

55  well  as  dimensional  changes  due  to  the  temperature 
change  at  the  position  where  the  bearing  is  installed, 
thereby  overcoming  the  above-described  drawbacks 
of  the  conventional  art. 

2 



3 EP  0  656  483  A1 4 

To  attain  the  above  object,  in  accordance  with 
the  present  invention,  there  is  provided  a  synthetic 
resin  bearing  comprising:  a  synthetic  resin-made  low- 
er  bearing  case  including  a  hollow  cylindrical  portion 
having  an  inner  peripheral  surface  defining  an  inser-  5 
tion  hole,  an  annular  wide  collar  portion  extending  in- 
tegrally  outward  from  a  lower  end  of  the  hollow  cylin- 
drical  portion,  an  annular  projecting  portion  formed  on 
an  upper  surface  of  the  collar  portion  concentrically 
with  the  hollow  cylindrical  portion  and  defining  an  an-  10 
nular  recess  in  association  with  an  outer  peripheral 
surface  of  the  hollow  cylindrical  portion  and  the  upper 
surface  of  the  collar  portion,  an  annular  engaging  pro- 
jecting  portion  provided  projectingly  on  an  outer  per- 
ipheral  edge  of  the  collar  portion  and  defining  an  an-  15 
nular  groove  in  association  with  an  outer  peripheral 
surface  of  the  annular  projecting  portion;  and  an  an- 
nular  projection  provided  projectingly  on  an  outer  side 
of  an  end  face  of  the  hollow  cylindrical  portion  in  such 
a  manner  as  to  form  an  annular  shoulder  portion  on  20 
an  inner  side  of  the  end  face;  a  synthetic  resin-made 
upper  bearing  case  including  a  hollow  cylindrical 
block  portion,  an  annular  collar  portion  extending  in- 
ward  from  an  upper  end  of  an  inner  peripheral  surface 
of  the  hollow  cylindrical  block  portion;  an  annular  25 
groove  which  is  formed  in  a  lower  surface  of  the  collar 
portion,  an  annular  suspended  portion  provided  pro- 
jectingly  on  a  lower  surface  of  the  hollow  cylindrical 
block  portion  concentrically  with  the  inner  peripheral 
surface  thereof,  and  an  annular  engaging  hook  por-  30 
tion  which  extends  from  the  lower  surface  of  the  hol- 
low  cylindrical  block  portion  and  which  defines  an  an- 
nular  deep  groove  in  association  with  an  outer  periph- 
eral  surface  of  the  annular  suspended  portion;  and  a 
synthetic  resin-made  bearing  member  including  a  35 
disk-shaped  thrust  bearing  piece  and  a  hollow  cylin- 
drical  radial  bearing  piece  having  a  slit  extending  in  an 
axial  direction;  wherein  the  bearing  member  is  dis- 
posed  in  the  lower  bearing  case  such  that  the  radial 
bearing  piece  is  kept  in  sliding  contact  with  the  outer  40 
peripheral  surface  of  the  hollow  cylindrical  portion  of 
the  lower  bearing  case,  and  the  thrust  bearing  piece 
is  kept  in  sliding  contact  with  a  bottom  of  the  annular 
recess  formed  in  the  upper  surface  of  the  annular 
wide  collar  portion  of  the  lower  bearing  case;  wherein  45 
the  upper  bearing  case  is  assembled  to  the  lower 
bearing  case  such  that  the  inner  peripheral  surface  of 
the  hollow  cylindrical  block  portion  of  the  upper  bear- 
ing  case  is  brought  into  sliding  contact  with  an  outer 
peripheral  surface  of  the  radial  bearing  piece,  and  the  50 
lower  surface  of  the  hollow  cylindrical  block  portion  is 
brought  into  sliding  contact  with  the  thrust  bearing 
piece,  that  the  annular  groove  in  the  lower  surface  of 
the  annular  collar  portion  is  engaged  with  the  annular 
projection  on  the  end  face  of  the  hollow  cylindrical  55 
portion  of  the  lower  bearing  case,  that  the  annular 
suspended  portion  on  the  lower  surface  of  the  hollow 
cylindrical  block  portion  is  engaged  in  the  annular 

groove  by  radially  overlapping  with  the  annular  pro- 
jecting  portion  on  the  upper  surface  of  the  annular 
wide  collar  portion  of  the  lower  bearing  case,  and  that 
the  annular  engaging  hook  portion  is  snappingly  fit- 
ted  to  the  annular  engaging  projecting  portion  of  the 
lower  bearing  case;  and  wherein  hermetically  sealing 
portions  due  to  labyrinth  action  are  formed  between 
the  upper  and  lower  bearing  cases,  respectively  at  a 
snappingly  fitting  portion  between  the  annular  en- 
gaging  hook  portion  of  the  upper  bearing  case  and  the 
annularengaging  projecting  portion  of  the  lower  bear- 
ing  case,  at  an  engaging  portion  between  the  annular 
suspended  portion  of  the  upper  bearing  case  and  the 
annular  groove  in  the  lower  bearing  case,  and  at  an 
engaging  portion  between  the  annular  groove  in  the 
upper  bearing  case  and  the  annular  projection  of  the 
lower  bearing  case. 

In  the  above-described  arrangement,  it  is  possi- 
ble  to  adopt  an  arrangement  in  which  another  annular 
projecting  portion  is  provided  projectingly  on  an  inner 
side  of  the  end  face  of  the  hollow  cylindrical  portion 
of  the  synthetic  resin-made  lower  bearing  case,  an 
annular  groove  is  formed  by  the  inner-side  annular 
projecting  portion  and  the  outer-side  annular  project- 
ing  portion  of  the  end  face  of  the  hollow  cylindrical 
portion  of  the  lower  bearing  case,  and  an  inner  annu- 
lar  projection  which  forms  the  annular  groove  in  the 
lower  surface  of  the  annular  collar  portion  of  the  up- 
per  bearing  case  is  engaged  in  the  groove  such  that 
an  end  portion  of  the  inner  annular  projection  radially 
overlaps  with  the  annular  projecting  portions  so  as  to 
form  a  hermetically  sealing  portion  due  to  labyrinth 
action  in  the  overlapping  portion. 

The  synthetic  resin  for  forming  the  upper  and  low- 
er  bearing  cases  should  preferably  excel  in  mechan- 
ical  characteristics  such  as  wear  resistance,  shock  re- 
sistance,  and  creep  resistance.  In  addition,  the  syn- 
thetic  resin  for  forming  bearing  members  constituted 
by  the  hollow  cylindrical  radial  bearing  and  the  disk- 
shaped  thrust  bearing  which  are  disposed  in  the  up- 
per  and  lower  bearing  cases  should  preferably  be  pro- 
vided  with  a  self-lubricating  characteristic,  in  particu- 
lar,  and  resins  which  may  be  suitably  used  for  these 
members  include,  for  instance,  polyacetal  resins, 
polyamide  resins,  thermoplastic  polyester  resins 
such  as  polybutylene  terephthalate  resin  (PBT),  and 
polyolef  in  resins  such  as  polyethylene  and  polypropy- 
lene. 

The  same  synthetic  resin  as  that  of  the  bearing 
member  is  used  for  the  upper  and  lower  bearing  cas- 
es.  Particularly,  it  is  desirable  that  the  synthetic  resin 
have  a  favorable  f  rictional  characteristic  in  relation  to 
the  synthetic  resin  used  for  the  bearing  member  and 
have  relatively  high  hardness,  and  polyacetal  resins 
and  polyamid  resins  may  be  suitably  used. 

The  hollow  radial  bearing  piece  constituting  a 
synthetic  resin  bearing  member  has  a  slit  extending 
along  the  axial  direction,  and  the  radial  bearing  piece 
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is  provided  with  dimensional  freedom  in  its  radial  di- 
rection  by  the  slit. 

In  accordance  with  the  present  invention,  the 
synthetic  resin  bearing  members  which  are  built  in  the 
synthetic  resin-made  upper  and  lower  cases  include 
a  disk-shaped  radial  bearing  piece  having  a  slit  ex- 
tending  along  the  axial  direction  and  a  disk-shaped 
thrust  bearing  piece.  Since  the  radial  bearing  piece  is 
provided  with  dimensional  freedom  in  its  radial  direc- 
tion  by  the  slit,  the  dimensional  tolerances  which  take 
molding  shrinkage  or  temperature  change  into  con- 
sideration  can  be  controlled  by  the  amount  of  molding 
shrinkage  of  their  thicknesses  and  the  amounts  of  ex- 
pansion  and  shrinkage  due  to  temperature  change. 
Consequently,  appropriate  gaps  can  be  provided  for 
the  snappingly  fitting  portions  and  engaging  portions 
of  the  upper  and  lower  bearing  cases. 

Accordingly,  since  excessively  close  contact 
does  not  occur  in  the  snappingly  fitting  portions  and 
engaging  portions  of  the  upper  and  lower  bearing  cas- 
es,  or  large  gaps  do  not  occur  between  such  portions, 
it  is  possible  to  maintain  proper  gaps  between  the 
snappingly  fitting  portions  and  engaging  portions  of 
the  upper  and  lower  bearing  cases,  thereby  making  it 
possible  to  allow  the  upper  and  lower  bearing  cases 
to  undergo  smooth  relative  rotation. 

The  above  and  other  objects,  features  and  ad- 
vantages  of  the  present  invention  will  become  more 
apparentfrom  the  following  detailed  description  of  the 
invention  when  read  in  conjunction  with  the  accompa- 
nying  drawings  which  illustrate  the  embodiments  of 
the  present  invention.  It  is  to  be  understood,  however, 
that  the  present  invention  is  not  limited  to  these  em- 
bodiments. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Fig.  1  is  a  vertical  cross-sectional  view  illustrat- 
ing  a  preferred  embodiment  of  a  synthetic  resin 
bearing  in  accordance  with  the  present  invention; 
Fig.  2  is  a  plan  view  of  the  embodiment  shown  in 
Fig.  1; 
Fig.  3  is  a  plan  view  illustrating  a  cylindrical  radial 
bearing  piece  constituting  a  part  of  a  synthetic 
resin  bearing  member; 
Fig.  4  is  a  cross-sectional  view  taken  along  line 
IV  -IV  in  Fig.  3; 
Fig.  5  is  a  plan  view  illustrating  a  disk-shaped 
thrust  bearing  piece  constituting  another  part  of 
the  synthetic  resin  bearing  member; 
Fig.  6  is  a  cross-sectional  view  taken  along  line 
VI  -VI  of  Fig.  5; 
Fig.  7  is  a  vertical  cross-sectional  view  illustrat- 
ing  another  embodiment  of  the  synthetic  resin 
bearing  in  accordance  with  the  present  invention; 
and 
Fig.  8  is  a  vertical  cross-sectional  view  illustrat- 
ing  an  example  in  which  the  synthetic  resin  bear- 

ing  shown  in  Fig.  7  is  applied  to  a  strut-type  sus- 
pension. 

DESCRIPTION  OF  THE  PREFERRED 
5  EMBODIMENTS 

In  Figs.  1  to  6,  a  synthetic  resin  bearing  1  is  com- 
prised  of  a  synthetic  resin-made  lower  bearing  case 
2,  a  synthetic  resin-made  upper  bearing  case  3,  and 

10  a  synthetic  resin-made  bearing  member4  disposed  in 
the  upper  and  lower  bearing  cases. 

The  synthetic  resin-made  lower  bearing  case  2 
includes  the  following:  a  hollow  cylindrical  portion  22 
having  an  inner  peripheral  surface  defining  an  inser- 

15  tion  hole  21  ;  an  annular  wide  collar  portion  23  extend- 
ing  integrally  outward  from  a  lower  end  of  the  hollow 
cylindrical  portion  22;  an  annular  projecting  portion 
25  formed  on  an  upper  surface  of  the  wide  collar  por- 
tion  23  concentrically  with  the  hollow  cylindrical  por- 

20  tion  22  and  defining  an  annular  recess  24  in  associa- 
tion  with  an  outer  peripheral  surface  of  the  hollow  cyl- 
indrical  portion  22  and  the  upper  surface  of  the  wide 
collar  portion  23;  an  annular  engaging  projecting  por- 
tion  27  provided  projectingly  on  an  outer  peripheral 

25  edge  of  the  wide  collar  portion  23  and  defining  an  an- 
nular  groove  26  in  association  with  an  outer  peripher- 
al  surface  of  the  annular  projecting  portion  25;  and  an 
annular  projection  29  provided  projectingly  on  the 
outer  side  of  an  end  face  of  the  hollow  cylindrical  por- 

30  tion  21  in  such  a  manner  as  to  form  an  annular  shoul- 
der  portion  28  on  the  inner  side  of  the  end  face. 

The  annular  engaging  projecting  portion  27  has 
a  tapered  surface  portion  27a  which  is  inclined  out- 
ward  from  an  upper  end  of  its  outer  peripheral  sur- 

35  face,  as  well  as  a  tapered  surface  portion  27b  which 
continues  from  the  tapered  surface  portion  27a  and 
is  inclined  so  as  to  continue  to  an  outer  peripheral  sur- 
face  of  the  wide  collar  portion  23. 

The  synthetic  resin-made  upper  bearing  case  3 
40  includes  the  following:  a  hollow  cylindrical  block  por- 

tion  31;  an  annular  collar  portion  33  extending  inward 
from  an  upper  end  of  an  inner  peripheral  surface  32 
of  the  hollow  cylindrical  block  portion  31;  an  annular 
groove  34  which  is  formed  in  a  lower  surface  of  the 

45  collar  portion  33  and  is  downwardly  open;  an  annular 
suspended  portion  35  provided  projectingly  on  a  low- 
er  surface  of  the  hollow  cylindrical  block  portion  31 
concentrically  with  the  inner  peripheral  surface  there- 
of;  and  an  annular  engaging  hook  portion  37  which  is 

so  provided  projectingly  on  the  lower  surface  of  the  hol- 
low  cylindrical  block  portion  31  and  which  defines  an 
annular  deep  groove  36  in  association  with  an  outer 
peripheral  surface  of  the  suspended  portion  35. 

The  annular  engaging  hook  portion  37  has  on  its 
55  inner  peripheral  surface  a  tapered  surface  portion 

37a  which  is  inclined  outward  from  the  hollow  cylin- 
drical  block  portion  31  ,  as  well  as  a  tapered  surface 
portion  37b  which  continues  from  the  tapered  surface 

4 
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portion  37a  and  is  inclined  so  as  to  continue  to  a  lower 
end  of  the  hook  portion  37. 

A  multiplicity  of  grooves  38  are  formed  radially  in 
an  upper  surface  of  the  hollow  cylindrical  block  por- 
tion  31  of  the  synthetic  resin-made  upper  bearing 
case  3,  and  the  thickness  of  the  synthetic  resin-made 
upper  bearing  case  3  is  formed  as  uniformly  as  pos- 
sible  by  means  of  the  grooves  38. 

The  synthetic  resin-made  bearing  member  4  in- 
cludes  a  hollow  cylindrical  radial  bearing  piece  41  and 
a  disk-shaped  thrust  bearing  piece  45. 

As  shown  in  Figs.  3  and  4,  the  hollow  cylindrical 
radial  bearing  piece  41  has  a  slit  42  extending  along 
the  axial  direction,  and  a  plurality  of  grooves  43  and 
44  are  formed  at  equal  intervals  in  the  circumferential 
direction  in  inner  and  outer  peripheral  surfaces  there- 
of,  respectively,  in  such  a  manner  as  to  extend  along 
the  axial  direction.  In  this  embodiment,  an  example  is 
shown  in  which  three  grooves  44  are  formed  in  the 
outer  peripheral  surface,  while  four  grooves  43  are 
formed  in  the  inner  peripheral  surface  at  positions  off- 
set  by  45°  in  the  circumferential  direction  from  the  re- 
spective  grooves  44  formed  in  the  outer  peripheral 
surface.  These  grooves  43  and  44  serve  as  portions 
for  retaining  a  lubricant  such  as  grease. 

As  shown  in  Figs.  5  and  6,  in  the  disk-shaped 
thrust  bearing  piece  45,  an  annular  groove  46  and  an 
annular  groove  47  are  formed  in  upper  and  lower 
thrust  surfaces  along  inner  peripheral  edges  thereof, 
respectively,  while  a  plurality  of  radial  grooves  48  and 
49,  whose  one  ends  communicate  with  the  respective 
annular  grooves  and  whose  other  ends  are  open  to 
the  outer  peripheral  surface  side,  are  formed  at  equal 
intervals  in  the  circumferential  direction.  In  this  em- 
bodiment,  an  example  is  shown  in  which  six  radial 
grooves  are  formed  in  each  of  the  upper  and  lower 
thrust  surfaces,  and  the  radial  grooves  are  offset 
from  each  other  by  300  in  the  circumferential  direc- 
tion.  These  annular  grooves  46  and  47  and  the  radial 
grooves  48  and  49  are  used  as  portions  for  retaining 
a  lubricant  such  as  grease. 

The  hollow  cylindrical  radial  bearing  piece  41 
having  the  slit  42  is  built  in  the  lower  bearing  case  2 
such  that  its  inner  peripheral  surface  is  kept  in  sliding 
contact  with  the  outer  peripheral  surface  of  the  hollow 
cylindrical  portion  22  of  the  lower  bearing  case  2.  The 
disk-shaped  thrust  bearing  piece  45  is  built  in  the  low- 
er  bearing  case  2  such  that  its  inner  peripheral  sur- 
face  maintains  an  annular  gap  between  the  same  and 
the  outer  peripheral  surface  of  the  hollow  cylindrical 
radial  bearing  piece  41,  and  such  that  one  of  its  thrust 
surfaces  is  kept  in  sliding  contact  with  a  bottom  of  the 
annular  recess  24  formed  in  the  upper  surface  of  the 
annular  wide  collar  portion  23  of  the  lower  bearing 
case  2. 

The  lower  bearing  case  2  with  the  synthetic  resin- 
made  bearing  member  4  built  therein  is  so  relatively 
rotatably  5  assembled  to  the  upper  bearing  case  3 

that  the  inner  peripheral  surface  32  of  the  hollow  cyl- 
indrical  block  portion  31  of  the  upper  bearing  case  3 
is  brought  into  sliding  contact  with  the  outer  peripheral 
surface  of  the  hollow  cylindrical  radial  bearing  piece 

5  41,  and  the  lower  surface  of  the  hollow  cylindrical 
block  portion  31  is  brought  into  sliding  contact  with  the 
other  thrust  surface  of  the  disk-shaped  thrust  bearing 
piece  45,  that  the  annular  groove  34  in  the  lower  sur- 
face  of  the  annular  collar  portion  33  is  engaged  with 

10  the  annular  projection  29  on  the  end  face  of  the  hollow 
cylindrical  portion  22  of  the  lower  bearing  case  2,  that 
the  annular  suspended  portion  35  on  the  lower  sur- 
face  of  the  hollow  cylindrical  block  portion  31  is  en- 
gaged  in  the  annular  groove  26  by  radially  overlap- 

is  ping  with  the  annular  projecting  portion  25  on  the  up- 
per  surface  of  the  annular  wide  collar  portion  23  of  the 
lower  bearing  case  2,  and  that,  at  the  same  time,  the 
annular  engaging  hook  portion  37  is  snappingly  fitted 
to  the  annular  engaging  projecting  portion  27  of  the 

20  lower  bearing  case  2. 
Then,  as  the  upper  and  lower  bearing  cases  2  and 

3  are  thus  assembled,  hermetically  sealing  portions 
due  to  labyrinth  action  are  formed  between  the  upper 
and  lower  bearing  cases  3  and  2,  respectively  at  a 

25  snappingly  fitting  portion  between  the  annular  en- 
gaging  hook  portion  37  of  the  upper  bearing  case  3 
and  the  annular  engaging  projecting  portion  25  of  the 
lower  bearing  case  2,  at  an  engaging  portion  between 
the  annular  suspended  portion  35  of  the  upper  bear- 

30  ing  case  3  and  the  annular  groove  26  in  the  lower 
bearing  case  2,  and  at  an  engaging  portion  between 
the  annular  groove  34  in  the  upper  bearing  case  3  and 
the  annular  projection  29  of  the  lower  bearing  case  2. 
The  sliding  surfaces  which  are  formed  between  the 

35  synthetic  resin-made  bearing  member  4  including  the 
hollow  cylindrical  radial  bearing  piece  41  and  the  disk- 
shaped  thrust  bearing  piece  45  on  the  one  hand,  and 
each  of  the  upper  and  lower  bearing  cases  3  and  2  on 
the  other,  are  protected  from  the  entry  of  foreign  ob- 

40  jects,  such  as  dust,  from  the  outside  by  means  of 
these  hermetically  sealing  portions. 

Fig.  7  is  a  cross-sectional  view  illustrating  an- 
other  embodiment  of  the  synthetic  resin  bearing  in  ac- 
cordance  with  the  present  invention. 

45  In  the  synthetic  resin  bearing  in  this  embodiment, 
a  modification  is  made  in  the  arrangement  of  the  end 
face  of  the  hollow  cylindrical  portion  22  of  the  lower 
bearing  case  2  which  is  engaged  in  the  annular 
groove  34  provided  in  the  upper  bearing  case  3  of  the 

so  synthetic  resin  bearing  1  in  accordance  with  the 
above-described  embodiment,  so  as  to  further 
strengthen  the  effect  of  preventing  the  entry  of  for- 
eign  objects  such  as  dust  onto  that  portion.  Those 
portions  that  are  identical  to  those  of  the  above- 

55  described  embodiment  are  denoted  by  the  same  ref- 
erence  numerals. 

Namely,  in  the  synthetic  resin-made  lower  bear- 
ing  case  2,  an  annular  groove  29b  is  formed  by  annu- 
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lar  projecting  portions  29  and  29a  which  are  provided 
projectingly  on  the  end  face  of  the  hollow  cylindrical 
portion  22  on  inner  and  outer  peripheral  sides  thereof, 
respectively. 

An  inner  annular  projection  34a  which  forms  the 
annular  groove  34  in  the  lower  surface  of  the  annular 
collar  portion  33  of  the  upper  bearing  case  3  is  posi- 
tioned  in  the  annular  groove  29b  such  that  its  end  por- 
tion  radially  overlaps  with  the  annular  projecting  por- 
tions  29  and  29a. 

Such  an  arrangement  forms  a  hermetically  seal- 
ing  portion,  which  exhibits  labyrinth  action,  on  the  in- 
ner  peripheral  side  of  the  bearing,  thereby  further  en- 
hancing  the  effect  of  the  entry  of  foreign  objects  such 
as  dust. 

Fig.  8  is  a  cross-sectional  view  illustrating  an  ex- 
ample  in  which  the  synthetic  resin  bearing  1  shown  in 
Fig.  7  is  installed  in  a  strut-type  suspension. 

The  strut-type  suspension  is  arranged  such  that 
a  strut  assembly  A,  which  incorporates  a  hydraulic 
shock  absorber  (oil  damper)  in  an  outer  cylinder  C 
formed  integrally  with  an  axle,  is  combined  with  a  coil 
spring  B.  In  Fig.  8,  numeral  6  denotes  an  upper  spring 
seat  of  the  coil  spring  B.  Apiston  rod  Rof  the  strut  as- 
sembly  A  is  coupled  to  a  chassis-side  mounting  mem- 
ber  D  via  a  mount  insulator  M. 

This  strut-type  suspension  of  a  type  in  which  a 
large  load  inputted  from  the  coil  spring  B  is  transmit- 
ted  to  the  chassis  side  via  the  bearing  1  ,  and  finely  vi- 
brating  load  inputted  from  the  piston  rod  R  of  the 
shock  absorber  is  transmitted  to  chassis  side  via  the 
mount  insulator  M. 

The  synthetic  resin  bearing  1  is  disposed  such 
that  the  inner  surface  of  the  hollow  cylindrical  portion 
22  of  the  synthetic  resin-made  lower  bearing  case  2 
is  fitted  over  the  outer  surface  of  an  annular  project- 
ing  portion  61  oftheupperspring  seat  6,  and  the  lower 
surface  of  the  annularwide  collar  portion  23  is  seated 
on  a  flat  portion  62  of  the  upper  spring  seat  6,  while 
the  upper  surface  of  the  upper  bearing  case  3  abuts 
against  the  chassis-side  mounting  member  D.  The 
upper  and  lower  baring  cases  3  and  2  of  the  synthetic 
resin  bearing  1  are  disposed  between  the  upper 
spring  seat  6  and  the  chassis-side  mounting  member 
D  in  such  a  manner  as  to  be  capable  of  rotating  rela- 
tive  to  each  other  via  the  hollow  cylindrical  radial  bear- 
ing  piece  41  and  the  disk-shaped  thrust  bearing  piece 
45. 

Claims 

1.  A  synthetic  resin  bearing  comprising: 
a  synthetic  resin-made  lower  bearing  case 

including  a  hollow  cylindrical  portion  having  an  in- 
ner  peripheral  surface  defining  an  insertion  hole, 
an  annularwide  collar  portion  extending  integral- 
ly  outward  from  a  lower  end  of  the  hollow  cylin- 

drical  portion,  an  annular  projecting  portion 
formed  on  an  upper  surface  of  the  collar  portion 
concentrically  with  the  hollow  cylindrical  portion 
and  defining  an  annular  recess  in  association 

5  with  an  outer  peripheral  surface  of  the  hollow  cyl- 
indrical  portion  and  the  upper  surface  of  the  collar 
portion,  an  annular  engaging  projecting  portion 
provided  projectingly  on  an  outer  peripheral  edge 
of  the  collar  portion  and  defining  an  annular 

10  groove  in  association  with  an  outer  peripheral 
surface  of  the  annular  projecting  portion;  and  an 
annular  projection  provided  projectingly  on  an 
outer  side  of  an  end  face  of  the  hollow  cylindrical 
portion  in  such  a  manner  as  to  form  an  annular 

15  shoulder  portion  on  an  inner  side  of  the  end  face; 
a  synthetic  resin-made  upper  bearing 

case  including  a  hollow  cylindrical  block  portion, 
an  annular  collar  portion  extending  inward  from 
an  upper  end  of  an  inner  peripheral  surface  of  the 

20  hollow  cylindrical  block  portion;  an  annular 
groove  which  is  formed  in  a  lower  surface  of  the 
collar  portion,  an  annular  suspended  portion  pro- 
vided  projectingly  on  a  lower  surface  of  the  hol- 
low  cylindrical  block  portion  concentrically  with 

25  the  inner  peripheral  surface  thereof,  and  an  an- 
nular  engaging  hook  portion  which  extends  from 
the  lower  surface  of  the  hollow  cylindrical  block 
portion  and  which  defines  an  annular  deep 
groove  in  association  with  an  outer  peripheral 

30  surface  of  the  annular  suspended  portion;  and 
a  synthetic  resin-made  bearing  member 

including  a  disk-shaped  thrust  bearing  piece  and 
a  hollow  cylindrical  radial  bearing  piece  having  a 
slit  extending  in  an  axial  direction; 

35  wherein  the  bearing  member  is  disposed 
in  the  lower  bearing  case  such  that  the  radial 
bearing  piece  is  kept  in  sliding  contact  with  the 
outer  peripheral  surface  of  the  hollow  cylindrical 
portion  of  the  lower  bearing  case,  and  the  thrust 

40  bearing  piece  is  kept  in  sliding  contact  with  a  bot- 
tom  of  the  annular  recess  formed  in  the  upper 
surface  of  the  annular  wide  collar  portion  of  the 
lower  bearing  case; 

wherein  the  upper  bearing  case  is  assem- 
45  bled  to  the  lower  bearing  case  such  that  the  inner 

peripheral  surface  of  the  hollow  cylindrical  block 
portion  of  the  upper  bearing  case  is  brought  into 
sliding  contact  with  an  outer  peripheral  surface  of 
the  radial  bearing  piece,  and  the  lower  surface  of 

so  the  hollow  cylindrical  block  portion  is  brought  into 
sliding  contact  with  the  thrust  bearing  piece,  that 
the  annular  groove  in  the  lower  surface  of  the  an- 
nular  collar  portion  is  engaged  with  the  annular 
projection  on  the  end  face  of  the  hollow  cylindrical 

55  portion  of  the  lower  bearing  case,  that  the  annular 
suspended  portion  on  the  lower  surface  of  the 
hollow  cylindrical  block  portion  is  engaged  in  the 
annular  groove  by  axially  overlapping  with  the  an- 
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nular  projecting  portion  on  the  upper  surface  of 
the  annularwide  collar  portion  of  the  lower  bear- 
ing  case,  and  that  the  annular  engaging  hook  por- 
tion  is  snappingly  fitted  to  the  annular  engaging 
projecting  portion  of  the  lower  bearing  case;  and  5 

wherein  hermetically  sealing  portions  due 
to  labyrinth  action  are  formed  between  the  upper 
and  lower  bearing  cases,  respectively  at  a  snapp- 
ingly  fitting  portion  between  the  annular  engag- 
ing  hook  portion  of  the  upper  bearing  case  and  10 
the  annular  engaging  projecting  portion  of  the 
lower  bearing  case,  at  an  engaging  portion  be- 
tween  the  annular  suspended  portion  of  the  up- 
per  bearing  case  and  the  annular  groove  in  the 
lower  bearing  case,  and  at  an  engaging  portion  15 
between  the  annular  groove  in  the  upper  bearing 
case  and  the  annular  projection  of  the  lower  bear- 
ing  case. 

2.  A  synthetic  resin  bearing  according  to  Claim  1  ,  20 
wherein  another  annular  projecting  portion  is  pro- 
vided  projectingly  on  an  inner  side  of  the  end  face 
of  the  hollow  cylindrical  portion  of  the  synthetic 
resin-made  lower  bearing  case,  an  annular 
groove  is  formed  by  the  inner-side  annular  pro-  25 
jecting  portion  and  the  outer-side  projecting  por- 
tion,  and  an  inner  annular  projection  which  forms 
the  annular  groove  in  the  lower  surface  of  the  an- 
nular  collar  portion  of  the  upper  bearing  case  is 
engaged  in  said  groove  such  that  an  end  portion  30 
of  the  inner  annular  projection  axially  overlaps 
with  the  annular  projecting  portions  so  as  to  form 
a  hermetically  sealing  portion  due  to  labyrinth  ac- 
tion  in  the  overlapping  portion. 

35 
3.  A  bearing  comprising: 

an  annular  case  having  a  lower  case  part 
and  an  upper  case  part;  and 

an  annular  bearing  member  mounted  with- 
in  said  case  between  said  lower  and  upper  case  40 
parts; 

wherein  portions  of  said  lower  and  upper 
case  parts  overlap  in  at  least  one  direction  to 
form  at  least  one  hermetically  sealing  portion  us- 
ing  labyrinth  action;  and  45 

said  bearing  member  is  split  through  in  the 
radial  direction  in  at  least  one  place. 

4.  A  bearing  according  to  claim  3,  wherein  said 
overlap  is  in  at  least  the  axial  direction.  50 

5.  A  bearing  according  to  claim  3  or  4  further  com- 
prising  a  second  annular  bearing  member  mount- 
ed  within  said  bearing  case. 

55 
6.  A  bearing  according  to  claim  5  wherein  said  sec- 

ond  bearing  member  is  split  through  in  the  radial 
direction  in  at  least  one  place. 
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