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©  A  cooling  system  for  stationary  vanes  in  the 
turbine  section  of  a  gas  turbine.  Combustors  for 
the  turbine  are  disposed  in  a  chamber  (10)  that 
receives  compressed  air  from  a  compressor 
section.  This  compressed  air  forms  both  com- 
bustion  air  and  cooling  air.  The  cooling  air 
portion  of  the  compressed  air  is  recirculated 
through  the  vanes  (28)  by  bleeding  it  from  the 
chamber  and  further  pressurizing  it,  after  which 
it  flows  through  a  cooling  air  flow  path  in  the 
vanes,  thereby  resulting  in  the  cooling  of  the 
vanes  and  the  heating  of  the  air.  The  heated  air 
is  then  returned  to  the  chamber  (10)  where  it 
mixes  with  the  incoming  combustion  air,  there- 
by  giving  up  a  portion  of  the  heat  transferred 
from  the  vane  to  the  combustion  air.  As  a  result, 
the  temperature  of  the  combustion  air  is  in- 
creased,  thereby  increasing  the  thermodynamic 
efficiency  of  the  gas  turbine.  The  cooling 
scheme  provides  cooling  to  the  vane  inner  and 
outer  shrouds,  as  well  as  the  airfoil,  by  means  of 
circumferentially  extending  holes  in  the 
shrouds  that  connect  with  a  cooling  air  cavity  in 
the  airfoil. 
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The  present  invention  relates  to  a  cooling  system 
for  a  stationary  vane  in  a  gas  turbine.  More  specifi- 
cally,  the  present  invention  relates  to  a  cooling  airsys- 
tem  in  which  compressed  air  is  recirculated  through 
the  vane. 

A  gas  turbine  is  comprised  of  a  compressor  sec- 
tion  that  produces  compressed  airthat  is  subsequent- 
ly  heated  by  burning  fuel  in  a  combustion  section.  The 
hot  gas  from  the  combustion  section  is  directed  to  a 
turbine  section  where  the  hot  gas  is  used  to  drive  a 
rotor  shaft  to  produce  power.  The  combustion  section 
is  typically  comprised  of  a  shell  that  forms  a  chamber 
that  receives  compressed  air  from  the  compressor 
section.  A  plurality  of  cylindrical  combustors  are  dis- 
posed  in  the  chamber  and  receive  the  compressed  air 
along  with  the  fuel  to  be  burned.  A  duct  is  connected 
to  the  aft  end  of  each  combustor  and  serves  to  direct 
the  hot  gas  from  the  combustor  to  the  turbine  section. 

The  turbine  section  typically  employs  a  plurality 
of  stationary  vanes  circumferentially  arranged  in 
rows.  Since  such  vanes  are  exposed  to  the  hot  gas 
discharging  from  the  combustion  section,  cooling  of 
these  vanes  is  of  utmost  importance.  Traditionally, 
cooling  was  accomplished  by  flowing  cooling  airfrom 
the  chamber  through  a  cavity  formed  in  the  airfoil  por- 
tion  of  the  vane,  which  is  essentially  hollow.  Typically, 
a  number  of  small  passages  are  formed  inside  the 
vane  airfoil  that  extend  from  the  cavity  to  the  surfaces 
of  the  vane,  such  as  the  leading  and  trailing  edges  or 
the  suction  and  pressure  surfaces.  Often,  such  as  in 
the  case  of  leading  edge  cooling,  the  passages  direct 
the  cooling  airfrom  the  cavity  so  that  it  flows  over  the 
surface  of  the  vane  in  a  thin  film,  thereby  cooling  the 
vane  in  what  is  often  referred  to  as  "film  cooling."  In 
any  case,  after  the  cooling  air  exits  the  vane  passag- 
es,  it  enters  and  mixes  with  the  hot  gas  flowing 
through  the  turbine  section. 

Unfortunately,  the  traditional  approach  to  cooling 
the  turbine  vanes  has  a  detrimental  impact  on  the 
thermal  efficiency  of  the  gas  turbine.  Although  the 
cooling  air  eventually  mixes  with  the  hot  gas  expand- 
ing  in  the  turbine,  since  it  bypasses  the  combustion 
process  the  work  recovered  from  the  expansion  of  the 
compressed  cooling  air  is  much  less  than  that  recov- 
ered  from  the  expansion  of  the  compressed  air  heat- 
ed  in  the  combustors.  In  fact,  as  a  result  of  losses  due 
to  pressure  drop  and  mechanical  efficiency,  the  work 
recovered  from  the  cooling  air  is  less  than  that  re- 
quired  to  compress  the  air  in  the  compressor.  In  ad- 
dition,  discharging  the  cooling  air  into  the  hot  gas  flow 
results  in  aerodynamic  losses  as  the  cooling  airmixes 
with  the  hot  gas. 

Moreover,  although  the  traditional  scheme  may 
provide  adequate  cooling  of  the  airfoil  portion  of  the 
vane,  albeit  at  the  expense  of  efficiency,  it  does  not 
provide  thorough  cooling  of  the  inner  and  outer 
shroud  portions  of  the  vane,  so  that  deterioration  of 
these  components  can  limit  the  operating  tempera- 

ture  of  the  turbine. 
It  is  therefore  desirable  to  provide  a  cooling  sys- 

tem  for  a  gas  turbine  vane  that  does  not  result  in  dis- 
charging  cooling  air  directly  into  the  hot  gas  flow  path 

5  by  bypassing  the  combustors,  and  that  achieves  ef- 
fective  cooling  of  the  inner  and  outer  shrouds. 

Accordingly,  it  is  the  general  object  of  the  current 
invention  to  provide  a  gas  turbine  vane  that  does  not 
result  in  discharging  cooling  air  directly  into  the  hot 

10  gas  flow  path  by  bypassing  the  combustors,  and  that 
achieves  effective  cooling  of  the  inner  and  outer 
shrouds. 

Briefly,  this  object,  as  well  as  other  objects  of  the 
current  invention,  is  accomplished  by  a  gas  turbine 

15  characterized  by  a  compressor  section  for  producing 
compressed  air,  a  first  portion  of  said  compressed  air 
forming  cooling  air  and  a  second  portion  of  said  com- 
pressed  air  forming  combustion  air,  a  shell  forming  a 
chamber  in  flow  communication  with  said  compres- 

20  sor,  whereby  said  cooling  air  and  combustion  air  por- 
tions  of  said  compressed  air  flow  into  said  chamber, 
a  row  of  stationary  vanes,  each  of  said  vanes  com- 
prising  an  inner  shroud,  an  outershroud,  and  an  airfoil 
portion,  each  of  said  vanes  having  a  cooling  airflow 

25  path  comprising  a  first  passage  extending  through 
said  inner  and  outer  shrouds  and  said  airfoil  portion 
and  having  an  inlet  and  an  outlet,  said  outlet  being  in 
direct  flow  communication  with  said  chamber  where- 
by  cooling  air  exits  said  vane  directly  into  said  cham- 

30  berfor  admixing  with  said  compressed  air,  and  means 
for  recirculating  said  cooling  airfrom  said  chamber  to 
said  vane  cooling  airflow  paths  and  then  directly  back 
to  said  chamber,  thereby  transferring  heat  from  said 
vanes  to  said  cooling  air  so  as  to  cool  said  vanes  and 

35  heat  said  cooling  air. 
Figure  1  is  a  longitudinal  cross-section  through  a 

portion  of  a  gas  turbine  in  the  vicinity  of  the  combus- 
tion  section,  showing  the  vane  cooling  system  ac- 
cording  to  the  current  invention. 

40  Figure  2  is  an  isometric  view  of  one  of  the  turbine 
vanes  shown  in  Figure  1. 

Figure  3  is  an  approximately  longitudinal  cross- 
section  of  the  vane  shown  in  Figure  2  taken  through 
line  Ill-Ill. 

45  Figure  4  is  a  transverse  cross-section  of  the  vane 
shown  in  Figure  2  taken  through  line  IV-IV. 

Figure  5  is  a  view  of  the  inner  shroud  taken  along 
line  V-V  shown  in  Figure  4. 

Referring  to  the  drawings,  there  is  shown  in  Fig- 
so  ure  1  a  longitudinal  cross-section  of  a  portion  of  a  gas 

turbine  1.  The  gas  turbine  is  comprised  of  three  main 
components:  a  compressor  section  2,  a  combustion 
section  3,  and  a  turbine  section  4.  A  rotor  5  is  centrally 
disposed  in  the  gas  turbine  and  extends  through  the 

55  three  sections.  The  compressor  section  2  is  com- 
prised  of  a  cylinder  11  that  encloses  alternating  rows 
of  stationary  vanes  8  and  rotating  blades  7.  The  sta- 
tionary  vanes  8  are  affixed  to  the  cylinder  11  and  the 
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rotating  blades  7  are  affixed  to  discs  6  attached  to  the 
rotor  5. 

The  combustion  section  3  is  comprised  of  a  shell 
9  that  forms  a  chamber  10  in  which  are  disposed  a 
plurality  of  combustors  12  and  ducts  18  that  connect 
the  combustors  to  the  turbine  section  4.  A  fuel  52  is 
supplied  to  each  combustor  12  by  a  nozzle  (not 
shown). 

The  turbine  section  4  is  comprised  of  an  outer  cy- 
linder  20  that  encloses  an  inner  cylinder  21  so  as  to 
form  an  annular  manifold  22  therebetween.  The  inner 
cylinder  21  encloses  a  row  of  stationary  vanes  28  and 
a  row  of  rotating  blades  30.  The  stationary  vanes  28 
are  affixed  to  the  inner  cylinder  21  and  the  rotating 
blades  30  are  affixed  to  a  disc  32  that  forms  a  portion 
of  the  turbine  section  of  the  rotor  5. 

In  operation,  the  compressor  inducts  ambient  air 
into  its  inlet  and  discharges  compressed  air  34  into 
the  chamber  1  0  formed  by  the  shell  9.  The  major  por- 
tion  35  of  the  air  34  in  the  chamber  10  forms  the  com- 
bustion  air  necessary  for  burning  the  fuel  52.  The  re- 
mainder  of  the  compressed  air  34  forms  cooling  air 
used  to  cool  various  components  of  the  gas  turbine. 
The  portion  36  of  this  cooling  air  that  is  used  to  cool 
the  vanes  28  is  discussed  in  detail  below.  However, 
as  those  skilled  in  the  art  will  readily  appreciate,  other 
portions  of  the  cooling  air  are  used  to  cool  the  rotor, 
as  well  as  other  portions  of  the  turbine  section,  as  is 
conventional.  Accordingly,  the  workings  of  these  con- 
ventional  cooling  schemes  will  not  be  discussed  here- 
in. 

The  combustion  air  35  enters  the  combustors  12 
through  openings  14  in  its  inlet  end,  as  well  as 
through  holes  16  downstream  of  the  combustor  inlet. 
In  the  combustors  12,  the  fuel  52  is  injected  into  and 
mixed  with  the  combustion  air  35  and  burned,  thereby 
forming  a  hot,  compressed  gas  50.  The  hot,  com- 
pressed  gas  50  flows  through  the  ducts  18  and  then 
through  the  rows  of  stationary  vanes  28  and  rotating 
blades  30  (as  well  as  additional,  downstream  rows  of 
stationary  vanes  and  blades  not  shown)  in  the  turbine 
section  4,  wherein  the  gas  expands  and  generates 
power  that  drives  a  load  (not  shown)  connected  to  the 
rotor  5.  The  expanded  gas  then  exits  the  turbine, 
whereupon  it  may  be  exhausted  to  atmosphere  or  di- 
rected  to  a  heat  recovery  steam  generator. 

The  stationary  vanes  28  in  the  turbine  section  4 
are  exposed  to  the  hot  gas  50  from  the  combustors 
12,  which  may  be  in  excess  of  1090°C  (2000°F),  and 
are  subjected  to  a  variety  of  stresses,  including  those 
due  to  forces  imposed  by  the  flow  of  hot  gas  50,  as 
well  as  those  due  to  differential  thermal  expansion. 
Since  the  ability  of  the  material  that  forms  the  vanes 
to  withstand  stress  decreases  with  increasing  tem- 
perature,  it  is  vital  to  provide  adequate  cooling  to 
maintain  the  temperature  of  the  vane  material  within 
allowable  levels. 

In  the  preferred  embodiment,  this  cooling  is  ac- 

complished  by  recirculating  the  portion  36  of  the  com- 
pressed  air  34  from  the  chamber  10  through  the 
vanes  28  and  back  to  the  chamber.  This  recirculation 
is  accomplished  by  bleeding  air  36  through  an  exter- 

5  nal  pipe  24  connected  to  the  shell  9.  A  fan  25  is  dis- 
posed  in  the  pipe  24  and  further  pressurizes  the  com- 
pressed  air  36,  causing  it  to  flow  into  the  manifold  22. 
From  the  manifold  22,  the  pressurized  air  37  flows 
through  holes  26  in  the  inner  cylinder  21  and  then 

10  through  a  cooling  air  flow  path  in  the  vanes  28,  dis- 
cussed  further  below.  In  so  doing,  heat  is  transferred 
from  the  vane  28  to  the  compressed  air  37,  thereby 
cooling  the  vane  and  heating  the  compressed  air.  The 
vane  cooling  airflow  path  is  isolated  from  the  hot  gas 

15  50  flowing  through  the  turbine  section  so  that  all  of 
the  compressed  air  37,  which  is  now  heated  com- 
pressed  air  38,  exits  the  vane  28  and  is  returned  to 
the  chamber  10. 

In  the  chamber  10,  the  recirculated  air  38  mixes 
20  with  the  incoming  compressed  air  34,  so  that  a  first 

portion  of  the  recirculated  air  38  enters  the  combus- 
tion  air  35  su  ppl  ied  to  the  combustor  1  2  and  a  second 
portion  of  the  recirculated  air,  together  with  a  fresh 
portion  of  the  incoming  compressed  air  34  with  which 

25  it  is  mixed,  is  again  recirculated  through  the  vanes  28. 
Thus,  the  arrangement  of  the  combustors  12,  the  pipe 
24  inlet,  the  vane  28  cooling  flow  path  exits  and  the 
chamber  1  0  formed  by  the  shell  9  serves  to  divide  the 
incoming  compressed  air  34  into  a  first  portion  35  that 

30  is  heated  in  the  combustors  12  and  a  second  portion 
36  that  is  heated  in  the  vanes  28  and,  further  serves 
to  divide  the  heated  recirculated  cooling  air  38  re- 
turned  from  the  vanes  28  into  a  first  portion  that 
mixes  with  the  combustion  air  35  entering  the  com- 

35  bustors,  thereby  heating  same,  and  a  second  portion 
that  is  mixed  with  the  incoming  compressed  air  34, 
thereby  being  cooled,  and  then  again  re-circulated 
through  the  vanes  28. 

As  a  result  of  this  constant  mixing,  the  recirculat- 
40  ing  air  36  remains  relatively  cool  without  the  use  of  ex- 

ternal  coolers  that  would  result  in  the  loss  of  heatf  rom 
the  cycle.  In  addition,  the  heat  transferred  to  the  re- 
circulating  air  36  is  reflected  in  an  increase  in  the  tem- 
perature  of  the  combustion  air  35.  This  increase  in 

45  temperature  of  the  combustion  air  35  decreases  the 
quantity  of  fuel  52  required  to  achieve  the  desired  tur- 
bine  inlet  temperature,  thereby  improving  thermody- 
namic  efficiency. 

Contrary  to  traditional  cooling  schemes,  none  of 
so  the  vane  cooling  air  37  is  discharged  directly  -  that 

is,  without  first  being  heated  in  the  combustors  12  -  
into  the  hot  gas  flow  50.  Therefore,  according  to  the 
current  invention,  vane  cooling  is  accomplished  with- 
out  the  thermodynamic  and  mixing  losses  associated 

55  with  traditional  schemes,  as  previously  discussed. 
The  cooling  air  flow  path  through  the  vanes  28 

will  now  be  discussed  in  detail.  As  shown  in  Figures 
2-4,  the  vane  28  is  comprised  of  an  inner  shroud  por- 

3 
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tion  60,  an  outer  shroud  portion  61  ,  and  an  airfoil  por- 
tion  59  that  is  disposed  between  the  inner  and  outer 
shrouds.  As  shown  in  Figure  2,  the  airfoil  59  has  a 
leading  edge  portion  64  and  a  trailing  edge  portion 
69.  The  outer  shroud  61  has  a  surface  81  that  faces 
toward  the  airfoil  59  and  a  surface  80  thatfaces  away 
from  the  airfoil.  Similarly,  the  inner  shroud  60  has  a 
surface  83  that  faces  toward  the  airfoil  59  and  a  sur- 
face  82  that  faces  away  from  the  airfoil. 

The  airfoil  59  is  essentially  hollow  and  has  a  cav- 
ity  62  extending  radially  through  it  that  serves  as  the 
primary  cooling  air  passage  for  the  vane  28.  The  cav- 
ity  62  has  an  inlet  68  formed  in  the  outer  shroud  61 
that  receives  the  pressurized  cooling  air  37  from  the 
manifold  22,  as  previously  discussed.  After  flowing 
radially  inward  through  the  cavity  62  and  receiving 
heat  from  the  vane  28,  the  heated  cooling  air  38  exits 
the  vane  via  an  outlet  70  formed  in  the  inner  shroud 
60,  whereupon  it  returns  to  the  chamber  10,  as  pre- 
viously  discussed. 

The  vane  cooling  air  flow  path  also  includes  a 
number  of  small  secondary  airfoil  cooling  air  passag- 
es  78  that  are  distributed  around  the  cavity  62  as  well 
as  within  the  portions  of  the  airfoil  59  adjacent  the 
leading  edge  64  and  trailing  edge  69.  As  shown  best 
in  Figures  3  and  4,  the  secondary  airfoil  passages  78 
have  inlets  76  formed  in  the  surface  80  of  the  outer 
shroud  61  and  outlets  77  formed  in  the  surface  82  of 
the  inner  shroud  60.  The  passages  78  extend  through 
the  airfoil  59  between  their  inlets  76  and  outlets  77 
in  substantially  the  radial  direction.  A  portion  37'  of 
the  pressurized  cooling  air  37  from  the  manifold  22 
enters  the  inlets  76,  flows  through  the  passages  78, 
and  exits  the  vane  28  through  the  outlets  77,  where- 
upon  it  returns  to  the  chamber  10.  In  this  manner,  the 
secondary  airfoil  passages  78  provide  additional 
cooling  for  the  airfoil  59. 

According  to  an  important  aspect  of  the  current 
invention,  additional  cooling  air  passages  65  and  66 
are  formed  in  the  inner  and  outer  shrouds  60  and  61  , 
respectively.  As  shown  in  Figures  2  and  4,  the  outer 
shroud  passages  66  have  inlets  72  formed  in  the  out- 
er  shroud  surface  80  and  outlets  74  formed  in  the  wall 
of  the  cavity  62.  After  extending  radially  inward 
through  the  outer  shroud  61  to  approximately  mid- 
way  between  the  surfaces  80  and  81,  the  passages 
66  make  a  right  angle  turn  and  then  proceed  to  the 
cavity  62  in  substantially  the  circumferential  direction 
~  that  is,  substantially  tangentially  to  the  center  line 
of  the  rotor  5  and  the  direction  of  hot  gas  50  flow 
through  the  turbine  section  4. 

The  outer  shroud  passage  inlets  72  receive  a  por- 
tion  37"  of  the  pressurized  cooling  air  37  from  the 
manifold  22  and  the  outlets  74  discharge  this  cooling 
air  into  the  cavity  62,  whereupon  it  returns  to  the 
chamber  10.  In  this  manner,  the  outer  shroud  passag- 
es  66  provide  cooling  that  is  specifically  directed  to 
the  outer  shroud  61  . 

As  shown  in  Figures  2  and  5,  the  inner  shroud 
passages  65  have  inlets  73  formed  in  the  wall  of  the 
cavity  62  and  outlets  75  formed  in  the  inner  shroud 
surface  82.  After  extending  from  the  cavity  62,  at  a  lo- 

5  cation  approximately  mid-way  between  the  surfaces 
82  and  83,  in  substantially  the  circumferential  direc- 
tion,  the  passages  65  make  a  right  angle  turn  and 
then  proceed  radially  inward  to  the  inner  shroud  sur- 
face  82. 

10  The  inner  shroud  passage  inlets  73  receive  a  por- 
tion  37"'  of  the  pressurized  cooling  air  37  from  the 
manifold  22  after  it  has  already  flowed  through  most 
of  the  cavity  62.  The  outlets  75  discharge  this  cooling 
air  for  return  to  the  chamber  10.  In  this  manner,  the 

15  inner  shroud  passages  65  provides  cooling  that  is 
specifically  directed  to  the  inner  shroud  61. 

It  should  be  noted  that  at  no  point  is  the  cooling 
air  path  through  the  vanes  28  in  flow  communication 
with  the  hot  gas  50  flowing  through  the  turbine  sec- 

20  tion  4.  Thus,  all  of  the  cooling  air  37  is  returned  to  the 
chamber  10.  As  can  be  seen,  the  cooling  system  of 
the  current  invention  provides  a  recirculating  cooling 
scheme  that  provides  effective  cooling  of  the  turbine 
vanes  28  without  the  detriments  to  the  thermodynam- 

25  ic  efficiency  of  the  gas  turbine  1  that  is  associated 
with  traditional  cooling  schemes.  In  addition,  the  cool- 
ing  system  of  the  current  invention  provides  effective 
cooling  for  the  inner  and  outer  shrouds,  as  well  as  the 
airfoil  portion  of  the  vanes. 

30 

Claims 

1.  A  gas  turbine  (1)  characterized  by  a  compressor 
35  section  (2)  for  producing  compressed  air  (34),  a 

first  portion  of  said  compressed  air  forming  cool- 
ing  air  (36)  and  a  second  portion  of  said  com- 
pressed  air  forming  combustion  air  (35),  a  shell 
(9)  forming  a  chamber  (10)  in  flow  communica- 

40  tion  with  said  compressor,  whereby  said  cooling 
air  and  combustion  air  portions  of  said  com- 
pressed  air  flow  into  said  chamber,  a  row  of  sta- 
tionary  vanes  (28),  each  of  said  vanes  compris- 
ing  an  inner  shroud  (60),  an  outer  shroud  (61), 

45  and  an  airfoil  portion  (59),  each  of  said  vanes 
having  a  cooling  airflow  path  comprising  a  first 
passage  (62)  extending  through  said  inner  and 
outer  shrouds  and  said  airfoil  portion  and  having 
an  inlet  and  an  outlet,  said  outlet  being  in  direct 

so  flow  communication  with  said  chamber  whereby 
cooling  air  exits  said  vane  directly  into  said  cham- 
ber  for  admixing  with  said  compressed  air,  and 
means  for  recirculating  said  cooling  airfrom  said 
chamber  to  said  vane  cooling  air  flow  paths  and 

55  then  directly  back  to  said  chamber,  thereby  trans- 
ferring  heat  from  said  vanes  to  said  cooling  air  so 
as  to  cool  said  vanes  and  heat  said  cooling  air. 

4 
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2.  The  gas  turbine  according  to  claim  1,  further 
comprising  a  combustor  (12)  for  burning  a  fuel 
(52)  therein,  said  combustor  in  flow  communica- 
tion  with  said  combustion  air  portion  (35)  of  said 
compressed  airfrom  said  chamber  (10),  wherein 
said  combustor  heats  said  combustion  air. 

3.  The  gas  turbine  according  to  claim  2,  wherein 
said  chamber  (10)  comprises  means  (i)  for  plac- 
ing  said  combustor  (12)  inflow  communication 
with  a  first  portion  of  said  cooling  air  (38)  that  has 
been  recirculated  back  to  said  chamber  from  said 
vane  cooling  air  flow  paths  (62),  whereby  said 
first  portion  of  said  cooling  airflows  through  said 
combustor  after  being  heated  by  said  heat  trans- 
fer  from  said  vanes  (28),  and  (ii)  for  again  recir- 
culating  through  to  said  vane  cooling  air  flow 
paths  a  second  portion  of  said  cooling  air  (38) 
that  was  recirculated  back  to  said  chamber  from 
said  vane  cooling  airflow  paths. 

4.  The  gas  turbine  according  to  claim  3,  wherein 
said  combustor  (12)  is  disposed  in  said  chamber 
(10). 

5.  The  gas  turbine  according  to  claim  1,  wherein 
said  recirculating  means  comprises  a  fan  (25)  for 
further  pressurizing  said  cooling  air  (36). 

6.  The  gas  turbine  according  to  claim  1,  wherein 
each  of  said  vane  cooling  air  flow  paths  further 
comprises  a  second  passage  (65,  66)  extending 
through  one  of  said  shrouds  (60,  61). 

7.  The  gas  turbine  according  to  claim  6,  wherein 
said  second  passage  (65,  66)  extends  in  the  cir- 
cumferential  direction. 

8.  The  gas  turbine  according  to  claim  6,  wherein 
said  second  passage  (65,  66)  is  in  flow  commu- 
nication  with  said  first  passage  (62). 

9.  The  gas  turbine  according  to  claim  6,  wherein 
said  second  passage  (65,  66)  has  a  first  opening 
(73,  74)  disposed  in  said  first  passage  (62). 

10.  The  gas  turbine  according  to  claim  9,  wherein 
said  one  of  said  shrouds  (60,  61)  through  which 
said  second  passageway  (65,  66)  extends  has  a 
first  surface  (81,  83)  facing  toward  said  airfoil 
(59)  and  a  second  surface  (80,  82)  facing  away 
from  said  airfoil,  and  wherein  said  second  pas- 
sage  has  a  second  opening  (72,  75)  formed  in 
said  second  surface. 

11.  The  gas  turbine  according  to  claim  10,  wherein 
said  one  of  said  shrouds  through  which  said  sec- 
ond  passage  (66)  extends  is  said  outer  shroud 

(61),  and  wherein  said  first  opening  (74)  of  said 
second  passage  comprises  an  outlet  for  said  sec- 
ond  passage  and  said  second  opening  (72)  com- 
prises  an  inlet  for  said  second  passage. 

5 
12.  The  gas  turbine  according  to  claim  10,  wherein 

said  one  of  said  shrouds  through  which  said  sec- 
ond  passage  (65)  extends  is  said  inner  shroud 
(60),  and  wherein  said  first  opening  (73)  of  said 

10  second  passage  comprises  an  inlet  for  said  sec- 
ond  passage  and  said  second  opening  (75)  com- 
prises  an  outlet  for  said  second  passage. 
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