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Description 

The  invention  pertains  to  electronic  boosters  usable  to  sense  and  to  repeat  or  retransmit  selected 
electronic  signals.  More  particularly,  the  invention  pertains  to  boosters  usable  in  cellular  mobile  systems  to 

5  improve  intracell  coverage. 

Background  of  the  Invention 

Current  cellular  system  implementations  involve  the  use  of  a  few  to  the  use  of  many  cells  to  cover  a 
io  given  geographical  area.  The  cells  are  designed  to  provide  some  degree  of  overlapping  coverage.  They  are 

also  designed  to  allow  reuse  of  the  same  channels  several  cells  away  (but  within  the  same  geographical 
area). 

In  practice,  cellular  system  cell-site  designs  do  not  cover  all  the  desired  coverage  areas  due  to  the 
anomalies  of  RF  propagation.  For  example,  a  narrow  depression  in  the  terrain  such  as  a  ravine  or  along  a 

75  road  adjacent  to  a  river  bed  my  not  have  adequate  signal  coverage  due  to  blockage  from  nearby  terrain. 
Another  example  would  be  in  an  underground  parking  garage,  or  even  in  large  office  buildings  where  larger 
than  normal  signal  attenuation  would  result  in  unacceptable  signal  levels.  Furthermore,  cell  sites  in  some 
cellular  systems  are  not  located  close  enough  together,  thus  resulting  in  poor  coverage  areas  between  the 
cells. 

20  The  addition  of  new  cell  sites  to  remedy  such  problems  is  prohibitive  in  many  cases.  This  is  because 
the  numbers  of  subscribers  in  these  areas  are  generally  of  insufficient  quantity  to  justify  the  cost  of  a  new 
cell  site  installation.  A  low  cost  alternative  solution  to  this  problem  is  to  employ  a  cellular  repeater  or 
booster  near  the  coverage  area  in  question.  Such  a  repeater  is  intended  to  retransmit  the  channels  from  a 
nearby  (donor)  cell  into  the  problem  area.  The  retransmitted  channels  can  then  be  received  by  appropriate 

25  mobile  units  in  the  area.  Likewise,  transmissions  from  mobile  units  in  the  problem  area  can  be  retransmitted 
by  the  booster  such  that  they  can  be  heard  by  the  channel  receivers  at  the  donor  cell  site. 

Since  mobiles  are  always  under  control  by  the  cellular  system  in  regard  to  which  channels  they  are 
assigned  to  operate  on,  a  preferred  technique  for  signal  boosting  is  to  retransmit  on  the  same  channel  on 
which  the  signal  was  received.  This  approach  has  no  impact  on  the  signaling  operation  of  either  the  cellular 

30  system  or  the  mobile,  but  does  require  careful  control  and  attention  to  the  installation  of  the  booster  to 
prevent  RF  feedback  oscillation.  Separate  antennas  arranged  to  maximize  isolation  are  used  to  provide 
sufficient  margin  between  the  received  and  retransmitted  signals.  RF  amplifier  gain  through  the  retransmis- 
sion  path  must  be  limited  to  a  nominal  value  of  less  than  the  amount  of  isolation  between  the  two  antennas 
under  all  operating  conditions. 

35  Also,  the  problem  is  complicated  by  the  current  implementation  of  the  cellular  system  spectrum.  The 
spectrum  is  currently  split  between  a  "wireline"  and  a  "non-wireline"  carrier.  Each  carrier  has  available  a 
minimum  of  21  control  channels  to  be  used  for  assigning  mobiles  to  voice  channels,  and  for  placing  and 
receiving  calls  to  and  from  the  mobiles.  The  control  channel  groups  of  the  two  carriers  are  adjacent  to  each 
other  in  the  center  of  the  cellular  band.  The  adjacent  locations  of  the  control  channel  groups  require  special 

40  control  and  coordination  between  the  two  carriers  to  prevent  unwanted  mobile  responses  from  the  other 
carrier's  cell  site  equipment. 

Current  cellular  booster  implementations  employ  broadband  linear  amplifiers  with  filtering  to  eliminate 
out-of-band  signals.  These  approaches  generally  provide  a  degree  of  signal  enhancement  in  the  area  of  the 
booster  for  a  mile  or  so,  which  generally  is  all  that  is  desired  in  the  majority  of  the  cases.  However,  several 

45  problems  have  been  experienced  with  this  solution. 
Multiple  signals  through  the  broadband  linear  amplifier  create  spurious  intermodulation  products.  These 

products  may  cause  interference  with  other  mobiles  and/or  stations  in  the  cellular  system,  interference  with 
competing  or  adjacent  cellular  systems,  and  interference  with  non-cellular  services  adjacent  to  but  outside 
of  the  cellular  bands.  Imperfections  in  even  highly-linear  amplifiers  will  cause  generation  of  these  unwanted 

50  spurious  products. 
In  addition,  the  competing  system's  control  channel  set  is  immediately  adjacent  to  the  control  channel 

set  of  the  target  cellular  system  being  repeated.  This  creates  a  difficult  filtering  requirement  to  prevent  the 
wrong  control  channels  from  being  amplified.  Broadband  boosters  typically  repeat  both  sets  of  control 
channels.  This  could  result  in  lost  mobile  calls  for  the  competing  system  if  the  booster  amplifier  did  not 

55  cover  the  entire  voice  band  of  the  competing  system. 
Finally,  an  interference  region  is  created  on  those  control  channels  where  signals  from  the  primary 

source  (cell  site  or  mobile)  are  at  or  near  the  same  signal  level  as  the  boosted  or  enhanced  signal. 
Signaling  completion  in  these  regions  is  difficult,  with  many  lost  calls  being  a  result.  Boosted  voice  signals 

2 



EP  0  302  455  B1 

in  these  regions  are  not  nearly  as  affected,  since  the  human  ear  will  integrate  out  the  rapid  signal  level 
variations  caused  by  the  nearly  equal  signal  levels. 

These  problems  result  in  limiting  the  applications  and  hence  the  number  of  areas  where  such  boosters 
can  be  installed. 

5  Current  known  systems  employ  broadband  linear  amplifiers  for  repeating  the  desired  cellular  band  on 
an  F1-F1  basis  (i.e.,  same  frequency  out  as  the  same  frequency  in).  Separate  antennas  usually  with  highly 
directive  patterns  are  employed  to  both  achieve  isolation  between  the  transmit  and  the  receive  antennas, 
and  to  minimize  the  radiation  of  interfering  signals  to  locations  other  than  the  area  intended. 

To  overcome  the  filtering  problem  involved  in  preventing  the  repeating  of  the  adjacent  or  competing 
io  cellular  system's  control  channels,  a  combination  of  a  narrow  band  channel  amplifier  set  to  the  desired 

control  channel  and  a  broadband  amplifier  with  a  reasonably  sharp  filter  for  the  voice  channel  set  may  be 
used.  In  this  manner,  the  band  pass  response  of  the  voice  channel  broad  band  filter  may  be  selected  such 
that  the  competing  system's  control  channels  are  attenuated  sufficiently  to  prevent  improper  operation  with 
the  competing  cellular  system. 

is  Also,  automatic  reduction  of  the  gain  of  the  broadband  amplifier  via  the  use  of  analog  AGC  circuits  has 
been  used  to  prevent  nonlinear  operation  (and  the  subsequent  unwanted  generation  of  excessive  inter- 
modulation  products).  The  disadvantage  of  this  approach,  however,  is  that  the  weaker  signals  being 
repeated  may  be  suppressed  to  unacceptable  levels  when  nearby  mobiles  are  transmitting.  The  use  of 
automatic  power  control  by  the  cellular  system  may  help  this  situation  somewhat;  but  there  will  be  situations 

20  where  a  nearby  mobile  may  be  operating  on  a  cell  other  than  the  target  "donor"  cell,  and  thus  would  not  be 
under  the  control  of  the  donor  cell. 

The  use  of  individual  channel  filters  to  overcome  the  intermodulation  problem  has  been  viewed  as 
uneconomical,  since  such  an  approach  would  require  a  channel  set  for  every  channel  that  may  be  installed 
in  the  donor  cell.  Since  the  area  being  covered  by  the  booster  will  generally  have  a  much  lower  subscriber 

25  "population"  than  that  covered  by  the  donor  cell,  there  would  be  no  need  to  repeat  all  the  donor  channels. 
In  fact,  there  are  many  areas  where  a  system  operator  may  want  to  provide  coverage  but  the  expected 
subscriber  population  is  such  that  only  a  couple  of  channels  may  be  needed. 

Implementation  of  the  cellular  system  to  determine  which  channel(s)  the  cellular  booster  should  repeat 
would  normally  require  system  control  of  such  a  complexity  that  it  would  be  on  the  order  of  a  standard  cell 

30  site  implementation.  Since  there  could  well  be  many  more  boosters  than  cell  sites  in  a  given  cellular  system 
(i.e.,  to  provide  coverage  into  individual  buildings),  the  designers  of  the  cellular  system  equipment  would 
understandably  be  disinclined  to  dedicate  system  processing  facilities  to  cover  these  booster  stations.  Also, 
the  design  of  such  a  cellular  booster  would  be  highly  dependent  on  the  type  of  system  employed. 

Hence,  there  continues  to  be  a  need  for  cost-effective  boosters  usable  in  cellular  mobile  systems.  Such 
35  boosters  preferably  will  repeat  a  limited  number  of  channels  without  generating  spurious  signals. 

From  WO-A-87  02  538,  there  is  known  a  booster  and  a  method  of  operating  a  booster  as  described  in 
the  preamble  of  apparatus  claim  1  and  method  claim  4,  respectively.  However,  this  document  is  completely 
silent  as  to  how  one  or  another  available  frequency  is  selected  for  boosting  in  the  repeater  disclosed  in  the 
document. 

40 
Summary  of  the  Invention 

In  accordance  with  the  invention,  a  method  and  an  apparatus  are  provided  for  selecting  one  or  more  of 
a  plurality  of  cellular  mobile  communications  signals  which  would  benefit  from  being  boosted.  The 

45  apparatus  includes  a  plurality  of  communications  paths  for  providing  communications  from  a  cell  site  to  one 
or  more  mobiles  active  in  a  region  of  coverage  of  the  cell  site.  The  apparatus  also  includes  a  plurality  of 
communication  paths  for  providing  communication  between  the  one  or  more  active  mobiles  and  the  cell 
site. 

The  cell  site  is  in  radio  frequency  transmission  with  the  apparatus  by  means  of  highly  directive 
50  antennas.  Input  from  the  cell  site,  at  a  radio  frequency  range  of  824-849  megahertz,  is  passed  through  a 

duplexer.  Incoming  signals  from  the  duplexer  are  separated  in  a  multi-coupler.  Output  signals  from  the 
multi-coupler  is  a  plurality  of  parallel  radio  frequency  communication  paths  in  the  same  824-849  megahertz 
frequency  range. 

Each  of  the  communications  paths  includes  an  intermediate  frequency  amplification  block.  The 
55  intermediate  frequency  amplification  block  provides  for  amplification  of  the  audio  or  control  signal  carried  by 

the  RF  signal.  Output  from  each  of  the  intermediate  frequency  blocks,  the  amplified  RF  signals  is  amplified 
in  an  RF  amplifier.  The  outputs  of  each  RF  amplifier,  from  each  intermediate  frequency  block,  are  combined 
in  a  high-power  combiner.  Output  of  the  combiner,  coupled,  through  a  duplexer,  is  transmitted  by  an 
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antenna  to  the  mobile  units. 
Incoming  signals  from  the  active  mobile  units  pass  through  the  duplexer  and  are  split  in  a  multi-coupler. 

The  separated  parallel  signals  pass  through  a  plurality  of  parallel  intermediate  frequency  blocks,  of  the  type 
noted  above.  Output  from  each  of  the  intermediate  frequency  blocks,  an  amplified  RF  signal,  is  combined  in 

5  a  combiner  into  a  single  output  signal.  This  output  signal  is  amplified  in  a  linear  output  amplifier  and 
transmitted  through  a  duplexer.  Output  from  the  duplexer,  via  the  directional  antenna,  is  transmitted  to  the 
cell  site. 

The  apparatus  operates  under  the  control  of  a  stored  program  control  unit.  The  stored  program  control 
unit  can  include  a  microprocessor  along  with  random-access  memory  for  temporary  storage,  electrically 

io  erasable  read-only  memory  for  nonvolatile  storage  and  electrical  programmable  read-only  memory  for 
control  program  storage.  An  interface  port  can  be  provided  to  the  microprocessor  for  diagnostic  and  test 
purposes. 

Further,  in  accordance  with  the  invention,  the  method  includes  steps  of  setting  an  initial  minimum 
threshold  and  a  higher  "action"  threshold.  An  active  mobile  channel  is  scanned.  The  signal  on  the  active 

is  mobile  channel  is  tested  to  determine  whether  or  not  it  exceeds  the  minimum,  predetermined  threshold.  If 
not,  that  signal  is  not  a  candidate  for  boosting  or  repeating.  If  the  sensed  signal  does  exceed  the  minimum 
threshold  it  is  then  tested  to  determine  whether  or  not  it  exceeds  the  "action"  threshold.  If  it  exceeds  the 
"action"  threshold  and  it  is  currently  being  repeated  the  signal  on  the  next  available  channel  is  then 
considered. 

20  If  the  present  signal  exceeds  the  "action"  threshold  but  is  not  being  repeated,  the  last  J  readings  in  a 
storage  stack  associated  with  the  present  signal  are  set  to  the  current  reading.  An  identifier  of  the  present 
channel  is  then  stored,  indicating  this  channel  is  a  potential  candidate  for  boosting. 

In  the  event  that  the  present  signal  does  not  exceed  the  "action"  level  threshold,  an  indicator  of  its 
strength  is  stored  on  an  associated  stack.  In  the  event  that  the  present  channel  is  currently  being  boosted,  a 

25  determination  is  made  as  to  whether  or  not  the  last  I  out  of  K  readings  exceed  the  minimum  threshold.  If 
not,  then  the  channel  is  removed  from  the  table  of  those  to  be  boosted.  If  the  last  I  out  of  K  readings 
exceed  the  minimum  threshold,  then  the  next  channel  is  examined. 

In  the  event  that  the  present  signal  is  not  currently  being  boosted,  a  determination  is  made  as  to 
whether  or  not  the  last  I  out  of  J  readings  of  the  signal  exceed  the  minimum  threshold.  If  not,  the  channel  is 

30  not  a  candidate  for  boosting.  If  so,  an  average  value  of  the  last  I  out  of  J  readings  is  formed  and  stored  in  a 
list  indicating  the  present  channel  is  a  potential  candidate  for  boosting. 

The  remaining  channels  are  then  examined.  Subsequent  to  all  of  the  channels  having  been  examined,  a 
determination  is  made  as  to  whether  or  not  there  are  more  candidates  for  boosting  than  there  are  available 
repeater  channels.  If  not,  then  a  determination  is  made  as  to  whether  or  not  the  list  of  active  channels  is 

35  different  from  the  list  of  channels  to  be  boosted.  If  so,  necessary  channels  are  either  dropped  or  added, 
based  on  the  current  list  of  those  to  be  boosted.  If  the  number  of  candidate  channels  exceeds  the  number 
"n"  of  available  repeater  channels,  the  "n"  strongest  candidate  signals  are  selected. 

The  above  method  and  apparatus  can  be  utilized  to  provide  an  F1-F1  mode  of  operation  wherein  the 
boosted  signal  is  transmitted  at  the  same  frequency  as  it  is  received.  Additionally,  the  above-noted  method 

40  and  apparatus  can  be  operated  in  an  F1-F2  mode  of  operation  wherein  the  incoming  signal  is  retransmitted, 
after  having  been  boosted,  at  a  different  frequency. 

Numerous  other  advantages  and  features  of  the  present  invention  will  become  readily  apparent  from  the 
following  detailed  description  of  the  invention  and  the  embodiments  thereof,  from  the  claims  and  from  the 
accompanying  drawings  in  which  the  details  of  the  invention  are  fully  and  completely  disclosed  as  a  part  of 

45  this  specification. 

Brief  Description  of  the  Drawings 

Figure  1  is  an  overall  schematic  block  diagram  illustrating  a  booster  in  accordance  with  the  present 
50  invention; 

Figures  2A  and  2B  taken  together  are  a  more  detailed  schematic  diagram  of  the  booster  of  Figure  1  ; 
Figures  3A  through  3D  taken  together  are  a  flow  chart  illustrating  various  modes  of  operation  of  the 
booster  of  Figure  1  ; 
Figure  4  is  an  over-all  diagram,  of  all  extender  system  incorporating  a  plurality  of  boosters  of  the  type 

55  illustrated  in  Figure  1  ; 
Figure  5  is  a  flow  diagram  of  control  channel  repeating  by  a  booster  in  the  extender  system  of  Figure  4; 
and 
Figure  6  is  a  flow  diagram  of  voice  channel  repeating  by  a  booster  in  the  extender  system  of  Figure  4. 

4 
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Detailed  Description  of  the  Preferred  Embodiment 

While  this  invention  is  susceptible  of  embodiment  in  many  different  forms,  there  is  shown  in  the 
drawing  and  will  be  described  herein  in  detail  a  specific  embodiment  thereof  with  the  understanding  that  the 

5  present  disclosure  is  to  be  considered  as  an  exemplification  of  the  principles  of  the  invention  and  is  not 
intended  to  limit  the  invention  to  the  specific  embodiment  illustrated. 

Figure  1  illustrates  a  system  10  in  accordance  with  the  present  invention.  The  system  10  includes  a 
fixed  cell  site  12  of  a  conventional  variety  used  in  connection  with  cellular  mobile  radio  telephone  service. 
The  cell  site  12  includes  a  transmitting  and  receiving  antenna  14. 

io  A  booster  16  is  illustrated  in  Figure  1  in  bidirectional  communication  with  the  cell  site  12  and  a  mobile 
unit  M.  The  booster  16  includes  a  directional  transmit  and  receive  antenna  18  which  is  used  to  transmit 
signals  to  and  receive  signals  from  the  cell  site  12.  The  booster  16  also  includes  a  second  antenna  20  for 
transmitting  signals  to  and  receiving  signals  from  the  mobile  unit  M.  The  antenna  20  can  be,  but  need  not 
be,  a  directional  antenna.  The  booster  16  can  repeat  both  voice  and  control  channels  in  connection  with  a 

is  cellular  mobile  transmission.  The  repeated  channel  can  be  repeated  at  the  same  frequency  as  received. 
Alternately,  the  booster  16  can  shift  the  transmitted  frequency  from  the  received  frequency. 

Figure  4  is  an  overall  diagram  of  a  cell  extender  system  incorporating  a  plurality  of  boosters  of  the  type 
illustrated  in  Figure  1  ; 

Figure  5  is  a  flow  diagram  of  control  channel  repeating  by  a  booster  in  the  extender  system  of  Figure  4; 
20  and 

Figure  6  is  a  flow  diagram  of  voice  channel  repeating  by  a  booster  in  the  extender  system  of  Figure  4. 
The  booster  16  includes  a  plurality  of  communication  paths  such  as  channel  paths  22-30  which  provide 

for  transmission  of  five  channels  of  control  or  audio  in  parallel  between  the  mobile  unit  M  and  the  cell  site 
12.  The  booster  16  also  includes  a  plurality  of  cell  site  to  mobile  communication  paths  32-40  for  transmitting 

25  five  channels  of  control  or  audio  between  cell  site  12  and  the  mobile  M. 
Signals  from  the  cell  site  12  transmitted  to  the  booster  16  and  detected  at  antenna  18  pass  through 

duplexer  50  and  enter  multi-coupler  52.  The  multi-coupler  52  provides  RF  amplification  of  low  level  signals. 
Output  from  the  multi-coupler  52,  on  lines  52a-e,  provides  input  to  the  communication  paths  32-40  which,  as 
discussed  subsequently,  are  implemented  as  intermediate  frequency  transmission  paths. 

30  Output  from  each  of  the  paths  32-40  is  amplified  in  RF  power  output  amplifiers  54a-e.  Amplified  outputs 
from  the  amplifiers  54a-e  are  combined  in  a  high  power  lossless  combiner  56.  Alternatively,  separate 
antennas  may  be  employed  for  each  RF  power  amplifier,  or  a  very  high  power  linear  amplifier  using 
distortion  cancelling  techniques  may  be  used  with  a  single  antenna.  The  output  from  the  combiner  56,  on  a 
single  line  56a,  is  coupled  to  a  duplexer  58.  Output  from  the  duplexer  58  is  then  transmitted  via  the  antenna 

35  20  to  the  mobile  M. 
Incoming  signals  received  from  the  mobile  unit  M  at  the  antenna  20  are  coupled  via  the  duplexer  58  to 

multi-coupler  60.  Outputs  from  the  multi-coupler  60  drive  the  intermediate  frequency  communication  paths 
22-30.  Outputs  from  the  paths  22-30  are  combined  in  a  five  way  combiner  62.  The  combined  output  from 
the  five  way  combiner  62  is  amplified  in  the  linear  amplifier  64.  The  output  from  the  amplifier  64  provides 

40  an  input  to  the  duplexer  50. 
Output  from  the  duplexer  50  is  coupled  via  the  directional  antenna  18  to  the  cell  site  12.  The 

intermediate  frequency  communication  paths  22-30  and  32-40  operate  under  control  of  a  stored  program 
control  unit  66.  Each  of  the  paths  22-30  is  identical.  Similarly,  each  of  the  paths  32-40  is  identical. 

The  booster  16  provides  for  the  use  of  individual  channel  filters,  implemented  as  the  intermediate 
45  frequency  paths  such  as  22  or  32.  The  intermediate  frequency  paths  22-30  and  32-40  represent  a  subset  of 

a  total  number  of  channels  which  would  normally  be  available  from  the  cell  site  12  assuming  that  the  mobile 
M  would  be  in  an  area  of  good  reception.  The  boosted  control  channel  and  voice  channels  may  be 
transmitted  between  the  booster  16  and  the  cell  site  12  or  between  the  booster  16  and  the  mobile  M  on  the 
same  frequencies  as  received  (F1-F1  mode  of  operation)  or  on  different  frequencies  (F1-F2  mode  of 

50  operation).  Frequency  translation  alleviates  problems  of  signal  cancellation  on  the  periphery  of  the  boosted 
area.  This  also  permits  the  use  of  greater  gain  through  the  transmission  paths  22-30  or  32-40. 

Operation  of  the  booster  16  is  based  on  the  fact  that  the  closer  the  mobile  M  is  to  the  cellular  booster 
16  the  more  likely  that  it  will  be  in  the  vicinity  where  direct  coverage  from  the  cell  site  12  is  marginal. 
Mobiles  near  the  cellular  booster  16  will  have  higher  signal  levels  then  mobiles  in  other  places.  This 

55  provides  a  means  for  determining  which  channels  require  repeating.  Accordingly,  coverage  in  the  problem 
area  is  achieved  by  placing  the  available  individual  communication  paths  on  those  channels  associated  with 
the  strongest  of  the  active  mobile  signals. 
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The  cellular  booster  16  scans  all  of  the  available  donor  cell  channels  in  a  brief  period  of  time,  less  then 
a  couple  of  seconds.  For  each  scanned  channel  a  running  average  is  updated  of  the  signals  that  exceed  a 
minimum  threshold.  An  average  of  I  out  J  readings  exceeding  this  threshold  provides  a  readily  implemen- 
table  test  which  can  be  used  to  determine  which  signals  should  be  repeated  and  which  signals  should  be 

5  dropped. 
Mobiles  that  are  driving  into  the  area  served  by  the  booster  16  are  monitored  for  several  scans  thereof 

to  determine  the  signal  level  trend  before  boosting  or  retransmission  of  the  mobile  is  attempted.  As  a  result, 
erroneous  boosting  of  channels  due  to  momentarily  strong  mobile  signals  can  be  minimized. 

Subscribers  approaching  the  coverage  area  of  the  booster  16  are  generally  picked  up  within  five  or  ten 
io  seconds.  The  subscribers  are  dropped  upon  leaving  the  area  due  to  either  falling  below  a  predetermined 

minimum  threshold  or  being  voted  out  by  other  stronger  mobile  system  signals  closer  to  the  booster  16. 
A  specific  transmission  path  can  be  provided  for  the  control  channel  of  the  cell  site  12  to  allow  mobile 

call  originations  or  terminations  to  be  completed  for  those  mobiles  which  are  not  currently  active  but  which 
are  in  the  vicinity  of  the  booster  16.  The  transmission  path  for  the  control  channel  may  be  purposely  offset 

is  to  provide  F1-F2  repeater  operation.  For  the  same  mobiles,  an  "action"  threshold  level  is  provided  to  allow 
quick  response  in  setting  up  a  boosted  transmission  path  for  a  new  call.  This  "action"  threshold  level  is 
generally  higher  than  the  minimum  threshold  level.  A  signal  exceeding  this  level  is  flagged  for  immediate 
action  at  the  end  of  a  scan.  The  mobile  will  transmit  on  the  channel  assigned  by  the  cell  site  12  for  a 
maximum  of  five  seconds  without  the  presence  of  a  correct  supervisory  audio  tone  being  detected  by  the 

20  booster  16. 
If  the  mobile  signal  exceeds  the  "action"  threshold,  a  boosted  transmission  path  will  be  placed  on  that 

channel  within  a  couple  of  seconds.  If  the  signal  is  below  that  threshold  but  above  the  minimum  threshold,  a 
boosted  transmission  path  will  be  assigned  within  five  seconds  or  so. 

Weaker  mobile  signals  that  approach  the  minimum  threshold  will  generally  be  in  an  area  where  some 
25  coverage  is  provided  directly  from  the  cell  site  12.  This  provides  adequate  time  for  the  booster  16  to 

average  the  readings  and  determine  that  a  new  channel  is  to  be  boosted. 
The  communication  path  22  is  identical  to  paths  24-30  and  paths  32-40.  A  description  of  the  structure  of 

path  22  is  thus  applicable  to  the  paths  24-40. 
With  respect  to  Figures  2A  and  2B,  the  path  22  includes  input  circuitry  70  and  output  circuitry  72.  Input 

30  to  the  path  22  on  a  line  60a  from  the  multiplexer  60  is  a  modulated  signal  in  the  824  to  849  MHz  range.  The 
circuitry  70  converts  that  high  frequency  input  on  the  line  60a  to  an  intermediate  frequency  in  a  range  on 
the  order  of  70  MHz  for  the  purpose  of  controllably  amplifying  that  signal  for  retransmission  to  the  cell  site 
12. 

The  circuitry  70  includes  a  mixer  70a.  The  mixer  70a  can  be  a  model  SRA-1  marketed  by  Mini-Circuits 
35  Corp.,  or  similar.  The  mixer  70a  is  controlled  by  a  local  voltage  controlled  oscillator  70b  which  provides  a 

local  oscillator  input  frequency  for  conversion  of  the  input  signal  on  the  line  60a  to  the  70  MHz  intermediate 
frequency.  Output  from  the  voltage  controlled  oscillator  70b  also  provides  an  input  to  divide  by  N  circuitry 
70c.  The  divide  by  N  circuitry  70c  is  a  frequency  divider  element  which  provides  selected  signals  from  the 
voltage  controlled  oscillator  70b  to  a  frequency  synthesizer  70d.  The  frequency  synthesizer  70d  can  be 

40  implemented  employing  a  MC14159  prescaler  circuit  in  addition  to  other  commonly  used  components  such 
as  voltage-controlled  RF  oscillators  and  stable  reference  oscillator  sources. 

Output  from  the  mixer  circuitry  70  on  a  line  70e  at  the  70  MHz  intermediate  frequency  provides 
electrical  input  to  the  intermediate  frequency  circuitry  74.  The  intermediate  frequency  circuitry  74  includes  a 
gain-programmable  intermediate  frequency  amplifier  74a.  The  amplifier  74a  is  programmable  and  its  gain  is 

45  set  by  microprocessor  74b.  Microprocessor  74b  also  provides  control  input  signals  to  the  synthesizer  70d. 
Output  from  the  programmable  amplifier  74a  is  filtered  in  a  30  KHz  bandwidth  intermediate  frequency 

filter  74c.  The  filter  74c  provides  adjacent  channel  rejection  to  signals  30  KHz  or  more  away  from  the  signal 
being  repeated  on  the  path  22. 

Output  from  the  intermediate  frequency  filter  74c  drives  programmable  amplifier  74d  which  is  identical 
50  to  the  amplifier  74a.  Amplifiers  74a  and  74d  can  be  Avantek  0885  or  similar.  The  30  KHz  bandwidth 

intermediate  frequency  filter  74c  can  be  composed  of  several  individual  two-pole  crystal  filters  such  as  NDK 
70N20C. 

Programmable  amplifier  74d  also  receives  input  from  an  injection  oscillator  74e.  The  oscillator  74e  is  a 
stable,  crystal  oscillator  at  the  70  MHz  intermediate  frequency.  The  oscillator  74e  is  used  to  inject  an 

55  intermediate  frequency  signal  into  the  programmable  amplifier  74d  when  data  is  to  be  transmitted.  The 
injection  oscillator  74e  operates  under  the  control  of  the  63C05  microprocessor  74b. 

Signal  strength  amplifier  74f  is  an  IF  amplifier  which  operates  at  a  frequency  lower  than  that  of  the  filter 
74c.  This  amplifier  is  a  received  signal  strength  indicator  (RSSI).  It  provides  both  discriminator  audio  output 
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and  an  analog  DC  signal  output  which  is  proportional  to  the  radio  frequency  signal  level  input.  The  signal 
strength  amplifier  74f  provides  its  outputs  to  the  microprocessor  74b  and  contains  its  own  local  oscillator  for 
conversion  to  the  lower  intermediate  frequency. 

Intermediate  frequency  circuitry  72  includes  a  driver  amplifier  72a.  The  amplifier  72a  is  a  radio 
5  frequency  amplifier  used  to  provide  sufficient  signal  level  in  the  824  to  849  MHz  range  to  drive  the  linear 

output  amplifier  64. 
A  reference  oscillator  76  provides  input  to  the  two  frequency  synthesizers  70d  and  72d.  As  a  result  of 

using  two  synthesizers,  70d  and  72d  which  receive  signals  from  the  common  reference  oscillator  76,  any 
offset  in  the  input  carrier  frequency  on  the  line  60a  of  the  signal  to  be  boosted  will  be  translated  to  the 

io  output  frequency  on  the  line  22a.  The  transceiver  in  the  mobile  or  the  transceiver  in  the  cell  site  12  controls 
the  basic  accuracy  of  the  boosted  signal  in  this  configuration. 

The  use  of  two  frequency  synthesizers  70d  and  72d  permits  the  offset  of  the  control  channel  to  another 
nearby  control  channel,  as  well  as  the  offsetting  of  the  voice  channels.  As  a  result,  the  problem  of  excessive 
data  bit  error  rates  when  signal  levels  from  the  signal  source  in  the  mobile  M  and  the  output  of  the  booster 

is  16  are  at  the  same  or  nearly  the  same  signal  levels  at  the  target  receiver  at  the  cell  site  12  can  be 
minimized. 

The  above  comments  also  apply  with  respect  to  the  transmission  paths  32  through  40  which  are  used 
for  the  purpose  of  boosting  signals  from  the  cell  site  12  to  the  mobile  M. 

The  stored  program  control  unit  66  includes  an  8031  Intel  microprocessor  66a.  The  processor  66a 
20  provides  overall  control  for  the  booster  16.  It  communicates  with  the  other  circuitry  in  the  booster  16  via  a 

serial  board  66b.  The  control  unit  66  also  includes  a  10  kilobit  data  demodulator  and  a  6  kHZ  supervisory 
audio  tone  (SAT)  demodulator  66c.  The  demodulator  66c  includes  circuitry  for  decoding  the  10  kilobite  data 
stream  which  is  utilized  in  the  cellular  system  and  for  measuring  which  of  the  SAT  three  6  kHZ  frequencies 
are  being  transponded  by  the  cellular  mobile  unit  such  as  the  mobile  unit  M. 

25  The  control  unit  66  also  includes  a  filter  modulator  unit  66d.  The  unit  66d  includes  a  low-pass  filter  and 
gate  for  sending  10KB/Sec  data  in  the  standard  cellular  format  for  frequency  modulation  of  one  of  the  paths 
in  the  booster  16. 

The  control  unit  66  also  includes  a  power  amplifier  control  unit  66e.  The  power  amplifier  control  unit  66e 
has  outputs  for  enabling  or  disenabling  the  RF  power  amplifiers  such  as  the  amplifiers  54a-e  and  the 

30  amplifier  64.  The  power  amplifier  control  unit  66e  also  includes  an  input  for  sensing  the  temperature  of  each 
of  the  power  amplifiers. 

The  control  unit  66  also  includes  an  output  power  sampling  unit  66f.  The  sampling  unit  66f  converts 
analog  DC  voltage  which  is  proportional  to  the  radio  frequency  output  power  of  the  amplifiers  54a-e  and  64 
to  a  digital  word  for  processing  by  the  control  unit  66. 

35  The  control  unit  66  also  includes  a  random  access  memory  module  66g,  an  electrically  erasable  read 
only  memory  module  66h  for  nonvolatile  storage  of  alterable  information  and  an  electrically  programmable 
read  only  memory  module  66i  for  program  storage.  An  RS232  interface  66j  is  also  provided  for  connection 
of  a  computer  terminal  or  a  test  cellular  mobile  to  the  booster  16. 

The  control  unit  66  is  utilized  for  maintaining  signal  level  history  for  processing  purposes  as  well  as  for 
40  controlling  the  frequency  synthesizers,  such  as  the  synthesizers  70d  and  72d.  It  is  also  used  for  setting  the 

signal  gain  through  each  path  as  well  as  for  measuring  the  received  signal  levels  on  each  channel  and  for 
carrying  out  diagnostic  and  parameter  setting  functions. 

A  flow  diagram,  Figures  3A-3D,  describes  the  sequence  of  events  that  takes  place  in  determining 
candidate  channels  for  boosting.  All  the  channels  of  the  cell  site  12  are  scanned.  If  the  measured  signal 

45  level  from  a  mobile  on  any  of  the  cell  site  channels  exceeds  a  minimum  preset  threshold  and  also  has  the 
correct  SAT  frequency,  that  channel  number  and  its  signal  level  are  recorded.  A  running  history  of  the 
signal  levels  of  the  various  mobiles  that  are  active  is  maintained  in  a  table.  At  the  end  of  each  channel-set 
scan  the  data  in  the  table  are  analyzed  to  rank  the  signals  by  level. 

If  there  are  more  candidate  channel  readings  than  there  are  available  booster  channels,  then  the  "n" 
50  highest  readings  from  the  ranking  are  selected.  The  "n"  booster  set  is  then  placed  on  the  channels 

associated  with  the  "n"  highest  readings. 
The  cellular  booster  scans  all  of  the  donor  cell  channels  in  less  than  a  couple  of  seconds.  For  each 

channel,  it  updates  a  running  average  of  the  signals  that  exceed  the  minimum  threshold  (an  average  of  I  out 
of  J  readings  exceeding  this  threshold).  Thus,  mobiles  that  are  driven  into  the  area  are  monitored  for 

55  several  scans  to  determine  the  signal  level  trend  before  an  actual  retransmission  of  the  mobile  is  attempted. 
In  this  manner,  erroneous  placement  of  repeater  channels  due  to  momentarily  strong  mobile  signals  is 
minimized.  Thus,  subscribers  approaching  the  problem  coverage  area  are  generally  picked  up  within  5  or 
10  seconds,  and  are  dropped  upon  leaving  the  area  due  to  either  falling  below  the  minimum  threshold  or 
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being  "voted"  out  by  other  stronger  mobile  signals. 
A  transmission  path  is  provided  on  the  donor  cell  control  channel  to  allow  mobile  call  originations  or  call 

terminations  to  be  completed  for  those  mobiles  that  are  in  the  poor  coverage  area  but  are  not  currently 
active.  For  these  mobiles,  an  "Action"  threshold  level  is  provided  to  allow  quick  response  in  setting  up  a 

5  transmission  path  for  the  new  call.  This  "Action"  threshold  level  is  generally  higher  than  the  minimum 
threshold  level.  A  signal  exceeding  this  level  is  flagged  for  immediate  action  at  the  end  of  a  scan. 

The  mobile  will  transmit  on  the  channel  assigned  by  the  donor  cell  site  for  a  maximum  of  5  seconds 
without  the  presence  of  the  correct  SAT  before  it  disconnects  the  call.  If  the  mobile  signal  exceeds  the 
"Action"  threshold,  a  transmission  path  will  be  placed  on  that  channel  within  a  couple  of  seconds.  If  the 

io  signal  is  below  the  threshold  but  well  above  the  minimum  threshold,  then  a  repeater  channel  will  be 
assigned  within  5  seconds  or  so.  Weaker  mobile  signals  that  approach  the  minimum  threshold  will  generally 
be  in  an  area  where  some  coverage  is  provided  directly  from  the  cell  site,  thus  allowing  adequate  time  for 
the  cellular  booster  to  average  the  readings  and  determine  that  the  new  channel  is  to  be  boosted. 

A  parallel  approach  to  assure  that  all  new  call  attempts  through  the  boosted  control  channel  are 
is  connected  through  a  boosted  voice  channel  includes  decoding  the  new  channel  assignments  that  are 

contained  in  the  cell  site  control  channel  data  stream.  The  signal  level  of  the  mobile  responding  to  the 
channel  assignment  can  thus  be  measured  immediately,  and  its  signal  level  compared  with  the  current 
"running  average"  signal  level  set  of  other  boosted  channels.  A  transmission  path  can  thus  be  assigned 
immediately  unless  all  paths  are  already  assigned  to  other  stronger  signals. 

20  This  approach  is  based  on  the  premise  that  enough  transmission  paths  will  be  available  to  handle  the 
expected  peak  subscriber  load  of  the  problem  coverage  area.  A  grade  of  service  factor  will  be  present 
where  peak  loads  with  a  lot  of  nearby  mobiles  may  result  in  a  denial  of  service  to  other  mobiles  which  may 
need  boosting.  The  cellular  operator  may  accept  this  level  of  service.  The  level  of  service  may  be  improved 
by  adding  additional  transmission  paths  in  much  the  same  manner  as  establishing  a  grade  of  service  with  a 

25  standard  cell  site. 
A  degree  of  hysteris  is  provided  to  prevent  mobiles  from  needlessly  being  dropped  as  they  are  moving 

about  in  the  problem  area.  A  new  criteria  (I  out  of  K  rather  than  I  out  of  J  readings,  where  K  is  larger  than  J) 
is  applied  to  those  channels  currently  being  boosted.  Thus,  a  larger  number  of  readings  below  the  minimum 
threshold  is  allowed  before  the  call  is  dropped. 

30  The  flow  diagram  of  Figures  3A-3D  also  illustrates  a  method  for  placing  the  mobiles  on  voice  channels 
that  are  different  than  those  assigned  by  the  donor  cell.  This  represents  an  F1-F2  mode  of  operation.  This 
accomplished  by  sending  the  mobile  a  "handoff"  message  to  place  the  mobile  on  a  new  unused  voice 
channel.  The  information  transmitted  from  the  cell  site  is  thus  translated  to  the  new  channel  on  which  the 
mobile  has  been  placed.  Transmissions  from  the  mobile  are  translated  back  to  the  correct  channel  for 

35  reception  by  the  cell  site.  If  the  mobile  is  in  an  area  where  the  signal  from  the  cell  site  is  about  the  same 
level  or  is  stronger  than  the  signal  from  the  booster,  then  the  handoff  will  not  be  accomplished.  This  is 
desirable  since  signals  from  the  cell  site  are  strong  enough  to  allow  continued  direct  communication. 

A  mobile  that  is  communicating  with  a  cell  site  through  the  booster  (operating  in  the  F1-F2  mode)  will 
be  handed  back  to  the  original  donor  cell  channel  assignment  as  it  drives  out  of  the  range  of  the  booster's 

40  coverage  area.  This  will  allow  the  cell  system  to  continue  processing  the  call  via  normal  handoffs  if  the 
mobile  requires  further  attention. 

With  respect  to  Figures  3A-3D,  a  mode  of  operating  the  booster  16  will  first  be  described  wherein  the 
incoming  signal  is  retransmitted  at  the  same  frequency  as  received  (F1-F1  mode).  The  booster  can  also  be 
operated  in  the  F1-F2  mode  as  described  in  Figure  3D.  With  respect  to  the  flow  diagram,  the  booster  16  is 

45  first  manually  initialized  in  a  step  100.  Initialization  includes  specifying  the  total  number  of  channels  M 
available  at  the  cell  site  12.  Next  the  number  of  transmission  paths  N,  available  in  the  booster  16,  is 
specified.  For  the  exemplary  embodiment  a  total  of  5  transmission  paths  are  available  each  way.  Next  a 
minimum  threshold  level  of  the  incoming  signal  from  either  the  cell  site  12  or  the  mobile  M  is  specified. 
This  threshold  can  be  specified  in  decibels  with  respect  to  milliwatts.  Signals  above  this  minimum  level  are 

50  candidates  for  boosting  or  repeating.  Signals  below  this  level  are  disregarded. 
An  "action"  level  threshold  is  then  specified.  The  "action"  level  threshold  is  higher  than  the  minimum 

level  threshold  and  is  used  to  differentiate  those  mobiles  which  are  quite  close  to  the  booster  16  and  should 
be  given  priority  service  from  those  which  are  further  away  and  might  be  receiving  adequate  service 
directly  from  the  cell  site  12. 

55  Next  the  number  of  measurements  J  for  each  channel  is  specified  for  purposes  of  maintaining  a  running 
history  of  sensed  incoming  signals.  A  minimum  number  of  acceptable  measurements  I  is  also  specified.  In 
operation  there  must  be  a  minimum  of  at  least  I  signals  measured  out  of  a  total  of  J  signals  measured 
which  are  above  the  previously  set  minimum  threshold  in  order  to  initiate  signal  boosting. 
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A  number  of  acceptable  measurements,  K,  is  also  specified  at  initialization.  The  number  K  is  used  for 
the  purpose  of  determining  whether  or  not  to  continue  to  enhance  signals  to  and  from  a  mobile  unit  M.  The 
value  of  K  is  the  same  as  or  greater  than  the  value  of  J. 

Subsequent  to  the  initialization  step  the  booster  in  a  step  102  initiates  scanning  by  examining  the  first 
5  channel  to  determine  if  there  are  any  mobiles  active  thereon.  If  an  incoming  signal  from  a  mobile  unit,  such 

as  the  unit  M,  is  detected,  in  a  step  104,  the  booster  16  determines  whether  or  not  the  correct  supervisory 
audio  tone  (SAT)  has  been  received.  The  SAT  determines  whether  or  not  a  signal  being  sensed  is 
associated  with  the  cell  site  12.  Signals  not  associated  with  the  cell  site  12  are  not  boosted. 

Assuming  a  correct  SAT  signal  has  been  detected,  in  a  subsequent  step  106  the  booster  16  determines 
io  whether  or  not  the  channel  currently  being  scanned  is  actively  being  boosted.  If  so,  a  five  second  SAT  timer 

is  initiated  in  a  step  108.  The  SAT  timer  provides  a  five  second  delay  which  upon  expiration,  if  this  repeater 
channel  is  active,  may  permit  the  channel  to  be  dropped.  This  would  correspond  to  a  signal  which  was 
properly  being  boosted  initially  and  which  at  some  point  ceased  to  have  the  SAT  associated  with  the  cell 
site  12. 

is  In  a  step  110  the  incoming  signal  is  compared  to  the  preset  minimum  threshold  to  determine  whether 
or  not  that  threshold  is  exceeded.  If  that  threshold  is  not  exceeded  then  no  boosting  of  that  signal  is 
attempted.  If  the  signal  does  exceed  the  minimum  prespecified  threshold  then  boosting  of  that  signal  may 
be  attempted. 

In  a  subsequent  step  112,  the  incoming  signal  is  compared  to  the  previously  set  "action"  threshold 
20  level  to  determine  whether  or  not  the  mobile  unit  M  is  exceedingly  close  to  the  booster  16.  If  the  incoming 

signal  exceeds  the  "action"  level  threshold  in  a  step  114,  the  repeater  checks  to  determine  whether  or  not 
the  incoming  signal  is  already  being  boosted.  If  so,  it  goes  on  to  check  the  next  channel  in  a  step  116. 

If  the  signal  is  not  already  being  boosted,  in  a  step  118  the  last  J  readings  for  this  channel  are  set  to 
the  current  value  which  has  just  been  read  in  the  step  112.  By  setting  the  last  J  values  in  the  step  118  to 

25  the  most  recently  read  values,  the  signal  becomes  a  very  high  probability  candidate  for  being  immediately 
repeated.  This  corresponds  to  the  mobile  unit  M  being  quite  close  to  the  booster  16  and  usually  in  a  region 
wherein  the  cell  site  12  provides  inadequate  service. 

In  the  event  that  the  currently  sensed  signal  does  not  exceed  the  "action"  level  threshold  in  the  step 
112,  that  value  is  recorded  along  with  the  channel  number  on  a  stack  in  a  step  120.  In  a  step  122  the 

30  booster  16  determines  whether  or  not  this  channel  is  currently  being  boosted.  If  not  in  a  step  124  it 
determines  whether  or  not  the  last  I  out  of  J  readings  associated  with  the  present  channel  have  been  above 
the  predetermined  minimum  threshold.  If  not,  the  signal  is  not  a  candidate  for  being  boosted. 

If  the  last  I  out  of  J  readings  do  exceed  the  previously  specified  minimum  threshold,  then  the  signal  is  a 
candidate  for  being  boosted.  The  average  value  of  the  last  I  readings  along  with  channel  number  is 

35  recorded  in  a  step  126.  The  next  channel  is  then  tested  in  a  similar  fashion  until  all  of  the  channels 
associated  with  the  cell  site  12  has  been  examined. 

In  the  step  122,  if  the  signal  is  currently  being  boosted,  in  a  step  128  the  booster  16  determines 
whether  or  not  the  last  I  out  of  K  readings  exceeded  the  predetermined  minimum  threshold.  If  not,  in  a  step 
130  boosting  of  this  signal  ceases  and  the  channel  identification  is  removed  from  a  table  identifying  those 

40  channels  being  boosted.  If  on  the  other  hand  in  the  step  128  the  last  I  out  of  K  readings  for  the  signal  are 
above  the  predetermined  minimum  threshold  then  the  signal  continues  to  be  boosted  and  the  booster  goes 
on  to  the  step  116. 

With  respect  to  figure  3D,  a  parallel  process  wherein  the  signal  level  information  can  be  reapidly 
determined  is  accomplished  by  continuously  monitoring  in  a  step  142  the  control  channel  from  the  donor 

45  cell.  Whenever  a  channel  assignment  is  monitored  from  the  donor  cell,  the  signal  level  from  the  intended 
mobile  is  measured  in  a  step  146.  If  in  a  step  148  the  mobile  response  to  the  channel  assignment  exceeds 
the  minimum  selected  threshold  level,  then  the  channel  table  is  updated  in  a  step  150  to  immediately  add 
this  channel  to  the  candidate  list.  The  minimum  threshold  level  can  be  the  same  as  the  "Action"  level 
described  earlier.  It  could  also  be  a  separately  programmed  level  that  either  is  provided  by  the  operator  or 

50  determined  on  a  dynamic  basis  from  the  table  of  received  signal  levels  that  are  being  received  by  the 
active  repeater  channels.  This  operation  is  analogous  to  the  steps  118  and  126  described  earlier,  and  is 
used  in  conjuntion  with  these  two  steps  to  continuouly  update  the  candidate  channel  list. 

Once  all  of  the  channels  associatable  with  the  cell  site  12  have  been  measured,  the  booster  determines 
in  a  step  132  whether  or  not  there  are  more  candidates  for  boosting  than  there  are  available  booster 

55  transmission  paths.  If  not,  the  booster  16  tests  in  a  step  134  to  determine  whether  or  not  the  list  of  potential 
signals  to  be  boosted  is  the  same  as  or  different  from  the  list  of  those  currently  being  boosted.  If  not,  all  of 
the  channels  continue  to  be  repeated  and  the  booster  16  returns  to  the  step  102. 
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In  the  event  that  in  the  step  132  the  booster  16  determines  that  there  are  more  candidates  available  for 
enhancement  then  there  are  available  booster  transmission  paths,  in  a  step  138,  a  subset  of  the  candidates 
available  for  repeating  is  selected.  In  a  step  140  the  list  of  potential  candidates  for  boosting  is  compared 
with  the  currently  assigned  repeater  channels.  If  there  is  a  difference  noted  in  the  step  134,  then  a  process 

5  of  adding  and/or  dropping  channels  will  take  place,  as  illustrated  by  figure  3C. 
The  list  of  candidate  channels  is  examined  in  a  step  152  to  first  determine  if  any  channels  are  to  be 

dropped.  This  is  necessary  to  release  communication  paths  for  assignment  to  new  channels.  If  any  are  to 
be  dropped,  the  first  channel  in  the  list  to  be  dropped  is  selected  in  a  step  153.  Next,  a  determination  is 
made  in  a  step  154  to  establish  if  this  channel  that  is  currently  being  repeated  is  a  translated  channel  (F1- 

io  F2),  or  a  same-frequency  boosted  channel  (F1-F1).  If  it  is  not  a  translated  (F1-F2)  channel,  then  the  channel 
repeater  is  immediately  disabled  in  a  step  164  to  free  up  the  channel  equipment  for  a  new  call. 

If  it  is  a  translated  channel  that  is  to  be  dropped,  a  hand-off  message  is  first  sent  to  the  mobile  in  a  step 
156  to  place  the  mobile  back  on  the  same  channel  as  the  donor  cell  (i.e.,  back  to  an  F1-F1  mode).  A  test  is 
made  in  a  step  158  to  determine  whether  the  mobile  acknowledges  the  hand-off  message.  If  the  mobile  did 

is  not  acknowledge  the  hand-off  message,  a  retry  counter  is  incremented  in  a  step  160.  The  hand-off  message 
is  repeated  if  the  retry  count  has  not  been  exceeded  in  a  step  162.  Either  acknowledgment  of  the  hand-off 
message  or  exceeding  the  retry  count  will  cause  the  repeater  to  be  disabled  for  this  channel.  If  the  mobile 
does  not  acknowledge  the  hand-off  message,  then  it  is  beyond  the  range  of  the  booster. 

After  the  channel  has  been  dropped,  in  step  166  a  check  is  made  to  determine  if  any  other  channels 
20  are  to  be  dropped.  If  more  channels  remain,  the  retry  counter  is  reset  and  the  steps  156  through  164  are 

repeated  as  before  to  release  transmission  paths  no  longer  required  for  signal  boosting. 
If  there  are  no  further  channels  to  be  dropped  as  determined  in  the  step  166,  or  if  there  were  no 

channels  initially  to  be  dropped  as  determined  in  the  step  152,  then  a  test  is  made  in  a  step  170  to 
determine  whether  any  channels  are  to  be  added.  If  not,  then  the  booster  returns  to  the  step  102.  The 

25  parallel  monitoring  of  new  channel  assignments  in  steps  142  through  150  continues  to  determine  and 
update  new  candidates  for  channel  assignment. 

If  in  the  step  170  a  determination  is  made  that  new  channels  are  to  be  added,  then  the  first  candidate 
channel  that  is  to  be  added  is  selected  in  a  step  172.  Next,  a  determination  is  made  in  a  step  174  to 
establish  if  this  channel  is  to  be  a  translated  channel  (F1-F2),  or  a  same-frequency  boosted  channel  (F1- 

30  F1).  If  it  is  not  to  be  a  translated  (F1-F2)  channel,  then  an  available  channel  repeater,  communication  path, 
is  immediately  assigned  to  this  channel  in  a  step  180. 

If  the  voice  channel  is  to  be  translated,  then  a  hand-off  message  containing  the  new  channel 
assignment  is  sent  to  the  mobile  on  the  original  channel  to  which  the  mobile  has  been  assigned  by  the 
donor  cell,  in  a  step  176.  If  the  mobile  confirms  the  hand-off  message  on  the  newly  assigned  channel,  in  a 

35  step  178,  then  the  channel  equipment  associated  with  the  call  is  enabled  in  the  F1-F2  frequency  translation 
mode,  in  a  step  180. 

If  the  mobile  did  not  acknowledge  the  hand-off  message,  then  a  retry  counter  is  incremented  in  a  step 
184.  The  hand-off  to  the  target  mobile  is  then  retransmitted.  If  the  mobile  fails  to  acknowledge  the  hand-off 
message  after  "N"  retries  as  in  a  step  186,  then  the  repeater  equipment  is  not  enabled  for  this  candidate. 

40  A  determination  is  then  made  in  a  step  182  whether  any  other  candidates  are  to  be  processed.  If  so, 
then  the  next  channel  is  selected  and  the  retry  counter  is  reset  in  a  step  188.  The  channel  equipment  is  set 
up  as  previously  described  for  steps  174  through  180  and  184  through  186.  After  all  channel  candidates 
have  been  processed,  then  the  process  returns  to  the  step  102.  Monitoring  of  new  channel  assignments  in 
steps  142  through  150  continues  in  parallel  with  the  updating  and  determination  of  new  candidates  for 

45  channel  assignment. 
In  addition  to  the  previously  noted  problem  of  inadequate  coverage  within  a  cell,  another  problem  of 

inadequate  cell  coverage  along  selected  geographical  corridors  can  be  addressed  by  boosters  in  accor- 
dance  with  the  present  invention.  Such  inadequate  coverage  can  develop  along  heavily  traveled  highways 
linking  two  adjacent  population  centers.  Such  highways  carry  a  great  deal  of  transient  traffic  which  would 

50  use  cellular  mobile  service  while  in  transit  if  it  is  available. 
Inadequate  coverage  along  such  corridors  often  results  from  a  failure  to  install  cell  sites  adjacent  to  or 

along  the  corridors.  However,  such  corridors  may  not  carry  enough  cellular  mobile  message  traffic  to  justify 
the  expense  of  one  or  more  cell  sites  primarily  to  provide  service  to  the  adjacent  corridor. 

A  corridor  extension  system  can  be  implemented  using  a  plurality  of  boosters  of  the  type  previously 
55  described.  A  series  coupled  arrangement  of  such  boosters  will  provide  highly  directive  coverage,  cost 

effectively,  along  such  a  corridor. 
Figure  4  is  an  over-all  diagram  of  a  cell  extender  system  200.  Frequencies  are  indicated  on  Figure  4  for 

a  voice  channel  downlink  and  a  voice  channel  uplink.  A  frequency  indicated  by  a  prime,  ""'  is  off-set  from 
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an  unprimed  corresponding  frequency  by  45  MHz. 
The  system  200  includes  a  plurality  202  of  boosters  204-212  that  extend  the  coverage  of  the  cells  by 

repeating  the  downlink  signals  from  the  cell  site  S  to  the  mobile  M  and  the  uplink  signals  from  the  mobile  M 
to  the  cell  site  S.  The  repeated  signals  are  relayed  from  booster  to  booster  using  two  sets  of  frequencies 

5  that  are  not  part  of  the  mobile  frequency  set  that  is  in  use.  Logic  in  the  booster  based  upon  received  signal 
levels  determines  whether  the  booster  repeats  the  mobile  frequencies  or  the  booster  frequencies. 

Regardless  of  how  many  boosters  204-212  are  in  series,  the  mobile  M  will  always  use  a  single  set  of 
frequencies  for  voice  or  audio  channel  use  when  functioning  through  any  of  the  boosters.  This  has  the 
advantage  that  no  hand-off  is  necessary  in  the  mobile  as  it  moves  from  the  coverage  of  one  booster  to 

io  another  booster.  Hand-off  is  required  when  the  mobile  moves  from  the  booster  coverage  area  to  the  cell-site 
coverage  area  because  the  cell  site  S  uses  another  set  of  frequencies  for  the  voice  channels. 

The  cell  site  S  dictates  which  voice  channels  the  mobile  is  to  operate  on  during  the  initial  stages  of  the 
call  setup.  In  a  normal  mode  of  operation,  the  booster  that  is  processing  a  call  setup  to  or  from  a  mobile 
immediately  sends  a  hand-off  message  to  that  mobile  to  place  it  on  a  channel  in  the  f2  set.  The  booster 

is  closest  to  the  donor  site  S  then  translates  the  mobile  frequency  back  to  the  original  channel  in  the  f1 
frequency  set  that  was  assigned  by  the  cell  site  S.  In  an  alternate  mode  of  operation,  the  hand-off  step 
described  above  may  be  bypassed  by  incorporating  the  f2  frequency  set  in  the  channel  assignment  list  at 
cell  site  S,  while  maintaining  the  f1  frequency  set  for  actual  transmission  and  reception  of  voice  messages 
to  the  nearest  booster  in  the  corridor.  In  either  case,  a  single  set  of  frequencies  (the  f2  set)  for  mobile 

20  conversations  in  the  booster  within  the  chain  in  conjunction  with  the  stored  program  logic  contained  within 
the  boosters  causes  only  the  booster  that  has  a  usable  signal  from  the  mobile  and  is  closet  to  the  cell  site  S 
to  communicate  with  the  mobile  on  a  channel  in  the  f2  frequency  set. 

The  control  channel  requires  two  or  more  different  frequencies  because  the  down-link  control  channel 
must  be  repeated  at  each  booster  to  provide  continuous  coverage  throughout  the  booster  corridor  area.  If 

25  omnidirectional  antennas  are  used  for  booster  transmissions  to  and  from  the  mobile,  then  a  third  set  of 
frequencies  may  be  necessary  to  preclude  interference  between  even  or  odd-numbered  boosters  along  the 
corridor. 

Use  of  directional  antennas  can  allow  just  two  frequency  sets  to  be  used  for  control  channel 
transmission.  The  control  channel  signal  from  cell  site  S  can  thus  be  repeated  on  alternate  channels  at  each 

30  booster  in  the  chain. 
The  booster  logic  for  relaying  the  control  channel  uplink  signal  is  similar  to  the  voice  channel  logic.  The 

booster  will  relay  the  mobile  uplink  signal  if  it  is  receiving  a  usable  signal.  If  not,  then  the  uplink  signal  from 
the  down-stream  booster  if  it  is  present,  will  be  retransmitted.  Otherwise,  the  control  channel  uplink  booster 
is  off. 

35  The  frequency  allocation  for  the  system  200  requires  four  sets  of  frequencies  and  in  some  cases  one 
extra  control  channel  frequency,  includes  the  frequency  set  for  the  cell  site.  There  is  a  one-for-one 
relationship  between  the  frequencies  in  one  set  and  the  frequencies  in  another  set.  The  table  below  shows 
an  example  for  a  four  booster  extender  system. 

40 

45 

50 

55 
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TABLE  I  FREQUENCY  ALLOCATION 

DOWNLINK 

C E L L - S I T E  

XMIT 

BOOSTER  2 0 4  

RCV 

XMIT 

BOOSTER  2 0 6  

RCV 

XMIT 

BOOSTER  2 0 8  

RCV 

XMIT 

BOOSTER  2 1 0  

RCV 

XMIT 

UPLINK 

BOOSTER  2 1 0  

RCV 

XMIT 
BOOSTER  2 0 8  

RCV 

XMIT 

BOOSTER  2 0 6  

RCV 

XMIT 

BOOSTER  2 0 4  

RCV 

XMIT 

CONTROL  CHANNEL 

F l  

F l  

F 2  

F 2  

F l  

F l  

F 2  

F 2  

F l  

CONTROL  CHANNEL 

F l 1  

F 2 '  

F 2 '  

F l '  

F l '  

F21 

F 2 '  

F l '  

VOICE  CHANNEL 

f l  

f l  

f2  or  f 3  

f  3 

f2  or  f 4  

f 4  

f2  or  f 3  

f  3 

f 2  

VOICE  CHANNEL 

f  2 '  

f 3 '  

f2 '   or  f 3 "  

f  4 '  

f 2 '   or  f 4 '  

f 3 '  

f 2 '   or  f 3 '  

f l f  

Table  II  illustrates  the  operation  of  the  system  200  when  calls  are  originated  while  the  mobile  M  is  in  the 
coverage  area  of  the  system  200.  The  mobile  M  remains  on  its  initially  assigned  voice  frequency  as  it 
moves  from  one  coverage  area  to  another  such  as  from  booster  206  to  booster  208. 
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TABLE  I I  

RADIO  CALL  SEQUENCE  AND  FREQUENCY  PLAN 

FOR  A  FOUR  BOOSTER  SYSTEM 

CELL  SITES 

UPLINK  R  B(F1)  D( f l ) ,   F ( f l )  

DOWNLINK  X  A(F1)  C(Fl)  E(f l )   F ( f l )  

BOOSTER  204 

UPLINK  X  B(F1)  D(fl)   F ( f l )  

R  B(F3)  D(f3)  F ( f 3 )  

DOWNLINK  R  A(Fl)  C(Fl)  E(f l )   F ( f l )  

X  A(F2)  C(F2)  E(F3)  F ( f 3 )  

BOOSTER  206" 

UPLINK  X  B(F3)  D(f3)  F ( f 3 )  

R  B(F4)  D(f4)  F ( f 4 )  

DOWNLINK  R  A(F2)  C(F2)  E(f3)  F ( f 3 )  

X  A(F1)  C(F1)  E(f4)  F ( f 4 )  

BOOSTER  208 

UPLINK  X  B(F4)  D(f4)  F ( f 4 )  

R  B(F2)  D(f2)  F ( f 3 )  
DOWNLINK  R  A(Fl)  C(Fl)  E(f4)  F ( f 4 )  

X  A(F2)  C(F2)  E(f2)  F ( f 3 )  

BOOSTER  210 

UPLINK  X  D(f3)  F ( f 3 )  

R  D(f2)  F ( f 2 )  

DOWNLINK  R  A(F2)  C(F2)  F ( f 3 )  

X  A(F1)  C(F1)  F ( f 2 )  

MOBILE  M 

UPLINK  X  B(F2)  D(f2)  F ( f 2 )  

DOWNLINK  R  A(F2)  E(F2) 

(Fx)=CONTROL  CHANNEL  IN  FREQUENCY  SET  X 

(fx)=VOICE  CHANNEL  IN  FREQUENCY  SET  x 

MOBILE  ORIGINATION  STEPS: 

A:  CELL  SITE  S  TRANSMITS  A  CONTINUOUS  STREAM  OF  CONTROL  DATA  ON  THE  DOWNLINK 
THAT  IS  REPEATED  AT  EACH  BOOSTER  SITE,  ADJACENT  SITES  USE  DIFFERENT  FREQUENCIES. 
MOBILE  M  SCANS  AND  LOCKS  ONTO  THE  STRONGEST  SIGNAL. 
B:  MOBILE  THAT  IS  ORIGINATING  A  CALL  TRANSMITS  THE  REQUEST  ON  CONTROL  CHANNEL 
UPLINK. 
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C:  CELL  SITE  S  RECEIVES  A  REQUEST  AND  ASSIGNS  A  NOT-BUSY  VOICE  CHANNEL  IN  THE  f2 
FREQUENCY  SET  AND  TRANSMITS  THE  ASSIGNMENT  ON  THE  CONTROL  CHANNEL  DOWNLINK. 
D:  MOBILE  M  RECEIVES  CHANNEL  ASSIGNMENT,  SWITCHES  TO  THE  ASSIGNED  VOICE  CHAN- 
NEL,  AND  TRANSMITS  A  SAT  TONE.  IF  A  FREQUENCY  OFFSET  PLAN  IS  USED  AT  THE  DONOR 

5  CELL  SITE  TO  ASSIGN  THE  MOBILE  TO  THE  CORRECT  CHANNEL  IN  THE  f2  SET,  THEN  BOOSTER 
208  REPEATS  THE  SIGNAL  RECEIVED  DIRECTLY  FROM  THE  MOBILE  M.  OTHERWISE,  BOOSTER 
208  FIRST  SENDS  A  HAND-OFF  MESSAGE  TO  PLACE  THE  MOBILE  ON  A  CHANNEL  IN  THE  f2  SET 
BEFORE  REPEATING  THE  MOBILE  SIGNALS  BACK  TO  THE  DONOR  CELL  SITE. 
E:  CELL  SITE  S  RECEIVES  THE  SAT  TONE  ON  THE  ASSIGNED  VOICE  CHANNEL  AND  COMPLETES 

70  THE  RADIO  VOICE  CHANNEL  CONNECTION. 

BOOSTER  TO  BOOSTER  HAND-OFF  STEPS: 

F:  MOBILE  M  MOVES  OUT-OF-RANGE  OF  BOOSTER  208  INTO  THE  BOOSTER  210  COVERAGE 
75  AREA.  BOOSTER  208  SWITCHES  THE  RECEIVED  UPLINK  FREQUENCY  TO  THE  UPLINK  SIGNAL  (f3 

SET)  FROM  BOOSTER  210  AND  SWITCHES  THE  DOWNLINK  TRANSMIT  FREQUENCY  TO  THE  f3 
FREQUENCY.  THE  MOBILE  M  REMAINS  ON  THE  f2  FREQUENCY  VOICE  CHANNEL. 

LAND-LINE  ORIGINATION  STEPS: 
20 

G:  CELL  SITE  S  PAGES  MOBILE  M  ON  THE  CONTROL  CHANNEL,  PATH  AS  IN  STEP  A. 
H:  MOBILE  M  ACKNOWLEDGES  PAGE  ON  UPLINK  CONTROL  CHANNEL,  PATH  AS  IN  STEP  B. 
I:  CELL  SITE  S  RECEIVES  AN  ACKNOWLEDGEMENT  AND  ASSIGNS  A  NOT-BUSY  VOICE  CHANNEL, 
AS  IN  STEP  C. 

25  J:  NEXT  STEPS  ARE  THE  SAME  AS  STEPS  D  AND  E,  EXCEPT  THAT  AN  ALERT  MESSAGE  IS  SENT 
BY  CELL  SITE  S  TO  CAUSE  THE  MOBILE  TO  RING. 
Hand-off  of  the  mobile  M  as  it  moves  from  a  cell-site  coverage  area  into  the  system  200  coverage  area 

or  as  it  moves  out  of  the  system  200  coverage  area  will  require  varying  responses.  Three  approaches  that 
may  be  used  individually  or  in  combination  are: 

30  A.  LAST-RESORT  APPROACH 
When  the  mobile  signal  to  Booster  204  falls  below  a  threshold  level  and  no  uplink  signal  is  being 

received  from  the  Booster  206,  a  hand-off  command  is  generated  to  switch  the  mobile  M  to  the  f1 
frequency  and  remove  the  uplink  signal  to  the  cell  site  S.  If  the  mobile  has  moved  into  the  coverage  area 
of  the  cell  site  S,  the  cell  site  will  begin  receiving  the  mobile  uplink  signal  and  hand-off  will  have  been 

35  accomplished.  If  the  cell  site  fails  to  receive  the  mobile,  the  call  is  lost. 
When  the  mobile  signal  to  the  cell  site  causes  the  hand-off  routine  to  be  initiated  and  no  other  cell  is 

a  candidate  for  hand-off,  cell  site  S  will  hand  the  mobile  to  a  not-busy  voice  channel  in  the  f2  frequency 
set.  If  the  Booster  204  begins  to  repeat  the  mobile  on  the  appropriate  uplink  f1'  frequency  to  the  cell  site, 
hand-off  will  have  been  accomplished. 

40  B.  GAIN  REDUCTION  APPROACH 
If  the  mobile  signal  level  falls  such  that  it  is  not  above  the  minimum  acceptable  signal  strength  at 

any  of  the  Boosters  204-212  but  a  communications  path  still  remains,  then  the  booster  associated  with 
the  mobile  will  reduce  its  gain  in  the  return  path  to  the  cell  site  S  by  several  dB.  This  reduction  in  gain 
will  be  passed  by  each  booster  in  the  path,  and  in  turn  will  be  detected  by  the  cell  site  S.  If  the  signal 

45  drops  below  cell  site  S's  threshold  for  minimum  acceptable  communications,  then  cell  site  S  will  initiate 
a  hand-off  request  to  adjacent  cell  sites  to  determine  which,  if  any,  cell  can  be  targeted  for  mobile  hand- 
off. 

When  the  mobile  moves  from  cell  S  to  the  system  200  coverage  area,  the  above  LAST  RESORT 
APPROACH  is  used. 

50  C.  REMOTE  LOCATING  APPROACH 
This  approach  establishes  a  two-way  data  path  between  the  cell  site  S  and  the  desired  booster  at 

which  signal  levels  are  to  be  measured.  When  the  cell-  site  S  requests  a  signal  level  measurement  on  a 
given  channel,  this  information  is  sent  to  the  target  booster  which  in  trun  will  tune  an  unused  channel 
receiver  to  the  channel  requested,  measure  the  signal  level,  and  then  return  the  measured  signal  level  to 

55  the  cell  site  S.  The  data  communications  path  used  for  this  remote  signal  measuring  technique  may 
either  be  an  unused  cellular  channel  pair  or  may  be  via  means  external  to  the  cellular  system  (i.e., 
microwave,  telephone  line,  fiver  optic,  etc.)  The  information  thus  provided  by  this  communications  path 
can  be  used  by  the  cell  site  S  for  determining  whether  mobiles  should  be  handed  to  or  from  the  booster 
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area,  or  to  other  cell  sites. 
Figure  5  is  a  flow  diagram  for  each  of  the  Boosters  204-212  that  determines  which  uplink  signal  is  to  be 

transmitted  on  the  Booster  control-channel  uplink:  the  mobile,  the  next  Booster,  or  nothing.  The  control 
channel  Booster  always  transmits  the  received  downlink  on  the  mobile  control  channel  frequency.  Before 

5  being  transmitted  to  the  mobile,  the  voice  channel  assignment  may  need  to  be  modified  to  the  frequencies 
in  the  Booster  to  the  mobile  set.  If  this  is  the  case,  the  control  channel  logic  in  the  Booster  closest  to  the 
cell  site  S  must  modify  the  channel  assignment  because  it  is  the  only  Booster  that  can  determine  which 
voice  channels  in  the  Booster  set  assigned  to  the  system  200  are  free  for  assignment.  If  all  voice  channels 
in  the  Booster  set  are  busy,  it  must  generate  a  busy  signal  to  send  to  the  mobile  M. 

io  Figure  6  is  a  flow  diagram  for  each  of  the  Boosters  204-212  that  determines  which  voice  channel 
signals  to  repeat:  the  mobile,  the  next  Booster,  or  nothing.  If  the  Booster  is  receiving  a  usable  mobile  uplink 
voice  channel  signal,  it  will  always  repeat  the  mobile  uplink  and  transmit  the  voice  channel  on  the  mobile 
downlink  frequency.  In  the  case  of  an  uplink  signal  but  no  downlink  signal,  only  the  uplink  is  repeated. 

A  scanning  receiver  is  used  to  monitor  the  mobile  channels  to  detect  a  mobile  that  has  moved  into  its 
is  coverage  area  after  the  mobile  voice  channel  was  assigned  by  the  cell  site  S  control  channel.  Voice  channel 

logic  will  force  the  mobile  M  to  be  repeated  by  the  Booster  that  is  nearest  the  cell  site  S  if  it  is  receiving  a 
usable  uplink  signal,  even  though  the  next  Booster  may  be  receiving  a  stronger  signal. 

From  the  foregoing,  it  will  be  observed  that  numerous  variations  and  modifications  may  be  effected 
without  departing  from  the  spirit  and  scope  of  the  novel  concept  of  the  invention.  It  is  to  be  understood  that 

20  no  limitation  with  respect  to  the  specific  apparatus  illustrated  herein  is  intended  or  should  be  inferred.  It  is, 
of  course,  intended  to  cover  by  the  appended  claims  all  such  modifications  as  fall  within  the  scope  of  the 
claims. 

Claims 
25 

1.  A  booster  usable  in  a  cellular  mobile  system  to  improve  intra-cell  coverage,  with  means  for  receiving 
and  retransmitting  one  or  more  selected  electro-magnetic  signals,  comprising  means  for  sensing  one  or 
more  selected  signals  and  means  for  retransmitting  said  selected  signals; 

characterized  by 
30  means  for  forming  a  list  identifying  one  or  more  of  said  selected  signals  as  candidates  for 

retransmission  pursuant  to  a  predetermined  list  forming  criterion, 
with  said  forming  means  including  means  for  determining  if  each  of  said  sensed  selected  signals 

has  a  characteristic  that  exceeds  a  predetermined  first  threshold  and  for  including  an  identifier  of  at 
least  some  of  said  signals  in  said  list; 

35  means  for  selecting  one  or  more  members  for  retransmission  from  said  list  pursuant  to  a 
predetermined  retransmission  criterion, 

wherein  said  selecting  means  includes  means  for  comparing  power  levels  of  members  from  said 
list  to  one  another  and  for  selecting  a  predetermined  number  of  members  of  said  list  having  the  highest 
power  levels. 

40 
2.  A  booster  as  in  claim  1,  including  means  for  determining  if  a  sensed  signal  should  be  considered  for 

retransmission  and  for  identifying  one  or  more  selected  signals. 

3.  A  booster  as  in  claim  1,  with  said  forming  means  including  means  for  determining  if  each  of  said 
45  sensed  selected  signals  has  a  characteristic  that  exceeds  a  predetermined  second  threshold. 

4.  A  method  of  operating  a  booster  usable  in  a  cellular  mobile  system  to  improve  intra-cell  coverage  by 
receiving  a  plurality  of  electro-magnetic  signals  and  retransmitting  selected  ones  thereof,  comprising 
the  steps  of  sensing  one  or  more  selected  signals  and  retransmitting  said  selected  signals;  the  method 

50  being  characterized  by  the  steps  of: 
determining,  based  on  a  preset  criterion,  which  of  the  sensed  signals  should  be  compared  with  a 

threshold  and  comparing  a  first  indicium  of  each  of  those  signals  to  a  predetermined  threshold; 
recording  a  second  indicium  for  each  sensed  signal  that  exceeds  the  threshold; 
determining  if  the  number  of  recorded  second  indicia  for  a  given  sensed  signal,  out  of  a 

55  preselected  number  of  comparisons,  exceeds  a  preselected  value; 
recording  an  identifier  of  the  given  sensed  signal  in  response  to  that  determination;  and 
selecting  one  or  more  sensed  signals  for  retransmission  from  among  the  recorded  second  indicia. 
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5.  A  method  as  in  claim  4,  including: 
forming  a  running  average  of  values  of  the  recorded  second  indicia  of  the  given  sensed  signal;  and 
recording  the  value  of  the  running  average. 

5  6.  A  method  as  in  claim  5,  including: 
comparing  the  values  of  the  running  averages  of  a  plurality  of  selected  of  the  sensed  signals;  and 
selecting  one  or  more  signals  for  retransmission  as  a  result  of  the  value  comparison. 

7.  A  method  as  in  claim  4  for  extending  coverage  of  a  fixed  radio  transmitter-receiver  to  selected  mobile 
io  transceivers  in  a  predetermined  geographical  area,  including  further  the  steps  of: 

providing  a  plurality  of  signal  repeaters; 
spacing  the  signal  repeaters  throughout  at  least  part  of  the  geographical  area  such  that  at  least  one 

repeater  is  in  radio  communication  with  the  transmitter-receiver  and  a  second  repeater  is  in  radio 
communication  with  the  first  repeater;  and 

is  sensing  a  signal  from  a  mobile  transceiver  at  the  second  repeater,  retransmitting  that  signal  to  the 
first  repeater,  sensing  that  signal  at  the  first  repeater  and  retransmitting  it  to  the  fixed  transmitter- 
receiver. 

8.  A  method  as  in  claim  7,  including: 
20  sensing  a  signal  from  a  mobile  transceiver  at  the  first  repeater  and  retransmitting  that  signal  from 

the  repeater  to  the  fixed  transmitter-receiver. 

9.  A  method  as  in  claim  7,  wherein  transmission  between  the  fixed  transmitter-receiver  and  the  first 
repeater  takes  place  at  a  first  set  of  frequencies  and  transmission  between  the  first  repeater  and  the 

25  second  repeater  takes  place  at  a  second  set  of  frequencies. 

10.  A  method  as  in  claim  9,  wherein  each  of  the  repeaters  senses  and  repeats  a  control  channel 
transmitted  by  an  adjacent  upstream  repeater  or  the  fixed  transmitter-receiver. 

30  11.  A  method  as  in  claim  9,  wherein  each  repeater  transmits  audio  signals  to  an  adjacent  mobile  receiver  at 
the  same  frequency  as  does  every  other  repeater. 

12.  A  method  as  in  claim  11,  wherein  each  repeater  receives  audio  signals  from  an  adjacent  mobile 
transmitter  at  the  same  frequency  as  does  every  other  repeater. 

35 
13.  A  system  of  boosters  as  in  claim  1  for  extending  coverage  of  a  fixed  radio  transmitter-receiver  to 

selected  mobile  transceivers  in  a  predetermined  geographical  area,  including  further: 
a  plurality  of  signal  repeaters  spaced  throughout  at  least  part  of  the  geographical  area  such  that  at 

least  one  of  said  repeaters  is  in  radio  communication  with  the  transmitter-receiver  and  a  second  of  said 
40  repeaters  is  in  radio  communication  with  said  first  repeater; 

with  said  second  repeater  including  means  for  sensing  a  signal  from  a  mobile  transceiver  and 
means  for  retransmitting  that  signal  to  said  first  repeater,  that  first  repeater  including  means  for  sensing 
that  signal  and  means  for  retransmitting  it  to  the  fixed  transmitter-receiver. 

45  14.  A  system  as  in  claim  13,  with  said  first  repeater  including  means  for: 
sensing  a  signal  from  a  mobile  transceiver  and  means  for  retransmitting  that  signal  to  the  fixed 

transmitter-receiver. 

15.  A  system  as  in  claim  13,  wherein  transmission  between  the  fixed  transmitter-receiver  and  said  first 
50  repeater  takes  place  at  a  first  set  of  frequencies  and  transmission  between  said  first  repeater  and  said 

second  repeater  takes  place  at  a  second  set  of  frequencies. 

Patentanspruche 

55  1.  In  einem  zellularen  Mobilfunksystem  verwendbarer  Booster  zur  Verbesserung  der  Versorgung  innerhalb 
der  Zellen,  mit  einer  Einrichtung  zum  Empfangen  und  erneuten  Aussenden  von  einem  oder  mehreren 
ausgewahlten  elektromagnetischen  Signalen,  und  mit  einer  Einrichtung  zum  Erfassen  von  einem  oder 
mehreren  der  ausgewahlten  Signale  und  einer  Einrichtung  zum  erneuten  Aussenden  der  ausgewahlten 
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Signale; 
gekennzeichnet  durch 
eine  Einrichtung  zur  Bildung  einer  Liste,  die  eines  oder  mehrere  der  ausgewahlten  Signale  als 

Kandidaten  zum  erneuten  Aussenden  gemaB  einem  vorgegebenem  Listenbildungskriterium  identifiziert, 
5  wobei  die  Bildungseinrichtung  eine  Einrichtung  zum  Feststellen  aufweist,  ob  jedes  der  erfaBten 

ausgewahlten  Signale  eine  Charakteristik  aufweist,  die  eine  vorgegebene  erste  Schwelle  ubertrifft,  und 
urn  einen  Identifikator  fur  wenigstens  einige  der  Signale  in  der  Liste  einzuschlieBen;  und  durch 

eine  Einrichtung  zum  Auswahlen  von  einem  oder  mehreren  Mitgliedern  der  Liste  zum  erneuten 
Aussenden  gemaB  einem  vorgegebenen  Kriterium  fur  das  erneute  Aussenden, 

io  wobei  die  Auswahleinrichtung  eine  Einrichtung  zum  Vergleichen  der  Leistungspegel  von  Mitglie- 
dern  der  Liste  miteinander  und  zum  Auswahlen  einer  vorgegebenen  Anzahl  von  Mitgliedern  der  Liste 
mit  den  hochsten  Leistungspegeln  enthalt. 

2.  Booster  nach  Anspruch  1,  mit  einer  Einrichtung  zum  Feststellen,  ob  ein  erfaBtes  Signal  fur  das  erneute 
is  Aussenden  in  Betracht  gezogen  werden  sollte,  und  zum  Identifizieren  von  einem  oder  mehreren  der 

ausgewahlten  Signale. 

3.  Booster  nach  Anspruch  1,  wobei  die  Bildungseinrichtung  eine  Einrichtung  zum  Feststellen  enthalt,  ob 
jedes  der  erfaBten  ausgewahlten  Signale  eine  Charakteristik  aufweist,  die  eine  vorgegebene  zweite 

20  Schwelle  ubertrifft. 

4.  Verfahren  zum  Betreiben  eines  in  einem  zellularen  Mobilfunksystem  verwendbaren  Boosters  zur 
Verbesserung  der  Versorgung  innerhalb  der  Zellen  durch  Empfangen  einer  Anzahl  von  elektromagneti- 
schen  Signalen  und  dem  erneuten  Aussenden  von  ausgewahlten  solchen  Signalen,  mit  den  Schritten 

25  des  Erfassens  von  einem  oder  mehreren  der  ausgewahlten  Signale  und  dem  erneuten  Aussenden  der 
ausgewahlten  Signale;  wobei  das  Verfahren  gekennzeichnet  ist  durch  die  Schritte 

des  Feststellens,  auf  der  Basis  eines  vorgegebenen  Kriteriums,  welches  der  erfaBten  Signale  mit 
einem  Schwellenwert  verglichen  werden  soil,  und  des  Vergleichens  eines  ersten  Kennwertes  von  jedem 
dieser  Signale  mit  einem  vorgegebenen  Schwellenwert; 

30  des  Aufzeichnens  eines  zweiten  Kennwertes  fur  jedes  erfaBte  Signal,  das  den  Schwellenwert 
ubersteigt; 

des  Feststellens,  ob  die  Anzahl  von  aufgezeichneten  zweiten  Kennwerten  fur  ein  gegebenes 
erfaBtes  Signal,  aus  einer  vorgewahlten  Anzahl  von  Vergleichen,  einen  vorgewahlten  Wert  ubersteigt; 

des  Aufzeichnens  eines  Identifikators  fur  das  gegebene  erfaBte  Signal  in  Reaktion  auf  diese 
35  Feststellung;  und 

des  Auswahlens  von  einem  oder  mehreren  der  erfaBten  Signale  aus  den  aufgezeichneten  zweiten 
Kennwerten  zum  erneuten  Aussenden. 

5.  Verfahren  nach  Anspruch  4,  mit 
40  dem  Bilden  eines  laufenden  Mittelwertes  fur  die  Werte  des  aufgezeichneten  zweiten  Kennwertes 

fur  das  gegebene  erfaBte  Signal;  und  mit 
dem  Aufzeichnen  des  Wertes  fur  den  laufenden  Mittelwert. 

6.  Verfahren  nach  Anspruch  5,  mit 
45  dem  Vergleichen  der  Werte  des  laufenden  Mittelwerts  einer  Anzahl  von  ausgewahlten  Signalen  der 

erfaBten  Signale;  und  mit 
dem  Auswahlen  von  einem  oder  mehreren  Signalen  fur  das  erneute  Aussenden  als  Ergebnis  des 

Wertevergleichs. 

50  7.  Verfahren  nach  Anspruch  4  zum  Ausdehnen  des  Versorgungsgebietes  eines  stationaren 
Funksender/Empfangers  fur  ausgewahlte  mobile  Sende/Empfangsgerate  in  einem  vorgegebenen  geo- 
graphischen  Gebiet,  mit  den  weiteren  Schritten 

des  Vorsehens  einer  Anzahl  von  Signalverstarkerstationen; 
dem  Verteilen  der  Signalverstarkerstationen  uber  wenigstens  einen  Teil  des  geographischen 

55  Gebietes  derart,  daB  wenigstens  eine  Verstarkerstation  in  Funkverbindung  mit  dem  Sender/Empfanger 
und  eine  zweite  Verstarkerstation  in  Funkverbindung  mit  der  ersten  Verstarkerstation  steht;  und 

des  Erfassens  eines  Signales  von  einem  mobilen  Sende/Empfangsgerat  in  der  zweiten  Verstarker- 
station,  dem  erneuten  Aussenden  des  Signals  zur  ersten  Verstarkerstation,  dem  Erfassen  des  Signales 
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an  der  ersten  Verstarkerstation  und  dem  erneuten  Aussenden  davon  zum  stationaren 
Sender/Empfanger. 

8.  Verfahren  nach  Anspruch  7,  mit 
5  dem  Erfassen  eines  Signals  von  einem  mobilen  Sende/Empfangsgerat  in  der  ersten  Verstarkersta- 

tion  und  dem  erneuten  Aussenden  des  Signals  von  der  Verstarkerstation  zum  stationaren 
Sender/Empfanger. 

9.  Verfahren  nach  Anspruch  7,  wobei  die  Ubertragung  zwischen  dem  stationaren  Sender/Empfanger  und 
io  der  ersten  Verstarkerstation  mit  einem  ersten  Satz  von  Frequenzen  und  die  Ubertragung  zwischen  der 

ersten  Verstarkerstation  und  der  zweiten  Verstarkerstation  mit  einem  zweiten  Satz  von  Frequenzen 
erfolgt. 

10.  Verfahren  nach  Anspruch  9,  wobei  jede  der  Verstarkerstationen  einen  Steuerkanal  erfaBt  und  wieder 
is  aussendet,  der  von  einer  benachbarten,  oberhalb  gelegenen  Verstarkerstation  oder  dem  stationaren 

Sender/Empfanger  ausgesendet  wird. 

11.  Verfahren  nach  Anspruch  9,  wobei  jede  Verstarkerstation  Audiosignale  mit  der  gleichen  Frequenz  wie 
jede  andere  Verstarkerstation  an  einen  benachbarten  mobilen  Empfanger  ubertragt. 

20 
12.  Verfahren  nach  Anspruch  11,  wobei  jede  Verstarkerstation  Audiosignale  bei  der  gleichen  Frequenz  wie 

jede  andere  Verstarkerstation  von  einem  benachbarten  mobilen  Sender  empfangt. 

13.  System  von  Boostern  nach  Anspruch  1  zum  Ausdehnen  des  Versorgungsgebietes  eines  stationaren 
25  Funksender/Empfangers  fur  ausgewahlte  mobile  Sende/Empfangsgerate  in  einem  vorgegebenen  geo- 

graphischen  Gebiet,  mit  des  weiteren 
einer  Anzahl  von  Signalverstarkerstationen,  die  uber  wenigstens  einen  Teil  des  geographischen 

Gebietes  derart  verteilt  sind,  dal3  wenigstens  eine  Verstarkerstation  in  Funkverbindung  mit  dem 
Sender/Empfanger  und  eine  zweite  Verstarkerstation  in  Funkverbindung  mit  der  ersten  Verstarkersta- 

30  tion  steht; 
wobei  die  zweite  Verstarkerstation  eine  Einrichtung  zum  Erfassen  eines  Signales  von  einem 

mobilen  Sende/Empfangsgerat  und  eine  Einrichtung  zum  erneuten  Aussenden  des  Signals  an  die  erste 
Verstarkerstation  und  die  erste  Verstarkerstation  eine  Einrichtung  zum  Erfassen  dieses  Signales  und 
eine  Einrichtung  zum  erneuten  Aussenden  davon  zum  stationaren  Sender/Empfanger  aufweist. 

35 
14.  System  nach  Anspruch  13,  wobei  die  erste  Verstarkerstation  eine  Einrichtung  zum  Erfassen  eines 

Signals  von  einem  mobilen  Sende/Empfangsgerat  und  eine  Einrichtung  zum  erneuten  Aussenden  des 
Signals  an  den  stationaren  Sender/Empfanger  aufweist. 

40  15.  System  nach  Anspruch  13,  wobei  die  Ubertragung  zwischen  dem  stationaren  Sender/Empfanger  und 
der  ersten  Verstarkerstation  mit  einem  ersten  Satz  von  Frequenzen  und  die  Ubertragung  zwischen  der 
ersten  Verstarkerstation  und  der  zweiten  Verstarkerstation  mit  einem  zweiten  Satz  von  Frequenzen 
erfolgt. 

45  Revendicatlons 

1.  Un  suramplificateur  utilisable  dans  un  systeme  cellulaire  mobile  pour  ameliorer  la  couverture  intracellu- 
laire,  pourvu  de  moyens  de  reception  et  de  transmission  d'un  ou  de  plusieurs  signaux  electromagneti- 
ques  choisis,  comprenant  un  moyen  capteur  d'un  ou  de  plusieurs  signaux  choisis,  et  un  moyen  de 

50  retransmission  desdits  signaux  choisis; 
caracterise  par 
un  moyen  de  formation  d'une  liste  identifiant,  comme  candidats  pour  une  retransmission,  un  ou 

plusieurs  des  signaux  choisis  en  fonction  d'un  critere  de  formation  d'une  liste  predeterminee, 
ledit  moyen  de  formation  incluant  un  moyen  qui  determine  si  chacun  desdits  signaux  choisis 

55  captes  possede  une  caracteristique  qui  depasse  un  premier  seuil  predetermine  et  a  inclure  un  element 
d'identification  d'au  moins  certains  desdits  signaux  dans  ladite  liste; 

un  moyen  de  choix,  en  fonction  d'un  critere  de  retransmission  predeterminee,  d'un  ou  plusieurs 
elements  de  ladite  liste  en  vue  de  leur  retransmission, 
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dans  lequel  ledit  moyen  de  choix  inclut  un  moyen  de  comparaison  des  niveaux  de  puissance 
d'elements  de  ladite  liste,  entre  eux,  et  de  choix  d'un  nombre  predetermine  d'elements  de  ladite  liste 
dont  les  niveaux  de  puissance  sont  les  plus  eleves. 

5  2.  Un  suramplificateur  selon  la  revendication  1  ,  incluant  un  moyen  servant  a  determiner  si  un  signal  capte 
devrait  etre  considere  pour  une  retransmission  et  a  identifier  un  ou  plusieurs  signaux  choisis. 

3.  Un  suramplificateur  selon  la  revendication  1,  ledit  moyen  de  formation  incluant  un  moyen  servant  a 
determiner  si  chacun  desdits  signaux  choisis  captes  presente  une  caracteristique  qui  depasse  un 

io  deuxieme  seuil  predetermine. 

4.  Un  procede  de  mise  en  oeuvre  d'un  suramplificateur  utilisable  dans  un  systeme  cellulaire  mobile  afin 
d'ameliorer  une  couverture  intracellulaire  en  recevant  une  serie  de  signaux  electromagnetiques  et  en 
retransmettant  des  signaux  choisis  parmi  ceux-ci,  comprenant  les  etapes  consistant  a  capter  un  ou 

is  plusieurs  signaux  choisis  et  a  retransmettre  lesdits  signaux  choisis,  le  procede  etant  caracterise  par  les 
etapes  consistant  a: 

determiner,  sur  la  base  d'un  critere  predetermine,  ceux  des  signaux  captes  qui  devraient  etre 
compare  a  un  seuil  et  comparer  a  un  seuil  predetermine  une  premiere  marque  de  chacun  de  ces 
signaux; 

20  enregistrer  une  deuxieme  marque  pour  chaque  signal  capte  qui  depasse  le  seuil; 
determiner  si  le  nombre  de  deuxiemes  marques  enregistrees  pour  un  signal  capte  donne,  parmi  un 

nombre  choisi  au  prealable  de  comparaisons,  depasse  une  valeur  choisie  au  prealable, 
enregistrer  un  element  d'identification  du  signal  capte  donne  en  reponse  a  cette  determination;  et 
choisir  un  ou  plusieurs  signaux  captes  en  vue  d'une  retransmission  parmi  les  deuxiemes  marques 

25  enregistrees. 

5.  Un  procede  selon  la  revendication  4,  incluant: 
la  formation  d'une  moyenne  courante  des  valeurs  des  deuxiemes  marques  enregistrees  du  signal 

capte  donne,  et 
30  un  enregistrement  de  la  valeur  de  la  moyenne  courante. 

6.  Un  procede  selon  la  revendication  5,  incluant: 
une  comparaison  des  valeurs  des  moyennes  courantes  d'une  serie  de  signaux  choisis  parmi  les 

signaux  captes;  et 
35  un  choix,  resultant  de  la  comparaison  des  valeurs,  d'un  ou  plusieurs  signaux  en  vue  d'une 

retransmission. 

7.  Un  procede  selon  la  revendication  4,  destine  a  augmenter  la  couverture  d'un  transmetteur-recepteur 
radio  fixe  a  des  transmetteurs  mobiles  choisis  dans  une  zone  geographique  predeterminee,  incluant  en 

40  outre  les  etapes  consistant  a: 
disposer  une  serie  de  repeteurs  de  signaux; 
espacer  les  repeteurs  de  signaux  dans  au  moins  toute  une  partie  de  la  zone  geographique  d'une 

maniere  telle  qu'un  moins  un  repeteur  soit  en  communication  radio  avec  le  transmetteur-recepteur  et 
qu'un  deuxieme  recepteur  soit  en  communication  radio  avec  le  premier  repeteur;  et 

45  capter  au  deuxieme  repeteur  un  signal  venant  d'un  transmetteur-recepteur  mobile,  retransmettre  ce 
signal  au  premier  repeteur,  capter  ce  signal  au  premier  repeteur,  et  le  retransmettre  au  transmetteur- 
recepteur  fixe. 

8.  Un  procede  selon  la  revendication  7,  incluant  I'etape  consistant  a: 
50  capter  au  premier  repeteur  un  signal  venant  d'un  transmetteur-recepteur  mobile  et  retransmettre  ce 

signal  du  repeteur  au  transmetteur-recepteur  fixe. 

9.  Un  procede  selon  la  revendication  7,  dans  lequel  une  transmission  entre  le  transmetteur-recepteur  fixe 
et  le  premier  repeteur  s'effectue  a  un  premier  ensemble  de  frequences  et  une  transmission  entre  le 

55  premier  repeteur  et  le  deuxieme  repeteur  s'effectue  a  un  deuxieme  ensemble  de  frequence. 

10.  Un  procede  selon  la  revendication  9,  dans  lequel  chacun  des  repeteurs  capte  et  repete  un  canal  de 
commande  transmis  par  un  repeteur  adjacent  situe  en  amont  ou  par  le  transmetteur-recepteur  fixe. 
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1.  Un  procede  selon  la  revendication  9,  dans  lequel  chaque  repeteur  transmet  des  signaux  audio  vers  un 
recepteur  mobile  adjacent,  a  la  meme  frequence  que  tous  les  autres  repeteurs. 

2.  Un  procede  selon  la  revendication  1  1  ,  dans  lequel  chaque  repeteur  regoit  des  signaux  audio  provenant 
d'un  transmetteur  mobile  adjacent  a  la  meme  frequence  que  tous  les  autres  repeteurs. 

3.  Un  systeme  de  suramplificateurs  selon  la  revendication  1,  pour  accroltre  la  couverture  d'un 
transmetteur-recepteur  radio  fixe  a  des  transmetteurs  recepteurs  mobiles  choisis,  dans  une  zone 
geographique  predeterminee,  incluant  en  outre: 

une  serie  de  repeteurs  de  signaux  espaces  dans  au  moins  toute  une  partie  de  la  zone  geographi- 
que  d'une  maniere  telle  qu'au  moins  I'un  desdits  repeteurs  est  en  communication  radio  avec  le 
transmetteur  recepteur  et  qu'un  deuxieme  desdits  repeteurs  est  en  communication  radio  avec  ledit 
premier  emetteur; 

ledit  deuxieme  repeteur  incluant  un  moyen  capteur  d'un  signal  venant  d'un  transmetteur-recepteur 
mobile,  et  un  moyen  de  retransmission  de  ce  signal  vers  ledit  premier  repeteur,  ce  premier  repeteur 
incluant  un  moyen  capteur  de  ce  signal  et  un  moyen  permettant  de  retransmission  de  celui-ci  vers  le 
transmetteur-recepteur  fixe. 

4.  Un  systeme  selon  la  revendication  13,  ledit  premier  repeteur  incluant  un  moyen  servant  a 
capter  un  signal  venant  d'un  transmetteur-recepteur  mobile  et  un  moyen  de  retransmission  de  ce 

signal  au  transmetteur-recepteur  fixe. 

5.  Un  systeme  selon  la  revendication  13,  dans  lequel  une  transmission  entre  le  transmetteur-recepteur 
fixe  et  ledit  premier  repeteur  s'effectue  a  un  premier  ensemble  de  frequences  et  une  transmission 
entre  ledit  premier  repeteur  et  ledit  deuxieme  repeteur  s'effectue  a  un  deuxieme  ensemble  de 
frequences. 
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