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Description

TECHNICAL FIELD

[0001] This disclosure relates generally to aircraft con-
figurations, and more particularly, though not exclusively,
to flexible configuration of aircraft fixtures.

BACKGROUND

[0002] There are many different types of aircraft avail-
able for a variety of different purposes. The various types
of aircraft may require a variety of different fixtures and
associated configurations, such as seating and furniture
fixtures in the aircraft interiors. The configuration of air-
craft fixtures may vary greatly based on various factors,
including the type of aircraft, the purpose of the aircraft,
and any other needs or requirements of an aircraft oper-
ator (such as business and/or legal related require-
ments), among other examples.
[0003] US4577450 discloses a waterproof floor panel
fastening system, accessible from above in which floor
panels have spaced upper and lower plates, the panels
being waterproof and being secured on support structure
thereunder. There are fastening assemblies securing the
panels to the support structure and extending into open-
ings through the upper and lower plates and supporting
honeycomb therebetween. US2957196 discloses fas-
teners for effecting attachment between panels of light-
weight sandwich construction and other parts.
US4501404 discloses a quick disconnect assembly for
the releasable attachment of a fixture, such as a helicop-
ter seat frame, to a support structure, such as the interior
structure of the aircraft cabin. A floor attachment assem-
bly includes a dish-shaped floor fitting consisting of a
circular dish body with a flange extending therefrom. The
floor fitting is permanently attached to a floor panel, the
fitting being attached into the floor panel upon its con-
struction. The floor attachment assembly includes a tie
down stud which is attached to the floor fitting and the
lower skin of the floor panel using a nut and a washer.
[0004] US2008/0213034 discloses swivel fitting at-
tachment apparatus including a ball fitting and a swivel
fitting.

SUMMARY

[0005] According to one aspect of the present disclo-
sure, an apparatus comprises an attachment device as
defined in present claim 1. Optional features are set out
in the dependent claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0006]

FIGURES 1 and 2 illustrate example aircraft.
FIGURES 3A-C illustrate example embodiments of

attachment devices (pucks) for enabling flexible con-
figuration of aircraft fixtures.
FIGURE 4 illustrates example exit locations in a ro-
torcraft.
FIGURES 5A-K illustrate example rotorcraft seating
configurations that comply with certain regulations
and/or standards.
FIGURES 6A-B illustrate an example rotorcraft seat-
ing configuration for 20 passengers.
FIGURES 7A-I illustrate example corporate ro-
torcraft configurations.
FIGURES 8A-C illustrate examples of puck-based
adapter rails used for custom rotorcraft configura-
tions.
FIGURE 9 illustrates a flowchart for an example of
egressing a rotorcraft using foldover seats.

DETAILED DESCRIPTION

[0007] The following disclosure describes various illus-
trative embodiments and examples for implementing the
features and functionality of the present disclosure. While
particular components, arrangements, and/or features
are described below in connection with various example
embodiments, these are merely examples used to sim-
plify the present disclosure and are not intended to be
limiting. It will of course be appreciated that in the devel-
opment of any actual embodiment, numerous implemen-
tation-specific decisions must be made to achieve the
developer’s specific goals, including compliance with
system, business, and/or legal constraints, which may
vary from one implementation to another. Moreover, it
will be appreciated that, while such a development effort
might be complex and time-consuming, it would never-
theless be a routine undertaking for those of ordinary skill
in the art having the benefit of this disclosure.
[0008] In the specification, reference may be made to
the spatial relationships between various components
and to the spatial orientation of various aspects of com-
ponents as depicted in the attached drawings. However,
as will be recognized by those skilled in the art after a
complete reading of the present disclosure, the devices,
components, members, apparatuses, etc. described
herein may be positioned in any desired orientation.
Thus, the use of terms such as "above," "below," "upper,"
"lower," or other similar terms to describe a spatial rela-
tionship between various components or to describe the
spatial orientation of aspects of such components, should
be understood to describe a relative relationship between
the components or a spatial orientation of aspects of such
components, respectively, as the components described
herein may be oriented in any desired direction.
[0009] Further, the present disclosure may repeat ref-
erence numerals and/or letters in the various examples.
This repetition is for the purpose of simplicity and clarity
and does not in itself dictate a relationship between the
various embodiments and/or configurations discussed.
[0010] Example embodiments that may be used to im-
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plement the features and functionality of this disclosure
will now be described with more particular reference to
the attached FIGURES.
[0011] FIGURES 1 and 2 illustrate example aircraft in
accordance with certain embodiments, as discussed fur-
ther below.
[0012] FIGURE 1 illustrates a side view of an example
rotorcraft 101. Rotorcraft 101 has a rotor system 103 with
a plurality of rotor blades 105. The pitch of each rotor
blade 105 can be managed or adjusted in order to selec-
tively control direction, thrust, and lift of rotorcraft 101.
Rotorcraft 101 further includes a fuselage 107, anti-
torque system 109, and an empennage 111. Torque is
supplied to rotor system 103 and anti-torque system 109
using at least one engine.
[0013] FIGURE 2 illustrates a perspective view of an
example tiltrotor aircraft 201. Tiltrotor aircraft 201 can
include nacelles 203a and 203b, a wing 205, a fuselage
207, and a tail member 209. Each nacelle 203a and 203b
can include an engine and gearbox for driving rotor sys-
tems 211a and 211b, respectively. Nacelles 203a and
203b are each configured to rotate between a helicopter
mode, in which the nacelles 203a and 203b are approx-
imately vertical, and an airplane mode, in which the na-
celles 203a and 203b are approximately horizontal.
[0014] It should be appreciated that rotorcraft 101 of
FIGURE 1 and tiltrotor aircraft 201 of FIGURE 2 are mere-
ly illustrative of a variety of aircraft that can be used to
implement embodiments of the present disclosure. Other
aircraft implementations can include, for example, fixed
wing airplanes, hybrid aircraft, unmanned aircraft, gyro-
copters, and a variety of helicopter configurations, among
other examples. Moreover, it should be appreciated that
even though aircraft are particularly well suited to imple-
ment embodiments of the present disclosure, the de-
scribed embodiments can also be implemented using
non-aircraft vehicles and devices.
[0015] There are many different types of aircraft avail-
able for a variety of different purposes. The various types
of aircraft may require a variety of different fixtures and
associated configurations, such as seating and furniture
fixtures in the aircraft interiors. The configuration of air-
craft fixtures may vary greatly based on various factors,
including the type of aircraft, the purpose of the aircraft,
and any other needs or requirements of an aircraft oper-
ator (such as business and/or legal related require-
ments), among other examples. For example, fixed wing
airplanes and rotorcraft (e.g., helicopters) may be used
for commercial and/or private travel, cargo transporta-
tion, military purposes, and oil and gas exploration,
among other examples. The interior configurations of
these aircraft (e.g., seating and furniture configurations)
typically vary based on the type and purpose of each
aircraft. For example, the number, size, and arrangement
of seats in an aircraft may vary. Aircraft used for com-
mercial travel (e.g., airplanes), for example, may require
more seats than aircraft used for private travel, corporate
travel, or oil and gas exploration, among other examples.

Moreover, aircraft used for corporate or private travel
may require custom configurations of seats and/or other
interior fixtures, such as tables, cabinets, storage com-
partments, desks, office equipment and furniture, enter-
tainment equipment and furniture, and beds, among oth-
er examples. Certain types and/or uses of aircraft may
also be subject to business and/or legal constraints that
impact the interior configuration required for the aircraft,
such as government safety regulations. For example,
certain aircraft may be subject to government regulations
relating to seating configuration, emergency exits, and
cargo or luggage storage, such as regulations issued by
the Federal Aviation Administration (FAA). Transport ro-
torcraft (e.g., helicopters), for example, may be subject
to FAA regulations associated with the number of seats,
seat and aisle spacing, access to emergency exits, and
so forth (e.g., as set forth by various regulations from 14
C.F.R. § 29). As another example, rotorcraft used for oil
and gas exploration may be subject to OGP operator
standards (e.g., enhanced safety standards) for opera-
tions pursued under the International Association of Oil
and Gas Producers (the IOGP or OGP).
[0016] In some cases, aircraft interiors may be config-
ured using rail-based attachment mechanisms, such as
seat rails for attaching seats to the floor of an aircraft.
Certain rail-based approaches, however, may suffer from
various drawbacks. For example, because rails typically
must be attached to the appropriate surface (e.g., an air-
craft floor) during the production or fabrication stage, the
arrangement of rails is fixed and cannot be easily recon-
figured. Moreover, once a particular arrangement or con-
figuration of fixtures (e.g., rail-based seats) is attached
to the rails, it may be difficult to reconfigure the arrange-
ment of fixtures. For example, in some cases, reconfig-
uring rail-based fixtures may require all or many of the
existing fixtures to be removed from the rails in order to
add, remove, and/or rearrange fixtures on the rails (e.g.,
by sliding the existing fixtures off the rails, and then sliding
fixtures back on the rails using a new fixture arrange-
ment). In addition, because rails often span the entire
surface area where any fixtures will be attached, rails
often provide unnecessary attachment points that may
never be used, thus increasing the weight of an aircraft.
Rails may also protrude above the surface in which they
are installed, rendering them less safe and more suscep-
tible to damage than attachment mechanisms embedded
within a surface. Although some rails may be embedded
within certain types of surfaces rather than protruding
from the surface, that can often be problematic for certain
aircraft, such as a rotorcraft with fuel lines spanning the
floor. Accordingly, in some cases, there may be various
drawbacks associated with rail-based attachment mech-
anisms for aircraft fixtures. Moreover, other attachment
mechanisms used for aircraft fixtures may suffer from
similar deficiencies.
[0017] The present disclosure describes various em-
bodiments for enabling flexible configuration of aircraft
fixtures. For example, in some embodiments, "puck" fas-
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tener or attachment devices may be used to attach fix-
tures to an aircraft. A puck, for example, may be a cylin-
drical or puck shaped mechanism that can be installed
in a variety of locations in an aircraft and that provides
attachment point(s) for fixtures. Pucks may be used to
attach any type of fixture to an aircraft, including but not
limited to, furniture (e.g., seats, tables, cabinets, storage
compartments, desks, computer stands, beds), office or
entertainment equipment, cargo storage mechanisms
(e.g., for secure lock-down of baggage and cargo), and
litter kits, among other examples. Moreover, pucks may
be used to install fixtures in any location of an aircraft,
including the main cabin, the baggage or cargo bay, the
walls or roof, and even the aircraft exterior (e.g., for cargo
nets, wing tie-downs, and other external features).
[0018] Pucks can be installed in an aircraft using a va-
riety of configurations, and the particular configuration
may depend on the type of aircraft, the purpose of the
aircraft, the particular fixtures that will be installed in the
aircraft, and any other needs or requirements of an air-
craft operator (such as business and/or legal related re-
quirements), among other examples. In some cases,
pucks may be used to enable flexible seating and furni-
ture configurations in aircraft interiors, including varying
numbers of seats and various seating arrangements. For
example, in some cases, rotorcraft may use pucks to
provide seating configurations for a variable number of
passengers, such as seating configurations ranging from
16 to 20 passengers. In addition, rotorcraft used for oil
and gas exploration may use pucks to enable seating
configurations that comply with FAA and OGP standards.
In some cases, pucks may be used to install particular
seating arrangements and/or foldover seats in an aircraft
or rotorcraft, for example, to facilitate access to the exits
in a manner that complies with OGP standards (and/or
any other standards, requirements, or regulations).
Moreover, rotorcraft used for corporate, private, and/or
VIP travel may use pucks to enable various custom seat-
ing and furniture configurations (e.g., as desired by the
operator and/or passengers).
[0019] The embodiments described throughout this
disclosure provide numerous technical advantages, in-
cluding flexible and reconfigurable arrangements of air-
craft fixtures, seating arrangements for a variable number
of passengers (e.g., in a manner that complies with OGP
standards), and custom seating and furniture arrange-
ments for private, corporate, and VIP travel, among other
examples. Moreover, pucks are also lighter (e.g., thus
reducing the weight of aircraft), more cost-efficient, and
less susceptible to damage than other aircraft attachment
mechanisms (e.g., rails). As an example, multiple dis-
crete pucks can be installed in order to attach a fixture
that would otherwise require installation of an entire rail-
based attachment mechanism. Installation of multiple
discrete pucks rather than a long rail-based mechanism
may result in a lightweight and cheaper solution. More-
over, because pucks can be embedded within and/or
flush with the surface in which they are installed, attach-

ment points can be added to a surface without compro-
mising the flat nature of the surface. Similarly, unused
pucks can be plugged with a puck cover or plug, flush
with the surface in which they are embedded, thus ena-
bling flexible puck-based configurations to be installed in
a surface while preserving its flat nature. Moreover, the
embedded and/or flush installation of pucks renders them
more resilient to damage than other attachment mecha-
nisms, such as rails that may protrude above the surface
in which they are installed. In addition, replacing a dam-
aged puck may be easier and cheaper than replacing
other attachment mechanisms, such as rail-based mech-
anisms, which may require an entire rail to be replaced
even if the damage is limited to only a particular portion
of the rail.
[0020] Example embodiments that may be used to im-
plement flexible configuration of aircraft fixtures are de-
scribed below with more particular reference to the re-
maining FIGURES.
[0021] FIGURES 3A-C illustrate example embodi-
ments of pucks for enabling flexible configuration of air-
craft fixtures.
[0022] FIGURE 3A illustrates an example embodiment
of an attachment device or puck 302. In the illustrated
embodiment, puck 302 is installed in surface or structure
308. In some embodiments, for example, surface 308
may be a surface or structure of an aircraft, such as the
floor panel of a rotorcraft. In some embodiments, surface
308 may comprise a composite core, such as a honey-
comb or foam core. In other embodiments, however, any
suitable type of surface 308 may be used.
[0023] In the illustrated embodiment, puck 302 in-
cludes an attachment fitting or point 304. Attachment
point 304, for example, may be used as an attachment
point for components attached to the surface or structure
308 in which the puck 302 is embedded, such as fixtures
installed on a surface of an aircraft. For example, a fixture
may include a corresponding attachment point or fitting
that can be mechanically clamped down on attachment
point 304 of puck 302. Thus, a fixture may be installed
by clamping down its attachment point(s) to the attach-
ment point(s) 304 of one or more pucks 302. In some
embodiments, for example, attachment point 304 of puck
302 may include a stud fastened to puck 302 using me-
chanical fasteners (e.g., a locking nut and washers), and
the stud of puck 302 may interface with a corresponding
attachment point of a particular fixture (e.g., a seat or
payload fitting). Moreover, in some embodiments, a puck
302 may include multiple attachment points 304.
[0024] According to the invention, puck 302 also in-
cludes flanges 306a and 306b. Puck 302 is formed from
two adjacent and internal flanges 306. For example, puck
302 may be formed using two vertically arranged com-
ponents that each include a flange 306, with the flanges
306 situated internally and adjacent to each other when
the puck is embedded within a particular surface or struc-
ture 308. Flanges 306, for example, may each include
an internal ridge or rim that provides structural support
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and strength when puck 302 is used as an attachment
point for a fixture. For example, when a fixture is attached
to puck 302, flanges 306 may provide a load path for
transferring and/or shearing the load over a given area
of the core or surface 308 in which the puck in installed.
In some cases, the two components with flanges 306
may be distinct or separable parts of puck 302.
[0025] In some embodiments, a puck 302 may be in-
stalled in a particular surface 308 by first drilling a hole
in the surface 308, and then placing the two flange 306
components of the puck 302 in the hole, with the flanges
306 arranged adjacently in the hole and with the attach-
ment point 304 in the center. In this manner, puck 302
can be mechanically clamped or installed in the drilled
hole, thus avoiding the need to use an adhesive bond to
hold the puck 302 in place. In some embodiments, how-
ever, an adhesive bond may still be used or injected, for
example, in order to seal any gaps (e.g., to prevent mois-
ture). In this manner, pucks 302 can be installed in a
particular surface 308 even after the surface has been
fabricated or manufactured. For example, in some cases,
blank floor panels for rotorcraft could be fabricated or
manufactured, and then pucks 302 could be subsequent-
ly installed in the floor panels using the appropriate con-
figuration (e.g., using a configuration desired by a par-
ticular rotorcraft operator).
[0026] Once installed, pucks 302 may be used to at-
tach fixtures to the surface 308 in which they are installed
(e.g., for attaching seats to the floor of an aircraft). For
example, in some embodiments, fixtures may include at-
tachment points, such as claw-based attachment fittings,
which can be mechanically clamped down on the corre-
sponding attachment points 304 of pucks 302. Thus, fix-
tures can be installed by clamping down their attachment
points to the appropriate attachment points 304 of the
pucks 302. Fixtures can similarly be removed by discon-
necting the fixture attachments points from the corre-
sponding attachment points 304 of the pucks 302. In this
manner, the configuration of fixtures (e.g., seating con-
figurations) can be easily modified, for example, by add-
ing, removing, and/or rearranging certain fixtures, as de-
sired. Thus, pucks 302 may enable fixtures to be config-
ured in a more flexible manner than is possible using
other attachment mechanisms, such as rail-based mech-
anisms, which may require all or many of the existing
fixtures to be removed from the rails in order to add, re-
move, and/or rearrange certain fixtures on the rails (e.g.,
by sliding the existing fixtures off the rails, and then sliding
fixtures back on the rails using a new fixture arrange-
ment).
[0027] Pucks 302 may also enable attachment points
to be added to a particular surface 308 without compro-
mising the flat nature of the surface, given that pucks 302
can be embedded within the surface 308 in which they
are installed. Moreover, unused pucks 302 can be
plugged with a puck cover or plug, flush with the surface
in which the puck is embedded within, in order to similarly
preserve the flat nature of the surface 308 in which they

are embedded, while also preserving the ability to sub-
sequently reconfigure an arrangement of fixtures using
the previously unused pucks 302. In some embodiments,
puck covers may be created from a polymer-based ma-
terial, such as a nylon polymer, using selective laser sin-
tering (SLS). In other embodiments, puck covers may be
created using injection molded plastics and/or other in-
jection molded materials. Any suitable material and/or
manufacturing method, however, can be used to create
puck covers.
[0028] FIGURE 3B illustrates examples of pucks with
different sizes, numbers of attachment points, and spac-
ing between the attachment points. In some embodi-
ments, for example, certain fixture configurations may
require pucks with varying sizes, numbers of attachment
points, and spacing between the attachment points, de-
pending on the desired fixture configuration. For exam-
ple, in some cases, certain fixture configurations may
require multiple attachment points in close proximity, and
thus a puck with two or more attachment points may be
required. Moreover, the required spacing between the
attachment points of the puck may vary depending on
the particular fixture configuration, and thus a puck with
the appropriate spacing between attachment points may
be required. In this manner, a puck with multiple attach-
ment points can serve as a single anchor point that sup-
ports multiple attachment points and/or fixture configu-
rations. In some embodiments, for example, pucks with
multiple attachment points can be used to provide flexible
seating configurations. For example, a puck with multiple
attachment points could be used as an anchor that is
shared by two adjacent seats (e.g., a wider seat placed
adjacently to a narrower seat). As another example, a
puck with multiple attachment points could be used as
an anchor for multiple cargo nets (e.g., using a single
puck as an anchor for two, three, or four cargo nets).
[0029] The illustrated example depicts four pucks
302a-d with different sizes, different numbers of attach-
ment points 304, and different spacing between the at-
tachment points 304. For example, puck 302a includes
a single attachment point 304, while pucks 302b-d each
include two attachment points 304. Moreover, pucks
302b-d each have different spacing between their re-
spective attachment points 304. For example, puck 302b
includes attachment points 304 that are spaced apart by
1.330 inches; puck 302c includes attachment points 304
that are spaced apart by 1.775 inches; and puck 302d
includes attachment points 304 that are spaced apart by
2.665 inches. Finally, each puck 302a-d is a different
size. The particular size, number of attachment points,
and spacing of pucks may depend on the particular fixture
configuration. For example, the particular designs used
for pucks 302a-d are tailored for the various seating con-
figurations described throughout this disclosure, such as
16 - 20 passenger seating configurations, and custom
corporate and VIP seating configurations. Pucks used in
other fixture configurations, however, may be any size
and may include any number of attachments points
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and/or spacing between attachment points, as appropri-
ate.
[0030] FIGURE 3C illustrates example configurations
of pucks 302 in the floor 308 of a rotorcraft. In the illus-
trated example, pilot and co-pilot seats 310 are attached
to rotorcraft floor 308. Moreover, rotorcraft floor 308 in-
cludes an arrangement of pucks 302 that have different
shapes, sizes, numbers of attachment points, and spac-
ing between attachment points. Accordingly, the remain-
ing seats, furniture, and/or other fixtures of the rotorcraft
are configurable using the pucks 302 installed in the ro-
torcraft floor 308. The particular configuration and design
of pucks 302 used in the illustrated example are tailored
for the various rotorcraft seating configurations described
throughout this disclosure, such as 16 - 20 passenger
seating configurations, and custom corporate and VIP
seating configurations. For example, a particular seating
configuration described by this disclosure may be in-
stalled using some subset of the pucks 302 in the illus-
trated example. Moreover, as described throughout this
disclosure, any unused pucks 302 may be plugged with
puck covers.
[0031] Accordingly, in the illustrated example, a single
rotorcraft floor panel 308 is installed with a configuration
of pucks 302 that can be used for multiple seating con-
figurations. In other cases, however, the rotorcraft floor
panel 308 may only be installed with the particular pucks
302 that are required for a desired seating configuration.
Moreover, in some embodiments, the floor panels 308
of rotorcraft may be removable, and thus depending on
the desired seating configuration, a floor panel 308 with
the appropriate puck configuration may be installed in
the rotorcraft. Thus, in some cases, a rotorcraft may use
a single floor panel 308 that supports multiple seating
arrangements, while in other cases, a rotorcraft may use
removable floor panels that each support a particular
seating arrangement. In some cases, the particular ap-
proach may depend on the needs and/or requirements
of an operator of the rotorcraft. For example, using a sin-
gle floor panel with all pucks needed to support multiple
seating arrangements may add additional weight to a ro-
torcraft (e.g., the weight from any unused pucks), while
using multiple floor panels that each support a particular
seating arrangement may be more lightweight but also
more expensive.
[0032] Moreover, in some embodiments, various ap-
proaches can be used to identify which pucks 302 in a
particular floor panel 308 or surface should be used for
various seating or other fixture configurations. For exam-
ple, in some cases, the pucks 302 may be color coded
using different colors to identify the pucks 302 used for
different configurations. The color coding, for example,
may be provided either directly on the floor panel in which
the pucks 302 are embedded and/or in associated doc-
umentation.
[0033] FIGURE 4 illustrates example exit locations in
a rotorcraft 400. In the illustrated example, rotorcraft 400
includes hinge door 450a, sliding door 450b, and pushout

windows 460a-e, which may all be used as exits of ro-
torcraft 400. Hinge door 450a is a door attached to the
rotorcraft 400 with a hinge used for opening and closing
the door. In the illustrated example, hinge door 450a is
located near the front of the rotorcraft cabin. Sliding door
450b is a door that can be opened and closed by sliding
the door laterally. In the illustrated example, sliding door
450b is located near the rear of the rotorcraft cabin.
Pushout windows 460a-e are windows that can be
"pushed out" in order to be used as an exit, for example,
in emergency situations. In the illustrated example,
pushout window 460a is located near the cockpit (e.g.,
for access by the pilot and/or co-pilot), pushout window
460b is located near the middle of the rotorcraft cabin,
pushout windows 460c and 460d are located in sliding
door 450b near the rear of the rotorcraft cabin, and
pushout window 460e is located in hinge door 450a near
the front of the rotorcraft cabin.
[0034] Certain types and/or uses of rotorcraft or other
aircraft may be subject to legal constraints (e.g., govern-
ment safety regulations) relating to emergency exit ac-
cess, which may impact the required seating configura-
tion of an aircraft. For example, transport rotorcraft (e.g.,
helicopters) may be subject to FAA regulations associ-
ated with access to emergency exits, number of seats,
seat and aisle spacing, and so forth (e.g., as set forth by
various regulations from 14 C.F.R. § 29). For example,
in some cases, FAA regulations may require a transport
rotorcraft to have means for rapid evacuation in emer-
gencies, access to each passenger exit for each passen-
ger, access from each aisle to certain types of exits, and
a particular width for the main passenger aisle (e.g., for
11 to 19 passengers, aisles may need to be 12 inches
or 20 inches wide, depending on the seat heights). As
another example, rotorcraft used for oil and gas explo-
ration may be subject to standards (e.g., safety stand-
ards) from the International Association of Oil and Gas
Producers (the IOGP or OGP). For example, OGP oper-
ator standards for enhanced safety specify that every
seat in a rotorcraft should have access to an emergency
exit with no more than one intervening seat.
[0035] Accordingly, rotorcraft operators may require a
variety of seating configurations that satisfy their respec-
tive business requirements along with any applicable le-
gal constraints, such as government or industry safety
regulations. Thus, in some cases, a rotorcraft 400 may
use pucks (e.g., pucks 302 of FIGURES 3A-C) to enable
flexible seating configurations that satisfy the business
requirements of the operator while also complying with
any applicable regulations or standards, such as FAA
and OGP standards. This disclosure describes and illus-
trates various FAA and OGP compliant seating configu-
rations installed using pucks, such as certain seating con-
figurations described below in connection with FIGURE
5.
[0036] FIGURES 5A-K illustrate example rotorcraft
seating configurations that may comply with various reg-
ulations and standards, such as certain FAA and OGP
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standards. For example, as described above in connec-
tion with FIGURE 4, OGP operator standards for en-
hanced safety specify that every seat in a rotorcraft
should have access to an emergency exit with no more
than one intervening seat. The example seating config-
urations of FIGURE 5 are for 16 - 19 passengers (PAX),
and certain seating configurations are compliant with
OGP standards. Moreover, the example seating config-
urations of FIGURE 5 may be installed using pucks, such
as pucks 302 of FIGURES 3A-C.
[0037] FIGURE 5A illustrates example OGP compliant
configurations for 16 - 19 passengers (PAX). In the illus-
trated example, the floor 508 of a rotorcraft is shown.
Rotorcraft floor 508 includes existing seat provisions 501,
seat pucks 502, and additional seat provisions 503. Ex-
isting seat provisions 501, for example, may be seat at-
tachment mechanisms that already exist in rotorcraft floor
508, such as seat attachment mechanisms that are in-
stalled during the manufacturing or fabrication stage of
rotorcraft floor 508. Seat pucks 502 may be puck-based
seat attachment mechanisms (e.g., pucks 302 of FIG-
URES 3A-C) used to enable flexible seating arrange-
ments. In some cases, seat pucks 502 may be installed
after the manufacturing or fabrication stage of rotorcraft
floor 508. Moreover, the arrangement of seat pucks 502
installed in rotorcraft floor 508 may be varied based on
the desired seating configuration of the rotorcraft opera-
tor. Moreover, additional seat provisions 503 (e.g., seat
attachment mechanisms other than existing seat provi-
sions 501 and seat pucks 502) may also be installed in
rotorcraft floor 508 for certain seating configurations.
[0038] The seating provisions 501 - 503 in rotorcraft
floor 508 of FIGURE 5A may be used to install various
seating configurations, such as the 16 - 19 passenger
seating configurations shown throughout the remaining
illustrations of FIGURE 5. For example, FIGURE 5A iden-
tifies where the seating fixtures would be installed, and
which seat attachment provisions 501 - 503 would be
used, for the various seating configurations illustrated
throughout FIGURE 5. For example, the location of each
seating fixture is indicated in FIGURE 5A by the overlay
of seat fixture locations 520 and 530 on rotorcraft floor
508. Moreover, the particular seat attachment provisions
501 - 503 used to attach each seating fixture is indicated
in FIGURE 5A by the overlay of each seat fixture location
520 and 530 on the corresponding seat attachment pro-
visions 501 - 503. FIGURE 5A also indicates the type
and orientation of each seat puck 502 in rotorcraft floor
508. For example, the type of each puck 502 is indicated
in FIGURE 5A by the varying sizes and number of holes
of the pucks 502 in rotorcraft floor 508 (e.g., similar to
the various puck types illustrated in FIGURES 3A-C).
Similarly, the orientation of each puck 502 in rotorcraft
floor 508 is also depicted in FIGURE 5A.
[0039] For example, for a 16 passenger configuration,
FIGURE 5A identifies where the associated seat rows
530 would be installed, and which seat attachment pro-
visions 501 - 503 would be used for each seat row 530.

The 16 passenger configuration, for example, may be
installed by attaching four seat rows 530 (e.g., with four
seats per row) to the appropriate seat provisions 501 -
503 throughout the cabin floor 508 of the rotorcraft. Sim-
ilarly, for 17 - 19 passenger configurations, FIGURE 5A
identifies where the various seats 520 would be installed,
and which seat attachment provisions 501 - 503 would
be used for each seat 520. For example, the 17 - 19
passenger configurations may be installed by attaching
the desired number of seats 520 to the appropriate seat
provisions 501 - 503 throughout the cabin floor 508 of
the rotorcraft.
[0040] Moreover, the 16 - 19 passenger seating con-
figurations illustrated throughout FIGURE 5 may be com-
pliant with various applicable regulations and standards,
such as the FAA and OGP regulations and standards
discussed above in connection with FIGURE 4. For ex-
ample, in certain seating configurations illustrated
throughout FIGURE 5, every seat in the rotorcraft has
access to an emergency exit with no more than one in-
tervening seat between the exit, as specified by OGP
operator enhanced safety standards. Moreover, certain
seating configurations illustrated throughout FIGURE 5
are also compliant with FAA regulations regarding ac-
cess to emergency exits, number of seats, and seat and
aisle spacing, among other examples.
[0041] Examples of various seating arrangements that
can be installed using the illustrated configuration of in
FIGURE 5A (or another similar configuration) are de-
scribed below in connection with the remaining illustra-
tions of FIGURE 5.
[0042] FIGURE 5B illustrates the locations of pucks
502 installed in a rotorcraft floor 508 for a 16 passenger
seating arrangement. The illustrated example identifies
where the various pucks 502 are installed, where the
seats 510 would be installed, and which pucks 502 (or
other seat attachment provisions) would be used for each
seat location 510. For example, the location of each seat
510 is indicated in the illustrated example by the overlay
of seat locations 510 on the rotorcraft floor 508. Moreo-
ver, the particular pucks 502 used to attach each seat
510 is indicated in the illustrated example by the overlay
of each seat location 510 on the corresponding pucks
502.
[0043] Moreover, the illustrated example indicates the
type and orientation of each puck 502. For example, the
type of each puck 502 is indicated in the illustrated ex-
ample by the varying sizes and number of holes of the
pucks 502 in rotorcraft floor 508 (e.g., similar to the var-
ious puck types illustrated in FIGURES 3A-C). Similarly,
the orientation of each puck 502 in rotorcraft floor 508 is
also depicted in the illustrated example.
[0044] In the illustrated example, a 16 passenger seat-
ing configuration could be installed by attaching four rows
of seats 510 (with four seats 510 per row) to the rotorcraft
floor 508 using pucks 502 (and/or using other seat at-
tachment mechanisms). For example, the various seats
510 of the 16 passenger seating configuration could be
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attached throughout the cabin floor 508 using the appro-
priate pucks 502 (and/or other seat attachment mecha-
nisms) depicted by the illustrated example.
[0045] FIGURE 5C illustrates an example seating ar-
rangement for 16 passengers. The illustrated seating ar-
rangement, for example, includes an arrangement of 16
seats 510 installed in rotorcraft floor 508 using the puck
configuration of FIGURE 5B. As shown in the illustrated
example, there are four rows of seats 510 throughout the
cabin floor 508 of the rotorcraft, and each row includes
four adjacent seats 510. The seats in the 1st, 3rd, and 4th

rows all face towards the front of the rotorcraft, while the
seats in the 2nd row face towards the back of the ro-
torcraft. In this manner, the seats in the 2nd and 3rd rows
(e.g., the two middle rows) face each other.
[0046] FIGURE 5D illustrates the locations of pucks
502 installed in a rotorcraft floor 508 for 17 - 19 passenger
seating arrangements. The illustrated example identifies
where the various pucks 502 are installed, where the
seats 510 could be installed, and which pucks 502 (or
other seat attachment provisions) would be used for each
seat location 510. For example, the location of each seat
510 is indicated in the illustrated example by the overlay
of seat locations 510 on the rotorcraft floor 508. Moreo-
ver, the particular pucks 502 used to attach each seat
510 is indicated in the illustrated example by the overlay
of each seat location 510 on the corresponding pucks
502.
[0047] Moreover, the illustrated example indicates the
type and orientation of each puck 502. For example, the
type of each puck 502 is indicated in the illustrated ex-
ample by the varying sizes and number of holes of the
pucks 502 in rotorcraft floor 508 (e.g., similar to the var-
ious puck types illustrated in FIGURES 3A-C). Similarly,
the orientation of each puck 502 in rotorcraft floor 508 is
also depicted in the illustrated example.
[0048] In the illustrated example, 17 - 19 passenger
seating configurations could be installed by attaching the
appropriate number of seats to rotorcraft floor 508 at the
illustrated seat installation locations 510. Moreover, the
seats can be attached using the corresponding pucks
502 (and/or other seat attachment mechanisms) depict-
ed for each illustrated seat location 510. For example,
there are 20 possible seat locations 510 shown in the
illustrated example. However, because 20 passenger
configurations may be subject to additional regulations
and/or standards, in some cases only a subset of the 20
total seat locations 510 may be used. For example, seat-
ing configurations for 17 - 19 passengers could be in-
stalled using an appropriate subset of the 20 total seat
locations 510. Moreover, in order to maintain compliance
with applicable regulations and standards (e.g., FAA
and/or OGP standards), the subset of seat locations 510
may be chosen such that the unused seat location(s) 510
are in the 1st row and/or the center of the 5th row (e.g.,
the last row), in order to maintain the center aisle of ro-
torcraft floor 508. For example, a 19 passenger configu-
ration could use all the illustrated seat locations 510 with

the exception of one unused seat location 510 in either
the 1st row or the center of the 5th row. In other embod-
iments, however, the unused seat location(s) 510 can be
any of the seat locations 510 of any row.
[0049] FIGURE 5E illustrates an example seating ar-
rangement for 18 passengers. The illustrated seating ar-
rangement, for example, includes an arrangement of 18
seats 510 installed in rotorcraft floor 508 using the puck
configuration of FIGURE 5D. For example, the illustrated
seating arrangement in FIGURE 5E uses the seat loca-
tions 510 from FIGURE 5D, with the exception of two
unused seat locations on the left and right ends of the
1st row. As shown in the illustrated example, there are
five rows of seats 510 throughout the cabin floor 508 of
the rotorcraft. The 1st row includes one seat; the 2nd, 3rd,
and 4th rows each include four seats; and the 5th row
includes five seats. The seats in the 1st, 3rd, and 5th rows
all face towards the front of the rotorcraft, while the seats
in the 2nd and 4th rows face towards the back of the ro-
torcraft. In this manner, the seats in the 2nd and 3rd rows
face each other, and the seats in the 4th and 5th rows
also face each other. Moreover, the seats 510 are ar-
ranged such that an aisle is formed through the 2nd, 3rd,
and 4th rows.
[0050] FIGURE 5F illustrates an example seating ar-
rangement for 19 passengers. The illustrated seating ar-
rangement, for example, includes an arrangement of 19
seats 510 installed in rotorcraft floor 508 using the puck
configuration of FIGURE 5D. For example, the illustrated
seating arrangement in FIGURE 5F uses the seat loca-
tions 510 from FIGURE 5D, with the exception of one
unused seat location at the center of the 5th row (e.g.,
the last row). As shown in the illustrated example, there
are five rows of seats 510 throughout the cabin floor 508
of the rotorcraft. The 1st row includes three seats, and
the 2nd - 5th rows each include four seats. Moreover, the
seats in the 1st, 3rd, and 5th rows all face towards the
front of the rotorcraft, while the seats in the 2nd and 4th

rows face towards the back of the rotorcraft. In this man-
ner, the seats in the 2nd and 3rd rows face each other,
and the seats in the 4th and 5th rows also face each other.
Moreover, the seats 510 are arranged such that an aisle
is formed through the 2nd, 3rd, 4th, and 5th rows.
[0051] FIGURE 5G illustrates another example seating
arrangement for 19 passengers. The illustrated seating
arrangement of FIGURE 5G, for example, is similar to
the seating arrangement of FIGURE 5F, except the un-
used seat location in FIGURE 5G is at the center of the
1st row rather than the center of the 5th row (as in FIGURE
5F). The illustrated seating arrangement of FIGURE 5G,
for example, includes an arrangement of 19 seats 510
installed in rotorcraft floor 508 using the puck configura-
tion of FIGURE 5D. For example, the illustrated seating
arrangement in FIGURE 5G uses the seat locations 510
from FIGURE 5D, with the exception of one unused seat
location at the center of the 1st row. As shown in the
illustrated example, there are five rows of seats 510
throughout the cabin floor 508 of the rotorcraft. The 1st
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row includes two seats; the 2nd - 4th rows each include
four seats; and the 5th row includes five seats. Moreover,
the seats in the 1st, 3rd, and 5th rows all face towards the
front of the rotorcraft, while the seats in the 2nd and 4th

rows face towards the back of the rotorcraft. In this man-
ner, the seats in the 2nd and 3rd rows face each other,
and the seats in the 4th and 5th rows also face each other.
Moreover, the seats 510 are arranged such that an aisle
is formed through the 1st, 2nd, 3rd, and 4th rows.
[0052] FIGURE 5H illustrates another example seating
arrangement for 19 passengers. The illustrated seating
arrangement of FIGURE 5H, for example, is similar to
the seating arrangement of FIGURE 5G, except the un-
used seat location in FIGURE 5H is at the right end of
the 1st row rather than the center of the 1st row (as in
FIGURE 5G). The illustrated seating arrangement of FIG-
URE 5H, for example, includes an arrangement of 19
seats 510 installed in rotorcraft floor 508 using the puck
configuration of FIGURE 5D. For example, the illustrated
seating arrangement in FIGURE 5H uses the seat loca-
tions 510 from FIGURE 5D, with the exception of one
unused seat location at the right end of the 1st row. As
shown in the illustrated example, there are five rows of
seats 510 throughout the cabin floor 508 of the rotorcraft.
The 1st row includes two seats; the 2nd - 4th rows each
include four seats; and the 5th row includes five seats.
Moreover, the seats in the 1st, 3rd, and 5th rows all face
towards the front of the rotorcraft, while the seats in the
2nd and 4th rows face towards the back of the rotorcraft.
In this manner, the seats in the 2nd and 3rd rows face
each other, and the seats in the 4th and 5th rows also
face each other. Moreover, the seats 510 are arranged
such that an aisle is formed through the 2nd, 3rd, and 4th

rows.
[0053] FIGURE 5I illustrates another example seating
arrangement for 19 passengers. In the illustrated seating
arrangement, the seats 510 are arranged such that each
seat faces the nearest exit(s) of the rotorcraft (e.g., the
exits identified in connection with FIGURE 4). The illus-
trated seating arrangement, for example, includes an ar-
rangement of 19 seats 510. As shown in the illustrated
example, there are five rows of seats 510 throughout the
cabin floor 508 of the rotorcraft. The 1st row includes three
seats, and the 2nd - 5th rows each include four seats.
Moreover, the seats in the 1st, 2nd, 4th, and 5th rows all
face towards the front of the rotorcraft, while the seats in
the 3rd row face towards the back of the rotorcraft. In this
manner, the seats in the 3rd and 4th rows face each other.
Moreover, the 1st and 2nd rows face the exits through
hinged door 550a and its associated pushout window
560e (near the front of the rotorcraft). The 3rd, 4th, and
5th rows face the exits through pushout window 560b
(near the middle of the rotorcraft), sliding door 550b (near
the rear of the rotorcraft), and pushout windows 560c and
560d in sliding door 550b.
[0054] FIGURES 5J and 5K illustrate example ro-
torcraft seating arrangements with foldover seats. In
some embodiments, for example, the illustrated seating

arrangements may be installed using pucks, such as
pucks 302 of FIGURES 3A-C.
[0055] Foldover seats may facilitate access to emer-
gency exits for certain passengers in a rotorcraft, de-
pending on the particular seating arrangement. Accord-
ingly, foldover seats may be used to provide seating ar-
rangements for varying numbers of passengers that also
comply with any applicable regulations and standards,
such as the FAA and OGP regulations and standards
discussed above in connection with FIGURE 4. For ex-
ample, foldover seats can be strategically placed in a
rotorcraft cabin to facilitate access to emergency exits
for purposes of emergency egress of a rotorcraft.
[0056] The illustrated seating arrangements of FIG-
URES 5J-K are for 16 passengers and 19 passengers,
respectively. Foldover seats may be used in other seating
arrangements for any number of passengers, however,
based on the particular needs and/or requirements of the
rotorcraft or aircraft operator.
[0057] FIGURE 5J illustrates a 16 passenger seating
arrangement with foldover seats 512. The illustrated
seating arrangement of FIGURE 5J is similar to the 16
passenger seating arrangement of FIGURE 5C, except
the seating arrangement of FIGURE 5J includes foldover
seats 512 on the left and right ends of the 3rd row. As
shown in FIGURE 5J, for example, there are four rows
of seats 510 throughout the cabin floor 508 of the ro-
torcraft, and each row includes four adjacent seats 510.
The seats in the 1st, 3rd, and 4th rows all face towards
the front of the rotorcraft, while the seats in the 2nd row
face towards the back of the rotorcraft. In this manner,
the seats in the 2nd and 3rd rows (e.g., the two middle
rows) face each other. Moreover, the two seats on the
left and right ends of the 3rd row are foldover seats 512,
which may facilitate emergency exit access and egress
for certain passengers.
[0058] For example, foldover seats 512 may enable
passengers in the 2nd row and/or 3rd row to exit through
a sliding door at the back right of the rotorcraft (e.g., slid-
ing door 450b of FIGURE 4). In some cases, for example,
passengers in the 2nd row and/or 3rd row may normally
be able to exit through a pushout window in the middle
right side of the rotorcraft (e.g., pushout window 460b of
FIGURE 4), without using foldover seats 512. However,
if the sliding door at the back right of the rotorcraft is ajar
(e.g., sliding door 450b of FIGURE 4), then it may block
or obstruct the exit through the middle pushout window
(e.g., pushout window 460b of FIGURE 4). Accordingly,
foldover seats 512 may enable passengers in the 2nd row
and/or 3rd row to exit through the back right sliding door
(e.g., sliding door 450b of FIGURE 4) when the middle
pushout window exit (e.g., pushout window 460b of FIG-
URE 4) is blocked or obstructed. Similarly, foldover seats
512 may enable passengers in the 4th row to exit through
the middle pushout window (e.g., pushout window 460b
of FIGURE 4) as needed, such as when the back right
sliding door cannot be used for a particular reason.
[0059] FIGURE 5K illustrates a 19 passenger seating
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arrangement with foldover seats 512. As shown in FIG-
URE 5K, for example, there are four rows of seats 510
throughout the cabin floor 508 of the rotorcraft. The 1st,
2nd, and 4th rows each include five seats, and the 3rd row
includes four seats. Moreover, the seats in the 1st, 3rd,
and 4th rows all face towards the front of the rotorcraft,
while the seats in the 2nd row face towards the back of
the rotorcraft. In this manner, the seats in the 2nd and 3rd

rows (e.g., the two middle rows) face each other. More-
over, the two seats on the left and right ends of the 3rd

row are foldover seats 512, which may facilitate emer-
gency exit access and egress for certain passengers
(e.g., as described above for FIGURE 5J). For example,
foldover seats 512 may enable passengers in the 2nd row
and/or 3rd row to exit through a sliding door at the back
right of the rotorcraft (e.g., sliding door 450b of FIGURE
4) rather than a pushout window in the middle right side
of the rotorcraft (e.g., pushout window 460b of FIGURE
4), such as when the sliding door is ajar and is blocking
the middle pushout window exit. Similarly, foldover seats
512 may enable passengers in the 4th row to exit through
the middle pushout window (e.g., pushout window 460b
of FIGURE 4) as needed, such as when the back right
sliding door cannot be used for a particular reason.
[0060] FIGURES 6A-B illustrate an example rotorcraft
seating configuration for 20 passengers.
[0061] FIGURE 6A illustrates the locations of pucks
602 installed in a rotorcraft floor 608 for a 20 passenger
seating arrangement. The illustrated example identifies
where the various pucks 602 are installed, where the
seats 610 would be installed, and which pucks 602 (or
other seat attachment provisions) would be used for each
seat location 610. For example, the location of each seat
610 is indicated in the illustrated example by the overlay
of seat locations 610 on the rotorcraft floor 608. Moreo-
ver, the particular pucks 602 used to attach each seat
610 is indicated in the illustrated example by the overlay
of each seat location 610 on the corresponding pucks
602.
[0062] Moreover, the illustrated example indicates the
type and orientation of each puck 602. For example, the
type of each puck 602 is indicated in the illustrated ex-
ample by the varying sizes and number of holes of the
pucks 602 in rotorcraft floor 608 (e.g., similar to the var-
ious puck types illustrated in FIGURES 3A-C). Similarly,
the orientation of each puck 602 in rotorcraft floor 608 is
also depicted in the illustrated example.
[0063] In the illustrated example, a 20 passenger seat-
ing configuration could be installed by attaching four rows
of seats 610, with five seats 610 per row, to the rotorcraft
floor 608 using pucks 602 (and/or using other seat at-
tachment mechanisms). For example, the various seats
610 of the 20 passenger seating configuration could be
attached throughout the cabin floor 608 using the appro-
priate pucks 602 (and/or other seat attachment mecha-
nisms) depicted by the illustrated example.
[0064] FIGURE 6B illustrates an example seating ar-
rangement for 20 passengers. The illustrated seating ar-

rangement, for example, includes an arrangement of 20
seats 610 installed in rotorcraft floor 608 using the puck
configuration of FIGURE 6A. As shown in the illustrated
example, there are four rows of seats 610 throughout the
cabin floor 608 of the rotorcraft, and each row includes
five adjacent seats 610. The seats in the 1st, 3rd, and 4th

rows all face towards the front of the rotorcraft, while the
seats in the 2nd row face towards the back of the ro-
torcraft. In this manner, the seats in the 2nd and 3rd rows
(e.g., the two middle rows) face each other.
[0065] FIGURES 7A-I illustrate example corporate ro-
torcraft configurations. For example, the illustrated con-
figurations of FIGURE 7 can be used for corporate and/or
VIP travel. Moreover, the example configurations of FIG-
URE 7 may be installed using pucks (e.g., pucks 302 of
FIGURES 3A-C).
[0066] FIGURE 7A illustrates a three-dimensional per-
spective of various corporate seating and furniture con-
figurations 700a-d that are described below in connection
with the remaining illustrations of FIGURE 7. For exam-
ple, configuration 700a is a 4 passenger seating config-
uration, which is further illustrated and described in FIG-
URES 7B-C. Configuration 700b is a 5 passenger seating
configuration, which is further illustrated and described
in FIGURES 7D-E. Configuration 700c is a 6 passenger
seating configuration, which is further illustrated and de-
scribed in FIGURES 7F-G. Finally, configuration 700d is
an 8 passenger seating configuration, which is further
illustrated and described in FIGURES 7H-I.
[0067] FIGURE 7B illustrates the locations of pucks
702 installed in a rotorcraft floor 708 for a 4 passenger
corporate arrangement. The illustrated example identi-
fies where the various pucks 702 are installed, where the
seats 710 and other furniture 715 would be installed, and
which pucks 702 (or other seat attachment provisions)
would be used for each seat 710 and furniture 715 loca-
tion. For example, the location of each seat 710 and fur-
niture piece 715 is indicated in the illustrated example by
the overlay of seat 710 and furniture 715 locations on the
rotorcraft floor 708. Moreover, the particular pucks 702
used to attach each seat 710 and furniture piece 715 is
indicated in the illustrated example by the overlay of seat
710 and furniture 715 locations on the corresponding
pucks 702.
[0068] Moreover, the illustrated example indicates the
type and orientation of each puck 702. For example, the
type of each puck 702 is indicated in the illustrated ex-
ample by the varying sizes and number of holes of the
pucks 702 in rotorcraft floor 708 (e.g., similar to the var-
ious puck types illustrated in FIGURES 3A-C). Similarly,
the orientation of each puck 702 in rotorcraft floor 708 is
also depicted in the illustrated example.
[0069] In the illustrated puck configuration, a 4 passen-
ger seating configuration could be installed by attaching
two rows of seats 710 with two seats 710 per row. More-
over, side tables 715a-b can be installed between the
seats 710 of each row, a center table 715c can be in-
stalled between the two seat rows, and any desired fix-
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ture(s) 715d can be installed at the back of the rotorcraft
(e.g., a storage or baggage compartment, cabinetry, bev-
erage center, ice bins, and so forth). The seats 710 and
furniture 715 can be attached to the rotorcraft floor 708
using the appropriate pucks 702 (and/or other seat at-
tachment mechanisms) depicted by the illustrated exam-
ple.
[0070] FIGURE 7C illustrates an example corporate
seating and furniture arrangement for a rotorcraft with 4
passengers. The illustrated corporate arrangement of
FIGURE 7C can be installed using the puck configuration
of FIGURE 7B. As shown in the illustrated example, there
are two rows of seats 710 with two seats 710 per row,
side tables 715a-b between the seats 710 of each row,
a center table 715c between the two seat rows, and a
storage compartment 715d (or other desired fixture) at
the back of the rotorcraft. The seats in the 1st row face
towards the back of the rotorcraft, while the seats in the
2nd row face towards the front of the rotorcraft. In this
manner, the seats in the 1st and 2nd rows face each other.
[0071] FIGURE 7D illustrates the locations of pucks
702 installed in a rotorcraft floor 708 for a 5 passenger
corporate arrangement. The illustrated example identi-
fies where the various pucks 702 are installed, where the
seats 710 and other furniture 715 would be installed, and
which pucks 702 (or other seat attachment provisions)
would be used for each seat 710 and furniture 715 loca-
tion. For example, the location of each seat 710 and fur-
niture piece 715 is indicated in the illustrated example by
the overlay of seat 710 and furniture 715 locations on the
rotorcraft floor 708. Moreover, the particular pucks 702
used to attach each seat 710 and furniture piece 715 is
indicated in the illustrated example by the overlay of seat
710 and furniture 715 locations on the corresponding
pucks 702.
[0072] Moreover, the illustrated example indicates the
type and orientation of each puck 702. For example, the
type of each puck 702 is indicated in the illustrated ex-
ample by the varying sizes and number of holes of the
pucks 702 in rotorcraft floor 708 (e.g., similar to the var-
ious puck types illustrated in FIGURES 3A-C). Similarly,
the orientation of each puck 702 in rotorcraft floor 708 is
also depicted in the illustrated example.
[0073] In the illustrated puck configuration, a 5 passen-
ger seating configuration could be installed by attaching
two rows of seats 710, with three seats in the 1st row and
two seats in the 2nd row. Moreover, a side table 715a can
be installed between the seats in the 2nd row, a center
table 715b can be installed between the seat rows, and
a storage compartment 715c (or other desired fixture)
can be installed at the back of the rotorcraft. The seats
710 and furniture 715 can be attached to the rotorcraft
floor 708 using the appropriate pucks 702 (and/or other
seat attachment mechanisms) depicted by the illustrated
example.
[0074] FIGURE 7E illustrates an example corporate
seating and furniture arrangement for a rotorcraft with 5
passengers. The illustrated corporate arrangement of

FIGURE 7E can be installed using the puck configuration
of FIGURE 7D. As shown in the illustrated example, there
are two rows of seats 710, with three seats in the 1st row
and two seats in the 2nd row, a side table 715a between
the seats in the 2nd row, a center table 715b between the
seat rows, and a storage compartment 715c (or other
desired fixture) at the back of the rotorcraft. The seats in
the 1st row face towards the back of the rotorcraft, while
the seats in the 2nd row face towards the front of the
rotorcraft. In this manner, the seats in the 1st and 2nd

rows face each other.
[0075] FIGURE 7F illustrates the locations of pucks
702 installed in a rotorcraft floor 708 for a 6 passenger
corporate arrangement. The illustrated example identi-
fies where the various pucks 702 are installed, where the
seats 710 and other furniture 715 would be installed, and
which pucks 702 (or other seat attachment provisions)
would be used for each seat 710 and furniture 715 loca-
tion. For example, the location of each seat 710 and fur-
niture piece 715 is indicated in the illustrated example by
the overlay of seat 710 and furniture 715 locations on the
rotorcraft floor 708. Moreover, the particular pucks 702
used to attach each seat 710 and furniture piece 715 is
indicated in the illustrated example by the overlay of seat
710 and furniture 715 locations on the corresponding
pucks 702.
[0076] Moreover, the illustrated example indicates the
type and orientation of each puck 702. For example, the
type of each puck 702 is indicated in the illustrated ex-
ample by the varying sizes and number of holes of the
pucks 702 in rotorcraft floor 708 (e.g., similar to the var-
ious puck types illustrated in FIGURES 3A-C). Similarly,
the orientation of each puck 702 in rotorcraft floor 708 is
also depicted in the illustrated example.
[0077] In the illustrated puck configuration, a 6 passen-
ger seating configuration could be installed by attaching
two rows of seats 710, with three seats per row. Moreo-
ver, a center table 715a can be installed between the
seat rows, and a storage compartment 715b (or other
desired fixture) can be installed at the back of the ro-
torcraft. The seats 710 and furniture 715 can be attached
to the rotorcraft floor 708 using the appropriate pucks
702 (and/or other seat attachment mechanisms) depict-
ed by the illustrated example.
[0078] FIGURE 7G illustrates an example corporate
seating and furniture arrangement for a rotorcraft with 6
passengers. The illustrated corporate arrangement of
FIGURE 7G can be installed using the puck configuration
of FIGURE 7F. As shown in the illustrated example, there
are two rows of seats 710, with three seats per row, a
center table 715a between the seat rows, and a storage
compartment 715b (or other desired fixture) at the back
of the rotorcraft. Moreover, the center seat of the 2nd row
is a foldover seat, which may facilitate access to storage
compartment 715b (or other desired fixture) at the back
of the rotorcraft. The seats in the 1st row face towards
the back of the rotorcraft, while the seats in the 2nd row
face towards the front of the rotorcraft. In this manner,
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the seats in the 1st and 2nd rows face each other.
[0079] FIGURE 7H illustrates the locations of pucks
702 installed in a rotorcraft floor 708 for an 8 passenger
corporate arrangement. The illustrated example identi-
fies where the various pucks 702 are installed, where the
seats 710 and other furniture 715 would be installed, and
which pucks 702 (or other seat attachment provisions)
would be used for each seat 710 and furniture 715 loca-
tion. For example, the location of each seat 710 and fur-
niture piece 715 is indicated in the illustrated example by
the overlay of seat 710 and furniture 715 locations on the
rotorcraft floor 708. Moreover, the particular pucks 702
used to attach each seat 710 and furniture piece 715 is
indicated in the illustrated example by the overlay of seat
710 and furniture 715 locations on the corresponding
pucks 702.
[0080] Moreover, the illustrated example indicates the
type and orientation of each puck 702. For example, the
type of each puck 702 is indicated in the illustrated ex-
ample by the varying sizes and number of holes of the
pucks 702 in rotorcraft floor 708 (e.g., similar to the var-
ious puck types illustrated in FIGURES 3A-C). Similarly,
the orientation of each puck 702 in rotorcraft floor 708 is
also depicted in the illustrated example.
[0081] In the illustrated puck configuration, an 8 pas-
senger seating configuration could be installed by attach-
ing two rows of seats 710, with four seats per row. More-
over, a center table 715a can be installed between the
seat rows, and a storage compartment 715b (or other
desired fixture) can be installed at the back of the ro-
torcraft. The seats 710 and furniture 715 can be attached
to the rotorcraft floor 708 using the appropriate pucks
702 (and/or other seat attachment mechanisms) depict-
ed by the illustrated example.
[0082] FIGURE 7I illustrates an example corporate
seating and furniture arrangement for a rotorcraft with 8
passengers. The illustrated corporate arrangement of
FIGURE 7I can be installed using the puck configuration
of FIGURE 7H. As shown in the illustrated example, there
are two rows of seats 710, with four seats per row, a
center table 715a between the seat rows, and a storage
compartment 715b (or other desired fixture) at the back
of the rotorcraft. Moreover, the two middle seats of the
2nd row are foldover seats, which may facilitate access
to storage compartment 715b at the back of the rotorcraft.
The seats in the 1st row face towards the back of the
rotorcraft, while the seats in the 2nd row face towards the
front of the rotorcraft. In this manner, the seats in the 1st

and 2nd rows face each other.
[0083] FIGURES 8A-C illustrate examples of puck-
based adapter rails used for custom rotorcraft configu-
rations. For example, certain aircraft fixtures may have
attachment mechanisms that are designed for rail-based
configurations rather than puck-based configurations.
Thus, in some cases, fixtures designed for rail-based
configurations may be incompatible with aircraft that use
puck-based configurations. Accordingly, in some embod-
iments, puck-based adapter rails may be installed in air-

craft with puck-based configurations, in order to attach
aircraft fixtures designed for rail-based configurations.
Puck-based adapter rails, for example, may be rail-based
attachment mechanisms that can be installed using
pucks. In this manner, fixtures designed for both puck-
based configurations and rail-based configurations can
be installed in aircraft that use puck-based configura-
tions. Similarly, fixtures designed for any other type of
attachment mechanism could also be installed in aircraft
with puck-based configurations, using a corresponding
puck-based adapter for the particular type of attachment
mechanism used by those fixtures. In this manner, puck-
based adapters can be used to implement custom ro-
torcraft fixture configurations using fixtures designed for
various types of attachment mechanisms. For example,
in some cases, custom rotorcraft configurations may be
used for corporate and/or VIP travel, using any desired
arrangement of fixtures (e.g., seats, tables, cabinets,
storage compartments, beverage centers, desks, com-
puter stands, beds, and so forth).
[0084] FIGURE 8A illustrates example rail-based at-
tachment mechanisms 805 and 806.
[0085] Rail-based attachment mechanism 805, for ex-
ample, is a standalone attachment mechanism for rail-
based fixtures that can be directly installed in an aircraft.
Rail-based attachment mechanism 805 includes rail
805a and multiple rail mounting mechanisms 805b. Rail
805a can be mounted to a particular surface, such as an
aircraft floor, using rail mounting mechanisms 805b. Rail
805a can then be used to attach fixtures that are designed
for rail-based attachment configurations.
[0086] Rail-based attachment mechanism 806 is an at-
tachment mechanism for rail-based fixtures that can be
installed in an aircraft using pucks 802. For example, rail-
based attachment mechanism 806 can be mounted on
any surface that has a puck-based configuration, such
as an aircraft floor installed with pucks 802. Rail 806 can
then be used to attach fixtures that are designed for rail-
based attachment configurations.
[0087] FIGURE 8B illustrates a blank floor panel 808
for a rotorcraft that can be used for custom fixture con-
figurations. Floor panel 808, for example, can be installed
with any desired configuration of fixture attachment
mechanisms, such as pucks, rails, and/or other attach-
ment mechanisms, depending on the desired fixture con-
figuration. Moreover, if floor panel 808 is installed with a
puck-based configuration, puck-based adapters may be
used in order to attach aircraft fixtures designed for other
attachment mechanisms (e.g., rail-based mechanisms).
[0088] FIGURE 8C illustrates an example rail-based
configuration (and associated attachment points) in ro-
torcraft floor 808. The illustrated rail-based configuration,
for example, can be used in a rotorcraft to provide a cus-
tom fixture configuration.
[0089] In the illustrated example, rotorcraft floor 808
includes existing seat provisions 801 and pucks 802. Ex-
isting seat provisions 801, for example, may be fixture
attachment mechanisms that already exist in rotorcraft
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floor 808, such as seat attachment mechanisms that are
installed during the manufacturing or fabrication stage of
rotorcraft floor 808. Pucks 802 may be puck-based at-
tachment mechanisms (e.g., pucks 302 of FIGURES 3A-
C) used to enable flexible fixture arrangements, such as
arrangements of seating and other furniture. In some cas-
es, pucks 802 may be installed after the manufacturing
or fabrication stage of rotorcraft floor 808. Moreover, the
arrangement of seat pucks 802 installed in rotorcraft floor
808 may be varied based on the desired seating config-
uration of the rotorcraft operator. In some cases, other
types of fixture attachment mechanisms may also be in-
stalled in rotorcraft floor 808 for certain fixture configura-
tions.
[0090] In the illustrated example, rail-based attach-
ment mechanisms are installed on rotorcraft floor 808
using existing seat provisions 801 and pucks 802. For
example, the existing seat provisions 801 are used to
install outboard rails 805 on the left and right edges of
rotorcraft floor 808, while pucks 802 are used to install
inboard rails 806 on the inner portion of rotorcraft floor
808. The outboard rails 805, for example, may be stan-
dalone rails (e.g., standalone rails 805 of FIGURE 8A)
installed directly on rotorcraft floor 808 using the existing
seat provisions 801, while the inboard rails 806 may be
puck-based adapter rails (e.g., puck-based adapter rails
806 of FIGURE 8A) installed on rotorcraft floor 808 using
pucks 802.
[0091] Once installed, rails 805 and 806 may be used
to attach custom rail-based fixture configurations to ro-
torcraft floor 808, for example, for corporate or VIP travel.
[0092] FIGURE 9 illustrates a flowchart 900 for an ex-
ample embodiment of egressing a rotorcraft using foldo-
ver seats. Flowchart 900 may be implemented, in some
embodiments, using rotorcraft seating configurations de-
scribed throughout this disclosure (e.g., the foldover
seating configurations of FIGURES 5J and 5K).
[0093] The flowchart may begin at block 902 by folding
down a foldover seat of a rotorcraft. In some embodi-
ments, for example, the rotorcraft may comprise a plu-
rality of seating rows, and the plurality of seating rows
may comprise one or more foldover seats. A foldover
seat, for example, may be placed in a particular seating
row to facilitate access to an exit of the rotorcraft. In some
embodiments, the foldover seat may be positioned at an
end of a particular seating row.
[0094] For example, in some embodiments, 16 - 19
passenger seating arrangements may be implemented
using four seating rows. Moreover, in order to facilitate
access to one or more exits, one or more foldover seats
may be placed throughout the seating rows, such as in
the third seating row. A foldover seat in the third seating
row, for example, may facilitate access to an exit from
the third seating row. Alternatively, the foldover seat may
facilitate access to an exit from a seating row adjacent
to the third seating row, such as the second seating row
or the fourth seating row. In some embodiments, the
foldover seat may facilitate access to an exit located near

the front, middle, or back of the rotorcraft.
[0095] The flowchart may then proceed to block 904,
where the rotorcraft is egressed using a path to an exit
that is accessible through a foldover seat when the foldo-
ver seat is folded down. For example, in some cases, the
rotorcraft may be egressed from the particular seating
row with the foldover seat, or from a seating row adjacent
to the particular seating row with the foldover seat. More-
over, some embodiments may include a plurality of foldo-
ver seats. Thus, in those embodiments, multiple foldover
seats may first be folded down, and the rotorcraft may
then be egressed using a path to an exit that is accessible
through the multiple foldover seats that are folded down.
[0096] At this point, the flowchart may be complete. In
some embodiments, however, the flowchart may restart
and/or certain blocks may be repeated.
[0097] The flowcharts and diagrams in the FIGURES
illustrate the architecture, functionality, and operation of
possible implementations of various embodiments of the
present disclosure. It should also be noted that, in some
alternative implementations, the function(s) associated
with a particular block may occur out of the order specified
in the FIGURES. For example, two blocks shown in suc-
cession may, in fact, be executed substantially concur-
rently, or the blocks may sometimes be executed in the
reverse order or alternative orders, depending upon the
functionality involved.
[0098] Although several embodiments have been illus-
trated and described in detail, numerous other changes,
substitutions, variations, alterations, and/or modifica-
tions are possible without departing from the scope of
the present invention, as defined by the appended
claims. The particular embodiments described herein are
illustrative only, and may be modified and practiced in
different but equivalent manners, as would be apparent
to those of ordinary skill in the art having the benefit of
the teachings herein. Those of ordinary skill in the art
would appreciate that the present disclosure may be
readily used as a basis for designing or modifying other
embodiments for carrying out the same purposes and/or
achieving the same advantages of the embodiments in-
troduced herein. For example, certain embodiments may
be implemented using more, less, and/or other compo-
nents than those described herein. Moreover, in certain
embodiments, some components may be implemented
separately, consolidated into one or more integrated
components, and/or omitted. Similarly, methods associ-
ated with certain embodiments may be implemented us-
ing more, less, and/or other steps than those described
herein, and their steps may be performed in any suitable
order.
[0099] Numerous other changes, substitutions, varia-
tions, alterations, and modifications may be ascertained
to one of ordinary skill in the art and it is intended that
the present disclosure encompass all such changes, sub-
stitutions, variations, alterations, and modifications as
falling within the scope of the appended claims.
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Claims

1. An attachment device (302, 502, 602, 702, 802) con-
figured to be installed in a structure (308), wherein
the attachment device (302, 502, 602, 702, 802)
comprises:

a first cup-shaped portion and a second cup-
shaped portion, wherein the first cup-shaped
portion comprises a first flange (306a) and the
second cup-shaped portion comprises a second
flange (306b), wherein the first cup-shaped por-
tion and the second cup-shaped portion are sep-
arable, wherein the first flange (306a) and the
second flange (306b) are coupled together
when the attachment device (302, 502, 602,
702, 802) is installed in the structure (308),
wherein the first cup-shaped portion further
comprises a third flange and the second cup-
shaped portion further comprises a fourth
flange, the third and fourth flanges being config-
ured to engage with opposing outer surfaces of
the structure when the attachment device is in-
stalled in the structure, wherein the third and
fourth flanges extend at 90 degrees to a longi-
tudinal axis of the attachment device and are
circumferentially continuous; and
an attachment fitting (304) disposed through the
first and second flanges, the attachment fitting
(304) configured to mate with an attachment fit-
ting of a component for coupling the component
to the structure (308) in which the attachment
device (302, 502, 602, 702, 802) is installed,
wherein the top of the attachment fitting (304) is
flush with the top of the third flange of the first
cup-shaped portion such that the attachment fit-
ting preserves a flat nature of the structure when
the attachment device is installed.

2. The attachment device (302c, 302d) of claim 1,
wherein the attachment device (302c, 302d) further
comprises a plurality of attachment fittings (304).

3. The attachment device (302, 502, 602, 702, 802) of
claim 1 or 2, wherein the structure (308) comprises
a composite core.

4. The attachment device (302, 502, 602, 702, 802) of
any of claims 1 to 3, wherein the attachment device
(302, 502, 602, 702, 802) further comprises an
adapter for attaching a fixture that is incompatible
with the attachment fitting of the attachment device
(302, 502, 602, 702, 802), and optionally or prefer-
ably wherein the adapter comprises an adapter rail
(805, 806) for attaching a rail-based fixture.

5. The attachment device (302, 502, 602, 702, 802) of
any of claims 1 to 4, further comprising a plug for

covering the attachment device (302, 502, 602, 702,
802) when the attachment device is unused, wherein
the plug is configured to be installed flush with the
structure in which the attachment device (302, 502,
602, 702, 802) is installed.

6. The attachment device (302, 502, 602, 702, 802) of
any of claims 1 to 5, wherein the component com-
prises a fixture for an aircraft (101, 201).

7. An apparatus, comprising:

a panel of an aircraft (101, 201); and
one or more attachment devices (302, 502, 602,
702, 802) according to any preceding claim, for
attaching a fixture to the panel.

8. The apparatus of claim 7, wherein:

(i) the panel (308, 408, 508, 608, 708, 808) com-
prises an exterior panel of the aircraft (101, 201),
and optionally or preferably wherein the fixture
comprises a cargo net; or
(ii) wherein the fixture comprises a cargo net.

9. An aircraft (101, 201), comprising:

a floor panel (308, 408, 508, 608, 708, 808);
one or more attachment devices (302, 502, 602,
702, 802) according to any of claims 1 to 6 in
the floor panel (308, 408, 508, 608, 708, 808);
and
a fixture coupled to the floor panel (308, 408,
508, 608, 708, 808) using the one or more at-
tachment devices (302, 502, 602, 702, 802).

10. The aircraft (101, 201) of claim 9, wherein the aircraft
comprises a rotorcraft (101, 201).

11. The aircraft (101, 201) of claim 9 or of claim 10,
wherein the floor panel of the aircraft (101, 201) is
removable.

12. The aircraft (101, 201) of claim 9 or of claim 10 or of
claim 11, wherein the one or more attachment de-
vices (302, 502, 602, 702, 802) are embedded in a
baggage bay of the aircraft (101, 201).

13. The aircraft (101, 201) of claim 9 or of any of claims
10 to 12, wherein the fixture comprises a seat (310,
510, 610, 710) for the aircraft (101, 201) and/or a
table for the aircraft (101, 201).

Patentansprüche

1. Befestigungsvorrichtung (302, 502, 602, 702, 802),
dazu ausgelegt, in einer Struktur (308) installiert zu
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werden, wobei die Befestigungsvorrichtung (302,
502, 602, 702, 802) Folgendes umfasst:

einen ersten schalenförmigen Abschnitt und ei-
nen zweiten schalenförmigen Abschnitt, wobei
der erste schalenförmigen Abschnitt einen ers-
ten Flansch (306a) umfasst und der zweite scha-
lenförmigen Abschnitt einen zweiten Flansch
(306b) umfasst,
wobei der erste schalenförmige Abschnitt und
der zweite schalenförmige Abschnitt trennbar
sind,
wobei der erste Flansch (306a) und der zweite
Flansch (306b) miteinander gekoppelt sind,
wenn die Befestigungsvorrichtung (302, 502,
602, 702, 802) in der Struktur (308) installiert ist,
wobei der erste schalenförmige Abschnitt ferner
einen dritten Flansch umfasst und der zweite
schalenförmige Abschnitt ferner einen vierten
Flansch umfasst,
wobei der dritte und vierte Flansch dazu ausge-
legt sind, mit gegenüberliegenden Außenflä-
chen der Struktur in Eingriff zu sein, wenn die
Befestigungsvorrichtung in der Struktur instal-
liert ist, wobei sich der dritte und vierte Flansch
mit 90 Grad zu einer Längsachse der Befesti-
gungsvorrichtung erstrecken und umlaufend
kontinuierlich sind; und
einen Befestigungsfitting (304), der durch den
ersten und zweiten Flansch angeordnet ist, wo-
bei der Befestigungsfitting (304) dazu ausgelegt
ist, sich mit einem Befestigungsfitting einer
Komponente zum Koppeln der Komponente an
die Struktur (308), in welcher die Befestigungs-
vorrichtung (302, 502, 602, 702, 802) installiert
ist, zu verbinden, wobei die Oberseite des Be-
festigungsfittings (304) bündig mit der Oberseite
des dritten Flanschs des ersten schalenförmi-
gen Abschnitts ist, sodass der Befestigungsfit-
ting eine flache Natur der Struktur beibehält,
wenn die Befestigungsvorrichtung installiert ist.

2. Befestigungsvorrichtung (302c, 302d) nach An-
spruch 1, wobei die Befestigungsvorrichtung (302c,
302d) ferner eine Vielzahl von Befestigungsfittings
(304) umfasst.

3. Befestigungsvorrichtung (302, 502, 602, 702, 802)
nach Anspruch 1 oder 2, wobei die Struktur (308)
einen Verbundkern umfasst.

4. Befestigungsvorrichtung (302, 502, 602, 702, 802)
nach einem der Ansprüche 1 bis 3, wobei die Befes-
tigungsvorrichtung (302, 502, 602, 702, 802) ferner
einen Adapter zum Anbringen einer Befestigung um-
fasst, die inkompatibel mit dem Befestigungsfitting
der Befestigungsvorrichtung (302, 502, 602, 702,
802) ist, und wobei der Adapter optional oder bevor-

zugt eine Adapterschiene (805, 806) zum Anbringen
einer schienenbasierten Befestigung umfasst.

5. Befestigungsvorrichtung (302, 502, 602, 702, 802)
nach einem der Ansprüche 1 bis 4, ferner umfassend
einen Stopfen zum Abdecken der Befestigungsvor-
richtung (302, 502, 602, 702, 802), wenn die Befes-
tigungsvorrichtung nicht verwendet wird, wobei der
Stopfen dazu ausgelegt ist, bündig mit der Struktur
installiert zu werden, in der die Befestigungsvorrich-
tung (302, 502, 602, 702, 802) installiert ist.

6. Befestigungsvorrichtung (302, 502, 602, 702, 802)
nach einem der Ansprüche 1 bis 5, wobei die Kom-
ponente eine Befestigung für ein Luftfahrzeug (101,
201) umfasst.

7. Vorrichtung, umfassend:

eine Tafel für ein Flugzeug (101, 201); und
eine oder mehrere Befestigungsvorrichtungen
(302, 502, 602, 702, 802) nach einem der vor-
angehenden Ansprüche zum Anbringen eines
Fixierungsmittels an der Tafel.

8. Vorrichtung nach Anspruch 7, wobei:

(i) die Tafel (308, 408, 508, 608, 708, 808) eine
äußere Tafel des Luftfahrzeugs (101, 201) um-
fasst, und wobei das Fixierungsmittel optional
oder bevorzugt ein Frachtnetz umfasst; oder
(ii) wobei das Fixierungsmittel ein Frachtnetz
umfasst.

9. Luftfahrzeug (101, 201), umfassend:

eine Bodentafel (308, 408, 508, 608, 708, 808);
eine oder mehrere Befestigungsvorrichtungen
(302, 502, 602, 702, 802) nach einem der An-
sprüche 1 bis 6 in der Bodentafel (308, 408, 508,
608, 708, 808); und
ein Fixierungsmittel, das unter Verwendung der
einen oder mehreren Befestigungsvorrichtun-
gen (302, 502, 602, 702, 802) an die Bodentafel
(308, 408, 508, 608, 708, 808) gekoppelt ist.

10. Luftfahrzeug (101, 201) nach Anspruch 9, wobei das
Luftfahrzeug ein Drehflügelflugzeug (101, 201) um-
fasst.

11. Luftfahrzeug (101, 201) nach Anspruch 9 oder nach
Anspruch 10, wobei die Bodentafel des Luftfahr-
zeugs (101, 201) entfernbar ist.

12. Luftfahrzeug (101, 201) nach Anspruch 9 oder nach
Anspruch 10 oder nach Anspruch 11, wobei die eine
oder die mehreren Befestigungsvorrichtungen (302,
502, 602, 702, 802) in einen Gepäckbereich des Luft-
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fahrzeugs (101, 201) eingebettet sind.

13. Luftfahrzeug (101, 201) nach Anspruch 9 oder nach
einem der Ansprüche 10 bis 12, wobei die Befesti-
gung einen Sitz (310, 510, 610, 710) für das Luft-
fahrzeug (101, 201) und/oder eine Tafel für das Luft-
fahrzeug (101, 201) beinhaltet.

Revendications

1. Dispositif de fixation (302, 502, 602, 702, 802) con-
figuré pour être installé dans une structure (308), le
dispositif de fixation (302, 502, 602, 702, 802)
comprenant :

une première partie en forme de coupelle et une
deuxième partie en forme de coupelle, dans le-
quel la première partie en forme de coupelle
comprend une première bride (306a) et la
deuxième partie en forme de coupelle comprend
une deuxième bride (306b), dans lequel la pre-
mière partie en forme de coupelle et la deuxième
partie en forme de coupelle sont séparables,
dans lequel la première bride (306a) et la
deuxième bride (306b) sont couplées ensemble
lorsque le dispositif de fixation (302, 502, 602,
702, 802) est installé dans la structure (308),
dans lequel la première partie en forme de cou-
pelle comprend en outre une troisième bride et
la deuxième partie en forme de coupelle com-
prend en outre une quatrième bride, les troisiè-
me et quatrième brides étant configurées pour
venir en prise avec des surfaces extérieures op-
posées de la structure lorsque le dispositif de
fixation est installé dans la structure, dans lequel
les troisième et quatrième brides s’étendent à
90 degrés par rapport à un axe longitudinal du
dispositif de fixation et sont continues en
circonférence ; et
une attache (304) disposée à travers les pre-
mière et deuxième brides, l’attache (304) étant
configurée pour correspondre à une attache
d’un composant pour coupler le composant à la
structure (308) dans laquelle est installé le dis-
positif de fixation (302, 502, 602, 702, 802), le
haut de l’attache (304) étant à niveau avec le
haut de la troisième bride de la première partie
en forme de coupelle de sorte que l’attache pré-
serve un aspect plat de la structure lorsque le
dispositif de fixation est installé.

2. Dispositif de fixation (302c, 302d) selon la revendi-
cation 1, dans lequel le dispositif de fixation (302c,
302d) comprend en outre une pluralité d’attaches
(304) .

3. Dispositif de fixation (302, 502, 602, 702, 802) selon

la revendication 1 ou 2, dans lequel la structure (308)
comprend un noyau composite.

4. Dispositif de fixation (302, 502, 602, 702, 802) selon
l’une quelconque des revendications 1 à 3, dans le-
quel le dispositif de fixation (302, 502, 602, 702, 802)
comprend en outre un adaptateur pour fixer une at-
tache qui est incompatible avec l’attache du dispositif
de fixation (302, 502, 602, 702, 802), et en option ou
de préférence dans lequel l’adaptateur comprend un
rail adaptateur (805, 806) pour fixer une attache à
base de rail.

5. Dispositif de fixation (302, 502, 602, 702, 802) selon
l’une quelconque des revendications 1 à 4, compre-
nant en outre un embout pour couvrir le dispositif de
fixation (302, 502, 602, 702, 802) lorsque le dispositif
de fixation n’est pas utilisé, l’embout étant configuré
pour être installé à niveau avec la structure dans
laquelle est installé le dispositif de fixation (302, 502,
602, 702, 802).

6. Dispositif de fixation (302, 502, 602, 702, 802) selon
l’une quelconque des revendications 1 à 5, dans le-
quel le composant comprend une attache pour un
aéronef (101, 201).

7. Appareil, comprenant :

un panneau d’un aéronef (101, 201) ; et
un ou plusieurs dispositifs de fixation (302, 502,
602, 702, 802) selon l’une quelconque des re-
vendications précédentes pour fixer une attache
au panneau.

8. Appareil selon la revendication 7, dans lequel :

(i) le panneau (308, 408, 508, 608, 708, 808)
comprend un panneau extérieur de l’aéronef
(101, 201), et en option ou de préférence dans
lequel l’attache comprend un filet d’arrimage ;
ou
(ii) dans lequel l’attache comprend un filet d’ar-
rimage.

9. Aéronef (101, 201), comprenant :

un panneau de plancher (308, 408, 508, 608,
708, 808) ;
un ou plusieurs dispositifs de fixation (302, 502,
602, 702, 802) selon l’une quelconque des re-
vendications 1 à 6 dans le panneau de plancher
(308, 408, 508, 608, 708, 808); et
une attache couplée au panneau de plancher
(308, 408, 508, 608, 708, 808) en utilisant les
un ou plusieurs dispositifs de fixation (302, 502,
602, 702, 802) .
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10. Aéronef (101, 201) selon la revendication 9, dans
lequel l’aéronef comprend un giravion (101, 201).

11. Aéronef (101, 201) selon la revendication 9 ou selon
la revendication 10, dans lequel le panneau de plan-
cher de l’aéronef (101, 201) est amovible.

12. Aéronef (101, 201) selon la revendication 9 ou selon
la revendication 10 ou selon la revendication 11,
dans lequel les un ou plusieurs dispositifs de fixation
(302, 502, 602, 702, 802) sont intégrés dans une
soute à bagages de l’aéronef (101, 201).

13. Aéronef (101, 201) selon la revendication 9 ou selon
l’une quelconque des revendications 10 à 12, dans
lequel l’attache comprend un siège (310, 510, 610,
710) pour l’aéronef (101, 201) et/ou une table pour
l’aéronef (101, 201).
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