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Description

BACKGROUND

1. Technical Field

[0001] The present invention relates to a defibrating
device and a sheet manufacturing apparatus.

2. Related Art

[0002] US 2014/290890 discloses a sheet manufac-
turing apparatus which includes a defibrating unit config-
ured to defibrate stock material in a dry process, a trans-
ferring tube configured to transfer the stock material to
the defibrating unit, and a magnet unit arranged such that
a magnetic surface is exposed an inside of the transfer-
ring tube without being protruded inner than an inner sur-
face of the transferring tube.
[0003] With increased concern about the environment,
interest in both reducing consumption of paper (recording
media) in the workplace, and recycling paper in the work-
place, has grown.
[0004] As a system for recycling paper, JP-A-
2012-144819 (Japan Patent 5720255) describes an ap-
paratus that shreds and defibrates paper that has already
been used (known as recovered paper) and forms the
defibrated material into sheets, thus recycling used paper
into new paper. When there are staples, for example, in
the recovered paper, the paper recycling system de-
scribed in JP-A-2012-144819 shreds and defibrates the
recovered paper together with the staples. This results
in metal fragments from the staples becoming intermixed
with the fiber in the defibrated material. The inside of the
defibrator of the paper recycling system may then be
damaged by the metal fragments.
[0005] JP-A-2016-203054 teaches a selection method
for selecting (separating) iron powder (metal) from other
materials (plastic and inorganic fiber). The selection
method described in JP-A-2016-203054 selects and sep-
arates metal using a magnetic separator.
[0006] A problem with the selection method taught in
JP-A-2016-203054 is the difficulty of selecting and suffi-
ciently removing metal from material conveyed by an air
current.

SUMMARY

[0007] An objective of the present invention is to pro-
vide a defibrating device and a sheet manufacturing ap-
paratus that can attract and remove metal fragments
when fibrous material and metal fragments are mixed
together.
[0008] The present invention is directed to solving at
least part of the foregoing problem, and may be embodied
as described below.
[0009] According to an aspect of the invention there is
provided a defibrating device according to claim 1.

[0010] Even when fibrous material and metal frag-
ments are mixed together in the swirl section, the magnet
unit in this configuration can attract and remove metal
fragments from the fibrous material. As a result, damage
to parts of the defibrating device by the metal fragments
can be prevented.
[0011] In a defibrating device according to another as-
pect of the invention, the main unit has a housing with a
suction port through which the fibrous material is suc-
tioned to the swirl section, and a discharge port from
which defibrated material defibrated from the fibrous ma-
terial in the defibration section is discharged; the housing
is divided into the defibration section and the swirl sec-
tion; and the magnet unit is disposed on the defibration
section side of the swirl section.
[0012] When fibrous material and metal fragments
pass the border area between the swirl section and the
defibration section, the fibrous material and metal frag-
ments naturally pass before the magnet unit disposed on
this border side of the swirl section. At this time, the fi-
brous material freely passes the magnet unit and flows
into the defibration section, but the metal fragments are
attracted by the magnet unit and prevented from flowing
into the defibration section.
[0013] In a defibrating device according to another as-
pect of the invention, the housing has a cylinder portion
that is cylindrical and defines the swirl section; and the
magnet unit is disposed exposed to the inside circumfer-
ence part of the cylinder portion.
[0014] The fibrous material and metal fragments are
carried by the rotational current through the swirl section.
Centrifugal force produced by this rotation acts pushes
the fibrous material and metal fragments away from the
axis of rotation, that is, to the inside circumference side
of the of the cylinder part defining the swirl section. The
fibrous material and metal fragments are thus driven to
the inside circumference side of the cylinder part defining
the swirl section while swirling through the swirl section.
As a result, the fibrous material and metal fragments can
be made to pass over the magnet unit. When the fibrous
material and metal fragments pass before the magnet
unit, fibrous material passes over the magnet unit and
flows into the defibration section, but the metal fragments
are attracted by the magnet unit and prevented from flow-
ing into the defibration section.
[0015] In a defibrating device according to another as-
pect of the invention, the magnet unit is disposed to a
side part of the housing forming the inside circumference
part of the cylinder portion.
[0016] In a defibrating device according to another as-
pect of the invention, the magnet unit is disposed below
the suction port.
[0017] Also due to the force of gravity, the fibrous ma-
terial and metal fragments (particularly metal fragments)
flow relatively forcefully from the suction port into the swirl
section. As a result, the fibrous material and metal frag-
ments are separated from each other, and the metal frag-
ments are easily pulled and held by the magnet unit.
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[0018] In a defibrating device according to another as-
pect of the invention, the magnet unit is removably in-
stalled to the main unit.
[0019] When metal fragments get between the main
unit and the magnet unit, for example, the metal frag-
ments can be removed and the magnet unit can be
cleaned by removing the magnet unit from the main unit.
[0020] In a defibrating device according to another as-
pect of the invention, the magnet unit has a casing con-
figured to hold the magnet; and the magnet unit is re-
movably installed to the main unit with the magnet held
in the casing.
[0021] This configuration enables easily replacing the
magnet with a different type of magnet, for example, after
removing the magnet unit from the main unit.
[0022] In a defibrating device according to another as-
pect of the invention, the magnet is removably held in
the casing.
[0023] This configuration enables easily replacing the
magnet with a different type of magnet, for example, after
removing the magnet unit from the main unit.
[0024] In a defibrating device according to another as-
pect of the invention, the magnet unit contains multiple
magnets.
[0025] This configuration increases the pull force of the
magnet unit on the metal fragments. As a result, metal
fragments can be sufficiently attracted and captured re-
gardless of the amount of metal fragments and the cir-
culation speed in the swirl section, for example.
[0026] In a defibrating device according to another as-
pect of the invention, the multiple magnets are side by
side in the direction the fibrous material swirls.
[0027] This configuration increases the pull force of the
magnet unit on the metal fragments. As a result, metal
fragments can be sufficiently and reliably attracted and
captured regardless of the amount of metal fragments
and the circulation speed in the swirl section, for example.
[0028] In a defibrating device according to another as-
pect of the invention, adjacent magnets are disposed with
the directions of the lines of force opposite.
[0029] This configuration increases the pull force of the
magnet unit on the metal fragments. As a result, metal
fragments can be sufficiently and reliably attracted and
captured regardless of the amount of metal fragments
and the circulation speed in the swirl section, for example.
[0030] In a defibrating device according to another as-
pect of the invention, the magnet unit has a magnetic
path forming member forming a magnetic path of the
magnet.
[0031] This configuration can align the magnetic paths
and increase the pull force of the magnet unit, and there-
by can improve the metal fragment MF recovery rate (at-
traction rate).
[0032] In a defibrating device according to another as-
pect of the invention, the magnetic path forming member
functions as a casing holding the magnet.
[0033] This configuration eliminates the need for a sep-
arate magnetic path forming member, and thereby sim-

plifies the configuration of the magnet unit.
[0034] In a defibrating device according to another as-
pect of the invention, the magnet is a permanent magnet.
[0035] This configuration simplifies the configuration
of the magnet compared with using an electromagnet
that temporarily produces magnetic force when ener-
gized.
[0036] A defibrating device according to another as-
pect of the invention preferably also has: a discharge
section to which defibrated material defibrated in the de-
fibration section from the fibrous material is fed; and a
discharge-side magnet unit disposed to the discharge
section or downstream from the discharge section, and
having at least one discharge-side magnet that attracts
by magnetic force metal fragments conveyed with the
defibrated material from the defibration section.
[0037] This configuration enables attracting and cap-
turing metal fragments that the magnet unit upstream
from the discharge-side magnet unit fails to attract.
[0038] A defibrating device according to another as-
pect of the invention has: a suction port through which
fibrous material is suctioned; a cylinder portion that com-
municates with the suction port; an inside circumference
part disposed along an inside surface of the cylinder por-
tion; a defibration section that communicates with the
inside circumference part and defibrates the fibrous ma-
terial; and a magnet unit disposed to the inside circum-
ference part and configured to attract by magnetic force
metal fragments conveyed with the fibrous material to
the inside circumference part.
[0039] Another aspect of the invention is a sheet man-
ufacturing apparatus including the defibrating device de-
scribed above, and configured to make a sheet from de-
fibrated material of the fibrous material defibrated in the
defibration section.
[0040] When fibrous material and metal fragments are
mixed in the swirl section, this configuration can pull metal
fragments and remove metal fragments from the fibrous
material by means of the magnet unit regardless of how
they are mixed. As a result, damage to parts of the def-
ibrating device by metal fragments can be prevented.
[0041] When making sheets from defibrated material,
metal fragments have preferably been removed from the
defibrated material. Because the invention can remove
metal fragments by means of the magnet unit, high quality
sheets can be produced from fibrous material from which
metal fragments that are contaminants in the recycling
process have been removed.
[0042] Other objects and attainments together with a
fuller understanding of the invention will become appar-
ent and appreciated by referring to the following descrip-
tion and claims taken in conjunction with the accompa-
nying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0043]
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FIG. 1 is a schematic side view of a sheet manufac-
turing apparatus according to the invention (first em-
bodiment).
FIG. 2 is an oblique view through a vertical section
of the defibrating device of the sheet manufacturing
apparatus shown in FIG. 1.
FIG. 3 is an enlarged view of area [A] enclosed by
the dot-dash line in FIG. 2.
FIG. 4 is an oblique view showing the first magnet
unit removed from the defibrating device shown in
FIG. 2.
FIG. 5 is an exploded oblique view of the first magnet
unit shown in FIG. 4.
FIG. 6 is an oblique view of the second magnet unit
removed from the defibrating device shown in FIG. 2.
FIG. 7 is an exploded oblique view of the second
magnet unit shown in FIG. 6.
FIG. 8 is an oblique view through a vertical section
of the defibrating device of a sheet manufacturing
apparatus according to a second embodiment of the
invention.
FIG. 9 is an exploded oblique view of the defibrating
device of a sheet manufacturing apparatus accord-
ing to a third embodiment of the invention.

DESCRIPTION OF EMBODIMENTS

[0044] Preferred embodiments of a defibrating device
and a sheet manufacturing apparatus according to the
present invention are described below, by way of exam-
ple only, with reference to the accompanying figures.

Embodiment 1

[0045] FIG. 1 is a schematic side view of a sheet man-
ufacturing apparatus according to the invention (first em-
bodiment). FIG. 2 is an oblique view through a vertical
section of the defibrating device of the sheet manufac-
turing apparatus shown in FIG. 1. FIG. 3 is an enlarged
view of area [A] enclosed by the dot-dash line in FIG. 2.
FIG. 4 is an oblique view showing the first magnet unit
removed from the defibrating device shown in FIG. 2.
FIG. 5 is an exploded oblique view of the first magnet
unit shown in FIG. 4. FIG. 6 is an oblique view of the
second magnet unit removed from the defibrating device
shown in FIG. 2. FIG. 7 is an exploded oblique view of
the second magnet unit shown in FIG. 6.
[0046] Note that for convenience below, the top as
seen in FIG. 1 to FIG. 4 (and in FIG. 8 and FIG. 9) is
referred to as the top or above, and the bottom as the
bottom or below. The left side in FIG. 1 to FIG. 3 (and in
FIG. 8) is referred to as the left or upstream side, and the
right as the right or downstream side.
[0047] As shown in FIG. 1, the sheet manufacturing
apparatus 100 is a device that has a defibrator 13, and
manufactures sheets S from defibrated material M3 of a
fiber material (paper) that is defibrated by the defibrator
13 (defibration section A2). In this embodiment of the

invention, the defibrator 13 comprises a defibrating de-
vice 1 according to the invention as shown in FIG. 2, for
example.
[0048] As shown in FIG. 2, the defibrating device 1 has
a housing 2 with a defibration section A2 that defibrates
shreds M2 of paper and produces defibrated material
M3; a swirl section A1 that produces a rotational current
RF, and by means of the rotational current RF causes
the shreds M2 (paper) to rotate and flow into the defibra-
tion section A2; and a discharge section A3 from which
the defibrated material M3 is discharged.
[0049] The housing 2 also includes a first magnet unit
5 (magnet unit) that is disposed to the swirl section A1,
and has at least one magnet 53 that attracts by magnetic
force metal fragments MF conveyed with the shreds M2
(paper) to the swirl section A1.
[0050] As described further below, our invention can
attract the metal fragments MF by means of the first mag-
net unit 5 even when shreds M2 and metal fragments MF
are mixed in the swirl section A1. As a result, damage to
parts of the defibrating device 1 and parts downstream
from the defibrating device 1 (defibrator 13) by the metal
fragments MF can be prevented.
[0051] When making a sheet S from the defibrated ma-
terial M3, metal fragments MF have preferably been re-
moved from the defibrated material M3. Because the first
magnet unit 5 removes metal fragments MF, high quality
sheets S can be made from defibrated material from
which metal fragments MF that are impurities in the re-
cycling process have been removed.
[0052] As shown in FIG. 1, the sheet manufacturing
apparatus 100 has, on the downstream side, a feedstock
supply device 11, a shredder 12, a defibrator 13, a clas-
sifier 14, a first web forming device 15, a cutter 16, a
mixing device 17, a detangler 18, a second web forming
device 19, a sheet forming device 20, a paper cutter 21,
a stacker 22, and a dust collector 27. The sheet manu-
facturing apparatus 100 also has wetting unit 231, wetting
unit 232, wetting unit 233, wetting unit 234, wetting unit
235, and wetting unit 236. The sheet manufacturing ap-
paratus 100 also has a blower 261, blower 262, and blow-
er 263.
[0053] Note that parts of the sheet manufacturing ap-
paratus 100 are controlled by a controller (not shown in
the figure). This controller may be built into the sheet
manufacturing apparatus 100, or disposed to an external
device such as an externally connected computer. The
external device may connect to and communicate with
the sheet manufacturing apparatus 100 through a cable
or wirelessly, or connect to the sheet manufacturing ap-
paratus 100 through a network (including the Internet).
[0054] The sheet manufacturing apparatus 100 exe-
cutes, in order, a feedstock supply process, a shredding
process, a defibrating process, a classification process,
a first web forming process, a cutting process, a mixing
process, a detangling process, a second web forming
process, a sheet forming process, and a sheet cutting
process.
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[0055] The configuration of parts of the sheet manu-
facturing apparatus 100 is described below.
[0056] The feedstock supply device 11 is the part that
executes the feedstock supply process supplying feed-
stock M1 (substrate) to the shredder 12. The feedstock
M1 in this example is material containing fibrous material,
which is non-magnetic. Non-magnetic fibrous material
may be a single fiber, or a group of multiple fibers (such
as cotton). The fiber may be fiber (defibrated material)
that was detangled into fibers by applying a defibrating
process to feedstock.
[0057] Examples of possible feedstock include prod-
ucts having entangled or bonded fiber, such as pulp
sheets, paper, recovered paper, tissue paper, kitchen
paper, vacuum filter bags, filter paper, liquid absorption
materials, sound absorption materials, cushioning mate-
rials, mats, and cardboard. Herein, the feedstock may
also be sheets produced by the invention, or such sheets
after they have been used (recovered paper).
[0058] The feedstock may also contain rayon, Lyocell,
cupro, Vinylon, acrylic, nylon, aramid, polyester, polyeth-
ylene, polypropylene, polyurethane, polyimide, carbon,
or glass, for example. The embodiments of the invention
described here use paper as an example of the fibrous
material, but fibrous material processed by the invention
is not limited to paper.
[0059] The shredder 12 is the part that executes the
shredding process of shredding the feedstock M1 sup-
plied from the feedstock supply device 11 in air (ambient
air). The shredder 12 has a pair of shredder blades 121
and a chute (hopper) 122.
[0060] By turning in mutually opposite directions of ro-
tation, the pair of shredder blades 121 shred the feed-
stock M1 passing therebetween, that is, cut the feedstock
M1 into small shreds M2. The size and shape of the
shreds M2 are preferably appropriate to the defibration
process of the defibrator 13, and in this example are pref-
erably pieces 100 mm or less on a side, and are further
preferably pieces that are greater than or equal to 10 mm
and less than or equal to 70 mm per side.
[0061] The chute 122 is located below the pair of shred-
der blades 121, and in this example is funnel-shaped. As
a result, the chute 122 can catch the shreds M2 that are
shredded and dropped by the shredder blades 121.
[0062] Above the chute 122, a wetting unit 231 is dis-
posed beside the pair of shredder blades 121. The wet-
ting unit 231 wets the shreds M2 in the chute 122. This
wetting unit 231 has a filter (not shown in the figure) con-
taining water, and is configured as a heaterless humidifier
(or heated humidifier) that supplies a moist stream of air
to the shreds M2 by passing air through a filter. By sup-
plying humidified air to the shreds M2, shreds M2 sticking
to the chute 122 due to static electricity can be sup-
pressed.
[0063] The chute 122 connects to the defibrator 13
through a conduit (flow channel) 241. The shreds M2
collected in the chute 122 passes through the conduit
241 and are conveyed to the defibrator 13.

[0064] The defibrator 13 is the part that executes the
defibrating process that defibrates the shreds M2 in air,
or more specifically in a dry process. Defibrated material
M3 can be produced from the shreds M2 by the defibra-
tion process of the defibrator 13.
[0065] As used herein, defibrate means to break apart
and detangle into single individual fibers shreds M2 com-
posed of many fibers bonded together. The resulting de-
tangled fibers are the defibrated material M3. The shape
of the defibrated material M3 is strands and ribbons. The
defibrated material M3 may also contain clumps, which
are multiple fibers tangled together into clumps.
[0066] The defibrator 13 configured with the defibrating
device 1, by rotation of a rotor 3 described below, pro-
duces an air flow (current) from the shredder 12 to the
classifier 14. As a result, shreds M2 can be suctioned
from the conduit 241 to the defibrator 13. In addition, after
the defibration process, the defibrated material M3 can
be fed through another conduit 242 to the classifier 14.
[0067] A blower 261 is disposed in the conduit 242.
The blower 261 is an air current generator that produces
a flow of air to the classifier 14. Conveyance of the defi-
brated material M3 to the classifier 14 is thereby promot-
ed.
[0068] The classifier 14 is the part that executes the
classification process of classifying the defibrated mate-
rial M3 based on the length of the fibers. In the classifier
14, the defibrated material M3 is separated into first
screened material M4-1, and second screened material
M4-2 that is larger than the first screened material M4-1.
The first screened material M4-1 is of a size appropriate
to manufacturing sheets S downstream.
[0069] The average length of the fibers is preferably
greater than or equal to 100 mm and less than or equal
to 10 mm.
[0070] The second screened material M4-2 may also
include, for example, fiber that has not been sufficiently
defibrated, and excessively agglomerated (clumped) de-
fibrated fibers.
[0071] The classifier 14 includes a drum 141, and a
housing 142 enclosing the drum 141.
[0072] The drum 141 is a sieve comprising a cylindrical
mesh body that rotates on its center axis. The defibrated
material M3 is introduced to the drum 141. By the drum
141 rotating, defibrated material M3 that is smaller than
the mesh passes through and is separated as first
screened material M4-1, and defibrated material M3 that
is larger than the mesh and therefore does not pass
through, is separated as second screened material M4-2.
[0073] The first screened material M4-1 drops from the
drum 141.
[0074] The second screened material M4-2 is dis-
charged to a conduit (flow path) 243 connected to the
drum 141. The end of the conduit 243 on the opposite
end (downstream end) as the drum 141 is connected to
the conduit 241. The second screened material M4-2 that
has passed through the conduit 243 merges with the
shreds M2 inside the conduit 241, and is introduced with
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the shreds M2 to the defibrator 13. As a result, the second
screened material M4-2 is returned to the defibrator 13
and again passes through the defibrating process with
the shreds M2.
[0075] The first screened material M4-1 from the drum
141 is dispersed while dropping through air, and de-
scends toward the first web forming device 15 (separa-
tor). The first web forming device 15 is the part that ex-
ecutes a first web forming process (see FIG. 5) forming
a first web M5 from the first screened material M4-1. The
first web forming device 15 includes a mesh belt (sepa-
ration belt) 151, three tension rollers 152, and a suction
unit (suction mechanism) 153.
[0076] The mesh belt 151 is an endless belt on which
the first screened material M4-1 accumulates. This mesh
belt 151 is mounted on three tension rollers 152. By ro-
tationally driving the tension rollers 152, the first screened
material M4-1 deposited on the mesh belt 151 is con-
veyed downstream.
[0077] The size of the first screened material M4-1 is
greater than or equal to the size of the mesh in the mesh
belt 151. As a result, passage of the first screened ma-
terial M4-1 through the mesh belt 151 is limited, and as
a result the first screened material M4-1 accumulates on
the mesh belt 151. Furthermore, because the first
screened material M4-1 is conveyed downstream by the
mesh belt 151 as the first screened material M4-1 accu-
mulates on the mesh belt 151, the first screened material
M4-1 is formed in a layer as a first web M5.
[0078] The first screened material M4-1 may also con-
tain dust and dirt and other material. Dust and dirt, for
example, may be produced by shredding and defibration.
Such dust and dirt is later recovered in the dust collector
27 described below.
[0079] The suction unit 153 suctions air from below the
mesh belt 151. As a result, dust and dirt that has passed
through the mesh belt 151 can be suctioned together with
the air.
[0080] The suction unit 153 is connected to a dust col-
lector 27 through another conduit (flow path) 244. Dust
and dirt suctioned by the suction unit 153 is captured by
the dust collector 27.
[0081] Another conduit (flow path) 245 is also connect-
ed to the storage hopper 27. A blower 262 is connected
to the conduit 245. Operation of the blower 262 produces
suction in the suction unit 153. This promotes formation
of the first web M5 on the mesh belt 151. Operation of
the blower 262 causes the dust and dirt removed from
the material forming the first web M5 to pass through the
conduit 244 and reach the dust collector 27.
[0082] The housing 142 is connected to a wetting unit
232. Like the wetting unit 231 described above, the wet-
ting unit 232 is a heaterless humidifier. As a result, hu-
midified air is supplied into the housing 142. This wet air
moistens the first screened material M4-1, and as a result
can suppress sticking of the first screened material M4-1
to the inside walls of the housing 142 due to static elec-
tricity.

[0083] Another wetting unit 235 is disposed down-
stream from the classifier 14. This wetting unit 235 is
configured as an ultrasonic humidifier that mists water.
As a result, moisture can be supplied to the first web M5,
and the moisture content of the first web M5 can thereby
be adjusted. This adjustment can also suppress sticking
of the first web M5 to the mesh belt 151 due to static
electricity. As a result, the first web M5 easily separates
from the mesh belt 151 at the tension roller 152 from
where the mesh belt 151 returns to the upstream side.
[0084] On the downstream side of the wetting unit 235
is a cutter 16. The cutter 16 is a part that executes a
cutting process of cutting the first web M5 that has sep-
arated from the mesh belt 151.
[0085] The cutter 16 has a propeller 161 that is rota-
tionally supported, and a housing 162 that houses the
propeller 161. The first web M5 is cut into pieces as it is
fed into the rotating propeller 161. The cut first web M5
is thus processed into fragments M6. The fragments M6
then drop down in the housing 162.
[0086] The housing 162 is connected to another wet-
ting unit 233. Like wetting unit 231 described above, wet-
ting unit 233 is a heaterless humidifier. As a result, hu-
midified air is supplied into the housing 162. This wet air
suppresses sticking of the fragments M6 to the propeller
161 and to the inside walls of the housing 162 due to
static electricity.
[0087] A mixing device 17 is disposed on the down-
stream side of the cutter 16. The mixing device 17 is the
part that executes a mixing process of mixing the frag-
ments M6 with resin P1. The mixing device 17 includes
a resin supply device 171, a conduit (flow path) 172, and
a blower 173.
[0088] The conduit 172 connects the housing 162 of
the cutter 16 to the housing 182 of the detangler 18, and
is a flow path through which a mixture M7 of the fragments
M6 and resin P1 passes.
[0089] The resin supply device 171 connects to the
conduit 172. The resin supply device 171 has a screw
feeder 174. By rotationally driving the screw feeder 174,
the resin P1 can be supplied in powder or particle form
to the conduit 172. The resin P1 supplied to the conduit
172 is mixed with the fragments M6, forming the mixture
M7.
[0090] Note that the resin P1 bonds fibers together in
a downstream process, and may be a thermoplastic resin
or a thermosetting resin, but is preferably a thermoplastic
resin. Examples of such thermoplastic resins include AS
resin, ABS resin, polyethylene, polypropylene, ethyle-
nevinylacetate copolymer (EVA), or other polyolefin, de-
natured polyolefins, polymethylmethacrylate or other
acrylic resin, polyvinyl chloride, polystyrene, polyethyl-
ene terephthalate, polybutylene terephthalate or other
polyesters, nylon 6, nylon 46, nylon 66, nylon 610, nylon
612, nylon 11, nylon 12, nylon 6-12, nylon 6-66 or other
polyimide (nylon), polyphenylene ether, polyacetal, pol-
yether, polyphenylene oxide, polyether ether ketone,
polycarbonate, polyphenylene sulfide, thermoplastic
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polyimide, polyether imide, aromatic polyester, or other
liquid crystal polymer, styrenes, polyolefins, polyvinyl
chlorides, polyurethanes, polyesters, polyimides, polyb-
utadienes, transpolyisoprenes, fluoroelastomers, poly-
ethylene chlorides and other thermoplastic elastomers,
as well as combinations of one or two or more of the
foregoing. Preferably, a polyester or resin containing a
polyester is used as the thermoplastic resin.
[0091] Additives other than resin P1 may also be sup-
plied from the resin supply device 171, including, for ex-
ample, coloring agents for adding color to the fiber, anti-
blocking agents for suppressing clumping of the fiber and
clumping of the resin P1, flame retardants for making the
fiber and manufactured sheets difficult to burn, and paper
strengtheners for increasing the strength of the sheet S.
Compounds already incorporating such other additives
with the resin P1 may also be supplied.
[0092] The blower 173 is disposed to the conduit 172
downstream from the resin supply device 171. The frag-
ments M6 and resin P1 are also mixed by the action of
a rotating unit such as blades of the blower 173. The
blower 173 is configured to produce an air current toward
the detangler 18. This air current can also mix the frag-
ments M6 and resin P1 inside the conduit 172. As a result,
the mixture M7 can be introduced to the detangler 18 as
a uniform dispersion of the fragments M6 and resin P1.
The fragments M6 in the mixture M7 are further detangled
into smaller fibers while travelling through the conduit
172.
[0093] The detangler 18 is the part that executes the
detangling process that detangles interlocked fibers in
the mixture M7.
[0094] The detangler 18 includes a drum 181 and a
housing 182 that houses the drum 181.
[0095] The drum 181 is a sieve comprising a cylindrical
mesh body that rotates on its center axis. The mixture
M7 is introduced to the drum 181. By the drum 181 ro-
tating, fiber in the mixture M7 that is smaller than the
mesh can pass through the drum 181. The mixture M7
is detangled in this process.
[0096] The mixture M7 that is detangled in the drum
181 is dispersed while dropping through air, and falls to
the second web forming device 19 located below the
drum 181. The second web forming device 19 is the part
that executes the second web forming process forming
a second web M8 from the mixture M7. The second web
forming device 19 includes a mesh belt (separation belt)
191, tension rollers 192, and a suction unit (suction mech-
anism) 193.
[0097] The mesh belt 191 is an endless belt on which
the mixture M7 accumulates. This mesh belt 191 is
mounted on four tension rollers 192. By rotationally driv-
ing the tension rollers 192, the mixture M7 deposited on
the mesh belt 191 is conveyed downstream.
[0098] Most of the mixture M7 on the mesh belt 191 is
larger than the mesh in the mesh belt 191. As a result,
the mixture M7 is suppressed from passing through the
mesh belt 191, and therefore accumulates on the mesh

belt 191. The mixture M7 is conveyed downstream by
the mesh belt 191 as the mixture M7 accumulates on the
mesh belt 191, and is formed in a layer as the second
web M8.
[0099] The suction unit 193 suctions air down from be-
low the mesh belt 191. As a result, the mixture M7 can
be pulled onto the mesh belt 191, and accumulation of
the mixture M7 on the mesh belt 191 is thereby promoted.
[0100] Another conduit (flow path) 246 is connected to
the suction unit 193. A blower 263 is also disposed to the
conduit 246. Operation of the blower 263 produces suc-
tion in the suction unit 193.
[0101] Another wetting unit 234 is connected to the
housing 182. Like the wetting unit 231 described above,
wetting unit 234 is a heaterless humidifier. As a result,
humidified air is supplied into the housing 182. By hu-
midifying the inside of the housing 182 by adding wet air,
sticking of the mixture M7 to the inside walls of the hous-
ing 182 due to static electricity can be suppressed.
[0102] Another wetting unit 236 is disposed below the
detangler 18. This wetting unit 236 is configured as an
ultrasonic humidifier similarly to the wetting unit 235 de-
scribed above. As a result, moisture can be supplied to
the second web M8, and the moisture content of the sec-
ond web M8 can thereby be adjusted. This adjustment
can also suppress sticking of the second web M8 to the
mesh belt 191 due to static electricity. As a result, the
second web M8 easily separates from the mesh belt 191
at the tension roller 192 from where the mesh belt 191
returns to the upstream side.
[0103] Note that the amount of moisture (total moisture
content) added by wetting unit 231 to wetting unit 236 is,
for example, preferably less than or equal to 20 parts by
weight, and more preferably greater than or equal to 0.5
parts by weight and less than or equal to 20 parts by
weight per 100 parts by weight of the material before
adding water.
[0104] A sheet forming device 20 is disposed down-
stream from the second web forming device 19. The
sheet forming device 20 is the part that executes the
sheet forming process forming sheets S from the second
web M8. This sheet forming device 20 includes a calend-
er 201 and a heater 202.
[0105] The calender 201 comprises a pair of calender
rolls 203, and the second web M8 can be compressed
without heating (without melting the resin P1) by passing
the second web M8 between the calender rolls 203. This
process increases the density of the second web M8.
The second web M8 is then conveyed toward the heater
202. Note that one of the pair of calender rolls 203 is a
drive roller that is driven by operation of a motor (not
shown in the figure), and the other is a driven roller.
[0106] The heater 202 has a pair of heat rollers 204,
which can heat while compressing the second web M8
passing between the heat rollers 204. The combination
of heat and pressure melts the resin P1 in the second
web M8, and bonds fibers through the molten resin P1.
As a result, a sheet S is formed.
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[0107] The sheet S is then conveyed to the paper cutter
21. Note that one of the pair of heat rollers 204 is a drive
roller that is driven by operation of a motor (not shown in
the figure), and the other is a driven roller.
[0108] A paper cutter 21 is disposed downstream from
the sheet forming device 20. The paper cutter 21 is the
part that executes the sheet cutting process (see FIG. 5)
that cuts the continuous sheet S into single sheets S.
The paper cutter 21 includes a first cutter 211 and a sec-
ond cutter 212.
[0109] The first cutter 211 cuts the sheet S in the di-
rection crosswise to the conveyance direction of the
sheet S.
[0110] The second cutter 212 is downstream from the
first cutter 211, and cuts the sheets S in the direction
parallel to the conveyance direction of the sheet S.
[0111] Sheets S of a desired size are produced by the
cutting action of the first cutter 211 and the second cutter
212. The sheets S are then conveyed further downstream
and stacked in a stacker 22.
[0112] The feedstock M1 that is recycled into sheets
S in this embodiment, however, is recovered paper that
has already been printed on and used. Such recovered
paper may contain metal binders such as staples or paper
clips. In this case, the recovered paper is shredded to-
gether with the binders by the shredder 12. The binders
then become metal fragments MF when shredded, and
are conveyed downstream with the shreds M2 (see FIG.
1 and FIG. 2). When making sheets S from feedstock
M1, the metal fragments MF are unwanted foreign con-
taminants and preferably removed. This can prevent the
metal fragments MF from damaging the defibrator 13 and
other parts downstream from the defibrator 13. The qual-
ity of the sheets S is also improved by removing the metal
fragments MF, which are foreign contaminants in the
sheet S formation process.
[0113] The sheet manufacturing apparatus 100 is
therefore configured to enable the defibrating device 1
embodying the defibrator 13 to remove metal fragments
MF. The defibrating device 1 is described below.
[0114] Note that the metal fragments MF may be small
pieces or in a powder, particulate, clump, or other form.
[0115] As shown in FIG. 2, the defibrating device 1 has
a main unit 2 including a housing 7 with fixed cutters 711;
a rotor 3 with first rotating cutters 32 and second rotating
cutters 33 inside the housing 7; and a support mechanism
4 that supports the rotor 3 rotatably. The defibrating de-
vice 1 also includes a first magnet unit 5 located on the
upstream side of the housing 7, and a second magnet
unit 6 located on the downstream side of the housing 7.
[0116] The housing 7 includes a case member 71, a
suction port 72 and a discharge port 73 formed protruding
from the case member 71, and legs 74 that support the
case member 71.
[0117] The case member 71 is cylindrically shaped,
and is disposed with its center axis O71 parallel to the
horizontal axis.
[0118] Multiple fixed cutters 711 are disposed to the

case member 71 along the center axis O71. The fixed
cutters 711 are annular steel plates. As shown in FIG. 3,
numerous sawtoothed blades 712 are disposed circum-
ferentially on the inside circumference part of the fixed
cutters 711. Numerous fixed cutters 711 thus configured
are disposed side by side along the center axis O71. The
blades 712 of adjacent fixed cutters 711 are also dis-
posed side by side.
[0119] The material used to make the fixed cutters 711
is not specifically limited, and cold rolled steel sheet such
as SPCC, SPCD, SPCE, SPCF, or SPCG may be used.
[0120] As shown in FIG. 2, the inside of the case mem-
ber 71 is divided into three sections, shown left to right
in the figure, with the part where the fixed cutters 711 are
disposed in the middle. The section on the left, that is,
the section upstream from the fixed cutters 711, is a swirl
section A1 creating a rotational current RF. The middle
section is the defibration section A2 where the shreds
M2 (paper) is defibrated. The right, or downstream, sec-
tion is the discharge section A3 where the defibrated ma-
terial M3 is discharged. The case member 71 is a cylin-
drical member that defines the swirl section A1, defibra-
tion section A2, and discharge section A3.
[0121] A rotational current RF can be produced in the
swirl section A1. The shreds M2 and metal fragments MF
are caused to rotate around the center axis O71 while
being fed into the defibration section A2 by the rotational
current RF. The inside diameter and outside diameter of
the case member 71 change in stages in the swirl section
A1, and a shoulder 715 (side member) is formed in the
wall of the case member 71 (see FIG. 3). This shoulder
715 (side member) is closer than the left wall 713 of the
case member 71 to the boundary between the swirl sec-
tion A1 and the defibration section A2. Note that an inside
circumference surface 719 is formed along the circum-
ferential surface of the case member 71.
[0122] The shreds M2 (paper) can be defibrated in the
defibration section A2 between the fixed cutters 711 and
the first rotating cutters 32 and second rotating cutters
33 of the rotor 3, producing the defibrated material M3.
[0123] The defibrated material M3 is fed from the de-
fibration section A2 to the discharge section A3. A rota-
tional flow is produced in the discharge section A3 by the
rotor 3 turning inside the defibration section A2, and as
shown in FIG. 2, the defibrated material M3 moves along
the inside circumference part 719b on the discharge side
of the case member 71 (cylindrical member). As a result,
the defibrated material M3 is discharged smoothly from
the discharge section A3 through the discharge port 73.
[0124] The average inside diameter of the swirl section
A1 of the case member 71 is preferably smaller than the
average inside diameter of the defibration section A2 and
the average inside diameter of the discharge section A3.
The average inside diameter of the defibration section
A2 and the average inside diameter of the discharge sec-
tion A3 may be the same or different. When the average
inside diameter of the defibration section A2 and the av-
erage inside diameter of the discharge section A3 are
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different, the average inside diameter of the discharge
section A3 is preferably greater than the average inside
diameter of the defibration section A2.
[0125] As shown in FIG. 2, the suction port 72 is a tube
projecting vertically up, and communicates with the swirl
section A1. The suction port 72 also connects to the con-
duit 241. As a result, shreds M2 (paper) passing through
the conduit 241 passes the suction port 72 and is suc-
tioned with any metal fragments MF into the swirl section
A1.
[0126] The suction port 72 is formed on a tangent to
the outside circumference part of the case member 71
where the swirl section A1 is located. As a result, air
flowing from the suction port 72 into the swirl section A1
rotates around the center axis O71 of the swirl section
A1, producing a rotational current RF.
[0127] The part of the suction port 72 on the swirl sec-
tion A1 side is a necked portion 721 where the inside
diameter decreases toward the swirl section A1. The
necked portion 721 functions as a choke, increasing the
fluid velocity. As a result, air from the suction port 72
enters the swirl section A1 vigorously, promoting rota-
tional flow through the swirl section A1.
[0128] The part of the suction port 72 on the upstream
side of the necked portion 721 in the configuration shown
in FIG. 2 is separate from the case member 71, and this
separate member is connected and fastened to the case
member 71, but the invention is not so limited and the
entire suction port 72 may be formed in unison with the
case member 71.
[0129] The discharge port 73 is also a tubular member
projecting vertically up, and communicates with the dis-
charge section A3. The discharge port 73 also connects
to the conduit 242. As a result, defibrated material M3 in
the discharge section A3 passes through the discharge
port 73 and is discharged into the conduit 242.
[0130] The discharge port 73 is formed on a tangent
to the outside circumference part of the case member 71
where the discharge section A3 is located. As a result,
defibrated material M3 swirling inside the discharge sec-
tion A3 can be rapidly discharged.
[0131] Like the suction port 72, the discharge port 73
is configured separately to the case member 71 in the
configuration shown in FIG. 2, and this separate member
is connected and fastened to the case member 71, but
the invention is not so limited and the discharge port 73
may be formed in unison with the case member 71.
[0132] Legs 74 are disposed to the bottom of the out-
side circumference part of the case member 71. The legs
74 support the case member 71 from below. As a result,
the defibrating device 1 can be used in a stable position.
[0133] As shown in FIG. 2, the legs 74 are configured
by two panel members 741 separated from each other
along the center axis O71. Of the two panel members
741, one panel member 741 is disposed below the swirl
section A1, and the other panel member 741 is disposed
below the discharge section A3.
[0134] The panel members 741 are fan shaped and

project down. At least one flange 742 that is fastened by
a screw is disposed to each panel member 741. As a
result, the complete defibrating device 1 can be installed
in a stable position, and the defibrating device 1 can
therefore be used in an even more stable position. Note
that the number of flanges 742 disposed to the panel
members 741 is not specifically limited, and there may
be multiple flanges 742 such as shown in FIG. 4.
[0135] The legs 74 are formed in unison with the case
member 71 in the configuration shown in FIG. 2 and FIG.
3, but the invention is not so limited. For example, the
legs 74 may be configured separately from the case
member 71, and these discrete legs 74 may be connect-
ed and fastened to the case member 71.
[0136] Note that the materials used to make the case
member 71 (not including the fixed cutters 711), the suc-
tion port 72, the discharge port 73, and the legs 74 are
not specifically limited, and aluminum, aluminum alloy,
steel sheet, or other metal material may be used.
[0137] The rotor 3 is disposed inside the case member
71. As shown in FIGs. 2 and 3, the rotor 3 has an axle
31 disposed on the center axis O71, multiple first rotating
cutters 32, multiple second rotating cutters 33, a divider
34 separating the first rotating cutters 32 and second
rotating cutters 33, a first pressure plate 35 that presses
the first rotating cutters 32, a first fastening member 36
that secures the first pressure plate 35, multiple blade
members 37 disposed to the first pressure plate 35, a
second pressure plate 38 that presses the second rotat-
ing cutters 33, and a second fastening member 39 that
secures the second pressure plate 38.
[0138] The axle 31 is a shaft that is round in cross sec-
tion, and is disposed coaxially to the center axis O71. The
axle 31 is supported on both ends by a support mecha-
nism 4, and can rotate on the center axis O71.
[0139] The material used for the axle 31, divider 34,
first pressure plate 35, first fastening member 36, blade
members 37, second pressure plate 38, and second fas-
tening member 39 is not specifically limited, and may be
aluminum, aluminum alloy, steel sheet, or other metal
material.
[0140] The axle 31 passes through all of the multiple
first rotating cutters 32 and multiple second rotating cut-
ters 33. The multiple first rotating cutters 32 are on the
upstream side, and the multiple second rotating cutters
33 are on the downstream side. The number of first ro-
tating cutters 32 and the number of second rotating cut-
ters 33 is not specifically limited, but the number of each
is preferably greater than or equal to 2 and less than or
equal to 200, and further preferably greater than or equal
to 10 and less than or equal to 50. The number of first
rotating cutters 32 and the number of second rotating
cutters 33 may the same or different.
[0141] The first rotating cutters 32 are ring-shaped
metal plates. As shown in FIG. 3, each of the first rotating
cutters 32 has multiple blades 321 extending radially from
the center axis O71 (axle 31). Multiple first rotating cutters
32 thus shaped are stacked side by side along the center
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axis O71. The blades 321 of adjacent first rotating cutters
32 are also stacked side by side.
[0142] The second rotating cutters 33, like the first ro-
tating cutters 32, are ring-shaped steel plates. As shown
in FIG. 3, each of the second rotating cutters 33 has mul-
tiple blades 331 extending radially from the center axis
O71 (axle 31). Multiple second rotating cutters 33 thus
shaped are stacked side by side along the center axis
O71. The blades 331 of adjacent second rotating cutters
33 are also stacked side by side.
[0143] When the axle 31 is turned on the center axis
O71 by the support mechanism 4, the first rotating cutters
32 and second rotating cutters 33 can turn in the same
direction in conjunction with the axle 31. As a result,
shreds M2 flowing into the defibration section A2 are de-
fibrated in the process of passing sequentially between
the blades 712 of the fixed cutters 711 and the blades
321 of the first rotating cutters 32, and between the blades
712 of the fixed cutters 711 and the blades 331 of the
second rotating cutters 33, and become defibrated ma-
terial M3.
[0144] The speed of the first rotating cutters 32 and
second rotating cutters 33 is not specifically limited, and
is preferably greater than or equal to 100 rpm and less
than or equal to 11,000 rpm, and further preferably is
greater than or equal to 500 rpm and less than or equal
to 9000 rpm.
[0145] The number of blades 321 in the first rotating
cutters 32, and the number of blades 331 in the second
rotating cutters 33, may be the same or different.
[0146] The material used for the first rotating cutters
32 and second rotating cutters 33 is not specifically lim-
ited, and may be the same as the material used for the
fixed cutters 711, for example.
[0147] As shown in FIG. 2, a divider 34 is disposed
between the last first rotating cutter 32 on the right end
of the multiple first rotating cutters 32 as seen in the figure,
and the first second rotating cutter 33 on the left end of
the multiple second rotating cutters 33 as seen in the
figure. The divider 34 is a member that separates the first
rotating cutters 32 and second rotating cutters 33.
[0148] The divider 34 is also an annular plate. The di-
ameter of the divider 34 is smaller than the maximum
diameter of the first rotating cutters 32 (the diameter of
the circle made by joining the distal ends of the blades
321) and the maximum diameter of the second rotating
cutters 33 (the diameter of the circle made by joining the
distal ends of the blades 331).
[0149] The first pressure plate 35 is a member that
presses the multiple first rotating cutters 32 to the divider
34. The first pressure plate 35 is also made as an annular
panel. The diameter of the first pressure plate 35 is less
than the maximum diameter of the first rotating cutters 32.
[0150] The first fastening member 36 is a member that
fastens the first pressure plate 35 from the left side as
seen in FIG. 2. As a result, the position of the first fas-
tening member 36 on the axle 31 is fixed. The first fas-
tening member 36 is annular, the diameter thereof is less

than the diameter of the first pressure plate 35, and its
thickness is greater than the thickness of the first pres-
sure plate 35.
[0151] As shown in FIG. 2, multiple blade members 37
are disposed extending straight from the left side of the
first pressure plate 35 as seen in FIG. 2. Multiple blade
members 37 are disposed at equal intervals around the
center axis O71. The blade members 37 are configured
as plates extending radially around the center axis O71.
[0152] The multiple blade members 37 turn in conjunc-
tion with the first pressure plate 35 when the axle 31 is
turned on the center axis O71 by the support mechanism
4. As a result, the blade members 37 drive the shreds
M2 in the swirl section A1 toward the outside of the case
member 71, and push the shreds M2 between the fixed
cutters 711 and first rotating cutters 32. As a result, the
shreds M2 are made to flow quickly between the fixed
cutters 711 and first rotating cutters 32.
[0153] The second pressure plate 38 presses the mul-
tiple second rotating cutters 33 to the divider 34. The
second pressure plate 38 is an annular plate. The diam-
eter of the second pressure plate 38 is smaller than the
maximum diameter of the second rotating cutters 33.
[0154] The second fastening member 39 is a member
that secures the second pressure plate 38 from the right
side as seen in FIG. 2. As a result, the position of the
second fastening member 39 on the axle 31 is fixed.
[0155] The second fastening member 39 is configured
as an annular member with a diameter smaller than the
diameter of the second pressure plate 38, and a thickness
greater than the thickness of the second pressure plate
38.
[0156] The rotor 3 configured as described above is
supported by the support mechanism 4 rotationally
around the center axis O71. The direction of this rotation
is preferably the same as the rotational current RF.
[0157] As shown in FIG. 2, the support mechanism 4
has a first bearing 41a configured to rotatably support
one end of the axle 31 of the rotor 3; a first support mem-
ber 42 configured to hold and support the first bearing
41a; a first pressure member 43 configured to press the
first bearing 41a; a first seal 44 configured to contact the
outside of one end of the axle 31; a second bearing 41b
configured to rotatably support the other end of the axle
31 of the rotor 3; a second support member 45 configured
to hold and support the second bearing 41b; a second
pressure member 46 configured to press the outside of
the other end of the axle 31; a second seal 47 configured
to contact the outside of the other end of the axle 31; a
pulley 48; and a pulley pressure member 49 configured
to press the pulley 48.
[0158] The first bearing 41a is a ball bearing, and the
left end of the axle 31 is inserted thereto (passes
through). The second bearing 41b is a ball bearing like
the first bearing 41a, and the right end of the axle 31 is
inserted thereto (passes through). The axle 31 is thus
supported rotationally to the center axis O71 by the first
bearing 41a and second bearing 41b.
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[0159] The first support member 42 is annularly
shaped, and the outside part thereof fits to the left wall
713 of the case member 71. As a result, the first support
member 42 is fastened to the case member 71. The first
bearing 41a is fit inside the first support member 42. As
a result, the first support member 42 can stably support
the first bearing 41a.
[0160] The first pressure member 43 is installed to the
left end side of the axle 31, and pushes against the left
side of the first bearing 41a. As a result, the first bearing
41a is prevented from separating from the first bearing
41a.
[0161] A first seal 44 is supported by the first support
member 42 on the right side of the first bearing 41a. The
first seal 44 is a flexible, ring-shaped member, and the
inside circumference part of the first seal 44 slidably con-
tacts the outside of the axle 31. As a result, the first bear-
ing 41a can be separated from the swirl section A1, and
the first bearing 41a can be protected from the shreds
M2 and metal fragments MF, for example.
[0162] A cover 75 is removably fit to the left wall 713
of the case member 71. Removing the cover 75 enables
maintenance of the first bearing 41a, for example.
[0163] The second support member 45 is tubular, and
the outside of the second support member 45 fits to the
right wall 714 of the case member 71. As a result, the
second support member 45 is firmly attached to the case
member 71. The second bearing 41b fits inside the sec-
ond support member 45. As a result, the second bearing
41b can be stably supported.
[0164] The second pressure member 46 is attached to
the right wall 714 of the case member 71, and pushes
the second bearing 41b from the right side. As a result,
separation of the second bearing 41b from the axle 31
can be prevented.
[0165] A second seal 47 is supported by the second
support member 45 on the left side of the second bearing
41b. The second seal 47 is a flexible, ring-shaped mem-
ber, and the inside circumference part of the second sup-
port member 45 slidably contacts the outside of the axle
31. As a result, the second bearing 41b can be separated
from the discharge section A3, and the second bearing
41b can be protected from defibrated material M3, for
example.
[0166] The pulley 48 is attached to the right end of the
axle 31 on the outside of the housing 7. The pulley 48
connects to a motor (not shown in the figure) through a
V-belt or a V-ribbed belt (not shown in the figure). When
the motor is driven, torque from the motor is transferred
through the timing belt to the pulley 48. As a result, the
rotor 3 (axle 31) can be turned.
[0167] The pulley pressure member 49 is attached to
the axle 31 on the right side of the pulley 48. The pulley
pressure member 49 pushes against the right side of the
pulley 48. As a result, separation of the pulley 48 from
the axle 31 can be prevented.
[0168] As shown in FIG. 3 (and FIG. 2), a first magnet
unit 5 (magnet unit) is disposed to the swirl section A1.

As shown in FIG. 2 to FIG. 5, the first magnet unit 5
includes a first magnet assembly 51 and a second mag-
net assembly 52 set side by side.
[0169] The first magnet assembly 51 is an assembly
including a solid (block) magnet (ferromagnet) 53, a cas-
ing 54, and a cap 55. The second magnet assembly 52
is similarly configured with a magnet 53, casing 54, and
cap 55. The magnet 53 is a magnetized body, and is
preferably a permanent magnet. The first magnet unit 5
(see FIG. 3) attracts metal fragments MF conveyed
through the swirl section A1 with the shreds M2 (paper)
by means of the magnetic force of the magnet 53 in each
assembly. Note that the first magnet unit 5 has two mag-
nets 53 in this example, but the number of magnets 53
is not so limited and there may be only one or three or
more.
[0170] As described above, the defibrating device 1
(main unit 2) has a housing 7 with a suction port 72
through which shreds M2 (paper) are suctioned into the
swirl section A1, and a discharge port 73 from which the
defibrated material M3 defibrated from the shreds M2
(paper) in the defibration section A2 is discharged. The
housing 7 is divided into a defibration section A2 and a
swirl section A1. The first magnet unit 5 (magnet unit) is
disposed in the swirl section A1 on the side bordering
the defibration section A2. More specifically, the first
magnet unit 5 is disposed to the shoulder 715 (side mem-
ber), which in this embodiment is the side of the housing
7 forming the inside circumference part 719a.
[0171] As described above, the housing 7 has a case
member 71 that is formed by a cylindrical portion defining
the swirl section A1. As shown in FIG. 2 and FIG. 3, the
first magnet unit 5 (magnet unit) is disposed on the suc-
tion side of the case member 71 (cylindrical portion) ex-
posed to the defibration section A2 side, that is, the right
side in the figure, of the inside circumference part 719a.
Note that the first magnet unit 5 is disposed exposed
above the inside circumference part 719a. More specif-
ically, the first magnet unit 5 is disposed just above or
within the diameter of the lowest part of the inside cir-
cumference part 719a.
[0172] The first magnet unit 5 (magnet unit) is also lo-
cated below the suction port 72.
[0173] The shreds M2 are conveyed by the rotational
current RF with the metal fragments MF around the cent-
er axis O71 inside the swirl section A1. Centrifugal force
produced by this rotation acts pushes the shreds M2 and
metal fragments MF away from the center axis O71, that
is, to the inside circumference side of the case member
71. The shreds M2 and metal fragments MF are thus
driven to the inside circumference side of the case mem-
ber 71 while swirling around the center axis O71. As a
result, the shreds M2 and metal fragments MF can be
made to pass in front of the first magnet unit 5 disposed
to the position described above.
[0174] As shown in FIG. 3 when the shreds M2 and
metal fragments MF pass in front of the first magnet unit
5, the shreds M2 pass the first magnet unit 5 and flow
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into the defibration section A2, but the metal fragments
MF are attracted to and held by the first magnet unit 5,
and prevented from flowing into the defibration section
A2. As a result, the shreds M2 and metal fragments MF
can be separated, or more specifically, the metal frag-
ments MF can be removed from the shreds M2.
[0175] Even if multiple shreds M2 are in clumps before
flowing into the swirl section A1, the shreds M2 are de-
fibrated while swirling inside the swirl section A1 and sep-
arated into individual shreds M2. Because the clumps
are broken up in the swirl section A1, even metal frag-
ments MF that may be enclosed in a clump of shreds M2
break away from the clump and are similarly dispersed.
These metal fragments MF are also attracted by the first
magnet unit 5 and prevented from flowing into the defi-
bration section A2.
[0176] The first magnet unit 5 includes a first magnet
assembly 51 and second magnet assembly 52. Each as-
sembly includes a magnet 53, casing 54, and cap 55.
Because the first magnet assembly 51 and second mag-
net assembly 52 are identical except for their locations,
the first magnet assembly 51 is described more specifi-
cally below.
[0177] The magnet 53 is a cylindrically shaped perma-
nent magnet, that is, a cylinder magnet. As a result, the
magnet 53 can attract metal fragments MF. The config-
uration of the magnet 53 is also simplified compared with
using an electromagnet that is temporarily magnetized
when energized.
[0178] The type of permanent magnet used for the
magnet 53 is not specifically limited, and may be an alloy
magnet, ferrite magnet, or rare-earth magnet, for exam-
ple. The type of alloy magnet is also not specifically lim-
ited, and may be an Fe-AI-Ni-Co magnet (iron-aluminum-
nickel-cobalt magnet (Alnico magnet), or Fe-Cr-Co mag-
net (iron-chrome-cobalt magnet). Examples of ferrite
magnets include hard ferrite (ceramic magnet). Exam-
ples of rare-earth magnets include Sm-Co magnets (sa-
marium-cobalt magnet), ND-Fe-B magnets (neodym-
ium-iron-boron magnet (neodymium magnet)). The mag-
net 53 may also be a bonded magnet, sintered magnet,
or pressed-powder magnet, for example.
[0179] Note that the shape of the magnet 53 is not spe-
cifically limited, and may be a rod that in cross section is
oval or polygonal, or a bar, block, strip, or linear.
[0180] The magnet 53 is also disposed with its center
axis parallel to the center axis O71 of the housing 7 (case
member 71).
[0181] As described above, the first magnet unit 5
(magnet unit) has multiple magnets 53 (two in this exam-
ple). As shown in FIG. 3, the two (multiple) magnets 53
are disposed side by side along the direction in which
the shreds M2 (paper) and metal fragments MF pass in
front of the first magnet unit 5. Adjacent magnets 53 are
also disposed so that the directions of the lines of force
are opposite. More specifically, as shown in FIG. 5, the
direction of the magnetic field lines FL1 of the magnet 53
in the first magnet assembly 51 is opposite the direction

of the magnetic field lines FL2 of the magnet 53 in the
second magnet assembly 52.
[0182] Disposing the two magnets 53 in this way in-
creases the pull force of the first magnet unit 5 on metal
fragments MF. As a result, metal fragments MF can be
sufficiently attracted and held regardless of the volume
and speed of the metal fragments MF passing in front of
the first magnet unit 5.
[0183] As shown in FIG. 5, the magnets 53 are held in
a casing 54. The casing 54 is made from a tubular mem-
ber, and the magnets 53 can be inserted from the opening
541 on one end (the right side in FIG. 5).
[0184] A male thread 542 is formed on the outside of
the casing 54 on the opposite end (left side in FIG. 5),
that is, the opposite end to the opening 541. As shown
in FIG. 4, two female threads 716 are formed through the
shoulder 715 (side member) of the housing 7. The male
thread 542 of the casing 54 can screw into the female
threads 716 of the housing 7. The first magnet unit 5 (first
magnet assembly 51, second magnet assembly 52) can
thus screw into the housing 7. As a result, the first magnet
unit 5 can capture metal fragments MF.
[0185] The first magnet unit 5 can be removed from
the housing 7 by unscrewing the threads. As a result, the
first magnet unit 5 (magnet unit) is removably installed
to the housing 7 (main unit 2). By enabling removing the
first magnet unit 5 from the housing 7, metal fragments
MF captured by the first magnet unit 5 inside the swirl
section A1 can be removed from the first magnet unit 5
and recovered. The first magnet unit 5 can then be rein-
stalled in the housing 7. For example, when metal frag-
ments MF get into the male thread 542 or female thread
716, the metal fragments MF can be removed from the
threads and cleaned by removing the first magnet unit 5
from the housing 7.
[0186] Note that the outside of the casing 54 in the part
on the opening 541 side of the male thread 542 is a hex
head 543 with six flat faces in cross section. This config-
uration enables using a suitable wrench, for example,
when installing and removing the first magnet unit 5.
[0187] As described above, the first magnet unit 5
(magnet unit) has a casing 54 for holding a magnet 53.
The first magnet unit 5 (magnet unit) can also be remov-
ably installed to the housing 7 (main unit 2) with a magnet
53 held in the casing 54. The magnet 53 is held in the
casing 54 so that the magnet 53 can be removed when
the first magnet unit 5 is removed from the housing 7. As
a result, the magnet 53 can be easily removed from the
casing 54 and replaced with a different type of magnet
53, for example, after the first magnet unit 5 is removed.
[0188] Note that the first magnet unit 5 is removably
installed to the housing 7 in this example, but the inven-
tion is not so limited. More specifically, the first magnet
unit 5 may be permanently affixed, that is, so that it cannot
be removed, to the housing 7.
[0189] The magnet 53 in this example can be removed
from the casing 54 after removing the first magnet unit 5
from the housing 7, but the invention is not so limited.
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For example, a configuration enabling removing the cas-
ing 54 while the first magnet unit 5 remains installed to
the housing 7 is also conceivable.
[0190] The material used to make the casing 54 is also
not specifically limited, and may be austenitic stainless
steel such as SUS304, aluminum, or plastic. When such
materials are used for the casing 54, the casing 54 will
not become magnetized by the magnet 53, that is, at-
traction by the magnet 53 will be prevented, and the mag-
net 53 can be easily removed from the casing 54. As a
result, replacing the magnet 53 can be simplified.
[0191] The first magnet unit 5 (magnet unit) preferably
has a magnetic path forming member (core) forming the
magnetic path of the magnet 53. This configuration aligns
the magnetic paths and increases the pull of the first mag-
net unit 5, and thereby improves the metal fragment MF
recovery rate (attraction rate).
[0192] When the casing 54 is made of austenitic stain-
less steel, the magnetic path forming member can also
function as the casing 54 holding the magnet 53. As a
result, a separate magnetic path forming member is not
needed, and the configuration of the first magnet unit 5
can be simplified.
[0193] As shown in FIG. 5, the cap 55 is removably
installed to the casing 54. The cap 55 in this example is
cylindrical and has a necked portion 551 with a reduced
outside diameter. The necked portion 551 of the cap 55
is fit into the opening 541 of the casing 54. The cap 55
may be screwed into, pressure fit (lightly fit), or otherwise
attached to the casing 54.
[0194] The cap 55 also has a recess 552 that is hex-
agonally shaped in plan view in the opposite end as the
necked portion 551. If the cap 55 is threaded into the
casing 54, a hex wrench or other suitable tool can be
used to install and remove the cap 55.
[0195] The configuration of the cap 55 is not specifi-
cally limited, and can be made using the same material
as the casing 54.
[0196] When shreds M2 and metal fragments MF are
mixed together, the first magnet unit 5 configured as de-
scribed above can remove metal fragments MF from the
shreds M2 regardless of how the shreds M2 and metal
fragments MF are mixed. As a result, damage by metal
fragments MF to the defibrating device 1 and other parts
downstream from the defibrating device 1 (defibrator 13)
can be prevented.
[0197] When making recycled sheets S from feedstock
M1, metal fragments MF have preferably been previously
removed. Because the metal fragments MF are removed
by the first magnet unit 5, high quality sheets S free of
contaminating metal fragments MF can be made.
[0198] As described above, the defibrating device 1
has a discharge section A3 into which defibrated material
M3 made by defibrating shreds M2 (paper) in the defi-
bration section A2 is fed from the defibration section A2.
A second magnet unit 6 (discharge-side magnet unit) is
disposed to the discharge section A3 or downstream from
the discharge section A3. Note that the second magnet

unit 6 in this embodiment of the invention is disposed to
the outside wall of the discharge port 73 downstream
from the discharge section A3 (see FIG. 6), but the in-
vention is not so limited, and the second magnet unit 6
may be disposed in the discharge section A3. The second
magnet unit 6 (discharge-side magnet unit) has at least
one (two in this embodiment) magnet 61 that attracts by
magnetic force metal fragments MF fed with the defibrat-
ed material M3 from the defibration section A2.
[0199] Note that there are two magnets 61 in this ex-
ample, but the number of magnets 61 is not so limited
and there may be only one or three or more.
[0200] The second magnet unit 6 is an auxiliary unit
for removing metal fragments MF that were not captured
by the upstream first magnet unit 5. The second magnet
unit 6 can therefore also prevent metal fragments MF
from flowing downstream from the defibrating device 1.
[0201] The magnets 61 in this example are permanent
magnets formed as blocks, that is, block magnets. Note
that magnets identical to the permanent magnets used
as magnets 53 above can be used as the permanent
magnet embodying the magnet 61.
[0202] As shown in FIG. 7, the two magnets 61 are
disposed side by side. The direction of this side-by-side
arrangement is the direction crosswise (perpendicular)
to the center axis of the cylindrical discharge port 73, that
is, the radial direction. The magnets 61 are disposed so
that the directions of the lines of force are opposite. More
specifically, the direction of the magnetic field lines FL3
of the one magnet 61 is opposite the direction of the mag-
netic field lines FL4 of the other magnet 61.
[0203] Disposing the two magnets 61 in this way in-
creases the pull force of the second magnet unit 6 on
metal fragments MF. As a result, metal fragments MF
can be sufficiently attracted and held regardless of the
volume and speed of the metal fragments MF passing in
front of the second magnet unit 6.
[0204] The second magnet unit 6 is an assembly in-
cluding the magnets 61, a casing 62 that holds the mag-
nets 61, a pressure member 63 that holds the magnets
61 in place, and a seal 64 (gasket) assembly with bolts
65 (screws) and bolts 66 (screws).
[0205] The casing 62 is a block with recesses 621 in
which the magnets 61 are held. The magnets 61 can
therefore be held stably in the casing 62.
[0206] The pressure member 63 is a panel disposed
to the casing 62 from the recess 621 side. Formed in the
pressure member 63 are female threads 631 into which
bolts 65 are screwed through through-holes 622 in the
casing 62. By screwing the bolts 65 into the female
threads 631, the magnets 61 are prevented from escap-
ing from the casing 62. The magnets 61 can also be pro-
tected.
[0207] The materials used to make the casing 62 and
pressure member 63 are not specifically limited, and the
same material used for the casing 54 of the first embod-
iment described above can be used.
[0208] In addition to through-holes 622, multiple
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through-holes 623 (four shown in the example in FIG. 7)
are formed in the casing 62. Bolts 66 can pass through
the through-holes 623. As shown in FIG. 6, these bolts
66 can screw into female threads 731 formed in the dis-
charge port 73. As a result, the second magnet unit 6
can be fastened to the discharge port 73, and metal frag-
ments MF can be pulled and removed from the feedstock
stream by the second magnet unit 6.
[0209] An opening 732 is also formed through the cy-
lindrical wall of the discharge port 73. When the second
magnet unit 6 is fastened to the discharge port 73, the
pressure member 63 is exposed through the opening
732.
[0210] The seal 64 is a flexible gasket disposed be-
tween the casing 62 and the discharge port 73, and main-
tains an airtight seal in this gap. As a result, defibrated
material M3 passing through the discharge port 73 can
be prevented from leaking from the gap between the cas-
ing 62 and discharge port 73.
[0211] Through-holes 641 through which the bolts 66
pass are also formed in the seal 64. The position of the
seal 64 can be prevented from shifting by passing the
bolts 66 through the through-holes 641.
[0212] The material used to make the seal 64 is not
specifically limited, and may be a rubber material such
as urethane rubber, silicone rubber, or fluoro rubber.

Embodiment 2

[0213] FIG. 8 is an oblique view through a vertical sec-
tion of the defibrating device of a sheet manufacturing
apparatus according to a second embodiment of the in-
vention.
[0214] A second embodiment of a defibrating device
and sheet manufacturing apparatus according to the in-
vention is described below with reference to the accom-
panying figures, focusing on differences with the forego-
ing embodiment and omitting or abbreviating description
of like elements.
[0215] This embodiment is the same as the first em-
bodiment except for the location of the first magnet unit.
[0216] As shown in FIG. 8, the first magnet unit 5 is
disposed to the swirl section A1 in this embodiment, and
more specifically is disposed to the swirl section A1 near
the border with the defibration section A2, and on the
right side of the shoulder 715 (side member) of the wall
of the case member 71.
[0217] In this embodiment, the magnets 53 are dis-
posed with their center axes intersecting (and/or perpen-
dicular to) the center axis O71 of the housing 7 (case
member 71).
[0218] When the first magnet unit 5 is thus disposed
and the shreds M2 and metal fragments MF pass in front
of the first magnet unit 5, the shreds M2 flow past the
first magnet unit 5 and into the defibration section A2,
but the metal fragments MF are pulled to the first magnet
unit 5 and prevented from flowing into the defibration sec-
tion A2. As a result, the shreds M2 and metal fragments

MF can be separated.

Embodiment 3

[0219] FIG. 9 is an exploded oblique view of the defi-
brating device of a sheet manufacturing apparatus ac-
cording to a third embodiment of the invention.
[0220] A third embodiment of a defibrating device and
sheet manufacturing apparatus according to the inven-
tion is described below with reference to the accompa-
nying figures, focusing on differences with the foregoing
embodiments and omitting or abbreviating description of
like elements.
[0221] This embodiment is the same as the first em-
bodiment except for the configuration of the first magnet
unit.
[0222] As shown in FIG. 9, the first magnet unit 5 in
this embodiment has two magnets 53, a casing 56 that
holds the two magnets 53, and a pressure member (fas-
tening member) 57 that holds the magnets 53 in the cas-
ing 56, and bolts (screws) 58 that hold this assembly of
parts together.
[0223] The casing 56 is an elongated elliptical block.
The casing 56 has two holes 561 formed in the surface
on one side (the right side in FIG. 9). The magnets 53
are held in these holes 561 in the casing 56.
[0224] The casing 56 is formed with a flange 562 ex-
tending beyond the main body, and two through-holes
563 are formed in the flange 562. The two through-holes
563 are formed with the two holes 561 therebetween.
[0225] The material used for the casing 56 is not spe-
cifically limited, and may be the same as the material
used for the casing 54 in the first embodiment, for exam-
ple.
[0226] The part of the casing 56 on the left side of the
flange 562 as seen in FIG. 9 is inserted to a through-hole
717 formed in the shoulder 715 (side member) of the
case member 71. An annular seal (O ring) 76 is disposed
around the edge of the through-hole 717. As a result,
when the casing 56 is inserted to the case member 71,
the annular seal 76 deforms elastically and supports the
casing 56. As a result, metal fragments MF can be reliably
pulled and held by the first magnet unit 5.
[0227] The pressure member 57 is a plate that has the
same elongated elliptical shape as the flange 562. The
pressure member 57 is disposed overlapping the flange
562 of the casing 56. The pressure member 57 has
through-holes 571 that communicate with the through-
holes 563 of the casing 56 when the pressure member
57 is in place on the flange 562.
[0228] The bolts 58 pass through the through-holes
571 of the pressure member 57 and the through-holes
563 of the casing 56, and can screw into female threads
718 of the case member 71. As a result, the first magnet
unit 5 is fastened to the case member 71 with the magnets
53, casing 56, and pressure member 57 assembled. The
magnets 53 are prevented from escaping from the casing
56 by the pressure member 57.
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[0229] The material used to make the pressure mem-
ber 57 is not specifically limited, and metals that are fer-
romagnetic at room temperature, such as iron, cobalt,
and nickel, can be used. As a result, the pressure mem-
ber 57 functions as a yoke, and thereby increases the
pull force of the first magnet unit 5 on the metal fragments
MF. As a result, metal fragments MF can be sufficiently
attracted and removed.
[0230] A defibrating device and a sheet manufacturing
apparatus according to preferred embodiments of the in-
vention are described above with reference to the figures,
but the invention is not so limited. For example, parts of
the defibrating device and sheet manufacturing appara-
tus can be replaced by other configurations having the
same capability. Other desirable configurations may also
be added.
[0231] The defibrating device and sheet manufacturing
apparatus may also be a combination of any two config-
urations (features) of the embodiments described above.
[0232] The controller that controls parts of the sheet
manufacturing apparatus may also connect to other com-
munication devices through a network. The other com-
munication devices are not specifically limited, and may
be personal computers, digital cameras, smartphones,
or tablet devices, for example.
[0233] The magnets in the embodiments described
above are permanent magnets, but the invention is not
so limited and electromagnets may be used, for example.
In this case, the magnet has a magnetic core and a coil
that produces a magnetic field, and functions as an elec-
tromagnet when electric current is supplied to the coil.

Claims

1. A defibrating device (1) comprising:

a main unit (2) with a defibration section (A2)
configured to defibrate fibrous material (M2),
and a swirl section (A1) configured to produce
a rotational air current (RF), and by the rotational
air current cause the fibrous material to rotate
and flow into the defibration section;
the main unit having a magnet unit (5) disposed
to the swirl section, and having a magnet (53)
for attracting by magnetic force metal fragments
(MF) conveyed with the fibrous material to the
swirl section.

2. The defibrating device described in claim 1, wherein:

the main unit having a housing (7) with a suction
port (72) through which the fibrous material can
be suctioned to the swirl section, and a dis-
charge port (73) from which defibrated material
defibrated from the fibrous material in the defi-
bration section can be discharged;
the housing is divided into the defibration section

and the swirl section; and
the magnet unit is disposed on the defibration
section side of the swirl section.

3. The defibrating device described in claim 2, wherein:

the housing has a cylinder portion that is cylin-
drical and defines the swirl section; and
the magnet unit is disposed exposed to the in-
side circumference part (719a) of the cylinder
portion.

4. The defibrating device described in claim 3, wherein:
the magnet unit is disposed to a side part (715) of
the housing forming the inside circumference part of
the cylinder portion.

5. The defibrating device described in any one of the
preceding claims, wherein:
the magnet unit (5) is disposed below the suction
port (72).

6. The defibrating device described in any one of the
preceding claims, wherein:
the magnet unit is removably installed to the main
unit.

7. The defibrating device described in any one of the
preceding claims, wherein:

the magnet unit has a casing (54) configured to
hold the magnet; and
the magnet unit is removably installed to the
main unit with the magnet held in the casing.

8. The defibrating device described in claim 7, wherein:
the magnet is removably held in the casing.

9. The defibrating device described in any one of the
preceding claims, wherein:
the magnet unit contains multiple magnets.

10. The defibrating device described in claim 9, wherein:
the multiple magnets are side by side in the direction
the fibrous material swirls.

11. The defibrating device described in claim 10, where-
in:
adjacent magnets are disposed with the directions
of their lines of force (FL1, FL2) opposite.

12. The defibrating device described in any one of the
preceding claims, wherein:
the magnet unit has a magnetic path forming mem-
ber forming a magnetic path of the magnet.

13. The defibrating device described in claim 12, where-
in:
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the magnetic path forming member functions as a
casing holding the magnet.

14. The defibrating device described in any one of the
preceding claims, wherein:
the magnet is a permanent magnet.

15. The defibrating device described in any one of the
preceding claims, further comprising:

a discharge section (73) to which defibrated ma-
terial defibrated from the fibrous material in the
defibration section can be fed; and
a discharge-side magnet unit (6) disposed to the
discharge section or downstream from the dis-
charge section, and having at least one dis-
charge-side magnet (61) that can attract by
magnetic force metal fragments conveyed with
the defibrated material from the defibration sec-
tion.

16. A sheet manufacturing apparatus (100) comprising
the defibrating device described in any one of the
preceding claims; and
configured to make a sheet from defibrated material
of the fibrous material defibrated in the defibration
section.

Patentansprüche

1. Zerfaserungsvorrichtung (1), umfassend:

eine Haupteinheit (2) mit einem Zerfaserungs-
abschnitt (A2), die eingerichtet ist, faseriges Ma-
terial (M2) zu zerfasern, und einem Verwirbe-
lungsabschnitt (A1), der eingerichtet ist, einen
drehenden Luftstrom (RF) zu erzeugen und
durch den drehenden Luftstrom das faserige
Material in Drehung zu versetzen und in den Zer-
faserungsabschnitt fließen zu lassen;
wobei die Haupteinheit eine Magneteinheit (5)
aufweist, die an dem Verwirbelungsabschnitt
angeordnet ist und einen Magneten (53) auf-
weist, um Metallfragmente (MF) durch Magnet-
kraft anzuziehen, die mit dem faserigen Material
zum Verwirbelungsabschnitt befördert werden.

2. Zerfaserungsvorrichtung nach Anspruch 1, wobei:

die Haupteinheit ein Gehäuse (7) mit einer An-
saugöffnung (72) aufweist, durch die das fase-
rige Material zu dem Verwirbelungsabschnitt
gesaugt werden kann, und einer Abgabeöffnung
(73), von der zerfasertes Material, das aus dem
faserigen Material im Zerfaserungsabschnitt
zerfasert wird, abgegeben werden kann;
das Gehäuse in den Zerfaserungsabschnitt und

den Verwirbelungsabschnitt geteilt ist; und
die Magneteinheit an der Zerfaserungsab-
schnittsseite des Verwirbelungsabschnitts an-
geordnet ist.

3. Zerfaserungsvorrichtung nach Anspruch 2, wobei:

das Gehäuse einen Zylinderabschnitt aufweist,
der zylindrisch ist und den Verwirbelungsab-
schnitt definiert; und
die Magneteinheit zum inneren Umfangsteil
(719a) des Zylinderabschnitts hin freiliegend an-
geordnet ist.

4. Zerfaserungsvorrichtung nach Anspruch 3, wobei:
die Magneteinheit zu einem Seitenteil (715) des Ge-
häuses angeordnet ist, der den inneren Umfangsteil
des Zylinderabschnitts bildet.

5. Zerfaserungsvorrichtung nach einem der vorstehen-
den Ansprüche, wobei:
die Magneteinheit (5) unter der Ansaugöffnung (72)
angeordnet ist.

6. Zerfaserungsvorrichtung nach einem der vorstehen-
den Ansprüche, wobei:
die Magneteinheit entfernbar an der Haupteinheit in-
stalliert ist.

7. Zerfaserungsvorrichtung nach einem der vorstehen-
den Ansprüche, wobei:

die Magneteinheit ein Gehäuse (54) aufweist,
das eingerichtet ist, den Magneten zu halten;
und
die Magneteinheit entfernbar an der Hauptein-
heit installiert ist, während der Magnet im Ge-
häuse gehalten wird.

8. Zerfaserungsvorrichtung nach Anspruch 7, wobei:
der Magnet entfernbar im Gehäuse gehalten wird.

9. Zerfaserungsvorrichtung nach einem der vorstehen-
den Ansprüche, wobei:
die Magneteinheit mehrere Magneten beinhaltet.

10. Zerfaserungsvorrichtung nach Anspruch 9, wobei:
die mehreren Magneten Seite an Seite in der Rich-
tung liegen, in der das faserige Material wirbelt.

11. Zerfaserungsvorrichtung nach Anspruch 10, wobei:
benachbarte Magneten so angeordnet sind, dass die
Richtungen ihrer Kraftlinien (FL1, FL2) einander ent-
gegengesetzt sind.

12. Zerfaserungsvorrichtung nach einem der vorstehen-
den Ansprüche, wobei:
die Magneteinheit ein Magnetpfadbildungselement
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aufweist, das einen Magnetpfad des Magneten bil-
det.

13. Zerfaserungsvorrichtung nach Anspruch 12, wobei:
das Magnetpfadbildungselement als Gehäuse dient,
das den Magneten hält.

14. Zerfaserungsvorrichtung nach einem der vorstehen-
den Ansprüche, wobei:
der Magnet ein Permanentmagnet ist.

15. Zerfaserungsvorrichtung nach einem der vorstehen-
den Ansprüche, weiter umfassend:

einen Abgabeabschnitt (73), dem zerfasertes
Material, das aus dem faserigen Material im Zer-
faserungsabschnitt zerfasert wurde, zugeführt
werden kann; und
eine abgabeseitige Magneteinheit (6), die an
dem Abgabeabschnitt oder stromabwärts vom
Abgabeabschnitt angeordnet ist und mindes-
tens einen abgabeseitigen Magneten (61) auf-
weist, der durch Magnetkraft Metallfragmente
anziehen kann, die mit dem zerfaserten Material
aus dem Zerfaserungsabschnitt befördert wer-
den.

16. Blattherstellungsvorrichtung (100), umfassend die
Zerfaserungsvorrichtung nach einem der vorstehen-
den Ansprüche; und
eingerichtet, um ein Blatt aus dem zerfaserten Ma-
terial des faserigen Materials herzustellen, das im
Zerfaserungsabschnitt zerfasert wurde.

Revendications

1. Dispositif de défibrage (1) comprenant :

une unité principale (2) avec une section de dé-
fibrage (A2) configurée pour défibrer du maté-
riau fibreux (M2), et une section de tourbillon-
nement (A1) configurée pour produire un cou-
rant d’air rotatif (RF) et grâce au courant d’air
rotatif, faire en sorte que le matériau fibreux soit
mis en rotation et s’écoule dans la section de
défibrage ;
l’unité principale ayant une unité magnétique (5)
disposée vers la section de tourbillonnement et
ayant un aimant (53) pour attirer par la force
magnétique des fragments métalliques (MF)
transportés avec le matériau fibreux vers la sec-
tion de tourbillonnement.

2. Dispositif de défibrage décrit par la revendication 1,
dans lequel :

l’unité principale a un boîtier (7) avec un orifice

d’aspiration (72) à travers lequel le matériau fi-
breux peut être aspiré vers la section de tour-
billonnement et un orifice de décharge (73) à
partir duquel du matériau défibré, défibré à partir
du matériau fibreux dans la section de défibrage,
peut être déchargé ;
le boîtier est divisé en la section de défibrage et
la section de tourbillonnement ; et
l’unité magnétique est disposée du côté de la
section de défibrage de la section de tourbillon-
nement.

3. Dispositif de défibrage décrit par la revendication 2,
dans lequel :

le boîtier a une partie cylindrique qui est cylin-
drique et définit la section de tourbillonnement ;
et
l’unité magnétique est disposée de façon expo-
sée vers la partie circonférentielle intérieure
(719a) de la partie cylindrique.

4. Dispositif de défibrage décrit par la revendication 3,
dans lequel :
l’unité magnétique est disposée vers une partie la-
térale (715) du boîtier formant la partie circonféren-
tielle intérieure de la partie cylindrique.

5. Dispositif de défibrage décrit par l’une quelconque
des revendications précédentes, dans lequel :
l’unité magnétique (5) est disposée sous l’orifice
d’aspiration (72).

6. Dispositif de défibrage décrit par l’une quelconque
des revendications précédentes, dans lequel :
l’unité magnétique est montée de façon détachable
sur l’unité principale.

7. Dispositif de défibrage décrit par l’une quelconque
des revendications précédentes, dans lequel :

l’unité magnétique a une enveloppe (54) confi-
gurée pour contenir l’aimant ; et
l’unité magnétique est montée de façon déta-
chable sur l’unité principale avec l’aimant main-
tenu dans l’enveloppe.

8. Dispositif de défibrage décrit par la revendication 7,
dans lequel :
l’aimant est maintenu de façon détachable dans l’en-
veloppe.

9. Dispositif de défibrage décrit par l’une quelconque
des revendications précédentes, dans lequel :
l’unité magnétique contient de multiples aimants.

10. Dispositif de défibrage décrit par la revendication 9,
dans lequel :

31 32 



EP 3 461 946 B1

18

5

10

15

20

25

30

35

40

45

50

55

les multiples aimants sont côte à côte dans la direc-
tion dans laquelle le matériau fibreux tourbillonne.

11. Dispositif de défibrage décrit par la revendication 10,
dans lequel :
des aimants adjacents sont disposés avec des di-
rections de leurs lignes de force (FL1, FL2) en op-
position.

12. Dispositif de défibrage décrit par l’une quelconque
des revendications précédentes, dans lequel :
l’unité magnétique a un élément de formation de tra-
jet magnétique formant un trajet magnétique de
l’aimant.

13. Dispositif de défibrage décrit par la revendication 12,
dans lequel :
l’élément de formation de trajet magnétique fonction-
ne en tant qu’enveloppe contenant l’aimant.

14. Dispositif de défibrage décrit par l’une quelconque
des revendications précédentes, dans lequel :
l’aimant est un aimant permanent.

15. Dispositif de défibrage décrit par l’une quelconque
des revendications précédentes, comprenant en
outre :

une section de décharge (73) qui peut être ali-
mentée en matériau défibré qui est défibré à par-
tir du matériau fibreux dans la section de
défibrage ; et
une unité magnétique côté décharge (6) dispo-
sée vers la section de décharge ou en aval de
la section de décharge, et ayant au moins un
aimant côté décharge (61) pouvant attirer par la
force magnétique des fragments métalliques
transportés avec le matériau défibré à partir de
la section de défibrage.

16. Appareil de fabrication de feuille (100) comprenant
le dispositif de défibrage décrit par l’une quelconque
des revendications précédentes ; et
configuré pour former une feuille à partir du matériau
défibré du matériau fibreux défibré dans la section
de défibrage.
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