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Description

TECHNICAL FIELD OF THE DISCLOSURE

[0001] The present disclosure relates to communica-
tions devices and methods for communicating data using
communications devices, and in particular to communi-
cations devices which are configured to perform device-
to-device communications.

BACKGROUND OF THE DISCLOSURE

[0002] Mobile telecommunication systems, such as
those based on the 3GPP defined UMTS and Long Term
Evolution (LTE) architecture, are able to support more
sophisticated services than simple voice and messaging
services offered by previous generations of mobile tele-
communication systems. For example, with the improved
radio interface and enhanced data rates provided by LTE
systems, a user is able to enjoy high data rate applica-
tions such as video streaming and video conferencing
on mobile communications devices that would previously
only have been available via a fixed line data connection.
[0003] The demand to deploy fourth generation net-
works is therefore strong and the coverage area of these
networks, i.e. geographic locations where access to the
networks is possible, is expected to increase rapidly.
However, although the coverage and capacity of fourth
generation networks is expected to significantly exceed
those of previous generations of communications net-
works, there are still limitations on network capacity and
the geographical areas that can be served by such net-
works. These limitations may, for example, be particularly
relevant in situations in which networks are experiencing
high load and high-data rate communications between
communications devices, or when communications be-
tween communications devices are required but the com-
munications devices may not be within the coverage area
of a network. In order to address these limitations, in LTE
release-12 the ability for LTE communications devices
to perform device-to-device (D2D) communications will
be introduced.
[0004] D2D communications allow communications
devices that are in close proximity to directly communi-
cate with each other, both when within and when outside
of a coverage area or when the network fails. This D2D
communications ability can allow user data to be more
efficiently communicated between communications de-
vices by obviating the need for user data to be relayed
by a network entity such as a base station, and also allows
communications devices that are in close proximity to
communicate with one another although they may not be
within the coverage area of a network. The ability for com-
munications devices to operate both inside and outside
of coverage areas makes LTE systems that incorporate
D2D capabilities well suited to applications such as public
safety communications, for example. Public safety com-
munications require a high degree of robustness where-

by devices can continue to communicate with one anoth-
er in congested networks and when outside a coverage
area.
[0005] Fourth generation networks have therefore
been proposed as a cost effective solution to public safety
communications compared to dedicated systems such
as TETRA which are currently used throughout the world.
However, the potential coexistence of conventional LTE
communications and D2D communications within a sin-
gle coverage area or network may increase the complex-
ity of coordinating communications and resource alloca-
tion within an LTE network, and may also lead to potential
compatibility issues between conventional and D2D ca-
pable LTE communications devices.
[0006] Non-patent document "D2D Scheduling Proce-
dure" (Ericsson) discusses scheduling for device to de-
vice communication, where out of coverage scheduling
is autonomous using predefined resources.
[0007] US 2013/223352 A1 relates to a system and
method for allocating network resources.
[0008] Non-patent document "D2D communication so-
lutions" (Catt) is directed to considerations on D2D direct
communication modes and resource allocation solutions.

SUMMARY OF THE DISCLOSURE

[0009] According to a first example embodiment of the
present technique there is provided a communications
device comprising a transmitter configured to transmit
signals to one or more other communications devices via
a wireless access interface, the one or more communi-
cations devices being arranged to perform device-to-de-
vice (D2D) communications. A receiver is configured to
receive signals from the one of the other communications
devices via the wireless access interface, and a controller
controls the transmitter and the receiver to transmit or to
receive the signals via the wireless access interface to
transmit or to receive data represented by the signals.
The wireless access interface provides a scheduling re-
gion comprising a plurality of predetermined sections of
communications resources, and a plurality of predeter-
mined sections of shared communications resources.
Each of the plurality of predetermined sections of the
scheduling region corresponds to at least one of the plu-
rality of sections of the shared communications resourc-
es, so that transmitting in one of the plurality of the sec-
tions of the scheduling region reserves the corresponding
section or sections of the shared communications re-
sources for transmitting the signals representing the da-
ta.
[0010] Example embodiments of the present tech-
nique can provide a scheduling region or channel within
a wireless access interface in which communications de-
vices can transmit scheduling assignment messages in
order to reserve corresponding sections of communica-
tions resources of a shared communications channel.
Accordingly, a communications device which wishes to
transmit data to other communications devices in a group
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may transmit a scheduling assignment message in one
or more of the plurality of predetermined sections of the
scheduling region. The transmission of the scheduling
assignment message in a section of the scheduling re-
gion informs the other devices of the group that a com-
munications device will transmit signals representing da-
ta in a corresponding section of the shared communica-
tions channel. Other devices in the group which are not
transmitting therefore monitor the scheduling region and
if they detect a scheduling assignment message trans-
mitted in one or more sections of the schedule assign-
ment region then the devices attempt to detect and de-
code signals transmitted in a corresponding section of
the shared communications resources channel. Accord-
ingly a group of communications device can perform de-
vice-to-device (D2D) communications without the re-
quirement for a central coordinating entity which can
therefore improve efficiency with which communications
resources are used.
[0011] In some examples the wireless access interface
is divided into a plurality of time divided units. The sched-
ule assignment region is provided in one of the time di-
vided units and at least one other of the time divided units
provides the shared communications resources. In some
examples, the schedule assignment region is provided
periodically in the time divided units separated by one or
more other time divided units which provide the shared
communications resources. Accordingly a power saving
advantage can be provided to communications devices
of the group because they only have to power up their
receiver to receive the scheduling region periodically, the
period corresponding to the relative ratio of the time unit
in which the scheduling region is provided with respect
to the time unit or units in which the shared communica-
tions resources are provided.
[0012] Various further aspects and features of the
present disclosure are defined in the appended claims
and include a communications device, a method of com-
municating using a communications device.

BRIEF DESCRIPTION OF DRAWINGS

[0013] Embodiments of the present disclosure will now
be described by way of example only with reference to
the accompanying drawings wherein like parts are pro-
vided with corresponding reference numerals and in
which:

Figure 1 provides a schematic diagram of a mobile
communications system;
Figure 2 provides a schematic diagram of the struc-
ture of a downlink of a wireless access interface of
a mobile communications system;
Figure 3 provides a schematic diagram of an uplink
of a wireless access interface of a mobile communi-
cations system;
Figure 4 provides a schematic diagram of a mobile
communications system in which communications

devices can perform device-to-device communica-
tions;
Figures 5a to 5d provides schematics diagrams of
example device-to-device communications scenar-
ios;
Figure 6 provides a schematic block diagram illus-
trating an arrangement in which a plurality of com-
munications devices form a group which perform de-
vice-to-device communications;
Figure 7 is a schematic representation of a wireless
access interface comprising a scheduling region and
regions shared communications resources and illus-
trating an operation in accordance with the present
technique for supporting device-to-device commu-
nications;
Figure 8 is a schematic block diagram illustrating an-
other arrangement of a wireless access interface in
accordance with the present technique, for support-
ing device to device communications;
Figure 9 is a schematic block diagram of a further
illustration of a wireless access interface for support-
ing device to device communications in accordance
with the present technique; and
Figure 10a to 10e provide example block diagrams
illustrating further possible arrangements of wireless
access interfaces in accordance with the present
technique for supporting device-to-device commu-
nications.

DESCRIPTION OF EXAMPLE EMBODIMENTS

Conventional Communications System

[0014] Figure 1 provides a schematic diagram of a con-
ventional mobile telecommunications system 100, where
the system includes mobile communications devices
101, infrastructure equipment 102 and a core network
103. The infrastructure equipment may also be referred
to as a base station, network element, enhanced Node
B (eNodeB) or a coordinating entity for example, and
provides a wireless access interface to the one or more
communications devices within a coverage area or cell.
The one or more mobile communications devices may
communicate data via the transmission and reception of
signals representing data using the wireless access in-
terface. The network entity 102 is communicatively linked
to the core network 103 where the core network may be
connected to one or more other communications systems
or networks which have a similar structure to that formed
from communications devices 101 and infrastructure
equipment 102. The core network may also provide func-
tionality including authentication, mobility management,
charging and so on for the communications devices
served by the network entity. The mobile communica-
tions devices of Figure 1 may also be referred to as com-
munications terminals, user equipment (UE), terminal
devices and so forth, and are configured to communicate
with one or more other communications devices served
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by the same or a different coverage area via the network
entity. These communications may be performed by
transmitting and receiving signals representing data us-
ing the wireless access interface over the two way com-
munications links represented by lines 104 to 109, where
104, 106 and 108 represent downlink communications
from the network entity to the communications devices
and 105, 107 and 109 represent the uplink communica-
tions from the communications devices to the network
entity. The communications system 100 may operate in
accordance with any known protocol, for instance in
some examples the system 100 may operate in accord-
ance with the 3GPP Long Term Evolution (LTE) standard
where the network entity and communications devices
are commonly referred to as eNodeB and UEs, respec-
tively.
[0015] Figure 2 provides a simplified schematic dia-
gram of the structure of a downlink of a wireless access
interface that may be provided by or in association with
the eNodeB of Figure 1 when the communications sys-
tem is operating in accordance with the LTE standard.
In LTE systems the wireless access interface of the
downlink from an eNodeB to a UE is based upon an or-
thogonal frequency division multiplexing (OFDM) access
radio interface. In an OFDM interface the resources of
the available bandwidth are divided in frequency into a
plurality of orthogonal subcarriers and data is transmitted
in parallel on a plurality of orthogonal subcarriers, where
bandwidths between 1.25MHZ and 20MHz bandwidth
may be divided into 128 to 2048 orthogonal subcarriers
for example. Each subcarrier bandwidth may take any
value but in LTE it is fixed at 15KHz. As shown in Figure
2, the resources of the wireless access interface are also
temporally divided into frames where a frame 200 lasts
10ms and is subdivided into 10 subframes 201 each with
a duration of 1ms. Each subframe is formed from 14
OFDM symbols and is divided into two slots each of which
comprise six or seven OFDM symbols depending on
whether a normal or extended cyclic prefix is being uti-
lised between OFDM symbols for the reduction of inter-
symbol interference. The resources within a slot may be
divided into resources blocks 203 each comprising 12
subcarriers for the duration of one slot and the resources
blocks further divided into resource elements 204 which
span one subcarrier for one OFDM symbol, where each
rectangle 204 represents a resource element.
[0016] In the simplified structure of the downlink of an
LTE wireless access interface of Figure 2, each subframe
201 comprises a control region 205 for the transmission
of control data, a data region 206 for the transmission of
user data , reference signals 207 and synchronisation
signals which are interspersed in the control and data
regions in accordance with a predetermined pattern. The
control region 204 may contain a number of physical
channels for the transmission of control data, such as a
physical downlink control channel (PDCCH), a physical
control format indicator channel (PCFICH) and a physical
HARQ indicator channel (PHICH). The data region may

contain a number of physical channel for the transmission
of data, such as a physical downlink shared channel (PD-
SCH) and a physical broadcast channels (PBCH). Fur-
ther information on the structure and functioning of the
physical channels of LTE systems can be found in [11].
[0017] Resources within the PDSCH may be allocated
by an eNodeB to UEs being served by the eNodeB. For
example, a number of resource blocks of the PDSCH
may be allocated to a UE in order that it may receive data
that it has previously requested or data which is being
pushed to it by the eNodeB, such as radio resource con-
trol (RRC) signalling. In Figure 2, UE1 has been allocated
resources 208 of the data region 206, UE2 resources
209 and UE resources 210. UEs in a an LTE system may
be allocated a fraction of the available resources of the
PDSCH and therefore UEs are required to be informed
of the location of their allocated resources within the PD-
CSH so that only relevant data within the PDSCH is de-
tected and estimated. In order to inform the UEs of the
location of their allocated communications resources, re-
source control information specifying downlink resource
allocations is conveyed across the PDCCH in a form
termed downlink control information (DCI), where re-
source allocations for a PDSCH are communicated in a
preceding PDCCH instance in the same subframe. Dur-
ing a resource allocation procedure, UEs thus monitor
the PDCCH for DCI addressed to them and once such a
DCI is detected, receive the DCI and detect and estimate
the data from the relevant part of the PDSCH.
[0018] Figure 3 provides a simplified schematic dia-
gram of the structure of an uplink of an LTE wireless
access interface that may be provided by or in association
with the eNodeB of Figure 1. In LTE networks the uplink
wireless access interface is based upon a single carrier
frequency division multiplexing FDM (SC-FDM) interface
and downlink and uplink wireless access interfaces may
be provided by frequency division duplexing (FDD) or
time division duplexing (TDD), where in TDD implemen-
tations subframes switch between uplink and downlink
subframes in accordance with predefined patterns. How-
ever, regardless of the form of duplexing used, a common
uplink frame structure is utilised. The simplified structure
of Figure 3 illustrates such an uplink frame in an FDD
implementation. A frame 300 is divided in to 10 sub-
frames 301 of 1ms duration where each subframe 301
comprises two slots 302 of 0.5ms duration. Each slot is
then formed from seven OFDM symbols 303 where a
cyclic prefix 304 is inserted between each symbol in a
manner equivalent to that in downlink subframes. In Fig-
ure 3 a normal cyclic prefix is used and therefore there
are seven OFDM symbols within a subframe, however,
if an extended cyclic prefix were to be used, each slot
would contain only six OFDM symbols. The resources of
the uplink subframes are also divided into resource
blocks and resource elements in a similar manner to
downlink subframes.
[0019] Each uplink subframe may include a plurality of
different channels, for example a physical uplink shared
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channel (PUSCH) 305, a physical uplink control channel
(PUCCH) 306, and a physical random access channel
(PRACH). The physical Uplink Control Channel
(PUCCH) may carry control information such as
ACK/NACK to the eNodeB for downlink transmissions,
scheduling request indicators (SRI) for UEs wishing to
be scheduled uplink resources, and feedback of downlink
channel state information (CSI) for example. The PUSCH
may carry UE uplink data or some uplink control data.
Resources of the PUSCH are granted via PDCCH, such
a grant being typically triggered by communicating to the
network the amount of data ready to be transmitted in a
buffer at the UE. The PRACH may be scheduled in any
of the resources of an uplink frame in accordance with a
one of a plurality of PRACH patterns that may be sig-
nalled to UE in downlink signalling such as system infor-
mation blocks. As well as physical uplink channels, uplink
subframes may also include reference signals. For ex-
ample, demodulation reference signals (DMRS) 307 and
sounding reference signals (SRS) 308 may be present
in an uplink subframe where the DMRS occupy the fourth
symbol of a slot in which PUSCH is transmitted and are
used for decoding of PUCCH and PUSCH data, and
where SRS are used for uplink channel estimation at the
eNodeB. Further information on the structure and func-
tioning of the physical channels of LTE systems can be
found in [1].
[0020] In an analogous manner to the resources of the
PDSCH, resources of the PUSCH are required to be
scheduled or granted by the serving eNodeB and thus if
data is to be transmitted by a UE, resources of the
PUSCH are required to be granted to the UE by the eN-
ode B. At a UE, PUSCH resource allocation is achieved
by the transmission of a scheduling request or a buffer
status report to its serving eNodeB. The scheduling re-
quest may be made, when there is insufficient uplink re-
source for the UE to send a buffer status report, via the
transmission of Uplink Control Information (UCI) on the
PUCCH when there is no existing PUSCH allocation for
the UE, or by transmission directly on the PUSCH when
there is an existing PUSCH allocation for the UE. In re-
sponse to a scheduling request, the eNodeB is config-
ured to allocate a portion of the PUSCH resource to the
requesting UE sufficient for transferring a buffer status
report and then inform the UE of the buffer status report
resource allocation via a DCI in the PDCCH. Once or if
the UE has PUSCH resource adequate to send a buffer
status report, the buffer status report is sent to the eNo-
deB and gives the eNodeB information regarding the
amount of data in an uplink buffer or buffers at the UE.
After receiving the buffer status report, the eNodeB can
allocate a portion of the PUSCH resources to the sending
UE in order to transmit some of its buffered uplink data
and then inform the UE of the resource allocation via a
DCI in the PDCCH. For example, presuming a UE has a
connection with the eNodeB, the UE will first transmit a
PUSCH resource request in the PUCCH in the form of a
UCI. The UE will then monitor the PDCCH for an appro-

priate DCI, extract the details of the PUSCH resource
allocation, and transmit uplink data , at first comprising
a buffer status report, and/or later comprising a portion
of the buffered data, in the allocated resources.
[0021] Although similar in structure to downlink sub-
frames, uplink subframes have a different control struc-
ture to downlink subframes, in particular the upper 309
and lower 310 subcarriers/frequencies/resource blocks
of an uplink subframe are reserved for control signaling
rather than the initial symbols of a downlink subframe.
Furthermore, although the resource allocation procedure
for the downlink and uplink are relatively similar, the ac-
tual structure of the resources that may be allocated may
vary due to the different characteristics of the OFDM and
SC-FDM interfaces that are used in the downlink and
uplink respectively. In OFDM each subcarrier is individ-
ually modulated and therefore it is not necessary that
frequency/subcarrier allocation are contiguous however,
in SC-FDM subcarriers are modulation in combination
and therefore if efficient use of the available resources
are to be made contiguous frequency allocations for each
UE are preferable.
[0022] As a result of the above described wireless in-
terface structure and operation, one or more UEs may
communicate data to one another via a coordinating eN-
odeB, thus forming a conventional cellular telecommu-
nications system. Although cellular communications sys-
tem such as those based on the previously released LTE
standards have been commercially successful, a number
of disadvantages are associated with such centralised
systems. For example, if two UEs which are in close prox-
imity wish to communicate with each other, uplink and
downlink resources sufficient to convey the data are re-
quired. Consequently, two portions of the system’s re-
sources are being used to convey a single portion of data.
A second disadvantage is that an eNodeB is required if
UEs, even when in close proximity, wish to communicate
with one another. These limitations may be problematic
when the system is experiencing high load or eNodeB
coverage is not available, for instance in remote areas
or when eNodeBs are not functioning correctly. Over-
coming these limitations may increase both the capacity
and efficiency of LTE networks but also lead to the cre-
ations of new revenue possibilities for LTE network op-
erators.

Device-to-Device Communications

[0023] D2D communications offer the possibility to ad-
dress the aforementioned problems of network capacity
and the requirement of network coverage for communi-
cations between LTE devices. For example, if user data
can be communicated directly between UEs only one set
of resources is required to communicate the data rather
than both uplink and downlink resources. Furthermore,
if UEs are capable of communicating directly, UEs within
range of each other may communicate even when out-
side of a coverage area provided an eNodeB. As a result
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of these potential benefits, the introduction of D2D capa-
bilities into LTE systems has been proposed.
[0024] Figure 4 provides a schematic diagram of a mo-
bile communications system 400 that is substantially sim-
ilar to that described with reference to Figure 1 but where
the UEs 401 402 403 are also operable to perform direct
device-to-device (D2D) communications with one anoth-
er. D2D communications comprise UEs directly commu-
nicating data between one another without user and or
control data being communicated via a dedicated coor-
dinating entity such as an eNodeB. For example, in Fig-
ure 4 communications between the UEs 401 402 403
415 and the eNodeB 404 are in accordance with the ex-
isting LTE standard, but as well as communicating via
the uplink and downlinks 405 to 410, when the UEs 401
to 403 are within range of each other they may also com-
municate directly with one another via the D2D commu-
nication links 411 to 414. In Figure 4 D2D communica-
tions links are indicated by dashed lines and are shown
to exist between 401 and 402, and 402 and 403 but not
between 401 and 403 because these UEs are not suffi-
ciently close together to directly transmit and receive sig-
nals to and from one another. D2D communications links
are also shown not to exist between 415 and other UEs
because UE 415 is not capable of D2D communications.
A situation such as that illustrated in Figure 4 may exist
in an LTE network where UE 415 is a device not compliant
with the specifications for D2D operation.
[0025] In order to establish a D2D communications
link, such a one-way D2D communications link 414 from
the UE 402 to the UE 403, a number of steps are required
to be performed. Firstly, it is beneficial for the initiating
UE to have knowledge of the other D2D capable UEs
within range. In an LTE system this may be achieved for
example by each UE periodically transmitting a discovery
signal containing a unique "discovery" identifier that iden-
tifies UEs to one another. Alternatively, a serving eNodeB
or coordinating entity may compile a list of UEs within its
coverage area capable of performing D2D communica-
tions and distribute the list to the appropriate UEs within
its coverage area. By virtue of either of the above proc-
esses the UE 401 may discover UE 402, UE 402 may
discover UEs 401 and 403, and UE 403 may discover
UE 402.

Previously Proposed D2D Systems

[0026] It has previously been proposed to provide
some arrangement for device to device communication
within standards which define communications systems
according to specifications administered by the 3GPP
referred to as Long Term Evolution (LTE). A number of
possible approaches to the implementation of LTE D2D
communications exist. For example, the wireless access
interface provided for communications between UEs and
eNodeB may be used for D2D communications, where
an eNodeB allocates the required resources and control
signalling is communicated via the eNodeB but user data

is transmitted directly between UEs.
[0027] The wireless access interface utilised for D2D
communications may be provided in accordance with any
of a number of techniques, such as carrier sense multiple
access (CSMA), OFDM or a combination thereof for ex-
ample as well as an OFDM/SC-FDMA 3GPP LTE based
wireless access interface. For example it has been pro-
posed in document R2-133840 [1] to use a Carrier
Sensed Multiple Access, CSMA, co-ordinations of trans-
mission by UEs, which is uncoordinated/contention
based scheduling by each UE. Each UE first listens then
transmits on an unused resource.
[0028] In another example, UEs may communicate
with each other by negotiating access to a wireless ac-
cess interface directly, thus overcoming the need for a
coordinating eNodeB. Examples of previously proposed
arrangements include those in which one of the UEs of
the group acts as a controlling entity to co-ordinate the
transmissions of the other members of the group. Exam-
ples of such proposals are provided in the following dis-
closures:

• [2] R2-133990, Network control for Public Safety
D2D Communications; Orange, Huawei, HiSilicon,
Telecom Italia

• [3] R2-134246, The Synchronizing Central Node for
Out of Coverage D2D Communication; General Dy-
namics Broadband UK

• [4] R2-134426, Medium Access for D2D communi-
cation; LG Electronics Inc

[0029] In another arrangement one of the UEs of the
group first sends a scheduling assignment, and then
transmits data without a central scheduling UE or con-
trolling entity controlling the transmissions. The following
disclosures provide examples of this de-centralised ar-
rangement:

• [5] R2-134238, D2D Scheduling Procedure; Erics-
son;

• [6] R2-134248, Possible mechanisms for resource
selection in connectionless D2D voice communica-
tion; General Dynamics Broadband UK;

• [7] R2-134431, Simulation results for D2D voice
services using connectionless approach General
Dynamics Broadband UK

[0030] In particular, the last two contributions listed
above, R2-134248 [6], R2-134431 [7], disclose the use
of a scheduling channel, used by UEs to indicate their
intention to schedule data along with the resources that
will be used. The other disclosure, R2-134238 [5], does
not use a scheduling channel as such, but deploys at
least some predefined resources to send the scheduling
assignments.
[0031] Other example arrangements disclosed in [8]
and [9] require a base station to provide feedback to the
communications devices to control their transmissions.
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Document [10] discloses an arrangement in which a ded-
icated resource exchanging channel is provided between
cellular user equipment and device-to-device user equip-
ment for interference control and resource coordination.
[0032] As a result of the possible approaches to the
organisation of a D2D devices and networks, a number
of scenarios may arise. A selection of example scenarios
are provided by Figures 5a to 5d where each may cause
different problems regarding the allocation of resources,
the operation of D2D communications alongside conven-
tional LTE communication and the movement of D2D ca-
pable devices between coverage areas provided by eN-
odeBs.
[0033] In Figure 5a UEs 501 and 502 are outside of a
coverage area of an eNodeB, consequently, the D2D de-
vices may communicate with little or no regard for inter-
ference that may be caused by their D2D communica-
tions to neighbouring LTE networks. Such a scenario
may occur in public safety communications for example,
where either the UEs are outside of a coverage area or
where the relevant mobile communications network is
not currently functioning correctly. In such a scenario the
communicating UEs may either negotiate directly with
one another to allocate resources and coordinate com-
munications, or one of the UEs or a third UE may act as
a coordinating entity and therefore perform resource al-
location.
[0034] In Figure 5b UE 501 is within a coverage area
504 of an eNodeB 503 and is performing D2D commu-
nications with UE 502 which is outside the coverage area
503. In contrast to the scenario of Figure 5a, by virtue of
UE 501 being within the coverage area of the eNodeB
503, D2D communications may cause interference to
conventional LTE communications within the coverage
area. Consequently, D2D resource allocations and trans-
missions may have to be coordinated around those within
the coverage area 504 so conventional LTE communi-
cations are unaffected by D2D transmissions. This may
be achieved in a number of ways, for example the eNo-
deB may coordinate the resource allocation for the D2D
communications so that D2D resources and convention-
al LTE resources do not overlap. Any allocations may
then be relayed to UE 502 by UE 501. Alternatively, UE
1 or UE2 via UE1 may for example perform resource
allocation and then inform the eNodeB of the resources
being utilised for D2D communications. The eNodeB will
then reserve these resources for D2D communications.
[0035] In Figure 5c both UE 501 and 502 are within the
coverage area of the eNodeB 503, consequently, coor-
dination between the eNodeB and UEs will be required
if D2D communications are to be performed without caus-
ing interference to conventional LTE communications
within the coverage area. Such coordination may be
achieved in a similar way to that described with reference
to Figure 5b but in the case of Figure 5c UE 502 is also
within the coverage area and therefore the relaying of
resource allocation signals by UE1 to the eNodeB from
UE 2 may not be required.

[0036] In Figure 5d a fourth more complex D2D sce-
nario is illustrated, where UE 501 and UE 502 are each
within the coverage areas 504 505 of different eNodeBs
503 and 504 respectively. As for the scenarios of Figures
5b and 5c, coordination between the UEs performing
D2D communications will be required if interference be-
tween D2D communications and conventional LTE com-
munications is to be avoided. However, the presence of
two eNodeB requires that resource allocations by the eN-
odeBs within the coverage areas 504 and 505 are re-
quired to be coordinated around the D2D resources al-
locations.
[0037] Figures 5a to 5d illustrates just four of a large
number of possible D2D usage scenarios, where further
scenarios may be formed from combinations of those
illustrated in Figure 5a to 5d. For example, two UEs com-
municating as shown in Figure 5a may move into the
usage scenario of Figure 5d such that there are two
groups of UEs performing D2D communications in the
coverage areas of two eNodeBs.
[0038] Once a D2D communications link is established
resources of the wireless access interface are required
to be allocated to the D2D link. As described above it is
likely that D2D communication will take place in spectrum
allocated for LTE networks, consequently it has been pre-
viously proposed that when within a coverage area of an
LTE network, D2D transmission are performed in the up-
link spectrum and that SC-FDM is used... Furthermore,
as one of the motivating factors behind D2D communi-
cation is the increase in capacity that may result, utilising
the downlink spectrum for D2D communications is not
appropriate.
[0039] As previously described it would be desirable
to provide an arrangement for D2D communications
which do not significantly adversely affect conventional
LTE communications when within a coverage area of one
or more eNodeBs. To accomplish D2D communications
in such situations, coordination is required between the
UEs wishing the preform D2D communications and the
serving eNodeB or predetermined knowledge of D2D re-
sources are required, so that D2D and conventional LTE
communications are not scheduled for a same set of re-
sources. Furthermore, because D2D communications
may coexist with conventional communications within a
system, it is also desirable that D2D resource allocations
and transmission do not interfere and are transparent to
other UEs so any adverse effects on other UEs are re-
duced. However, generally a technical problem can be
seen to provide an arrangement for performing D2D re-
source allocation, which reduces resource usage for
scheduling information, and frees up resources for D2D
data traffic. Accordingly scheduling assignment is desir-
able to the effect that the available communications re-
sources can be allocated to the communications devices
of the group.
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Improved Device-to-Device Communications

[0040] Example embodiments of the present tech-
nique can provide an arrangement in which D2D com-
munications can be performed between one or more
communications devices which may form a group of com-
munications devices. The group of communications de-
vices may be arranged to perform D2D communication
without requiring a central entity to control the transmis-
sion of signals from the communications devices to the
other communications devices of the group. According
to the present technique, a wireless access interface is
provided which includes a scheduling region or channel
in which scheduling assignment messages may be trans-
mitted in a plurality of sections of communications re-
sources. Thus the scheduling region may be referred to
as a scheduling assignment region or channel. Each of
the plurality of communications resource has a corre-
sponding section of resources of a shared communica-
tions channel. The transmission of a scheduling assign-
ment message in one of the sections of the scheduling
region can provide an indication to all of the other devices
in a group that a communications device wishes to trans-
mit signals representing data in a corresponding section
of the shared communications resources.
[0041] As will be understood from the following exam-
ples, a scheduling region or channel within a wireless
access interface provides communications devices with
a facility to transmit scheduling assignment messages in
order to reserve corresponding sections of communica-
tions resources of a shared communications channel. A
communications device can transmit data to other com-
munications devices in a group by transmitting a sched-
uling assignment message in one or more of the plurality
of predetermined sections of the scheduling region. The
transmission of the scheduling assignment message in
a section of the scheduling region informs the other de-
vices of the group that a communications device will
transmit signals representing data in at least one corre-
sponding section of the shared communications channel.
Other devices in the group which are not transmitting
therefore monitor the scheduling region and if they detect
a scheduling assignment message transmitted in one or
more sections of the schedule assignment region then
attempt to detect and decode signals transmitted in a
corresponding section or sections of the shared commu-
nications resources channel. Accordingly a group of com-
munications device can perform D2D communications
with improved resource efficiency.
[0042] In some examples, the schedule assignment re-
gion is provided periodically in time divided units sepa-
rated by one or more other time divided units which pro-
vide the shared communications resources. Accordingly
a power saving advantage is provided to communications
devices of the group because the devices power up their
receivers to receive the scheduling region periodically,
the period corresponding to the relative ratio of the time
unit in which the scheduling region is provided with re-

spect to the time unit or units in which the shared com-
munications resources are provided.
[0043] An example application is presented in Figure
6. In Figure 6, a plurality of communications devices 101
form a group of communications devices 604 for which
D2D communications is desired for the reasons ex-
plained above. As represented in Figure 6, the commu-
nications devices 101 are outside a coverage area rep-
resented by a broken line 601 of a base station 602. As
such the base station 602 cannot form or control any of
the communications between the devices. However as
mentioned above in some examples the group of com-
munications devices may operate within a coverage area
provided by the base station 602 and accordingly it is
desirable that the transmission of signals by the commu-
nications devices 101 does not interfere with transmis-
sions to or from the eNode B 602 by conventional com-
munications devices. As such, in some examples, a wire-
less access interface which is formed by the communi-
cations devices 101 for performing the D2D communica-
tions may utilise an uplink frequency of a conventional
communications device. The wireless access interface
can be arranged to transmit signals to the eNode B 602
when operating in a conventional mode, and to transmit
and receive data via a mobile communications network
of which the base station 602 forms a part.
[0044] As shown in Figure 6, each of the UEs 101 in-
cludes a transmitter 606 and a receiver 608, which per-
form the transmission and reception of signals under the
control of the controller 610. The controller 610 control
the transmitter 606 and the receiver 608 to transmit and
receive data between members of the group to perform
D2D communications.
[0045] A wireless access interface which is configured
to provide an arrangement for D2D communications is
presented in Figure 7. In Figure 7, the wireless access
interface is formed from a plurality of OFDM sub carriers
701 and a plurality of OFDM symbols 702 which can be
divided into sections of communications resources. As
shown in Figure 7, the wireless access interface is divided
into time divided units of sub frames 704, 706, 708, 710
of communications resource. As shown in Figure 7, every
other sub frame includes a scheduling region 712, 714.
The scheduling region includes a plurality of sections of
communications resource which are numbered in Figure
7 from 1 to 84. A remaining part of the sub frame 704,
708 in which a scheduling region 712, 714 is included is
divided into a plurality of sections of shared communica-
tions resources. Other sub frames in which there is no
scheduling region 712, 714 are divided into sections of
shared communications resource for the transmission of
signals representing data by the communications device
to other communications devices within the group. How-
ever, in combination a plurality of sections of communi-
cations resources of shared resources are provided with-
in two sub frames 704, 706, 708, 710 and each of the
sections of shared resource corresponds to one of the
sections of the scheduling region 712, 714. Accordingly,
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in accordance with the present technique, a transmission
by a communications device in one of the sections of the
scheduling region of a scheduling assignment message
indicates to the other communications devices within the
group that the communications device which transmitted
the scheduling assignment message in that section of
the scheduling region intends to transmit data in a cor-
responding section of the shared communications re-
sources in which data can be transmitted. Thus as rep-
resented by the arrow 720, the transmission of a sched-
uling assignment in section 81 of the scheduling region
712 provides an indication to the other communications
devices in the group that the transmitting communica-
tions device that transmitted the scheduling assignment
message intends to transmit data in the section num-
bered 81 of the scheduling assignment resource.
[0046] Figure 7 therefore shows a potential arrange-
ment for implicit resource scheduling. For the example
shown in Figure 7, the scheduling assignment resource
or region 712 has been chosen to be one uplink resource
block of a conventional LTE wireless access interface,
transmitted every second subframe. However other con-
figurations could be made as will be explained below.
For simplicity, each traffic resource has been split into
four device-to-device resource blocks. In some examples
resource blocks for the device-to-device communica-
tions may not be the same as a conventional resource
block for LTE. However as will be appreciated from the
above explanation, each resource element of the sched-
uling assignment resource or region directly refers to a
traffic resource block in the shared communications re-
sources available to the D2D communications devices
two subframes later. Accordingly, any communications
device in the group of communications devices 604 or a
scheduling communications device/eNodeB can use this
scheduling assignment channel to indicate where it will
transmit data.
[0047] In some examples, the scheduling assignment
message may include one or more identifiers which may
include but are not limited to an identifier of the transmit-
ting communications device, an identifier of the destina-
tion device or devices, a logical channel identifier, trans-
port channel identifier, and application identifier, or an
identifier of the group of communications devices de-
pending upon the application. For example if the group
of communications devices were engaged in a push-to-
talk communications session, then the scheduling as-
signment message would not need to identify the indi-
vidual device, but only the group of communications de-
vices. Other devices within the group, which detect the
transmission of the scheduling assignment message in
a section of the scheduling region will know not to attempt
to transmit in the corresponding section of the shared
communications resources for transmitting data and will
detect the identifier of the group of communications de-
vices. The devices of the group will therefore know to
listen and to receive the data transmitted by the trans-
mitting communications devices (UE), which transmitted

the scheduling assignment message, which included the
group identifier.
[0048] As shown in Figure 7 the resource numbered
81 corresponds to a region in the next available commu-
nications resource for that number that is in the third sub
frames 708. Thus there is a corresponding delay between
transmission of the scheduling assignment message and
the transmission of the data in order to provide notice to
the other communications devices in the group that that
particular section of the shared communications resourc-
es has been reserved by one of the communications de-
vices for transmission.
[0049] The scheduling assignment message may in
some examples include other information, for example
information which is required for security, or information
which identifies the type of content which will be sent in
the shared resources such as discovery messages, or
D2D voice or data traffic.
[0050] In some examples the scheduling assignment
message transmitted by a communications device (UE),
which intends to transmit data, may include an indication
of a plurality of the sections of the shared communica-
tions resources in which it intends to transmit data. For
example, the scheduling assignment message may in-
clude parameters N and M to schedule a block of N x M
communications resource blocks from the shared com-
munications resource channel. In one example the N x
M resource blocks may indicated in the scheduling as-
signment message with respect to the section of the
scheduling region in which the message was transmitted.
This can be achieved by pre-configuring the controllers
in the communications devices to recognise that a sched-
uling assignment message providing the parameters N
and M will identify that the N x M communications re-
sources blocks starting from the corresponding section
in the shared communications resources channel to the
section in the scheduling region in which the scheduling
assignment message was transmitted.

Other Configurations of D2D Wireless Access Inter-
face

[0051] As will be appreciated the arrangement of the
wireless access interface of Figure 7 for D2D communi-
cations by the group of devices shown is one example.
There may also be other defined/fixed patterns of re-
source reservation that can be indicated with a resource
element, which may span more than a just a few sub-
frames and the scheduling assignment resource might
take more than just one resource block.
[0052] Another example is shown in Figure 8 where
corresponding sections of wireless access interface and
features have corresponding reference numerals. In con-
trast to the arrangement showing in Figure 7 the wireless
access interface shown in Figure 8 includes only a single
scheduling region 712 and correspondingly the regions
of shared resource for which there is a corresponding
section of the scheduling region contain a greater amount
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of resources. In Figure 8, examples are shown in which
different communications devices reserve sections of re-
source of the shared communications resources channel
by transmitting scheduling assignment messages in
each of the sections of the scheduling region. In the
above Figure 8, the entire resource block is used for
scheduling individual D2D resource blocks for the next
four subframes. For example, a first communications de-
vice transmits scheduling assignment messages in sec-
tions 1, 9, 10, 11, 12, 16, 17, 18, 19 as shown by the
darkest sections 801 whereas a second communications
device transmits a scheduling assignment messages in
the sections 23, 24, 25, 26, 30, 31, 32, 33, 34, 35, 37,
38, 39, 40, 41, 42 reserving the corresponding sections
804 whereas a third communications device transmits
scheduling assignment messages in sections 3, 4, 5, 6,
7, 13, 14, 20, 21, 27, 28 reserving the lighter coloured
sections 806 of the shared communications channel.
Two resource blocks remain unused in this case, which
could contain other control information. This is perhaps
not a likely way to split resources but is included as an
illustrative example.
[0053] A further example arrangement is shown in Fig-
ure 9 of a wireless access interface which corresponds
to another example arrangement of the present tech-
nique. As shown in Figure 9, resources in the shared
uplink transmission channel are divided into sections 1
to 252 and the corresponding scheduling region 901, 904
is divided into sections 1 to 252. In Figure 9 another po-
tential arrangement is shown, which allows more flexible
scheduling. Each resource element in the scheduling
channel corresponds to one traffic resource block. This
means that the sub-carrier containing the scheduling re-
gion, and hence header information such as group iden-
tifier, will be the same sub-carrier where the traffic/pay-
load part will be found. Although this is taking more of
the available communications resources for scheduling
information, it still provides the benefit that a UE can mon-
itor with the scheduling region with discontinuous recep-
tion (DRX) and hence save power, rather than having to
monitor all data blocks. It also uses communications re-
sources more efficiently by not requiring header informa-
tion to be sent with every block of data, if the communi-
cations devices are configured to specify one resource
element in the scheduling channel along with a block of
M x N resource blocks, in which they intend to transmit
data. As with the above examples it would be preferable
to use the scheduling assignment messages to reserve
several resource blocks rather than individual resource
blocks, because this would be more efficient.
[0054] Figure 10 provides further examples of wireless
access interfaces, which are configured, in accordance
with the present technique, to provide a facility for D2D
communications. In a first example Figure 10a, a con-
ventional LTE uplink carrier provides a plurality of re-
source blocks comprising OFDM symbols and subcarri-
ers. In the example illustration, as with the examples
shown in Figures 7, 8 and 9, one square represents a

traditional resource block. Areas having different shading
represent control (scheduling assignments) and traffic
from different UEs. The amount of traffic reserved by a
scheduling assignment may be larger or smaller than
shown above. The scheduling assignment messages
may also have a different size, depending on the amount
of information which they need to convey. They may also
be sent more or less frequently.
[0055] For the example showing in Figure 10a a first
section of the uplink communications channel 1001 is
assigned to conventional uplink communications of an
LTE uplink carrier. As explained above the top and bot-
tom sections of resource 1002, 1004 are devoted to up-
link control transmissions according to a conventional
LTE arrangement. However, a section of resources 1006
is devoted to provide a scheduling region for transmitting
scheduling assignment messages and control messages
by devices operating to perform D2D communications.
A second region 1008 is assigned to shared communi-
cations resources for D2D communications which are
assigned by transmitting a scheduling assignment mes-
sage in the corresponding region of the scheduling region
1006. These above examples are not limiting.
[0056] For the example illustrated in Figure 10a, the
frequency of the scheduling assignment messages im-
plies the frequency of the data. The receiving UE detects
a scheduling assignment message in the scheduling re-
sources, and decodes the information which contains for
example a group identifier for which it is a member. The
UE then continues decoding this frequency to obtain the
traffic information.
[0057] Figure 10b provides a similar configuration.
However for the example shown in Figure 10b the sched-
uling region 1010 has a shorter duration allowing the re-
gion for data transmissions 1012 to be larger. According
to this example the scheduling assignment from different
UEs are sent at different times. The timing implies the
frequency of the data transmissions. In contrast the ex-
ample of Figure 10c provides a larger scheduling region
1014 and a smaller shared resources region 1016. In this
example, the scheduling assignment messages are
transmitted repeatedly a number of times before sending
data. This example may help with for example contention
resolution.
[0058] For examples shown in Figures 10d and 10e a
further different configuration and partitioning of the
scheduling region and the data transmission region is
made. In Figure 10d a first scheduling region 1020 is
provided with a larger shared resource region 1022. For
the example shown in Figure 10e the scheduling region
comprises a first region 1030 and a second region 1032
and the resources in between 1034 are allocated for
shared communications resources for data transmission.
The examples shown in Figures 10d and 10e illustrate
examples of possible ways for the data itself to be time-
multiplexed rather than by frequency. The timing of the
scheduling assignments imply the timing of the data.
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Contention Resolution

[0059] The embodiments of the present technique de-
scribed above provide an arrangement in which a com-
munication device can transmit a scheduling assignment
message in preparation for transmitting data in a section
of shared communications resources, which corre-
sponds to the section of a scheduling region in which the
scheduling assignment message was transmitted. As will
be appreciated there is a finite probability that one of the
other devices may contemporaneously transmit a sched-
uling assignment message in the same scheduling as-
signment section and subsequently transmit signals rep-
resenting the data being communicated in the corre-
sponding section of the shared resources. In some ex-
ample embodiments a contention resolution arrange-
ment may be used in order to detect the transmission of
signals contemporaneously by two or more communica-
tions devices of the group so that each of the communi-
cations devices of the group may retransmit their sched-
uling assignment message in another scheduling assign-
ment section at a later subframe. In other examples the
communications devices may accept the loss of the
transmission of the data and high layer protocols may
arrange for this data to be retransmitted. In other exam-
ples a collision avoidance mechanism may be deployed,
in order to detect that a collision has occurred, so that a
retransmission may be made. In some example one or
more of the communications devices of the group may
transmit an indication that a collision has occurred, so
that a re-transmission may be performed. For example
a push-to-talk application allows users to detect when
more than one user has attempted to transmit contem-
poraneously and the other users can request a re-trans-
mission.

Summary

[0060] According to the example embodiments ex-
plained above, a time and frequency position of trans-
mission of scheduling assignment messages in the
scheduling assignment channel/region determines, at
least in part, the communications resources of a shared
channel which will be used by a UE to transmit signals
representing data, which is being transmitted to other
communications devices. In some examples the sched-
uling assignment messages may include additional con-
trol/header information such as group/sender identifica-
tion for security.
[0061] Embodiments of the present technique can
therefore provide an arrangement in which D2D commu-
nications can be performed via a wireless access inter-
face in which a time-frequency position of a scheduling
assignment message reduces the amount of information
that needs to be transmitted and therefore consumes less
radio resources for scheduling. Furthermore in some em-
bodiments data and header parts of transmissions can
be separated, thereby using communications resources

more efficiently, and an identifier of the communications
device or a group of communications devices in which
the communications device belongs may be transmitted
in the scheduling assignment message. As will be ap-
preciated a further example is provided because a com-
munications device only needs to monitor the scheduling
assignment channel/region which may occur relatively in
frequently thereby allowing the device to power down so
that it can save power. If the group of communications
devices are within range of an eNodeB, then the eNodeB
can perform scheduling, so that the communications de-
vice can be informed via the Up-link channel to all UEs
in a group without having to establish a radio resource
control (RRC) connection or scheduling via down-link
channels.
[0062] Various further aspects and features of the
present invention are defined in the appended claims and
various combinations of the features of the dependent
claims may be made with those of the independent claims
other than the specific combinations recited for the claim
dependency. Modifications may also be made to the em-
bodiments hereinbefore described without departing
from the scope of the present invention. For instance,
although a feature may appear to be described in con-
nection with particular embodiments, one skilled in the
art would recognise that various features of the described
embodiments may be combined in accordance with the
disclosure.
[0063] In the foregoing description D2D communica-
tions are described with reference to an LTE system,
however the presently disclosed techniques are equally
applicable to other LTE system structures and other sys-
tems which are compatible with D2D communications.
[0064] The following numbered clauses provide further
example aspects and features of the present technique:
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Claims

1. A method of communicating data comprising
transmitting, by a communications device (101), sig-
nals to one or more other communications devices
(101) via a wireless access interface to perform de-
vice-to-device communications, and
receiving, by the communications device, signals
from the one or more other communications devices
via the wireless access interface, the wireless ac-
cess interface providing
a scheduling region (712) comprising a plurality of
predetermined sections of communications resourc-
es, and
a plurality of predetermined sections of shared com-
munications resources, wherein each of the plurality
of predetermined sections of the scheduling region
correspond to one of the plurality of sections of the
shared communications resources, so that when the
communications device detects a transmission in
one or more of the plurality of the sections of the
scheduling region then the communications device
determines that one or more corresponding sections
of the shared communications resources are re-
served for a transmission of the signals representing
the data, the wireless access interface is divided into
a plurality of time divided units (704, 706, 708, 710),
the scheduling region comprises the plurality of the
predetermined sections of communications resourc-
es provided in one of the time divided units, and
the plurality of sections of the shared communica-
tions resources is provided in at least one other of
the time divided units.

2. A method as claimed in Claim 1, comprising
transmitting, by the communications device, a mes-
sage in one of the sections of the scheduling region,
and
transmitting, by the communications device, the sig-
nals representing the data in the section of the plu-
rality of shared communications resources which
corresponds to the section of the scheduling region
in which the message was transmitted.

3. A method as claimed in Claim 2, comprising
monitoring, by the communications device, signals
transmitted within the plurality of the sections of the
scheduling region, and
after detecting one or more messages transmitted
in any of the plurality of the sections of the scheduling
region,
detecting, by the communications device, signals
transmitted in the sections of the shared communi-
cations resources which correspond to the sections
of the scheduling region in which the messages were
received.

4. A method as claimed in Claim 1, wherein
the scheduling region comprising the plurality of the
predetermined sections of communications resourc-
es is provided periodically in the time divided units,
the occurrences of the scheduling region being sep-
arated by one or more time divided units providing
the plurality of sections of the shared communica-
tions resources, the period of the scheduling region
being determined by the one or more time divided
units of the shared communications resources be-
tween the time divided units of the scheduling region.

5. A method as claimed in any of Claims 1 to 4, wherein
a message transmitted by the communications de-
vice include an indication of more than one of the
sections of the shared communications resources in
which the signals representing the data are to be
transmitted, one of the more than one sections of
the shared communications resources correspond-
ing to the section of the scheduling region in which
the message was transmitted.

6. A method as claimed in Claims 5, wherein the mes-
sage includes parameters N and M, which represent
N resource blocks in time and M resource blocks in
frequency of the blocks of the shared communica-
tions resources.

7. A method as claimed in Claim 5 or 6, wherein the
message includes an identifier of the communica-
tions device, which transmitted the message.

8. A method as claimed in Claim 5 or 6, wherein the
one or more communications devices form a group,
and the message includes an identifier of the group
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of the one or more communications devices which
transmitted the message.

9. A method as claimed in Claim 5 or 6, wherein the
message includes information identifying the type of
information which will be sent in the shared resourc-
es.

10. A method as claimed in Claim 1, wherein the one or
more sections of the shared communications re-
sources which are reserved for the transmission of
signals representing the data by transmitting the
message in the one or more corresponding sections
of the scheduling region are separated from the
scheduling region in which the message was trans-
mitted by at least one time unit.

11. Circuitry for a communications device comprising
transmitter circuitry configured to transmit signals to
one or more other communications devices via a
wireless access interface to perform device-to-de-
vice communications,
receiver circuitry configured to receive signals from
the one or more other communications devices via
the wireless access interface, and
controller circuitry for controlling the transmitter and
the receiver to transmit or to receive the signals via
the wireless access interface to transmit or to receive
data represented by the signals, the wireless access
interface providing
a scheduling region comprising a plurality of prede-
termined sections of communications resources,
and
a plurality of predetermined sections of shared com-
munications resources, wherein each of the plurality
of predetermined sections of the scheduling region
correspond to one of the plurality of sections of the
shared communications resources, so that transmit-
ting in one or more of the plurality of the sections of
the scheduling region reserves one or more corre-
sponding sections of the shared communications re-
sources for transmitting the signals representing the
data.

12. Circuitry as claimed in Claim 11, wherein the con-
troller circuitry is configured to control the transmitter
circuitry
to transmit a message in one of the sections of the
scheduling region, and
to transmit the signals representing the data in the
section of the plurality of shared communications re-
sources which corresponds to the section of the
scheduling region in which the message was trans-
mitted.

13. Circuitry as claimed in Claim 11, wherein the con-
troller circuitry is configured in combination with the
receiver circuitry

to monitor signals transmitted within the plurality of
the sections of the scheduling region, and
after detecting one or more messages transmitted
in any of the plurality of the sections of the scheduling
region,
to detect signals transmitted in the sections of the
shared communications resources which corre-
spond to the sections of the scheduling region in
which the messages were received.

Patentansprüche

1. Verfahren zum Kommunizieren von Daten, umfas-
send:

Übertragen von Signalen von einer Kommuni-
kationsvorrichtung (101) über eine drahtlose Zu-
gangsschnittstelle zu einer oder mehreren wei-
teren Kommunikationsvorrichtungen (101), um
Gerät-zu-Gerät-Kommunikationen auszufüh-
ren, und
Empfangen, in der Kommunikationsvorrichtung
über die drahtlose Zugangsschnittstelle, von Si-
gnalen von der einen oder den mehreren weite-
ren Kommunikationsvorrichtungen, wobei die
drahtlose Zugangsschnittstelle bereitstellt:

einen Planungsbereich (712), der eine Viel-
zahl von vorbestimmten Abschnitten von
Kommunikationsressourcen umfasst, und
eine Vielzahl von vorbestimmten Abschnit-
ten von gemeinsam genutzten Kommunika-
tionsressourcen, wobei jeder aus der Viel-
zahl von vorbestimmten Abschnitten des
Planungsbereichs einem aus der Vielzahl
von Abschnitten der gemeinsam genutzten
Kommunikationsressourcen entspricht, so-
dass, wenn die Kommunikationsvorrich-
tung eine Übertragung in einem oder meh-
reren der Vielzahl von Abschnitten des Pla-
nungsbereichs erkennt, die Kommunikati-
onsvorrichtung ermittelt, dass einer oder
mehrere entsprechende Abschnitte der ge-
meinsam genutzten Kommunikationsres-
sourcen für eine Übertragung der Signale
reserviert sind, welche die Daten repräsen-
tieren, wobei die drahtlose Zugangsschnitt-
stelle in eine Vielzahl von zeitgeteilten Ein-
heiten (704, 706, 708, 710) geteilt wird,
wobei der Planungsbereich die Vielzahl der
vorbestimmten Abschnitte der Kommunika-
tionsressourcen umfasst, die in einer der
zeitgeteilten Einheiten bereitgestellt wer-
den, und
wobei die Vielzahl von Abschnitten der ge-
meinsam genutzten Kommunikationsres-
sourcen in mindestens einer anderen zeit-
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geteilten Einheit bereitgestellt wird.

2. Verfahren nach Anspruch 1, umfassend:

Übertragen einer Nachricht von der Kommuni-
kationsvorrichtung in einem der Abschnitte des
Planungsbereichs, und
Übertragen der Signale, welche die Daten re-
präsentieren, von der Kommunikationsvorrich-
tung in dem Abschnitt der Vielzahl von gemein-
sam genutzten Kommunikationsressourcen, die
dem Abschnitt des Planungsbereichs ent-
spricht, in dem die Nachricht übertragen wurde.

3. Verfahren nach Anspruch 2, umfassend:

Überwachen, durch die Kommunikationsvor-
richtung, von Signalen, die innerhalb der Viel-
zahl von Abschnitten des Planungsbereichs
übertragen werden, und
nach dem Erkennen einer oder mehrerer Nach-
richten, die in einer Beliebigen aus der Vielzahl
von Abschnitten des Planungsbereichs übertra-
gen werden,
Erkennen, durch die Kommunikationsvorrich-
tung, der Signale, die in den Abschnitten der ge-
meinsam genutzten Kommunikationsressour-
cen übertragen werden, die den Abschnitten
des Planungsbereichs entsprechen, in denen
die Nachrichten empfangen wurden.

4. Verfahren nach Anspruch 1, wobei
der Planungsbereich, der die Vielzahl der vorbe-
stimmten Abschnitte der Kommunikationsressour-
cen umfasst, regelmäßig in den zeitgeteilten Einhei-
ten bereitgestellt wird, wobei die Ereignisse des Pla-
nungsbereichs durch eine oder mehrere zeitgeteilte
Einheiten getrennt sind, welche die Vielzahl von Ab-
schnitten der gemeinsam genutzten Kommunikati-
onsressourcen bereitstellen, und wobei die Dauer
des Planungsbereichs durch die ein oder mehreren
zeitgeteilten Einheiten der gemeinsam genutzten
Kommunikationsressourcen aus den zeitgeteilten
Einheiten des Planungsbereichs ermittelt wird.

5. Verfahren nach einem der Ansprüche 1 bis 4, wobei
eine Nachricht, die von der Kommunikationsvorrich-
tung übertragen wird, eine Anzeige von mehr als ei-
nem der Abschnitte der gemeinsam genutzten Kom-
munikationsressourcen enthält, in denen die Signale
übertragen werden, welche die Daten repräsentie-
ren, wobei einer aus dem mehr als einen Abschnitt
der gemeinsam genutzten Kommunikationsressour-
cen dem Abschnitt des Planungsbereichs entspricht,
in dem die Nachricht übertragen wurde.

6. Verfahren nach Anspruch 5, wobei die Nachricht die
Parameter N und M enthält, die N Ressourcenblöcke

im Zeitbereich und die M Ressourcenblöcke im Fre-
quenzbereich von den Blöcken der gemeinsam ge-
nutzten Kommunikationsressourcen repräsentie-
ren.

7. Verfahren nach Anspruch 5 oder 6, wobei die Nach-
richt eine Kennung der Kommunikationsvorrichtung
enthält, welche die Nachricht übertragen hat.

8. Verfahren nach Anspruch 5 oder 6, wobei die ein
oder mehreren Kommunikationsvorrichtungen eine
Gruppe bilden, und wobei die Nachricht eine Ken-
nung der Gruppe der einen oder mehreren Kommu-
nikationsvorrichtungen enthält, welche die Nachricht
übertragen haben.

9. Verfahren nach Anspruch 5 oder 6, wobei die Nach-
richt Informationen enthält, die den Typ der Informa-
tionen identifizieren, die in den gemeinsam genutz-
ten Ressourcen gesendet werden.

10. Verfahren nach Anspruch 1, wobei der eine oder die
mehreren Abschnitten der gemeinsam genutzten
Kommunikationsressourcen, die für die Übertra-
gung der Signale reserviert sind, welche die Daten
repräsentieren, indem die Nachricht in dem einen
oder den mehreren entsprechenden Abschnitten
des Planungsbereichs übertragen wird, von dem
Planungsbereich getrennt sind, in dem die Nachricht
durch mindestens eine Zeiteinheit übertragen wur-
de.

11. Schaltung für eine Kommunikationsvorrichtung, um-
fassend:

eine Senderschaltung, die konfiguriert ist zum
Übertragen von Signalen über eine drahtlose
Zugangsschnittstelle zu einer oder mehreren
weiteren Kommunikationsvorrichtungen, um
Gerät-zu-Gerät-Kommunikationen auszufüh-
ren,
eine Empfängerschaltung, die konfiguriert ist
zum Empfangen über die drahtlose Zugangs-
schnittstelle von Signalen von der einen oder
den mehreren weiteren Kommunikationsvor-
richtungen, und
eine Steuereinheitsschaltung zum Steuern des
Senders und des Empfängers, um die Signale
über die drahtlose Zugangsschnittstelle zu sen-
den oder zu empfangen, um dadurch Daten zu
senden und zu empfangen, die von den Signa-
len repräsentiert werden; wobei die drahtlose
Zugangsschnittstelle bereitstellt:

einen Planungsbereich, der eine Vielzahl
von vorbestimmten Abschnitten von Kom-
munikationsressourcen umfasst, und
eine Vielzahl von vorbestimmten Abschnit-
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ten von gemeinsam genutzten Kommunika-
tionsressourcen, wobei jeder aus der Viel-
zahl von vorbestimmten Abschnitten des
Planungsbereichs einem aus der Vielzahl
von Abschnitten der gemeinsam genutzten
Kommunikationsressourcen entspricht, so-
dass ein Übertragen in einem oder mehre-
ren der Vielzahl von Abschnitten des Pla-
nungsbereichs einer oder mehrere entspre-
chende Abschnitte der gemeinsam genutz-
ten Kommunikationsressourcen für eine
Übertragung der Signale reserviert wird,
welche die Daten repräsentieren.

12. Schaltung nach Anspruch 11, wobei die Steuerein-
heitsschaltung konfiguriert ist zum Steuern der Sen-
derschaltung,
um eine Nachricht in einem der Abschnitte des Pla-
nungsbereichs zu übertragen, und
um die Signale, welche die Daten repräsentieren, in
dem Abschnitt der Vielzahl von gemeinsam genutz-
ten Kommunikationsressourcen zu übertragen, die
dem Abschnitt des Planungsbereichs entspricht, in
dem die Nachricht übertragen wurde.

13. Schaltung nach Anspruch 11, wobei die Steuerein-
heitsschaltung in Kombination mit der Empfänger-
schaltung konfiguriert ist zum:

Überwachen von Signalen, die innerhalb der
Vielzahl von Abschnitten des Planungsbereichs
übertragen werden, und
nach dem Erkennen einer oder mehrerer Nach-
richten, die in einer Beliebigen aus der Vielzahl
von Abschnitten des Planungsbereichs übertra-
gen werden,
Erkennen der Signale, die in den Abschnitten
der gemeinsam genutzten Kommunikationsres-
sourcen übertragen werden, die den Abschnit-
ten des Planungsbereichs entsprechen, in de-
nen die Nachrichten empfangen wurden.

Revendications

1. Procédé de communication de données comprenant
l’émission, par un dispositif de communication (101),
de signaux à destination d’un ou plusieurs autres
dispositifs de communication (101) via une interface
d’accès sans fil afin d’effectuer des communications
de dispositif à dispositif, et
la réception, par le dispositif de communication, de
signaux en provenance du ou des autres dispositifs
de communication via l’interface d’accès sans fil, l’in-
terface d’accès sans fil fournissant
une région d’ordonnancement (712) comprenant
une pluralité de sections prédéterminées de ressour-
ces de communication, et

une pluralité de sections prédéterminées de ressour-
ces de communication partagées, où chacune de la
pluralité de sections prédéterminées de la région
d’ordonnancement correspond à l’une de la pluralité
de sections des ressources de communication par-
tagées, de telle sorte que, lorsque le dispositif de
communication détecte une émission dans une ou
plusieurs de la pluralité des sections de la région
d’ordonnancement, alors le dispositif de communi-
cation détermine qu’une ou plusieurs sections cor-
respondantes des ressources de communication
partagées sont réservées pour une émission des si-
gnaux représentant les données, l’interface d’accès
sans fil étant subdivisée en une pluralité d’unités
temporelles (704, 706, 708, 710),
la région d’ordonnancement comprenant la pluralité
des sections prédéterminées de ressources de com-
munication fournies dans l’une des unités temporel-
les, et
la pluralité de sections des ressources de commu-
nication partagées étant fournies dans au moins une
autre des unités temporelles.

2. Procédé selon la revendication 1, comprenant
l’émission, par le dispositif de communication, d’un
message dans l’une des sections de la région d’or-
donnancement, et
l’émission, par le dispositif de communication, des
signaux représentant les données dans la section
de la pluralité de ressources de communication par-
tagées qui correspond à la section de la région d’or-
donnancement dans laquelle le message a été émis.

3. Procédé selon la revendication 2, comprenant
la surveillance, par le dispositif de communication,
de signaux émis au sein de la pluralité des sections
de la région d’ordonnancement, et
après détection d’un ou plusieurs messages émis
dans l’une quelconque de la pluralité des sections
de la région d’ordonnancement,
la détection, par le dispositif de communication, de
signaux émis dans les sections des ressources de
communication partagées qui correspondent aux
sections de la région d’ordonnancement dans les-
quelles les messages ont été reçus.

4. Procédé selon la revendication 1, dans lequel
la région d’ordonnancement comprenant la pluralité
des sections prédéterminées de ressources de com-
munication est fournie de manière périodique dans
les unités temporelles, les occurrences de la région
d’ordonnancement étant séparées par une ou plu-
sieurs unités temporelles fournissant la pluralité de
sections des ressources de communication parta-
gées, la période de la région d’ordonnancement
étant déterminée par la ou les unités temporelles
des ressources de communication partagées entre
les unités temporelles de la région d’ordonnance-

27 28 



EP 3 468 291 B1

16

5

10

15

20

25

30

35

40

45

50

55

ment.

5. Procédé selon l’une quelconque des revendications
1 à 4, dans lequel un message émis par le dispositif
de communication contient une indication d’au
moins deux des sections des ressources de com-
munication partagées dans lesquelles les signaux
représentant les données doivent être émis, l’une
des au moins deux sections des ressources de com-
munication partagées correspondant à la section de
la région d’ordonnancement dans laquelle le mes-
sage a été émis.

6. Procédé selon la revendication 5, dans lequel le
message contient des paramètres N et M, qui repré-
sentent N blocs de ressources en temps et M blocs
de ressources en fréquence des blocs des ressour-
ces de communication partagées.

7. Procédé selon la revendication 5 ou 6, dans lequel
le message contient un identifiant du dispositif de
communication qui a émis le message.

8. Procédé selon la revendication 5 ou 6, dans lequel
le ou les dispositifs de communication forment un
groupe et le message contient un identifiant du grou-
pe du ou des dispositifs de communication qui ont
émis le message.

9. Procédé selon la revendication 5 ou 6, dans lequel
le message contient des informations identifiant le
type d’informations qui sera envoyé dans les res-
sources partagées.

10. Procédé selon la revendication 1, dans lequel la ou
les sections des ressources de communication par-
tagées qui sont réservées pour l’émission de signaux
représentant les données par émission du message
dans la ou les sections correspondantes de la région
d’ordonnancement sont séparées de la région d’or-
donnancement dans laquelle le message a été émis
par au moins une unité temporelle.

11. Circuits d’un dispositif de communication,
comprenant :

des circuits d’émetteur configurés pour émettre
des signaux à destination d’un ou plusieurs
autres dispositifs de communication via une in-
terface d’accès sans fil afin d’effectuer des com-
munications de dispositif à dispositif, et
des circuits de récepteur configurés pour rece-
voir des signaux en provenance du ou des
autres dispositifs de communication via l’inter-
face d’accès sans fil, et
des circuits de contrôleur pour commander à
l’émetteur et au récepteur d’émettre ou de rece-
voir les signaux via l’interface d’accès sans fil

afin d’émettre ou de recevoir des données re-
présentées par les signaux, l’interface d’accès
sans fil fournissant
une région d’ordonnancement comprenant une
pluralité de sections prédéterminées de res-
sources de communication, et
une pluralité de sections prédéterminées de res-
sources de communication partagées, où cha-
cune de la pluralité de sections prédéterminées
de la région d’ordonnancement correspond à
l’une de la pluralité de sections des ressources
de communication partagées, de telle sorte que
l’émission dans une ou plusieurs de la pluralité
des sections de la région d’ordonnancement ré-
serve une ou plusieurs sections correspondan-
tes des ressources de communication parta-
gées pour l’émission des signaux représentant
les données.

12. Circuits selon la revendication 11, dans lesquels les
circuits de contrôleur sont configurés pour comman-
der aux circuits d’émetteur
d’émettre un message dans l’une des sections de la
région d’ordonnancement, et
d’émettre les signaux représentant les données
dans la section de la pluralité de ressources de com-
munication partagées qui correspond à la section de
la région d’ordonnancement dans laquelle le mes-
sage a été transmis.

13. Circuits selon la revendication 11, dans lesquels les
circuits de contrôleur sont configurés pour, en com-
binaison avec les circuits de récepteur,
surveiller les signaux émis au sein de la pluralité des
sections de la région d’ordonnancement, et
après détection d’un ou plusieurs messages émis
dans l’une quelconque de la pluralité des sections
de la région d’ordonnancement,
détecter des signaux émis dans les sections des res-
sources de communication partagées qui corres-
pondent aux sections de la région d’ordonnance-
ment dans lesquelles les messages ont été reçus.
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