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Description

[0001] The present disclosure relates generally to
handheld electronic devices equipped with digital cam-
eras and, in particular, to geotagging techniques for such
devices.
[0002] Some of the new generation of handheld elec-
tronic devices include both a camera and a Global Posi-
tioning System (GPS) receiver chipset. Examples of
these handheld electronic devices include GPS-enabled
wireless communications devices, PDA Pocket PCs or
tablets, GPS-enabled camera-phones or smart phones,
and GPS-enabled cameras. These devices can be made
"location-aware" by virtue of a GPS receiver that is either
embedded as a GPS chipset or connected externally,
e.g. a Bluetooth™-enabled GPS puck.
[0003] The combination of GPS and camera features
enables "geotagging" (or "geocoding") of digital photo-
graphs, i.e. tagging digital photos with geographical in-
formation indicative of the location at which the photo
was taken. For example, the geotagging may involve ap-
pending coordinates of longitude and latitude to a meta-
data tag, e.g. an Exchangeable Image File Format (EXIF)
tag, that is associated with the digital photo.
[0004] Conventionally, for geotagging to be accurate
and meaningful, the GPS receiver should be locked at
the time the photo is taken, i.e. the GPS receiver must
have acquired a position fix, so that the current position
data (e.g. position coordinates) can be written to the
metadata tag associated with the digital photo.
[0005] As is known, a GPS lock or position fix is ac-
quired by synchronizing with at least four GPS satellite
vehicles in orbit. The time required to compute the loca-
tion on a new synchronization is known as the time-to-
first-fix (TTFF). Unfortunately, the TTFF can be frustrat-
ingly long for various reasons, including poor sky access
(e.g. the urban canyon effect or dense overhead foliage)
or out-of-date almanac or ephemeris data on start-up.
[0006] In order to be able to find the satellites initially,
a GPS receiver normally requires an almanac of satellite
location data that is imprecise but valid for several
months. If a full reset occurs, then downloading the full
almanac takes 12.5 minutes, with a maximum wait of 25
minutes. The almanac serves as a rough approximation
of satellite location. To acquire a precise fix, the device
must also obtain ephemeris data from each satellite itself
which consists of very precise orbital and clock correction
data, at a slow 50 bytes per second for a total of 12 sec-
onds for ephemeris and 6 seconds for clock corrections.
When the device retrieves this data directly from a sat-
ellite broadcast, it is operating in autonomous or stan-
dalone GPS mode, the most common mode of operation.
The ephemeris data is cached by the receiver, but it be-
comes stale and unusable within 3 to 4 hours due to
satellite drift due to various sources of error. If the wire-
less handheld device loses synchronization because, for
example, the user enters a building or subway and the
ephemeris becomes stale, then a warm or cold start con-

dition occurs and new ephemeris must be downloaded
again through a full sky search.
[0007] In addition to the latency involved in the data
download, obstructions in the signal path can further pro-
long the TTFF. Satellites broadcast their ephemeris eve-
ry 30 seconds, 5 times per window. If the signal is inter-
rupted, the receiver must wait for another cycle. Obtain-
ing a fix can easily take several minutes or much longer
if the user is travelling through an urban canyon or dense
foliage. On a hot start, where current ephemeris data is
still available, the time required to obtain a fix is reduced
to seconds. However, on a warm start, if a user turns on
the handheld device or emerges from a building so that
the receiver has no valid ephemeris data in memory, then
the user may typically need to wait a few minutes before
a fix is established. Of course, if both the almanac and
ephemeris is out-dated, i.e. a cold start, then the TTFF
can be frustratingly long.
[0008] These TTFF delays preclude the immediate ge-
otagging of photos. If the user wishes to take a geotagged
photo, the camera either remains locked ("frozen") until
the GPS position fix is obtained, or the photo is taken
without GPS lock, in which case the photo cannot be
geotagged at that point because a GPS fix is unavailable.
Thus, if, after the photo is taken, the user moves sub-
stantially away from the geographical location where the
photo was taken, then any subsequent GPS position fix
is potentially of limited positional accuracy in attempting
to retroactively geotag the photograph.
[0009] US 6995792 B1 discloses a camera with posi-
tioning capability.

GENERAL

[0010] The present technology preferably provides, in
general, a handheld electronic device, such as, for ex-
ample, a GPS-enabled wireless communications device
with an embedded camera, a GPS-enabled camera-
phone or a GPS-enabled digital camera, that is config-
ured to pre-acquire a GPS position fix for geotagging
photos. Pre-acquisition of a GPS position fix may involve
initiating acquisition of the GPS position fix in anticipation
of the taking of a photo with the camera-enabled device
so that geotagging of the photo can proceed expeditious-
ly. In particular implementations, the device may be con-
figured to determine whether ephemeris data needs to
be obtained for geotagging digital photos taken with the
onboard camera of the device. By monitoring user activity
with respect to the camera, such as activation of the cam-
era by a user of the device, the device can begin pre-
acquisition of a GPS position fix by obtaining any needed
ephemeris data before the photograph is actually taken.
This GPS pre-acquisition may improve the likelihood that
a position fix (GPS lock) is achieved by the time the photo
is taken (to enable immediate geotagging of the digital
photo). Alternatively, the photo can be geotagged retro-
actively by appending the GPS-determined current loca-
tion to the metadata tag associated with the digital photo.
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An optional acquisition status indicator can be displayed
on a user interface of the device to indicate that a position
fix is being obtained, to indicate that accurate geotagging
is being performed, or alternatively to warn the user that
geotagging will be inaccurate or impossible because the
time elapsed between the taking of the picture and the
acquisition of the GPS position fix is too long.
[0011] Thus, a main aspect of the present technology
may be a method of geotagging using a GPS-enabled
handheld electronic device. The method may comprise
steps of monitoring user activity with respect to a digital
camera on the device, initiating acquisition of a GPS po-
sition fix prior to a digital photo being taken by the digital
camera, and geotagging the digital photo with the GPS
position fix.
[0012] In one implementation of this aspect of the tech-
nology, the method may involve obtaining ephemeris da-
ta for a GPS-enabled handheld electronic device. This
particular implementation of the method may comprise
steps of monitoring user activity with respect to a digital
camera on the device, determining whether ephemeris
data is needed for acquiring a GPS position fix, obtaining
the ephemeris data in order to acquire the GPS position
fix representative of a current location of the device, and
geotagging a digital photo taken by the digital camera
with the current location of the device.
[0013] Another main aspect of the present technology
may be a computer program product that includes code
adapted to perform the steps of the foregoing method
when the computer program product is loaded into mem-
ory and executed on a processor of a wireless commu-
nications device.
[0014] Yet another main aspect of the present technol-
ogy may be a handheld electronic device having a GPS
receiver for receiving GPS radio signals from orbiting
GPS satellites, a camera for taking a digital photo, and
a processor coupled to memory for monitoring user ac-
tivity with respect to the camera and for initiating acqui-
sition of a GPS position fix prior to the digital photo being
taken in order to geotag the digital photo based on the
GPS position fix.
[0015] In one implementation of this aspect of the tech-
nology, the device may have a GPS receiver for receiving
GPS radio signals from orbiting GPS satellites and for
further receiving ephemeris data for the GPS satellites,
a camera for taking a digital photo, and a processor cou-
pled to memory for monitoring user activity with respect
to the camera and for determining whether ephemeris
data needs to be obtained for geotagging the digital photo
based on a GPS position fix acquired for a current loca-
tion.

BRIEF DESCRIPTION OF THE DRAWINGS

[0016] Further features and advantages of the present
technology will become apparent from the following de-
tailed description, taken in combination with the append-
ed drawings, in which:

FIG. 1 is a flowchart outlining some of the main steps
of a method of downloading ephemeris data for ef-
ficiently geotagging a digital photo;
FIG. 2 is a schematic depiction of some of the main
network components used to deliver ephemeris data
to a wireless communications device presented as
one example of a handheld electronic device on
which the present technology can be implemented;
FIG. 3 is a schematic depiction of some of the main
network components used to deliver ephemeris data
via Assisted GPS to a handheld electronic device;
FIG. 4 is a block diagram depicting certain key com-
ponents of an exemplary GPS-enabled wireless
communications device presented as one example
of a handheld electronic device on which the present
technology can be implemented;
FIG. 5 is a block diagram depicting the components
used to monitor user activity on a wireless commu-
nications device in order to determine when to down-
load ephemeris data;
FIG. 6 is an example of a simplified EXIF tag used
for geotagging digital photos;
FIG. 7 is an example of a user interface for a camera
showing a graphical indicator (or icon) that indicates
that GPS lock has not been acquired;
FIG. 8 is an example of a user interface for a camera
showing a graphical indicator (or icon) that indicates
that GPS lock has been acquired;
FIG. 9 is another example of a user interface for a
camera showing a graphical indicator (or icon) that
indicates that GPS acquisition is progressing and
further showing an estimated time remaining to ac-
quisition;
FIG. 10 is another example of a user interface for a
camera showing a graphical indicator that indicates
that the photo that was just taken is being, or will be,
geotagged;
FIG. 11 is another example of a user interface for a
camera showing a graphical indicator that indicates
that the photo that was just taken cannot be geo-
tagged because the time elapsed since the photo
was taken and the GPS lock acquired has exceeded
a specified threshold;
FIG. 12 depicts an example of a camera options in-
terface showing a plurality of camera-related set-
tings, including, again by way of example, a setting
for enabling or disabling the geotagging feature; and
FIG. 13 depicts an example of a dialog box that pops
up when the geotagging feature is enabled.

[0017] It will be noted that throughout the appended
drawings, like features are identified by like reference
numerals.

DESCRIPTION OF PREFERRED EMBODIMENTS

[0018] The details and particulars of these aspects of
the technology will now be described below, by way of

3 4 



EP 3 196 672 B1

4

5

10

15

20

25

30

35

40

45

50

55

example, with reference to the attached drawings.
[0019] FIG. 1 is a flowchart outlining some of the main
steps of a method of obtaining ephemeris data for a GPS-
enabled handheld electronic device.
[0020] For the purposes of this specification, the ex-
pression "handheld electronic device" is meant to encom-
pass a broad range of portable or mobile devices such
as wireless communications devices, PDA Pocket PCs
or tablets equipped with GPS, GPS-enabled camera-
phones or smart phones, GPS-enabled cameras, etc.
These devices can be made "location-aware" by virtue
of a GPS receiver that is either embedded as a GPS
chipset or connected externally, e.g. a Bluetooth™-ena-
bled GPS puck.
[0021] Although the present disclosure refers to ex-
pressly to the "Global Positioning System", it should be
understood that this term and its abbreviation "GPS" are
being used expansively to include any satellite-based
navigation-signal broadcast system, and would therefore
include other systems used around the world including
the Beidou (COMPASS) system being developed by Chi-
na, the multi-national Galileo system being developed by
the European Union, in collaboration with China, Israel,
India, Morocco, Saudi Arabia and South Korea, Russia’s
GLONASS system, India’s proposed Regional Naviga-
tional Satellite System (IRNSS), and Japan’s proposed
QZSS regional system.
[0022] As depicted in FIG. 1, after activating the GPS-
enabled handheld electronic device (introductory step
10), the novel method includes a step 12 of monitoring
user activity with respect to a digital camera on the de-
vice. For example, user activity with respect to the cam-
era could involve activating the camera feature on the
device by clicking on a camera icon, selecting a camera
function from an onscreen menu, or pressing a dedicated
button on the device that activates the camera, i.e. either
turns on the camera or wakes it up where it was previously
dormant. Thus, monitoring of user activity with respect
to the camera may involve having a user monitoring ap-
plication running on the device in the background that
detects user input related to the camera. The user mon-
itoring application, which will also be described later, can
then report user activity related to the camera to the op-
erating system or to an intermediate manager that initi-
ates acquisition of a GPS position fix prior to a digital
photo being taken by the camera. Initiating the process
of acquiring a GPS fix before the camera takes the photo
will be referred to herein as "GPS pre-acquisition." For
example, this pre-acquisition may entail querying the
GPS driver and/or GPS cache to determine whether the
GPS is locked or, in specific variants of the technology,
to determine whether ephemeris data is fresh or stale.
Thus, at step 14, a decision is made as to whether the
GPS receiver has a current position fix. Optionally, this
may entail determining whether ephemeris data is need-
ed for acquiring the GPS position fix. In other words, at
step 14, a decision is made as to whether a position fix
has to be acquired in order to geotag a digital photograph

taken with the camera. It should be understood that step
14 is optional in the sense that, in some implementations,
the application would (upon detecting camera-related ac-
tivity) simply request a GPS fix without inquiring about
the state of the GPS receiver, i.e. whether the receiver
actually has a current fix or not, or whether updated
ephemeris is needed. In other words, in some implemen-
tations, the GPS receiver would either (i) automatically
obtain an instantaneous hot fix, or (ii) proceed to down-
load ephemeris data if it is not in hot start mode. The
application would thus simply await indication that GPS
acquisition was complete.
[0023] If, at optional step 14, it is determined that a
position fix is currently available, then operations proceed
to step 20 wherein the device enables the user to take
the photo. Thereafter, at step 22, the photo is geotagged
by writing position data into the metadata tag associated
with the photo, as will be elaborated below. On the other
hand, if at step 14, a determination is made that the GPS
receiver does not have a current position fix, e.g. that
new ephemeris data is required in order to acquire a GPS
fix, then the device optionally determines at step 16
whether it should wait for a GPS position fix to be acquired
or whether it should proceed immediately to step 20 to
enable the digital photo to be taken right away. Alterna-
tively, instead of step 16, the device could immediately
begin the process of acquiring the GPS fix (and optionally
obtaining the ephemeris data, if needed, in order to ac-
quire the GPS position fix) without making any explicit
inquiry about the availability of a current GPS position
fix.. If, at step 16, a decision is made to await acquisition
of the GPS position fix, the device then acquires the po-
sition fix at step 18, optionally by first obtaining any need-
ed ephemeris data. Once the GPS position fix is acquired
at step 18, operations proceed to step 20 at which point
the device can take the digital photo and then, at step
22, geotag the digital photo taken by the digital camera
with the current location of the device. In other words, as
depicted in FIG. 1, once the decision to obtain a new fix
is made at step 14, an optional additional decision may
be made at step 16 as to whether or not to wait for GPS
acquisition to be completed before enabling the taking
of a photo. Even if a GPS position fix has not yet been
acquired, the device can nonetheless enable the taking
of a photo right away, with an optional warning (to the
effect that the GPS fix has not yet been acquired), and
then append the GPS position data after the photo has
been taken (provided, optionally, that the elapsed time
between the taking of the photo and the acquisition of
the GPS fix is not too great, in which case the position
data appended to the metadata tag of the photo will be
so inaccurate as to be of limited usefulness.) Thus, as
depicted in FIG. 1, if the device is configured to proceed
with the taking of a photo without GPS lock, then opera-
tions proceed to steps 20 and 22 wherein the photo is
taken and geotagged, respectively. Alternatively, as de-
picted in FIG. 1, if the device is configured such that it
must await a GPS fix prior to enabling the taking of the
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picture, then operations proceed to step 18 for acquiring
the GPS position fix (GPS lock). Either way, the resultant
photograph can be geotagged with the current location
(e.g. by writing the coordinates of latitude and longitude
to a metadata tag associated with the photo). As noted
in the preceding paragraph, by monitoring camera-relat-
ed activities, the device predicts that a GPS position fix
will be required and begins pre-acquisition of the GPS
fix, which need not involve any explicit determination as
to whether the GPS fix is current or whether the
ephemeris data is fresh or stale. In other words, the GPS
receiver can simply be wakened for initiating the process
of acquiring (i.e. "pre-acquiring") a GPS fix in anticipation
of a probable geotagging event. Thus, this GPS pre-ac-
quisition may or may not entail determining whether
ephemeris data is needed for acquiring a GPS position
fix and obtaining the ephemeris data in order to acquire
the GPS position fix representative of a current location
of the device.
[0024] Alternatively, instead of writing the location data
to the metadata tag, such as an EXIF tag, the device can
create a separate geotag file that stores all the geograph-
ical data and cross-references each set of geographical
data with each of the digital photos stored in memory on
the device. In other words, a dedicated geotag file would
store each digital photo file name (e.g. Picture0001.jpg)
with a set of GPS coordinates or other location data (e.g.
Lat = xx.xx.xx, Lon = xx.xx.xx). Alternatively, two sepa-
rate files could be used with an index, code or other
means to associate the photo files with each set of posi-
tion data (stored in a separate position data file).
[0025] The foregoing method steps can be implement-
ed as coded instructions in a computer program product.
In other words, the computer program product is a com-
puter-readable medium upon which software code is re-
corded to perform the foregoing steps when the computer
program product is loaded into memory and executed on
the microprocessor of the handheld electronic device.
[0026] The foregoing method can also be implemented
on one of the example networks shown in FIG. 2 or FIG.
3 and/or on the example handheld electronic device pre-
sented in FIG. 4. It should, of course, be appreciated that
this novel method can be implemented on any number
of other wireless networks or on any number of other
GPS- and camera-enabled devices with or without wire-
less (i.e. cellular) connectivity. For example, this technol-
ogy can be implemented on a GPS-enabled camera that
does not have a RF transceiver for wireless communica-
tion. However, in specific implementations that take ad-
vantage of Assisted GPS, a wireless transceiver would
be required to receive assistance data.
[0027] FIG. 2 is a schematic depiction of exemplary
network components that enable a GPS-enabled wire-
less communications device 100 or other GPS-enabled
handheld electronic device to geotag digital photographs
taken using a camera in the device. It bears repeating
that the wireless communications device 100 is present-
ed merely as one example of a handheld electronic de-

vice on which the present technology can be implement-
ed. As shown in FIG. 2, the wireless communications
device 100 can communicate over voice and data chan-
nels with a base station 210 that is part of a wireless
network 200. The wireless network 200 is connected to
a data network (e.g. the Internet) 300. Optionally, an Ap-
plications Gateway (AG) 310 can be provided between
the data network 300 and the wireless network 200 to
mediate and optimize the data flow by mapping complex
data structures to structures optimized for wireless and
vice versa. Optionally, the wireless communications de-
vice 100 is communicatively connected to a relay or Net-
work Operations Center (NOC) 240 using e-mail push
techniques that are now well known in the art. As further
depicted in FIG. 2, the GPS-enabled wireless communi-
cations device 100 is made "location-aware" by virtue of
GPS radio signals received from at least four orbiting
GPS satellites 400, as is also well understood in the art.
[0028] FIG. 3 is a schematic depiction of some of the
main network components used to deliver ephemeris da-
ta (for Assisted GPS) to a handheld electronic device,
such as, for example the GPS-enabled wireless commu-
nications device 100 shown in this figure. FIG. 3 thus
shows, in addition to all of the network components de-
picted in FIG. 2, a satellite receiver 410 for capturing GPS
ephemeris data and an ephemeris data centre 420 for
receiving this ephemeris data. The ephemeris data cen-
tre 420 is communicatively connected to a broadcast
server 430 which broadcasts the ephemeris data or as-
sistance data ("A-GPS data") via the data network 300
and wireless network 200 to the wireless communica-
tions device 100 to provide the assistance data (i.e. to
provide the ephemeris data to the device via the cellular
link rather than via satellite download). In one implemen-
tation, the NOC 240 receives regular ephemeris updates
from the broadcast server 430 (via the data network 300).
[0029] The ephemeris data could be transferred to the
handhelds in a number of standard ways, e.g. by down-
loading the data file using TCP/IP. For example, with sup-
port from the standards body, SUPL (Secure User Plane
Location architecture) could allow extended ephemeris
to be transferred directly from a location server, called
Serving Mobile Location Center (SMLC), to the mobile
handset client using secure end-to-end IP connectivity.
Providing timely ephemeris updates ("assistance data")
thus helps to efficiently overcome the performance limi-
tations of conventional GPS, thus enhancing GPS sen-
sitivity while enabling operation under difficult signal con-
ditions, such as urban canyons or under dense foliage.
[0030] Although assistance data is very useful, it
should be appreciated that the present technology can
be implemented without any A-GPS assistance data. In
other words, standalone GPS can be used to geotag pho-
tographs using the pre-acquisition or anticipatory tech-
niques described herein without recourse to A-GPS.
FIGS. 2 and 3 were thus presented merely for the pur-
poses of illustrating two different examples of networks
in which this technology can be implemented.
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[0031] FIG. 4 is a block diagram depicting certain main
components of one example of a handheld electronic de-
vice, which is, in this particular illustration, a GPS-ena-
bled wireless communications device 100. It should be
expressly understood that this figure is intentionally sim-
plified to show only certain components. The device 100
may include other components beyond what those
shown in this figure. The device 100 includes a micro-
processor 102 (or simply a "processor") which interacts
with memory in the form of RAM 104 and Flash Memory
106, as is well known in the art. The device 100 includes
a radio-frequency (RF) transceiver 108 for communicat-
ing wirelessly with base stations 210 over cellular fre-
quencies. The device 100 includes a GPS receiver
chipset 110 for receiving GPS radio signals transmitted
from one or more orbiting GPS satellites. In terms of in-
put/output devices or user interfaces, the device 100 typ-
ically includes a display 112 (e.g. a small LCD screen),
a thumbwheel and/or trackball 114, a keyboard 116, a
USB 118 or serial port for connecting to peripheral equip-
ment, a speaker 120 and a microphone 122. Optionally,
the device may have a touchscreen or touch-sensitive
LCD interface that functions both as a display and as a
user input device. In addition, the device 100 includes a
digital camera 124, which is preferably embedded or in-
corporated within the device, of the type that are now
commonly found on many smart phones or handhelds.
This digital camera, which is usually a multi megapixel
camera, can optionally have a built-in flash. As will be
appreciated, the camera can also be externally connect-
ed to the device 100 via the USB 118 or via a Bluetooth™
connection.
[0032] As will be readily appreciated, a user of this de-
vice 100 can activate the camera by manipulating the
keyboard 116 or the thumbwheel/trackball 114 to launch
a camera application. Alternatively, the wireless hand-
held device may have a dedicated button to activate the
camera. Once the camera is turned on, the viewfinder is
presented on the LCD display 112 as part of a camera
user interface. An example of a camera user interface is
illustrated in FIG. 7. For a GPS-enabled camera, such
as, for example, the Ricoh 500SE GPS-ready Digital
Camera, which has a detachable GPS module, there is,
of course, no "camera application" per se, since the entire
device is a camera. Thus, merely turning on the camera
will cause the GPS driver to assess whether ephemeris
data needs to be downloaded right away in anticipation
of the taking of a photograph. To recap, therefore, the
handheld electronic device 100 includes a GPS receiver
110 for receiving GPS radio signals from orbiting GPS
satellites and for further receiving ephemeris data for the
GPS satellites, a camera 124 for taking a digital photo,
and a processor 102 coupled to memory 104, 106 for
monitoring user activity with respect to the camera 124
and for determining whether ephemeris data needs to be
obtained for geotagging the digital photo based on a GPS
position fix acquired for a current location.
[0033] FIG. 5 is a block diagram depicting the compo-

nents used to monitor user activity with respect to the
camera ("camera-related activity") on a wireless commu-
nications device 100 or other handheld electronic device
in order to determine when to pre-emptively download
ephemeris data for efficiently enabling the geotagging of
digital photos taken using the camera. The usual scenar-
io involves the activation or waking of the camera (or
launching of the associated camera application) by the
user. This is detected as an event warranting verification
by the device that it has a GPS lock in order to geotag
the photo. If a GPS lock can be quickly obtained, then
the photo can be geotagged accurately and immediately.
Otherwise, geotagging can still be done, albeit after the
fact. For example, even if a quick snap is taken before
GPS lock is acquired, the accuracy of any subsequent
geotagging is improved because the device, having an-
ticipated the need for GPS data, has already begun the
process of obtained ephemeris data, if needed, and ac-
quiring a GPS fix. So if the user moves away from the
spot where the quick snap was taken, the resultant po-
sitional error is minimized.
[0034] FIG. 5 depicts one particular implementation of
camera-related activity monitoring on a GPS-enabled
handheld electronic device 100. In this particular imple-
mentation, device components are arranged to enable
the device to monitor user activity with respect to the
camera on the device. This particular arrangement of
components is presented merely by way of example. As
depicted in the particular implementation presented in
FIG. 5, an operating system (O/S) 150 interacts with a
GPS driver 154 for driving a GPS receiver chipset 110.
A GPS cache 130 caches ephemeris data obtained by
satellite download (standalone mode) or via wireless (cel-
lular) link (assistance data for Assisted-GPS), which may
also be stored in Flash memory 106. This ephemeris data
(which defines where the satellites are in orbit) is used
by the GPS driver and GPS receiver chipset to obtain a
position fix for the device based on the elapsed travel
time for each of the received GPS signals (using trilater-
ation techniques well known in the art).
[0035] As further depicted in the particular implemen-
tation presented in FIG. 5, a camera application 160 that
has a geotagging feature enabled communicates re-
quests for GPS position data to API 152 (e.g. Java JSR
179) which obtains GPS data from the GPS cache 130.
If there is no GPS lock, then new GPS position data needs
to be obtained. In that case, the GPS driver cooperates
with the GPS receiver chipset to obtain a new GPS fix,
and, where needed, to obtain new ephemeris data in or-
der to make the GPS acquisition possible.
[0036] As shown in FIG. 5, the camera application 160
can be monitored by a dedicated User Activity Monitoring
Application 170 which oversees the camera application
and requests made into the API from the camera appli-
cation. The User Activity Monitoring Application can be
integrated as a module or component of the camera ap-
plication itself, the API or of other components.
[0037] In normal operation of this particular implemen-
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tation of the technology, ephemeris data is downloaded
pre-emptively based on any camera-related user activity,
such as launching the camera application. Launching the
camera application 160 would, for example, trigger a re-
quest into the API 152 (e.g. Java JSR 179) for GPS data.
This request would be logged by a the user activity mon-
itoring application 170. The API 152 preferably resides
between the operating system 150 and the camera ap-
plication 160 so that all GPS requests go through this
API. All location requests from the camera application
160 to the API 152 go to the GPS driver 154 via the OS
150, as shown in FIG. 5, which then communicates with
the GPS chipset 110. The API is, in this example, Java
JSR 179. JSR 179 ("Location API") is a specification de-
fining a common API for retrieving location information
on a variety of GPS-embedded mobile phones, PDAs,
handhelds and other such devices.
[0038] Likewise, if a camera application is launched,
or used repeatedly over a given period of time, the user
activity monitoring application 170 will monitor the usage
of the camera application 160 either directly or (indirectly)
by the requests that the camera application 160 makes
through the API 152 to the GPS driver 154 for GPS data.
In other words, logging/monitoring requests through the
API 152 for the GPS driver to obtain GPS fixes from the
GPS chipset 110 provides an indication of user activity
and allows the user activity monitoring application 170
to identify usage patterns for the camera application or
for GPS requests in general.
[0039] For example, the user activity monitoring appli-
cation 170 may compile behavioural data on the usage
patterns of the camera. An algorithm (or even an artificial
intelligence module) integrated within the monitoring ap-
plication 170 could then attempt to develop correlations
between camera usage (pictures taken) and date, time,
and location parameters.
[0040] For example, analysis of historical usage of the
camera might reveal that whenever the location of the
device changes radically to a location where the user has
never roamed to before, the user tends to take a photo-
graph upon turning on the device (e.g. stepping off a
plane on a vacation in a new country) but that this only
occurs if the time of day is during daylight hours. As an-
other example, the device might further observe that up-
on radically changing global locations, there is a delay
(corresponding to arrival at the airport) where no pictures
are taken, but that upon moving again to another location
(e.g. beyond the airport) the picture-taking activity typi-
cally commences. This would provide a potential cue to
the device to check its ephemeris and obtain a GPS fix.
[0041] As yet another example, the device might ob-
serve that photographs are often taken on Christmas
Day, but always at the user’s home address. Therefore,
the device might deduce that while these are "family pho-
to ops", ephemeris data is unnecessary because the user
will probably not be concerned about geotagging photos
taken in his own home.
[0042] The User Activity Monitoring Application 170

can also, in a variant on this implementation, extract in-
formation from a calendaring application to keyword
search for special events that might be "photo ops" re-
quiring geotagging, such as "graduation", "baptism",
"wedding", "family picnic", "trip", "holiday", "tour", "vaca-
tion", etc. In some of these instances, geotagging may
or may not be appropriate or desirable, and the device’s
artificial intelligence can attempt to guess whether
ephemeris should be obtained pre-emptively.
[0043] FIG. 6 is an example of a simplified EXIF tag
used for geotagging digital photos. The exchangeable
image file format (EXIF) is a specification used by digital
cameras that uses existing JPEG, TIFF, Rev. 6.0, and
RIFF WAVE file formats, with the addition of specific
metadata tags. Typically, an EXIF metadata tag includes
tags for manufacturer, model, orientation, software, date
and time YCbCr Positioning, Compression, x-Resolution,
y-Resolution, Resolution Unit, Exposure Time, F
Number, Exposure Program, Exif Version, Components
Configuration, Compressed Bits per Pixel, Exposure Bi-
as, Maximum Aperture Value, Metering Mode, Flash, Fo-
cal Length, MakerNote, FlashPix Version, Color Space,
PixelXDimension, PixelYDimension, File Source, Inter-
operability Index, and Interoperability Version. The EXIF
tag presented in FIG. 6 is intentionally simplified to show
only some of the main tags. In addition, however, the
EXIF tag can be modified to accommodate geotagging
data, such as by providing fields for Latitude and Longi-
tude. Optionally, one or more further fields can be pro-
vided to store a street address, city, province, state or
country associated with the geo-coordinates. This ad-
dress and city information can be obtained by reverse
geocoding (i.e. looking up the coordinates in a database
of coordinates associated with addresses). As shown in
FIG. 6, the latitude and longitude can be presented in
GPS coordinates e.g. 45 deg 54.314 min N and 77 deg
30.987 min W. For example, if the latitude is expressed
as 39deg 54.333min, this means that the seconds (32)
are converted to decimal format (.333). Alternatively,
these can be expressed in the EXIF tag as Degrees Min-
utes Seconds - DD MM SS (e.g. 39 54 32 W) or as Dec-
imal Degrees (e.g. 39.909deg) in which the minutes and
seconds (54 32) are converted to decimal format (.909).
[0044] FIG. 7 is an example of a user interface for a
camera showing a graphical indicator (or icon or glyph)
that indicates that GPS lock has not been acquired. In
this example, the camera interface 500 has a viewfinder
502, a top information bar 504 (with optional date, time
and battery status indicator) and a bottom information
bar 506 (with optional information pertaining to the cam-
era, such as zoom, flash, etc.). An optional camera icon
508 can indicate that the camera has been activated. In
addition, the bottom bar 506 has a GPS lock "glyph" (icon)
510 that shows, in this case, that GPS lock has not been
acquired. When GPS is unlocked, the device can either
freeze the camera to prevent a picture from being taken
until the GPS locks, or, alternatively, the device can en-
able the camera to take the picture and then geotag ret-
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roactively, i.e. append the geo-coordinates afterwards.
[0045] FIG. 8 is an example of a user interface 500 for
a camera showing a graphical indicator (or icon) 512 that
indicates that GPS lock has been acquired. In this par-
ticular implementation, "unlocked" icon 510 transforms,
or is replaced by, "locked" icon 512. Once GPS lock is
achieved, photos can be immediately geotagged.
[0046] FIG. 9 is another example of a user interface
500 for a camera showing a graphical indicator (or icon)
514 that indicates that GPS acquisition is progressing
and further showing an estimated time remaining to ac-
quisition. In this example, the "time to fix" shows that GPS
lock with be achieved in 10 seconds. This is a useful
feature because it informs the user that he or she only
has to wait 10 more seconds before a photo can be taken.
Also, the user can snap a photo pre-emptively knowing
that GPS lock is imminent and geotagging will be accu-
rate provided he or she doesn’t move substantially over
the next 10 seconds (or whatever time is showing as
remaining before the GPS position fix is acquired).
[0047] FIG. 10 is another example of a user interface
500 for a camera showing a graphical indicator 516 that
indicates that the photo that was just taken is being, or
will be, geotagged. This is useful for the user to know
where geotagging is operational or feasible. In certain
cases, the user will take a quick snap and then move
away from the location where the picture was taken. The
GPS receiver will acquire a fix a few minutes later. De-
pending on how far the user has strayed, the geotagging
can be performed retroactively. The device can be con-
figured to apply a specified threshold (a maximum
elapsed time) beyond which the geotagging will not be
done, or only done at the insistence of the user. Con-
versely, if the device obtains a fix within a reasonable
time that is less than the predetermined threshold, the
"geotag" icon will show that the geotagging is being done,
or will be done.
[0048] FIG. 11 is another example of a user interface
500 for a camera showing a graphical indicator 518 that
indicates that the photo that was just taken cannot be
geotagged because the time elapsed since the photo was
taken and the GPS lock acquired has exceeded a spec-
ified threshold, as discussed in the previous paragraph.
[0049] FIG. 12 depicts an example of a camera options
interface 600 showing a plurality of camera-related set-
tings, including, again by way of example, a setting 602
for enabling or disabling the geotagging feature.
[0050] FIG. 13 depicts an example of a dialog box 604
that pops up over the options interface 600 when the
geotagging feature is enabled. This is an optional dialog
box. The device can of course be preconfigured to accept
the enabling of the geotagging feature without question-
ing the user in this manner. Likewise, a similar dialog box
could be used when the user wishes to disable the geotag
feature. In another variant, the device might only question
the user if the enabling or disabling of the geotagging
feature is inconsistent with the usage patterns or behav-
ioural patterns as determined by the device or an artificial

intelligence built into the user activity monitoring applica-
tion 170, as described above.
[0051] This new technology has been described in
terms of specific implementations and configurations
which are intended to be exemplary only. The scope of
the exclusive right sought by the Applicant is therefore
intended to be limited solely by the appended claims.

Claims

1. A method of geotagging a digital photo on a handheld
electronic device (100) comprising a camera and
GPS position-determining subsystem, the method
comprising:

monitoring (12), by a user activity monitoring ap-
plication, user activity with respect to the camera
in the device;
determining that current position data for a cur-
rent position of the device is not currently avail-
able from the position-determining subsystem;
initiating acquisition of a GPS position fix prior
to initiating capture of a digital photo by the cam-
era in dependence on monitored user activity
and determining that the current position data is
not currently available;
providing an onscreen user interface (500) for
the camera; prior to capture of the digital photo
using the camera, presenting an indication of
acquisition status for a GPS position fix on the
user interface while displaying a viewfinder
(502) on the user interface, the indication of ac-
quisition status comprising an indication that
GPS acquisition is progressing;
prior to completion of GPS acquisition and as
the GPS acquisition is progressing, capturing
the digital photo using the camera; and
geotagging the digital photo by appending the
current position data to the digital photo when
available.

2. The method as claimed in claim 1, further comprising
displaying an indication (516) that a photo taken by
the camera is being geotagged.

3. The method as claimed in claim 1, further comprising
displaying an indication (516) that a photo taken by
the camera will be geotagged.

4. The method as claimed in claim 1, further comprising
displaying an indication warning that a time elapsed
between a taking of the digital photo and any sub-
sequent GPS position fix has exceeded a specified
threshold.

5. The method as claimed in claim 4, wherein the indi-
cation shows that a recently taken digital photo can-
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not be geotagged because time elapsed has exceed-
ed the specified threshold.

6. The method as claimed in claim 4 or claim 5, wherein
the indication of acquisition status (510) comprises
an indication that GPS position fix has not been ac-
quired.

7. The method as claimed in claim 1 or claim 4, wherein
the indication of acquisition status (514) further
shows an estimated time remaining to acquisition.

8. A computer-readable medium comprising code
which when loaded into memory and executed on a
processor of a handheld electronic device compris-
ing a camera and GPS position-determining subsys-
tem is adapted to geotag a digital photo taken using
a camera in the handheld electronic device by per-
forming the method steps of any preceding claim.

9. A handheld electronic device (100) comprising:

a GPS position-determining subsystem (110)
configured to receive GPS radio signals from
orbiting GPS satellites;
a camera (124) configured to take a digital pho-
to;
a processor (102) configured to:

execute a user activity monitoring applica-
tion (170) to monitor user activity with re-
spect to the camera in the device;
determine that current position data for a
current position of the device is not currently
available from the position-determining
subsystem;
initiate acquisition of a GPS position fix in
dependence on monitored user activity prior
to initiating capture of a digital photo by the
camera;
prior to completion of GPS acquisition and
as the GPS acquisition is progressing, cap-
ture the digital photo using the camera; and
geotag the digital photo by appending the
current position data to the digital photo
when available, and

a display (112) for presenting, prior to capture
of the digital photo using the camera, an indica-
tion of acquisition status for a GPS position fix
while displaying a viewfinder on the display, the
indication of acquisition status comprising an in-
dication that GPS acquisition is progressing.

10. The device as claimed in claim 9, wherein the display
is further configured to display an indication (516)
that a photo taken by the camera is being geotagged.

11. The device as claimed in claim 9, wherein the display
is further configured to display an indication (516)
that a photo taken by the camera will be geotagged.

12. The device as claimed in claim 9, wherein the display
is further configured to display an indication warning
that a time elapsed between a taking of the digital
photo and any subsequent GPS position fix has ex-
ceeded a specified threshold

13. The device as claimed in claim 12, wherein the indi-
cation shows that a recently taken digital photo can-
not be geotagged because time elapsed has exceed-
ed the specified threshold.

14. The device as claimed in claim 12 or claim 13, where-
in the indication of acquisition status (510) comprises
an indication that GPS position fix has not been ac-
quired.

15. The device as claimed in claim 9 or claim 12, wherein
the indication of acquisition status (514) further
shows an estimated time remaining to acquisition.

Patentansprüche

1. Verfahren zum Geotaggen eines digitalen Fotos auf
einer elektronischen Handvorrichtung (100), die eine
Kamera und ein GPS-Positionsbestimmungssubs-
ystem umfasst; wobei das Verfahren Folgendes um-
fasst:

Überwachen (12), durch eine Benutzeraktivi-
tätsüberwachungsanwendung, der Benutzer-
aktivität in Bezug auf die Kamera in der Vorrich-
tung;
Bestimmen, dass aktuelle Positionsdaten für ei-
ne aktuelle Position der Vorrichtung derzeit nicht
von dem positionsbestimmenden Subsystem
verfügbar sind;
Initiieren der Erfassung einer GPS-Positionsbe-
stimmung vor dem Initiieren der Erfassung eines
digitalen Fotos durch die Kamera in Abhängig-
keit von der überwachten Benutzeraktivität und
Feststellen, dass die aktuellen Positionsdaten
derzeit nicht verfügbar sind;
Bereitstellen einer Bildschirmbenutzeroberflä-
che (500) für die Kamera; vor der Aufnahme des
digitalen Fotos mit der Kamera, Darstellen eines
Hinweises des Erfassungsstatus für eine GPS-
Positionsbestimmung auf der Benutzeroberflä-
che, während ein Sucher (502) auf der Benut-
zeroberfläche angezeigt wird; wobei der Hin-
weis des Erfassungsstatus einen Hinweis um-
fasst, dass die GPS-Erfassung fortschreitet;
Aufnehmen des digitalen Fotos mit der Kamera
vor Abschluss der GPS-Erfassung und während
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der GPS-Erfassung; und
Geotagging des digitalen Fotos durch Anhän-
gen der aktuellen Positionsdaten an das digitale
Foto, sofern verfügbar.

2. Verfahren nach Anspruch 1, das ferner das Anzei-
gen eines Hinweises (516), dass ein von der Kamera
aufgenommenes Foto mit einem Geotag versehen
wird.

3. Verfahren nach Anspruch 1, das ferner das Anzei-
gen eines Hinweises (516), dass ein von der Kamera
aufgenommenes Foto mit einem Geotag versehen
werden wird.

4. Verfahren nach Anspruch 1, das ferner das Anzei-
gen eines Warnhinweises umfasst, dass eine Zeit
zwischen der Aufnahme des digitalen Fotos und ei-
ner nachfolgenden GPS-Positionsbestimmung ei-
nen bestimmten Schwellenwert überschritten hat.

5. Verfahren nach Anspruch 4, wobei der Hinweis zeigt,
dass ein kürzlich aufgenommenes digitales Foto
nicht mit einem Geotag versehen werden kann, weil
die verstrichene Zeit den angegebenen Schwellen-
wert überschritten hat.

6. Verfahren nach Anspruch 4 oder Anspruch 5, wobei
der Hinweis des Erfassungsstatus (510) einen Hin-
weis umfasst, dass die GPS-Positionsbestimmung
nicht erfasst wurde.

7. Verfahren nach Anspruch 1 oder Anspruch 4, wobei
der Hinweis des Erfassungstatus (514) ferner eine
geschätzte verbleibende Zeit bis zur Erfassung
zeigt.

8. Computerlesbares Medium, das Code umfasst, der,
wenn er in den Speicher geladen und auf einem Pro-
zessor einer elektronischen Handvorrichtung aus-
geführt wird, die eine Kamera und ein GPS-Positi-
onsbestimmungssubsystem umfasst, dafür ausge-
legt ist, ein digitales Foto, das mit einer Kamera in
der elektronischen Handvorrichtung aufgenommen
wurde, mit einem Geotag zu versehen, indem die
Verfahrensschritte eines der vorhergehenden An-
sprüche ausgeführt werden.

9. Elektronische Handvorrichtung (100), die Folgendes
umfasst:

ein GPS-Positionsbestimmungssubsystem
(110), das dafür konfiguriert ist, GPS-Funksig-
nale von umlaufenden GPS-Satelliten zu emp-
fangen;
eine Kamera (124), die zum Aufnehmen eines
digitalen Fotos konfiguriert ist;
einen Prozessor (102), der für Folgendes kon-

figuriert ist:

Ausführen einer Benutzeraktivitätsüberwa-
chungsanwendung (170) zum Überwachen
der Benutzeraktivität in Bezug auf die Ka-
mera in der Vorrichtung;
Bestimmen, dass aktuelle Positionsdaten
für eine aktuelle Position der Vorrichtung
derzeit nicht vom positionsbestimmenden
Subsystem verfügbar sind;
Initiieren der Erfassung einer GPS-Positi-
onsbestimmung in Abhängigkeit von der
überwachten Benutzeraktivität vor dem In-
itiieren der Erfassung eines digitalen Fotos
durch die Kamera;
Aufnehmen des digitalen Fotos mit der Ka-
mera vor Abschluss der GPS-Erfassung
und während der GPS-Erfassung; und
Geotagging des digitalen Fotos durch An-
hängen der aktuellen Positionsdaten an das
digitale Foto, sofern verfügbar, und

eine Anzeige (112) zum Präsentieren eines Hin-
weises des Erfassungsstatus für eine GPS-Po-
sitionsbestimmung vor der Aufnahme des digi-
talen Fotos unter Verwendung der Kamera,
während ein Sucher auf der Anzeige angezeigt
wird, wobei der Hinweis des Erfassungsstatus
einen Hinweis umfasst, dass die GPS-Erfas-
sung fortschreitet.

10. Vorrichtung nach Anspruch 9, wobei die Anzeige fer-
ner dafür konfiguriert ist, einen Hinweis (516) anzu-
zeigen, dass ein von der Kamera aufgenommenes
Foto mit einem Geotag versehen wird.

11. Vorrichtung nach Anspruch 9, wobei die Anzeige fer-
ner dafür konfiguriert ist, einen Hinweis (516) anzu-
zeigen, dass ein von der Kamera aufgenommenes
Foto mit einem Geotag versehen werden wird.

12. Vorrichtung nach Anspruch 9, wobei die Anzeige fer-
ner dafür konfiguriert ist, einen Warnhinweis anzu-
zeigen, dass eine Zeit, die zwischen einer Aufnahme
des digitalen Fotos und einer nachfolgenden GPS-
Positionsbestimmung verstrichen ist, einen be-
stimmten Schwellenwert überschritten hat.

13. Vorrichtung nach Anspruch 12, wobei der Hinweis
zeigt, dass ein kürzlich aufgenommenes digitales
Foto nicht mit einem Geotag versehen werden kann,
weil die verstrichene Zeit den angegebenen Schwel-
lenwert überschritten hat.

14. Vorrichtung nach Anspruch 12 oder Anspruch 13,
wobei der Hinweis des Erfassungsstatus (510) einen
Hinweis umfasst, dass die GPS-Positionsbestim-
mung nicht erfasst wurde.
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15. Vorrichtung nach Anspruch 9 oder Anspruch 12, wo-
bei der Hinweis des Erfassungsstatus (514) ferner
eine geschätzte verbleibende Zeit bis zur Erfassung
zeigt.

Revendications

1. Procédé de géomarquage d’une photo numérique
sur un dispositif électronique portatif (100) compre-
nant un appareil photo et un sous-système de dé-
termination de position GPS, ce procédé
comprenant :

la surveillance (12), par une application de sur-
veillance d’activité d’utilisateur, de l’activité de
l’utilisateur relativement à l’appareil photo dans
le dispositif ;
la détermination que les données de position
courante pour une position courante du dispo-
sitif ne sont pas actuellement disponibles à partir
du sous-système de détermination de position
GPS ;
le lancement de l’acquisition d’un relevé de po-
sition GPS avant le lancement de la capture
d’une photo numérique par l’appareil photo en
fonction de l’activité de l’utilisateur surveillée et
la détermination que les données de position
courante ne sont pas actuellement disponibles ;
la fourniture d’une interface utilisateur sur
l’écran (500) pour l’appareil photo ;
avant la capture de la photo numérique en utili-
sant l’appareil photo, la présentation d’une indi-
cation d’état d’acquisition pour un relevé de po-
sition GPS sur l’interface utilisateur tout un affi-
chant un viseur (502) sur l’interface utilisateur,
cette indication d’état d’acquisition consistant en
une indication que l’acquisition GPS est en
cours ;
avant l’achèvement de l’acquisition GPS et tan-
dis que l’acquisition GPS est en cours, la capture
de la photo numérique en utilisant l’appareil
photo ; et
le géomarquage de la photo numérique en ajou-
tant les données de position courante à la photo
numérique lorsqu’elles sont disponibles.

2. Procédé selon la revendication 1, comprenant en
outre l’affichage d’une indication (516) qu’une photo
prise par l’appareil photo est en train d’être géomar-
quée.

3. Procédé selon la revendication 1, comprenant en
outre l’affichage d’une indication (516) qu’une photo
prise par l’appareil photo va être géomarquée.

4. Procédé selon la revendication 1, comprenant en
outre l’affichage d’une indication avertissant qu’un

temps écoulé entre une prise de la photo numérique
et tout relevé de position GPS ultérieur a dépassé
un seuil spécifié.

5. Procédé selon la revendication 4, dans lequel l’indi-
cation montre qu’une photo numérique prise récem-
ment ne peut pas être géomarquée parce que le
temps écoulé a dépassé le seuil spécifié.

6. Procédé selon la revendication 4, ou la revendication
5, dans lequel l’indication de l’état d’acquisition (510)
comprend une indication que le relevé de position
GPS n’a pas été acquis.

7. Procédé selon la revendication 1 ou la revendication
4, dans lequel l’indication de l’état d’acquisition (514)
montre en outre un temps estimé restant pour l’ac-
quisition.

8. Support lisible par ordinateur comprenant un code
qui, lorsqu’il est chargé en mémoire et exécuté sur
un processeur d’un dispositif électronique portable
comportant un appareil photo et un sous-système
de détermination de position GPS, est adapté de fa-
çon à géomarquer une photo numérique prise en
utilisant un appareil photo dans le dispositif électro-
nique portable en exécutant les étapes selon l’une
quelconque des revendications précédentes.

9. Dispositif électronique portable (100) comprenant :

un sous-système de détermination de position
GPS (110) adapté de façon à recevoir des si-
gnaux radio GPS venant de satellites GPS en
orbite ;
un appareil photo (124) configuré de façon à
prendre une photo numérique ;
un processeur (102) configuré de façon à :

exécuter une application de surveillance
d’activité d’utilisateur (170) afin de surveiller
l’activité de l’utilisateur relativement à l’ap-
pareil photo dans le dispositif ;
déterminer que les données de position
courante pour une position courante du dis-
positif ne sont pas actuellement disponibles
à partir du sous-système de détermination
de position GPS ;
lancer l’acquisition d’un relevé de position
GPS en fonction de l’activité de l’utilisateur
surveillée avant de lancer la capture d’une
photo numérique par l’appareil photo ;
avant l’achèvement de l’acquisition GPS et
tandis que l’acquisition GPS est en cours,
capturer la photo numérique en utilisant
l’appareil photo ; et à
géomarquer la photo numérique en ajoutant
les données de position courante à la photo
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numérique lorsqu’elles sont disponibles, et

un écran (112) pour présenter, avant la capture
de la photo numérique en utilisant l’appareil pho-
to, une indication d’état d’acquisition pour un re-
levé de position GPS tout en affichant un viseur
sur l’écran, cette indication de l’état d’acquisition
comprenant une indication que l’acquisition
GPS est en cours.

10. Dispositif selon la revendication 9, dans lequel
l’écran est configuré en outre de façon à afficher une
indication (516) qu’une photo prise par l’appareil
photo est en train d’être géomarquée.

11. Dispositif selon la revendication 9, dans lequel
l’écran est configuré en outre de façon à afficher une
indication (516) qu’une photo prise par l’appareil
photo va être géomarquée.

12. Dispositif selon la revendication 9, dans lequel
l’écran est configuré en outre de façon à afficher une
indication avertissant qu’un temps écoulé entre une
prise de la photo numérique et tout relevé de position
GPS ultérieur a dépassé un seuil spécifié.

13. Dispositif selon la revendication 12, dans lequel l’in-
dication montre qu’une photo numérique prise ré-
cemment ne peut pas être géomarquée parce que
le temps écoulé a dépassé le seuil spécifié.

14. Dispositif selon la revendication 12, ou la revendica-
tion 13, dans lequel l’indication de l’état d’acquisition
(510) comprend une indication que le relevé de po-
sition GPS n’a pas été acquis.

15. Dispositif selon la revendication 9 ou la revendication
12, dans lequel l’indication de l’état d’acquisition
(514) montre en outre un temps estimé restant pour
l’acquisition.
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