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Description

[Technical Field]

[0001] The present disclosure relates to a disposable
wearing article.

[Background]

[0002] Conventionally, disposable diapers provided
with a pocket for collecting and containing body exudates
are known. For instance, Patent Literature 1 discloses a
disposable diaper having a skin facing surface and a non-
skin facing surface on an opposite side thereof, and in-
cluding a front waist region, a rear waist region, and a
crotch region positioned between the front waist region
and the rear waist region, and including a pair of leg open-
ings, and a waist opening defined by side edges of the
front and rear waist regions being connected. This diaper
has a liquid absorbent structure disposed in the crotch
region, and a stretchable sheet positioned on the skin
facing surface in the front and rear waist regions, and
intersecting to cover front and rear edges of the liquid
absorbent structure, and a pocket (a three-dimensional
guard) for collecting the body exudates is formed be-
tween the stretchable sheet and the front and rear edges
of the liquid absorbent structure.

[Citation List]

[0003] [Patent Literature 1] Japanese Patent Applica-
tion Laid-open Publication No. 2001-252303

[Summary]

[Technical Problem]

[0004] In the disposable diaper according to an inven-
tion disclosed in Patent Literature 1, by the pocket being
formed in the front and rear waist regions, it is possible
to collect and contain the body exudates flowed to the
front and rear waist regions.
[0005] However, when the diaper is rolled up for dis-
posal, the body exudates such as fecal exudates collect-
ed and contained in the pocket may leak from the waist
opening.
[0006] An object of the present invention is to improve
a conventional technology by providing a disposable
wearing article capable of preventing the body exudates
from leaking at the disposal.

[Solution to Problem]

[0007] The present invention provides the disposable
wearing article of independent claim 1. The dependent
claims specify preferred but optional features.
[0008] The present invention is directed to a disposa-
ble wearing article having a vertical direction and a lateral

direction, and a skin facing surface and a non-skin facing
surface on an opposite side thereof, including a front
waist region, a rear waist region, a crotch region posi-
tioned between the front waist region and the rear waist
region, a pair of leg openings, and a waist opening de-
fined by side edges of the front waist region and the rear
waist region being coupled.
[0009] In the disposable wearing article according to
the present invention, at least one of the front waist region
and the rear waist region includes a pair of tape fasteners
fixed to the non-skin facing surface of the side edges,
and at least one of the front waist region and the rear
waist region includes a pocket openable toward the
crotch region, on the skin facing surface, and an upper
end of a fixing part of the tape fastener is positioned at
a lower side of a closing edge positioned on the waist
opening side of the pocket in the vertical direction.
[0010] At least one of the front waist region and the
rear waist region includes a belt-like area (belt area) po-
sitioned on the skin facing surface and extending in the
lateral direction, and the pocket positioned on the non-
skin facing surface, facing the belt-like area in the direc-
tion of thickness, at a middle part in the lateral direction,
and the pocket includes a pocket outer area extending
from the crotch region toward the waist opening, and a
pocket inner area facing the pocket outer area and the
belt-like area in the direction of thickness, and continuous
with the pocket outer area, and connected to the belt-like
area, and an upper end of the fixing part of the tape fas-
tener is positioned at a lower side of an upper end of the
pocket outer area in the vertical direction. Consequently,
at disposal of the disposable wearing article after use,
the pair of tape fasteners is connected at a lower side of
the upper end of the pocket outer area in the vertical
direction and a space of the pocket is maintained. There-
fore, at disposal, it is possible to prevent the body exu-
dates such as fecal exudates inside the pocket from leak-
ing.
[0011] An upper end of the fixing part of the tape fas-
tener is either positioned at a lower side of the pocket
inner area in the vertical direction, or evens up a lower
end. Consequently, when the tape fasteners in the pair
are connected, it is possible to make large a space be-
tween the pocket inner area and the pocket outer area
in the direction of thickness. Accordingly, it is possible to
prevent assuredly the body exudates inside the pocket
from leaking at disposal of the diaper.
[0012] The upper end of the fixing part of the tape fas-
tener and the lower end of the pocket inner area even up
in the vertical direction. Consequently, the pocket inner
area and the pocket outer area are in even closer contact,
and it is possible to prevent assuredly the body exudates
inside the pocket from leaking.
[0013] The front waist area and the rear waist area
have a first virtual line bisecting a dimension of the front
waist region and the rear waist region in the vertical di-
rection, and the tape fastener has a second virtual line
bisecting a dimension of the tape fastener in the vertical
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direction, and the tape fastener is fixed to any one of the
front waist region and the rear waist region such that the
second virtual line is positioned at an upper side (is po-
sitioned above) the first virtual line. Consequently, at dis-
posal of the disposable wearing article, when the crotch
area is overlapped with one of the front waist region and
the rear waist region, and thereafter, the tape fasteners
are connected, since the tape fasteners can be connect-
ed on the waist opening side in the front and rear waist
regions, it is possible to prevent the body exudates from
leaking from the waist opening, and to roll up the dispos-
able wearing article compactly.
[0014] The pocket is formed of two side parts of the
pocket inner area and the pocket outer area, and further
includes two pocket side areas folded inward in the lateral
direction. Consequently, by having the two pocket side
areas, it is possible to increase an amount of the body
exudates that can be collected in the pocket.
[0015] The pair of tape fasteners has a base part
formed of fibrous nonwoven fabrics, the fixing part posi-
tioned at one end of the base part and fixed to the non-
skin facing surface of the rear waist region, and a free
part positioned at the other end of the base part and ex-
tending outboard of the front waist region and the rear
waist region in the lateral direction, and the free part has
a fastening area that can be fastened to the base part.
Consequently, at disposal of the disposable wearing ar-
ticle, since it is possible to fasten a fastening area of one
tape fastener to the base part of the other tape fastener,
and to bring both edges of the front and rear waist region
closer when the pair of tape fasteners are connected to
each other, and to make the pocket to be protruded to-
ward the non-skin facing surface, it is possible to maintain
the shape of the pocket, and to prevent the body exudates
collected in the pocket from leaking.

[Advantageous Effects of Invention]

[0016] According to a disposable wearing article ac-
cording to one or more embodiments of the present in-
vention, the upper end of the fixing part of the tape fas-
tener being positioned at the lower side of a closing edge
positioned on the waist opening side of the pocket in the
vertical direction, it is possible to maintain a space of the
pocket. Accordingly, it is possible to prevent the body
exudates such as fecal exudates inside the pocket from
leaking.

[Brief Description of Drawings]

[0017] The drawings illustrate specific embodiments
of the present invention including optional and preferred
embodiments as well as essential features of the inven-
tion.

Fig. 1 is a rear view of a disposable wearing article
(diaper) according to a first embodiment of the
present invention.

Fig. 2 is a partially cutaway planar view showing an
unfolded state of a diaper in a state of elastic mem-
bers elongated in a vertical direction and a lateral
direction.
Fig. 3 (a) is a partially cutaway planar view of an
unfolded base sheet, (b) is a diagram showing as to
how to fold the base sheet, and (c) is a diagram show-
ing a state in which the base sheet is folded along a
first and second folding lines.
Fig. 4 is a partially enlarged view of a rear waist re-
gion.
Fig. 5 is a partially cutaway exploded perspective
view of the diaper.
Fig. 6 is a schematic cross-sectional view along line
VI-VI shown in Fig. 1.
Fig. 7 is a cross-sectional view of the diaper in an
unfolded state upon cutting away the two side areas
of the front and rear waist regions.
Fig. 8 is a planar view when a state of the pair of
tape fasteners connected at disposal of the diaper
is viewed from the waist opening side.
Fig. 9 is a perspective view showing a diaper of a
second embodiment in a worn state.
Fig. 10 (a) is a partially cutaway planar view of an
unfolded base sheet, (b) is a diagram showing as to
how to fold the base sheet, (c) is a diagram showing
a state in which the base sheet is folded along a first
and second folding lines, and (d) is a diagram show-
ing a state in which the base sheet is folded along a
third folding line.
Fig. 11 is a diagram of the rear waist region of the
diaper in an unworn state and a worn state, viewed
from the top.
Fig. 12 is a cross-sectional view similar to Fig. 7 of
a modified example 1.
Fig. 13 is a cross-sectional view similar to Fig. 4 of
a modified example 2.
Fig. 14 is a partially enlarged view similar to Fig. 4
of the disposable wearing article (diaper) according
to the second embodiment of the present invention.
Fig. 15 is a vertical cross-sectional view of the diaper
according to the second embodiment in a worn state.

[Description of Embodiments]

<First Embodiment>

[0018] A pull-on (pant-type) disposable diaper 10
shown as an example of a disposable diaper of the
present invention has a vertical direction Y, a lateral di-
rection X, a thickness direction Z (3-dimensional direc-
tion) intersecting each other, and an upward-downward
direction (or the vertical direction Y) intersecting each
other, and a vertical axis P extending along the vertical
direction Y and bisecting a dimension thereof in the lateral
direction X and a lateral axis Q extending along the lateral
direction X and bisecting a dimension thereof in the ver-
tical direction Y. In a worn state, a waist opening 21 is
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positioned at an upper side and leg openings 22 are po-
sitioned at a lower side. In the present description, ’over-
lapping each other in a planar view of the diaper 10’
means overlapping each other in the thickness direction
Z. Moreover, in the present description, ’pant-type dis-
posable diaper’ refers to all diapers irrespective of wheth-
er the diaper is with or without a leg hose or with a long
or short hose, at part of inserting both legs.
[0019] Referring to Fig. 1 and Fig. 2, the diaper 10 in-
cludes a skin facing surface and a non-skin facing surface
opposite to the skin facing surface, an elastic waist panel
11 having a annular shape extending in a direction
around the waist, an absorbent chassis 12 joined to the
elastic waist panel 11, a front waist region 13, a rear waist
region 14, and a crotch region 15 positioned between the
front and rear waist regions 13, 14. The diaper 10 is
formed symmetrically about the vertical axis P, and the
elastic waist panel 11 includes a front waist panel 17
positioned on the front waist region 13, and a rear waist
panel 18 positioned on the rear waist region 14.
[0020] The front and rear waist regions 13, 14 have an
oblong rectangular shape defined by inner end edges
13a, 14a extending in the lateral direction X, outer end
edges (front and rear waist opening edges) 13b, 14b ex-
tending in the lateral direction X, and side edges 13c,
14c extending in the vertical direction Y respectively.
Both side edges 13c of the front waist region 13 and both
side edges 14c of the rear end regions 14 respectively
overlap with each other, and are coupled along side
seams 19 continually in the vertical direction Y, thereby
forming two side edges, the waist opening 21, and a pair
of leg openings 22. The side seams 19 are made by a
well-known joining means such as various known thermal
welding means, for example, heat embossing/deboss-
ing, and ultrasonic processing.

<Pocket>

[0021] Referring to Fig. 1 and Fig. 6, the diaper 10 in-
cludes a belt-like (hereinafter, ’belt area’) 23 put in contact
with the body of the wearer (an area put in contact with
skin of the wearer positioned on the skin facing surface)
adjacent to the waist opening 21 of the rear waist region
14, a middle part 41 positioned at the almost middle of
the rear waist region 14 in the lateral direction X, in the
belt area 23 having an outer end part (site) 41b and an
inner end part (site) 41a. The diaper 10includes a pocket
30 adjacent to the belt area 23, in a frontward-rearward
direction in the worn state. The pocket 30 is formed over
a predetermined area in the lateral direction X, with the
vertical axis P as a center and is openable downward
(toward the crotch region). The belt area 23 and an open-
ing edge (folding part 31) of the pocket 30 are positioned
on the waist opening 21 side of the rear waist region 14.
Here, ’waist opening 21 side of the rear waist region 14’
refers to an area on the outer end edge 14b side of a first
virtual line L1 (Fig. 4) bisecting a dimension of the rear
waist region 14 in the vertical direction Y.

[0022] The pocket 30 is defined by a pocket outer area
43 facing the middle part 41 of the belt area 23 in the
frontward-rearward direction, and extending upward
from the crotch region 15 side, and a pocket inner area
42 facing the pocket outer area 43 and the belt area 23
respectively in the frontward-rearward direction, and con-
tinuous with the pocket outer area 43 via a folding part
33 extending in the lateral direction X, and connected to
the inner end part 41a of the middle part 41 of the belt
area 23 extending downward from the folding part 33. By
the pocket inner area 42 and the middle part 41 of the
belt area 23 being connected, the folding part 31 folded
in the downward direction is defined. Both side parts of
the pocket inner and outer areas 42, 43 overlap with each
other and fixed, two side areas 45 of the pocket inner
and outer areas 42, 43 that have been fixed, are fixed to
two side parts of the belt area 23. The two side areas 45
being extended inward in the lateral direction X from the
side seams 19, the pocket 30, at least, has a size of the
extent of opening at a middle part of the rear waist region
14, and not a size of opening between the side seams
19. The pocket 30 includes the folding part 31 folded in
the downward direction and a folding part 33 folded to-
ward the waist opening 21 (upward direction). In the
present embodiment, the folding part 33 is a closing edge
of the pocket 30 positioned on the waist opening 21 side,
while the folding part 31 is an opening edge of the pocket
30.

<Elastic waist panel>

[0023] Referring to Fig. 2 and Fig. 5, the front waist
panel 17 includes a front waist sheet 50 defining an outer
counter of the front waist region 13. The front waist sheet
50 includes a main part 52 in which a front end part 12A
of the absorbent chassis 12 is disposed, and an extend-
ing part 53 positioned outboard of the main part 52 in the
vertical direction Y. The extending part 53 is fixed to the
main part 52 folded inward in the vertical direction Y along
a folding line extending in the lateral direction X, and the
front end part 12A of the absorbent chassis 12 disposed
on an inner surface of the main part 52. Between the
extending part 53 and the main part 52 of the front waist
sheet 50, a plurality of string- or strand-like front waist
elastic members extending in the lateral direction X is
secured contractively in an elongated state.
[0024] A front elastic sheet 51 stretchable in the lateral
direction X is disposed in the front waist sheet 50, on the
crotch region 15 side of the front waist elastic member
55. The front elastic sheet 51 is positioned on the skin
facing surface, covering the front end part 12A of the
absorbent chassis 12, and is fixed to the main part 52
positioned on both sides thereof.
[0025] The rear waist panel 18 includes a rear waist
sheet 60 including an inner surface sheet 61 positioned
on the skin facing surface and an outer surface sheet 62
positioned on the non-skin facing surface, and a plurality
of string- or strand-like lower rear waist elastic members
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63 extending in the lateral direction X, secured contrac-
tively in an elongated state between the inner and outer
surface sheets 61, 62. A base sheet 70 in the form of
being folded back in a substantially cross-section Ω
shape is disposed in the rear waist region 14, at an outer
end part of the rear waist panel 18.

<Base sheet>

[0026] Referring to Fig. 3(a), the base sheet 70 has an
inner end edge 70a and an outer end edge (rear waist
opening edge) 14b extending in the lateral direction X, a
first surface 80A (skin facing surface) having an oblong
rectangular shape defined by side edges 70c extending
in the vertical direction Y between the inner and outer
end edges 14b and 70a, and a second surface 80B (non-
skin facing surface) positioned on opposite side of the
first surface 80A, and a first folding line 71 and a second
folding line 72 extending parallel to the lateral direction
X. The base sheet 70 has an outer end part 73 positioned
between the outer end edge 14b and the first folding line
71, an intermediate part 74 positioned between the first
folding line 71 and the second folding line 72, and an
inner end part 75 positioned between the second folding
line 72 and the inner end edge 70a. A pair of first fixing
areas 81A positioned to be opposite in the lateral direc-
tion X is disposed on the second surface 80B side of the
outer end part 73, and a first non-fixing area 81B extend-
ing in the lateral direction X is positioned between the
first fixing areas 81A. A pair of second fixing areas 82A
positioned to be opposite in the lateral direction X is dis-
posed on the first surface 80A of the intermediate part
74, and a second non-fixing area 82B extending in the
lateral direction X is positioned between the second fixing
areas 82A. The first fixing areas 81A are for fixing the
belt area 23 and the pocket inner area 42, and the second
fixing areas 82A are for fixing the pocket inner area 42
and the pocket outer area 43. In the first non-fixing area
81B, the belt area 23 and the pocket inner area 42 are
not fixed, and in the second non-fixing area 82B, the
pocket inner area 42 and the pocket outer area 43 are
not fixed.
[0027] The base sheet 70 further has an inner surface
sheet 76 positioned on the skin facing surface, an outer
surface sheet 77 positioned on the non-skin facing sur-
face, and a plurality of string- or strand-like upper rear
waist elastic members 64 secured contractively in an
elongated state between the inner and outer surface
sheets 76, 77, extending in the lateral direction X in the
outer end part 73. Referring to Fig. 3(b) and (c), the base
sheet 70, by being folded along the first folding line 71
such that the second surface 80B side of the outer end
part 73 and the second surface 80B side of the interme-
diate part 74 come in contact with each other, and by
being folded along the second folding line 72 such that
the first surface 80A side of the intermediate part 74 and
the first surface 80a side of the inner end part 75 come
in contact with each other, a state of being folded in a

substantial Z-shape in a vertical cross section is main-
tained.
[0028] The first fixing areas 81A and the second fixing
areas 82a are extending continuously in the lateral direc-
tion X, and dimensions thereof in the lateral direction X
are almost equal, and dimensions in the lateral direction
X of the first and second non-fixing areas 81B, 82B po-
sitioned between the first fixing areas 81A and the second
fixing areas 82A are almost equal. The first and second
fixing areas 81A, 82A have internal parts 81b, 82b posi-
tioned at an inner side (positioned inside) virtual lines L3
that are extension of two side edges 85c of an absorbent
body 85, and external parts 81c, 82c positioned at an
outer side of the virtual lines L3. The external parts 81c,
82c overlap with the side seams 19. Moreover, the first
and second non-fixing areas 81B, 82B are positioned to
overlap with each other in a planar view of the diaper 10.
The first and second fixing areas 81A, 82A are formed
by applying a well-known adhesive such as hot-melt ad-
hesives, or a well-known heat welding means such as
heat-sealing.
[0029] Referring to Fig. 2, the base sheet 72 is fixed
to the absorbent chassis 12 and the rear waist panel 18
via a fixing area (third fixing area) 83 having a concave
shape toward the lateral axis Q. The third fixing area 83
is positioned to be opposite in the lateral direction X and
has the same shape and size as of the first and second
fixing areas 81A, 82A, and includes a base part 83a over-
lapping with the first and second fixing areas 81A, 82A
in a planar view of the diaper 10, and a connecting part
83b connecting the pair of base parts 83a and not over-
lapping with the first and second fixing areas 81A, 82A
in the planar view of the diaper 10. The base sheet 70
being fixed in a state of being folded by the plurality of
folding lines, the belt area 23 of the rear waist area 14 is
formed by the outer end part 73, the pocket inner area
42 is formed by the second non-fixing area 82B of the
intermediate part 74, and the pocket outer area 43 is
formed by a portion of the inner end part 74 facing the
second non-fixing area 82B. Moreover, both side parts
of the pocket inner area 42 and both side parts of the
pocket outer area 43 are joined in a state of being over-
lapped via the second fixing area 82A.
[0030] In the present embodiment, the pocket 30 is
formed by fixing the base sheet 70 which is separate from
the rear waist sheet 60. However, for exerting a technical
effect of the present invention, the rear waist sheet 60
and the base sheet 70 may be formed of a single sheet,
and the belt area 23 may be formed of a sheet member
same as the rear waist sheet 60, and the pocket 30 may
be formed by fixing a separate sheet member to the belt
area 23. Moreover, the base sheet 70 may be formed of
one elastically stretchable fibrous nonwoven fabric
sheet, or instead of an upper rear waist elastic member
64, an elastically stretchable fibrous nonwoven fabric
sheet may be disposed between the inner and outer sur-
face sheets 76, 77. Consequently, in the present descrip-
tion, an expression ’the pocket inner area 42 is connected
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to the inner end part 41a of the middle part 41 of the belt
area 23’ includes the case where the middle part 41 and
the pocket inner area 42 are formed of the same sheet
member, and are folded at the folding part 31, and the
case where the middle part 41 and the pocket inner area
42 are formed of separate sheet members, and the two
sheet members are connected at the folding part 31.
Moreover, the pocket 30 can also be formed by extending
rearward the sheet member forming the absorbent chas-
sis 12, and folding the rear waist panel and a portion
extending further rearward of the rear waist panel.
[0031] Referring to Fig. 1, Fig. 2, and Fig. 7, a pair of
tape fasteners 66 is disposed on two side parts of the
rear waist region 14 positioned outboard of the pocket
30 in the lateral direction X. In Fig. 1, a state of the tape
fasteners 66 folded in Z-shape and reverse Z-shape is
shown, and in Fig. 2, an unfolded state of the tape fas-
teners 66 folded, is shown. The tape fastener 66 includes
a fixing part 67 fixed to the side edge 14c, and a free part
68 extending outward from the fixing part 67 in the lateral
direction X, and in the unfolded state, has a long rectan-
gular shape in the lateral direction X as shown in Fig. 4.
Before and during the use of the diaper 10, the tape fas-
teners 66 maintain a folded state by temporary fixing
parts, whereas, at disposal of the diaper 10, the joining
by the temporary fixing part is unfastened to unfold.
[0032] The fixing part 67 and the free part 68 of the
tape fastener 66 include a base part 66A formed of fibrous
nonwoven fabrics, and a fastening area 68A disposed
on the free part 68 in the base part 66A. The fastening
area 68A can be formed by a set of hooks of a mechanical
fastener or a pressure-sensitive adhesive, and can be
fastened to the base part 66A formed of fibrous nonwo-
ven fabrics. In other words, the base part 66A functions
as a loop set of the mechanical fasteners for the fastening
area 68A. After the fastening area 68A and the base part
66A are joined, the joint of the fastening area 68A and
the base part 66A can be released by applying a pressure
to both of the fastening area 68A and the base part 66A.
Moreover, the fastening area 68A can be fastened to and
peeled-off from a non-skin facing surface of the front
waist region 13 and a non-skin facing surface of the
crotch region 15.
[0033] Fig. 7 is a cross-sectional view of the diaper 10
in the unfolded state upon cutting away the two side edg-
es 13C, 14C of the front and rear waist regions 13, 14.
An upper end 67a of the fixing part 67 of the tape fastener
66 is positioned at a lower side of the folding part 33
which is a closing edge positioned on the waist opening
21 side of the pocket 30 in the vertical direction Y. More
specifically, in the present embodiment, the upper end
67a of the fixing part 67 of the tape fastener 66 and the
folding part 31 which is a lower end of the pocket inner
area 42 even up in the vertical direction Y.

<Absorbent chassis>

[0034] Referring to Fig. 2 and Fig. 5, the absorbent

chassis 12 has a rectangular shape, and includes the
front end part 12A, a rear end part 12B, and an interme-
diate part 12C positioned between the front and rear end
parts 12A, 12B. The absorbent chassis 12 includes a
body side liner 84 made of liquid permeable fibrous non-
woven fabrics positioned on the skin facing surface, an
absorbent body 85 which is liquid absorbent, a leakage
barrier sheet 86 formed of a liquid impermeable plastic
film covering an entire bottom surface of the absorbent
body 85, and a covering sheet 87 which is either liquid
impermeable or liquid hardly-permeable forming an en-
tire non-skin facing surface of the absorbent chassis 12.
The absorbent body 85 includes a core material formed
from a mixture of materials such as fluff pulp and absorb-
ent polymer particles, and a liquid-absorbent and diffu-
sive core wrapping sheet such as a tissue paper with
which the entire core is wrapped.
[0035] The covering sheet 87 has side parts outboard
of side edges of the leakage barrier sheet 86 in the lateral
direction X. The side parts are folded inward (toward the
absorbent body 85) along folding lines extending in the
vertical direction Y, adjacent to both side edges of the
leakage barrier sheet 86, and fixed to the body side liner
84. The side portions have both edge fixing parts fixed
to the body side liner 84 and spaced apart from each
other in the vertical direction Y, proximal edges fixed to
side edges of the body side liner 84, and distal edges
(free edges) 88 extending in the vertical direction Y be-
tween both edge fixing parts, and extending parallel to
the distal edges 88 in the vertical direction Y. The distal
edges 88 each have a sleeve shape formed by folding
and fixing outer edges of the covering sheet 87, and a
plurality of string- or strand-like cuff elastic members 89
extending in the vertical direction Y secured contractably
in an elongated state. By the cuff elastic members 89
being contracted, the edges are spaced apart toward the
body of the wearer from the body side liner 84 and form
a barrier cuff, and fit the thighs of the wearer thereby
preventing the leakage of body exudates. Moreover, a
plurality of string- or strand-like leg elastic members 90
extended in the vertical direction Y is fixed contractively
in an elongated state to both side parts of the covering
sheet 87.
[0036] The leg elastic members 90 being composed
of a plurality of elastic materials disposed at a predeter-
mined spaced-apart dimension in the lateral direction X
and form an elastic belt which is flexible, at a constant
width, may fit in the sheet form around legs of the wearer
in the worn state, and prevent effectively the lateral leak-
age of the body exudates. Moreover, a rear end part of
the leg elastic members 90 overlaps in a planar view with
the lower rear waist elastic members 63 in the rear waist
region 14. By the leg elastic member area on which a
contractile force of the leg elastic members 90 acts, and
the waist elastic member area on which a contractile force
of the lower rear waist elastic members 63 overlapping
in a planar view acts, a virtual elastic belt (band) sur-
rounding the thighs of the wearer is formed.
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[0037] Referring to Fig. 2 and Fig. 6, the base sheet
70 is fixed to the belt area 23 and the rear end part 12B
of the absorbent chassis 12 via the fixing area 83, and
is not fixed to the rear end part 12B of the absorbent
chassis 12 at a portion between the distal edges 88 of
the covering sheet 87. By the base sheet 70 having such
joining mode, a rear space R for collecting and containing
body exudates flowed to the rear waist region 14 is de-
fined between the non-fixing area and the rear end part
12B of the absorbent chassis 12.
[0038] Since a few-month-old baby usually excretes
(passes) loose stool in a fluid form in various postural
situations such as being held in hands of mother at the
time of breast feeding, the loose stool may leak from the
rear waist region 14 at the waist opening 21 or the loose
stool may get stuck to a dorsal side of the wearer, thereby
making it dirty. Moreover, while the diaper 10 is worn, in
the front waist region 13, a space that can accommodate
(collect) the body exudates when the waist opening part
slips down may be formed between the body and the
diaper 10, and in the rear waist region 14, a gap (space)
is not susceptible to be formed as the buttocks has a
protruded outer counter, for collecting and containing the
body exudates temporarily, as the diaper 10 according
to the present embodiment, in the worn state, the pocket
30 having a pocket space S is formed by the belt area
23, the pocket inner area 42, and the pocket outer area
43.
[0039] In the present embodiment, since the belt area
23 and the pocket 30 are positioned on the waist opening
side of the rear waist region 14, and the belt area 23 fits
the wearer’s body by a tensile stress of the upper rear
waist elastic member 64, the body exudates flowed from
the crotch region 15 side toward the rear waist opening
side is prevented from leaking and the body exudates
having the movement thereof inhibited, inflows into the
pocket space S extending upward in a convex shape,
and collected and contained temporarily. In such manner,
by letting the body exudates having the movement there-
of inhibited to enter into the pocket 30 positioned on the
rear surface of the rear waist region 14, it is possible to
suppress a feeling of discomfort or a skin trouble due to
the body exudates coming in contact with the body. Since
the pocket 30 is not elongated and contracted in conjunc-
tion with the belt area 23, even when the rear waist region
14 is elongated, the pocket opening may not close. More-
over, the pocket 30 being positioned at the upper side of
the upper end part (rear end part) of the absorbent body
85, is capable of collecting the body fluid flowed toward
the rear waist opening without being absorbed in the ab-
sorbent body 85.
[0040] Moreover, a portion of the base sheet 70 form-
ing the pocket 30 is joined to the rear waist region 14 via
the fixing area 83 extending inward in the lateral direction
X from the side seams 19, and the base sheet 70 is po-
sitioned outboard of the leg elastic members 90 and the
cuff elastic members 89 in the vertical direction Y, and
overlap with the leg elastic members 90 and the cuff elas-

tic members 89 in a planar view of the diaper 10. There-
fore, even when a contractile force of the leg elastic mem-
bers 90 and the cuff elastic members 89 is exerted indi-
rectly to the pocket outer area 43 and the force is exerted
to pull the pocket outer area 30 downward, the pocket
space S may not disappear due to the folding part 33
falling apart by the pocket outer area 43 being pulled
downward.
[0041] Referring to Fig. 6, in the diaper 10, when the
body exudates such as fecal exudates is excreted in the
pocket 30, since the folding part 33 which is an opening
edge of the pocket 30 is folded upward of the non-skin
facing surface side, it is possible to collect a large amount
of body exudates in the pocket 30.
[0042] Fig. 8 is a planar view when a state of the diaper
10 when rolled-up for disposing of is viewed from the
waist opening 21 side. For disposal of the diaper 10, first,
both end edges 13c of the front waist region 13 are tore
off, and the diaper 10 is taken off the wearer’s body. Next,
the front waist region 13 and the rear waist region 14 are
made to be opposed to each other to come in contact
with each other, and the diaper 10 is folded such that the
front waist region 13 and the crotch region 15 are op-
posed to each other. Thereafter, the tape fasteners 66
in the folded state are unfolded, and the fastening area
68A of one of the tape fasteners 66 is fastened to the
base part 66A of the other tape fastener 66, and the two
tape fasteners 66 are connected to each other. As the
two tape fasteners 66 are connected, both side edges
13c, 14c of the front and rear waist regions 13, 14 come
closer, and also it is possible to let the pocket 30 to be
protruded toward the non-skin facing surface of the rear
waist region 14. Accordingly, it is possible to maintain
the shape of the pocket 30, and to prevent the body ex-
udates such as fecal exudates accommodated (collect-
ed) in the pocket 30 from leaking.
[0043] According to the diaper 10 according to the
present embodiment, the upper end 67a of the fixing part
67 of the tape fastener 66 being positioned at the lower
side of the folding part (closing edge) 33 positioned on
the waist opening 21 side of the pocket 30 in the vertical
direction Y (see Fig. 7), even when the two tape fasteners
66 are connected, it is possible to maintain the space of
the pocket 30. Accordingly, at disposal of the diaper 10,
it is possible to prevent the body exudates inside the
pocket 30 from leaking. To describe in further detail, even
when the tape fasteners 66 are elongated and connected
to each other, the force connecting the tape fasteners 66
is not susceptible to act on the folding part 33 which is a
closing edge, and the pocket 30 not being compressed
in the thickness direction Z, it is possible to maintain an
internal space of the pocket 30.
[0044] Moreover, since the upper end 67a of the fixing
part 67 of the tape fastener 66 and the folding part 31
which is the lower end of the pocket inner area 42 even
up in the vertical direction Y (see Fig. 7), when the two
tape fasteners 66 are connected, it is possible make large
a space between the pocket outer area 43 and the pocket
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inner area 42 in the direction of thickness. Accordingly,
at disposal of the diaper 10, it is possible to prevent as-
suredly the body exudates inside the pocket 30 from leak-
ing. To describe in further detail, by the upper end 67a
of the fixing part 67 of the tape fastener 66 and the folding
part 31 which is the lower end of the pocket inner area
42 evening up, since the force connecting the two tape
fasteners 66 acts to close the opening edge (folding part
31) of the pocket 30, a gap is not susceptible to open at
the opening edge (folding part 31) after both side edges
13c, 14c of one of the front and rear waist regions 13, 14
are cut away, thereby enabling to prevent assuredly the
body exudates from leaking.

[Second embodiment]

[0045] A worn state of the diaper 10 of a second em-
bodiment is shown in Fig. 9. The pocket 30 of the diaper
10 is defined by the pocket inner and outer areas 42, 43,
and pocket side areas 32 including both side parts of the
pocket inner and outer areas 42, 43, and tucked inward
in the lateral direction X. Both side parts of the pocket
inner and outer areas 42, 43 are overlapped with each
other and form the pocket side areas 32, and both side
areas 45 made of a portion other than the pocket side
areas 32 are fixed to both side parts of the belt area 23.
[0046] The pocket side area 32 is tucked inward (to-
ward the vertical axis P) of the lateral direction X. In a
state of the folding parts 31, 33 and the pocket side areas
32 unfolded in the worn state of the diaper 10, a concave
part 25 opening upward is formed between the middle
part 41 and the pocket 30. The pocket side areas 32, in
so long as are tucked stretchably, a plurality of folding
lines extending in the vertical direction may be formed
by being folded in plurality including portions folded un-
intentionally.
[0047] The pocket 30 has the folding part 31 folded in
the downward direction, pocket side areas 32 tucked in-
ward of the lateral direction X, and the folding part 33
folded toward the waist opening 21 (upward direction),
and by the folding part 31, the pocket side areas 32, and
the folding part 33 being folded in directions different from
each other (three directions), the pocket side areas 32
rises when the belt area 23 is extended in the direction
around the waist, and the pocket inner area 42 moves
rearward to be separated away from the middle part 41
of the belt area 23.
[0048] The base sheet 70 of the diaper 10 is shown in
Fig. 10. Figs. 10(a), (b) being the same as Figs. 3 (a),
(b), description thereof is omitted.
[0049] In states shown in Figs. 10(a) to (c), a force in
a direction away from each other in the lateral direction
X is applied to both side parts of the base sheet 70. How-
ever, referring to Fig. 10(d), in the base sheet 70, the
outer end part 73 is contracted due to the upper rear
waist elastic members 64, and from a state of the base
sheet 70 being folded along the first and second folding
lines 71, 72, and joined via the first and second fixing

areas 81A, 82A, by further folding the intermediate part
74 and the inner end part 75 that are stacked, along a
pair of third folding lines 79A and a pair of fourth folding
lines 79B (mountain-fold folding lines) extending in the
vertical direction Y along the side edges of the second
non-fixing area 82B, a portion of the base sheet 30 ex-
cluding the outer end part 73 (intermediate part 74 and
the inner end part 75) has a cross-section Ω shape. A
dimension in the lateral direction X of the base sheet 70
in such folded state is almost the same as a dimension
in the lateral direction X of the rear waist area 14 in a
natural state (state in which all elastic members are not
elongated).
[0050] Referring again to Fig. 9, in the worn state, the
pocket side areas 32 rise by the belt area 23 being con-
tracted in the lateral direction X due to the contractile
force of the upper rear waist elastic members 64, and by
the pocket inner area 42 being spaced apart from the
middle part of the belt area 23, the pocket space S larger
than the pocket space of the diaper 10 of the first em-
bodiment is defined.
[0051] In the diaper 10 according to the present em-
bodiment, since the pocket 30 includes the pocket inner
and outer areas 42, 43, and the pocket side areas 32, it
has a solid (three-dimensional) shape even in an unworn
state, as the unworn state is shown by solid lines in Fig.
11, and the worn state is shown by virtual lines in Fig.
11, it is possible to form intentionally in any state the
pocket space S capable of collecting and containing the
body exudates temporarily.
[0052] Moreover, even when the wearer is in a supine
state, and a body pressure of the wearer is exerted to
the pocket 30, since the pocket side areas 32 are in
tucked-in form and the pocket inner area 42 and the mid-
dle part 41 of the belt area 23 come in contact with each
other, it may not create a discomfort against the wearer,
due to a partial thickness change in the rear waist region
14 by the base sheet 70 being deformed to be distorted
by the body pressure. Since the pocket side areas 32
can be folded and stretched in the thickness direction Z,
when released from the body pressure, the pocket side
areas 32 rise in a direction away from the body, and the
solid (three-dimensional) pocket space S is formed
again.
[0053] The diaper 10 has the upper waist elastic mem-
bers 64 extending between the both side edges 14c of
the rear waist region 14. Accordingly, even in the case
where a force pressing the pocket 30 against the body
side is exerted repeatedly, such as the case where the
wearer is in a supine state, or the case where mother
holds the baby by putting arms around baby’s back, since
the pocket 30 can repeatedly assumes a solid (three-
dimensional) shape stably by bending and stretching
movement of the pocket side areas 32, even in a case
of wearing by a few-month-old baby changing the posture
frequently and repeatedly passing loose stools quite fre-
quently, it is possible to collect the loose stool assuredly
in the pocket space S. Moreover, in the present embod-
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iment, as mentioned already, since the pocket inner area
42, having the required dimension in the vertical direction
Y, may function as a top surface of the pocket 30 by
moving rearward upon being inclined with respect to the
middle part 41 by the pocket side areas 32 being erected,
it is possible to collect even larger amount of body exu-
dates as compared to a type without a folding structure
of both side areas of the pocket and the top surface.
[0054] In the worn state, when the belt area 23 is elon-
gated in the lateral direction X (direction of waist) to the
extent such that gathers by contraction effect of the upper
rear waist elastic members 64 disappear, the folds in the
pocket side areas 32 are released and the pocket inner
area 42 may move toward the middle part 41 and the
pocket space S may disappear. Consequently, even
when the belt area 23 is elongated in the lateral direction
X, since the pocket 30 assumes the solid (three-dimen-
sional) shape, it is preferable that an amount of contrac-
tion in the lateral direction X of the belt area 23 including
the middle part 41 (a length of the contracted portion in
the lateral direction X) is larger than an amount of con-
traction of the pocket inner area 42 and/or the pocket
outer area 43 in the lateral direction X. In this case, even
when the belt area 23 is elongated by a predetermined
multiplying factor in the lateral direction X compared to
the natural state (at the time of contraction) for instance,
the pocket side areas 32 are not reclined completely, and
the pocket 30 can maintain the solid (three-dimensional)
shape.
[0055] Accordingly, it is preferable to dispose elastic
members stretchable in the lateral direction X in the belt
area 23 on one hand, and not to dispose elastic members
in the pocket inner area 42 and/or the pocket outer area
43 on the other hand, and to let it to be practically un-
stretchable elastically. Moreover, although it is not shown
in the diagram, for disposing elastic members stretchable
in the lateral direction X in the pocket inner area 42 and/or
the pocket outer area 43, it is preferable to dispose elastic
members having a coefficient of contraction lower than
that for elastic members disposed in the central portion,
or in other words, the upper rear waist elastic members
64. In the case where the elastic members stretchable
in the lateral direction X are disposed in the pocket inner
area 42, when a force acting to recline the pocket side
areas 32 is exerted to the pocket side areas 32 by the
middle part 41 being elongated, since the elastic mem-
bers are not contracted and, an erected state of the pock-
et side areas 32 and a state of the pocket inner area 42
spaced apart from the middle part are maintained against
the contractive force, the pocket 30 can assume the solid
(three-dimensional) shape stably. Furthermore, in a case
in which, both the pocket inner and outer areas 42, 43
have elastic stretchability, for forming the pocket 30 sta-
bly, it is preferable that a coefficient of contraction in the
lateral direction X of the pocket inner area 42 is higher
than a coefficient of contraction in the lateral direction X
of the pocket outer area 43.

<Modified example 1>

[0056] Fig. 12 shows a modified example 1 of the dia-
per 10 according to the first and second embodiments.
In the diaper 10, upper ends 67a of the pair of tape fas-
teners 66 are positioned at a lower side of the folding
part 31 which is the lower end of the pocket inner area
42, in the vertical direction Y. Therefore, when the two
tape fasteners 66 are connected, it is possible to make
large a space between the pocket inner area 42 and the
pocket outer area 43 in the direction of thickness. Con-
sequently, at disposal of the diaper 10, it is possible to
prevent assuredly the body exudates inside the pocket
30 from leaking.

<Modified example 2>

[0057] Fig. 13 shows a modified example 2 of the dia-
per 10 according to the first and second embodiments.
Referring to Fig. 13, the rear waist region 14 of the diaper
10 has the first virtual line L1 bisecting a dimension of
the rear waist region in the vertical direction Y. The tape
fastener 66 has a second virtual line L2 bisecting a di-
mension of the tape fastener 66 in the vertical direction
Y, and the tape fastener 66 is fixed (attached) to the rear
waist region 14 such that the second virtual line L2 is
positioned at an upper side of the first virtual line L1.
According to the diaper 10, at disposal of the diaper 10,
by overlapping the crotch region 15 with one of the front
waist region 13 and the rear waist region 14, and there-
after, connecting the tape fasteners 66, since it is possible
to connect the tape fasteners 66 on the waist opening 21
side of the front and rear waist regions 13, 14, it is possible
to prevent the body exudates from leaking from the waist
opening 21and to roll-up the diaper 10 compactly at dis-
posal.
[0058] A diagram similar to Fig. 4 of the second em-
bodiment of the disposable wearing article (diaper) ac-
cording to the present invention is shown in Fig. 14. The
absorbent chassis 12 of the diaper 10 includes a pair of
barrier cuff sheets 91 extending in the vertical direction
Y and separated apart in the lateral direction X, and a
skin contact sheet 95 positioned on the skin facing sur-
face of the barrier cuff sheets 91. Moreover, the tape
fasteners 66 are attached to the rear waist region 14 such
that the upper end 67a thereof is at a lower side of a
lower end 95a of the skin contact sheet 95. In Fig. 14,
the waist elastic members are omitted for the sake of
expediency.
[0059] The skin contact sheet 95 is a sheet defining
the belt area 23, positioned between both side edges 14c
of the rear waist region 14, and is made of fibrous non-
woven fabrics.
[0060] The pair of barrier cuff sheets 91 is folded inward
of the lateral direction, and have inner surfaces fixed to
each other. The pair of barrier cuff sheets 91 includes
front fixing part and rear fixing parts 92a opposed to each
other to be separated apart in the vertical direction Y,
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and fixed to a skin facing surface of the body side liner
84, fixing side edges 92b extending in the vertical direc-
tion Y, opposed to each other to be separated apart out-
board of the lateral direction X, and fixed to the skin facing
surface of the body side liner 84, and free side edges
92c positioned at an inner side of the lateral direction X
from the fixing side edges 92b. The skin contact sheet
95 is attached to a skin facing surface of the free side
edges 92c of the barrier cuff sheet 91 on one hand, and
in the lateral direction X, between the free side edges
92c, is not attached to the barrier cuff sheets 91 on the
other hand. Cuff elastic members 93 extending in the
vertical direction Y, made of string- or strap-like elastic
members are fixed contractively in an elongated state at
an interior of the free side edges 92c. By the cuff elastic
members 93 being contracted in the vertical direction Y,
the free side edges 92c move (are separated) away from
the body side liner 84 toward the wearer’s body, and a
pair of barrier cuffs for preventing lateral leakage of the
body exudates is formed.
[0061] At the time of wearing the diaper 10, as the cuff
elastic members 93 are contracted, the free side edges
92c space away from the body side liner 84 as shown in
Fig. 15, and accordingly, the pocket space S for collecting
and containing the body exudates is formed between the
body side liner 84 and the skin contact sheet 95, in the
thickness direction Z.
[0062] The pocket 30 of the present invention is a pock-
et positioned on the skin facing surface, in which the
pocket space S for collecting and containing the body
exudates is formed between a sheet forming the belt area
23 and a sheet positioned on the non-skin facing surface
of the sheet forming the belt area 23, includes diapers
having different structures, not to mention the pocket 30
of the first embodiment and the pocket 30 of the second
embodiment.
[0063] For each of the constituent materials forming
the diaper 10, various known materials generally used in
this type of field may be used without restriction unless
mentioned in particular. Moreover, the terms such as ’the
first’ , ’the second’, and ’the third’ used in the present
description are used simply for distinguishing similar
components and positions. Furthermore, when the wear-
er is in a side-lying state , an upper side of the diaper 10
is a side close to the head of the wearer, and a lower
side of the diaper 10 is a side close to the legs of the
wearer.
[0064] Moreover, in the embodiments described
above, disposable wearing articles in which the tape fas-
teners 66 are attached to the rear waist region 14 of the
diaper 10 are described. However, the present invention
is not restricted to the disposable wearing articles having
the abovementioned structure, and the tape fasteners 66
may be attached to the front waist region 13.

[Reference Signs List]

[0065]

10 disposable wearing article (disposable diaper)
13 front waist region
13c two side edges
14 rear waist region
14c two side edges
15 crotch region
21 waist opening
22 leg opening
23 belt-like area (skin contact area)
30 pocket
31 folding part (opening edge)
32 pocket side area
33 folding part (closing edge)
41 middle part
42 pocket inner area
43 pocket outer area
45 two side areas of pocket
66 tape fastener
66A base part
67 fixing part
67a upper end
68 free part
68A fastening area
L1 first virtual line
L2 second virtual line
X lateral direction
Y vertical direction
Z thickness direction

Claims

1. A disposable wearing article (10) having a vertical
direction (Y) and a lateral direction (X), and a skin
facing surface and a non-skin facing surface on an
opposite side thereof, comprising:

a front waist region (13);
a rear waist region (14);
a crotch region (15) positioned between the front
waist region and the rear waist region; and
a pair of leg openings (22), and a waist opening
(21) defined by side edges (13c,14c) of the front
waist region and the rear waist region being con-
nected, the wearing article being characterized
in that:
at least one of the front waist region and the rear
waist region includes a pair of tape fasteners
(66) fixed to the non-skin facing surface of the
side edges (13c,14c), a belt-like area (23) posi-
tioned on the skin facing surface and extending
in the lateral direction (X), and a pocket (30) po-
sitioned on the non-skin facing surface side, fac-
ing the belt-like area (23) in the direction of thick-
ness (Z), at a middle part in the lateral direc-
tion(X);
the pocket (30) is openable toward the crotch
region (15) and includes a pocket outer area (43)
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extending from the crotch region side toward the
waist opening side, and a pocket inner area (42)
facing the pocket outer area and the belt-like
area in the direction of thickness (Z), and con-
tinuous with the pocket outer area (43), and con-
nected to the belt-like area (23); and
an upper end (67a) of a fixing part (67) of the
tape fastener is positioned at a lower side of an
upper end of the pocket outer area (43) in the
vertical direction and the upper end (67a) of the
fixing part (67) of the tape fastener is either po-
sitioned at a lower side of a lower end (31) of
the pocket inner area (42) in the vertical direc-
tion, or evens up with the lower end.

2. The disposable wearing article (10) according to
claim 1, wherein the pocket inner area (42) and the
pocket outer area (43) are elastically stretchable in
the lateral direction (X), and a coefficient of contrac-
tion of the pocket inner area is higher than a coeffi-
cient of contraction of the pocket outer area.

3. The disposable wearing article (10) according to
claim 1 or 2, wherein the front waist region (13) and
the rear waist region (14) have a first virtual line (L1)
bisecting a dimension of the front waist region and
the rear waist region in the vertical direction,
the tape fastener (66) has a second virtual line (L2)
bisecting a dimension of the tape fastener in the ver-
tical direction, and
the tape fastener (66) is fixed to any one of the front
waist region (13) and the rear waist region (14) such
that the second virtual line (L2) is positioned at an
upper side than the first virtual line (L1).

4. The disposable wearing article (10) according to any
one of claims 1 through 3, wherein the pocket (30)
is formed of two side parts of the pocket inner area
(42) and the pocket outer area (43), and further in-
cludes two pocket side areas (45) folded inward in
the lateral direction (X).

5. The disposable wearing article (10) according to any
one of claims 1 through 4, wherein
the pair of tape fasteners (66) has a part formed of
fibrous nonwoven fabrics, the fixing part (67) posi-
tioned at one end of the base part (66A) and fixed
to the non-skin facing surface of the rear waist region
(14), and a free part (68) positioned at another end
of the base part and extending outboard of the front
waist region (13) and the rear waist region (14) in
the lateral direction, and
the free part(68) has a fastening area(68A) that can
be fastened to the base part (66A).

Patentansprüche

1. Tragbarer Einwegartikel (10), der eine vertikale
Richtung (Y) und eine laterale Richtung (X) und eine
der Haut zugewandte Oberfläche und eine nicht der
Haut zugewandte Oberfläche auf einer gegenüber-
liegenden Seite davon aufweist, der Folgendes um-
fasst:

einen vorderen Taillenbereich (13);
einen hinteren Taillenbereich (14);
einen Schrittbereich (15), der zwischen dem
vorderen Taillenbereich und dem hinteren Tail-
lenbereich positioniert ist; und
ein Paar von Beinöffnungen (22) und eine Tail-
lenöffnung (21), die durch Seitenränder (13c,
14c) des vorderen Taillenbereichs und des hin-
teren Taillenbereichs, die verbunden sind, defi-
niert ist, wobei der tragbare Artikel dadurch ge-
kennzeichnet ist, dass:
mindestens einer des vorderen Taillenbereichs
und des hinteren Taillenbereichs Folgendes ein-
schließt: ein Paar von Bandverschlüssen (66),
die an der nicht der Haut zugewandten Oberflä-
che der Seitenränder (13c, 14c) befestigt sind,
eine gürtelartige Fläche (23), die auf der der
Haut zugewandten Oberfläche positioniert ist
und sich in der lateralen Richtung (X) erstreckt,
und eine Tasche (30), die auf der nicht der Haut
zugewandten Oberflächenseite positioniert ist,
der gürtelartigen Fläche (23) in der Richtung der
Dicke (Z) an einem mittleren Teil in der lateralen
Richtung (X) zugewandt ist;
die Tasche (30) in Richtung des Schrittbereichs
(15) öffenbar ist und Folgendes einschließt: eine
Taschenaußenfläche (43), die sich von der
Schrittbereichsseite in Richtung der Taillenöff-
nungsseite erstreckt, und eine Tascheninnen-
fläche (42), die der Taschenaußenfläche und
der gürtelartigen Fläche in der Richtung der Di-
cke (Z) zugewandt und fortlaufend mit der Ta-
schenaußenfläche (43) und mit der gürtelartigen
Fläche (23) verbunden ist; und
ein oberes Ende (67a) eines Befestigungsteils
(67) des Bandverschlusses an einer unteren
Seite eines oberen Endes der Taschenaußen-
fläche (43) in der vertikalen Richtung positioniert
ist und das obere Ende (67a) des Befestigungs-
teils (67) des Bandverschlusses entweder an ei-
ner unteren Seite eines unteren Endes (31) der
Tascheninnenfläche (42) in der vertikalen Rich-
tung positioniert ist oder mit dem unteren Ende
eben ist.

2. Tragbarer Einwegartikel (10) nach Anspruch 1, wo-
bei die Tascheninnenfläche (42) und die Taschen-
außenfläche (43) in der lateralen Richtung (X) elas-
tisch dehnbar sind und ein Koeffizient der Kontrak-
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tion der Tascheninnenfläche höher ist als ein Koef-
fizient der Kontraktion der Taschenaußenfläche.

3. Tragbarer Einwegartikel (10) nach Anspruch 1 oder
2, wobei der vordere Taillenbereich (13) und der hin-
tere Taillenbereich (14) eine erste virtuelle Linie (L1)
aufweisen, die eine Abmessung des vorderen Tail-
lenbereichs und des hinteren Taillenbereichs in der
vertikalen Richtung halbiert,
der Bandverschluss (66) eine zweite virtuelle Linie
(L2) aufweist, die eine Abmessung des Bandver-
schlusses in der vertikalen Richtung halbiert, und
der Bandverschluss (66) an einem von dem vorde-
ren Taillenbereich (13) und dem hinteren Taillenbe-
reich (14) derart befestigt ist, dass die zweite virtuelle
Linie (L2) an einer oberen Seite positioniert ist im
Vergleich zu der ersten virtuellen Linie (L1).

4. Tragbarer Einwegartikel (10) nach einem der An-
sprüche 1 bis 3, wobei die Tasche (30) aus zwei
Seitenteilen der Tascheninnenfläche (42) und der
Taschenaußenfläche (43) ausgebildet ist und weiter
zwei Taschenseitenflächen (45) einschließt, die
nach innen in der lateralen Richtung (X) gefaltet sind.

5. Tragbarer Einwegartikel (10) nach einem der An-
sprüche 1 bis 4, wobei
das Paar von Bandverschlüssen (66) Folgendes auf-
weist: ein Teil, das aus Faservliesstoffen ausgebildet
ist, das Befestigungsteil (67), das an einem Ende
des Grundteils (66A) positioniert und an der nicht
der Haut zugewandten Oberfläche des hinteren Tail-
lenbereichs (14) befestigt ist, und ein freies Teil (68),
das an einem anderen Ende des Grundteils positio-
niert ist und sich außerhalb des vorderen Taillenbe-
reichs (13) und des hinteren Taillenbereichs (14) in
der lateralen Richtung erstreckt, und
das freie Teil (68) eine Verschlussfläche (68A) auf-
weist, die mit dem Grundteil (66A) verschlossen wer-
den kann.

Revendications

1. Article portable jetable (10) ayant une direction allant
dans le sens vertical (Y) et une direction allant dans
le sens latéral (X), et une surface orientée vers la
peau et une surface non orientée vers la peau sur
un côté opposé de celle-ci, comportant :

une région avant au niveau de la taille (13) ;
une région arrière au niveau de la taille (14) ;
une région au niveau de l’entrejambe (15) posi-
tionnée entre la région avant au niveau de la
taille et la région arrière au niveau de la taille ; et
une paire d’ouvertures pour les jambes (22), et
une ouverture pour la taille (21) définie par des
bords latéraux (13c, 14c) de la région avant au

niveau de la taille et de la région arrière au ni-
veau de la taille qui sont raccordés, l’article por-
table étant caractérisé en ce que :
au moins l’une parmi la région avant au niveau
de la taille et la région arrière au niveau de la
taille comprend une paire d’attaches à ruban
(66) fixées sur la surface non orientée vers la
peau des bords latéraux (13c, 14c), une zone
similaire à une ceinture (23) positionnée sur la
surface orientée vers la peau et s’étendant dans
la direction allant dans le sens latéral (X), et une
poche (30) positionnée sur le côté surface non
orientée vers la peau, orientée vers la zone si-
milaire à une ceinture (23) dans la direction al-
lant dans le sens de l’épaisseur (Z), au niveau
d’une partie intermédiaire dans la direction al-
lant dans le sens latéral (X) ;
la poche (30) est en mesure d’être ouverte vers
la région au niveau de l’entrejambe (15) et com-
prend une zone extérieure de poche (43) s’éten-
dant depuis le côté région au niveau de l’entre-
jambe vers le côté ouverture pour la taille, et une
zone intérieure de poche (42) orientée vers la
zone extérieure de poche et la zone similaire à
une ceinture dans la direction allant dans le sens
de l’épaisseur (Z), et continue par rapport à la
zone extérieure de poche (43), et raccordée à
la zone similaire à une ceinture (23) ; et
une extrémité supérieure (67a) d’une partie de
fixation (67) de l’attache à ruban est positionnée
au niveau d’un côté inférieur d’une extrémité su-
périeure de la zone extérieure de poche (43)
dans la direction allant dans le sens vertical et
l’extrémité supérieure (67a) de la partie de fixa-
tion (67) de l’attache à ruban est soit positionnée
au niveau d’un côté inférieur d’une extrémité in-
férieure (31) de la zone intérieure de poche (42)
dans la direction allant dans le sens vertical, soit
au même niveau que l’extrémité inférieure.

2. Article portable jetable (10) selon la revendication 1,
dans lequel la zone intérieure de poche (42) et la
zone extérieure de poche (43) sont extensibles de
manière élastique dans la direction allant dans le
sens latéral (X), et un coefficient de contraction de
la zone intérieure de poche est supérieur par rapport
à un coefficient de contraction de la zone extérieure
de poche.

3. Article portable jetable (10) selon la revendication 1
ou la revendication 2, dans lequel la région avant au
niveau de la taille (13) et la région arrière au niveau
de la taille (14) ont une première ligne virtuelle (L1)
qui divise en deux parties égales une dimension de
la région avant au niveau de la taille et de la région
arrière au niveau de la taille dans la direction allant
dans le sens vertical,
l’attache à ruban (66) a une deuxième ligne virtuelle
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(L2) qui divise en deux parties égales une dimension
de l’attache à ruban dans la direction allant dans le
sens vertical, et
l’attache à ruban (66) est fixée sur l’une quelconque
parmi la région avant au niveau de la taille (13) et la
région arrière au niveau de la taille (14) de telle sorte
que la deuxième ligne virtuelle (L2) est positionnée
au niveau d’un côté supérieur par rapport à la pre-
mière ligne virtuelle (L1).

4. Article portable jetable (10) selon l’une quelconque
des revendications 1 à 3, dans lequel la poche (30)
est formée à partir de deux parties latérales de la
zone intérieure de poche (42) et de la zone extérieure
de poche (43), et comprend par ailleurs deux zones
latérales de poche (45) pliées vers l’intérieur dans
la direction allant dans le sens latéral (X).

5. Article portable jetable (10) selon l’une quelconque
des revendications 1 à 4, dans lequel
la paire d’attaches à ruban (66) a une partie formée
à partir de tissus non tissés fibreux, la partie de fixa-
tion (67) étant positionnée au niveau d’une extrémité
de la partie de base (66A) et fixée sur la surface non
orientée vers la peau de la région arrière au niveau
de la taille (14), et une partie libre (68) étant posi-
tionnée au niveau d’une autre extrémité de la partie
de base et s’étendant vers l’extérieur de la région
avant au niveau de la taille (13) et de la région arrière
au niveau de la taille (14) dans la direction allant
dans le sens latéral, et
la partie libre (68) a un zone d’attache (68A) qui peut
être attachée à la partie de base (66A).
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