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Description

TECHNICAL FIELD

[0001] This disclosure relates generally to aircraft de-
sign and performance, and more particularly, though not
exclusively, to variable in-flight wing or rotor adjustment.

BACKGROUND

[0002] EP 2 631 179 (A1) discloses a form-variable
rotor blade that has a joint and an actuator to cause a
deformation of the rotor blade around the joint, where the
joint is a solid-body joint and the actuator is a pneumatic
actuator. The pneumatic actuator has sections movable
against each other entirely by deformation. The actuator
causes deformation of the rotor blade around an axis
extending in the main plane of the rotor blade. The solid-
body joint has a fiber composite structure, where a lock-
ing device is provided for locking the rotor blade in a
deformed position.
[0003] JP H04 81391 (A) discloses a rotor blade of a
helicopter. An edge part of the rotor blade is formed into
a double structure, and a movable part which forms an
edge part and a fixed part are installed, and the movable
part rotates around a pin or shifts by the power of an
actuator, hydraulic device or an electric motor, and the
retreat angle at the edge part of the rotor blade can be
changed. The movable part receives the output signals
of the sensors which detect the flight conditions neces-
sary for controlling the edge part of the rotor blade such
as the flight speed of the helicopter, number of revolution
of the rotor blade when a switch is operated by a pilot.
Control is performed according to the optimum value of
the retreat angle which is calculated by a computer.
[0004] There are numerous considerations involved in
the design of rotorcraft and other aircraft, including size,
weight, power and fuel efficiency, noise and vibration,
structural loads, and so forth. In many cases, however,
it may be challenging to improve certain aspects of an
aircraft without disrupting other aspects. For example, it
may be challenging to reduce noise and vibration pro-
duced by an aircraft, and/or improve the power and fuel
efficiency of an aircraft, without negatively impacting oth-
er design and performance aspects of the aircraft.

SUMMARY

[0005] According to the present disclosure, there is
provided a rotorcraft according to claim 1. Optional fea-
tures of the rotorcraft are set out in the dependent claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0006]

FIGURES 1A, 1B, and 2 illustrate example aircraft
in accordance with certain embodiments.

FIGURES 3A-C illustrate an example embodiment
of an adjustable rotor blade for a variable in-flight
wing fold system.
FIGURE 4 illustrates a cross section of a linear motor
shaft for an adjustable rotor blade in a variable in-
flight wing fold system.
FIGURE 5 illustrates a block diagram of a flight con-
trol system with variable in-flight wing folding control.
FIGURE 6 illustrates a flowchart for an example em-
bodiment of variable in-flight wing folding.

DETAILED DESCRIPTION

[0007] The following disclosure describes various illus-
trative embodiments and examples for implementing the
features and functionality of the present disclosure. While
particular components, arrangements, and/or features
are described below in connection with various example
embodiments, these are merely examples used to sim-
plify the present disclosure and are not intended to be
limiting. It will of course be appreciated that in the devel-
opment of any actual embodiment, numerous implemen-
tation-specific decisions must be made to achieve the
developer’s specific goals, including compliance with
system, business, and/or legal constraints, which may
vary from one implementation to another. Moreover, it
will be appreciated that, while such a development effort
might be complex and time-consuming, it would never-
theless be a routine undertaking for those of ordinary skill
in the art having the benefit of this disclosure.
[0008] In the specification, reference may be made to
the spatial relationships between various components
and to the spatial orientation of various aspects of com-
ponents as depicted in the attached drawings. However,
as will be recognized by those skilled in the art after a
complete reading of the present disclosure, the devices,
components, members, apparatuses, etc. described
herein may be positioned in any desired orientation.
Thus, the use of terms such as "above," "below," "upper,"
"lower," or other similar terms to describe a spatial rela-
tionship between various components or to describe the
spatial orientation of aspects of such components, should
be understood to describe a relative relationship between
the components or a spatial orientation of aspects of such
components, respectively, as the components described
herein may be oriented in any desired direction.
[0009] Further, the present disclosure may repeat ref-
erence numerals and/or letters in the various examples.
This repetition is for the purpose of simplicity and clarity
and does not in itself dictate a relationship between the
various embodiments and/or configurations discussed.
[0010] Example embodiments that may be used to im-
plement the features and functionality of this disclosure
will now be described with more particular reference to
the attached FIGURES.
[0011] FIGURES 1A and 1B illustrate an example em-
bodiment of a rotorcraft 100. FIGURE 1A illustrates a
side view of rotorcraft 100, while FIGURE 1B illustrates
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a perspective view of rotorcraft 100. Rotorcraft 100 in-
cludes a rotor system 102 with a plurality of rotor blades
104. The pitch of each rotor blade 104 can be managed
or adjusted in order to selectively control direction, thrust,
and lift of rotorcraft 100. Rotorcraft 100 further includes
a fuselage 106, tail rotor or anti-torque system 108, an
empennage 110, and a tail structure 112. In the illustrated
embodiment, tail structure 112 may be used as a hori-
zontal stabilizer. Torque is supplied to rotor system 102
and anti-torque system 108 using at least one engine.
[0012] FIGURE 2 illustrates a perspective view of an
example tiltrotor aircraft 200. Tiltrotor aircraft 200 in-
cludes nacelles 203a and 203b, a wing 205, a fuselage
206, and a tail structure 212. Nacelles 203a and 203b
respectively include rotor systems 202a and 202b, and
each rotor system 202a and 202b includes a plurality of
rotor blades 204. Moreover, each nacelle 203a and 203b
may include an engine and gearbox for driving rotor sys-
tems 202a and 202b, respectively. In some embodi-
ments, nacelles 203a and 203b may each be configured
to rotate between a helicopter mode, in which the na-
celles 203a and 203b are approximately vertical, and an
airplane mode, in which the nacelles 203a and 203b are
approximately horizontal. In the illustrated embodiment,
tail structure 212 may be used as a vertical stabilizer.
[0013] It should be appreciated that rotorcraft 100 of
FIGURES 1A and 1B and tiltrotor aircraft 200 of FIGURE
2 are merely illustrative of a variety of aircraft that can be
used to implement embodiments of the present disclo-
sure. Other aircraft implementations can include, for ex-
ample, fixed wing airplanes, hybrid aircraft, unmanned
aircraft, gyrocopters, a variety of helicopter configura-
tions, and drones, among other examples. Moreover, it
should be appreciated that even though aircraft are par-
ticularly well suited to implement embodiments of the
present disclosure, the described embodiments can also
be implemented using non-aircraft vehicles and devices.
[0014] During operation, rotorcraft (e.g., rotorcraft 100
or rotorcraft 200) and other aircraft are subjected to var-
ious aerodynamic and operational forces. In some cases,
these various forces may produce undesirable noise and
vibration. Among other examples, noise and vibration
can be caused by blade-vortex interaction (BVI) and/or
blade tip movement of a rotorcraft. Blade-vortex interac-
tion refers to the interaction between a rotor blade and
the vortex wake created by another rotor blade during
operation of a rotorcraft. For example, when the rotor is
spinning, the tip of each rotor blade may produce a vortex
wake. Thus, during operation of a rotorcraft, the respec-
tive rotor blades may continuously pass through or near
the vortex wake created by other leading rotor blades. In
some cases, extreme noise may result when one rotor
blade passes through or near the vortex wake of another
rotor blade. For example, the interaction of a blade and
a vortex may result in a massive change in the pressure
distribution of the blade, which may in turn produce a
significant amount of noise. Moreover, oblique impact of
a blade with a vortex can amplify the resulting noise, as

every portion of the blade may collide with the vortex at
the same time. The noise produced by the blade-vortex
interaction of a rotorcraft can be unpredictable and both-
ersome. Noise can also be produced by the movement
of the tips of the rotor blades during operation of a ro-
torcraft. For example, when the rotor is spinning, the tip
of each rotor blade may produce noise, which may vary
based on the blade tip speed and Mach number, among
other factors.
[0015] The noise and vibration produced during oper-
ation of a rotorcraft (e.g., due to blade-vortex interaction
and/or blade tip movement) may be undesirable for var-
ious reasons. For example, excessive noise from a ro-
torcraft can be bothersome to pilots, passengers, and
bystanders. Similarly, excessive vibration may cause the
rotorcraft to shake and thus may negatively impact the
comfort of the pilots and passengers. Moreover, exces-
sive vibration can be harmful to a rotorcraft, as it can
negatively impact the structural integrity, fatigue life, and
performance of the rotorcraft. Accordingly, controlling or
reducing the noise and vibration produced during oper-
ation of rotorcraft and other aircraft is an important design
consideration.
[0016] Power and fuel efficiency is another important
design consideration for rotorcraft and other aircraft. For
example, reducing the power required to operate a ro-
torcraft reduces its fuel consumption, which may enable
the mission length to be increased without increasing the
fuel capacity, or may enable the fuel capacity to be de-
creased without decreasing the mission length (e.g., thus
decreasing the weight of the rotorcraft, which in turn de-
creases the load requirements of its components). It may
be challenging, however, to improve the power and fuel
efficiency of a rotorcraft without disrupting other design
and performance considerations. As an example, the
power required to generate lift may vary for different op-
erational modes of a rotorcraft. For example, more power
may be required to generate lift when a rotorcraft is in
hover than when the rotorcraft is in forward flight. Of
course, a rotorcraft must be capable of generating the
requisite lift for all operational modes, including hover,
and thus may use more power than necessary in certain
operational modes, such as forward flight.
[0017] Reducing noise and vibration, and improving
power and fuel efficiency, are important design consid-
erations for rotorcraft and other aircraft. It may be chal-
lenging, however, to achieve these design goals in a cost-
efficient manner and without disrupting other design and
performance considerations. For example, reducing
noise and vibration without increasing the size and/or
weight of a rotorcraft can be challenging. In some cases,
for example, noise and vibration could be reduced by
increasing the mass of a component and/or stiffening the
component. However, these approaches increase the
weight of a rotorcraft and thus may negatively impact its
performance (e.g., by increasing fuel consumption
and/or increasing structural loads on components of the
rotorcraft). In some cases, the speed of the rotor blades
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could be reduced to reduce noise and power. Slowing
the rotor, however, may have various performance draw-
backs. For example, slowing the blade tip speed can re-
duce the amount of lift generated by the rotor, which may
be particularly problematic in hover, as more power is
needed to generate lift in hover. Slowing the rotor can
also introduce significant dynamic effect, including in-
creased structural loads on the rotor and hub due to the
decreased inertia. In some cases, rotor blades could be
designed with particular dimensions and/or shapes in-
tended to reduce noise and power (e.g., using shorter
blade lengths or a smaller rotor radius), but those ap-
proaches have similar drawbacks, including decreasing
the lift generated by the rotor, which again is particularly
problematic in hover. In some cases, rotor blades could
be designed using a telescoping approach in order to
enable the rotor radius to be adjustable (e.g., rotor blades
that can collapse into themselves like a telescope). A
telescoping approach, however, may drastically reduce
control area (e.g., by reducing the width of certain por-
tions of the blade) and thus may limit control authority.
Moreover, collapsing or contracting a telescoped blade
would result in the majority of the blade mass being con-
centrated at the tip of the blade, which may further limit
control authority.
[0018] This disclosure describes various embodi-
ments of a variable in-flight wing fold system, which can
be used to reduce noise and vibration and improve power
and fuel efficiency for rotorcraft and other aircraft without
the performance drawbacks associated with other ap-
proaches. In some embodiments, for example, the
blades of a rotor are each split into multiple radial seg-
ments connected by flexures, and actuators are used to
allow the shape or geometry of each blade to be varied
during flight. For example, the blades can be fully ex-
panded when more power is needed to generate lift (e.g.,
when a rotorcraft is in hover), and the blades can be
contracted or folded when less power is needed (e.g.,
during forward flight) and/or when noise and vibration
need to be reduced. Contracting the rotor blades, for ex-
ample, reduces the radius of the rotor and thus reduces
the amount of power required to turn the rotor. In this
manner, the power and fuel efficiency of a rotorcraft can
be improved, thus enabling the mission length to be in-
creased without increasing the fuel capacity, or enabling
the fuel capacity to be decreased without decreasing the
mission length. Moreover, decreasing the fuel capacity
results in less fuel weight and thus decreases the weight
of the rotorcraft, which in turn decreases the load require-
ments on the components of the rotorcraft.
[0019] Moreover, adjusting the geometry of the blades
and/or reducing the rotor radius can reduce noise and
vibration. For example, altering the blade geometry can
reduce noise and vibration caused by blade-vortex inter-
action. In some embodiments, for example, a fully ex-
panded and/or straight blade can be contracted into an
uneven or jagged shape that forms a point on the leading
edge of the blade. In this manner, when the rotor blade

interacts with a vortex produced by another leading
blade, the impact of the vortex is de-phased by the point-
ed edge of the rotor blade. For example, rather than im-
pacting the entire blade all at once, the vortex gradually
impacts the blade by first impacting the pointed portion
and then cascading down the remainder of the blade. In
this manner, the impact of the blade and vortex results
in a much better pressure profile and reduces the noise
and vibration produced by the blade-vortex interaction.
As another example, reducing the rotor radius can reduce
the noise and vibration produced at the blade tips. For
example, reducing the rotor radius without modifying the
angular velocity reduces the tip speed and tip Mach
number, and thus reduces the noise and vibration pro-
duced at the blade tips.
[0020] The embodiments described throughout this
disclosure provide numerous advantages. For example,
the described embodiments enable the blades of a ro-
torcraft to be contracted and expanded in-flight as ap-
propriate for varying circumstances. The flexibility of
these embodiments achieves the performance benefits
of the full rotor radius (e.g., for generating lift in hover),
while also achieving the benefits of other rotor blade ge-
ometries (e.g., improved power efficiency and reduction
of noise and vibration). Moreover, these embodiments
allow these various advantages to be achieved without
reducing the rotations per minute (RPMs) of the rotor. In
some cases, for example, altering the blade geometry in
flight can provide a 3 - 6 decibel reduction in noise. Re-
duced noise and vibration may be desirable to pilots, pas-
sengers, and bystanders, and may improve the stealth
of military aircraft, among other benefits. Moreover, be-
cause the blades can be contracted without significantly
reducing the blade surface area, control authority can be
maintained even when the blades are contracted. The
embodiments described throughout this disclosure can
be used to enable dynamic wing or rotor adjustment for
any aircraft, rotorcraft, drone, or other rotor system.
[0021] Example embodiments that may be used to im-
plement variable in-flight wing folding are described be-
low with more particular reference to the remaining FIG-
URES.
[0022] FIGURES 3A-C illustrate an example embodi-
ment of an adjustable rotor blade 300 for a variable in-
flight wing fold system. FIGURE 3A illustrates rotor blade
300 when it is fully expanded, while FIGURES 3B and
3C illustrate rotor blade 300 when it has been contracted
in order to form alternative rotor geometries. In FIGURES
3A - 3C, rotor blade 300 is attached to a rotor hub 302,
which may be a component used for attaching the blades
300 of a rotor. Thus, although the illustrated embodiment
only portrays a single rotor blade 300 for simplicity, actual
embodiments may include a plurality of rotor blades 300
connected to rotor hub 302.
[0023] In the illustrated embodiment, rotor blade 300
includes a plurality of radial blade segments 310, flexures
320, and actuators 330. The plurality of radial blade seg-
ments 310 are connected using flexures 320, and the
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orientation of adjacent blade segments 310 can be ad-
justed using actuators 330, allowing the shape of rotor
blade 300 to be varied in-flight. For example, in the illus-
trated embodiment, the plurality of blade segments 310
includes an inboard blade segment 310a, a middle blade
segment 310b, and an outboard blade segment 310c.
Flexure 320a is used to connect inboard blade segment
310a to middle blade segment 310b, and flexure 320b is
used to connect middle blade segment 310b to outboard
blade segment 310c. Moreover, actuator 330a connects
to inboard blade segment 310a and middle blade seg-
ment 310b and enables their relative orientation to be
adjusted. Similarly, actuator 330b connects to middle
blade segment 310b and outboard blade segment 310c
and enables their relative orientation to be adjusted. Ac-
tuators 330a and 330b each include a hydraulic clamp
332, a linear motor 334, and multiple ball joints 336.
[0024] Accordingly, in the illustrated embodiment, rotor
blade 300 is split into radial blade segments 310 con-
nected by flexures 320. Flexures 320, for example, may
be mechanical components connecting adjacent blade
segments 310 in a manner that allows the orientation of
the blade segments 310 to be adjustable. Actuators 330
enable the shape of rotor blade 300 to be varied in-flight
using linear motors 334 to drive a series of shafts linking
the inboard, middle, and outboard blade segments 310a-
c. For example, linear motors 334 are attached to blade
segments 310 using ball joints 336. Moreover, linear mo-
tors 334 can apply a force that counteracts the centrifugal
force to contract or expand rotor blade 300. In some em-
bodiments, centrifugal force may be used to assist actu-
ators 330 in the re-expansion of rotor blade 300. More-
over, in some embodiments, middle blade segment 310b
may be fully or partially hollowed to allow inboard blade
segment 310a and outboard blade segment 310c to par-
tially fold inside of middle blade segment 310b when rotor
blade 300 is contracted. In other embodiments, however,
blade segments 310a-c may be designed to be partially
overlapping or stacked when rotor blade 300 is contract-
ed.
[0025] Hydraulic clamps 332 are used as locking
guides for setting the orientation of the blade segments
310a-c and fastening the linear motor shafts 334 in place.
A cross section of an example embodiment of a linear
motor shaft 334 is illustrated in FIGURE 4. The cross
section of the linear motor shaft 334 allows for a secure
hold by the hydraulic clamps 332 during flight. The use
of hydraulic clamps 332 provides a safeguard in the event
of a blade or power failure. For example, in the event of
a blade failure, hydraulic clamps 332 allow the faulty
blade 300 to be expanded using centrifugal force to
match the configuration of the remaining blades. For ex-
ample, a faulty blade 300 may be expanded by releasing
the hydraulic clamps 332 attaching the radial segments
310 of the blade, allowing centrifugal force to fully expand
the faulty blade. Moreover, the hydraulic clamps 332 also
provide a safeguard in the event of a power failure, as
the hydraulic clamps 332 enable a rotor blade 300 to

maintain its current configuration even if power is lost.
[0026] In this manner, the illustrated embodiment en-
ables the size and/or geometry of rotor blade 300 to be
dynamically adjusted during flight. For example, in FIG-
URE 3A, rotor blade 300 is fully expanded. In FIGURES
3B and 3C, however, rotor blade 300 is partially contract-
ed in order to form alternative rotor geometries. The il-
lustrated configurations of rotor blade 300 are merely ex-
amples, however, as there are an infinite number of po-
tential configurations of rotor blade 300. For example,
rotor blade 300 can be contracted or expanded by any
extent depending on the desired configuration. In some
embodiments, for example, rotor blade 300 can be con-
tracted or expanded to any position along a track formed
by the locking guides. In this manner, a rotorcraft can
adjust the configuration of the rotor blades 300 for differ-
ent operational modes and circumstances. In some em-
bodiments, for example, the configuration of the rotor
blades 300 may vary for hover, forward flight, and/or cer-
tain locations (e.g., noise-sensitive or regulated areas),
among other examples. Moreover, in some embodi-
ments, an optimal configuration of the rotor blades 300
may be predetermined or preconfigured for the various
operational modes and circumstances, and the rotorcraft
may automatically adjust the configuration of the rotor
blades 300 as appropriate.
[0027] For example, when in hover, a rotorcraft may
fully expand the rotor blades 300, as hover requires more
power to generate lift. When in forward flight, however,
the rotorcraft may contract the rotor blades 300 in order
to improve power and fuel efficiency and/or reduce noise
and vibration, as forward flight requires less power to
generate lift.
[0028] Contracting the rotor blades 300, for example,
reduces the radius of the rotor and thus reduces the
amount of power required to turn the rotor. In this manner,
the power and fuel efficiency of a rotorcraft can be im-
proved, thus enabling the mission length to be increased
without increasing the fuel capacity, or enabling the fuel
capacity to be decreased without decreasing the mission
length. Moreover, decreasing the fuel capacity results in
less fuel weight and thus decreases the weight of the
rotorcraft, which in turn decreases the load requirements
on the components of the rotorcraft.
[0029] Contracting the rotor blades 300 can also re-
duce noise and vibration. For example, contracting the
rotor blades 300 to alter the blade geometry can reduce
noise and vibration caused by blade-vortex interaction.
In some embodiments, for example, a fully expanded
and/or straight blade (e.g., as illustrated in FIGURE 3A)
can be contracted into an uneven or jagged shape that
forms a point on the leading edge of the blade (e.g., as
illustrated in FIGURES 3B and 3C). In this manner, when
the rotor blade 300 interacts with a vortex produced by
another leading blade, the impact of the vortex is de-
phased by the pointed edge of the rotor blade 300. For
example, rather than impacting the entire rotor blade 300
all at once, the vortex gradually impacts the blade by first
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impacting the pointed portion and then cascading down
the remainder of the blade. In this manner, the impact of
the blade 300 and vortex results in a much better pres-
sure profile and reduces the noise and vibration produced
by the blade-vortex interaction. As another example, re-
ducing the rotor radius can reduce the noise and vibration
produced at the tip of each rotor blade 300. For example,
reducing the rotor radius without modifying the angular
velocity reduces the tip speed and tip Mach number, and
thus reduces the noise and vibration produced at the tip
of each rotor blade 300.
[0030] Moreover, in the illustrated embodiment, control
authority is maintained even when the rotor blades 300
are contracted, as the blades can be contracted without
significantly reducing the blade surface or control area.
[0031] To provide an example, with respect to a par-
ticular embodiment of a rotor blade, contracting the rotor
blade with the first flexure at 0.75R and a 45° fold results
in a 14% reduction in rotor radius, a 21.5% reduction in
surface area, and Fc (centrifugal force) ≈ 20,000 lb.
[0032] Although FIGURES 3A-C illustrate one exam-
ple embodiment for an adjustable rotor blade 300, other
embodiments may use any suitable approach for adjust-
ing the size, shape, and/or geometry of a rotor blade 300.
For example, in some embodiments, alternative compo-
nents or implementations may be used for flexures 320
and/or actuators 330. In some embodiments, for exam-
ple, actuators 330 may include a cylindrical hinge.
[0033] FIGURE 4 illustrates a cross section of a linear
motor shaft 400 for an adjustable rotor blade in a variable
in-flight wing fold system. In some embodiments, for ex-
ample, linear motor shaft 400 may be used to implement
linear motor 334 of rotor blade 300 from FIGURES 3A-
C. For example, in some embodiments, an actuator for
contracting or expanding a rotor blade (e.g., as described
throughout this disclosure) may be implemented using
linear motor shaft 400. The cross section of linear motor
shaft 400 allows for a secure hold by the hydraulic clamps
of the actuator during flight.
[0034] FIGURE 5 illustrates a block diagram of a flight
control system 500 with variable in-flight wing folding con-
trol. Flight control system 500, for example, may facilitate
control of an aircraft, such as a rotorcraft. In some em-
bodiments, flight control system 500 may include func-
tionality related to navigation, autopilot, aircraft health
diagnostics, communication capabilities, and so forth.
Moreover, in some embodiments, flight control system
500 may also include functionality for controlling a vari-
able in-flight wing folding system, such as the adjustable
rotor system of FIGURES 3A-C.
[0035] In the illustrated embodiment, flight control sys-
tem 500 includes a processor 502, memory 504, com-
munication interface 506, input / output (I/O) devices 508,
sensors 510, flight control logic 520, and data storage
540. In some implementations, the various illustrated
components and functionality of flight control system 500
may be combined or integrated into a single system, or
divided and distributed among multiple different systems.

[0036] Processor 502 may be used to execute instruc-
tions associated with the functionality of flight control sys-
tem 500. Processor 502 may be any type of processing
device, including a traditional microprocessor, microcon-
troller, application-specific integrated circuit (ASIC), field
programmable gate array (FPGA), digital signal proces-
sor (DSP), programmable logic device, programmable
logic array (PLA), microcode, instruction set, emulated
or virtual machine processor, or any similar "Turing-com-
plete" device, combination of devices, or logic elements
(hardware or software) that permit the execution of in-
structions and/or logic.
[0037] Memory 504 may be used to store data and/or
code used by processor 502. Communication interface
506 may be used to communicate, interoperate, and oth-
erwise interact with external systems and components
(and/or with other distributed components of flight control
system 500). Input / output (I/O) devices 508 may include
any components that facilitate interaction with flight con-
trol system 500, such as a display, keyboard, and/or any
other switches or controls.
[0038] Sensors 510 may include any components
used to detect or measure aspects of the operational
environment of the aircraft. In the illustrated embodiment,
sensors 510 include a GPS chipset 512 for determining
the location of the aircraft. Sensors 510 may also include
any other number or type of sensors, including sensors
for detecting altitude, speed, aircraft health, noise, vibra-
tion, structural loads, proximity to other objects, and so
forth.
[0039] Data storage 540 may be used to store infor-
mation associated with flight control system 500, such
as navigation and/or mapping information, mission infor-
mation, and configuration information, among other ex-
amples.
[0040] Flight control logic 520 may include a collection
of logic and/or components that facilitate control of an
aircraft. In some embodiments, flight control logic 520
and/or its underlying components may be implemented
using machine executable logic embodied in hardware-
and/or software-based components. For example, in the
illustrated embodiment, flight control logic 520 includes
rotor control logic 530 for controlling and/or configuring
a variable in-flight wing folding system, such as the ad-
justable rotor system from FIGURES 3A-C.
[0041] For example, rotor control logic 530 may be
used to adjust the configuration of the blades of a ro-
torcraft for different operational modes and circumstanc-
es. In some embodiments, for example, an optimal con-
figuration of the rotor blades may be predetermined or
preconfigured for various operational modes and circum-
stances. Rotor control logic 530 may then automatically
adjust the configuration of the rotor blades, when appro-
priate, based on the optimal configuration for the respec-
tive operational modes and circumstances. For example,
in some embodiments, the particular rotor blade config-
urations may be stored using data storage 540. Moreo-
ver, rotor control logic 530 may automatically adjust the
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configuration of the rotor blades when transitioning to a
new operational mode or when certain circumstances
are detected.
[0042] In some embodiments, for example, different
rotor blade configurations may be defined for hover, for-
ward flight, and/or certain locations (e.g., noise-sensitive
or regulated areas), among other examples. For exam-
ple, when in hover, a rotorcraft may fully expand the rotor
blades, as hover requires more power to generate lift.
When in forward flight, however, the rotorcraft may con-
tract the rotor blades in order to improve power and fuel
efficiency and/or reduce noise and vibration, as forward
flight requires less power to generate lift.
[0043] In some embodiments, a rotorcraft may also
contract the rotor blades to reduce noise and vibration
when entering certain locations or areas, such as noise-
sensitive or regulated areas. Noise-sensitive areas, for
example, could include highly populated geographical ar-
eas, geographical areas subject to noise-related govern-
ment regulations, and so forth. Accordingly, in some em-
bodiments, rotor control logic 530 may automatically con-
tract the rotor blades upon determining that the rotorcraft
is within or near a noise-sensitive or regulated area.
[0044] In some embodiments, for example, rotor con-
trol logic 530 may use geo-fencing functionality to deter-
mine when the rotorcraft is within or near a noise-sensi-
tive area. For example, GPS chipset 512 can be used to
determine the location of the rotorcraft, and data storage
540 can be used to store geographical or mapping data
identifying the noise-sensitive or regulated areas. Ac-
cordingly, rotor control logic 530 may contract the rotor
blades upon determining that the location of the rotorcraft
(as determined using GPS chipset 512) is within or near
the defined noise-sensitive areas (as defined by mapping
data stored in data storage 540).
[0045] In some embodiments, rotor control logic 530
may evaluate a variety of operational characteristics of
the rotorcraft when determining whether to contract or
expand the rotor blades. For example, in some embod-
iments, rotor control logic 530 may evaluate the location,
noise level, vibration, structural loads, speed, direction,
and/or altitude of the rotorcraft, among other examples.
Accordingly, in some embodiments, sensors 510 of flight
control system 500 may include a location sensor (e.g.,
GPS chipset 512), noise sensor, vibration sensor, load
sensor, speed sensor, directional sensor, and/or altitude
sensor. In this manner, based on the operational char-
acteristics detected by sensors 510, rotor control logic
530 may contract the rotor blades to reduce noise and
vibration and/or improve fuel efficiency, or rotor control
logic 530 may expand the rotor blades to improve per-
formance (e.g., generating increased lift, improving con-
trol authority, and so forth). For example, rotor control
logic 530 may contract the rotor blades to reduce noise
and vibration based on location (e.g., the rotorcraft is in
or near noise-sensitive areas), noise level (e.g., exces-
sive noise is generated by the rotorcraft), vibration, loads,
and/or altitude (e.g., low altitudes in which excessive

noise can be heard by bystanders). As another example,
rotor control logic 530 may contract the rotor blades to
improve power and fuel efficiency, for example, based
on the operational mode, speed, and/or direction of a
rotorcraft, such as when the rotorcraft is in forward flight
or in other operational modes that require lower power.
As another example, rotor control logic 530 may expand
the rotor blades for improved performance, for example,
to generate more lift when the rotorcraft is in hover, gen-
erate more lift if the rotorcraft is losing altitude in forward
flight, improve control authority, and so forth.
[0046] Moreover, in some embodiments, flight control
system 500 may also include fault detection and/or safety
mechanisms, for example, to ensure that all rotor blades
are properly expanded or contracted using the appropri-
ate blade configuration. For example, if a fault occurs
during expansion or contraction of a rotor blade, the faulty
rotor blade may be in a different configuration than the
remaining rotor blades, resulting in an imbalance that
may negatively impact the ability to control the rotorcraft.
Accordingly, fault detection and/or safety mechanisms
may be used to minimize the safety risk associated with
blade failures.
[0047] In some embodiments, for example, the config-
uration of each blade may be tracked by flight control
system 500. For example, sensors 510 may be used to
track the position of the actuators on each blade, which
may serve as a reference for the blade configuration and
orientation. Accordingly, the sensors may be used to de-
tect blade failures, for example, by determining that a
particular blade is not in the intended configuration. In
the event of a blade failure, the remaining blades may
be contracted or expanded to match the configuration of
the faulty blade, or alternatively, the faulty blade may be
expanded using centrifugal force to match the configu-
ration of the remaining blades. For example, in some
embodiments, a faulty blade may be expanded by re-
leasing the hydraulic clamps attaching the radial seg-
ments of the blade, allowing centrifugal force to fully ex-
pand the faulty blade. Moreover, the hydraulic clamps
also provide a safeguard in the event of a power failure,
as the hydraulic clamps enable a rotor blade to maintain
its current configuration even if power is lost.
[0048] Finally, in some embodiments, flight control
system 500 may also include manual controls that allow
a pilot to manually control and configure the rotor blades.
For example, if a rotorcraft is losing altitude in forward
flight while the rotor blades are contracted, the pilot may
manually expand the rotor blades to generate more lift
and increase or sustain the desired altitude.
[0049] FIGURE 6 illustrates a flowchart 600 for an ex-
ample embodiment of variable in-flight wing folding.
Flowchart 600 may be implemented, for example, using
the embodiments described throughout this disclosure
(e.g., using rotor blade 300 of FIGURES 3A-C and/or
flight control system 500 of FIGURE 5).
[0050] The flowchart may begin at block 602 by mon-
itoring operational information associated with an air-
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craft. In some embodiments, for example, the aircraft
may be a rotorcraft. Moreover, in some embodiments,
the operational information may be monitored using a
flight control system and/or one or more sensors. For
example, the sensors may each be used to detect or
measure a particular operational attribute associated
with the rotorcraft, and the flight control system may mon-
itor the operational attributes collectively provided by the
sensors. In some embodiments, for example, sensors
may be used to monitor the location, noise level, vibra-
tion, structural loads, speed, direction, and/or altitude of
a rotorcraft, among other examples.
[0051] The flowchart may then proceed to block 604
to detect a change in the operational information asso-
ciated with the aircraft. In some embodiments, for exam-
ple, a change may be detected in the location, noise level,
vibration, structural loads, speed, direction, and/or alti-
tude of a rotorcraft, among other examples. The change
in operational information, for example, may be caused
by a rotorcraft transitioning from hover to forward flight
(or vice versa), entering a noise-sensitive area or region,
and so forth.
[0052] The flowchart may then proceed to block 606
to adjust the geometry of the rotor blades based on the
detected change in the operational information.
[0053] In some embodiments, for example, a rotorcraft
may include a rotor with adjustable rotor blades (e.g.,
rotor blade 300 of FIGURES 3A-C) that can be contracted
or expanded to allow the shape or geometry of the blades
to be varied in flight. For example, each rotor blade may
be split into multiple radial segments connected by flex-
ures, and may include actuators for adjusting the orien-
tation of the respective blade segments. In this manner,
the size, shape, and geometry of the rotor blades can be
adjusted in flight for different operational modes and cir-
cumstances. For example, in some embodiments, an op-
timal configuration of the rotor blades may be predeter-
mined or preconfigured for different operational modes
and circumstances, and the rotorcraft may automatically
adjust the configuration of the rotor blades when partic-
ular operational modes or circumstances are detected.
[0054] In some embodiments, for example, different
rotor blade configurations may be defined for hover, for-
ward flight, and/or certain locations (e.g., noise-sensitive
or regulated areas), among other examples. For exam-
ple, when in hover, a rotorcraft may fully expand the rotor
blades, as hover requires more power to generate lift.
When in forward flight, however, the rotorcraft may con-
tract the rotor blades in order to improve power and fuel
efficiency and/or reduce noise and vibration, as forward
flight requires less power to generate lift. Moreover, in
some embodiments, a rotorcraft may also contract the
rotor blades to reduce noise and vibration when entering
certain locations or areas, such as noise-sensitive or reg-
ulated areas. Accordingly, when a change in the opera-
tional attributes of a rotorcraft is detected, the rotor blades
may be adjusted using the optimal configuration for the
particular circumstances.

[0055] At this point, the flowchart may be complete. In
some embodiments, however, the flowchart may restart
and/or certain blocks may be repeated.
[0056] The flowcharts and diagrams in the FIGURES
illustrate the architecture, functionality, and operation of
possible implementations of various embodiments of the
present disclosure. It should also be noted that, in some
alternative implementations, the function(s) associated
with a particular block may occur out of the order specified
in the FIGURES. For example, two blocks shown in suc-
cession may, in fact, be executed substantially concur-
rently, or the blocks may sometimes be executed in the
reverse order or alternative orders, depending upon the
functionality involved.
[0057] The embodiments described throughout this
disclosure may be implemented using logic, instructions,
and/or other information stored on any suitable type of
tangible, non-transitory storage medium (for example,
random access memory (RAM), read only memory
(ROM), field programmable gate array (FPGA), erasable
programmable read only memory (EPROM), electrically
erasable programmable ROM (EEPROM), or microco-
de), software, hardware (for example, processor instruc-
tions or microcode), or in any other suitable component,
device, element, or object where appropriate and based
on particular needs. A non-transitory storage medium
herein is expressly intended to include any non-transitory
special-purpose or programmable hardware configured
to provide the disclosed operations, or to cause a proc-
essor to perform the disclosed operations. A non-transi-
tory storage medium also expressly includes a processor
having stored thereon hardware-coded instructions, and
optionally microcode instructions or sequences encoded
in hardware, firmware, or software.
[0058] Although several embodiments have been illus-
trated and described in detail, the scope of the present
invention is defined by the appended claims.

Claims

1. A rotorcraft (100, 200), comprising:

a rotor comprising a plurality of rotor blades
(300), wherein each of the plurality of rotor
blades comprises:

a plurality of blade segments (310a-c);
one or more attachment fittings configured
to couple the plurality of blade segments
(310a-c); and
one or more actuators (330a-b) configured
to adjust a relative orientation of each blade
segment of the plurality of blade segments
(310a-c) to other blade segments of the plu-
rality of blade segments (310a-c) of the rotor
blade (300);
characterised in that the one or more ac-
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tuators (330a-b) comprise one or more lin-
ear motors (334a-b) configured to adjust the
orientation of the plurality of blade seg-
ments (310a-c), and

wherein the one or more actuators (330a-b)
comprise one or more hydraulic clamps (332a-
b) configured to lock the orientation of the plu-
rality of blade segments (310a-c).

2. The rotorcraft (100, 200) of claim 1, wherein the one
or more actuators (330a-b) are configured to contract
the respective rotor blade (300).

3. The rotorcraft (100, 200) of claim 2, wherein the one
or more actuators (330a-b) are further configured to
contract the respective rotor blade (300) to form a
pointed edge.

4. The rotorcraft (100, 200) of claim 1 or of claim 2 or
of claim 3, wherein:

(i) the one or more actuators (330a-b) are con-
figured to contract the respective rotor blade
(300) during flight to reduce noise; or
(ii) the one or more actuators (330a-b) are con-
figured to contract the respective rotor blade
(300) during flight to reduce vibration; or
(iii) the one or more actuators (330a-b) are con-
figured to contract respective rotor blade (300)
during flight to reduce power usage.

5. The rotorcraft (100, 200) of claim 1 or of any preced-
ing claim, wherein the one or more actuators (330a-
b) are configured to expand the respective rotor
blade (300); or
the rotorcraft (100, 200) of any preceding claim,
wherein the one or more actuators (330a-b) are con-
figured to expand the respective rotor blade (300)
during flight to increase lift generated by the rotor.

6. The rotorcraft (100, 200) of any preceding claim,
wherein the plurality of blade segments (310a-c)
comprises an inboard blade segment (310a), a mid-
dle blade segment (310b), and an outboard blade
segment (310c).

7. The rotorcraft (100, 200) of claim 6, wherein the one
or more attachment fittings comprise one or more
flexures (320a-b).

8. The rotorcraft (100, 200) of claim 7, wherein the one
or more flexures (320a-b) comprise:

a first flexure (320a) for coupling the inboard
blade segment (310a) and the middle blade seg-
ment (310b); and
a second flexure (320b) for coupling the middle

blade segment (310b) and the outboard blade
segment (310c).

9. The rotorcraft (100, 200) of claim 6 or of claim 7 or
of claim 8, wherein the one or more actuators (330a-
b) comprise:

a first actuator (330a) for adjusting a first orien-
tation of the inboard blade segment (310a) and
the middle blade segment (310b); and
a second actuator (330b) for adjusting a second
orientation of the middle blade segment (310b)
and the outboard blade segment (310c).

10. The rotorcraft (100, 200) of any preceding claim,
wherein the one or more actuators (330a-b) further
comprise one or more ball joints (336a-d) for cou-
pling the one or more linear motors (334a-b) to the
plurality of blade segments (310a-c).

11. The rotorcraft (100, 200) of any preceding claim, fur-
ther comprising:
a fuselage (106, 206).

Patentansprüche

1. Drehflügler (100, 200), der Folgendes umfasst:

einen Rotor, der eine Vielzahl von Rotorblättern
(300) umfasst, wobei jedes der Vielzahl von Ro-
torblättern Folgendes umfasst:

eine Vielzahl von Blattsegmenten (310a-c);
ein oder mehrere Befestigungselemente,
die konfiguriert sind, um die Vielzahl von
Blattsegmenten (310a-c) zu koppeln; und
einen oder mehrere Aktuatoren (330a-b),
die konfiguriert sind, um eine relative Aus-
richtung jedes Blattsegments der Vielzahl
von Blattsegmenten (310a-c) zu anderen
Blattsegmenten der Vielzahl von Blattseg-
menten (310a-c) des Rotorblatts (300) ein-
zustellen;
dadurch gekennzeichnet, dass der eine
oder die mehreren Aktuatoren (330a-b) ei-
nen oder mehrere lineare Motoren (334a-
b) umfassen, die konfiguriert sind, um die
Ausrichtung der Vielzahl von Blattsegmen-
ten (310a-c) einzustellen, und

wobei der eine oder die mehreren Aktuatoren
(330a-b) eine oder mehrere hydraulische Klem-
men (332a-b) umfassen, die konfiguriert sind,
um die Ausrichtung der Vielzahl von Blattseg-
menten (310a-c) zu verriegeln.

2. Drehflügler (100, 200) nach Anspruch 1, wobei der
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eine oder die mehreren Aktuatoren (330a-b) konfi-
guriert sind, um das jeweilige Rotorblatt (300) zu-
sammenzuziehen.

3. Drehflügler (100, 200) nach Anspruch 2, wobei der
eine oder die mehreren Aktuatoren (330a-b) weiter
konfiguriert sind, um das jeweilige Rotorblatt (300)
zusammenzuziehen, um eine spitz zulaufende Kan-
te zu bilden.

4. Drehflügler (100, 200) nach Anspruch 1 oder An-
spruch 2 oder Anspruch 3, wobei:

(i) der eine oder die mehreren Aktuatoren (330a-
b) konfiguriert sind, um das jeweilige Rotorblatt
(300) während des Flugs zusammenzuziehen,
um Geräusch zu reduzieren; oder
(ii) der eine oder die mehreren Aktuatoren
(330a-b) konfiguriert sind, um das jeweilige Ro-
torblatt (300) während des Flugs zusammenzu-
ziehen, um Vibration zu verringern; oder
(iii) der eine oder die mehreren Aktuatoren
(330a-b) konfiguriert sind, um das jeweilige Ro-
torblatt (300) während des Flugs zusammenzu-
ziehen, um den Leistungsverbrauch zu reduzie-
ren.

5. Drehflügler (100, 200) nach Anspruch 1 oder einem
vorstehenden Anspruch, wobei der eine oder die
mehreren Aktuatoren (330a-b) konfiguriert sind, um
das jeweilige Rotorblatt (300) auszubreiten; oder
Drehflügler (100, 200) nach einem vorstehenden An-
spruch, wobei der eine oder die mehreren Aktuato-
ren (330a-b) konfiguriert sind, um das jeweilige Ro-
torblatt (300) während des Flugs auszubreiten, um
den Hub, der von dem Rotor erzeugt wird, zu stei-
gern.

6. Drehflügler (100, 200) nach einem vorstehenden An-
spruch, wobei die Vielzahl von Blattsegmenten
(310a-c) ein innen liegendes Blattsegment (310a),
ein mittleres Blattsegment (310b) und ein außen lie-
gendes Blattsegment (310c) umfasst.

7. Drehflügler (100, 200) nach Anspruch 6, wobei das
eine oder die mehreren Befestigungselemente eine
oder mehrere Biegevorrichtungen (320a-b) umfas-
sen.

8. Drehflügler (100, 200) nach Anspruch 7, wobei die
eine oder die mehreren Biegevorrichtungen (320a-
b) Folgendes umfassen:

eine erste Biegevorrichtung (320a) zum Kop-
peln des innen liegenden Blattsegments (310a)
und des mittleren Blattsegments (310b); und
eine zweite Biegevorrichtung (320b) zum Kop-
peln des mittleren Blattsegments (310b) und

des außen liegenden Blattsegments (310c).

9. Drehflügler (100, 200) nach Anspruch 6 oder An-
spruch 7 oder Anspruch 8, wobei der eine oder die
mehreren Aktuatoren (330a-b) Folgendes umfas-
sen:

einen ersten Aktuator (330a) zum Einstellen ei-
ner ersten Ausrichtung des innen liegenden
Blattsegments (310a) und des mittleren Blatt-
segments (310b); und
einen zweiten Aktuator (330b) zum Einstellen
einer zweiten Ausrichtung des mittleren Blatt-
segments (310b) und des außen liegenden
Blattsegments (310c).

10. Drehflügler (100, 200) nach einem vorstehenden An-
spruch, wobei der eine oder die mehreren Aktuato-
ren (330a-b) weiter ein oder mehrere Kugelgelenke
(336a bis d) umfassen, um den einen oder die meh-
reren linearen Motoren (334a-b) mit der Vielzahl von
Blattsegmenten (310a-c) zu koppeln.

11. Drehflügler (100, 200) nach einem vorstehenden An-
spruch, der weiter Folgendes umfasst:
einen Rumpf (106, 206).

Revendications

1. Giravion (100, 200), comprenant :

un rotor comprenant une pluralité d’aubes de
rotor (300), dans lequel chacune de la pluralité
d’aubes de rotor comprend :

une pluralité de segments d’aube (310a-c) ;
un ou plusieurs accessoires de fixation con-
figurés pour accoupler la pluralité de seg-
ments d’aube (310a-c) ; et
un ou plusieurs actionneurs (330a-b) confi-
gurés pour ajuster une orientation relative
de chaque segment d’aube de la pluralité
de segments d’aube (310a-c) par rapport à
d’autres segments d’aube de la pluralité de
segments d’aube (310a-c) de l’aube de ro-
tor (300) ;
caractérisé en ce que les uns ou plusieurs
actionneurs (330a-b) comprennent un ou
plusieurs moteurs linéaires (334a-b) confi-
gurés pour ajuster l’orientation de la plura-
lité de segments d’aube (310a-c), et

dans lequel les un ou plusieurs actionneurs
(330a-b) comprennent une ou plusieurs pinces
hydrauliques (332a-b) configurées pour ver-
rouiller l’orientation de la pluralité de segments
d’aube (310a-c).
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2. Giravion (100, 200) selon la revendication 1, dans
lequel les un ou plusieurs actionneurs (330a-b) sont
configurés pour contracter l’aube de rotor (300) res-
pective.

3. Giravion (100, 200) selon la revendication 2, dans
lequel les un ou plusieurs actionneurs (330a-b) sont
en outre configurés pour contracter l’aube de rotor
(300) respective pour former un bord pointu.

4. Giravion (100, 200) selon la revendication 1 ou la
revendication 2 ou la revendication 3, dans lequel :

(i) les un ou plusieurs actionneurs (330a-b) sont
configurés pour contracter l’aube de rotor (300)
respective pendant le vol pour réduire le bruit ;
ou
(ii) les un ou plusieurs actionneurs (330a-b) sont
configurés pour contracter l’aube de rotor (300)
respective pendant le vol pour réduire la
vibration ; ou
(iii) les un ou plusieurs actionneurs (330a-b) sont
configurés pour contracter l’aube de rotor (300)
respective pendant le vol pour réduire la con-
sommation d’énergie.

5. Giravion (100, 200) selon la revendication 1 ou l’une
quelconque des revendications précédentes, dans
lequel les un ou plusieurs actionneurs (330a-b) sont
configurés pour étendre l’aube de rotor (300)
respective ; ou
giravion (100, 200) selon l’une quelconque des re-
vendications précédentes, dans lequel les un ou plu-
sieurs actionneurs (330a-b) sont configurés pour
étendre l’aube de rotor (300) respective pendant le
vol pour augmenter la portance générée par le rotor.

6. Giravion (100, 200) selon l’une quelconque des re-
vendications précédentes, dans lequel la pluralité de
segments d’aube (310a-c) comprennent un segment
d’aube intérieur (310a), un segment d’aube intermé-
diaire (310b) et un segment d’aube extérieur (310c).

7. Giravion (100, 200) selon la revendication 6, dans
lequel les un ou plusieurs accessoires de fixation
comprennent un ou plusieurs raccords flexibles
(320a-b).

8. Giravion (100, 200) selon la revendication 7, dans
lequel les un ou plusieurs raccords flexibles (320a-
b) comprennent :

un premier raccord flexible (320a) pour accou-
pler le segment d’aube intérieur (310a) et le seg-
ment d’aube intermédiaire (310b) ; et
un second raccord flexible (320b) pour accou-
pler le segment d’aube intermédiaire (310b) et
le segment d’aube extérieur (310c)

9. Giravion (100, 200) selon la revendication 6 ou la
revendication 7 ou la revendication 8, dans lequel
les un ou plusieurs actionneurs (330a-b)
comprennent :

un premier actionneur (330a) pour ajuster une
première orientation du segment d’aube inté-
rieur (310a) et du segment d’aube intermédiaire
(310b) ; et
un second actionneur (330b) pour ajuster une
seconde orientation du segment d’aube inter-
médiaire (310b) et du segment d’aube extérieur
(310c).

10. Giravion (100, 200) selon l’une quelconque des re-
vendications précédentes, dans lequel les un ou plu-
sieurs actionneurs (330a-b) comprennent en outre
une ou plusieurs articulations sphériques (336a-d)
pour accoupler les un ou plusieurs moteurs linéaires
(334a-b) à la pluralité de segments d’aube (310a-c).

11. Giravion (100, 200) selon l’une quelconque des re-
vendications précédentes, comprenant en outre :
un fuselage (106, 206).
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