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Description

Technical field

[0001] The present disclosure relates to machines for
the preparation of beverages and liquid products in gen-
eral by means of capsules. The invention has been de-
veloped with particular reference to delivery assemblies
for machines of the type referred to.

Prior art

[0002] Delivery assemblies for machines for the prep-
aration of liquid products using capsules usually com-
prise a preparation chamber made up of two parts, at
least one of which is movable with respect to the other.
One part of the chamber is constituted by a capsule-hold-
er, whereas the other part is constituted by an injector.
Movement of at least one of the injector and the capsule-
holder is obtained by means of a mechanical actuation
system, which may be operated manually, via a lever, or
else in an automated way, via an electric motor. See for
example WO 2014/060932 A, WO 2008/096385 A and
WO 2008/014380.
[0003] In order to enable extraction of a spent capsule
from the capsule-holder it is known to use ejector mem-
bers, slidably mounted in a through opening of the bottom
of the capsule-holder. A delivery assembly provided with
one such member is, for example, known from WO
2012/158055 A, on which the preamble of Claim 1 is
based.
[0004] In this solution, the capsule is initially supported
in a position that is substantially coaxial to the injector
and the capsule-holder via two side guides, which are
fixed in motion with respect to the injector. These guides
are mounted so as to divaricate in the course of advance
of the injector in order to enable introduction of the cap-
sule into the capsule-holder. Following upon introduction
of the capsule into the capsule-holder, the ejector mem-
ber is moved in recession directly by the body of the cap-
sule while the latter is pushed forwards by the injector.
After delivery of the liquid product, the injector is made
to recede, bringing about advance of the ejector member
into the capsule-holder, aimed at causing expulsion of
the capsule. In the course of recession, moreover, the
side guides again approach one another.
[0005] In general, the body of the capsule, except for
its flange, undergoes mechanical softening owing to the
high temperatures involved in preparation of the liquid
product. For this reason, the bottom of the capsule, at
the end of preparation, is frequently weakened, in par-
ticular also following upon tearing that the filtering tips
have caused to enable outflow of the product. These con-
ditions have an adverse effect on the action of an ejector
member, since they entail, for example, application of
excessive forces during opening of the assembly, and
hence significant stresses on its mechanical system.

Object and summary

[0006] In its general terms, the aim of the present in-
vention is to overcome one or more of the aforesaid draw-
backs in a simple and inexpensive way. This and other
aims still, which will emerge clearly hereinafter, are
achieved according to the present invention thanks to a
machine for the preparation of beverages and liquid prod-
ucts in general having the characteristics recalled in the
claims. Advantageous developments of the invention
form the subject of the dependent claims. The claims
form an integral part of the technical teaching provided
herein in relation to the invention.

Brief description of the drawings

[0007] The invention will now be described, purely by
way of non-limiting example, with reference to the an-
nexed drawings, wherein:

- Figure 1 is a schematic view in side elevation of a
machine for the preparation of liquid products ac-
cording to one embodiment of the invention;

- Figure 2 is a partial and schematic longitudinal sec-
tion of a machine according to one embodiment of
the invention, in a first condition;

- Figures 3 and 4 are partially sectioned schematic
perspective views of the machine of Figure 2 in the
aforesaid first condition;

- Figure 5 is an exploded schematic view of some parts
of a delivery assembly of a machine according to
one embodiment of the invention;

- Figures 6 and 7 are views similar to those of Figures
2 and 3, with the machine in a second condition;

- Figure 8 is a schematic perspective view of a com-
ponent of a delivery assembly of a machine accord-
ing to one embodiment of the invention;

- Figure 9 is a partial and schematic perspective view
of the component of Figure 8 associated to an injec-
tor assembly;

- Figures 10-13 are partial and schematic perspective
views of a delivery assembly of a machine according
to one embodiment of the invention, in different op-
erating conditions;

- Figures 14-21 are schematic cross-sectional views
of a delivery assembly of a machine according to
one embodiment of the invention, in different oper-
ating conditions of an operating cycle;

- Figure 22 is schematic perspective view of a variant
embodiment of the component of Figure 8;

- Figures 23-24 are partial and schematic perspective
views of a delivery assembly of a machine according
to one embodiment that uses the component of Fig-
ure 22;

- Figure 25 is a schematic representation of a capsule
in an anomalous condition assumed following upon
preparation a liquid product;

- Figure 26 is a schematic perspective view of a variant
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embodiment of the component of Figure 8; and
- Figures 27-33 are partial and schematic represen-

tations of parts of a delivery assembly that uses the
component of Figure 26, in different operating steps.

Description of preferred embodiments

[0008] Reference to "an embodiment" or "one embod-
iment" in the framework of the present description is
meant to indicate that a particular configuration, struc-
ture, or characteristic described in relation to the embod-
iment is comprised in at least one embodiment. Hence,
phrases such as "in an embodiment" or "in one embod-
iment" and the like that may be present in various points
of this description do not necessarily refer to one and the
same embodiment. Furthermore, particular conforma-
tions, structures, or characteristics may be combined in
any adequate way in one or more embodiments. The
references used herein are merely provided for conven-
ience and hence do not define the sphere of protection
or the scope of the embodiments.
[0009] It is moreover pointed out that the machine ac-
cording to possible embodiments of the invention will be
illustrated and described limitedly to some parts of a de-
livery assembly thereof, which constitute a specific as-
pect of the invention, taking for granted that associated
to this assembly are all the other elements in themselves
known for operation of an ordinary machine for the prep-
aration of beverages via capsules, amongst which, for
example, a water tank, an electric pump, an electric heat-
er, a user interface, etc.
[0010] Partially and schematically represented in Fig-
ures 1-4 is a machine 1 for the preparation of liquid prod-
ucts via capsules, in particular for the preparation of cof-
fee. The machine 1 has a delivery assembly 2 having a
stationary structure or casing 3, located in which is a prep-
aration chamber comprising two parts, at least one of
which is movable e with respect to the other. In the ex-
ample illustrated, the first part includes a capsule-holder
4, defining a housing configured for receiving at least
partially a capsule and delivering the liquid product ob-
tained by means thereof, and for this purpose the cap-
sule-holder 4 has an outlet 4a of its own. In the example,
the capsule-holder 4 is stationary and at least part of its
structure is defined by the casing 3.
[0011] The second part of the infusion chamber com-
prises an injector device 5, referred to hereinafter for sim-
plicity as "injector", configured for introducing into a cap-
sule a preparation fluid, such as water and/or steam un-
der pressure, supplied by means of a respective inlet 5a.
In the example illustrated, the injector 5 is substantially
coaxial to the capsule-holder 4 and is mounted for shifting
linearly inside the casing 3 according to an axis desig-
nated by X in Figure 1, via guides of any known concep-
tion. For instance, in one embodiment, defined on each
of the two opposite sides of the casing 3 is a linear guide,
and in these two guides - which are parallel to one another
and with respect to the axis X of the assembly 2 - respec-

tive lateral guide elements of the injector 5 are engaged,
for example the ends of a pin belonging to an actuation
system of the assembly 2.
[0012] The assembly 2 comprises an inlet passage and
an outlet passage for the capsules and a supporting ar-
rangement, which comprises a supporting member that
is able to keep a capsule in a position substantially coaxial
to the capsule-holder 4 and the injector 5. The assembly
further comprises guide means, configured so as to guide
a capsule as far as the aforesaid position that is substan-
tially coaxial to the two parts of the preparation chamber
4-5.
[0013] A capsule that can be used in the assembly 2
is designated by 6 in Figure 2. In the example, the capsule
6, of a conception in itself known, has a substantially cup-
shaped body, with a peripheral wall 6a and a bottom 6b,
and a closing wall 6c opposite to the bottom 6b, preferably
formed by a sealing foil. The body 6a defines, at its mouth
opposite to the bottom 6b, a flange 6d, on which the clos-
ing wall 6c is fixed, for example via heat sealing. Housed
inside the cup-shaped body is a dose of a precursor that
is able to form a liquid product via a preparation fluid, in
particular, water and/or steam, the precursor comprising,
for example, ground coffee.
[0014] In one embodiment, such as the one exempli-
fied in the figures, the casing 3 has, in its top part, an
entry opening 3a, which provides the aforesaid inlet pas-
sage. In the example, the profile of the opening 3a sub-
stantially corresponds to the cross section of the capsule
6 so as to enable guided introduction thereof with relative
precision into the assembly 2. To the opening 3a there
corresponds, in the lower part of the casing 3, an opening
for discharging the capsule, which is partially visible for
example in Figure 4, where it is designated by 3b.
[0015] The aforesaid guide means for the capsule are
located at generally opposite side parts of the injector 5
and are configured for constraining a capsule 6 laterally.
In one embodiment, the guide means comprise two gen-
erally vertical guide elements 7, which are located a little
beyond the front of the injector 5, preferably at a fixed
distance from one another. The elements 7, hereinafter
also defined as "guides" or "vertical guides", are config-
ured for co-operating with the flange 6d of a capsule in
order to guide the latter. In one embodiment, each guide
7 has a respective first portion generally facing the front
of the injector 5, at a distance therefrom so as to delimit
with the latter a space for receiving the flange 6d of the
capsule 6 and enabling sliding thereof. One such portion
is designated by 7a, for example, in Figures 9, 26, 28,
and 32. The insertion guides 7 are movable together with
the injector 5. For this purpose, the guides 7 can be fixed
to the body of the injector 5 or else be configured as
distinct components, but fixed in motion with respect to
the injector. In a particularly advantageous embodiment,
each vertical guide 7 is fixed in motion with respect to a
respective sliding element 8 (see also Figure 5), which
is engaged in a corresponding horizontal guide defined
in a respective side of the casing 3; one such guide is
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designated, for example, by 3c in Figure 2. The sliding
elements 8 thus provide guide elements for movement
of the injector 5, which are generally transverse to the
guides 7. As may be appreciated, for example, in Figures
2 and 4, with the injector in its initial position, i.e., spaced
apart from the capsule-holder 4, the insertion guides 7
are located underneath the entry opening 3a so as to be
able to receive the flange 6d of the capsule 6.
[0016] The assembly 2 further includes means for ex-
pulsion of a spent capsule from the housing defined by
the capsule-holder 4. In one embodiment, such as the
one exemplified in the figures, these means include an
ejector member 9, extended in length, for example like
a stem, which is mounted displaceable through an open-
ing provided in the bottom of the capsule-holder 4. In the
example of embodiment illustrated, the member 9, here-
inafter defined for simplicity as "ejector", has associated
two lateral connection arms, designated by 9a (see also
Figure 5), each having a connection end slidably coupled
to a corresponding element 8. In the example represent-
ed, for this purpose, the arms 9a are provided on the
outer side of respective fixed pins 9b for coupling to the
elements 8 fixed with respect to the vertical guides 7, as
described hereinafter. The sliding elements 8 and the
arms 9a, set generally parallel to one another, thus pro-
vide members for connection of the ejector 9 to the cap-
sule-holder 4 and are able to slide through respective
front slits (not shown), defined on the front of the casing
3 and axially aligned to the guides 3c. In this way, move-
ment of the injector 5 and of the sliding elements 8 causes
movement of the connection arms 9a, and hence of the
ejector 9.
[0017] To the bottom wall of the capsule-holder 4 there
may be associated a perforation device, comprising one
or more tips or reliefs. Once again with reference to the
example illustrated, one such perforation device, which
is also of any known type, is designated by 10 and has
a central passage for the ejector 9. Irrespective of the
specific conformation of such a device 10, the liquid that
flows out of the capsule 6, which is torn at the bottom by
the aforesaid tips, can reach the passage 4a. The latter
may be connected, for example via a suitable duct, to a
nozzle for delivery of the liquid product. The invention
may in any case be applied also to the case of delivery
assemblies for capsules having a pre-perforated bottom
wall, in which case it is not necessary to provide a per-
foration device inside the capsule-holder 4.
[0018] Displacement of the injector 5 in the two oppo-
site directions indicated by the arrow F1 of Figure 2 is
obtained by means of an actuation system, designated
as a whole by 11. In various embodiments, the actuation
system 11 comprises a mechanism substantially of a tog-
gle type or a mechanism comprising a rocker and at least
one connecting-rod member, for example one that may
be operated manually by a user via a purposely provided
lever, of the same type as the one designated by 12 in
Figure 1. In other embodiments, the actuation mecha-
nism may include gears or an electric driving motor. Also

the actuation system 11 may in fact be of any type known
in the sector.
[0019] In one embodiment, such as the one exempli-
fied in the figures, the actuation system 11 includes a
rocker 13, i.e., a transmission member constrained to an
oscillation between two fixed positions. In the example,
a first connection portion of the rocker 13 includes two
lateral pins 13a, coaxial to each other, which are fixed in
rotation with respect to the rocker itself. The pins 13a are
designed to be rotatably constrained in respective rota-
tion seats 3d, one of which may be seen, for example, in
Figure 1, defined in the two opposite side walls or sides
of the casing 3, there being associated to the pins of the
rocker 13 the ends 12a of the lever 12. The rocker 13 is
articulated to a connecting-rod member 14 via a pin 15,
movable in arched guide slits defined on the two opposite
sides of the casing 3, one of which is designated by 16
in Figures 1 and 5. The connecting-rod member 14 is
constrained, via a second pin 17, to the body of the in-
jector 5. The axes of rotation of the actuation system 11
defined by the pins 13a of the rocker 13 and by the pins
15 and 17 are hence substantially perpendicular to the
direction of linear displacement F1 of the injector 5 with
respect to the capsule-holder 4.
[0020] In the example of embodiment illustrated, the
two opposite ends of the pin 17 project on opposite sides
of the body of the injector 5, with the latter that is con-
strained to a linear reciprocating movement within the
casing 3, between its spaced apart position and its close
position with respect to the capsule-holder 4. For this
purpose, as has been mentioned, the linear guides 3c
are provided, which are configured, for example, in the
form of rectilinear recesses on the inside of the side walls
of the casing 3. In a preferred embodiment, each end of
the pin 17 is coupled to one of the sliding elements 8,
which are purposely provided with a corresponding seat
8a (Figure 5). In this way, via the actuation system 11
the linear movements of the injector 5, of the guides 7,
and of the ejector 9 can be brought about.
[0021] Provided at the lower part of the injector 5, pref-
erably in a central position, is the aforementioned sup-
porting member, designated as a whole by 18. Operation
of this member is substantially similar to what is described
in WO 2012/168917 A, filed in the name of the present
applicant, to which the reader is referred. Here it is suf-
ficient to point out that the supporting member 18 is
mounted on the injector 5 so as to be able to slide be-
tween an advanced position, visible for example in Fig-
ures 2-4, and a retracted position, visible for example in
Figures 6-7. The advanced position is maintained by the
member 18 during advance of the injector 5 towards the
capsule-holder 4. In this step, the flange 6d of the capsule
6 (Figure 2) rests on the member 18 in order to be kept,
also with the aid of the vertical guides 7, in a position that
is substantially coaxial to the capsule-holder and the in-
jector. In the course of advance of the injector 5, when
the capsule is already introduced into the capsule-holder
4, a first part of the supporting member 18 interferes me-
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chanically with a first fixed stop, thereby being moved
into its retracted position. This retracted position is main-
tained in the course of the subsequent movement of the
injector towards its initial position, at a distance from the
capsule-holder so as not to constitute a hindrance to
dropping of the spent capsule into the outlet passage 3b,
as described hereinafter. Just before the initial position
of the injector 5 is reached, a second part of the support-
ing member 18 interferes mechanically with a second
fixed stop, thereby being brought again into its advanced
position, ready for receiving a new capsule.
[0022] In one embodiment, the assembly 2 comprises
at least one retention element operative in a position cor-
responding to a generally upper area of the capsule-hold-
er 4. In the example illustrated, one such retention ele-
ment is designated by 19 and is set in a fixed position in
an upper part of the capsule-holder 4, i.e., in a position
generally opposite to the lower supporting member 18.
In one embodiment, the retention element 19 has a lower
engaging tooth, with which the flange 6d of a capsule 6
may interfere mechanically in the course of advance of
the injector 5 towards the capsule-holder 4, as described
hereinafter.
[0023] With reference, in particular, to the embodiment
illustrated in Figures 2-5, the injector 5 has a generally
hollow body that includes at least one first body part 20
and one second body part 21, which is axially slidable
with respect to the first body part 20, the two parts being
mounted preferably in a substantially telescopic way with
a sealing member 22 set in between. In the example il-
lustrated in the figures, the axis of sliding between the
body parts 20 and 21 substantially corresponds to the
axis X of displacement of the injector 5 with respect to
the capsule-holder 4. In what follows, for simplicity, the
parts 20 and 21 will be defined as "injector body" and
"lid", respectively. In one embodiment, such as the one
exemplified, the injector body 20 is approximately cylin-
drical and has, on two opposite sides, circular through
seats 20a (Figure 5), which can be engaged by the pin
17 connected to the connecting-rod member 14. Also the
lid 21 has a substantially cylindrical hollow shape, with
an end wall 21a that basically provides a front wall of the
injector 5.
[0024] The general structure of the injector may be of
any type known in the sector, and for this reason will not
be described in detail. In the non-limiting example illus-
trated, defined between the injector body 20 and the lid
21 is a chamber 23, at least partially housed in which is
a perforation device, designated as a whole by 24, having
a plurality of front perforating elements that are axially
aligned to respective through holes defined in the front
wall 21a of the lid 21. The lid 21 is able to slide, against
the action of elastic means, from an advanced position
(visible in Figures 2-4) to a retracted position (visible in
Figures 6-7). In an advantageous embodiment, such as
the one illustrated in the figures, the aforesaid elastic
means comprise a bending spring 25, in particular a flat
or leaf spring, which extends in a direction transverse to

the direction of axial sliding X of the lid 21 with respect
to the injector body 20. In the aforesaid advanced position
of the lid 21 (see Figures 2-4), the tips 24a of the perfo-
ration device 24 do not project substantially beyond the
front wall 21a of the lid. Instead, in the aforesaid retracted
position (see Figures 6-7), the tips 24a project in a sub-
stantial way beyond the wall 21a in order to be able to
perform their perforating function. On the other hand, the
inventive aspects described hereinafter can be applied
also to delivery assemblies provided with an injector 5
without a perforation device, for the production of ma-
chines designed to operate with capsules having a pre-
perforated front wall.
[0025] As will emerge more clearly hereinafter, accord-
ing to one aspect, the connection members represented
by the sliding elements 8 and by the arms 9a are config-
ured in such a way that the ejector 9 will cause expulsion
of the capsule 6 from the capsule-holder if the guides 7
fail to extract the capsule.
[0026] Visible in isolation in Figure 8 is one of the
guides 7 with a corresponding sliding element 8, here
made of a single piece, for example of plastic material.
The guide 7 extends vertically in an intermediate position
of the sliding element 8, which has in its front part a slot
8b for coupling to a respective lateral arm 9a of the ejector
(see Figure 5). In an advantageous embodiment, the el-
ements 8 and the corresponding slide guides 3c are con-
figured for defining a position of arrest of the injector 5,
corresponding to a predefined position of maximum
opening thereof with respect to the capsule-holder 4. For
this purpose, in the embodiment illustrated, each sliding
element 8 includes at least one elastic engagement ele-
ment that is able to co-operate with a corresponding re-
cess or stop defined along the slide guides 3c. With ref-
erence to Figure 8, the element 8 includes two elastically
deformable cantilever portions or tabs 8c, an upper one
and a lower one, each defining an engagement relief 8d
normally projecting beyond the upper edge or lower
edge, respectively, of the sliding element. These reliefs
8d are able to co-operate with corresponding contrast
elements or stops - one of which is designated by 3c1 in
Figure 7 - defined by the slide guides 3c, in a position
such that, to the position of the engagement element
there corresponds the aforesaid predefined position of
maximum opening. In the course of movement of the
injector 5, and hence of the sliding elements 8, the tabs
8c are in an elastic pre-loading condition, due to the con-
tact between the top of the reliefs 8d with the upper and
lower surfaces of the guides 3c. In this way, when during
recession of the injector 5 the latter reaches the aforesaid
predefined position, the elastic reaction of the tabs 8c
enables engagement of the reliefs 8d with the corre-
sponding stops 3c1, thereby preventing any undesirable
movement of the actuation system 11.
[0027] Illustrated in Figure 9 is the assembled condition
between the injector 5 and the ensemble formed by the
vertical guides 7 and by the sliding elements 8 fixed with
respect to one another. As explained, in one embodi-
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ment, the elements 8, and hence the guides 7, are con-
strained to the body of the injector 5 through the pin 17,
here not visible, the opposite ends of which project lat-
erally from the body 20 of the injector 5 and are engaged
in the corresponding seats 8a provided on the inner sides
of the sliding elements 8 (see Figure 5). In the assembled
condition, the guides 7, which preferably have a substan-
tially L-shaped cross section, are positioned a little be-
yond the front wall 21a of the lid of the injector 5, with a
first portion 7a thereof (see, for example, Figures 28 and
32) generally facing the aforesaid wall 21a. In this way,
a sliding space is delimited for the flange 6d of the capsule
6.
[0028] As has been mentioned, in the assembled con-
dition of the assembly 2, the lateral connection arms 9a
of the ejector are coupled to the sliding elements 8. With
reference, for example, to Figure 10, this coupling is ob-
tained thanks to engagement of the fixed pin 9b of each
arm in the slot 8b of the corresponding sliding element
8. Figure 10 illustrates an instant subsequent to operation
of the actuation system of the assembly 2, in which the
injector 5 is already advancing. In this condition, the pins
9b of the arms 9a of the ejector 9 are in contact with the
proximal or initial ends of the slots 8b of the sliding ele-
ments. Consequently, in this way, advance of the injector
5, and hence of the elements 8, causes advance of the
ejector 9, i.e., its recession into the capsule-holder 4.
From Figure 10 it may moreover be noted how, in the
embodiment exemplified, the contrast elements 3c1 for
the engagement reliefs 8d of the elements 8 may be con-
stituted by the same initial ends of the slide guides 3c.
[0029] Figure 11 illustrates a subsequent instant of ad-
vance of the injector 5 towards the close position relative
to the capsule-holder. The pins 9b of the arms 9a of the
ejector 9 are always in contact with the initial end of the
slots 8b of the elements 8, as in Figure 12, which illus-
trates the position of maximum advance of the injector 5
and hence of maximum recession of the ejector 9 into
the capsule-holder.
[0030] As may be seen, according to the solution pro-
posed, recession of the ejector 9 is determined directly
and exclusively by the actuation system of the assembly
2, i.e., without the ejector having to be pushed backwards
owing to the presence of the capsule each time carried
by the injector towards the capsule-holder. In this way,
a more precise and softer actuation of the assembly is
guaranteed. It is hence to be emphasized how, in a pre-
ferred embodiment, the actuation system of the ejector
(the sliding elements 8, namely, the corresponding slots
8b, the arms 9a, the ejector 9, the capsule-holder 4, and
the travel of advance of the injector 5) are parameterized
in such a way that, during the travel of advance of the
injector the ejector does not come into contact with the
bottom 6b (Figure 2) of the capsule 6 loaded into the
assembly 2.
[0031] Starting from the position of Figure 12, after
preparation and delivery of the liquid product, which oc-
curs with modalities in themselves known, the actuation

system of the assembly is operated in a direction opposite
to the previous one in order to bring the injector 5 back
towards its initial position, of maximum distance from the
capsule-holder 4. In the course of this displacement there
is first determined a movement of recession of the sliding
elements 8, without, however, this causing a correspond-
ing recession of the arms 9a and hence of the ejector 9.
This is allowed thanks to the slidable coupling of the pins
9b of the arms 9a in the slots 8b of the elements 8. At a
certain point of the recession of the injector 5, and hence
of the sliding elements 8, the distal or bottom ends of the
slots 8b reach the pins 9b of the arms 9a, and starting
from this moment the movement of the ejector, i.e., its
advance into the capsule-holder, starts. Figure 13 illus-
trates precisely this condition, which occurs in the course
of return of the injector 5 towards its initial position of
complete opening of the preparation chamber.
[0032] As may be seen, the connection ends repre-
sented by the pins 9b of the arms 9a are coupled to the
elements 8 for sliding between two limit positions, deter-
mined by the ends of the slot 8b. In the first limit position,
the elements 8 exert a thrust on the arms 9a in the course
of displacement of the injector 5 towards the capsule-
holder 4, thereby bringing the ejector 9 into the corre-
sponding retracted position. In the second limit position,
the elements 8 exert, instead, a traction or tensile force
on the arms 9a, in the course of displacement of the in-
jector 5 towards the spaced apart position with respect
to the capsule-holder 4, thereby pulling the ejector mem-
ber 9 into the corresponding advanced position. In par-
ticular, the distance between the two aforesaid limit po-
sitions is such that the ejector brings about forced expul-
sion of the capsule 6 from the capsule-holder only if the
guides 7 fail to extract the capsule, as will emerge clearly
hereinafter.
[0033] In Figures 3-13, the capsule introduced into the
assembly 2 is not represented for reasons of greater clar-
ity of the drawings. An example of possible operation of
the assembly will now be summarized with reference to
Figures 14-21, where a capsule 6 has been represented
(in these figures, the different conditions of bending of
the spring inside the injector are not highlighted).
[0034] Figure 14 exemplifies the step of insertion of
the capsule 6 into the assembly 2, with the injector 5 in
the spaced apart position with respect to the capsule-
holder 4 and with the lower supporting member 18 in an
advanced position. The capsule 6 inserted in the assem-
bly 2 is taken up by the insertion guides 7 until the position
that is substantially coaxial to the injector and the cap-
sule-holder is reached. In this condition, a lower part of
the flange of the capsule 6 rests on the member 18, as
may be seen in Figure 15. Next, the actuation system is
operated for bringing the injector into the close position
relative to the capsule-holder, with the capsule still sup-
ported by the member 18 and by the guides 7 in a position
that is substantially coaxial to the injector and the cap-
sule-holder, as in Figure 16. In the course of advance of
the injector 5, the member 18 interferes with a front stop
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element (not shown), thereby passing into its retracted
position. Also the front of the injector 5 recedes following
upon contact with the front of the capsule 6 when this
can no longer proceed into the capsule-holder 4. Figure
17 illustrates the end-of-travel position of advance of the
injector. It may be noted that, in the course of advance
of the injector 5, there is a corresponding recession of
the ejector 9 into the capsule-holder 4, for the reasons
explained previously, without, however, the front of the
ejector coming into contact with the bottom of the cap-
sule. It is to be noted moreover that at least one of the
capsule-holder 4 and/or the guides 7 is shaped for ena-
bling passage of the guides beyond the front edge of the
capsule-holder in the course of displacement of the in-
jector 5. In other words, then, the guides 7 are designed
to overcome, as they advance, the front edge of the cap-
sule-holder 4, thereby also enabling introduction of the
capsule into the capsule-holder.
[0035] Prior to reaching of the position of Figure 17,
i.e., of closing of the preparation chamber, an upper part
of the flange of the capsule 6 comes into contact with the
retention element 19, in particular with its lower tooth.
The retention element 19 may be indifferently stiff or else
yielding. In the case of a stiff element 19, following upon
interference between the flange and the aforesaid tooth,
the capsule 6 tends to shift slightly downwards, in par-
ticular on an inclined upper surface of the support 18,
passing beyond the tooth. In the case, instead, of a yield-
ing retention element 19, the latter bends slightly so that
the flange of the capsule can advance.
[0036] After preparation of the liquid product, which oc-
curs with modalities in themselves known, the actuation
system is operated in a direction opposite to the previous
one. The injector 5 recedes towards the spaced apart
position with respect to the capsule-holder 4, with the
front of the injector that can return into the respective
advanced position. In this way, the member 18 is housed
in a corresponding front recess of the injector (not
shown), as may be seen for example in Figures 18 and
19, which show successive moments of the movement
of return of the injector 5 towards its initial position.
[0037] The spent capsule 6 is extracted from the cap-
sule-holder 4 via the guides 7, which are purposely
shaped, or else, in particular conditions explained here-
inafter, by means of the ejector member 9 that starts to
advance into the capsule-holder. It should be noted that,
in the condition illustrated in Figure 20, the member 18
is still in the retracted position. In the cases where the
capsule 6 is extracted from the capsule-holder 4 via the
guides 7, the capsule is then free to slide by gravity along
the guides themselves, towards the discharge outlet of
the assembly, without its fall being hindered by the mem-
ber 18.
[0038] In the course of recession, the supporting mem-
ber 18 then interferes with a rear stop element (not
shown) so that, as the movement of the injector 5 pro-
ceeds, the member itself has moved again into its ad-
vanced condition, as may be seen in Figure 14.

[0039] In the step of opening of the preparation cham-
ber 4-5, then, the spent capsule is guided to exit from the
capsule-holder thanks to the action of the guides 7 and
of the retention element 19. Given the retracted condition
of the lower supporting member 18, the capsule can thus
drop by gravity into the outlet passage 3b of the assembly
2. The solution proposed hence envisages intervention
of the insertion guides 7 as main and primary method for
extraction of the capsule in so far as, in various embod-
iments, the movement of the ejector 9 is delayed with
respect to the movement of recession of the injector 5,
when the guides 7 have already been able to carry out
extraction of the capsule 6 from the capsule-holder 4.
[0040] The front sealing foil of the capsule may occa-
sionally stick to the front of the injector, thus not enabling
subsequent dropping by gravity. In such a circumstance,
the presence of the retention element 19 enables impo-
sition on the capsule of a slight movement downwards,
i.e., creation of a sliding motion between the front surface
of the injector 5 and the sealing foil, which causes de-
tachment between the parts. It will be appreciated in fact
that, in the course of recession of the guides 7, the flange
of the capsule will come into contact with the lower tooth
of the retention element. In the absence of the lower sup-
port provided by the member 18, which is now in a re-
tracted position, the interference between the tooth of
the element 19 and the flange enables the aforesaid slight
movement downwards to be imposed upon the capsule,
which is sufficient to cause detachment of the sealing foil
from the front of the injector.
[0041] It is also possible that, following upon prepara-
tion and delivery of the liquid product, the capsule will
undergo deformation or be excessively weakened, as
explained previously, i.e., in such a way that the guides
7 do not manage to extract the capsule from the capsule-
holder 4. In these situations, in practice, the capsule re-
mains jammed within the capsule-holder in such a way
that recession of the guides 7 only brings about a defor-
mation of the flange, without managing to extract the cap-
sule from the capsule-holder.
[0042] In these conditions, the ejector 9 hence inter-
venes, which, as explained previously, advances in the
capsule-holder 4, but only starting from a certain point of
the movement of recession of the injector. This delay in
the movement of the ejector with respect to that of the
capsule-holder is determined by the presence of the slots
8b of the sliding elements 8, as explained previously with
reference to Figures 10-13. After the bottom of the slots
8b has reached the pins 9b of the lateral arms 9a of the
ejector 9 (see Figure 13), further recession of the injector
5 thus causes advance of the ejector 9, which first comes
into contact with the bottom of the spent capsule and
then pushes it out of the capsule-holder 4. The capsule
can then drop by gravity into the outlet passage of the
assembly 2.
[0043] As may be seen, the solution proposed envis-
ages intervention of the insertion guides 7 as principal
method for extraction of the capsule. Only in the case
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where, following upon preparation of the liquid product,
softening of the capsule 6 were so substantial as to par-
tially affect also the flange 6d, may it happen that the
guides 7 override the flange itself during recession of the
injector 5 from the capsule-holder 4. Hence, only in this
case would there be interaction between the bottom 6b
of the capsule 6 and the front part of the ejector 9. As
has been said, intervention of the ejector is delayed with
respect to the movement of recession of the injector 5
when the guides 7 have extracted or attempted to extract
the capsule 6 from the capsule-holder 4.
[0044] Figure 22 illustrates a possible variant embod-
iment, whereby the slots 8b of the sliding elements, here
designated by 8’, have an intermediate elastic engage-
ment element 8e in order to define a predetermined po-
sition of the fixed pins 9b, and hence of the arms 9a of
the ejector 9, with respect to the elements 8’.
[0045] In the example shown, the slots 8b are open,
i.e., delimited on one of their longitudinal sides, by an
elastically deformable cantilever portion 8f, which carries
the engagement element 8e, here in the form of a roughly
rounded projection, at its edge facing the inside of the
slot. The projection 8e is in the proximity of the initial end
of the slot 8b, in particular at a distance such that the
fixed pin 9b of the respective lateral arm of the ejector 9
is positioned between the end of the slot 8b and the pro-
jection 8e.
[0046] In the step of closing of the preparation cham-
ber, i.e., in the course of advance of the injector towards
the capsule-holder, the presence of the projection 8e has
practically no effect given that the pins 9a bear upon the
initial end of the slot 8b, as exemplified in Figure 23, which
represents an intermediate moment of advance. Figure
24 illustrates, instead, reaching of the position where the
injector and the capsule-holder are close to one another,
i.e., the position of maximum advance of the former with
respect to the latter. As may be appreciated, starting from
this position and already at the start of the movement of
recession of the injector, the ejector 9 is moved towards
the inside of the capsule-holder, given the condition of
coupling between the pins 9b and the projections 8e, as
shown in Figure 24. Consequently, in this embodiment,
exit of the capsule from the capsule-holder is guided in
a practically simultaneous way by the guide 7 and by the
ejector 9. This solution is advantageous in co-operation
with capsules that are particularly subject to the phenom-
enon of softening in so far as the mechanical stresses
involved in extraction of the capsule 6 from the chamber
4 are distributed practically evenly between the guides 7
and the ejector 9.
[0047] This mode of operation occurs when the cap-
sule 9 can in any case be extracted owing to the action
of the guides 7. Instead, in the case mentioned above of
excessive deformation or softening of a spent capsule
inside the capsule-holder, the action of extraction is car-
ried out by the ejector 9. In this condition, in the course
of recession of the injector, the ejector comes into contact
with the bottom of the capsule. Any further advance of

the ejector is then countered by the body of the capsule,
which causes release of the elastic engagement element
8e-8f. Basically, as the movement proceeds, the pins 9b
of the arms 9a of the ejector 9 are urged against the
projections 8e. In this way, elastic deformation of the can-
tilever portions 8f of the sliding elements 8 is caused,
with the projections 8e that thus slide underneath the
pins 9b, which at a certain point come into contact with
the bottom of the slots 9b. Starting from this point, as the
movement of the injector proceeds, the ejector 9 starts
to push the spent capsule forcefully out of the capsule-
holder.
[0048] During use of the machine 1, it is also possible,
following upon preparation a liquid product, for a spent
capsule not to undergo any significant deformation, but
there to occur, instead, excessive swelling of its sealing
foil 6c on the corresponding flange 6d, which may amount
to a few millimetres. This can cause jamming of the flange
6d of the capsule in the corresponding guide means 7.
This condition of swelling of a capsule 6 is exemplified
in Figure 25.
[0049] In order to tackle this problem, according to an
aspect of the invention, the assembly 2 envisages further
means for bringing about a momentary increase of the
distance between the front of the injector 5 and the por-
tions of constraint 7a of the guides 7 facing it in the course
of displacement of the injector 5 from the position where
it is set close to the capsule-holder 4 to the position where
it is set at a distance therefrom. These means in general
envisage at least one elastic element that co-operates
with a member for connection of the injector to the guides
7, as well as at least one corresponding engagement
element provided along the slide guides of the injector.
[0050] Figure 26 illustrates an embodiment where
each sliding element, here designated by 8", has, asso-
ciated to the respective engagement seat 8a, an elastic
element that, as will be seen, co-operates with a respec-
tive end of the pin 17 to enable a temporary variation of
the distance between a corresponding vertical guide 7
and the front of the injector 5. In the embodiment illus-
trated, the seat 8a has a generally oblong shape in the
axial direction of the sliding element, and at its distant
end, with respect to the guide 7, has a passage for the
elastic element, here represented by a helical spring 8g.
One end of the spring 8g bears upon a corresponding
contrast element 8h defined on the inside of the sliding
element 8a, whereas the opposite end is designed to
bear upon the pin 17, the end of which is inserted in the
seat 8a. This assembled condition is visible in Figure 27.
It should be noted that in Figures 27-28 and 30-33, rep-
resentation of the body of the injector 5 has been omitted
for reasons of clarity.
[0051] In this embodiment, the guides 3c for the ele-
ments 8" have, in a position corresponding to at least
one of the upper edge and the lower edge, an interruption
or recess, designated by 3c2 in Figure 27. This interrup-
tion can be engaged by the engagement relief 8d of a
respective tab 8c (see the previous description with ref-
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erence to Figure 8). As may be appreciated from Figure
27, the spring 8g tends to push the sliding element 8"
backwards, i.e., with the end of the seat 8a opposite to
the spring in contact with the pin 17. In the condition of
preparation with the chamber open, as has already been
explained, the reliefs 8d of the tabs 8c are engaged at
the proximal ends 3c1 of the guides 3c to guarantee hold-
ing of the mechanism in position. In this condition, the
front portion of the guides 7 and the front wall 21a of the
injector 5 are at a minimum pre-set distance, as may be
seen in Figure 28, where this distance is designated by
G (it should be noted that, for greater clarity, in Figures
28 and 32 the holes of the wall 21a are not represented).
The distance G is chosen so as to enable proper insertion
and positioning of the capsule 6. The guides 7 moreover
guarantee centring of the capsule, at least as far as entry
of the capsule 6 into the housing of the capsule-holder.
[0052] During the step of closing of the preparation
chamber, the distance G remains the same, given that
in this step the pin 17 pushes its two ends directly against
the bottom of the seats 8a opposite to the springs 8g,
thereby causing displacement of the injector 5, the guides
7, and the sliding elements 8" all together. At start of re-
opening of the preparation chamber, the distance G ini-
tially remains substantially the same in so far as the reliefs
8d of the tabs 8c of each element 8" slide on the upper
and lower surfaces, respectively, of the guides 3c, in a
pre-loading condition of the tabs, as shown schematically
in Figure 29. At a certain point of recession of the injector,
the reliefs 8d engage the interruptions 3c2, as shown
schematically in Figure 30, thanks to the elastic reaction
of the tabs 8c. In this condition, movement backwards of
the sliding elements 8" is temporarily arrested, whilst the
injector 5 continues to recede. This is made possible by
the oblong shape of the seat 8b and by the compression
of the spring, which enable a certain translation back-
wards of the pin 17, notwithstanding arrest of the move-
ment of the sliding elements 8, as shown schematically
in Figure 31. In this way, there is an increase of the dis-
tance G between the front wall 21a of the injector 5 and
the part 7a of the guides 7 facing the above wall, as rep-
resented schematically in Figure 32. This increased dis-
tance G guarantees dropping by gravity also of a possible
swollen capsule, as in Figure 25.
[0053] As the movement backwards of the injector 5
and of the pin 17 proceeds, and after the condition of
maximum compression of the spring 8g has been
reached, also the sliding elements 8" are forced to
resume the corresponding movement backwards, there-
by bringing about disengagement of the reliefs 8d from
the interruptions 3c2, thanks to the capacity of bending
of the tabs 8c, as shown schematically in Figure 33. The
springs 8g can thus bring back the elements 8 first into
a position such that the ends of the pin 17 are in an in-
termediate position between the corresponding seats 8b,
as shown schematically in Figure 33, and then bearing
upon the bottom of the seats 8a opposite to the corre-
sponding spring 8g, i.e., in the starting condition illustrat-

ed in Figure 27. Hence, in this position also the distance
G between the guides and the front of the injector 5 re-
turns to the initial one, of Figure 28.
[0054] From the foregoing description, the character-
istics of the present invention emerge clearly, as do like-
wise its advantages. According to one aspect, the guides
for introduction of the capsule into the assembly are used
as primary means for extraction of the capsule from the
capsule-holder. Only in the case where, following upon
preparation of the liquid product forming the beverage,
softening and/or excessive deformation of the capsule
were so substantial as to affect also its own flange par-
tially, is there interaction between the bottom of the cap-
sule and the ejector, which brings about expulsion of the
capsule from the capsule-holder. It will be appreciated
that the intervention of the ejector is delayed with respect
to the movement of recession of the injector and of the
insertion guides. According to a different aspect, the func-
tion of temporary recession of the guides described pre-
viously enables discharge of capsules that might have
undergone, in the course of preparation of the liquid prod-
uct, substantial modifications of their geometry, in par-
ticular in their front part.
[0055] Without prejudice to the principle of the inven-
tion, the details of construction and the embodiments
may vary, even significantly, from what has been illus-
trated herein purely by way of non-limiting example, with-
out thereby departing from the scope of the invention as
defined in the annexed claims.
[0056] The function of temporary recession of the
guides 7 described previously may be applied also to
delivery assembly distinguished by systems of actuation
of an ejector member different from the ones described
previously, and possibly even in assemblies without an
ejector member. Likewise, this function and the corre-
sponding means linked thereto may be associated to
guide elements functionally similar to those here desig-
nated by 7, but not directly or indirectly connected, for
example, elements for guiding movement of an injector,
such as the elements 8.
[0057] The slots previously designated by 8b can be
configured in the form of surface recesses of the ele-
ments 8 for guiding movement of the injector 5.

Claims

1. A machine (1) for the preparation of liquid products
via capsules (6) having a delivery assembly (2),
which comprises a stationary structure (3) and a pas-
sage for introduction of capsules (3a), the assembly
(2) moreover comprising:

- a preparation chamber (4-5), which includes a
first part of chamber (4), having a housing con-
figured for receiving at least partially a capsule
(6) and enabling delivery of the liquid product
from the preparation chamber (4-5), and a sec-
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ond part of chamber (5) configured for introduc-
tion of the fluid into the capsule (6);
- an actuation system (11) controllable for caus-
ing displacements of the second part of chamber
(5) with respect to the first part of chamber (4)
between a spaced apart position and a close
position;
- two first guide elements (7), secured at gener-
ally opposite side parts of the second part of
chamber (5) and fixed in motion with respect to
the second part of chamber (5), the first guide
elements (7) being configured for co-operating
with a flange (6d) of a capsule (6) for guiding the
latter towards a position that is substantially co-
axial to the first part of chamber (4) and to the
second part of chamber (5), the first guide ele-
ments (7) being designed to keep the capsule
(6) in a position centred with respect to the first
part of chamber (4) in the course of displace-
ment of the second part of chamber (5) towards
the close position, at least as far as entry of the
capsule (6) into the housing of the first part of
chamber (4),

wherein each first guide element (7) has at least one
first portion that generally faces a front (21a) of the
second part of chamber (5) at a distance therefrom,
such that said first portion and said front (21a) define
therebetween a space (G) for receiving the flange
(6d) of the capsule (6), to guide the capsule (6) to-
wards said position that is substantially coaxial to
the first part of chamber (4) and to the second part
of chamber (5) and to keep the capsule (6) in said
centred position, at least as far as entry of the cap-
sule (6) into the housing of the first part of chamber
(4),
the machine (1) being characterized in that it further
comprises means (17, 8g, 8h) for bringing about a
momentary increase in the distance between the
aforesaid first portion of each first guide element (7)
and the front (21a) of the second part of chamber
(5), in the course of displacement of the second part
of chamber from the close position to the spaced
apart position.

2. The machine according to Claim 1, wherein the
aforesaid means comprise:

a seat (8a), associated to the first guide element
(7) and engaged in which, with possibility of
translation, is an element (17) for connection be-
tween the second part of chamber (5) and the
first guide element (7), and an elastic element
(8g) that urges the aforesaid connection ele-
ment (17) into a predefined position within the
aforesaid seat (8a); and
an elastic engagement element (8c, 8d), which
is associated to the first guide element (7) and

is able to engage with an interruption or recess
(3c2), defined in the stationary structure (3) in
the course of displacement of the second part
of chamber (5) from the close position to the
spaced apart position.

3. The machine according to Claim 1 or Claim 2, where-
in the assembly (2) moreover comprises:

- an ejector member (9), which is slidably mount-
ed through a through opening of a bottom of the
housing of the first part of chamber (4) and is
displaceable in the housing between a retracted
position and an advanced position, in the course
of displacement of the second part of chamber
(5) between the spaced apart position and the
close position, respectively;
- connection members (8, 9a; 8’, 9a; 8", 9a),
which connect the ejector member (9) to the sec-
ond part of chamber (5).

4. The machine according to Claim 3, wherein:

- the first guide elements (7) are prearranged for
interfering with the flange (6d) of the capsule (6)
in the course of displacement of the second part
of chamber (5) from the close position to the
spaced apart position in order to extract the cap-
sule (6) from the housing of the first part of cham-
ber (4);
- the connection members (8, 9a; 8’, 9a; 8", 9a)
are configured in such a way that the ejector
member (9) brings about expulsion of the cap-
sule (6) from the housing of the first part of cham-
ber (4) if the first guide elements (7) fail to extract
the capsule (6) from the housing.

5. The machine according to Claim 3 or Claim 4, where-
in the connection members (8, 9a; 8’, 9a; 8", 9a)
comprise

- two second guide elements (8; 8’; 8"), generally
transverse to the first guide elements (7) and
engaged in corresponding linear guides (3c),
defined on opposite side walls of the stationary
structure (3) for guiding the displacements of the
second part of chamber (5) between the spaced
apart position and the close position, the second
guide elements (8; 8’; 8") being fixed in motion
with respect to the second part of chamber (5);
and
- two lateral arms (9a) of the ejector member (9),
each having a connection end (9b) slidably cou-
pled to a corresponding second guide element
(8; 8’; 8").

6. The machine according to Claim 5, wherein the con-
nection ends (9b) of the lateral arms (9a) of the ejec-
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tor member (9) are coupled to the second guide el-
ements (8; 8’; 8") for sliding between a first limit po-
sition and a second limit position, in the first limit
position the second guide elements (8; 8’; 8") exert-
ing a thrust on the lateral arms (9a) in the course of
displacement of the second part of chamber (5) to-
wards the close position, thereby pushing the ejector
member (9) towards the corresponding retracted po-
sition, and in the second limit position the second
guide elements (8; 8’; 8") exerting a pulling force on
the lateral arms (9a) in the course of displacement
of the second part of chamber (5) towards the spaced
apart position, thereby pulling the ejector member
(9) towards the corresponding advanced position,
where in particular the distance between the two limit
positions is such that the ejector member (9) brings
about expulsion of the capsule (6) from the housing
of the first part of chamber (4) only if the first guide
elements (7) fail to extract the capsule (6) from the
housing.

7. The machine according to Claims 5 and 6, wherein
the second guide elements (8; 8’; 8") each have a
slot or recess (8b), engaged in which with possibility
of sliding is a fixed pin (9b) belonging to the connec-
tion end (9a) of a respective lateral arm (9a) of the
ejector member (9), the opposite ends of the slot or
recess (8b) determining the two limit positions.

8. The machine according to Claim 7, wherein the slots
(8b) each have an intermediate elastic engagement
element (8e) for defining a predetermined position
of the fixed pins (9b) and hence of the lateral arms
(9a) of the ejector member (9) with respect to the
second guide elements (8; 8’; 8"), in particular at the
aforesaid first limit position, the fixed pins (9b) being
releasable from the intermediate elastic engage-
ment element (8e) in the course of said expulsion of
the capsule (6) from the housing of the first part of
chamber (4) performed via the ejector member (9).

9. The machine according to any one of Claims 5-8,
wherein the first guide elements (7) and the second
guide elements (8; 8’; 8") are fixed with respect to
one another, and are preferably made of a single
piece.

10. The machine according to any one of Claims 5-9,
wherein the second guide elements (8; 8’; 8") and
the corresponding linear guides (3c) are configured
for defining at least one position of arrest (3c1) of
the second part of chamber (5), corresponding to the
position where the latter is set at a distance from the
first part of chamber (4), where in particular each
second guide element (8; 8’; 8") comprises at least
one elastic engagement element (8c, 8d) that is able
to co-operate with a corresponding recess or stop
defined in the corresponding linear guides (3c).

Patentansprüche

1. Maschine (1) für die Zubereitung flüssiger Produkte
über Kapseln (6), die eine Abgabeanordnung (2) auf-
weist, die eine stationäre Struktur (3) und eine Pas-
sage für das Einführen von Kapseln (3a) aufweist,
wobei die Anordnung (2) darüber hinaus Folgendes
umfasst:

- eine Zubereitungskammer (4-5), die ein erstes
Kammerteil (4) beinhaltet, das ein Gehäuse auf-
weist, das zum mindestens teilweisen Aufneh-
men einer Kapsel (6) konfiguriert ist, und das
Abgeben des flüssigen Produkts aus der Zube-
reitungskammer (4-5) ermöglicht, und ein zwei-
tes Kammerteil (5), das zum Einführen der Flüs-
sigkeit in die Kapsel (6) konfiguriert ist;
- ein Betätigungssystem (11), das steuerbar ist,
um Verlagerungen zwischen dem zweiten Kam-
merteil (5) in Bezug auf das erste Kammerteil
(4) zwischen einer beabstandeten Position und
einer nahen Position zu bewirken;
- zwei erste Führungselemente (7), die an im
Allgemeinen entgegengesetzten Seitenteilen
des zweiten Kammerteils (5) befestigt sind, und
die in Bewegung in Bezug auf das zweite Kam-
merteil (5) stationär sind, wobei das erste Füh-
rungselement (7) konfiguriert ist, um mit einem
Flansch (6d) einer Kapsel (6) zum Führen der
Letzteren zu einer Position, die im Wesentlichen
zu dem ersten Kammerteil (4) und dem zweiten
Kammerteil (5) koaxial ist, zusammenzuwirken,
wobei das erste Führungselement (7) konzipiert
ist, um die Kapsel (6) in einer zentrierten Posi-
tion in Bezug auf das erste Kammerteil (4) im
Laufe der Verlagerung des zweiten Kammerteils
(5) zu der nahen Position mindestens so weit
wie das Eintreten der Kapsel (6) in das Gehäuse
des ersten Kammerteils (4) zu halten,

wobei das erste Führungselement (7) mindestens
einen ersten Abschnitt aufweist, der im Allgemeinen
einer Vorderseite (21a) des zweiten Kammerteils (5)
in einem Abstand davon derart zugewandt ist, dass
der erste Abschnitt und die Vorderseite (21a) zwi-
scheneinander einen Raum (G) zum Aufnehmen
des Flanschs (6d) der Kapsel (6) definieren, um die
Kapsel (6) zu der Position zu führen, die im Wesent-
lichen zu dem ersten Kammerteil (4) und zu dem
zweiten Kammerteil (5) koaxial ist, und um die Kap-
sel (6) in der zentrierten Position mindestens so weit
wie das Eintreten der Kapsel (6) in das Gehäuse des
ersten Kammerteils (4) zu führen,
Maschine dadurch gekennzeichnet, dass sie fer-
ner Mittel (17, 8g, 8h) umfasst, um eine momentane
Steigerung des Abstands zwischen dem oben ge-
nannten ersten Abschnitt jedes ersten Führungse-
lements (7) und der Vorderseite (21a) des zweiten
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Kammerteils (5) im Laufe der Verlagerung des zwei-
ten Kammerteils von der nahen Position zu der be-
abstandeten Position zu bewirken.

2. Maschine nach Anspruch 1, wobei das oben erwähn-
te Mittel Folgendes umfasst:

einen Sitz (8a), der mit dem ersten Führungse-
lement (7) assoziiert ist und in den mit Verschie-
bungsmöglichkeit ein Element (17) zum Verbin-
den zwischen dem zweiten Kammerteil (5) und
dem ersten Führungselement (7) eingreift, und
ein elastisches Element (8g), das das oben er-
wähnte Verbindungselement (17) in eine vorbe-
stimmte Position innerhalb des Sitzes (8a)
drückt; und
ein elastisches Eingriffselement (8c, 8d), das mit
dem ersten Führungselement (7) assoziiert ist
und fähig ist, in eine Unterbrechung oder eine
Vertiefung (3c2), die in der stationären Struktur
(3) definiert ist, im Laufe der Verlagerung des
zweiten Kammerteils (5) von der nahen Position
zu der beabstandeten Positionen einzugreifen.

3. Maschine nach Anspruch 1 oder Anspruch 2, wobei
die Anordnung (2) darüber hinaus Folgendes um-
fasst:

- ein Ausstoßelement (9), das gleitfähig durch
eine durchgehende Öffnung eines Grunds des
Gehäuses des ersten Kammerteils (4) montiert
ist, und in dem Gehäuse zwischen einer einge-
zogenen Position und einer vorgefahren Positi-
on im Laufe der Verlagerung des zweiten Kam-
merteils (5) jeweils zwischen der beabstandeten
Position und der nahen Position verlagerbar ist;
- Verbindungselemente (8, 9a; 8’, 9a; 8", 9a),
die das Ausstoßelement (9) mit dem zweiten
Kammerteil (5) verbinden.

4. Maschine nach Anspruch 3, wobei:

- die ersten Führungselemente (7) vorab einge-
richtet sind, um mit dem Flansch (6d) der Kapsel
(6) im Laufe der Verlagerung des zweiten Kam-
merteils (5) von der nahen Position zu der be-
abstandeten Position einzugreifen, um die Kap-
sel (6) aus dem Gehäuse des ersten Kammer-
teils (4) zu extrahieren;
- die Verbindungselemente (8, 9a; 8’, 9a; 8", 9a)
derart konfiguriert sind, dass das Ausstoßele-
ment (9) das Austreiben der Kapsel (6) aus dem
Gehäuse des ersten Kammerteils (4) bewirkt,
falls die ersten Führungselemente (7) beim Ex-
trahieren der Kapsel (6) aus dem Gehäuse ver-
sagen.

5. Maschine nach Anspruch 3 oder Anspruch 4, wobei

die Verbindungselemente (8, 9a; 8’, 9a; 8", 9a)

- zwei zweite Führungselemente (8; 8’; 8") um-
fassen, die im Allgemeinen zu den ersten Füh-
rungselement (7) quer sind und in entsprechen-
de lineare Führungen (3c) eingreifen, die auf
entgegengesetzten Seitenwänden der stationä-
ren Struktur (3) definiert sind, um die Verlage-
rungen des zweiten Kammerteils (5) zwischen
der beabstandeten Position und der nahen Po-
sition zu führen, wobei die zweiten Führungse-
lemente (8; 8’; 8") in Bewegung in Bezug auf
das zweite Kammerteil (5) festgestellt sind; und
- zwei Seitenarme (9a) des Ausstoßelements (9)
jeweils ein Verbindungsende (9b) aufweisen,
das gleitfähig mit einem entsprechenden zwei-
ten Führungselement (8; 8’; 8") gekoppelt ist.

6. Maschine nach Anspruch 5, wobei die Verbindungs-
enden (9b) der Seitenarme (9a) des Ausstoßele-
ments (9) mit den zweiten Führungselementen (8;
8’; 8") gekoppelt sind, um zwischen einer ersten
Grenzposition und einer zweiten Grenzposition zu
gleiten, wobei in der ersten Grenzposition die zwei-
ten Führungselemente (8; 8’; 8") einen Schub auf
den Seitenarmen (9a) im Laufe der Verlagerung des
zweiten Kammerteils (5) zu der nahen Position aus-
üben, wodurch das Ausstoßelement (9) zu der ent-
sprechenden eingezogenen Position geschoben
wird, und in der zweiten Grenzposition die zweiten
Führungselemente (8; 8’; 8") eine Zugkraft auf den
Seitenarmen (9a) im Laufe der Verlagerung des
zweiten Kammerteils (5) zu der beabstandeten Po-
sition ausüben, wodurch das Ausstoßelement (9) zu
der entsprechenden vorgefahrenen Position gezo-
gen wird, in der insbesondere der Abstand zwischen
den zwei Grenzpositionen derart ist, dass das Aus-
stoßelement (9) ein Austreiben der Kapsel (6) aus
dem Gehäuse des ersten Kammerteils (4) nur be-
wirkt, falls die ersten Führungselemente (7) beim Ex-
trahieren der Kapsel (6) aus dem Gehäuse versa-
gen.

7. Maschine nach den Ansprüchen 5 und 6, wobei die
zweiten Führungselemente (8; 8’; 8") jeweils einen
Schlitz oder eine Vertiefung (8b), in den/die mit Gleit-
möglichkeit ein stationärer Stift (9b) eingreift, der zu
dem Verbindungsende (9a) eines jeweiligen Seiten-
arms (9a) des Ausstoßelements (9) gehört, wobei
die entgegengesetzten Enden des Schlitzes oder
der Vertiefung (8b) die zwei Grenzpositionen bestim-
men.

8. Maschine nach Anspruch 7, wobei die Schlitze (8b)
jeweils ein elastisches Zwischeneingriffselement
(8e) zum Definieren einer vorbestimmten Position
der stationären Stifte (9b) und folglich der Seitenar-
me (9a) des Ausstoßelements (9) in Bezug auf die
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zweiten Führungselemente (8; 8’; 8") aufweisen, ins-
besondere an der oben erwähnten ersten Grenzpo-
sition, wobei die stationären Stifte (9b) aus dem elas-
tischen Zwischeneingriffselement (8e) im Lauf des
Austreibens der Kapsel (6) aus dem Gehäuse des
ersten Kammerteils (4), das über das Ausstoßele-
ment (9) ausgeführt wird, freigebbar sind.

9. Maschine nach einem der Ansprüche 5 bis 8, wobei
die ersten Führungselemente (7) und die zweiten
Führungselemente (8; 8’; 8") in Bezug aufeinander
stationär sind und bevorzugt aus einem einzigen
Stück hergestellt sind.

10. Maschine nach einem der Ansprüche 5 bis 9, wobei
die zweiten Führungselemente (8; 8’; 8") und die ent-
sprechenden linearen Führungen (3c) konfiguriert
sind, um mindestens eine Stoppposition (3c1) des
zweiten Kammerteils (5) zu definieren, die der Posi-
tion entspricht, in der Letztere in einem Abstand von
dem ersten Kammerteil (4) liegt, wobei insbesonde-
re jedes zweite Führungselement (8; 8’; 8") mindes-
tens ein elastisches Eingriffselement (8c, 8d) um-
fasst, das fähig ist, mit einer entsprechenden Vertie-
fung oder einem Stopp, die/der in den entsprechen-
den linearen Führungen (3c) definiert ist, zusam-
menzuwirken.

Revendications

1. Machine (1) pour la préparation de produits liquides
via des capsules (6) présentant un assemblage (2)
de distribution qui comprend une structure station-
naire (3) et un passage pour une introduction de cap-
sules (3a), l’assemblage (2) comprenant en outre :

- une chambre de préparation (4-5) qui inclut
une première partie de chambre (4) présentant
un boîtier configuré pour recevoir au moins par-
tiellement une capsule (6) et permettre une dis-
tribution du produit liquide depuis la chambre de
préparation (4-5), et une seconde partie de
chambre (5) configurée pour une introduction
du fluide jusque dans la capsule (6) ;
- un système d’actionnement (11) réglable pour
entraîner des déplacements de la seconde par-
tie de chambre (5) par rapport à la première par-
tie de chambre (4), entre une position écartée
et une position proche ;
- deux premiers éléments de guide (7) assurés
contre des parties latérales généralement op-
posées de la seconde partie de chambre (5) et
fixés en mouvement par rapport à la seconde
partie de chambre (5), les premiers éléments de
guide (7) étant configurés pour coopérer avec
une bride (6d) d’une capsule (6) pour guider cet-
te dernière vers une position qui est essentiel-

lement coaxiale à la première partie de chambre
(4) et à la seconde partie de chambre (5), les
premiers éléments de guide (7) étant conçus
pour maintenir la capsule (6) dans une position
centrée par rapport à la première partie de
chambre (4) au cours du déplacement de la se-
conde partie de chambre (5) vers la position pro-
che, au moins jusqu’à l’entrée de la capsule (6)
dans le boîtier de la première partie de chambre
(4),

dans laquelle chaque premier élément de guide (7)
présente au moins une première partie qui est gé-
néralement tournée vers un avant (21a) de la secon-
de partie de chambre (5) à une distance de celle-ci
de sorte que ladite première partie et ledit avant (21a)
définissent entre eux un espace (G) pour recevoir la
bride (6d) de la capsule (6), pour guider la capsule
(6) vers ladite position qui est sensiblement coaxiale
avec la première partie de chambre (4) et avec la
seconde partie de chambre (5) et pour maintenir la
capsule (6) dans ladite position centrée, au moins
jusqu’à l’entrée de la capsule (6) dans le boîtier de
la première partie de chambre (4),
la machine (1) étant caractérisée en ce qu’elle com-
prend en outre des moyens (17, 8g, 8h) pour provo-
quer une augmentation temporaire de la distance
entre la première partie précitée de chaque premier
élément de guide (7) et l’avant (21a) de la seconde
partie de chambre (5), au cours du déplacement de
la seconde partie de chambre depuis la position pro-
che vers la position écartée.

2. Machine selon la revendication 1, dans laquelle les
moyens précités comprennent :

- un siège (8a), associé au premier élément de
guide (7) et engagé dans celui-ci avec possibilité
de translation se trouve un élément (17) pour un
raccordement entre la seconde partie de cham-
bre (5) et le premier élément de guide (7), et un
élément élastique (8g) qui force l’élément de
raccordement (17) précité dans une position
prédéfinie à l’intérieur du siège (8a) précité ; et

un élément d’engagement (8c, 8d) élastique qui est
associé au premier élément de guide (7) et est à
même de s’engager avec une interruption ou un évi-
dement (3c2), défini dans la structure stationnaire
(3) au cours du déplacement de la seconde partie
de chambre (5) depuis la position proche vers la po-
sition écartée.

3. Machine selon la revendication 1 ou la revendication
2, dans laquelle l’assemblage (2) comprend en
outre :

- un élément éjecteur (9) qui est monté de façon
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coulissante à travers une ouverture traversante
d’un fond du boîtier de la première partie de
chambre (4) et peut être déplacé dans le boîtier
entre une position rétractée et une position
avancée, au cours du déplacement de la secon-
de partie de chambre (5) entre la position écar-
tée et la position proche, respectivement ;
- des éléments de raccordement (8, 9a ; 8’, 9a ;
8", 9a) qui raccordent l’élément éjecteur (9) à la
seconde partie de chambre (5).

4. Machine selon la revendication 3, dans laquelle :

- les premiers éléments de guide (7) sont pré-
agencés pour entrer en contact avec la bride
(6d) de la capsule (6) au cours du déplacement
de la seconde partie de chambre (5) depuis la
position proche vers la position écartée afin
d’extraire la capsule (6) du boîtier de la première
partie de chambre (4) ;
- les éléments de raccordement (8, 9a ; 8’, 9a ;
8", 9a) sont configurés de telle sorte que l’élé-
ment éjecteur (9) provoque une expulsion de la
capsule (6) depuis le boîtier de la première partie
de chambre (4) si les premiers éléments de gui-
de (7) échouent à extraire la capsule (6) du boî-
tier.

5. Machine selon la revendication 3 ou la revendication
4, dans laquelle les éléments de raccordement (8,
9a ; 8’, 9a ; 8", 9a) comprennent

- deux seconds éléments de guide (8 ; 8’ ; 8")
généralement transversaux aux premiers élé-
ments de guide (7) et engagés dans des guides
linéaires (3c) correspondants, définis sur des
parois latérales opposées de la structure sta-
tionnaire (3) pour guider les déplacements de la
seconde partie de chambre (5) entre la position
écartée et la position proche, les seconds élé-
ments de guide (8 ; 8’ ; 8") étant fixés en mou-
vement par rapport à la seconde partie de cham-
bre (5) ; et
- deux bras latéraux (9a) de l’élément éjecteur
(9), chacun présentant une extrémité de raccor-
dement (9b) couplée de façon coulissante à un
second élément de guide (8 ; 8’ ; 8") correspon-
dant.

6. Machine selon la revendication 5, dans laquelle les
extrémités de raccordement (9b) des bras latéraux
(9a) de l’élément éjecteur (9) sont couplées aux se-
conds éléments de guide (8 ; 8’ ; 8") pour coulisser
entre une première position limite et une seconde
position limite, dans la première position limite les
seconds éléments de guide (8 ; 8’ ; 8") exerçant une
poussée sur les bras latéraux (9a) au cours du dé-
placement de la seconde partie de chambre (5) vers

la position proche, ce faisant poussant l’élément
éjecteur (9) vers la position rétractée correspondan-
te, et dans la seconde position limite les seconds
éléments de guide (8 ; 8’ ; 8") exerçant une force de
traction sur les bras latéraux (9a) au cours du dépla-
cement de la seconde partie de chambre (5) vers la
position écartée, ce faisant tirant l’élément éjecteur
(9) vers la position avancée correspondante, où en
particulier la distance entre les deux positions limites
est telle que l’élément éjecteur (9) provoque une ex-
pulsion de la capsule (6) depuis le boîtier de la pre-
mière partie de chambre (4) seulement si les pre-
miers éléments de guide (7) échouent à extraire la
capsule (6) du boîtier.

7. Machine selon les revendications 5 et 6, dans la-
quelle les seconds éléments de guide (8 ; 8’ ; 8")
présentent chacun une fente ou un évidement (8b),
dans lequel engagée avec possibilité de coulisser
se trouve une broche fixe (9b) appartenant à l’extré-
mité de raccordement (9a) d’un bras latéral (9a) res-
pectif de l’élément éjecteur (9), les extrémités oppo-
sées de la fente ou de l’évidement (8b) déterminant
les deux positions limites.

8. Machine selon la revendication 7, dans laquelle les
fentes (8b) présentent chacune un élément d’enga-
gement (8e) élastique intermédiaire pour définir une
position prédéterminée des broches fixes (9b) et
donc des bras latéraux (9a) de l’élément éjecteur (9)
par rapport aux seconds éléments de guide (8 ; 8’ ;
8"), en particulier à la première position limite préci-
tée, les broches fixes (9b) étant séparables de l’élé-
ment d’engagement (8e) élastique intermédiaire au
cours de ladite expulsion de la capsule (6) depuis le
boîtier de la première partie de chambre (4) réalisée
via l’élément éjecteur (9).

9. Machine selon l’une quelconque des revendications
5-8, dans laquelle les premiers éléments de guide
(7) et les seconds éléments de guide (8 ; 8’ ; 8") sont
fixes l’un par rapport à l’autre et sont de préférence
fabriqués d’un seul tenant.

10. Machine selon l’une quelconque des revendications
5-9, dans laquelle les seconds éléments de guide
(8 ; 8’ ; 8") et les guides linéaires (3c) correspondants
sont configurés pour définir au moins une position
d’arrêt (3c1) de la seconde partie de chambre (5),
correspondant à la position où cette dernière est éta-
blie à une distance de la première partie de chambre
(4), dans laquelle en particulier chaque second élé-
ment de guide (8 ; 8’ ; 8") comprend au moins un
élément d’engagement (8c, 8d) élastique qui est à
même de coopérer avec un évidement ou arrêt cor-
respondant défini dans les guides linéaires (3c) cor-
respondants.
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