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(54) Self adjusting kiosk display

(57) A processor-implemented method and a kiosk
(300) for implementing the method are described. The
method comprises: presenting on a display (301) of a
kiosk (300) an entry presentation centered within the dis-

play (301); detecting a touch from a user at a specific
location on the display (301); and repositioning the entry
presentation to be centered at the specific location within
the display (301).
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Description

[0001] Consumers are increasingly using kiosks to
conduct business with enterprises. The kiosks come in
a variety of sizes and are used for a variety of purposes.
Some kiosks are provided at drive through locations,
such as fast food establishments, pharmacies, banks,
and the like. Other kiosks are provided at pedestrian lo-
cations, such as gas stations, grocery stores, department
stores, and others.
[0002] Kiosks are often equipped using a "one size fits
all" approach. That is, the kiosks are not flexible and are
not adaptable to accommodate the customers that are
using the kiosks. So, shorter customers may encounter
problems with a pedestrian kiosk because it is too high
for them to access properly. In another situation, custom-
ers in large Sport Utility Vehicles (SUV’s) that use a drive
through kiosk may have to exit their car to access the
kiosk properly.
[0003] In short, Kiosks are rigid and not customized to
the needs of the customers that come to the kiosks in all
shapes, sizes, and/or a variety of transportation vehicles.
[0004] It would be advantageous to provide an im-
proved user interface at a kiosk.
[0005] In various embodiments, techniques for self ad-
justing kiosk display information are presented. Accord-
ing to an embodiment, a method for self adjusting kiosk
display information is provided. An entry presentation is
centered within a display of a kiosk. Next, a touch from
a user is detected at a specific location on the display.
Finally, the entry presentation is repositioned to be cen-
tered at the specific location within the display.
[0006] According to a first aspect of the invention there
is provided a processor-implemented method compris-
ing: presenting on a display of a kiosk an entry presen-
tation centered within the display; detecting a touch from
a user at a specific location on the display; and reposi-
tioning the entry presentation to be centered at the spe-
cific location within the display.
[0007] According to a second aspect of the invention
there is provided a processor-implemented method com-
prising: receiving a request to re-center information pre-
sented on a display of a kiosk; and repositioning the in-
formation within the display to be centered at a location
identified by the request.
[0008] The step of receiving a request to re-center in-
formation presented on a display of a kiosk may further
include detecting a user’s touch at the location and raising
an event as the request.
[0009] The step of receiving a request to re-center in-
formation presented on a display of a kiosk may further
include receiving an instruction identifying the location
with the request from an operator that provides the in-
struction from a remote and different display screen after
making visual contact via a video camera with a car of
the user, the display part of a drive through window dis-
play.
[0010] The step of receiving a request to re-center in-

formation presented on a display of a kiosk may further
include receiving an instruction from a video detection
service that identifies a height of a driver’s side window
driving through a drive through with the display and using
the height to calculate and provide the location.
[0011] The step of repositioning the information within
the display to be centered at a location identified by the
request further includes resizing the information to be
centered at the location when portions of the information
exceed a border of the display.
[0012] According to a third aspect of the invention there
is provided a kiosk, comprising: a display; and a proces-
sor configured to automatically recalibrate a center point
for presentations within the display based on a direction
of a user interacting with the kiosk.
[0013] These and other aspects of the invention will
become apparent from the following specific description,
given by way of example, with reference to the accom-
panying drawings, in which:
[0014] FIG. 1 is a diagram of a method for self adjusting
kiosk display information, according to an example em-
bodiment;
[0015] FIG. 2 is a diagram of another method for self
adjusting kiosk display information, according to an ex-
ample embodiment;
[0016] FIG. 3 is a diagram of a kiosk having a self-
adjusting display, according to an example embodiment;
and
[0017] FIGS. 4A and 4B are sample illustrations of a
kiosk display before self adjusting and after self adjusting
using the techniques presented herein.
[0018] Reference will now be made to FIG. 1, which is
a diagram of a method 100 for self adjusting kiosk display
information, according to an example embodiment.
[0019] The method 100 (hereinafter "kiosk display
service") is implemented as instructions residing on a
non-transitory computer-readable storage medium and
executed by one or more processors. The processors
are specifically configured to process the kiosk display
service. In an embodiment, the kiosk display service op-
erates over a network. The network is wireless, wired, or
a combination of wired and wireless.
[0020] In an embodiment, the kiosk display service ex-
ecutes on processors embedded within a kiosk. The ki-
osk can be part of a system, such as a drive through
window at a fast food establishment, a bank, a pharmacy,
and the like; or, the kiosk can be a stand alone machine
designed to complete a transaction for any good or serv-
ice offered by an establishment.
[0021] At 110, the kiosk display service presents on a
display of a kiosk an entry presentation centered within
the display. That is, the initial greeting screen or informa-
tion presented to a customer in front of the kiosk is cen-
tered based on a location that is centered with the four
edges of the physical display screen.
[0022] According to an embodiment, at 111, the kiosk
display service detects an initial touch from the user that
causes the entry presentation to be presented and cen-
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tered within the display based on the four edges of the
display screen. In this case, the screen may be initially
blank or have some type of advertisement on it unrelated
to the function of the kiosk and it is awaiting a customer
for transacting business. When the customer initially
touches the screen at any location or touches any of the
input keys or even swipes a card, the entry presentation
is immediately presented and centered within the display
based on the four edges of the display screen.
[0023] At 120, the kiosk display service detects a touch
from a user at a specific location on the display. This can
be achieved in a few manners. In one case, the display
screen is touch sensitive such that the specific location
is immediately identified by coordinate points identifying
all points on the display screen and when touched the
user identifies a specific point or location within a grid
being maintained by the kiosk display service. In another
case, a hidden camera may be affixed above the screen
or on the side of the screen that captures an image of
where the user is touching the screen and the converts
that image, via image processing, into the specific loca-
tion. In this latter situation, the screen does not have to
be touch-enabled display screen although to the user
(customer) the screen appears to function as a touch-
sensitive and enabled display screen.
[0024] In an embodiment, at 121, the kiosk display
service presents a popup window on the display asking
the user (can be referred to herein as a customer as well)
to confirm the specific location as a new center for the
entry presentation of the kiosk display. This may be useful
when the customer inadvertently touches the screen and
is not intending to recalibrate the information presented
on the display screen.
[0025] At 130, the kiosk display service automatically
and dynamically in real time repositions the entry pres-
entation centered at or about the specific location (which
was detected at 120) within the display. The specific lo-
cation is different from the center used at 110 (the center
based on the four physical edges of the kiosk display).
In this manner, the kiosk display is self-adjusting based
on user or customer provided direction. This permits the
customer based on their situation (car, size, etc.) to de-
cide where information on the display screen of the kiosk
is to be provided.
[0026] In one scenario, at 140, the kiosk display serv-
ice transacts with the user, via multiple presentations,
each presentation centered at the specific location. So,
as information on the display changes the center of the
information presented on the display remains the specific
location identified by the customer.
[0027] Continuing with the embodiment of 140 and at
141, the kiosk display service concludes a transaction
with the user and then immediately represents the entry
presentation centered within the display at a center iden-
tified by the four sides of the display. In other words, the
entry presentation is recalibrated back to its original state
as soon as the session or transaction with the customer
concludes at the kiosk.

[0028] In another scenario, at 150, the kiosk display
service alters presentations, such that each presentation
is centered at the specific location. This was mentioned
above but here an operator audibly transacts an order
with the user that is viewing the presentations on the
display.
[0029] Continuing with the embodiment of 150 and at
151, the kiosk display service represents the presenta-
tions as order information that is audibly communicated
by the user to the operator and keyed into a terminal by
the operator at the drive through window and presented
on the display back at the location of the customer.
[0030] With the embodiments of 150 and 151, the kiosk
is a drive through window system where the customer
interacts with an operator that is remotely located from
the display being presented to the customer. In these
cases, the operator may visually inspect the size of the
car used by the customer and provide via the terminal
the specific location for recalibrating the entry presenta-
tion and other information presented to the customer on
the display.
[0031] FIG. 2 is a diagram of another method 200 for
self adjusting kiosk display information, according to an
example embodiment. The method 200 (hereinafter
"self-adjusting display service") is implemented as in-
struction within a computer-readable storage medium
that execute on one or more processors, the processors
specifically configured to execute the self-adjusting dis-
play service. In an embodiment, the self-adjusting display
service is operational over a network; the network is
wired, wireless, or a combination of wired and wireless.
[0032] According to an embodiment, the self-adjusting
display service is implemented in a stand alone kiosk or
a kiosk associated with a drive through service as dis-
cussed above with reference to the method 100 of the
FIG. 1.
[0033] The transaction self-adjusting display service
represents another and in some cases enhanced per-
spective of the kiosk display service, presented above
with respect to the discussion of the FIG. 1.
[0034] At 210, self-adjusting display service receives
a request to re-center or recalibrate information present-
ed on a display of a kiosk.
[0035] In an embodiment, at 211, the self-adjusting dis-
play service detects a user’s touch at the location and
then raises an event to produce the request identified at
210. As was mentioned with the discussion of the method
100 of the FIG. 1, the detection can be achieved via a
touch-sensitive display screen or can be achieved via a
video camera with image processing capabilities. In the
latter case, old legacy system displays that are not touch
sensitive can be retrofitted to achieve the techniques pre-
sented herein with the addition of a camera and image
processing.
[0036] According to an embodiment, at 212, the self-
adjusting display service receives an instruction identi-
fying the location with the request from an operator that
provides the instruction from a remote and different dis-
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play screen after making visual contact via a video cam-
era with a car of the user. Here, the display is part of a
kiosk system for a drive through window display. This
scenario was discussed above with the embodiments of
the FIG. 1 at 150 and 151.
[0037] In another situation, at 213, the self-adjusting
display service receives an instruction from a video de-
tection service that identifies a height of a driver’s side
window driving through with the display. Here, the de-
tected height of the window on the driver’s side is used
to calculate and provide the location. This is another case
where sensors can be used to determine a height of the
car and an algorithm used to deduce a reduction in height
to get to where a drive would be seated at the driver’s
side window. Calculations are then made to identify the
location for recalibrating the display information on the
screen of the kiosk.
[0038] At 220, the self-adjusting display service repo-
sitions the information within the display to be centered
at a location identified (or calculated as discussed above)
by the request.
[0039] In an embodiment, at 221, the self-adjusting dis-
play service resizes the information to be centered at the
location when portions of the information exceed a board-
er of the display. So, when recalibration occurs about the
new center at the identified location of the display, the
information itself may have to have its font-type and font-
size adjusted to ensure it all still is presented in a readable
manner to the customer within the display.
[0040] According to an embodiment, at 230, the self-
adjusting display service auto fills blank areas that are
void of information with a custom background color within
the display, such as black, red, etc.
[0041] FIG. 3 is a diagram of a kiosk 300 having a self-
adjusting display, according to an example embodiment.
The kiosk 300 includes one or more processors that are
specifically configured to perform, inter alia, the process-
ing associated with the methods 100 and 200 of the FIGS.
1 and 2, respectively. The kiosk 300 includes a variety
of other hardware components, such as network connec-
tions, memory, display screen, input mechanisms, and
the like.
[0042] The kiosk 300 includes a display 301 and a
processor 302. Each of these and their interactions with
one another will now be discussed in turn.
[0043] The display 301 can be touch enabled (touch
screen) or can be a conventional large kiosk display
equipped with camera’s and image processing capabil-
ities executing on the processor 302 (as discussed above
with the methods 100 and 200 of the FIGS. 1 and 2,
respectively).
[0044] The processor 302 is configured to automati-
cally recalibrate a center point for the presentations within
the display 301 based on a direction of a user that inter-
acts with the kiosk 300.
[0045] According to an embodiment, the direction pro-
vided by the user is a specific location on the display 301
when the display is a touch screen device that is touched

by the user at the specific location.
[0046] In a different scenario, the direction provided
by the user is provided via arrow keys situated on one or
more sides of the display 301 and activated by the user
and interfaced to be captured and handled by the proc-
essor 302.
[0047] In yet another situation, the direction provided
by the user is achieved audibly via audible commands
of the user to move the information on the display 301 to
the left, the right, up, and down. Here, the processor 302
is enabled with speech recognition software.
[0048] In an embodiment, the kiosk 300 is situated in-
side a business and is accessed by a user that walks up
to the kiosk 300.
[0049] In another case, the kiosk 300 is situated at a
drive through window system of a business.
[0050] FIGS. 4A and 4B are sample illustrations of a
kiosk display before self adjusting and after self adjusting
using the techniques presented herein.
[0051] The FIG. 4A shows a large display of a kiosk
having a block of information or an initial entry presenta-
tion that is centered within the display based on the orig-
inal dimensions of the display itself at location "X". This
is how the display screen with the entry presentation ap-
pears to a customer that initially comes up to the kiosk
to interact with the kiosk for purposes of conducting a
transaction.
[0052] The FIG. 4B shows the entry presentation rec-
alibrated and re-centered about a different Center at lo-
cation "Y". Location Y is defined by the customer that
touches the display screen at location Y upon initial in-
teraction with the kiosk. Variations and techniques for
achieving this user-driven (or customer-driven) self ad-
justing display presentation within a kiosk display were
presented above with reference to the methods 100 and
200 of the FIGS. 1 and 2, respectively, and with respect
to the kiosk 300 of the FIG. 3.
[0053] The above description is illustrative, and not re-
strictive. Many other embodiments will be apparent to
those of skill in the art upon reviewing the above descrip-
tion.
[0054] In the foregoing description of the embodi-
ments, various features are grouped together in a single
embodiment for the purpose of streamlining the disclo-
sure. This method of disclosure is not to be interpreted
as reflecting that the claimed embodiments have more
features than are expressly recited in each claim. Rather,
as the following claims reflect, inventive subject matter
lies in less than all features of a single disclosed embod-
iment.

Claims

1. A processor-implemented method to execute on a
processor (302) configured to execute the method,
comprising:
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presenting on a display (301) of a kiosk (300)
an entry presentation centered within the display
(301);
detecting a touch from a user at a specific loca-
tion on the display (301); and
repositioning the entry presentation to be cen-
tered at the specific location within the display
(301).

2. The method of claim 1 further comprising, transact-
ing with the user via multiple presentations, each
presentation centered at the specific location.

3. The method of claim 2 further comprising, concluding
a transaction with the user and representing the entry
presentation centered within the display (301).

4. The method of any preceding claim, further compris-
ing: altering presentations where each presentation
is centered at the specific location and the presen-
tations made by an operator audibly transacting an
order with the user that views the presentations on
the display.

5. The method of claim 4, wherein altering presenta-
tions further includes representing the presentations
as order information audibly communicated by the
user to the operator and keyed into a terminal by the
operator at a drive through window.

6. The method of any preceding claim, wherein pre-
senting on a display (301) of a kiosk (300) an entry
presentation centered within the display (301) further
includes detecting an initial touch from the user that
causes the entry presentation to be presented and
centered within the display (301).

7. The method of any preceding claim, wherein detect-
ing a touch from a user at a specific location on the
display (301) further includes presenting a popup
window on the display (301) asking the user to con-
firm the specific location as a center for the entry
presentation.

8. The method of claim 1 further comprising, filling
blank areas that are void of information with a custom
background color within the display (301).

9. A kiosk (300), comprising:

a display (301); and
a processor (302) configured to automatically
recalibrate a center point for presentations with-
in the display (301) based on a direction of a
user interacting with the kiosk (300).

10. The kiosk of claim 9, wherein the display (301) is a
touch screen.

11. The kiosk of claim 10, wherein the direction is a lo-
cation on the touch screen that is touched by the
user.

12. The kiosk of any of claims 9 to 11, wherein the di-
rection is provided via arrow keys situated on the
side of the display (301) and activated by the user.

13. The kiosk of any of claims 9 to 12, wherein the di-
rection is provided via audibly communicated com-
mands from the user recognized and handled by the
processor (302).

14. The kiosk of any of claims 9 to 13, wherein the kiosk
(300 is situated inside a business and is accessed
via user walking up to the kiosk (300).

15. The kiosk of any of claims 9 to 14, wherein the kiosk
(300) is situated at a drive through window of a busi-
ness.
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