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(54)  A  method  of  and  apparatus  for  displaying  images. 

(57)  A  method  of  and  apparatus  for  displaying  an 
image  clip  comprising  a  plurality  of  image 
frames  on  an  electronic  monitor  includes 
separating  each  image  frame  from  the  next 
image  frame  by  an  overscan  period.  In  this  way 
image  frames  captured  at  a  first  frame  rate  can 
be  displayed  at  the  first  frame  rate  on  a  monitor 
arranged  normally  to  display  images  at  a  sec- 
ond  frame  rate,  different  to  the  first  frame  rate. 
In  practice,  the  overscan  period  is  created  by 
adjusting  driving  circuitry  for  the  monitor  to 
increase  the  number  of  lines  of  data  output  to 
the  monitor  during  a  frame  or  field  period  whilst 
maintaining  the  line  rate  constant. 

FILM 

F I G .   3  

VIDEO 48  HZ 
VIDEO  DISPLAY 

F1 

F5 

/  V  

V2 

V5 

A  
3 h  

3A 
A  

3/- 

DVIo 

DV1E 

DV20 

DV2E 

DV3n 

□  V3E 

DV4r 

DV4E 

DV50 

DV5E 

30  

LU 

Jouve,  18,  rue  Saint-Denis,  75001  PARIS 



1 EP  0  568  320  A2 2 

The  invention  relates  to  a  method  of  and  appara- 
tus  for  displaying  images.  The  invention  has  particu- 
lar,  but  not  exclusive,  application  to  the  display  of  im- 
ages  captured  at  one  frame  rate  on  a  monitor  at  an- 
other  frame  rate,  for  example  the  display  at  video 
frame  rate  of  images  captured  at  film  frame  rate. 

During  post  production  work  it  is  common  for  im- 
ages  captured  on  film  to  be  converted  into  electrical 
video  signals  for  storage  and  modification  in  an  elec- 
tronic  environment.  Once  converted  into  electrical 
signals  the  images  can  be  edited,  combined  with 
other  images  and/or  modified  for  example  by  retouch- 
ing  features  in  the  image  or  adjusting  the  colour  bal- 
ance  of  the  image. 

One  of  the  problems  associated  with  converting 
between  film  and  video  is  that  the  display  rate  differs 
between  the  two  media.  Film  is  usually  captured  at  a 
rate  of  24  frames  per  second  whereas  video  accord- 
ing  to  the  HDTV  standard  is  displayed  at  a  rate  30 
frames  per  second.  When  converting  from  film  to  vid- 
eo  it  is  usual  to  maintain  the  integrity  of  the  frames  by 
converting  each  film  frame  to  a  corresponding  single 
video  frame.  This  enables  each  frame  in  the  film  to  be 
accessed  for  editing  and/or  modification  which  is  es- 
sential  for  example  where  mattes  are  to  be  produced 
electronically  for  use  in  combining  two  images  on  a 
frame  by  frame  basis.  Also,  editing  can  be  work  out 
in  an  electronic  environment,  thereby  avoiding  the 
need  actually  to  cut  film  and  enabling  many  different 
edit  combinations  to  be  tried.  Once  the  editor  is  sat- 
isfied  with  the  result  of  an  edit  list  can  be  produced 
which  identifies  the  manner  in  which  frames  are  com- 
bined,  thus  enabling  cutting  of  the  film  to  match  ex- 
actly  the  video  edit. 

Editing  work  is  usually  done  on  a  frame-by-frame 
basis  and  electronic  editing  equipment  is  available 
which  is  able  to  display  simultaneously  several 
frames  of  one  or  more  video  clips  at  respective  display 
areas  of  the  monitor.  Thus,  during  editing  there  are 
usually  no  significant  problems  caused  by  the  differ- 
ent  display  rates  of  the  two  media  because  frames  are 
viewed  as  stills  on  the  monitor. 

However,  during  playback  of  the  video  one  effect 
of  the  one-to-one  conversion  from  film  is  that  move- 
ment  in  the  video  image  is  seen  speeded  up  as  com- 
pared  to  corresponding  movement  in  the  film  image. 
The  reason  for  this  will  be  explained  with  reference  to 
Figure  1  of  the  accompanying  drawings.  As  shown  in 
Figure  1  a  film  clip  1  comprises  a  plurality  of  film 
frames  F1  to  F5.  As  mentioned  hereinabove  a  film  clip 
comprises  a  plurality  of  image  frames  captured  at  a 
rate  of  twenty  four  frames  per  second.  The  human  eye 
is  sensitive  to  the  fundamental  frequency  at  which 
moving  images  are  displayed  and  when  film  is  dis- 
played  at  twenty  four  frames  per  second  a  24  Hz  flick- 
er  can  be  seen  in  the  displayed  image.  In  order  to  re- 
duce  the  perceived  f  lickerf  ilm  projectors  are  provided 
with  a  double-shuttered  arrangement  whereby  each 

frame  is  displayed  twice.  This  double-shuttered  pro- 
jection  arrangement  increases  the  fundamental  fre- 
quency  of  display  to  48Hz  which  is  less  detectable  by 
the  human  eye.  This  double  shuttered  displaying  of 

5  film  is  represented  in  Figure  1  by  the  clip  2  in  which 
each  frame  is  displayed  twice,  eg  F1A  and  F1B,  with 
the  displays  F1Aand  F1B  being  separated  by  an  in-fra- 
me  blanking  period  3  and  the  display  of  consecutive 
frames,  eg  F1B  and  F2A  separated  by  an  inter-frame 

10  blanking  period  4  corresponding  to  the  frame  pull 
down  period  of  the  projector  or  other  display  appara- 
tus  (not  shown). 

Next  to  the  displayed  clip  2  in  Figure  1  there  is 
shown  a  video  clip  5  comprising  plural  video  frames 

15  V1  to  V5.  The  video  frames  V1  to  V5  correspond  re- 
spectively  to  the  film  frames  F1  to  F5.  The  vertical 
length  of  each  frame  in  Figure  1  represents  the  length 
of  time  that  the  frame  is  displayed  during  playback.  As 
can  be  seen  five  frames  of  the  video  clips  correspond 

20  to  the  same  period  of  time  as  four  frames  of  the  film 
clip  1.  Thus,  if  the  video  frames  V1  to  V5  are  output 
for  display  at  video  rate  (30  frames  per  second)  the 
playback  will  be  25%  quicker  than  the  display  of  cor- 
responding  film  frames  F1  to  F5  atf  ilm  rate  (24  frames 

25  per  second)  and  movement  in  the  image  when  dis- 
played  will  be  speeded  up  accordingly. 

Video  frames  are  formed  from  interleaved  fields 
which  are  displayed  at  twice  the  frame  rate.  Thus, 
each  video  frame  is  formed  from  two  interleaved 

30  fields,  one  field  corresponding  to  all  of  the  even  num- 
bered  lines  in  the  frame  and  the  other  field  corre- 
sponding  to  all  of  the  odd  numbered  lines  in  the  field. 
The  odd  and  even  fields  in  each  frame  of  video  V1  to 
V5  are  represented  by  the  symbols  '0'  and  'E'  in  Fig- 

35  ure  1  . 
One  way  in  which  the  above  problem  of  different 

display  rates  can  be  overcome  is  to  increase  the  num- 
ber  of  fields  used  to  represent  video  frames.  By  in- 
creasing  the  number  of  fields  representing  two  con- 

40  secutive  video  frames  from  four  to  five,  the  time  per- 
iod  occupied  by  the  two  video  frames  will  equal  that 
of  the  corresponding  two  film  frames.  This  approach 
is  known  as  3:2  pull  down  and  is  illustrated  by  the  dis- 
play  scan  clip  6  shown  in  Figure  1  of  the  accompany- 

45  ing  drawings.  As  can  be  seen  in  Figure  1  the  first  two 
film  frames  F1  and  F2  are  displayed  as  a  first  display 
frame  7  comprising  an  odd  field  V10  and  an  even  field 
V1  E  and  a  second  display  frame  8  comprising  two  odd 
fields  V20  and  an  even  field  V2E.  The  second  frame  8 

so  is  displayed  by  outputting  first  the  odd  field  V20  then 
the  even  field  V2E  and  then  the  same  odd  field  V20 
once  again. 

One  problem  associated  with  3:2  pull  down  is 
caused  by  the  repeated  display  of  one  field  in  every 

55  other  frame  in  the  clip.  The  extra  field  in  every  other 
frame  causes  that  frame  to  be  displayed  for  a  longer 
period  of  time  and  thus  motion  in  the  frame  during  pre- 
view  is  slowed  down  by  the  presence  of  the  extra 
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field.  This  slowing  down  of  motion  only  occurs  in  ev- 
ery  other  field  and  over  two  consecutive  fields  the 
average  speed  of  motion  is  correct.  However,  the  dif- 
ference  between  the  two  fields  causes  a  moving  ob- 
ject  to  appear  to  move  jerkily  across  the  image.  The 
introduction  of  such  unwanted  movement  artifacts  in 
the  image  is  clearly  undesirable. 

Furthermore  as  mentioned  hereinabove,  odd 
and  even  fields  making  up  a  frame  are  interleaved 
and  during  the  previewing  of  a  clip  the  monitor  alter- 
nates  between  the  display  of  odd  and  even  fields. 
This  creates  a  problem  when  a  clip  is  displayed  using 
3:2  pull  down,  the  problem  being  apparent  from  in- 
spection  of  the  fields  making  up  the  first  and  second 
frames  7  and  8  in  the  displayed  clip  6.  It  will  be  seen 
that  the  correct  sequence  of  display  of  odd  and  even 
fields  is  maintained  by  reversing  the  order  of  display 
of  the  two  fields  comprising  the  third  frame  9.  More- 
over,  the  order  of  the  three  fields  comprising  the 
fourth  frame  9a  is  even-odd-even,  the  reverse  of  the 
sequence  of  the  second  frame  8.  It  will  be  appreciated 
that  3:2  pull  down  therefore  requires  complex  control 
circuitry  to  control  the  order  in  which  fields  are  deliv- 
ered  to  the  monitor  for  display. 

An  alternative  to  the  use  of  3:2  pull  down  is  to  in- 
crease  the  number  of  video  frames  in  a  clip  to  be  dis- 
played  using  techniques  usually  associated  with 
slow-motion  effects,  such  as  those  described  in  our 
US  patent  application  no.  07/242,796,  and  corre- 
sponding  published  European  application  no. 
311268,  the  teachings  of  which  are  incorporated  here- 
in  by  reference.  One  problem  with  this  approach  is 
that  the  one-to-one  relationship  between  the  film 
frames  F1  to  F10  and  the  displayed  frames  is  lost. 

The  present  invention  aims  to  overcome  the 
above  and  associated  problems  by  providing  a 
scheme  by  which  video  frames  corresponding  to  re- 
spective  film  frames  are  displayed  at  a  rate  corre- 
sponding  to  the  display  rate  of  the  film  frames. 

According  to  one  aspect  of  the  invention  there- 
fore  there  is  provided  a  method  of  displaying  an  im- 
age  clip  comprising  a  plurality  of  image  frames  on  an 
electronic  monitor,  in  which  method  each  frame  is  pro- 
vided  to  the  monitor  for  display  separated  from  the 
next  image  frame  by  an  overscan  period. 

According  to  another  aspect  of  the  invention 
there  is  provided  an  apparatus  for  displaying  an  im- 
age  clip  comprising  a  plurality  of  image  frames,  the 
apparatus  comprising  a  monitor  and  control  means  for 
providing  each  image  frame  to  the  monitor  for  display 
separated  from  the  next  image  frame  by  an  overscan 
period. 

In  a  further  aspect  the  invention  provides  a  sys- 
tem  for  displaying  an  image  clip  comprising  image 
frames  captured  at  a  first  frame  rate  on  a  display  ar- 
ranged  normally  to  display  images  at  a  second  frame 
rate  different  to  the  first  frame  rate,  the  system  com- 
prising  source  means  for  supplying  data  defining  a 

plurality  of  lines  of  pixels  representing  said  image 
frames  to  said  display,  and  control  means  for  increas- 
ing  the  number  of  line  synchronising  signals  supplied 

5  to  the  display  between  consecutive  vertical  syn- 
chronising  signals  in  order  that  said  image  frames  are 
displayed  on  said  display  at  said  first  frame  rate. 
The  invention  also  provides  an  image  display  system 
fordisplaying  an  image  sequence  on  a  monitor  ata  re- 

10  duced  frame  rate,  the  system  comprising  circuitry  for 
increasing  the  number  of  displayed  lines  forming 
each  displayed  frame. 

The  invention  extends  to  an  image  display  sys- 
tem  in  which  the  frame  display  rate  of  a  monitor  is  re- 

15  duced  by  increasing  the  amount  of  image  information 
for  each  image  frame  supplied  to  the  monitor  whilst 
maintaining  constant  the  rate  at  which  said  informa- 
tion  is  supplied. 

The  above  and  further  features  of  the  invention 
20  are  set  forth  with  particularity  in  the  appended  claims 

and  together  with  advantages  thereof  will  become 
clearer  from  consideration  of  the  following  detailed 
description  of  an  exemplary  embodiment  of  the  inven- 
tion  given  with  reference  to  the  accompanying  draw- 

25  ings. 
In  the  drawings: 
Figure  1  is  a  schematic  representation  of  known 
methods  of  display; 
Figure  2  is  a  schematic  system  diagram  of  a  sys- 

30  tern  for  displaying  an  image  clip;  and 
Figure  3  is  a  schematic  representation  of  the 
method  of  display  in  the  system  of  Figure  2. 
Referring  now  to  Figure  2  of  the  accompanying 

drawings,  there  is  shown  an  editing  system  10  com- 
35  prising  a  bulk  store  11  for  storing  data  representing 

the  frames  of  plural  video  clips.  The  bulkstore  may  for 
example  be  an  array  of  disc  drives  among  which  the 
video  frames  are  distributed,  such  as  the  store  dis- 
closed  in  our  co-pending  British  Patent  Application 

40  No.  91  2221  5.8,  the  teachings  of  which  are  incorporat- 
ed  herein  by  reference.  The  data  representing  the  vid- 
eo  frames  is  preferably  high  resolution  data,  for  exam- 
ple  1125  lines  perframe,  and  the  bulkstore  11  is  able 
to  deliver  video  frames  at  display  rate  (30  frames  per 

45  second)  according  to  the  HDTV  standard.  Data  may 
be  recorded  off-line  on  a  VTR  for  example  and  down- 
loaded  into  the  bulkstore  when  required.  For  the  pur- 
pose  of  further  explanation  it  will  be  assumed  that  the 
bulk  store  11  contains  data  representing  frames  of  a 

so  video  clip  derived  from  respective  frames  of  a  film  clip. 
That  is  to  say  the  bulk  store  11  at  least  contains  data 
representing  the  video  clip  5  comprising  video  frames 
V1  and  V5  as  illustrated  in  Figure  1  of  the  drawings. 

Data  from  the  bulk  store  1  1  is  delivered  via  a  buf- 
55  fer  1  2  to  a  framestore  1  3  and/or  to  an  edit/effects  unit 

14  which  enables  for  example  individual  or  groups 
frames  to  be  retouched  or  otherwise  modified  and  en- 
ables  two  or  more  video  clips  to  be  combined.  That  is 
to  say,  the  unit  14  is  able  to  perform  editing  opera- 
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tions  similar  to  those  available  in  the  system  manu- 
factured  and  sold  by  us  under  the  trade  mark  "HAR- 
RY". 

Pixel  data  from  the  framestore  1  3  are  input  at  dis-  5 
play  rate  to  a  display  driver  1  5.  The  rate  of  transfer  of 
pixels  from  the  framestore  1  3  to  the  display  driver  1  5 
is  controlled  by  a  system  clock  CLK  running  at  display 
rate,  which  in  the  case  of  HDTV  is  54MHz.  Addressing 
circuits  (not  shown)  within  the  framestore  13  ensure  10 
that  pixels  are  read  from  the  framestore  13  in  raster 
order.  The  display  driver  15  converts  the  pixel  data 
into  an  analogue  signal  which  is  used  to  drive  a  mon- 
itor  16  to  display  thereon  the  image  represented  by 
the  data.  15 

As  is  well  known,  in  a  TV  type  monitor  an  image 
is  displayed  on  a  screen  by  scanning  an  electron 
beam  over  the  screen  in  raster  sequence.  In  the  case 
of  a  colour  monitor  three  beams  are  used  to  cause 
red,  green  and  blue  components  forming  a  colour  im-  20 
age  to  be  displayed  on  the  screen.  The  or  each  beam 
is  controlled  by  a  video  signal  which  varies  continu- 
ously  the  intensity  of  the  beam,  a  horizontal  scan  sig- 
nal  which  causes  the  beam  to  scan  horizontally 
across  the  screen  and  to  return  quickly  at  the  end  of  25 
one  scan  line  to  the  beginning  of  the  next,  and  a  vert- 
ical  scan  signal  which  causes  the  beam  to  move  to 
the  next  scan  line  and  when  the  bottom  of  the  screen 
is  reached  to  return  quickly  to  the  top  of  the  screen. 

The  display  driver  15  comprises  a  digital  to  ana-  30 
logue  converter  circuit  17  for  converting  pixels  into  a 
video  signal  for  varying  the  intensity  of  the  or  each 
electron  beam,  a  horizontal  ramping  circuit  18  for  gen- 
erating  the  required  horizontal  scan  signal,  and  a 
vertical  ramping  circuit  19  for  generating  the  required  35 
vertical  ramp  signal.  The  horizontal  ramping  circuit  18 
produces  a  signal  which  ramps  up  from  a  minimum  to 
a  maximum  in  a  period  corresponding  to  that  of  a  sin- 
gle  line  scan  and  is  reset  to  the  minimum  by  an  exter- 
nal  synchronising  signal  H.  Sync.  Similarly,  the  vert-  40 
ical  ramping  circuit  19  produces  a  signal  which  ramps 
up  from  a  minimum  to  a  maximum  in  a  period  corre- 
sponding  to  that  of  a  field  scan  (ie  all  563  odd  and  562 
even  numbered  lines  in  a  1125  line  system)  and  is  re- 
set  to  the  minimum  by  an  external  synchronising  sig-  45 
nal  V.  Sync. 

The  system  10  includes  circuitry  for  generating 
the  H.  Sync,  and  V.  Sync,  signals  used  to  control 
scanning  in  the  monitor  16.  A  pixel  counter  20,  driven 
by  the  clocking  signal  CLK  running  at  the  rate  of  dis-  50 
play  of  pixels  on  the  monitor  16,  ie  13.5MHz,  counts 
clock  pulses  each  corresponding  to  the  outputting  of 
a  pixel  from  the  framestore  13.  A  register  21  contains 
a  value  corresponding  to  the  number  of  pixels  in  each 
line.  Fora  high  definition  TV  picture  of  the  above  men-  55 
tioned  standard  each  line  comprises  1600  pixels  and 
so  a  value  corresponding  to  that  number  is  held  in  the 
register  21  .  The  pixel  counter  20  and  the  register  21 
are  connected  to  a  comparator  22  arranged  such  that 

when  the  contents  of  the  counter  and  the  register  are 
the  same,  ie  the  counter  has  counted  to  1600,  a  pulse 
is  output  to  a  line  counter  23  and  to  a  reset  input  in  the 
pixel  counter  20  causing  the  pixel  counter  to  reset  to 
zero. 

It  will  be  appreciated  that  at  any  given  instant  in 
time  the  output  from  the  pixel  counter  20  will  be  direct- 
ly  related  to  the  address  of  the  pixel  counter  20  is 
therefore  delivered  to  the  framestore  13  in  order  to 
identify  the  address  of  the  data  defining  the  current 
pixel  to  be  displayed. 

The  output  from  the  comparator  22  corresponds 
to  the  abovementioned  H.Sync.  signal  and  is  input  to 
the  display  driver  15  causing  the  horizontal  ramping 
circuit  18  to  reset  to  minimum.  Each  time  an  H.  Sync, 
pulse  is  applied  to  the  input  of  the  line  counter  23  it 
causes  the  counter  23  to  increment  by  one  odd  or 
even  line  number  depending  on  whether  it  is  data  for 
an  odd  or  even  field  that  is  currently  being  output  to 
the  monitor  for  display.  Each  displayed  video  frame 
is,  of  course,  made  up  from  interlaced  odd  and  even 
fields  but  for  the  purpose  of  simplifying  the  following 
explanation  description  will  be  made  of  the  circuits 
operation  in  respect  of  the  odd  field  only.  The  output 
from  the  line  counter  23  is  also  directly  related  to  the 
address  of  the  pixel  in  the  framestore  13.  The  count 
Y  from  the  line  counter  is  therefore  delivered  to  the 
framestore  13  in  order  to  identify  the  vertical  address 
of  the  data  defining  the  current  pixel  to  be  displayed. 

A  second  register  24  contains  a  value  corre- 
sponding  to  the  highest  numbered  line  in  the  field.  In 
a  1125  line  system  the  register  24  would  contain  a  val- 
ue  corresponding  to  the  number  1125.  The  line  coun- 
ter  23  and  the  second  register  24  are  coupled  to  a 
comparator  25  which  outputs  a  pulse  when  the  count 
in  the  line  counter  23  matches  the  value  in  the  regis- 
ter  24.  The  signal  from  the  comparator  25  corre- 
sponds  to  the  abovementioned  V.Sync.  signal  and  is 
used  to  reset  the  line  counter  23  ready  to  count  lines 
in  the  next  field  and  to  cause  the  horizontal  ramping 
circuit  19  to  reset  to  a  minimum. 

When  a  video  clip  derived  from  a  film  clip  is  to  be 
displayed  the  value  in  the  register  24  is  increased  by 
25%,  ie  to  the  value  1409  so  that  the  number  of  lines 
counted  between  V.Sync.  pulses  is  increased.  The 
pixel  clock  rate  remains  the  same  (54MHz)  and  the 
rate  at  which  lines  are  scanned  also  remains  un- 
changed  but  since  the  number  of  lines  has  increased, 
the  duration  of  each  frame  is  increased  accordingly. 
Since  the  vertical  ramping  circuit  19  is  arranged  to 
ramp  up  to  a  maximum  in  a  time  period  corresponding 
to  the  full  1125  lines  it  will  remain  at  the  maximum  for 
any  further  lines  thereafter,  only  resetting  when  a  V. 
Sync,  pulse  is  received.  Thus,  the  electron  beam  of 
the  monitor  16  is  caused  to  scan  each  line  in  the  field 
being  displayed  and  then  to  scan  repeatedly  the  last 
line  until  the  V.Sync.  pulse  causes  the  ramping  circuit 
to  reset. 

4 
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The  system  is  also  arranged  so  that  once  all  lines 
of  data  defining  the  field  have  been  output  from  the 
framestore  13  only  null  data  is  output  until  such  time 
as  the  line  counter  is  reset  to  zero. 

The  effect  that  this  increase  in  the  number  of 
lines  between  V.Sync.  pulses  has  on  the  timing  of  the 
displaying  of  the  clip  is  shown  in  Figure  3  of  the  ac- 
companying  drawings.  Referring  to  Figure  3  it  will  be 
seen  that  the  film  clip  1  and  corresponding  video  clip 
5  are  identical  to  the  film  and  video  clips  shown  in  Fig- 
ure  1  .  Thus,  video  frames  V1  to  V5  represent  respec- 
tive  ones  of  the  film  frames  F1  to  F5.  Fora  given  video 
field,  eg  V10  which  is  the  odd  field  of  frame  V1,  all  pix- 
els  are  clocked  from  the  framestore  13  at  video  dis- 
play  rate  for  display  on  the  monitor.  Once  data  for  all 
pixels  in  a  given  field  has  been  output  for  display  null 
data  is  output  for  display  until  such  time  as  the  V- 
.Sync.  pulse  is  generated,  thereby  identifying  the 
start  of  a  new  field.  Thus  the  pixels  represented  by 
the  null  data  are  displayed  on  the  last  line  of  the  mon- 
itor.  The  contribution  that  the  last  line  makes  to  the  im- 
age  is  negligible  and  indeed  in  most  cases  the  last  line 
is  not  seen  on  the  display  at  all.  The  null  data  supplied 
to  the  monitor  may  therefore  have  any  suitable  value 
for  example  corresponding  to  say  black  pixels  where 
the  last  line  is  visible  or  black  or  white  pixels  or  even 
to  a  part  of  the  image  displayed  elsewhere  on  the 
monitor  where  the  last  line  cannot  be  seen  on  the 
monitor. 

By  increasing  the  number  of  lines  between  V. 
Sync,  pulses  whilst  leaving  unchanged  the  rate  of 
which  image  pixels  are  output  for  display,  the  system 
10  generates  a  display  output  comprising  odd  and 
even  video  fields  V10,  V1E,  V20,  V2E,  etc  each  sepa- 
rated  by  an  overscan  period  31  .  The  overscan  periods 
31  correspond  approximately  to  the  projection  blank- 
ing  periods  3  and  4  during  the  display  of  a  film  clip  as 
shown  in  Figure  1  .  Thus,  video  fields  are  displayed  at 
a  rate  of  forty  eight  fields  per  second  and  thus  corre- 
sponds  to  the  48  Hz  rate  achieved  by  double-shut- 
tered  projection.  That  is  to  say,  the  rate  at  which  the 
fields  DV1  0,  DV1  E,  etc.  are  displayed  is  reduced  to  the 
double-shuttered  frame  rate  of  the  film  1. 

During  the  overscan  periods  31  there  is  no  re- 
fresh  of  the  displayed  image  and  this  affects  flicker- 
ing  of  the  displayed  image.  However,  the  flickering  is 
at  48Hz  and  is  in  many  respects  similar  to  the  flicker 
present  in  double-shuttered  film  displays.  After  a  few 
minutes  viewing  the  viewers  eye  compensates  for 
any  flicker  so  that  the  perceived  level  of  flicker  is  re- 
duced  significantly. 

By  introducing  overscan  periods  31  between  the 
display  of  consecutive  fields  the  abovementioned 
problem  of  jerky  movement  in  the  displayed  image  is 
overcome  and  movement  is  seen  to  occur  at  the  cor- 
rect  speed. 

Having  thus  described  the  present  invention  by 
reference  to  a  preferred  embodiment  it  is  to  be  well 

understood  that  the  embodiment  in  question  is  exem- 
plary  only  and  that  modifications  and  variations  such 
as  will  occur  to  those  possessed  of  appropriate 

5  knowledge  and  skills  may  be  made  without  departure 
from  the  spirit  and  scope  of  the  invention  as  set  forth 
in  the  appended  claims  and  equivalents  thereof. 

10  Claims 

1.  A  method  of  displaying  an  image  clip  comprising 
a  plurality  of  image  frames  on  an  electronic  mon- 
itor,  in  which  method  each  frame  is  provided  to 

15  the  monitor  for  display  separated  from  the  next 
image  frame  by  an  overscan  period. 

2.  A  method  as  claimed  in  claim  1,  wherein  each  im- 
age  frame  is  divided  into  an  odd  field  and  an  even 

20  field  and  each  field  is  separated  from  the  next 
field  by  said  overscan  period. 

3.  A  method  as  claimed  in  claim  1  or  2,  wherein  the 
overscan  period  is  created  by  adding  additional 

25  lines  to  increase  the  number  of  lines  representing 
each  frame  as  compared  to  the  number  of  lines 
available  on  the  monitor  for  display  of  the  image. 

4.  A  method  as  claimed  in  claim  3,  wherein  the  ad- 
30  ditional  lines  comprise  null  data  and  are  provided 

for  display  during  the  line  overscan  period. 

5.  A  method  as  claimed  in  claim  3  or  4,  wherein  the 
additional  lines  are  provided  for  display  at  or  off 

35  the  bottom  of  the  monitor. 

6.  An  apparatus  for  displaying  an  image  clip  com- 
prising  a  plurality  of  image  frames,  the  apparatus 
comprising  a  monitor  and  control  means  for  pro- 

40  vidingeach  imageframetothemonitorfordisplay 
separated  from  the  next  image  frame  by  an  over- 
scan  period. 

7.  An  apparatus  as  claimed  in  claim  6,  comprising 
45  frame  dividing  means  for  dividing  each  image 

frame  into  an  odd  field  and  an  even  field  and 
wherein  said  control  means  is  arranged  to  sepa- 
rate  each  field  from  the  next  field  by  said  over- 
scan  period. 

50 
8.  An  apparatus  as  claimed  in  claim  6  or  7,  further 

comprising  line  adding  means  for  adding  lines  to 
increase  the  number  of  lines  representing  each 
frame  as  compared  to  the  number  of  lines  avail- 

55  able  on  the  monitor  for  display  of  the  image. 

9.  An  apparatus  as  claimed  in  claim  8,  wherein  the 
line  adding  means  is  arranged  to  add  lines  com- 
prising  null  data  which  are  provided  for  display 

5 



g EP  0  568  320  A2 10 

during  the  overscan  period. 

10.  An  apparatus  as  claimed  in  claim  8  or  9,  wherein 
the  line  adding  means  is  arranged  to  add  lines  for 
display  at  or  off  the  bottom  of  the  monitor. 

11.  A  system  for  displaying  an  image  clip  comprising 
image  frames  captured  at  a  first  frame  rate  on  a 
display  arranged  normally  to  display  images  at  a 
second  frame  rate  different  to  the  first  frame  rate, 
the  system  comprising  source  means  for  supply- 
ing  data  defining  a  plurality  of  lines  of  pixels  rep- 
resenting  said  image  frames  to  said  display,  and 
control  means  for  increasing  the  number  of  line 
synchronising  signals  supplied  to  the  display  be- 
tween  consecutive  vertical  synchronising  signals 
in  order  that  said  image  frames  are  displayed  on 
said  display  at  said  first  frame  rate. 

12.  A  system  as  claimed  in  claim  11,  wherein  said 
control  means  comprises  a  pixel  counter  for 
counting  pixels  between  horizontal  synchronising 
signals  and  a  line  counter  for  counting  lines  be- 
tween  vertical  synchronising  signals. 

13.  A  system  as  claimed  in  claim  12  wherein  the 
count  outputs  from  said  pixel  counter  and  said 
line  counter  are  supplied  to  said  source  means  to 
synchronise  the  supplying  of  data  therefrom  to 
said  horizontal  and  vertical  synchronising  sig- 
nals. 

14.  A  system  as  claimed  in  claim  12  or  13,  wherein 
said  control  means  comprises  first  comparing 
means  for  comparing  the  count  output  from  said 
pixel  counter  with  a  predetermined  value  and  for 
generating  said  line  synchronising  signal  accord- 
ing  to  the  result  of  the  comparison. 

15.  A  system  as  claimed  in  claim  12  or  13  or  14, 
wherein  said  control  means  comprises  second 
comparing  means  for  comparing  the  count  output 
from  said  line  counter  with  a  predetermined  value 
and  for  generating  said  vertical  synchronising 
signal  according  to  the  result  of  the  comparison. 

16.  A  system  as  claimed  in  any  of  claims  11  to  16 
wherein  said  source  means  comprises  a  store 
having  a  serial  output  for  outputting  data  in  dis- 
play  order. 

17.  A  system  as  claimed  in  any  of  claims  11  to  16, 
wherein  said  display  comprises  a  display  driver 
responsive  to  said  data  from  said  source  means 
and  to  said  line  and  vertical  synchronising  signals 
for  producing  driving  signals  to  drive  a  monitor  for 
the  display  of  the  image  clip  thereon. 

18.  A  system  as  claimed  in  claim  17,  wherein  said  dis- 
play  driver  comprises  a  horizontal  ramping  circuit 
for  producing  an  output  which  resets  to  a  mini- 

5  mum  in  response  to  a  line  synchronising  signal 
and  ramps  up  to  a  maximum  over  the  period  be- 
tween  successive  line  synchronising  signals. 

19.  A  system  as  claimed  in  claim  17  or  18,  wherein 
10  said  display  driver  comprises  a  vertical  ramping 

circuit  for  producing  an  output  which  resets  to  a 
minimum  in  response  to  a  vertical  synchronising 
signal,  ramps  up  to  a  maximum  over  a  period  cor- 
responding  toa  normal  field  display  period  at  said 

15  second  frame  rate,  and  remains  at  said  maximum 
until  a  reset  occurs. 

20.  A  system  as  claimed  in  any  of  claims  11  to  19,  fur- 
ther  comprising  image  processing  means  for 

20  processing  said  image  frames  before  said  frames 
displayed. 

21.  An  image  display  system  for  displaying  an  image 
sequence  on  a  monitor  at  a  reduced  frame  rate, 

25  the  system  comprising  circuitry  for  increasing  the 
number  of  displayed  lines  forming  each  displayed 
frame. 

22.  An  image  display  system  in  which  the  frame  dis- 
30  play  rate  of  a  monitor  is  reduced  by  increasing  the 

amount  of  image  information  for  each  image 
frame  supplied  to  the  monitor  whilst  maintaining 
constantthe  rate  at  which  said  information  is  sup- 
plied. 

35 
23.  An  editing  system  for  video  signals  representing 

a  clip  of  film  frames,  the  system  comprising  a  vid- 
eo  store  arranged  to  store  said  video  signals  to 
make  them  available  for  editing,  a  display  means, 

40  and  means  for  delivering  said  video  signals  to 
said  display  means  to  display  the  effects  of  edit- 
ing,  the  video  signals  as  delivered  to  said  display 
means  having  a  frame  period  which  is  less  than 
the  film  frame  period,  and  wherein  means  are 

45  provided  for  nullifying  the  delivery  of  video  sig- 
nals  from  the  video  store  to  the  display  means  af- 
ter  the  delivery  of  the  video  signals  representing 
any  film  frame  for  a  time  period  substantially 
equal  to  the  difference  between  the  aforesaid 

so  frame  periods,  whereby  the  display  means  can 
demonstrate  directly  the  effect  of  editing  film 
frames. 

55 
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