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(57) Embodiments of this application relate to a multipath data transmission processing method and a network
device. A first network device receives a packet from a first host device, and determines a first connection identifier
between the first network device and a second network device based on the packet. The first network device encapsulates
the packet based on the first connection identifier. The first network device sends the encapsulated packet to the second
network device through one of a plurality of subflows between the first network device and the second network device.
According to the embodiments of this application, multipath data transmission is implemented, a data transmission rate
is increased, and a host device does not perceive a plurality of paths. The embodiments of this application can be applied
to any existing communications system.
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Description

[0001] This application claims priority to Chinese Pat-
ent Application No. 201710544954.2, filed with the Chi-
nese Patent Office on July 5, 2017 and entitled "MULTI-
PATH DATA TRANSMISSION PROCESSING METH-
OD AND NETWORK DEVICE", which is incorporated
herein by reference in its entirety.

TECHNICAL FIELD

[0002] Embodiments of this application relate to the
field of communications technologies, and in particular,
to multipath data transmission.

BACKGROUND

[0003] In a standard transmission control protocol
(Transmission Control Protocol, TCP), transmission is
performed by using only one path for each connection.
[0004] However, in a current mobile internet, a plurality
of wireless access technologies are integrated with each
other, and a communications terminal usually has a plu-
rality of network interfaces, for example, a wireless fidelity
(Wireless-Fidelity, Wi-Fi) interface and a 3rd generation
mobile communications technology (4rd-Generation,
4G) interface. A plurality of available paths exist for com-
munication between two terminals that have a plurality
of network interfaces. If only one path is used according
to the standard TCP protocol, a waste of other path re-
sources is caused. In addition, currently, an intelligent
terminal needs more application programs to access the
internet. If these application programs can simultaneous-
ly access the Internet through a plurality of paths of dif-
ferent interfaces, network connection problems caused
by a link change, a high bit error rate, and the like in a
wireless network can be reduced.
[0005] Based on this objective, the internet engineer-
ing task force (The Internet Engineering Task Force,
IETF) sets up a bandwidth aggregation for internet ac-
cess (BANdwidth Aggregation for interNet Access, BA-
NANA) working group and a multipath TCP (MultiPath
TCP, MPTCP) working group to study multipath trans-
mission. A quick UDP internet connection (Quick UDP
Internet Connection, QUIC) working group also studies
multipath transmission in the later stage.
[0006] Although the existing MPTCP working group
and QUIC working group provide multipath transmission
solutions, hosts of a transmit end and a receive end that
perform multipath transmission, for example, mobile ter-
minals or network servers, can both perceive that data
transmission performed by the hosts is multipath data
transmission. Therefore, only after a user of the host per-
forms a corresponding operation, for example, an oper-
ation such as a system software upgrade, normal multi-
path transmission can be implemented. Consequently,
user experience is affected.
[0007] The BANANA working group mainly studies a

multipath connection between a home gateway (Home
Gateway, HG) and a hybrid access aggregation point
(Hybrid Access Aggregation Point, HAAP). The BANANA
working group is committed to implementing multipath
transmission by using intermediate network junctions, to
implement perception-free multipath transmission of two
hosts. However, at present, the BANANA working group
is currently studying perception-free multipath transmis-
sion between hosts, and does not provide a specific im-
plementation solution.

SUMMARY

[0008] Embodiments of this application provide a mul-
tipath data transmission processing method and a net-
work device, to implement multipath data transmission,
and enable a host to perceive no multipath data trans-
mission.
[0009] According to a first aspect, an embodiment of
this application provides a multipath data transmission
method. First, a first network device receives a packet
from a first host device, and determines a first connection
identifier between the first network device and a second
network device based on the packet. Then, the first net-
work device encapsulates the packet based on the first
connection identifier. Finally, the first network device
sends the encapsulated packet to the second network
device through one of a plurality of subflows between the
first network device and the second network device.
[0010] According to a second aspect, an embodiment
of this application provides a first network device. The
first network device includes a receiver, a processor, and
a transmitter. The receiver is configured to: receive a
packet from a first host device, and determine a first con-
nection identifier between the first network device and a
second network device based on the packet. The proc-
essor is configured to encapsulate the packet based on
the first connection identifier. The transmitter is config-
ured to send the encapsulated packet to the second net-
work device through one of a plurality of subflows be-
tween the first network device and the second network
device.
[0011] In the embodiments of this application, the first
connection identifier is determined by using the packet
received by the first network device, and the encapsulat-
ed packet is sent to the second network device through
one of the plurality of subflows. Therefore, in the embod-
iments of this application, multipath data transmission is
implemented, a data transmission speed is increased,
and a host device does not perceive the multipath data
transmission, so that a software and hardware update
does not need to be performed on the host device, and
the host device does not need to be reconfigured either,
thereby not affecting normal usage of a user.
[0012] In an example, the determining a first connec-
tion identifier between the first network device and a sec-
ond network device based on the packet is specifically:
obtaining a second connection identifier from the packet,
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where the second connection identifier is a connection
identifier between the first host device and the second
host device; determining the first connection identifier
based on the second connection identifier and a corre-
spondence between the first connection identifier and
the second connection identifier, where the first network
device includes the correspondence between the first
connection identifier and the second connection identifi-
er.
[0013] In an example, the second connection identifier
is sockets sockets or an internet protocol IP quintuplet
of the first host device and the second host device, and
the first connection identifier is a connection identifier
connection ID between the first network device and the
second network device.
[0014] In an example, the first network device estab-
lishes a connection to the second network device, and
after the connection is established, the first network de-
vice sends a first acknowledgment packet to the second
network device, and/or the first network device receives
a second acknowledgment packet from the second net-
work device.
[0015] In an example, the first network device estab-
lishes a connection to the second network device, and
the first network device sends an acknowledgment mes-
sage to the second network device when the first network
device receives a packet from the second network de-
vice.
[0016] In an example, acknowledgment message
function deactivation information ACK disable is carried
in the process of establishing the connection between
the first network device and the second network device.
[0017] In an example, the encapsulating, by the first
network device, the packet based on the first connection
identifier is specifically: encapsulating, by the first net-
work device, an application layer packet based on the
first connection identifier.
[0018] In an example, the encapsulating, by the first
network device, the packet based on the first connection
identifier is specifically: encapsulating, by the first net-
work device, an internet protocol IP packet based on the
first connection identifier.
[0019] According to a third aspect, an embodiment of
this application provides a multipath data transmission
method. A second network device receives a packet
through one of a plurality of subflows between the first
network device and the second network device. The sec-
ond network device determines a first connection identi-
fier based on the packet, where the first connection iden-
tifier is a connection identifier between a first host device
and a second host device, the first host device is a host
device connected to the first network device, and the sec-
ond host device is a host device connected to the second
network device. The second network device sends the
packet to the second host device based on the first con-
nection identifier.
[0020] According to a fourth aspect, an embodiment
of this application provides a second network device. The

second network device includes a receiver, a processor,
and a transmitter. The receiver is configured to receive
a packet through one of a plurality of subflows between
the first network device and the second network device.
The processor is configured to determine a first connec-
tion identifier based on the packet, where the first con-
nection identifier is a connection identifier between a first
host device and a second host device, the first host de-
vice is a host device connected to the second network
device, and the second host device is a host device con-
nected to the first network device. The transmitter is con-
figured to send the packet to the second host device
based on the first connection identifier.
[0021] In the embodiments of this application, the sec-
ond network device receives the packet that is from the
first host and that is forwarded by using the first network
device, and determines the first connection identifier
based on the packet. The first connection identifier is a
connection identifier between the first network device and
the second network device. In this case, multipath data
transmission is implemented, a data transmission rate is
increased, and a host does not perceive the multipath
transmission, so that a user does not need to perform a
software and hardware update or reconfiguration, there-
by improving user experience.
[0022] In an example, the determining, by the second
network device, a first connection identifier based on the
packet is specifically: obtaining, by the second network
device, a second connection identifier from the packet,
where the second connection identifier is a connection
identifier between the first network device and the second
network device; and the second network device includes
a correspondence between the first connection identifier
and the second connection identifier, and the second net-
work device obtains the first connection identifier based
on the correspondence and the second connection iden-
tifier.
[0023] In an example, after the receiving, by a second
network device, a packet through one of a plurality of
subflows between the first network device and the sec-
ond network device, the method includes: decapsulating,
by the second network device, the packet to obtain an
application layer packet.
[0024] In an example, the determining, by the second
network device, a first connection identifier based on the
packet is specifically: obtaining, by the second network
device, the first connection identifier in the decapsulation
process.
[0025] In an example, the first connection identifier is
sockets sockets or an internet protocol IP quintuplet of
the first host device and the second host device, and the
second connection identifier is a connection identifier
connection ID between the first network device and the
second network device.
[0026] In an example, the first network device estab-
lishes a connection to the second network device, and
the first network device sends an acknowledgment mes-
sage to the second network device when the first network
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device receives a packet from the second network de-
vice.
[0027] In an example, before the receiving, by a sec-
ond network device, a packet through one of a plurality
of subflows between the first network device and the sec-
ond network device, the method includes: establishing,
by the second network device, a connection to the first
network device, where acknowledgment message func-
tion deactivation information ACK disable is carried in
the connection establishment process.
[0028] According to a fifth aspect, an embodiment of
this application provides a communications entity, to im-
plement the data transmission method according to the
first aspect.
[0029] According to a sixth aspect, an embodiment of
this application provides a communications entity, to im-
plement the data transmission method according to the
first aspect.
[0030] In the embodiments of this application, the first
connection identifier is obtained by using the connection
identifier, namely, the second connection identifier, be-
tween the first host and the second host, and the corre-
spondence between the first connection identifier and
the second connection identifier, and the first connection
identifier is encapsulated into the packet, so that multip-
ath transmission for intermediate nodes is implemented,
a data transmission rate is increased, and the hosts at
two ends do not perceive the multipath transmission for
the intermediate nodes. Therefore, a user does not need
to upgrade software and hardware of the hosts or recon-
figure the hosts, thereby not affecting usage of the user,
and improving user experience.

BRIEF DESCRIPTION OF DRAWINGS

[0031]

FIG. 1 is a schematic diagram of a protocol stack of
QUIC connection-based multipath data transmis-
sion according to an embodiment of this application;
FIG. 2 is a schematic diagram showing that one
QUIC connection supports a plurality of IP addresses
according to an embodiment of this application;
FIG. 3A and FIG. 3B are a schematic diagram of a
QUIC connection-based multipath data transmis-
sion method according to an embodiment of this ap-
plication;
FIG. 4 is a schematic diagram of a packet acknowl-
edgment method for QUIC connection-based multi-
path transmission according to an embodiment of
this application;
FIG. 5A, FIG. 5B, FIG. 5C, and FIG. 5D are a sche-
matic diagram of another packet acknowledgment
method for QUIC connection-based multipath trans-
mission according to an embodiment of this applica-
tion;
FIG. 6 is a schematic diagram of a protocol stack of
MPTCP connection-based multipath data transmis-

sion according to an embodiment of this application;
FIG. 7 is a schematic diagram of an MPTCP con-
nection-based multipath data transmission method
according to an embodiment of this application;
FIG. 8 is a schematic diagram of a first network de-
vice according to an embodiment of this application;
FIG. 9 is a schematic diagram of a second network
device according to an embodiment of this applica-
tion;
FIG. 10 is a schematic diagram of a multipath data
transmission apparatus according to an embodiment
of this application; and
FIG. 11 is a schematic diagram of another multipath
data transmission apparatus according to an embod-
iment of this application.

DESCRIPTION OF EMBODIMENTS

[0032] To make a purpose, technical solutions, and ad-
vantages of embodiments of this application clearer, the
following describes the technical solutions in the embod-
iments of this application with reference to the accompa-
nying drawings in the embodiments of this application.
[0033] FIG. 1 is a schematic diagram of a protocol stack
of QUIC connection-based multipath data transmission
according to an embodiment of this application.
[0034] In FIG. 1, a first host device such as a host A
may be a terminal device, and a second host device such
as a host B may be a server. Data transmission between
the first host device such as the host A and a first network
device such as a home gateway (Home Gateway, HG)
is single-path data transmission, and transport layer pro-
tocols of the first host device such as the host A and the
first network device such as the HG are TCP protocols
or UDP protocols. Data transmission between the first
network device such as the HG and a second network
device such as a hybrid access aggregation point (Hybrid
Access Aggregation Point, HAAP) is multipath data
transmission, and transport layer protocols of the first
network device such as the HG and the second network
device such as the HAAP are QUIC protocols. Data trans-
mission between the second network device such as the
HAAP and the second host device such as the host B is
single-path data transmission, and transport layer proto-
cols of the second network device such as the HAAP and
the second host device such as the host B are the TCP
protocols or the UDP protocols.
[0035] An example in which the first host device is the
host A, the first network device is the HG, the second
host device is the host B, and the second network device
is the HAAP is used for description below.
[0036] The HG has a plurality of interfaces, for exam-
ple, a 4G interface and a Wi-Fi interface. The HAAP also
has a plurality of interfaces, for example, a 4G interface
and a Wi-Fi interface. The HG and the HAAP may com-
municate with the host B through both the Wi-Fi interface
and the 4G interface, so that communication bandwidth
is increased. In FIG. 1, an IP address of the Wi-Fi inter-
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face of the HG is A1, and an IP address of the 4G interface
of the HG is A2. An IP address of the Wi-Fi interface of
the HAAP is B1, and an IP address of the 4G interface
of the HAAP is B2. The Wi-Fi interface of the HG corre-
sponds to a port A1, and the 4G interface of the HG cor-
responds to a port A2. The Wi-Fi interface of the HAAP
corresponds to a port B1, and the 4G interface of the
HAAP corresponds to a port B2.
[0037] It can be learned from FIG. 1 that, in this em-
bodiment of this application, data is received and sent
by the host A through a single path, and data is also
received and sent by the host B through a single path.
The host A and the host B do not perceive multipath trans-
mission between intermediate devices including the HG
and the HAAP. Therefore, parameters of the host A and
the host B do not need to be modified, in other words,
software and hardware of the host A and the host B do
not need to be upgraded. Any existing host device, in-
cluding any existing terminal and server, can implement
multipath data transmission. Therefore, normal usage of
a user is not affected while a data transmission rate is
increased.
[0038] The following describes in detail, with reference
to FIG. 1, a multipath data transmission processing meth-
od provided in an embodiment of this application.
[0039] In FIG. 1, the host A and the HG perform data
transmission by using a transmission control protocol/in-
ternet protocol (Transmission Control Protocol/Internet
Protocol, TCP/IP). A transport layer protocol in the
TCP/IP protocol may be the TCP or the user datagram
protocol (User Datagram Protocol, UDP).
[0040] In the host A, application layer data arrives at a
transport layer (a TCP layer or a UDP layer) by using a
socket socket. The socket socket is an intermediate soft-
ware abstraction layer for communication between an
application layer and a TCP/IP layer, and is essentially
a programming interface (API). The socket is used to
describe an IP address and a port, and is a handle of a
communications link. In the host A, after the application
layer data arrives at the transport layer, a packet header
of an application layer packet is encapsulated, to obtain
a TCP packet or a UDP packet. After the TCP packet or
the UDP packet arrives at a network layer (the IP layer),
and a header of the TCP packet or the UDP packet is
encapsulated at the network layer, an IP packet is ob-
tained. The host A transmits the IP packet to the HG
through a single path. The HG, as an intermediate node,
receives the IP packet from the host A.
[0041] In the HG, the IP packet first arrives at a trans-
port layer (a TCP/UDP layer) through a network layer (an
IP layer). At the transport layer, the IP packet is decap-
sulated to obtain the TCP packet or the UDP packet. The
TCP packet or the UDP packet arrives at an application
layer by using a socket socket of the HG. Then, the HG
encapsulates the application layer data into a packet
header of a QUIC packet, to obtain the QUIC packet.
Subsequently, the QUIC packet is transmitted to the
HAAP through the UDP layer and the IP layer through

one of a plurality of subflows, for example, a subflow 2
or a subflow 1.
[0042] It should be noted that the foregoing describes
a case in which the HG encapsulates the application layer
packet. In this case, the HG decapsulates, to obtain the
application layer packet, the IP packet that is received
by the HG and that is from the host A, and then encap-
sulates the application layer packet. Actually, the HG may
not decapsulate the IP packet received by the HG (that
is, from the host A), but directly encapsulates the IP pack-
et received by the HG. That is, the HG does not need to
decapsulate the IP packet to obtain the application layer
packet, but directly encapsulates the IP packet received
by the HG into the packet header of the QUIC packet. In
this case, after receiving the packet from the HG, the
HAAP can directly obtain the IP packet by removing only
the packet header of the QUIC packet. Then, the HAAP
sends the IP packet to the host B. FIG. 1 shows the pre-
vious implementation. That is, FIG. 1 shows only that the
HG decapsulates the IP packet received by the HG to
obtain the application layer packet, and then encapsu-
lates the application layer packet.
[0043] It should be noted that a connection ID in FIG.
1 is only a field in the packet header of the QUIC packet,
and does not represent that the connection ID is a layer
in a protocol. That is, the HG not only encapsulates the
application layer data into the packet header of the QUIC
packet, but also encapsulates the connection identifier
connection ID into the packet header of the QUIC packet.
Similarly, an API subflow 2 and an API subflow 1 in FIG.
1 each do not represent a layer in a protocol, and are
only used to represent two different subflows.
[0044] It should be noted that a path has a one-to-one
correspondence with a subflow, in other words, a quantity
of paths is equal to a quantity of subflows.
[0045] In the HG, the HG implements multipath data
transmission based on the QUIC protocol. The QUIC pro-
tocol is a transmission protocol for implementing multi-
plexing and security protection. The QUIC protocol not
only integrates advantages of the hypertext transfer pro-
tocol (HyperText Transfer Protocol, HTTP) 2.0, transport
layer security (Transport Layer Security, TLS), and the
TCP protocol, but also has advantages such as a lower
access delay, more convenient traffic congestion control,
and a better correction mechanism.
[0046] Specifically, it is specified in the QUIC protocol
that QUIC connections using a same connection identi-
fier (connection ID) can support a plurality of IP address-
es. In other words, a device having a plurality of IP ad-
dresses can perform multipath data transmission with
another device by using a same connection ID, referring
to FIG. 2. In FIG. 2, a device 201 has a plurality of IP
addresses including an IP 1 and an IP 2. The device 201
may perform multipath data transmission with a device
202 by using the IP 1 and the IP 2. Connection identifiers
connection IDs of multipath connections between the de-
vice 201 and the device 202 are the same.
[0047] A typical application scenario is as follows: One
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smartphone supports a plurality of IP addresses, includ-
ing, for example, a home wireless fidelity (Wireless-Fi-
delity, Wi-Fi) IP address and a 3rd generation partnership
project (3rd Generation Partnership Project, 3GPP) IP
address of a mobile communications network. A user
watches an online video at home by using the Wi-Fi IP
address of the smartphone. Then the user goes out of
home. In this case, the smartphone is out of coverage of
the home Wi-Fi network, so that the user continues to
watch the online video by using the smartphone by using
an IP address of the 4G network. QUIC connections be-
tween the smartphone and a server providing the online
video correspond to a same connection ID. Although a
sub-connection, namely, a Wi-Fi connection, of the QUIC
connection is disconnected, another sub-connection,
namely, a 4G sub-connection, of the QUIC connection
is responsible for connecting the smartphone and the
server providing the online video, and both the 4G con-
nection and the Wi-Fi connection correspond to a same
connection ID. Therefore, an online video play service is
not interrupted, and the user can continuously watch the
online video by using the smartphone without interrup-
tion.
[0048] In FIG. 1, the HG and the host A perform single-
path data transmission, and the HG and the HAAP per-
form multipath data transmission. Therefore, the HG
needs to complete mapping between a single path and
a plurality of paths. Details are described below. For sin-
gle-path data transmission, in the TCP/UDP transport
protocol, different connections are identified by using
sockets sockets or IP quintuplets. For multipath data
transmission, in the QUIC, a same application layer pack-
et corresponds to a same connection ID, and a same
connection ID corresponds to a plurality of transmission
paths.
[0049] In an example, the HG stores a correspondence
between a socket socket and a connection identifier con-
nection ID. The connection identifier connection ID is a
connection identifier between the HG and the HAAP. Re-
fer to the following Table 1.

[0050] It can be learned from the foregoing Table 1 that
there is a one-to-one correspondence between the sock-
ets sockets and the connection identifiers connection
IDs. When the socket of the host A is obtained, the con-
nection identifier (connection ID) between the HG and

Table 1

Socket Connection ID

1 C1

2 C2

3 C3

... ...

Sn Cn

the HAAP can be obtained by querying Table 1.
[0051] In an example, the host A sends a packet to the
HG, and the packet carries the socket socket. The HG
obtains the connection identifier connection ID between
the HG and the HAAP based on the socket and by que-
rying the foregoing Table 1.
[0052] In another example, the host A sends a packet
to the HG. After receiving the packet, the HG obtains an
IP quintuplet from the packet. The IP quintuplet includes
a port number of the host A, an IP address of the host A,
a protocol number, a port number of the host B, and an
IP address of the host B. In addition, the HG stores a
correspondence between an IP quintuplet and a socket.
The HG obtains a socket socket based on the IP quintu-
plet and by using the correspondence between an IP
quintuplet and a socket. Subsequently, the HG obtains
a connection identifier connection ID between the HG
and the HAAP based on the socket socket and by que-
rying the foregoing Table 1.
[0053] In FIG. 1, the host A sends a packet to the HG,
and the HG decapsulates the IP packet received by the
HG to obtain an application layer packet. The application
layer packet has a one-to-one correspondence with a
QUIC connection ID (QUIC connection identifier). In oth-
er words, different pieces of application layer data cor-
respond to different QUIC connection IDs (QUIC connec-
tion identifier). For example, a QQ application and a
Taobao application respectively correspond to different
QUIC connection IDs (QUIC connection identifier). For
example, application layer data of the QQ application cor-
responds to a QUIC connection ID 1 (QUIC connection
identifier 1), and application layer data of the Taobao
application corresponds to a QUIC connection ID 2
(QUIC connection identifier 2).
[0054] It can be learned from the foregoing description
that the HG obtains, based on the socket carried in the
data packet received by the HG or based on the IP quin-
tuplet, the corresponding QUIC connection ID (QUIC
connection identifier) by querying Table 1. In FIG. 1, the
HG encapsulates the application layer packet based on
the QUIC connection ID, and encapsulates the QUIC
connection ID into a packet header of the application lay-
er packet, to obtain a QUIC packet. At a convergence
layer, the HG splits the QUIC packet. For example, a
QUIC packet that belongs to a frame header is transmit-
ted through the subflow 1, and a QUIC packet that be-
longs to a data frame is transmitted through the subflow 2.
[0055] In an example, the HG determines quality of
each path based on a feature such as a delay of each of
a plurality of paths, transmits, through a path with a low
delay, a QUIC packet that belongs to a frame header in
a frame of data, and transmits, through a path with a high
delay, a QUIC packet that belongs to a data frame part
in a frame of data.
[0056] It should be noted that, how the HG performs
splitting, namely, a splitting rule used by the HG, is not
limited to the foregoing description, and this application
does not limit a splitting manner used by the HG.
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[0057] In FIG. 1, in the HG, some QUIC packets such
as QUIC packets that belong to a frame header, arrive,
through a subflow such as the subflow 1, at a UDP layer
port 1 corresponding to the subflow 1; some other QUIC
packets such as QUIC packets that belong to a data
frame, arrive, through another subflow such as the sub-
flow 2, at a UDP layer port 2 corresponding to the subflow
2. At the transport layer, the HG encapsulates a QUIC
packet 1 corresponding to the subflow 1 to obtain a cor-
responding UDP packet 1, or encapsulates a QUIC pack-
et 2 corresponding to the subflow 2 to obtain a corre-
sponding UDP packet 2. Then, the UDP packet 1 corre-
sponding to the subflow 1 arrives at a corresponding net-
work layer 1 (an IP layer 1), and the UDP packet 2 cor-
responding to the subflow 2 arrives at a corresponding
network layer 2 (an IP layer 2). At the network layer, the
HG encapsulates the UDP packet 1 corresponding to the
subflow 1 to obtain an IP packet 1, or encapsulates the
UDP packet 2 corresponding to the subflow 2 to obtain
IP data 2. In the UDP, the IP packet 1 corresponding to
the subflow 1 is sent to the HAAP through a path such
as a Wi-Fi network, or the IP packet 2 corresponding to
the subflow 2 is sent to the HAAP through another path
such as a 4G network.
[0058] It can be learned that, the HG obtains, based
on the stored correspondence between a socket and a
connection ID and by parsing a data packet received by
the HG, a socket carried in the packet, and further obtains
a corresponding connection ID. It should be noted that
the HG stores a plurality of connection IDs. That is, a
plurality of destination hosts, namely, servers, are con-
nected to the HG, and corresponding destination hosts
can be determined based on different connection IDs.
Multipath selection is irrelevant to the connection ID. In
other words, it does not mean that different paths are
selected for different connection IDs. There may be a
plurality of path selection manners. For example, in the
foregoing description, the data packet that belongs to a
frame header part is transmitted through one path, and
the data packet that belongs to a data frame part is trans-
mitted through another path.
[0059] In FIG. 1, correspondingly, the HAAP receives
the IP packet from the HG through a plurality of paths.
The HAAP decapsulates the IP data to obtain the UDP
packet. The HAAP decapsulates the UDP packet to ob-
tain the QUIC packet, and obtains the connection ID (con-
nection identifier) between the HG and the HAAP. The
HAAP decapsulates the QUIC packet to obtain the cor-
responding application layer packet. The HAAP obtains
the connection ID by using the application layer packet,
and obtains the corresponding socket based on the cor-
respondence between a connection ID and a socket, that
is, by querying the foregoing Table 1. The HAAP obtains
the IP quintuplet based on the socket and by using the
correspondence between a socket and an IP quintuplet
that is stored by the HAAP. Alternatively, the host B stores
the correspondence between a connection ID and an IP
quintuplet, and the host B obtains the IP quintuplet based

on the connection ID. The HAAP encapsulates the IP
quintuplet into an application layer packet, to obtain a
TCP/UDP packet. Then, the HAAP encapsulates the
TCP/UDP packet to obtain an IP packet, and sends the
IP packet to the host B. The host B receives the IP packet
from the HAAP, and decapsulates the IP packet to obtain
the TCP/UDP packet. Then, the host B decapsulates the
TCP/UDP packet to obtain the application layer packet,
and performs corresponding processing based on the
application layer packet.
[0060] In the foregoing description, the HG decapsu-
lates the IP packet received by the HG, to obtain the
application layer packet, obtains the connection ID based
on the socket, and encapsulates the application layer
packet based on the connection ID to obtain the IP pack-
et. Similarly, the HAAP also obtains the application layer
packet after decapsulating the IP packet received by the
HAAP, obtains the socket based on the connection ID,
obtains the IP quintuplet based on the socket, encapsu-
lates the IP quintuplet into the application layer packet,
and then sends the obtained IP packet. Actually, the man-
ners of processing packets by the HG and the HAAP in
this embodiment of this application are not limited there-
to. The following describes in detail another manner of
processing a packet by the HG and the HAAP according
to an embodiment of this application.
[0061] The HG receives an IP packet from the host A.
Herein, the IP packet is referred to as a first IP packet.
The HG does not decapsulate the first IP packet, but
encapsulates a QUIC connection identifier (connection
ID) into a packet header of the first IP packet to obtain a
QUIC packet. That is, the host A uses the first IP packet
received by the host A as a content part of the packet,
and encapsulates the first IP packet by using the con-
nection ID, to obtain the QUIC packet. The host A en-
capsulates the QUIC packet to obtain a TCP/UDP pack-
et, and then encapsulates the TCP/UDP packet to obtain
an IP packet. Herein, the IP packet is referred to as a
second IP packet. The HAAP receives the second IP
packet from the HG, and decapsulates the second IP
packet to obtain the TCP/UDP packet. The HAAP decap-
sulates the TCP/UDP packet to obtain the QUIC packet.
The HAAP decapsulates the QUIC packet to obtain the
content part of the QUIC packet, that is, obtains the sec-
ond IP packet, and sends the second IP packet to the
host B.
[0062] In conclusion, multipath data transmission is
performed between the HG and the HAAP by using the
QUIC protocol. The UDP is used in the transport layer
protocol. In the QUIC protocol, multiplexing is implement-
ed and security protection is provided. The QUIC protocol
not only integrates the advantages of the HTTP 2.0, the
TLS, and the TCP, but also reduces an access delay,
and provides more convenient traffic congestion control
and a more excellent correction mechanism. The host A
and the HAAP perform single-path transmission, and the
HAAP and the host B perform single-path transmission.
The host A and the host B do not perceive multipath data
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transmission between intermediate network entities,
namely, the HG and the HAAP. Therefore, any existing
host device, such as an existing terminal or server, can
implement multipath data transmission without upgrad-
ing software and hardware functions or modifying any
configuration, thereby increasing a data transmission
speed without affecting normal usage of a user.
[0063] The following describes in detail, with reference
to FIG. 3A and FIG. 3B, a multipath data transmission
method provided in an embodiment of this application.
[0064] Step 301. A first host device such as a host A
establishes a connection to a first network device such
as an HG, for example, establishes a TCP or UDP con-
nection; and a second connection identifier between the
first host device such as the host A and a second host
device such as a host B is carried in the TCP connection
establishment process.
[0065] A connection identifier represents a logical con-
nection relationship between two devices. The second
connection identifier is a connection identifier between
the first host device such as the host A and the second
host device such as the host B, and the second connec-
tion identifier is, for example, an IP quintuplet or sockets
sockets.
[0066] Specifically, the host A establishes the TCP
connection between the host A and the HG by using a
TCP three-way handshake with the HG, and adds an IP
quintuplet or sockets of the host A and the host B to a
TCP handshake message (SYN) of the TCP three-way
handshake. The IP quintuplet includes an IP address of
the host A, an IP address of the host B, a port number
of the host A, a port number of the host B, and a protocol
number.
[0067] Step 302. The HG establishes a QUIC connec-
tion to the HAAP; and a QUIC connection identifier (con-
nection ID) and the IP quintuplet of the host A and the
host B are carried in the connection establishment proc-
ess.
[0068] Specifically, the HG sends a QUIC client con-
nection request (QUIC client hello) message to the
HAAP, and adds the QUIC connection identifier and the
IP quintuplet to the QUIC client hello message. After re-
ceiving the QUIC client hello message, the HAAP stores
the QUIC connection identifier and the IP quintuplet, and
then feeds back a QUIC server connection request
(QUIC server hello) message to the HG. After receiving
the QUIC server hello message, the HG returns a QUIC
connection complete (QUIC finish) message to the
HAAP. In this case, establishment of the QUIC connec-
tion between the HG and the HAAP is completed.
[0069] Step 303. The HAAP establishes a connection
to the host B, for example, establishes a TCP or UDP
connection; and a connection identifier between the host
A and the host B is carried in the connection establish-
ment process.
[0070] In an example, the connection identifier be-
tween the host A and the host B is the IP quintuplet or
the sockets sockets.

[0071] Specifically, the HAAP establishes the TCP
connection between the HAAP and the host B by using
a TCP three-way handshake with the host B, and adds
the IP quintuplet or the sockets of the host A and the host
B to a TCP handshake message (SYN) of the TCP three-
way handshake. The IP quintuplet includes the IP ad-
dress of the host A, the IP address of the host B, the port
number of the host A, the port number of the host B, and
the protocol number.
[0072] Step 304. The first host device such as the host
A sends a packet to the first network device such as the
HG, that is, the first network device such as the HG re-
ceives the packet from the first host device such as the
host A; and the packet carries the connection identifier
between the host A and the host B. Herein, the connec-
tion identifier between the host A and the host B is re-
ferred to as the second connection identifier.
[0073] In an example, the connection identifier be-
tween the host A and the host B, namely, the second
connection identifier, is the IP quintuplet or the sockets
sockets of the host A and the host B.
[0074] Step 305. The first network device such as the
HG obtains, based on the packet received by the first
network device, the connection identifier between the first
host device such as the host A and the second host de-
vice such as the host B, that is, obtains the second con-
nection identifier; and determines, based on the second
connection identifier, a connection identifier between the
first network device such as the HG and the second net-
work device such as the HAAP, that is, obtains a first
connection identifier.
[0075] In an example, the first network device such as
the HG obtains a QUIC connection identifier, namely, the
connection ID, between the HG and the HAAP by que-
rying a table such as the foregoing Table 1, that is, obtains
the connection identifier between the HG and the HAAP,
that is, obtains the first connection identifier.
[0076] It should be noted that a connection identifier
shows a connection relationship between two devices,
the first connection identifier shows a connection rela-
tionship between the first network device such as the HG
and the second connection identifier such as the HAAP,
and the second connection identifier shows a connection
relationship between the first host such as the host A and
the second host such as the host B.
[0077] Specifically, the HG stores a correspondence
between the second connection identifier and the first
connection identifier. For example, the HG stores a cor-
respondence between an IP quintuplet or sockets sock-
ets and a QUIC connection identifier. After receiving the
packet from the host A, the HG obtains the second con-
nection identifier carried in the packet, that is, obtains the
IP quintuplet or the sockets sockets in the packet. The
HG obtains a corresponding QUIC connection identifier
based on the IP quintuplet or the sockets and by querying
the correspondence between an IP quintuplet or sockets
and a QUIC connection identifier.
[0078] Step 306. The first network device such as the
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HG encapsulates, based on the first connection identifier,
that is, based on the QUIC connection identifier, the pack-
et received by the HG.
[0079] In an example, the first network device such as
the HG encapsulates the packet received by the first net-
work device into a packet header of the packet, to obtain
a QUIC packet. The received packet is a packet from the
first host device such as the host A.
[0080] Step 307. The first network device such as the
HG sends the QUIC packet to the second network device
such as the HAAP through one of a plurality of subflows
between the first network device such as the HG and the
second network device such as the HAAP. In other
words, the first network device sends the QUIC packet
to the second network device such as the HAAP through
one of a plurality of paths between the first network device
such as the HG and the second network device such as
the HAAP.
[0081] In multipath transmission, a quantity of paths
between two devices is equal to a quantity of subflows,
and one subflow may be represented by one IP quintu-
plet.
[0082] Specifically, in step 307a, the HG sends a pack-
et that belongs to a frame header part to the HAAP
through a first path; and in step 307b, the HG sends a
packet that belongs to a data frame part to the HAAP
through a second path.
[0083] For example, two transmission paths exist be-
tween the HG and the HAAP: a Wi-Fi network and a 4G
network. The HG sends, according to a data transmission
rule that is set by the HG, the packet in which the QUIC
connection identifier is encapsulated to the HAAP
through one of the two transmission paths. An example
of the data transmission rule is: A packet that belongs to
a frame header of a frame is transmitted by using the Wi-
Fi network, and a packet that belongs to a data part of
the frame is transmitted by using the 4G network. That
is, if a data packet belongs to a frame header part of a
frame, the data packet is transmitted by using the Wi-Fi
network; or if a data packet belongs to a data part of a
frame, the data packet is transmitted by using the 4G
network.
[0084] Step 308. The HAAP decapsulates the QUIC
packet received by the HAAP, to obtain an application
layer packet and the first connection identifier, that is,
obtain the QUIC connection identifier (connection ID) be-
tween the HG and the HAAP.
[0085] Step 309. The HAAP obtains the second con-
nection identifier, that is, obtains the IP quintuplet or the
sockets sockets of the host A and the host B, based on
the first connection identifier, namely, the QUIC connec-
tion identifier between the HG and the HAAP, and by
querying the correspondence between the second con-
nection identifier and the first connection identifier, for
example, by querying the foregoing Table 1.
[0086] In an example, the HAAP stores a correspond-
ence between a QUIC connection identifier and sockets
sockets, and a correspondence between sockets sock-

ets and an IP quintuplet. The HAAP obtains a QUIC con-
nection identifier based on a packet received by the
HAAP, and obtains an IP quintuplet based on the QUIC
connection identifier.
[0087] In another example, the HAAP stores a corre-
spondence between a QUIC connection identifier and an
IP quintuplet. The HAAP obtains a QUIC connection
identifier based on a packet received by the HAAP, and
obtains an IP quintuplet based on the QUIC connection
identifier.
[0088] Step 310. The HAAP encapsulates the connec-
tion identifier obtained by the HAAP, for example, the IP
quintuplet, into the application layer packet, to obtain an
IP packet. The IP quintuplet includes the IP address of
the host A, the port number of the host A, the IP address
of the host B, the port number of the host B, and the
protocol number.
[0089] Step 311. The HAAP sends the application layer
packet into which the IP quintuplet is encapsulated,
namely, the IP packet, to the host B.
[0090] It should be noted that, in the QUIC-based mul-
tipath data transmission processing process described
above (to be specific, FIG. 3A and FIG. 3B and related
content), packet acknowledgment and retransmission
are omitted. Actually, in a packet transmission process,
each time a receive end device receives several packets,
for example, each time the receive end device receives
10 packets, the receive end device sends an acknowl-
edgment (ACK) message to a transmit end. The following
describes in detail two data acknowledgment methods
for multipath transmission according to embodiments of
this application.
[0091] A packet acknowledgment method based on
multipath transmission provided in an embodiment of this
application is that every two devices separately perform
packet acknowledgment and retransmission. In other
words, after a connection is established between two de-
vices, the two devices perform packet acknowledgment
and retransmission. That is, after a host A establishes a
connection to an HG, the host A and the HG perform
packet acknowledgment and retransmission. After the
HG establishes a connection to an HAAP, the HG and
the HAAP perform packet acknowledgment and retrans-
mission. After the HAAP establishes a connection to a
host B, the HAAP and the host B perform packet acknowl-
edgment and retransmission. That is, after the HG es-
tablishes the connection to the HAAP, if the HG receives
a packet from the HAAP, the HG sends a first acknowl-
edgment message to the HAAP, as shown in FIG. 4.
[0092] FIG. 4 is a schematic diagram of a packet ac-
knowledgment method for QUIC connection-based mul-
tipath transmission according to an embodiment of this
application. Step 401. After the host A completes estab-
lishment of the connection to the HG, a packet may be
transmitted between the host A and the HG. After receiv-
ing a plurality of packets, for example, 10 packets, from
the HG, the host A sends an acknowledgment (ACK)
message to the HG. If the host A does not accept one or
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more packets from the HG within an agreed time, the
host A sends a retransmission message to the HG. Like-
wise, after receiving a plurality of packets, for example,
10 packets, from the host A, the HG sends an acknowl-
edgment (ACK) message to the host A. If the HG does
not accept one or more packets from the host A within
an agreed time, the HG sends a retransmission message
to the host A. It can be learned that packet acknowledg-
ment and retransmission between the host A and the HG
are irrelevant to other connections. That is, packet ac-
knowledgment and retransmission between the host A
and the HG are irrelevant to connection establishment
and packet transmission between the HG and the HAAP,
and are also irrelevant to connection establishment and
packet transmission between the HAAP and the host B.
[0093] Step 402. After the HG completes establish-
ment of the connection to the HAAP, a packet may be
transmitted between the HG and the HAAP. After receiv-
ing a plurality of packets, for example, 10 packets, from
the HAAP, the HG sends an acknowledgment (ACK)
message to the HAAP. If the HG does not accept one or
more packets from the HAAP within an agreed time, the
HG sends a retransmission message to the HAAP. Like-
wise, after receiving a plurality of packets, for example,
10 packets, from the HG, the HAAP sends an acknowl-
edgment (ACK) message to the HG. If the HAAP does
not accept one or more packets from the HG within an
agreed time, the HAAP sends a retransmission message
to the HG. It can be learned that packet acknowledgment
and retransmission between the HG and the HAAP are
irrelevant to other connections. That is, packet acknowl-
edgment and retransmission between the HG and the
HAAP are irrelevant to connection establishment and
packet transmission between the host A and the HG, and
are also irrelevant to connection establishment and pack-
et transmission between the HAAP and the host B.
[0094] Step 403. After the HAAP completes establish-
ment of the connection to the host B, a packet may be
transmitted between the HAAP and the host B. After re-
ceiving a plurality of packets, for example, 10 packets,
from the host B, the HAAP sends an acknowledgment
(ACK) message to the host B. If the HAAP does not ac-
cept one or more packets from the host B within an agreed
time, the HAAP sends a retransmission message to the
host B. Likewise, after receiving a plurality of packets,
for example, 10 packets, from the host B, the HAAP
sends an acknowledgment (ACK) message to the host
B. If the HAAP does not accept one or more packets from
the host B within an agreed time, the HAAP sends a re-
transmission message to the host B. It can be learned
that packet acknowledgment and retransmission be-
tween the HAAP and the host B are irrelevant to other
connections. That is, packet acknowledgment and re-
transmission between the HAAP and the host B are ir-
relevant to connection establishment and packet trans-
mission between the host A and the HG, and are also
irrelevant to connection establishment and packet trans-
mission between the HG and the HAAP.

[0095] A person skilled in the art may understand that
there is no sequence relationship between the foregoing
step 401, step 402, and step 403.
[0096] Another packet acknowledgment method
based on multipath transmission provided in an embod-
iment of this application is that after connections between
all devices are established, a receive end device per-
forms acknowledgment or retransmission with a transmit
end device. To be specific, after the host A completes
establishment of the connection to the HG, the HG com-
pletes establishment of the connection to the HAAP, and
the HAAP completes establishment of the connection to
the host B, after the host A sends downlink data to the
host B by using the HG and the HAAP, and after the host
B receives a plurality of packets, for example, 10 packets,
the host B performs acknowledgment with the host A by
using the HAAP and the HG. If the host B does not receive
one or more packets from the host A within a predeter-
mined time, the host B sends a retransmission message
to the host A by using the HAAP and the HG.
[0097] In other words, a first network device such as
the HG establishes a connection to a first host device
such as the host A, the first network device such as the
HG establishes a connection to a second network device
such as the HAAP, and the first network device such as
the HG establishes a connection to a second host device
such as the host B by using the second network device
such as the HAAP. The first network device receives,
through one of a plurality of subflows between the first
network device such as the HG and the second network
device such as the HAAP, a second acknowledgment
packet that is from the second host device such as the
host B and that is forwarded by the second network de-
vice such as the HAAP.
[0098] Details are described below with reference to
FIG. 5A, FIG. 5B, FIG. 5C, and FIG. 5D.
[0099] FIG. 5A, FIG. 5B, FIG. 5C, and FIG. 5D are a
schematic diagram of another packet acknowledgment
method for QUIC connection-based multipath transmis-
sion according to an embodiment of this application.
[0100] In FIG. 5A, FIG. 5B, FIG. 5C, and FIG. 5D, an
example in which the host A establishes a TCP connec-
tion to the HG, and the HAAP also establishes a TCP
connection to the host B is used. Actually, the host A may
also establish a single connection such as a UDP con-
nection to the HG, and the HAAP may also establish a
single connection such as a UDP connection to the host
B.
[0101] Step 501. The host A sends a first TCP hand-
shake message (SYN) to the HG, and adds, to the first
TCP handshake message, a connection identifier be-
tween the host A and the host B, for example, an IP quin-
tuplet or sockets sockets.
[0102] It should be noted that in step 501, the host A
sends the first TCP handshake message to the HG, and
the first TCP handshake between the host A and the HG
is completed. A three-way TCP handshake between the
host A and the HG includes the first TCP handshake, a

17 18 



EP 3 633 932 A1

12

5

10

15

20

25

30

35

40

45

50

55

fourth TCP handshake message sent in the following
step 513, and a fifth TCP handshake message sent in
the following step 514. That is, the fourth TCP handshake
message sent in step 513 is actually used to complete
the second TCP handshake between the host A and the
HG. The fifth TCP handshake message sent in step 514
is used to complete the third TCP handshake between
the host A and the HG. Therefore, after step 514, that is,
after the third TCP handshake between the host A and
the HG is completed, the host A establishes the TCP
connection to the HG.
[0103] Step 502. The HG establishes a QUIC connec-
tion to the HAAP; and an acknowledgment function de-
activation (ACK disable) is carried in the QUIC connec-
tion establishment process. A function of the ACK disable
is as follows: After the HG establishes a connection to
the HAAP, packet acknowledgment is not performed be-
tween the HG and the HAAP.
[0104] In an example, a QUIC connection identifier
(connection ID) and an IP quintuplet or sockets sockets
are further carried in the QUIC connection establishment
process (an example in which the IP quintuplet is carried
in the QUIC connection establishment process is used
below).
[0105] Specifically, the HG sends a QUIC client con-
nection request (QUIC client hello) message to the
HAAP, and adds the QUIC connection identifier (connec-
tion ID), the IP quintuplet, and the acknowledgment func-
tion deactivation (ACK disable) to the QUIC client hello
message. The HAAP returns a QUIC server connection
request (QUIC Server hello) message to the HG, and
adds the QUIC connection identifier (connection ID), the
IP quintuplet, and the acknowledgment function deacti-
vation (ACK disable) to the QUIC server hello message.
The HG returns a QUIC connection complete (QUIC fin-
ish) message to the HAAP, and adds the QUIC connec-
tion identifier (connection ID), the IP quintuplet, and the
acknowledgment function deactivation (ACK disable) to
the QUIC finish message.
[0106] In the foregoing step 502, in the QUIC connec-
tion establishment process, the acknowledgment func-
tion deactivation message is carried in a QUIC connec-
tion request message that is transmitted between the HG
and the HAAP, so that the HG and the HAAP negotiate
to determine not to use an acknowledgment (ACK) func-
tion, and a packet acknowledgment function and a packet
retransmission function are not used between the HG
and the HAAP. This scenario is applicable to a scenario
in which a packet loss rate for a QUIC connection is low.
[0107] Step 503. The HG obtains, from a packet re-
ceived by the HG, a connection identifier between the
host A and the host B, where the connection identifier
between the host A and the host B is referred to as a
second connection identifier, and obtains a connection
identifier between the HG and the HAAP based on the
second connection identifier and by querying a table such
as the foregoing Table 1. Herein, the connection identifier
between the HG and the HAAP is referred to as a first

connection identifier.
[0108] Specifically, the HG stores a correspondence
between the second connection identifier and the first
connection identifier. For example, the HG stores a cor-
respondence between an IP quintuplet or sockets sock-
ets and a QUIC connection identifier. After receiving a
packet from the host A, the HG obtains the second con-
nection identifier carried in the packet, that is, obtains the
IP quintuplet or the sockets sockets in the packet. The
HG obtains a corresponding QUIC connection identifier
based on the IP quintuplet or the sockets and by querying
the correspondence between an IP quintuplet or sockets
and a QUIC connection identifier.
[0109] Step 504. The HG encapsulates the first TCP
handshake message by using the first connection iden-
tifier, namely, the QUIC connection identifier, to obtain a
corresponding QUIC packet. The QUIC packet carries
the first handshake message. The first handshake mes-
sage is from the host A (referring to step 501).
[0110] Step 505. The HG sends the QUIC packet to
the HAAP through one of a plurality of paths between the
HG and the HAAP; and the QUIC packet carries the first
TCP handshake message.
[0111] Specifically, for how the HG sends the QUIC
packet to the HAAP through one of the plurality of paths,
refer to the related content description in step 307 above.
[0112] Step 506. The HAAP decapsulates the QUIC
packet received by the HAAP, to obtain the first connec-
tion identifier, that is, obtain the QUIC connection iden-
tifier (connection ID) between the HG and the HAAP, and
obtain the first TCP handshake message.
[0113] Step 507. The HAAP obtains the second con-
nection identifier based on the first connection identifier,
namely, the QUIC connection identifier between the HG
and the HAAP and by querying the correspondence be-
tween the second connection identifier and the first con-
nection identifier, that is, obtains the IP quintuplet or the
sockets sockets of the host A and the host B.
[0114] In an example, the HAAP stores a correspond-
ence between a QUIC connection identifier and sockets
sockets, and a correspondence between sockets sock-
ets and an IP quintuplet. The HAAP obtains a QUIC con-
nection identifier based on a packet received by the
HAAP, and obtains an IP quintuplet based on the QUIC
connection identifier.
[0115] In another example, the HAAP stores a corre-
spondence between a QUIC connection identifier and an
IP quintuplet. The HAAP obtains a QUIC connection
identifier based on a packet received by the HAAP, and
obtains an IP quintuplet based on the QUIC connection
identifier.
[0116] Step 508. The HAAP sends a second TCP
handshake message to the host B; and the second TCP
handshake message carries the IP quintuplet or the sock-
ets.
[0117] It should be noted that in step 508, the second
TCP handshake message sent by the HAAP to the host
B is actually a TCP handshake message sent by the
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HAAP to the host B for the first time, and the first TCP
handshake between the HAAP and the host B is com-
pleted. In step 508, the second TCP handshake message
sent by the HAAP to the host B, a three-way TCP hand-
shake between the HAAP and the host B includes a third
TCP handshake message sent by the host B to the HAAP
in step 509, and a sixth TCP handshake message sent
by the HAAP to the host B in step 518. That is, in step
509, the third TCP handshake message sent by the host
B to the HAAP is actually used to complete the second
TCP handshake between the HAAP and the host B. In
step 518, the sixth TCP handshake message sent by the
HAAP to the host B is used to complete the three-way
TCP handshake between the HAAP and the host B.
Therefore, after step 518, that is, after the three-way TCP
handshake between the HAAP and the host B is com-
pleted, the HAAP establishes the TCP connection to the
host B.
[0118] Step 509. The host B sends the third TCP hand-
shake message to the HAAP; and the third TCP hand-
shake message carries the IP quintuplet or the sockets.
[0119] Step 510. The HAAP encapsulates the second
connection identifier such as the IP quintuplet into the
third TCP handshake message to obtain a corresponding
QUIC packet.
[0120] Step 511. The HAAP sends the QUIC packet
to the HG through one of the plurality of paths between
the HAAP and the HG; and the QUIC packet carries the
third TCP handshake message.
[0121] Specifically, for how the HAAP sends the QUIC
packet to the HG through one of the plurality of paths,
refer to the related content description in step 307 above.
[0122] Step 512. The HG decapsulates the QUIC pack-
et to obtain the third handshake message and the second
connection identifier, for example, obtain the IP quintu-
plet.
[0123] Step 513. The HG sends the fourth TCP hand-
shake message to the host A, and a process of sending
the fourth TCP handshake message is a process of the
second TCP handshake between the host A and the HG,
where the fourth TCP handshake message carries the
IP quintuplet or the sockets.
[0124] Step 514. The host A sends the fifth TCP hand-
shake message to the HG, and a process of sending the
fifth TCP handshake message is a process of the third
TCP handshake between the host A and the HG, where
the fifth TCP handshake message carries the IP quintu-
plet or the sockets.
[0125] It should be noted that after the foregoing step
514, that is, after the three-way TCP handshake between
the host A and the HG is completed, the host A estab-
lishes the TCP connection to the HG.
[0126] In addition, an example in which the host A es-
tablishes the TCP connection to the HG is used in this
embodiment of this application. Actually, the host A may
alternatively establish a UDP connection to the HG.
[0127] Step 515. The HG encapsulates the fifth TCP
handshake message by using the second connection

identifier such as the IP quintuplet, to obtain a corre-
sponding QUIC packet.
[0128] Step 516. The HG sends the QUIC packet to
the HAAP through one of the plurality of paths between
the HG and the HAAP, where the QUIC packet carries
the fifth TCP handshake message, and the fifth TCP
handshake message is sent by the host A to the HG in
the foregoing step 514.
[0129] Specifically, for how the HG sends the QUIC
packet to the HAAP through one of the plurality of paths,
refer to the related content description in step 307 above.
[0130] Step 517. The HAAP decapsulates the QUIC
packet to obtain the fifth TCP handshake message and
the second connection identifier such as the IP quintu-
plet.
[0131] Step 518. The HAAP sends the sixth TCP hand-
shake message to the host B, and a process of sending
the sixth TCP handshake message is a process of the
third TCP handshake between the HAAP and the host
B, where the sixth TCP handshake message carries the
IP quintuplet or the sockets.
[0132] It should be noted that after the foregoing step
518, that is, after the three-way handshake between the
HAAP and the host B is completed, the HAAP establishes
the TCP connection to the host B.
[0133] In addition, an example in which the HAAP es-
tablishes the TCP connection to the host B is used in this
embodiment of this application. Actually, the HAAP may
alternatively establish a UDP connection to the host B.
[0134] In conclusion, step 501, step 513, and step 514
are the TCP connection establishment process between
the host A and the HG, step 502 is the QUIC connection
establishment process between the HG and the HAAP,
and step 508, step 509, and step 518 are the TCP con-
nection establishment process between the HAAP and
the host B. Therefore, after step 518, the host A estab-
lishes the connection to the host B by using the HG and
the HAAP, and the host A can perform data transmission
with the host B by using the HG and the HAAP.
[0135] Therefore, the foregoing step 501 to step 518
are the process in which the host A establishes the con-
nection to the host B by using the HG and the HAAP, the
following step 519 to step 521 are a process in which the
host A sends data to the host B by using the HG and the
HAAP, and step 522 to step 526 are a process in which
the host B sends an acknowledgment (ACK) message
to the host A.
[0136] Step 519. The host A starts to send downlink
data to the HG, and adds the IP quintuplet or the sockets
to a downlink packet.
[0137] Step 520. The HG sends the downlink packet
received by the HG to the HAAP through one of the plu-
rality of paths between the HG and the HAAP, where the
packet carries the IP quintuplet or the sockets.
[0138] Specifically, for how the HG sends the packet
to the HAAP through one of the plurality of paths, refer
to the related content description in step 307 above.
[0139] Step 521. The HAAP sends the downlink packet
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received by the HAAP to the host B; and the packet car-
ries the IP quintuplet or the sockets.
[0140] Step 522. The host B sends an acknowledg-
ment (ACK) message to the HAAP, where the ACK mes-
sage is used to acknowledge, by using the HAAP and
the HG, that the packet from the host A has been re-
ceived. For example, each time the host B receives 10
packets from the host A, the host B sends an ACK mes-
sage by using the HAAP and the HG.
[0141] Step 523. The HAAP encapsulates the ac-
knowledgment (ACK) message to obtain a correspond-
ing QUIC packet, and selects one of the plurality of paths
between the HG and the HAAP, where the selected path
is used to send the QUIC packet to the HG.
[0142] In an example, the HAAP selects a path with a
lower delay from the plurality of paths between the HAAP
and the HG, to send the QUIC packet.
[0143] Step 524. The HAAP sends the QUIC packet
to the HG through the path selected by the HAAP.
[0144] Step 525. The HG decapsulates the QUIC pack-
et to obtain the acknowledgment (ACK) message.
[0145] Step 526. The HG sends, to the host A, the ac-
knowledgment message obtained through decapsula-
tion.
[0146] In an example, if the host A does not receive
the acknowledgment message within an agreed time, the
host A sends a retransmission message to the host B by
using the HG and the HAAP.
[0147] It should be noted that the foregoing step 522
to step 526 are a process in which after receiving a plu-
rality of packets, for example, 10 packets, from the host
A, the host B sends the acknowledgment message to the
host A by using the HAAP and the HG. Actually, after the
host B sends uplink data to the host A by using the HAAP
and the HG, after the host A receives a plurality of pack-
ets, for example, 10 packets, the host A also sends an
acknowledgment (ACK) message to the host B. A meth-
od for sending the acknowledgment message by the host
A to the host B is the same as a method for sending the
acknowledgment message by the host B to the host A.
For details, refer to the foregoing step 522 to step 526.
[0148] The foregoing describes a QUIC-based multip-
ath data transmission method provided in an embodi-
ment of this application. The following describes a
MPTCP-based multipath data transmission method.
[0149] In the MPTCP, an MPTCP layer that supports
multipath transmission is added between an application
layer and a transport layer, as shown in FIG. 6. For
MPTCP-based multipath data transmission, a conven-
tional TCP data flow is divided into a plurality of TCP
subflows, and different TCP subflows are transmitted
along different paths.
[0150] FIG. 6 is a schematic diagram of a protocol stack
of MPTCP connection-based multipath data transmis-
sion according to an embodiment of this application.
[0151] In FIG. 6, an HG has a plurality of interfaces,
for example, a 4G interface and a Wi-Fi interface. An
HAAP also has a plurality of interfaces, for example, a

4G interface and a Wi-Fi interface. The HG and the HAAP
may communicate with a host B through both the Wi-Fi
interface and the 4G interface, so that communication
bandwidth is increased. In FIG. 6, an IP address of the
Wi-Fi interface of the HG is A1, and an IP address of the
4G interface of the HG is A2. An IP address of the Wi-Fi
interface of the HAAP is B 1, and an IP address of the
4G interface of the HAAP is B2.
[0152] It can be learned from FIG. 6 that a host A and
the host B may use any existing host device, software
and hardware functions and configurations of the host A
and the host B are unchanged, and a data transmission
process is also unchanged. For a specific packet
processing process, refer to FIG. 1 and the related con-
tent description.
[0153] In FIG. 6, a process in which the HG decapsu-
lates a packet is also the same as an existing decapsu-
lation process of the HG. For details, refer to FIG. 1 and
the related content description. The following describes
in detail how the HG encapsulates an application layer
packet. The HG encapsulates the application layer pack-
et into a packet header of an MPTCP packet, to obtain
the MPTCP packet. Subsequently, the MPTCP packet
is transmitted to the HAAP through an IP layer through
one of a plurality of TCP subflows, for example, a TCP
subflow 1 or a TCP subflow 2.
[0154] In addition, the HG may not decapsulate an IP
packet received by the HG (that is, from the host A). That
is, the HG does not need to decapsulate the IP packet
to obtain the application layer packet, but directly encap-
sulates the IP packet received by the HG into the packet
header of the MPTCP packet. In this case, after receiving
the packet from the HG, the HAAP can obtain the IP
packet by removing only the packet header of the QUIC
packet. Then, the HAAP sends the IP packet to the host
B. FIG. 6 shows the previous implementation. That is,
FIG. 6 shows only that the HG decapsulates the IP packet
received by the HG to obtain the application layer packet,
and then encapsulates the application layer packet. The
HAAP receives the IP packet from the HG through a plu-
rality of paths. The HAAP decapsulates the IP packet to
obtain a TCP packet. The HAAP decapsulates the TCP
packet to obtain the application layer packet and a socket.
The HAAP obtains an IP quintuplet based on the socket
and by using a correspondence between a socket and
an IP quintuplet that is stored by the HAAP. The HAAP
encapsulates the application layer packet and encapsu-
lates the socket into a packet header of the TCP/UDP
packet, to obtain the IP packet. Then, the HAAP sends
the IP packet to the corresponding host B based on the
IP quintuplet obtained by the HAAP.
[0155] It should be noted that if the HG does not de-
capsulate the IP packet received by the HG, but directly
encapsulates the TCP/IP packet received by the HG and
sends the encapsulated packet to the HAAP, after the
HAAP receives the packet, the HAAP may first decap-
sulate the packet and remove the packet header of the
MPTCP packet, and then directly send the TCP/IP packet
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to the host B. The reason is that after decapsulating the
packet received by the HAAP, the HAAP obtains the
TCP/IP packet.
[0156] The following describes in detail, with reference
to FIG. 7, an MPTCP connection-based multipath data
transmission method provided in an embodiment of this
application.
[0157] Step 701. A host A such as a terminal device
establishes a TCP connection to an HG; and a connection
identifier between the host A and a host B is carried in
the TCP connection establishment process.
[0158] In an example, the connection identifier be-
tween the host A and the host B is an IP quintuplet or
sockets sockets.
[0159] Specifically, the host A establishes the TCP
connection between the host A and the HG by using a
TCP three-way handshake with the HG, and adds the IP
quintuplet or the sockets of the host A and the host B to
a TCP handshake message (SYN) of the TCP three-way
handshake. The IP quintuplet includes an IP address of
the host A, an IP address of the host B, a port number
of the host A, a port number of the host B, and a protocol
number.
[0160] Step 702. The HG establishes an MPTCP con-
nection to the HAAP.
[0161] Specifically, the HG sends an MPTCP connec-
tion request message to the HAAP, and an optional (op-
tion) field of the MPTCP connection request message
includes information indicating that the message is the
MPTCP connection request message. After receiving the
MPTCP connection request message, the HAAP returns
an MPTCP connection request acknowledgment mes-
sage to the HG, and an optional (option) field of the
MPTCP connection request acknowledgment message
includes information indicating that the message is the
MPTCP connection request acknowledgment message.
Then, the HG returns an MPTCP connection acknowl-
edgment message to the HAAP, and an optional (option)
field of the message includes information indicating that
the message is the MPTCP connection acknowledgment
message.
[0162] Step 703. The HAAP establishes a TCP con-
nection to the host B; and the connection identifier be-
tween the host A and the host B is carried in the connec-
tion establishment process.
[0163] In an example, the connection identifier be-
tween the host A and the host B is an IP quintuplet or
sockets sockets.
[0164] Specifically, the HAAP establishes the TCP
connection between the HAAP and the host B by using
a TCP three-way handshake with the host B, and adds
the IP quintuplet or the sockets of the host A and the host
B to a TCP handshake message (SYN) of the TCP three-
way handshake. The IP quintuplet includes the IP ad-
dress of the host A, the IP address of the host B, the port
number of the host A, the port number of the host B, and
the protocol number.
[0165] After the foregoing step 703, the host A com-

pletes establishment of the connection to the HG, the HG
completes establishment of the connection to the HAAP,
and the HAAP completes establishment of the connec-
tion to the host B. The host A may communicate with the
host B by using the HG and the HAAP. The following
continues to describe data transmission and acknowl-
edgment.
[0166] Step 704. The host A sends uplink data to the
HG, and adds the connection identifier between the host
A and the host B to an uplink packet. In an example, the
connection identifier is an IP quintuplet or sockets sock-
ets of the host A and the host B.
[0167] It can be learned from FIG. 6 that the TCP con-
nection and the MPTCP connection belong to a same
type of connection. In the TCP connection, a socket is
encapsulated in a packet header of an application layer
packet to obtain a TCP packet. In the MPTCP connection,
a socket is also encapsulated in a packet header of an
application layer packet to obtain a TCP packet. A differ-
ence lies only in that the MPTCP is a multipath PCT, that
is, a plurality of PCT packets may be simultaneously
transmitted between the HG and the HAAP. However,
only one packet can be transmitted between the host A
and the HG at a time. Therefore, the HG does not need
to perform mapping. That is, a socket is encapsulated in
a packet received by the HG, and the socket is also en-
capsulated in a packet sent by the HG. Therefore, the
HG does not need to perform mapping.
[0168] Step 705. The HG sends a TCP packet to the
HAAP through one of a plurality of paths between the
HG and the HAAP.
[0169] Specifically, in step 705a, the HG sends a pack-
et that belongs to a frame header part to the HAAP
through a first path; and in step 705b, the HG sends a
packet that belongs to a data frame part to the HAAP
through a second path.
[0170] For example, two transmission paths exist be-
tween the HG and the HAAP. The HG sends, according
to a data transmission rule that is set by the HG, the TCP
packet to the HAAP through one of the two transmission
paths. An example of the data transmission rule is: A
packet that belongs to a frame header of a frame is trans-
mitted by using a Wi-Fi network, and a packet that be-
longs to a data part of the frame is transmitted by using
a 4G network. That is, if a data packet belongs to a frame
header part of a frame, the data packet is transmitted by
using the Wi-Fi network; or if a data packet belongs to a
data part of a frame, the data packet is transmitted by
using the 4G network.
[0171] Step 706. The HAAP sends, to the host B, the
packet that is received by the HAAP through one of the
plurality of paths.
[0172] It should be noted that the foregoing step 704
to step 706 are the data packet transmission processing
process, and the following continues to describe a packet
acknowledgment or retransmission process.
[0173] Step 707. After receiving one or more packets,
for example, 10 packets, from the host A, the host B sends
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an acknowledgment (ACK) message to the HAAP.
[0174] Step 708. After receiving the acknowledgment
(ACK) message, the HAAP determines one path in the
plurality of paths, for example, determines the 4G net-
work in the 4G network and the Wi-Fi network, where the
determined path is used to transmit the acknowledgment
(ACK) message from the host B.
[0175] In an example, the HAAP selects a path with a
low transmission delay from the plurality of paths, to
transmit the acknowledgment (ACK) message from the
host B.
[0176] Step 709. The HAAP sends the acknowledg-
ment (ACK) message to the HG.
[0177] Step 710. The HG sends the acknowledgment
(ACK) message to the host A.
[0178] In an example, if the host A does not receive
the acknowledgment message from the host B within an
agreed time, the host A sends a retransmission message
to the host B by using the HG and the HAAP.
[0179] It can be learned from the foregoing content that
step 707 to step 710 are the process in which after the
host B receives the one or more packets, for example,
10 packets, from the host A, the host B sends the ac-
knowledgment message to the host A by using the HAAP
and the HG, and the HG and the HAAP perform multipath
data transmission.
[0180] Actually, after receiving one or more packets,
for example, 10 packets, from the host B, the host A sends
an acknowledgment (ACK) message to the host B by
using the HG and the HAAP. In addition, if the host B
does not receive the acknowledgment message from the
host A within an agreed time, the host B sends a retrans-
mission message to the host A by using the HAAP and
the HG.
[0181] FIG. 8 is a schematic diagram of a first network
device according to an embodiment of this application.
The first network device includes a receiver 801, a proc-
essor 802, and a transmitter 803.
[0182] The receiver 801 is configured to: receive a
packet that is from a first host device and that is forwarded
by a second network device, and determine a first con-
nection identifier between the first network device and
the second network device based on the packet.
[0183] The processor 802 is configured to encapsulate
the packet based on the first connection identifier.
[0184] The transmitter 803 is configured to send the
encapsulated packet to the second network device
through one of a plurality of subflows between the first
network device and the second network device.
[0185] In an example, the processor 802 is specifically
configured to: obtain a second connection identifier from
the packet, where the second connection identifier is a
connection identifier between the first host device and
the second host device; and determine the first connec-
tion identifier based on the second connection identifier
and a correspondence between the first connection iden-
tifier and the second connection identifier, where the first
network device includes the correspondence between

the first connection identifier and the second connection
identifier.
[0186] In an example, the second connection identifier
is sockets sockets or an internet protocol IP quintuplet
of the first host device and the second host device, and
the first connection identifier is a connection identifier
connection ID between the first network device and the
second network device.
[0187] In an example, the processor 802 is further con-
figured to establish a connection between the first net-
work device and the second network device. The trans-
mitter 803 is further configured to send an acknowledg-
ment message to the second network device when the
first network device receives a packet from the second
network device.
[0188] In an example, the processor 802 is further con-
figured to: establish a connection to the first host device,
establish a connection to the second network device, and
establish a connection to the second host device by using
the second network device; and the receiver 801 is further
configured to receive, through one of the plurality of sub-
flows between the first network device and the second
network device, a second acknowledgment packet that
is from the second host device and that is forwarded by
the second network device.
[0189] In an example, acknowledgment message
function deactivation information ACK disable is carried
in the process of establishing the connection between
the first network device and the second network device.
[0190] In an example, the encapsulating, by the proc-
essor 802, the packet based on the first connection iden-
tifier is specifically: encapsulating, by the processor, an
application layer packet based on the first connection
identifier.
[0191] In an example, the encapsulating, by the proc-
essor 802, the packet based on the first connection iden-
tifier is specifically: encapsulating, by the processor, an
internet protocol IP packet based on the first connection
identifier.
[0192] FIG. 9 is a schematic diagram of a second net-
work device according to an embodiment of this applica-
tion. The second network device includes a receiver 901,
a processor 902, and a transmitter 903.
[0193] The receiver 901 is configured to receive a
packet through one of a plurality of subflows between the
first network device and the second network device.
[0194] The processor 902 is configured to determine
a first connection identifier based on the packet, where
the first connection identifier is a connection identifier be-
tween a first host device and a second host device, the
first host device is a host device connected to the second
network device, and the second host device is a host
device connected to the first network device.
[0195] The transmitter 903 is configured to send the
packet to the second host device based on the first con-
nection identifier.
[0196] In an example, the determining, by the proces-
sor 902, a first connection identifier based on the packet
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is specifically: obtaining, by the processor, a second con-
nection identifier from the packet, where the second con-
nection identifier is a connection identifier between the
first network device and the second network device; and
the second network device includes a correspondence
between the first connection identifier and the second
connection identifier, and the processor is further config-
ured to obtain the first connection identifier based on the
correspondence and the second connection identifier.
[0197] In an example, after the processor 902 receives
the packet through one of the plurality of subflows be-
tween the first network device and the second network
device, the processor is further configured to decapsulate
the packet to obtain an application layer packet.
[0198] In an example, the determining, by the proces-
sor 902, a first connection identifier based on the packet
is specifically: obtaining, by the processor, the first con-
nection identifier in the decapsulation process.
[0199] In an example, the first connection identifier is
sockets sockets or an internet protocol IP quintuplet of
the first host device and the second host device, and the
second connection identifier is a connection identifier
connection ID between the first network device and the
second network device.
[0200] In an example, the processor 902 is further con-
figured to establish a connection between the first net-
work device and the second network device. The trans-
mitter 903 is further configured to send an acknowledg-
ment message to the second network device when the
first network device receives a packet from the second
network device.
[0201] In an example, before the receiver 901 receives
the packet through one of the plurality of subflows be-
tween the first network device and the second network
device, the processor is further configured to establish a
connection to the second network device; and acknowl-
edgment message function deactivation information
ACK disable is carried in the connection establishment
process.
[0202] FIG. 10 is a schematic diagram of a multipath
data transmission apparatus according to an embodi-
ment of this application. The multipath data transmission
apparatus 100 includes a receiving unit 101, a determin-
ing unit 102, an encapsulation unit 103, and a sending
unit 104.
[0203] The receiving unit 101 is configured to receive
a packet from a first host device.
[0204] The determining unit 102 is configured to deter-
mine a first connection identifier between the first network
device and a second network device based on the packet.
[0205] The encapsulation unit 103 is configured to en-
capsulate the packet based on the first connection iden-
tifier.
[0206] The sending unit 104 is configured to send the
encapsulated packet to the second network device
through one of a plurality of subflows between the first
network device and the second network device.
[0207] In an example, the determining unit 102 is spe-

cifically configured to: obtain a second connection iden-
tifier from the packet, where the second connection iden-
tifier is a connection identifier between the first host de-
vice and the second host device; and determine the first
connection identifier based on the second connection
identifier and a correspondence between the first con-
nection identifier and the second connection identifier,
where the first network device includes the correspond-
ence between the first connection identifier and the sec-
ond connection identifier.
[0208] In an example, the second connection identifier
is sockets sockets or an internet protocol IP quintuplet
of the first host device and the second host device, and
the first connection identifier is a connection identifier
connection ID between the first network device and the
second network device.
[0209] In an example, the multipath data transmission
apparatus 100 further includes a connection establish-
ment unit 105. The connection establishment unit 105 is
configured to establish a connection between the first
network device and the second network device. The
sending unit 104 is further configured to send an acknowl-
edgment message to the second network device when
the receiving unit 101 receives a packet from the second
network device.
[0210] In another example, the multipath data trans-
mission apparatus 100 further includes a connection es-
tablishment unit 105. The connection establishment unit
is configured to: establish a connection between the first
network device and the first host device, establish a con-
nection between the first network device and the second
network device, and establish a connection between the
first network device and the second host device by using
the second network device. The receiving unit 101 is fur-
ther configured to receive, through one of the plurality of
subflows between the first network device and the sec-
ond network device, a second acknowledgment packet
that is from the second host device and that is forwarded
by the second network device.
[0211] In an example, acknowledgment message
function deactivation information ACK disable is carried
in the process in which the connection establishment unit
105 establishes the connection between the first network
device and the second network.
[0212] In an example, the encapsulation unit 103 is
specifically configured to encapsulate an application lay-
er packet based on the first connection identifier.
[0213] In another example, the encapsulation unit 103
is specifically configured to encapsulate an internet pro-
tocol IP packet based on the first connection identifier.
[0214] FIG. 11 is a schematic diagram of a multipath
data transmission apparatus according to another em-
bodiment of this application. The multipath data trans-
mission apparatus 110 includes a receiving unit 111, a
determining unit 112, and a sending unit 113.
[0215] The receiving unit 111 is configured to receive
a packet through one of a plurality of subflows between
the first network device and a second network device.
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[0216] The determining unit 112 is configured to deter-
mine a first connection identifier based on the packet,
where the first connection identifier is a connection iden-
tifier between a first host device and a second host de-
vice, the first host device is a host device connected to
the first network device, and the second host device is a
host device connected to the second network device.
[0217] The sending unit 113 is configured to send the
packet to the second host device based on the first con-
nection identifier.
[0218] In an example, the determining unit 112 is spe-
cifically configured to: obtain a second connection iden-
tifier from the packet, where the second connection iden-
tifier is a connection identifier between the first network
device and the second network device; and determine
the first connection identifier based on the second con-
nection identifier and a correspondence between the first
connection identifier and the second connection identifi-
er, where the first network device includes the corre-
spondence between the first connection identifier and
the second connection identifier.
[0219] In an example, the multipath data transmission
apparatus 110 further includes a decapsulation unit 114.
The decapsulation unit 114 is configured to: after the first
network device receives the packet through one of the
plurality of subflows between the first network device and
the second network device, decapsulate the packet to
obtain an application layer packet.
[0220] In an example, the determining, by the deter-
mining unit 112, a first connection identifier based on the
packet is specifically: obtaining, by the first network de-
vice, the first connection identifier in the decapsulation
process.
[0221] In an example, the first connection identifier is
sockets sockets or an internet protocol IP quintuplet of
the first host device and the second host device, and the
second connection identifier is a connection identifier
connection ID between the first network device and the
second network device.
[0222] In an example, the multipath data transmission
apparatus 110 further includes a connection establish-
ment unit 115. The connection establishment unit 115 is
configured to enable the first network device to establish
a connection to the second network device. The sending
unit 113 is further configured to send an acknowledgment
message to the second network device when the first
network device receives a packet from the second net-
work device.
[0223] In another example, the multipath data trans-
mission apparatus 110 further includes a connection es-
tablishment unit 115. The connection establishment unit
115 is configured to: before the receiving unit 111 re-
ceives the packet through one of the plurality of subflows
between the first network device and the second network
device, establish a connection between the first network
device and the second network device, and add acknowl-
edgment message function deactivation information
ACK disable to the packet transmitted in the connection

establishment process.
[0224] A person skilled in the art may be further aware
that, in combination with the examples described in the
embodiments disclosed in this specification, units and
algorithm steps may be implemented by electronic hard-
ware, computer software, or a combination thereof. To
clearly describe the interchangeability between the hard-
ware and the software, the foregoing has generally de-
scribed compositions and steps of each example accord-
ing to functions. Whether the functions are performed by
hardware or software depends on a particular application
and a design constraint condition of a technical solution.
A person skilled in the art may use different methods to
implement the described functions for each particular ap-
plication, but it should not be considered that the imple-
mentation goes beyond the scope of this application.
[0225] A person of ordinary skill in the art may under-
stand that all or some of the steps of the methods in the
foregoing embodiments may be implemented by a pro-
gram instructing a processor. The program may be stored
in a computer-readable storage medium. The storage
medium is a non-transitory (English: non-transitory) me-
dium, such as a random access memory, a read-only
memory, a flash memory, a hard disk, a solid state drive,
a magnetic tape (English: magnetic tape), a floppy disk
(English: floppy disk), an optical disc (English: optical
disc), or any combination thereof.
[0226] The foregoing descriptions are merely preferred
specific implementations of this application, but are not
intended to limit the protection scope of this application.
Any variation or replacement readily figured out by a per-
son skilled in the art within the technical scope disclosed
in this application shall fall within the protection scope of
this application. Therefore, the protection scope of this
application shall be subject to the protection scope of the
claims.

Claims

1. A multipath data transmission method, wherein the
method comprises:

receiving, by a first network device, a packet
from a first host device, and determining a first
connection identifier between the first network
device and a second network device based on
the packet;
encapsulating, by the first network device, the
packet based on the first connection identifier;
and
sending, by the first network device, the encap-
sulated packet to the second network device
through one of a plurality of subflows between
the first network device and the second network
device.

2. The method according to claim 1, wherein the deter-
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mining a first connection identifier between the first
network device and a second network device based
on the packet is specifically:

obtaining a second connection identifier from
the packet, wherein the second connection iden-
tifier is a connection identifier between the first
host device and the second host device; and
determining the first connection identifier based
on the second connection identifier and a cor-
respondence between the first connection iden-
tifier and the second connection identifier,
wherein the first network device comprises the
correspondence between the first connection
identifier and the second connection identifier.

3. The method according to claim 2, wherein the sec-
ond connection identifier is sockets sockets or an
internet protocol IP quintuplet of the first host device
and the second host device, and the first connection
identifier is a connection identifier connection ID be-
tween the first network device and the second net-
work device.

4. The method according to any one of claims 1 to 3,
wherein the method further comprises: establishing,
by the first network device, a connection to the sec-
ond network device, and sending, by the first network
device, an acknowledgment message to the second
network device when the first network device re-
ceives a packet from the second network device.

5. The method according to claim 1, wherein the meth-
od further comprises:

establishing, by the first network device, a con-
nection to the first host device, establishing, by
the first network device, a connection to the sec-
ond network device, and establishing, by the first
network device, a connection to the second host
device by using the second network device; and
receiving, by the first network device through
one of the plurality of subflows between the first
network device and the second network device,
a second acknowledgment packet that is from
the second host device and that is forwarded by
the second network device.

6. The method according to claim 5, wherein acknowl-
edgment message function deactivation information
ACK disable is carried in the process of establishing
the connection between the first network device and
the second network device.

7. The method according to claim 1, wherein the en-
capsulating, by the first network device, the packet
based on the first connection identifier is specifically:
encapsulating, by the first network device, an appli-

cation layer packet based on the first connection
identifier.

8. The method according to claim 1, wherein the en-
capsulating, by the first network device, the packet
based on the first connection identifier is specifically:
encapsulating, by the first network device, an inter-
net protocol IP packet based on the first connection
identifier.

9. A multipath data transmission method, wherein the
method comprises:

receiving, by a first network device, a packet
through one of a plurality of subflows between
the first network device and a second network
device;
determining, by the first network device, a first
connection identifier based on the packet,
wherein the first connection identifier is a con-
nection identifier between a first host device and
a second host device, the first host device is a
host device connected to the first network de-
vice, and the second host device is a host device
connected to the second network device; and
sending, by the first network device, the packet
to the second host device based on the first con-
nection identifier.

10. The method according to claim 9, wherein the deter-
mining, by the first network device, a first connection
identifier based on the packet is specifically:

obtaining, by the first network device, a second
connection identifier from the packet, wherein
the second connection identifier is a connection
identifier between the first network device and
the second network device; and
obtaining, by the first network device, the first
connection identifier based on the second con-
nection identifier and a correspondence be-
tween the first connection identifier and the sec-
ond connection identifier, wherein the first net-
work device comprises the correspondence be-
tween the first connection identifier and the sec-
ond connection identifier.

11. The method according to claim 9 or 10, wherein after
the receiving, by a first network device, a packet
through one of a plurality of subflows between the
first network device and a second network device,
the method comprises:
decapsulating, by the first network device, the packet
to obtain an application layer packet.

12. The method according to claim 11, wherein the de-
termining, by the first network device, a first connec-
tion identifier based on the packet is specifically:
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obtaining, by the first network device, the first con-
nection identifier in the decapsulation process.

13. The method according to any one of claims 10 to 12,
wherein the first connection identifier is sockets
sockets or an internet protocol IP quintuplet of the
first host device and the second host device, and the
second connection identifier is a connection identi-
fier connection ID between the first network device
and the second network device.

14. The method according to any one of claims 9 to 13,
wherein the method further comprises: establishing,
by the first network device, a connection to the sec-
ond network device, and sending, by the first network
device, an acknowledgment message to the second
network device when the first network device re-
ceives a packet from the second network device.

15. The method according to any one of claims 9 or 14,
wherein before the receiving, by a first network de-
vice, a packet through one of a plurality of subflows
between the first network device and a second net-
work device, the method comprises:
establishing, by the first network device, the connec-
tion to the second network device, and adding ac-
knowledgment message function deactivation infor-
mation ACK disable to the packet transmitted in the
connection establishment process.

16. A first network device, comprising:

a receiver, configured to: receive a packet that
is from a first host device and that is forwarded
by a second network device, and determine a
first connection identifier between the first net-
work device and the second network device
based on the packet;
a processor, configured to encapsulate the
packet based on the first connection identifier;
and
a transmitter, configured to send the encapsu-
lated packet to the second network device
through one of a plurality of subflows between
the first network device and the second network
device.

17. The first network device according to claim 16,
wherein the processor is specifically configured to:
obtain a second connection identifier from the pack-
et, wherein the second connection identifier is a con-
nection identifier between the first host device and
the second host device; and determine the first con-
nection identifier based on the second connection
identifier and a correspondence between the first
connection identifier and the second connection
identifier, wherein the first network device comprises
the correspondence between the first connection

identifier and the second connection identifier.

18. The first network device according to claim 17,
wherein the second connection identifier is sockets
sockets or an internet protocol IP quintuplet of the
first host device and the second host device, and the
first connection identifier is a connection identifier
connection ID between the first network device and
the second network device.

19. The first network device according to any one of
claims 16 to 18, wherein the processor is further con-
figured to establish a connection between the first
network device and the second network device; and
the transmitter is further configured to send an ac-
knowledgment message to the second network de-
vice when the first network device receives a packet
from the second network device.

20. The first network device according to claim 16,
wherein the processor is further configured to: es-
tablish a connection to the first host device, establish
a connection to the second network device, and es-
tablish a connection to the second host device by
using the second network device; and
the receiver is further configured to receive, through
one of the plurality of subflows between the first net-
work device and the second network device, a sec-
ond acknowledgment packet that is from the second
host device and that is forwarded by the second net-
work device.

21. The first network device according to claim 20,
wherein acknowledgment message function deacti-
vation information ACK disable is carried in the proc-
ess of establishing the connection between the first
network device and the second network device.

22. The first network device according to claim 16,
wherein the encapsulating, by a processor, the pack-
et based on the first connection identifier is specifi-
cally: encapsulating, by the processor, an applica-
tion layer packet based on the first connection iden-
tifier.

23. The first network device according to claim 16,
wherein the encapsulating, by a processor, the pack-
et based on the first connection identifier is specifi-
cally: encapsulating, by the processor, an internet
protocol IP packet based on the first connection iden-
tifier.

24. A second network device, comprising:

a receiver, configured to receive a packet
through one of a plurality of subflows between
the first network device and the second network
device;

35 36 



EP 3 633 932 A1

21

5

10

15

20

25

30

35

40

45

50

55

a processor, configured to determine a first con-
nection identifier based on the packet, wherein
the first connection identifier is a connection
identifier between a first host device and a sec-
ond host device, the first host device is a host
device connected to the second network device,
and the second host device is a host device con-
nected to the first network device; and
a transmitter, configured to send the packet to
the second host device based on the first con-
nection identifier.

25. The second network device according to claim 24,
wherein the determining, by a processor, a first con-
nection identifier based on the packet is specifically:
obtaining, by the processor, a second connection
identifier from the packet, wherein the second con-
nection identifier is a connection identifier between
the first network device and the second network de-
vice; and the second network device comprises a
correspondence between the first connection iden-
tifier and the second connection identifier, and the
processor is further configured to obtain the first con-
nection identifier based on the correspondence and
the second connection identifier.

26. The second network device according to claim 24 or
25, wherein after the processor receives the packet
through one of the plurality of subflows between the
first network device and the second network device,
the processor is further configured to decapsulate
the packet to obtain an application layer packet.

27. The second network device according to claim 26,
wherein the determining, by a processor, a first con-
nection identifier based on the packet is specifically:
obtaining, by the processor, the first connection iden-
tifier in the decapsulation process.

28. The second network device according to any one of
claims 25 to 27, wherein the first connection identifier
is sockets sockets or an internet protocol IP quintu-
plet of the first host device and the second host de-
vice, and the second connection identifier is a con-
nection identifier connection ID between the first net-
work device and the second network device.

29. The second network device according to any one of
claims 25 to 28, wherein the processor is further con-
figured to establish a connection between the first
network device and the second network device; and
the transmitter is further configured to send an ac-
knowledgment message to the second network de-
vice when the first network device receives a packet
from the second network device.

30. The second network device according to any one of
claims 24 to 29, wherein before the receiver receives

the packet through one of the plurality of subflows
between the first network device and the second net-
work device, the processor is further configured to
establish a connection to the second network device;
and acknowledgment message function deactiva-
tion information ACK disable is carried in the con-
nection establishment process.

31. A communications entity, wherein the communica-
tions entity is configured to perform the data trans-
mission method according to any one of claims 1 to 8.

32. A communications entity, wherein the communica-
tions entity is configured to perform the data trans-
mission method according to any one of claims 9 to
15.
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