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(54) MOBILITY MEASUREMENT METHOD AND DEVICE, AND COMPUTER READABLE STORAGE 
MEDIUM

(57) Embodiments of the present disclosure provide
a mobility measurement method and device, and the
present disclosure relates to the field of communication
technology. In the present disclosure, receiving, from a
first base station, system information including informa-
tion of a first reference signal configured by the first base
station for a current cell that is a cell accessed currently,
and information of a second reference signal configured
by a second base station for a neighboring cell of the
current cell, the first and second base stations corre-

sponding respectively to the current cell and the neigh-
boring cell; and measuring mobility of the current cell
based on a reference signal in a synchronization block
of the current cell and the first reference signal according
to the information of the first reference signal, and meas-
uring mobility of the neighbor cell based on a reference
signal in a synchronization block of the neighbor cell and
the second reference signal according to the information
of the second reference signal. In this way, the accuracy
in the mobility measurement is improved.
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Description

TECHNICAL FIELD

[0001] The present disclosure relates to the field of
communication technology, and in particular, to a mobility
measurement method and device, and a computer-read-
able storage medium.

BACKGROUND

[0002] The 5G (Fifth Generation) network has
emerged with the rapid development of the mobile com-
munication technology, enabling UE (User Equipment)
accessed thereto to realize communication. However,
the UE may move in the 5G network in an actual appli-
cation scenario. Thus, for ensuring the access continuity,
a base station instructs the UE to select/reselect a cell
in a moving process of the UE. Therefore, in order to
successfully realize cell selection/reselection, the UE
may perform mobility measurement.
[0003] The mobility measurement mainly refers to
measurement of RSRP (Reference Signal Receiving
Power) and/or RSRQ (Reference Signal Received Qual-
ity) by the UE based on reference signals of cells. In
related arts, the UE performs mobility measurement
based on a reference signal in a synchronization block
of a current cell and a reference signal in a synchroniza-
tion block of a neighbor cell, respectively, so as to obtain
at least two measurement results. Then, the UE may re-
port the at least two measurement results to the base
station, so that the base station instructs the UE to se-
lect/reselect the cell according to the at least two meas-
urement results.

SUMMARY

[0004] In order to solve the problem of the prior art,
embodiments of the present disclosure provide a mobility
measurement method and device, and a computer-read-
able storage medium. The technical solutions are as fol-
lows.
[0005] In a first aspect, there is provided a mobility
measurement method, including:

receiving system information sent by a first base sta-
tion, wherein the system information comprises in-
formation of a first reference signal and information
of a second reference signal, the first reference sig-
nal is a reference signal configured by the first base
station for a current cell, the current cell is a cell ac-
cessed currently, the second reference signal is a
reference signal configured by a second base station
for a neighbor cell of the current cell, the first base
station is a base station corresponding to the current
cell, and the second base station is a base station
corresponding to the neighbor cell; and
measuring mobility of the current cell based on a

reference signal in a synchronization block of the
current cell and the first reference signal according
to the information of the first reference signal, and
measuring mobility of the neighbor cell based on a
reference signal in a synchronization block of the
neighbor cell and the second reference signal ac-
cording to the information of the second reference
signal.

[0006] In some embodiments, wherein the information
of the first reference signal comprises first initial position
information, first end position information and a first den-
sity number, the first initial position information is config-
ured to determine an initial position of the first reference
signal on a time frequency of the current cell, the first end
position information is configured to determine an end
position of the first reference signal on the time frequency
of the current cell, and the first density number is config-
ured to determine a density of the first reference signal
on the time frequency of the current cell; and
the information of the second reference signal comprises
second initial position information, second end position
information and a second density number, the second
initial position information is configured to determine an
initial position of the second reference signal on a time
frequency of the neighbor cell, the second end position
information is configured to determine an end position of
the second reference signal on the time frequency of the
neighbor cell, and the second density number is config-
ured to determine a density of the second reference sig-
nal on the time frequency of the neighbor cell.
[0007] In some embodiments, wherein the information
of the first reference signal comprises a first format
number configured to determine a distribution format of
the first reference signal on the time frequency of the
current cell; and the information of the second reference
signal comprises a second format number configured to
determine a distribution format of the second reference
signal on the time frequency of the neighbor cell.
[0008] In some embodiments, wherein the measuring
mobility of the current cell based on a reference signal
in a synchronization block of the current cell and the first
reference signal according to the information of the first
reference signal, and measuring mobility of the neighbor
cell based on a reference signal in a synchronization
block of the neighbor cell and the second reference signal
according to the information of the second reference sig-
nal, comprise:

obtaining a first measurement result and a second
measurement result by measuring mobility of the ref-
erence signal in the synchronization block of the cur-
rent cell and mobility of the first reference signal re-
spectively according to the information of the first
reference signal; and obtaining a third measurement
result and a fourth measurement result by measuring
mobility of the reference signal in the synchronization
block of the neighbor cell and mobility of the second
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reference signal respectively according to the infor-
mation of the second reference signal; and
obtaining a mobility measurement result of the cur-
rent cell by performing moving average processing
on the first measurement result and the second
measurement result, and obtaining a mobility meas-
urement result of the neighbor cell by performing
moving average processing on the third measure-
ment result and the fourth measurement result.

[0009] In some embodiments, after measuring mobility
of the current cell based on a reference signal in a syn-
chronization block of the current cell and the first refer-
ence signal according to the information of the first ref-
erence signal, the method further comprises:

if the system information further comprises an up-
date message of the current cell and the update mes-
sage comprises a first update time and information
of an updated first reference signal, when the first
update time is reached, measuring the mobility of
the current cell based on the reference signal in the
synchronization block of the current cell and the up-
dated first reference signal according to the informa-
tion of the updated first reference signal;
performing moving average processing on a mobility
measurement result determined within a first preset
time period prior to and close to the first update time
and a mobility measurement result determined when
the first update time is reached; and
determining a result obtained after the moving aver-
age processing as the mobility measurement result
of the current cell.

[0010] In some embodiments, wherein after measuring
the mobility of the neighbor cell based on the reference
signal in the synchronization block of the neighbor cell
and the second reference signal according to the infor-
mation of the second reference signal, the method further
comprises:

if the system information further comprises an up-
date message of the neighbor cell and the update
message comprises a second update time and in-
formation of an updated second reference signal,
when the second update time is reached, measuring
the mobility of the neighbor cell based on the refer-
ence signal in the synchronization block of the neigh-
bor cell and the updated second reference signal
according to the information of the updated second
reference signal;
performing moving average processing on a mobility
measurement result determined within a second pre-
set time period prior to and close to the second up-
date time and a mobility measurement result deter-
mined when the second update time is reached; and
determining a result obtained after the moving aver-
age processing as the mobility measurement result

of the neighbor cell.

[0011] In a second aspect, there is provided a mobility
measurement device, comprising:

a receiving module, configured to receive system in-
formation sent by a first base station, wherein the
system information comprises information of a first
reference signal and information of a second refer-
ence signal, the first reference signal is a reference
signal configured by the first base station for a current
cell, the current cell is a cell accessed currently, the
second reference signal is a reference signal con-
figured by a second base station for a neighbor cell
of the current cell, the first base station is a base
station corresponding to the current cell, and the sec-
ond base station is a base station corresponding to
the neighbor cell; and
a first measuring module, configured to measure mo-
bility of the current cell based on a reference signal
in a synchronization block of the current cell and the
first reference signal according to the information of
the first reference signal, and measuring mobility of
the neighbor cell based on a reference signal in a
synchronization block of the neighbor cell and the
second reference signal according to the information
of the second reference signal.

[0012] In some embodiments, wherein the information
of the first reference signal comprises first initial position
information, first end position information and a first den-
sity number, the first initial position information is config-
ured to determine an initial position of the first reference
signal on a time frequency of the current cell, the first end
position information is configured to determine an end
position of the first reference signal on the time frequency
of the current cell, and the first density number is config-
ured to determine a density of the first reference signal
on the time frequency of the current cell; and
the information of the second reference signal comprises
second initial position information, second end position
information and a second density number, the second
initial position information is configured to determine an
initial position of the second reference signal on a time
frequency of the neighbor cell, the second end position
information is configured to determine an end position of
the second reference signal on the time frequency of the
neighbor cell, and the second density number is config-
ured to determine a density of the second reference sig-
nal on the time frequency of the neighbor cell.
[0013] In some embodiments, wherein the information
of the first reference signal comprises a first format
number configured to determine a distribution format of
the first reference signal on the time frequency of the
current cell; and the information of the second reference
signal comprises a second format number configured to
determine a distribution format of the second reference
signal on the time frequency of the neighbor cell.
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[0014] In some embodiments, wherein the first meas-
uring module is configured to:

obtain a first measurement result and a second
measurement result by measuring mobility of the ref-
erence signal in the synchronization block of the cur-
rent cell and mobility of the first reference signal re-
spectively according to the information of the first
reference signal; and obtaining a third measurement
result and a fourth measurement result by measuring
mobility of the reference signal in the synchronization
block of the neighbor cell and mobility of the second
reference signal respectively according to the infor-
mation of the second reference signal; and
obtain a mobility measurement result of the current
cell by performing moving average processing on
the first measurement result and the second meas-
urement result, and obtaining a mobility measure-
ment result of the neighbor cell by performing moving
average processing on the third measurement result
and the fourth measurement result.

[0015] In some embodiments, the device further com-
prising:

a second measuring module, configured to, if the
system information further comprises an update
message of the current cell and the update message
comprises a first update time and information of an
updated first reference signal, when the first update
time is reached, measure the mobility of the current
cell based on the reference signal in the synchroni-
zation block of the current cell and the updated first
reference signal according to the information of the
updated first reference signal;
a first processing module, configured to perform
moving average processing on a mobility measure-
ment result determined within a first preset time pe-
riod prior to and close to the first update time and a
mobility measurement result determined when the
first update time is reached; and
a first determining module, configured to determine
a result obtained after the moving average process-
ing as the mobility measurement result of the current
cell.

[0016] In some embodiments, the device further com-
prising:

a third measuring module, configured to, if the sys-
tem information further comprises an update mes-
sage of the neighbor cell and the update message
comprises a second update time and information of
an updated second reference signal, when the sec-
ond update time is reached, measuring the mobility
of the neighbor cell based on the reference signal in
the synchronization block of the neighbor cell and
the updated second reference signal according to

the information of the updated second reference sig-
nal;
a second determining module, configured to perform
moving average processing on a mobility measure-
ment result determined within a second preset time
period prior to and close to the second update time
and a mobility measurement result determined when
the second update time is reached; and
a second determining module, configured to deter-
mine a result obtained after the moving average
processing as the mobility measurement result of
the neighbor cell.

[0017] In a third aspect, there is provided a mobility
measurement device, comprising:

a processor; and
a memory, configured to store instructions executa-
ble by the processor,
wherein the processor is configured to perform the
steps of the method of any of the first aspect.

[0018] In a fourth aspect, there is provided a computer-
readable storage medium, wherein instructions are
stored on the computer-readable storage medium; and
the steps of the method of any of the first aspect are
implemented when the instructions are executed by a
processor.
[0019] The beneficial effects of the technical solutions
provided by the embodiments of the present disclosure
are as follows.
[0020] System information sent by a first base station
is received, wherein the system information includes in-
formation of a reference signal configured by the first
base station for a current cell and information of a refer-
ence signal configured by a second base station for a
neighbor cell of the current cell. Mobility of the current
cell is measured based on a reference signal in a syn-
chronization block of the current cell and the first refer-
ence signal according to the information of the first ref-
erence signal, so that a problem of inaccurate mobility
measurement caused by lower density of the reference
signal in the synchronization block of the current cell is
avoided. In addition, similarly, mobility of the neighbor
cell is measured based on a reference signal in a syn-
chronization block of the neighbor cell and the second
reference signal according to the information of the sec-
ond reference signal, so that a problem of inaccurate
mobility measurement caused by lower density of the
reference signal in the synchronization block of the neigh-
bor cell is avoided. That is, the accuracy in the mobility
measurement is improved according to the embodiments
of the present disclosure.

BRIEF DESCRIPTION OF THE DRAWINGS

[0021] In order to describe the technical solutions in
the embodiments of the present more clearly, the follow-
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ing briefly introduces the accompanying drawings re-
quired for describing the embodiments. Apparently, the
accompanying drawings in the following description
show merely some embodiments of the present disclo-
sure, and a person of ordinary skill in the art may also
derive other drawings from these accompanying draw-
ings without creative efforts.

FIG. 1A is a schematic diagram of an implementation
environment according to an embodiment.
FIG. 1B is a flow chart of a mobility measurement
method according to an embodiment.
FIG. 2 is a flow chart of a mobility measurement
method according to another embodiment.
FIG. 3A is a schematic structural diagram of a mo-
bility measurement device according to an embodi-
ment.
FIG. 3B is a schematic structural diagram of a mo-
bility measurement device according to another em-
bodiment.
FIG. 3C is a schematic structural diagram of a mo-
bility measurement device according to yet another
embodiment.
FIG. 4 is a block diagram of a mobility measurement
device 400 according to an embodiment.

DETAILED DESCRIPTION

[0022] The present disclosure will be described in fur-
ther detail with reference to the accompanying drawings,
to present the objects, technical solutions, and advan-
tages of the present disclosure more clearly.
[0023] First, prior to detailed introduction of the em-
bodiments of the present disclosure, the nouns involved
in the embodiments of the present disclosure are briefly
introduced.
[0024] The synchronization block includes: system in-
formation, a reference signal, and the like. The base sta-
tion may send a synchronization block to UE through a
beam. That is, the base station sends the synchronization
block to the scanned UE by a beam scanning manner.
After the UE receives the synchronization block for its
own direction, the reference signal and the system infor-
mation may be acquired from the synchronization block.
[0025] A time frequency includes: a time domain and
a frequency domain. The time domain refers to an occu-
pied OFDM (Orthogonal Frequency Division Multiplex-
ing) symbol, and the frequency domain refers to an oc-
cupied sub-carrier. According to the time domain and the
frequency domain, the position of the reference signal
on an RE (Resource Element) can be determined. That
is, the position of the reference signal on the time fre-
quency is equivalent to the position of the reference sig-
nal on the RE.
[0026] The RE is the smallest time frequency resource
unit in the physical resource, and occupies one sub-car-
rier on the frequency domain and one OFDM symbol on
the time domain.

[0027] Next, implementation environments involved in
the embodiments of the present disclosure will be de-
scribed.
[0028] Referring to FIG. 1A that is a schematic diagram
of an implementation environment according to embod-
iments, in the implementation environment, a first base
station 110, UE 120 and a second base station 130 are
mainly included. The UE 120 can access the first base
station 110 through a communication network, and the
first base station 110 can be connected to the second
base station 130 through the communication network.
[0029] The first base station 110 is mainly used to al-
locate a first reference signal to the UE 120, and send a
synchronization block and system information to the UE
120 by means of beam scanning. The system information
includes information of the first reference signal. In ad-
dition, the first base station 110 is further used to receive
information, sent by the second base station 130, of a
second reference signal allocated by the second base
station 130, and send the information of the second ref-
erence signal to the UE 120 through the system informa-
tion. That is, the system information further includes the
information of the second reference signal allocated by
the second base station 130.
[0030] As described above, the second base station
130 is used to allocate the second reference signal, and
send the information of the second reference signal to
the first base station 110 through an interface between
the base stations, so as to enable the first base station
110 to send the information of the second reference sig-
nal to the UE 120.
[0031] The UE 120 is mainly used to implement the
mobility measurement method provided by the embodi-
ment of the present disclosure. A specific implementation
process may refer to the embodiments shown in FIG. 1B
and FIG. 2 below.
[0032] Because the mobility is measured only based
on a reference signal in the synchronization block in the
related arts, and the density of the reference signal in the
synchronization block is usually lower, the measurement
result may be inaccurate. Thus, the embodiments of the
present disclosure provide a mobility measurement
method. The implementation process of the mobility
measurement method will be described in detail by the
embodiments shown in FIG. 1B and FIG. 2, respectively.
[0033] FIG. 1B is a flow chart of a mobility measure-
ment method according to an exemplary embodiment.
In this embodiment, using UE to perform the mobility
measurement method is taken as an example, and the
mobility measurement method may include the following
implementation steps.
[0034] In step 101, system information sent by a first
base station is received, wherein the system information
includes information of a first reference signal and infor-
mation of a second reference signal; the first reference
signal is a reference signal configured by the first base
station for a current cell; the current cell is a cell currently
accessed by a user equipment; the second reference

7 8 



EP 3 634 028 A1

6

5

10

15

20

25

30

35

40

45

50

55

signal is a reference signal configured by a second base
station for a neighbor cell of the current cell; the first base
station is a base station corresponding to the current cell;
and the second base station is a base station correspond-
ing to the neighbor cell.
[0035] In step 102, mobility of the current cell is meas-
ured based on a reference signal in a synchronization
block of the current cell and the first reference signal ac-
cording to the information of the first reference signal;
and mobility of the neighbor cell is measured based on
a reference signal in a synchronization block of the neigh-
bor cell and the second reference signal according to the
information of the second reference signal.
[0036] In the embodiment of the present disclosure,
the system information sent by the first base station is
received, wherein the system information includes the
information of the reference signal configured by the first
base station for the current cell and the information of
the reference signal configured by the second base sta-
tion for the neighbor cell of the current cell. The mobility
of the current cell is measured based on the reference
signal in the synchronization block of the current cell and
the first reference signal according to the information of
the first reference signal, so that a problem of inaccurate
mobility measurement caused by lower density of the
reference signal in the synchronization block of the cur-
rent cell is avoided. In addition, similarly, the mobility of
the neighbor cell is measured based on the reference
signal in the synchronization block of the neighbor cell
and the second reference signal according to the infor-
mation of the second reference signal, so that a problem
of inaccurate mobility measurement caused by lower
density of the reference signal in the synchronization
block of the neighbor cell is avoided. That is, the accuracy
in the mobility measurement is improved according to
the embodiments of the present disclosure.
[0037] Optionally, the information of the first reference
signal includes first initial position information, first end
position information and a first density number. The first
initial position information is used to determine an initial
position of the first reference signal on a time frequency
of the current cell. The first end position information is
used to determine an end position of the first reference
signal on the time frequency of the current cell. The first
density number is used to determine a density of the first
reference signal on the time frequency of the current cell.
[0038] Optionally, the information of the second refer-
ence signal includes second initial position information,
second end position information and a second density
number. The second initial position information is used
to determine an initial position of the second reference
signal on a time frequency of the neighbor cell. The sec-
ond end position information is used to determine an end
position of the second reference signal on the time fre-
quency of the neighbor cell. The second density number
is used to determine a density of the second reference
signal on the time frequency of the neighbor cell.
[0039] Optionally, the information of the first reference

signal includes a first format number used to determine
a distribution format of the first reference signal on the
time frequency of the current cell. The information of the
second reference signal includes a second format
number used to determine a distribution format of the
second reference signal on the time frequency of the
neighbor cell.
[0040] Optionally, measuring the mobility of the current
cell based on the reference signal in the synchronization
block of the current cell and the first reference signal ac-
cording to the information of the first reference signal and
measuring the mobility of the neighbor cell based on the
reference signal in the synchronization block of the neigh-
bor cell and the second reference signal according to the
information of the second reference signal include the
following steps.
[0041] The mobility of the reference signal in the syn-
chronization block of the current cell and the mobility of
the first reference signal are measured respectively ac-
cording to the information of the first reference signal to
obtain a first measurement result and a second meas-
urement result. The mobility of the reference signal in the
synchronization block of the neighbor cell and the mobil-
ity of the second reference signal are measured respec-
tively according to the information of the second refer-
ence signal to obtain a third measurement result and a
fourth measurement result.
[0042] A result obtained by performing moving aver-
age processing on the first measurement result and the
second measurement result is determined as a mobility
measurement result of the current cell, and a result ob-
tained by performing moving average processing on the
third measurement result and the fourth measurement
result is determined as a mobility measurement result of
the neighbor cell.
[0043] Optionally, after measuring the mobility of the
current cell based on the reference signal in the synchro-
nization block of the current cell and the first reference
signal according to the information of the first reference
signal, the method further includes the following steps.
[0044] If the system information further includes an up-
date message of the current cell and the update message
includes a first update time and information of an updated
first reference signal, when the first update time is
reached, the mobility of the current cell is measured
based on the reference signal in the synchronization
block of the current cell and the updated first reference
signal according to the information of the updated first
reference signal.
[0045] The moving average processing is performed
on a mobility measurement result determined within a
first preset time period prior to and close to the first update
time and a mobility measurement result determined when
the first update time is reached.
[0046] A result obtained after the moving average
processing is determined as the mobility measurement
result of the current cell.
[0047] Optionally, after measuring the mobility of the
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neighbor cell based on the reference signal in the syn-
chronization block of the neighbor cell and the second
reference signal according to the information of the sec-
ond reference signal, the method further includes the fol-
lowing steps.
[0048] If the system information further includes an up-
date message of the neighbor cell and the update mes-
sage includes a second update time and information of
an updated second reference signal, when the second
update time is reached, the mobility of the neighbor cell
is measured based on the reference signal in the syn-
chronization block of the neighbor cell and the updated
second reference signal according to the information of
the updated second reference signal.
[0049] The moving average processing is performed
on a mobility measurement result determined within a
second preset time period prior to and close to the second
update time and a mobility measurement result deter-
mined when the second update time is reached.
[0050] A result obtained after the moving average
processing is determined as the mobility measurement
result of the neighbor cell.
[0051] All of the above optional technical solutions may
form other optional embodiments of the present disclo-
sure in an arbitrary combination thereof, and the descrip-
tion thereof will not be repeated herein.
[0052] FIG. 2 is a flow chart of a mobility measurement
method according to another exemplary embodiment. In
this embodiment, using UE to perform the mobility meas-
urement method is taken as an example, and the mobility
measurement method may include the following imple-
mentation steps.
[0053] In step 201, system information sent by a first
base station is received.
[0054] In the embodiment of the present disclosure,
the first base station configures a first reference signal
for the UE, so that the UE performs mobility measurement
based on the first reference signal except for a reference
signal in a synchronization block of a current cell. In order
to enable the UE to conveniently determine the position
of the first reference signal, namely, to enable the UE to
conveniently know where to acquire the first reference
signal, the first base station needs to inform the UE of
information of the first reference signal. In the embodi-
ment of the present disclosure, the first base station in-
forms the UE of the information of the first reference sig-
nal through the system information.
[0055] In a specific implementation, the first base sta-
tion may send the system information to the UE by means
of beam scanning; and correspondingly, the UE receives
the system information sent by the first base station.
[0056] The system information includes the informa-
tion of the first reference signal and information of a sec-
ond reference signal. The first reference signal is a ref-
erence signal configured by the first base station for the
current cell. The current cell is a cell currently accessed
by a user equipment. The second reference signal is a
reference signal configured by a second base station for

a neighbor cell of the current cell. The first base station
is a base station corresponding to the current cell. The
second base station is a base station corresponding to
the neighbor cell.
[0057] The information of the second reference signal
may be sent by the second base station to the first base
station through a communication interface between the
base stations, and then sent by the first base station to
the UE through the system information. That is, in an
actual application scenario, in order to successfully se-
lect/reselect the cell, it is required to measure the mobility
of the neighbor cell. Therefore, the system information
includes the information of the second reference signal
configured by the second base station for the neighbor
cell except for the information of the first reference signal
configured by the first base station.
[0058] It should be noted that, according to different
actual configuration manners, contents in the information
of the first reference signal are different from those in the
information of the second reference signal. Specifically,
situations are as follows.
[0059] In the first situation, the information of the first
reference signal includes first initial position information,
first end position information and a first density number.
The first initial position information is used to determine
an initial position of the first reference signal on a time
frequency of the current cell. The first end position infor-
mation is used to determine an end position of the first
reference signal on the time frequency of the current cell.
The first density number is used to determine a density
of the first reference signal on the time frequency of the
current cell. The information of the second reference sig-
nal includes second initial position information, second
end position information and a second density number.
The second initial position information is used to deter-
mine an initial position of the second reference signal on
a time frequency of the neighbor cell. The second end
position information is used to determine an end position
of the second reference signal on the time frequency of
the neighbor cell. The second density number is used to
determine a density of the second reference signal on
the time frequency of the neighbor cell.
[0060] Next, the first reference signal is taken as an
example for illustration. Generally, the first base station
may set the density of the first reference signal according
to an actual operating environment. For example, the
density may be involved in three cases. In a dense urban
area, the density may be set to be larger in order to avoid
interference. For example, the density of the first refer-
ence signal is set to one-half, in which case one of every
two REs is the first reference signal. For another exam-
ple, in a non-dense urban area, the density may be set
to one-third, in which case one of every three REs is the
first reference signal. Since the interference in an open
area of a suburb is less, the density may be set to one-
sixth, in which case one of every six REs is the first ref-
erence signal.
[0061] It should be noted that, in order to facilitate de-
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scription and representation, the density number may be
used to represent the density of the first reference signal.
For example, a density number "00" may be used to rep-
resent a density of one-half, a density number "01" to
represent a density of one-third, a density number "10"
to represent a density of one-sixth, and the like. In an
actual implementation, the first base station and the UE
may pre-negotiate a corresponding relationship between
the density numbers and the actual densities, so that the
corresponding actual density can be determined accord-
ing to the density number.
[0062] In order to determine the position of the first
reference signal in the RE, the information of the first
reference signal may include the first initial position in-
formation, second end position information and the first
density number.
[0063] The initial position of the first reference signal
on the time frequency can be determined according to
the first initial position information. That is, the initial po-
sition of the first reference signal in the RE can be deter-
mined according to the first initial position information.
The end position of the first reference signal on the time
frequency can be determined according to the second
end position information. That is, the end position of the
first reference signal on the RE can be determined ac-
cording to the second end position information. The den-
sity of the first reference signal on the time frequency can
be determined according to the first density number. That
is, the density of the first reference signal on the RE can
be determined according to the first density number. In
this way, distribution positions and distribution rule of the
first reference signal in the RE can be determined, so
that the position of the first reference signal in the RE of
the current cell can be determined. That is, the position
of the first reference signal in the time domain of the cur-
rent cell is determined.
[0064] It should be noted that, in the first situation, the
principles of contents included in the information of the
second reference signal are similar to those included in
the information of the first reference signal, so that the
contents included in the information of the second refer-
ence signal will not be illustrated in detail herein.
[0065] In the second situation, the information of the
first reference signal includes a first format number used
to determine a distribution format of the first reference
signal on the time frequency of the current cell. The in-
formation of the second reference signal includes a sec-
ond format number used to determine a distribution for-
mat of the second reference signal on the time frequency
of the neighbor cell.
[0066] Next, the first reference signal is taken as an
example for illustration. In an actual implementation, the
first base station and the UE may pre-negotiate a corre-
sponding relationship between the first format numbers
and actual formats, so that the UE may determine the
distribution format of the first reference signal on the time
frequency of the current cell according to the correspond-
ing first format number. The distribution format directly

represents the specific distribution position and distribu-
tion rule of the first reference signal on the time frequency
of the current cell.
[0067] It should be noted that, in the second situation,
the principles of contents included in the information of
the second reference signal are similar to those included
in the information of the first reference signal, so that the
contents included in the information of the second refer-
ence signal will not be illustrated in detail herein.
[0068] In step 202, the mobility of the reference signal
in the synchronization block of the current cell and the
mobility of the first reference signal are measured re-
spectively according to the information of the first refer-
ence signal to obtain a first measurement result and a
second measurement result. The mobility of the refer-
ence signal in the synchronization block of the neighbor
cell and the mobility of the second reference signal are
measured respectively according to the information of
the second reference signal to obtain a third measure-
ment result and a fourth measurement result.
[0069] In a specific implementation, in order to enable
the UE to conveniently measure the mobility of the ref-
erence signal in the synchronization block of the current
cell and the first reference signal respectively, the time
for the first base station to send the first reference signal
should be synchronous with/close to the time to send the
synchronization block of the current cell.
[0070] Similarly, in order to enable the UE to conven-
iently measure the mobility of the reference signal in the
synchronization block of the neighbor cell and the second
reference signal respectively, the time for the second
base station to send the second reference signal should
be synchronous with/close to the time to send the syn-
chronization block of the neighbor cell.
[0071] In the embodiment of the present disclosure,
for the current cell, the mobility is measured not only
based on the reference signal in the synchronization
block of the current cell, but also based on the first ref-
erence signal configured by the first base station. Thus,
two measurement results, namely the first measurement
result and the second measurement result, can be ob-
tained.
[0072] Similarly, for the neighbor cell, the mobility is
measured not only based on the reference signal in the
synchronization block of the neighbor cell, but also based
on the second reference signal configured by the second
base station. Thus, two measurement results, namely
the third measurement result and the fourth measure-
ment result, can be obtained.
[0073] It should be noted that specific implementation
processes of the mobility measurement of the reference
signal in the synchronization block of the current cell and
the first reference signal, as well as the mobility meas-
urement of the reference signal in the synchronization
block of the neighbor cell and the second reference signal
may refer to the related arts, and are not limited by the
embodiments of the present disclosure.
[0074] In step 203, a result obtained by performing
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moving average processing on the first measurement re-
sult and the second measurement result is determined
as a mobility measurement result of the current cell, and
a result obtained by performing moving average process-
ing on the third measurement result and the fourth meas-
urement result is determined as a mobility measurement
result of the neighbor cell.
[0075] In the embodiment of the present disclosure,
the result obtained by performing moving average
processing on the first measurement result and the sec-
ond measurement result is determined as the mobility
measurement result of the current cell. Compared with
a mobility measurement result obtained only based on
the reference signal in the synchronization block of the
current cell, the accuracy in the mobility measurement
of the current cell is improved. Similarly, the result ob-
tained by performing moving average processing on the
third measurement result and the fourth measurement
result is determined as the mobility measurement result
of the neighbor cell. Compared with a mobility measure-
ment result obtained only based on the reference signal
in the synchronization block of the neighbor cell, the ac-
curacy in the mobility measurement of the neighbor cell
is improved.
[0076] It should be noted that the specific implemen-
tations of performing the moving average processing on
the first measurement result and the second measure-
ment result, as well as on the third measurement result
and the fourth measurement result may refer to the re-
lated arts, and are not limited by the embodiments of the
present disclosure.
[0077] In addition, in an actual application scenario,
due to objective factors such as the environment, the
configuration of the first reference signal may be changed
by the first base station due to objective factors such as
the environment, or the configuration of the second ref-
erence signal may be changed by the second base sta-
tion. In this case, it is necessary to inform the UE of in-
formation of the changed first reference signal and/or in-
formation of the changed second reference signal. The
specific implementations include the following possible
implementations.
[0078] In the first situation, the configuration of the first
reference signal is changed by the first base station.
[0079] If the system information further includes an up-
date message of the current cell and the update message
includes a first update time and information of an updated
first reference signal, when the first update time is
reached, the mobility of the current cell is measured
based on the reference signal in the synchronization
block of the current cell and the updated first reference
signal according to the information of the updated first
reference signal. The moving average processing is per-
formed on a mobility measurement result determined
within a first preset time period prior to and close to the
first update time and a mobility measurement result de-
termined when the first update time is reached. The result
obtained after the moving average processing is deter-

mined as the mobility measurement result of the current
cell.
[0080] The first preset time period may be customized
by a user according to an actual requirement, or may be
defaulted by the UE, and is not limited by the embodi-
ments of the disclosure.
[0081] In general, in order to achieve synchronization
between the first base station and the UE, when the con-
figuration of the first reference signal is changed by the
first base station, the first base station generally instructs
a time of measuring the mobility based on the updated
first reference signal, namely, the first update time carried
in the update message of the current cell. In addition, in
order to inform the UE of the position of the updated first
reference signal, the first base station also needs to in-
form the UE of the position of the updated first reference
signal on the time frequency. That is, the update message
also carries the information of the updated first reference
signal.
[0082] For the UE, when the system information re-
ceived by the UE includes the update message of the
current cell, the UE acquires the first update time in the
update message. When the first update time is reached,
the UE acquires the updated first reference signal based
on the information of the updated first reference signal,
and performs the mobility measurement based on the
reference signal in the synchronization block of the cur-
rent cell and the updated first reference signal. That is,
prior to the first update time, the UE still performs mobility
measurement based on the reference signal in the syn-
chronization block of the current cell and the unupdated
first reference signal.
[0083] In the embodiment of the present disclosure,
when the first update time is reached, the moving average
processing is performed on a mobility measurement re-
sult determined within a time period prior to the first up-
date time and a mobility measurement result determined
when the first update time is reached. The result obtained
after the moving average processing is determined as
the mobility measurement result of the current cell. That
is, the mobility measurement result determined prior to
the first update time is still valid.
[0084] It should be noted that the above only takes the
following implementation as an example: the moving av-
erage processing is performed on a mobility measure-
ment result determined within the time period prior to the
first update time and the mobility measurement result
determined when the first update time is reached, and
the result obtained after the moving average processing
is determined as the mobility measurement result of the
current cell. In another embodiment, the UE may further
discard the mobility measurement result determined prior
to the first update time. That is, the UE only determines
the mobility measurement result determined when the
first update time is reached as the mobility measurement
result of the current cell, which will not be limited by the
embodiments of the present disclosure.
[0085] In the second situation, the configuration of the
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second reference signal is changed by the second base
station.
[0086] If the system information further includes an up-
date message of the neighbor cell and the update mes-
sage includes a second update time and information of
an updated second reference signal, when the second
update time is reached, the mobility of the neighbor cell
is measured based on the reference signal in the syn-
chronization block of the neighbor cell and the updated
second reference signal according to the information of
the updated second reference signal. The moving aver-
age processing is performed on a mobility measurement
result determined within a second preset time period prior
to and close to the second update time and a mobility
measurement result determined when the second up-
date time is reached. The result obtained after the moving
average processing is determined as the mobility meas-
urement result of the neighbor cell.
[0087] The second preset time period may be custom-
ized by a user according to an actual requirement, or may
be defaulted by the UE, and is not limited by the embod-
iments of the disclosure.
[0088] In general, in order to achieve synchronization
between the second base station and the UE, when the
configuration of the second reference signal is changed
by the second base station, the second base station gen-
erally instructs a time of measuring the mobility based
on the updated second reference signal, namely, the sec-
ond update time carried in the update message of the
neighbor cell. In addition, in order to inform the UE of the
position of the updated second reference signal, the sec-
ond base station also informs the UE of the position of
the updated second reference signal on the time frequen-
cy through the first base station. That is, the system in-
formation sent by the first base station includes the up-
date message of the neighbor cell, and update message
further carries the information of the updated second ref-
erence signal.
[0089] For the UE, when the system information re-
ceived by the UE includes the update message of the
neighbor cell, the UE acquires the second update time
in the update message. When the second update time
is reached, the UE acquires the updated second refer-
ence signal based on the information of the updated sec-
ond reference signal, and performs the mobility meas-
urement based on the reference signal in the synchroni-
zation block of the neighbor cell and the updated second
reference signal. That is, prior to the second update time,
the UE still performs mobility measurement based on the
reference signal in the synchronization block of the neigh-
bor cell and the un-updated second reference signal.
[0090] In the embodiment of the present disclosure,
when the second update time is reached, the moving
average processing is performed on a mobility measure-
ment result determined within a time period prior to the
second update time and a mobility measurement result
determined when the second update time is reached.
The result obtained after the moving average processing

is determined as the mobility measurement result of the
neighbor cell. That is, the mobility measurement result
determined prior to the second update time is still valid.
[0091] It should be noted that the above only takes the
following implementation as an example: the moving av-
erage processing is performed on the mobility measure-
ment result determined within the time period prior to the
second update time and the mobility measurement result
determined when the second update time is reached,
and the result obtained after the moving average
processing is determined as the mobility measurement
result of the neighbor cell. In another embodiment, the
UE may further discard the mobility measurement result
determined prior to the second update time. That is, the
UE only determines the mobility measurement result de-
termined when the second update time is reached as the
mobility measurement result of the neighbor cell, which
will not be limited by the embodiments of the present
disclosure.
[0092] It should be noted that, as described above,
when the configuration of the first reference signal is
changed by the first base station, the first base station
informs the UE of the current cell of the first update time
and the information of the updated first reference signal.
In addition, the first base station further informs the UE
of the neighbor cell of the first update time and the infor-
mation of the updated first reference signal. Similarly,
when the configuration of the second reference signal is
changed by the second base station, the second base
station informs the UE of the current cell of the second
update time and the information of the updated second
reference signal. In addition, the second base station fur-
ther informs the UE of the neighbor cell of the second
update time and the information of the updated second
reference signal, wherein this neighbor cell is managed
by the second base station.
[0093] Moreover, it should be noted that the above only
takes the following as an example: the configuration of
the first reference signal is changed by the first base sta-
tion, or the configuration of the second reference signal
is changed by the second base station. In another em-
bodiment, it is also possible that the configuration of the
first reference signal is changed by the first base station,
and the configuration of the second reference signal is
changed by the second base station. In this case, the
system information may include both the update mes-
sage of the current cell and the update message of the
neighbor cell. Here, the UE measures the mobility of the
current cell based on the reference signal in the synchro-
nization block of the current cell and the updated first
reference signal, and measures the mobility of the neigh-
bor cell based on the reference signal in the synchroni-
zation block of the neighbor cell and the updated second
reference signal. The specific implementation processes
may refer to the first and second situations, and are not
described in detail herein.
[0094] In the embodiment of the present disclosure,
the system information sent by the first base station is

17 18 



EP 3 634 028 A1

11

5

10

15

20

25

30

35

40

45

50

55

received, wherein the system information includes the
information of the reference signal configured by the first
base station for the current cell and the information of
the reference signal configured by the second base sta-
tion for the neighbor cell of the current cell. The mobility
of the current cell is measured based on the reference
signal in the synchronization block of the current cell and
the first reference signal according to the information of
the first reference signal, so that a problem of inaccurate
mobility measurement caused by lower density of the
reference signal in the synchronization block of the cur-
rent cell is avoided. In addition, similarly, the mobility of
the neighbor cell is measured based on the reference
signal in the synchronization block of the neighbor cell
and the second reference signal according to the infor-
mation of the second reference signal, so that a problem
of inaccurate mobility measurement caused by lower
density of the reference signal in the synchronization
block of the neighbor cell is avoided. That is, the accuracy
in the mobility measurement is improved according to
the embodiments of the present disclosure.
[0095] FIG. 3A is a schematic structural diagram of a
mobility measurement device according to an exemplary
embodiment. The mobility measurement device may be
implemented by software, hardware, or a combination of
both, and includes the following modules.
[0096] A receiving module 310 is used to receive sys-
tem information sent by a first base station. The system
information includes information of a first reference signal
and information of a second reference signal. The first
reference signal is a reference signal configured by the
first base station for a current cell. The current cell is a
cell currently accessed by a user equipment. The second
reference signal is a reference signal configured by a
second base station for a neighbor cell of the current cell.
The first base station is a base station corresponding to
the current cell. The second base station is a base station
corresponding to the neighbor cell.
[0097] A first measuring module 320 is used to meas-
ure mobility of the current cell based on a reference signal
in a synchronization block of the current cell and the first
reference signal according to the information of the first
reference signal, and measure mobility of the neighbor
cell based on a reference signal in a synchronization
block of the neighbor cell and the second reference signal
according to the information of the second reference sig-
nal.
[0098] Optionally, the information of the first reference
signal includes first initial position information, first end
position information and a first density number. The first
initial position information is used to determine an initial
position of the first reference signal on a time frequency
of the current cell. The first end position information is
used to determine an end position of the first reference
signal on the time frequency of the current cell. The first
density number is used to determine a density of the first
reference signal on the time frequency of the current cell.
[0099] The information of the second reference signal

includes second initial position information, second end
position information and a second density number. The
second initial position information is used to determine
an initial position of the second reference signal on a time
frequency of the neighbor cell. The second end position
information is used to determine an end position of the
second reference signal on the time frequency of the
neighbor cell. The second density number is used to de-
termine a density of the second reference signal on the
time frequency of the neighbor cell.
[0100] Optionally, the information of the first reference
signal includes a first format number used to determine
a distribution format of the first reference signal on the
time frequency of the current cell. The information of the
second reference signal includes a second format
number used to determine a distribution format of the
second reference signal on the time frequency of the
neighbor cell.
[0101] Optionally, the first measuring module 320 is
used to:

measure the mobility of the reference signal in the
synchronization block of the current cell and the mo-
bility of the first reference signal respectively accord-
ing to the information of the first reference signal to
obtain a first measurement result and a second
measurement result, and measure the mobility of the
reference signal in the synchronization block of the
neighbor cell and the mobility of the second refer-
ence signal respectively according to the information
of the second reference signal to obtain a third meas-
urement result and a fourth measurement result; and
determine a result obtained by performing moving
average processing on the first measurement result
and the second measurement result as a mobility
measurement result of the current cell, and deter-
mine a result obtained by performing moving aver-
age processing on the third measurement result and
the fourth measurement result as a mobility meas-
urement result of the neighbor cell.

[0102] Optionally, referring to FIG. 3B, the device fur-
ther includes the following modules.
[0103] A second measuring module 330 is used to, if
the system information further includes an update mes-
sage of the current cell and the update message includes
a first update time and information of an updated first
reference signal, when the first update time is reached,
measure the mobility of the current cell based on the
reference signal in the synchronization block of the cur-
rent cell and the updated first reference signal according
to the information of the updated first reference signal.
[0104] A first processing module 340 is used to perform
moving average processing on a mobility measurement
result determined within a first preset time period prior to
and close to the first update time and a mobility meas-
urement result determined when the first update time is
reached.
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[0105] A first determining module 350 is used to deter-
mine a result obtained after the moving average process-
ing as the mobility measurement result of the current cell.
[0106] Optionally, referring to FIG. 3B, the device fur-
ther includes the following modules.
[0107] A third measuring module 360 is used to, if the
system information further includes an update message
of the neighbor cell and the update message includes a
second update time and information of an updated sec-
ond reference signal, when the second update time is
reached, measure the mobility of the neighbor cell based
on the reference signal in the synchronization block of
the neighbor cell and the updated second reference sig-
nal according to the information of the updated second
reference signal.
[0108] A second processing module 370 is used to per-
form moving average processing on a mobility measure-
ment result determined within a second preset time pe-
riod prior to and close to the second update time and a
mobility measurement result determined when the sec-
ond update time is reached.
[0109] A second determining module 380 is used to
determine a result obtained after the moving average
processing as the mobility measurement result of the
neighbor cell.
[0110] In the embodiment of the present disclosure,
the system information sent by the first base station is
received, wherein the system information includes the
information of the reference signal configured by the first
base station for the current cell and the information of
the reference signal configured by the second base sta-
tion for the neighbor cell of the current cell. The mobility
of the current cell is measured based on the reference
signal in the synchronization block of the current cell and
the first reference signal according to the information of
the first reference signal, so that a problem of inaccurate
mobility measurement caused by lower density of the
reference signal in the synchronization block of the cur-
rent cell is avoided. In addition, similarly, the mobility of
the neighbor cell is measured based on the reference
signal in the synchronization block of the neighbor cell
and the second reference signal according to the infor-
mation of the second reference signal, so that a problem
of inaccurate mobility measurement caused by lower
density of the reference signal in the synchronization
block of the neighbor cell is avoided. That is, the accuracy
in the mobility measurement is improved according to
the embodiments of the present disclosure.
[0111] FIG. 4 is a block diagram of a mobility meas-
urement device 400 according to an exemplary embod-
iment. Fox example, the device 400 may be a mobile
phone, a computer, a digital broadcast terminal, a mes-
sage transceiver, a game console, tablet equipment,
medical equipment, fitness equipment, a personal digital
assistant or the like.
[0112] Referring to Fig. 4, the device 400 may include
one or more following components: a processing com-
ponent 402, a memory 404, a power component 406, a

multimedia component 408, an audio component 410,
an input/output (I/O) interface 412, a sensor component
414 and a communication component 416.
[0113] The processing component 402 typically con-
trols overall operations of the device 400, such as the
operations associated with display, telephone calls, data
communications, camera operations and recording op-
erations. The processing component 402 may include
one or more processors 420 to execute instructions to
realize all or part of the steps in the above described
methods. Moreover, the processing component 402 may
include one or more modules which facilitate the interac-
tion between the processing component 402 and other
components. For example, the processing component
402 may include a multimedia module to facilitate the
interaction between the multimedia component 408 and
the processing component 402.
[0114] The memory 404 is configured to store various
types of data to support the operations of the device 400.
Examples of such data include instructions for any ap-
plications or methods operated on the device 400, con-
tact data, phonebook data, messages, pictures, video,
etc. The memory 404 may be implemented by using any
type of volatile or non-volatile memory equipment, or a
combination thereof, such as a static random access
memory (SRAM), an electrically erasable programmable
read-only memory (EEPROM), an erasable programma-
ble read-only memory (EPROM), a programmable read-
only memory (PROM), a read-only memory (ROM), a
magnetic memory, a flash memory, a magnetic or optical
disk.
[0115] The power supply component 406 provides
power to various components of the device 400. The pow-
er supply component 406 may include a power supply
management system, one or more power sources, and
any other components associated with the generation,
management, and distribution of power in the device 400.
[0116] The multimedia component 408 includes a
screen providing an output interface between the device
400 and the user. In some embodiments, the screen may
include a liquid crystal display (LCD) and a touch panel
(TP). If the screen includes the touch panel, the screen
may be implemented as a touch screen to receive input
signals from the user. The touch panel includes one or
more touch sensors to sense touches, swipes and ges-
tures on the touch panel. The touch sensors may not only
sense a boundary of a touch or swipe action, but also
sense a period of time and a pressure associated with a
touch or swipe action. In some embodiments, the multi-
media component 408 includes a front camera and/or a
rear camera. The front camera and/or the rear camera
may receive an external multimedia datum while the de-
vice 400 is in an operation mode, such as a photograph-
ing mode or a video mode. Each of the front and rear
cameras may be a fixed optical lens system or have a
focus and optical zoom capability.
[0117] The audio component 410 is configured to out-
put and/or input audio signals. For example, the audio
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component 410 includes a microphone (MIC) configured
to receive an external audio signal when the device 400
is in an operation mode, such as a call mode, a recording
mode, and a voice recognition mode. The received audio
signal may be further stored in the memory 404 or trans-
mitted via the communication component 416. In some
embodiments, the audio component 410 further includes
a speaker used to output audio signals.
[0118] The I/O interface 412 provides an interface be-
tween the processing component 402 and peripheral in-
terface modules, such as a keyboard, a click wheel, but-
tons, and the like. The buttons may include, but are not
limited to, a home button, a volume button, a starting
button, and a locking button.
[0119] The sensor component 414 includes one or
more sensors to provide status assessments of various
aspects of the device 400. For instance, the sensor com-
ponent 414 may detect an open/closed status of the de-
vice 400, relative positioning of components, e.g., the
display and the keypad, of the device 400, a change in
position of the device 400 or a component of the device
400, a presence or absence of user’s contact with the
device 400, an orientation or an acceleration/decelera-
tion of the device 400, and a change in temperature of
the device 400. The sensor component 414 may include
a proximity sensor configured to detect the presence of
nearby objects without any physical contact. The sensor
component 414 may also include a light sensor, such as
a CMOS or CCD image sensor, for use in imaging appli-
cations. In some embodiments, the sensor component
414 may also include an accelerometer sensor, a gyro-
scope sensor, a magnetic sensor, a pressure sensor or
a temperature sensor.
[0120] The communication component 416 is config-
ured to facilitate wired or wireless communication be-
tween the device 400 and other equipment. The device
400 can access a wireless network based on a commu-
nication standard, such as WiFi, 2G, or 3G, or a combi-
nation thereof In one exemplary embodiment, the com-
munication component 416 receives a broadcast signal
or broadcast associated information from an external
broadcast management system via a broadcast channel.
In one exemplary embodiment, the communication com-
ponent 416 further includes a near field communication
(NFC) module to facilitate short-range communications.
For example, the NFC module may be implemented
based on the radio frequency identification (RFID) tech-
nology, infrared data association (IrDA) technology, ul-
tra-wideband (UWB) technology, Bluetooth (BT) technol-
ogy, and other technologies.
[0121] In exemplary embodiments, the device 400 may
be implemented with one or more application specific
integrated circuits (ASICs), digital signal processors
(DSPs), digital signal processing devices (DSPDs), pro-
grammable logic devices (PLDs), field programmable
gate arrays (FPGAs), controllers, micro-controllers, mi-
croprocessors, or other electronic components, and is
used to perform the above mobility measurement method

provided by the embodiment of FIG. 1B or FIG. 2.
[0122] In exemplary embodiments, there is also pro-
vided a non-transitory computer-readable storage medi-
um including an instruction, such as the memory 404
including the instruction which is executable by the proc-
essor 420 in the device 400 to perform the above-de-
scribed method. For example, the non-transitory compu-
ter-readable storage medium may be an ROM, a RAM,
a CD-ROM, a magnetic tape, a floppy disc, optical data
storage equipment, and the like.
[0123] There is provided a non-transitory computer-
readable storage medium. When the instruction in the
storage medium is executed by the processor in a mobile
terminal, the mobile terminal can perform a mobility
measurement method which includes:

receiving system information sent by a first base sta-
tion, wherein the system information includes infor-
mation of a first reference signal and information of
a second reference signal, the first reference signal
is a reference signal configured by the first base sta-
tion for a current cell, the current cell is a cell currently
accessed by a user equipment, the second reference
signal is a reference signal configured by a second
base station for a neighbor cell of the current cell,
and the first base station is a base station corre-
sponding to the current cell, and the second base
station is a base station corresponding to the neigh-
bor cell; and
measuring mobility of the current cell based on a
reference signal in a synchronization block of the
current cell and the first reference signal according
to the information of the first reference signal, and
measuring mobility of the neighbor cell based on a
reference signal in a synchronization block of the
neighbor cell and the second reference signal ac-
cording to the information of the second reference
signal.

[0124] In some embodiments, the information of the
first reference signal includes first initial position informa-
tion, first end position information and a first density
number. The first initial position information is used to
determine an initial position of the first reference signal
on a time frequency of the current cell. The first end po-
sition information is used to determine an end position
of the first reference signal on the time frequency of the
current cell. The first density number is used to determine
a density of the first reference signal on the time frequen-
cy of the current cell.
[0125] The information of the second reference signal
includes second initial position information, second end
position information and a second density number. The
second initial position information is used to determine
an initial position of the second reference signal on a time
frequency of the neighbor cell. The second end position
information is used to determine an end position of the
second reference signal on the time frequency of the
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neighbor cell. The second density number is used to de-
termine a density of the second reference signal on the
time frequency of the neighbor cell.
[0126] In some embodiments, the information of the
first reference signal includes a first format number used
to determine a distribution format of the first reference
signal on the time frequency of the current cell; and the
information of the second reference signal includes a
second format number used to determine a distribution
format of the second reference signal on the time fre-
quency of the neighbor cell.
[0127] In some embodiments, measuring the mobility
of the current cell based on the reference signal in the
synchronization block of the current cell and the first ref-
erence signal according to the information of the first ref-
erence signal and measuring the mobility of the neighbor
cell based on the reference signal in the synchronization
block of the neighbor cell and the second reference signal
according to the information of the second reference sig-
nal include:

measuring mobility of the reference signal in the syn-
chronization block of the current cell and mobility of
the first reference signal respectively according to
the information of the first reference signal to obtain
a first measurement result and a second measure-
ment result, and measuring mobility of the reference
signal in the synchronization block of the neighbor
cell and mobility of the second reference signal re-
spectively according to the information of the second
reference signal to obtain a third measurement result
and a fourth measurement result; and
determining a result obtained by performing moving
average processing on the first measurement result
and the second measurement result as a mobility
measurement result of the current cell, and deter-
mining a result obtained by performing moving av-
erage processing on the third measurement result
and the fourth measurement result as a mobility
measurement result of the neighbor cell.

[0128] In some embodiments, after measuring the mo-
bility of the current cell based on the reference signal in
the synchronization block of the current cell and the first
reference signal according to the information of the first
reference signal, the method further includes:

if the system information further includes an update
message of the current cell and the update message
includes a first update time and information of an
updated first reference signal, when the first update
time is reached, measuring the mobility of the current
cell based on the reference signal in the synchroni-
zation block of the current cell and the updated first
reference signal according to the information of the
updated first reference signal;
performing moving average processing on a mobility
measurement result determined within a first preset

time period prior to and close to the first update time
and a mobility measurement result determined when
the first update time is reached; and
determining a result obtained after the moving aver-
age processing as the mobility measurement result
of the current cell.

[0129] In some embodiments, after measuring the mo-
bility of the neighbor cell based on the reference signal
in the synchronization block of the neighbor cell and the
second reference signal according to the information of
the second reference signal, the method further includes:

if the system information further includes an update
message of the neighbor cell and the update mes-
sage includes a second update time and information
of an updated second reference signal, when the
second update time is reached, measuring the mo-
bility of the neighbor cell based on the reference sig-
nal in the synchronization block of the neighbor cell
and the updated second reference signal according
to the information of the updated second reference
signal;
performing moving average processing on a mobility
measurement result determined within a second pre-
set time period prior to and close to the second up-
date time and a mobility measurement result deter-
mined when the second update time is reached; and
determining a result obtained after the moving aver-
age processing as the mobility measurement result
of the neighbor cell.

[0130] Persons of ordinary skill in the art can under-
stand that all or part of the steps described in the above
embodiments can be completed through hardware, or
through relevant hardware instructed by applications
stored in a non-transitory computer readable storage me-
dium, such as a read-only memory, a disk or a CD, etc.
[0131] The foregoing descriptions are merely preferred
embodiments of the present disclosure, and are not in-
tended to limit the present disclosure. Within the spirit
and principles of the disclosure, any modifications, equiv-
alent substitutions, improvements, etc., are within the
protection scope of the present disclosure.

Claims

1. A mobility measurement method, comprising:

receiving system information sent by a first base
station, wherein the system information com-
prises information of a first reference signal and
information of a second reference signal, the first
reference signal is a reference signal configured
by the first base station for a current cell, the
current cell is a cell accessed currently, the sec-
ond reference signal is a reference signal con-
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figured by a second base station for a neighbor
cell of the current cell, the first base station is a
base station corresponding to the current cell,
and the second base station is a base station
corresponding to the neighbor cell; and
measuring mobility of the current cell based on
a reference signal in a synchronization block of
the current cell and the first reference signal ac-
cording to the information of the first reference
signal, and measuring mobility of the neighbor
cell based on a reference signal in a synchroni-
zation block of the neighbor cell and the second
reference signal according to the information of
the second reference signal.

2. The method of claim 1, wherein the information of
the first reference signal comprises first initial posi-
tion information, first end position information and a
first density number, the first initial position informa-
tion is configured to determine an initial position of
the first reference signal on a time frequency of the
current cell, the first end position information is con-
figured to determine an end position of the first ref-
erence signal on the time frequency of the current
cell, and the first density number is configured to
determine a density of the first reference signal on
the time frequency of the current cell; and
the information of the second reference signal com-
prises second initial position information, second
end position information and a second density
number, the second initial position information is
configured to determine an initial position of the sec-
ond reference signal on a time frequency of the
neighbor cell, the second end position information is
configured to determine an end position of the sec-
ond reference signal on the time frequency of the
neighbor cell, and the second density number is con-
figured to determine a density of the second refer-
ence signal on the time frequency of the neighbor
cell.

3. The method of claim 1, wherein the information of
the first reference signal comprises a first format
number configured to determine a distribution format
of the first reference signal on the time frequency of
the current cell; and the information of the second
reference signal comprises a second format number
configured to determine a distribution format of the
second reference signal on the time frequency of the
neighbor cell.

4. The method of claim 1, wherein the measuring mo-
bility of the current cell based on a reference signal
in a synchronization block of the current cell and the
first reference signal according to the information of
the first reference signal, and measuring mobility of
the neighbor cell based on a reference signal in a
synchronization block of the neighbor cell and the

second reference signal according to the information
of the second reference signal, comprise:

obtaining a first measurement result and a sec-
ond measurement result by measuring mobility
of the reference signal in the synchronization
block of the current cell and mobility of the first
reference signal respectively according to the
information of the first reference signal; and ob-
taining a third measurement result and a fourth
measurement result by measuring mobility of
the reference signal in the synchronization block
of the neighbor cell and mobility of the second
reference signal respectively according to the
information of the second reference signal; and
obtaining a mobility measurement result of the
current cell by performing moving average
processing on the first measurement result and
the second measurement result, and obtaining
a mobility measurement result of the neighbor
cell by performing moving average processing
on the third measurement result and the fourth
measurement result.

5. The method of claim 1, after measuring mobility of
the current cell based on a reference signal in a syn-
chronization block of the current cell and the first
reference signal according to the information of the
first reference signal, the method further comprises:

if the system information further comprises an
update message of the current cell and the up-
date message comprises a first update time and
information of an updated first reference signal,
when the first update time is reached, measuring
the mobility of the current cell based on the ref-
erence signal in the synchronization block of the
current cell and the updated first reference sig-
nal according to the information of the updated
first reference signal;
performing moving average processing on a
mobility measurement result determined within
a first preset time period prior to and close to the
first update time and a mobility measurement
result determined when the first update time is
reached; and
determining a result obtained after the moving
average processing as the mobility measure-
ment result of the current cell.

6. The method of claim 1, wherein after measuring the
mobility of the neighbor cell based on the reference
signal in the synchronization block of the neighbor
cell and the second reference signal according to
the information of the second reference signal, the
method further comprises:

if the system information further comprises an
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update message of the neighbor cell and the
update message comprises a second update
time and information of an updated second ref-
erence signal, when the second update time is
reached, measuring the mobility of the neighbor
cell based on the reference signal in the syn-
chronization block of the neighbor cell and the
updated second reference signal according to
the information of the updated second reference
signal;
performing moving average processing on a
mobility measurement result determined within
a second preset time period prior to and close
to the second update time and a mobility meas-
urement result determined when the second up-
date time is reached; and
determining a result obtained after the moving
average processing as the mobility measure-
ment result of the neighbor cell.

7. A mobility measurement device, comprising:

a receiving module, configured to receive sys-
tem information sent by a first base station,
wherein the system information comprises infor-
mation of a first reference signal and information
of a second reference signal, the first reference
signal is a reference signal configured by the
first base station for a current cell, the current
cell is a cell accessed currently, the second ref-
erence signal is a reference signal configured
by a second base station for a neighbor cell of
the current cell, the first base station is a base
station corresponding to the current cell, and the
second base station is a base station corre-
sponding to the neighbor cell; and
a first measuring module, configured to measure
mobility of the current cell based on a reference
signal in a synchronization block of the current
cell and the first reference signal according to
the information of the first reference signal, and
measuring mobility of the neighbor cell based
on a reference signal in a synchronization block
of the neighbor cell and the second reference
signal according to the information of the second
reference signal.

8. The device of claim 7, wherein the information of the
first reference signal comprises first initial position
information, first end position information and a first
density number, the first initial position information
is configured to determine an initial position of the
first reference signal on a time frequency of the cur-
rent cell, the first end position information is config-
ured to determine an end position of the first refer-
ence signal on the time frequency of the current cell,
and the first density number is configured to deter-
mine a density of the first reference signal on the

time frequency of the current cell; and
the information of the second reference signal com-
prises second initial position information, second
end position information and a second density
number, the second initial position information is
configured to determine an initial position of the sec-
ond reference signal on a time frequency of the
neighbor cell, the second end position information is
configured to determine an end position of the sec-
ond reference signal on the time frequency of the
neighbor cell, and the second density number is con-
figured to determine a density of the second refer-
ence signal on the time frequency of the neighbor
cell.

9. The device of claim 7, wherein the information of the
first reference signal comprises a first format number
configured to determine a distribution format of the
first reference signal on the time frequency of the
current cell; and the information of the second refer-
ence signal comprises a second format number con-
figured to determine a distribution format of the sec-
ond reference signal on the time frequency of the
neighbor cell.

10. The device of claim 7, wherein the first measuring
module is configured to:

obtain a first measurement result and a second
measurement result by measuring mobility of
the reference signal in the synchronization block
of the current cell and mobility of the first refer-
ence signal respectively according to the infor-
mation of the first reference signal; and obtaining
a third measurement result and a fourth meas-
urement result by measuring mobility of the ref-
erence signal in the synchronization block of the
neighbor cell and mobility of the second refer-
ence signal respectively according to the infor-
mation of the second reference signal; and
obtain a mobility measurement result of the cur-
rent cell by performing moving average process-
ing on the first measurement result and the sec-
ond measurement result, and obtaining a mo-
bility measurement result of the neighbor cell by
performing moving average processing on the
third measurement result and the fourth meas-
urement result.

11. The device of claim 7, further comprising:

a second measuring module, configured to, if
the system information further comprises an up-
date message of the current cell and the update
message comprises a first update time and in-
formation of an updated first reference signal,
when the first update time is reached, measure
the mobility of the current cell based on the ref-
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erence signal in the synchronization block of the
current cell and the updated first reference sig-
nal according to the information of the updated
first reference signal;
a first processing module, configured to perform
moving average processing on a mobility meas-
urement result determined within a first preset
time period prior to and close to the first update
time and a mobility measurement result deter-
mined when the first update time is reached; and
a first determining module, configured to deter-
mine a result obtained after the moving average
processing as the mobility measurement result
of the current cell.

12. The device of claim 7, further comprising:

a third measuring module, configured to, if the
system information further comprises an update
message of the neighbor cell and the update
message comprises a second update time and
information of an updated second reference sig-
nal, when the second update time is reached,
measuring the mobility of the neighbor cell
based on the reference signal in the synchroni-
zation block of the neighbor cell and the updated
second reference signal according to the infor-
mation of the updated second reference signal;
a second determining module, configured to
perform moving average processing on a mo-
bility measurement result determined within a
second preset time period prior to and close to
the second update time and a mobility measure-
ment result determined when the second update
time is reached; and
a second determining module, configured to de-
termine a result obtained after the moving aver-
age processing as the mobility measurement re-
sult of the neighbor cell.

13. A mobility measurement device, comprising:

a processor; and
a memory, configured to store instructions exe-
cutable by the processor,
wherein the processor is configured to perform
the steps of the method of any of claims 1-6.

14. A computer-readable storage medium, wherein in-
structions are stored on the computer-readable stor-
age medium; and the steps of the method of any of
claims 1-6 are implemented when the instructions
are executed by a processor.
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