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(54) Portable backrest structure

(57) A portable backrest structure includes a base
section (28) adjustably fitted onto a piece of seating fur-
niture, and an upright section (26) for elevating a pivot
axis above a seat part of the furniture. The backrest struc-
ture is easily movable to and installed on another piece
of furniture.
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Description

BACKGROUND OF THE INVENTION

FIELD OF THE INVENTION

[0001] The present invention generally relates to a
backrest structure and, more particularly, to a portable
backrest structure for ready mounting on, and ready re-
moval from, a piece of seating furniture.

DESCRIPTION OF THE RELATED ART

[0002] Many different backrest structures have been
proposed in the art for increasing the comfort of a seated
occupant. For example, see my U.S. Patent No.
5,018,791; No. 5,649,739; and No. 6,435,615. As advan-
tageous as these backrest structure are in reliably sup-
porting the occupant, they are either permanently in-
stalled within a piece of furniture to render them non-port-
able, or if portable, they shift undesirably during use.

SUMMARY OF THE INVENTION

OBJECTS OF THE INVENTION

[0003] Accordingly, it is a general object of this inven-
tion to advance the state of the art of furniture backrests.
[0004] More particularly, it is an object of the present
invention to provide a portable, comfortable and durable
backrest.
[0005] Still another object of the present invention is
to enable a portable backrest to be reliably anchored in
position during use.

FEATURES OF THE INVENTION

[0006] In keeping with the above objects and others
which will become apparent hereinafter, one feature of
the present invention resides, briefly stated, in a backrest
structure for ready mounting on, and ready removal from,
a piece of seating furniture having a seat part and a back-
rest part. The backrest structure comprises a backrest
having an upper backrest portion and a lower backrest
portion in a supporting relationship with the upper back
and the lower back, respectively, of an occupant seated
on the furniture. The upper and lower backrest portions
meet at a junction.
[0007] In accordance with this invention, the backrest
structure further comprises a support including an upright
section for mounting the backrest at the junction in front
of the backrest part for pivoting movement about a pivot
axis, and a base section slidable between the seat pan
and the backrest part to a mounted position in which the
support is secured in place on the furniture during use.
The base section is slidably removable from the mounted
position to enable the backrest structure to be moved to
another piece of seating furniture.

[0008] In one embodiment, the base section and the
upright section are integrally formed of a bent or bendable
rigid material. In another embodiment, the base section
and the upright section are hinged together for movement
between a plurality of angular positions.
[0009] It is preferred if the support includes a resilient
spacer at the junction between the upright section and
the backrest, and a threaded element extends through
the upright section and the spacer, but terminates short
of an outer front surface of the backrest. The upright sec-
tion preferably includes a pair of support bars axially
spaced apart as considered along the pivot axis, and the
base section is a planar plate.
[0010] Other modifications include providing fric-
tion-enhanced outer surfaces on the base section, pro-
viding a plurality of ventilation openings extending
through the backrest, and providing a curved outer pe-
ripheral edge region on the backrest.
[0011] The novel features which are considered as
characteristic of the invention are set forth in particular
in the appended claims. The invention itself, however,
both as to its construction and its method of operation,
together with additional objects and advantages thereof,
will be best understood from the following description of
specific embodiments when read in connection with the
accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0012]

FIG. 1 is a side elevational view of one embodiment
of a backrest structure in accordance with my inven-
tion;
FIG. 2 is a side elevational view of another embod-
iment of the backrest structure;
FIG. 3 is an enlarged, broken-away, sectional view
of the backrest structure of FIG. 2;
FIG. 4 is a broken-away, perspective view of the
backrest structure of FIG. 2 in a mounted position
on a piece of furniture; and
FIG. 5 is a perspective view of still another embod-
iment of a backrest structure.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENTS

[0013] Reference numeral 10 generally identifies a
piece of seating furniture, for example, a chair or a seat
in a moving vehicle, such as a car, truck, airplane, train,
bus, or wheelchair, or a stationary chair or a seat, either
indoors, such as an office or household chair, sofa or
lounge, or outdoors, such as a bench or concert hall,
theater, or arena seating. Each such piece of furniture
10 includes a seat part 12 and a backrest part 14.
[0014] In accordance with this invention, a backrest
structure is mounted on the furniture for ready attachment
thereon, and for ready removal therefrom to enable the
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backrest structure to be rapidly and easily installed and
moved to another piece of furniture. In the embodiment
of FIG. 1, the backrest structure includes a backrest 16
and a support 18 for mounting the backrest 16 on the
furniture.
[0015] More specifically, the backrest 1 6 includes an
upper backrest portion 20 in a supporting relationship
with an upper back of an occupant seated on the furniture,
and a lower backrest portion 22 in a supporting relation-
ship with a lower back of the seated occupant. The back-
rest portions 20, 22 are constituted of a rigid material,
e.g., wood, plastic, or metal, and in the embodiment of
FIG. 1, are generally planar, lie in respective planes that
include an obtuse angle, and meet at and along a linear
junction 24.
[0016] The support 18 includes an upright section 26
and a base section 28. The base section 28 is slidable
into a horizontal space formed between the backrest part
14.and the seat part 12 to a mounted position, as shown
in FIG. 1, in which the support is secured in place on the
furniture. The upright section 26 extends upwardly from
the base section 28 and, as seen in the enlarged view of
FIG. 3, a resilient spacer 30 is mounted on an upper end
of the upright section 26 with the aid of a threaded fas-
tener 32. The fastener 32 extends through the upright
section and the spacer and into the backrest 16 as the
junction 24, but preferably does not extend past the back-
rest. The backrest 16 is thus mounted on the upright sec-
tion 26 for pivoting movement about a pivot axis extend-
ing along the junction 24. The backrest 16 is elevated
above the seat part 12 and in front of the backrest part 14.
[0017] In use, when a person sits on the furniture and
pushes the upper backrest portion 20 with his or her up-
per back rearwardly towards the backrest part 14, the
lower backrest portion 22 is pivoted away from the back-
rest part 14 and into a more firm supporting relationship
with the lower back of the occupant, thereby increasing
the occupant’s comfort. Similarly, when the occupant
pushes against the lower backrest portion, the upper
backrest portion 20 is pivoted forwardly to better support
the occupant’s upper back.
[0018] The spacer 30 can be constituted of rubber or
plastic. The upright and base sections can be made of
any rigid material, such as wood, plastic or metal. The
base section 28 is shaped as a plate, and the upright
section can likewise be a plate, or a pair of parallel bars,
as discussed below in connection with FIG. 5.
[0019] In the FIG. 1 embodiment, the upright and base
sections are of one-piece bent material construction,
pre-formed into an L-shape. The material of the upright
and base sections could also be deformable so as to be
bent in place to fit onto the furniture. FIG. 2 shows a
preferred modification in which a hinge 32 (see FIG. 3
for an enlarged view) is located between the upright and
base sections in order to pivot the base section 28 in
either direction of the illustrated arrows A in order to fit
onto the furniture. Thus, as shown in FIG. 2, the base
section 28 is extended to form a straight angle with the

upright section in order to slide into a vertical space be-
tween the seat part 12 and the backrest part 14. The
dashed lines in FIG. 2 depict other possible angles and
planes in which the base section can be adjustably turned
in order to fit into the configurations of different furniture.
[0020] FIG. 4 depicts an automotive seat 34 on which
the backrest structure is mounted. It will be noted that a
set of slots 36 are formed through the backrest 16 to
provide ventilation and to reduce the weight of the back-
rest structure. It will also be noted that the outer peripheral
region of the backrest 16 is curved to better conform to
the occupant’s back for increased comfort.
[0021] FIG. 5 shows another modification in which the
upright section comprises a pair of arms or bars 38, 40
spaced apart along the junction 24 and hinged at 32 to
the plated-shaped base section 28. The base section 32
is preferably provided with friction enhancements, e.g.,
a roughened surface, or bumps, as represented by stip-
pling, to enhance the frictional grip of the base section
on the furniture. The base section is still easily slid to and
removable from its mounted position to enable the back-
rest structure to be moved to another piece of furniture.
The base section can be folded back against the upright
section for compact storage.
[0022] In each embodiment herein, the support
mounts the backrest without using means, such as
straps, which wrap around the sides of the backrest part.
This is especially beneficial in the case of modern car
seats in which side air bags are deployed in the event of
side collision from the sides of the backrest part. None
of the embodiments of this invention prevent such de-
ployment.
[0023] Other modifications include providing padding
42 (FIG. 1) on the backrest for increased user comfort.
[0024] It will be understood that each of the elements
described above, or two or more together, also may find
a useful application in other types of constructions differ-
ing from the types described above.
[0025] While the invention has been illustrated and de-
scribed as embodied in a portable backrest structure, it
is not intended to be limited to the details shown, since
various modifications and structural changes may be
made without departing in any way from the spirit of the
present invention.
[0026] Without further analysis, the foregoing will so
fully reveal the gist of the present invention that others
can, by applying current knowledge, readily adapt it for
various applications without omitting features that, from
the standpoint of prior art, fairly constitute essential char-
acteristics of the generic or specific aspects of this inven-
tion and, therefore, such adaptations should and are in-
tended to be comprehended within the meaning and
range of equivalence of the following claims.
[0027] What is claimed as new and desired to be pro-
tected by Letters Patent is set forth in the appended
claims.
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Claims

1. A backrest structure for ready mounting on, and
ready removal from, a piece of seating furniture hav-
ing a seat part and a backrest part, the backrest
structure comprising:

a) a backrest having an upper backrest portion
and a lower backrest portion, the upper and low-
er backrest portions meeting at an obtuse angle
at a junction; and
b) a support including an upright section for
mounting the backrest away from the backrest
part and the seat part for freedom of movement
about the junction when pressure is applied to
one of the backrest portions, and a base section
slidable between the seat part and the backrest
part to a mounted position in which the support
is secured in place on the furniture during use,
and the base section being slidably removable
from the mounted position to enable the back-
rest structure to be moved to another piece of
seating furniture.

2. The backrest structure of claim 1,
wherein the base section and the upright section are
integrally formed of a bent rigid material.

3. The backrest structure of claim 1,
wherein the base section and the upright section are
hinged together for movement between a plurality of
angular positions.

4. The backrest structure of claim 1,
 wherein the support includes a resilient spacer at
the junction between the upright section and the
backrest.

5. The backrest structure of claim 4,
wherein the support includes a threaded element ex-
tending through the upright section and the spacer,
but terminating short of an outer front surface of the
backrest.

6. The backrest structure of claim 1,
wherein the upright section includes a pair of support
arms axially spaced apart as considered along a piv-
ot axis, and
wherein the base section is a planer plate.

7. The backrest structure of claim 1,
wherein the base section has friction-enhanced out-
er surfaces.

8. The backrest structure of claim 1,
wherein the backrest has a plurality of ventilation
openings extending therethrough.

9. The backrest structure of claim 1,
wherein the backrest has a curved outer peripheral
edge region.

10. The backrest structure of claim 1,
wherein the backrest has a pad.
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