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©  Refrigeration  pull  down  technique. 

©  Apparatus  for  and  method  of  rapidly  bringing  a 
controlled  space  to  a  desired  temperature.  The  tech- 
nique  is  particularly  applicable  to  the  maintenance  of 
controlled  temperature  spaces  for  the  transportation 
of  perishable  cargo,  such  as  in  refrigeration  trucks. 
Immediately  following  completion  of  the  loading  pro- 
cess,  it  is  desirable  to  bring  the  internal  temperature 

of  the  controlled  space  to  the  proper  operating  point 
as  quickly  as  possible  to  retard  spoilage.  However,  it 
is  necessary  to  avoid  unacceptable  overshoot  to 
prevent  damage  to  the  cargo  by  freezing.  The  dis- 
closed  system  employs  multiple  sensors  and  a  con- 
trol  algorithm  to  permit  pull  down  to  occur  as  rapidly 
as  possible  without  unacceptable  overshoot. 
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CROSS  REFERENCE  TO  CO-PENDING  APPLICA- 
TIONS 

European  Patent  Application  Serial  Number 
,  filed  January  14,  1992,  entitled 

"Refrigeration  Temperature  Control  System"  is  as- 
signed  to  the  assignees  of  the  present  invention 
and  incorporated  herein  by  reference. 

BACKGROUND  OF  THE  INVENTION 

1  .  Field  of  the  Invention  -  The  present  inven- 
tion  relates  generally  to  temperature  control  sys- 
tems,  and  more  particularly,  relates  to  systems 
to  initiate  temperature  control  of  a  refrigerated 
space. 
2.  Description  of  the  Prior  Art  -  It  is  known  in 
the  art  to  control  the  temperature  of  a  space 
used  to  store  or  transport  perishable  materials 
such  as  foodstuffs.  In  controlling  temperature  in 
such  a  space,  it  is  most  difficult  when  the  space 
is  used  to  transport  the  perishable  materials, 
such  as  with  refrigeration  trucks. 

Much  of  the  difficulty  arises  because  of  the 
change  in  thermal  loading  caused  by  large 
changes  in  the  ambient  with  respect  to  time  of  day, 
geographical  location,  and  weather  conditions.  A 
particular  problem  results  from  the  initial  loading  of 
the  refrigeration  truck.  It  is  desirable  to  pull  down 
the  temperature  as  quickly  as  possible  to  provide 
maximum  retardation  of  spoilage.  However,  care 
must  be  exercised  not  to  over  shoot  the  target 
temperature  anywhere  within  the  refrigerated 
space,  thereby  freezing  some  or  all  of  the  cargo. 

U.S.  Patent  No.  4,715,190  discusses  a  rudi- 
mentary  temperature  control  system.  An  advanced 
microprocessor  based  temperature  control  system 
is  taught  in  U.S.  Patent  No.  4,663,725,  issued  to 
Truckenbrod  et  al.,  and  incorporated  herein  by 
reference.  The  Truckenbrod  et  al.,  system  employs 
temperature  sensors  for  the  return  and  discharge  of 
air.  A  fault  recovery  algorithm  permits  the  system 
to  switch  between  sensors  as  appropriate.  U.S. 
Patent  No.  4,589,060,  issued  to  Zinsmeyer,  also 
discusses  a  microprocessor  based  temperature 
control  system. 

Techniques  for  control  of  the  refrigeration  pro- 
cess  are  described  in  U.S.  Patent  Nos.  4,742,689 
and  4,934,155,  issued  to  Lowes.  These  Lowes  re- 
ferences  show  control  of  temperature  through  the 
use  of  hot  gas  bypass  of  the  compressor  in  an 
attempt  to  maintain  a  more  constant  compressor 
speed. 

A  highly  sophisticated  system  for  temperature 
control  is  taught  in  U.S.  Patent  No.  4,918,932  is- 
sued  to  Gustafson  et  al.,  and  incorporated  herein 
by  reference.  This  system  uses  an  integrated  aver- 
age  of  the  outputs  of  a  discharge  sensor  and  a 

return  sensor  to  control  the  refrigeration  apparatus. 
The  algorithm  of  this  system  treats  the  initial  pull 
down  of  the  temperature  following  cargo  loading  in 
the  same  manner  as  the  steady  state. 

5 
SUMMARY  OF  THE  INVENTION 

The  present  invention  overcomes  the  disadvan- 
tages  of  the  prior  art  by  directly  addressing  the 

io  problem  of  pull  down  within  a  temperature  control 
system.  The  system  employs  temperature  sensors 
to  monitor  both  the  discharge  and  return  air  tem- 
peratures.  The  pull  down  mode  may  be  terminated 
by  a  sensed  condition  from  either  sensor. 

75  In  the  preferred  mode,  any  one  of  three  sepa- 
rate  conditions  can  terminate  the  pull  down  mode. 
If  the  discharge  temperature  is  less  than  the  set- 
point  minus  ten,  if  the  return  temperature  is  less 
than  the  setpoint  plus  one,  or  if  the  time  integral  of 

20  discharge  temperature  lower  than  the  floor  tem- 
perature  exceeds  150  degree  minutes,  the  pull 
down  mode  is  terminated. 

The  first  two  (2)  conditions  result  in  normal 
termination  of  the  pull  down  mode.  Either  situation 

25  may  occur  first  depending  upon  thermal  loading 
conditions,  initial  cargo  temperature,  and  other  fac- 
tors  at  the  time  of  cargo  loading.  With  either  ter- 
mination  condition,  maximum  protection  is  afforded 
the  cargo.  Because  the  pull  down  mode  involves 

30  maximum  cooling  capacity  from  the  refrigeration 
unit,  minimum  exposure  to  spoilage  is  achieved. 
On  the  other  hand,  because  both  discharge  and 
return  air  is  monitored,  protection  from  partial 
freezing  is  enhanced. 

35  The  third  termination  condition  (i.e.  degree 
minutes  exceeding  150)  may  occur  during  equip- 
ment  malfunction,  failure  to  properly  seal  the  refrig- 
erated  space,  or  inadequate  refrigeration  capacity 
for  a  given  cargo.  More  often,  this  will  result  during 

40  high  ambient  and/or  high  heat  loads. 
In  the  preferred  mode,  and  not  intended  to  be 

limiting  of  the  present  invention,  the  condition  caus- 
ing  termination  of  the  pull  down  mode  may  be 
used  to  initiate  a  particular  method  for  long-term 

45  operational  monitoring  and  control  of  the  refriger- 
ated  space.  For  example,  termination  based  upon 
the  discharge  air  sensor  may  initiate  long-term 
monitoring  of  the  refrigerated  space  from  the  dis- 
charge  sensor.  Similarly  termination  based  upon 

50  the  return  air  sensor  may  initiate  long-term  monitor- 
ing  from  the  return  air  sensor. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

55  Other  objects  of  the  present  invention  and 
many  of  the  attendant  advantages  of  the  present 
invention  will  be  readily  appreciated  as  the  same 
becomes  better  understood  by  reference  to  the 
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following  detailed  description  when  considered  in 
connection  with  the  accompanying  drawings,  in 
which  like  reference  numerals  designate  like  parts 
throughout  the  figures  thereof  and  wherein: 

FIG.  1  is  a  schematic  diagram  of  a  refrigeration 
system  employing  the  present  invention; 
FIG.  2  is  a  flow  chart  of  the  logic  of  the  present 
invention;  and, 
FIG.  3  is  a  graphical  representation  of  the  two 
normal  termination  conditions. 

DETAILED  DESCRIPTION  OF  THE  PREFERRED 
EMBODIMENTS 

FIG.  1  is  a  schematic  view  of  a  refrigeration 
system  10  employing  the  present  invention.  In  the 
preferred  mode,  and  not  to  be  interpreted  as  limit- 
ing  of  the  present  invention,  refrigeration  system  10 
is  incorporated  into  a  refrigeration  truck  (not 
shown).  Starboard  wall  15  and  port  wall  21  are 
partially  shown  encompassing  refrigerated  space 
92.  Aperture  12  is  located  in  the  forward  wall  of  the 
refrigerated  space  for  mechanical  access  of  the 
refrigeration  components  as  shown.  Digital  control 
system  76  is  shown  within  refrigerated  space  92  as 
a  matter  of  convenience  in  illustration  only.  In  ac- 
tual  operation,  digital  control  system  76  is  located 
outside  of  refrigerated  space  92. 

Housing  13  encompasses  those  components  of 
the  refrigeration  system  housed  outside  of  refriger- 
ated  space  92.  It  contains  prime  mover  1  1  which  is 
a  source  of  mechanical  motion  to  operate  compres- 
sor  14.  Prime  mover  11  may  use  a  number  of 
techniques,  but  is  preferably  either  a  diesel  engine 
or  electric  motor.  The  speed  of  prime  mover  11  is 
controlled  by  digital  control  system  76  via  cable  75 
and  interface  98  as  is  explained  in  more  detail 
below. 

Condenser  coil  24,  fed  by  compressor  14  via 
three-way  valve  18,  serves  to  exchange  heat  with 
the  environment  through  the  opening  shown  in 
housing  13.  This  exchange  may  be  dissipation  of 
excess  heat  in  the  cooling  modes  or  acquisition  of 
heat  for  the  heating  modes.  Reservoir  26  collects 
excess  liquid  coolant  and  dispenses  it  through  tub- 
ing  32  via  exit  valve  28  as  required.  Tubing  32 
contains  dryer  19.  Valves  20  and  52  provide  for 
input  to  and  output  from  compressor  14.  Reservoir 
44  is  placed  in  the  suction  line  as  shown. 

Return  air  from  refrigerated  space  92  enters 
the  evaporator  coil  housing  via  vent  90  and  cor- 
responding  vents  (not  shown)  in  the  bottom  of  the 
housing.  Evaporation  coils  42  and  58  cool  or  heat 
the  return  air  on  the  way  to  discharge  port  93. 
Temperature  sensor  91  monitors  the  temperature 
of  the  return  air  and  temperature  sensor  94  moni- 
tors  the  temperature  of  the  discharge  air.  Heat 
exchanger  30  connects  evaporation  coils  42  and  58 

to  the  suction  line.  Modulation  valve  54  controls 
suction  line  flow  in  response  to  digital  control  sys- 
tem  76  connected  via  cable  79.  Control  of  modula- 
tion  valve  54  permits  adjustment  of  the  refrigeration 

5  system  capacity  in  operation. 
Digital  control  system  76  is  a  microprocessor 

controller  operated  by  firmware/software  as  de- 
scribed  in  more  detail  below.  Central  processing 
unit  77  runs  the  control  firmware/software.  Read 

io  only  memory  80  is  suitable  for  storage  of  the 
control  firmware/software  and  various  numerical 
constants.  Random  access  memory  82  is  used  for 
storage  of  variables  and  for  input  and  output  buf- 
fering.  Output  ports  86  couple  to  interface  98  via 

is  cable  75  to  control  prime  mover  11,  to  the 
heat/cool  pilot  solenoid  controlling  the  three-way 
heat/cool  valve  18  via  cable  73,  hot  gas  bypass 
valve  63  via  cable  67,  and  to  modulation  valve  54 
via  cable  79.  Input  ports  84  couple  to  return  air 

20  temperature  sensor  91  via  cable  69  and  to  dis- 
charge  air  temperature  sensor  94  via  cable  71  . 

FIG.  2  is  flowchart  of  the  operation  of  the  pull 
down  mode  in  accordance  with  the  preferred  em- 
bodiment  of  the  present  invention.  The  pull  down 

25  mode  is  entered  at  element  100.  Element  102 
activates  the  high  cool  mode  of  the  refrigeration 
system  10  (see  also  FIG.  1).  In  the  pull  down 
mode,  refrigeration  system  10  operates  at  its  maxi- 
mum  cooling  capacity  with  modulation  valve  54 

30  completely  open. 
The  discharge  air  temperature  is  read  via  dis- 

charge  air  temperature  sensor  94  at  element  104.  If 
the  discharge  air  temperature  is  more  than  ten 
degrees  below  the  set  point,  element  106  routes 

35  control  to  element  108  which  deactivates  the  high 
cool  mode  and  activates  the  low  cool  mode  of 
refrigeration  system  10.  In  the  low  cool  mode, 
modulation  valve  54  is  used  to  control  the  cooling 
capacity.  Element  110  sets  the  discharge  monitor 

40  before  exiting  pull  down  mode  at  element  112.  This 
indicates  that  the  pull  down  mode  was  terminated 
as  a  result  of  reading  the  discharge  air  temperature 
sensor.  Such  an  indication  implicitly  relates  the 
capacity  of  refrigeration  system  10  to  the  thermal 

45  loading  of  the  particular  cargo,  refrigerated  space 
volume,  ambient  conditions,  etc. 

If  the  pull  down  mode  is  not  terminated  as  a 
result  of  the  discharge  air  temperature  sensor  read- 
ing  by  elements  106  through  112,  it  is  because  the 

50  measured  discharge  air  temperature  is  greater  than 
the  set  point  minus  ten  degrees.  Control  is  trans- 
ferred  to  element  114,  which  reads  the  output  of 
return  air  temperature  sensor  91.  If  the  return  air 
temperature  is  less  than  the  set  point  plus  1,  ele- 

55  ment  116  routes  control  to  element  118  which 
deactivates  high  cool  mode  and  activates  low  cool 
mode.  By  setting  the  return  monitor,  element  120 
indicates  that  the  pull  down  mode  was  terminated 

3 
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by  reading  the  return  air  temperature  sensor.  Exit 
is  had  via  element  122. 

If  the  pull  down  mode  is  not  terminated  by 
either  of  the  normal  termination  conditions,  element 
124  determines  whether  the  discharge  air  tempera- 
ture  is  less  than  the  floor  temperature.  If  not,  con- 
trol  is  returned  to  element  104  to  again  search 
each  of  the  pull  down  mode  termination  conditions. 

If  element  124  determines  that  the  discharge 
temperature  is  less  than  the  floor  temperature,  ele- 
ment  126  multiplies  the  difference  between  the 
discharge  temperature  and  the  floor  temperature 
by  the  time.  Integration  is  performed  by  element 
128.  Element  130  determines  whether  the  inte- 
grated  sum  is  greater  than  150  degree  minutes.  If 
not,  control  is  returned  to  element  104  for  reconsi- 
deration  of  each  of  the  three  termination  conditions. 

If  element  130  determines  that  the  integrated 
sum  is  greater  than  150  degree  minutes,  the  pull 
down  mode  will  be  terminated  as  a  safety  measure. 
Element  132  deactivates  the  high  cool  mode  and 
activates  the  low  cool  mode.  Element  134  sets  the 
discharge  monitor,  and  exit  is  obtained  via  element 
136. 

FIG.  3  is  a  graphical  representation  262  of  the 
two  normal  conditions  under  which  the  pull  down 
mode  is  terminated.  The  graph  shows  temperature 
268  as  a  function  of  time  270.  In  this  particular 
situation,  and  not  to  be  considered  as  limiting  of 
the  present  invention,  the  set  point  34  is  estab- 
lished  at  34°  . 

A  first  termination  condition  concerns  discharge 
temperature  264  shown  during  the  pull  down  mode. 
Termination  of  the  pull  down  mode  may  occur 
whenever  discharge  temperature  264  is  more  than 
ten  degrees  below  set  point  34  as  shown  at  point 
276.  This  results  in  a  setting  of  the  discharge 
monitor  (see  also  element  106  of  Fig.  2). 

The  second  normal  termination  condition  oc- 
curs  when  return  air  temperature  266  becomes  less 
than  one  degree  greater  than  set  point  274  as 
represented  by  point  278.  This  second  termination 
condition  results  in  setting  of  the  return  monitor 
(see  also  element  116  of  Fig.  2). 

Having  thus  described  the  preferred  embodi- 
ments  of  the  present  invention,  those  of  skill  in  the 
art  will  readily  appreciate  that  additional  embodi- 
ments  may  be  employed  without  deviating  from  the 
scope  of  the  claims  hereto  attached. 

Claims 

1.  A  refrigeration  system  control  apparatus  com- 
prising: 

a.  means  for  initiating  a  pull  down  mode  of 
operation; 
b.  a  plurality  of  sensors  for  monitoring  said 
pull  down  mode;  and, 

c.  means  responsively  coupled  to  said  plu- 
rality  of  sensors  for  terminating  said  pull 
down  mode  in  response  to  a  one  of  said 
plurality  of  sensors. 

5 
2.  An  apparatus  according  to  claim  1  wherein 

said  plurality  of  sensors  further  comprises  a 
return  air  temperature  sensor. 

io  3.  An  apparatus  according  to  claim  1  wherein 
said  plurality  of  sensors  further  comprises  a 
discharge  air  temperature  sensor. 

4.  An  apparatus  according  to  claim  2  wherein 
is  said  plurality  of  sensors  further  comprises  a 

discharge  air  temperature  sensor. 

5.  An  apparatus  according  to  claims  2  and  4 
wherein  said  termination  means  further  com- 

20  prises: 
a.  first  means  for  determining  whether  re- 
turn  air  temperature  is  less  than  a  predeter- 
mined  set  point  plus  one  degree;  and, 
b.  first  means  coupled  to  said  first  determin- 

25  ing  means  for  deactivating  said  pull  down 
mode  whenever  said  first  determining 
means  indicates  that  said  return  air  tem- 
perature  is  less  than  said  predetermined  set 
point  plus  one  degree. 

30 
6.  An  apparatus  according  to  claims  3,  4,  and  5 

wherein  said  termination  means  further  com- 
prises: 

a.  second  means  for  determining  whether 
35  discharge  air  temperature  is  less  than  a 

predetermined  set  point  minus  ten  degrees; 
and, 
b.  second  means  coupled  to  said  second 
determining  means  for  deactivating  said  pull 

40  down  mode  whenever  said  second  deter- 
mining  means  indicates  that  said  discharge 
air  temperature  is  less  than  a  predetermined 
set  point  minus  ten  degrees. 

45  7.  An  apparatus  according  to  claim  6  further  com- 
prising  means  for  discontinuing  said  pull  down 
mode  whenever  the  difference  between  said 
discharge  air  temperature  and  a  predetermined 
floor  temperature  multiplied  by  time  is  greater 

50  than  a  predetermined  integral. 

8.  An  apparatus  according  to  claim  7  wherein 
said  predetermined  integral  is  150  degree  min- 
utes. 

55 
9.  An  apparatus  for  controlling  temperature  in  a 

controlled  space  comprising: 
a.  means  for  rapidly  exchanging  heat  be- 

4 
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tween  said  controlled  space  and  an  environ- 
ment; 
b.  first  means  coupled  to  said  exchanging 
means  for  terminating  said  rapidly  exchang- 
ing  heat  in  response  to  a  first  condition;  5 
and, 
c.  second  means  coupled  to  said  exchang- 
ing  means  for  terminating  said  rapidly  ex- 
changing  heat  in  response  to  a  second  con- 
dition.  10 

10.  An  apparatus  according  to  claim  9  wherein 
said  first  terminating  means  further  comprises 
a  first  temperature  sensor. 

15 
11.  An  apparatus  according  to  claim  10  wherein 

said  second  terminating  means  further  com- 
prises  a  second  temperature  sensor. 

12.  An  apparatus  according  to  claim  10  wherein  20 
said  first  temperature  sensor  is  a  discharge  air 
temperature  sensor. 

13.  An  apparatus  according  to  claim  11  wherein 
said  second  temperature  sensor  is  a  return  air  25 
temperature  sensor. 

14.  An  apparatus  according  to  claim  12  wherein 
said  second  temperature  sensor  is  a  return  air 
temperature  sensor.  30 

15.  A  method  of  terminating  a  pull  down  mode  of  a 
heat  exchange  system  of  a  temperature  con- 
trolled  space  comprising: 

a.  monitoring  a  first  parameter  of  said  tern-  35 
perature  controlled  space; 
b.  terminating  said  pull  down  mode  if  said 
first  parameter  coincides  with  a  first 
predefined  condition; 
c.  monitoring  a  second  parameter  of  said  40 
temperature  controlled  space;  and, 
d.  terminating  said  pull  down  mode  if  said 
second  parameter  coincides  with  a  second 
predefined  condition. 

45 
16.  A  method  according  to  claim  15  further  com- 

prising: 
a.  computing  a  third  parameter  of  said  tem- 
perature  controlled  space;  and, 
b.  terminating  said  pull  down  mode  if  said  50 
third  parameter  coincides  with  a  third 
predefined  condition. 

55 
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