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Description 

BACKGROUND  OF  THE  INVENTION 

The  present  invention  relates  to  gas  condition- 
ing  for  an  electrostatic  precipitator  and  in  particular 
to  on-site  equipment  for  converting  sulfur  into  sul- 
fur  trioxide  and  to  a  method  for  controlling  said 
equipment. 

Known  electrostatic  precipitators  work  most  ef- 
ficiently  when  the  gas  being  treated  has  an  appro- 
priate  resistivity.  It  is  known  (e.g.  from  A.  C.  Stern 
"Air  Pollution",  Third  Edition,  Volume  IV,  published 
by  Academy  Press,  1977,  Pages  169-231)  to  alter 
the  resistivity  of  the  gas  being  treated  by  injecting 
sulfur  trioxide  (SO3).  A  disadvantage  with  this  pro- 
cedure  is  the  difficulty  in  handling  SO3,  a  highly 
corrosive  substance.  For  this  reason,  known  prac- 
tical  gas  conditioning  devices  have  often  produced 
the  SO3  on  site  by  means  of  a  sulfur  burner  and 
catalytic  converter. 

An  important  consideration  in  producing  sulfur 
trioxide  is  maintaining  the  proper  temperatures  and 
mass  flow  rates  in  the  process  to  enhance  effi- 
ciency.  For  example,  the  production  rate  of  SO3 
should  be  adjusted  to  correspond  to  the  nature  and 
volume  of  the  exhaust  gas  to  be  treated.  It  is 
important  to  maintain  the  SO3  at  a  sufficiently  high 
temperature  to  avoid  condensation  and  formation  of 
H2SO4. 

Known  sulfur  trioxide  producing  systems  have 
used  the  temperature  of  gas  entering  a  catalytic 
converter  as  a  controlling  variable  that  regulates 
the  temperature  of  air  entering  a  sulfur  burner.  A 
disadvantage  with  that  type  of  control  is  an  inability 
to  control  the  temperature  of  gas  leaving  the  cata- 
lytic  converter,  it  being  important  to  keep  that  tem- 
perature  within  a  satisfactory  range  for  the  reasons 
given  above.  Those  systems  did  not  regulate  in 
accordance  with  the  temperature  of  the  air  mass 
entering  the  sulfur  burner.  It  is  important  to  regulate 
from  this  temperature  to  maintain  efficient  and  safe 
operation. 

Also,  those  systems  failed  to  feed  back  impor- 
tant  information  about  the  operating  parameters  of 
the  electrostatic  precipitator  and/or  the  exhaust  gas 
associated  therewith.  For  example,  the  flow  rate  of 
gas  through  an  electrostatic  precipitator  can  be  an 
important  variable  which  ought  to  be  used  to  influ- 
ence  the  production  of  SO3. 

EP-A-0062930  (which  has  an  English  language 
equivalent  AU-B-548242)  discloses  an  SO3  -produc- 
ing  system  in  which  air  and  sulfur  are  fed  to  a 
burner  and  combined  to  form  SO2  and  the  latter  is 
then  converted  to  SO3.  The  air  input  to  the  burner 
is  preheated,  the  heating  rate  being  controlled  di- 
rectly  in  dependence  on  the  sulfur  supply  rate,  the 
latter  in  turn  being  controlled  in  dependence  on  the 

measured  dust  content  of  the  gas  leaving  the 
precipitator  and/or  the  gas  throughput  thereof. 

It  is  now  found,  however,  that  to  obtain  opti- 
mum  performance  of  the  precipitator  it  is  neces- 

5  sary  to  control  the  supply  of  SO3  conditioning 
medium  thereto  in  relation  to  the  power  dissipation 
in  the  precipitator. 

Accordingly,  in  one  aspect  the  invention  pro- 
vides  apparatus  for  treating  exhaust  gases  includ- 

10  ing  an  electrostatic  precipitator  and  means  for  the 
production  of  a  S03-conditioning  medium  for  injec- 
tion  into  said  gases  upstream  of  the  precipitator, 
said  production  means  comprising:  a  sulfur-bearing 
source,  a  source  of  air,  a  combining  means  having 

15  an  output,  inputs  and  a  throughput,  the  inputs  com- 
municating  with  said  sulfur-bearing  source  and  said 
source  of  air,  and  said  output  providing  a  supply  of 
gaseous,  oxidized  sulfur,  converter  means  having 
an  outlet  and  an  inlet  communicating  with  the  out- 

20  put  of  the  said  combining  means  for  converting 
said  gaseous,  oxidized  sulfur  into  the  S03-con- 
ditioning  medium,  sensing  means  for  providing  a 
converter  temperature  signal  signifying  either  the 
temperature  of  air  entering  said  combining  means 

25  or  the  temperature  at  said  outlet  of  said  converter 
means,  modulation  means  connected  to  said  com- 
bining  means  and  said  sensing  means  for  varying 
the  energy  flow  rate  associated  with  the  airflow 
from  said  source  of  air  into  said  combining  means 

30  in  relation  to  said  converter  temperature  signal, 
injection  means  connected  to  said  outlet  of  said 
converter  means  for  delivering  said  SO3  -condition- 
ing  medium  to  said  precipitator  and  regulating 
means  for  regulating  the  production  means,  charac- 

35  terised  in  that  the  regulating  means  receives  a 
precipitator  input  signal  representing  the  power  dis- 
sipation  in  the  precipitator  and  generates  an  output 
signal  therefrom,  and  applies  said  output  signal  to 
control  the  inputs  to  the  combining  means. 

40  According  to  another  aspect  of  the  invention 
there  is  provided  a  method  for  treating  exhaust 
gases  by  controlling  the  supply  of  an  S03-con- 
ditioning  medium  to  the  gases  upstream  of  an 
electrostatic  precipitator  in  relation  to  the  power 

45  dissipation  in  the  precipitator,  said  method  com- 
prising:  providing  an  input  of  sulfur  and  an  input  of 
air  into  a  burner,  burning  the  sulfur  and  air  in  said 
burner  to  produce  the  combustion  products  thereof, 
converting  said  combustion  product  into  the  SO3- 

50  conditioning  medium,  sensing  the  temperature  of 
the  said  input  of  the  burner  or  the  temperature  of 
the  S03-conditioning  medium  with  temperature 
sensing  means,  modulating  the  energy  flow  rate 
into  said  burner  by  an  amount  bearing  a  predeter- 

55  mined  relationship  to  the  output  of  the  temperature 
sensing  means,  and  delivering  said  conditioning 
medium  to  said  precipitator,  characterised  in  that  a 
signal  for  controlling  the  inputs  to  the  burner  is 
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derived  from  a  regulating  means  which  receives  a 
precipitator  input  signal  representing  the  power  dis- 
sipation  in  the  precipitator. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

The  above  brief  description  as  well  as  other 
features  and  advantages  of  the  present  invention 
will  be  more  fully  appreciated  by  reference  to  the 
following  detailed  description  of  a  presently  pre- 
ferred  but  nonetheless  illustrative  embodiment  in 
accordance  with  the  present  invention  when  taken 
in  conjunction  with  the  accompanying  drawings, 
wherein: 

Fig.  1  is  a  schematic  diagram  of  an  apparatus 
for  conditioning  the  gas  within  an  electrostatic 
precipitator,  according  to  the  principles  of  the 
present  invention; 
Fig.  2  is  a  cross-sectional  view  of  a  combined 
sulfur  burner  and  catalytic  converter  which  may 
be  used  in  the  apparatus  of  Fig.  1; 
Fig.  3  is  a  schematic  diagram  of  an  apparatus 
which  is  an  alternate  to  that  disclosed  in  Fig.  1; 
Fig.  4  is  a  schematic  diagram  showing  an  ap- 
paratus  which  is  an  alternate  to  that  disclosed  in 
Fig.  1  and  showing  the  apparatus  connected  to 
an  industrial  plant;  and 
Fig.  5  is  a  schematic  diagram  of  an  apparatus 
which  is  an  alternate  to  that  of  Figs.  1  and  3. 

DETAILED  DESCRIPTION  OF  THE  PREFERRED 
EMBODIMENT 

Referring  to  Fig.  1,  the  illustrated  apparatus 
receives  air  from  a  source  of  air  10,  a  duct  vented 
to  the  atmosphere  feeding  air  filter  12.  Filter  12  is 
coupled  through  damper  14  to  blower  16.  Blower 
16  can  be  rated  at  320  SCFM  at  100"  W.C.  and 
can  be  driven  by  a  10  hp  motor  (not  shown).  The 
output  of  blower  16  communicates  with  an  auxiliary 
air  source  18  which  is  supplied  for  purging  pur- 
poses.  Source  18  connects  through  block  valve 
18A  and  check  valve  18B  to  the  output  of  blower 
16  which  connects  to  the  input  of  a  modulation 
means,  shown  herein  as  airheater  20.  Airheater  20 
may  be  a  commercially  available  heater  such  as 
three  Chromalox  or  equivalent  type  airheaters  con- 
nected  in  series,  each  rated  at  15  kw.  Connected  to 
the  output  of  blower  16  is  flow  sensor  16A  which 
produces  a  signal  indicating  the  existence  of  an 
insufficiently  low  flow  rate.  Such  an  insufficient  flow 
can  trigger  an  alarm  through  flow  alarm  16B  to 
produce  an  audible  or  visible  signal. 

A  burner  means  (also  referred  to  as  a  sulfur 
means)  is  shown  herein  as  reactor  vessel  22  which 
may  be  a  sulfur  burner  filled  with  refractory  balls. 
While  sulfur  burner  22  has  air  injected  vertically 
upward  by  duct  20D  through  the  bottom  of  the 

burner,  sulfur  is  supplied  by  line  24  through  the  top 
in  an  opposing  direction.  The  opposition  of  the  two 
flows  together  with  the  turbulence  caused  by  the 
refractory  balls  insures  for  complete  combustion  of 

5  the  sulfur  into  sulfur  dioxide  (SO2).  A  source  of 
sulfur,  shown  herein  as  tank  26,  may  be  heated  by 
steam  from  an  industrial  plant  associated  with  the 
apparatus  of  Fig.  1.  This  steam  is  conducted 
through  heating  coils  26A  to  insure  that  the  sulfur 

10  remains  freely  in  the  liquid  state.  The  output  line 
26B  of  sulfur  source  26  is  surrounded  by  steam 
jacket  26C  to  insure  that  the  sulfur  remains  heated. 
Sulfur  tank  26  may,  in  practical  embodiments,  have 
appropriate  fire  protection  devices  and  air  purging 

15  inlets  to  facilitate  proper  operation  thereof.  In  one 
preferred  embodiment,  the  sulfur  storage  tank  was 
12  feet  in  diameter  and  15  feet  high.  Also,  sulfur 
tank  26  can  be  externally  filled  by  an  appropriate 
sulfur  pump  through  various  block  valves  (neither 

20  valves  nor  pump  shown). 
The  sulfur  from  tank  26  can  flow  through  bas- 

ket  type  filter  28  which  may  be  one  of  several 
filters  connected  in  parallel.  Filter  28  also  carries 
heating  steam  along  line  28A  to  heat  the  contents 

25  of  filter  28. 
The  outlet  of  filter  28  communicates  through 

steam  jacketed  lines  to  a  throttle  means,  shown 
herein  as  sulfur  means  30.  Sulfur  means  30  is,  in 
one  proposed  embodiment,  a  sulfur  feed  pump 

30  rated  at  6  GPH  at  50  PSI  and  driven  by  1/4  hp 
motor  M.  Sulfur  pump  30  has  a  cooling  water  inlet 
30A  which  drains  through  block  valve  30B  to  drain 
30C.  This  cooling  water  protects  the  bearings  of 
sulfur  pump  30.  Also,  pump  30  employs  steam 

35  through  line  30D  to  keep  the  liquid  sulfur  within  the 
pump  at  a  properly  high  temperature.  The  extent  to 
which  pump  30  pumps  is  regulated  by  a  pneumatic 
signal  on  line  30E  which  connects  to  an  input  of 
pump  30. 

40  The  gaseous  SO2  produced  in  the  burner  22 
as  the  combustion  products  of  the  incoming  oxy- 
gen  and  sulfur,  exit  through  line  24A  to  the  input  of 
a  converter  means,  shown  herein  as  catalytic  con- 
verter  32.  Converter  32  can  contain  vanadium  pen- 

45  toxide  (V2O5)  supported  by  a  silica  gel.  Such  a 
catalyst  material  is  commercially  available  from 
various  suppliers  such  as  Monsanto.  In  one  espe- 
cially  preferred  embodiment,  sulfur  burner  22  and 
catalytic  converter  32  are  formed  as  nested  coaxial 

50  vessels.  Referring  to  Fig.  2,  the  sulfur  burner  is 
shown  as  a  central  chamber  containing  refractory 
balls  34  as  previously  mentioned.  The  vanadium 
pentoxide  32A  is  shown  contained  within  vessel  32 
outside  vessel  22.  The  upper  portions  of  vessels  22 

55  and  32  communicate  so  that  SO2  formed  in  reactor 
22  can  flow  upwardly  (in  the  same  direction  as  the 
incoming  combustion  air),  communicate  to  the  top 
of  vessel  32  and  flow  downwardly  through  the 
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vanadium  pentoxide  32A.  In  a  known  manner,  the 
vanadium  pentoxide  can  catalytically  convert  the 
SO2  into  SO3.  A  combined  nested  reactor  vessel  of 
this  type  is  commercially  available  from  Ballestra, 
S.p.A.  of  Milano,  Italy,  although  other  types  of 
reactors  can  be  used  instead. 

The  output  from  converter  32  connects  through 
line  32A  (Fig.  1)  to  a  delivery  means  36,  shown  in 
the  form  of  a  plurality  of  lance-type  probes  for 
injecting  conditioning  gas  into  the  inlet  line  of  an 
electrostatic  precipitator  (shown  hereinafter). 

The  connection  between  burner  22  and  con- 
verter  32,  schematically  illustrated  as  line  24A, 
connects  to  a  temperature  sensor  24B  which  can 
sense  an  unacceptably  low  temperature  and  trigger 
low  temperature  alarm  24C.  A  low  temperature 
signal  from  sensor  24B  connects  to  one  input  of 
OR  gate  38  whose  other  input  connects  to  the 
output  of  low  temperature  sensor  20A  which  is  able 
to  sense  a  low  temperature  at  the  output  of 
airheater  20.  If  either  of  these  low  temperature 
signals  are  received  at  gate  38,  the  gate  can  turn 
off  motor  M.  This  feature  assures  that  low  tempera- 
ture  does  not  cause  insufficient  combustion  and/or 
sulfur  fouling  of  the  burner  vessel. 

Two  alternately  usable  sensing  means  are 
shown  herein  as  temperature  transmitters  20B  and 
32C.  These  temperature  transmitters  can  be  alter- 
natively  selected  by  switch  S1.  In  most  practical 
embodiments,  switch  S1  will  not  be  actually  used 
but  a  choice  will  be  made  initially  whether  sensing 
is  to  be  performed  from  either  the  location  of 
sensors  20B  or  32C.  The  control  signal  selected  by 
switch  S1  is  coupled  to  a  summing  node  40  which 
may  be  an  appropriate  control  device  such  as  an 
operational  amplifier  having  various  summing  in- 
puts.  In  this  embodiment  the  output  of  node  40  is 
inverted  and  applied  as  a  modulated  power  input  to 
line  20C  which  is  the  electric  heating  element  of 
airheater  20.  Accordingly,  this  electrical  heater  may 
be  employed  as  a  means  for  varying  the  tempera- 
ture  of  the  airflow  through  heater  20. 

A  parametric  signal  is  applied  at  terminal  42 
from  a  parametric  means  (shown  hereinafter).  A 
parametric  signal  in  this  context  is  a  signal  in  which 
one  or  more  measurable  properties  of  an  exhaust 
system  which  relate  to  the  performance  of  the 
electrostatic  precipitator  (shown  hereinafter)  are  re- 
presented.  Such  measurable  properties  may  in- 
clude  the  precipitator  gas  flow  and  of  supporting 
devices  associated  with  it.  The  parametric  signal  is 
connected  through  a  scaling  amplifier  44  to  another 
input  of  summing  node  40.  Terminal  42  also  con- 
nects  to  an  electrical  to  pneumatic  transducer  46  to 
provide  a  pneumatic  control  signal  along  line  30E 
to  sulfur  pump  30. 

To  facilitate  an  understanding  of  the  principles 
associated  with  the  apparatus  of  Figs.  1  and  2,  its 

operation  will  now  be  briefly  described.  Steam  is 
supplied  from  the  associated  industrial  plant  to 
lines  26A,  28A  and  30D  as  well  as  the  various 
steam  jackets  for  the  sulfur  conducting  lines,  to 

5  keep  the  sulfur  in  a  liquid  state.  Also,  water  is 
passed  through  line  30A  to  drain  30C  to  cool  the 
bearings  of  pump  30.  It  will  further  be  assumed 
that  the  signal  on  terminal  42  is  at  and  remains  at 
some  constant  value  for  a  given  period  of  time. 

10  Consequently,  transducer  46  applies  a  constant 
drive  signal  to  sulfur  pump  30  commanding  it  to 
operate  at  a  corresponding  constant  pumping 
speed. 

For  pump  30  to  operate  however,  motor  M 
15  must  be  activated.  At  start-up,  the  temperature  on 

lines  20D  and  24A  will  be  low  so  that  temperature 
sensors  24B  and  20A  both  apply  unacceptably  low 
signals  to  OR  gate  38  which  keeps  motor  M  off. 
However,  temperature  transmitter  32C  (or  if  se- 

20  lected,  transmitter  20B),  issues  a  low  signal  caus- 
ing  node  40  to  issue  a  relatively  high  signal  along 
line  20C  to  heat  the  air  passing  through  airheater 
20.  Consequently,  this  heated  air  travels  through 
burner  22  and  converter  32  causing  an  acceptably 

25  high  temperature  signal  to  issue  from  sensors  24B 
and  20A.  Therefore,  OR  gate  38  energizes  motor  M 
causing  sulfur  to  be  pumped  through  pump  30  into 
burner  24. 

The  liquid  sulfur  pouring  down  into  burner  22 
30  cascades  across  the  refractory  balls  34  (Fig.  2) 

causing  thorough  combustion  with  the  heated  air 
passing  upwardly  through  duct  20D.  The  SO2  pro- 
duced  thereby  passes  through  converter  32  to  pro- 
duce  SO3.  This  SO3  reaches  probes  36  to  con- 

35  dition  the  gas  in  an  electrostatic  precipitator 
(described  hereinafter). 

As  the  process  continues,  the  temperature 
sensed  at  the  output  line  32A  by  transmitter  32C 
(or  transmitter  20B)  indicates  a  rising  temperature 

40  due  to  the  heats  of  combustion  conversion  and  the 
effect  of  airheater  20.  Consequently,  this  high  tem- 
perature  signal  is  conveyed  through  switch  S1  to 
summing  node  40  to  decrease  the  drive  on  line 
20C  to  airheater  20.  Thus,  the  system  is  controlled 

45  to  optimize  the  energy  and  heat  balance  and  pro- 
duce  a  regulated  temperature  either  at  duct  32A  or 
duct  20D,  depending  upon  whether  temperature 
transmitter  32C  or  20B  is  selected,  respectively. 

The  production  rate  of  SO3  can  be  varied  in 
50  response  to  the  parametric  signal  on  terminal  42. 

This  parametric  signal  (originally  assumed  to  be 
constant)  can  be  a  variable  related  to  the  volumes 
passing  through  an  electrostatic  precipitator  an  in- 
dication  of  the  amount  of  conditioning  gas  that  may 

55  be  required  by  the  precipitator.  Therefore,  an  in- 
crease  occurring  to  the  signal  at  terminal  42  can  be 
conveyed  through  line  30E  to  increase  the  pump- 
ing  rate  of  sulfur  pump  30.  Consequently,  the  in- 

4 
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creased  flow  rate  of  sulfur  into  burner  22  eventually 
results  in  an  increased  flow  rate  of  SO3  into  probes 
36.  Also,  this  increased  production  rate  require- 
ment  is  coupled  through  amplifier  44  to  summing 
node  40.  The  increased  production  rate  causes  the 
drive  applied  along  line  20C  to  airheater  20  to 
decline.  This  decline  in  airheater  drive  follows  from 
the  fact  that  an  increased  burning  rate  of  sulfur 
tends  to  increase  the  temperature  within  the  burner 
22  anyway.  If  the  system  is  to  be  shut  down,  the 
sulfur  flow  is  terminated  and  purge  air  introduced 
as  follows:  At  this  time  block  valve  184  may  be 
opened  to  allow  auxiliary  air  from  the  associated 
industrial  plant  to  also  pass  through  airheater  20 
and  purge  the  system. 

Referring  to  Fig.  3,  a  modified  embodiment  is 
illustrated  in  which  components  identical  to  those 
previously  described  in  Fig.  1  bear  the  same  refer- 
ence  numerals.  One  difference  in  the  structure  of 
the  apparatus  of  Fig.  3  is  the  addition  of  a  pneu- 
matic  branch  line  30F  from  line  30E  connecting  to 
a  diaphragm  50A  of  a  modulation  means  50  which 
operates  as  a  means  for  varying  the  rate  of  air  flow 
from  blower  16.  Diaphragm  50A  can  operate  the 
damper  within  modulation  means  50  so  that  it 
operates  as  a  throttle  means  for  restricting  air  flow. 

Also  shown  herein  is  an  additional  airheating 
means  52,  supplied  through  check  valve  52A  and 
block  valve  52B  by  an  air  supply  BPA  which  is 
preferably  preheated  air  from  a  boiler.  Heater  52 
may  be  constructed  similarly  to  heater  20.  Elec- 
trical  heater  line  52C  of  airheater  52  connects  to  a 
control  means  in  the  form  of  a  temperature  control- 
ler  52D  coupled  to  sense  the  temperature  at  the 
output  duct  52F  of  the  airheater  52.  Temperature 
controller  52D  is  connected  to  regulate  the  heat 
input  so  that  the  output  temperature  at  duct  52F  is 
kept  constant  at,  for  example,  350  0  .  Ducts  52F  and 
32A  merge  into  duct  54  which  feeds  the  previously 
mentioned  probes  56.  The  temperature  at  duct  54 
is  monitored  by  temperature  transmitter  54A  which 
senses  the  combined  temperature  caused  by  the 
mixing  of  the  outputs  from  ducts  52F  and  32A. 
Transmitter  54A  is  connected  to  switch  S1  in  a 
manner  similar  to  that  described  previously  for 
transmitter  32C  (Fig.  1). 

The  operation  of  the  apparatus  of  Fig.  3  is 
similar  to  that  previously  described  for  Fig.  1.  How- 
ever,  the  parametric  signal  on  terminal  42  can 
additionally  regulate  the  volume  or  flow  rate  of  air 
through  blower  16  in  proportion  to  the  flow  rate  of 
sulfur  through  pump  30.  Therefore,  the  mass  flow 
rate  of  sulfur  and  air  into  burner  22  can  increase 
and  decrease  synchronously  depending  upon  the 
parametric  signal.  This  feature  can  be  useful  in  that 
there  is  no  change  in  the  concentration  of  sulfur 
dioxide  and  air  passing  through  duct  24A  since 
both  the  sulfur  and  air  flow  rate  can  be  simulta- 

neously  modulated. 
The  modulation  of  air  is  achievable  under  this 

particular  embodiment  because  the  excess  air  to 
the  probes  is  supplied  by  the  auxiliary  source  BPA 

5  and  need  not  be  supplied  by  air  intake  10. 
Also,  the  auxiliary  heated  supply  through  heat- 

er  52  can  reduce  the  demand  for  high  tempera- 
tures  at  line  32A.  It  is  desirable  to  keep  the  tem- 
perature  at  the  probe  36  above  a  certain  tempera- 

10  ture  so  that  the  sulfur  trioxide  does  not  condense. 
However,  this  required  temperature  may  not  be  the 
one  at  which  burner  22  and  converter  32  operate 
most  efficiently.  Therefore,  the  injection  of  heated 
air  into  duct  54  can  allow  independent  temperature 

15  adjustment. 
Subject  to  the  foregoing  mixing  of  heated  air, 

the  temperature  sensed  at  duct  54  by  transmitter 
54A  can  be  used  to  alter  the  extent  to  which 
airheater  20  heats  the  air  passing  through  it  to 

20  establish  operating  temperatures  within  vessels  22 
and  32,  in  a  manner  previously  described. 

Referring  to  Fig.  4,  it  shows  a  boiler  BLR 
discharging  an  exhaust  gas  through  duct  62  to  an 
electrostatic  precipitator  64.  The  output  of 

25  precipitator  64  leads  to  an  induced  draft  fan  66 
discharging  to  stack  68.  In  this  embodiment,  the 
exhaust  of  duct  62  gives  up  heat  in  air  preheater 
TR  by  transferring  heat  to  the  incoming  air  of  duct 
70  which  is  supplied  through  forced  draft  fan  72. 

30  In  this  Figure,  the  previously  described  sub- 
systems  of  Fig.  3  are  illustrated  by  simplified  block 
diagram  combining  many  detailed  components  into 
large  blocks.  The  blocks  are  indentified  by  refer- 
ence  numerals  used  in  Fig.  3  to  identify  the  central 

35  component  contained  in  the  relevant  block  of  Fig. 
4.  Accordingly,  burner  22  is  shown  fed  by  sulfur 
pump  30  and  by  airheater  20  supplied  by  air  blow- 
er  16.  Burner  22  feeds  catalytic  converter  32 
whose  output  is  mixed  with  auxiliary  heated  air  in 

40  mixer  54  and  fed  to  probes  36.  Probes  36  are 
shown  installed  in  the  inlet  duct  62  of  electrostatic 
precipitator  64.  The  output  temperature  of  heater 
52  is  regulated  by  temperature  controller  52D. 
Heater  52  is  tapped  into  the  duct  fed  by  forced 

45  draft  fan  72  at  the  connection  to  boiler  BLR.  Again, 
temperature  transmitters  54A  and  20B  are  con- 
nected  to  the  outputs  of  converter  32  and  heater 
20,  respectively.  The  output  of  one  of  these  trans- 
mitters  54A  and  20B  may  be  selected  by  switch  S1 

50  to  drive  temperature  controller  40  to  regulate  heat- 
er  20. 

The  parametric  means  shown  herein  includes 
control  system  76  having  various  inputs  applied 
hereto.  The  output  on  line  42  of  control  76  is 

55  connected  to  controlling  inputs  of  blower  16  and 
sulfur  pump  30.  Thus,  the  parametric  means  76 
can  control  the  rate  at  which  blower  16  and  pump 
30  operate.  It  will  be  noted  that  unlike  the  arrange- 

5 
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ment  of  Fig.  3,  temperature  controller  40  in  this 
embodiment  need  not  be  regulated  by  the  para- 
metric  signal  on  line  42. 

Five  inputs  are  shown  to  control  system  76  but 
it  will  be  appreciated  that  a  different  number  may 
be  employed  in  other  embodiments.  Input  76A  is 
connected  to  the  electrical  control  64A  of  electro- 
static  precipitator  64.  Line  76A  may  be  so  con- 
nected  as  to  sense  the  power  delivered  to  the 
precipitator  64.  Accordingly,  control  76  can  operate 
to  increase  the  drive  to  pump  30  and  blower  16  if 
the  power  delivered  in  the  precipitator  is  low.  This 
allows  the  rate  of  SO3  generation  to  increase  and 
further  condition  the  exhaust  gas  in  the  precipitator 
64,  thus  increasing  the  amount  of  work  being  done 
by  it. 

Input  line  76B  of  control  system  76  connects  to 
temperature  transmitter  78  which  senses  the  tem- 
perature  of  the  gas  flowing  from  precipitator  64  into 
induced  draft  fan  66.  An  increase  in  this  tempera- 
ture  is  an  indication  of  a  high  energy  level  in  the 
exhaust  gas  from  the  precipitator  64  and  therefore 
a  significantly  contaminated  exhaust  gas.  Conse- 
quently,  control  system  76  responds  to  an  increase 
in  the  temperature  of  the  exhaust  gas  from 
precipitator  64  by  increasing  the  drive  to  the  pump 
30  and  blower  16  to  provide  more  conditioning  gas 
to  thereby  increase  the  extent  of  precipitation  in 
precipitator  64. 

Input  76C  of  control  76  connects  to  motor  80. 
For  example,  line  76C  can  be  so  connected  to 
transfer  a  signal  corresponding  to  the  current  (or 
power)  applied  to  motor  80.  An  increase  in  this 
current  (or  in  the  power  absorbed  by  motor  80)  is 
an  indication  of  the  flow  rate  through  the  precipita- 
tor  64  and  thus  an  indication  of  the  amount  of  work 
which  it  must  do.  Accordingly,  control  system  76 
responds  to  an  increase  in  the  current  or  power 
into  motor  80  by  increasing  the  drive  to  blower  16 
and  pump  30  thereby  producing  more  conditioning 
gas  for  increasing  the  amount  of  useful  work  per- 
formable  by  precipitator  64. 

Input  76D  connects  to  flow  sensor  82  which 
measures  the  flow  rate  of  gas  between  the  induced 
draft  fan  66  and  the  stack  68.  This  flow  rate  also  is 
an  indication  of  the  volume  passing  through 
precipitator  64.  Again,  control  system  76  increases 
the  rate  of  production  of  the  SO3  in  response  to  an 
increased  flow  rate  so  that  precipitator  64  can 
produce  more  useful  work.  Another  input  on  line 
76E  connects  to  an  opacity  sensor  84  within  stack 
68.  Opacity  sensor  84  can  employ  a  light  source 
shining  through  the  stack  gases  onto  a  photoelec- 
tric  device  such  as  a  phototransistor.  In  this  em- 
bodiment,  increased  opacity  of  stack  gas  indicates 
a  need  for  additional  cleansing.  Accordingly,  con- 
trol  system  76  responds  to  an  increase  in  mea- 
sured  opacity  by  increasing  the  flow  rate  of  blower 

16  and  pump  30.  This  results  in  a  higher  produc- 
tion  rate  of  SO3  so  that  precipitator  64  can  perform 
more  useful  work. 

The  following  description  of  the  operation  of 
5  the  apparatus  of  Fig.  4  is  similar  to  that  of  Fig.  3 

except  for  additional  detailed  description  of  the 
parametric  control  system  76.  Boiler  BLR  operates 
with  a  conventional  forced  and  induced  draft  fan  72 
and  66  to  circulate  air  through  ducts  70  and  62  and 

10  through  precipitator  64  before  discharge  through 
stack  68.  A  portion  of  the  air  heated  by  airheater 
TR  is  drawn  off  and  additionally  heated  through 
auxiliary  electrical  heater  52,  its  temperature  being 
regulated  to  a  predetermined  temperature  such  as 

15  400  °F  by  temperature  controller  52D.  This  heated 
air  is  mixed  with  the  conditioning  medium  from 
converter  32  in  mixer  54  and  injected  by  probes  36 
to  condition  the  gas  in  precipitator  64.  Temperature 
sensors  54A  and  20B  are  connected  to  the  output 

20  of  converter  32  and  heater  20,  respectively,  and 
operate  in  a  fashion  similar  to  the  similarly  iden- 
tified  components  described  in  connection  with  Fig. 
1  and  Fig.  2.  Specifically,  either  one  may  be  se- 
lected  by  switch  S1  to  regulate  the  heat  transfer  of 

25  heater  20  by  means  of  controller  40. 
The  various  operating  parameters  associated 

with  the  precipitator  64,  induced  draft  fan  66  and 
stack  68  can  be  processed  by  control  76.  In  one 
preferred  embodiment,  control  76  includes  an  oper- 

30  ational  amplifier  having  mixing  resistors  (some  of 
which  may  be  inverting  inputs)  to  provide  an  output 
which  is  a  linear  combination  of  the  inputs.  Accord- 
ingly,  depending  upon  the  demand  issued  from  line 
42,  the  production  rate  of  SO3  can  be  varied  by 

35  changing  the  flow  rates  of  blower  16  and  pump  30. 
In  a  manner  previously  described,  additional  heat 
can  be  added  to  the  air  flow  from  blower  16  by  the 
sensing  of  a  temperature  deficiency  by  tempera- 
ture  transducers  54A  or  20B. 

40  Referring  to  Fig.  5  it  shows  the  previously 
mentioned  catalytic  converter  32  and  its  outlet  32A, 
the  latter  understood  as  connected  to  (but  not 
shown  connected  to)  the  previously  mentioned  ap- 
paratus  of  Figs.  1  or  3.  Similarly  transducer  46  is 

45  shown  connected  to  previously  described  terminal 
42  and  thus  to  the  previously  illustrated  apparatus 
associated  therewith.  Similarly,  electrical  line  20C 
of  airheater  20  connects  to  that  apparatus  pre- 
viously  described  in  connection  with  Figs.  1  or  3. 

50  Similar  remarks  apply  to  blower  16  whose  input 
derives  from  the  apparatus  shown  in  Figs.  1  or  3. 
Apparatus  in  Fig.  5  having  a  reference  numeral 
less  than  100  was  previously  described  in  connec- 
tion  with  Figs.  1  or  3  and  therefore  need  not  be 

55  described  further  hereinafter. 
A  supply  of  liquid,  oxidized  sulfur  100,  namely 

SO2,  is  contained  in  pressurized  tank.  The  outlet 
line  of  tank  100  leads  through  block  valve  102  to 

6 
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an  inlet  of  a  sulfur  means  104,  shown  herein  as  an 
evaporator  having  an  inlet  104A  and  an  outlet 
104B.  As  illustrated  herein  evaporator  104  holds  a 
water  bath  heated  by  electrical  coil  104C  whose 
current  is  regulated  by  thermostatic  device  104D. 
Thus,  the  bath  of  evaporator  104  is  kept  at  a 
predetermined  temperature  well  suited  for 
evaporating  the  SO2  flowing  from  tank  100.  Also, 
the  water  level  within  evaporator  104  is  regulated 
by  level  sensing  transducer  104E  which  controls 
solenoid  104F  and  thus  water  inlet  valve  104G. 
This  arrangement  keeps  the  correct  water  level 
within  the  evaporator.  In  this  embodiment  the  water 
bath  of  evaporator  104  is  regulated  to  a  tempera- 
ture  just  below  boiling.  Evaporator  104  can  be 
drained  by  means  of  a  drain  valve  106  coupled  to 
the  output  of  block  valve  104G.  Valve  106  feeds  a 
drain  108. 

Evaporator  104  may  be  a  commercially  avail- 
able  evaporator.  For  example  a  series  50-202  evap- 
orator  manufactured  by  Wallace  and  Tiernan  will 
operate  satisfactorily.  Other  evaporators  can  be 
employed,  depending  upon  the  desired  capacity, 
temperature,  rate  and  other  requirements. 

The  outlet  104B  of  evaporator  104  contains 
gaseous  oxidized  sulfur  (SO2)  at  a  relatively  high 
pressure.  The  pressure  is  reduced  by  pressure 
reducing  valve  110  and  fed  to  regulating  valve  112. 
Pressure  regulating  valve  112  is  hydraulically  op- 
erated  by  previously  described  line  30E.  Line  30E 
is  coupled  to  valve  112  through  normally  open 
valve  114.  Valve  114  is  a  solenoid-operated  valve 
driven  by  the  output  of  NOR  gate  38,  which  output 
also  connects  to  the  input  of  motor  M  used  to  drive 
previously  mentioned  blower  16.  NOR  gate  38,  as 
before,  recieves  the  outputs  from  temperature  sen- 
sors  24B  and  20A.  If  these  temperatures  are  within 
acceptable  limits,  normally  open  valve  114  is  kept 
open  and  motor  M  remains  energized.  This  feature 
again  prevents  sulfur  dioxide  and  air  from  flowing 
in  the  system  when  the  operating  temperatures  are 
improper. 

The  output  of  flow  regulating  valves  112  com- 
municates  with  the  output  of  air  heater  20  and  both 
lead  to  the  input  of  a  helical  mixer  116.  Mixer  116 
may  be  a  static  inline  mixer  to  homogenize  the 
S02/air  stream.  Mixer  116  has  an  internal  helical 
element  used  to  thoroughly  mix  the  air  and  SO2. 
The  output  of  mixer  116  connects  to  the  previously 
described  line  24A,  the  inlet  to  catalytic  converter 
32. 

The  following  description  of  the  operation  of 
the  apparatus  of  Fig.  5  is  similar  to  that  given  in 
connection  with  Figs.  1  and  3,  except  for  the  use  of 
liquid  SO2.  Assuming  that  the  temperatures  sensed 
by  sensors  20A  and  24B  are  within  an  acceptable 
range,  motor  M  is  commanded  to  drive  blower  16 
at  rated  speed  and  block  valve  114  is  open.  There- 

fore  the  flow  control  signals  on  line  30E  are  effec- 
tive  to  regulate  the  flow  through  valve  112.  Con- 
sequently,  the  pressurized  liquid  SO2  in  tank  100 
flows  through  block  valve  102  into  the  evaporator 

5  coils  of  evaporator  104.  As  mentioned  before  the 
water  level  and  temperature  is  regulated  to  effec- 
tuate  complete  evaporation.  Consequently  gaseous 
SO2  flows  through  line  104B,  to  have  its  pressure 
reduced  by  valve  110.  Thereafter  the  flow,  as  regu- 

10  lated  by  valve  112,  produces  a  flow  of  SO2  toward 
mixer  116.  The  volume  of  flow  through  valve  112  is 
regulated  as  before  in  response  to  signals  at  termi- 
nal  42  corresponding  to  certain  operating  param- 
eters  of  the  precipitators  and  its  environs.  Also 

15  flowing  toward  mixer  116  is  the  output  from 
airheater  20.  As  was  the  case  in  Figs.  1  and  3,  the 
volume  and  temperature  of  air  from  airheater  20 
can  be  regulated  to  produce  the  desired  energy 
flow. 

20  The  combined  flow  of  air  and  SO2  into  mixer 
116  produces  a  homogeneous  output  at  line  24A. 
The  resulting  flow  into  catalytic  converter  32  pro- 
duces  at  outlet  32A,  S03.  As  before,  the  S03  is 
used  as  a  conditioning  medium  and  is  fed  to  the 

25  previously  mentioned  probes  in  the  electrostatic 
precipitator.  As  before,  the  output  temperature  at 
line  32A  can  be  used  to  regulate  the  electrical  drive 
to  airheater  20  to  vary  the  output  temperature  from 
it.  Again  the  electrical  drive  to  airheater  20  can  be 

30  influenced  also  by  the  parametric  signal  provided 
on  line  42.  Furthermore,  in  some  embodiments  (as 
per  Fig.  3)  the  parametric  signals  on  line  42  can  be 
used  to  control  a  damper  feeding  blower  16  to 
regulate  its  volume  of  airflow. 

35  It  is  to  be  appreciated  that  various  modifica- 
tions  may  be  implemented  with  respect  to  the 
above  described  preferred  embodiments.  For  ex- 
ample,  the  various  transfer  functions  associated 
with  the  controllers  described  herein  can  be  altered 

40  depending  upon  the  characteristics  of  the  asso- 
ciated  plant  or  depending  upon  the  desired  re- 
sponse  time.  Furthermore,  numerous  temperature 
sensors,  flow  sensors,  pressure  sensors  and  other 
sensors  can  be  installed  in  the  various  lines  de- 

45  scribed  herein  to  monitor  additional  process  vari- 
ables.  Also,  the  construction  of  the  burner  and 
catalytic  converter  can  be  altered  depending  upon 
the  desired  flow  rate,  conversion  efficiency,  operat- 
ing  temperature,  reliability,  size  constraints,  etc. 

50  Also,  while  various  steam  heating  coils  and  water 
cooling  lines  are  illustrated  in  other  embodiments 
they  may  be  eliminated  or  replaced  by  other 
means  such  as  electrical  means.  Also,  the  regula- 
tion  of  various  pumps  and  air  and  blowers  can  be 

55  accomplished  by  various  alternate  techniques.  Oth- 
er  forms  of  communication  can  be  used  in  different 
embodiments.  Futhermore,  while  various  electrical 
controls  are  shown,  fluidic  or  computer  circuits  can 
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be  used  in  other  embodiments. 
Obviously,  many  modifications  and  variations 

of  the  present  invention  are  possible  in  light  of  the 
above  teachings.  It  is,  therefore,  to  be  understood 
that  within  the  scope  of  the  appended  claims,  the 
invention  may  be  practiced  otherwise  than  as  spe- 
cifically  described. 

Claims 

1.  Apparatus  for  treating  exhaust  gases  including 
an  electrostatic  precipitator  (64)  and  means  for 
the  production  of  a  S03-conditioning  medium 
for  injection  into  said  gases  upstream  of  the 
precipitator,  said  production  means  compris- 
ing: 

a  sulfur-bearing  source  (30), 
a  source  of  air  (20), 
a  combining  means  (22)  having  an  output 

(24A),  inputs  (20D,  24)  and  a  throughput,  the 
inputs  communicating  with  said  sulfur-bearing 
source  (30)  and  said  source  of  air  (20),  and 
said  output  providing  a  supply  of  gaseous, 
oxidized  sulfur, 

converter  means  (32)  having  an  outlet 
(32A)  and  an  inlet  communicating  with  the  out- 
put  (24A)  of  the  said  combining  means  (22)  for 
converting  said  gaseous,  oxidized  sulfur  into 
the  S03-conditioning  medium, 
sensing  means  (20B,  24B)  for  providing  a  con- 
verter  temperature  signal  signifying  either  the 
temperature  of  air  entering  said  combining 
means  or  the  temperature  at  said  outlet  of  said 
converter  means, 

modulation  means  (M)  connected  to  said 
combining  means  (22)  and  said  sensing  means 
(20B,  24B)  for  varying  the  energy  flow  rate 
associated  with  the  airflow  from  said  source  of 
air  into  said  combining  means  (22)  in  relation 
to  said  converter  temperature  signal, 

injection  means  (36)  connected  to  said 
outlet  of  said  converter  means  (32)  for  de- 
livering  said  S03-conditioning  medium  to  said 
precipitator  (64)  and 

regulating  means  (76)  for  regulating  the 
production  means,  characterised  in  that  the 
regulating  means  (76)  receives  a  precipitator 
input  signal  (76A),  representing  the  power  dis- 
sipation  in  the  precipitator  (64)  and  generates 
an  output  signal  therefrom,  and  applies  said 
output  signal  to  control  the  inputs  to  the  com- 
bining  means  (22). 

2.  Apparatus  according  to  Claim  1  characterised 
in  that  the  regulating  means  (76)  additionally 
receives  a  signal  representative  of  the  gas  flow 
through  the  electrostatic  precipitator  (64). 

3.  Apparatus  according  to  Claim  1  or  Claim  2 
characterised  in  that  means  (40)  are  provided 
for  controlling  the  temperature  of  air  inputted 
to  the  combining  means  (22),  said  means  (40) 

5  receiving  a  signal  from  said  regulating  means 
(76)  and  a  further  signal  from:- 

(i)  a  temperature  sensor  (20B)  situated  at 
the  output  of  heating  means  (20)  for  said 
air;  or 

io  (ii)  a  temperature  sensor  (54A)  situated  at 
the  output  from  the  converter  means  (32), 

and  producing  an  air  temperature  controlling 
signal  therefrom. 

is  4.  Apparatus  according  to  Claim  3  wherein  the 
regulating  means  output  signal  is  fed  to  a 
scaling  means  (44)  and  the  output  of  the  latter 
is  connected  to  the  air  temperature  controlling 
means  (40). 

20 
5.  Apparatus  according  to  any  preceding  claim 

wherein  said  regulating  means  output  signal 
regulates  the  rate  at  which  a  sulfur  product  is 
fed  into  the  combining  means  (22). 

25 
6.  Apparatus  according  to  Claim  3  or  any  claim 

appendant  thereto  wherein  said  regulating 
means  output  signal  proportionally  regulates 
the  air  input  rate  to  said  heating  means  (20). 

30 
7.  Apparatus  according  to  any  preceding  claim, 

including  auxiliary  air  means  (52,  52A,  52F)  for 
the  production  of  auxiliary  temperature  con- 
trolled  air  for  mixing  with  the  SO3  product  in  a 

35  duct  (54)  which  feeds  said  injection  means 
(36). 

8.  Apparatus  according  to  Claim  7  characterised 
in  that  said  auxiliary  air  means  includes  an  air 

40  heater  (52)  and  temperature  control  means 
(52D)  having  an  input  connected  to  the  heated 
air  output  (52F)  of  said  air  heater  (52)  for 
controlling  the  temperature  of  said  auxiliary  air. 

45  9.  Apparatus  according  to  Claim  3  and  Claim  7  or 
Claim  8  characterised  in  that  said  temperature 
sensor  (54A)  situated  in  the  duct  (54)  which 
feeds  the  injection  means  (36)  monitors  the 
temperature  of  the  mixture  of  the  S03-con- 

50  ditioning  medium  with  said  auxiliary  tempera- 
ture  controlled  air. 

10.  Apparatus  according  to  any  preceding  claim 
wherein  SO3  production  means  includes  an 

55  SO2  liquid  source  (100)  and  heating  means 
(104)  for  evaporating  SO2  from  said  source  to 
form  an  SO2  gaseous  vapour  for  conversion  to 
said  S03-conditioning  medium. 

8 
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11.  A  method  for  treating  exhaust  gases  by  con- 
trolling  the  supply  of  an  S03-conditioning  me- 
dium  to  the  gases  upstream  of  an  electrostatic 
precipitator  (64)  in  relation  to  the  power  dis- 
sipation  in  the  precipitator,  said  method  com- 
prising: 

providing  an  input  of  sulfur  and  an  input  of 
air  into  a  burner  (22); 

burning  the  sulfur  and  air  in  said  burner  to 
produce  the  combustion  products  thereof; 

converting  said  combustion  product  into 
the  S03-conditioning  medium; 

sensing  the  temperature  of  the  said  input 
of  the  burner  (22)  or  the  temperature  of  the 
S03-conditioning  medium  with  temperature 
sensing  means  (20B  or  54A); 

modulating  the  energy  flow  rate  into  said 
burner  by  an  amount  bearing  a  predetermined 
relationship  to  the  output  of  the  temperature 
sensing  means  (20B  or  54A);  and 

delivering  said  conditioning  medium  to 
said  precipitator,  characterised  in  that 

a  signal  for  controlling  the  inputs  to  the 
burner  is  derived  from  a  regulating  means  (76) 
which  receives  a  precipitator  input  signal  (76A) 
representing  the  power  dissipation  in  the 
precipitator  (64). 

12.  A  method  according  to  Claim  11  characterised 
in  that  the  regulating  means  (76)  additionally 
receives  an  input  signal  representative  of  the 
gas  flow  through  the  electrostatic  precipitator 
(64). 

13.  A  method  according  to  Claim  11  or  Claim  12 
characterised  in  that  the  temperature  of  the 
said  air  input  is  controlled  by  heating  means 
(40)  and  the  output  signal  of  the  regulating 
means  proportionally  regulates  the  air  input 
rate  to  the  heating  means. 

14.  A  method  according  to  Claims  11  to  13  com- 
prising  heating  an  auxiliary  air  supply  and  mix- 
ing  the  heated  auxiliary  air  supply  with  said 
S03-conditioning  medium  prior  to  delivery  to 
the  gases  upstream  of  the  electrostatic 
precipitator  (64). 

Revendicatlons 

1.  Dispositif  de  traitement  de  gaz  d'echappement 
comprenant  un  filtre  electrostatique  (64)  et  des 
moyens  de  production  d'un  milieu  de  condi- 
tionnement  du  SO3  destine  a  etre  injecte  dans 
lesdits  gaz  en  amont  du  filtre,  lesdits  moyens 
de  production  comprenant  : 

une  source  d'approvisionnement  en  soufre 
(30), 

une  source  d'air  (20), 
des  moyens  de  combinaison  (22)  presen- 

tant  une  sortie  (24A),  des  entrees  (20D,  24)  et 
un  debit,  les  entrees  communiquant  avec  ladite 

5  source  d'approvisionnement  en  soufre  (30)  et 
ladite  source  d'air  (20),  et  ladite  sortie  assurant 
la  fourniture  de  soufre  gazeux  oxyde, 

des  moyens  de  transformation  (32)  pre- 
sentant  une  sortie  (32A)  et  une  entree  commu- 

10  niquant  avec  la  sortie  (24A)  desdits  moyens  de 
combinaison  (22)  pour  convertir  ledit  soufre 
gazeux  oxyde  en  milieu  de  conditionnement 
du  S03, 

des  moyens  de  captage  (20B,  24B)  four- 
15  nissant  une  indication  de  temperature  du 

convertisseur  indiquant  soit  la  temperature  de 
I'air  entrant  dans  lesdits  moyens  de  combinai- 
son,  soit  la  temperature  regnant  a  ladite  sortie 
desdits  moyens  de  transformation, 

20  des  moyens  de  modulation  M  relies  aux- 
dits  moyens  de  combinaison  (22)  et  auxdits 
moyens  de  captage  (20B,  24B)  pour  faire  va- 
rier  le  debit  d'energie  associe  au  courant  d'air 
de  ladite  source  d'air  dans  lesdits  moyens  de 

25  combinaison  (22)  en  fonction  de  ladite  indica- 
tion  de  temperature  du  convertisseur, 

des  moyens  d'injection  (36)  relies  a  ladite 
sortie  desdits  moyens  de  transformation  (32) 
pour  amener  ledit  milieu  de  conditionnement 

30  du  S03  audit  filtre  (64)  et 
des  moyens  de  regulation  (76)  permettant 

de  reguler  les  moyens  de  production, 
caracterise  en  ce  que  les  moyens  de  regu- 

lation  (76)  regoivent  un  signal  d'entree  du  filtre 
35  (76A),  representant  la  dissipation  de  puissance 

dans  le  filtre  (64),  et  produisent  un  signal  de 
sortie  a  partir  de  celui-ci,  et  utilisent  ledit  si- 
gnal  de  sortie  pour  controler  les  sorties  vers 
les  moyens  de  combinaison  (22). 

40 
2.  Dispositif  selon  la  revendication  1,  caracterise 

en  ce  que  les  moyens  de  regulation  (76)  regoi- 
vent  en  plus  un  signal  representatif  du  flux 
gazeux  traversant  le  filtre  electrostatique  (64). 

45 
3.  Dispositif  selon  la  revendication  1  ou  2,  carac- 

terise  en  ce  des  moyens  (40)  sont  prevus  pour 
controler  la  temperature  de  I'air  entrant  dans 
les  moyens  de  combinaison  (22),  lesdits 

50  moyens  (40)  recevant  un  signal  desdits 
moyens  de  regulation  (76)  et  un  autre  signal 
de  : 

(i)  un  capteur  de  temperature  (20B)  situe  a 
la  sortie  des  moyens  de  chauffage  (20)  pour 

55  ledit  air;  ou 
(ii)  un  capteur  de  temperature  (54A)  situe  a 
la  sortie  des  moyens  de  transformation  (32), 

et  produisant  un  signal  de  controle  de  la  tem- 

9 
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perature  de  I'air  a  partir  de  celui-ci. 

8.  Dispositif  selon  la  revendication  7,  caracterise 
en  ce  que  lesdits  moyens  rechauffeurs  d'air 
auxiliaires  comprennent  un  rechauffeur  d'air 
(52)  et  des  moyens  de  controle  de  la  tempera- 
ture  (52D)  presentant  une  entree  reliee  a  la 
sortie  d'air  chaud  (52F)  dudit  rechauffeur  d'air 
(52)  pour  le  controle  de  la  temperature  dudit 
air  auxiliaire. 

9.  Dispositif  selon  la  revendication  3  et  la  reven- 
dication  7  ou  la  revendication  8,  caracterise  en 
ce  que  ledit  capteur  de  temperature  (54A)  si- 
tue  dans  la  conduite  (54)  qui  alimente  les 
moyens  d'injection  (36)  controle  la  temperatu- 
re  du  melange  du  milieu  de  conditionnement 
du  SO3  avec  I'air  auxiliaire  a  temperature 
controlee. 

10.  Dispositif  selon  I'une  quelconque  des  revendi- 
cations  precedentes,  caracterise  en  ce  que  les 
moyens  de  production  du  SO3  comprennent 
une  source  de  SO2  liquide  (100)  et  des 
moyens  de  chauffage  (104)  pour  I'evaporation 
du  SO2  de  ladite  source  afin  de  former  une 
vapeur  gazeuse  de  SO2  pour  la  convertir  en 
milieu  de  conditionnement  du  SO3. 

11.  Procede  de  traitement  des  gaz  d'echappement 
par  le  controle  de  I'alimentation  d'un  milieu  de 
conditionnement  de  SO3  a  des  gaz  en  amont 
d'un  filtre  electrostatique  (64)  en  relation  avec 

5  la  dissipation  de  puissance  dans  le  filtre,  ledit 
procede  comprenant  : 

la  fourniture  d'une  entree  de  soufre  et 
d'une  entree  d'air  dans  un  bruleur  (22)  ; 

la  combustion  du  soufre  et  de  I'air  dans 
10  ledit  bruleur  pour  produire  les  produits  de 

combustion  derives  ; 
la  conversion  dudit  produit  de  combustion 

en  un  milieu  de  conditionnement  du  SO3  ; 
le  captage  de  la  temperature  de  ladite 

15  entree  du  bruleur  (22)  ou  de  la  temperature  du 
milieu  de  conditionnement  du  SO3  a  I'aide  de 
moyens  de  captage  de  la  temperature  (20B  ou 
54A)  ; 

la  modulation  du  debit  d'energie  dans  ledit 
20  bruleur  selon  un  taux  en  relation  predetermi- 

ned  avec  la  sortie  des  moyens  de  captage  de 
la  temperature  (20B  ou  54A)  ; 

et  I'alimentation  dudit  milieu  de  condition- 
nement  audit  filtre, 

25  caracterise  en  ce  que 
un  signal  de  controle  des  entrees  du  bru- 

leur  est  derive  d'un  moyen  de  regulation  (76) 
qui  regoit  un  signal  d'entree  du  filtre  (76A) 
representant  la  dissipation  de  puissance  dans 

30  le  filtre  (64). 

12.  Procede  selon  la  revendication  11,  caracterise 
en  ce  que  les  moyens  de  regulation  (76)  regoi- 
vent  en  outre  un  signal  d'entree  qui  est  repre- 

35  sentatif  du  flux  gazeux  traversant  le  filtre  elec- 
trostatique  (64). 

13.  Procede  selon  la  revendication  11  ou  la  reven- 
dication  12,  caracterise  en  ce  que  la  tempera- 

40  ture  de  ladite  entree  d'air  est  controlee  par  des 
moyens  de  chauffage  (40)  et  en  ce  que  le 
signal  de  sortie  des  moyens  de  regulation  re- 
gie  de  fagon  proportionnelle  le  taux  d'entree 
d'air  des  moyens  de  chauffage. 

45 
14.  Procede  selon  les  revendications  11  a  13  com- 

prenant  le  chauffage  d'une  amenee  d'air  auxi- 
liaire  et  le  melange  de  I'amenee  d'air  auxiliaire 
rechauffe  avec  ledit  milieu  de  conditionnement 

50  du  SO3  avant  de  le  transporter  vers  les  gaz  en 
amont  du  filtre  electrostatique  (64). 

Patentanspruche 

55  1.  Vorrichtung  zum  Behandeln  von  Abgasen  mit 
einem  elektrostatischen  Abscheider  (64)  und 
Mitteln  zur  Produktion  eines  SO3- 
Konditionierungs-Mediums  zum  Einspritzen  in 

4.  Dispositif  selon  la  revendication  3  caracterise 
en  ce  que  le  signal  de  sortie  des  moyens  de 
regulation  est  transmis  a  des  moyens  de  gra-  5 
duation  (44)  et  en  ce  que  la  sortie  de  ces 
derniers  est  reliee  aux  moyens  de  controle  de 
la  temperature  de  I'air  (40). 

5.  Dispositif  selon  I'une  quelconque  des  revendi-  10 
cations  precedentes,  caracterise  en  ce  que 
ledit  signal  de  sortie  des  moyens  de  regulation 
ajuste  le  taux  auquel  un  produit  soufre  est 
alimente  dans  les  moyens  de  combinaison 
(22).  15 

6.  Dispositif  selon  la  revendication  3  ou  toute 
revendication  qui  lui  est  annexee,  caracterise 
en  ce  que  ledit  signal  de  sortie  des  moyens  de 
regulation  ajuste  de  fagon  proportionnelle  le  20 
taux  d'entree  d'air  au  niveau  des  moyens  de 
chauffage  (20). 

7.  Dispositif  selon  I'une  quelconque  des  revendi- 
cations  precedentes,  comprenant  des  moyens  25 
rechauffeurs  d'air  auxiliaires  (52,  52A,  52F) 
pour  la  production  d'un  air  auxiliaire  a  tempe- 
rature  controlee  destine  a  etre  melange  au 
produit  de  SO3  dans  une  conduite  (54)  qui 
alimente  lesdits  moyens  d'injection  (36).  30 

10 
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die  Gase  oberhalb  des  Abscheiders,  wobei  die 
Produktionsmittel  die  Merkmale  umfassen: 
eine  Schwefel  enthaltende  Quelle  (30),  eine 
Luftquelle  (20),  ein  Verbindungsmittel  (22)  mit 
einem  Ausgang  (24A),  Eingangen  (20D,  24)  5 
und  einem  Durchgang,  wobei  die  Eingange  mit 
der  den  Schwefel  enthaltenden  Quelle  (30)  und 
der  Luftquelle  (20)  kommunizieren  und  fur  den 
Ausgang  eine  Zufuhrung  von  gasformigem, 
oxidierendem  Schwefel  vorgesehen  ist,  10 
einen  Konverter  (32)  mit  einem  Ausla/S  (32A) 
und  einem  Einla/S,  der  mit  dem  Ausgang  (24A) 
des  Verbindungsmittels  (22)  kommuniziert,  urn 
den  gasformigen,  oxidierten  Schwefel  in  das 
S03-Konditionierungs-Medium  umzuwandeln,  is 
Abtastmittel  (20B.24B)  zur  Beschaffung  eines 
Konverter-Temperatursignals,  welches  entwe- 
der  die  Temperatur  der  in  das  Verbindungsmit- 
tel  eintretenden  Luft  oder  die  Temperatur  des 
Konverterauslasses  bezeichnet,  20 
Modulationsmittel  (M),  die  an  dem  Verbin- 
dungsmittel  (22)  und  den  Abtastmitteln 
(20B.24B)  befestigt  sind,  urn  die  Energieflu/Sra- 
te  zu  variieren,  welche  mit  dem  Luftstrom  der 
Luftquelle  in  das  Verbindungsmittel  (22)  in  Be-  25 
ziehung  zum  Konverter-Temperatursignal  ent- 
sprechend  vereinigt  ist, 
Einspritzmittel  (36),  die  am  Ausla/S  des  Konver- 
ters  (32)  befestigt  sind,  urn  dem  Abscheider 
(64)  das  S03-Konditionierungs-Medium  zuzu-  30 
fuhren  und 
Regulierungsmittel  (76)  zum  Regulieren  der 
Produktionsmittel,  dadurch  gekennzeichnet, 
da/S  das  Regulierungsmittel  (76)  ein 
Abscheider-Eingangssignal  (78A)  empfangt,  35 
welches  den  Leistungsbedarf  im  Abscheider 
(64)  charakterisiert  und  davon  ein  Ausgangssi- 
gnal  erzeugt  und  da/S  es  das  Ausgangssignal 
verwendet,  urn  die  Eingange  in  das  Verbin- 
dungsmittel  (22)  zu  kontrollieren.  40 

Vorrichtung  nach  Anspruch  1  ,  dadurch  gekenn- 
zeichnet,  da/S  das  Regulierungsmittel  (76)  zu- 
satzlich  ein  Signal  empfangt,  welches  charak- 
teristisch  fur  den  Gasflu/S  durch  den  elektrosta-  45 
tischen  Abscheider  (64)  ist. 

Vorrichtung  nach  Anspruch  1  oder  2,  dadurch 
gekennzeichnet,  daS  Mittel  (40)  zur  Tempera- 
turkontrolle  der  in  das  Verbindungsmittel  (22)  50 
eingefuhrten  Luft  vorgesehen  sind,  da/S  die  Mit- 
tel  (40)  ein  Signal  von  dem  Regulierungsmittel 
(76)  empfangen  und  ein  weiteres  Signal  von: 

(i)  einem  Temperatursensor  (20B),  der  am 
Ausgang  von  Heizmitteln  (20)  fur  die  Luft  55 
angebracht  ist;  oder 
(ii)  einem  Temperatursensor  (54A),  der  am 
Ausgang  des  Konverters  (32)  angebracht 

ist, 
und  da/S  sie  davon  ein  Lufttemperatur-Kontroll- 
signal  erzeugen. 

4.  Vorrichtung  nach  Anspruch  3,  dadurch  gekenn- 
zeichnet,  da/S  das  Regulierungsmittel-Aus- 
gangssignal  einem  Skalierungsmittel  (44)  zuge- 
fuhrt  wird  und  der  Ausgang  des  letzteren  mit 
dem  Lufttemperatur-Kontrollmittel(40)  gekop- 
pelt  ist. 

7.  Vorrichtung  nach  einem  der  vorhergehenden 
Anspruche,  welche  Hilfsluftmittel  (52,52A,52F) 
zur  Produktion  von  Temperaturkontrollierter 
Hilfsluft  zum  Mischen  mit  dem  S03-Produkt  in 
einem  Rohr  (54),  welches  das  Einspritzsignal 
(36)  speist,  enthalt. 

8.  Vorrichtung  nach  Anspruch  7,  dadurch  gekenn- 
zeichnet,  da/S  das  Hilfsluftmittel  einen  Lufterhit- 
zer  (52)  und  Temperaturkontrollmittel  (52D) 
enthalt,  welche  einen  Eingang  haben,  der  am 
Hei/Sluftausgang  (52F)  des  Lufterhitzers  (52) 
befestigt  ist,  urn  die  Temperatur  der  Hilfsluft  zu 
kontrollieren. 

9.  Vorrichtung  nach  Anspruch  3  und  den  Anspru- 
chen  7  oder  8,  dadurch  gekennzeichnet,  da/S 
der  im  Rohr  (54)  angebrachte  Temperatursen- 
sor  (54A),  welches  das  Einspritzmittel  (36) 
speist,  die  Temperatur  der  Mischung  aus  dem 
S03-Konditionierungs-Medium  und  der 
Temperatur-kontrollierten  Hilfsluft  kontrolliert. 

10.  Vorrichtung  nach  einem  der  vorhergehenden 
Anspruche,  dadurch  gekennzeichnet,  da/S  das 
SO3  -Produktionsmittel  eine  Quelle  von  flussi- 
gem  S02  (100)  und  ein  Heizmittel  (104)  zum 
Verdampfen  von  SO2  aus  der  Quelle  umfa/St, 
urn  einen  gasformigen  S02-Dampf  fur  die  Urn- 
wandlung  in  das  S03-Konditionierungs-Medium 
zu  erzeugen. 

11.  Verfahren  zum  Behandeln  von  Abgesen  durch 
Kontrolle  der  Zufuhr  eines  SO3- 
Konditionierungs-Mediums  zu  den  Gasen  ober- 

5.  Vorrichtung  nach  einem  der  vorhergehenden 
Anspruche,  dadurch  gekennzeichnet,  da/S  das 
Regulierungsmittel-Ausgangssignal  das  Mali 

is  reguliert,  in  welchem  ein  Schwefelprodukt  in 
das  Verbindungsmittel  (22)  zugefuhrt  wird. 

6.  Vorrichtung  nach  Anspruch  3  oder  einem  der 
vorhergehenden  Anspruche,  dadurch  gekenn- 

20  zeichnet,  da/S  das  Regulierungsmittel-Aus- 
gangssignal  im  Verhaltnis  das  Mali  der  dem 
Heizmittel  (20)  eingegebenen  Luft  reguliert. 

9. 
40 

11 
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halb  eines  elektrostatischen  Abscheiders  (64) 
in  Beziehung  zu  dem  Leistungsbedarf  im  Ab- 
scheider,  wobei  des  Verfahren  die  Schritte  urn- 
faflt: 
Beschaffung  einer  Schwefeleingabe  und  einer  5 
Lufteingabe  in  einen  Brenner  (22); 
Verbrennung  des  Schwefels  und  der  Luft  in 
dem  Brenner  zur  Erzeugung  von  Verbren- 
nungsprodukten; 
Umwandlung  des  Verbrennungsproduktes  in  10 
das  S03-Konditionierungs-Medium; 
Abtasten  der  Temperatur  von  der  Eingabe  in 
den  Brenner  (22)  oder  der  Temperatur  des 
S03-Konditionierungs-Mediums  durch 
Temperatur-Abtastmittel  (20B  oder  54A);  is 
Modulierung  der  Energieflu/Srate  in  den  Bren- 
ner  durch  eine  Menge,  die  eine  vorherbe- 
stimmte  Beziehung  in  Bezug  auf  die  Ausgabe 
der  Temperatur-Abtastmittel  (20B  oder  54A) 
hat;  und  20 
Lieferung  des  Konditionierungs-Mediums  an 
den  Abscheider, 
dadurch  gekennzeichnet, 
da/S  ein  Signal  zur  Kontrolle  der  Eingaben  in 
den  Brenner  von  einem  Regulierungsmittel  25 
(76)  erhalten  wird,  welches  ein  fur  den  Lei- 
stungsbedarf  im  Abscheider  charakteristisches 
Abscheider-Eingangssignal  (76A)  empfangt. 

12.  Verfahren  nach  Anspruch  11,  dadurch  gekenn-  30 
zeichnet,  da/S  das  Regulierungsmittel  (76)  zu- 
satzlich  ein  Eingangssignal  empfangt,  welches 
charakteristisch  fur  den  Gasflu/S  durch  den 
elektrostatischen  Abscheider  (64)  ist. 

35 
13.  Verfahren  nach  den  Anspruchen  11  oder  12, 

dadurch  gekennzeichnet,  da/S  die  Temperatur 
des  Lufteinlasses  durch  Heizmittel  (40)  kontrol- 
liert  wird  und  da/S  das  Ausgangssignal  des 
Regulierungsmittels  im  Verhaltnis  das  Mali  der  40 
dem  Heizmittel  eingegebenen  Luft  reguliert. 

14.  Verfahren  nach  einem  der  Anspruche  11  bis 
13,  dadurch  gekennzeichnet,  6ali  es  die  Erhit- 
zung  einer  Hilfsluftzufuhr  und  die  Mischung  45 
der  erhitzten  Hilfsluftzufuhr  mit  dem  SO3- 
Konditionierungs-Medium  vor  der  Abgabe  an 
die  Gase  oberhalb  des  elektrostatischen  Ab- 
scheiders  (64)  umfa/St. 

12 
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