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©  A  cartridged  piping-connecting  apparatus,  and  connecting  system  using  the  same. 

©  There  is  disclosed  a  cartridged  piping-connect- 
ing  apparatus  (9)  and  a  system  utilizing  the  same. 
The  apparatus  comprises  a  piping  element  (15)  that 
has  a  function  of  connecting  a)  a  stationary  tank  (2) 
and  a  stationary  pipeline  (7)  or  b)  a  stationary  pipe- 
line  (6)  and  another  stationary  pipeline  (8),  wherein 

said  pipeline  element  has  a  coupling  means  (16,17) 
provided  on  both  ends  thereof  and  a  driving  means 
(18)  for  piping  element,  and  a  frame  (29)  to  house 
said  piping  element  and  driving  means  to  form  a  unit 
cartridge,  and  said  cartridge  being  provided  on  a 
transporting  means  (10). 
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FIELD  OF  THE  INVENTION 

The  present  invention  relates  to  a  unitized  ap- 
paratus  wherein  a  piping  element  and  a  connecting 
device  is  included  and  formed  into  a  piping  car- 
tridge  and  a  batch-wise  production  system  utilizing 
the  same.  More  particularly  the  present  invention 
relates  to  a  system  for  transferring  a  final  or  an 
intermediate  product  in  batch-wise  production  us- 
ing  a  unitized  piping  cartridge  which  is  transported 
and  connected  automatically  between  a  tank  and 
header  pipelines  provided  for  change-over  purpose. 

BACKGROUND  OF  THE  INVENTION 

There  are  many  plants  that  include  large-sized 
stationary  tanks  and  lines  for  changing  over  a  prod- 
uct  and  wherein  the  discharging,  receiving  and 
washing  of  a  product  are  carried  out  by  chan- 
geover  operations.  Examples  are  production  plants 
for  foods  and  beverages.  In  that  case,  usually  the 
production  scale  is  large.  In  such  production  plants, 
for  example,  a  raw  material  or  an  intermediate 
product  is  transferred  from  a  group  of  tanks  to 
another  group  of  tanks  of  another  production  steps 
situated  at  another  plant  location  in  accordance 
with  the  desired  purpose.  In  that  case,  a  header 
made  up  of  a  number  of  pipelines  is  provided  next 
to  the  group  of  such  tanks.  This  header  is  provided 
for  the  purpose  of  receiving  and  discharging,  for 
example,  an  intermediate  product  and  of  washing. 
To  change  from  the  receiving  to  the  discharging,  a 
changeover  of  the  lines  is  required,  and  in  the 
practical  operation,  this  changeover  operation  is 
carried  out  by  changeover  of  valves  or  a  change  of 
line  connection  by  hoses. 

An  example  of  this  conventional  way  of 
changing-over  by  valves  of  line  connection  is 
shown  in  Fig.  24.  In  the  figure,  numerals  410  and 
420  designate  tanks  for  intermediates,  numerals 
430,  440,  and  450  designate  header  pipelines,  and 
numerals  460  and  470  designate  changeover 
valves  of  the  systems  of  the  tank  410  and  the  tank 
420.  Therefore,  for  example,  if  there  are  three 
header  pipelines  for  receiving,  discharging  and 
washing  for  the  group  of  tanks  in  common,  many 
valves,  460  and  470,  are  required  for  the  chan- 
geover  of  pipelines,  as  shown  in  Fig.  24. 

When  there  are  many  tanks,  the  number  of 
changeover  valves  is  increased  and  the  pipeline 
network  including  the  changeover  valves  becomes 
more  complicated. 

In  order  to  improve  this  complicated  state  of 
pipelines  of  such  a  batch-wise  plant,  recently  a 
concept  of  a  so-called  pipeless  chemical  plant  has 
been  suggested,  and  various  suggestions  have 
been  made  to  realize  it. 

For  example,  Japanese  Patent  Application 
(OPI)  No.  144745/1987  discloses  a  container  for 
batch-wise  production  that  is  used  in  such  a  man- 
ner  that  the  container  (tank)  is  mounted  on  a  ve- 

5  hide  and  is  moved  and  stopped  at  a  desired  sta- 
tion;  a  suitable  connection  is  made  between  the 
required  pipeline  and  the  container  automatically; 
and  then  a  product  is  delivered. 

However,  in  that  case,  since  the  tank  is  to  be 
io  carried  on  a  vehicle,  if  the  geometric  size  (typically 

the  diameter)  of  the  tank  is  large,  the  inner  volume 
increases  by  the  third  power  of  the  diameter;  there- 
fore  the  inner  volume  becomes  enormously  large,  a 
considerable  load  is  to  be  applied  to  the  vehicle 

75  when  the  tank  filled  completely  with  a  product,  and 
the  vehicle  itself  must  be  large,  thereby  resulting  in 
an  increase  in  cost.  Further,  if  the  inner  volume 
becomes  large,  the  tank  may  be  likely  to  tumble, 
leading  to  a  safety  problem.  Further  if  the  size  of 

20  the  tank  is  large,  the  geometric  size  of  the  space 
where  the  vehicle  travels  becomes  large  and  some- 
times  seriously  affects  the  size  of  the  building  of 
the  plant. 

Thus,  the  conventional  system  of  a  so-called 
25  pipeless  plant  wherein  a  tank  is  transported  is 

attended  with  many  problems  if  the  size  of  the  tank 
becomes  large,  and  thereby  there  is  a  limit. 

In  the  industry  of  producing  beverages,  as  stat- 
ed  above,  there  are  many  cases  wherein  a  tank 

30  having  a  large  volume  is  required.  In  that  case,  it  is 
not  advantageous  and  practical  to  handle  diversi- 
fied  products  by  a  conventional  system  of  trans- 
porting  a  tank.  To  cope  up  with  a  conventional 
changeover  of  valves,  it  is  unavoidable  to  require  a 

35  large  number  of  the  changeover  valves  and  this 
leads  to  an  increase  in  cost  as  stated  above;  and 
another  problem  arises:  namely,  the  need  for  a 
complicated  control  system. 

Further,  in  the  food  industry,  in  order  to  pre- 
40  vent  an  intermediate  product  remaining  in  a  pipe- 

line  from  fermenting  due  to  putrefaction,  washing  is 
carried  out  each  time  of  changeover  of  lines;  the 
valves  have  a  special  complicated  structure  so  that 
mixing  of  product  does  not  occur  and  the  washing 

45  can  be  done  easily;  and  therefore  the  valves  are 
expensive.  Further,  if  there  are  many  lines  to  be 
changed  over,  the  number  of  valves  is  increased 
and  the  input  and  output  points  for  controlling  pur- 
pose  are  increased,  so  that  the  cost  of  the  facilities 

50  increases.  It  gives  a  serious  problem  with  respect 
to  costs  when  the  facilities  of  the  factory  are  re- 
newed  or  reinforced. 

At  the  time  when  the  facility  was  not  made 
large-sized  and  was  not  automated,  tanks  and  pipe- 

55  lines  were  connected  through  hoses  that  were  flexi- 
ble.  In  that  case,  the  positioning  of  the  connecting 
hoses,  the  alignment,  and  the  operation  of  a 
connection-securing  mechanism  (i.e.,  clamping 
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etc.)  were  conducted  manually.  When  the  hose  is 
not  relatively  large  in  diameter,  manual  operation  is 
possible,  but  however  when  the  hose  becomes 
large  in  diameter,  these  operation  is  very  laborious. 

Even  if  the  connection  of  the  hose  is  auto- 
mated,  many  problems  still  remain. 

To  make  the  connection  operation  of  flexible 
hoses  automated,  a  system  is  suggested  wherein, 
for  example,  a  hose  mounted  on  a  vehicle  is 
moved  to  a  prescribed  position  and  is  automatically 
connected  to  a  desired  pipeline  port  (Japanese 
Patent  Application  (OPI)  No.  26328/1991).  In  this 
system,  flexible  hoses  are  directly  mounted  on  a 
vehicle  and  are  moved  between  a  tank  and  a 
pipeline  header,  and  after  the  vehicle  is  stopped  at 
a  required  position,  the  couplings  attached  to  both 
ends  of  the  flexible  hoses  are  connected  to  desired 
nozzles  through  coupling-position-changing  means 
provided  on  the  vehicle  side.  When  the  connection 
is  completed,  the  vehicle  leaves,  and  the  flexible 
hoses  are  remained  positioned,  for  example,  be- 
tween  the  tank  side  and  the  nozzle  on  the  pipeline 
side. 

This  system  has  the  following  defects: 
(1)  The  vehicle  has  its  own  stopping  accuracy 
depending  on  the  driving  system,  the  control 
system,  and  the  presence  or  absence  of  a  track, 
and  every  time  the  vehicle  is  stopped  the  posi- 
tion  becomes  different. 

With  a  track  system,  the  accuracy  of  the 
stopping  is  good.  However,  for  a  vehicle  of  a 
trackless  system,  generally  the  accuracy  of  the 
stopping  varies  widely  from  several  millimeters 
to  ten  plus  several  millimeters,  depending  on 
the  speed  and  the  induction  system.  On  the 
other  hand,  as  respective  tanks  and  pipelines 
are  stationary,  the  relative  positional  relation  be- 
tween  a  tank  and  a  pipeline  and  the  vehicle 
varies  every  time  the  vehicle  is  stopped.  There- 
fore,  its  fine  adjustment  is  required. 

To  carry  out  the  fine  adjustment,  a  sensor 
for  detecting  the  relative  positional  relation  and  a 
mechanism  for  correcting  the  distance  to  the 
object  is  required.  That  is,  for  the  connection 
purpose,  a  three-dimensional  position  identifica- 
tion  operation  is  required. 
(2)  After  the  connection  is  done,  the  operation, 
for  example  transporting  of  liquid,  is  carried  out, 
but  the  hose  is  not  always  kept  in  the  original 
connected  shape  during  or  after  the  operation, 
depending  upon  the  property  of  liquid.  The  hose 
is  transformed.  Therefore,  the  high-level  iden- 
tification  of  the  three-dimensional  shape  is  re- 
quired  when  the  vehicle  has  arrived  again  to 
disconnect  the  hose,  or  when  the  vehicle  passes 
below  the  hose. 
(3)  Each  of  flexible  hoses  has  a  minimum  cur- 
vature  radius  and,  in  order  to  allow  the  deforma- 

tion  to  be  absorbed  sufficiently,  the  length  of  the 
hose  is  required  to  be  increased  to  a  certain 
extent.  Further,  to  make  the  life  of  the  hose 
long,  it  is  required  to  keep  to  the  specification  a 

5  suitable  curvature  radius.  If  the  hose  is  short  in 
length,  the  life  of  the  hose  decreases  and,  in 
addition,  in  an  extreme  condition,  the  liquids 
cannot  flow  due  to  the  collapse  at  the  hose  end. 
(4)  After  the  vehicle  leaves,  only  flexible  hoses 

io  are  left  connected.  With  the  remaining  hoses 
only,  it  is  difficult  to  detect  the  state  of  the 
operation.  This  leads  to  a  centralized  operational 
management;  for  example  judging  the  liquid  lev- 
el  in  the  tank  by  the  tank-side  sensor,  transmit- 

15  ting  the  judgment  to  a  host  computer,  and  giving 
a  direction  to  vehicle  to  disconnect  and  remove 
the  hose.  Therefore,  the  system  is  not  suitable 
for  the  autonomous  operation  that  is  a  basic 
idea  of  the  suggested  pipeless  plant. 

20  (5)  Although  multiple  flexible  hoses  can  be 
mounted  on  a  vehicle  and  are  moved,  the  shape 
of  the  hoses  is  not  always  fixed,  and  usually 
repeated  use  of  the  hoses  results  in  distortion, 
and  therefore  actually  it  is  difficult  to  use  mul- 

25  tiple  hoses.  Further,  when  connection  ports  on 
the  tank-side  and  the  connection  ports  on  the 
pipeline  side  are  connected  through  a  combina- 
tion  of  hoses,  the  hoses  become  entangled,  and 
it  requires  high-level  technique  to  set  the  hoses 

30  automatically  in  position,  which  seems  unprac- 
tical.  This  is  further  liable  to  occur  because  the 
shape  of  hoses  are  not  always  definite  after  the 
disconnection. 

In  short,  in  the  above  mentioned  suggestion, 
35  the  flexible  hoses  are  handled  with  the  shape  dif- 

ficult  to  handle,  which  requires  high-level  identifica- 
tion  technique  and/or  control  technique  and  this  is 
a  great  hindrance  to  the  realization  of  automation. 

To  overcome  these  problems  and  to  increase 
40  the  flexibility  of  the  operation,  it  is  considered  to 

mount  a  highly  intelligent  robot  on  a  vehicle  to 
handle  flexible  hoses;  but  this  still  requires  high- 
level  identification  processing  and  a  high-level  con- 
trol  system  to  solve  the  problems,  and  such  a  robot 

45  must  be  unavoidably  large,  because  great  force  is 
required  to  drive  a  coupling  device. 

As  described  above,  in  a  production  system 
wherein  changeover  operations  are  required,  nei- 
ther  conventional  valve  changeover  system  nor  the 

50  conventional  system  wherein  a  container  (tank)  is 
transported  does  not  give  a  satisfactory  solution  to 
meet  diversified  products  flexibly  and  the  problem 
cannot  be  solved  with  the  above  hose  automatic 
connecting  system. 

55  In  a  plant  where  use  of  a  stationary  tank  is 
unavoidable,  development  of  a  new  system  without 
using  changeover  valves  nor  hose  connection 
changeover  has  been  demanded  wherein  the  flexi- 
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bility  of  the  production  to  meet  diversified  products 
is  increasingly  requested. 

SUMMARY  OF  THE  INVENTION 

An  object  of  the  present  invention  is  to  provide 
a  cartridged  piping-connecting  apparatus,  for  con- 
necting  between  a  stationary  tank  and  a  stationary 
pipeline  or  between  two  stationary  pipelines,  that 
can  be  used  in  a  case  wherein  high-level  sanitation 
is  demanded. 

Another  object  of  the  present  invention  is  to 
provide  a  cartridged  piping-connecting  apparatus 
that  has  an  extensible  slide  mechanism  and  con- 
nect  between  a  stationary  tank  and  a  stationary 
pipeline  or  between  two  stationary  pipelines. 

A  further  object  of  the  present  invention  is  to 
provide  a  cartridged  piping-connecting  apparatus 
utilizing  a  flexible  hose,  which  is  convenient  to  use 
and  inexpensive  in  cost. 

A  further  object  of  the  present  invention  is  to 
provide  a  system  which  comprises  transporting  and 
connecting  a  cartridged  piping-connecting  appara- 
tus. 

A  further  object  of  the  present  invention  is  to 
provide  a  batch-wise  production  system  which  uses 
a  system  of  transporting  and  connecting  a  cartrid- 
ged  piping-connecting  apparatus. 

These  and  other  objects,  advantages,  features, 
and  uses  will  become  more  apparent  as  the  de- 
scription  proceeds,  when  considered  with  the  ac- 
companying  drawings. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Fig.  1  is  a  plan  view  of  the  first  embodiment 
using  a  cartridged  piping-connecting  apparatus  of 
the  invention. 

Fig.  2  is  a  side  view  of  the  embodiment  shown 
in  Fig  1,  using  a  cartridged  piping-connecting  ap- 
paratus  of  the  invention. 

Fig.  3  is  a  front  view  illustrating  the  connection 
of  cartridge  9  at  the  position  of  the  tank  2  of  Fig.  1  . 

Fig.  4(a),  Fig.  4(b),  and  Fig.  4(c)  show  the 
relationship  between  the  connecting  joint  of  the 
tank  and  the  header  and  the  length  of  the  pipeline, 
wherein  each  of  Fig.  4(a),  Fig.  4(b),  and  Fig.  4(c) 
shows  connecting  a  pipeline  having  a  length  "1  ", 
length  "2",  and  length  "3",  respectively. 

Fig.  5  shows  a  cross  section  of  a  connecting 
(coupling)  joint  having  an  inner  valve. 

Fig.  6  shows  the  state  before  the  clamping  of 
the  connection  is  made. 

Fig.  7  shows  the  clamped  state. 
Fig.  8  is  a  cross  section  of  a  guide  cone  to  be 

used  for  positioning  the  cartridge. 
Fig.  9  is  an  example  of  control  circuit  of  the 

system  of  the  invention. 

Fig.  10  is  a  plan  view  of  the  second  embodi- 
ment  using  a  cartridged  piping-connecting  appara- 
tus  of  the  invention. 

Fig.  11  is  a  side  view  of  the  embodiment, 
5  shown  Fig.  10,  of  the  cartridged  piping-connecting 

apparatus  of  the  invention. 
Fig.  12  is  a  front  view  illustrating  the  connec- 

tion  of  cartridge  9  at  the  position  of  the  tank  4  in 
Fig.  10. 

io  Fig.  13  is  a  cross  section  of  a  lifting  apparatus 
provided  with  a  rotating  table. 

Fig.  14  is  an  enlarged  section  of  an  example  of 
the  connecting  apparatus  to  be  used  for  connecting 
port  below  the  tank. 

is  Fig.  15  is  a  cross  section  of  an  example  of  the 
connecting  apparatus  at  the  connected  port  on  the 
pipeline  header-side. 

Fig.  16  shows  the  connected  state  of  electric 
source  using  a  power  source  connector. 

20  Fig.  17  shows  the  connected  state  of  pressured 
air  using  an  air  connector. 

Fig.  18  is  a  control  circuit  of  the  system  for  the 
piping-connecting  apparatus  of  the  invention. 

Fig.  19  is  a  front  view  illustrating  the  third 
25  embodiment  of  the  invention  using  a  hose  cartridge 

9  at  the  position  of  the  tank  4  in  Fig.  10. 
Fig.  20  is  an  enlarged  section  of  an  example  of 

the  connecting  apparatus  to  be  used  in  the  em- 
bodiment  shown  in  Fig.  19  for  connecting  port 

30  below  the  tank. 
Fig.  21  is  a  cross  section  of  an  example  of  the 

connecting  apparatus  to  be  used  at  the  connecting 
port  on  the  pipeline  header-side  in  the  embodiment 
shown  in  Fig.  19. 

35  Fig.  22  is  a  side  view  of  an  example  of  the 
cartridged  piping-connecting  apparatus  of  the  in- 
vention. 

Fig.  23  is  a  plan  view  of  the  fourth  another 
embodiment  using  cartridged  piping-connecting  ap- 

40  paratus  of  the  invention,  between  multiple  pipelines 
and  other  multiple  pipelines. 

Fig.  24  is  an  explanatory  view  of  a  conventional 
way  of  changing  over  at  pipelines. 

45  DETAILED  DESCRIPTION  OF  THE  INVENTION 

In  the  present  invention,  piping  elements  are 
housed  in  a  rigid  frame  and  the  whole  is  made  into 
a  so-called  cartridge  as  a  transporting  unit,  thereby 

50  realizing  improvement  in  the  handling  performance. 
The  opposite  ends  of  the  piping  element  are  pro- 
vided  with  connecting  apparatuses  as  coupling 
means,  and  the  movement  of  the  piping  element  in 
the  cartridge  is  conducted  by  a  driving  means. 

55  Since  piping  element  is  formed  into  a  cartridge, 
positioning  of  the  piping  element  can  be  made  in  a 
usual  manner  used  in  FA  (factory  automation)  tech- 
nique,  and  the  shape  of  piping  element,  which  is 

4 
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housed  in  the  frame,  remains  unchanged  at  the 
time  of  attachment  for  connection  and  after  the 
operation.  Different  types  of  piping  elements  can 
be  suitably  selected  depending  on  the  application. 

That  is,  the  above  object  of  the  present  inven- 
tion  has  been  attained  by  providing: 

1)  A  cartridged  piping-connecting  apparatus 
comprising  a  piping  element  that  has  a  function 
of  connecting  a)  a  stationary  tank  and  a  station- 
ary  pipeline  or  b)  a  stationary  pipeline  and  an- 
other  stationary  pipeline  and  has  a  coupling 
means  provided  on  both  ends  thereof,  optionally 
having  a  positioning  means  for  positioning  of 
said  piping  element  at  a  prescribed  position,  a 
driving  means  for  driving  said  piping  element; 
and  a  frame  to  house  said  piping  element  and 
said  driving  means  to  form  a  unit  cartridge,  said 
cartridge  being  provided  on  a  transporting 
means. 
2)  The  apparatus  as  stated  in  the  above  1), 
wherein  said  piping  element  is  selected  from  the 
group  consisting  of  piping  element  having  dif- 
ferent  length  to  conform  with  the  specified 
space  between  said  stationary  tank  and  said 
stationary  pipeline  (hereinafter  referred  to  as  the 
first  embodiment). 
3)  The  apparatus  as  stated  in  the  above  1), 
wherein  said  coupling  means  comprises  a  con- 
necting  means  on  both  ends  of  the  piping  ele- 
ment  to  connect  between  said  stationary  tank 
and  said  stationary  pipeline,  a  positioning  means 
for  positioning  said  pipeline  element  at  a  pre- 
scribed  position. 
4)  The  apparatus  as  stated  in  the  above  1), 
wherein  said  transporting  means  is  an  automatic 
guided  vehicle  (AGV). 
5)  The  apparatus  as  stated  in  the  above  1), 
wherein  the  piping  element  is  a  piping  having  an 
extensible  slide  mechanism  on  one  or  both  ends 
thereof  and  the  driving  means  drives  the  exten- 
sible  mechanism  (hereinafter  referred  to  as  the 
second  embodiment). 
6)  The  apparatus  as  stated  in  the  above  1), 
wherein  the  piping  element  is  a  flexible  hose 
(hereinafter  referred  to  as  the  third  embodi- 
ment). 
7)  The  apparatus  as  stated  in  the  above  1), 
wherein  said  piping  element  has  a  function  of 
connecting  a  stationary  pipeline  and  another  sta- 
tionary  pipeline  (hereinafter  referred  to  as  the 
fourth  embodiment). 
8)  The  apparatus  as  stated  in  the  above  1), 
wherein  an  energy  supplying  means  for  sup- 
plying  driving  energies  for  use  at  side  of  said 
cartridge  is  built  in  the  cartridge  frame. 
9)  The  apparatus  as  stated  in  the  above  1), 
wherein  an  energy  supplying  means  for  sup- 
plying  driving  energies  for  use  at  the  side  of 

said  cartridge  is  provided  at  the  stationary  tank 
side  or  the  stationary  pipeline  side. 
10)  The  apparatus  as  stated  in  the  above  1), 
wherein  a  detector  for  detecting  the  state  of 

5  content  in  the  pipe  is  provided  on  piping  ele- 
ment. 
11)  The  apparatus  as  stated  in  the  above  10), 
wherein  said  detector  is  a  flowmeter. 
12)  The  apparatus  as  stated  in  the  above  10), 

io  wherein  said  detector  is  an  electric  conductivity 
meter. 
13)  The  apparatus  as  stated  in  the  above  1), 
wherein  a  means  for  controlling  the  system  is 
provided  in  the  cartridge  frame. 

is  14)  The  apparatus  as  stated  in  the  above  1), 
wherein  an  information  communication  means  is 
provided  in  the  cartridge  frame. 
15)  A  system  utilizing  the  cartridged  piping- 
connecting  apparatus  as  stated  in  above  1), 

20  which  comprises  the  transporting  of  said  appara- 
tus  to  a  prescribed  position  between  a)  a  sta- 
tionary  tank  and  a  stationary  pipeline  or  b)  a 
stationary  pipeline  and  another  stationary  pipe- 
line,  and  connecting  said  apparatus  between  a) 

25  said  stationary  tank  and  said  stationary  pipeline 
or  b)  said  stationary  pipeline  and  said  another 
stationary  pipeline  by  the  coupling  means. 
16)  A  system  of  batch-wise  production  which 
comprises  utilizing  a  system  as  stated  above 

30  15). 
Now  the  present  invention  will  be  described 

based  on  illustrated  Examples. 
In  the  industry  of  producing  foods  and  bev- 

erages,  severe  conditions  of  quality  control  of  the 
35  products  are  imposed,  and  in  particular  it  is  impor- 

tant  to  secure  high  sanitation.  Therefore,  for  piping 
elements,  the  following  are  required: 

(1)  When  a  fermented  product  is  treated,  the 
products  stay  and  remain  in  an  uneven  and 

40  unsmooth  section  in  a  pipeline  and  undergo 
fermentation  due  to  putrefaction.  The  products 
go  into  a  recess  in  the  pipeline  as  well  as  an 
unexpected  space  or  stagnant  section  and  stay 
there,  resulting  in  fermentation  and  putrefaction. 

45  (2)  In  production  of  foods  and  beverages,  in 
order  to  prevent  the  above  putrefaction  stated 
under  (1),  washing  has  to  be  done  frequently. 
For  the  washing  purpose,  a  weak-alkaline  solu- 
tion,  a  weak-acid  solution,  or  fresh  water  is 

50  flowed  repeatedly,  or  sometimes  hot  water  is 
used,  and  therefore  the  environment  of  the  use 
becomes  severe.  For  the  transferring  purpose, 
an  internal  pressure  is  applied  repeatedly,  and 
then  the  conditions  become  more  severe. 

55  Therefore,  as  the  piping  element,  a  flexible  hose 
having  an  uneven  part  is  not  desirable  to  be 
used,  and  the  piping  element  which  is  com- 
posed  of  a  stainless  steel  thin-walled  pipe  hav- 

5 



9 EP  0  567  986  A1 10 

ing  a  smooth  inner  surface  is  a  desirable  selec- 
tion. 

The  first  embodiment  of  the  present  invention 
is  as  follows: 

A  cartridged  piping-connecting  apparatus  com- 
prising  a  piping  element  that  has  a  function  of 
connecting  a  stationary  tank  and  a  stationary  pipe- 
line,  wherein  said  piping  element  is  selected  from 
the  group  of  piping  element  having  different  length 
to  conform  with  the  specified  space  between  said 
stationary  tank  and  said  stationary  pipeline,  and 
has  a  coupling  means  provided  on  both  ends 
thereof,  a  driving  means  for  the  purpose  of  sup- 
porting  and  driving  said  piping  element;  and  a 
frame  to  house  said  piping  element  and  said  driv- 
ing  means  to  form  a  unit  cartridge,  said  cartridge 
being  provided  on  a  transporting  means. 

The  example  of  the  first  embodiment  of  the 
present  invention  is  described  according  to  Figs.  1 
to  9. 

Fig.  1  is  a  plan  view  of  an  example  of  a 
production  system  using  the  cartridged  piping-con- 
necting  apparatus  of  the  present  invention.  In  the 
following  drawings,  like  numerals  designate  like  or 
corresponding  parts. 

In  the  drawings,  reference  numerals  1,  2,  3,  4, 
and  5  respectively  designate  tanks  containing  dif- 
ferent  contents  (e.g.,  raw  materials  and  intermedi- 
ate  products),  numerals  6,  7,  and  8  designate  line 
pipelines,  and  numeral  9  designates  a  cartridge 
mounted  on  a  transporting  vehicle  (hereinafter  re- 
ferred  to  as  a  vehicle)  10.  Numeral  11  designates 
connecting  joints  provided  to  the  tanks  1  to  5, 
respectively,  and  numerals  12,  13,  and  14  des- 
ignate  connecting  joints  provided  to  the  line  pipe- 
lines  6,  7,  and  8,  respectively.  In  this  example, 
although  the  five  tanks  are  arranged  in  line  and 
pipeline  headers,  comprising  three  pipelines,  are 
arranged  in  line  along  the  tanks,  there  is  no  particu- 
lar  restriction  on  the  number  of  the  tanks  and  the 
number  of  the  pipelines. 

Fig.  1  shows  the  case  of  operation  wherein  a 
cartridge  having  pipeline  lengths  of  "1  ",  "2",  and 
"3"  is  automatically  selected  depending  on  the 
position  of  the  header  that  is  desired  to  be  joined 
and  is  mounted  on  the  vehicle  10,  and  the  vehicle 
10  is  stopped  at  the  position  of  the  tank  2.  When 
the  vehicle  10  is  stopped  at  the  position  of  the  tank 
2,  the  cartridge  9  is  set  in  position  by  a  transferring 
apparatus  61  (e.g.,  a  roller  conveyer  of  a  push-pull 
system)  attached  to  the  vehicle. 

Fig.  2  is  a  side  view  of  an  example  of  the 
cartridged  piping-connecting  apparatus  of  the 
present  invention.  Within  the  cartridge  9,  a  piping 
15  is  provided.  The  piping  15  is  composed  of  a 
straight  pipe  section  having  a  prescribed  length 
that  is  described  later,  which  section  connects 
joints  16  and  17  provided  at  the  opposite  ends;  the 

piping  also  has  displacement  absorbing  mecha- 
nisms  50  and  51  provided  in  the  course  of  the 
straight  pipe  section.  The  piping  15  may,  for  exam- 
ple,  be  a  sanitary  stainless  steel  pipe  used  in  the 

5  food  industry.  Since  such  a  pipe  has  a  smooth 
inner  surface,  the  roughness  of  the  inside  can  be 
minimized. 

If  the  interface  between  the  tank  and  the  head- 
er  is  arranged  as  shown  in  Fig.  1,  suitably  three 

io  kinds  of  piping  different  in  length  are  taken  into 
consideration  when  the  tank-side  connecting  joint 
11  and  the  header-side  connecting  joint  12,  13,  or 
14  are  to  be  connected.  If  the  connecting  joints  11 
and  12  are  connected,  the  piping  15  is  to  be  such 

is  that  the  length  between  the  connecting  joints  16 
and  17  provided  at  the  opposite  ends  is  equal  to 
the  length  connecting  the  centers  of  the  connecting 
joints  11  and  12.  This  is  designated  as  a  piping 
having  a  length  of  "1  ".  Similarly,  if  the  connecting 

20  joints  11  and  13  are  connected,  the  piping  15  is  to 
be  such  that  the  length  between  the  connecting 
joints  16  and  17  provided  at  the  opposite  ends  is 
equal  to  the  length  between  the  centers  of  the 
connecting  joints  11  and  13.  This  is  designated  as 

25  a  piping  having  a  length  of  "2".  Further,  if  the 
connecting  joints  11  and  14  are  connected,  the 
piping  15  is  to  be  such  that  the  length  between  the 
connecting  joints  16  and  17  provided  at  the  op- 
posite  ends  is  equal  to  the  length  between  the 

30  centers  of  the  connecting  joints  11  and  14.  This  is 
designated  as  a  piping  having  a  length  of  "3". 
Thus,  it  is  recommended  to  prepare  three  kinds  of 
cartridged  piping-connecting  apparatuses  having 
lengths  of  "1  ",  "2",  and  "3"  in  this  example.  If  the 

35  distances  between  the  connecting  joints  11,  12,  13, 
and  14  are  equal,  it  is  apparent  that,  for  example, 
the  length  of  the  piping  having  a  length  of  "3"  is 
three  times  the  length  of  the  pipeline  having  a 
length  of  "1  ". 

40  In  Fig.  2,  the  opposite  ends  of  the  piping  15 
have  the  cartridge-side  connecting  joints  16  and 
17,  and  they  are  connected  to  or  disconnected 
from  the  tank-side  connecting  joint  11  and  the 
header-side  connecting  joints  12,  13,  and  14  after 

45  the  whole  of  the  piping  is  vertically  driven  by  a 
driving  apparatus  18. 

In  Fig.  2,  in  the  course  of  the  piping  15,  the 
displacement-absorbing  mechanisms  50  and  51 
are  provided  for  absorbing,  for  example,  misalign- 

so  ment  or  inclination  at  the  time  when  the  opposite 
connecting  joints  are  connected  to  the  tank-side 
connecting  joint  and  the  header-side  connecting 
joints,  and,  for  example,  use  is  made  of  resin 
bellows. 

55  The  piping  15  is  connected  to  the  driving  ap- 
paratus  18  through  a  supporting  means  60  and  is 
moved  only  vertically  by  this  driving  apparatus. 
The  driving  apparatus  18  is  fixed  to  a  frame.  The 

6 
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driving  apparatus  can  be  suitably  selected  depend- 
ing  on  the  type  of  energy  source  to  be  supplied  to 
the  cartridge;  and  it  is,  for  example,  a  motor  or  an 
air  cylinder.  An  energy  source  28  for  the  driving 
apparatus  can  be  built  in  the  cartridge  9.  If  electric 
energy  is  used  for  the  drive,  a  battery  may  be  built 
in;  or  if  air  energy  is  used  for  the  drive,  instead  of 
the  battery,  a  small  compressed  air  container  can 
be  built  in. 

In  the  frame  in  cartridge,  an  opening  (or  open- 
ings)  is  suitably  provided  so  as  to  allow  the  piping 
element  to  go  down  or  to  allow  the  piping  element 
to  connect  the  stationary  tank  and  the  stationary 
header  pipeline  through  the  frame. 

In  the  cartridge  9,  in  addition  to  the  connecting 
joints  16  and  17  and  the  driving  apparatus  18,  for 
example,  there  may  be  mounted  other  apparatuses 
25  and  26  having  auxiliary  functions  (e.g.,  clamping 
mechanisms  for  the  mechanical  locking,  and  ap- 
paratuses  for  washing  the  coupling  surfaces  after 
the  disconnection);  a  control  unit  21,  serving  as  a 
CPU  that  acts  as  a  "brain"  of  the  cartridge;  an 
information-processing  unit  71;  a  communication 
unit  24,  for  communicating  with  a  host  control 
system;  a  detecting  apparatus,  for  monitoring  the 
state  of  the  operation  (e.g.,  an  electric  conductivity 
meter  19  and  a  flowmeter  20);  an  auxiliary  tank  27 
(e.g.,  a  tank  for  a  washing  liquid  for  a  washing 
apparatus  and  a  tank  for  recovering  waste  liquid); 
and  driving  energy  source  units  28  (e.g.,  air  con- 
tainers  and  batteries),  all  of  which  are  fixed  in  a 
frame  29  that  is  a  rigid  strength  member.  Due  to 
the  frame  29,  the  cartridge  9  is  made  rigid  and  can 
be  handled  as  a  material  handling  unit  by  a  usual 
material  handling  means. 

In  the  cartridge  9,  different  sensors  for  monitor- 
ing  the  condition  of  the  operation  can  be  placed,  in 
particular  in  the  piping  15.  For  example,  in  the 
course  of  the  piping  the  electric  conductivity  meter 
19  is  provided,  which  can  sense  the  electric  con- 
ductivity  of  a  fluid  that  comes  newly  in  place  of 
former  fluid. 

Further,  the  flowmeter  20  may  be  situated  in 
the  course  of  the  piping,  to  detect  the  flow  rate  to 
know  the  total  passing  flow  velume  integrally. 
These  measurements  can  be  made  by  a  non- 
contact  system,  and,  for  example,  if  an  electromag- 
netic  flowmeter  is  used,  even  a  product  can  be 
flowed  whose  washing  is  troublesome. 

The  measured  values  can  be  communicated  to 
a  host  system  via  communication  unit  24  during 
the  connection  or  when  a  cartridge  has  returned  to 
the  home  station.  Further,  when  the  capacity  of  the 
energy  source  lowers,  communication  can  be  taken 
to  a  service  station  by  communication  means.  As 
the  communication  means,  various  ways  are  widely 
used.  A  non-contact  way,  such  as  optical  commu- 
nication,  may  be  employed. 

In  order  to  attain  the  so-called  "autonomous 
mobile  body"  that  is  a  basic  idea  of  a  pipeless 
plant,  the  cartridge  to  be  moved  is  allowed  to  have 
intelligence  in  the  same  way  the  tank  is  allowed  to 

5  have  intelligence.  For  that  purpose,  the  control  unit 
(CPU  21)  to  serve  as  a  "brain"  is  provided  in  the 
cartridge.  Specifically,  for  example,  a  sequencer  for 
allowing  automatic  operation  may  be  provided.  Of 
course  it  can  be  omitted  for  such  a  simple  system 

io  in  which  a  CPU  is  not  required. 
Further,  an  auxiliary  functional  unit,  such  as  an 

alcohol-spraying  apparatus  and  a  washing  liquid 
spraying  apparatus  for  washing  O-rings  at  con- 
nected  sections,  can  also  be  mounted.  Of  course,  a 

is  tank  having  a  small  volume  for  the  above  solution 
is  built  in.  Depending  on  the  desired  purpose,  for 
example,  an  apparatus  having  a  sterilizing  function 
(e.g.,  an  ultraviolet  sterilization  apparatus  and  a 
flame  sterilization  apparatus)  can  also  be  mounted. 

20  Thus,  since  it  is  a  cartridge,  required  ap- 
paratuses  and  the  like  can  be  arbitrarily  mounted, 
and  of  course  the  mounted  facilities  can  be 
changed  to  meet  the  demands  of  various  industries 
or  products  as  required. 

25  In  the  case  both  of  the  driving  energy  sources 
and  the  information-processing  unit  (CPU)  are  built 
in  the  cartridge,  all  of  the  operation  can  be  carried 
out  on  the  side  of  the  cartridge  and  autonomous 
operation  by  the  cartridge  itself  can  be  realized. 

30  Since  autonomous  operation  by  the  cartridge  itself 
can  be  carried  out,  the  autonomy  of  the  operation 
can  be  further  heightened.  Thus,  although  the  func- 
tion  corresponding  to  the  feet  of  a  human  depends 
on  the  vehicle,  the  cartridge  comes  to  have  a 

35  "brain"  (CPU)  and  "muscles"  (the  driving  mecha- 
nisms  and  the  energy  sources).  In  this  way,  since 
the  autonomy  is  heightened  by  arranging  the  pip- 
ing,  the  driving  apparatuses  for  moving  and  con- 
necting  them,  the  energy  sources,  the  CPU  serving 

40  as  a  brain;  the  communication  means,  etc.,  into  the 
one  frame,  the  handling  by  usual  material  handling 
means  becomes  easy  and  therefore  various  effects 
are  produced. 

If  it  is  not  advisable  to  have  energy  sources  in 
45  the  cartridge,  it  is  also  possible  to  connect  auto- 

matically  an  energy  line  (e.g.,  an  air  line  or  an 
electric  line)  provided  on  the  fixed  side  at  the  time 
when  the  cartridge  is  set  in  position.  For  example, 
advisably  an  air  line  or  an  electric  line  is  provided 

50  in  the  position  where  the  setting  of  the  cartridge 
will  be  made,  and  when  the  cartridge  is  set,  the 
automatic-connecting  apparatus  provided  in  the 
cartridge,  will  make  the  cartridge  be  connected  to 
the  line.  In  this  case,  however,  it  is  required  to 

55  provide  an  air  line  or  an  electric  line  to  each  tank 
(which  will  be  described  later;  Figs.  16  and  17). 

Since  the  CPU  and  the  information-processing 
and  communication  means  are  mounted  in  the 
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cartridge,  the  completion  of  the  connection  can  be 
sensed  by  a  sensing  apparatus  or  the  like  and  its 
signal  can  be  communicated  to  the  host  computer, 
and  after  the  transferring  of  the  product  is  con- 
firmed  to  finish  by  the  detection  signal  coming 
from  the  flowmeter  provided  in  the  course  of  the 
piping  or  from  the  liquid  level  indicator  provided  in 
the  tank,  the  correcting  apparatus  is  to  be  released 
to  disconnect  based  on  the  judgment  of  the  CPU 
mounted  in  the  cartridge.  Of  course,  at  the  time  of 
the  disconnection  operation,  information  is  to  be 
exchanged  with  the  tank-side.  After  the  completion 
of  all  the  work,  a  signal  is  sent  to  the  vehicle 
through  optical  communication  means  and,  for  ex- 
ample,  the  arrival  of  the  vehicle  is  awaited. 

Fig.  3  is  a  front  view  illustrating  the  connection 
of  the  cartridge  9  at  the  position  of  the  tank  2  of 
Fig.  1  (a  section  taken  along  line  X-X). 

The  cartridge  9  is  transferred  from  the  vehicle 
10  of  Fig.  3  by  the  transferring  apparatus  61  and  is 
positioned  in  place  without  mechanically  interfering 
with  the  connecting  joints  11,  12,  13,  and  14.  The 
cartridge  is  set  on  a  station  36  having  a  frame  64 
provided  over  the  joints  11,  12,  13,  and  14. 

After  the  cartridge  is  set,  the  vehicle  10  may 
be  moved  to  another  position  where  another  car- 
tridge  is  mounted  thereon  and  may  transfer  the 
cartridge  to  another  tank.  To  position  the  cartridge, 
a  conventional  method,  wherein  a  guide  cone  or  a 
guide  pin  is  used,  can  be  employed.  With  this 
guide  cone,  the  relative  positioning  between  the 
cartridge  and  the  station  frame  can  be  decided 
definitely.  When  the  welding  work  is  of  the  con- 
necting  joints  of  the  tank  side  and  the  header  side 
carried  out,  based  on  the  guide  cone  of  the  station 
frame  by  using  a  suitable  jig,  the  positional  rela- 
tionship  can  be  within  a  quite  precise  range  and  a 
prescribed  positional  relationship  can  be  secured. 

Referring  to  Fig.  3,  the  piping  15  having  a 
length  of  "2"  for  connecting  the  tank-side  connect- 
ing  joint  11  and  the  header-side  connecting  joint  13 
is  built  in  the  cartridge  9.  The  driving  apparatus  18 
in  the  cartridge  is  operated  to  connect  the  connect- 
ing  joint  11  of  the  tank  2  to  the  connecting  joint  13 
on  the  pipeline  header  (the  line  7  in  Fig.  3).  The 
piping  15,  including  the  opposite  connecting  joint 
apparatuses  16  and  17,  is  lowered  automatically  by 
the  driving  apparatus  18  (e.g.,  an  air  cylinder)  to 
carry  out  the  required  connection.  The  piping  15  is 
lowered  by  the  driving  apparatus  18  to  connect  the 
connecting  joints  16  and  17  to  the  lower  connecting 
joints  11  and  13.  At  that  time,  divided-type  clamp 
47  is  moved  inward  by  clamp-driving  apparatuses 
46a  and  46b,  to  clamp  the  united  sections.  Al- 
though  a  conventional  clamping  operation  is  carried 
out  manually,  in  this  case  the  clamping  operation  is 
automatically  carried  out  by  using  the  driving  ap- 
paratuses  46a  and  46b  contained  in  the  in-cartridge 

auxiliary  apparatuses  25  and  26. 
Fig.  3  shows  a  case  wherein,  as  driving  en- 

ergy,  electrical  power  from  a  battery  built  in  the 
cartridge  is  used.  Numerals  30  and  31  designate 

5  fixed-side  communication  units  for  the  cartridge. 
Numeral  33  designates  a  CPU  of  the  vehicle,  and 
34  designates  an  information-processing  unit  of  the 
vehicle. 

Fig.  4(a),  Fig.  4(b),  and  Fig.  4(c)  show  the 
io  relationship  between  the  connecting  joint  of  the 

tank  side  the  header  side  and  the  cartridge  side 
and  also  the  length  of  the  piping.  If  the  tank-side 
connecting  joint  1  1  and  the  header-side  connecting 
joint  12  are  connected,  the  cartridge  9,  having  a 

is  piping  38  with  the  length  connecting  the  centers  of 
the  connecting  joint  11  and  the  connecting  joint  12 
(length  "1  "),  as  shown  in  Fig.  4(a),  is  to  be  pre- 
pared.  If  the  connecting  joint  13  is  connected, 
similarly,  a  piping  39,  having  the  length  connecting 

20  the  centers  of  the  connecting  joint  11  and  the 
connecting  joint  13  (length  "2"),  is  to  be  prepared; 
and  if  the  connecting  joint  14  is  connected,  a 
piping  40,  having  the  length  connecting  the  centers 
of  the  connecting  joint  1  1  and  the  connecting  joint 

25  14  (length  "3"),  is  to  be  prepared,  as  shown  in  Fig. 
4(b)  and  Fig.  4(c),  respectively.  Thus,  three  types 
of  the  cartridges  9  are  prepared  in  accordance  with 
the  length  of  the  piping  38,  39,  40,  and  a  selection 
is  made  as  required  for  the  connection.  If  the 

30  distances  between  the  tank-side  connecting  joint 
11  and  the  header-side  connecting  joint  12  and  the 
header-side  connecting  joint  12  and  the  connecting 
joints  13  and  14  are  made  equal,  and  the  distance 
between  the  connecting  joint  1  1  and  the  connecting 

35  joint  12  is  assumed  to  be  a  unit  length,  the  dis- 
tances  between  the  connecting  joint  11  and  other 
connecting  joints  will  be  a  length  that  is  the  unit 
length  times  an  integer. 

Although  various  types  of  connecting  joints  can 
40  be  employed  as  a  coupling  means,  Fig.  5  shows  a 

cross  section  of  a  connecting  joint  having  an  inner 
valve.  The  cartridge-side  connecting  joints  16  and 
17  are  made  up  of  an  inner  valve  49;  a  connecting 
joint  body  52;  an  end  washing-chamber  56,  pro- 

45  vided  in  the  shaft  of  the  inner  valve  and  having  a 
double  structure;  an  inner  valve  shaft  57,  passing 
through  a  body  top  plate  54;  and  inner  valve- 
driving  actuators  100  and  110,  provided  at  the 
forward  end  of  the  shaft.  Numerals  15  and  6,7,8 

50  designate  piping  and  pipelines,  respectively. 
At  the  lower  part  of  the  body  52  are  provided  a 

valve  seat  52a  for  the  inner  valve  49;  a  ferrule  end 
52b,  which  will  be  clamped  by  a  divided  type 
clamp  47  for  mechanical  locking;  and  plural  O-rings 

55  52c  for  sealing  purpose. 
The  header-side  connecting  joints  11,  12,  13, 

and  14  are  made  up  of  an  inner  valve  48;  a  body 
53;  a  valve  shaft  58,  passing  through  a  body  bot- 

8 
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torn  plate  55;  and  an  automatically  returning  spring 
unit  59,  provided  at  the  forward  end  of  the  valve 
shaft.  This  pair  of  connecting  joint  is  to  be  obtained 
by  modifying  a  sanitary  valve  used  conventionally 
in  the  food  industry  to  form  valve  blocks.  That  is,  a 
conventional  double-seat  valve  is  cut  horizontally  in 
the  middle  part,  and  the  upper  part  is  used  for  the 
connecting  joints  16  and  17  in  the  cartridge  9, 
while  the  lower  part  is  used  for  the  tank-side  con- 
necting  joint  11  and  the  header-side  connecting 
joints  12,  13,  and  14.  Of  course,  an  O-ring  52c  is 
provided  on  the  face  of  a  ferrule  end  for  sealing 
purpose.  (In  Fig  5,  this  O-ring  is  provided  on  the 
side  of  connecting  joints  16  and  17.)  Clamps  72 
and  73  are  for  connecting  the  top  plate  and  the 
bottom  plate  to  the  body. 

Since  the  inner  valves  of  the  tank-side  connect- 
ing  joint  11  and  the  header-side  connecting  joints 
12,  13,  and  14  are  automatically  returned  and 
closed  by  springs,  it  is  not  required  for  these  sides 
to  provide  specifically  an  energy  supply  line  for 
opening  and  closing  operations  (e.g.,  an  air  line  in 
the  case  of  an  air-type  opening  and  closing  valve), 
which  is  favorable  in  view  of  cost  and  work.  Favor- 
ably  the  inward  surface  of  the  inner  valve  48  in  the 
lower  connecting  joint  is  made  flush  approximately 
with  the  inner  surface  of  the  pipeline  6,  7,  8  to 
minimize  the  part  where  stagnation  will  possibly 
occur  at  the  time  of  washing.  After  the  completion 
of  the  connection  of  the  connecting  joints,  some- 
times  mechanical  locking  is  required,  and  for  that 
purpose,  preferably,  clamping  is  to  be  made  by  the 
half  clamp  47,  which  is  easy  to  handle.  To  drive 
automatically  the  half  clamp  47,  the  clamping  ap- 
paratuses  46a  and  46b  are  provided  in  the  auxiliary 
apparatus. 

Thus,  by  providing  the  inner  valve  to  the  con- 
necting  joint,  leakage  of  liquid  can  be  prevented  at 
the  time  of  disconnection.  And  opening  and  closing 
can  be  carried  out  by  only  one  actuator.  Further, 
higher  sanitation  can  be  secured  with  a  sanitary 
valve. 

Fig.  6  shows  the  state  before  the  clamping  of 
the  connection  is  made. 

Fig.  7  is  an  illustration  of  the  clamped  state. 
Then,  the  actuators  100  and  110,  attached  to 

the  forward  end  of  the  inner  valve  shaft  through  the 
body  top  plate  of  the  connecting  joints  16  and  17, 
are  operated,  to  push  down  the  inner  valve  49,  and 
this  is  brought  in  contact  with  the  lower  inner  valve 
48,  to  push  it  down  to  open  it,  thereby  allowing  the 
flow. 

As  an  energy  source  for  driving  the  driving 
apparatus  18  for  vertically  moving  the  piping,  elec- 
tric  or  air  energy  can  be  used,  and  they  may  be 
provided  in  the  cartridge  or  may  be  supplied  after 
connection  is  completed  between  the  connecting 
apparatus  of  the  fixed  supply  side  provided  to  each 

tank  and  the  connecting  apparatus  provided  on  the 
cartridge  side. 

In  the  above,  a  guide  cone,  a  guide  pin,  etc., 
are  used  for  positioning  the  cartridge,  and  an  ex- 

5  ample  of  the  guide  cone  is  shown  in  Fig.  8.  As 
shown  in  Fig.  8,  by  mating  the  male-side  cone  63 
and  the  female-side  recess  62,  the  relative  posi- 
tional  relationship  is  adjusted. 

In  the  above  constitution,  the  vehicle  may  have 
io  a  track  system  or  a  trackless  system.  For  the  case 

of  a  trackless  system,  as  the  induction  and  guid- 
ance  system,  an  arbitrary  one  can  be  selected  in 
accordance  with  the  purpose. 

Specifically,  the  operation  of  the  vehicle  10  and 
is  the  cartridge  9  is  controlled,  for  example,  based  on 

commands  received  from  a  host  computer  at  the 
home  station.  The  cartridge  9  has  a  detecting  ap- 
paratus  inside  it  for  detecting  the  state  of  the 
movement  and  the  state  of  the  connection,  and 

20  when  the  transferring  state  and  the  connected  state 
have  become  prescribed  states,  the  cartridge  9  is 
operated  autonomously.  Concerning  the  control 
method  for  controlling  the  unmanned  transporting 
vehicle  10  and  the  cartridge  9,  and  also  the  trans- 

25  mission  and  reception  of  signals,  various  methods 
can  be  used,  such  as  those  widely  used  in  the  field 
of  FA  (factory  automation).  As  a  typical  method  of 
transmission  and  reception  of  signals,  for  example, 
an  optical  communication  system  can  be  used.  As 

30  another  method,  for  example,  a  number  of  conven- 
tional  connectors  having  several  pin  terminals  can 
be  used,  but  it  requires  fine  alignment  and  makes 
automatic-connecting  operation  complicate.  There- 
fore,  a  non-contact  system,  such  as  an  information 

35  transmission  system  by  optical  communication,  is 
preferable.  In  this  case,  the  home  station  is  pro- 
vided  with  an  optical  communication  unit,  and  the 
vehicle  10  and  the  cartridge  9  are  also  provided 
with  optical  communication  units. 

40  When  the  vehicle  10  and  the  cartridge  9  are 
returned  to  the  home  station,  by  a  signal  from  the 
host  computer,  a  command  about  the  position  of 
the  next  connection  to  be  carried  out  and  the  type 
of  the  piping  (length)  are  received  through  the  built- 

45  in  communication  unit. 
Further,  although  the  operation  for  opening  and 

closing  the  valve  is  required  when  the  contents  are 
transferred,  the  completion  of  the  connection  of  the 
in-cartridge  connecting  apparatus  is  detected  by 

50  the  detecting  apparatus  (e.g.,  a  sensor)  as  de- 
scribed  above;  its  signal  is  transmitted  to  the  host 
computer  through  the  optical  communication  unit; 
and  after  confirming  that  all  the  conditions  are 
satisfied,  the  operation  of  opening  the  main  valve 

55  of  the  tank  can  be  carried  out.  On  releasing  the 
connecting  apparatus,  the  transfer  can  be  con- 
firmed  by  the  host  computer  through  a  detected 
signal  of  the  liquid  level  in  the  tank  or  the  detected 
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signal  of  the  flow  volume,  and  then  a  signal  for 
calling  the  vehicle  10  is  sent  from  the  host  com- 
puter  to  carry  out  the  removal  of  the  cartridge  9. 
After  receiving  that  signal,  the  CPU  of  the  vehicle 
10  controls  the  vehicle  10  to  move  to  the  position, 
whereby  the  disconnection  operation  shall  be  car- 
ried  out. 

Now  the  operation  of  the  connecting  joint  of 
this  invention  will  be  described  according  to  the 
first  embodiment.  The  cartridge  9  is  positioned  to 
meet  with  the  guide  cone  64  (or  the  guide  pin) 
provided  on  the  fixed  side.  Therefore,  for  example, 
the  relative  positional  relationship  with  the  connect- 
ing  joint  11  under  the  tank  is  automatically  deter- 
mined.  This  is  also  applied  to  the  relationship  with 
the  connecting  joints  12,  13,  and  14  of  the  lines  6, 
7,  and  8  (see  Fig.  3). 

In  this  way,  the  connecting  joints  16  and  17  in 
the  cartridge  9  and  the  connecting  joint  sides  11, 
12,  13,  and  14  are  opposed  to  each  other.  Then, 
the  cartridge-side  connecting  joints  16  and  17  are 
lowered  by  the  driving  apparatus  18,  and  the  con- 
necting  joints  are  forced  to  carry  out  the  connec- 
tion.  The  mechanical  securing  or  locking  is  carried 
out  by  the  clamp  mechanism.  If  a  little  misalign- 
ment  occurs  at  that  time,  the  displacement-absorb- 
ing  mechanisms  50  and  51  (e.g.,  resin  bellows)  are 
used  to  absorb  it  for  the  connection. 

Next,  the  actuators  provided  with  the  joints  16 
and  17  are  operated,  to  force  the  inner  valves  to 
form  lines,  so  that  the  contents  in  the  tank  are 
transferred  into  the  header  pipeline  through  the 
piping  of  the  cartridge.  When  the  transfer  of  the 
contents  in  the  tank  is  completed,  the  detection  is 
made  by  the  flowmeter  with  the  cartridge;  its  com- 
pletion  detection  signal  is  issued  to  the  CPU  in  the 
cartridge;  and  the  actuators  provided  with  the  joints 
16  and  17  are  operated,  based  on  the  detection 
signal,  to  close  the  inner  valves. 

Then,  the  mechanical  lock  is  released  and  the 
piping  is  returned  to  its  original  position  by  the 
driving  apparatus. 

In  this  way,  the  cartridge  that  has  completed  its 
transfer  work  is  separated  from  the  station;  it  is 
mounted  on  the  vehicle;  and  it  is  moved  to  a 
washing  station  (not  shown).  After  the  required 
washing  of  the  inside  of  the  piping  and  also  con- 
necting  joints  is  carried  out,  it  is  sent  to  the  home 
station  (or  the  washing  station),  where  it  will  be 
ready  for  next  action. 

An  example  of  a  control  circuit  of  this  invention 
will  be  described  with  reference  to  Fig.  9.  This 
example  is  a  case  wherein  each  cartridge  may  be 
provided  with  a  battery,  so  that  external  energy  is 
not  supplied. 

A  cartridged  piping-connecting  apparatus  101 
is  provided  with  microcomputers  102  for  controlling 
the  whole;  apparatus  information  communication 

units  103,  for  controlling  the  transmission  and  re- 
ception  of  the  information  to  and  from  the  host 
computer  109;  and  or  the  vehicle,  etc.;  a  connec- 
tion  clamping  apparatus  105;  piping-driving  ap- 

5  paratuses  104,  for  driving  and  vertically  controlling 
the  piping;  inner  valve  driving  apparatuses  107;  and 
a  measuring  apparatus  108.  The  connection-clamp- 
ing  apparatus  105  has  a  mechanism  for  mechani- 
cally  securing  the  ferrule  ends  of  said  connecting 

io  joints  by  the  clamp,  and  when  the  piping-driving 
apparatus  104  is  given  a  command  from  the  micro- 
computer  102,  the  piping-driving  apparatus  104 
vertically  moves  the  piping  to  a  prescribed  position. 
When  the  piping  is  driven  by  the  piping-driving 

is  apparatus  104  to  a  prescribed  position  and  is  con- 
nected  and  then  the  mechanical  locking  thereof  by 
the  connection  clamping  apparatus  is  completed, 
the  signal  of  connection  completion  is  reported  to 
the  microcomputer  102.  The  inner  valve-driving  ap- 

20  paratus  107  drives  the  actuators  provided  to  the 
upper  sections  of  the  connecting  joints  16  and  17. 

The  measuring  apparatus  108  is  made  up,  for 
example,  of  a  flowmeter  attached  to  the  piping  in 
the  cartridge,  and  it  measures  the  transferred 

25  amount  of  the  tank  contents  and  the  results  of  the 
measurement  are  given  to  the  microcomputer  102. 

The  battery  106  gives  an  alarm  signal  to  the 
microcomputer  102  when  the  capacity  of  the  bat- 
tery  has  lowered. 

30  The  operation  of  the  information  system  used 
in  this  production  system  will  now  be  described. 

First,  the  vehicle  is  moved  to  the  home  station 
where  the  cartridge  is  ready  for  action;  it  commu- 
nicates  with  the  host  computer;  and  a  washed 

35  cartridge  having  a  desired  prescribed  piping  length 
required  for  the  next  work  is  selected.  At  that  time, 
information  is  transmitted  to  the  vehicle,  through 
information  communication  means  from  the  host 
computer,  as  to  which  tank  the  cartridge  is  to  be 

40  carried  to.  Such  a  transporting  command  signal  is 
sent  through  a  communication  unit  74,  the  informa- 
tion  processing  unit  103,  and  the  microcomputer 
102. 

When  the  cartridge  101  is  moved  to  a  pre- 
45  scribed  tank  and  is  set  thereto,  the  work  is  carried 

out  based  on  the  information  stored  previously  in 
the  home  station  (that  is,  a  command  to  allow 
vertical  movement  for  connection  upon  the  recep- 
tion  of  the  set  completion  signal). 

50  The  piping-driving  apparatus  104  moves  the 
piping  through  a  motor  or  the  like.  The  traveling 
amount  is  confirmed  along  with  the  traveling  and  is 
fed  back  to  the  motor  side,  up  to  complete  the  final 
positioning.  When  the  movement  is  completed  and 

55  the  piping  is  placed  in  position,  the  piping-driving 
apparatus  104  gives  a  signal  of  movement-comple- 
tion  to  the  microcomputer  102.  For  this,  for  exam- 
ple,  a  limit  switch  is  used. 
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Then,  the  driving  apparatus  in  the  connection- 
clamping  apparatus  is  operated,  to  carry  out 
clamping  operation  for  mechanical  locking.  The 
signal  for  confirming  the  final  completion  of  the 
clamping  is  issued  and  transmitted  to  the  micro- 
computer.  Then,  a  signal  is  sent  to  the  actuator  for 
driving  the  inner  valve  of  the  connecting  joint  16, 
17. 

When  the  content  in  the  tank  is  transferred,  the 
transferred  amount  is  measured  by  a  measuring 
apparatus  108  (e.g.,  a  flowmeter)  attached  to  the 
piping  in  the  cartridge,  so  that  it  can  be  monitored. 
When  the  transferred  amount  has  reached  a  pre- 
scribed  amount,  a  signal  can  be  issued  from  the 
cartridge  to  the  tank-side  to  stop  the  flow  of  the 
transferred  contents  and  then  the  main  valve  of  the 
tank  will  be  closed.  When  all  the  amount  of  the 
contents  is  discharged,  the  information  about  the 
amount  may  be  transmitted. 

Then,  a  transfer-completion  signal  is  transmit- 
ted,  and  a  vehicle  that  is  ready  for  action  is  called 
to  execute  the  removal  and  transporting  of  the 
cartridge  to  another  place. 

Although,  for  example,  the  battery  106  as  an 
energy  source  is  built  in  the  cartridge  101,  before 
the  capacity  thereof  comes  down  to  the  low  limit, 
an  alarm  is  desirably  issued.  For  that  purpose,  the 
battery  capacity  may  be  monitored  (for  example  by 
measuring  a  decrease  in  the  voltage)  and  an  alarm 
signal  is  issued  outside  when  the  value  has 
reached  to  a  prescribed  value. 

The  second  embodiment  of  the  present  inven- 
tion  will  be  described  below. 

The  first  embodiment  is  related  to  a  cartridged 
piping  automatic-connecting  apparatus  in  a  field 
wherein  sanitary  conditions  must  be  maintained.  In 
the  second  embodiment,  although  sanitary  con- 
ditions  are  of  course  secured,  the  level  is  lower 
than  that  of  the  first  embodiment.  Second  embodi- 
ment  is  directed  to  a  cartridged  unit  that  can  be 
applied  to  several  connection  joints  using  one  pip- 
ing  element  unit,  since  a  piping  element  is  includ- 
ing  an  extensible  slide  mechanism  to  allow  the 
longitudinal  movement  of  the  piping. 

That  is,  the  second  embodiment  is  as  follows; 
A  cartridged  piping-connecting  apparatus  com- 

prising  a  piping  element  that  has  an  extensible 
slide  mechanism  on  one  or  both  ends  thereof,  a 
driving  means  for  stretching  said  extensible  slide, 
and  a  coupling  means  provided  on  both  ends 
thereof  for  connecting  between  a  stationary  tank 
and  a  stationary  pipeline;  a  driving  means  for  the 
purpose  of  supporting  and  driving  said  piping  ele- 
ment,  and  a  frame  to  house  said  piping  element 
and  said  driving  means  to  form  a  unit  cartridge, 
said  cartridge  being  provided  on  a  transporting 
means. 

The  example  of  the  second  embodiment  of  the 
present  invention  is  described  according  to  Figs. 
10  to  18. 

Fig.  10  is  a  plan  view  of  an  example  of  the 
5  embodiment  of  a  production  system  that  uses  the 

cartridged  piping-connecting  apparatus  of  the 
present  invention. 

This  is  different  from  the  case  of  Fig.  1,  and 
can  be  applied  to  the  case  that  the  distance  be- 

io  tween  the  tank  and  the  line  pipeline  is  relatively 
large  and  they  are  separated. 

In  the  figure,  numerals  1,  2,  3,  4,  and  5  respec- 
tively  designate  tanks  containing  different  contents 
(e.g.,  raw  materials  and  intermediate  products),  nu- 

15  merals  6,  7,  and  8  designate  line  pipelines,  and 
numeral  9  designates  a  cartridge  mounted  on  a 
transporting  vehicle  10  (hereinafter  referred  to  as  a 
vehicle).  Numeral  11  designates  connecting  joints 
respectively  provided  to  the  tanks  1  to  5,  and  12, 

20  13,  and  14  designate  connecting  joints  provided  to 
the  line  pipelines  6,  7,  and  8,  respectively.  In  this 
example,  although  the  five  tanks  are  arranged  in 
line  and  pipeline  headers,  comprising  three  pipe- 
lines,  are  arranged  in  line  along  the  tanks,  there  is 

25  no  particular  restriction  on  the  number  of  the  tanks 
and  the  number  of  the  pipelines. 

In  Fig.  10,  the  vehicle  10  is  in  the  position  of 
the  tank  1  originally,  and  then  the  vehicle  10  is 
moved  to  a  prescribed  position,  e.g.,  to  the  position 

30  of  the  tank  4  and  is  positioned  thereto,  the  vehicle 
10  is  controlled  to  stop.  When  the  vehicle  10  is 
stopped  in  the  position  of  the  tank  4,  the  cartridge 
9  is  elevated  and  rotated  by  a  rotating  table  and  a 
lifting  apparatus  attached  to  the  vehicle,  and  when 

35  the  cartridge  is  set  in  position,  the  cartridge  will 
perform  an  operation  for  connecting  the  connecting 
joint  11  of  the  tank  4  and  the  connecting  joint  12  of 
the  pipeline  header. 

Fig.  11  is  a  side  view  of  the  example  of  the 
40  cartridged  piping-connecting  apparatus  of  the  sec- 

ond  embodiment. 
In  the  cartridge  9,  a  piping  130  having  a  sleeve 

structure  is  provided,  which  piping  is  extendible 
horizontally  (or  vertically).  The  piping  130  may  be, 

45  for  example,  a  stainless  steel  pipe  used  in  the  food 
industry.  Since  the  inner  surface  of  piping  130  for 
this  case  is  smooth,  the  roughness  can  be  mini- 
mized. 

If  the  interface  of  the  tank-side  and  the  header- 
50  side  is  arranged  as  shown  in  Fig.  10,  it  is  enough 

to  consider  the  horizontal  and  vertical  extension  or 
contraction.  On  one  or  both  ends  of  the  piping  is 
provided  a  slide  mechanism  200,  having  a  horizon- 
tally  extendible  or  contractible  sleeve  structure, 

55  whose  ends  are  provided  with  coupling  ap- 
paratuses  140a  and  140b,  which  have  vertically 
extendible  and  contractible  slide  mechanisms.  In 
each  of  the  coupling  apparatuses  140a  and  140b, 

11 
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the  vertically  extendible  and  contractible  slide 
mechanism,  a  coupling,  and  a  driving  apparatus  for 
driving  connecting  the  coupling  are  integrated  al- 
together. 

For  example,  in  the  case  of  the  piping  having 
an  interface  as  shown  in  Fig.  10,  when  the  car- 
tridge  9  is  set  in  position  by  a  positioning  cone 
180,  the  right  extendible  slide  mechanism  200  is 
drived  by  a  driving  and  positioning  apparatus  150b 
(a  combined  mechanism  of  a  ball  screw  and  a 
motor  in  the  illustrated  example)  in  the  cartridge 
and  moved  to  the  desired  position  and  then  is 
finely  adjusted. 

At  that  time,  precise  positioning  in  relation  to 
the  interface  of  the  connecting  joints  becomes  pos- 
sible. 

Similarly,  the  left  side  is  drived  and  moved  to 
the  desired  position  of  the  connecting  joints  of  the 
tank-side  and  is  finely  adjusted  and  positioned. 
Then,  the  couplings  are  moved  vertically  automati- 
cally  by  the  driving  apparatuses  mounted  in  the 
opposite  coupling  apparatuses  140a  and  140b,  and 
the  required  connection  is  made.  In  this  case,  the 
extension  can  be  absorbed  by  the  vertically  ex- 
tendible  slide  mechanism. 

The  stroke  of  the  driving  apparatus  in  the  cou- 
pling  apparatus  can  be  set  arbitrarily. 

With  respect  to  the  sealing  construction  of  the 
slide  mechanism  200,  various  known  techniques 
can  be  selected  according  to  the  application.  With 
respect  to  the  washing  of  this  portion,  when  the 
cartridge  is  once  used,  since  it  is  disassembled 
and  washed  at  a  washing  station,  it  is  continually 
kept  clean. 

In  the  cartridge  9,  in  addition  to  positioning 
mechanisms  150a  and  150b  and  the  coupling  ap- 
paratuses  140a  and  140b  at  the  opposite  ends  of 
the  piping,  for  example,  there  are  other  ap- 
paratuses  210,  having  auxiliary  functions  (e.g.,  ap- 
paratuses  for  washing  the  coupling  surfaces  after 
the  disconnection);  a  control  unit  220,  serving  as  a 
CPU  that  acts  as  a  "brain"  of  the  cartridge;  a 
communication  unit  230,  for  communicating  with  a 
host  control  system;  a  detecting  apparatus,  for 
monitoring  the  state  of  the  operation  (e.g.,  an  elec- 
tric  conductivity  meter  240  and  a  flowmeter  250); 
an  auxiliary  tank  260  (e.g.,  a  tank  for  a  washing 
liquid  for  a  washing  apparatus  and  a  tank  for  re- 
covering  waste  liquid);  and  driving  energy  source 
units  270  (e.g.,  batteries),  all  of  which  are  fixed  in  a 
frame  190  that  is  a  rigid  strength  member. 

An  energy  source  for  the  driving  apparatus  can 
be  built  in  the  cartridge  9. 

Since  an  energy  source  is  built  in,  automatic 
operation  can  be  carried  out  by  the  cartridge  itself. 
Further,  if  the  capacity  of  the  energy  source 
lowers,  such  information  can  be  communicated  to  a 
service  station  through  the  communication  means. 

In  the  cartridge  9,  different  sensors  for  monitor- 
ing  the  condition  of  the  operation  can  be  placed. 
For  example,  in  the  course  of  the  piping  the  con- 
ductivity  meter  240  is  provided,  which  can  sense 

5  the  conductivity  of  a  fluid  that  comes  newly  in 
place  of  former  fluid. 

Further,  the  flowmeter  250  may  be  situated  in 
the  course  of  the  piping,  to  detect  the  flow  rate  to 
learn  the  total  passing  flow  volume  integrally. 

io  These  measurements  can  be  made  by  a  non- 
contact  system. 

The  information  of  the  measured  values  can  be 
communicated  to  a  host  system  through  the  com- 
munication  means  230. 

is  As  the  communication  means,  various  ways 
are  widely  used.  A  non-contact  way,  such  as  op- 
tical  communication,  is  considered. 

In  this  way,  since  this  embodiment  also  has  a 
frame  to  house  a  cartridge,  required  apparatuses 

20  and  the  like  can  be  arbitrarily  mounted,  and  of 
course  the  mounted  facilities  can  be  changed  to 
meet  the  demands  of  various  fields  of  the  industry 
or  the  products  as  required. 

Fig.  12  is  a  front  view  illustrating  the  connec- 
25  tion  of  the  cartridge  9  at  the  position  of  the  tank  4 

of  Fig.  10.  In  the  figure,  an  extendible  piping  130, 
having  a  sleeve  and  coupling  apparatuses  140a 
and  140b  at  the  opposite  ends,  is  contained  in  the 
cartridge  9.  Numerals  150a  and  150b  designate 

30  positioning  mechanisms  for  moving  the  coupling 
apparatuses  to  prescribed  positions.  The  extension 
or  contraction  is  in  the  vertical  direction  and  the 
horizontal  direction.  Fig.  12  is  a  case  wherein  elec- 
tricity  is  used  as  a  driving  energy.  Numerals  280 

35  and  290  designate  fixed-side  communication  units 
for  the  cartridge  or  the  vehicle.  Numeral  500  des- 
ignates  a  CPU  of  the  vehicle.  Numeral  510  des- 
ignates  a  communication  unit  on  the  vehicle  side. 

On  the  other  hand,  in  the  tank  4,  the  forward 
40  end  of  the  transferring  line  is  provided,  through  an 

on-off  main  valve  160,  with  a  connecting  joint  11 
that  corresponds  to  the  coupling  apparatus  140a. 
On  the  pipeline  header-side,  a  connecting  joint  13 
of  a  pipeline  header  to  be  connected  to  the  cou- 

45  pling  apparatus  140b  is  provided,  which  is  con- 
nected  to  a  pipeline  7  through  the  on-off  valve  170. 

As  described  above,  a  cartridge  9  is  mounted 
on  a  vehicle  10.  The  vehicle  may  be  of  a  track  type 
or  a  trackless  type,  and  in  the  case  of  a  trackless 

50  type,  various  types  of  induction  and  guidance  sys- 
tem  can  be  selected  for  it  depending  on  the  pur- 
pose. 

Although  the  connecting  joint  11  is  directed 
downward  in  Fig.  12,  it  may  be  directed  sideways. 

55  Although  the  connecting  joint  13  is  opened  upward, 
it  may  be  arranged  higher  than  others.  The  con- 
nection  ports  on  the  header-side  are  arranged  in 
line.  Generally,  preferably  the  connecting  joints  11 
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and  13  are  of  a  male  type  and  the  corresponding 
coupling  apparatuses  140a  and  140b  are  of  a  fe- 
male  type. 

The  cartridge  9  is  elevated  into  the  space 
between  the  connecting  joints  11  and  13;  it  is 
rotated;  and  it  is  placed  in  position  without  interfer- 
ing  mechanically  with  the  connecting  joints  11  and 
13. 

After  fixing  and  connecting,  since  the  vehicle 
10  can  move  to  another  position  and  can  mount  on 
another  cartridge  to  be  moved,  preferably  the 
space  below  the  cartridge  has  such  a  size  that  the 
vehicle  on  which  another  cartridge  is  mounted  can 
pass  through  the  space. 

The  vehicle  10  is  provided  with  a  lifting  appara- 
tus  or  a  rotating  table,  which  is  shown  in  Fig.  13.  In 
the  figure,  numeral  490  designates  the  lifting  ap- 
paratus  and  numeral  480  designates  the  rotating 
table  provided  on  the  lifting  apparatus,  and  the 
cartridge  9  will  be  mounted  on  the  rotating  table. 
As  shown  by  an  arrow,  the  combination  of  the 
lifting  apparatus  and  the  rotating  table  allows  the 
height  of  the  cartridge  and  the  direction  of  the 
rotation  to  be  set  freely.  If  there  is  an  enough 
space  for  the  movement  of  the  cartridge,  of  course, 
it  is  not  required  to  rotate  the  cartridge  and  simple 
lifting  is  sufficient. 

As  described  above,  the  connecting  apparatus 
140a  and  the  connecting  apparatus  140b  are  con- 
nected  and  can  be  extended  or  contracted  horizon- 
tally  and  vertically,  and  at  the  time  of  connection 
the  movement  of  the  connecting  port  can  be  ab- 
sorbed. 

Although  the  coupling  apparatuses  140a  and 
140b  are  generally  driven  by  a  motor,  of  course, 
they  can  be  driven  by  an  air  motor  when  the  use  of 
electricity  involves  a  safety  problem. 

Fig.  14  is  an  enlarged  section  of  an  example  of 
the  connecting  apparatus  140a  used  for  the  con- 
necting  port  below  the  tank.  To  the  tank  is  con- 
nected  a  joint  11  through  an  on-off  main  valve  160. 
Although  the  joint  11  has  no  inner  valve,  it  may 
have  an  inner  valve.  Generally,  this  side  may  be 
the  male  side.  A  joint  300  on  the  coupling-appara- 
tus  side  positioned  to  correspond  thereto  is  of  a 
female  type,  so  that  mechanical  locking  can  be 
conducted.  If  driving  energy  used  in  the  connection 
disappears  (in  a  case,  for  example,  where  the  ve- 
hicle  leaves  from  the  cartridge  after  the  cartridge  is 
fixed),  the  mechanical  force  at  the  connecting  joint 
comes  to  disappear.  And  therefore,  when  fluid 
pressure  is  applied,  disconnection  takes  place.  To 
prevent  that,  a  mechanical  securing  mechanism 
(locking  mechanism)  is  provided  for  avoiding  dis- 
connection  in  the  case  of  exhaustion  of  the  driving 
energy.  For  that  purpose,  although  various  types  of 
mechanisms  can  be  used,  a  typical  example  is  a 
locking  mechanism  using  a  ball  or  a  lever,  or  a 

locking  mechanism  using  a  mechanical  clamp, 
such  as  a  claw.  By  using  such  a  mechanical  lock, 
after  the  necessary  connection  is  completed  it  is 
possible  for  the  vehicle  to  leave  from  the  cartridge. 

5  This  allows  the  number  of  vehicles  in  the  whole 
plant  to  reduce  and  the  vehicles  can  be  used 
effectively.  Numeral  390  designates  a  slide  mecha- 
nism  for  adjusting  extensively  the  length  of  the 
connecting  joint  300. 

io  A  linear  driving  apparatus  310  is  required  for 
moving  this  connecting  joint  and  locking  to  a  male- 
side  joint.  In  the  figure,  an  electric  motor  is  com- 
bined  with  a  rotation  to  linear  conversion  mecha- 
nism,  but  when  air  pressure  energy  is  available,  an 

is  air  cylinder  is  possible. 
A  connecting  apparatus  in  which  a  female-side 

connecting  joint  and  a  linear  driving  apparatus  are 
built  in,  is  combined  with  a  positioning  mechanism, 
typically  a  combination  of  a  screw  320  and  a  motor 

20  330,  and  can  be  positioned  to  a  prescribed  posi- 
tion.  Another  method  not  using  a  screw  and  a 
motor  can  also  be  used.  For  example,  if  air  pres- 
sure  energy  is  used,  an  air  cylinder  of  a  middle- 
position-adjusting  type  may  be  used. 

25  A  similar  constitution  can  be  formed  at  the 
connecting  port  on  the  pipeline  header-side,  which 
is  shown  in  Fig.  15.  On  this  side,  since  there  are 
several  connecting  ports,  the  constitution  is  the 
same  as  that  in  Fig.  14,  except  that  use  is  made  of 

30  a  positioning  mechanism  that  allows  positioning  at 
the  middle  position,  and  the  same  reference  nu- 
merals  denotes  the  same  parts.  Numeral  170  des- 
ignates  an  on-off  valve  to  the  header  pipeline. 

Various  types  of  connecting  joints  are  known 
35  that  can  be  used  in  the  above  connecting  appara- 

tus,  and  any  type  of  joints  may  be  selected.  From 
the  functional  point  of  view,  there  are  connecting 
joints  with  or  without  an  inner  valve,  and  selection 
will  be  made  according  to  the  desired  purpose. 

40  For  example,  by  providing  an  inner  valve,  leak- 
age  of  a  liquid  at  the  time  of  disconnection  can  be 
prevented.  However,  if  an  inner  valve  is  provided, 
there  may  be  problems  that  the  number  of  me- 
chanical  parts  increases;  that  the  internal  resistance 

45  increases,  thereby  increasing  the  fluid  pressure 
loss;  and  that  the  washing  becomes  troublesome. 
For  example,  there  is  a  case  wherein  a  ring-like 
rubber  bag  at  one  end,  as  shown  in  Japanese 
Patent  Application  (OPI)  No.  133789/1991,  is  pro- 

50  vided,  and  when  air  pressure  is  applied,  the  ring- 
like  rubber  bag  is  inflated  to  seal  the  connected 
section,  thereby  forming  a  flowing  path.  In  that 
case,  even  if  the  connecting  joints  are  misaligned, 
such  displacement  can  be  easily  absorbed  by  the 

55  rubber,  so  that  sealing  is  realized  advantageously, 
but  since  there  is  no  inner  valve,  for  example,  it  is 
required  to  provide  a  pan  to  somehow  catch  drops 
of  the  liquid  at  the  time  of  disconnection. 
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Although  the  above  is  an  example  wherein 
electric  energy  is  supplied  from  the  battery  in  the 
cartridge,  if  it  is  not  convenient  (in  view,  for  exam- 
ple,  of  the  life  of  the  battery),  it  is  also  possible  that 
an  electric-source-connecting  apparatus  340  is 
separately  attached  to  the  position  of  the  tank,  and 
when  the  cartridge  9  is  fixed,  the  electric  source  is 
simultaneously  connected.  This  is  shown  in  Fig.  16. 
Numeral  400  designates  a  power  source 
connector-connecting  apparatus. 

Further,  as  an  energy  source,  not  only  elec- 
tricity  but  also  air  pressure  energy  can  be  used.  In 
some  environments,  an  electric  energy  is  un- 
preferable  from  the  point  of  view  of  safety,  and  in 
that  case,  air  pressure  is  desirable.  For  example, 
as  shown  in  Fig.  17,  an  air-connecting  port  350  is 
provided  separately  at  the  position  of  the  tank,  and 
when  the  cartridge  9  is  fixed  the  air  pressure 
sourse  is  automatically  connected  through  the  air- 
connecting  apparatus  360. 

In  the  above  constitution,  the  vehicle  may  be  of 
a  track  system  or  a  trackless  system.  In  the  case 
of  trackless  system,  as  the  induction  and  guide 
system,  an  arbitrary  one  can  be  selected  in  accor- 
dance  with  the  purpose.  Specifically,  the  operation 
of  the  vehicle  10  and  the  cartridge  9  is  controlled, 
for  example,  based  on  commands  from  a  host 
computer  of  a  fixed-side  unit  (not  shown).  The 
signal  is  transmitted  to  the  host  computer  through 
an  optical  communication  unit,  and  when  all  the 
conditions  are  satisfied  and  confirmed,  the  valve 
may  be  opened.  On  disconnecting  the  connecting 
apparatus,  at  first  the  transferring  of  the  contents 
confirmed  by  the  detection  signal  of  the  liquid  level 
in  the  tank  or  the  detection  signal  of  the  flow 
volume,  a  signal  for  the  request  of  transporting  is 
sent  from  the  host  computer  to  remove  the  car- 
tridge,  and  the  microcomputer  of  the  vehicle  10 
controls  the  vehicle  to  move  to  a  prescribed  posi- 
tion,  so  that  the  disconnection  operation  may  be 
carried  out.  In  the  case  wherein  a  flow-rate-detect- 
ing  apparatus  is  built  in  the  cartridge,  by  the  detec- 
tion  signal,  the  disconnection  is  made  by  itself. 

Now  the  operation  of  the  coupling  apparatus  of 
this  embodiment  in  Fig.  12  will  be  described.  In 
conformity  with  the  guide  cone  180  (or  a  guide 
pin)  provided  on  the  stationary  side,  the  cartridge  9 
is  positioned.  Therefore,  the  relative  positional  rela- 
tionship  with  the  connecting  joint  1  1  below  the  tank 
is  determined  by  itself.  This  is  also  applied  to  the 
case  of  the  connecting  joints  12,  13,  and  14  of  the 
lines  6,  7,  and  8. 

Therefore,  recommendably  when  the  cartridge 
9  is  positioned  and  fixed,  the  amount  of  traveling 
corresponding  to  the  positional  relationship  is  given 
to  the  coupling  apparatuses  140a  and  140b.  For 
that  case,  the  coupling  apparatuses  140a  and  140b 
must  be  returned  to  the  home  position  before  the 

movement,  and  then  the  amount  of  traveling  is 
given  by  a  signal  from  the  host  computer.  The 
operation  returning  to  the  home  posiiton  is  carried 
out  before  the  cartridge  is  disconnected,  and  when 

5  a  travelling-amount-detecting  apparatus  or  a  func- 
tion  (e.g.,  a  proximity  sensor)  for  monitoring  the 
position  relative  to  the  side  to  be  connected,  is 
built  in  the  cartridge  9,  the  positioning  can  be 
carried  out  easily  by  a  usual  positioning  technique 

io  (by  a  feedback  mechanism). 
Thus,  the  connecting  joint  male  sides  11,  12, 

13  and  14  and  the  connecting  joints  female  sides 
300  and  300  built  in  the  coupling  apparatus  140a  or 
140b,  are  placed  oppositely  to  each  other  by  the 

is  positioning  mechanism. 
Then,  the  connecting  joint  300  is  elevated  (the 

coupling  apparatus  140a)  or  lowered  (the  coupling 
apparatus  140b)  by  the  linear  driving  apparatus, 
and  the  connecting  section  is  made. 

20  At  that  time,  even  if  there  is  a  little  misalign- 
ment,  it  will  be  absorbed  and  coupling  can  be 
made  by  the  ring-like  rubber  bag.  Other  various 
types  of  couplings  can  be  suitably  selected;  for 
example,  such  as  a  quick  operation  coupling 

25  wherein  precise  alignment  is  made  by  using  a 
guide  pin. 

After  the  connection  is  completed,  a  mechani- 
cal  lock  is  applied  so  that  disconnection  will  not 
happen  to  occur  even  if  the  forcing  energy  is 

30  exhausted. 
Then,  the  tank  contents  are  transferred  by 

opening  the  on-off  valves  160  and  170  through  the 
piping  of  the  cartridge  to  the  header  pipeline. 

When  the  transfer  of  the  tank  contents  is  com- 
35  pleted,  the  completion  of  the  transfer  is  detected 

based  on  the  liquid  level  in  the  tank  or  the  flow 
rate;  then  the  detection  signal  is  issued  from  the 
detecting  apparatus  to  the  host  computer  in  order 
to  close  the  on-off  valves  160  and  170  and  then  the 

40  cartridge  is  removed  by  the  signal  from  the  host 
computer. 

The  removal  of  the  coupling  is  made  first  by 
releasing  the  mechanical  lock,  and  then  the  linear 
driving  apparatus  is  returned  to  its  original  position. 

45  Then,  the  positioning  mechanism  is  controlled 
to  return  to  the  home  position.  Since,  on  the  side  of 
the  coupling  apparatus  140b,  several  coupling  posi- 
tions  are  possible,  it  is  requested  for  the  coupling 
apparatus  to  return  to  the  home  position. 

50  Other  examples  of  the  control  circuit  of  the 
above  present  system  will  now  be  described  with 
reference  to  Fig.  18. 

A  cartridged  piping-connecting  apparatus  201 
is  provided  with  a  microcomputer  202,  for  control- 

55  ling  the  whole  apparatus;  an  information  commu- 
nication  means  203,  for  controlling  the  transmission 
or  receiving  of  information  to  or  from  the  host 
computer  209;  the  vehicle,  etc.;  a  traveling  driving 
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apparatus  204,  for  controlling  the  traveling  of  an 
automatic-connecting  apparatus  205;  and  a  mea- 
suring  apparatus  207.  The  automatic-connecting 
apparatus  205  has  integrally  a  piping  having  verti- 
cally  extendible  slide  mechanisms  at  opposite 
ends,  a  coupling  of  the  piping,  and  a  driving 
mechanism  for  moving  the  coupling  to  a  prescribed 
position  and  for  connecting  the  piping;  and  upon 
receiving  a  command  for  traveling  from  the  micro- 
computer  202,  the  traveling-driving  apparatus  204 
lets  the  automatic-connecting  apparatus  205  to  a 
prescribed  position.  The  automatic-connecting  ap- 
paratus  205  is  traveled  to  a  prescribed  position  by 
controlling  a  traveling-driving  apparatus  204,  and 
upon  the  completion  of  the  traveling,  that  informa- 
tion  is  sent  to  the  traveling-driving  apparatus  204, 
whereby  the  traveling-driving  apparatus  204  in- 
forms  the  microcomputer  202  of  the  traveling  com- 
pletion  signal.  When  the  automatic-connecting  ap- 
paratus  receives  a  connection  command  from  the 
microcomputer  202,  it  carries  out  the  connection 
operation,  and  upon  the  completion  of  the  connec- 
tion,  it  informs  the  microcomputer  202  of  the 
connection-completion  signal. 

The  measuring  apparatus  207  is  made  up,  for 
example,  of  a  flowmeter  attached  to  the  piping  in 
the  cartridge;  207  measures  the  transferred  amount 
of  the  tank  contents  and  gives  the  measured  re- 
sults  to  the  microcomputer  202. 

On  the  other  hand,  a  tank  208  is  provided  with 
a  tank-side  information  communication  means  211 
and  the  tank  208  carries  out  the  transmission  or 
receiving  of  information  to  and  from  the  host  com- 
puter  209  through  the  tank-side  information  com- 
munication  means  211. 

The  vehicle  10  goes  to  a  cartridge  home  sta- 
tion,  where  a  washed  cartridge  is  ready  for  action 
and  selected.  At  that  time,  the  vehicle  is  taught  to 
which  station  the  vehicle  should  go  from  the  host 
computer  through  the  information  communication 
means  of  the  cartridged  piping-connecting  appara- 
tus. 

When  the  cartridge  goes  to  a  prescribed  tank 
and  is  set,  a  signal  is  transmitted  from  the  host 
computer  through  the  tank-side  information  com- 
munication  means  21  1  ,  or  a  command  by  informa- 
tion  previously  stored  in  a  home  station  (i.e.,  such 
a  command  to  allow  right  or  left  movement  upon 
the  reception  of  the  set  completion  signal)  is  given, 
indicating  which  pipeline  port  of  the  header-side 
pipeline  is  to  be  connected. 

When  that  traveling  command  is  sent  through 
the  information  communication  means  203  and  the 
microcomputer  202,  the  traveling-driving  apparatus 
204  allows  the  automatic-connecting  apparatus  205 
by  a  motor  or  the  like.  In  the  course  of  the  travel- 
ing,  the  traveling-driving  apparatus  204  confirms 
the  amount  of  the  traveling,  which  is  fed  back  to 

the  motor  side,  to  carry  out  the  final  positioning. 
When  the  tranveling  is  completed  and  it  is  moved 
to  the  prescribed  position,  the  traveling-driving  ap- 
paratus  204  issues  a  traveling-completion  signal  to 

5  the  microcomputer  202.  For  that,  for  example,  a 
limit  switch  is  used. 

Then,  a  driving  apparatus  in  the  automatic- 
connecting  apparatus  is  operated  for  the  connec- 
tion.  In  that  case,  the  connection  is  effected  by  the 

io  same  procedure  as  that  of  the  driving  apparatus.  A 
signal  confirming  the  completion  of  the  final  con- 
nection  is  issued  and  transmitted  to  the  microcom- 
puter.  That  signal  is  transmitted  through  the  in- 
formation  communication  means  to  the  host  com- 

15  puter  to  open  or  close  the  main  valve  of  the  tank. 
Then  the  tank  contents  are  transferred  and  the 

transferred  amount  is  measured  by  a  measuring 
apparatus  (e.g.,  a  flowmeter)  attached  to  the  piping 
in  the  cartridge,  so  that  the  transferred  amount  can 

20  be  monitored.  When  it  has  reached  a  prescribed 
transferred  amount,  a  signal  to  close  the  main 
valve  can  be  issued  from  the  cartridge  so  as  to 
stop  the  transfer.  When  the  whole  amount  is  dis- 
charged,  information  about  the  amount  may  be 

25  transmitted. 
As  an  energy  source,  for  example,  a  battery 

206  is  built  in  the  cartridge,  and  before  the  capac- 
ity  thereof  lowers,  an  alarm  is  desirably  issued.  For 
that  purpose,  the  capacity  can  be  monitored  (for 

30  example  by  measuring  a  decrease  in  the  voltage) 
and  an  alarm  signal  is  issued  outside  when  the 
value  has  reached  to  a  prescribed  value. 

The  third  embodiment  of  the  present  invention 
will  be  described  below. 

35  As  described  above,  the  second  embodiment 
is  directed  to  a  cartridged  piping  automatic-con- 
necting  apparatus  using  an  extensible  pipe.  Al- 
though  piping  elements  having  smooth  surface  as 
specified  for  the  sanitary  field  are  used  in  the  first 

40  and  second  embodiments,  the  third  embodiment  is 
an  example  wherein  a  flexible  hose  is  used,  as 
generally  used  piping  element.  It  is  adequate  if  the 
hose  has  such  a  length  that  the  maximum  length 
extending  between  the  tank  and  the  line  pipeline 

45  and  also  the  displacement  absorption  anticipated  at 
the  time  of  connection  are  taken  into  consideration. 
When  the  hose  is  used,  the  cartridge  is  not  re- 
quested  to  have  a  displacement-absorbing  appara- 
tus.  Such  a  flexible  hose  is  convenient  to  use  and 

50  inexpensive  in  cost,  and  is  suitable  for  the  case 
wherein  considerations  to  remaining  liquid  in  the 
piping  and  washing  thereof  are  not  needed. 

That  is,  the  third  embodiment  of  the  present 
invention  is  as  follows: 

55  A  cartridged  piping-connecting  apparatus  com- 
prising  a  hose  element  that  has  a  function  of  con- 
necting  a  stationary  tank  and  a  stationary  pipeline, 
wherein  said  hose  element  comprises  a  flexible 

15 
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hose  and  has  a  connecting  apparatus  provided  on 
both  ends  thereof,  driving  means  for  traveling;  and 
a  frame  to  house  said  hose  element  said  cartridge 
being  provided  on  a  traveling  means. 

An  example  of  the  third  embodiment  will  be 
described  below,  in  accordance  with  Fig.  19  to  22. 

Fig.  19  is  a  front  view  illustrating  the  connec- 
tion  of  a  hose  cartridge  9  at  the  position  of  a  tank  4 
of  Fig  10.  In  the  figures,  a  hose  313,  having 
automatic-connecting  apparatuses  314a  and  314b 
at  the  opposite  ends,  is  built  in  the  hose  cartridge 
9.  Numeral  315a  and  315b  designate  positioning 
mechanisms  for  moving  the  automatic-connecting 
apparatuses  to  prescribed  positions,  respectively. 

On  the  other  hand,  the  tank  4  is  provided  with 
a  connecting  joint  11  at  the  forward  end  of  the 
take-out  line  through  an  on-off  main  valve  316,  that 
correspons  to  the  automatic-connecting  apparatus 
314a.  On  the  pipeline  header  side  connecting  joints 
12,  13,  and  14  of  pipeline  headers  that  will  be 
connected  to  the  automatic-connecting  apparatus 
314b  are  provided,  which  are  connected  to  on-off 
valves  317.  Numeral  318  designates  a  guide  cone 
for  fixing  the  hose  cartridge  in  place. 

As  described  above,  the  hose  cartridge  9  is 
mounted  on  a  vehicle  10.  Numeral  319  designates 
a  battery  built  in  the  cartridge;  311  designates  a 
CPU  in  the  cartridge;  and  321  designates  a  CPU 
on  the  vehicle  side.  The  battery  319  supplies  elec- 
tric  energy  needed  for  the  positioning  and  connect- 
ing  operation  by  the  automatic-connecting  appara- 
tus  in  said  hose  cartridge  9. 

Numeral  331  designates  a  built-in  communica- 
tion  unit  on  the  cartridge  side;  351  designates  a 
communication  unit  on  the  vehicle  side;  and  352 
and  353  designate  correspondingly  respective 
communication  units. 

In  Fig.  19,  the  connecting  joint  11  is  directed 
downward,  but  it  may  be  directed  sideways.  Al- 
though  the  connecting  joints  12,  13,  and  14  are 
opened  upward,  their  levels  may  be  different  and 
they  may  be  directed  sideways.  The  connection 
ports  on  the  header-side  are  arranged  in  line.  Gen- 
erally,  preferably  the  connecting  joints  11,  12,  13 
and  14  are  of  a  male  type  and  the  corresponding 
coupling  apparatuses  314a  and  314b  are  of  a  fe- 
male  type. 

The  cartridge  9  is  elevated  into  the  space 
between  the  connecting  joints  11,  12,  13,  and  14;  it 
is  rotated;  and  it  is  placed  in  position  without  inter- 
fering  mechanically  with  the  connecting  joints  11, 
12,  13,  and  14. 

After  fixing  and  connecting,  since  the  vehicle 
10  can  move  to  another  position  and  can  be  moun- 
ted  on  another  cartridge  to  be  moved,  preferably 
the  space  below  the  cartridge  has  such  a  size  that 
the  vehicle  on  which  another  cartridge  is  mounted 
can  pass  through  the  space. 

The  vehicle  10  is  provided  with  a  lifting  appara- 
tus  or  a  rotating  table,  which  is  shown  in  Fig.  13.  In 
the  figure,  490  designates  the  lifting  apparatus  and 
480  designates  the  rotating  table  provided  on  the 

5  lifting  apparatus,  and  the  cartridge  9  will  be  moun- 
ted  on  the  rotating  table.  As  shown  by  an  arrow, 
the  combination  of  the  lifting  apparatus  and  the 
rotating  table  allows  the  height  of  the  cartridge  and 
the  direction  of  the  rotation  to  be  set  freely.  If  there 

io  is  enough  space  for  the  movement  of  the  cartridge, 
of  course,  it  is  not  required  to  rotate  the  cartridge 
and  simple  lifting  is  sufficient. 

As  described  above,  the  connecting  apparatus 
314a  and  the  connecting  apparatus  314b  are  con- 

15  nected  through  a  hose  that  can  absorb  the  move- 
ment  of  the  connecting  port  at  the  time  of  the 
connection.  Since  the  length  of  the  hose  can  be 
estimated,  the  length  is  not  required  to  be  more 
than  required.  Further,  a  restraining  jig  may  be 

20  provided,  when  needed,  so  that  stagnation  of  a 
liquid  or  trapping  of  air  due  to  the  bend  porting  of 
the  hose  will  not  occur. 

Although  the  automatic-connecting  apparatuses 
314a  and  314b  are  generally  driven  by  a  motor,  of 

25  course,  they  can  be  driven  by  an  air  motor  when 
the  use  of  electricity  involves  a  safety  problem.  In 
that  case,  instead  of  the  battery  for  driving  the 
motor,  a  pressured  air  container  may  be  built  in. 

Fig.  20  is  an  enlarged  section  of  an  example  of 
30  the  connecting  apparatus  314a  used  for  the  con- 

necting  port  at  the  lower  part  of  the  tank.  To  the 
tank  is  connected  a  joint  1  1  through  an  on-off  main 
valve  316.  Although  the  joint  11  has  no  inner  valve, 
it  may  have  an  inner  valve.  Generally,  this  side 

35  may  be  the  male  side.  A  joint  300  on  the 
automatic-connecting  apparatus  side  positioned  to 
correspond  thereto  is  of  a  female  type,  so  that 
mechanical  locking  can  be  conducted.  If  driving 
energy  used  in  the  connection  disappears  (in  a 

40  case,  for  example,  where  the  vehicle  leaves  from 
the  cartridge  after  the  cartridge  is  fixed),  the  me- 
chanical  force  at  the  connecting  joint  comes  to 
disappear.  And  therefore,  when  fluid  pressure  is 
applied,  disconnection  takes  place.  To  prevent  that, 

45  a  mechanical  securing  mechanism  (locking  mecha- 
nism)  is  provided  for  avoiding  disconnection  in  the 
case  of  exhaustion  of  the  driving  energy. 

For  that  purpose,  although  various  types  of 
mechanisms  may  be  used,  a  typical  example  is  a 

50  locking  mechanism  using  a  ball  or  a  lever,  or  a 
locking  mechanism  using  a  mechanical  clamp, 
such  as  a  claw.  By  using  such  a  mechanical  lock, 
after  the  necessary  connection  is  coupled,  it  is 
possible  for  the  vehicle  to  leave  from  the  cartridge. 

55  This  allows  the  number  of  vehicles  in  the  whole 
plant  to  reduce  and  the  vehicles  can  be  used 
effectively. 
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A  linear  driving  apparatus  310  is  required  for 
moving  this  connecting  joint  and  locking  to  a  male 
side  joint.  In  the  figure,  an  electric  motor  is  com- 
bined  with  a  rotation-linear  conversion  mechanism, 
but  in  the  case  wherein  air  pressure  energy  is 
used,  an  air  cylinder  is  possible. 

A  connecting  apparatus  in  which  a  female-side 
connecting  joint  and  a  linear  driving  apparatus  are 
built  in,  is  combined  with  a  positioning  mechanism, 
typically  a  combination  of  a  screw  320  and  a  motor 
330,  and  can  be  posiitoned  to  a  prescribed  posi- 
tion.  Another  method  not  using  a  screw  and  a 
motor  can  also  be  used.  For  example,  if  air  pres- 
sure  energy  is  used,  an  air  cylinder  of  a  position- 
adjusting  type  can  be  used. 

A  similar  constitution  can  be  formed  at  the 
connecting  port  on  the  pipeline  header-side,  which 
is  shown  in  Fig.  21.  On  this  side,  since  there  are 
several  connecting  ports,  the  constitution  is  the 
same  as  that  in  the  figure,  except  that  use  is  made 
of  a  positioning  mechanism  that  allows  positioning 
at  the  middle  position,  and  like  reference  numerals 
in  Fig.  19  denotes  like  parts.  Numeral  317  des- 
ignates  an  on-off  valve  to  the  header  pipeline. 

Various  types  of  connecting  joints  are  known 
that  can  be  used  in  the  above  connecting  appara- 
tus,  and  any  type  of  joints  may  be  selected.  From 
the  functional  point  of  view,  there  are  connecting 
joints  with  or  without  an  inner  valve,  and  selection 
will  be  made  according  to  the  desired  purpose. 

For  example,  by  providing  an  inner  valve,  leak- 
age  of  a  liquid  at  the  time  of  disconnection  can  be 
prevented.  However,  if  an  inner  valve  is  provided, 
there  may  be  problems  that  the  number  of  me- 
chanical  parts  increases;  that  the  internal  resistance 
increases,  thereby  increasing  the  fluid  pressure 
loss;  and  that  the  washing  becomes  troublesome. 
For  example,  there  is  a  case  wherein  a  ring-like 
rubber  bag  at  one  end,  as  shown  in  Japanese 
Patent  Application  (OPI)  No.  133789/1991,  is  pro- 
vided,  and  when  air  pressure  is  applied,  the  ring- 
like  rubber  bag  is  inflated  to  seal  the  connected 
section,  thereby  forming  a  flowing  path.  In  that 
case,  even  if  the  connecting  joints  are  misaligned, 
such  displacement  can  be  easily  absorbed  by  the 
rubber,  so  that  sealing  is  realized  advantageously, 
but  since  there  is  no  inner  valve,  for  example,  it  is 
required  to  provide  a  pan  to  catch  somehow  drops 
of  the  liquid  at  the  time  of  disconnection. 

An  example  of  cartridge  used  in  the  third  em- 
bodiment  will  now  be  described  with  reference  to 
Fig.  22. 

In  the  cartridge  9,  in  addition  to  the  positioning 
mechanisms  315a  and  315b  and  the  connecting 
apparatuses  314a  and  314b  at  the  opposite  ends  of 
the  hose,  for  example,  there  are  other  apparatus 
361,  having  auxiliary  functions  (e.g.,  apparatuses 
for  washing  the  coupling  surfaces  after  the  dis- 

connection);  a  control  unit  311,  serving  as  a  CPU 
that  acts  as  a  "brain"  of  the  cartridge;  a  commu- 
nication  unit  331,  for  communicating  with  a  host 
control  system;  a  detecting  apparatus,  for  monitor- 

5  ing  the  state  of  the  operation  (e.g.,  an  electric 
conductivity  meter  362  and  a  flowmeter  363);  an 
auxiliary  tank  364  (e.g.,  a  tank  for  a  washing  liquid 
for  a  washing  apparatus  and  a  tank  for  recovering 
waste  liquid);  and  driving  energy  source  units  319 

io  (e.g.,  batteries),  all  of  which  are  fixed  in  a  frame 
365  that  is  a  rigid  strength  member.  In  Fig.  22,  the 
same  reference  numerals  used  in  Fig.  19  are  used 
to  indicates  the  same  parts. 

The  frame  365,  has  the  same  function  as  de- 
15  scribed  for  the  first  and  second  embodiments. 

An  energy  source  for  the  driving  apparatus  is 
built  in  the  cartridge  9.  If  electric  energy  is  used  for 
the  driving,  possibly  a  battery  unit  319  as  the 
driving  energy  source  is  built  in;  and  if  air  energy  is 

20  used,  for  example,  there  is  a  method  wherein  a 
pressured  air  container  is  built  in. 

Since  an  energy  source  is  built  in,  autonomous 
operation  by  the  cartridge  itself  can  be  carried  out. 
Other  constituent  elements,  and  action  and  control 

25  of  the  system  are  the  same  as  the  second  embodi- 
ment. 

The  fourth  embodiment  is  described  below. 
While  the  first  to  the  third  embodiments  are 

related  to  a  cartridged  piping  automatic-connecting 
30  apparatus  for  connecting  ports  provided  on  the 

tank  side  and  the  header  pipeline  side,  this  em- 
bodiment  is  a  special  variation  wherein,  instead  of 
several  tanks,  several  pipelines  are  connected  to 
the  header  side  pipelines  through  connecting  ports. 

35  And  this  embodiment  can  be  applied  to  a  system 
that  needs  the  changeover  of  lines. 

That  is,  the  fourth  embodiment  of  the  present 
invention  is  as  follows: 

A  cartridged  piping-connecting  apparatus  com- 
40  prising  a  piping  element  that  has  a  function  of 

connecting  ports  provided  on  the  stationary  pipe- 
line  and  another  stationary  header  pipeline,  wherein 
said  piping  element  is  selected  from  the  group  of 
piping  elements  having  different  length  to  conform 

45  with  the  specified  space  between  said  stationary 
pipeline  and  said  another  stationary  header  pipe- 
line,  and  has  a  coupling  means  provided  on  both 
ends  thereof,  a  driving  means  for  driving  said  pip- 
ing  element;  and  a  frame  to  house  said  piping 

50  element  and  said  driving  means  to  form  a  unit 
cartridge,  said  cartridge  being  provided  on  a  trans- 
porting  means. 

The  example  of  the  fourth  embodiment  of  the 
present  invention  is  described  according  to  Fig  23. 

55  Fig.  23  shows  an  example  of  an  embodiment 
of  a  system  for  the  changeover  of  lines  wherein 
use  is  made  of  the  present  cartridged  piping-con- 
necting  apparatus. 
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Instead  of  tanks,  pipelines  A1  to  A5  are  pro- 
vided  and  connecting  ports  1  1  are  provided  at  their 
ends.  The  header  pipeline  side  is  the  same  as  that 
of  the  first  to  the  third  embodiment.  The  connecting 
pipes  P1  to  P5  are  the  same  as  those  piping  used 
in  the  cartridged  piping-connecting  apparatus. 

A  pipeline  B1  will  be  connected  to  the  pipeline 
A5  through  the  connecting  pipe  P5;  a  pipeline  B2 
will  be  connected  to  the  pipelines  A1  and  A4 
through  the  connecting  pipes  P1  and  P4;  and  a 
pipeline  B3  will  be  connected  to  the  pipeline  A3 
through  the  connection  pipe  P3.  As  a  result  the 
changeover  of  the  lines  can  be  carried  out. 

The  structure  of  the  cartridge,  the  structure  and 
connection  of  the  coupling,  other  parts,  and  the 
operation  are  the  same  as  those  of  the  first  em- 
bodiment.  Of  course,  as  the  connecting  pipes,  ei- 
ther  extendible  pipe  or  flexible  hose  may  be  used 
as  same  as  the  case  of  the  second  and  the  third 
embodiments. 

1.  A  changing  of  the  type  of  a  product  can  be 
easily  handled  for  the  case  of  stationary  tanks;  a 
batch-wise  production  system  can  be  operated 
in  a  flexible  manner;  and  the  material  to  be 
transferred  can  be  changed  easily. 
2.  Since  automatic-connecting  systems  to  which 
including  piping  elements,  connecting  ap- 
paratuses  provided  at  opposite  ends,  energy 
source,  and  driving  mechanism,  are  formed  into 
a  cartridge,  the  automatic  handling  becomes 
easy;  and  since  a  CPU  is  built  in  the  cartridge, 
autonomous  operation  becomes  possible  result- 
ing  in  a  flexible  plant  operation. 
3.  Since  the  piping  element  used  in  the  car- 
tridge  can  be  suitably  selected  according  to  the 
field  in  which  it  will  be  used,  the  quality  control 
becomes  preferable.  The  types  of  the  piping 
element  include  (1)  a  case  wherein  a  flexible 
hose  is  used,  (2)  a  case  wherein  a  piping  having 
a  slide  mechanism,  such  as  an  extendible  pipe, 
is  used,  and  (3)  a  case  wherein  a  piping  having 
a  fixed  length  is  used. 
4.  Since  the  connecting  ports  are  separated  in  a 
physical  sense,  mixing  of  products  will  never 
occur,  and  positive  quality  control  is  secured. 
6.  All  works  and  controls  can  be  automatically 
made. 

Claims 

1.  A  cartridged  piping-connecting  apparatus  com- 
prising  a  piping  element  that  has  a  function  of 
connecting  a)  a  stationary  tank  and  a  stationary 
pipeline  or  b)  a  stationary  pipeline  and  another 
stationary  pipeline  and  has  a  coupling  means 
provided  on  both  ends  thereof,  optionally  hav- 
ing  a  positioning  means  for  positioning  of  said 
piping  element  at  a  prescribed  position,  a  driv- 

ing  means  for  driving  said  piping  element;  and 
a  frame  to  house  said  piping  element  and  said 
driving  means  to  form  a  unit  cartridge,  said 
cartridge  being  provided  on  a  transporting 

5  means. 

2.  The  apparatus  as  claimed  in  claim  1,  wherein 
said  piping  element  is  selected  from  the  group 
consisting  of  piping  elements  having  different 

io  length  to  conform  with  the  specified  space 
between  said  stationary  tank  and  said  station- 
ary  pipeline. 

3.  The  apparatus  as  claimed  in  claim  1,  wherein 
is  said  coupling  means  comprises  a  connecting 

means  on  both  ends  of  the  piping  element  to 
connect  between  said  stationary  tank  and  said 
stationary  pipeline,  a  positioning  means  for  po- 
sitioning  said  piping  element  at  a  prescribed 

20  position. 

4.  The  apparatus  as  claimed  in  claim  1,  wherein 
said  transporting  means  is  an  automatic  guid- 
ed  vehicle  (AGV). 

25 
5.  The  apparatus  as  claimed  in  claim  1,  wherein 

the  piping  element  is  a  piping  having  an  exten- 
sible  slide  mechanism  on  one  or  both  ends 
thereof  and  the  driving  means  drives  the  ex- 

30  tensible  slide  mechanism. 

6.  The  apparatus  as  claimed  in  claim  1,  wherein 
the  piping  element  is  a  flexible  hose. 

35  7.  The  apparatus  as  claimed  in  claim  1,  wherein 
said  piping  element  has  a  function  of  connect- 
ing  a  stationary  pipeline  and  another  pipeline. 

8.  The  apparatus  as  claimed  in  claim  1,  wherein 
40  an  energy  supplying  means  for  supplying  driv- 

ing  energies  for  use  at  the  side  of  said  car- 
tridge  is  built  in  the  cartridge  frame. 

9.  The  apparatus  as  claimed  in  claim  1,  wherein 
45  an  energy  supplying  means  for  supplying  driv- 

ing  energies  for  use  at  the  side  of  said  car- 
tridge  is  provided  at  the  stationary  tank  side  or 
the  stationary  pipeline  side. 

50  10.  The  apparatus  as  claimed  in  claim  1,  wherein  a 
detector  for  detecting  the  state  of  content  in 
the  pipe  is  provided  on  the  piping  element. 

11.  The  apparatus  as  claimed  in  claim  10,  wherein 
55  said  detector  is  a  flowmeter. 

12.  The  apparatus  as  claimed  in  claim  10,  wherein 
said  detector  is  an  electric  conductivity  meter. 

18 
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13.  The  apparatus  as  claimed  in  claim  1,  wherein  a 
means  for  controlling  the  system  is  provided  in 
the  cartridge  frame. 

14.  The  apparatus  as  claimed  in  claim  1,  wherein  5 
an  information  communication  means  is  pro- 
vided  in  the  cartridge  frame. 

15.  A  system  utilizing  the  cartridged  piping-con- 
necting  apparatus  as  claimed  in  claim  1  ,  which  10 
comprises  the  transporting  of  said  apparatus  to 
a  prescribed  position  between  a)  a  stationary 
tank  and  a  stationary  pipeline  or  b)  a  stationary 
pipeline  and  another  stationary  pipeline,  and 
connecting  said  apparatus  between  a)  said  sta-  is 
tionary  tank  and  said  stationary  pipeline  or  b) 
said  stationary  pipeline  and  said  another  sta- 
tionary  pipeline  by  the  a  coupling  means. 

16.  A  system  of  batch-wise  production  which  com-  20 
prises  utilizing  a  system  as  claimed  in  claim 
15. 

25 
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