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(54) Apparatus and method for managing push-to-talk in a mobile phone.

(57) In an apparatus and method for managing talk
burst authority using voice recognition (103) in a mobile
communications terminal for a PTT service, when a voice
(or audio) is inputted through a microphone (101), a voice
recognition processor is driven for a particular time at a
time point that a trigger signal is generated by the inputted
voice by adding a voice activity detector for generating

the trigger signal to a PTT terminal having the voice rec-
ognition processor, so as to confirm the inputted voice.
At this time, when the inputted voice is for requesting
permission to speak or for releasing permission to speak,
a main processing unit of the PTT terminal transmits a
talk burst request message or a talk burst release mes-
sage to a PTT server.
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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to a mobile com-
munications terminal, and particularly, to an apparatus
and method for managing talk burst authority using voice
(or audio) detection and recognition in a mobile commu-
nications terminal for a Push-To-Talk (PTT) service.

2. Background of the Related Art

[0002] A Push-To-Talk (PTT) service is a service using
a half-duplex mode in which only one user can be allowed
to speak (i.e., receive talk burst authority). The PTT serv-
ice provides one-to-one or one-to-group conversations
according to a user selection.
[0003] The one-to-group conversation can embody the
PTT service for a plurality of conversation parties. When
a certain user presses a PTT key by selecting a plurality
of users or groups, a session is established between PTT
terminals through a PTT server, and all of the selected
recipients take part in the session, thereby transmitting
and receiving voice (or audio) data.
[0004] A mobile communications terminal (hereinafter,
referred to as a PTT terminal) for all the PTT services
having the established session can provide PTT commu-
nications. However, the PTT terminal must receive talk
burst authority to transmit the voice (or audio) data, and
the PTT server manages the talk burst authority so as to
allow only one of users having taken part in the session
to transmit the voice (or audio) data.
[0005] In the related art, the user must perform a series
of operations for pressing or releasing a PTT key estab-
lished in the PTT terminal to thusly request talk burst
authority or release his talk burst authority allocated
thereto. As a result, when the user is in a condition that
he can not use his hands or must perform such operations
several times, the user could not conveniently use such
function.
[0006] Those problems can be solved by performing
the process for requesting and releasing the talk burst
authority using voice (or audio) recognition instead of
handling the PTT key. That is, when the user inputs into
the PTT terminal a word which is previously designated
to use in the cases of requesting and releasing permis-
sion to speak, the PTT terminal recognizes the inputted
voice (or audio) and confirms whether the corresponding
voice (or audio) is a voice for requesting talk burst au-
thority or releasing it. According to the result of the con-
firmation, the PTT terminal transmits a talk burst request
message or a talk burst release message to the PTT
server.
[0007] However, in case that the talk burst authority is
managed using the voice recognition, the PTT terminal
requires great resources including power in order to rec-

ognize the voice inputted by the user. That is, the PTT
terminal which uses limited resources wastes power to
continuously monitor whether the voice is inputted
through a microphone or not. Furthermore, the PTT ter-
minal requires various software or hardware processors
for voice recognition to precisely recognize the voice in-
putted through the microphone. As a result, great re-
sources are inefficiently consumed.

SUMMARY OF THE INVENTION

[0008] Therefore, an object of the present invention is
to provide an apparatus and method for managing talk
burst authority of a mobile communications terminal for
a Push-To-Talk (PTT) service capable of minimizing re-
sources which a PTT terminal uses to recognize a voice
(or audio) inputted by a user.
[0009] To achieve these and other advantages and in
accordance with the purpose of the present invention, as
embodied and broadly described herein, there is provid-
ed an apparatus for managing talk burst authority of a
mobile communications terminal for a PTT service com-
prising: a voice activity detector for generating a trigger
signal when a voice (or audio) is inputted through a mi-
crophone; a main processing unit for detecting the trigger
signal, controlling an operation of a voice recognition
processor, and controlling talk burst authority or voice (or
audio) conversations according to the voice recognition
result; and a buffer for temporarily storing the voice in-
putted through the microphone.
[0010] To achieve these and other advantages and in
accordance with the purpose of the present invention, a
method for managing talk burst authority of a mobile com-
munications terminal for a PTT service comprises: de-
tecting, by a main processing unit, a trigger signal gen-
erated by a voice inputted through a microphone; con-
firming the inputted voice by driving a voice recognition
processor by the main processing unit; and transmitting
to a PTT server a message for talk burst authority by the
main processing unit when the inputted voice is related
to the corresponding talk burst authority.
[0011] According to another embodiment of the
present invention, a method for managing talk burst au-
thority of a mobile communications terminal for a PTT
service comprises: generating a trigger signal by a voice
activity detector when a voice is inputted through a mi-
crophone; driving a voice recognition processor for a par-
ticular time by a main processing unit which has detected
the trigger signal, and confirming the inputted voice;
transmitting a talk burst request message to a PTT server
by the main processing unit when the voice corresponds
to the voice for requesting the talk burst authority; and
transmitting a talk burst release message to the PTT serv-
er by the main processing unit when the voice corre-
sponds to the voice for releasing the talk burst authority.
[0012] According to still anther embodiment of the
present invention, a method for managing talk burst au-
thority of a mobile communications terminal for a PTT
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service comprises: detecting, by a main processing unit,
a trigger signal generated from a voice activity detector
by an inputted voice (or audio); driving a voice recognition
processor by the main processing unit to thusly confirm
the inputted voice, and thereafter terminating the corre-
sponding voice recognition processor; transmitting, by
the main processing unit, a talk burst request message
to a PTT server when the inputted voice is related to a
talk burst request; transmitting the inputted voice to the
PTT server and storing the inputted voice in a buffer, by
the main processing unit, when the talk burst authority is
received; driving the voice recognition processor by the
main processing unit to confirm the inputted voice, and
thereafter terminating the corresponding voice recogni-
tion processor when the trigger signal is generated from
the voice recognition detector; and transmitting a talk
burst release message to the PTT server by the main
processing unit when the inputted voice is related to a
talk burst releasing.
[0013] The foregoing and other objects, features, as-
pects and advantages of the present invention will be-
come more apparent from the following detailed descrip-
tion of the present invention when taken in conjunction
with the accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0014] The accompanying drawings, which are includ-
ed to provide a further understanding of the invention and
are incorporated in and constitute a part of this specifi-
cation, illustrate embodiments of the invention and to-
gether with the description serve to explain the principles
of the invention.
[0015] In the drawings:

Fig. 1 is a block diagram showing an inner construc-
tion of a PTT terminal according to the present in-
vention; and
Figs. 2A and 2B are flow charts showing sequential
steps of a method for managing talk burst authority
according to the present invention.

DETAILED DESCRIPTION OF THE INVENTION

[0016] Reference will now be made in detail to the pre-
ferred embodiments of an apparatus and method for
managing talk burst authority of a mobile communica-
tions terminal for a PTT service according to the present
invention, examples of which are illustrated in the accom-
panying drawings.
[0017] The present invention may further include a
voice activity detector for generating a trigger signal in a
PTT terminal when a user inputs a voice (or audio)
through a microphone. In other words, when the user
inputs a specific voice, the voice activity detector gener-
ates the trigger signal, and a main processing unit of the
PTT terminal performs a series of operations for recog-
nizing the inputted voice from a time point of detecting

the trigger signal.
[0018] In a method for implementing processes for re-
questing and releasing talk burst authority using a user
voice (or audio), the present invention provides explana-
tions for time points that a voice recognition processor
for recognizing the user voice starts or terminates its op-
eration, and a process for transmitting a talk burst request
message or a talk burst release message from the PTT
terminal to a PTT server according to the voice recogni-
tion result.
[0019] Fig. 1 is a block diagram showing a construction
of the PTT terminal according to the present invention.
The PTT terminal includes: a voice activity detector 102
for generating a trigger signal when a voice (or audio) is
inputted through a microphone 101 of the PTT terminal;
a voice converter 103 for coding the voice (or audio) in-
putted through the microphone 101 or decoding the re-
ceived voice, to thereafter output the voice through a
speaker 104; a high frequency processing unit 106 for
transmitting and receiving high frequency audio signals;
a main processing unit 105 for handling conversations
and voice recognition via the high frequency processing
unit 106; and a memory 107 for storing various programs
and data for driving the main processing unit 105.
[0020] The PTT terminal further includes a buffer (not
shown) for temporarily storing the user voice inputted
through the microphone 101 for recognition thereof. At
this time, the buffer may be included in the main process-
ing unit 105 or separately exist, and operate using a First
In First Out (FIFO) method in which a previously inputted
voice is outputted earlier.
[0021] Figs. 2A and 2B are the flow charts showing
sequential steps of a method for managing a talk burst
authority according to the present invention, in which the
PTT terminal recognizes the user voice and thus re-
quests or releases the talk burst authority.
[0022] First, in order to request or release talk burst
authority using the voice recognition, a particular word
or sentence used for requesting the talk burst authority
or a particular word or sentence used for releasing the
talk burst authority must be previously established in the
PTT terminal. For instance, the user establishes the word
or sentence for requesting permission to speak as ’re-
quest’ or ’start’, and word or sentence for releasing per-
mission to speak as ’release’ or ’terminate’.
[0023] Hereinafter, in the detailed explanations there-
for, the word for requesting the talk burst authority is as-
sumed as ’request’ or ’start’, and the word for releasing
the talk burst authority is assumed as ’release’ or ’termi-
nate’.
[0024] As shown in Fig. 2, when a user inputs his voice
(or audio) through the microphone 101 of the PTT termi-
nal (S11), the voice activity detector 102 in the PTT ter-
minal generates a trigger signal (S13). At this time, when
the user inputs the voice into a PTT terminal of which
voice recognition processor does not operate, the voice
activity detector 102 is triggered from ’low’ to ’high’.
[0025] When the voice activity detector 102 generates
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a signal which is triggered from ’low’ to ’high’, the main
processing unit 105 drives the voice recognition proces-
sor, and confirms the user voice inputted through the
microphone 101 by the voice recognition processor,
thereafter terminating the corresponding voice recogni-
tion processor (S15). At this time, the voice recognition
processor is driven for a specific time, namely, time that
the user takes to speak (or pronounce) ’request’ or ’start’,
and then terminated.
[0026] If the voice confirmed by the voice recognition
processor corresponds to ’request’ or ’start’, or another
voice which is previously established for requesting per-
mission to speak (S17), the main processing unit 105
transmits a talk bust request message to a PTT server
(not shown) (S19). Conversely, if the voice confirmed by
the voice recognition processor does not correspond to
’request’ or ’start’, or another voice which is previously
established for requesting permission to speak, the main
processing unit 105 does not transmit the talk burst re-
quest message.
[0027] When the PTT terminal 100 is allowed to speak
(i.e., receives talk burst authority) by the PTT server
(S21), the user voice inputted through the microphone
101 is transmitted to the PTT server through the main
processing unit and simultaneously stored in the buffer
(S23). At this time, the buffer is driven by a FIFO method
in which when a voice is inputted, a previously inputted
voice is outputted, and thus the latest inputted voice is
stored at any time. The buffer has such size correspond-
ing to that the voice established by the user to request a
talk burst authority release like ’release’ or ’terminate’
can be stored therein.
[0028] That is, after the PTT terminal is allowed to
speak (i.e, receives talk burst authority), if the user voice
is inputted through the microphone 101, the voice activity
detector 102 generates a signal which is triggered from
’low’ to ’high’, and the main processing unit 105 drives
the voice recognition processor to thusly confirm the in-
putted voice. If the inputted voice is not the voice estab-
lished as ’request’, ’start’ ’release’ or ’terminate’, the
voice recognition processor is driven for a particular time,
but the talk burst request message or talk burst release
message is not transmitted to the PTT server. At the
same time, the main processing unit 105 of the PTT ter-
minal transmits the user voice to the PTT server and
stores the user voice in the buffer.
[0029] If the user who is allowed to speak does not
input any voice for a particular time, the voice activity
detector 102 generates a signal which is triggered from
’high’ to ’low’ (S25). The main processing unit 105 drives
the voice recognition processor and thus confirms the
latest voice stored in the buffer, thereafter terminating
the corresponding voice recognition processor (S27).
[0030] That is, after the user inputs ’release’ or ’termi-
nate’ to release the talk burst authority, or another voice
which the user establishes for releasing the talk burst
authority, if the user does not input any voice for a par-
ticular time, the voice activity detector 102 is triggered

from ’high’ to ’low’. The main processing unit 105 senses
the generation of the trigger signal and drives the voice
recognition processor so as to confirm the latest voice
stored in the buffer, thereafter terminating the voice rec-
ognition detector. At this time, the voice recognition proc-
essor is driven for a particular time that the user takes to
speak (or pronounce) ’release’, ’terminate’ or another
voice which the user establishes for releasing the talk
burst authority, and then terminated.
[0031] If the voice confirmed by the voice recognition
processor is ’release’, ’terminate’ or another voice which
the user establishes for releasing the talk burst authority
(S29), the main processing unit 105 transmits the talk
burst release message to the PTT server (S31). Con-
versely, if the voice confirmed by the voice recognition
processor is not ’release’, ’terminate’ or another voice
which the user establishes for releasing the talk burst
authority, the main processing unit 105 senses this case
as the user stops a voice input for a moment, and thus
does not transmit the talk burst release message. The
main processing unit 105 continuously performs such
processes for maintaining the state that the talk burst is
received (i.e., the user is allowed to speak), transmitting
the voice inputted by the user to the PTT server, and
storing the inputted voice in the buffer.
[0032] Features of the present invention will now be
described. First, in the process for requesting permission
to speak, if the voice activity detector is triggered from
’low’ to ’high’, the voice recognition processor is driven.
The voice inputted through the microphone is recognized
as a voice established by the user for requesting permis-
sion to speak, the main processing unit of the PTT ter-
minal transmits the talk burst request message to the
PTT server.
[0033] Second, in the process for transmitting the user
voice to the PTT server by the PTT terminal which has
received permission to speak, the user voice inputted
through the microphone is transmitted to the PTT server
and simultaneously stored in the buffer of the PTT termi-
nal. At this time, the buffer has such size corresponding
to that the voice established for releasing the permission
to speak can be stored, so that the voice recognition proc-
essor can confirm the voice established by the user for
releasing the talk burst authority. The buffer also stores
the latest inputted voice.
[0034] Third, in the process for releasing permission
to speak, if the user inputs a voice (or audio) established
for releasing the talk burst authority and does not input
any other voice for a particular time, the voice activity
detector is triggered from ’high’ to ’low’ and the voice
recognition processor is driven. The voice recognition
processor confirms the latest voice stored in the buffer.
When the voice stored in the buffer corresponds to the
voice established for releasing the talk burst authority,
the main processing unit of the PTT terminal transmits
the talk burst release message to the PTT server.
[0035] In the present invention, the voice recognition
processor initiates its operation at a time point that the
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voice activity detector is triggered from ’low’ to ’high’ or
from ’high’ to ’low’, and is driven for a particular time from
the time point of initiating its operation, namely, for time
taken by recognizing the voice established for requesting
or releasing the talk burst, thereafter being terminated.
[0036] As aforementioned, in the apparatus and meth-
od for managing talk burst authority of a mobile commu-
nications terminal for a PTT service according to the
present invention, in case of requesting or releasing per-
mission to speak using voice (or audio) recognition, con-
sumption of power and unnecessary hardware resources
caused by a processor which continuously recognize a
user voice, can be effectively minimized by defining time
points for starting and terminating the operation of a voice
recognition processor.
[0037] As the present invention may be embodied in
several forms without departing from the spirit or essen-
tial characteristics thereof, it should also be understood
that the above-described embodiments are not limited
by any of the details of the foregoing description, unless
otherwise specified, but rather should be construed
broadly within its spirit and scope as defined in the ap-
pended claims, and therefore all changes and modifica-
tions that fall within the metes and bounds of the claims,
or equivalence of such metes and bounds are therefore
intended to be embraced by the appended claims.

Claims

1. An apparatus for managing talk burst authority in a
mobile communications terminal for a Push-To-Talk
(PTT) service, comprising:

a voice activity detector for generating a trigger
signal when a voice (or audio) is inputted
through a microphone;
a main processing unit for detecting the trigger
signal, controlling an operation of a voice rec-
ognition processor, and controlling talk burst au-
thority and voice conversations according to the
voice recognition result; and
a buffer for temporarily storing the voice inputted
through the microphone.

2. The apparatus of claim 1, wherein the voice activity
detector generates a signal triggered from ’low’ to
’high’ or from ’high’ to ’low’.

3. The apparatus of claim 1, wherein the main process-
ing unit transmits a talk burst request message to a
PTT server when the inputted voice is the voice es-
tablished for requesting permission to speak, while
transmitting a talk burst release message to the PTT
server when the inputted voice is the voice estab-
lished for releasing permission to speak.

4. The apparatus of claim 1, wherein the buffer is driven

by a First In First Out (FIFO) method.

5. A method for managing talk burst authority of a mo-
bile communications terminal for a PTT service com-
prising:

detecting, by a main processing unit, a trigger
signal generated by a voice inputted through a
microphone;
driving a voice recognition processor by the
main processing unit to thus confirm the inputted
voice; and
when the inputted voice is related to talk burst
authority, transmitting to a PTT server a mes-
sage with respect to the corresponding talk burst
authority by the main processing unit.

6. The method of claim 5, wherein the step of confirming
the inputted voice further comprises driving the voice
recognition processor for a particular time from a
time point at which the trigger signal is generated to
thusly confirm the voice, by the main processing unit,
and thereafter terminating the voice recognition
processor.

7. The method of claim 5, wherein the step of transmit-
ting the message with respect to the talk burst au-
thority comprises:

when the inputted voice is the voice established
for requesting the talk burst authority, transmit-
ting a talk burst request message to the PTT
server by the main processing unit; and
when the inputted voice is the voice established
for releasing the talk burst authority, transmitting
a talk burst release message to the PTT server
by the main processing unit.

8. The method of claim 5, wherein the trigger signal is
triggered from ’low’ to ’high or from ’high’ to ’low’.

9. A method for managing talk burst authority of a mo-
bile communications terminal for a PTT service com-
prising:

when a voice is inputted through a microphone,
generating a trigger signal by a voice activity de-
tector;
driving a voice recognition processor for a par-
ticular time by a main processing unit which de-
tects the trigger signal, and confirming the input-
ted voice;
when the voice is for requesting permission to
speak, transmitting a talk burst request mes-
sage from the main processing unit to a PTT
server; and
when the voice is for releasing permission to
speak, transmitting a talk burst release message
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from the main processing unit to the PTT server.

10. The method of claim 9, wherein the trigger signal is
triggered from ’low’ to ’high’ or from ’high’ to ’low’.

11. The method of claim 9, wherein the time for driving
the voice recognition processor corresponds to time
taken by speaking (or pronouncing) the voice for re-
questing permission to speak or the voice for releas-
ing permission to speak.

12. The method of claim 9, wherein the voice for request-
ing the talk burst authority is one of ’request’, ’start’
or another voice that a user establishes.

13. The method of claim 9, wherein the voice for releas-
ing the talk burst authority is one of ’release’, ’termi-
nate’ or another voice that a user establishes.

14. The method of claim 9, further comprising when the
talk burst authority is received, transmitting, by the
main processing unit, the user voice inputted through
the microphone to the PTT server and simultaneous-
ly storing the user voice in a buffer.

15. The method of claim 14, wherein the buffer is driven
by a First In First Out (FIFO) method.

16. A method for managing talk burst authority of a mo-
bile communications terminal for a PTT service com-
prising:

detecting, by a main processing unit, a trigger
signal generated from a voice activity detector
by an inputted voice;
driving a voice recognition processor by the
main processing unit to thusly confirm the input-
ted voice, and thereafter terminating the corre-
sponding voice recognition processor;
when the inputted voice is for requesting per-
mission to speak, transmitting a talk burst re-
quest message to a PTT server by the main
processing unit;
when the talk burst authority is received, trans-
mitting the inputted voice to the PTT server and
storing the voice in a buffer, by the main process-
ing unit;
when the trigger signal is generated from the
voice activity detector, driving the voice recog-
nition processor by the main processing unit to
thusly confirm the inputted voice, and thereafter
terminating the corresponding voice recognition
processor; and
when the inputted voice is for releasing permis-
sion to speak, transmitting a talk burst release
message to the PTT server by the main process-
ing unit.

17. The method of claim 16, wherein the trigger signal
generated by the inputted voice is a signal which is
triggered from ’low’ to ’high’.

18. The method of claim 16, wherein when the talk burst
authority is received, the generated trigger signal is
a signal which is triggered from ’high’ to ’low’ when
the user stops a voice input for a particular time.

19. The method of claim 16, wherein the buffer is driven
by a First In First Out (FIFO) method.

20. The method of claim 16, wherein the buffer has such
size corresponding to that the voice for releasing the
talk burst authority can be stored.
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