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©  A  postage  scale  (1)  and  method  of  operation. 
The  scale  has  two  or  more  modes  (M  ̂ M2,  M3)  of 
operation.  In  a  first  mode  the  scale  outputs  the 
weight  of  an  item  to  within  a  first,  coarse  incre- 
ment.  In  a  second  mode  (M2),  the  scale  outputs 
the  weight  of  an  item  to  within  a  second,  fine 
increment.  In  one  embodiment,  a  third  mode 
(M3)  is  selected  with  a  coarse  increment  de- 
pending  on  the  type  of  carrier  and  item  weight. 
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BACKGROUND  OF  THE  INVENTION 

The  present  invention  relates  to  the  field  of  postage  scales.  More  specifically,  in  one  embodiment  the  inven- 
tion  provides  an  improved  postage  scale  with  variable  modes  of  operation. 

5  Postage  scales  and  meters  are  commonplace  in  mail  rooms  everyhere.  Such  postage  systems  have 
become  ever  more  sophisticated  in  their  ability  to  provide  a  large  variety  of  services  to  a  user.  For  example, 
many  postage  systems  today  weigh  an  article,  provide  a  user  with  a  selection  of  postage  options  (such  as  first 
class,  express  mail,  and  the  like).  The  user  selects  the  desired  mail  service  from  the  various  options.  The  user 
then  selects  from  optional  services  (registered  mail  and  the  like)  and  enters  the  destination  of  the  item  via  a 

w  zip  or  zone  code.  From  the  above  information  the  postage  scale  indicates  the  postage  amount  needed  and/or 
issues  postage  for  the  required  amount.  U.S.  Patent  Nos.  4,484,307  (Quatse  et  al.),  4,644,142  (Payn),  and 
4,742,469  (Haines)  (all  assigned  to  the  assignee  of  the  present  invention)  disclose  postage  systems  with  rep- 
resentative  features  and  are  incorporated  herein  by  reference  for  all  purposes. 

While  meeting  with  substantial  success,  prior  postage  systems  have  also  met  with  certain  limitations.  For 
15  example,  in  many  applications  it  is  desirable  that  a  postage  scale  weigh  a  package  quickly  and  indicate  the 

weight  to  the  user  in  only  a  coarse  scale.  For  example,  a  particular  user  may  wish  to  have  a  particular  package 
weighed  only  in  0.5  ounce  increments.  In  some  cases  a  postage  scale  may  be  able  to  weigh  the  package  more 
quickly  to  this  degree  of  accuracy,  although  it  may  occasionally  result  in  the  application  of  slightly  more  than 
the  required  amount  of  postage. 

20  In  some  cases,  however,  a  user  may  need  to  weigh  a  package  to  a  finer  scale  or  a  coarser  scale.  For 
example,  when  a  user  is  using  a  scale  for  over-the-counter  transactions,  the  user  must  meet  NTEP  (National 
Type  Evaluation  Program)  requirements  as  described  in  NTEP  Handbook  94,  which  is  incorporated  herein  by 
reference. 

It  has  been  exceedingly  difficult  in  many  prior  postage  scales  to  switch  from  one  mode  of  weighing  an  article 
25  to  another.  Many  postage  scales  have  not  provided  for  such  changes,  or  have  permitted  such  changes  only 

by  way  of  substantial  or  complete  hardware  or  software  changes  within  the  scale  itself. 

SUMMARY  OF  THE  INVENTION 

30  The  present  invention  provides  an  improved  postage  scale  system  with  multiple  modes.  A  user  selects  be- 
tween  these  modes  by  pressing  a  button  or  other  suitable  interface  on  the  scale.  In  a  first  mode,  the  scale  out- 
puts  the  weight  only  to  a  first,  coarse  scale.  In  a  second  mode  the  weight  is  output  in  a  second,  finer  scale. 
The  second,  finer  scale  indicates  the  weight  to  within  a  smaller  variation  in  weight  than  the  first,  coarser  scale. 
For  example,  in  the  first  mode  the  scale  may  indicate  the  weight  in  0.5  ounce  increments,  while  in  the  second 

35  mode  the  scale  may  indicate  the  weight  in  0.1  ounce  increments. 
Accordingly,  in  one  embodiment  the  invention  provides  a  system  for  determining  the  weight  of  an  article 

to  be  mailed.  The  system  includes  a  scale  and  processing  means  connected  to  an  output  of  the  scale,  the  pro- 
cessing  means  having  at  least  a  first  mode  and  a  second  mode  of  operation  selectable  by  a  user,  the  processing 
means  having  a  coarse  output  precision  based  on  the  output  of  the  scale  in  the  first  mode  and  a  fine  output 

40  precision  based  on  the  output  of  the  scale  in  the  second  mode,  the  output  of  the  processing  means  indicating 
the  weight  of  an  article  to  be  mailed. 

A  further  understanding  of  the  nature  and  advantages  of  the  inventions  herein  may  be  realized  by  reference 
to  the  remaining  portions  of  the  specification  and  the  attached  drawings. 

45  BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Fig.  1  is  an  overall  block  diagram  illustrating  the  hardware  components  of  the  system  disclosed  herein;  and 
Fig.  2  is  an  overall  block  diagram  illustrating  the  operation  of  the  software  utilized  herein. 
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DESCRIPTION  OF  THE  PREFERRED  EMBODIMENTS 
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I.  Hardware  Description 

Fig.  1  illustrates  the  hardware  components  of  the  postage  scale  system  1  disclosed  herein.  The  system 
operates  under  the  direction  of  a  CPU  10  which  may  be,  for  example,  discrete  logic  or  one  or  more  microp- 

15  rocessors  known  to  those  of  skill  in  the  art  such  as  a  model  no.  8088  made  by  Intel.  The  invention  is  illustrated 
herein  primarily  with  reference  to  a  single  CPU  1  0,  but  the  invention  could  readily  be  carried  out  using  multiple 
logic  devices  within  multiple  components  of  the  system.  For  example,  a  portion  of  the  function  herein  may  be 
conducted  in  the  scale  or  postage  meter.  Alternatively,  discrete  logic  may  be  used  to  perform  all  or  part  of  the 
functionality  herein. 

20  A  user  interfaces  with  the  CPU  via  a  keyboard  or  other  input  device  12.  The  invention  is  illustrated  with 
regard  to  the  use  of  discrete  keys  for  selection  of  modes,  but  it  will  be  understood  that  a  variety  of  input  systems 
could  be  utilized.  For  example,  the  system  could  obtain  input  from  a  video  display  and  mouse,  or  a  generic 
keypad  such  as  that  described  in  application  Serial  No.  (Attorney  Docket  No.  6969-86), 
filed  on  ,  assigned  to  the  assignee  of  the  present  invention  and  incorporated  herein  by 

25  reference  for  all  purposes.  The  keypad  includes  mode  selection  keys  14a,  14b,  and  14c.  Fig.  1  illustrates  three 
mode  selection  keys,  but  the  present  invention  is  applicable  to  systems  with  more  or  fewer  modes  for  selection. 

The  CPU  10  also  receives  input  from  scale  16.  The  input  to  CPU  10  from  the  scale  16  will  generally  be  a 
digital  representation  of  the  weight  on  the  scale.  This  value  will  often  fluctuate  rapidly  when  the  user  places  an 
article  on  the  scale,  but  the  value  will  generally  settle  to  some  relatively  constant  value  after  a  time.  The  system 

30  feeds  articles  to  the  scale  automatically  in  some  embodiments  using  an  automatic  feeding  system  22,  although 
in  some  embodiments  a  user  feeds  the  scale  manually.  In  one  preferred  embodiment,  the  user  selects  between 
a  manual  feed  and  an  automatic  feed  mode. 

Based  on  selections  made  by  the  user  at  the  keyboard  12  and  input  from  the  scale  16,  the  CPU  provides 
output  to  a  display  20  and,  optionally,  to  postage  meter  1  8  for  issuance  of  postage.  The  form  of  the  output  will 

35  vary  widely  from  one  application  to  another.  For  example,  the  output  may  take  the  form  of  a  binary  represen- 
tation  of  the  weight  on  a  series  of  data  pins  in  the  CPU.  The  specific  value  of  the  output  from  the  CPU  will  vary 
depending  upon  the  mode  selected  by  the  user.  In  one  embodiment  the  user  selects  between  a  first  mode  and 
a  second  mode. 

In  the  first  mode  (sometimes  referred  to  herein  as  the  "shipping  mode")  the  output  from  the  CPU  is  coarse. 
40  As  used  herein,  the  term  coarse  refers  to  operations  in  which  the  scale  determines  the  weight  of  the  article  to 

within  a  variation  in  weight  which  is  relatively  less  precise  than  a  second  mode.  In  the  second  mode  (sometimes 
referred  to  herein  as  the  "commercial  mode"),  the  system  determines  the  weight  of  the  article  to  within  a  vari- 
ation  in  weight  which  is  fine.  As  used  herein  the  term  fine  means  relatively  more  precise  weight  output  than 
the  first  mode.  For  example,  in  the  first  (coarse)  mode  the  scale  may  output  weight  in  0.5  ounce  increments 

45  while  in  the  second  (fine)  mode  the  weight  is  output  in  0.1  ounce  increments. 
According  to  further  embodiments,  the  system  outputs  a  weight  in  which  the  coarseness  or  fineness  of  the 

output  depends  on  the  weight  of  the  article  on  the  scale.  In  most  embodiments,  the  output  of  the  scale  is  rela- 
tively  more  coarse  when  the  article  on  the  scale  is  relatively  heavy,  and  the  output  of  the  scale  is  relatively  more 
fine  when  the  article  is  relatively  light.  For  example,  in  one  embodiment,  the  first  mode  of  operation  outputs  the 

so  weight  in  0.5  ounce  increments  if  the  article  weighs  less  than  5  pounds,  but  outputs  the  weight  in  1  ounce  incre- 
ments  if  the  weight  of  the  article  is  greater  than  5  pounds.  The  second  mode,of  operation  outputs  the  weight 
of  the  article  in  0.1  ounce  increments  if  the  article  weighs  less  than  5  pounds,  and  outputs  the  weight  in  0.5 
ounce  increments  if  the  article  weighs  more  than  5  pounds.  Accordingly,  one  mode  of  operation  will  meet  the 
standards  set  forth  by  an  agency  such  as  NTEP,  while  another  mode  of  operation  outputs  information  much 

55  less  precisely. 
Table  1  summarizes  the  output  of  the  scale  according  to  one  preferred  embodiment  based  on  weight  and 

mode  of  operation. 
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T a b l e   1 

O u t p u t   P a r a m e t e r s   Based   on  Mode  and  W e i g h t  
5 

Mode  

F i n e   C o a r s e  
W e i a h t   (  c o m m e r c i a l )   ( s h i p p i n g )  

L e s s   t h a n   0  .  1  o u n c e   0  .  5  o u n c e  
5  l b s   i n c r e m e n t s   i n c r e m e n t s  

G r e a t e r   0  .  5  o u n c e   1  o u n c e  
t h a n   5  l b s   i n c r e m e n t s   i n c r e m e n t s  

According  to  still  further  embodiments,  the  scale  has  a  third  mode  of  operation.  The  user  selects  the  third 
20  mode  of  operation  (referred  to  herein  as  the  fast  weighing  mode)  by  pressing  the  third  mode  selection  key  14c. 

In  alternative  embodiments,  the  system  selects  the  fast  weighing  mode  automatically  when  the  automatic  feed 
is  activated. 

When  an  item  is  placed  on  the  scale,  the  output  from  the  scale  will  generally  fluctuate  for  some  time.  This 
problem  is  of  particular  concern  in  automatic  weighing  operations.  In  the  fast  weighing  mode,  the  CPU  monitors 

25  the  weight  output  by  the  scale  many  times  per  second.  The  CPU  selects  the  weight  when  the  maximum  and 
minimum  fluctuations  meet  some  tolerance  limit  (e.g.,  +1  oz).  The  tolerance  limit  varies  depending  on  the  weight 
range  and  type  of  carrier  in  preferred  embodiments.  Table  2  provides  illustrative  tolerances  for  various 
weights/carriers  which  are  used  in  one  specific  embodiment.  Furthermore,  in  the  fast  weighing  mode  the  scale 
is  set  to  a  relatively  more  coarse  display  increment.  Therefore,  in  automatic  weighing  operations,  the  weight 

30  indicated  by  the  scale  need  not  stabilize  to  within  a  narrow  increment  before  the  weight  is  output  and,  therefore, 
the  scale  weighs  articles  more  quickly. 

T a b l e   2 

F a s t   W e i g h i n g   A l g o r i t h m   M o d e  

C a r r i e r  

UPS,  R P S ,  
F e d e r a l   E x p r e s s ,   O t h e r  

W e i g h t   DHL.  USPS  C a r r i e r  

L e s s   t h a n   ±1  o u n c e   ±5  o u n c e  
5  l b s   t o l e r a n c e   t o l e r a n c e  

G r e a t e r   ±5  o u n c e   ±10  o u n c e  
t h a n   5  l b s   t o l e r a n c e   t o l e r a n c e  

II.  Software  Description 

Fig.  2  is  an  overall  flow  chart  illustrating  one  embodiment  of  the  software  in  CPU  20.  The  functionality  des- 
cribed  herein  will  often  be  carried  out  in  multiple  processors  in  the  system,  or  partially  or  wholly  in  discrete  logic 

55  in  the  system.  A  single  CPU  is  illustrated  herein  for  the  sake  of  simplicity. 
As  shown  in  Fig.  2,  at  step  100  the  system  initializes  the  software  to  set  various  default  values,  and  the 

like.  In  one  embodiment,  the  system  initializes  the  mode  to  a  preselected  value  (preferably  the  shipping  mode). 
The  system  operates  in  this  default  mode  when  the  user  does  not  strike  a  mode  key.  In  step  102  the  system 

5 
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tests  to  determine  if  a  mode  key  is  depressed.  If  so,  a  variable  is  set  to  identify  the  selected  mode  is  set  at  step 
104.  In  the  particular  embodiment  shown  herein,  the  variable  is  set  to  if  key  number  14a  is  depressed,  M2 
if  key  number  14b  is  depressed,  and  M3  if  key  14c  is  depressed. 

If  a  mode  key  is  not  currently  depressed,  or  after  setting  the  mode  to  the  desired  value,  the  system  then 
5  tests  the  scale  to  determine  if  an  article  has  been  placed  on  the  scale  at  step  106.  If  an  article  has  not  been 

placed  on  the  scale,  the  system  recycles  to  step  102.  If  an  article  has  been  placed  on  the  scale  the  system 
then  proceeds  to  step  108  (if  the  mode  variable  is  M ,̂  or  step  110  if  the  mode  variable  is  M2,  or  step  112  if  the 
mode  variable  is  M3. 

If  the  system  moves  to  step  1  08,  it  first  determines  if  the  currently  indicated  weight  of  the  article  is  greater 
w  than  some  test  weight  for  the  first  mode,  which  in  the  embodiment  herein  is  the  shipping  mode.  This  value  may 

be,  for  example,  5  pounds.  If  the  weight  of  the  article  is  less  than  five  pounds,  the  output  increment  is  set  to  Si 
(e.g.,  0.1  ounces)  at  step  114.  If  the  weight  of  the  article  is  greater  than  five  pounds,  the  output  increment  is 
set  to  S2  (e.g.,  0.5  ounces)  at  step  116.  At  step  118,  the  system  then  determines  if  the  weight  of  the  article  has 
stabilized  to  within  a  weight  variability  Si  or  S2  and,  if  so,  outputs  the  weight  at  step  120.  If  not,  the  system 

15  returns  to  step  108  and  repeats. 
A  similar  process  is  conducted  using  different  weight  increments  at  steps  122  and  124  if  mode  M2  has  been 

selected.  The  same  or  a  different  weight  stabilization  test  is  then  conducted  at  step  126  using  the  different  incre- 
ments  Ci  or  C2.  After  the  weight  has  stabilized  the  weight  is  output  at  step  128,  and  the  system  returns  to  the 
start  step.  If  the  weight  has  not  stabilized  to  within  the  increment,  the  system  returns  to  step  110  and  repeats. 

20  If  mode  M3  (the  fast  weighing  mode)  is  selected,  a  slightly  different  procedure  is  conducted.  After  checking 
the  currently  indicated  weight  of  the  article  against  the  test  weight  at  step  112,  the  system  checks  which  carrier 
the  user  has  selected  at  step  125  or  127,  and  then  sets  the  tolerance  limit  to  F2,  F3  or  F4  at  step  130,  131, 
132  or  133.  A  weight  stabilization  test  is  conducted  at  step  136.  Step  136  is  repeated  until  the  successive  weight 
fluctuation  is  within  the  tolerance  limit.  The  weight  is  output  at  step  1  38  and  the  system  returns  to  the  start  step. 

25 
III.  Conclusion 

The  invention  provides  substantially  more  flexibility,  versatility,  and  speed  in  a  postage  scale  system.  The 
above  description  is  illustrative  and  not  restrictive.  Many  variations  of  the  invention  will  become  apparent  to 

30  those  of  skill  in  the  art  upon  review  of  this  disclosure.  The  scope  of  the  invention  should,  therefore,  be  deter- 
mined  not  with  reference  to  the  above  description,  but  instead  should  be  determined  with  reference  to  the 
appended  claims  along  with  their  full  scope  of  equivalents. 

35  Claims 

1.  A  system  for  determining  a  weight  of  an  article  to  be  mailed  comprising: 
a)  a  scale;  and 
b)  processing  means  connected  to  an  output  of  said  scale,  said  processing  means  having  at  least  a 

40  first  mode  and  a  second  mode  of  operation  selectable  by  a  user,  said  processing  means  having  a  coarse 
output  precision  based  on  said  output  of  said  scale  in  said  first  mode  and  a  fine  output  precision  based 
on  said  output  of  said  scale  in  said  second  mode,  said  output  of  said  processing  means  indicating  said 
weight  of  an  article  to  be  mailed. 

45  2.  The  system  as  recited  in  claim  1  wherein  said  output  of  said  scale  is  time  varying,  said  processing  means 
adapted  to  output  said  weight  of  said  article  to  be  mailed  when  said  time  varying  output  stabilizes  to  within 
substantially  said  coarse  output  precision  in  said  first  mode  and  substantially  said  fine  output  precision  in 
said  second  mode. 

50  3.  The  system  as  recited  in  claim  1  further  comprising  a  third  mode  of  operation,  said  third  mode  of  operation 
for  automated  weighing  operations,  said  third  mode  of  operation  having  a  coarse  output  precision. 

4.  The  system  as  recited  in  claim  3  wherein  said  processing  means  is  adapted  to  adjust  said  coarse  output 
precision  to  become  coarser  when  a  series  of  articles  in  said  automated  weighing  operations  have  weights 

55  falling  within  selected  limits. 

5.  The  system  as  recited  in  claim  1  wherein  at  least  one  of  said  first  and  said  second  modes  adjust  said  output 
precision  based  on  a  weight  of  said  article  to  be  mailed. 

6 
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6.  The  system  as  recited  in  claim  1  wherein  at  least  one  of  said  first  and  said  second  mode  output  weights 
in  accordance  with  a  regulatory  standard. 

7.  The  system  as  recited  in  claim  1  adapted  to  display  said  weight  of  an  article  to  within  about  0.5  ounces 
5  in  said  first  mode  if  said  article  weighs  less  than  5  pounds. 

8.  The  system  as  recited  in  claim  1  adapted  to  display  said  weight  of  an  article  to  within  about  1  ounce  in 
said  first  mode  if  said  article  weighs  more  than  5  pounds. 

w  9.  The  system  as  recited  in  claim  1  adapted  to  display  said  weight  of  an  article  to  within  about  0.1  ounces 
in  said  second  mode  when  said  article  weighs  less  than  5  pounds. 

10.  The  system  as  recited  in  claim  1  adapted  to  display  said  weight  of  an  article  to  within  about  0.5  ounces 
in  said  second  mode  when  said  article  weighs  more  than  5  pounds. 

15 
11.  The  system  as  recited  in  claim  1  adapted  to  display  said  weight  of  an  article  in  accordance  with  the  fol- 

lowing  table: 

W e i g h t  

L e s s   t h a n  
5  l b  

G r e a t e r  
t h a n   5  l b  

S e c o n d  

0  .  1  o u n c e  
i n c r e m e n t s  

0  .  5  o u n c e  
i n c r e m e n t s  

Mode  

F i r s t  

0 .5   o u n c e  
i n c r e m e n t s  

1  o u n c e  
i n c r e m e n t s  

30  12.  A  method  of  indicating  the  weight  of  an  article  in  a  postage  system  comprising  the  steps  of: 
a)  weighing  an  article; 
b)  inputting  a  desired  mode  from  a  selection  of  modes  from  a  user,  said  modes  selected  from  a  first, 
coarse  mode  and  a  second,  fine  mode; 
c)  from  a  processing  means,  outputting  said  weight  in  said  selected  coarse  or  fine  mode  for  issuance 

35  of  postage. 

13.  A  method  as  recited  in  claim  12  further  comprising  the  step  of  making  said  output  coarser  if  said  article  is 
above  a  predetermined  weight  or  finer  if  said  article  is  below  a  predetermined  weight. 

40  14.  The  method  as  recited  in  claim  12  further  comprising  the  step  of  providing  a  third  mode  of  operation  for 
selection,  said  third  mode  of  operation  for  automated  weighing  operations,  said  third  mode  of  operation 
having  a  coarse  output. 

15.  The  method  as  recited  in  claim  14  further  comprising  the  step  of  adjusting  said  coarse  output  precision  to 
45  become  coarser  when  a  series  of  articles  in  said  automated  weighing  operations  have  weights  falling  within 

selected  limits. 

16.  The  method  as  recited  in  claim  12  wherein  at  least  one  of  said  first  and  said  second  modes  adjusts  output 
precision  based  on  a  weight  of  said  article  to  be  mailed. 

50 
17.  The  method  as  recited  in  claim  12  wherein  the  step  of  outputting  displays  weights  in  accordance  with  a 

regulatory  standard. 

18.  The  method  as  recited  in  claim  12  wherein  the  step  of  outputting  displays  a  weight  of  an  article  to  within 
55  about  0.5  ounces  in  said  first  mode  if  said  article  weighs  less  than  5  pounds. 

19.  The  method  as  recited  in  claim  12  wherein  the  step  of  outputting  displays  said  weight  of  an  article  to  within 
about  1  ounce  in  said  first  mode  if  said  article  weighs  more  than  5  pounds. 

7 
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20.  The  method  as  recited  in  claim  12  wherein  the  step  of  outputting  displays  said  weight  of  an  article  to  within 
about  0.1  ounces  in  said  second  mode  when  said  article  weighs  less  than  5  pounds. 

21.  The  method  as  recited  in  claim  12  wherein  the  step  of  outputting  displays  said  weight  of  an  article  to  within 
about  0.5  ounces  in  said  second  mode  when  said  article  weighs  more  than  5  pounds. 

22.  The  method  as  recited  in  claim  12  wherein  the  step  of  outputting  displays  said  weight  of  an  article  in  accord- 
ance  with  the  following  table: 

Mode 

W e i g h t  

L e s s   t h a n  
5  l b  

S e c o n d  F i r s t  

0  .  1  o u n c e  
i n c r e m e n t s  

0.5  o u n c e  
i n c r e m e n t s  

G r e a t e r  
t h a n   5  l b  

o  .  5  o u n c e  
i n c r e m e n t s  

1  o u n c e  
i n c r e m e n t s  
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