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©  Process  for  producing  2-methylnaphthalene  and  method  of  restoring  the  activity  of  solid  acid 
catalyst  used  in  that  process. 

©  A  process  for  producing  2-methylnaphthalene  which  comprises  performing  an  isomerization  reaction  on  a  1- 
methylnaphthalene  containing  feed  oil  by  contacting  said  feed  oil  with  a  solid  acid  catalyst  in  the  presence  of  at 
least  one  compound  selected  from  the  group  consisting  of  tetralin  and  alkyltetralins,  and  recovering  2- 
methylnaphthalene  from  the  resulting  reaction  product. 

Also  disclosed  is  a  method  of  restoring  the  activity  of  a  solid  acid  catalyst  for  isomerization  of  methylnaph- 
thalene,  in  which  a  solid  acid  catalyst  whose  activity  has  deteriorated  as  a  result  of  its  use  in  the  reaction  of 
isomerization  of  a  1-methylnaphthalene  containing  feed  oil  is  brought  into  contact  with  at  least  one  compound 
selected  from  the  group  consisting  of  tetralin  and  alkyltetralins. 
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Background  of  the  Invention 

Field  of  the  Invention 

5  This  invention  relates  to  process  for  producing  2-methylnaphthalene  from  1-methylnaphthalene  contain- 
ing  oils  with  high  yield  in  an  economical  way,  as  well  as  to  a  method  of  restoring  the  activity  of  the  solid 
acid  catalyst  used  in  that  process. 

Prior  Art 
70 

2-Methylnaphthalene  is  useful  as  an  intermediate  for  the  synthesis  of  dyes  and  pharmaceuticals  such 
as  vitamin  K.  In  recent  years  this  compound  has  also  been  considered  to  be  important  as  an  intermediate 
for  the  synthesis  of  2,6-naphthalenedicarboxylic  acid  which  is  a  starting  material  for  the  manufacture  of 
polyester  resins  having  high  heat  resistance  and  tensile  strength. 

75  2-Methylnaphthalene  is  contained  in  the  methylnaphthalene  fraction  which  is  obtained  by  distilling  the 
tar  resulting  from  dry-distillation  of  coals  and,  conventionally,  basic  materials  are  extracted  from  said 
methylnaphthalene  fraction,  followed  by  crystallization  or  distillation  to  recover  2-methylnaphthalene.  The 
methylnaphthalene  fraction  that  has  been  freed  of  basic  materials  and  can  be  subjected  to  crystallization  or 
distillation  contains  a  large  amount  of  1-methylnaphthalene  in  addition  to  2-methylnaphthalene.  Hence,  1- 

20  methylnaphthalene  will  naturally  be  present  in  a  large  quantity  in  the  residue  that  remains  after  crystalliza- 
tion  or  distillation  of  the  methylnaphthalene  fraction.  In  spite  of  its  typical  use  as  a  dye,  1-methylnaphthalene 
has  a  smaller  demand  in  industry  than  2-methylnaphthalene. 

The  reaction  for  isomerization  from  1-methylnaphthalene  to  2-methylnaphthalene  is  reported  by  V. 
Solinas  et  al.  in  Applied  Catalysis,  9,  1984,  pp.  109  -  117  and  ibid.,  5,  1983,  pp.  171  -  177  in  connection 

25  with  various  types  of  zeolite  that  were  used  as  isomerization  catalysts.  In  their  papers,  Solinas  et  al. 
described  the  activity  of  those  catalysts,  their  durability  and  the  method  of  regenerating  them. 

Japanese  Patent  Publication  No.  21018/1980  (corresponding  to  U.S.  Patent  No.  3,860,668)  describes 
isomerization  of  an  alkylbenzene,  in  particular,  mixed  xylene,  in  the  presence  of  a  silica  alumina  catalyst. 
According  to  this  patent,  a  cyclic  hydrocarbon  as  exemplified  by  tetralin,  decalin  or  cyclohexane  is 

30  additionally  used  to  improve  the  selectivity  for  paraxylene  in  the  isomerization  of  the  mixed  xylene  and  to 
reduce  the  carbon  deposition  on  the  catalyst. 

Summary  of  the  Invention 

35  The  present  inventors  conducted  intensive  studies  on  a  process  for  producing  2-methylnaphthalene 
which  comprises  subjecting  1-methylnaphthalene  containing  feed  oil  to  an  isomerization  reaction  in  the 
presence  of  a  solid  acid  catalyst  so  as  to  obtain  a  composition  containing  1-methylnaphthalene  and  2- 
methylnaphthalene  at  equilibrium  and  then  recovering  2-methylnaphthalene  from  said  equilibrium  composi- 
tion.  As  a  result,  the  present  inventors  learned  that  this  method  suffered  from  the  problem  that  the  activity 

40  of  the  solid  acid  catalyst  used  in  the  isomerization  reaction  would  drop  within  a  very  short  period  of  time. 
The  present  inventors  also  learned  that  solving  this  problem  was  very  important  for  the  purpose  of 
establishing  a  process  for  economical  and  advantageous  production  of  2-methylnaphthalene  from  a  1- 
methylnaphthalene  containing  feed  oil. 

Under  these  circumstances,  the  general  object  of  the  present  invention  is  to  provide  a  process  by  which 
45  2-methylnaphthalene  can  be  produced  from  a  1-methylnaphthalene  containing  oil  in  an  economically 

advantageous  way. 
A  first  specific  object  of  the  present  invention  is  to  provide  a  process  in  which  the  activity  of  a  catalyst 

for  isomerizing  1-methylnaphthalene  in  a  1-methylnaphthalene  containing  oil  to  2-methylnaphthalene  is 
retained  for  an  extended  period  so  that  2-methylnaphthalene  can  be  obtained  from  the  feed  oil  economically 

50  with  high  yield. 
A  second  specific  object  of  the  present  invention  is  to  provide  a  method  by  which  a  catalyst  the  activity 

of  which  has  been  deteriorated  as  a  result  of  its  use  in  isomerization  of  1-methylnaphthalene  in  a  1- 
methylnaphthalene  containing  oil  to  2-methylnaphthalene  can  be  regenerated  efficiently  without  interrupting 
the  operation  of  the  isomerization  step. 

55  The  present  inventors  conducted  intensive  studies  in  order  to  attain  those  objects  and  found  as  a  result 
that  the  activity  of  the  solid  acid  catalyst  used  for  isomerization  of  1-methylnaphthalene  to  2-methylnaph- 
thalene  could  be  sustained  for  a  remarkably  extended  period  with  a  high  selectivity  for  2-methylnaphthalene 
by  performing  the  isomerization  in  the  presence  of  tetralin  or  an  alkyltetralin.  Japanese  Patent  Publication 
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No.  21018/1980,  supra  (corresponding  to  USP  3,860,668)  is  concerned  primarily  with  the  isomerization  of 
mixed  xylene  consisting  of  p-xylene,  m-xylene,  o-xylene  and  ethylbenzene  and  it  has  nothing  to  do  with 
isomerization  from  1-methylnaphthalene  to  2-methylnaphthalene.  Furthermore,  this  patent  has  no  reference 
at  all  to  the  relationship  between  the  life  of  the  catalyst  activity  and  the  presence  of  tetralin  or  other  cyclic 

5  hydrocarbons  as  they  are  used  in  the  isomerization  of  mixed  xylene.  Therefore,  it  was  entirely  unexpected 
that  the  activity  of  the  catalyst  for  isomerization  of  1-methylnaphthalene  in  a  1-methylnaphthalene  containing 
oil  to  2-methylnaphthalene  could  be  retained  for  a  prolonged  time  with  a  high  selectivity  for  2-methylnaph- 
thalene  by  performing  that  isomerization  in  the  presence  of  tetralin  or  alkyltetralins. 

In  the  course  of  their  continued  studies,  the  present  inventors  performed  an  isomerization  reaction  on  a 
io  1-methylnaphthalene  containing  oil  after  hydrodesulfurization  and  found  unexpectedly  that  the  activity  of  the 

solid  acid  catalyst  for  the  isomerization  reaction  could  be  prolonged  with  a  high  selectivity  for  2- 
methylnaphthalene.  In  order  to  identify  the  reason  for  this  surprising  fact,  the  present  inventors  conducted 
further  investigation  and  found  the  following  facts:  1)  when  the  1-methylnaphthalene  containing  oil  was 
subjected  to  hydrodesulfurization,  part  of  the  methylnaphthalene  in  the  oil  underwent  nuclear  hydrogenation 

is  to  produce  a  small  amount  of  methyltetralin,  which  effectively  prevented  the  deactivation  (deterioration)  of 
the  solid  acid  catalyst  so  that  its  activity  could  be  retained  for  a  prolonged  period  with  a  high  selectivity  for 
2-methylnaphthalene;  and  2)  by  using  the  thus  produced  methyltetralin  so  as  to  control  appropriately  the 
amount  of  methyltetralin  to  be  supplied  to  the  subsequent  isomerization  step,  the  activity  of  the  solid  acid 
catalyst  used  in  the  isomerization  step  could  be  extended  for  a  longer  period. 

20  Hydrodesulfurization  is  generally  conducted  to  remove  sulfur  compounds  and  it  was  quite  unexpected 
and  surprising  that  the  isomerization  of  1-methylnaphthalene  to  2-methylnaphthalene  could  be  accom- 
plished  efficiently  over  a  prolonged  period  with  a  high  selectivity  for  2-methylnaphthalene  when  it  was 
preceded  by  the  step  of  hydrodesulfurization.  Needless  to  say,  by  performing  hydrodesulfurization,  any 
unwanted  sulfur  compounds  can  be  removed  and  the  2-methylnaphthalene  obtained  by  subsequent 

25  isomerization  has  a  such  a  high  purity. 
The  present  inventors  also  found  that  the  activity  of  the  solid  acid  catalyst  whose  activity  dropped  as  a 

result  of  its  use  in  the  reaction  of  isomerization  of  1-methylnaphthalene  in  a  1-methylnaphthalene  containing 
oil  to  2-methylnaphthalene  could  be  restored  effectively  by  adding  tetralin  or  alkyltetralins  to  the  isomeriza- 
tion  reaction  zone. 

30  The  present  invention  has  been  accomplished  on  the  basis  of  those  discoveries  by  the  present 
inventors  and  the  aforementioned  objects  can  be  attained  by  this  invention. 

The  present  invention  generally  encompasses  the  following  six  embodiments. 
In  its  first  embodiment,  the  present  invention  provides  a  process  producing  2-methylnaphthalene  which 

comprises  performing  an  isomerization  reaction  on  a  1-methylnaphthalene  containing  feed  oil  by  contacting 
35  said  feed  oil  with  a  solid  acid  catalyst  in  the  presence  of  at  least  one  compound  selected  from  the  group 

consisting  of  tetralin  and  alkyltetralins,  and  recovering  2-methylnaphthalene  from  the  resulting  reaction 
product. 

In  its  second  embodiment,  the  present  invention  provides  a  process  for  producing  2-methylnaphthalene 
which  comprises  hydrodesulfurizing  a  1-methylnaphthalene  containing  oil,  obtaining  a  1-methylnaphthalene 

40  containing  fraction  from  the  desulfurized  oil,  subjecting  said  fraction  to  isomerization  in  the  presence  of  a 
solid  acid  catalyst,  with  part  or  all  of  the  by-product  methyltetralin  in  the  hydrodesulfurization  step  being 
supplied  to  the  isomerization  step,  and  recovering  2-methylnaphthalene  from  the  resulting  reaction  product. 

In  its  third  embodiment,  the  present  invention  provides  a  process  for  producing  2-methylnaphthalene 
which  comprises  subjecting  a  hydrodesulfurized  1-methylnaphthalene  containing  oil  to  an  isomerization  step 

45  using  a  solid  acid  catalyst  and  recovering  2-methylnaphthalene  from  the  resulting  reaction  product  of  the 
isomerization  step. 

In  its  fourth  embodiment,  the  present  invention  provides  a  process  for  producing  2-methylnaphthalene 
which  comprises  hydrogenating  a  1-methylnaphthalene  containing  oil,  obtaining  a  1-methylnaphthalene 
containing  fraction  from  the  hydrogenated  oil,  subjecting  said  fraction  to  isomerization  in  the  presence  of  a 

50  solid  acid  catalyst,  with  part  or  all  of  the  by-product  methyltetralin  in  the  hydrogenation  step  being  supplied 
to  the  isomerization  step,  and  recovering  2-methylnaphthalene  from  the  resulting  reaction  product. 

In  its  fifth  embodiment,  the  present  invention  provides  a  process  for  producing  2-methylnaphthalene 
which  comprises  subjecting  a  hydrogenated  1-methylnaphthalene  containing  oil  to  an  isomerization  step 
using  a  solid  acid  catalyst  and  recovering  2-methylnaphthalene  from  the  resulting  reaction  product  of  the 

55  isomerization  step. 
In  accordance  with  these  five  embodiments,  the  aforementioned  first  specific  objects  of  the  present 

invention  can  be  attained. 
In  its  last  and  sixth  embodiment,  the  present  invention  provides  a  method  of  restoring  the  activity  of  a 
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solid  acid  catalyst  for  isomerization  of  methylnaphthalene,  in  which  a  solid  acid  catalyst  whose  activity  has 
deteriorated  as  a  result  of  its  use  in  the  reaction  of  isomerization  of  a  1-methylnaphthalene  containing  feed 
oil  is  brought  into  contact  with  at  least  one  compound  selected  from  the  group  consisting  of  tetralin  and 
alkyltetralins. 

5  In  accordance  with  this  last  embodiment,  the  aforementioned  second  specific  object  of  the  present 
invention  can  be  attained. 

Brief  Description  of  the  Drawings 

10  The  objects,  features  and  merits  of  the  present  invention  will  be  understood  in  a  better  way  by  referring 
to  the  accompanying  drawings,  in  which: 

Fig.  1  is  a  graph  showing  the  experimental  results  of  Example  1  and  Comparative  Example  1  in  terms  of 
the  time-dependent  change  in  the  conversion  of  1-methylnaphthalene  in  the  isomerization  reaction; 
Fig.  2  is  a  graph  showing  the  experimental  results  of  Example  2  and  Comparative  Example  2  in  terms  of 

is  the  time-dependent  change  in  the  conversion  of  1-methylnaphthalene  in  the  isomerization  reaction; 
Fig.  3  is  a  graph  showing  the  experimental  results  of  Example  3  and  Comparative  Example  3  in  terms  of 
the  time-dependent  change  in  the  conversion  of  1-methylnaphthalene  in  the  isomerization  reaction; 
Fig.  4  is  a  flowchart  for  a  specific  implementation  of  the  second  embodiment  of  the  present  invention; 
Fig  5  is  a  flowchart  for  a  specific  implementation  of  the  third  embodiment  of  the  present  invention,  and 

20  Fig.  6  is  a  graph  showing  the  experimental  results  of  Example  11  and  Comparative  Example  5  in  terms 
of  the  time-dependent  change  in  the  conversion  of  1-methylnaphthalene  in  the  isomerization  reaction. 

Detailed  Description  of  the  Invention 

25  The  more  preferred  embodiments  of  the  present  invention  and  their  merits  will  become  apparent  as  it  is 
described  below  in  detail. 

First  embodiment  of  the  invention 

30  To  begin  with,  the  first  embodiment  of  the  present  invention  is  described. 
Example  of  the  1-methylnaphthalene  containing  oil  include  pure  1-methylnaphthalene  and  an  oil  that  is 

a  mixture  of  1-methylnaphthalene  and  2-methylnaphthalene  and  that  contains  2-methylnaphthalene  at  a 
concentration  lower  than  that  of  thermodynamically  equilibrium  composition  of  1-methylnaphthalene  and  2- 
methylnaphthalene.  In  case  of  a  feed  oil  that  contains  2-methylnaphthalene  at  concentrations  higher  than 

35  that  of  thermodynamically  equilibrium  composition  of  1-methylnaphthalene  and  2-methylnaphthalene,  it  is 
advantageous  for  the  purpose  of  2-methylnaphthalene  production  to  separate  the  already  present  2- 
methylnaphthalene,  with  the  remainder  being  used  as  a  feed  to  be  isomerized.  Other  hydrocarbons  such  as 
naphthalene  may  be  present  as  impurities  in  the  feed  oil.  Specific  examples  of  the  1-methylnaphthalene 
containing  oil  include  coal  tar  and  petroleum  fractions  that  contain  1-methylnaphthalene.  More  specific 

40  examples  include  a  methylnaphthalene  fraction  which  contains  1-methylnaphthalene  and  2-methylnaph- 
thalene,  from  which  basic  materials  have  been  removed,  as  well  as  the  liquid  residue  that  remains  after  2- 
methylnaphthalene  is  recovered  by  crystallization  or  distillation  from  said  methylnaphthalene  fraction. 
Content  of  nitrogen  containing  compounds  as  impurities  in  the  1-methylnaphthalene  containing  feed  oil  is 
preferably  0.2  wt%  or  less,  more  preferably,  0.1  wt%  or  less,  as  calculated  for  the  nitrogen  atom. 

45  Generally,  it  is  preferred  for  industrial  purposes  that  the  feed  oil  contains  1-methylnaphthalene  in  an 
amount  of  at  least  10  wt%,  with  the  amount  of  at  least  20  wt%  being  particularly  preferred. 

In  the  first  embodiment  of  the  present  invention,  the  isomerization  reaction  is  performed  in  the  presence 
of  at  least  one  compound  selected  from  the  group  consisting  of  tetralin  and  alkyltetralins.  Alkyltetralins  are 
tetralin  compounds  having  1  -  8  alkyl  group  of  1  -  4  carbon  atoms,  which  are  bonded  to  a  tetralin  ring  on  at 

50  least  one  position  of  1  -  8.  Exemplary  alkyl  groups  include  methyl,  ethyl,  propyl  and  isopropyl.  These 
compounds  may  be  used  either  on  their  own  or  as  admixtures.  Of  these  compounds,  methyltetralin  is  the 
most  preferred  because  it  is  dehydrogenated  during  the  isomerization  reaction  to  be  converted  to 
methylnaphthalene,  which  is  further  isomerized  to  2-methylnaphthalene,  eventually  leading  to  a  higher  yield 
of  2-methylnaphthalene. 

55  If  the  isomerization  reaction  is  performed  in  the  presence  of  such  tetralin  or  alkyltetralins  (the  two 
groups  of  compounds  are  hereinafter  collectively  referred  to  as  "tetralins"),  the  activity  of  the  solid  acid 
catalyst  is  prolonged  remarkably  but  the  exact  reason  for  this  phenomenon  has  not  yet  been  fully 
unravelled. 

4 
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Tetralins  may  be  mixed  with  the  feed  oil  before  it  is  supplied  to  the  reactor  or,  alternatively,  they  may 
be  fed  to  the  reactor  separately  from  the  feed  oil.  Tetralins  may  be  used  at  any  proportions  with  respect  to 
the  feed  oil  but,  preferably,  tetralins  account  for  0.1  -  90%  of  the  total  weight  including  the  feed  oil,  with  the 
range  of  0.2  -  50%  being  more  preferred.  The  particularly  preferred  range  is  0.4  -  10%.  If  the  proportion  of 

5  tetralins  is  too  small,  they  are  not  completely  effective  in  prolonging  the  activity  of  the  solid  acid  catalyst 
and  in  obtaining  the  high  selectivity  for  isomerization  of  1-methylnaphthalene  to  2-methylnaphthalene.  If  the 
proportion  of  tetralins  is  too  great,  the  materials  that  do  not  participate  directly  in  the  isomerization  reaction 
will  be  fed  to  the  reactor  for  isomerization,  as  well  as  to  the  subsequent  step  of  purification  for  recovering  2- 
methylnaphthalene,  and  this  is  not  only  inefficient  but  also  uneconomical. 

io  Any  solid  acid  catalyst  may  be  used  in  isomerization  as  long  as  it  has  the  activity  for  isomerizing  1- 
methylnaphthalene  to  2-methylnaphthalene.  Specific  example  of  useful  solid  acid  catalysts  include  silica- 
alumina,  alumina  and  zeolite.  Among  them,  Y  zeolite  is  preferred  and  dealuminated  Y  zeolite  is  particularly 
preferred.  Dealuminated  Y  zeolite  is  superior  to  other  types  of  zeolite  in  that  its  catalytic  activity  can  be 
sustained  for  a  longer  time  and  that,  therefore,  the  addition  of  tetralins  can  accordingly  be  reduced. 

is  Dealumination  can  be  accomplished  by  a  steam  or  acid  treatment,  which  methods  are  known  per  se. 
The  solid  acid  catalysts  have  the  ability  to  dehydrogenate  tetralins.  Therefore,  if  methyltetralin  is  used, 

methylnaphthalene  is  produced  by  the  dehydrogenation  reaction  and  the  subsequent  isomerization  reaction 
will  produce  2-methylnaphthalene,  so  that  not  only  can  the  yield  of  the  product  2-methylnaphthalene  be 
increased  but  also  decrease  of  its  purity  due  to  the  addition  of  tetralins  can  be  minimized. 

20  The  isomerization  reaction  may  be  performed  by  either  a  continuous  flow  system  or  a  batch  system  but 
for  the  purpose  of  mass-production  on  an  industrial  scale,  an  continuous  flow  system  is  advantageous  from 
an  economic  viewpoint.  The  reaction  may  be  carried  out  in  either  a  vapor  or  a  liquid  phase.  The  reaction 
temperature  is  normally  in  the  range  of  300  -  600  °C  and  reaction  pressure  is  either  atmospheric  or 
superatmospheric;  in  the  latter  case,  the  pressure  may  be  close  to  one  atmosphere  or  much  higher  than 

25  that.  If  desired,  the  isomerization  reaction  may  be  performed  in  a  vapor  phase  at  low  pressures  of  ca.  0  -  10 
kg/cm2G  or  in  a  liquid  phase  at  high  pressures  of  ca.  10  -  50  kg/cm2G. 

When  performing  the  isomerization  reaction  in  a  vapor  phase,  one  may  or  may  not  use  a  diluent  gas 
such  as  nitrogen,  water  vapor,  or  hydrogen.  For  longer  maintenance  of  the  catalytic  activity,  hydrogen  is 
preferably  used  as  a  diluent  gas.  The  higher  the  degree  of  dilution,  the  longer  the  period  for  which  the 

30  activity  of  the  solid  acid  catalyst  can  be  sustained  and  the  higher  selectivity  for  2-methylnaphthalene  can  be 
obtained.  However,  if  tetralins  are  allowed  to  be  present  in  adequate  quantities,  the  catalytic  activity  can  be 
maintained  for  a  satisfactorily  long  period  even  if  only  a  small  amount  of  diluent  gas  is  used.  If  tetralins  are 
present  in  amounts  greater  than  a  certain  level  that  depends  on  the  kind  and  amount  of  catalyst  use,  there 
is  no  substantial  loss  in  the  catalytic  activity  even  in  the  absence  of  a  diluent  gas.  Thus,  saving  on  the 

35  diluent  gas  is  possible  according  to  the  first  embodiment  of  the  present  invention. 
In  the  isomerization  reaction,  WHSV  (the  weight  of  1-methylnaphthalene  passing  over  a  unit  weight  of 

catalyst  per  hour)  is  preferably  in  the  range  of  0.1  -  20  h-1.  If  WHSV  is  too  large,  a  satisfactorily  high 
conversion  of  1-methylnaphthalene  cannot  be  attained.  If  WHSV  is  too  small,  the  catalyst  packing  and  the 
reactor's  capacity  will  increase  to  cause  diseconomy. 

40  By  the  procedure  described  above,  1-methylnaphthalene  in  the  1-methylnaphthalene  containing  oil  is 
isomerized  to  2-methylnaphthalene,  which  is  recovered  from  the  resulting  reaction  product  by  a  suitable 
technique  such  as  distillation. 

The  first  embodiment  of  the  present  invention  offers  the  following  merits: 
(1)  Because  of  the  presence  of  tetralins,  the  life  of  the  solid  acid  catalyst  used  in  the  isomerization  step 

45  is  extended  remarkably  with  a  high  selectivity  for  2-methylnaphthalene,  thereby  making  it  possible  to 
recover  2-methylnaphthalene  from  the  1-methylnaphthalene  containing  oil  in  an  economically  advanta- 
geous  manner; 
(2)  If  methyltetralin  is  used  as  a  specific  example  of  tetralins  in  the  isomerization  step,  it  is  converted  to 
2-methylnaphthalene  as  a  result  of  dehydrogenation  and  isomerization  reactions  that  occur  in  the 

50  isomerization  step  and  this  improves  not  only  the  overall  yield  of  2-methylnaphthalene  but  also  decrease 
of  its  purity  due  to  the  addition  of  tetralins  can  be  minimized;  and 
(3)  Saving  on  diluent  gases  can  be  accomplished. 

Second  and  third  embodiments 
55 

The  second  and  third  embodiments  of  the  present  invention  are  described  below. 
The  1-methylnaphthalene  containing  feed  oil  to  be  used  as  the  starting  material  in  those  embodiments 

may  be  substantially  the  same  as  the  feed  oil  used  in  the  above-discussed  first  embodiment.  A  preferred 
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feed  oil  for  use  in  these  embodiments  is  a  methylnaphthalene  containing  oil  that  is  free  from  tar  basic 
compounds  and  indole  and  that  contains  at  least  80  wt%,  especially  at  least  90  wt%,  of  methylnaphthalenes 
(i.e.,  1-methylnaphthalene  and  2-methylnaphthalene)  before  hydrodesulfurization. 

Such  methylnaphthalene-containing  oils  can  be  readily  prepared  by  known  methods  from  treated  oils 
5  which  are  generally  obtained  by  fractional  distillation  of  coal  tar.  For  example,  tar  basic  compounds  may  be 

removed  by  scrubbing  with  sulfuric  acid  or  azeotropic  distillation;  indole  may  be  removed  by  solvent 
extraction,  alkali  fusion  and/or  oligomer  chlorination,  azeotropic  distillation,  etc;  and  hydrocarbon  compounds 
other  than  methylnaphthalene  may  be  separated  and  removed  by  distillation. 

If  the  total  content  of  1-methylnaphthalene  and  2-methylnaphthalene  before  hydrodesulfurization  is  less 
io  than  80  wt%,  the  energy  load  for  unit  operations  such  as  isomerization  and  2-methylnaphthalene  recovery 

will  increase,  so  the  total  content  of  two  methylnaphthalene  isomers  is  preferably  at  least  80  wt%,  more 
preferably  at  least  90  wt%.  Above  80  wt%,  methyltetralin  can  be  obtained  by  hydrodesulfurization  in  the 
necessary  and  sufficient  amount  for  the  subsequent  isomerization  step. 

The  solid  acid  catalyst  and  the  other  conditions  for  the  isomerization  reaction  to  be  performed  in  the 
is  second  and  third  embodiments  of  the  present  invention  may  be  identical  to  those  described  in  connection 

with  the  first  embodiment. 
An  example  of  the  process  for  producing  2-methylnaphthalene  in  accordance  with  the  second  embodi- 

ment  is  described  below  with  reference  to  the  flowsheet  shown  in  Fig.  4.  It  should,  however,  be  noted  that 
the  second  embodiment  is  in  no  way  limited  to  that  particular  flowsheet  and  the  intended  object  can  be 

20  attained  by  changing  the  combination  of  individual  steps  in  appropriate  ways. 
The  process  starts  with  supplying  a  methylnaphthalene-containing  feed  oil  1  into  a  hydrodesulfurization 

vessel  2  to  perform  hydrodesulfurization,  which  is  the  first  step  of  the  process  for  2-methylnaphthalene 
production  in  accordance  with  the  present  invention.  One  of  the  function  of  the  hydrodesulfurization  step  is 
to  remove  any  sulfur  compounds  from  the  methylnaphthalene  containing  oil  and  it  can  be  accomplished  by 

25  any  known  methods  of  hydrodesulfurization.  The  percent  removal  of  sulfur  compounds  may  be  determined 
in  accordance  with  the  specifications  of  the  final  product  and  is  not  limited  to  any  particular  value.  As  a  side 
reaction,  the  nuclear  hydrogenation  of  methylnaphthalene  occurs  to  produce  methyltetralin  but  there  is  no 
particular  need  to  monitor  the  amount  of  its  generation.  This  is  because  of  the  following  two  reasons:  if  the 
total  concentration  of  1-methylnaphthalene  and  2-methylnaphthalene  in  the  methylnaphthalene-containing  oil 

30  to  be  hydrodesulfurized  is  at  least  80  wt%,  methyltetralin  will  be  generated  by  hydrodesulfurization  in  a 
sufficient  amount  for  the  subsequent  isomerization  step;  and  by  providing  a  distillation  step  as  a  preliminary 
step  for  isomerization  following  hydrodesulfurization,  the  concentration  of  methyltetralin  in  the  methylnaph- 
thalene  containing  oil  to  be  supplied  to  the  isomerization  step  can  be  controlled.  Further,  if  the  1- 
methylnaphthalene  containing  oil  involves  a  small  amount  of  naphthalene,  part  of  it  will  be  converted  to 

35  tetralin  in  the  hydrodesulfurization  step,  which  tetralin  serves  to  prevent  the  decrease  in  the  activity  of  the 
solid  acid  catalyst  during  the  subsequent  isomerization  step. 

The  catalyst  to  be  used  in  hydrodesulfurization  is  such  that  both  molybdenum  and  at  least  one  metal 
selected  from  the  group  consisting  of  cobalt  and  nickel  are  carried  on  an  alumina  support,  as  exemplified 
by  cobalt/molybdenum  on  alumina,  nickel/molybdenum  on  alumina,  and  cobalt/nickel/molybdenum  on 

40  alumina.  These  catalysts  are  commercially  available  on  the  market.  These  are  not  the  sole  examples  of  the 
catalyst  that  can  be  used  in  the  hydrodesulfurization  step  and  any  other  catalysts  may  be  used  as  long  as 
they  are  capable  of  achieving  both  hydrodesulfurization  and  an  appropriate  but  by  no  means  excessive 
degree  of  nuclear  hydrogenation  of  methylnaphthalene.  In  addition,  elements  other  than  molybdenum, 
cobalt  and  nickel  may  be  present  in  amounts  that  are  by  no  means  detrimental  to  the  purposes  of  the 

45  present  invention. 
The  temperature  for  the  hydrodesulfurization  reaction  ranges  from  240  to  400  °  C,  preferably  from  260  to 

350  °C,  and  the  reaction  pressure  ranges  from  atmospheric  to  100  kg/cm2G,  preferably  from  0  -  20 
kg/cm2G.  If  the  temperature  and  pressure  are  set  to  values  lower  than  the  ranges  specified  above,  the 
reaction  rate  for  hydrodesulfurization  is  too  low  to  achieve  the  intended  degree  of  hydrodesulfurization.  If  the 

50  temperature  and  pressure  settings  are  higher  than  the  ranges  specified  above,  hydrogenation  of  methyl- 
naphthalene  will  become  so  extensive  that  the  yield  of  2-methylnaphthalene  will  decrease.  Generally 
speaking,  the  degree  of  hydrogenation  of  methylnaphthalene  tends  to  increase  as  the  degree  of  desul- 
furization  increases.  The  liquid  space  velocity  LHSV  (the  amount  of  the  feed  oil  as  supplied  per  liter  of 
catalyst)  in  the  hydrodesulfurization  step  usually  ranges  from  0.2  to  10.0  L/L*hr.  The  ratio  of  hydrogen  flow 

55  (GHSV  in  hr_1)  to  liquid  space  velocity  (LHSV  in  hr_1)  in  the  hydrodesulfurization  step  is  preferably  at  least 
30.  If  GHSV/LHSV  is  less  than  30,  the  catalyst  activity  for  hydrodesulfurization  will  drop  markedly. 

By  treating  the  1-methylnaphthalene  containing  feed  oil  under  the  conditions  described  above,  the 
sulfureous  compounds  present  in  the  feed  oil  are  hydrocracked  to  light  boiling  materials,  which  are  removed 
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by  a  suitable  means  such  as  distillation,  whereby  the  sulfureous  compounds  are  eliminated  from  the  1- 
methylnaphthalene  containing  oil. 

Following  the  hydrodesulfurization  step,  2-methylnaphthalene  is  separated  as  the  product  in  the  next 
distillation  step  (A)  .  The  distillation  step  (A)  consists  of  a  distillation  column  4  and  a  rectifying  column  7.  In 

5  the  distillation  column  4,  impurities  having  lower  boiling  points  than  2-methylnaphthalene  (said  impurities 
being  primarily  composed  of  methyltetralin,  occasionally  containing  tetralin  and  naphthalene)  are  separated 
as  a  top  fraction  5  from  the  hydrodesulfurized  oil  3,  with  a  fraction  6  being  obtained  from  the  bottom  of  the 
column  4.  The  bottom  fraction  6  being  obtained  from  the  bottom  of  the  column  4.  The  bottom  fraction  6 
combines  with  the  top  fraction  17  coming  from  distillation  column  16  in  the  distillation  step  (B)  and  the 

io  combined  flow  is  supplied  to  the  rectifying  column  7,  where  the  product  2-methylnaphthalene  is  separated 
as  a  fraction  8,  leaving  a  fraction  9  in  the  column  7.  The  conditions  for  operations  in  the  distillation  column  4 
and  the  rectifying  column  7  may  be  set  in  accordance  with  the  specifications  of  the  final  product  and  in 
such  a  way  that  a  feed  10  to  the  subsequent  step  of  isomerization  (which  is  the  combined  flow  of  fractions  5 
and  9)  will  have  a  1-methylnaphthalene  content  of  at  least  35  wt%,  preferably  at  least  50  wt%.  If  the  fraction 

is  10  which  is  the  feed  to  the  isomerization  step  has  a  1-methylnaphthalene  content  of  less  than  35  wt%,  the 
efficiency  of  the  isomerization  process  will  decrease  from  the  thermodynamic  equilibrium  viewpoint  of  the 
isomerization  reaction.  There  is  no  particular  upper  limit  of  the  1-methylnaphthalene  content  in  the  fraction 
10  if  said  content  is  not  lower  than  35  wt%  and  a  suitable  value  may  be  determined  in  consideration  of  the 
design  and  operational  critical  values  for  the  distillation  column  4  and  7. 

20  The  fraction  10  from  the  distillation  step  (A)  is  supplied  to  an  isomerization  vessel  11  as  the  feed  to  the 
isomerization  step,  where  part  of  1-methylnaphthalene  is  isomerized  to  2-methylnaphthalene.  In  the 
isomerizing  step,  solid  acid  catalysts  such  as  zeolite  and  silica/alumina  are  used.  A  preferred  solid  acid 
catalyst  is  zeolite,  with  Y  zeolite  being  more  preferred.  As  particularly  preferred  solid  acid  catalyst  is 
dealuminated  Y  zeolite  which  has  a  longer  life  than  the  silica/alumina  or  non-dealuminated  Y  zeolite  catalyst. 

25  In  the  isomerization  step,  WHSV  (the  weight  of  the  feed  oil  passing  over  a  unit  weight  of  catalyst  per 
hour)  is  preferably  in  the  range  of  0.1  -  20  h-1.  If  WHSV  is  too  large,  a  satisfactorily  high  conversion  of  1- 
methylnaphthalene  cannot  be  attained.  If  WHSV  is  too  small,  the  catalyst  packing  and  the  reactor's  capacity 
will  increase  to  cause  diseconomy.  The  reaction  temperature  for  the  isomerization  step  ranges  from  300  to 
600  °C,  preferably  from  350  to  550  °C.  The  reaction  pressure  is  either  atmospheric  or  superatmospheric;  in 

30  the  latter  case,  the  pressure  may  be  close  to  one  atmosphere  or  much  higher  than  that.  If  desired  the 
isomerization  reaction  may  be  performed  in  a  vapor  phase  at  low  pressure  of  0  -  10  kg/cm2G  or  in  a  liquid 
phase  at  high  pressure  of  10  -  50  kg/cm2G. 

The  fraction  5  from  the  top  of  the  distillation  column  4  containing  methyltetralin,  occasionally  further 
containing  tetralin,  and  part  or  all  of  this  fraction  is  supplied  to  the  isomerization  step.  In  this  way,  the 

35  activity  of  the  solid  acid  catalyst  to  be  used  in  the  isomerization  step  can  be  prolonged  markedly. 
The  content  of  methyltetralin  in  the  fraction  10  or  the  total  content  of  methyltetralin  and  tetralin  (if  it  also 

contains  tetralin)  is  preferably  in  the  range  of  0.1  -  20.0  wt%,  with  the  range  of  0.2  -  10.0  wt%  being  more 
preferred.  The  most  preferred  range  is  0.4  -  8.0  wt%.  If  the  contents  of  those  hydrogenation  products  are 
too  small,  they  are  not  highly  effective  in  preventing  the  loss  of  catalytic  activity.  If  their  contents  are 

40  excessive,  disproportionation  and  other  side  reactions  that  are  distinct  from  the  intended  isomerization 
reaction  will  take  place  so  extensively  that  the  selectivity  for  2-methylnaphthalene  decreases. 

The  content  of  methyltetralin  or  the  total  content  of  methyltetralin  and  tetralin  in  the  fraction  10  can  be 
adjusted  by  controlling  the  flow  rate  of  fraction  5  to  be  combined  with  the  fraction  9. 

A  fraction  12  emerging  from  the  isomerization  step  is  subsequently  sent  to  the  distillation  step  (B), 
45  which  is  composed  of  distillation  columns  13  and  16.  The  function  of  the  distillation  step  (B)  is  to  insure  that 

the  low-boiling  and  high-boiling  substances  generated  in  the  isomerization  and  hydrodesulfurization  steps 
are  distilled  off  from  the  system.  Stated  more  specifically,  a  fraction  14  having  a  lower  boiling  point  than 
methylnaphthalene  is  distilled  off  in  column  13  to  go  outside  of  the  system,  whereas  a  high-boiling  fraction 
18  is  distilled  off  in  column  16  to  outside  of  the  system.  The  top  fraction  17  from  the  column  16  is  circulated 

50  to  the  distillation  step  (A)  where  it  combines  with  the  fraction  6. 
The  third  embodiment  of  the  present  invention  is  next  described  below  with  reference  to  the  flow  sheet 

shown  in  Fig.  5.  In  this  embodiment,  a  1-methylnaphthalene  containing  oil  101  is  first  subjected  to  a 
hydrodesulfurization  step  102  and  the  resulting  hydrodesulfurized  oil  103  is  supplied  to  an  isomerization 
step  111,  with  2-methylnaphthalene  being  recovered  as  the  final  product  from  the  reaction  product  119.  In 

55  the  flow  sheet  shown  in  Fig.  5,  distillation  is  adopted  as  a  means  of  recovering  2-methylnaphthalene;  a  light 
boiling  fraction  120  is  removed  in  a  distillation  column  124  and  a  high-boiling  fraction  123  is  removed  in  a 
distillation  column  125,  with  2-methylnaphthalene  fraction  122  being  obtained  as  the  product. 

The  operating  procedure  and  conditions  for  the  hydrodesulfurization  step  to  be  performed  in  the  third 
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embodiment  may  be  identical  to  those  which  are  already  described  in  connection  with  the  second 
embodiment  and  this  is  also  the  case  for  the  isomerization  step. 

Referring  to  Fig.  5,  the  low-boiling  fraction  120  contains  methyltetralin,  occasionally  further  containing 
tetralin,  and  part  of  said  fraction  may  be  circulated  to  the  isomerization  step. 

5  The  above-described  second  and  third  embodiments  of  the  present  invention  will  offer  the  following 
merits: 

(1)  A  small  amount  of  methyltetralin,  which  is  a  by-product  that  is  generated  in  the  step  of  hydrodesul- 
furization  of  the  1-methylnaphthalene  containing  oil  prior  to  isomerization,  helps  to  extend  the  life  of  the 
solid  acid  catalyst  used  in  the  subsequent  isomerization  step; 

io  (2)  The  isomerizing  solid  acid  catalyst  has  the  ability  to  dehydrogenate  methyltetralin,  so  the  methyl- 
tetralin  produced  in  the  hydrodesulfurization  step  is  dehydrogenated  to  methylnaphthalene,  the  1- 
methylnaphthalene  content  of  which  is  isomerized  to  2-methylnaphthalene,  thereby  contributing  to  a 
higher  yield  and  purity  of  the  product  2-methylnaphthalene;  and 
(3)  By  combining  the  steps  of  hydrodesulfurization,  isomerization  and  distillation  in  an  appropriate 

is  manner,  the  percent  conversion  of  1-methylnaphthalene  to  2-methylnaphthalene  can  be  increased  to  a 
very  high  level,  whereby  2-methylnaphthalene  can  be  obtained  in  a  high  overall  yield. 

Forth  and  fifth  embodiments 

20  These  embodiments  of  the  present  invention  are  preferably  applicable  to  the  case  where  the  1- 
methylnaphthalene  containing  feed  oil  is  of  such  a  low  sulfur  content  that  there  is  no  particular  need  to 
remove  sulfur  containing  compounds  by  hydrodesulfurization.  The  preferred  composition  except  sulfur  of 
the  feed  oil  may  be  the  same  as  those  described  in  connection  with  the  second  embodiment  of  the  present 
invention. 

25  Flowsheets  for  the  production  process  according  to  the  fourth  and  fifth  embodiments  may  be  con- 
structed  as  already  described  in  connection  with  the  second  and  third  embodiments,  respectively,  except 
that  a  hydrogenation  step  is  adopted  in  place  of  the  hydrodesulfurization  step. 

Hydrogenation  may  be  performed  under  the  same  conditions  and  by  the  same  procedure  as  in  the 
already-described  hydrodesulfurization  step.  Hydrogenation  is  not  intended  to  achieve  desulfurization  but  it 

30  needs  only  to  produce  methyltetralin  by  causing  nuclear  hydrogenation  of  methylnaphthalene,  so  the 
conditions  of  hydrogenation  may  be  milder  than  those  employed  in  the  hydrodesulfurization  step.  Speaking 
of  a  hydrogenation  catalyst,  it  may  be  a  metal  oxide  containing  at  least  one  metal  selected  from  among  Ni, 
Cu  and  Cr,  a  metal-metal  oxide  catalyst  such  as  copper  -  chromium  oxdie,  a  stabilized  nickel  catalyst,  or  a 
noble  metal  catalyst  containing  either  Pt  or  Pd  or  both.  As  other  type  of  catalysts  for  the  hydrogenation, 

35  nickel  catalyst  carried  on  a  diatomaceous  or  a  silicon  dioxide,  Raney  nickel  catalyst,  noble  metal  catalyst 
carried  on  a  carbon  including  Pd,  Pt  or  Rh  are  exemplified.  The  typical  pressure  and  temperature  conditions 
for  hydrogenation  are  within  the  ranges  of  from  0  to  100  kg/cm2G  and  from  100  to  500°  C. 

In  any  event,  it  is  recommended  that  as  in  the  second  and  third  embodiments,  the  hydrogenation  step 
be  performed  in  appropriate  combinations  with  the  distillation  and  isomerization  steps  so  that  the  content  of 

40  methyltetralin  in  the  feed  oil  to  the  isomerization  step  and,  if  it  also  contains  tetralin,  the  total  content  of 
methyltetralin  and  tetralin  is  preferably  in  the  range  of  0.1  -  20.0  wt%,  more  preferably  0.2  -  10.0  wt%. 

The  fourth  and  fifth  embodiments  of  the  present  invention  offer  the  same  merits  as  the  second  and  third 
embodiments. 

45  Sixth  embodiment 

This  embodiment  of  the  present  invention  concerns  a  method  by  which  the  solid  acid  catalyst  the 
activity  of  which  has  deteriorated  as  a  result  of  its  use  in  the  reaction  for  isomerization  of  a  1- 
methylnaphthalene  containing  oil  can  be  regenerated  in  an  efficient  way.  In  this  embodiment,  the  1- 

50  methylnaphthalene  containing  oil,  the  solid  acid  catalyst  to  be  used  in  the  isomerization  reaction  and  the 
conditions  for  isomerization  reaction  are  entirely  the  same  as  already  described  in  connection  with  the  first 
embodiment,  except  that  the  isomerization  reaction  is  carried  out  without  addition  of  tetralins. 

If  the  isomerization  reaction  is  performed  in  the  manner  described  above,  the  activity  of  the  solid  acid 
catalyst  will  drop  sharply.  In  order  to  restore  its  activity,  the  deteriorated  solid  acid  catalyst  is  regenerated 

55  by  contacting  it  with  tetralins,  whereupon  the  activity  of  the  catalyst  is  restored.  This  regenerating  treatment 
can  be  performed  with  or  without  interruption  of  the  supply  of  the  1-methylnaphthalene  containing  feed  oil  to 
the  reaction  vessel  for  isomerization  (isomerizer).  If  the  supply  of  the  feed  oil  is  not  interrupted,  the 
regeneration  of  the  catalyst  can  be  performed  by  adding  tetralins  to  the  feed  oil. 
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The  regenerating  treatment  may  be  performed  in  either  a  vapor  or  liquid  phase.  When  performing 
regeneration  in  a  vapor  phase  with  tetralins  being  added  to  the  feed  oil,  the  temperature  is  preferably  in  the 
range  of  300  -  600  °C,  the  pressure  0 -10   kg/cm2G,  WHSV  0.1  -  20  hr1,  and  the  addition  of  tetralins 
preferably  accounts  for  at  least  0.01  wt%  of  the  sum  of  the  feed  oil  and  tetralins.  A  diluent  gas  may  or  may 

5  not  be  used  and  if  it  is  used  at  all,  hydrogen  gas  is  preferred  and  the  volume  ratio  of  the  diluent  gas  to  the 
gasified  feed  oil  is  preferably  not  higher  than  100. 

If  this  embodiment  is  adopted,  the  reaction  of  isomerization  is  permitted  to  proceed  while,  at  the  same 
time,  the  activity  of  the  deteriorated  catalyst  can  be  effectively  restored. 

If  the  processing  temperature  is  too  low,  the  addition  of  tetralins  will  not  prove  satisfactorily  effective.  If 
io  the  processing  temperature  is  too  high,  the  deterioration  of  the  catalyst  will  be  accelerated  rather  than 

retarded.  The  higher  the  pressure,  the  higher  the  reaction  rate  of  isomerization.  However,  at  excessive 
pressures,  the  energy  cost  increases  and  an  economic  disadvantage  will  occur.  If  the  WHSV  is  too  low,  not 
only  does  diseconomy  result  from  the  need  to  increase  the  capacity  of  the  reactor  but  at  the  same  time  a 
side  reaction  will  proceed  to  yield  a  great  amount  of  by-products.  If  the  WHSV  is  too  high,  a  satisfactory 

is  conversion  of  1-methylnaphthalene  cannot  be  attained.  If  the  content  of  tetralins  in  the  feed  oil  to  be 
supplied  to  the  reactor  is  too  low,  the  intended  effect  of  catalyst  regeneration  cannot  be  achieved.  If  the 
content  of  tetralins  in  the  feed  oil  is  too  high,  undesired  products  will  flow  out  of  the  reactor  in  large 
amounts  to  cause  an  economic  disadvantage.  The  diluent  gas  to  accompany  the  feed  oil  is  most  preferably 
hydrogen.  If  the  ratio  of  hydrogen  to  the  feed  oil  is  too  high,  the  concentration  of  tetralins  in  the  vapor  phase 

20  becomes  too  low  to  achieve  their  intended  effect.  Furthermore,  the  hydrogen  cost  increases  to  an 
economically  disadvantageous  level. 

Methyltetralin  may  be  used  as  a  specific  example  of  the  tetralins  that  are  to  be  brought  into  contact  with 
the  solid  acid  catalyst  to  be  regenerated  in  the  manner  described  above.  In  this  case,  methyltetralin  is 
dehydrogenated  and  isomerized  to  2-methylnaphthalene.  Hence,  it  is  effectively  used  for  not  only  increasing 

25  the  yield  of  2-methylnaphthalene  but  also  for  maintaining  the  high  purity  of  the  final  product. 
The  sixth  embodiment  of  the  present  invention  which  has  been  described  above  in  detail  offers  the 

following  merit: 
(1)  The  activity  of  the  solid  acid  catalyst  that  has  been  deteriorated  as  a  result  of  its  use  in  the  reaction 
for  isomerization  of  a  1-methylnaphthalene  containing  oil  can  be  restored  within  a  short  period  by  a 

30  simple  procedure  without  interrupting  the  reaction  and,  hence,  2-methylnaphthalene  can  be  obtained 
from  the  1-methylnaphthalene  containing  oil  in  an  economically  advantageous  manner. 
The  following  examples  are  provided  for  the  purpose  of  further  illustrating  the  present  invention.  In  the 

following  description,  1-methylnaphthalene  and  2-methylnaphthalene  are  sometimes  abbreviated  as  1-MN 
and  2-MN,  respectively. 

35 
Example  1 

Y  zeolite  (0.5  g)  that  was  dealuminated  by  steam  treatment  and  that  was  protonically  exchanged  at 
cation  sites  (Si02/AI203  molar  ratio  =  18;  lattice  constant  =  24.30  A)  was  packed  into  a  stainless  steel 

40  reaction  tube  and  reaction  was  performed  at  450  °  C  and  under  atmospheric  pressure,  with  hydrogen  and  a 
feed  being  supplied  at  respective  rates  of  20  Nml/min  and  0.75  g/h.  The  feed  was  1-MN  containing  10  wt% 
of  tetralin  and  0.07  wt%,  in  terms  of  nitrogen,  of  a  nitrogen  containing  compound.  The  conversion  of  1-MN 
was  measured  at  predetermined  time  intervals  and  the  results  are  plotted  as  curve  A  in  Fig.  1.  The 
conversion  of  1-MN  is  expressed  by  [1  -  (1-MN)/x]  x  100  (%)  where  (1-MN)  represents  the  molar  fraction  of 

45  1-MN  in  the  total  product  containing  tetralin,  and  x  represents  the  molar  fraction  of  1-MN  in  the  total  feed 
containing  tetralin,  and  this  parameter  indicates  how  much  of  the  1-MN  supplied  is  converted  to  substances 
other  than  1-MN.  The  selectivity  for  2-MN  (the  molar  percent  of  the  converted  1-MN  that  has  become  2-MN) 
was  low  in  the  initial  period  of  the  reaction  but  thereafter  it  remained  substantially  at  90%  or  above. 

50  Comparative  Example  1 

Reaction  was  performed  in  entirely  the  same  manner  as  in  example  1  except  that  the  feed  was  solely 
composed  of  1-MN.  The  conversion  of  1-MN  was  measured  at  predetermined  time  intervals  and  the  results 
are  plotted  as  curve  B  in  Fig.  1.  The  selectivity  for  2-MN  was  90%. 

Example  2 

Reaction  was  performed  in  entirely  the  same  manner  as  in  Example  1  except  that  the  catalyst  was  Y 
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zeolite  that  was  protonically  exchanged  at  cation  sites  (Si02/AI203  molar  ratio  =  4.9;  lattice  constant  = 
24.63  A).  The  conversion  of  1-MN  was  measured  at  predetermined  time  intervals  and  the  results  are  plotted 
as  curve  C  in  Fig.  2.  The  selectivity  for  2-MN  remained  substantially  at  90%  or  above. 

5  Comparative  Example  2 

Reaction  was  performed  in  entirely  the  same  manner  as  in  Example  2  except  that  the  feed  was  solely 
composed  of  1-MN.  The  conversion  of  1-MN  was  measured  at  predetermined  time  intervals  and  the  results 
are  plotted  as  curve  D  in  Fig.  2.  The  selectivity  for  2-MN  was  90%. 

10 
Example  3 

Reaction  was  performed  in  entirely  the  same  manner  as  in  Example  1  except  that  the  catalyst  was 
Silica  Alumina  631  HN  of  Nikki  Chemical  Co.,  Ltd.  The  conversion  of  1-MN  was  measured  at  predetermined 

is  time  intervals  and  the  results  are  plotted  as  curve  E  in  Fig.  3.  The  selectivity  for  2-MN  remained  at  95%  or 
above. 

Comparative  Example  3 

20  Reaction  was  performed  in  entirely  the  same  manner  as  in  Example  3  except  that  the  feed  was  solely 
composed  of  1-MN.  The  conversion  of  1-MN  was  measured  at  predetermined  time  intervals  and  the  results 
are  plotted  as  curve  F  in  Fig.  3.  The  selectivity  for  2-MN  was  95%. 

Example  4 
25 

A  feed  (1-MN  containing  no  nitrogen  compounds)  was  subjected  to  reaction  using  the  same  catalyst 
and  under  the  same  reaction  conditions  as  employed  in  Example  1.  At  1450  h,  the  feed  was  changed  to  1- 
MN  containing  1  wt%  methyltetralin  and  the  reaction  was  continued.  The  results  are  shown  in  Table  1. 

30  Example  5 

Reaction  was  performed  using  the  same  catalyst  and  under  the  same  reactions  as  employed  in 
Example  4,  except  that  hydrogen  gas  was  supplied  at  a  flow  rate  of  3  Nml/min  whereas  the  feed  was  1-MN 
containing  1  wt%  methyltetralin.  The  conversion  of  1-MN  was  60%,the  yield  of  2-MN  was  55%  and  the 

35  selectivity  for  2-MN  was  92  %.  When  the  reaction  was  continued  for  400  h  under  the  same  conditions,  each 
of  the  parameters  varied  by  less  than  1%.  The  content  of  methyltetralin  in  the  total  product  was  0.2  wt%. 

Example  6 

40  Reaction  was  performed  using  the  same  catalyst  and  under  the  same  reaction  conditions  as  employed 
in  Example  4,  except  that  hydrogen  gas  was  supplied  at  a  flow  rate  of  100  Nml/min  whereas  1-MN 
containing  5  wt%  methyltetralin  was  supplied  as  the  feed  in  an  amount  of  3.75  g/h.  The  conversion  of  1-MN 
was  66%,  the  yield  of  2-MN  was  64%,  and  the  selectivity  for  2-MN  was  97%.  When  the  reaction  was 
continued  for  100  h  under  the  same  conditions,  each  of  the  parameters  varied  by  less  than  1%.  The  content 

45  of  methyltetralin  in  the  total  product  was  3.0  wt%. 

Example  7 

The  same  catalyst  as  used  in  Example  4  was  packed  into  a  reaction  tube  as  in  Example  4  and  reaction 
50  was  performed  at  430°  C  under  atmospheric  pressure  with  the  feed  being  supplied  in  an  amount  of  0.75  g/h 

in  the  absence  of  any  diluent  gas.  The  feed  was  1-MN  containing  5%  methyltetralin.  The  conversion  of  1- 
MN  was  58%,  the  yield  of  2-MN  was  51%  and  the  selectivity  for  2-MN  was  88%.  When  the  reaction  was 
continued  for  150  h  under  the  same  conditions,  each  of  the  parameters  varied  by  less  than  1%.  The  content 
of  methyltetralin  in  the  total  product  was  2.5  wt%. 

55 
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Table   1 

C o n v e r s i o n   Y i e l d   of  S e l e c t i v i t y  
R e a c t i o n   t ime  (h)  of  1-MN  (%)  2-MN  (%)  for   2-MN(%) 

10  68  60  88 

100  60  53  88 

1000  50  46  92 

1450  38  35  92 
( m e t h y l t e t r a l i n   a d d e d )  

1500  48  46  95 

1600  55  52  95 

1800  ■  63  60  95 

N o t e s :   2-MN  in  t h e r m o d y n a m i c  

25  e q u i l i b r i u m   =  2-MN/  (1-MN)  +  (2-MN)  ~  65% 
(  1  -MN  ) C o n v e r s i o n   of  1-MN  =  [1  -  -  —  -  —  L]  x  100% 

.  ,  12  -MN) Y i e l d   of  2-MN  =  x  100% 
30  Y i e l d  

S e l e c t i v i t y   for   2-MN  =  ;  x  100  (%) C o n v e r s i o n  

40 

where  (1-MN)  :  the  mola r   f r a c t i o n   of  1 - m e t h y l n a p h t h a l e n e  
in  the  t o t a l   p r o d u c t   i n c l u d i n g   m e t h y l t e t r a l i n  

X  :  the   molar   f r a c t i o n   of  1 - m e t h y l n a p h t h a l e n e  
in  the  t o t a l   feed   i n c l u d i n g   m e t h y l t e t r a l i n  

(2-MN)  :  the  mola r   f r a c t i o n   of  2 - m e t h y l n a h t h a l e n e  
in  the  t o t a l   p r o d u c t   i n c l u d i n g   m e t h y l t e t r a l i n  

45 
Example  8 

The  results  of  an  experiment  for  2-MN  production  that  was  conducted  in  accordance  with  the  flowsheet 
of  Fig.  4  are  described  specifically.  The  data  for  typical  fractions  obtained  in  the  initial  period  of  the 

so  operation  are  given  in  Table  2.  Using  a  fixed-bed  tubular  flow  reactor  packed  with  a  commercial 
hydrodesulfurizing  catalyst  (cobalt/molybdenum  on  alumina),  a  1-MN  containing  oil  1  that  was  free  from  tar 
bases  and  indole  (methylnaphthalene  content  =  94.9  wt%;  concentration  of  sulfur  compounds  =  3.0  wt%) 
was  hydrodesulfurized  under  the  following  conditions:  temperature,  300  °C;  pressure,  2  kg/cm2G;  LHSV,  1.0 
(L/L*hr);  GHSV,  100  (L/L*hr),  whereby  the  fraction  3  was  freed  of  sulfur  compounds  to  a  level  of  0.3  wt%.  In 

55  the  next  distillation  step  (A),  fraction  5  was  distilled  off  in  the  distillation  column  4  to  obtain  fraction  6 
containing  2-MN  in  an  amount  of  64.7  wt%.  Subsequently,  the  product  2-MN  fraction  8  (product  purity  = 
98.0  wt%;  concentration  of  sulfur  compounds  =  0.3  wt%)  was  recovered  from  the  distillation  column  7.  The 
recovery  of  2-MN  in  fraction  8  was  80  wt%  on  the  basis  of  2-MN  contained  in  fraction  1.  Fraction  10  which 
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was  the  combined  flow  of  fractions  5  and  9  that  had  been  distilled  off  in  the  distillation  step  (A)  contained 
2.6  wt%  methyltetralin,  of  which  1-MN  comprised  67.2  wt%.  The  proportion  of  methylnaphthalene  in  the 
fraction  10  that  was  occupied  by  2-MN  was  25  wt%. 

In  the  next  step  of  isomerization,  the  fraction  10  was  passed  through  a  catalyst  bed  packed  with  a  solid 
5  acid  catalyst  (dealuminated  Y  zeolite  protonically  exchanged  at  cation  sites;  Si02/AI203  molar  ratio  =  18; 

lattice  constant  =  24.30  A),  and  reaction  was  performed  at  a  temperature  of  450  °  C  and  at  a  WHSV  (the 
weight  of  the  feed  passing  over  a  unit  weight  of  the  catalyst  per  hour)  of  1.5  h_1,  whereby  1-MN  in  the 
fraction  10  was  isomerized  to  2-MN  until  it  comprised  62  wt%  of  the  total  methylnaphthalene.  In  the  next 
distillation  step  (B),  methylnaphthalene  containing  fraction  17  (2-MN  content  =  66.2  wt%)  was  recovered 

io  from  the  isomerized  fraction  12.  When  the  fraction  17  was  circulated  to  combine  with  fraction  6,  the 
recovery  of  2-MN  in  fraction  8  increased  up  to  126  wt%  on  the  basis  of  2-MN  in  fraction  1.  The  activity  of 
the  isomerizing  catalyst  was  maintained  at  satisfactory  level  throughout  the  operation  for  330  days.  That  is, 
the  content  of  2-methylnaphthalene  of  the  fraction  12  in  the  isomerization  step  was  56.5  wt%  in  the  initial 
period  of  operation  and  50.0  wt%  after  330  days. 

is  Thus,  in  accordance  with  the  process  of  the  present  invention  comprising  the  steps  of  hydrodesul- 
furization,  distillation  (A),  isomerization  and  distillation  (B),  the  recovery  of  2-MN  could  be  improved 
markedly  while  at  the  same  time  the  concentration  of  sulfur  compounds  in  the  product  was  drastically 
reduced. 

20 Tab le   2  R e s u l t s   of  Example  8 

( U n i t :   wt%) 
F r a c t i o n  

No.  I*1  3  6  8  10  12  17 

2-MN  65.2  64.2  64.7  98.0  22.2   56 .5   6 6 . 2  

1-MN  29.7   29.2  33.1   1.5  67.2  34.3   3 2 . 8  

MT*2  0  1.5  0.1  0.1  2.6  0.2  0 . 1  

O t h e r s   2.1  4.8  1.8  0.1  7.7  8.7  0 . 6  

S u l f u r   3.0  0.3  0.3  0.3  0.3  0.3  0 . 3  
c o m p o u n d  
R e c o v e r y  
of  2-MN  126*4  

2-MN/MN*3  69  69  66  99  25  62  67 

*1:  F r a c t i o n   1  was  the   m e t h y l n a p h t h a l e n e - c o n t a i n i n g   f e ed   o i l .  

*2  :  MT  is  the   a b b r e v i a t i o n   for   m e t h y l t e t r a l i n .  

45  *3:  MN  is  the   sum  of  2-MN  and  1-MN. 

*4  :  For  the   ca se   where  f r a c t i o n   17  was  c i r c u l a t e d   t o  

d i s t i l l a t i o n   column  7  ( the  r e c o v e r y   of  2-MN  was  
50 

c a l c u l a t e d   on  the   b a s i s   of  the   amount  of  2-MN  in  the   1-MN 

c o n t a i n i n g   o i l   ( f r a c t i o n   1 ) . )  

55 

Comparative  Example  4 
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The  procedure  of  Example  8  was  repeated  except  that  fraction  5(methyltetralin-containing  fraction) 
distilled  off  in  the  distillation  step  (A)  was  not  supplied  to  the  isomerizing  step.  The  activity  of  the 
isomerizing  step  had  a  tendency  to  deteriorate  gradually  and  after  80  days  of  the  operation,  1-MN  could  no 
longer  be  isomerized  to  2-MN. 

Example  9 

The  results  of  an  experiment  for  2-MN  production  that  was  conducted  in  accordance  with  the  flowsheet 
of  Fig.  5  are  described  specifically.  The  data  for  typical  fractions  obtained  in  the  initial  period  of  the 

io  operation  are  given  in  Table  3. 
As  in  Example  8,  a  1-MN  containing  oil  101  that  was  free  from  tar  bases  and  indole  (sum  content  of  1- 

MN  and  2-MN  =  80  wt%;  concentration  of  sulfur  compounds  =  2.8  wt%)  was  hydrodesulfurized,  whereby 
the  fraction  103  was  freed  of  sulfur  compounds  to  a  level  of  0.4  wt%.  The  fraction  103  contained  tetralin  and 
methyltetralin  in  a  total  amount  of  1.0  wt%  (tetralin/methyltetralin  molar  ratio  =  1/9;  degree  of  nuclear 

is  hydrogenation  =  1.1  mol%)  and  2-MN  comprised  25  wt%  of  the  methylnaphthalene. 
In  the  next  step  of  isomerization,  the  fraction  103  was  passed  through  a  catalyst  bed  packed  with  the 

same  solid  acid  catalyst  as  used  in  Example  8  and  an  isomerization  reaction  was  performed  under  the 
same  conditions  as  those  employed  in  Example  8.  As  a  result,  fraction  119  was  obtained  in  which 
isomerization  of  1-MN  to  2-MN  had  proceeded  until  2-MN  comprised  60  wt%  of  the  total  methylnaph- 

20  thalene. 
The  fraction  119  was  subjected  to  distillation,  in  which  the  low-boiling  oil  was  separated  away  in  the 

distillation  column  124  whereas  the  high-boiling  oil  was  separated  away  in  the  distillation  column  125, 
whereby  the  2-MN  fraction  122  was  recovered  as  the  final  product. 

The  recovery  of  2-MN  in  the  product  was  144  wt%  on  the  basis  of  the  fraction  101;  the  product  purity 
25  was  97.0  wt%;  and  the  concentration  of  sulfur  compounds  was  0.4  wt%. 

The  activity  of  the  isomerizing  catalyst  was  maintained  at  satisfactory  level  throughout  the  operation  for 
150  days;  the  content  of  2-methylnaphthalene  of  the  fraction  119  was  48.5  wt%  in  the  initial  period  of  the 
isomerizing  operation  and  45.0  wt%  after  150  days. 

30 T a b l e   3 R e s u l t   of  Example   9 

(Uni t   :  wt%) 

F r a c t i o n   N o .  101 1 0 3  1 1 9  122  

2-MN 20 1 9 . 6  48  .  5 97  . 0  

1-MN 60 5 9 . 4  27  . 4  2 . 0  

T e t r a l i n s * 1  0 . 0  1 . 0  0 . 1  0 . 1  

O t h e r s  17  . 2  1 9 . 6  2 3 . 6  0 . 5  

S u l f u r   c o m p o u n d  2 . 8  0 . 4  0 . 4  0 . 4  

R e c o v e r y   of  2-MN* 
144 

50 
2-MN/MN 25  64 

*1:  Sum  of  t e t r a l i n   and  m e t h y l t e t r a l i n  

*2:  R e c o v e r y   was  c a l c u l a t e d   on  t h e   b a s i s   of  t h e   amoun t   of  2 -  

MN  c o n t a i n e d   in  f r a c t i o n   1 0 1 .  
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Example  10 

Using  Y  zeolite  protonically  replaced  at  cation  sites  (lattice  constant:  24.30  A)  as  a  catalyst,  a  reaction 
for  isomerizing  1-MN  to  2-MN  was  performed  for  1000  h  at  450  °C  and  under  atmospheric  pressure  with 

5  WHSV  and  H2/(1-MN)  volume  ratio  being  adjusted  to  1.5  h_1  and  10,  respectively.  Thereafter,  the  feed  was 
changed  to  1-MN  containing  1  wt%  methyltetralin  and  the  catalyst  was  regenerated  as  the  isomerization 
reaction  was  performed  for  600  h.  Following  this  regeneration  process,  the  feed  was  changed  back  to  1-MN 
and  its  isomerization  was  continued.  The  time-dependent  profiles  of  the  conversion  of  1-MN  and  the  yield  of 
2-MN  in  Example  10  are  shown  in  Table  4. 

10 
Table  4 

20 

Reaction  time,  h  Feed  composition  Conversion  of  Yield  of 
1-MN%  2-MN  % 

100  1-MN100%  70  62 

500  1-MN100%  64  60 

1000  1-MN100%  40  37 

1100  *  62  60 

1600  *  70  65 

1700  1-MN100%  61  58 

25  *:  1  -Methylnaphthalene  containing  1  wt%  methyltetralin 

Example  1  1 

As  a  hydrogenation  catalyst,  1  g  of  nickel  catalyst  carried  on  a  diatomaceous  earth  was  packed  into  a 
stainless  steel  reactor  and  hydrogenation  reaction  was  performed  at  200  °  C  and  under  atmospheric 
pressure  with  hydrogen  and  1-MN  being  supplied  at  respective  rate  of  10  Nml/min  and  1  g/h.  Together  with 
the  hydrogen,  the  resulting  hydrogenated  1-MN  liquid  was  passed  through  a  stainless  steel  reaction  tube 
packed  with  1  g  of  Y  zeolite  which  was  protonically  exchanged  at  cation  sites  (Si02/AI203  molar  ratio  =  25; 
lattice  constant  =  24.30  A)  and  isomerized  at  450  °  C  and  under  atmospheric  pressure. 

The  conversion  of  1-MN  was  69.6  %  in  the  initial  period  of  the  isomerization  reaction.  When  reaction 
was  continued  for  100  h,  the  conversion  of  1-MN  was  62.5  %. 

The  selectivity  for  2-MN  was  low  in  the  initial  period  of  the  isomerization,  however,  it  remained 
substantially  at  90  %  or  above. 

Methytetralin  was  found  in  the  isomerized  reaction  mixture  on  an  amount  of  0.1  -  0.2  wt%. 

Comparative  Example  5 

The  same  procedures  of  Example  11  were  performed,  except  that  the  hydrogenation  for  1-MN  was  not 
executed. 

The  conversion  was  same  as  the  example  11  in  the  initial  period  of  the  isomerization,  but  after  100  hr  it 
dropped  to  21.7  %. 

The  conversions  of  1-MN  in  the  Example  11  and  Comparative  Example  5  are  shown  as  curve  G  and  H 
respectively  in  Fig.  6. 

Claims 

1.  A  process  for  producing  2-methylnaphthalene  which  comprises  performing  an  isomerization  reaction  on 
a  1-methylnaphthalene  containing  feed  oil  by  contracting  said  feed  oil  with  a  solid  acid  catalyst  in  the 
presence  of  at  least  one  compound  selected  from  the  group  consisting  of  tetralin  and  alkyltetralins,  and 
recovering  2-methylnaphthalene  from  the  resulting  reaction  product. 

2.  A  process  according  to  claim  1  ,  wherein  said  solid  acid  catalyst  is  Y  zeolite. 
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3.  A  process  according  to  claim  2,  wherein  said  solid  acid  catalyst  is  dealuminated  Y  zeolite. 

4.  A  process  according  to  claim  1,  wherein  the  isomerization  reaction  is  performed  in  the  presence  of 
methyltetralin. 

5 
5.  A  process  according  to  claim  1  ,  wherein  the  content  of  the  nitrogen  containing  compound  present  as  an 

impurity  in  the  feed  oil  is  no  more  than  0.2  wt%  as  calculated  for  the  nitrogen  atom. 

6.  A  process  for  producing  2-methylnaphthalene  which  comprises  hydrodesulfurizing  a  1-methylnaph- 
io  thalene  containing  oil,  obtaining  a  1-methylnaphthalene  containing  fraction  from  the  desulfurized  oil, 

subjecting  said  fraction  to  isomerization  in  the  presence  of  a  solid  acid  catalyst,  with  part  or  all  of  the 
by-product  methyltetralin  in  the  hydrodesulfurization  step  being  supplied  to  the  isomerization  step,  and 
recovering  2-methylnaphthalene  from  the  resulting  reaction  product. 

is  7.  A  process  according  to  claim  6,  wherein  the  total  content  of  1-methylnaphthalene  and  2-methylnaph- 
thalene  in  the  1-methylnaphthalene  containing  oil  to  be  hydrodesulfurized  is  at  least  80  wt%. 

8.  A  process  according  to  claim  6,  wherein  said  solid  acid  catalyst  is  zeolite. 

20  9.  A  process  according  to  claim  8,  wherein  said  solid  acid  catalyst  is  Y  zeolite. 

10.  A  process  according  to  claim  6,  wherein  the  content  of  methyltetralin  in  the  feed  oil  to  the  isomerization 
step  is  in  the  range  of  0.1  -  10.0  wt%. 

25  11.  A  process  according  to  claim  6,  wherein  the  total  content  of  tetralin  and  methyltetralin  in  the  feed  oil  to 
the  isomerization  step  is  in  the  range  of  0.1  -  10.0  wt%. 

12.  A  process  according  to  claim  6,  wherein  a  catalyst  carrying  both  molybdenum  and  at  least  one  of 
cobalt  and  nickel  is  used  in  said  hydrodesulfurization  step. 

30 
13.  A  process  for  producing  2-methylnaphthalene  that  comprises: 

subjecting  a  1-methylnaphthalene  containing  oil  to  a  hydrodesulfurizing  step; 
subjecting  the  hydrodesulfurized  oil  to  distillation  step  (A)  together  with  the  reaction  product  from 

the  ensuing  isomerizing  step; 
35  fractionating  the  feed  to  the  distillation  step  (A)  into  a  methyltetralin  fraction,  a  2-methylnaphthalene 

fraction  and  a  fraction  consisting  of  1-methylnaphthalene  and  2-methylnaphthalene,  with  the  2-methyl- 
naphthalene  fraction  being  recovered  as  the  product; 

supplying  at  least  part  of  the  methyltetralin  fraction,  as  well  as  the  fraction  consisting  of  1- 
methylnaphthalene  and  2-methylnaphthalene  to  the  isomerizing  step; 

40  performing  the  reaction  for  isomerizing  1-methylnaphthalene  to  2-methylnaphthalene  in  the 
isomerization  step  in  the  presence  of  a  solid  acid  catalyst; 

subjecting  the  reaction  product  from  the  isomerization  step  to  distillation  step  (B)  so  that  fractions 
having  lower  and  higher  boiling  points  than  methylnaphthalene  are  rejected  to  the  outside  of  the 
system;  and 

45  circulating  the  remainder  to  the  distillation  step  (A). 

14.  A  process  for  producing  2-methylnaphthalene  which  comprises  subjecting  a  hydrodesulfurized  1- 
methylnaphthalene  containing  oil  to  an  isomerization  step  using  a  solid  acid  catalyst  and  recovering  2- 
methylnaphthalene  from  the  resulting  reaction  product  of  the  isomerization  step. 

50 
15.  A  process  according  to  claim  14,  wherein  the  total  content  of  1-methylnaphthalene  and  2-methylnaph- 

thalene  in  the  1-methylnaphthalene  containing  oil  to  be  hydrodesulfurized  is  at  least  80  wt%. 

16.  A  process  according  to  claim  14  wherein  said  solid  acid  catalyst  is  zeolite. 
55 

17.  A  process  according  to  claim  16,  wherein  said  zeolite  is  Y  zeolite. 

18.  A  process  according  to  claim  14,  wherein  the  content  of  methyltetralin  in  the  feed  oil  to  the  isomerizing 

15 



EP  0  490  349  A2 

step  is  in  the  range  of  0.1  -  10.0  wt%. 

19.  A  process  according  to  claim  14,  wherein  the  total  content  of  tetralin  and  methyltetralin  in  the  feed  oil  to 
the  isomerizing  step  is  in  the  range  of  0.1  -  10.0  wt%. 

5 
20.  A  process  according  to  claim  14,  wherein  a  catalyst  carrying  both  molybdenum  and  at  least  one  of 

cobalt  and  nickel  is  used  in  said  hydrodesulfurization  step. 

21.  A  process  according  to  claim  14,  wherein  2-methylnaphthalene  is  recovered  by  distillation. 
10 

22.  A  process  for  producing  2-methylnaphthalene  which  comprises  hydrogenating  a  1-methylnaphthalene 
containing  oil,  obtaining  a  1-methylnaphthalene  containing  fraction  from  the  hydrogenated  oil,  subject- 
ing  said  fraction  to  isomerization  in  the  presence  of  a  solid  acid  catalyst,  with  part  or  all  of  the  by- 
product  methyltetralin  in  the  hydrogenation  step  being  supplied  to  the  isomerization  step,  and 

is  recovering  2-methylnaphthalene  from  the  resulting  reaction  product. 

23.  A  process  according  to  claim  22,  wherein  the  total  content  of  1-methylnaphthalene  and  2-methylnaph- 
thalene  in  the  1-methylnaphthalene  containing  oil  to  be  hydrogenated  is  at  least  80  wt%. 

20  24.  A  process  according  to  claim  22,  wherein  the  solid  acid  catalyst  is  zeolite. 

25.  A  process  according  to  claim  24,  wherein  the  solid  acid  catalyst  is  Y  zeolite. 

26.  A  process  according  to  claim  22,  wherein  a  catalyst  carrying  both  molybdenum  and  at  least  one  of 
25  cobalt  and  nickel  is  used  in  said  hydrogenation  step. 

27.  A  process  for  producing  2-methylnaphthalene  which  comprises  subjecting  a  hydrogenated  1-methyl- 
naphthalene  containing  oil  to  an  isomerization  step  using  a  solid  acid  catalyst  and  recovering  2- 
methylnaphthalene  from  the  resulting  reaction  product  of  the  isomerization  step. 

30 
28.  A  process  according  to  claim  27,  wherein  the  total  content  of  1-methylnaphthalene  and  2-methylnaph- 

thalene  in  the  1-methylnaphthalene  containing  oil  to  be  hydrogenated  is  at  least  80  wt%. 

29.  A  process  according  to  claim  27,  wherein  the  solid  acid  catalyst  is  zeolite. 
35 

30.  A  process  according  to  claim  29,  wherein  the  solid  acid  catalyst  is  Y  zeolite. 

31.  A  process  according  to  claim  27,  wherein  a  catalyst  carrying  both  molybdenum  and  at  least  one  of 
cobalt  and  nickel  is  used  in  said  hydrogenation  step. 

40 
32.  A  method  of  restoring  the  activity  of  a  solid  acid  catalyst  for  isomerization  of  methylnaphthalene,  in 

which  a  solid  acid  catalyst  whose  activity  has  deteriorated  as  a  result  of  its  use  in  the  reaction  of 
isomerization  of  a  1-methylnaphthalene  containing  feed  oil  is  brought  into  contact  with  at  least  one 
compound  selected  from  the  group  consisting  of  tetralin  and  alkyltetralins. 

45 
33.  A  method  according  to  claim  32,  wherein  the  contact  of  the  solid  acid  catalyst  is  effected  under 

reaction  conditions  for  isomerization. 

34.  A  method  according  to  claim  33,  wherein  said  reaction  conditions  for  isomerization  are  such  that  the 
50  temperature  is  300  -  600  °C,  the  pressure  is  0  -  10  kg/cm2G,  WHSV  is  0.1  -  20  h_1,  said  compound 

comprises  at  least  0.01  wt%  of  the  sum  of  said  feed  oil  and  said  compound,  and  that  the  volume  ratio 
of  a  diluent  gas  to  the  gasified  feed  oil  is  0-100. 

35.  A  method  according  to  claim  32,  wherein  the  solid  acid  catalyst  is  Y  zeolite. 
55 

36.  A  method  according  to  claim  35,  wherein  the  solid  acid  catalyst  is  dealuminated  Y  zeolite. 

37.  A  method  according  to  claim  32,  wherein  the  deteriorated  solid  acid  catalyst  is  brought  into  contact  with 
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methyltetralin. 
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