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Description

[0001] The present invention relates generally to emis-
sion reduction and particularly, but not exclusively, to a
method and apparatus for reducing emissions of nitrogen
oxides (hereinafter referred to as "NOx") from an engine.
[0002] Japanese Patent Publication No. 6-3149A dis-
closes a technique for obtaining an improvement of en-
gine fuel efficiency with an increase in engine mechanical
compression ratio under lean air-fuel ratio conditions.
[0003] US patent application No. 2003/0209234 de-
scribes an apparatus for reducing emission from internal
combustion engines comprising intake and exhaust
valves as well as a control unit for controlling the opera-
tion of the engine. The intake valve is provided with a
variable valve timing mechanism. The control unit chang-
es the duty of the EGR value depending on timing.
[0004] The application of an EGR (exhaust gas recir-
culation) device to an engine is effective in reducing en-
gine NOx emissions.
[0005] It is likely, however, that the combustion stability
of the engine will deteriorate, especially in a very-low-
load operation range, when EGR gas is used in combus-
tion. This results in the difficulty of reducing NOx emis-
sions without being able to supply a sufficient amount of
exhaust gas recirculation (EGR) gas.
[0006] It is an aim of the invention to address this issue
and to improve upon known technology. Embodiments
of the invention may provide a NOx emission reduction
apparatus for enabling stable engine operations while
securing a reduction in NOx emissions even under low-
load operating conditions. Other aims and advantages
of the invention will become apparent from the following
description, claims and drawings.
[0007] Aspects of the invention therefore provide an
apparatus, a method and a vehicle as claimed in the ap-
pended claims.
[0008] According to another aspect of the invention
there is provided a NOx emission reduction apparatus
for an engine, comprising an EGR valve disposed in an
EGR passage for communication between an intake pas-
sage and an exhaust passage so as to adjust an amount
of an external EGR gas recirculated from the exhaust
passage to the intake passage, a variable valve mecha-
nism capable of varying either an intake valve open timing
or an exhaust valve close timing of the engine so as to
adjust an amount of an internal EGR gas returned from
the cylinder to an intake port of the engine and resupplied
into the cylinder and a controller programmed to detect
an engine load of the engine and, when the detected
engine load is in a very-low-load operation range, control
the EGR valve to decrease an EGR rate of the external
EGR gas as the engine load decreases and control the
variable valve mechanism to adjust either the intake
valve open timing or the exhaust valve close timing to
increase an EGR rate of the internal EGR gas as the
engine load decreases.
[0009] In an embodiment, the controller is pro-

grammed to control the variable valve mechanism to ad-
vance the intake valve open timing as the engine load
decreases.
[0010] In an embodiment, the variable valve mecha-
nism is capable of varying an intake valve close timing
of the engine so as to adjust an amount of fresh intake
air introduced into the cylinder; and the controller is pro-
grammed to control the variable valve mechanism to ad-
vance the intake valve close timing as the engine load
decreases.
[0011] The apparatus may comprise a variable com-
pression ratio mechanism that varies a mechanical com-
pression ratio of the engine, wherein the controller is pro-
grammed to, when the detected engine load is in a low-
load operation range higher in load than the very-low-
load operation range, control the variable compression
ratio mechanism to increase the mechanical compres-
sion ratio as the engine load decreases.
[0012] In an embodiment, the controller is pro-
grammed to control the EGR valve to maintain the EGR
rate of the external EGR gas at a lean combustion EGR
limit rate.
[0013] The apparatus may comprise a fuel injection
valve to inject fuel, wherein the controller is programmed
to control the EGR valve to not recirculate the external
EGR gas to the intake passage and control the fuel in-
jection valve to inject fuel to attain a lean air-fuel ratio
with respect to the stoichiometric air-fuel ratio.
[0014] In an embodiment, the controller is pro-
grammed to, when the detected engine load is in the low-
load operation range, controls the variable valve mech-
anism to advance an intake valve close timing of the en-
gine as the engine load decreases.
[0015] In an embodiment, the controller is pro-
grammed to, when the detected engine load is in a mid-
dle-load operation range higher in load than the low-load
operation range, control the variable compression ratio
mechanism to increase the mechanical compression ra-
tio as the engine load decreases and control the EGR
valve to increase the EGR rate of the external EGR gas
as the engine load decreases.
[0016] In an embodiment, the controller is pro-
grammed to, when the detected engine load is in an ex-
tremely-low-load operation range lower in load than the
very-low-load operation range, control the EGR valve to
keep the EGR rate of the external EGR gas approximate-
ly constant, irrespective of change of the engine load,
and control the variable valve mechanism to adjust either
the intake valve open timing or the exhaust valve close
timing to keep the EGR rate of the internal EGR gas ap-
proximately constant.
[0017] The apparatus may comprise a throttle valve to
adjust an amount of fresh intake air introduced into the
cylinder, wherein the controller is programmed to, when
the detected engine load is in an extremely-low-load op-
eration range lower in load than the very-low-load oper-
ation range, control the EGR valve to not recirculate the
external EGR gas to the intake passage, control the throt-
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tle valve in such a manner as to decrease the fresh intake
air amount as the engine load decreases, and control the
variable valve mechanism to adjust either the intake
valve open timing or the exhaust valve close timing to
keep the EGR rate of the internal EGR gas approximately
constant.
[0018] In an embodiment, the variable valve mecha-
nism changes an overlap between intake and exhaust
valve opening periods to adjust the amount of the internal
EGR gas.
[0019] In an embodiment, the variable valve mecha-
nism advances an exhaust valve close timing of the en-
gine to adjust the amount of the combustion gas enclosed
in the cylinder as the internal EGR gas.
[0020] In an embodiment, the variable compression
mechanism comprises: a first link connected to a piston
of the engine; a second link rotatably mounted on a crank-
pin of a crankshaft of the engine and connected to the
first link; and a third link to control a movement of the
second link so as to adjust the mechanical compression
ratio.
[0021] According to a further aspect of the invention
there is provided a NOx emission reduction method for
an engine having an EGR valve disposed in an EGR
passage for communication between an intake passage
and an exhaust passage so as to adjust an amount of an
external EGR gas recirculated from the exhaust passage
to the intake passage and a variable valve mechanism
capable of varying either one of intake valve open timing
and exhaust valve close timing so as to adjust an amount
of an internal EGR gas returned from the cylinder to an
intake port of the engine and resupplied into the cylinder,
the NOx emission reduction method comprising detect-
ing an engine load of the engine and, when the detected
engine load is in a very-low-load operation range, con-
trolling the EGR valve to decrease an EGR rate of the
external EGR gas as the engine load decreases and con-
trolling the variable valve mechanism to adjust either the
intake valve open timing or the exhaust valve close timing
to increase an EGR rate of the internal EGR gas as the
engine load decreases.
[0022] In an embodiment, the step of controlling the
variable valve mechanism further comprises setting the
intake valve open timing or the exhaust valve close timing
to a predetermined value based upon the detected en-
gine load.
[0023] The method may comprise increasing a com-
pression ratio as the engine load decreases.
[0024] In an embodiment, the step of increasing the
compression ratio further comprises setting the compres-
sion ratio to a predetermined value based upon the de-
tected engine load.
[0025] According to a still further aspect of the inven-
tion there is provided a NOx emission reduction appara-
tus of an engine, comprising high-temperature EGR gas
supply means for supplying a high-temperature EGR gas
into a cylinder of the engine, low-temperature EGR gas
supply means for supplying a low-temperature EGR gas

into the cylinder, means for detecting a load of the engine
and means for, when the detected engine load is in a
very-low-load operation range, controlling the low-tem-
perature EGR gas supply means to decrease an EGR
rate of the low-temperature EGR gas as the engine load
decreases and controlling the high-temperature EGR
gas supply means to increase an EGR rate of the high-
temperature EGR gas as the engine load decreases.
[0026] In an embodiment, the means for controlling the
high-temperature EGR gas supply further comprises a
variable valve mechanism.
[0027] In an embodiment, the variable valve mecha-
nism further comprises either an intake vale opening tim-
ing or an exhaust valve close timing.
[0028] For example, a NOx emission reduction appa-
ratus may comprise high-temperature EGR gas supply
means for supplying a high-temperature EGR gas into
an engine cylinder; low-temperature EGR gas supply
means for supplying a low-temperature EGR gas into the
engine cylinder; and very-low-load operation control
means for, as an engine load decreases in a very-low-
load range, increasing an EGR rate of the high-temper-
ature EGR gas and decreasing an EGR rate of the low-
temperature EGR gas.
[0029] In embodiments of the invention it may be pos-
sible to maintain a lean combustion EGR limit rate and
supply a maximum amount of EGR gas for stable engine
operations and NOx emission reduction even in the very-
low-load range by controlling the EGR rate of the low-
temperature EGR gas and the EGR rate of the high-tem-
perature EGR gas in such a manner that the EGR rate
of the low-temperature EGR gas decreases with the load
and the EGR rate of the high-temperature EGR gas in-
creases with decrease in the load.
[0030] Within the scope of this application it is envis-
aged that the various aspects, embodiments, examples,
features and alternatives set out in the preceding para-
graphs, in the claims and/or in the following description
may be taken individually or in any combination thereof.
[0031] The present invention will now be described, by
way of example only, with reference to the accompanying
drawings in which:

FIG. 1 is a schematic view of one example of double-
link type variable compression ratio engine control-
lable by a NOx emission reduction apparatus accord-
ing to the present invention;

FIGS. 2A to 2C are schematic views showing how
the double-link type variable compression ratio en-
gine varies its mechanical compression ratio;

FIGS. 3A and 3B are diagrams showing piston be-
havior of the double-link type variable compression
ratio engine;

FIGS. 4A and 4B are diagrams showing operation
characteristics of the double-link type variable com-
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pression ratio engine;

FIG. 5 is a schematic view of a variable valve mech-
anism for valve open and close timing control;

FIG. 6 is a schematic view of the variable valve mech-
anism, when viewed in the direction of a camshaft;

FIGS. 7A and 7B are schematic views of the variable
valve mechanism in the state of being operated to
attain a maximum intake valve lift;

FIGS. 8A and 8B are schematic views of the variable
valve mechanism in the state of being operated to
attain a minimum intake valve lift;

FIG. 9 is a diagram showing intake valve lift and
open/close timing control characteristics of the var-
iable valve mechanism;

FIG. 10 is a flow chart for a main control routine of
the NOx emission reduction apparatus according to
a first embodiment of the present invention;

FIG. 11 is a flow chart for a high -load operation con-
trol routine of the NOx emission reduction apparatus
according to the first embodiment of the present in-
vention;

FIG. 12 is a flow chart for a middle-load operation
control routine of the NOx emission reduction appa-
ratus according to the first embodiment of the
present invention;

FIG. 13 is a flow chart for a low-load operation control
routine of the NOx emission reduction apparatus ac-
cording to the first embodiment of the present inven-
tion;

FIG. 14 is a flowchart for a very-low-load operation
control routine of the NOx emission reduction appa-
ratus according to the first embodiment of the
present invention;

FIGS. 15A to 15H are time charts showing engine
operations under the control of the NOx emission
reduction apparatus according to the first embodi-
ment of the present invention;

FIG. 16 is a flow chart for a main control routine of
the NOx emission reduction apparatus according to
a second embodiment of the present invention;

FIG. 17 is a flowchart for an extremely-low-load op-
eration control routine of the NOx emission reduction
apparatus according to the second embodiment of
the present invention;

FIGS. 18A to 18H are time charts showing engine
operations under the control of the NOx emission
reduction apparatus according to the second em-
bodiment of the present invention;

FIG. 19 is a flowchart for an extremely-low-load op-
eration control routine of the NOx emission reduction
apparatus according to a third embodiment of the
present invention;

FIGS. 20A to 20H are time charts showing engine
operations under the control of the NOx emission
reduction apparatus according to the third embodi-
ment of the present invention;

FIG. 21 is a flowchart for a low-load operation control
routine of the NOx emission reduction apparatus ac-
cording to a fourth embodiment of the present inven-
tion;

FIGS. 22A to 22H are time charts showing engine
operations under the control of the NOx emission
reduction apparatus according to the fourth embod-
iment of the present invention;

FIGS. 23A and 23B are schematic views of another
example of variable compression ratio engine;

FIGS. 24A, 24B and 24C are schematic views of still
another example of variable compression ratio en-
gine; and

FIGS. 25A and 25B are diagrams showing piston
behavior.

[0032] Hereinafter, embodiments of the present inven-
tion will be described below in detail with reference to the
drawings.
[0033] FIG. 1 is a schematic view of one example of
variable compression ratio engine 10 controllable by a
NOx emission reduction apparatus according to the
present invention. Variable compression ratio engine 10
is of double-link type in which piston-to-crankshaft con-
nection is established by two links.
[0034] More specifically, double-link type variable
compression ratio engine 10 includes two links: upper
link (first link) 11 and lower link (second link) 12 for con-
necting piston 32 and crankshaft 33 with each other and
with control link (third link) 13 for controlling lower link 12
to vary a mechanical compression ratio.
[0035] Upper link 12 has an upper end coupled to pis-
ton 32 via piston pin 21 and a lower end coupled to one
end of lower link 12 via connection pin 22. Piston 32
makes a reciprocating movement within cylinder 31a of
cylinder block 31 in response to a combustion pressure.
[0036] Lower link 12 has one end coupled to upper link
11 via connection pin 22 and the other end coupled to
control link 13 via connection pin 23. A connection hole
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is formed nearly in the center of lower link 12, and crank
pin 33b of crankshaft 33 is engaged in the connection
hole in such a manner that lower link 12 can rotate around
crank pin 33b. In the present embodiment, lower link 12
consists of two right and left separable members. Crank-
shaft 33 has a plurality of journals 33a and crankpin 33b.
Journals 33a are rotatably supported on cylinder block
31 and ladder frame 34. The center of crank pin 33b is
displaced by a given amount from the centers of journals
33a, and lower link 12 is pivotally engaged to crank pin
33b.
[0037] Control link 13 has one end coupled to lower
link 12 via connection pin 23 and the other end coupled
to control shaft 25 via connection pin 24 in such a manner
that control link 13 can pivot about connection pin 24.
Control shaft 25 has gear teeth in mesh with pinion 53
on rotation shaft 52 of actuator 51 so that control shaft
25 can be rotated by actuator 51 to cause a movement
of connection pin 24.
[0038] In intake passage 60 of engine 10, there are
provided airflow sensor 61 to detect a fresh intake air
amount, throttle valve 62 to adjust the fresh intake air
amount in accordance with its valve opening and fuel
injection valve 63 to inject fuel.
[0039] In exhaust passage 70 of engine 10, there is
provided EGR device 71 to recirculate as EGR gas a part
of exhaust gas flowing through exhaust passage 70 into
intake passage 60. EGR device 71 has EGR valve 71 a
to adjust the EGR gas amount in accordance with its
valve opening and EGR passage 71 b to establish com-
munication between intake passage 60 and exhaust pas-
sage 70. Herein, EGR gas recirculated from exhaust pas-
sage 70 to intake passage 60 through EGR device 71
and supplied to cylinder 31a is referred to as "external
EGR gas". The external EGR gas may also be called
"low-temperature EGR gas" because it is cooled while
flowing through EGR device 71. By contrast, EGR gas
returned to an intake port (and which under some em-
bodiments may at least partially enter the intake passage
61) and then resupplied to cylinder 31a under control of
the valve open timing control of intake valve 81 (as de-
scribed later) is referred to as "internal EGR gas". The
internal EGR gas is higher in temperature than the ex-
ternal EGR gas and thus may also be referred to as "high-
temperature EGR gas".
[0040] Controller 50 controls actuator 51 to rotate con-
trol shaft 25 and thereby vary the engine mechanical
compression ratio. Controller 50 also controls fuel injec-
tion of fuel injection valve 63 arranged in the intake port
and an ignition timing of spark plug 41 arranged in the
cylinder head. As will be described later, valve open and
close timings IVO and IVC of intake valve 81 can be ad-
justed by means of variable valve mechanism 200, and
controller 50 further controls variable valve mechanism
200 to adjust the valve open timing IVO of intake valve
81 in such a manner as to regulate the EGR gas amount
and to adjust the valve close timing IVC of intake valve
81 in such a manner as to regulate the fresh intake gas

amount. Namely, controller 50 determines the load of
engine 10 and performs various controls depending on
the engine load. In the present embodiment, controller
50 consists of a microcomputer including a central
processing unit (CPU), a read-only memory (ROM), a
random-access memory (RAM) and an input/output in-
terface (I/O interface). Controller 50 may be formed of a
plurality of microcomputers. Controller 50 contains a
number of interactive program modules (i.e., software
programs) that accomplish the methods steps described
below. Any reference to a method step made herein is
also a reference to a respective program module that
accomplishes that method step.
[0041] FIGS. 2A, 2B and 2C are schematic views
showing how to vary the mechanical compression ratio
of double-link type variable compression ratio engine 10.
[0042] The mechanical compression ratio of double-
link type variable compression ratio engine 10 can be
varied by changing the position of connection pin 24 upon
rotation of control shaft 25. For example, the top dead
center (TDC) of piston 32 rises to provide a larger me-
chanical compression ratio when connection pin 24 is
brought to a position A as shown in FIGS. 2A and 2B.
[0043] When connection pin 24 is bought to a position
B as shown in FIGS. 2B and 2C, control link 13 is pushed
upward to move connection pin 23 upward, cause lower
link 12 to swing about crank pin 33b in a counterclockwise
direction and move connection pin 22 downward. Then,
the top dead center (TDC) of piston 32 falls to provide a
smaller mechanical compression ratio.
[0044] As compared to an ordinary engine of constant
mechanical compression ratio (hereinafter just referred
to as "ordinary engine"), double-link type variable com-
pression ratio engine 10 has the characteristics that the
period of time during which piston 32 remains at around
the top dead center is relatively long. Because of such
engine characteristics, double-link type variable com-
pression ratio engine 10 is capable of providing a larger
amount of combustion energy than that of the ordinary
engine and securing combustion stability even during ul-
tra-lean combustion.
[0045] FIGS. 3A and 3B are diagrams showing the be-
havior of piston 32 of double-link type variable compres-
sion ratio engine 10. It is noted that FIG. 3A is an enlarged
view of a dotted-line area of FIG. 3B. In FIGS. 3A and
3B, the behavior of piston 32, when the compression ratio
of double-link type variable compression ratio engine 10
is controlled to the same value as that of the ordinary
engine, is indicated by a thin broken line.
[0046] The period of time during which piston 32 stays
within a predetermined distance from the top dead center
is herein defined as "piston top dead center duration".
As is clearly shown in FIGS. 3A and 3B, double-link type
variable compression ratio engine 10 has a longer piston
top dead center duration than that of the ordinary engine
when the compression ratio of variable compression ratio
engine 10 and the compression ratio of the ordinary en-
gine are maintained at the same degree.
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[0047] The piston top dead center duration of variable
compression ratio engine 10 takes a larger value L1 in a
high-compression-ratio state than a value L2 in a low-
compression-ratio state (i.e., L1 > L2 in FIG. 3B).
[0048] In short, the piston top dead center duration of
variable compression ratio engine 10 is longer than that
of the ordinary engine and increases with the compres-
sion ratio. Such a long piston top dead center duration
means that the high-compression-state is maintained for
a long time during combustion. This makes it possible
for engine 10 to provide relatively large combustion en-
ergy and secure combustion stability even during ultra-
lean combustion.
[0049] Because of the above piston behavior, the op-
eration characteristics of double-link type variable com-
pression ratio engine 10 are as shown in FIGS. 4A and
4B. FIG. 4A is a diagram showing the relationship of air-
fuel ratio and combustion stability of double-link type var-
iable compression ratio engine 10. In FIG. 4A, the char-
acteristic line of the ordinary engine is indicated by a thin
line, and the characteristic line of double-link type varia-
ble compression ratio engine 10 is indicated by a heavy
line.
[0050] As shown in FIG. 4A, the ordinary engine (hav-
ing a compression ratio of about 8:1 to 12:1) needs an
air-fuel ratio of about 22:1 to secure combustion stability
which is considerably leaner than a stoichiometric air-
fuel ratio.
[0051] On the other hand, double-link type variable
compression ratio engine 10 is unlikely to impair its stable
combustion limit because the piston top dead center du-
ration is relatively long. Engine 10 is thus able to secure
combustion stability by increasing the compression ratio
(to e.g. about 1.8) even when the air-fuel ratio is about 30.
[0052] FIG. 4B is a diagram showing the relationship
of air-fuel ratio and NOx emission amount of double-link
type variable compression ratio engine 10. In FIG. 4B,
the characteristic lines of double-link type variable com-
pression ratio engine 10 in the high-compression-ratio
state and the low-compression-ratio state are indicated
by a heavy line and a thin line, respectively.
[0053] As shown in FIG. 4B, the NOx emission amount
is smaller in the low-compression-ratio state than in the
high-compression-ratio state. There are however almost
no NOx emissions, regardless of the compression ratio,
when the air-fuel ratio is greater than or equal to about 30.
[0054] In this way, double-link type variable compres-
sion ratio engine 10 has the characteristics of being able
to secure combustion stability even during ultra-lean
combustion and generating almost no NOx emissions,
regardless of the compression ratio, when the air-fuel
ratio is greater than or equal to about 30 (the air excess
coefficient is greater than or equal to about 2).
[0055] FIG. 5 is a schematic view of variable valve
mechanism 200 for valve open and close timing control.
[0056] As mentioned above, a part of combustion gas
is returned to the intake port (as internal EGR gas) with
the valve open timing control of intake valve 81, so as to

lower the concentration of oxygen in the combustion
chamber, moderate the combustion in the cylinder 31 a
and decrease the combustion temperature for NOx emis-
sion reduction. The EGR gas bypassing EGR device 71,
which is external to engine intake passage 60, is called
"internal EGR gas". The internal EGR gas amount can
be adjusted by means of variable valve mechanism 200
shown in FIG. 5. Variable valve mechanism 200 will be
now explained below with reference to FIGS. 5 and 6.
[0057] For example, variable valve mechanism 200
may be of the type disclosed in Japanese Laid-Open Pat-
ent Publication No. 11-107725Aand shown in FIGS. 5
and 6.
[0058] Variable valve mechanism 200 includes cam-
shaft 210, link arm 220, valve lift control shaft 230, locker
arm 240, link member 250 and oscillating cam 260 ar-
ranged to open and close intake valve 81 in response to
an oscillating movement of oscillating cam 260.
[0059] Camshaft 210 is rotatably supported on an up-
per portion of the engine cylinder head along the longi-
tudinal direction of engine 10. One end of camshaft 210
is inserted in cam sprocket 270. When cam sprocket 270
rotates upon receipt of a torque from engine crankshaft,
camshaft 210 becomes rotated hydraulically in synchro-
nism with and relative to cam sprocket 270 so as to
change the phase of camshaft 210 relative to cam sprock-
et 270. With this structure, the rotational phase of cam-
shaft 210 relative to the crankshaft can be varied appro-
priately. Cam 211 is fixed to camshaft 210 such that cam
211 can rotate together with camshaft 210.
[0060] Link arm 220 is supported through cam 211.
[0061] Valve lift control shaft 230 is arranged in parallel
with camshaft 211. Cam 231 is formed integrally on valve
lift control shaft 230. Valve lift control shaft 230 is con-
trolled by means of actuator 280 to rotate within a pre-
determined rotation angle range.
[0062] Locker arm 240 is supported through cam 231
and coupled to link arm 220.
[0063] Link member 250 is coupled to locker arm 240.
[0064] Oscillating cam 260 is rotatably fitted around
camshaft 210 and coupled to link member 250 so as to
push intake valve 81 downward via tappet 83 by its up-
and-down movement.
[0065] FIG. 6 is a schematic view of variable valve
mechanism 200, when viewed in the direction of cam-
shaft 210. The structure of variable valve mechanism 200
will be explained below in more detail with reference to
FIG. 6.
[0066] As explained above, variable valve mechanism
200 includes camshaft 210, link arm 220, valve lift control
shaft 230, locker arm 240, link member 250 and oscillat-
ing cam 260 arranged to open and close intake valve 81
in response to the up-and-down movement of oscillating
cam 260.
[0067] Hole 221 is formed in link arm 220, and cam
211 is engaged in hole 221. Pin hole 223 is further formed
in protruding end 222 of link arm 220.
[0068] Cylindrical cam 231 is formed integrally on
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valve lift control shaft 230. The center P1 of cam 231 is
displaced by a distance from the axis P2 of valve lift con-
trol shaft 231.
[0069] Hole 241 is formed in locker arm 240, and cam
230 is engaged in hole 241 in such a manner that locker
arm 240 can pivot about cam 231. Pin hole 243 is formed
in one end 242 of locker arm 240. This pin hole 243 is
aligned with pin hole 223 of link arm 220 so that pin 291
is inserted through pin holes 243 and 223 to connect
locker arm 240 and link arm 220 together. Pin 291 is
press-fitted and secured in pin hole 243. Pin hole 245 is
formed in the other end 244 of locker arm 240. Pin 292
is press-fitted in pin hole 245 for connection to link mem-
ber 250.
[0070] Pin insertion hole 252 is formed in one end 251
of link member 250 for connection to locker arm 240 via
pin 292. Pin insertion hole 254 is formed in the other end
253 of link member 250.
[0071] Oscillating cam 260 has circular base portion
261 and cam nose 260 formed continuously. Support
hole 263 is formed through circular base portion 261, and
camshaft 230 is inserted through support hole 263 in such
a manner that camshaft 210 can rotate within oscillating
cam 260. Pin hole 264 is further formed in oscillating cam
260. Oscillating cam 260 is coupled to link member 250
by engagement of pin 263 in pin hole 264 and brought
into contact with a predetermined upper portion of tappet
83.
[0072] The operations of variable valve mechanism
200 will be next explained with reference to FIGS. 7A,
7B, 8A and 8B.
[0073] FIGS. 7A and 7B are schematic views of vari-
able valve mechanism 200 in the state of being operated
to attain a maximum intake valve lift and, more specifi-
cally, to reverse the oscillating direction of oscillating cam
260 in the case where intake valve 81 is closed, i.e., cam
nose 262 is in the highest position and where intake valve
81 is opened, i.e., cam nose 262 is in the lowest position.
[0074] FIGS. 8A and 8B are schematic views of vari-
able valve mechanism 200 in the state of being operated
to attain a minimum intake valve lift and, more specifical-
ly, to reverse the oscillating direction of oscillating cam
260 in the case where cam nose 262 is in the highest
position and where cam nose 262 is in the lowest position.
The maximum lift amount of intake valve 81 is set to zero
in the present embodiment. For this reason, intake valve
81 is kept closed in FIGS. 8A and 8B irrespective of the
movement of oscillating cam 260.
[0075] In order to increase the intake valve lift amount,
the position of cam 231 is lowered by rotation of valve lift
control shaft 230 in such a manner that the center P1 of
cam 231 becomes located below the axis P2 of valve lift
control shaft 2 as shown in FIGS. 7A and 7B. Then, the
whole of locker arm 240 shifts downward. When cam-
shaft 210 is driven in this state, the driving power is trans-
mitted from camshaft 210 to link arm 220, locker arm
240, link member 250 and then oscillating cam 260.
[0076] If cam 211 is located on the left side relative to

camshaft 210 as shown in FIG. 7A, circular base portion
261 of oscillating cam 260 is held in contact with tappet
83 so as to close intake valve 81.
[0077] If cam 211 is located on the right side relative
to camshaft 210 as shown in FIG. 7B, cam nose 262 of
oscillating cam 260 is held into contact with tappet 83 so
as to open intake valve 81.
[0078] In order to decrease the intake valve lift amount,
the position of cam 231 is raised by rotation of valve lift
control shaft 230 in such a manner that the center P1 of
cam 231 becomes located on the diagonally upper right
side of the axis P2 of valve lift control shaft 2 as shown
in FIGS. 8A and 8B. Then, the whole of locker arm 240
shifts upward. When camshaft 210 is rotated in this state,
the rotation power is transmitted from camshaft 210 to
link arm 220, locker arm 240, link member 250 and then
oscillating cam 260.
[0079] If cam 211 is located on the left side relative to
camshaft 210 as shown in FIG. 8A, circular base portion
261 of oscillating cam 260 is held in contact with tappet
83 so as to close intake valve 81.
[0080] Even if cam 211 is located on the right side rel-
ative to camshaft 210 as shown in FIG. 8B, circular base
portion 261 of oscillating cam 260 is held in contact with
tappet 83 so as to close intake valve 81.
[0081] In this way, intake valve 81 is kept closed, irre-
spective of whether oscillating cam 60 is oscillated by
rotation of camshaft 210, in the case where the position
of cam 231 is raised by rotation of valve lift control shaft
230 in such a manner that the cam center P1 is located
on the diagonally upper right side of the shaft axis P2.
[0082] FIG. 9 is a diagram showing intake valve lift and
open/close timing control characteristics of variable valve
mechanism 200. In FIG. 9, the intake valve lift and open/
close timing control characteristics with rotation of valve
lift control shaft 230 are indicated by solid lines, and the
intake valve lift and open/close timing control character-
istics with change of the phase of camshaft 210 relative
to cam sprocket 270 are indicated by broken lines.
[0083] With the use of the above-structured variable
valve mechanism 200, the valve lift amount, operation
angle and valve lift center phase of intake valve 81 can
be varied continuously and freely as shown in FIG. 9 by
changing the angular position of valve lift control shaft
230 and the phase of camshaft 210 relative to cam
sprocket 270.
[0084] FIG. 10 is a flow chart for a main control routine
program of the NOx emission reduction apparatus ac-
cording to the first embodiment of the present invention.
[0085] In the present embodiment, engine 10 has a
plurality of operation ranges: a high-load operation range,
a middle-load operation range, a low-load operation
range and a very-low-load operation range. The high-
load operation range is defined as an operation range in
which engine 10 is operable even at a minimum mechan-
ical compression ratio (including full load). The middle-
load operation range is defined as an operation range in
which the load is lower than in the high-load operation
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range and the EGR rate of the external EGR gas can be
increased. In the middle-load operation range, the me-
chanical compression ratio is controlled according to the
load. The low-load operation range is defined as an op-
eration range in which the load is lower than in the middle-
load operation range and the EGR rate of the external
EGR gas reaches a lean combustion EGR limit rate (cor-
responding to the rate of EGR gas amount at which com-
bustion stability can be maintained with respect to the
fresh intake air amount). In the low-load operation range,
so-called miller cycle operations are performed to set the
intake valve open timing IVO before the intake bottom
dead center for improvement in fuel efficiency. The very-
low-load operation range is defined as an operation
range in which the load is lower than in the low-load op-
eration range and the introduction of the internal EGR
gas is required due to the difficulty of the engine opera-
tions with the introduction of the external EGR gas. The
internal EGR gas has a higher gas temperature than that
of the external EGR gas and thus provides combustion
stability. These operation ranges are predetermined, and
the characteristic maps of the respective operation rang-
es are stored in the ROM. If the internal EGR gas is in-
troduced to the engine cylinder 31a in the high-, middle-
and low-load operation ranges (where the load is higher
than in the very-low-load operation range), the cylinder
temperature increases to cause a decrease in intake
charging efficiency. For this reason, the external EGR
gas is introduced to the engine cylinder 31 a in the high-,
middle- and low-load operation ranges.
[0086] At step S1, controller 50 detects the fresh intake
air amount based on the detection signal from airflow
sensor 61.
[0087] At step S2, controller 50 determines whether
engine 10 is in the high-load operation range. If engine
10 is in the high-load operation range, the program con-
trol proceeds to step S3. The program control proceeds
to step S4 at all other times.
[0088] At step S3, controller 50 performs high-load op-
eration control. The details of the high-load operation
control will be described later.
[0089] At step S4, controller 50 determines whether
engine 10 is in the middle-load operation range. If engine
10 is in the middle-load operation range, the program
control proceeds to step S5. The program control pro-
ceeds to step S6 at all other times.
[0090] At step S5, controller 50 performs middle-load
operation control. The details of the middle-load opera-
tion control will be described later.
[0091] At step S6, controller 50 determines whether
engine 10 is in the low-load operation range. If engine
10 is in the low-load operation range, the program control
proceeds to step S7. The program control proceeds to
step S8 at all other times.
[0092] At step S7, controller 50 performs low-load op-
eration control. The details of the low-load operation con-
trol will be described later.
[0093] At step S8, controller 50 performs very-low-load

operation control. The details of the very-low-load oper-
ation control will be described later.
[0094] FIG. 11 is a flow chart for a routine program of
the high -load operation control.
[0095] At step S31, controller 50 controls actuator 51
to adjust the mechanical compression ratio to its mini-
mum degree.
[0096] At step S32, controller 50 controls fuel injection
valve 63 to inject fuel in such a manner as to adjust the
air excess coefficient to 1.
[0097] At step S33, controller 50 controls variable
valve mechanism 200 to set the intake valve open and
close timings IVO and IVC normally.
[0098] At step S34, controller 50 controls EGR valve
71 a to adjust its valve opening in such a manner as to
attain a target EGR rate, which has previously been de-
termined according to the load. Herein, controller 50 may
be configured to store e.g. in the ROM a characteristic
map experimentally set to determine the EGR valve
opening in accordance with the target EGR rate.
[0099] FIG. 12 is a flow chart for a routine program of
the middle-load operation control.
[0100] At step S51, controller 50 controls actuator 51
to adjust the mechanical compression ratio according to
the load. Controller 50 may be configured to store e.g. in
the ROM a characteristic map experimentally set to de-
termine the mechanical compression ratio in accordance
with the load.
[0101] At step S52, controller 50 controls fuel injection
valve 63 to inject fuel in such a manner as to adjust the
air excess coefficient to 1.
[0102] At step S53, controller 50 controls variable
valve mechanism 200 to set the intake valve open and
close timings IVO and IVC normally.
[0103] At step S54, controller 50 controls EGR valve
71 a to adjust its valve opening in such a manner as to
attain a target EGR rate, which has previously been de-
termined according to the load. Controller 50 may be con-
figured to store e.g. in the ROM a characteristic map ex-
perimentally set to determine the EGR valve opening in
accordance with the target EGR rate.
[0104] FIG. 13 is a flow chart for a routine program of
the low-load operation control.
[0105] At step S71, controller 50 controls actuator 51
to adjust the mechanical compression ratio according to
the load. Controller 50 may be configured to store e.g. in
the ROM a characteristic map experimentally set to de-
termine the mechanical compression ratio in accordance
with the load. In effect, the characteristic map may be a
look up table that relates a number of load levels to re-
spective compression ratios.
[0106] At step S72, controller 50 controls fuel injection
valve 63 to inject fuel in such a manner as to adjust the
air excess coefficient to 1.
[0107] At step S73, controller 50 controls variable
valve mechanism 200 to set the intake valve open timing
IVO normally and to adjust the intake valve close timing
IVC according to the load. Controller 50 may be config-
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ured to store e.g. in the ROM a characteristic map ex-
perimentally set to determine the intake valve close tim-
ing IVC in accordance with the load.
[0108] At step S74, controller 50 controls EGR valve
71 a to adjust its valve opening in such a manner as to
maintain the external EGR rate at the predetermined lean
combustion EGR limit rate (e.g. 20 to 30%). Herein, con-
troller 50 may be configured to store e.g. in the ROM a
characteristic map experimentally set to determine the
EGR valve opening.
[0109] FIG. 14 is a flow chart for a routine program of
the very-low-load operation control.
[0110] At step S81, controller 50 controls actuator 51
to adjust the mechanical compression ratio to its maxi-
mum degree.
[0111] At step S82, controller 50 controls fuel injection
valve 63 to inject fuel in such a manner as to adjust the
air excess coefficient to 1.
[0112] At step S83, controller 50 controls variable
valve mechanism 200 to set the intake valve open timing
IVO in such a manner as to attain a target internal EGR
rate, which has previously determined according to the
load, and to set the intake valve close timing IVC accord-
ing to the load. Controller 50 may be configured to store
e.g. in the ROM a characteristic map experimentally set
to determine the intake valve open timing IVO in accord-
ance with the target internal EGR rate. Controller 50 may
also be configured to store e.g. in the ROM a character-
istic map experimentally set to determine the intake valve
close timing IVC in accordance with the load. As above,
the characteristic map may be a look up table where load
levels can be used to retrieve a respective intake vale
close timing for the load level.
[0113] At step S84, controller 50 determines a target
external EGR rate to maintain the predetermined lean
combustion EGR limit rate and controls EGR valve 71 a
in such a manner as to attain the target external EGR
rate. Herein, controller 50 may be configured to store e.g.
in the ROM a characteristic map experimentally set to
determine the EGR valve opening.
[0114] FIGS. 15A to 15H are time charts showing en-
gine operations under the control of the NOx emission
reduction apparatus according to the first embodiment
of the present invention. By way of example, an expla-
nation will be given to the case where the engine load
changes from a full load at time t0 to a very low load. It
is noted that, for clear understanding of the correspond-
ences between the time charts and the flow charts, the
step numbers of the flow charts are indicated below to-
gether with the chart numbers of the time charts.
[0115] During a period from time t0 to time t1, controller
50 repeats steps S1, S2 and S3 for the high-load oper-
ation control. The mechanical compression ratio is ad-
justed to the minimum degree (FIG. 15B, S51). The fuel
is injected to adjust the air excess coefficient to 1 (FIG.
15C, S52). The intake valve open and close timings IVO
and IVC are set normally (FIGS. 15D and 15E, S33). The
EGR valve opening is controlled to attain the target EGR

rate (FIG. 16F, S34). By the above procedure, the amount
of external EGR gas in working medium is regulated ap-
propriately (FIG. 15H).
[0116] When the engine load decreases and shifts into
the middle-load operation range at time t1, controller 50
repeats steps S1, S2, S4 and S5 for the middle-load op-
eration control. The mechanical compression ratio is ad-
justed in accordance with the load (FIG. 15B, S51). The
fuel is injected to adjust the air excess coefficient to 1
(FIG. 15C, S52). The intake valve open and close timings
IVO and IVC are set normally (FIGS. 15D and 15E, S53).
The EGR valve opening is controlled to attain the target
EGR rate (FIG. 16F, S54). The amount of external EGR
gas in working medium is increased by the above proce-
dure (FIG. 15H).
[0117] When the engine load further decreases and
shifts into the low-load operation range at time t2, con-
troller 50 repeats steps S1, S2, S4, S6 and S7 for the
low-load operation control. The mechanical compression
ratio is adjusted in accordance with the load (FIG. 15B,
S71). The fuel is injected to adjust the air excess coeffi-
cient to 1 (FIG. 15C, S72). Variable valve mechanism
200 is controlled to set the intake valve open timing IVO
normally and to adjust the intake valve close timing IVC
in accordance with the load (FIGS. 15D and 15E, S73)
for miller cycle operations. The EGR valve opening is
controlled in such a manner as to maintain the external
EGR gas maintains at the lean combustion EGR limit
rate (FIG. 15F, S74). By the above procedure, the max-
imum possible amount of EGR gas is supplied to maintain
the lean combustion EGR limit rate (FIG. 15H) even when
the working medium amount decreases with load. Fur-
ther, the combustion stability is insured by controlling the
mechanical compression ratio to its maximum degree
even when the effective compression ratio decreases
during the miller cycle operations.
[0118] When the engine load further decreases and
shifts into the very-low-load operation range at time t3,
controller 50 repeats steps S1, S2, S4, S6 and S8 for the
very-low-load operation control. The mechanical com-
pression ratio is adjusted to the maximum degree (FIG.
15B, S81). The fuel is injected to adjust the air excess
coefficient to 1 (FIG. 15C, S82). Variable valve mecha-
nism 200 is controlled to adjust the intake valve open
timing IVO in such a manner as to attain the target internal
EGR rate and to adjust the intake valve close timing IVC
in accordance with the load (FIGS. 15D and 15E, S83)
for miller cycle operations. The EGR valve opening is
controlled to supply the external EGR gas in such a man-
ner as to maintain the lean combustion EGR limit rate by
the total of the external EGR rate and the internal EGR
rate (FIG. 15F, S84). The lean combustion EGR limit rate
is maintained by the above procedure (FIG. 15H) even
when the working medium amount further decreases with
load.
[0119] It is therefore possible according to the present
embodiment to supply the EGR gas appropriately in ac-
cordance with the engine load in the high- and middle-
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load operation ranges and to supply the maximum pos-
sible amount of EGR gas while maintaining the lean com-
bustion EGR limit rate in the low- and very-low-load op-
eration ranges for stable engine operations and NOx
emission reduction.
[0120] FIG. 16 is a flow chart for a main control routine
program of the NOx emission reduction apparatus ac-
cording to the second embodiment of the present inven-
tion.
[0121] Double-link type variable compression ratio en-
gine 10 varies the mechanical compression ratio by
changing the piston top dead center as mentioned above.
Further, variable valve mechanism 200 varies the intake
valve open period and valve lift amount such that the
intake valve lift increases with the intake valve open pe-
riod as shown in FIG. 9. There thus arises a possibility
that, depending on the compression ratio, the piston top
dead center becomes so high that intake valve 81 may
interfere with piston 32 especially when the intake valve
open timing is advanced.
[0122] In the present embodiment, the control routine
is performed to prevent intake valve 81 from interfering
with piston 32 and to maintain the ratio between the in-
ternal EGR rate and the external EGR rate constant (e.g.
in such a manner as to maintain the ratio of the internal
EGR rate with respect to the total amount of the internal
EGR gas and the external EGR gas at 50% or higher)
by limiting the amount of advance of the intake valve
open timing IVO (and thereby limiting the intake valve
lift). The details of this control routine will be explained
below with reference to FIG. 16.
[0123] In the control routine, steps S1 to S8 are com-
mon to the first and second embodiment. An explanation
of steps S1 to S8 will be thus omitted.
[0124] At step S9, controller 50 determines whether
engine 10 is in the very-low-load operation range. The
very-low-load operating range is defined as the operation
range in which the load is lower than in the low-load op-
eration range and there is a necessity to introduce the
internal EGR gas but no possibility of interference of in-
take valve 81 with piston 32. If engine 10 is in the very-
low-load operation range, the program control proceeds
to step S8. The program control proceeds to step S10 at
all other times.
[0125] At step S10, controller 50 performs extremely-
low-load operation control. The details of the extremely-
low-load operation control will be described later.
[0126] FIG. 17 is a flowchart for a routine program of
the extremely-low-load operation control according to the
second embodiment.
[0127] At step S101, controller 50 controls actuator 51
to adjust the mechanical compression ratio to its maxi-
mum degree.
[0128] At step S102, controller 50 controls fuel injec-
tion valve 63 to inject fuel in such a manner as to adjust
the air excess coefficient to 1.
[0129] At step S103, controller 50 controls variable
valve mechanism 200 to set the intake valve open timing

IVO in such a manner as to attain a target internal EGR
rate, which has previously determined according to the
load, and to set the intake valve close timing IVC accord-
ing to the load. Controller 50 may be configured to store
e.g. in the ROM a characteristic map experimentally set
to determine the intake valve open timing IVO in accord-
ance with the target internal EGR rate. Controller 50 may
also be configured to store e.g. in the ROM a character-
istic map experimentally set to determine the intake valve
close timing IVC in accordance with the load.
[0130] At step S104, controller 50 controls EGR valve
71a to adjust its valve opening and supply the external
EGR gas in such a manner as to maintain the lean com-
bustion EGR limit rate by the total of the external EGR
rate and the internal EGR rate. Controller 50 may be con-
figured to store e.g. in the ROM a characteristic map ex-
perimentally set to determine the EGR valve opening.
[0131] FIGS. 18A to 18H are time charts showing en-
gine operations under the control of the NOx emission
reduction apparatus according to the second embodi-
ment of the present invention. The engine operations un-
der the control of the NOx emission reduction apparatus
during the period up to time t3 are the same in the first
and second embodiments. An explanation of the engine
operations during the period up to time t3 will be thus
omitted.
[0132] When the engine load shifts into the very-low-
load operation range at time t3, controller 50 repeats
steps S1, S2, S4, S6, S9 and S8 for the very-low-load
operation control. When the engine load further shifts
into the extremely-low-load operation range at time t11,
controller 50 repeats steps S1, S2, S4, S6, S9 and S10
for the extremely-low-load operation control. The me-
chanical compression ratio is adjusted to the maximum
degree (FIG. 18B, S101). The fuel is injected to adjust
the air excess coefficient to 1 (FIG. 18C, S102). Variable
valve mechanism 200 is controlled to adjust the intake
valve open timing IVO in such a manner as to attain the
target internal EGR rate and to adjust the intake valve
close timing IVC in accordance with the load (FIGS. 18D
and 18E, S103) for miller cycle operations. The EGR
valve opening is controlled to supply the external EGR
gas in such a manner as to maintain the lean combustion
EGR limit rate by the total of the external EGR rate and
the internal EGR rate (FIG. 18F, S104). In one embodi-
ment the EGR limit rate may be achieved by controlling
the EGR valve to keep the EGR rate of the external EGR
gas approximately constant, irrespective of change of
the engine load, and control the variable valve mecha-
nism to adjust either the intake valve open timing or the
exhaust valve close timing to keep the EGR rate of the
internal EGR gas approximately constant. In another em-
bodiment, the EGR limit rate may be achieved by con-
trolling the EGR valve to not recirculate the external EGR
gas to the intake passage, control the throttle valve in
such a manner as to decrease the fresh intake air amount
as the engine load decreases, and control the variable
valve mechanism to adjust either the intake valve open
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timing or the exhaust valve close timing to keep the EGR
rate of the internal EGR gas approximately constant. The
lean combustion EGR limit rate is maintained by the
above procedure (FIG. 18H).
[0133] It is therefore possible according to the present
embodiment to supply the maximum possible amount of
EGR gas while maintaining the lean combustion EGR
limit rate, without intake valve 81 interfering with piston
32, for stable engine operations and NOx emission re-
duction even under low-load, high-compression-ratio
conditions.
[0134] FIG. 19 is a flowchart for a routine program of
the extremely-low-load operation control according to the
third embodiment of the present invention.
[0135] In the second embodiment, the extremely-low-
load operation control is performed by limiting the amount
of advance of the intake valve open timing IVO so as to
prevent intake valve 81 from interfering with piston 32
and by maintaining the ratio between the internal EGR
rate and the external EGR rate constant. In the present
embodiment, by contrast, the extremely-low-load oper-
ation control is performed by cutting the supply of EGR
gas and by regulating the opening of throttle valve 62 to
decrease the fresh intake air amount. The details of this
control routine will be explained below with reference to
FIG. 19. The main control routine of the present embod-
iment is the same as that of the second embodiment,
except for the contents of the extremely-low-load oper-
ation control. An explanation will be thus given only to
the extremely-low-load operation control of the present
embodiment.
[0136] Controller 50 controls actuator 51 to maximize
the mechanical compression ratio (step S101), controls
fuel injection valve 63 to inject fuel in such a manner as
to adjust the air excess coefficient to 1 (step S102), and
then, controls variable valve mechanism 200 to set the
intake valve open timing IVO in such a manner as to
attain a target internal EGR rate, which has previously
determined according to the load, and to adjust the intake
valve close timing IVC according to the load (step S103).
These control steps are the same as those of the second
embodiment.
[0137] Controller 50 fully closes EGR valve 71 a (step
S111) and controls the opening of throttle valve 62 ac-
cording to the load so as to adjust the fresh intake air
amount (step S112). Controller 50 may be configured to
store e.g. in the ROM a characteristic map experimentally
set to determine the throttle valve opening in accordance
with the load.
[0138] FIGS. 20A to 20H are time charts showing en-
gine operations under the control of the NOx emission
reduction apparatus according to the third embodiment
of the present invention. The engine operations under
the control of the NOx emission reduction apparatus dur-
ing the period up to time t11 are the same in the second
and third embodiments. An explanation of the engine op-
erations during the period up to time t11 will be thus omit-
ted.

[0139] When the engine load shifts into the extremely-
low-load operation range at time t11, controller 50 re-
peats steps S1, S2, S4, S6, S9 and S10 for the extremely-
low-load operation control. The mechanical compression
ratio is adjusted to the maximum value (FIG. 20B, S101).
The fuel is injected to adjust the air excess coefficient to
1 (FIG. 20C, S102). Variable valve mechanism 200 is
controlled to adjust the intake valve open timing IVO in
such a manner as to attain the target internal EGR rate
and to adjust the intake valve close timing IVC in accord-
ance with the load (FIGS. 20D and 20E, S103) for miller
cycle operations. The EGR valve 71 a is fully closed
(FIG . 20F, S111). Then, the opening of throttle valve 62
is controlled in accordance with the load to adjust the
fresh intake air amount (FIG. 20H, S112).
[0140] It is also possible according the present embod-
iment to supply the maximum possible amount of EGR
gas while maintaining the lean combustion EGR limit
rate, without intake valve 81 interfering with piston 32,
for stable engine operations and NOx emission reduction
even under low-load, high-compression-ratio conditions.
[0141] FIG. 21 is a flowchart for a routine program of
the low-load operation control according to the fourth em-
bodiment of the present invention.
[0142] In the above embodiments, the low-load oper-
ation control is performed by controlling the intake valve
open and close timings IVO and IVC to allow miller cycle
operations and by increasing the internal EGR rate, in-
stead of increasing the external EGR rate, to maximize
the total amount of EGR gas in the intake medium and
thereby maintain the lean combustion EGR limit rate for
NOx emission reduction.
[0143] As explained above with reference to FIG. 4B,
double-link type variable compression ratio engine 10
has a relatively long piston top dead center duration. The
stable combustion limit of engine 10 is thus unlikely to
deteriorate so that it is possible to secure combustion
stability by increasing the compression ratio (to e.g. about
1.8) even when the air-fuel ratio is about 30:1 (the air
excess coefficient is about 2). There are almost no NOx
emissions when the air-fuel ratio is greater than or equal
to about 30 as shown in FIG. 4B. In view of these char-
acteristics, the NOx emissions are prevented by control-
ling the air-fuel ratio to 30 or greater, rather than by sup-
plying the EGR gas, in the low-load operation range.
[0144] Namely, the low-load operation control is per-
formed by controlling fuel injection valve 63 to inject fuel
in such a manner as to adjust the air excess coefficient
to 1 and controlling the opening of EGR valve 71 a to
maintain the lean combustion EGR limit rate in the first
embodiment. In the present embodiment, by contrast,
the low-load operation control is performed by cutting the
supply of external EGR gas, increasing the mechanical
compression ratio and adjusting the fuel injection amount
to adjust the air excess coefficient to 2 so as to allow
ultra-lean combustion operations for NOx emission re-
duction.
[0145] The details of this control routine will be ex-
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plained below with reference to FIG. 21. The main control
routine of the present embodiment is the same as that
of the first embodiment, except for the contents of the
low-load operation control.
[0146] An explanation will be thus given only to the
low-load operation control of the present embodiment.
[0147] At step 701, controller 50 controls actuator 51
to adjust the mechanical compression ratio according to
the load. Controller 50 may be configured to store e.g. in
the ROM a characteristic map experimentally set to de-
termine the mechanical compression ratio in accordance
with the load.
[0148] At step 702, controller 50 controls fuel injection
valve 63 to inject fuel in such a manner as to adjust the
air excess coefficient to 2.
[0149] At step S703, controller 50 controls variable
valve mechanism 200 to set the intake valve open timing
IVO normally and to adjust the intake valve close timing
IVC according to the load. Controller 50 may be config-
ured to store e.g. in the ROM a characteristic map ex-
perimentally set to determine the intake valve close tim-
ing IVC in accordance with the load.
[0150] At step S704, controller 50 fully closes EGR
valve 71 a.
[0151] FIGS. 22A to 22H are time charts showing en-
gine operations under the control of the NOx emission
reduction apparatus according to the fourth embodiment
of the present invention. The engine operations under
the control of the NOx emission reduction apparatus up
to time t2 and from time t3 are the same in the first and
fourth embodiments. An explanation of the engine oper-
ations up to time t2 and from time t3 will be thus omitted.
[0152] When the engine load shifts into the low-load
operation range at time t2, controller 50 repeats steps
S1, S2, S4, S6 and S7 for the low-load operation control
according to the flowchart of FIG. 10. The mechanical
compression ratio is adjusted in accordance with the load
(FIG. 22B, S701). The fuel is injected to adjust the air
excess coefficient to 2 (FIG. 22C, S702). Variable valve
mechanism 200 is controlled to set the intake valve open
timing IVO normally and to adjust the intake valve close
timing IVC in accordance with the load (FIGS. 22D and
22E, S703) for miller cycle operations. The EGR valve
71a is fully closed (FIG. 22F, S704). It is possible by the
above procedure to reduce NOx emissions in the low-
load operation range.
[0153] Variable compression ratio engine 10 may be
modified as indicated in 23A and 23B. The compression
ratio can be increased by the counterclockwise rotation
of control shaft 25 as shown in FIGS. 23A and 23B al-
though the compression ratio is increased by the clock-
wise rotation of control shaft 25 in the above embodi-
ments. Further, the diameter of control shaft 25 and the
distance from the center of control shaft 25 to connection
pin 24 can be made large as shown in FIGS. 23A and
23B. These engine dimensions allow piston 32 to char-
acteristically show extreme behavior at around the top
dead center so that the rise speed of piston 32 becomes

lower than the fall speed of piston 32, i.e., the degree of
L31 < L32 becomes increased.
[0154] As the compression ratio is increased as control
shaft 23 rotates in the counterclockwise direction, the
piston rise speed increases with the compression ratio,
i.e. L31 < L41, and the piston fall speed decreases with
increase in the compression ratio, i.e., L32 > L42.
[0155] Thus, the piston rise speed is so high that the
time for piston 32 to reach the top dead center is short
in the high-compression ratio state. This makes it possi-
ble to prevent the occurrence of pre-ignition (self ignition).
Further, the piston fall speed is low that the piston top
dead center duration is long. This makes it possible to
secure combustion stability.
[0156] On the other hand, the piston fall speed is rel-
atively high in the low-compression-ratio state. This
makes it possible to prevent the occurrence of knocking
in the later stage of combustion.
[0157] Variable compression ratio engine 10 may uti-
lize piston 32 shown in FIGS. 24A to 24C. FIG. 24A is a
perspective view of piston 32, FIG. 24B is a sectional
view of piston 32 when cut along a line B-B of FIG. 24A,
FIG. 24C is a sectional view of piston 32 when cut along
a line C-C of FIG. 24A and FIGS. 25A and 25B are dia-
grams showing piston behavior
[0158] As shown in FIG. 24C, piston 32 has its piston
skirt shortened substantially.
[0159] By the use of this piston 32, counterweight 33c
is allowed to pass through the lateral side of piston pin
21. This makes it possible to increase the piston stroke
by minimizing the length of upper link 11 and bringing
the bottom dead center of piston 32 closest to crankshaft
33. Herein, the strength of the piston skirt is one of chal-
lenges to adopt this engine configuration. However, the
characteristics of double-link mechanism can be utilized
such that upper link 11 substantially stands upright as
shown in FIG. 25B at the top dead center of piston 32 so
as to reduce the lateral load (thrust load) on piston 32
and thereby secure the piston skirt strength.
[0160] Although the present invention has been de-
scribed with reference to the above specific embodi-
ments, the invention is not limited to these embodiments.
Various modifications and variations of the embodiments
described above will occur to those skilled in the art in
light of the above teaching.
[0161] For example, the low-load operation control of
the fourth embodiment and the extremely-low-load op-
eration control of the second or third embodiment may
be applied in combination.
[0162] The internal EGR gas amount can be adjusted
by controlling variable valve mechanism to vary the ex-
haust valve close timing and trap combustion gas in cyl-
inder 31a using the valve mechanism 200 although it is
adjusted by controlling variable valve mechanism 200 to
vary the intake valve open timing in the above embodi-
ments. In some embodiments, the controller 50 adjusts
the internal EGR gas by changing an overlap between
intake and exhaust gas valve opening periods. In other
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embodiments, the controller 50 advances an exhaust val-
ue close timing to adjust the amount of combustion gas
trapped in the cylinder and supplied as the internal EGR
gas.

Claims

1. An apparatus for reducing NOx emission in an en-
gine, comprising:

valve means (71) for adjusting an amount of an
external EGR gas recirculated from an exhaust
passage (70) to an intake passage (60);
variable valve means (200) for varying either an
intake valve open timing or an exhaust valve
close timing of the engine so as to adjust an
amount of an internal EGR gas returned from
an engine cylinder (31 a) to an intake port (81)
of the engine and resupplied into the cylinder
(31 a); and
control means (50) for detecting when an engine
load of the engine is in a very-low-load operation
range wherein the engine load is lower than a
predetermined level and for controlling the valve
means (71) and the variable valve means (200)
in dependence thereon;
wherein the control means (50) is arranged to
control the valve means (71) to continuously de-
crease an EGR rate of the external EGR gas as
the engine load decreases throughout the very-
low-load operation range and control the varia-
ble valve means (200) to adjust either the intake
valve open timing or the exhaust valve close tim-
ing to continuously increase an EGR rate of the
internal EGR gas as the engine load decreases
throughout the very-low-load operation range;
characterised in that
the control means (50) is arranged, when the
detected engine load is in an extremely-low-load
operation range lower in load than the very-low-
load operation range, to control the valve means
(71) to keep the EGR rate of the external EGR
gas approximately constant, irrespective of
change of the engine load, and control the var-
iable valve means (200) to adjust either the in-
take valve open timing or the exhaust valve
close timing to keep the EGR rate of the internal
EGR gas approximately constant.

2. An apparatus as claimed in claim 1, wherein the con-
trol means (50) is arranged to control the variable
valve means (200) to advance the intake valve open
timing as the engine load decreases.

3. An apparatus as claimed in claim 1 or claim 2, where-
in the variable valve means (200) is arranged to vary
an intake valve close timing of the engine so as to

adjust an amount of fresh intake air introduced into
the cylinder (31 a) and the control means (50) is ar-
ranged to control the variable valve means (200) to
advance the intake valve close timing as the engine
load decreases.

4. An apparatus as claimed in any preceding claim
comprising variable compression ratio means (11,
12, 13) for varying a mechanical compression ratio
of the engine;
wherein the control means (50) is arranged, when
the detected engine load is in a low-load operation
range higher in load than the very-low-load operation
range, to control the variable compression ratio
means (11, 12, 13) to increase the mechanical com-
pression ratio as the engine load decreases.

5. An apparatus as claimed in claim 4, wherein the con-
trol means (50) is arranged to control the valve
means (71) to maintain the EGR rate of the external
EGR gas at a lean combustion EGR limit rate.

6. An apparatus as claimed in claim 4 or claim 5 com-
prising fuel injection valve means (63) for injecting
fuel, wherein the control means (50) is arranged to
control the valve means (71) to not recirculate the
external EGR gas to the intake passage (60) and
control the fuel injection valve means (63) to inject
fuel to attain a lean air-fuel ratio with respect to the
stoichiometric air-fuel ratio.

7. An apparatus as claimed in any of claims 4 to 6,
wherein the control means (50) is arranged, when
the detected engine load is in the low-load operation
range, to control the variable valve means (200) to
advance an intake valve close timing of the engine
as the engine load decreases.

8. An apparatus as claimed in any of claims 4 to 7,
wherein the control means (50) is arranged, when
the detected engine load is in a middle-load opera-
tion range higher in load than the low-load operation
range, to control the variable compression ratio
means (11, 12, 13) to increase the mechanical com-
pression ratio as the engine load decreases and con-
trol the valve means (71) to increase the EGR rate
of the external EGR gas as the engine load decreas-
es.

9. An apparatus as claimed in any preceding claim
comprising throttle valve means (62) for adjusting an
amount of fresh intake air introduced into the cylinder
(31 a), wherein the control means (50) is arranged,
when the detected engine load is in an extremely-
low-load operation range lower in load than the very-
low-load operation range, to control the valve means
(71) to not recirculate the external EGR gas to the
intake passage (60), control the throttle valve means
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(62) to decrease the fresh intake air amount as the
engine load decreases and control the variable valve
means (200) to adjust either the intake valve open
timing or the exhaust valve close timing to keep the
EGR rate of the internal EGR gas approximately con-
stant.

10. An apparatus as claimed in any preceding claim,
wherein the variable valve means (200) is arranged
to change an overlap between intake and exhaust
valve opening periods to adjust the amount of the
internal EGR gas.

11. An apparatus as claimed in any preceding claim,
wherein the variable valve means (200) is arranged
to advance an exhaust valve close timing of the en-
gine to adjust the amount of the combustion gas en-
closed in the cylinder (31 a) as the internal EGR gas.

12. An apparatus as claimed in claim 4, or any claim
dependent on claim 4, wherein the variable compres-
sion means (11, 12, 13) comprises a first link (11)
connected to a piston (32) of the engine, a second
link (12) rotatably mounted on a crankpin (33b) of a
crankshaft (33) of the engine and connected to the
first link (11) and a third link (13) for controlling a
movement of the second link (12) so as to adjust the
mechanical compression ratio.

13. A method for reducing NOx emissions in an engine,
comprising:

detecting when an engine load of the engine is
in a very-low-load operation range wherein the
engine load is lower than a predetermined level;
continuously decreasing an EGR rate of exter-
nal EGR gas as the engine load decreases
throughout the very-low-load operation range
and adjusting either an intake valve open timing
or an exhaust valve close timing to continuously
increase an EGR rate of the internal EGR gas
as the engine load decreases throughout the
very-low-load operation range, and
keeping the EGR rate of the external EGR gas
approximately constant, irrespective of change
of the engine load, and adjusting either the in-
take valve open timing or the exhaust valve
close timing to keep the EGR rate of the internal
EGR gas approximately constant, when the de-
tected engine load is in an extremely-low-load
operation range lower in load than the very-low-
load operation range.

14. A vehicle having an apparatus or adapted to use a
method as claimed in any preceding claim.

Patentansprüche

1. Vorrichtung zum Reduzieren der NOx-Emission in
einem Motor, umfassend:

Ventilmittel (71) zum Einstellen einer Menge ei-
nes äußeren AGR-Gases, das von einem Aus-
lasskanal (70) zu einem Einlasskanal (60) rück-
geführt wird;
variable Ventilmittel (200) zum Variieren entwe-
der eines Einlassventil-Öffnungszeitpunktes
oder eines Auslassventil-Schließzeitpunktes
des Motors, um eine Menge eines inneren AGR-
Gases einzustellen, das von einem Motorzylin-
der (31a) zu einem Einlassanschluss (81) des
Motors rückgeführt wird und wieder in den Zy-
linder (31 a) eingespeist wird; und
Steuerungsmittel (50) zum Detektieren, wann
sich eine Motorlast des Motors in einem Be-
triebsbereich sehr niedriger Last befindet, wobei
die Motorlast niedriger als ein vorbestimmtes Ni-
veau ist, und zum Steuern der Ventilmittel (71)
und der variablen Ventilmittel (200) in Abhän-
gigkeit davon;
wobei die Steuerungsmittel (50) dafür eingerich-
tet sind, die Ventilmittel (71) so zu steuern, dass
sie in dem gesamten Betriebsbereich sehr nied-
riger Last eine AGR-Rate des äußeren AGR-
Gases kontinuierlich verringern, wenn sich die
Motorlast verringert, und die variablen Ventilmit-
tel (200) so zu steuern, dass sie in dem gesam-
ten Betriebsbereich sehr niedriger Last entwe-
der den Einlassventil-Öffnungszeitpunkt oder
den Auslassventil-Schließzeitpunkt verstellen,
um eine AGR-Rate des inneren AGR-Gases
kontinuierlich zu erhöhen, wenn sich die Motor-
last verringert; dadurch gekennzeichnet,
dass
die Steuerungsmittel (50) dafür eingerichtet
sind, wenn sich die detektierte Motorlast in ei-
nem Betriebsbereich extrem niedriger Last be-
findet, in dem die Last niedriger ist als in dem
Betriebsbereich sehr niedriger Last, die Ventil-
mittel (71) so zu steuern, dass sie die AGR-Rate
des äußeren AGR-Gases annähernd konstant
halten, unabhängig von einer Änderung der Mo-
torlast, und die variablen Ventilmittel (200) so
zu steuern, dass sie entweder den Einlassventil-
Öffnungszeitpunkt oder den Auslassventil-
Schließzeitpunkt so verstellen, dass die AGR-
Rate des inneren AGR-Gases annähernd kon-
stant gehalten wird.

2. Vorrichtung gemäß Anspruch 1, wobei die Steue-
rungsmittel (50) dafür eingerichtet sind, die variablen
Ventilmittel (200) so zu steuern, dass sie den Ein-
lassventil-Öffnungszeitpunkt vorverstellen, wenn
sich die Motorlast verringert.
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3. Vorrichtung gemäß Anspruch 1 oder 2, wobei die
variablen Ventilmittel (200) dafür eingerichtet sind,
einen Einlassventil-Schließzeitpunkt des Motors zu
variieren, um eine Menge von frischer Einlassluft ein-
zustellen, die in den Zylinder (31a) eingebracht wird,
und die Steuerungsmittel (50) dafür eingerichtet
sind, die variablen Ventilmittel (200) so zu steuern,
dass sie den Einlassventil-Schließzeitpunkt vorver-
stellen, wenn sich die Motorlast verringert.

4. Vorrichtung gemäß einem der vorhergehenden An-
sprüche, Mittel des variablen Verdichtungsverhält-
nisses (11, 12, 13) zum Variieren eines mechani-
schen Verdichtungsverhältnisses des Motors um-
fassend;
wobei die Steuerungsmittel (50) dafür eingerichtet
sind, wenn sich die detektierte Motorlast in einem
Betriebsbereich niedriger Last befindet, in dem die
Last höher ist als in dem Betriebsbereich sehr nied-
riger Last, die Mittel des variablen Verdichtungsver-
hältnisses (11, 12, 13) so zu steuern, dass sie das
mechanische Verdichtungsverhältnis erhöhen,
wenn sich die Motorlast verringert.

5. Vorrichtung gemäß Anspruch 4, wobei die Steue-
rungsmittel (50) dafür eingerichtet sind, die Ventil-
mittel (71) so zu steuern, dass sie die AGR-Rate des
äußeren AGR-Gases auf einem Niveau des einer
mageren Verbrennung entsprechenden Grenzwer-
tes der AGR-Rate halten.

6. Vorrichtung gemäß Anspruch 4 oder 5, umfassend
Kraftstoffeinspritzventilmittel (63) zum Einspritzen
von Kraftstoff, wobei die Steuerungsmittel (50) dafür
eingerichtet sind, die Ventilmittel (71) so zu steuern,
dass sie das äußere AGR-Gas nicht zu dem Einlas-
skanal (60) rückführen, und die Kraftstoffeinspritz-
ventilmittel (63) so zu steuern, dass sie Kraftstoff ein-
spritzen, um ein mageres Kraftstoff-Luft-Verhältnis
in Bezug auf das stöchiometrische Kraftstoff Luft-
Verhältnis zu erreichen.

7. Vorrichtung gemäß einem der Ansprüche 4 bis 6,
wobei die Steuerungsmittel (50) dafür eingerichtet
sind, wenn sich die detektierte Motorlast in dem Be-
triebsbereich niedriger Last befindet, die variablen
Ventilmittel (200) so zu steuern, dass sie den Ein-
lassventil-Schließzeitpunkt des Motors vorverstel-
len, wenn sich die Motorlast verringert.

8. Vorrichtung gemäß einem der Ansprüche 4 bis 7,
wobei die Steuerungsmittel (50) dafür eingerichtet
sind, wenn sich die detektierte Motorlast in einem
Betriebsbereich mittlerer Last befindet, in dem die
Last höher ist als in dem Betriebsbereich niedriger
Last, die Mittel des variablen Verdichtungsverhält-
nisses (11, 12, 13) so zu steuern, dass sie das me-
chanische Verdichtungsverhältnis erhöhen, wenn

sich die Motorlast verringert, und die Ventilmittel (71)
so zu steuern, dass sie die AGR-Rate des äußeren
AGR-Gases erhöhen, wenn sich die Motorlast ver-
ringert.

9. Vorrichtung gemäß einem der vorhergehenden An-
sprüche, umfassend Drosselklappenmittel (62) zum
Einstellen einer Menge von frischer Einlassluft, die
in den Zylinder (31a) eingebracht wird, wobei die
Steuerungsmittel (50) dafür eingerichtet sind, wenn
sich die detektierte Motorlast in einem Betriebsbe-
reich extrem niedriger Last befindet, in dem die Last
niedriger ist als in dem Betriebsbereich sehr niedri-
ger Last, die Ventilmittel (71) so zu steuern, dass sie
das äußere AGR-Gas nicht zu dem Einlasskanal
(60) rückführen, die Drosselklappenmittel (62) so zu
steuern, dass sie die Menge von frischer Einlassluft
verringern, wenn sich die Motorlast verringert, und
die variablen Ventilmittel (200) so zu steuern, dass
sie entweder den Einlassventil-Öffnungszeitpunkt
oder den Auslassventil-Schließzeitpunkt so verstel-
len, dass die AGR-Rate des inneren AGR-Gases an-
nähernd konstant gehalten wird.

10. Vorrichtung gemäß einem der vorhergehenden An-
sprüche, wobei die variablen Ventilmittel (200) dafür
eingerichtet sind, eine Überschneidung der Öff-
nungszeiten von Einlassventil und Auslassventil zu
ändern, um die Menge des inneren AGR-Gases ein-
zustellen.

11. Vorrichtung gemäß einem der vorhergehenden An-
sprüche, wobei die variablen Ventilmittel (200) dafür
eingerichtet sind, einen Auslassventil-Schließzeit-
punkt des Motors vorzuverstellen, um die Menge des
Verbrennungsgases einzustellen, das in dem Zylin-
der (31a) als das innere AGR-Gas eingeschlossen
ist.

12. Vorrichtung gemäß Anspruch 4 oder einem beliebi-
gen von Anspruch 4 abhängigen Anspruch, wobei
die Mittel des variablen Verdichtungsverhältnisses
(11, 12, 13) eine erste Verbindung (11), die mit einem
Kolben (32) des Motors verbunden ist, eine zweite
Verbindung (12), die drehbar an einem Kurbelzapfen
(33b) einer Kurbelwelle (33) des Motors angebracht
ist und mit der ersten Verbindung (11) verbunden
ist, und eine dritte Verbindung (13) zum Steuern ei-
ner Bewegung der zweiten Verbindung (12), um das
mechanische Verdichtungsverhältnis einzustellen,
umfassen.

13. Verfahren zum Reduzieren der NOx-Emissionen in
einem Motor, umfassend:

Detektieren, wann sich eine Motorlast des Mo-
tors in einem Betriebsbereich sehr niedriger
Last befindet, wobei die Motorlast niedriger als
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ein vorbestimmtes Niveau ist;
kontinuierliches Verringern einer AGR-Rate ei-
nes äußeren AGR-Gases, wenn sich die Motor-
last verringert, in dem gesamten Betriebsbe-
reich sehr niedriger Last, und Verstellen entwe-
der eines Einlassventil-Öffnungszeitpunktes
oder eines Auslassventil-Schließzeitpunktes,
um eine AGR-Rate des inneren AGR-Gases
kontinuierlich zu erhöhen, wenn sich die Motor-
last verringert, in dem gesamten Betriebsbe-
reich sehr niedriger Last, und
annäherndes Konstanthalten der AGR-Rate
des äußeren AGR-Gases unabhängig von einer
Änderung der Motorlast, und Verstellen entwe-
der des Einlassventil-Öffnungszeitpunktes oder
des Auslassventil-Schließzeitpunktes, um die
AGR-Rate des inneren AGR-Gases annähernd
konstant zu halten, wenn sich die detektierte
Motorlast in einem Betriebsbereich extrem nied-
riger Last befindet, in dem die Last niedriger ist
als in dem Betriebsbereich sehr niedriger Last.

14. Fahrzeug, das eine Vorrichtung gemäß einem der
vorhergehenden Ansprüche aufweist oder dafür ein-
gerichtet ist, ein solches Verfahren anzuwenden.

Revendications

1. Appareil pour réduire les émissions de NOx dans un
moteur, comprenant :

un moyen de soupape (71) pour ajuster une
quantité d’un gaz EGR externe remis en circu-
lation depuis un passage d’échappement (70)
vers un passage d’admission (60) ;
un moyen de soupape variable (200) pour varier
soit une synchronisation d’ouverture de soupa-
pe d’admission, soit une synchronisation de fer-
meture de soupape d’échappement du moteur
afin d’ajuster une quantité d’un gaz EGR interne
renvoyé depuis un cylindre de moteur (31a) vers
un port d’admission (81) du moteur et réalimenté
dans le cylindre (31a) ; et
un moyen de commande (50) pour détecter
quand une charge de moteur du moteur est dans
une plage de fonctionnement en charge très
basse, dans lequel la charge de moteur est in-
férieure à un niveau prédéterminé et pour com-
mander le moyen de soupape (71) et le moyen
de soupape variable (200) en fonction de cela ;
dans lequel le moyen de commande (50) est
agencé pour commander le moyen de soupape
(71) pour diminuer continuellement un taux EGR
du gaz EGR externe à mesure que la charge de
moteur diminue durant toute la plage de fonc-
tionnement en charge très basse et commander
le moyen de soupape variable (200) pour ajuster

soit la synchronisation d’ouverture de soupape
d’admission, soit la synchronisation de fermetu-
re de soupape d’échappement pour augmenter
continuellement un taux EGR du gaz EGR in-
terne à mesure que la charge de moteur diminue
durant toute la plage de fonctionnement en char-
ge très basse ; caractérisé en ce que
le moyen de commande (50) est agencé, quand
la charge de moteur détectée est dans une plage
de fonctionnement en charge extrêmement bas-
se inférieure en charge à la plage de fonction-
nement en charge très basse, pour commander
le moyen de soupape (71) pour maintenir le taux
EGR du gaz EGR externe approximativement
constant, sans tenir compte d’une variation de
la charge de moteur, et commander le moyen
de soupape variable (200) pour ajuster soit la
synchronisation d’ouverture de soupape d’ad-
mission, soit la synchronisation de fermeture de
soupape d’échappement pour maintenir le taux
EGR du gaz EGR interne approximativement
constant.

2. Appareil selon la revendication 1, dans lequel le
moyen de commande (50) est agencé pour com-
mander le moyen de soupape variable (200) pour
avancer la synchronisation d’ouverture de soupape
d’admission à mesure que la charge de moteur di-
minue.

3. Appareil selon la revendication 1 ou la revendication
2, dans lequel le moyen de soupape variable (200)
est agencé pour varier une synchronisation de fer-
meture de soupape d’admission du moteur afin
d’ajuster une quantité d’air d’admission frais introduit
dans le cylindre (31a) et le moyen de commande
(50) est agencé pour commander le moyen de sou-
pape variable (200) pour avancer la synchronisation
de fermeture de soupape d’admission à mesure que
la charge de moteur diminue.

4. Appareil selon l’une quelconque des revendications
précédentes comprenant un moyen de rapport de
compression variable (11, 12, 13) pour varier un rap-
port de compression mécanique du moteur ;
dans lequel le moyen de commande (50) est agencé,
quand la charge de moteur détectée est dans une
plage de fonctionnement en charge basse supérieu-
re en charge à la plage de fonctionnement en charge
très basse, pour commander le moyen de rapport
de compression variable (11, 12, 13) pour augmen-
ter le rapport de compression mécanique à mesure
que la charge de moteur diminue.

5. Appareil selon la revendication 4, dans lequel le
moyen de commande (50) est agencé pour com-
mander le moyen de soupape (71) pour maintenir le
taux EGR du gaz EGR externe à un taux limite EGR
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de combustion pauvre.

6. Appareil selon la revendication 4 ou la revendication
5, comprenant un moyen de soupape d’injection de
carburant (63) pour injecter du carburant, dans le-
quel le moyen de commande (50) est agencé pour
commander le moyen de soupape (71) pour ne pas
remettre en circulation le gaz EGR externe vers le
passage d’admission (60) et commander le moyen
de soupape d’injection de carburant (63) pour injec-
ter du carburant pour atteindre un rapport air/carbu-
rant maigre par rapport au rapport air/carburant stoé-
chiométrique.

7. Appareil selon l’une quelconque des revendications
4 à 6, dans lequel le moyen de commande (50) est
agencé, quand la charge de moteur détectée est
dans la plage de fonctionnement en charge basse,
pour commander le moyen de soupape variable
(200) pour avancer une synchronisation de ferme-
ture de soupape d’admission du moteur à mesure
que la charge de moteur diminue.

8. Appareil selon l’une quelconque des revendications
4 à 7, dans lequel le moyen de commande (50) est
agencé, quand la charge de moteur détectée est
dans une plage de fonctionnement en charge
moyenne supérieure en charge à la plage de fonc-
tionnement en charge basse, pour commander le
moyen de rapport de compression variable (11, 12,
13) pour augmenter le rapport de compression mé-
canique à mesure que la charge de moteur diminue
et commander le moyen de soupape (71) pour aug-
menter le taux EGR du gaz EGR externe à mesure
que la charge de moteur diminue.

9. Appareil selon l’une quelconque des revendications
précédentes, comprenant un moyen de papillon des
gaz (62) pour ajuster une quantité d’air d’admission
frais introduite dans le cylindre (31a), dans lequel le
moyen de commande (50) est agencé, quand la
charge de moteur détectée est dans une plage de
fonctionnement en charge extrêmement basse infé-
rieure en charge à la plage de fonctionnement en
charge très basse, pour commander le moyen de
soupape (71) pour ne pas remettre en circulation le
gaz EGR externe vers le passage d’admission (60),
commander le moyen de papillon des gaz (62) pour
diminuer la quantité d’air d’admission frais à mesure
que la charge de moteur diminue et commander le
moyen de soupape variable (200) pour ajuster soit
la synchronisation d’ouverture de soupape d’admis-
sion, soit la synchronisation de fermeture de soupa-
pe d’échappement pour maintenir le taux EGR du
gaz EGR interne approximativement constant.

10. Appareil selon l’une quelconque des revendications
précédentes, dans lequel le moyen de soupape va-

riable (200) est agencé pour modifier un chevauche-
ment entre les périodes d’ouverture de soupape
d’admission et d’échappement pour ajuster la quan-
tité de gaz EGR interne.

11. Appareil selon l’une quelconque des revendications
précédentes, dans lequel le moyen de soupape va-
riable (200) est agencé pour avancer une synchro-
nisation de fermeture de soupape d’échappement
du moteur pour ajuster la quantité de gaz de com-
bustion enfermée dans le cylindre (31a) en tant que
gaz EGR interne.

12. Appareil selon la revendication 4, ou n’importe quelle
revendication dépendante de la revendication 4,
dans lequel le moyen de compression variable (11,
12, 13) comprend un premier lien (1) raccordé à un
piston (32) du moteur, un second lien (12) monté
rotativement sur un maneton (33b) d’un vilebrequin
(33) du moteur et raccordé au premier lien (11) et
un troisième lien (13) pour commander un mouve-
ment du second lien (12) afin d’ajuster le rapport de
compression mécanique.

13. Méthode pour réduire les émissions de NOx dans
un moteur, comprenant :

détecter quand une charge de moteur du moteur
est dans une plage de fonctionnement en char-
ge très basse, dans laquelle la charge de moteur
est inférieure à un niveau prédéterminé ;
diminuer continuellement un taux EGR de gaz
EGR externe à mesure que la charge de moteur
diminue durant toute la plage de fonctionnement
en charge très basse et ajuster soit une synchro-
nisation d’ouverture de soupape d’admission,
soit une synchronisation de fermeture de sou-
pape d’échappement pour augmenter conti-
nuellement un taux EGR du gaz EGR interne à
mesure que la charge de moteur diminue durant
toute la plage de fonctionnement en charge très
basse, et
maintenir le taux EGR du gaz EGR externe ap-
proximativement constant, sans tenir compte de
la variation de la charge de moteur, et ajuster
soit la synchronisation d’ouverture de soupape
d’admission, soit la synchronisation de fermetu-
re de soupape d’échappement pour maintenir
le taux EGR du gaz EGR interne approximati-
vement constant, quand la charge de moteur
détectée est dans une plage de fonctionnement
en charge extrêmement basse inférieure en
charge à la plage de fonctionnement en charge
très basse.

14. Véhicule ayant un appareil ou adapté pour utiliser
une méthode selon l’une quelconque des revendi-
cations précédentes.
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