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(54) Foldable platform for vehicles

(57) The invention refers to a foldable platform for
vehicles, comprising a plate and a pivoting device for
pivoting the plate between a retracted position and an
unfolded position. The pivoting device comprises a rigid
arm being hinged to a vehicle structure and being turn-
able around a horizontal rotation axis. The first pulley is
arranged on the rotation axis of the arm and fixed to the
vehicle structure. A second pulley is connected to the
plate and ro-tatable about a second rotation axis parallel
to the rotation axis of the arm at the free end of the arm.
An endless belt is conducted over the first and the second
pulley.
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Description

[0001] The present invention relates to a foldable plat-
form for vehicles, comprising a plate and a pivoting device
for pivoting the plate between a retracted position and
an unfolded position.
[0002] Platforms of the above kind are often used at
rescue vehicles in the form of steps, footboards and the
like to give access to vehicle compartments and lockers
in which rescue equipment is stored. For example such
lockers can be located in a lateral portion of a fire engine.
When the locker is located at a high position above the
ground, accessing the contents of the locker may be dif-
ficult. This is especially the case with lockers located
above a wheel of the vehicle, because it is difficult for
construction-conditioned reasons to locate a step in the
area of the wheel housing.
[0003] Generally this problem can be solved by pro-
viding a foldable step under the locker that unfolds a step
plate that can easily be entered from the ground. In a
stowage position, the step plate is retracted inside a com-
partment of the vehicle. Only when the step is used in a
rescue mission, when the rescue vehicle is stationary,
the step plate is unfolded and lowers to be entered by a
person. However, the known technical solutions for pro-
viding foldable steps are unsatisfactory because they are
complicated under cinematic aspects and do not match
certain requirements. For example, the unfolding proc-
ess must be conducted fast and reliably, which is not the
case with the known foldable steps.
[0004] The access to the rescue equipment or vehicle
parts can also be a problem for other reasons. For ex-
ample, it might be difficult to get a overview over different
equipment parts stored in a high position inside a vehicle
compartment or to remove heavy parts from a compart-
ment in an overhead position, including the risk that items
will fall off the compartment and injure a person standing
underneath it.
[0005] It is therefore an object of the present invention
to provide a foldable platform for a vehicle of the above
kind, especially for use in a rescue vehicle, that compris-
es a simple construction that allows an easy access to a
vehicle compartment located in a high position above the
ground, especially above a wheel housing. It is a further
object of the present invention to provide a foldable plat-
form that can be used as a step and comprises a simple
construction that allows a fast unfolding process to give
easy access to a vehicle compartment.
[0006] These objects are achieved by a foldable plat-
form comprising the features of claim 1.
[0007] According to the present invention, the pivoting
device for pivoting the plate comprises a rigid arm that
is hinged to a structural part of the vehicle, i.e., a console
fixed on a super structure of the vehicle. Due to the hinged
arrangement, the rigid arm is pivotable around a horizon-
tal axis.
[0008] On the rotation axis of the arm, a first pulley is
arranged in a fixed position with respect to the vehicle

structure. This means that this pulley does not rotate with
the arm when the arm performs a turning movement
around this axis. At the free end of the arm, i.e. opposite
to the first pulley, a second pulley is connected to the
plate, being rotatable around a second rotation axis that
is arranged parallel to the above mentioned rotation axis
of the arm. The first pulley and the second pulley are
connected by an endless belt that is conducted over
these pulleys.
[0009] The retracted position of the plate can be iden-
tified with an upright position of the arm in which the plate
is stored within a respective vehicle compartment. To
reach the unfolded position, the arm can be turned about
its rotation axis to reach a generally horizontal position.
During this turning movement, the first pulley keeps its
rotation position, since it is fixed with respect to the ve-
hicle structure. Meanwhile the endless belt is displaced
with respect to the arm and transmits a torque to the
second pulley at the end of the arm. This transmission
is such that the second pulley keeps its turning position
during the pivoting movement of the arm with respect to
the first pulley and the vehicle (corresponding to an ab-
solute coordinate system). As the second pulley is con-
nected to the plate, the plate can keep a horizontal po-
sition when the arm is turned outwardly. With other words,
the first pulley, the second pulley and the endless belt
represent a kinematic system to keep the orientation of
the plate mainly with respect to an absolute co-ordinate
system during its movement from the retracted position
to the unfolded position.
[0010] According to one preferred embodiment of the
present invention, the second pulley is connected to the
plate in a fixed manner.
[0011] In this embodiment the orientation of the plate
exactly keeps the constant turning position of the second
pulley, with the effect that the position of the plate can
be maintained exactly during the pivoting movement of
the rigid arm.
[0012] According to another preferred embodiment,
the second pulley is connected to the plate rotatable with-
in a limited angular range.
[0013] In this embodiment it is possible to deflect the
plate to a certain extent with respect to the second pulley
to which it is connected. This gives the option to move
the plate in a slightly tilted position when desired, for ex-
ample, to reach a tilted storing position in the retracted
position of the pivoting device. When the rigid arm is
swinging from the retracted position to the unfolded po-
sition, the plate can slide into a horizontal usage position
when it slips out of its compartment within the vehicle
because of its own weight. A mechanism can be provided
at the connection between the second pulley and its ro-
tation axis to limit the angular range for the movement of
the plate with respect to the second pulley.
[0014] Preferably the second pulley is fitted onto a
shaft body being fixed to the plate and comprising a re-
cess on its outer circumferential surface, said recess re-
ceiving a spline on an inner circumferential surface of the
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second pulley, said spline having an angular clearance
between different turning positions within said recess,
said turning positions defining said angular range for turn-
ing the second pulley with respect to the plate.
[0015] This embodiment comprises a means for limit-
ing a movement of the plate with respect to the second
pulley. It is to be mentioned that this angular range is
comparatively small and may only comprise some ten
degrees. As described above, the second pulley keeps
a constant turning position during the unfolding process
performed by the pivoting device. However, because of
the clearance that is given to the spline to move within
the recess, the plate can move independent from the
turning position of the second pulley. For example, one
turning position can correspond to the horizontal usage
position of the plate that is automatically taken by the
plate when moved out of its compartment due to its own
weight. Another turning position may correspond to a tilt-
ed position of the plate that is taken in the retracted po-
sition of the pivoting device for storing the plate at the
vehicle.
[0016] According to another preferred embodiment of
the present invention, the foldable platform comprises
guide pulleys for guiding the endless belt, said guide pul-
ley being connected to the arm in a rotatable manner
between the first pulley and the second pulley.
[0017] According to a preferred embodiment, the plat-
form comprises a flap being connected to the arm pivot-
able about a pivot axis parallel to the rotation axis of the
arm and being positioned vertically within the retracted
position.
[0018] This flap can be, for example, a mudguard cov-
ering the wheel housing partially. In the retracted posi-
tion, the plate is located directly above the wheel housing,
the mudguard being located directly at the vehicle. When
the foldable platform unfolds, the mudguard lies itself flat
on the ground, the rigid arm carrying the plate being ar-
ranged above the mudguard.
[0019] Preferably the platform is positioned at the lat-
eral portion of the vehicle, and the rotation axis of the
arm is oriented in the driving direction of the vehicle.
[0020] According to a preferred embodiment of the
present invention, the foldable platform is provided as a
foldable step, wherein said plate is provided as a step
plate. In this embodiment a person can step on the plat-
form in its lowered unfolded position to reach a compart-
ment located in a high position at a vehicle wall.
[0021] According to another preferred embodiment,
the plate forms a bottom, a top wall or an upper lid of a
container. In this case the container itself can be lowered
together with the plate so that the access to the container
is simplified.
[0022] In another embodiment the plate is provided
with a suspension for holding a vehicle part, an equip-
ment unit or a container suspended under the plate.
[0023] Preferably the foldable platform is equipped
with a driving mechanism for turning the arm around its
horizontal rotation axis.

[0024] More preferably the foldable platform compris-
es a dampening mechanism for dampening the turning
movement of the arm when it approaches at least one of
its end positions.
[0025] In the following the present invention will be ex-
plained with respect to the attached drawings, wherein:

Fig. 1 is a schematic side view of a first embod-
iment of a foldable platform according to
the present invention, shown in a retract-
ed position;

Fig. 2 shows the foldable platform of Fig. 1 in an
intermediate position between the retract-
ed position and an unfolded position;

Fig. 3 is a schematic view of the foldable plat-
form of Figs. 1 and 2, shown in a com-
pletely unfolded position;

Fig. 4 shows a step plate of a second embodi-
ment of a foldable platform according to
the present invention in a tilted position;

Fig. 5 shows the foldable platform of Fig. 4 in a
horizontal position; and

Fig. 6 to 10 are schematic views of a foldable platform
according to a third embodiment of the
present invention in different folding po-
sitions.

[0026] The foldable step 10 shown in Fig. 1 represents
one embodiment of a foldable platform according to the
present invention. It comprises a step plate 12 and a piv-
oting device 14 generally denoted by reference number
14 for pivoting the step plate between a retracted position,
as shown in Fig. 1, to an unfolded position as shown in
Fig.
[0027] 3. This foldable step 10 is attached to a side
portion of a vehicle, especially a rescue vehicle like a fire
engine, and serves to enable the access to a compart-
ment to store rescue equipment. For example said fold-
able step 10 can be attached at a lateral position of the
vehicle where a locker for storing rescue equipment is
located above a wheel housing of the vehicle, where the
compartment is difficult to reach from the ground.
[0028] The pivoting device 14 comprises a rigid arm
16 that is hinged to a console 18 that forms a structural
part of the vehicle. This hinged arrangement of the rigid
arm 16 is formed by a rotation axis 20 that is fixed to the
console 18 and stands vertically to the plane of the draw-
ing in Fig. 1. The extension direction of this rotation axis
20 corresponds to the driving direction of the vehicle. The
rigid arm 16 can be turned about this fixed horizontal
rotation axis 20 between a generally upright position, as
shown in Fig. 1, in a counter clockwise direction to reach
a generally horizontal position depicted in Fig. 3. The arm
16 is operated by a suitable driving means that is not
shown in the figures.
[0029] On the inside of the arm that can be viewed in
Fig. 1, a first pulley 22 is fixed to the rotation axis 20 so
that it is fixed with relation to the vehicle structure 18.
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When the arm 16 is turned about the rotation axis 20, the
first pulley 22 keeps its rotation position, i.e., the arm 16
is rotated with respect to the first pulley 22.
[0030] At the free end of rigid arm 16, a second pulley
24 is attached to provide a connection between the rigid
arm 16 and the step plate 12. This second pulley 24 is
rotatable around a second rotation axis 26 at the free end
of the rigid arm 16, said second rotation axis 26 being
arranged parallel to the rotation axis 20 of the rigid arm
16. The second pulley 26 is fixed to a structural part 28
at the bottom of the step plate 12, i.e. it is fixed with re-
spect to the step plate 12. To provide this fixed connec-
tion, the structural part 28 comprises a through hole 30
for receiving the second rotation axis 26. On the other
hand the rotation axis 26 lies within a respective opening
in the free end of the rigid arm 16 rotatable so that the
second pulley 24 can be turned with respect to the rigid
arm 16.
[0031] The pivoting device 14 further comprises an
endless belt 32 that is conducted over the circumferential
surfaces of the first pulley 22 and the second pulley 24.
Between these pulleys 22 and 24, the endless belt 32 is
guided by two guide pulleys 34,36 to follow the shape of
the rigid arm 16. By means of the endless belt 32 a torque
can be transmitted from the first pulley 22 to the second
pulley 24.
[0032] In this embodiment, the first pulley 22, the sec-
ond pulley 24 and the endless belt 32 represent a mech-
anism to keep the horizontal position of the step plate 12
when the rigid arm 16 conducts a turning movement from
the upright position in Fig. 1 to the unfolded position in
Fig. 3. Because the first pulley 22 is fixed with respect to
the vehicle structure 18 but turnable with respect to the
rigid arm 16, it keeps its turning position when the rigid
arm 16 is turned in the counter clockwise direction, as
depicted in Fig. 2, while the endless belt 32 is moved with
respect to the extension direction of the rigid arm 16,
transmitting a torque to the second pulley 24 that is also
turnable with respect to the free end of the rigid arm 16.
With other words, the endless belt 32 couples the turning
position of the second pulley 24 to the fixed turning po-
sition of the first pulley 22. As the second pulley 24 is
connected to the step plate 12 in a fixed manner, the step
plate 12 keeps its horizontal position in each turning po-
sition of the rigid arm 16. When the unfolded position in
Fig. 3 is reached, the step plate 12 lies flat on an outer
section of the rigid arm 16 so that the rigid arm supports
the step plate 12, and a user can step on the step plate 12.
[0033] At an intermediate position of the rigid arm 16,
where the rigid arm 16 comprises a sharp bent 38 and
where the guide pulleys 34,36 are located, a flap 40 is
hingedly attached to the outside of the rigid arm 16. This
flap 40 can represent a mudguard of the wheel housing
that covers the wheel housing partially in the retracted
position of the foldable step 10. During the turning proc-
ess of the rigid arm 16, the flap 40 lies flat on the ground
to be positioned horizontally, while it is positioned verti-
cally in the retracted state of the foldable step 10 in Fig.

1. In the foregoing embodiment, it has been stated that
the second pulley 24 is connected to the step plate 12 in
a fixed manner. In the second embodiment described in
the following with respect to Figs. 4 and 5, the second
pulley 24 can be turned with respect to the second rota-
tion axis 26 at the free end of the rigid arm 16 within a
certain limited angular range. In this embodiment the sec-
ond rotation axis 26 is formed by a shaft body 42 that is
formed integrally with a structural part 44 at the bottom
of the step plate 12. When the shaft body 42 is turned
around the second rotation axis, the step plate 12 per-
forms a tilting movement between different positions
shown in Figs. 4 and 5.
[0034] The shaft body 42 comprises a recess 46 its
outer circumferential surface. On the other hand, the sec-
ond pulley 24 comprises a spline 48 on its inner circum-
ferential surface. The spline 48 lies within the recess 46.
However, the recess 46 has a greater extension in the
circumferential direction than the spline 48 so that the
spline 48 can move between different angular positions
within the recess 46. This angular clearance of the spline
48 within the recess 46 gives a certain degree of tilting
the step plate 12 between the different tilting positions.
In Figs. 4 and 5, the endless belt 32 is not shown. How-
ever, the mechanism for transmitting a torque from the
first pulley 22 to the second pulley 24 is the same as in
the first embodiment shown in Figs. 1 to 3, so that the
second pulley 24 keeps its turning position during pivot-
ing the rigid arm 16 to the outside. As shown in Figs. 4
and 5, a spline 48 keeps its position at the top of the
second pulley 24 in all pivoting positions of the rigid arm
16. However, with respect to the second pulley 24, the
step plate 12 can be tilted with respect to the turning
position of the second pulley 24 because of the angular
clearance of the spline 48 with respect to the recess 46.
Fig. 4 shows a position in which the step plate 12 is tilted
upwardly, which can be a storing position in the retracted
state of the foldable step 10. When the rigid arm 16 is
pivoted in the counter clockwise direction, as shown in
Figs. 2 and 3, the step plate 12 can slip out of its com-
partment in the vehicle and fall into the horizontal position
shown in Fig. 5 because of its own weight, as the center
of gravity of the step plate 12 is displaced with respect
to its rotation axis 26. The resulting horizontal position in
Fig. 5 is limited by the outer end of the recess 46 so that
the step plate 12 cannot be turned any further in the clock-
wise direction with respect to the second pulley 24.
[0035] It is clear from the above that the endless belt
32 can be replaced by any other suitable means to trans-
mit a torque from the first pulley 22 to the second pulley
24, for example, by a chain, a tooth belt or the like.
[0036] Any suitable driving mechanism can be used
for turning the arm 16 around its horizontal axis 20, like,
for example, a motor with a shaft that is coupled to the
axis 20 to be turnable in a clockwise or counterclockwise
direction. Another example for a driving mechanism is a
biased spring that may bias the arm 16 to be turned into
the unfolded position. A dampening mechanism can be

5 6 



EP 2 335 975 A1

5

5

10

15

20

25

30

35

40

45

50

55

provided for dampening the turning movement of the arm
16 when it approaches one of the end positions, for ex-
ample, the position in Fig. 3. Such a dampening means
can also be represented by a mechanical spring, a gas
pressure spring or the like.
[0037] Fig. 6 shows an embodiment of a foldable plat-
form according to the present invention that works as a
suspension for holding a container 50. The pivoting de-
vice 14 is mounted on top of a wheel housing generally
denoted by reference number 52, wherein the horizontal
axis 20 is held in suspensions 54 that are fixed on the
top of the wheel housing 52. The horizontal rotation axis
20 extends perpendicular to the plane of the drawing of
Fig. 6, corresponding to the viewing direction. Around
the rotation axis 20, the rigid arm 16 is turnable from the
position in Fig. 6 in a clockwise direction to the position
shown in Fig. 10. Intermediate positions are represented
by Figs. 7, 8 and 9.
[0038] To the free end of the rigid arm 16, the plate 12
is hinged to keep a horizontal position independent from
the tilting position of the arm 16, as can clearly be taken
from Figs. 6 to 10. The mechanism to hold the plate 12
in this horizontal position is represented by the arrange-
ment of the first pulley, a second pulley and the endless
belt conducted over the first pulley and the second pulley,
as shown in connection to the foregoing embodiments
by means of the first pulley 22, the second pulley 24 on
the rotation axis 26 and the endless belt 32 to connect
them. That is, the first pulley (not shown in Figs. 6 to 10)
is arranged on the horizontal axis 20 and fixed with rela-
tion to the vehicle structure represented by the wheel
housing 52, while the second pulley is connected to the
step plate being 12 rotatable about a second axis 26 of
rotation parallel to the rotation axis 20 of the arm 16 at
the free end of the arm 16 so that both pulleys are coupled
with respect to their turning position even when the arm
16 is turned around the axis 20. This provides the effect
of holding the plate 12, that is coupled to the second
pulley 24, in its horizontal position.
[0039] Under the plate 12 the container 15 is suspend-
ed by means of a holder 56 that is connected with its
upper end to the bottom of the plate 12 and with its lower
end to the top of the container 50. The container 50 may
be used for storing rescue equipment of the rescue ve-
hicle in a storage position within the vehicle body. Fig. 6
represents a retracted position of the foldable step, keep-
ing the container 50 in the storage position.
[0040] To provide an access to the container, the con-
tainer 50 is moved out of its storage position to a position
located out of the vehicle, shown in Fig. 10, the container
50 rests on the ground so that its contents is easily ac-
cessible. It can also be taken from the Figs. 6 to 10 that
the container 50 keeps its orientation together with the
plate 12 to which it is suspended. After accessing the
container 50, it can be lifted again by turning the arm 16
around the rotation axis 20 in the counterclockwise di-
rection to reach the position in Fig. 6 again.
[0041] Although the plate 12 in the embodiment de-

scribed in connection with Figs. 6 to 10 as the function
of suspending the container 50, it may not be limited to
this function but can also serve as a stepping plate, as
described before with the embodiments shown in Figs.
1 to 5. Moreover, the container 50 may be replaced by
any other equipment unit, vehicle part or the like. As de-
scribed before, a driving mechanism can be used to turn
the arm 16 from the storing position in Fig. 6 to the lower
position shown in Fig. 10 and back in the other direction.
A dampening mechanism may help to avoid a sharp
shock or impact to act on the container 50 when the arm
16 reaches the end position shown in Fig. 10, in which
the container 50 contacts the ground. It is further possible
to implement such a dampening mechanism into the
holder 56.
[0042] In one further embodiment that is not shown in
the figures, the plate 12 can represent the bottom or the
top wall of the container 50 itself so that the holder 56
can be omitted.

Claims

1. Foldable platform for vehicles, comprising a plate
(12) and a pivoting device (14) for pivoting the plate
(12) between a retracted position and an unfolded
position,
characterised in that the pivoting device (14) com-
prises a rigid arm (16) being hinged to a vehicle struc-
ture (18) and being turnable around a horizontal ro-
tation axis (20),
a first pulley (22) being arranged on the rotation axis
(20) of the arm (16) and being fixed with relation to
the vehicle structure (18),
a second pulley (24) being connected to the plate
(12) and being rotatable around a second rotation
axis (26) arranged parallel to said rotation axis (20)
of the arm (16) at the free end of the arm (16),
and a endless belt (32) being conducted over the
first pulley (22) and the second pulley (24).

2. Foldable platform according to claim 1, character-
ised in that said second pulley (24) is connected to
the plate (12) in a fixed manner.

3. Foldable platform according to claim 1, character-
ised in that said second pulley (24) is connected to
the plate (12) rotatable within a limited angular range.

4. Foldable platform according to claim 3, character-
ised in that said second pulley (24) is fitted onto a
shaft body (42), said shaft body (42) being fixed to
the plate (12) and comprising a recess (46) on its
circumferential surface, said recess (46) receiving a
spline (48) on an inner circumferential surface of the
second pulley (24), said spline (48) having an angu-
lar clearance between different turning positions
within said recess (46), said turning positions defin-
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ing said angular range for turning the second pulley
(24) with respect to the plate (12).

5. Foldable platform according to one of the preceding
claims, characterised by guide pulleys (34,36) for
guiding the endless belt (32), said guide pulleys
(34,36) being connected to the arm (16) in a rotatable
manner between the first pulley (22) and the second
pulley (24).

6. Foldable platform according to one of the preceding
claims, characterised by a flap (40) being connect-
ed to the arm (16) pivotable around a pivot axis par-
allel to the rotation axis (20) of the arm (16) and being
positioned vertically in the retraced position.

7. Foldable platform according to one of the preceding
claims, characterised in that said foldable platform
is positioned at a lateral portion of the vehicle and
that the rotation axis (20) of the arm (16) extends in
the driving direction of the vehicle.

8. Foldable platform according to one of the preceding
claims, characterised in that said foldable platform
is provided as a foldable step (10), wherein said plate
(12) is provided as a step plate.

9. Foldable platform according to one of the preceding
claims, characterised in that said plate (12) forms
a bottom, a top wall or an upper lid of a container.

10. Foldable platform according to one of the preceding
claims, characterised in that said plate (12) is pro-
vided with a suspension for holding a vehicle part,
an equipment unit or a container suspended under
the plate (12).

11. Foldable platform according to one of the preceding
claims, characterised by a driving mechanism for
turning the arm (16) around its horizontal rotation
axis (20).

12. Foldable platform according to one of the preceding
claims, characterised by a dampening mechanism
for dampening the turning movement of the arm (16)
when it approaches at least one of its end positions.
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