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(54) Data transmission system

(57) A system is provided for transmitting data be-
tween a first component and a second component which
rotates relative to the first component. The system in-
cludes a first coupling element of limited angular extent
mounted to the first component, and a second coupling
element of limited angular extent mounted to the second
component. The first and second coupling elements
come into angular alignment once per revolution of the
second component relative to the first component. The

system further includes a first transceiver connected to
the first coupling element, and a second transceiver con-
nected to the second coupling element. The first and sec-
ond transceivers are configured to detect the angular
alignment of the first and second coupling elements. The
first and second transceivers are further configured to
transmit data between the first and second transceivers
via the first and second coupling elements when the an-
gular alignment is detected.
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Description

Field of the Invention

[0001] The present invention relates to a system for
transmitting data between a first component, such as an
engine casing, and a second component, such as a pro-
peller hub, which rotates relative to the first component.

Background of the Invention

[0002] In complex rotating machines, such as gas tur-
bine engines, it is often desirable or necessary to send
data across rotating interfaces. For example, in a turbo-
prop engine, measurement data from an instrumentation
package on a rotating propeller hub may need to be sent
to a central processor or memory device mounted on the
static engine casing. Likewise, command data may need
to be sent from a command unit mounted on the static
engine casing to drive actions (such as measurements)
by devices on the propeller hub.
[0003] Although in principal it may be possible to trans-
mit such data using radio techniques, in practice a phys-
ically closed transmission route may be desirable, for ex-
ample to improve immunity from interference or because
radio signals may interfere with engine or aircraft oper-
ation.
[0004] Thus conventional mechanisms for transferring
data between rotating and static components use 360°
devices such as slip rings or induction couplings that
maintain continuous coupling, and hence a continuous
communication channel, between the data transmitter
and receiver.
[0005] The reliability and performance of such contin-
uous couplings is generally improved by mounting the
couplings close to the axis of rotation, where the relative
velocity across the rotating interface is lower. Also, the
weight and size of continuous couplings can be reduced
by mounting close to the axis. Thus, for example, in gas
turbine engines it might be desirable to mount a contin-
uous coupling surrounding a drive shaft. However, it is
often not practical to mount such a coupling close to the
axis of rotation, e.g. due to a lack of easy access to the
centre of the engine which can compromise reliability
and/or maintainability.

Summary of the Invention

[0006] Thus it would be desirable to provide a system
for transmitting data across a rotating interface that can
be mounted at relatively large distances from the axis of
rotation, yet which does not impose a significant weight
or installation burden.
[0007] Accordingly, in a first aspect, the present inven-
tion provides a system for transmitting data between a
first component and a second component which rotates
relative to the first component, the system including:

a first coupling element of limited angular extent
mounted to the first component, and a second cou-
pling element of limited angular extent mounted to
the second component, the first and second coupling
elements coming into angular alignment once per
revolution of the second component relative to the
first component, and
a first transceiver connected to the first coupling el-
ement, and a second transceiver connected to the
second coupling element, wherein the first and sec-
ond transceivers are configured to detect the angular
alignment of the first and second coupling elements,
and are further configured to transmit data between
the first and second transceivers via the first and
second coupling elements when the angular align-
ment is detected.

[0008] The first and second coupling elements, being
of limited angular extent, do not extend a full 360° around
the axis of rotation. Thus the couplings can be relatively
easy to install, and the imposition of significant additional
mass particularly on rotating components can be avoid-
ed. Further, adoption of appropriate communication pro-
tocols between the transceivers can overcome the diffi-
culty that the coupling elements are only intermittently
(i.e. once per revolution) in angular alignment.
[0009] The system of the first aspect may have any
one or any combination of the following optional features.
[0010] Data can be transmitted from one transceiver
to the other via the coupling elements only when the an-
gular alignment is detected. The first and second trans-
ceivers may be mounted to their respective components.
[0011] Conveniently, the first and second coupling el-
ements can be inductive elements which magnetically
couple with each other when angularly aligned.
[0012] The first and second transceivers may be elec-
trically connected to respectively the first and second
coupling elements.
[0013] The first and second transceivers may com-
prise respective memory elements for temporary storage
of data pending transmission of the data from one trans-
ceiver to the other via the coupling elements when the
angular alignment is detected. The memory elements
can act, therefore, as data buffers during the periods of
coupling elements non-alignment.
[0014] One of the transceivers is a master transceiver
and the other is a slave transceiver, the master trans-
ceiver repeatedly driving its respective coupling element
with a call signal, and the slave transceiver monitoring
its respective coupling element for receipt of the call sig-
nal, whereby data is transmitted between the transceiv-
ers after the slave transceiver receives the call signal.
The master/slave arrangement can help to ensure that
when one of the transceivers is transmitting the other
transceiver is ready to receive and vice versa.
[0015] The master transceiver may drive its respective
coupling element after each repeat of the call signal with
master data, whereby, after the slave transceiver re-
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ceives the call signal, the slave transceiver receives the
master data. For example, the master transceiver may
repeatedly drive its coupling with the call signal followed
by the same master data until alignment occurs and that
data is transmitted.
[0016] The master transceiver may drive its respective
coupling element after each repeat of the call signal with
a timing signal indicating when the slave transceiver can
transmit data to the master transceiver, whereby the
slave transceiver drives its respective coupling element
with slave data at the time indicated by the timing signal,
and the slave data is received by the master transceiver.
The slave data can be real data, or simply an indication
that master data has been received by the slave trans-
ceiver, whereupon the master transceiver can stop trans-
mission of that particular master data.
[0017] The system may further include:

one or more additional first coupling elements of lim-
ited angular extent mounted to the first component,
and respective additional second coupling elements
of limited angular extent mounted to the second com-
ponent, each pair of an additional first angular ele-
ment and a corresponding second additional angular
element coming into angular alignment once per rev-
olution of the second component relative to the first
component,
wherein the first transceiver is also connected to the
additional first coupling elements, and the second
transceiver is also connected to the additional sec-
ond coupling elements, wherein the first and second
transceivers are configured to detect the respective
angular alignments of the pairs of first and second
additional coupling elements, and are further config-
ured to transmit data between the first and second
transceivers via the first and second additional cou-
pling elements when the angular alignments are de-
tected.

[0018] The additional first coupling elements provide
alternative data transmission channels and can therefore
increase redundancy in the system. In this way, if any
one coupling element ceases to function correctly, data
may still be transmitted between the components over
the other data transmission channels.
[0019] Optional features described above with refer-
ence to the first and second coupling elements and their
respective transceivers apply also to the additional first
and second coupling elements and their respective trans-
ceivers.
[0020] The system may also transmit data between
the second component and a third component which ro-
tates relative to the second component. Thus, the system
may further include:

a third coupling element of limited angular extent
mounted to the third component, and a fourth cou-
pling element of limited angular extent mounted to

the second component, the third and fourth angular
elements coming into angular alignment once per
revolution of the third component relative to the sec-
ond component, and
a third transceiver connected to the third coupling
element, wherein the second transceiver is also con-
nected to the fourth coupling element, and the third
and second transceivers are configured to detect the
angular alignment of the third and fourth coupling
elements, and the third and second transceivers are
further configured to transmit data between the third
and second transceivers via the third and fourth cou-
pling elements when the angular alignment of the
third and fourth coupling elements is detected.

[0021] Thus the second transceiver can act as a relay
station, allowing data to be transmitted from the first com-
ponent to the third component, or vice versa.
[0022] Optional features described above with refer-
ence to the first and second coupling elements and their
respective transceivers apply also to the third and fourth
coupling elements and their respective transceivers.
[0023] A second aspect of the invention provides a ro-
tating machine having a first component and a second
component which rotates relative to the first component,
the machine further having a system according to the
first aspect for transmitting data between the first com-
ponent and the second component.
[0024] For example, the rotating machine can be a gas
turbine engine particularly an aero engine, such as a tur-
boprop engine, the first component being an engine cas-
ing, and the second component being a propeller hub.
[0025] A third aspect of the invention provides a rotat-
ing machine having a first component, a second compo-
nent which rotates relative to the first component, and a
third component which rotates relative to the second
component, the machine further having a system accord-
ing to the first aspect for transmitting data between the
first component and the second component, and for
transmitting data between the second component and
the third component.
[0026] The second and the third components may con-
tra-rotate relative to each other. For example, the rotating
machine can be an aero engine, such as contra-rotating
propeller gas turbine engine, the first component being
an engine casing, the second component being a first
propeller hub, and the third component being a contra-
rotating second propeller hub.

Brief Description of the Drawings

[0027]

Figure 1 shows a schematic longitudinal cross-sec-
tion of a twin-spooled, contra-rotating propeller gas
turbine engine;
Figure 2 shows schematically a first and a second
component which rotate relative to each other about
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a rotation axis, the components having a system for
transmitting data across their rotating interface;
Figure 3 shows schematically two "C" section core,
inductive coupling elements of the transmission sys-
tem of Figure 2, and a protocol to allow bi-directional
data transfer across the rotating interface; and
Figure 4 shows schematically a first, a second and
a third component which rotate relative to each other
about a rotation axis, the components having a fur-
ther system for transmitting data across their rotating
interfaces.

Detailed Description

[0028] Referring to Figure 1, a twin-spooled, contra-
rotating propeller gas turbine engine is generally indicat-
ed at 10 and has a principal and rotational axis 9. The
engine 10 comprises a core engine 11 having, in axial
flow series, an air intake 12, an intermediate pressure
compressor 14 (IPC), a high-pressure compressor 15
(HPC), combustion equipment 16, a high-pressure tur-
bine 17 (HPT), low pressure turbine 18 (IPT), a free power
turbine 19 (LPT) and a core exhaust nozzle 20. A nacelle
21 generally surrounds the core engine 11 and defines
the intake 12 and nozzle 20 and a core exhaust duct 22.
The engine 10 also comprises two contra-rotating pro-
pellers 23, 24 attached to and driven by the free power
turbine 19, which comprises contra-rotating blade arrays
25, 26.
[0029] The gas turbine engine 10 works in a conven-
tional manner so that air entering the intake 13 is accel-
erated and compressed by the IPC 14 and directed into
the HPC 15 where further compression takes place. The
compressed air exhausted from the HPC 15 is directed
into the combustion equipment 16 where it is mixed with
fuel and the mixture combusted. The resultant hot com-
bustion products then expand through, and thereby drive
the high, low-pressure and free power turbines 17, 18,
19 before being exhausted through the nozzle 20 to pro-
vide some propulsive thrust. The high, low-pressure and
free power turbines 17, 18, 19 respectively drive the high
and intermediate pressure compressors 15, 14 and the
propellers 23, 24 by suitable interconnecting shafts. The
propellers 23, 24 normally provide the majority of the pro-
pulsive thrust.
[0030] The contra-rotating blade arrays 25, 26 rotate
in opposite directions, and hence a rotating interface is
formed therebetween. Likewise, a rotating interface is
formed between the static structure surrounding and sup-
porting the core engine 11 and the forward blade array
25. Respective instrumentation packages (not shown)
are installed on the blade arrays 25, 26, and these pack-
ages need to communicate with a control unit located on
the engine static structure.
[0031] Figure 2 shows schematically an arrangement
in which a first 30 and a second 31 component rotate
relative to each other about a rotation axis. In the context
of the engine 10 of Figure 1, the first component could

be the static engine structure and the second component
could be the forward blade array 25. The arrangement
includes a system for transmitting data across the rotat-
ing interface between the components. The system com-
prises a first inductive coupling element 32 mounted to
the first component and a second inductive coupling el-
ement 33 mounted to the second component. The cou-
pling elements are both of limited angular extent, al-
though the first coupling element extends significantly
further in the circumferential direction than the second
coupling element. Once per revolution of the second
component relative to the first component, the coupling
elements come into angular alignment and face each oth-
er across the rotating interface between the two compo-
nents. The coupling elements are thus magnetically cou-
pled for only a limited period during each revolution. The
coupling elements are mounted at a convenient diameter
relative to axis of rotation, enabling easy access for in-
stallation and maintenance. The limited circumferential
extent of the coupling elements produces substantial
weight savings and facilitates ease of installation com-
pared to conventional systems requiring a full 360° of
coupling.
[0032] The system also comprises a first transceiver
device 34 mounted to the first component 30 and a sec-
ond transceiver device 35 mounted to the second com-
ponent 31. The transceiver devices are electrically con-
nected to the respective inductive coupling elements 32,
33 and cause data transfer between the two inductive
coupling elements during the periods of magnetic cou-
pling. The transceiver devices also include respective
memory elements for temporary storage of data destined
for transfer pending suitable alignment of the coupling
elements. The transceiver devices operate a suitable
protocol for detecting the alignment of the inductive ele-
ments in order to allow data to be transferred during the
alignment periods. The angular extent of the longer first
coupling element 32 effectively determines the ratio be-
tween periods of alignment (when data transfer is possi-
ble) and periods of non-alignment (when data transfer is
not possible). Thus the angular extent is set such that
the capacity for data transfer between the transceiver
devices is sufficient to meet operational requirements.
[0033] The inductive coupling elements 32, 33 can be,
for example, "C" section magnetic cores e.g. made of
ferrite material with wound coils allowing high frequency
magnetic fields to be generated and sensed. Alternative
forms for the coupling elements include E section mag-
netic materials, additional rod section magnetic materials
and air cored coils.
[0034] Figure 3 shows schematically two such "C" sec-
tion cores, and a possible protocol to allow bi-directional
data transfer across the rotating interface. According to
the protocol the second transceiver device 35 is desig-
nated the "master" and the first transceiver device 34 is
designated the "slave", although the opposite designa-
tions could also be applied. The master drives its induc-
tive coupling element 33 with a continuous signalling se-
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quence comprising an encoded data stream which in-
cludes the master’s call sign, data for transmission to the
slave, and a timing signal indicating when the slave may
transmit its data. During the slave transmit period the
master does not drive its inductive device, but instead it
listens until the end of the slave data transmission.
[0035] Thus the slave continuously monitors its cou-
pling element 32 for incoming data. At some point during
a revolution the slave device begins to receive a signal
from the master as the coupling elements become
aligned. When the slave recognises the valid master call
sign, it receives and decodes the data transmitted to it
by the master. Thereafter, the slave drives data through
its coupling element 32 towards the master in conformity
with the timing signal received from the master. The se-
quence then repeats during subsequent revolutions.
[0036] The protocol used to transfer data can also in-
clude data encoding at the electrical signal level and high-
er level protocols for detecting data corruption and ena-
bling bi-directional data exchange. Electrical signal data
encoding can utilise phase encoding methods such as
Manchester coding. Alternatively encoding can utilise a
modulated carrier signal such as in frequency shift keying
or broadband modulation. Error detection protocols can
include the use of cyclic redundancy checks, parity
checks embedded with the data, and long unique call
signs to prevent erroneous bit sequences or erroneous
data sources being incorrectly used.
[0037] Figure 4 shows a similar arrangement to that
shown in Figure 2, features common to both Figures 2
and 4 having the same reference numbers. However in
the arrangement of Figure 4, a third component 40 con-
tra-rotates relative to the second component 31. In the
context of the engine 10 of Figure 1, the third component
could be the aft blade array 26.
[0038] The arrangement includes a second transmis-
sion system for transmitting data across the rotating in-
terface between the second 31 and third 40 components.
The second system comprises a third inductive coupling
element 42 mounted to the second component and a
fourth inductive coupling element 43 mounted to the third
component. The second system also comprises a third
transceiver device 44 mounted to the third component
and connected to the fourth inductive coupling element.
The second transceiver device 35 mounted to the second
component forms a part of the second system and is
connected to the fourth inductive coupling element.
[0039] The second system operates in the same way
as the first system. Advantageously, the second trans-
ceiver device 35 forms a part of both the first and the
second systems. In this way, data can be passed be-
tween the first component 30 and the third component
40 via the second component 31. For example, data from
the first transceiver 34 are first passed to the second
transceiver 35 when the coupling elements 32, 33 align.
The second transceiver then stores the data until the cou-
pling elements 42, 43 align, at which point the data are
transferred to the third transceiver 44.

[0040] As illustrated in the arrangement of Figure 4,
additional inductive coupling elements 42’, 43’ can be
installed across a rotating interface, in this case across
the rotating interface between the second 31 and the
third 40 components. The additional coupling elements
are electrically connected to the corresponding trans-
ceivers 35, 44. The additional coupling elements provide
a second channel for data exchange on the same revo-
lution, leading to an increased data transfer rate. They
also provide redundancy in that data transfer can be
maintained in the presence of a fault in any of the coupling
elements.
[0041] Redundancy may further be enhanced by du-
plication of the transceivers.
[0042] When the original 42, 43 and the additional 42’,
43’ coupling elements are mounted at the same radial
distance from the axis of rotation, once per revolution an
original (i.e. channel 1) coupling element becomes
aligned with an additional (i.e. channel 2) coupling ele-
ment. In this case a protocol can be adopted to allow
cross-channel data exchange to occur. Alternatively, by
the use of appropriate call signs in the transmitted data,
data can be prevented from being exchanged between
different channels.
[0043] Preferably the original 42, 43 and the additional
42’, 43’ coupling elements are mounted on diametrically
opposed portions of the second 31 and third 40 compo-
nents to improve their rotational balance. For the same
reason, if further additional coupling elements (providing
further channels) are provided, then the coupling ele-
ments can be equally circumferentially spaced around
the components.
[0044] The transmission systems discussed above al-
low data communication between electronics units
mounted on engine components that are rotating relative
to each other, for example between propeller hub and
engine casing, or between the two rotors of a contra-
rotating propulsion engine. The intermittent nature of the
communications channel allows implementation with
practical and maintainable small-sized coupling ele-
ments even for large diameter rotating engine compo-
nents.
[0045] Although a propeller gas turbine engine appli-
cation for the transmission system is described above,
other possible rotating machinery applications include
generators, ship propulsion pods, wind turbines, and tun-
nel boring machines.
[0046] While the invention has been described in con-
junction with the exemplary embodiments described
above, many equivalent modifications and variations will
be apparent to those skilled in the art when given this
disclosure. Accordingly, the exemplary embodiments of
the invention set forth above are considered to be illus-
trative and not limiting. Various changes to the described
embodiments may be made without departing from the
spirit and scope of the invention.
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Claims

1. A system for transmitting data between a first com-
ponent (30) and a second component (31) which ro-
tates relative to the first component, the system in-
cluding:

a first coupling element (32) of limited angular
extent mounted to the first component, and a
second coupling element (33) of limited angular
extent mounted to the second component, the
first and second coupling elements coming into
angular alignment once per revolution of the
second component relative to the first compo-
nent, and
a first transceiver (34) connected to the first cou-
pling element, and a second transceiver (35)
connected to the second coupling element,
wherein at least one of the first and second trans-
ceivers is configured to detect the angular align-
ment of the first and second coupling elements,
and are further configured to transmit data be-
tween the first and second transceivers via the
first and second coupling elements when the an-
gular alignment is detected; and
wherein one of the transceivers is a master
transceiver and the other is a slave transceiver,
the master transceiver repeatedly driving its re-
spective coupling element with a call signal, and
the slave transceiver monitoring its respective
coupling element for receipt of the call signal,
whereby data is transmitted between the trans-
ceivers after the slave transceiver receives the
call signal.

2. A system according to claim 1, wherein the first and
second coupling elements are inductive elements
which magnetically couple with each other when an-
gularly aligned.

3. A system according to claim 1 or 2, wherein the first
and second transceivers are electrically connected
to respectively the first and second coupling ele-
ments.

4. A system according to any one of the previous
claims, wherein the first and second transceivers
comprise respective memory elements for tempo-
rary storage of data pending transmission of the data
from one transceiver to the other via the coupling
elements when the angular alignment is detected.

5. A system according to any one of the previous
claims, wherein the master transceiver drives its re-
spective coupling element after each repeat of the
call signal with master data, whereby, after the slave
transceiver receives the call signal, the slave trans-
ceiver receives the master data.

6. A system according to any one of the previous
claims, wherein the master transceiver drives its re-
spective coupling element after each repeat of the
call signal with a timing signal indicating when the
slave transceiver can transmit data to the master
transceiver, whereby the slave transceiver drives its
respective coupling element with slave data at the
time indicated by the timing signal, and the slave
data is received by the master transceiver.

7. A system according to any one of the previous claims
which further includes:

one or more additional first coupling elements
of limited angular extent mounted to the first
component, and respective additional second
coupling elements of limited angular extent
mounted to the second component, each pair of
an additional first angular element and a corre-
sponding second additional angular element
coming into angular alignment once per revolu-
tion of the second component relative to the first
component,
wherein the first transceiver is also connected
to the additional first coupling elements, and the
second transceiver is also connected to the ad-
ditional second coupling elements, wherein at
least one of the first and second transceivers is
configured to detect the respective angular
alignments of the pairs of first and second addi-
tional coupling elements, and are further config-
ured to transmit data between the first and sec-
ond transceivers via the first and second addi-
tional coupling elements when the angular align-
ments are detected.

8. A system according to any one of the previous claims
which is also for transmitting data between the sec-
ond component and a third component (40) which
rotates relative to the second component, the system
further including:

a third coupling element (43) of limited angular
extent mounted to the third component, and a
fourth coupling element (42) of limited angular
extent mounted to the second component, the
third and fourth angular elements coming into
angular alignment once per revolution of the
third component relative to the second compo-
nent, and
a third transceiver (44) connected to the third
coupling element, wherein the second trans-
ceiver is also connected to the fourth coupling
element, and the third and second transceivers
are configured to detect the angular alignment
of the third and fourth coupling elements, and
the third and second transceivers are further
configured to transmit data between the third
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and second transceivers via the third and fourth
coupling elements when the angular alignment
of the third and fourth coupling elements is de-
tected.

9. A rotating machine having a first component and a
second component which rotates relative to the first
component, the machine further having a system ac-
cording to any one of the previous claims for trans-
mitting data between the first component and the
second component.

10. A rotating machine having a first component, a sec-
ond component which rotates relative to the first
component, and a third component which rotates rel-
ative to the second component, the machine further
having a first system according to claim 9 for trans-
mitting data between the first component and the
second component, and for transmitting data be-
tween the second component and the third compo-
nent.

11. A rotating machine according to claims 9 or 10
wherein the rotating machine comprises a gas tur-
bine engine.
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