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Description

TECHNICAL FIELD

[0001] The present invention relates to the field of com-
puter technologies, and in particular, to a packet back-
pressure detection method, apparatus, and device.

BACKGROUND

[0002] In a Peripheral Component Interconnect Ex-
press (Peripheral Component Interconnect express,
PCIe) system, devices having PCIe ports may transmit
a packet by using the PCIe ports. For example, a central
processing unit (Central Processing Unit, CPU) is con-
nected to an upstream port (Upstream Port, UP) of a
PCIe switch by using a PCIe port, and a downstream port
(Downstream Port, DP) of the PCIe switch is connected
to an endpoint (Endpoint, EP) device. When the CPU
sends a packet to the EP, first, the CPU sends the packet
to the UP of the PCIe switch; next, the UP of the PCIe
switch sends the packet to the DP connected to the EP;
and next, the DP sends the packet to the EP.
[0003] When a link between two PCIe ports becomes
faulty, to-be-sent packets are piled up at a PCIe port, that
is, packet backpressure occurs. If packet backpressure
cannot be detected in a timely manner, instruction time-
out occurs in a device for sending a packet. Consequent-
ly, the device hangs (hang), and cannot work normally.
[0004] An existing packet backpressure detection
method is as follows: All to-be-sent packets at a PCIe
port are stored in a cache unit. A timer is set for each
packet stored in the cache unit, and records storage du-
ration of the packet in the cache unit. When a timer that
is set for any packet expires, it is determined that packet
backpressure occurs at the PCIe port, and an error pack-
et indicating packet backpressure at the PCIe port is sent
to an error processing unit.
[0005] However, one device may include multiple PCIe
ports, and generally, a large quantity of to-be-sent pack-
ets are stored in a cache unit at each PCIe port. In the
packet backpressure detection method in the prior art, a
large quantity of timer resources are applied for, and an
error processing unit receives a large quantity of error
processing reports. Consequently, bandwidth within a
device is excessively occupied, and resources within the
device are wasted.
[0006] Document US20130091330A1 discloses a
method for early cache eviction.
[0007] Document US8730983B1 discloses a method
for a configurable packet routing, buffering and schedul-
ing scheme.

SUMMARY

[0008] The present invention provides a packet back-
pressure detection method and apparatus, so as to re-
solve a prior-art problem that there is an overlarge quan-

tity of overheads in a packet backpressure detection so-
lution.
[0009] According to a first aspect, the present invention
provides a packet backpressure detection method,
where the method is applied to a device having a PCIe
port. The device may be a CPU, a PCIe switch, or an
endpoint (Endpoint, EP) device that has a PCIe port.
When the device is a CPU, the PCIe port is a PCIe port
of the CPU. for example, a root port (Root Port, RP) of
the CPU running a root complex (Root Complex, RC).
When the device is a PCIe switch, the PCIe port is either
an upstream port or a downstream port of the PCIe
switch. When the device is an EP, the PCIe port is a PCIe
port by which the EP is connected to another device in
a PCIe system. When each to-be-sent packet in a packet
sending queue of the PCIe port in a cache unit becomes
a packet that currently needs to be sent at the PCIe port,
the device stores, in a buffer, the packet that currently
needs to be sent, where the packet stored in the buffer
is removed from the buffer after being sent by using the
PCIe port. The buffer stores a maximum of one packet
at any moment. The buffer may be an independent stor-
age component, such as a random access memory (Ran-
dom Access Memory, RAM) or a flash (Flash); or may
be a storage area obtained by dividing the storage com-
ponent. The device records storage duration of each
packet stored in the buffer, resetting, by the device, the
accumulated duration to 0 in a preset condition, and ac-
cumulates the recorded storage duration of each packet,
so as to obtain accumulated duration of packet storage
in the buffer; and when the accumulated duration reaches
a first threshold, determines that packet backpressure
occurs at the PCIe port. The function of recording the
storage duration of each packet stored in the buffer may
be implemented by a hardware module having a timing
function in the device, or may be implemented by exe-
cuting an application program by a CPU of the device.
[0010] In the solution in which the device determines
that packet backpressure occurs at the PCIe port, for
packet backpressure in one direction of one PCIe port,
timing is performed only on storage duration of one pack-
et in the buffer at any moment. Therefore, compared with
a prior-art solution in which timing is simultaneously per-
formed on all to-be-sent packets at a PCIe port, this so-
lution can substantially reduce system overheads. In ad-
dition, when packet backpressure occurs at the PCIe port
due to link failure, the device generates a packet back-
pressure error only once for the link failure, thereby avoid-
ing occurrence of an error storm and improving system
stability. Moreover, because whether packet backpres-
sure occurs is determined according to the accumulated
duration of packet storage in the buffer, the following case
can be avoided: although storage duration of no packet
exceeds a specified threshold, a device for sending a
packet cannot work normally because an accumulated
value of storage duration of multiple packets is exces-
sively large.
[0011] In an optional implementation, a capacity of the
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buffer may be that at least two packets can be stored.
Multiple packets are sorted according to a sending se-
quence in a cache unit. The capacity of the buffer is less
than a capacity of the cache unit. A processor of the de-
vice is configured to: record storage duration of a packet
in the buffer, where the packet is the first packet in a
packet queue of the buffer, and accumulate recorded
storage duration of each packet, so as to obtain accu-
mulated duration of packet storage in the buffer; and
when the accumulated duration reaches the first thresh-
old, determine that packet backpressure occurs at the
PCIe port.
[0012] In an optional implementation, the device may
directly set a value of the accumulated duration to the
first threshold, and subtract the storage duration of each
packet from the accumulated duration each time after
recording storage duration of a packet in the buffer. When
the accumulated duration is less than or equal to 0, the
device determines that packet backpressure occurs. By
using this method, a prior-art problem can be resolved,
system overheads are reduced, and accuracy of packet
backpressure detection is improved.
[0013] In an optional implementation, the device re-
duces the recorded accumulated duration of packet stor-
age in the buffer in a preset condition. A reduction manner
includes: resetting the accumulated duration to 0, or sub-
tracting storage duration of a sent packet from the accu-
mulated duration. In this implementation, a case in which
the device determines that packet backpressure occurs
at the PCIe port because accumulated storage duration
of an overlarge quantity of normal packets other than
backpressure packets reaches the first threshold can be
avoided, and accuracy of packet backpressure detection
is improved.
[0014] In an optional implementation, the device resets
the accumulated duration of packet storage in the buffer
to 0 in a preset condition. In this implementation, a case
in which the device determines that packet backpressure
occurs at the PCIe port because accumulated storage
duration of an overlarge quantity of normal packets other
than backpressure packets reaches the first threshold
can be avoided, and accuracy of packet backpressure
detection is improved.
[0015] In an optional implementation, the device sets
a resetting timer, performs timing, and when a time re-
corded by the resetting timer reaches a second threshold,
resets the accumulated duration of packet storage in the
buffer to 0. The resetting timer may be implemented by
executing an application program instruction by a proc-
essor of the device, or may be implemented by a hard-
ware module used as a timer in the device. In this imple-
mentation, a case in which the device determines that
packet backpressure occurs at the PCIe port because
accumulated storage duration of an overlarge quantity
of normal packets other than backpressure packets
reaches the first threshold can be avoided, and accuracy
of packet backpressure detection is improved.
[0016] In an optional implementation, a value of the

resetting timer may be directly set to a second threshold,
and decreases gradually on a basis of the second thresh-
old. When the value of the resetting timer is equal to 0,
the accumulated duration is reset to 0.
[0017] In an optional implementation, the device
records a quantity of packets that have been stored in
the buffer, and when the recorded quantity reaches a
third threshold, resets the accumulated duration of pack-
et storage in the buffer to 0. The counting function may
be implemented by executing an application program in-
struction by a processor of the device, or may be imple-
mented by a hardware module used as a counter in the
device. In this implementation, a case in which the device
determines that packet backpressure occurs at the PCIe
port because accumulated storage duration of an over-
large quantity of normal packets other than backpressure
packets reaches the first threshold can be avoided, and
accuracy of packet backpressure detection is improved.
[0018] In an optional implementation, the storage du-
ration that is of each packet in the buffer and is succes-
sively recorded by the device forms a duration queue.
When a length of the duration queue reaches a fourth
threshold, the device deletes earliest-recorded storage
duration from the duration queue, and subtracts, from
the accumulated duration, the earliest-recorded storage
duration that is deleted from the duration queue. In this
implementation, the accumulated duration is a sum of
storage duration, in the buffer, of a specified quantity (a
value of the specified quantity is the fourth threshold) of
packets recently cached in the buffer, and a peak value
of packet storage duration does not fall within two statis-
tical units, so that it is ensured that the peak value of
packet storage duration can always be detected, and
sensitivity of packet backpressure detection is improved.
[0019] In an optional implementation, the storage du-
ration that is of each packet in the buffer and is succes-
sively recorded by the device forms a duration queue.
The device accumulates all the duration in the duration
queue, so as to obtain window duration, and when a
length of the duration queue reaches a fourth threshold,
the device deletes earliest- recorded storage duration
from the duration queue, and subtracts, from the window
duration, the earliest- recorded storage duration that is
deleted from the duration queue. When the window du-
ration reaches a sixth threshold, the device determines
that packet backpressure occurs at the PCIe port. Be-
cause the window duration is not reset to 0, it is ensured
that a peak value of packet storage duration can always
be detected, and sensitivity of packet backpressure de-
tection is improved.
[0020] In an optional implementation, when recorded
storage duration of any packet in the buffer reaches a
fifth threshold, the device determines that packet back-
pressure occurs at the PCIe port, where the fifth threshold
is less than the first threshold. In this implementation, the
device determines that packet backpressure occurs, pro-
vided that storage duration of any packet is greater than
the fifth threshold. Therefore, when a packet is cached
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in the buffer for an excessively long time but the accu-
mulated duration does not exceed the first threshold, the
device determines as soon as possible that packet back-
pressure occurs, so that sensitivity of packet backpres-
sure detection performed by the device is improved.
[0021] In an optional implementation, when each to-
be-sent packet in a packet sending queue in a first direc-
tion of the PCIe port becomes a packet that currently
needs to be sent at the PCIe port, the device stores, in
the buffer, the packet that needs to be sent in the first
direction, where the first direction is an upstream direc-
tion or a downstream direction of the PCIe port. When
each to-be-sent packet in a packet sending queue in a
second direction of the PCIe port becomes a packet that
currently needs to be sent at the PCIe port, the device
stores, in a second buffer, the packet that needs to be
sent in the second direction, where the second direction
is opposite to the first direction, the packet stored in the
second buffer is removed from the second buffer after
being sent by using the PCIe port, and the second buffer
stores a maximum of one packet at any moment. The
device records storage duration of each packet stored in
the second buffer, and accumulates the recorded storage
duration of each packet stored in the second buffer, so
as to obtain second accumulated duration of packet stor-
age in the second buffer. When the second accumulated
duration reaches the first threshold, the device deter-
mines that packet backpressure occurs at the PCIe port.
In this implementation, the device can detect packet
backpressure that occurs in to-be-sent packets in up-
stream and downstream directions of one port of the PCIe
switch, so that sensitivity and pertinence of packet back-
pressure detection are improved.
[0022] Optionally, a capacity of the second buffer may
be that at least two packets can be stored, and the ca-
pacity of the second buffer is less than a capacity of a
cache unit.
[0023] In an optional implementation, the device fur-
ther includes a second PCIe port. The device is further
configured to: when each to-be-sent packet in a packet
sending queue of the second PCIe port becomes a pack-
et that currently needs to be sent at the second PCIe
port, store, in a third buffer, the packet that needs to be
sent at the second PCIe port, where the packet stored in
the third buffer is removed from the third buffer after being
sent by using the second PCIe port, and the third buffer
stores a maximum of one packet at any moment; record
storage duration of each packet stored in the third buffer,
and accumulate the recorded storage duration of each
packet stored in the third buffer, so as to obtain third
accumulated duration of packet storage in the third buff-
er; and when the third accumulated duration reaches the
first threshold, determine that packet backpressure oc-
curs at the second PCIe port. In this implementation, the
device can detect packet backpressure that occurs at
multiple PCIe ports, so that efficiency of packet back-
pressure detection is improved.
[0024] Optionally, a capacity of the third buffer may be

that at least two packets can be stored, and the capacity
of the third buffer is less than a capacity of a cache unit.
[0025] According to a second aspect, the present in-
vention provides a packet backpressure detection appa-
ratus, where the apparatus is configured to execute the
method according to any one of the first aspect, or op-
tional implementations of the first aspect. Specifically,
the apparatus includes a module configured to execute
the method according to any one of the first aspect, or
optional implementations of the first aspect.
[0026] According to a third aspect, the present inven-
tion provides a packet backpressure detection device,
where the device is configured to execute the method
according to any one of the first aspect, or optional im-
plementations of the first aspect. Specifically, the device
includes a bus, and a PCIe port, a memory, and a proc-
essor that are separately connected to the bus. The PCIe
port is configured to send a packet. The memory is con-
figured to store a packet sending queue of the PCIe port.
The processor is configured to execute the method ac-
cording to any one of the first aspect, or optional imple-
mentations of the first aspect.
[0027] According to a fourth aspect, the present inven-
tion provides a computer-readable medium, configured
to store a computer program, where the computer pro-
gram includes an instruction used to execute the method
according to any one of the first aspect, or optional im-
plementations of the first aspect.
[0028] In the present invention, combination may be
further made on a basis of the implementations provided
in the foregoing aspects, so as to provide more imple-
mentations. The invention is set-out in the appended
claims.

BRIEF DESCRIPTION OF DRAWINGS

[0029] To describe the technical solutions of the
present inventin more clearly, in the following the accom-
panying drawings are briefly introduced describing pre-
ferred embodiments of the present invention and the prior
art. Apparently, the accompanying drawings in the fol-
lowing description show only some embodiments of the
present invention.

FIG. 1 is a schematic diagram of a PCIe system;
FIG. 2 is a schematic diagram of a packet backpres-
sure detection method in the prior art;
FIG. 3 is a schematic diagram of a PCIe system ac-
cording to an embodiment of the present invention;
FIG. 4 is a schematic diagram of a detailed structure
of a device 10 according to an embodiment of the
present invention;
FIG. 5 is a schematic structural diagram of a PCIe
switch according to an embodiment of the present
invention;
FIG. 6 is a schematic flowchart of a packet backpres-
sure detection method according to an embodiment
of the present invention;
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FIG. 7 is a more detailed schematic flowchart of a
packet backpressure detection method according to
an embodiment of the present invention;
FIG. 8 is a diagram of a relationship between packet
storage duration and a packet sequence number;
FIG. 9 to FIG. 11 are respectively schematic dia-
grams of PCIe switches according to an embodiment
of the present invention;
FIG. 12 is a schematic diagram of a packet back-
pressure detection apparatus 700 according to an
embodiment of the present invention; and
FIG. 13 is a schematic diagram of a packet back-
pressure detection device 800 according to an em-
bodiment of the present invention.

DESCRIPTION OF EMBODIMENTS

[0030] To facilitate understanding of the present inven-
tion, the following first describes a PCIe system and a
packet backpressure detection method in the prior art.
[0031] FIG. 1 is a schematic diagram of a possible im-
plementation of a PCIe system. An RP 110 is a PCIe port
of a CPU 100. An SW 200 is a PCIe switch (Switch, SW).
A UP 210 is an upstream port of the SW 200, a DP 221
to a DP 223 are downstream ports of the SW 200, and
an EP 301 to an EP 303 are endpoint devices. The CPU
100 may be a set of multiple CPUs.
[0032] The UP 210 is configured to: receive, from the
RP 110 of the CPU 100, a packet to be sent by the CPU
100 to an EP, and send the packet to a DP connected to
the EP. For example, after receiving a packet to be sent
by the CPU 100 to the EP 301, the UP 210 sends the
packet to the DP 221 connected to the EP 301, and uses
the DP 221 to send the packet to the EP 301.
[0033] When a link between a DP and an EP becomes
faulty, packets to be sent by the CPU to the EP are piled
up at the DP, and packet backpressure occurs. If packet
backpressure is not found in a timely manner, packet
processing in the CPU slows down or becomes stale,
and serious instruction timeout even occurs in the CPU.
Consequently, the CPU hangs, and cannot work normal-
ly.
[0034] FIG. 2 shows a packet backpressure detection
method in the prior art. In this method, all to-be-sent pack-
ets at a DP of a PCIe switch are stored in a cache unit.
A timer 401 is set for each packet stored in the cache
unit, and is configured to record storage duration of the
packet in the cache unit. After the packet is sent from a
PCIe port, the timer terminates timing performed on the
storage duration of the packet. If the timer 401 expires,
it indicates that the packet is stored in the cache unit for
an excessively long time. In other words, the packet fails
to be sent from the PCIe port within timeout duration, and
it indicates that packet backpressure occurs at the PCIe
port. The timer 401 reports, to an error processing unit
402, an error report indicating that backpressure occurs
at the PCIe port.
[0035] However, the PCIe switch includes multiple

DPs, and multiple packets (for example, 128 packets)
can be cached in a cache unit of each DP. If a timer is
set for each packet at each DP, a large quantity of timers
need to be set in the PCIe switch. Consequently, system
overheads increase substantially. In addition, once a link
between a DP and an EP becomes faulty, after a timer
corresponding to a packet in a cache unit of the DP ex-
pires, timers corresponding to a large quantity of other
packets in the cache unit expire one after another, the
error processing unit 402 receives a large quantity of error
reports indicating that packet backpressure occurs at one
PCIe port, an error report storm even occurs, and a dif-
ficulty in resolving a packet backpressure problem by the
error processing unit 402 is increased. Consequently,
bandwidth within a device is excessively occupied, re-
sources within the device are wasted, and normal
processing of packet backpressure at the PCIe port by
the error processing unit 402 is affected.
[0036] To resolve the foregoing problems in the prior
art, the embodiments of the present invention provide a
packet backpressure detection method and apparatus.
The following describes technical solutions of the present
invention in detail with reference to the accompanying
drawings and specific embodiments. It should be under-
stood that the embodiments of the present invention and
specific features of the embodiments are intended to de-
scribe the technical solutions of the present invention in
detail, but are not intended to limit the technical solutions
of the present invention. The embodiments of the present
invention and the technical features of the embodiments
may be combined with each other if they do not conflict
with each other.
[0037] FIG. 3 shows a schematic diagram of a PCIe
system in an embodiment of the present invention. A de-
vice 10 includes a PCIe port 11, and a device 20 includes
a PCIe port 21. A packet is transmitted between the de-
vice 10 and the device 20 by using a link between the
PCIe port 11 and the PCIe port 21.
[0038] In the following, an example that the device 10
detects packet backpressure that occurs at the PCIe port
11 is used for description. FIG. 4 is a schematic diagram
of a detailed structure of the device 10. A cache unit 12
is configured to store a to-be-sent packet of the PCIe port
11. When each to-be-sent packet in a packet sending
queue of the PCIe port 11 becomes a packet that cur-
rently needs to be sent at the PCIe port 11, the device
10 stores, in a buffer 13, the packet that currently needs
to be sent. The packet stored in the buffer 13 is removed
from the buffer after being sent by using the PCIe port
11. The buffer stores a maximum of one packet at any
moment. For example, the packet sending queue of the
PCIe port 11 is {packet 1, packet 2, packet 3, ...}. The
packet 1 is the first packet in the packet sending queue,
that is, a packet that is in the packet sending queue of
the PCIe port and that currently needs to be sent. The
packet 1 is stored in the buffer 13. After the packet 1 is
sent by using the PCIe port 11, the stored packet 1 is
removed from the buffer 13, and the packet 2 that is in a
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packet sending queue {packet 2, packet 3, ...} obtained
after the packet 1 is sent and that currently needs to be
sent is stored, and so on. The buffer 13 is configured to
store, at any moment, one packet that is in the packet
sending queue of the PCIe port and that currently needs
to be sent. The buffer 13 can store another packet only
after the stored packet is sent from the PCIe port 11. The
buffer 13 may be an independent register or another stor-
age device, such as a random access memory RAM or
a flash; or the buffer 13 may be a storage area obtained
by dividing a register or another storage device.
[0039] It should be noted that for packets in the cache
unit, a sending sequence of the packets may be deter-
mined according to packet priorities carried in a request
message, or the packets may be sorted according to a
preset arbitration policy, and the packets are sent ac-
cording to a sequence. The present invention imposes
no limitation.
[0040] Optionally, a capacity of the buffer 13 may be
that at least two packets in the cache unit 12 can be
stored. Multiple packets are sorted according to a send-
ing sequence in the cache unit 12. For example, both the
packet 1 and the packet 2 in the cache unit 12 in FIG. 4
are stored in the buffer 13. The packet 1 is the first packet
in the packet queue of the cache unit 12, that is, a packet
that is in the packet sending queue of the PCIe port and
that currently needs to be sent. The packet 2 is the second
packet that needs to be sent in the cache unit 12. The
device 10 stores the packet 2 in the buffer 13 in advance,
so as to prefetch a to-be-sent packet in the cache unit
12, thereby reducing packet processing duration and im-
proving packet processing efficiency.
[0041] A processor 14 is responsible for detecting
packet backpressure that occurs at the PCIe port 11.
Specifically, the processor 14 is configured to: record
storage duration of each packet stored in the buffer, and
accumulate the recorded storage duration of each pack-
et, so as to obtain accumulated duration of packet storage
in the buffer; and when the accumulated duration reaches
a first threshold, determine that packet backpressure oc-
curs at the PCIe port 11.
[0042] Optionally, when multiple packets are stored in
the buffer, the processor 14 is configured to record stor-
age duration of one packet in the buffer. The packet is
the first packet in the packet queue of the buffer. For
example, as shown in FIG. 4, if a sequence of to-be-sent
packets in the cache unit 12 is {packet 1, packet 2, packet
3, ...} and two packets are allowed to store in the device
10, when the packet 1 and the packet 2 are stored in the
buffer 13, a detection sequence of the packet queue of
the buffer 13 is {packet 1, packet 2}, and the processor
14 is configured to record storage duration of the packet
1. After the packet 1 is sent from the PCIe port, a detection
sequence of the packet queue of the buffer 13 is {packet
2, packet 3}, and the processor 14 is configured to record
storage duration of the packet 2; and so on. The proces-
sor 14 is configured to: record storage duration of the
first packet in the packet queue of the buffer 13, and

accumulate recorded storage duration of each packet,
so as to obtain the accumulated duration of packet stor-
age in the buffer; and when the accumulated duration
reaches the first threshold, determine that packet back-
pressure occurs at the PCIe port 11.
[0043] The processor 14 may be a processing compo-
nent, or may be a set of multiple processing components.
The processor 14 may be an application-specific inte-
grated circuit (Application-Specific Integrated Circuit,
ASIC), or one or more integrated circuits configured to
control program execution of the solution of the present
invention. Alternatively, the processor 14 is a general pur-
pose processor, such as a central processing unit CPU.
The CPU reads an application program instruction in a
memory that is in the device 10 and that is used to store
an executable instruction, and executes the application
program instruction, so as to implement functions imple-
mented by the processor 14.
[0044] In the solution in which the device 10 deter-
mines that packet backpressure occurs at the PCIe port
11, timing is performed, at any moment, only on storage
duration of a packet stored in the buffer 13, and a quantity
of packets stored in the buffer 13 is not greater than 1.
Therefore, compared with a prior-art solution in which
timing is simultaneously performed on all to-be-sent
packets at a PCIe port, this solution can substantially
reduce system overheads. In addition, when packet
backpressure occurs at the PCIe port due to link failure,
the device 10 generates a packet backpressure error only
once for the link failure, thereby avoiding occurrence of
an error storm and improving system stability. Moreover,
because whether packet backpressure occurs is deter-
mined according to the accumulated duration of packet
storage in the buffer, the following case can be avoided:
although storage duration of no packet exceeds a spec-
ified threshold, the device cannot work normally because
an accumulated value of storage duration of multiple
packets is excessively large.
[0045] Optionally, the processor 14 of the device 10
may set a value of the accumulated duration to the first
threshold, and subtract the storage duration of each
packet from the accumulated duration each time after
recording storage duration of a packet in the buffer 13.
When the accumulated duration is less than or equal to
0, the device 10 determines that packet backpressure
occurs. By using this method, a prior-art problem can be
resolved, system overheads are reduced, and accuracy
of packet backpressure detection is improved.
[0046] Optionally, the processor 14 is further config-
ured to reduce the recorded accumulated duration of
packet storage in the buffer 13 in a prereset condition,
so that a case in which the processor 14 determines that
packet backpressure occurs at the PCIe port because
accumulated storage duration of an overlarge quantity
of normal packets other than backpressure packets
reaches the first threshold can be avoided, and accuracy
of packet backpressure detection is improved.
[0047] Optionally, an implementation in which the
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processor 14 reduces the recorded accumulated dura-
tion of packet storage in the buffer 13 in the prereset
condition is that the processor 14 resets the accumulated
duration of packet storage in the buffer 13 to 0 in a preset
condition.
[0048] Optionally, an implementation in which the
processor 14 resets the accumulated duration of packet
storage in the buffer 13 to 0 in the preset condition is to
set a resetting timer, perform timing, and when a time
recorded by the resetting timer reaches a second thresh-
old, reset the accumulated duration of packet storage in
the buffer 13 to 0.
[0049] Specifically, the time recorded by the resetting
timer is a system runtime, that is, the time recorded by
the resetting timer starts timing after the device 10 is start-
ed. The time recorded by the resetting timer is an unin-
terrupted accumulated time, including a time in which
each packet is stored in the buffer, a time in which a
packet is moved from the cache unit to the buffer, a time
in which the packet is removed from the buffer, and a
time in which the buffer is idle. The accumulated duration
recorded by the processor 14 is only used to record stor-
age duration of a packet in the buffer 13, and a recorded
time is an accumulation of multiple time segments. In
addition, the second threshold is greater than the first
threshold. When the accumulated duration recorded by
the processor 14 reaches the first threshold, it may be
determined that packet backpressure occurs, but no
processing is performed on the accumulated duration.
When the time recorded by the resetting timer reaches
the second threshold, the accumulated duration of packet
storage in the buffer 13 is reset to 0, so as to improve
accuracy of packet backpressure detection.
[0050] Optionally, a value of the resetting timer may
be directly set to a second threshold, and decreases
gradually on a basis of the second threshold. When the
value of the resetting timer is equal to 0, the accumulated
duration is reset to 0.
[0051] Optionally, an implementation in which the
processor 14 resets the accumulated duration of packet
storage in the buffer 13 to 0 in the preset condition is to
record a quantity of packets that have been stored in the
buffer 13, and when the recorded quantity reaches a third
threshold, reset the accumulated duration of packet stor-
age in the buffer 13 to 0.
[0052] Optionally, an implementation in which the
processor 14 reduces the recorded accumulated dura-
tion of packet storage in the buffer 13 in the prereset
condition is as follows: the storage duration that is of each
packet in the buffer 13 and is successively recorded
forms a duration queue. When a length of the duration
queue reaches a fourth threshold, the processor deletes
earliest- recorded storage duration from the duration
queue, and subtracts, from the accumulated duration,
the earliest-recorded storage duration that is deleted
from the duration queue. In this implementation, the du-
ration queue is similar to a window having a fixed length.
When a new packet is stored in the buffer 13, the window

moves, so that the accumulated duration is a sum of stor-
age duration, in the buffer 13, of a specified quantity (a
value of the specified quantity is the fourth threshold) of
packets recently cached in the buffer. By using the win-
dow having the fixed length, a peak value of packet stor-
age duration does not fall within two statistical period, so
that it is ensured that the peak value of the packet storage
duration can always be detected, and sensitivity of packet
backpressure detection is improved.
[0053] Optionally, the processor 14 is further config-
ured to: when recorded storage duration of any packet
in the buffer 13 reaches a fifth threshold, determine that
packet backpressure occurs at the PCIe port 11, where
the fifth threshold is less than the first threshold. In this
implementation, when a packet is cached in the buffer
13 for an excessively long time but the accumulated du-
ration does not exceed the first threshold, the processor
can determine as soon as possible that packet backpres-
sure occurs at the PCIe port 11, so that sensitivity of
packet backpressure detection is improved.
[0054] In this embodiment of the present invention, the
device 10 may be a CPU, and the PCIe port 11 is a PCIe
port of the CPU, such as a root port (Root Port, RP) of a
root complex (Root Complex, RC) of the CPU. The device
20 connected to the CPU may be a switch or an EP.
Alternatively, the device 10 may be a PCIe switch, and
the PCIe port 11 is a UP or a DP of the PCIe switch.
When the PCIe port 11 is a UP, the device 20 is a CPU
or a DP of another switch. When the PCIe port 11 is a
DP, the device 20 is an EP or a UP of another switch.
When the PCIe port 11 used as a DP is a non-transparent
(non-transparent, NT) port, the device 20 may be a CPU.
Alternatively, the device 10 may be an EP, and the device
20 may be a CPU or switch connected to the EP; or the
device 10 is an EP used as a root complex (Root Com-
plex, RC) in an extended PCIe structure, the PCIe port
11 is a port of the RC in the extended PCIe structure,
and the device 20 is a switch, another EP, or a CPU.
[0055] By using an example that the device 10 is a
PCIe switch, the following describes a packet backpres-
sure detection method provided in an embodiment of the
present invention.
[0056] FIG. 5 is a schematic diagram of a PCIe switch
SW 500 according to an embodiment of the present in-
vention. The SW 500 includes a UP 510 used for con-
necting to a CPU and a DP 520 used for connecting to
an EP. The SW 500 may include at least one DP, and
the DP 520 is any one DP of the SW 500. At the DP 520,
there is one or more packets to be sent to the EP, and
these packets form a packet sending queue. The DP 520
sends the packets successively according to a sequence
of the packets in the packet sending queue. These to-
be-sent packets are stored in a cache unit 521 and a
buffer 522. The buffer 522 stores the first packet in the
packet sending queue, that is, a packet that currently
needs to be sent, and the buffer 522 stores a maximum
of one packet at any moment. The cache unit 521 is con-
figured to store the second packet and a subsequent
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packet in the packet sending queue. When a packet
stored in the buffer 522 is sent to the EP by using the DP
520, a packet that is previously stored in the cache unit
521 and that needs to be first sent becomes a packet
that currently needs to be sent at the DP 520, and is
moved from the cache unit 521 to the buffer 522.
[0057] Optionally, a capacity of the buffer 522 may be
that at least two packets can be stored. The capacity of
the buffer 522 is less than a capacity of the cache unit.
Multiple packets are sorted according to a sending se-
quence in the cache unit 521.
[0058] The SW 500 further includes a processor 530,
configured to: record storage duration of each packet
stored in the buffer 522, and accumulate the recorded
storage duration of each packet, so as to obtain accu-
mulated duration of packet storage in the buffer 522; and
when the accumulated duration reaches a first threshold,
determine that packet backpressure occurs at the DP
520. For an implementation of the processor 530, refer
to the implementation of the processor 14.
[0059] Persons skilled in the art may know that FIG. 5
shows only an example of a packet backpressure detec-
tion solution used when the device 10 is a PCIe switch,
and FIG. 5 cannot limit the present invention. For exam-
ple, when the DP 520 is an NT port, the DP 520 may be
connected to another CPU. For another example, the
buffer 522 is configured to store a packet that is in a
sending queue of packets to be sent by the DP 520 to
the UP 510 and that currently needs to be sent. The proc-
essor 530 determines, according to accumulated dura-
tion of packet storage in the buffer 522, whether packet
backpressure occurs in a packet sending direction from
the DP 520 to the UP 510. Likewise, the packet back-
pressure detection method is also applicable to detecting
whether packet backpressure occurs in a packet sending
direction from the UP 510 to the DP 520, and is applicable
to detecting whether packet backpressure occurs in a
packet sending direction from the UP 510 to the CPU.
[0060] Optionally, the device 10 may set a value of the
accumulated duration to the first threshold, and subtract
the storage duration of each packet from the accumulat-
ed duration each time after recording storage duration of
a packet in the buffer 522. When the accumulated dura-
tion is less than or equal to 0, the device 10 determines
that packet backpressure occurs. By using this method,
a prior-art problem can be resolved, system overheads
are reduced, and accuracy of packet backpressure de-
tection is improved.
[0061] With reference to the PCIe switch provided in
FIG. 5, an embodiment of the present invention provides
a method for detecting packet backpressure that occurs
at a first port of the PCIe switch. The first port may be
either an upstream port or a downstream port of the PCIe
switch. Referring to FIG. 6, the packet backpressure de-
tection method includes the following steps.
[0062] Step 601: when each to-be-sent packet in a
packet sending queue of the first port becomes a packet
that currently needs to be sent at the first port, the PCIe

switch stores, in a buffer, the packet that currently needs
to be sent, where the packet stored in the buffer is re-
moved from the buffer after being sent by using the first
port, and the buffer stores a maximum of one packet at
any moment.
[0063] Specifically, the packet that currently needs to
be sent at the first port is a packet that should be first
sent among all packets that are not sent at the first port.
The buffer stores a maximum of one packet at any mo-
ment, and stores a next packet only after the stored pack-
et is sent by using the first port. For an implementation
of the buffer, refer to the buffer 13.
[0064] Because a packet may be sent in an upstream
direction or in a downstream direction of the first port, the
buffer is configured to store a packet that currently needs
to be sent in one of the directions of the first port. When
the first port is an upstream port, the upstream direction
of the first port is a direction in which a packet is sent
from the first port to a CPU, and the downstream direction
of the first port is a direction in which a packet is sent
from the first port to a downstream port of the PCIe switch.
When the first port is a downstream port, the upstream
direction of the first port is a direction in which a packet
is sent from the first port to an upstream port of the PCIe
switch, and the downstream direction of the first port is
a direction in which a packet is sent from the first port to
an end point EP device.
[0065] Step 602: The PCIe switch records storage du-
ration of each packet stored in the buffer, and accumu-
lates the recorded storage duration of each packet, so
as to obtain accumulated duration of packet storage in
the buffer.
[0066] For example, it is assumed that no packet is
stored in the buffer before a time moment t0, and the
accumulated duration is 0. A packet 1 enters the buffer
at a time moment t1 after t0, and is sent from the first
port to a destination end (for example, the EP) at a time
moment t2 after t1. Recorded storage duration of the
packet 1 in the buffer is t2 - t1, and the accumulated
duration of packet storage in the buffer is t2 - t1. A packet
2 enters the buffer at a time moment t3 after t2, and is
sent from the first port to the destination end at a time
moment t4 after t3. Recorded storage duration of the
packet 2 in the buffer is t4 - t3, and the accumulated
duration of packet storage in the buffer is (t2 - t1) + (t4 - t3).
[0067] That the PCIe switch records the storage dura-
tion of each packet stored in the buffer may be imple-
mented by a processor of the PCIe switch. The processor
may be a general purpose processor such as a CPU,
and a function of performing timing on the packet stored
in the buffer may be implemented by the processor by
executing an application program instruction, or may be
implemented by the processor by invoking a hardware
module used as a timer. Alternatively, the processor may
be an integrated circuit such as an ASIC, and a function
of performing timing on the packet stored in the buffer
may be implemented by a partial circuit structure in the
integrated circuit.
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[0068] Step 603: When the recorded accumulated du-
ration reaches a first threshold, the PCIe switch deter-
mines that packet backpressure occurs at the first port.
[0069] Specifically, specific data of the first threshold
may be determined by a packet pile-up degree tolerated
by a device, and may be set to an empirical value, for
example, 60s. The first threshold may be set in the PCIe
switch by default, or may be set by a user. For example,
the processor of the PCIe switch includes a configuration
unit, and the configuration unit is configured to: receive
configuration data of the user, and determine the first
threshold according to the configuration data. When the
recorded accumulated duration reaches the first thresh-
old, it indicates that a packet sending speed of the first
port is excessively slow, and the processor determines
that packet backpressure occurs at the first port.
[0070] In the packet backpressure detection method,
for packet backpressure in one direction of one PCIe port,
timing is performed only on storage duration of one pack-
et in the buffer at any moment. Therefore, compared with
a prior-art solution in which timing is simultaneously per-
formed on all to-be-sent packets at a PCIe port, this so-
lution can substantially reduce system overheads. In ad-
dition, when packet backpressure occurs at the PCIe port
due to link failure, the PCIe switch generates a packet
backpressure error only once for the link failure, thereby
avoiding occurrence of an error storm and improving sys-
tem stability. Moreover, because whether packet back-
pressure occurs is determined according to the accumu-
lated duration of packet storage in the buffer, the following
case can be avoided: although storage duration of no
packet exceeds a specified threshold, a CPU for sending
a packet cannot work normally because an accumulated
value of storage duration of multiple packets is exces-
sively large. For example, the PCIe switch includes 10
DPs. When the packet backpressure detection method
shown in FIG. 2 is used, a timer corresponding to each
packet at each DP does not expire, but storage duration
of each packet approximates timeout duration. Because
the CPU is affected by packet backpressure at the 10
DPs, and storage duration of the packets at the 10 DPs
in the cache unit approximates the timeout duration, it is
likely that instruction timeout occurs in the CPU.
[0071] Optionally, referring to FIG. 7, in this embodi-
ment of the present invention, the packet backpressure
detection method further includes the following step:
Step 604: The PCIe switch reduces the recorded accu-
mulated duration of packet storage in the buffer in a pre-
reset condition.
[0072] Step 604 may include multiple implementations
that include but are not limited to the following manners.
[0073] Manner 1: the PCIe switch resets the accumu-
lated duration of packet storage in the buffer 13 to 0 in a
preset condition.
[0074] Likewise, the manner 1 may have multiple im-
plementations that include the following manners.
[0075] In a resetting manner 1, the PCIe switch sets a
resetting timer, performs timing, and when a time record-

ed by the resetting timer reaches a second threshold,
resets the accumulated duration of packet storage in the
buffer to 0.
[0076] For example, the second threshold is set to
600s. The resetting timer starts to perform timing from
0s, and once the time reaches 600s, the processor resets
the accumulated duration to 0.
[0077] After resetting the accumulated duration to 0,
the resetting timer starts to perform timing from 0 again.
Alternatively, after resetting the accumulated duration to
0, the resetting timer continues to perform timing based
on the recorded second threshold, and when a value of
the resetting timer in each time of timing is increased by
the second threshold, resets the accumulated duration
to 0.
[0078] Optionally, a value of the resetting timer may
be directly set to a second threshold, and decreases
gradually on a basis of the second threshold. When the
value of the resetting timer is equal to 0, the accumulated
duration is reset to 0.
[0079] The resetting timer may be implemented by the
processor of the PCIe switch. When the processor is a
general purpose processor, the resetting timer may be
implemented by the processor by executing an applica-
tion program instruction, or may be implemented by the
processor by invoking a hardware module used as a tim-
er. When the processor is an integrated circuit such as
an ASIC, the resetting timer may be implemented by a
partial circuit structure in the integrated circuit of the proc-
essor.
[0080] In a resetting manner 2, the PCIe switch records
a quantity of packets that have been stored in the buffer,
and when the recorded quantity reaches a third thresh-
old, resets the accumulated duration of packet storage
in the buffer to 0.
[0081] For example, the third threshold is set to 1024.
The PCIe switch starts counting from the first packet that
is cached in the buffer, and once a quantity obtained by
means of counting reaches 1024, the PCIe switch resets
the accumulated duration of packet storage in the buffer
to 0.
[0082] After resetting the accumulated duration to 0,
for packets that have been stored in the buffer after the
accumulated duration is reset to 0, the PCIe switch starts
counting from 0 again. Alternatively, the PCIe switch con-
tinues, based on the recorded third threshold, to count a
quantity of packets that have been stored in the buffer,
and when a quantity obtained by means of counting is
increased by the third threshold, resets the accumulated
duration to 0.
[0083] That the PCIe switch records a quantity of all
packets stored in the buffer may be implemented by the
processor of the PCIe switch. When the processor is a
general purpose processor, the counting function may
be implemented by the processor by executing an appli-
cation program instruction, or may be implemented by
the processor by invoking a hardware module used as a
counter. When the processor is an integrated circuit such
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as an ASIC, the counting function may be implemented
by a partial circuit structure in the integrated circuit of the
processor.
[0084] Either the resetting manner 1 or the resetting
manner 2 may be selected for implementation, or both
the two resetting manners may be implemented. When
both the two resetting manners are implemented, once
the time recorded by the resetting timer reaches the sec-
ond threshold or the quantity that is of packets stored in
the buffer and that is obtained by means of counting
reaches the third threshold, the PCIe switch resets, to 0,
the accumulated duration determined by the resetting
timer. In an optional implementation, when the time re-
corded by the resetting timer reaches the second thresh-
old, the PCIe switch needs to reset, to 0, both the time
recorded by the resetting timer and the quantity that is
of packets stored in the buffer and that is obtained by
means of counting. When the quantity that is of packets
stored in the buffer and that is obtained by means of
counting reaches the third threshold, the PCIe switch
needs to reset, to 0, both the time recorded by the reset-
ting timer and the quantity that is of packets stored in the
buffer and that is obtained by means of counting. In an-
other optional implementation, when the time recorded
by the resetting timer reaches the second threshold, the
PCIe switch resets, to 0, the time recorded by the reset-
ting timer, but does not reset, to 0, the quantity that is of
packets stored in the buffer and that is obtained by means
of counting. When the quantity that is of packets stored
in the buffer and that is obtained by means of counting
reaches the third threshold, the PCIe switch resets, to 0,
the quantity that is of packets stored in the buffer and
that is obtained by means of counting, but does not reset,
to 0, the time recorded by the resetting timer.
[0085] Because storage duration of any packet that is
cached in the buffer is greater than 0, after a sufficient
quantity of packets are cached in the buffer, or after a
packet is cached in the buffer for an enough long time,
the accumulated duration of packet storage in the buffer
can certainly reach the first threshold. It can be learned
from this embodiment of the present invention that packet
backpressure does not occur in a case in which the ac-
cumulated duration of packet storage in the buffer reach-
es the first threshold because the buffer caches a packet
for an excessively long time. Likewise, packet backpres-
sure does not occur in a case in which the accumulated
duration of packet storage in the buffer reaches the first
threshold because an overlarge quantity of packets are
cached in the buffer buffer.
[0086] In the manner 1, after a packet is stored in the
buffer for an enough long time (that is, the second thresh-
old), or a sufficient quantity (that is, the third threshold)
of packets are stored in the buffer, the PCIe switch can
reset the accumulated duration of packet storage in the
buffer to 0, so that a case in which the PCIe switch de-
termines that packet backpressure occurs at the first port
because accumulated storage duration of an overlarge
quantity of normal packets other than backpressure

packets reaches the first threshold can be avoided, and
accuracy of packet backpressure detection is improved.
[0087] Manner 2: The storage duration that is of each
packet in the buffer and is successively recorded by the
PCIe switch forms a duration queue. When a length of
the duration queue reaches a fourth threshold, the PCIe
switch deletes the first recorded storage duration from
the duration queue, and subtracts, from the accumulated
duration, the first recorded storage duration that is delet-
ed from the duration queue.
[0088] Specifically, the PCIe switch successively
records storage duration of packets in the buffer, and the
recorded duration forms a duration queue according to
a recording sequence. Duration at the beginning of the
duration queue is the earliest-recorded storage duration
in the duration queue. For example, first, a packet 1 is
stored the buffer, and storage duration is Δt1. Next, a
packet 2 is stored, and storage duration is Δt2. Next, a
packet 3 is stored, and storage duration is Δt3. In this
case, the duration queue is (Δt1, Δt2, Δt3), and Δt1 at the
beginning of the duration queue is the earliest-recorded
duration in all the storage duration included in the dura-
tion queue. It is assumed that the fourth threshold is 4.
A packet 4 is stored in the buffer after the packet 3 is
sent, and a resetting timer records storage duration Δt4
of the packet 4. In this case, a length of the duration
queue reaches 4, and the restting timer deletes the ear-
liest-recorded storage duration Δt1 from the duration
queue, to form a new duration queue (Δt2, Δt3, Δt4). Cor-
respondingly, the accumulated duration, recorded by the
resetting timer, of packet storage in the buffer changes
from (Δt1 + Δt2 + Δt3) to (Δt2 + Δt3 + Δt4).
[0089] Referring to a diagram of a relationship between
packet storage duration and a packet sequence number
shown in FIG. 8, the duration queue is similar to a window
having a fixed length. When a new packet is stored in
the buffer, the window moves, so that the accumulated
duration is a sum of storage duration, in the buffer, of a
specified quantity (a value of the specified quantity is the
fourth threshold) of packets recently cached in the buffer.
By using the window having the fixed length, a peak value
of packet storage duration does not fall within two statis-
tical units, so that it is ensured that the peak value of the
packet storage duration can always be detected, and
sensitivity of packet backpressure detection is improved.
[0090] An example that the peak value of packet stor-
age duration falls within two statistical units is as follows:
assuming that the third threshold is 300, a packet counter
starts counting from a packet whose number is 1, and
when counting to a packet whose number is 300, the
packet counter resets, to 0, the accumulated duration
determined by the resetting timer. Because a sum of stor-
age duration of packets whose numbers are 1 to 300
does not exceed the first threshold, packet backpressure
fails to be detected. Likewise, when a packet whose
number is 600 is detected, the packet counter again re-
sets, to 0, the accumulated duration determined by the
resetting timer. Because a sum of storage duration of
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packets whose numbers are 301 to 600 does not exceed
the first threshold, packet backpressure fails to be de-
tected. However, because the peak value of the packet
storage duration appears near the packet whose number
is 300, actually, a sum of storage duration of packets
whose numbers are 151 to 450 is already greater than
the first threshold, and packet backpressure already oc-
curs. However, because the peak value of the packet
storage duration falls within two statistical units, packet
backpressure fails to be detected.
[0091] Either the manner 1 or the manner 2 may be
implemented, or both the two manners may be imple-
mented. When both the two manners are implemented,
the fourth threshold is set to be less than the third thresh-
old, for example, the third threshold is 1024, and the
fourth threshold is 300.
[0092] Alternatively, in the manner 2, the PCIe switch
accumulates all duration in a duration queue, so as to
obtain window duration, and when a length of the duration
queue reaches a fourth threshold, deletes the earliest-
recorded storage duration from the duration queue, and
subtracts, from the window duration, the earliest-record-
ed storage duration that is deleted from the duration
queue. When the window duration reaches a sixth thresh-
old, the PCIe switch determines that packet backpres-
sure occurs at the first port. Because the window duration
is not reset to 0, it is ensured that a peak value of packet
storage duration can always be detected, and sensitivity
of packet backpressure detection is improved.
[0093] Optionally, in a possible embodiment of the
present invention, the packet backpressure detection
method further includes the following step:
Step 605: When recorded storage duration of any packet
in the buffer reaches a fifth threshold, the PCIe switch
determines that packet backpressure occurs at the first
port, where the fifth threshold is less than the first thresh-
old.
[0094] Specifically, the PCIe switch can not only de-
termine, according to the accumulated duration of a pack-
et cache time, whether packet backpressure occurs, but
also determine that packet backpressure occurs, provid-
ed that storage duration of any packet is greater than the
fifth threshold. Therefore, when a packet is cached in the
buffer for an excessively long time but the accumulated
duration does not exceed the first threshold, the PCIe
switch determines as soon as possible that packet back-
pressure occurs, so that sensitivity of packet backpres-
sure detection is improved. The fifth threshold is less than
the first threshold, for example, the first threshold is 60s,
and the fifth threshold is 5s.
[0095] Optionally, in this embodiment of the present
invention, after determining that packet backpressure oc-
curs, the PCIe switch generates a packet backpressure
error report, and processes packet backpressure accord-
ing to the packet backpressure error report. For a manner
in which the PCIe switch processes packet backpres-
sure, refer to various packet backpressure processing
manners in the prior art, for example, the PCIe switch

disconnects a link in which packet backpressure occurs,
or sends a message signal interrupt (Message Signal
Interrupt, MSI) to the CPU. In addition, the packet back-
pressure error report generated by the PCIe switch may
further include packet header information of a packet that
makes the accumulated duration reach the first thresh-
old.
[0096] Optionally, in a possible embodiment of the
present invention, the second threshold to the sixth
threshold may be set by default, or may be set by a user.
Specifically, the processor of the PCIe switch includes a
configuration unit, and the configuration unit is configured
to: receive configuration data of the user, and determine
the second threshold to the sixth threshold according to
the configuration data.
[0097] Optionally, in a possible embodiment of the
present invention, a PCIe switch can detect packet back-
pressure in upstream and downstream two directions of
one port (a UP or a DP) of the PCIe switch by using a
same processor.
[0098] As shown in FIG. 9, a buffer 522 is configured
to store a packet that is in a packet sending queue in a
sending direction from a DP 520 to an EP and that cur-
rently needs to be sent. A second buffer 524 is configured
to store a packet that is in a packet sending queue in a
sending direction from the DP 520 to a UP 510 and that
currently needs to be sent. A second cache unit 523 is
configured to store the second packet and a subsequent
packet in the packet sending queue in the sending direc-
tion from the DP 520 to the UP 510. A processor 530 is
configured to: record storage duration of each packet in
the buffer 522, and accumulate the recorded storage du-
ration, so as to obtain a first accumulated duration of
packet storage in the buffer 522; and when the first ac-
cumulated duration reaches a first threshold, determine
that packet backpressure occurs at the DP 520. The proc-
essor 530 is further configured to: record storage duration
of each packet in the second buffer 524, and accumulate
the recorded storage duration, so as to obtain second
accumulated duration of packet storage in the second
buffer 524; and when the second accumulated duration
reaches the first threshold, determine that packet back-
pressure occurs at the DP 520.
[0099] In an optional implementation, the processor
530 is configured to reduce the accumulated duration
and the second accumulated duration in a prereset con-
dition. The processor 530 reduces the first accumulated
duration and the second accumulated duration by using
the manner 1, the manner 2, or a combination of the two
manners.
[0100] For an implementation in which the processor
530 detects packet backpressure in the packet sending
direction from the DP 520 to the UP 510 and in the packet
sending direction from the DP 520 to the EP, refer to the
implementations of step 601 to step 605. Details are not
described herein again.
[0101] Optionally, in this embodiment of the present
invention, a PCIe switch can detect, by using a same
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processor, packet backpressure occurs at different ports
of the PCIe switch.
[0102] As shown in FIG. 10, a buffer 522 is configured
to store a packet that is in a packet sending queue in a
sending direction from a DP 520 to an EP 301 and that
currently needs to be sent. A third buffer 552 is configured
to store a packet that is in a packet sending queue in a
sending direction from a DP 550 to an EP 302 and that
currently needs to be sent. A third cache unit 551 is con-
figured to store the second packet and a subsequent
packet in the packet sending queue in the sending direc-
tion from the DP 550 to EP 302. A processor 530 is con-
figured to: record storage duration of each packet in the
buffer 522, and accumulate the recorded storage dura-
tion, so as to obtain accumulated duration of packet stor-
age in the buffer 522; and when the accumulated duration
reaches a first threshold, determine that packet back-
pressure occurs at the DP 520. The processor 530 is
further configured to: record storage duration of each
packet in the third buffer 552, and accumulate the record-
ed storage duration, so as to obtain third accumulated
duration of packet storage in the third buffer 552; and
when the third accumulated duration reaches the first
threshold, determine that packet backpressure occurs at
the DP 550.
[0103] In an optional implementation, the processor
530 is further configured to: reduce the first accumulated
duration in a prereset condition, and reduce the third ac-
cumulated duration in a prereset condition. The proces-
sor 530 reduces the first accumulated duration and the
third accumulated duration by using the manner 1, man-
ner 2, or a combination thereof.
[0104] For an implementation in which the processor
530 detects packet backpressure in the packet sending
direction from the DP 520 to the EP 301 and in the packet
sending direction from the DP 550 to the EP 302, refer
to the implementations of step 601 to step 605. Details
are not described herein again.
[0105] Optionally, in a possible embodiment of the
present invention, a PCIe switch can detect, by using
different processors, packet backpressure that occurs at
different ports of the PCIe switch.
[0106] As shown in FIG. 11, a buffer 522 is configured
to store a packet that is in a packet sending queue in a
sending direction from a DP 520 to an EP 301 and that
currently needs to be sent. A third buffer 552 is configured
to store a packet that is in a packet sending queue in a
sending direction from a DP 550 to an EP 302 and that
currently needs to be sent. A processor 530 is configured
to: record storage duration of each packet in the buffer
522, and accumulate the recorded storage duration, so
as to obtain accumulated duration of packet storage in
the buffer 522; and when the accumulated duration
reaches a first threshold, determine that packet back-
pressure occurs at the DP 520. A processor 540 is con-
figured to: record storage duration of each packet in a
third buffer 552, and accumulate the recorded storage
duration, so as to obtain fourth accumulated duration of

packet storage in the third buffer 552; and when the fourth
accumulated duration reaches the first threshold, deter-
mine that packet backpressure occurs at the DP 550.
[0107] In an optional implementation, the processor
530 is further configured to reduce the first accumulated
duration in a prereset condition, and the processor 540
is further configured to reduce the fourth accumulated
duration in a prereset condition. The processor 530 and
the processor 540 respectively reduce the first accumu-
lated duration and the fourth accumulated duration by
using the manner 1, the manner 2, or a combination of
the two manners.
[0108] For an implementation in which the processor
530 detects packet backpressure in the packet sending
direction from the DP 520 to the EP 301 and an imple-
mentation in which the processor 540 detects packet
backpressure in the packet sending direction from the
DP 550 to the EP 302, refer to the implementations of
step 601 to step 605. Details are not described herein
again.
[0109] It should be noted that the packet backpressure
detection method corresponding to FIG. 6 to FIG. 11 is
also applicable to detecting whether packet backpres-
sure occurs at a PCIe port of a CPU or an EP. Details
are not described herein again in this embodiment of the
present invention.
[0110] FIG. 12 is a schematic diagram of a packet
backpressure detection apparatus 700 according to an
embodiment of the present invention. The apparatus 700
is applied to a device having a PCIe port, and the appa-
ratus 700 includes:

a cache module 701, configured to: when each to-
be-sent packet in a packet sending queue of the PCIe
port becomes a packet that currently needs to be
sent at the PCIe port, store, in a buffer, the packet
that needs to be sent, where the packet stored in the
buffer is removed from the buffer after being sent by
using the PCIe port;
a timing module 702, configured to: record storage
duration of each packet stored in the buffer, and ac-
cumulate the recorded storage duration of each
packet, so as to obtain accumulated duration of
packet storage in the buffer; and
a determining module 703, configured to: when the
accumulated duration reaches a first threshold, de-
termine that packet backpressure occurs at the PCIe
port.

[0111] The apparatus 700 may be implemented by us-
ing an application-specific integrated circuit (Application-
Specific Integrated Circuit, ASIC) or a programmable log-
ic device (Programmable Logic Device, PLD). The PLD
may be a complex programmable logic device (complex
programmable logic device, CPLD), a field-programma-
ble gate array (field-programmable gate array, FPGA), a
generic array logic (generic array logic, GAL), or any com-
bination thereof. When the packet backpressure detec-
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tion method shown in FIG. 6 to FIG. 11 is implemented
by using software, the apparatus 700 and the modules
of the apparatus 700 may be software modules.
[0112] Optionally, the buffer of the apparatus 700
stores a maximum of one packet at any moment.
[0113] Optionally, the buffer of the apparatus 700 may
store at least two packets. Multiple packets are sorted
according to a sending sequence in a cache unit. A ca-
pacity of the buffer is less than a capacity of the cache
unit. The apparatus 700 is configured to: record storage
duration of a packet in the buffer, where the packet is the
first packet in a packet queue of the buffer, and accumu-
late recorded storage duration of each packet, so as to
obtain accumulated duration of packet storage in the buff-
er; and when the accumulated duration reaches the first
threshold, determine that packet backpressure occurs at
the PCIe port.
[0114] In an optional implementation, the device may
subtract the storage duration of each packet from the first
threshold each time after recording storage duration of
a packet in the buffer. When the first threshold is less
than or equal to 0, the device determines that packet
backpressure occurs. By using this method, a prior-art
problem can be resolved, system overheads are re-
duced, and accuracy of packet backpressure detection
is improved.
[0115] Optionally, in this embodiment of the present
invention, the apparatus 700 further includes:
a time resetting module 704, configured to reset the ac-
cumulated duration determined by the timing module to
0 in a preset condition.
[0116] Optionally, in this embodiment of the present
invention, the time resetting module 704 is specifically
configured to:
set a resetting timer, perform timing, and when a time
recorded by the resetting timer reaches a second thresh-
old, reset the accumulated duration determined by the
timing module to 0.
[0117] Optionally, a value of the resetting timer may
be directly set to a second threshold, and decreases
gradually on a basis of the second threshold. When the
value of the resetting timer is equal to 0, the accumulated
duration is reset to 0.
[0118] Optionally, in a possible embodiment of the
present invention, the time resetting module 704 is spe-
cifically configured to:
record a quantity of packets that have been stored in the
buffer, and when the quantity reaches a third threshold,
reset the accumulated duration determined by the timing
module to 0.
[0119] Optionally, in a possible embodiment of the
present invention, the storage duration that is of each
packet and is successively recorded by the timing module
702 forms a duration queue, and the apparatus 700 fur-
ther includes:
a timing control module 705, configured to: when a length
of the duration queue reaches a fourth threshold, delete
earliest-recorded storage duration from the duration

queue, and subtract, from the accumulated duration de-
termined by the timing module, the earliest-recorded stor-
age duration that is deleted from the duration queue.
[0120] Optionally, in a possible embodiment of the
present invention, the determining module 703 is further
configured to:when storage duration that is of any packet
in the buffer and is recorded by the timing module reaches
a fifth threshold, determine that packet backpressure oc-
curs at the PCIe port, where the fifth threshold is less
than the first threshold.
[0121] For implementations of the modules included in
the apparatus 700, refer to the implementations of step
601 to step 605. It should be noted that the apparatus
700 is not limited to being applied to a PCIe switch, but
may be applied to a CPU or an EP.
[0122] FIG. 13 is a schematic diagram of a packet
backpressure detection device 800 according to an em-
bodiment of the present invention. The device 800 in-
cludes a bus 801, and a PCIe port 802, a memory 803,
and a processor 804 that are separately connected to
the bus 801.
[0123] The PCIe port 802 is configured to send a pack-
et.
[0124] The memory 803 is configured to store a packet
sending queue of the PCIe port.
[0125] The processor 804 is configured to: when each
to-be-sent packet in the packet sending queue of the
PCIe port 802 becomes a packet that currently needs to
be sent at the PCIe port 802, store, in a buffer, the packet
that needs to be sent, where the packet stored in the
buffer is removed from the buffer after being sent by using
the PCIe port 802; record storage duration of each packet
stored in the buffer, and accumulate the recorded storage
duration of each packet, so as to obtain accumulated
duration of packet storage in the buffer; and when the
accumulated duration reaches a first threshold, deter-
mine that packet backpressure occurs at the PCIe port
802.
[0126] Optionally, in this embodiment of the present
invention, the memory 803 is further configured to store
an instruction.
[0127] The processor 804 is configured to execute the
instruction stored in the memory 803, so as to implement
a function of the processor 804.
[0128] Optionally, the buffer stores a maximum of one
packet at any moment.
[0129] Optionally, a capacity of the buffer may be that
at least two packets can be stored, and the capacity of
the buffer is less than a capacity of a cache unit. The
processor 804 is configured to: record storage duration
of the first packet in a packet queue of the buffer, and
accumulate recorded storage duration of each packet,
so as to obtain accumulated duration of packet storage
in the buffer.
[0130] Optionally, in this embodiment of the present
invention, the processor 804 is further configured to reset
the accumulated duration to 0 in a preset condition.
[0131] Optionally, in this embodiment of the present
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invention, that the processor 804 is specifically config-
ured to :
setting a resetting timer, performing timing, and when a
time recorded by the resetting timer reaches a second
threshold, resetting the accumulated duration to 0.
[0132] Optionally, in this embodiment of the present
invention, that the processor 804 is specifically config-
ured to:
recording a quantity of packets that have been stored in
the buffer, and when the quantity reaches a third thresh-
old, resetting the accumulated duration to 0.
[0133] Optionally, in this embodiment of the present
invention, the storage duration that is of each packet and
is successively recorded by the processor 804 forms a
duration queue, and the processor 804 is further config-
ured to:
when a length of the duration queue reaches a fourth
threshold, delete the first recorded storage duration from
the duration queue, and subtract, from the accumulated
duration, the first recorded storage duration that is delet-
ed from the duration queue.
[0134] Optionally, in this embodiment of the present
invention, the processor 804 is further configured to:
when recorded storage duration of any packet in the buff-
er reaches a fifth threshold, determine that packet back-
pressure occurs at the PCIe port, where the fifth threshold
is less than the first threshold.
[0135] Optionally, in this embodiment of the present
invention, the device further includes a second PCIe port
805.
[0136] The processor 804 is further configured to:
when each to-be-sent packet in a packet sending queue
of the second PCIe port 805 becomes a packet that cur-
rently needs to be sent at the second PCIe port, store,
in a third buffer, the packet that needs to be sent at the
second PCIe port 805, where the packet stored in the
third buffer is removed from the third buffer after being
sent by using the second PCIe port 805, and the third
buffer stores a maximum of one packet at any moment;
record storage duration of each packet stored in the third
buffer, and accumulate the recorded storage duration of
each packet stored in the third buffer, so as to obtain third
accumulated duration of packet storage in the third buff-
er; and when the third accumulated duration reaches the
first threshold, determine that packet backpressure oc-
curs at the second PCIe port 805.
[0137] For implementations of the components of the
device 800, refer to the implementations of step 601 to
step 605. It should be noted that the device 800 is not
limited to a PCIe switch, but may also be a CPU or an EP.
[0138] The processor 804 may be a CPU, may be an
MCPU, or may be another general purpose processor,
a digital signal processor (DSP), an application-specific
integrated circuit (ASIC), a field-programmable gate ar-
ray (FPGA), another programmable logic device, or the
like. The general purpose processor may be a microproc-
essor, or the processor may be any conventional proc-
essor, or the like. The memory includes: any medium that

can store program code, such as a universal serial bus
(Universal Serial Bus, USB) flash drive, a removable hard
disk, a read-only memory (ROM, Read-Only Memory), a
random access memory (RAM, Random Access Mem-
ory), a magnetic disk, or an optical disc.
[0139] An embodiment of the present invention pro-
vides a server, and the server includes a device 10 that
can implement the packet backpressure detection meth-
od.
[0140] An embodiment of the present invention pro-
vides a storage controller, and the storage controller in-
cludes a device 10 that can implement the packet back-
pressure detection method.
[0141] An embodiment of the present invention further
provides a computer-readable medium, configured to
store a computer program. The computer program in-
cludes an instruction for performing steps in a packet
backpressure detection method corresponding to any
one of FIG. 6 or FIG. 11 and in any optional implemen-
tation of the method.
[0142] In an embodiment of the present invention,
combination may be made on a basis of implementations
provided in the foregoing aspects, so as to provide more
implementations.
[0143] Persons skilled in the art should understand that
the embodiments of the present invention may be pro-
vided as a method, a system, or a computer program
product. Therefore, the present invention may use a form
of hardware only embodiments, software only embodi-
ments, or embodiments with a combination of software
and hardware. Moreover, the present invention may use
a form of a computer program product that is implement-
ed on one or more computer-usable storage media (in-
cluding but not limited to a disk memory, a CD-ROM, and
an optical memory) that include computer-usable pro-
gram code.
[0144] The present invention is described with refer-
ence to the flowcharts and/or block diagrams of the meth-
od, the device (system), and the computer program prod-
uct according to the embodiments of the present inven-
tion. It should be understood that computer program in-
structions may be used to implement each process
and/or each block in the flowcharts and/or the block di-
agrams and a combination of a process and/or a block
in the flowcharts and/or the block diagrams. These com-
puter program instructions may be provided for a general
purpose computer, a dedicated computer, an embedded
processor, or a processor of any other programmable
data processing device to generate a machine, so that
the instructions executed by a computer or a processor
of any other programmable data processing device gen-
erate an apparatus for implementing a specific function
in one or more processes in the flowcharts and/or in one
or more blocks in the block diagrams.
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Claims

1. A packet backpressure detection method, wherein
the method is applied to a device having a Peripheral
Component Interconnect Express, PCIe, port, and
the method comprises:

storing(601), by the device in a buffer when each
to-be-sent packet in a packet sending queue of
a PCIe port in a cache unit becomes a packet
that currently needs to be sent at the PCIe port,
the packet that currently needs to be sent,
wherein the packet that currently needs to be
sent is the first packet in the packet sending
queue, wherein the packet stored in the buffer
is removed from the buffer after being sent by
using the PCIe port;
recording(602), by the device, storage duration
of each packet stored in the buffer, and accu-
mulating the recorded storage duration of each
packet in the buffer, so as to obtain accumulated
duration of packet storage in the buffer;
resetting, by the device, the accumulated dura-
tion to 0 in a preset condition; and
when the accumulated duration reaches a first
threshold, determining(603), by the device, that
packet backpressure occurs at the PCIe port.

2. The method according to claim 1, wherein:
the buffer stores a maximum of one packet at any
moment.

3. The method according to claim 1, further comprising:
a capacity of the buffer is that at least two packets
can be stored, and the capacity of the buffer is less
than a capacity of a cache unit.

4. The method according to claim 1, wherein the reset-
ting, by the device, the accumulated duration to 0 in
a preset condition comprises:
setting, by the device, a resetting timer to 0 after
resetting the accumulated duration to 0, performing
timing, and when a time recorded by the resetting
timer reaches a second threshold, resetting the ac-
cumulated duration to 0.

5. The method according to claim 1, wherein the reset-
ting, by the device, the accumulated duration to 0 in
a preset condition comprises:
recording, by the device, a quantity of packets that
have been stored in the buffer, and when the quantity
reaches a third threshold, resetting the accumulated
duration to 0.

6. The method according to any one of claims 1 to 5,
wherein the storage duration that is of each packet
and is successively recorded by the device forms a
duration queue, and the method further comprises:

when a length of the duration queue reaches a fourth
threshold, deleting, by the device, the earliest-re-
corded storage duration from the duration queue,
and subtracting, from the accumulated duration, the
earliest-recorded storage duration that is deleted
from the duration queue.

7. The method according to any one of claims 1 to 6,
further comprising:
when recorded storage duration of any packet in the
buffer reaches a fifth threshold, determining, by the
device, that packet backpressure occurs at the PCIe
port, wherein the fifth threshold is less than the first
threshold.

8. The method according to any one of claims 1 to 7,
wherein the storing, by the device in a buffer when
each to-be-sent packet in a packet sending queue
of the PCIe port becomes a packet that currently
needs to be sent at the PCIe port, the packet that
currently needs to be sent comprises:

when each to-be-sent packet in a packet send-
ing queue in a first direction of the PCIe port
becomes a packet that currently needs to be
sent at the PCIe port, storing, by the device in
the buffer, the packet that currently needs to be
sent in the first direction, wherein the first direc-
tion is an upstream direction or a downstream
direction of the PCIe port; and
the method further comprises:

when each to-be-sent packet in a packet
sending queue in a second direction of the
PCIe port becomes a packet that currently
needs to be sent at the PCIe port, storing,
by the device in a second buffer, the packet
that currently needs to be sent in the second
direction, wherein the second direction is
opposite to the first direction, the packet
stored in the second buffer is removed from
the second buffer after being sent by using
the PCIe port, and the second buffer stores
a maximum of one packet at any moment;
recording, by the device, storage duration
of each packet stored in the second buffer,
and accumulating the recorded storage du-
ration of each packet stored in the second
buffer, so as to obtain second accumulated
duration of packet storage in the second
buffer; and
when the second accumulated duration
reaches the first threshold, determining, by
the device, that packet backpressure oc-
curs at the PCIe port.

9. A packet backpressure detection apparatus, where-
in the apparatus is applied to a device having a PCIe
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port, and the apparatus comprises:

a cache module(701), configured to: when each
to-be-sent packet in a packet sending queue of
a PCIe port in a cache unit becomes a packet
that currently needs to be sent at the PCIe port,
store, in a buffer, the packet that currently needs
to be sent, wherein the packet that currently
needs to be sent is the first packet in the packet
sending queue, wherein the packet stored in the
buffer is removed from the buffer after being sent
by using the PCIe port;
a timing module(702), configured to: record stor-
age duration of each packet stored in the buffer,
and accumulate the recorded storage duration
of each packet in the buffer, so as to obtain ac-
cumulated duration of packet storage in the buff-
er;
a time resetting module, configured to reset the
accumulated duration determined by the timing
module to 0 in a preset condition; and
a determining module(703), configured to: when
the accumulated duration reaches a first thresh-
old, determine that packet backpressure occurs
at the PCIe port.

10. The apparatus according to claim 9, wherein:
the buffer stores a maximum of one packet at any
moment.

11. The apparatus according to claim 9, further compris-
ing:
a capacity of the buffer is that at least two packets
can be stored, and the capacity of the buffer is less
than a capacity of a cache unit.

12. The apparatus according to claim 9, wherein the time
resetting module is specifically configured to:
set a resetting timer to 0 after resetting the accumu-
lated duration to 0, perform timing, and when a time
recorded by the resetting timer reaches a second
threshold, reset the accumulated duration deter-
mined by the timing module to 0.

13. The apparatus according to claim 9, wherein the time
resetting module is specifically configured to:
record a quantity of packets that have been stored
in the buffer, and when the quantity reaches a third
threshold, reset the accumulated duration deter-
mined by the timing module to 0.

Patentansprüche

1. Verfahren zum Erkennen eines Datenpaketgegen-
drucks, wobei das Verfahren in einer Vorrichtung an-
gewandt wird, die einen Expressverbindungsan-
schluss für Peripheriekomponenten (Peripheral

Component Interconnect Express port, PCIe-An-
schluss) aufweist, und wobei das Verfahren umfasst:

wenn jedes zu sendende Datenpaket in einer
Warteschlange zum Senden von Datenpaketen
eines PCIe-Anschlusses in einer Cachespei-
chereinheit zu einem Datenpaket wird, das ak-
tuell an dem PCIe-Anschluss gesendet werden
muss, Speichern (601), durch die Vorrichtung,
des Datenpakets, das aktuell gesendet werden
muss, in einem Pufferspeicher, wobei das Da-
tenpaket, das aktuell gesendet werden muss,
das erste Datenpaket in der Warteschlange zum
Senden von Datenpaketen ist, wobei das in dem
Pufferspeicher gespeicherte Datenpaket aus
dem Pufferspeicher entfernt wird, nachdem es
mithilfe des PCIe-Anschlusses gesendet wurde;
Aufzeichnen (602), durch die Vorrichtung, der
Speicherzeitdauer von jedem in dem Pufferspei-
cher gespeicherten Datenpaket, und Akkumu-
lieren der aufgezeichneten Speicherzeitdauer
von jedem Datenpaket in dem Pufferspeicher,
um eine akkumulierte Zeitdauer des Datenpa-
ketspeicherns in dem Pufferspeicher zu erhal-
ten;
Zurücksetzen, durch die Vorrichtung, der akku-
mulierten Zeitdauer auf 0 in einer voreingestell-
ten Bedingung; und
wenn die akkumulierte Zeitdauer einen ersten
Schwellenwert erreicht, Ermitteln (603), durch
die Vorrichtung, dass an dem PCIe-Anschluss
ein Datenpaketgegendruck auftritt.

2. Verfahren nach Anspruch 1, wobei:
der Pufferspeicher jederzeit ein Maximum von einem
Datenpaket speichert.

3. Verfahren nach Anspruch 1, das außerdem umfasst,
dass
eine Kapazität des Pufferspeichers so groß ist, dass
mindestens zwei Datenpakete gespeichert werden
können, und die Kapazität des Pufferspeichers ge-
ringer als eine Kapazität einer Cachespeichereinheit
ist.

4. Verfahren nach Anspruch 1, wobei das Zurückset-
zen, durch die Vorrichtung, der akkumulierten Zeit-
dauer auf 0 in einer voreingestellten Bedingung um-
fasst:
Einstellen, durch die Vorrichtung, einer Rücksetz-
messeinheit auf 0, nachdem die akkumulierte Zeit-
dauer auf 0 zurückgesetzt wurde, Ausführen einer
Zeitmessung, und wenn eine von der Rücksetz-
messeinheit aufgezeichnete Zeit einen zweiten
Schwellenwert erreicht, Zurücksetzen der akkumu-
lierten Zeitdauer auf 0.

5. Verfahren nach Anspruch 1, wobei das Zurückset-
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zen, durch die Vorrichtung, der akkumulierten Zeit-
dauer auf 0 in einer voreingestellten Bedingung um-
fasst:
Aufzeichnen, durch die Vorrichtung, einer Anzahl
von Datenpaketen, die in dem Pufferspeicher ge-
speichert wurden, und wenn die Anzahl einen dritten
Schwellenwert erreicht, Zurücksetzen der akkumu-
lierten Zeitdauer auf 0.

6. Verfahren nach einem der Ansprüche 1 bis 5, wobei
die Speicherzeitdauer, die zu jedem Datenpaket ge-
hört und sukzessive durch die Vorrichtung aufge-
zeichnet wird, eine Zeitdauerwarteschlange bildet,
und wobei das Verfahren außerdem umfasst:
wenn eine Länge der Zeitdauerwarteschlange einen
vierten Schwellenwert erreicht, Löschen, durch die
Vorrichtung, der am frühesten aufgezeichneten
Speicherzeitdauer aus der Zeitdauerwarteschlange,
und Subtrahieren der am frühesten aufgezeichneten
Speicherzeitdauer, die aus der Zeitdauerwarte-
schlange gelöscht wurde, von der akkumulierten
Zeitdauer.

7. Verfahren nach einem der Ansprüche 1 bis 6, das
außerdem umfasst:
wenn die aufgezeichnete Speicherzeitdauer von ei-
nem beliebigen Datenpaket in dem Pufferspeicher
einen fünften Schwellenwert erreicht, Ermitteln,
durch die Vorrichtung, dass an dem PCIe-Anschluss
ein Datenpaketgegendruck auftritt, wobei der fünfte
Schwellenwert niedriger als der erste Schwellenwert
ist.

8. Verfahren nach einem der Ansprüche 1 bis 7, wobei
das Speichern in einem Pufferspeicher, durch die
Vorrichtung, des Datenpakets, das aktuell gesendet
werden muss, wenn jedes zu sendende Datenpaket
in einer Warteschlange zum Senden von Datenpa-
keten des PCIe-Anschlusses zu einem Datenpaket
wird, das aktuell an dem PCIe-Anschluss gesendet
werden muss, umfasst:

wenn jedes zu sendende Datenpaket in einer
Warteschlange zum Senden von Datenpaketen
in einer ersten Richtung des PCIe-Anschlusses
zu einem Datenpaket wird, das aktuell an dem
PCIe-Anschluss gesendet werden muss, Spei-
chern, durch die Vorrichtung, des Datenpakets,
das aktuell in die erste Richtung gesendet wer-
den muss, in dem Pufferspeicher, wobei die ers-
te Richtung eine Upstream-Richtung oder eine
Downstream-Richtung des PCIe-Anschlusses
ist; und
wobei das Verfahren außerdem aufweist:

wenn jedes zu sendende Datenpaket in ei-
ner Warteschlange zum Senden von Daten-
paketen in einer zweiten Richtung des

PCIe-Anschlusses zu einem Datenpaket
wird, das aktuell an dem PCIe-Anschluss
gesendet werden muss, Speichern, durch
die Vorrichtung, des Datenpakets, das ak-
tuell in die zweite Richtung gesendet wer-
den muss, in einem zweiten Pufferspeicher,
wobei die zweite Richtung entgegengesetzt
zur ersten Richtung ist, wobei das in dem
zweiten Pufferspeicher gespeicherte Da-
tenpaket aus dem zweiten Pufferspeicher
entfernt wird, nachdem es mithilfe des
PCIe-Anschlusses gesendet wurde, und
wobei der zweite Pufferspeicher jederzeit
ein Maximum von einem Datenpaket spei-
chert;
Aufzeichnen, durch die Vorrichtung, der
Speicherzeitdauer von jedem in dem zwei-
ten Pufferspeicher gespeicherten Datenpa-
ket, und Akkumulieren der aufgezeichneten
Speicherzeitdauer von jedem in dem zwei-
ten Pufferspeicher gespeicherten Datenpa-
ket, um eine zweite akkumulierte Zeitdauer
des Datenpaketspeicherns in dem zweiten
Pufferspeicher zu erhalten; und
wenn die zweite akkumulierte Zeitdauer
den ersten Schwellenwert erreicht, Ermit-
teln, durch die Vorrichtung, dass an dem
PCIe-Anschluss ein Datenpaketgegen-
druck auftritt.

9. Einrichtung zum Erkennen eines Datenpaketgegen-
drucks, wobei die Einrichtung in einer Vorrichtung
angewandt wird, die einen PCIe-Anschluss aufweist,
und wobei die Einrichtung umfasst:

ein Cachespeichermodul (701), das konfiguriert
ist zum: wenn jedes zu sendende Datenpaket
in einer Warteschlange zum Senden von Daten-
paketen eines PCIe-Anschlusses in einer Ca-
chespeichereinheit zu einem Datenpaket wird,
das aktuell an dem PCIe-Anschluss gesendet
werden muss, Speichern des Datenpakets, das
aktuell gesendet werden muss, in einem Puffer-
speicher, wobei das Datenpaket, das aktuell ge-
sendet werden muss, das erste Datenpaket in
der Warteschlange zum Senden von Datenpa-
keten ist, wobei das in dem Pufferspeicher ge-
speicherte Datenpaket aus dem Pufferspeicher
entfernt wird, nachdem es mithilfe des PCIe-An-
schlusses gesendet wurde;
ein Zeitmessmodul (702), das konfiguriert ist
zum: Aufzeichnen der Speicherzeitdauer von je-
dem in dem Pufferspeicher gespeicherten Da-
tenpaket, und Akkumulieren der aufgezeichne-
ten Speicherzeitdauer von jedem Datenpaket in
dem Pufferspeicher, um eine akkumulierte Zeit-
dauer des Datenpaketspeicherns in dem Puffer-
speicher zu erhalten;
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ein Zeitrücksetzmodul, das konfiguriert ist zum
Zurücksetzen der von dem Zeitmessmodul er-
mittelten, akkumulierten Zeitdauer auf 0 in einer
voreingestellten Bedingung; und
ein Ermittlungsmodul (703), das konfiguriert ist
zum: wenn die akkumulierte Zeitdauer einen
ersten Schwellenwert erreicht, Ermitteln, dass
an dem PCIe-Anschluss ein Datenpaketgegen-
druck auftritt.

10. Vorrichtung nach Anspruch 9, wobei:
der Pufferspeicher jederzeit ein Maximum von einem
Datenpaket speichert.

11. Vorrichtung nach Anspruch 9, die außerdem um-
fasst, dass
eine Kapazität des Pufferspeichers so groß ist, dass
mindestens zwei Datenpakete gespeichert werden
können, und die Kapazität des Pufferspeichers ge-
ringer als eine Kapazität einer Cachespeichereinheit
ist.

12. Vorrichtung nach Anspruch 9, wobei das Zeitrück-
setzmodul insbesondere konfiguriert ist zum:
Einstellen einer Rücksetzmesseinheit auf 0, nach-
dem die akkumulierte Zeitdauer auf 0 zurückgesetzt
wurde, Ausführen einer Zeitmessung, und wenn ei-
ne von der Rücksetzmesseinheit aufgezeichnete
Zeit einen zweiten Schwellenwert erreicht, Zurück-
setzen der durch das Zeitmessmodul ermittelten, ak-
kumulierten Zeitdauer auf 0.

13. Vorrichtung nach Anspruch 9, wobei das Zeitrück-
setzmodul insbesondere konfiguriert ist zum:
Aufzeichnen einer Anzahl von Datenpaketen, die in
dem Pufferspeicher gespeichert wurden, und wenn
die Anzahl einen dritten Schwellenwert erreicht, Zu-
rücksetzen der durch das Zeitmessmodul ermittel-
ten, akkumulierten Zeitdauer auf 0.

Revendications

1. Procédé de détection de contre-pression de pa-
quets, le procédé étant appliqué à un dispositif ayant
un port d’interconnexion de composants périphéri-
ques express, PCIe, et le procédé comprend :

stocker (601), par le dispositif, dans une mémoi-
re tampon lorsque chaque paquet à envoyer
dans une file d’attente d’envoi de paquets d’un
port PCIe dans une unité de mémoire cache de-
vient un paquet qui doit actuellement être en-
voyé au niveau du port PCIe, le paquet qui doit
actuellement être envoyé, dans lequel le paquet
qui doit actuellement être envoyé est le premier
paquet dans la file d’attente d’envoi de paquets,
dans lequel le paquet stocké dans la mémoire

tampon est supprimé de la mémoire tampon
après avoir été envoyé en utilisant le port PCIe ;
enregistrer (602), par le dispositif, la durée de
stockage de chaque paquet stocké dans la mé-
moire tampon, et
cumuler la durée de stockage enregistrée de
chaque paquet dans la mémoire tampon, de ma-
nière à obtenir une durée cumulée de stockage
de paquets dans la mémoire tampon ;
réinitialiser, par le dispositif, la durée cumulée à
0 dans une condition prédéfinie ; et
lorsque la durée cumulée atteint un premier
seuil, déterminer (603), par le dispositif, qu’une
contre-pression de paquets se produit au niveau
du port PCIe.

2. Procédé selon la revendication 1, dans lequel :
la mémoire tampon stocke un maximum d’un paquet
à tout moment.

3. Procédé selon la revendication 1, comprenant en
outre :
une capacité de la mémoire tampon est qu’au moins
deux paquets peuvent être stockés, et la capacité
de la mémoire tampon est inférieure à une capacité
d’une unité de mémoire cache.

4. Procédé selon la revendication 1, dans lequel la réi-
nitialisation, par le dispositif, de la durée cumulée à
0 dans une condition prédéfinie comprend :
régler, par le dispositif, un temporisateur de réinitia-
lisation à 0 après la réinitialisation de la durée cu-
mulée à 0, effectuer une temporisation, et lorsqu’un
temps enregistré par le temporisateur de réinitialisa-
tion atteint un deuxième seuil, réinitialiser la durée
cumulée à 0.

5. Procédé selon la revendication 1, dans lequel la réi-
nitialisation, par le dispositif, de la durée cumulée à
0 dans une condition prédéfinie comprend :
enregistrer, par le dispositif, une quantité de paquets
qui ont été stockés dans la mémoire tampon, et lors-
que la quantité atteint un troisième seuil, réinitialiser
la durée cumulée à 0.

6. Procédé selon l’une quelconque des revendications
1 à 5, dans lequel la durée de stockage qui est de
chaque paquet et est enregistrée successivement
par le dispositif forme une file d’attente de durée, et
le procédé comprenant en outre :
lorsqu’une longueur de la file d’attente de durée at-
teint un quatrième seuil, supprimer, par le dispositif,
la durée de stockage enregistrée en premier de la
file d’attente de durée, et soustraire, de la durée cu-
mulée, la durée de stockage enregistrée en premier
qui est supprimée de la file d’attente de durée.

7. Procédé selon l’une quelconque des revendications
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1 à 6, comprenant en outre :
lorsque la durée de stockage enregistrée de tout pa-
quet dans la mémoire tampon atteint un cinquième
seuil, déterminer, par le dispositif, qu’une contre-
pression de paquets se produit au niveau du port
PCIe, dans lequel le cinquième seuil est inférieur au
premier seuil.

8. Procédé selon l’une quelconque des revendications
1 à 7, dans lequel le stockage, par le dispositif, dans
une mémoire tampon lorsque chaque paquet à en-
voyer dans une file d’attente d’envoi de paquets du
port PCIe devient un paquet qui doit actuellement
être envoyé au niveau du port PCIe, du paquet qui
doit actuellement être envoyé comprend de :

lorsque chaque paquet à envoyer dans une file
d’attente d’envoi de paquets dans une première
direction du port PCIe devient un paquet qui doit
actuellement être envoyé au niveau du port
PCIe, stocker, par le dispositif, dans la mémoire
tampon, le paquet qui doit actuellement être en-
voyé dans la première direction, dans lequel la
première direction est une direction vers l’amont
ou vers l’aval du port PCIe ; et
le procédé comprenant en outre de :

lorsque chaque paquet à envoyer dans une
file d’attente d’envoi de paquets dans une
seconde direction du port PCIe devient un
paquet qui doit actuellement être envoyé au
niveau du port PCIe, stocker, par le dispo-
sitif, dans une seconde mémoire tampon,
le paquet qui doit actuellement être envoyé
dans la seconde direction, dans lequel la
seconde direction est opposée à la premiè-
re direction, le paquet stocké dans la secon-
de mémoire tampon est supprimé de la se-
conde mémoire tampon après avoir été en-
voyé en utilisant le port PCIe, et la seconde
mémoire tampon stocke au maximum un
paquet à tout moment ;
enregistrer, par le dispositif, la durée de
stockage de chaque paquet stocké dans la
seconde mémoire tampon, et cumuler la du-
rée de stockage enregistrée de chaque pa-
quet stocké dans la seconde mémoire tam-
pon, de manière à obtenir une seconde du-
rée cumulée de stockage de paquets dans
la seconde mémoire tampon ; et
lorsque la seconde durée cumulée atteint
le premier seuil, déterminer, par le disposi-
tif, qu’une contre-pression de paquets se
produit au niveau du port PCIe.

9. Appareil de détection de contre-pression de pa-
quets, dans lequel l’appareil est appliqué à un dis-
positif ayant un port PCIe, et l’appareil comprend :

un module de mémoire cache (701), configuré
pour : lorsque chaque paquet à envoyer dans
une file d’attente d’envoi de paquets d’un port
PCIe dans une unité de mémoire cache devient
un paquet qui doit actuellement être envoyé au
niveau du port PCIe, stocker, dans une mémoire
tampon, le paquet qui doit actuellement être en-
voyé, dans lequel le paquet qui doit actuellement
être envoyé est le premier paquet dans la file
d’attente d’envoi de paquets, dans lequel le pa-
quet stocké dans la mémoire tampon est sup-
primé de la mémoire tampon après avoir été en-
voyé en utilisant le port PCIe ;
un module de temporisation (702), configuré
pour : enregistrer la durée de stockage de cha-
que paquet stocké dans la mémoire tampon, et
cumuler la durée de stockage enregistrée de
chaque paquet dans la mémoire tampon, de ma-
nière à obtenir une durée cumulée de stockage
de paquets dans la mémoire tampon ;
un module réinitialisation de temps, configuré
pour réinitialiser la durée cumulée déterminée
par le module de temporisation à 0 dans une
condition prédéterminée ; et
un module de détermination (703), configuré
pour : lorsque la durée cumulée atteint un pre-
mier seuil, déterminer qu’une contre-pression
de paquets se produit au niveau du port PCIe.

10. Appareil selon la revendication 9, dans lequel :
la mémoire tampon stocke un maximum d’un paquet
à tout moment.

11. Appareil selon la revendication 9, comprenant en
outre :
une capacité de la mémoire tampon est qu’au moins
deux paquets peuvent être stockés, et la capacité
de la mémoire tampon est inférieure à une capacité
d’une unité de mémoire cache.

12. Appareil selon la revendication 9, dans lequel le mo-
dule de réinitialisation de temps est spécifiquement
configuré pour :
régler un temporisateur de réinitialisation à 0 après
avoir réinitialisé la durée cumulée à 0, effectuer une
temporisation, et lorsqu’un temps enregistré par le
temporisateur de réinitialisation atteint un deuxième
seuil, réinitialiser la durée cumulée déterminée par
le module de temporisation à 0.

13. Appareil selon la revendication 9, dans lequel le mo-
dule de réinitialisation de temps est spécifiquement
configuré pour :
enregistrer une quantité de paquets qui ont été stoc-
kés dans la mémoire tampon, et lorsque la quantité
atteint un troisième seuil, réinitialiser la durée cumu-
lée déterminée par le module de temporisation à 0.

35 36 



EP 3 328 009 B1

20



EP 3 328 009 B1

21



EP 3 328 009 B1

22



EP 3 328 009 B1

23



EP 3 328 009 B1

24



EP 3 328 009 B1

25



EP 3 328 009 B1

26



EP 3 328 009 B1

27



EP 3 328 009 B1

28



EP 3 328 009 B1

29



EP 3 328 009 B1

30

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• US 20130091330 A1 [0006] • US 8730983 B1 [0007]


	bibliography
	description
	claims
	drawings
	cited references

