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Description

TECHNICAL FIELD

[0001] The present invention relates to the communi-
cations field, and more specifically, to a channel state
information feedback method, a base station, a terminal
device, and a system.

BACKGROUND

[0002] Emergence of a multiple-input multiple-output
(Multiple Input Multiple Output, MIMO) technology brings
a revolutionary change to wireless communication. A plu-
rality of antennas are simultaneously deployed on a
transmit end device and a receive end device, so that
the MIMO technology can simultaneously provide a plu-
rality of mutually independent channels, and therefore,
a data transmission rate is multiplied. Precoding is used
in the MIMO technology. In a conventional one-level pre-
coding structure, a quantity of radio frequency channels
is the same as a quantity of transmit antennas.
[0003] In massive MIMO (Massive MIMO), a large
quantity of antennas are used to improve link quality, cell
coverage, system performance, and spectrum efficiency.
To obtain a high spatial degree of freedom that can be
provided by large-scale antennas, a data transmit end
needs to obtain related channel state information (Chan-
nel State Information, CSI), so as to implement accurate
precoding.
[0004] When there are a small quantity of antennas on
the data transmit end, pilot overheads and a CSI feed-
back amount can be controlled. However, when there
are a relatively large quantity of antennas, pilot over-
heads and a CSI feedback amount occupy a large quan-
tity of time-frequency resources, and consequently time-
frequency resources available for data transmission are
compressed, and a system throughput is severely affect-
ed.
[0005] EP 2 985 921 A1 refers to a method for reporting
channel state information, a user equipment, and a base
station. The method includes: receiving a reference sig-
nal sent by a base station; selecting, based on the refer-
ence signal, a precoding matrix from a codebook, where
a precoding matrix W included in the codebook is a prod-
uct of three matrices being W 1, Z, and W 2 , that is, W
= W 1 ZW 2 , where both W 1 and Z are block diagonal
matrices, W 1 = a formula (I), Z = a formula (II), each of
W 1 and Z includes at least one block matrix, that is, N
B ¥ 1, and each column of each block matrix Z i in the
matrix Z has the following structure formula (III), where
[ ] T represents matrix transposition; e i,k represents an
n i x1 selection vector, where in the vector, the k th ele-
ment is 1 and all other elements are 0, and n i is a half
of a column quantity of a block matrix X i; , i,k is a phase
shift, 6 i,k ¥ 0, and 2 i,k ¥ 0; and sending a precoding
matrix indicator PMI to the base station, where the PMI
corresponds to the selected precoding matrix, and is

used by the base station to obtain the selected precoding
matrix W according to the PMI.

SUMMARY

[0006] A technical problem to be resolved in embodi-
ments of this patent application is to provide a channel
state information feedback method, a base station, a ter-
minal device, and a system, to resolve a technical prob-
lem in the prior art that when there are a relatively large
quantity of antennas on a data transmit end, a system
throughput is affected.
This problem is solved by the subject matter of the inde-
pendent claims. Further implementation forms are pro-
vided in the dependent claims.
[0007] According to a first aspect, an embodiment of
this application provides a channel state information
feedback method. The method includes: sending, by a
base station, a reference signal to a terminal device; re-
ceiving, by the base station, channel state information
sent by the terminal device; and determining, by the base
station, a precoding matrix F based on the channel state
information. The precoding matrix F = C1C2W, where C1
is a first-level precoding matrix, C2 is a second-level pre-
coding matrix, and W is a third-level precoding matrix.
Channel state information corresponding to C1 includes
beam information, channel state information correspond-
ing to C2 includes long-term wideband channel informa-
tion, and channel state information corresponding to W
includes instantaneous channel information.
In a possible design, the sending, by a base station, a
reference signal to a terminal device includes: sending,
by the base station, a first-level reference signal to the
terminal device; the receiving, by the base station, chan-
nel state information sent by the terminal device includes:
receiving, by the base station, the beam information sent
by the terminal device, where the beam information is
determined based on the first-level reference signal; and
the determining, by the base station, a precoding matrix
based on the channel state information includes: deter-
mining, by the base station, the first-level precoding ma-
trix based on the beam information.
[0008] In a possible design, the sending, by a base
station, a reference signal to a terminal device includes:
sending, by the base station, a second-level reference
signal to the terminal device. The receiving, by the base
station, channel state information sent by the terminal
device includes: receiving, by the base station, the long-
term wideband channel information sent by the terminal
device, where the long-term wideband channel informa-
tion is determined based on the second-level reference
signal. The determining, by the base station, a precoding
matrix based on the channel state information includes:
determining, by the base station, the second-level pre-
coding matrix based on the long-term wideband channel
information.
[0009] In a possible design, the long-term wideband
channel information includes information about a chan-
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nel space correlation matrix.
[0010] In a possible design, the sending, by a base
station, a reference signal to a terminal device includes:
sending, by the base station, a third-level reference sig-
nal to the terminal device. The receiving, by the base
station, channel state information sent by the terminal
device includes: receiving, by the base station, the in-
stantaneous channel information sent by the terminal de-
vice, where the instantaneous channel information is de-
termined based on the third-level reference signal. The
determining, by the base station, a precoding matrix
based on the channel state information includes: deter-
mining, by the base station, the third-level precoding ma-
trix based on the instantaneous channel information.
[0011] In a possible design, the sending, by the base
station, a first-level reference signal to the terminal device
includes: sending, by the base station, the first-level ref-
erence signal whose quantity of antenna ports is MTXRU
to the terminal device.
[0012] In a possible design, the sending, by the base
station, a second-level reference signal to the terminal
device includes: sending, by the base station, the sec-
ond-level reference signal whose quantity of antenna
ports is MTXRU to the terminal device.
[0013] In a possible design, the sending, by the base
station, a third-level reference signal to the terminal de-
vice includes: sending, by the base station, the third-level
reference signal whose quantity of antenna ports is S to
the terminal device.
[0014] According to a second aspect, an embodiment
of this patent application provides a channel state infor-
mation feedback method. The method includes: receiv-
ing, by a terminal device, a reference signal sent by a
base station; determining, by the terminal device, chan-
nel state information based on the reference signal; and
sending, by the terminal device, the channel state infor-
mation to the base station, so that the base station de-
termines a precoding matrix F. The precoding matrix F
= C1C2W, where C1 is a first-level precoding matrix, C2
is a second-level precoding matrix, W is a third-level pre-
coding matrix, channel state information corresponding
to C1 includes beam information, channel state informa-
tion corresponding to C2 includes long-term wideband
channel information, and channel state information cor-
responding to W includes instantaneous channel infor-
mation.
[0015] In a possible design, the receiving, by a terminal
device, a reference signal sent by a base station includes:
receiving, by the terminal device, a first-level reference
signal sent by the base station. The determining, by the
terminal device, channel state information based on the
reference signal includes: determining, by the terminal
device, the beam information based on the first-level ref-
erence signal. The sending, by the terminal device, the
channel state information to the base station includes:
sending, by the terminal device, the beam information to
the base station.
[0016] In a possible design, the receiving, by a terminal

device, a reference signal sent by a base station includes:
receiving, by the terminal device, a second-level refer-
ence signal sent by the base station. The determining,
by the terminal device, channel state information based
on the reference signal includes: determining, by the ter-
minal device, the long-term wideband channel informa-
tion based on the second-level reference signal, where
the long-term wideband channel information is used by
the base station to obtain C2. The sending, by the terminal
device, the channel state information to the base station
includes: sending, by the terminal device, the long-term
wideband channel information to the base station.
[0017] In a possible design, the long-term wideband
channel information includes information about a chan-
nel space correlation matrix.
[0018] In a possible design, the receiving, by a terminal
device, a reference signal sent by a base station includes:
receiving, by the terminal device, a third-level reference
signal sent by the base station. The determining, by the
terminal device, channel state information based on the
reference signal includes: determining, by the terminal
device, the instantaneous channel information based on
the third-level reference signal. The sending, by the ter-
minal device, the channel state information to the base
station includes: sending, by the terminal device, the in-
stantaneous channel information to the base station.
[0019] According to a third aspect, an embodiment of
this patent application provides a terminal device. The
terminal device includes: a receiving module, configured
to receive a reference signal sent by a base station; a
processing module, configured to determine channel
state information based on the reference signal; and a
sending module, configured to send the channel state
information to the base station, so that the base station
determines a precoding matrix F. The precoding matrix
F = C1C2W, where C1 is a first-level precoding matrix,
C2 is a second-level precoding matrix, and W is a third-
level precoding matrix. Channel state information corre-
sponding to C1 includes beam information, channel state
information corresponding to C2 includes long-term wide-
band channel information, and channel state information
corresponding to W includes instantaneous channel in-
formation.
[0020] In a possible design, the reference signal in-
cludes a first-level reference signal. That the processing
module is configured to determine the channel state in-
formation based on the reference signal includes: The
processing module is configured to determine the beam
information based on the first-level reference signal. That
the sending module is configured to send the channel
state information to the base station includes: The send-
ing module is configured to send the beam information
to the base station.
[0021] In a possible design, the reference signal in-
cludes a second-level reference signal. That the process-
ing module is configured to determine the channel state
information based on the reference signal includes: The
processing module is configured to determine the long-
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term wideband channel information based on the sec-
ond-level reference signal, where the long-term wide-
band channel information is used by the base station to
obtain C2. That the sending module is configured to send
the channel state information to the base station includes:
The sending module is configured to send the long-term
wideband channel information to the base station.
[0022] In a possible design, the long-term wideband
channel information includes information about a chan-
nel space correlation matrix.
[0023] In a possible design, the reference signal in-
cludes a third-level reference signal. The reference signal
includes a third-level reference signal. That the process-
ing module is configured to determine the channel state
information based on the reference signal includes: The
processing module is configured to determine the instan-
taneous channel information based on the third-level ref-
erence signal. That the sending module is configured to
send the channel state information to the base station
includes: The sending module is configured to send the
instantaneous channel information to the base station.
[0024] According to a fourth aspect, an embodiment
of this patent application provides a base station. The
base station includes: a sending module, configured to
send a reference signal to a terminal device; a receiving
module, configured to receive channel state information
sent by the terminal device; and a processing module,
configured to determine a precoding matrix F based on
the channel state information. The precoding matrix F =
C1C2W, where C1 is a first-level precoding matrix, C2 is
a second-level precoding matrix, and W is a third-level
precoding matrix. Channel state information correspond-
ing to C1 includes beam information, channel state infor-
mation corresponding to C2 includes long-term wideband
channel information, and channel state information cor-
responding to W includes instantaneous channel infor-
mation.
[0025] In a possible design, the reference signal in-
cludes a first-level reference signal. That the processing
module is configured to determine the channel state in-
formation based on the reference signal includes: The
processing module is configured to determine the beam
information based on the first-level reference signal. That
the sending module is configured to send the channel
state information to the base station includes: The send-
ing module is configured to send the beam information
to the base station.
[0026] In a possible design, the reference signal in-
cludes a second-level reference signal. That the process-
ing module is configured to determine the channel state
information based on the reference signal includes: The
processing module is configured to determine the long-
term wideband channel information based on the sec-
ond-level reference signal, where the long-term wide-
band channel information is used by the base station to
obtain C2. That the sending module is configured to send
the channel state information to the base station includes:
The sending module is configured to send the long-term

wideband channel information to the base station.
[0027] In a possible design, the long-term wideband
channel information includes information about a chan-
nel space correlation matrix.
[0028] In a possible design, the reference signal in-
cludes a third-level reference signal. That the processing
module is configured to determine the channel state in-
formation based on the reference signal includes: The
processing module is configured to determine the instan-
taneous channel information based on the third-level ref-
erence signal. That the sending module is configured to
send the channel state information to the base station
includes: The sending module is configured to send the
instantaneous channel information to the base station.
[0029] According to a fifth aspect, an embodiment of
this patent application provides a channel state informa-
tion feedback method, and the method includes: receiv-
ing, by a terminal device, a first-level reference signal
sent by a base station, and sending first channel state
information to the base station, where the first channel
state information is used to indicate information about a
first virtual sector; receiving, by the terminal device within
a range of the first virtual sector, a second-level reference
signal sent by the base station, and sending second
channel state information to the base station, so that the
base station performs spatial dimension reduction on the
virtual sector, where the second channel state informa-
tion is used to indicate long-term wideband channel in-
formation; and receiving, by the terminal device in the
virtual sector on which spatial dimension reduction is per-
formed, a third-level reference signal sent by the base
station, and sending third channel state information to
the base station, where the third channel state informa-
tion is used to indicate instantaneous channel informa-
tion.
[0030] According to a sixth aspect, an embodiment of
this patent application provides a channel state informa-
tion feedback method. The method includes:
sending, by a base station, a first-level reference signal
to a terminal device, and receiving, by the base station,
first channel state information sent by the terminal device,
where the first channel state information is used to indi-
cate information about a first virtual sector; sending, by
the base station within a range of the first virtual sector,
a second-level reference signal to the terminal device,
and receiving second channel state information sent by
the terminal device, to perform spatial dimension reduc-
tion on the virtual sector, where the second channel state
information is used to indicate long-term wideband chan-
nel information; and sending, by the base station in the
virtual sector on which spatial dimension reduction is per-
formed, a third-level reference signal to the terminal de-
vice, and receiving third channel state information sent
by the terminal device, where the third channel state in-
formation is used to indicate instantaneous channel in-
formation.
[0031] According to another aspect, an embodiment
of this patent application provides a terminal device. The
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terminal device includes a memory configured to store
an instruction, a transceiver, and a processor. The proc-
essor is coupled to the memory and the transceiver, and
when the processor executes the instruction, the instruc-
tion enables the terminal device to perform the channel
state information feedback method in the second aspect
or the sixth aspect.
[0032] According to another aspect, an embodiment
of this patent application provides a base station. The
base station includes a memory configured to store an
instruction, a transceiver, and a processor. The proces-
sor is coupled to the memory and the transceiver, and
when the processor executes the instruction, the instruc-
tion enables the terminal device to perform the channel
state information feedback method in the first aspect or
the fifth aspect.
[0033] With reference to any one of the foregoing as-
pects, in a possible design, C1 is an NTx 3 MTXRU matrix,
where MTXRU represents a quantity of transmit radio fre-
quency channels of the base station, NTx represents a
quantity of transmit antennas of the base station, and
MTXRU ≤ NTx. C2 is an MTXRU 3 S matrix, where S is a
quantity of data streams on which third-level precoding
processing is performed, and S ≤ MTXRU. W is an S 3 K
matrix, where K represents a quantity of streams in data
transmission, and K ≤ S.
[0034] According to another aspect, an embodiment
of the present invention provides a communications sys-
tem, and the system includes the base station and the
terminal device that are described in the foregoing as-
pects.
[0035] According to still another aspect, an embodi-
ment of the present invention provides a computer stor-
age medium, configured to store a computer software
instruction used by the foregoing base station, and the
computer storage medium includes a program designed
for executing the foregoing aspects.
[0036] According to still another aspect, an embodi-
ment of the present invention provides a computer stor-
age medium, configured to store a computer software
instruction used by the foregoing UE, and the computer
storage medium includes a program designed for exe-
cuting the foregoing aspects.
[0037] In this patent application, the used precoding
matrix is F = C1C2W, and is a three-level precoding
processing manner. Channel state information corre-
sponding to a third-level precoding matrix W includes in-
stantaneous channel information, and has a relatively
short feedback period. Virtual sector division is imple-
mented by using beam information corresponding to a
first-level precoding matrix C1. A second-level precoding
matrix C2 is obtained by using long-term wideband chan-
nel information, to further reduce a spatial dimension of
a virtual sector. In this way, a feedback amount of the
instantaneous channel information is greatly reduced, so
that total pilot and CSI feedback overheads are reduced,
thereby improving a system throughput. In addition, in
this patent application, baseband processing complexity

and radio frequency implementation difficulty can be ef-
fectively reduced.
[0038] In this patent application, virtual sector division
is implemented by using the first-level precoding matrix
C1. The spatial dimension of the virtual sector is further
reduced by using the second-level precoding matrix C2,
and a beam pointing to the terminal device becomes nar-
rower. In this way, transmit and receive signal interfer-
ence between terminal devices can be greatly reduced,
thereby improving the system throughput.

BRIEF DESCRIPTION OF DRAWINGS

[0039]

FIG. 1 is a schematic diagram of an application sce-
nario of MIMO;
FIG. 2 is a schematic diagram of an equivalent chan-
nel of MIMO;
FIG. 3 is an example schematic diagram of a wireless
communications network according to an embodi-
ment of the present invention;
FIG. 4A is an example schematic diagram of an an-
tenna array according to an embodiment of the
present invention;
FIG. 4B is an example schematic diagram of a first
group of antennas in the antenna array shown in
FIG. 4A;
FIG. 4C is an example schematic diagram of a sec-
ond group of antennas in the antenna array shown
in FIG. 4A;
FIG. 5 is a schematic diagram of a three-level pre-
coding process according to an embodiment of this
patent application;
FIG. 6 is a schematic diagram of performing a three-
level precoding process by a base station according
to an embodiment of this patent application;
FIG. 7 is a schematic interaction diagram of a chan-
nel state information feedback method according to
an embodiment of this patent application;
FIG. 8 is a schematic diagram of configuration and
feedback of a three-level CSI-RS according to an-
other embodiment of this patent application;
FIG. 9 is a schematic structural diagram of three-
level precoding according to another embodiment of
this patent application;
FIG. 10 is a schematic structural diagram of two-level
precoding according to another embodiment of this
patent application;
FIG. 11 is a schematic interaction diagram of a chan-
nel state information feedback method according to
an embodiment of this patent application;
FIG. 12 is a schematic structural diagram of two-level
precoding according to another embodiment of this
patent application;
FIG. 13 is a schematic structural diagram of two-level
precoding according to another embodiment of this
patent application;
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FIG. 14 is a schematic interaction diagram of a chan-
nel state information feedback method according to
an embodiment of this patent application;
FIG. 15 is a schematic diagram of a hardware struc-
ture of a terminal device according to an embodiment
of this patent application;
FIG. 16 is a schematic diagram of a hardware struc-
ture of a base station according to an embodiment
of this patent application; and
FIG. 17 is a schematic diagram of a CSI feedback
process according to an embodiment of the present
invention.

DESCRIPTION OF EMBODIMENTS

[0040] With development of communications theories
and practice, more wireless communications technolo-
gies appear and gradually become mature. The wireless
communications technologies include but are not limited
to: a Time Division Multiple Access (Time Division Mul-
tiple Access, TDMA) technology, a Frequency Division
Multiple Access (Frequency Division Multiple Access,
FDMA) technology, a Code Division Multiple Access
(Code Division Multiple Access, CDMA) technology,
Time Division-Synchronous Code Division Multiple Ac-
cess (Time Division-Synchronous Code Division Multiple
Access, TD-SCDMA), an orthogonal Frequency Division
Multiple Access (Orthogonal FDMA, OFDMA) technolo-
gy, a single carrier Frequency Division Multiple Access
(Single Carrier FDMA, SC-FDMA) technology, a Space
Division Multiple Access (Space Division Multiple Ac-
cess, SDMA) technology, and a technology evolving from
these technologies. The foregoing wireless communica-
tions technologies are used in many wireless communi-
cations standards as a radio access technology (Radio
Access Technology, RAT), thereby constructing various
well-known wireless communications systems, including
but not limited to Global System for Mobile Communica-
tions (Global System for Mobile Communications, GSM),
CDMA 2000, wideband CDMA (Wideband CDMA, WCD-
MA), WiFi defined in the 802.11 series of standards,
Worldwide Interoperability for Microwave Access (World-
wide Interoperability for Microwave Access, WiMAX),
Long Term Evolution (Long Term Evolution, LTE), LTE-
Advanced (LTE-Advanced, LTE-A), a system evolving
from these wireless communications systems, and the
like. Unless otherwise specified, the technical solutions
provided in the embodiments of this patent application
may be applied to the foregoing various wireless com-
munications technologies and wireless communications
systems. In addition, the terms "system" and "network"
can be interchanged.
[0041] FIG. 1 is a schematic diagram of an application
scenario of MIMO. The application scenario shown in
FIG. 1 includes a transmit end device 102 and a receive
end device 104. The transmit end device 102 may be,
by way of example but not limitation, a base station. The
receive end device 104 may be, by way of example but

not limitation, a terminal device. n(n > 1) transmit anten-
nas are configured on the transmit end device 102, and
are specifically represented by transmit antennas 1 to n.
m(m > 1) receive antennas are configured on the receive
end device 104, and are specifically represented by re-
ceive antennas 1 to m. In this way, there are a total of m
3 n channels between the n transmit antennas and the
m receive antennas, as shown in solid lines between the
transmit antennas 1 to n and the receive antennas 1 to
m (some channels are not shown).
[0042] In an ideal case (for example, noise is not con-
sidered), the m 3 n channels may be represented by
using the following channel matrix: 

[0043] hij(1 ≤ i ≤ m, 1 ≤ j ≤ n) represents a channel gain
between a transmit antenna j and a receive antenna i.
The receive end device 104 may determine the foregoing
channel matrix by using a pilot (Pilot) transmitted by the
transmit end device 102. The pilot may also be referred
to as a reference signal.
[0044] As shown in FIG. 2, the m 3 n channels may
be equivalent to i mutually independent channels. These
channels may be obtained by using a plurality of tech-
nologies, for example, a precoding (Precoding) technol-
ogy. A beam is defined in a conventional precoding tech-
nology by using a precoding matrix (Precoding Matrix).
Specifically, column vectors (also referred to as a pre-
coding vector, Precoding Vector) of the precoding matrix
are orthogonal to each other, and each column vector is
corresponding to one beam. An element of the column
vector is in a one-to-one correspondence with an antenna
or an antenna port (Antenna Port), and is used to perform
weighting on the antenna, so that signals transmitted by
antennas overlap with each other, to form a beam. A
quantity of beams of the terminal device is equal to a
quantity of singular values of a channel matrix, namely,
a rank (Rank) of the channel matrix. When some singular
values are extremely small, for example, are less than a
preset threshold, a quantity of extremely small singular
values may be subtracted from the foregoing quantity. In
the conventional precoding technology, the precoding
matrix is recorded by using a plurality of preset code-
books. The receive end device 104 selects an appropri-
ate precoding matrix from the plurality of codebooks
based on the foregoing channel matrix and based on a
preset selection standard (by way of example but not
limitation, a maximum channel capacity criterion, a min-
imum mean square error criterion, or a minimum singular
value criterion). There are a plurality of algorithms avail-
able for each selection standard.
[0045] FIG. 3 is an example schematic diagram of a
wireless communications network 300 according to an
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embodiment of this patent application. As shown in FIG.
3, the wireless communications network 300 includes
base stations 302 to 306 and terminal devices 308 to
322. The base stations 302 to 306 may communicate
with each other by using backhaul (backhaul) links.
Straight lines between the base stations 302 to 306 show
the backhaul links. The backhaul link may be a wired
backhaul link (for example, an optical fiber or a copper
cable), or may be a wireless backhaul link (for example,
a microwave). The terminal devices 308 to 322 may com-
municate with the base stations 302 to 306 by using radio
links. Broken lines between the base stations 302 to 306
and the terminal devices 308 to 322 show the radio links.
[0046] The base stations 302 to 306 are configured to
provide a wireless access service for the terminal devices
308 to 318. Specifically, each base station provides a
service coverage area (which may also be referred to as
a cell). Each elliptical area in FIG. 3 shows the service
coverage area. A terminal device entering the area may
communicate with the base station by using a radio sig-
nal, to receive the wireless access service provided by
the base station. Service coverage areas of the base
stations may overlap, and a terminal device located in
an overlapping area may receive radio signals from a
plurality of base stations. For example, as shown in FIG.
3, service coverage areas of the base station 302 and
the base station 304 overlap, and the terminal device 312
is located in an overlapping area. For another example,
as shown in FIG. 3, service coverage areas of the base
stations 302 to 306 have a common overlapping area,
and the terminal device 320 is located in the overlapping
area.
[0047] The base station may also be referred to as a
NodeB (NodeB), an evolved NodeB (evolved NodeB, eN-
odeB), an access point (Access Point, AP), or the like,
depending on which wireless communications technolo-
gy is used. In addition, based on a size of a provided
service coverage area, the base stations may be classi-
fied into a macro base station configured to provide a
macro cell (Macro cell), a micro base station configured
to provide a pico cell (Pico cell), and a femto base station
configured to provide a femto cell (Femto cell). With con-
tinuous evolution of wireless communications technolo-
gies, a future base station may use another name.
[0048] The terminal devices 308 to 318 may be various
wireless communications devices with a wireless com-
munication function, by way of example but not limitation,
a mobile cellular phone, a cordless telephone, a personal
digital assistant (Personal Digital Assistant, PDA), a
smartphone, a notebook computer, a tablet computer, a
wireless data card, a wireless modem (modulator demod-
ulator modem), or a wearable device such as a smart
watch. With emergence of an Internet of Things (Internet
of things, IoT) technology, more devices originally without
a communication function, by way of example but not
limitation, a home appliance, a transportation vehicle, a
tool device, a service device, and a service facility, start
to obtain a wireless communication function by configur-

ing a wireless communications unit, to access a wireless
communications network and be remotely controlled.
Such a device has the wireless communication function
because the wireless communications unit is configured,
and therefore is a wireless communications device. In
addition, the terminal devices 308 to 318 may also be
referred to as a mobile station, a mobile device, a mobile
terminal, a wireless terminal, a handheld device, a client,
or the like.
[0049] A plurality of antennas can be configured on
both the base stations 302 to 306 and the terminal de-
vices 308 to 322, to support a MIMO technology. In ad-
dition, the base station 302 may communicate with ter-
minal devices 304 to 310 by using various wireless com-
munications technologies, by way of example but not lim-
itation, various wireless communications technologies
described above.
[0050] It should be noted that the wireless communi-
cations network 300 shown in FIG. 3 is merely used as
an example, and is not intended to limit the technical
solutions of this patent application. A person skilled in
the art should understand that in a specific implementa-
tion process, the wireless communications network 300
may further include another device, by way of example
but not limitation, a base station controller (Base Station
Controller, BSC), and may configure a base station and
a terminal device based on a specific requirement.
[0051] FIG. 4A is an example schematic diagram of an
antenna array 400 configured by a base station according
to an embodiment of this patent application. As shown
in FIG. 4A, the antenna array 400 is a cross polarization
antenna array. The antenna array specifically includes
N1 3 N2 cross polarization antenna pairs 402 including
N1 rows and N2 columns. A total quantity of antennas is
NTX = 2N1N2. Each cross polarization antenna pair in-
cludes two antennas 4022 and 4024. A polarization di-
rection of the antenna 4022 is -45 degrees, and a polar-
ization direction of the antenna 4024 is +45 degrees.
Therefore, a difference between the polarization direc-
tion of the antenna 4022 and the polarization direction of
the antenna 4024 is 90 degrees. In other words, the po-
larization directions of the two antennas are orthogonal
to each other. Antennas in the antenna array 400 may
be classified into two groups based on polarization direc-
tions. A first group of antennas has a polarization direc-
tion of -45 degrees, and includes N1 3 N2 antennas, as
shown in FIG. 4B. A second group of antennas has a
polarization direction of +45 degrees, and also includes
N1 3 N2 antennas, as shown in FIG. 4C.
[0052] FIG. 5 is a schematic diagram of a three-level
precoding process according to an embodiment of this
patent application. FIG. 6 is a schematic diagram of per-
forming a three-level precoding process by a base station
according to an embodiment of this patent application.
[0053] Three-level precoding is expressed by using a
formula: 
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[0054] C1 is a first-level precoding matrix, C2 is a sec-
ond-level precoding matrix, and W is a third-level pre-
coding matrix.
[0055] Channel state information corresponding to C1
includes beam information, channel state information
corresponding to C2 includes long-term wideband chan-
nel information, and channel state information corre-
sponding to W includes instantaneous channel informa-
tion.
[0056] C1 may be the first-level precoding matrix, and
may be specifically an NTx 3 MTXRU matrix, where MTXRU
represents a quantity of transmit radio frequency chan-
nels on a transmit end, NTx represents a quantity of trans-
mit antennas on the transmit end, and MTXRU ≤ NTx. C2
may be the second-level precoding matrix, and may be
specifically an MTXRU 3 S matrix, where S represents a
quantity of data streams on which third-level precoding
processing is performed, and S ≤ MTXRU. W may be the
third-level precoding matrix, and may be specifically an
S 3 K matrix, where K is a quantity of streams in data
transmission, or may be a quantity of data streams ob-
tained after layer mapping is performed, and K ≤ S.
[0057] As shown in FIG. 5, during data transmission,
output of third-level precoding is coupled to input of sec-
ond-level precoding, output of the second-level precod-
ing is coupled to input of a radio frequency channel, out-
put of the radio frequency channel is coupled to input of
first-level precoding, and output of the first-level precod-
ing is coupled to an antenna.
[0058] The first-level precoding shown in FIG. 5 may
be analog. In an analog precoding technology, precoding
is implemented on a radio frequency front end, beam-
forming is implemented on an analog signal in the analog
precoding technology, and a phase of a signal is changed
by using a phase-shift network technology, to implement
different weighting.
[0059] Virtual sector division is implemented by using
the first-level precoding C1. C1 may be used to indicate
information about a virtual sector, for example, used to
indicate a direction of one or more (≤ MTXRU) virtual sec-
tors. A group of beams, for example, beams designed
based on a channel correlation matrix, may be designed
in advance, and each beam forms a virtual sector. A ter-
minal device measures receive power corresponding to
each beam, and selects a beam with maximum receive
power. The terminal device may send beam information
to the base station, for example, a sequence number of
the beam. The base station determines the first-level pre-
coding C1 based on the selected beam.
[0060] The virtual sector may be implemented through
analog beamforming (analog beam forming, ABF). FIG.
6 shows first analog beamforming ABF 1 and second
analog beamforming ABF 2. Certainly, there may be
more ABF, which is not shown in detail in FIG. 6. Each
ABF may be corresponding to one first-level precoding

matrix C1.
[0061] In an implementation form, the first-level pre-
coding may be implemented by using a phase-shift net-
work. The phase-shift network may include a plurality of
current dividers 501, a plurality of phase shifters 503, and
a plurality of combiners 505. In FIG. 5, each radio fre-
quency channel is connected to all antennas by using
the first-level precoding, and a signal sent by each an-
tenna is a weighted sum of data from all radio frequency
channels. Therefore, a structure shown in FIG. 5 may
also be referred to as a fully-connected structure. In FIG.
5, a dimension of the phase-shift network is MTXRU 3
NTX.
[0062] A structure form of the first-level precoding C1
may be: 

[0063] v1 to vS each are an N31 vector, and each vec-
tor is corresponding to a weighting factor used for map-
ping each radio frequency channel in the phase-shift net-
work to all transmit antennas.
[0064] The second-level precoding C2 may be digital.
The second-level precoding may be used for spatial di-
mension reduction of the virtual sector, and is particularly
applicable to a scenario of a relatively large quantity of
transmit radio frequency channels (Transmit Radio Unit,
TXRU). C2 may be used to indicate information about the
spatial dimension reduction of the virtual sector.
[0065] As shown in FIG. 6, for each virtual sector, a
spatial dimension may be reduced by using the second-
level precoding. Dynamic spatial dimension reduction
(dynamic spatial dimension reduction, DSDR) beam-
forming may be implemented by using the second-level
precoding, and S main user directions within a service
range of the virtual sector may further be dynamically
addressed. The second-level precoding C2 may be ob-
tained based on long-term wideband channel statistics
information of the terminal device served by the base
station. The DSDR beamforming implemented by using
the second-level precoding changes relatively slowly,
and may be applicable to space directions of different
users. How to determine the second-level precoding ma-
trix is further described below.
[0066] Because a spatial dimension is reduced, pilot
and channel feedback overheads can be reduced, and
baseband processing complexity and radio frequency
processing complexity are also reduced.
[0067] The third-level precoding W may be digital. Mul-
ti-user interference suppression may be implemented by
using the third-level precoding W. W may be used to in-
dicate precoding information of the multi-user interfer-
ence suppression. User-level spatial multiplexing in a vir-
tual sector may be implemented by using the third-level
precoding. The third-level precoding matrix may be de-
termined according to the 3GPP (3rd Generation Part-
nership Project) standard. A difference is that a channel
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in the current standard needs to be replaced with an
equivalent user channel H = H(k,i)C1C2.
[0068] In an implementable solution, W may be ob-
tained by using a zero-forcing precoding algorithm: 

[0069] The third-level precoding matrix W provided in
this embodiment of this patent application may be corre-
sponding to W2 in a double codebook structure W =
W1W2 introduced into LTE-Advanced.
[0070] In W = W1W2, W1 is a long-term and/or wide-
band codebook, and is used to represent, for example,
a channel environment of entire system bandwidth. The
channel environment changes relatively slowly, and may
have an extremely long feedback period. W2 is a short-
term and/or narrowband codebook, is used to represent,
for example, a channel environment in a sub-band. The
channel environment changes relatively fast, and has an
extremely short feedback period.
[0071] It is assumed that the base station has NTx
transmit antennas and S (S≤NTx) transmit radio frequen-
cy channels, a three-level precoding solution is used, and
a data precoding process is as follows: K data streams
obtained after layer mapping is performed are first proc-
essed by using the third-level precoding, for example,
the K data streams are multiplied by the third-level pre-
coding matrix, to generate S (K≤S) data streams. The K
data streams may be K baseband digital signal flows.
The S data streams are then processed by using the
second-level precoding. For example, the S data streams
are multiplied by the second-level precoding matrix, to
generate MTXRU (S≤MTXRU) data streams. The MTXRU
data streams are converted from frequency domain to
time domain through inverse discrete Fourier transform,
and are respectively sent to MTXRU radio frequency chan-
nels, and converted into MTXRU analog data streams. The
MTXRU analog data streams are processed by using the
first-level precoding, to generate NTx transmit data
streams, and the NTx transmit data streams are respec-
tively transmitted by using NTx antennas.
[0072] In a three-level precoding architecture, this pat-
ent application proposes a channel state information
feedback method. The method includes the following
steps.
[0073] The base station sends a reference signal to
the terminal device, and the terminal device receives the
reference signal sent by the base station. The reference
signal may be a channel state information-reference sig-
nal (channel state information-reference signal, CSI-RS
for short). The terminal device determines channel state
information based on the reference signal. The terminal
device sends the channel state information to the base
station, and the base station receives the channel state
information. The base station determines a precoding
matrix F based on the channel state information.
[0074] The precoding matrix F = C1C2W, where C1 is

a first-level precoding matrix, C2 is a second-level pre-
coding matrix, and W is a third-level precoding matrix.
Channel state information corresponding to C1 includes
beam information, channel state information correspond-
ing to C2 includes long-term wideband channel informa-
tion, and channel state information corresponding to W
includes instantaneous channel information.
[0075] FIG. 7 is a schematic interaction diagram of a
channel state information feedback method according to
an embodiment of this patent application. As shown in
FIG. 7, the method includes the following steps.
[0076] 701. A base station sends B groups of first-level
reference signals to a terminal device. User equipment
receives the B groups of first-level reference signals sent
by the base station. The first-level reference signal may
be a first-level CSI-RS. B is a quantity of beams of the
base station, and may be designed in advance. A quantity
of antenna ports (ports) corresponding to the first-level
CSI-RS sent by the base station is MTXRU. The antenna
port is a logical port used for transmission, and may be
not in a one-to-one correspondence with a physical an-
tenna.
[0077] 702. The terminal device measures receive
power corresponding to the B groups of CSI-RSs, and
determines a beam corresponding to a group of first-level
reference signals with maximum receive power. The
beam may indicate information about a virtual sector of
the base station.
[0078] 703. The terminal device sends first-level CSI
feedback information to the base station. The first-level
CSI feedback information may be determined beam in-
formation. The base station receives the beam informa-
tion determined by the terminal device. The beam infor-
mation may be represented by a sequence number of
the beam. Overheads of sending the sequence number
of the beam by the terminal device are log2(B) bits.
[0079] 704. The base station determines, based on the
sequence number of the beam, a first-level precoding
matrix C1 corresponding to the sequence number of the
beam. C1 is an NTx 3 MTXRU matrix, where MTXRU rep-
resents a quantity of transmit radio frequency channels
of the base station, NTx represents a quantity of transmit
antennas of the base station, and MTXRU ≤ NTx.
[0080] 705. The base station sends a second-level ref-
erence signal to the terminal device. The second-level
reference signal may be a second-level CSI-RS. A beam
used by the base station to send the second-level refer-
ence signal may be determined by using step 702. A
quantity of antenna ports (ports) corresponding to the
second-level CSI-RS sent by the base station is MTXRU.
The terminal device receives the second-level reference
signal sent by the base station. Specifically, the terminal
device may receive, within a range of a virtual sector
determined based on a sequence number of the beam,
the second-level reference signal sent by the base sta-
tion.
[0081] 706. The terminal device performs channel es-
timation based on the received second-level reference
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signal, to obtain long-term wideband channel informa-
tion. The long-term wideband channel information may
include information about a channel space correlation
matrix Rk. The information about the channel space cor-
relation matrix Rk may be the channel space correlation
matrix Rk, or a strongest group of eigenvectors (first S
eigenvectors with a maximum corresponding eigenval-
ue) of the channel space correlation matrix Rk, or a
strongest group of eigenvalues and eigenvectors of the
channel space correlation matrix Rk. Long-term means
a relatively long feedback interval.
[0082] When the terminal device performs channel es-
timation based on the second-level reference signal, it is
assumed that a quantity of receive antennas of a terminal
device k is NRx, a channel of the terminal device k on an
ith subcarrier is H(k, i), and H(k, i) is an NRx 3 NTx matrix.
If first-level precoding fed back by the terminal device k
is C(1, k), an equivalent channel is H(k,i) =H(k, i)C(1, k),
and the equivalent channel H

^

(k,i) is an NRx 3 MTXRU
matrix. Therefore, a channel space correlation matrix of
the terminal device k is: 

[0083] Rk is an MTXRU 3 MTXRU matrix.
[0084] 707. The terminal device sends second-level
CSI feedback information to the base station. The sec-
ond-level CSI feedback information may be long-term
wideband channel information. The base station receives
the long-term wideband channel information sent by the
terminal device.
[0085] 708. The base station obtains a second-level
precoding matrix C2 of a terminal device k after perform-
ing processing based on beam information and long-term
wideband channel information reported by all terminal
devices. C2 is an MTXRU 3 S matrix, and S ≤ MTXRU.
Channel space may be reduced from MTXRU dimensions
to S dimensions by using the second-level precoding ma-
trix C2.
[0086] The second-level precoding matrix C2 may be
obtained through calculation based on long-term wide-
band channel information of all terminal devices in the
virtual sector according to a specific criterion. The crite-
rion may include but is not limited to a maximum channel
capacity criterion, a minimum mean square error criteri-
on, or a minimum singular value criterion.
[0087] The maximum channel capacity criterion is
used as an example for description, and the base station
performs weighting on channel space correlation matri-
ces fed back by all the terminal devices, to obtain 

[0088] R is an MTXRU 3 MTXRU matrix, and iRki is a
Frobenious norm of Rk. R may be a Hermitian matrix,
and eigenvalue decomposition is performed on R, to ob-
tain 

[0089] U is an MTXRU 3 MTXRU unitary matrix, and Λ
is an MTXRU 3 MTXRU diagonal matrix whose eigenvalues
are arranged in descending order. According to a capac-
ity maximization principle, C2 includes S columns (eigen-
vectors) of a maximum eigenvalue corresponding to U,
namely:

[0090] The first ":" in the formula indicates that all data
of each column is selected, for example, if U has m rows,
a column vector selected for C2 also has m rows. " 1:S "
in a latter part of the formula indicates that a first to an
Sth columns of the matrix C2 are selected.
[0091] It can be learned that C2 is equal to a matrix
including a first to an Sth columns of column vectors of
U. C2 is an MTXRU 3 S matrix, and S ≤ MTXRU.
[0092] 709. The base station sends a third-level refer-
ence signal to the terminal device. The third-level refer-
ence signal may be a third-level CSI-RS. A beam of the
third-level reference signal sent by the base station is
corresponding to the first-level precoding matrix C1 and
the second-level precoding matrix C2. To be specific, the
base station sends, in a virtual sector on which spatial
dimension reduction is performed, the third-level refer-
ence signal to the terminal device. A quantity of antenna
ports corresponding to the third-level CSI-RS sent by the
base station is S. The terminal device receives, in the
virtual sector on which spatial dimension reduction is per-
formed, the user-specific third-level reference signal sent
by the base station.
[0093] 710. The terminal device performs channel es-
timation based on the received third-level reference sig-
nal, to obtain instantaneous channel information. The in-
stantaneous channel information may be instantaneous
narrowband channel information.
[0094] In one case, the instantaneous channel infor-
mation may include an instantaneous channel space cor-
relation matrix. In one case, the instantaneous channel
information may include a third-level precoding matrix
indicator (Precoding Matrix Indicator, PMI). In another
case, the instantaneous channel information may include
a rank indicator (Rank Indicator, RI) and a channel quality
indicator (Channel Quality Indicator, CQI).
[0095] 711. The terminal device sends third-level CSI
feedback information to the base station. The third-level
CSI feedback information may be the instantaneous
channel information, and the base station receives the
instantaneous channel information sent by the terminal
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device.
[0096] 712. The base station obtains third-level pre-
coding W after performing processing based on the in-
stantaneous channel information of the terminal device.
[0097] The third-level precoding W may be W =
HH(HHH)-1.
[0098] H is an equivalent user channel, and H =
H(k,i)C1C2. H is an NRx 3 S matrix.
[0099] After a three-level precoding matrix is deter-
mined, the base station may use the three-level precod-
ing matrix to perform data transmission with the terminal
device.
[0100] FIG. 8 is a schematic diagram of configuration
and feedback of a three-level CSI-RS according to an-
other embodiment of this patent application. As shown
in FIG. 8, a base station sends first-level CSI-RS config-
uration information to a terminal device, and the terminal
device processes the first-level CSI-RS configuration in-
formation, and then sends first-level CSI feedback infor-
mation to the base station. The first-level CSI feedback
information may be a sequence number of a beam. The
base station then sends second-level CSI-RS configura-
tion information to the terminal device, and the terminal
device processes the second-level CSI-RS configuration
information, and then sends second-level CSI feedback
information to the base station. The second-level CSI
feedback information may be channel statistics informa-
tion. The channel statistics information is obtained by the
terminal device by performing long-term channel space
correlation statistics collection, or may be long-term wide-
band channel information. The base station then sends
third-level CSI-RS configuration information to the termi-
nal device, and the terminal device processes the third-
level CSI-RS configuration information, and then sends
third-level CSI feedback information to the base station.
The third-level CSI feedback information may be instan-
taneous channel information.
[0101] As shown in FIG. 8, a time period T1 of sending
the first-level CSI-RS configuration information by the
base station is greater than or equal to a time period T2
of sending the second-level CSI-RS configuration infor-
mation by the base station. The time period T2 of sending
the second-level CSI-RS configuration information by the
base station is greater than a time period T3 of sending
the third-level CSI-RS configuration information by the
base station.
[0102] The time period T1 of sending the first-level CSI-
RS configuration information by the base station is great-
er than or equal to the time period T2 of sending the
second-level CSI-RS configuration information by the
base station. The time period T2 of sending the second-
level CSI-RS configuration information by the base sta-
tion is greater than the time period of sending the third-
level CSI-RS configuration information by the base sta-
tion.
[0103] Channel space may be reduced from MTXRU
dimensions to S dimensions by using a second-level pre-
coding matrix C2. Correspondingly, a quantity of antenna

ports used by the base station to send a third-level ref-
erence signal to the terminal device is reduced from
MTXRU to S. A quantity of antenna ports used by the ter-
minal device to feed back the instantaneous channel
message to the base station is accordingly reduced. The
base station extremely frequently sends the third-level
reference signal to the terminal device, and the terminal
device extremely frequently feeds back the instantane-
ous channel message, so that channel information feed-
back overheads can be greatly reduced.
[0104] FIG. 9 is a schematic structural diagram of
three-level precoding according to another embodiment
of this patent application. A main difference between FIG.
9 and FIG. 5 lies in an implementation structure of first-
level precoding. In FIG. 9, transmit antennas are classi-
fied into MTXRU groups, and each group of antennas is
connected to only one radio frequency channel. A struc-
ture shown in FIG. 9 may also be referred to as a semi-
connected structure. In an architecture shown in FIG. 9,
a used channel state information feedback method is ba-
sically the same as the channel state information feed-
back method shown in FIG. 5, and details are not de-
scribed herein again.
[0105] In the architecture shown in FIG. 9, C1 is a block
diagonal matrix, and is of the following form:

[0106] v1 to vS each are an N/S31 vector. When v1 to
vS each are an N31 vector, each vector is corresponding
to a weighting factor used for mapping each radio fre-
quency channel in a phase-shift network to each corre-
sponding group of transmit antennas.
[0107] When there are a relatively small quantity of
TXRUs, spatial dimension reduction is not required. In
this case, C2 in a formula F = C1C2W is equal to I, I is
an identity matrix, and MTXRU =S. In this case, F = C1W.
For C1 and W, refer to the foregoing descriptions, or refer
to the following descriptions. Correspondingly, another
simplified three-level precoding solution is obtained, or
may be referred to as a first type of two-level precoding
solution.
[0108] FIG. 10 is a schematic structural diagram of two-
level precoding according to another embodiment of this
patent application. A structure shown in FIG. 10 may also
be referred to as a fully-connected structure. As shown
in FIG. 10, output of third-level precoding is coupled to
input of a radio frequency channel, output of the radio
frequency channel is coupled to input of first-level pre-
coding, and output of the first-level precoding is coupled
to an antenna.
[0109] As shown in FIG. 10, it is assumed that a base
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station has NTx transmit antennas and S (S≤NTx) trans-
mit radio frequency channels. K data streams are first
processed by using the third-level precoding, to generate
S data streams. The S data streams are converted from
frequency domain to time domain through discrete Fou-
rier transform, and are respectively sent to S radio fre-
quency channels, and converted into S analog data
streams. The S analog data streams are processed by
using the first-level precoding, to generate NTx transmit
data streams, and the NTx transmit data streams are
respectively transmitted by using NTx antennas. The
third-level precoding is implemented on a subcarrier in
frequency domain. Therefore, different subcarriers may
be weighted and combined by using different weighted
matrices, and therefore the third-level precoding is per-
formed on a narrowband. The first-level precoding is per-
formed in time domain, and therefore the first-level pre-
coding is performed on a wideband, to be specific, a same
analog precoding matrix is used for data on all subcarri-
ers.
[0110] A receive signal of a user on an ith subcarrier
may be represented as: 

[0111] xi is an information vector sent by K users on a
wth subcarrier, yi is an information vector received by the
K users on the ith subcarrier, Hi is a channel matrix of the
K users on the ith subcarrier, and ni is white Gaussian
noise.
[0112] A structure form of the first-level precoding C1
may be:

[0113] v1 to vS each are an N31 vector, and each vec-
tor is corresponding to a weighting factor used for map-
ping each radio frequency channel in a phase-shift net-
work to all transmit antennas. Any element of C1 may be
non-zero.
[0114] FIG. 11 is a schematic interaction diagram of a
channel state information feedback method according to
an embodiment of this patent application. As shown in
FIG. 11, the method includes the following steps.
[0115] Steps 1101 to 1104 are basically the same as
steps 701 to 704.
[0116] 1105. The base station sends a third-level ref-
erence signal to the terminal device. The third-level ref-
erence signal may be a third-level CSI-RS. A beam used
by the base station to send the third-level reference signal
is corresponding to the first-level precoding matrix C1.
To be specific, the base station sends the third-level ref-
erence signal to the terminal device within a range of the
virtual sector. A quantity of antenna ports corresponding
to the third-level CSI-RS sent by the base station is S.
The terminal device receives, in the virtual sector, the

user-specific third-level CSI-RS sent by the base station.
[0117] Steps 1106 and 1107 are basically the same as
steps 710 and 711.
[0118] 1108. The base station obtains third-level pre-
coding W after performing processing based on the in-
stantaneous channel information of the terminal device.
[0119] The third-level precoding W may be W =
HH(HHH)-1.
[0120] H is an equivalent user channel, and H =
H(k,i)C1. H is an NRx 3 S matrix.
[0121] FIG. 12 is a schematic structural diagram of two-
level precoding according to another embodiment of this
patent application. A main difference between FIG. 12
and FIG. 10 lies in an implementation structure of first-
level precoding. In FIG. 12, transmit antennas are clas-
sified into MTXRU groups, and each group of antennas is
connected to only one radio frequency channel. There-
fore, a total of MTXRU 1 3 NTX / MTXRU phase-shift net-
works are required.
[0122] A structure shown in FIG. 12 may also be re-
ferred to as a semi-connected structure. In an architec-
ture shown in FIG. 12, a used channel state information
feedback method is basically the same as the channel
state information feedback method shown in FIG. 10, and
details are not described herein again.
[0123] When a quantity of TXRUs is the same as a
quantity of antennas, C1 in a formula F = C1C2W is equal
to I, I is an identity matrix, and NTx = MTXRU. When there
are a relatively large quantity of antennas, spatial dimen-
sion reduction is required. In this case, F = C2W. For C2
and W, refer to the foregoing descriptions. Alternatively,
all terminal devices served by the base station are located
in a same virtual sector, and in this case, F = C2W is also
applicable. Correspondingly, another simplified three-
level precoding solution is obtained, or may be referred
to as a second type of two-level precoding solution.
[0124] FIG. 13 is a schematic structural diagram of two-
level precoding according to another embodiment of this
patent application. As shown in FIG. 13, output of third-
level precoding is coupled to input of second-level pre-
coding, output of the second-level precoding is coupled
to input of a radio frequency channel, and output of the
radio frequency channel is coupled to an antenna. Space
division may be implemented by using the second-level
precoding, and S main user directions within a service
range of the base station may be adaptively addressed.
[0125] As shown in FIG. 13, it is assumed that a base
station has NTx transmit antennas and S (S≤NTx) trans-
mit radio frequency channels. K data streams are first
processed by using the third-level precoding, for exam-
ple, the K data streams are multiplied by a third-level
precoding matrix, to generate S (K≤S) data streams. The
K data streams may be K baseband digital signal flows.
The S data streams are then processed by using the
second-level precoding. For example, the S data streams
are multiplied by the second-level precoding matrix, to
generate MTXRU (S≤MTXRU) data streams. The MTXRU
data streams are converted from frequency domain to
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time domain through inverse discrete Fourier transform,
and are respectively sent to MTXRU radio frequency chan-
nels, and converted into MTXRU analog data streams. The
MTXRU analog data streams are respectively transmitted
by using NTx antennas.
[0126] FIG. 14 is a schematic interaction diagram of a
channel state information feedback method according to
an embodiment of this patent application. As shown in
FIG. 14, the method includes the following steps.
[0127] 1401. A base station sends a second-level ref-
erence signal to a terminal device. The second-level ref-
erence signal may be a second-level CSI-RS. A quantity
of antenna ports (ports) corresponding to the second-
level CSI-RS sent by the base station is MTXRU. The ter-
minal device receives the second-level reference signal
sent by the base station.
[0128] 1402. The terminal device performs channel es-
timation based on the received second-level reference
signal, to obtain long-term wideband channel informa-
tion. For the long-term wideband channel information,
refer to the foregoing descriptions.
[0129] Specifically, the terminal device performs chan-
nel estimation based on the second-level reference sig-
nal, and it is assumed that a quantity of receive antennas
of the terminal device is NRx, a channel of the terminal
device on an ith subcarrier is H(k, i), and H(k, i) is an NRx
3 NTx matrix. A channel space correlation matrix of a
terminal device k is: 

[0130] Steps 1403 and 1404 are basically the same as
steps 707 and 708. A main difference lies in that the sec-
ond-level precoding matrix C2 is obtained through cal-
culation based on long-term wideband channel informa-
tion of all terminal devices according to a specific crite-
rion, instead of long-term wideband channel information
of all terminal devices in a virtual sector.
[0131] 1405. The base station sends a third-level ref-
erence signal to the terminal device. The third-level ref-
erence signal may be a third-level CSI-RS. A beam used
by the base station to send the third-level reference signal
is corresponding to the second-level precoding matrix
C2. A quantity of antenna ports corresponding to the third-
level CSI-RS sent by the base station is S. The terminal
device receives, in a virtual sector on which spatial di-
mension reduction is performed, the user-specific third-
level reference signal sent by the base station.
[0132] Steps 1406 and 1407 are basically the same as
steps 710 and 711.
[0133] 1408. The base station obtains third-level pre-
coding W after performing processing based on the in-
stantaneous channel information of the terminal device.
[0134] The third-level precoding W may be W =
HH(HHH)-1.
[0135] H is an equivalent user channel, and H =

H(k,i)C2. H is an NRx 3 S matrix.
[0136] FIG. 15 is a schematic diagram of a hardware
structure of a terminal device 1500 according to an em-
bodiment of this patent application. As shown in FIG. 15,
the terminal device 1500 includes a processor 1502, a
transceiver 1504, a plurality of antennas 1506, a memory
15015, and an input/output (Input/Output, I/O) interface
1510. The transceiver 1504 further includes a transmitter
15042 and a receiver 15044, and the memory 15015 is
further configured to store an instruction 15082 and data
15084. In addition, the terminal device 1500 may further
include a bus 1512. The processor 1502, the transceiver
1504, the memory 15015, and the I/O interface 1510 are
communicatively connected to each other by using the
bus 1512, and the plurality of antennas 1506 are con-
nected to the transceiver 1504.
[0137] The processor 1502 may be a general purpose
processor, by way of example but not limitation, a central
processing unit (Central Processing Unit, CPU), or may
be a dedicated processor, by way of example but not
limitation, a digital signal processor (Digital Signal Proc-
essor, DSP), an application-specific integrated circuit
(Application-Specific Integrated Circuit, ASIC), or a field
programmable gate array (Field Programmable Gate Ar-
ray, FPGA). In addition, the processor 1502 may alter-
natively be a combination of a plurality of processors.
The processor 1502 is configured to perform steps 702,
706, and 710 in the method shown in FIG. 7. Alternatively,
the processor 1502 is configured to perform steps 1102
and 1106 in the method shown in FIG. 11. Alternatively,
the processor 1502 is configured to perform steps 1402
and 1406 in the method shown in FIG. 14. The processor
1502 may be a processor particularly designed to per-
form the foregoing operations and/or steps, or may per-
form the foregoing operations and/or steps by reading
and executing the instruction 15082 stored in the memory
15015. The processor 1502 may need to use the data
15084 when performing the foregoing operations and/or
steps.
[0138] The transceiver 1504 includes the transmitter
15042 and the receiver 15044. The transmitter 15042 is
configured to send an uplink signal to a base station by
using at least one of the plurality of antennas 1506. The
receiver 15044 is configured to receive a downlink signal
from the base station by using at least one of the plurality
of antennas 1506. The transmitter 15042 is specifically
configured to: perform, by using at least one of the plu-
rality of antennas 1506, steps 703, 707, and 711 in the
method shown in FIG. 7; or perform, by using at least
one of the plurality of antennas 1506, steps 1103 and
1107 in the method shown in FIG. 11; or execute, by
using at least one of the plurality of antennas 1506, ac-
tions executed by the terminal device in steps 1403 and
1407 in the method shown in FIG. 14. The receiver 15044
is specifically configured to: perform, by using at least
one of the plurality of antennas 1506, steps 701, 705,
and 709 in the method shown in FIG. 7; or perform, by
using at least one of the plurality of antennas 1506, steps

23 

~

24 

~ ~~

~ ~



EP 3 439 193 B1

14

5

10

15

20

25

30

35

40

45

50

55

1101 and 1105 in the method shown in FIG. 11; or exe-
cute, by using at least one of the plurality of antennas
1506, actions executed by the terminal device in steps
1401 and 1405 in the method shown in FIG. 14.
[0139] The memory 15015 may be various types of
storage media such as a random access memory (Ran-
dom Access Memory, RAM), a read-only memory (Read-
Only Memory, ROM), a nonvolatile random access mem-
ory (Non-Volatile Random Access Memory, NVRAM), a
programmable read-only memory (Programmable Read-
Only Memory, PROM), an erasable programmable read
only memory (Erasable Programmable Read-Only Mem-
ory, EPROM), an electrically erasable programmable
read-only memory (Electrically Erasable PROM, EEP-
ROM), a flash memory, an optical memory, and a regis-
ter. The memory 15015 is specifically configured to store
the instruction 15082 and the data 15084. The processor
1502 may perform the foregoing operations and/or steps
by reading and executing the instruction 15082 stored in
the memory 15015, and may need to use the data 15084
when performing the foregoing operations and/or steps.
[0140] The I/O interface 1510 is configured to: receive
an instruction and/or data from a peripheral device, and
output an instruction and/or data to the peripheral device.
[0141] It should be noted that in a specific implemen-
tation process, the terminal device 1500 may further in-
clude another hardware component. No further exam-
ples are listed one by one in this specification.
[0142] FIG. 16 is a schematic diagram of a hardware
structure of a base station 1600 according to an embod-
iment of this patent application. As shown in FIG. 16, the
base station 1600 includes a processor 1602, a trans-
ceiver 1604, a plurality of antennas 1606, a memory
1608, an I/O interface 1610, and a bus 1612. The trans-
ceiver 1604 further includes a transmitter 16042 and a
receiver 16044, and the memory 1608 is further config-
ured to store an instruction 16082 and data 16084. In
addition, the processor 1602, the transceiver 1604, the
memory 1608, and the I/O interface 1610 are communi-
catively connected to each other by using the bus 1612,
and the plurality of antennas 1606 are connected to the
transceiver 1604.
[0143] The processor 1602 may be a general purpose
processor, by way of example but not limitation, a CPU,
or may be a dedicated processor, by way of example but
not limitation, a DSP, an ASIC, and an FPGA. In addition,
the processor 1602 may alternatively be a combination
of a plurality of processors. The processor 1602 is con-
figured to perform, for example, steps 704, 708, and 712
in the method shown in FIG. 7. Alternatively, the proces-
sor 1602 is configured to perform, for example, steps
1104 and 1108 in the method shown in FIG. 11. Alterna-
tively, the processor 1602 is configured to perform steps
1404 and 1408 in the method shown in FIG. 14. The
processor 1602 may be a processor particularly designed
to perform the foregoing operations and/or steps, or may
perform the foregoing operations and/or steps by reading
and executing the instruction 1608 stored in the memory

16082. The processor 1602 may need to use the data
16084 when performing the foregoing operations and/or
steps.
[0144] The transceiver 1604 includes the transmitter
16042 and the receiver 16044. The transmitter 16042 is
configured to send a downlink signal to a terminal device
by using at least of the plurality of antennas 1606. The
receiver 16044 is configured to receive an uplink signal
from the terminal device by using at least one of the plu-
rality of antennas 1606. The transmitter 16042 is specif-
ically configured to: perform, by using at least one of the
plurality of antennas 1606, steps 701, 705, and 709 in
the method shown in FIG. 7; or perform, by using at least
one of the plurality of antennas 1606, steps 1101 and
1105 in the method shown in FIG. 11; or execute, by
using at least one of the plurality of antennas 1606, ac-
tions executed by the base station in steps 1401 and
1405 in the method shown in FIG. 14. The receiver 16044
is specifically configured to: perform, by using at least
one of the plurality of antennas 1606, steps 703, 707,
and 711 in the method shown in FIG. 7; or perform, by
using at least one of the plurality of antennas 1606, steps
1103 and 1107 in the method shown in FIG. 11; or exe-
cute, by using at least one of the plurality of antennas
1606, actions executed by the base station in steps 1403
and 1407 in the method shown in FIG. 14.
[0145] The memory 1608 may be various types of stor-
age media such as a RAM, a ROM, an NVRAM, a PROM,
an EPROM, an EEPROM, a flash memory, an optical
memory, and a register. The memory 1608 is specifically
configured to store the instruction 16082 and the data
16084. The processor 1602 may perform the foregoing
operations and/or steps by reading and executing the
instruction 1608 stored in the memory 16082, and may
need to use the data 16084 when performing the fore-
going operations and/or steps.
[0146] The I/O interface 1610 is configured to: receive
an instruction and/or data from a peripheral device, and
output an instruction and/or data to the peripheral device.
[0147] It should be noted that in a specific implemen-
tation process, the base station 1600 may further include
another hardware component. No further examples are
listed one by one in this specification.
[0148] FIG. 17 is a schematic diagram of a CSI feed-
back process according to an embodiment of the present
invention. The CSI feedback process is performed be-
tween a base station 1702 and a terminal device 1704.
As shown in FIG. 17, the base station 1702 specifically
includes a sending module 17022, a receiving module
17024, and a precoding matrix obtaining module 17026.
The terminal device 1704 specifically includes a receiving
module 17042, a CSI generation module 17044, and a
sending module 17046. The precoding matrix obtaining
module 17026 and the CSI generation module 17044
may be implemented by using a processor or a process-
ing module. The sending module 17022 and the sending
module 17046 may be implemented by using a transmit-
ter. The receiving module 17024 and the receiving mod-
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ule 17042 may be implemented by using a receiver. The
transmitter and the receiver on the base station may be
separated components or an integrated component. The
transmitter and the receiver on the terminal device may
be separated components or an integrated component.
[0149] The sending module 17022 of the base station
1702 sends a downlink symbol, and the downlink symbol
carries a reference signal 17062. Specifically, the down-
link symbol may be, by way of example but not limitation,
an orthogonal frequency division multiplexing (Orthogo-
nal frequency-division multiplexing, OFDM) symbol. The
OFDM symbol is usually obtained by performing weight-
ed summation on a group of subcarriers (Sub-Carrier),
and a weight of a subcarrier is a to-be-sent modulation
symbol (generally, in a plural form), and includes a pilot.
[0150] The receiving module 17024 of the terminal de-
vice 1704 receives the downlink symbol.
[0151] The CSI generation module 17044 of the termi-
nal device 1704 obtains channel state information based
on the reference signal 17062 included in the downlink
symbol.
[0152] Then, the CSI generation module 17044 deter-
mines an appropriate precoding matrix based on the fore-
going channel matrix and a basic codebook, and gener-
ates CSI based on the precoding matrix.
[0153] The sending module 17046 of the terminal de-
vice 1704 subsequently sends an uplink symbol to the
base station 1702, and the uplink symbol carries CSI
17082.
[0154] The receiving module 17024 of the base station
1702 receives the uplink symbol, and extracts the carried
CSI 17082.
[0155] The precoding matrix obtaining module 17026
of the base station 1702 obtains a corresponding pre-
coding matrix based on the CSI 17082.
[0156] In this patent application, the precoding matrix
is of a three-level structure, and F = C1C2W, where C1
is a first-level precoding matrix, C2 is a second-level pre-
coding matrix, and W is a third-level precoding matrix.
[0157] The reference signal 17062 sent by the sending
module 17022 of the base station 1702 may include a
first-level reference signal. The receiving module 17042
of the terminal device 1704 receives the first-level refer-
ence signal. The CSI generation module 17044 of the
terminal device 1704 determines beam information
based on the first-level reference signal. The beam in-
formation is first-level CSI information generated by the
CSI generation module 17044. Correspondingly, the
sending module 17046 of the terminal device 1704 sends
the first-level CSI information. The receiving module
17024 of the base station 1702 receives the first-level
CSI information. The precoding matrix obtaining module
17026 of the base station 1702 determines the first-level
precoding matrix based on the first-level CSI information.
[0158] The reference signal 17062 sent by the sending
module 17022 of the base station 1702 may include a
second-level reference signal. The receiving module
17042 of the terminal device 1704 receives the second-

level reference signal. The CSI generation module 17044
of the terminal device 1704 determines long-term wide-
band channel information based on the second-level ref-
erence signal. The long-term wideband channel informa-
tion is second-level CSI information generated by the CSI
generation module 17044. Correspondingly, the sending
module 17046 of the terminal device 1704 sends the sec-
ond-level CSI information. The receiving module 17024
of the base station 1702 receives the second-level CSI
information. The precoding matrix obtaining module
17026 of the base station 1702 determines the second-
level precoding matrix based on received second-level
CSI information of all terminal devices.
[0159] The reference signal 17062 sent by the sending
module 17022 of the base station 1702 may include a
third-level reference signal. The receiving module 17042
of the terminal device 1704 receives the third-level ref-
erence signal. The CSI generation module 17044 of the
terminal device 1704 determines instantaneous channel
information based on the second-level reference signal.
The instantaneous channel information is third-level CSI
information generated by the CSI generation module
17044. Correspondingly, the sending module 17046 of
the terminal device 1704 sends the third-level CSI infor-
mation. The receiving module 17024 of the base station
1702 receives the third-level CSI information. The pre-
coding matrix obtaining module 17026 of the base station
1702 determines the third-level precoding matrix based
on received third-level CSI information of all terminal de-
vices.
[0160] This patent application provides a three-level
channel information feedback solution, so that a spatial
dimension can be effectively reduced, thereby reducing
pilot and channel feedback overheads. In addition, base-
band processing complexity and radio frequency imple-
mentation difficulty can be effectively reduced.
[0161] A person of ordinary skill in the art may be aware
that, in combination with the examples described in the
embodiments disclosed in this specification, units and
algorithm steps may be implemented by electronic hard-
ware or a combination of computer software and elec-
tronic hardware. Whether the functions are performed by
hardware or software depends on particular applications
and design constraint conditions of the technical solu-
tions. A person skilled in the art may use different meth-
ods to implement the described functions for each par-
ticular application, but it should not be considered that
the implementation goes beyond the scope of this appli-
cation.
[0162] It may be clearly understood by a person skilled
in the art that, for the purpose of convenient and brief
description, for a detailed working process of the forego-
ing system, apparatus, and unit, refer to a corresponding
process in the foregoing method embodiments, and de-
tails are not described herein again.
[0163] In the several embodiments provided in this ap-
plication, it should be understood that the disclosed sys-
tem, apparatus, and method may be implemented in oth-
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er manners. For example, the described apparatus em-
bodiment is merely an example. For example, the unit
division is merely logical function division and may be
other division in actual implementation. For example, a
plurality of units or components may be combined or in-
tegrated into another system, or some features may be
ignored or not performed. In addition, the displayed or
discussed mutual couplings or direct couplings or com-
munication connections may be implemented by using
some interfaces. The indirect couplings or communica-
tion connections between the apparatuses or units may
be implemented in electronic, mechanical, or other forms.
[0164] The units described as separate parts may or
may not be physically separate, and parts displayed as
units may or may not be physical units, may be located
in one position, or may be distributed on a plurality of
network units. Some or all of the units may be selected
according to actual requirements to achieve the objec-
tives of the solutions of the embodiments.
[0165] In addition, functional units in the embodiments
of this application may be integrated into one processing
unit, or each of the units may exist alone physically, or
two or more units are integrated into one unit.
[0166] The foregoing descriptions are merely specific
implementations of this patent application, but are not
intended to limit the protection scope of this application.
Any variation or replacement readily figured out by a per-
son skilled in the art within the technical scope disclosed
in this application shall fall within the protection scope of
this application. Therefore, the protection scope of this
application shall be subject to the protection scope of the
claims.

Claims

1. A channel state information feedback method per-
formed by a base station, the method comprising:

• sending, on each beam of a predetermined
group of beams, a first reference signal to a ter-
minal device, wherein each beam of the prede-
termined group of beams forms a different virtual
sector (step 701);
• receiving beam information from the terminal
device, wherein the beam information is used to
indicate information about a virtual sector
among the virtual sectors corresponding to the
group of beams having a maximum receive pow-
er at the terminal device (step 703);
• determining a first precoding matrix C1 based
on the beam information (step 704);
• sending a second reference signal to the ter-
minal within a range of the virtual sector (step
705);
• receiving long-term wideband channel infor-
mation from the terminal device, wherein the
long-term wideband channel information is used

to indicate information about a spatial dimension
reduction of the virtual sector (step 707);
• determining a second precoding matrix C2
based on the received long-term wideband
channel information (step 708);
• performing the spatial dimension reduction on
the virtual sector based on the received long-
term wideband channel information, thereby ar-
riving at the reduced virtual sector;
• sending a third reference signal to the terminal
within a range of the reduced virtual sector (step
709);
• receiving instantaneous channel information
from the terminal device (step 711);
• determining a third precoding matrix W based
on the instantaneous channel information (step
712);
• determining a precoding matrix F = C1C2W.

2. A channel state information feedback method per-
formed by a terminal device, the method comprising:

• receiving, from a base station, on each beam
of a predetermined group of beams a first refer-
ence signal, wherein each beam forms a differ-
ent virtual sector (step 701);
• selecting a beam among the group of beams
having a maximum receive power received at
the terminal device (step 702);
• sending beam information to the base station,
wherein the beam information is used to indicate
information about a virtual sector, among the vir-
tual sectors corresponding to the group of
beams, having the maximum receive power
(step 703);
• receiving a second reference signal from the
base station within a range of the selected virtual
sector (step 705);
• determining, based on the received second ref-
erence signal, long-term wideband channel in-
formation used to indicate information about a
spatial dimension reduction of the selected vir-
tual sector (step 706);
• sending the long-term wideband channel infor-
mation to the base station (step 707);
• receiving a third reference signal from the base
station within a range of the reduced virtual sec-
tor (step 709);
• determining, based on the third reference sig-
nal, instantaneous channel information (step
710),
• sending the instantaneous channel information
to the base station (step 711).

3. A terminal device configured to perform the method
according to claim 2.

4. A base station configured to perform the method ac-
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cording to claim 1.

Patentansprüche

1. Kanalstatusinformationsrückmeldeverfahren, das
von einer Basisstation durchgeführt wird, wobei das
Verfahren umfasst:

• Senden, auf jedem Strahl einer vorbestimmten
Gruppe von Strahlen, eines ersten Referenzsi-
gnals an eine Endgerätevorrichtung, wobei je-
der Strahl der vorbestimmten Gruppe von Strah-
len einen unterschiedlichen virtuellen Sektor bil-
det (Schritt 701);
• Empfangen von Strahlinformationen von der
Endgerätevorrichtung, wobei die Strahlinforma-
tionen verwendet werden, um Informationen
über einen virtuellen Sektor unter den virtuellen
Sektoren, die der Gruppe von Strahlen entspre-
chen, der eine maximale Empfangsleistung an
der Endgerätevorrichtung aufweist, zu kenn-
zeichnen (Schritt 703);
• Bestimmen einer ersten Vorkodierungsmatrix
C1 basierend auf den Strahlinformationen
(Schritt 704);
• Senden eines zweiten Referenzsignals an das
Endgerät innerhalb eines Bereichs des virtuel-
len Sektors (Schritt 705);
• Empfangen von langfristigen Breitbandkanal-
informationen von der Endgerätevorrichtung,
wobei die langfristigen Breitbandkanalinforma-
tionen verwendet werden, um Informationen
über eine Reduzierung der räumlichen Ausdeh-
nung des virtuellen Sektors zu kennzeichnen
(Schritt 707);
• Bestimmen einer zweiten Vorkodierungsmat-
rix C2 basierend auf den empfangenen langfris-
tigen Breitbandkanalinformationen (Schritt
708);
• Durchführen der Reduzierung der räumlichen
Ausdehnung am virtuellen Sektor basierend auf
den empfangenen langfristigen Breitbandkanal-
informationen, wodurch der reduzierte virtuelle
Sektor erreicht wird;
• Senden eines dritten Referenzsignals an das
Endgerät innerhalb eines Bereichs des redu-
zierten virtuellen Sektors (Schritt 709);
• Empfangen von momentanen Kanalinformati-
onen von der Endgerätevorrichtung (Schritt
711);
• Bestimmen einer dritten Vorkodierungsmatrix
W basierend auf den momentanen Kanalinfor-
mationen (Schritt 712);
• Bestimmen einer Vorkodierungsmatrix
F=C1C2W.

2. Kanalstatusinformationsrückmeldeverfahren, das

von einer Endgerätevorrichtung durchgeführt wird,
wobei das Verfahren umfasst:

• Empfangen, von einer Basisstation, auf jedem
Strahl einer vorbestimmten Gruppe von Strah-
len, eines ersten Referenzsignals, wobei jeder
Strahl einen unterschiedlichen virtuellen Sektor
bildet (Schritt 701);
• Auswählen eines Strahls aus der Gruppe von
Strahlen, für den an der Endgerätevorrichtung
eine maximale Empfangsleistung empfangen
wird (Schritt 702);
• Senden von Strahlinformationen an die Basis-
station, wobei die Strahlinformationen zum
Kennzeichnen von Informationen über einen vir-
tuellen Sektor unter den virtuellen Sektoren, die
der Gruppe von Strahlen entsprechen, der die
maximale Empfangsleistung aufweist, verwen-
det werden (Schritt 703);
• Empfangen eines zweiten Referenzsignals
von der Basisstation innerhalb eines Bereichs
des ausgewählten virtuellen Sektors (Schritt
705);
• Bestimmen, basierend auf dem empfangenen
zweiten Referenzsignal, von langfristigen Breit-
bandkanalinformationen, die zum Kennzeich-
nen von Informationen über eine Reduzierung
der räumlichen Ausdehnung des ausgewählten
virtuellen Sektors verwendet werden (Schritt
706);
• Senden der langfristigen Breitbandkanalinfor-
mationen an die Basisstation (Schritt 707);
• Empfangen eines dritten Referenzsignals von
der Basisstation innerhalb eines Bereichs des
reduzierten virtuellen Sektors (Schritt 709);
• Bestimmen, basierend auf dem dritten Refe-
renzsignal, von momentanen Kanalinformatio-
nen (Schritt 710),
• Senden der momentanen Breitbandkanalinfor-
mationen an die Basisstation (Schritt 711).

3. Endgerätevorrichtung, die dafür ausgelegt ist, das
Verfahren nach Anspruch 2 durchzuführen.

4. Basisstation, die dafür ausgelegt ist, das Verfahren
nach Anspruch 1 durchzuführen.

Revendications

1. Procédé de rétroaction d’informations d’état de ca-
nal effectué par une station de base, le procédé com-
prenant les étapes consistant à :

• envoyer, sur chaque faisceau d’un groupe de
faisceaux prédéterminé, un premier signal de
référence à un dispositif terminal, chaque fais-
ceau du groupe de faisceaux prédéterminé for-
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mant un secteur virtuel différent (étape 701) ;
• recevoir des informations de faisceau prove-
nant du dispositif terminal, les informations de
faisceau servant à indiquer des informations
concernant un secteur virtuel faisant partie des
secteurs virtuels correspondant au groupe de
faisceaux ayant une puissance de réception
maximale au niveau du dispositif terminal (étape
703) ;
• déterminer une première matrice de précoda-
ge C1 d’après les informations de faisceau (éta-
pe 704) ;
• envoyer un deuxième signal de référence au
terminal à l’intérieur d’une portée du secteur vir-
tuel (étape 705) ;
• recevoir des informations de canal à bande
large à long terme provenant du dispositif termi-
nal, les informations de canal à bande large à
long terme servant à indiquer des informations
concernant une réduction de dimension spatiale
du secteur virtuel (étape 707);
• déterminer une deuxième matrice de précoda-
ge C2 d’après les informations de canal à bande
large à long terme reçues (étape 708) ;
• effectuer la réduction de dimension spatiale
sur le secteur virtuel d’après les informations de
canal à bande large à long terme reçues, ce qui
permet d’arriver au secteur virtuel réduit ;
• envoyer un troisième signal de référence au
terminal à l’intérieur d’une portée du secteur vir-
tuel réduit (étape 709) ;
• recevoir des informations de canal instanta-
nées provenant du dispositif terminal (étape
711) ;
• déterminer une troisième matrice de précoda-
ge W d’après les informations de canal instan-
tanées (étape 712) ;
• déterminer une matrice de précodage F =
C1C2W.

2. Procédé de rétroaction d’informations d’état de ca-
nal effectué par un dispositif terminal, le procédé
comprenant les étapes consistant à :

• recevoir, d’une station de base, sur chaque
faisceau d’un groupe de faisceaux prédétermi-
né, un premier signal de référence, chaque fais-
ceau formant un secteur virtuel différent (étape
701) ;
• sélectionner un faisceau dans le groupe de
faisceaux ayant une puissance de réception
maximale reçue au niveau du dispositif terminal
(étape 702) ;
• envoyer des informations de faisceau à la sta-
tion de base, les informations de faisceau ser-
vant à indiquer des informations concernant un
secteur virtuel, faisant partie des secteurs vir-
tuels correspondant au groupe de faisceaux,

ayant la puissance de réception maximale (éta-
pe 703) ;
• recevoir un deuxième signal de référence pro-
venant de la station de base à l’intérieur d’une
portée du secteur virtuel sélectionné (étape
705) ;
• déterminer, d’après le deuxième signal de ré-
férence reçu, des informations de canal à bande
large à long terme servant à indiquer des infor-
mations concernant une réduction de dimension
spatiale du secteur virtuel sélectionné (étape
706) ;
• envoyer les informations de canal à bande lar-
ge à long terme à la station de base (étape 707) ;
• recevoir un troisième signal de référence pro-
venant de la station de base à l’intérieur d’une
portée du secteur virtuel réduit (étape 709) ;
• déterminer, d’après le troisième signal de ré-
férence, des informations de canal instantanées
(étape 710),
• envoyer les informations de canal instantanées
à la station de base (étape 711).

3. Dispositif terminal configuré pour effectuer le procé-
dé selon la revendication 2.

4. Station de base configurée pour effectuer le procédé
selon la revendication 1.
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