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(54) Compressor system and method for gas liquefaction system

(57) A method of performing maintenance on a gas
liquefaction system, the method comprising: providing
the gas liquefaction system comprising a compressor
and an aeroderivative gas turbine coupled thereto, the
aeroderivative gas turbine comprising a gas generator
and a power turbine coupled thereto; decoupling the aer-

oderivative gas turbine from a remainder of the gas liq-
uefaction system as a modular unit; performing mainte-
nance on at least the aeroderivative gas turbine; and re-
coupling the aeroderivative gas turbine to the remainder
of the gas liquefaction system as a modular unit after
decoupling the aeroderivative gas turbine from the re-
mainder of the gas liquefaction system as a modular unit.
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Description

Cross Reference To Related Application

[0001] This application claims the benefit of the filing
date of U.S. provisional patent application number
61/005,701, filed December 7, 2007, the disclosure of
which is incorporated herein by reference.

Background

[0002] The present disclosure relates in general to
compressor systems, and in particular to compressor
systems for use with, for example, gas liquefaction sys-
tems, and including aeroderivative gas turbines.

Summary

[0003] Embodiments of the disclosure may provide a
system including a compressor system through which a
refrigerant is adapted to flow, a compressor of the system
including a first shaft; and an aeroderivative gas turbine
for driving the compressor, the aeroderivative gas turbine
including a gas generator; and a low speed power turbine
coupled to the gas generator, the low speed power tur-
bine including a second shaft directly coupled to the first
shaft of the compressor for directly driving the first shaft;
wherein the respective rotational speeds of the first and
second shafts are substantially equal.
[0004] Embodiments of the disclosure may further pro-
vide a method including providing a compressor including
a first shaft; providing an aeroderivative gas turbine in-
cluding a power turbine including a second shaft; directly
coupling the second shaft of the power turbine to the first
shaft of the compressor; circulating a refrigerant through
the compressor; and pressurizing the refrigerant with the
compressor, including directly driving the compressor us-
ing the aeroderivative gas turbine, including rotating the
first shaft of the power turbine at a first rotational speed;
and rotating the second shaft of the compressor at a sec-
ond rotational speed; wherein the first and second rota-
tional speeds are substantially equal.
[0005] Embodiments of the disclosure may further pro-
vide a method including providing a gas liquefaction sys-
tem including a compressor and an aeroderivative gas
turbine coupled thereto, the aeroderivative gas turbine
including a gas generator and a power turbine coupled
thereto; decoupling the aeroderivative gas turbine from
a remainder of the gas liquefaction system as a modular
unit; performing maintenance on at least the aeroderiv-
ative gas turbine; and re-coupling the aeroderivative gas
turbine to the remainder of the gas liquefaction system
as a modular unit after decoupling the aeroderivative gas
turbine from the remainder of the gas liquefaction system
as a modular unit.

Brief Description of the Drawings

[0006] The present disclosure is best understood from
the following detailed description when read with the ac-
companying Figures. It is emphasized that, in accord-
ance with the standard practice in the industry, various
features are not drawn to scale. In fact, the dimensions
of the various features may be arbitrarily increased or
reduced for clarity of discussion.
[0007] Figure 1 illustrates a diagram of a system ac-
cording to an exemplary embodiment, the system includ-
ing a compressor, an aeroderivative gas turbine, a heat
exchanger, a condenser, and an expansion element,
such as an expansion valve, according to respective ex-
emplary embodiments.
[0008] Figure 2 illustrates a partial diagrammatic/par-
tial sectional view of the aeroderivative gas turbine and
the compressor of Figure 1, according to respective ex-
emplary embodiments.
[0009] Figure 3 illustrates a partial diagrammatic/par-
tial sectional view of the aeroderivative gas turbine of
Figures 1 and 2, according to an exemplary embodiment,
the aeroderivative gas turbine including a gas generator
and a power turbine, according to respective exemplary
embodiments.
[0010] Figure 4 illustrates a partial diagrammatic/par-
tial sectional view of the power turbine of Figure 3, ac-
cording to an exemplary embodiment.
[0011] Figure 5 illustrates a partial diagrammatic/par-
tial section view of the compressor of Figures 1 and 2,
according to an exemplary embodiment.
[0012] Figure 6 illustrates a flow chart of a method of
operating the system of Figure 1, according to an exem-
plary embodiment.
[0013] Figure 7 illustrates a flow chart of a step of the
method of Figure 6, according to an exemplary embod-
iment.
[0014] Figure 8 illustrates a flow chart of a step of the
step of Figure 7, according to an exemplary embodiment.
[0015] Figure 9 illustrates a flow chart of a step of the
step of Figure 8, according to an exemplary embodiment.
[0016] Figure 10 illustrates a flow chart of a step of the
step of Figure 9, according to an exemplary embodiment.
[0017] Figure 11 illustrates a flow chart of a step of the
step of Figure 10, according to an exemplary embodi-
ment.
[0018] Figure 12 illustrates a graph of exemplary cal-
culations showing a comparison between the aeroderiv-
ative gas turbine of Figures 1-4 and another aeroderiv-
ative gas turbine, according to respective exemplary em-
bodiments.
[0019] Figure 13A illustrates a flow chart of a method
of performing maintenance on the gas liquefaction sys-
tem of Figure 1, according to an exemplary embodiment.
[0020] Figure 13B illustrates a flow chart of a step of
the method of Figure 13A, according to an exemplary
embodiment.
[0021] Figure 13C illustrates a flow chart of a method
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of performing maintenance on the gas liquefaction sys-
tem of Figure 1, according to an exemplary embodiment.
[0022] Figure 14 illustrates a graph of exemplary cal-
culations showing a comparison between the aeroderiv-
ative gas turbine of Figures 1-4 and another aeroderiv-
ative gas turbine, according to respective exemplary em-
bodiments.
[0023] Figure 15 illustrates a system according to an
exemplary embodiment, the system including the com-
pressor, the aeroderivative gas turbine, the heat ex-
changer, the condenser, and the expansion valve of Fig-
ure 1.

Detailed Description

[0024] It is to be understood that the following disclo-
sure describes several exemplary embodiments for im-
plementing different features, structures, or functions of
the invention. Exemplary embodiments of components,
arrangements, and configurations are described below
to simplify the present disclosure, however, these exem-
plary embodiments are provided merely as examples and
are not intended to limit the scope of the invention. Ad-
ditionally, the present disclosure may repeat reference
numerals and/or letters in the various exemplary embod-
iments and across the Figures provided herein. This rep-
etition is for the purpose of simplicity and clarity and does
not in itself dictate a relationship between the various
exemplary embodiments and/or configurations dis-
cussed in the various Figures. Moreover, the formation
of a first feature over or on a second feature in the de-
scription that follows may include embodiments in which
the first and second features are formed in direct contact,
and may also include embodiments in which additional
features may be formed interposing the first and second
features, such that the first and second features may not
be in direct contact. Finally, the exemplary embodiments
presented below may be combined in any combination
of ways, i.e., any element from one exemplary embodi-
ment may be used in any other exemplary embodiment,
without departing from the scope of the disclosure.
[0025] Additionally, certain terms are used throughout
the following description and claims to refer to particular
components. As one skilled in the art will appreciate, var-
ious entities may refer to the same component by differ-
ent names, and as such, the naming convention for the
elements described herein is not intended to limit the
scope of the invention, unless otherwise specifically de-
fined herein. Further, the naming convention used herein
is not intended to distinguish between components that
differ in name but not function. Further, in the following
discussion and in the claims, the terms "including" and
"comprising" are used in an open-ended fashion, and
thus should be interpreted to mean "including, but not
limited to." All numerical values in this disclosure may be
exact or approximate values unless otherwise specifical-
ly stated. Accordingly, various embodiments of the dis-
closure may deviate from the numbers, values, and rang-

es disclosed herein without departing from the intended
scope.
[0026] Figure 1 illustrates, in an exemplary embodi-
ment, a gas liquefaction system, which is generally re-
ferred to by the reference numeral 10 and includes a
compressor system 1 including a compressor 12 and an
aeroderivative gas turbine 14 coupled thereto, the aero-
derivative gas turbine 14 including a gas generator 16
and a power turbine 18 coupled thereto. The compressor
12 is directly coupled to the aeroderivative gas turbine
14 via a coupling 20. A center axis 22 is defined by the
compressor 12, the aeroderivative gas turbine 14, and
the direct coupling therebetween. The compressor 12 is
fluidicly coupled between a heat exchanger 24 and a con-
denser 26 via lines 28 and 30, respectively. An expansion
element, such as an expansion valve 32, is fluidicly cou-
pled between the condenser 26 and the heat exchanger
24 via lines 34 and 36, respectively. The heat exchanger
24, the compressor 12, the condenser 26, the expansion
valve 32, and the lines 28, 30, 34 and 36 together form,
or are at least a part of, a loop 38, through which a re-
frigerant is adapted to circulate in a direction indicated
by arrows 40, 42, 44 and 46, under conditions to be de-
scribed below. In addition to being fluidicly coupled to the
compressor 12 and the expansion valve 32 via the lines
28 and 36, respectively, the heat exchanger 24 is also
fluidicly coupled between lines 48 and 50, via which a
gas is adapted to enter and exit, respectively, the heat
exchanger 24, as indicated by arrows 52 and 54. In sev-
eral exemplary embodiments, one or more of the loop 38
and the lines 48 and 50 are, include, or are at least a part
of, one or more cooling stages of the gas liquefaction
system 10, under conditions to be described below. In
several exemplary embodiments, instead of, or in addi-
tion to the expansion valve 32, another expansion ele-
ment is fluidicly coupled between the condenser 26 and
the heat exchanger 24 via the lines 34 and 36, respec-
tively, such as, for example, a turbo expander, another
type of expansion equipment, and/or any combination
thereof.
[0027] In an exemplary embodiment, as illustrated in
Figure 2 with continuing reference to Figure 1, the power
turbine 18 includes a rotatable drive shaft 56 having op-
posing end portions 56a and 56b, the compressor 12
includes a rotatable compressor shaft 58 having oppos-
ing end portions 58a and 58b, and the coupling 20 in-
cludes opposing end portions 20a and 20b. Each of the
shafts 56 and 58 is generally axially aligned with the cent-
er axis 22. The end portion 20a of the coupling 20 is
coupled to the end portion 56b of the shaft 56 of the power
turbine 18, and the end portion 20b of the coupling 20 is
coupled to the end portion of the 58a of the shaft 58 of
the compressor 12. In an exemplary embodiment, the
coupling 20 includes one or more couplings such as, for
example, one or more spools. In an exemplary embodi-
ment, the coupling 20 includes one or more couplings
such as, for example, one or more spools, which are con-
figured to directly couple the shaft 56 to the shaft 58 so
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that the shaft 56 directly drives the shaft 58, under con-
ditions to be described below. In an exemplary embodi-
ment, the coupling 20 is omitted and the end portion 56b
of the shaft 56 is coupled to the end portion 58a of the
shaft 58 so that the shaft 56 directly drives the shaft 58,
under conditions to be described below, In several ex-
emplary embodiments, in addition to, or instead of one
or more couplings such as, for example, one or more
spools, the coupling 20 includes one or more other types
of devices and/or systems configured to directly couple
the shaft 56 to the shaft 58 so that the shaft 56 directly
drives the shaft 58.
[0028] In an exemplary embodiment, as illustrated in
Figure 3 with continuing reference to Figures 1 and 2,
the gas generator 16 of the aeroderivative gas turbine
14 includes an inlet 60 and an outlet 62 fluidicly coupled
thereto, and a housing 64. A compressor 66 is disposed
in the housing 64 and is fluidicly coupled to the inlet 62.
In an exemplary embodiment, the compressor 66 in-
cludes one or more axial compressors. A combustion
chamber 68 including a combustor 70 is fluidicly coupled
between the compressor 66 and the outlet 62. In several
exemplary embodiments, the inlet 60 is fluidicly coupled
to one or more lines, chutes, pipes, conduits or the like
(not shown) via which air is adapted to be directed to the
inlet 60, under conditions to be described below.
[0029] The power turbine 18 of the aeroderivative gas
turbine 14 includes a casing 72, an intake 74 fluidicly
coupled to the outlet 62 of the gas generator 16, and an
exhaust 76 fluidicly coupled to the intake 74. A turbine
chamber 78 is fluidicly coupled between the intake 74
and the exhaust 76. A plurality of expansion stages 80
are disposed within the turbine chamber 78. In an exem-
plary embodiment, the power turbine 18 weighs about
3,255 lbs, In several exemplary embodiments, the ex-
haust 76 is fluidicly coupled to one or more lines, chutes,
pipes, conduits or the like (not shown) via which hot gas
is adapted to be directed away from the exhaust 76, under
conditions to be described below.
[0030] In an exemplary embodiment, as illustrated in
Figure 4 with continuing reference to Figures 1-3, the
plurality of expansion stages 80 of the power turbine 18
of the aeroderivative gas turbine 14 includes six (6) ex-
pansion stages, namely expansion stages 80a, 80b, 80c,
80d, 80e and 80f, each of which includes a rotor blade
82 and a static nozzle vane 84 disposed proximate there-
to. Each of the static nozzle vanes 84 is coupled to the
casing 72 of the power turbine 18. In an exemplary em-
bodiment, each of the static nozzle vanes 84 is coupled
to the casing 72 of the power turbine 18 by a separate
annular shroud (not shown). Each of the rotor blades 82
is coupled to, and extends radially outwardly away from,
the shaft 56, and is adapted to rotate within the casing
72, under conditions to be described below. In an exem-
plary embodiment, a rotor 86 is coupled to the shaft 56,
and each of the rotor blades 82 is coupled to, and extends
radially outwardly away from, the rotor 86, thereby pro-
viding the coupling between blades 82 and the shaft 56.

[0031] In an exemplary embodiment, the power turbine
18 is a low speed power turbine (LSPT) and the expan-
sion stages 80a, 80b, 80c, 80d, 80e and 80f of the power
turbine 18 are configured to drive the shaft 56 and thus
the shaft 58 at a rotational speed of about 3,600 rotations
per minute (rpm), under conditions to be described be-
low. In an exemplary embodiment, the power turbine 18
is a low speed power turbine (LSPT) and the expansion
stages 80a, 80b, 80c, 80d, 80e and 80f of the power
turbine 18 are configured to drive the shaft 56 and thus
the shaft 58 at a rotational speed of about 3,600 rotations
per minute (rpm), and to produce a power rating of less
than about 85,000 horsepower (hp), under conditions to
be described below. In an exemplary embodiment, the
power turbine 18 is a low speed power turbine (LSPT)
and the expansion stages 80a, 80b, 80c, 80d, 80e and
80f of the power turbine 18 are configured to drive the
shaft 56 and thus the shaft 58 at a rotational speed of
less than about 3,800 rotations per minute (rpm), and to
produce a power rating of less than about 50,000 horse-
power (hp), under conditions to be described below. In
an exemplary embodiment, instead of six (6) expansion
stages, the plurality of expansion stages 80 of the power
turbine 18 includes four (4) expansion stages. In several
exemplary embodiments, instead of six (6) or four (4)
expansion stages, the plurality of expansion stages 80
of the power turbine 18 includes a different quantity of
expansion stages. In an exemplary embodiment, the
power turbine 18 is configured to drive the shaft 56 and
thus the shaft 58 at a rotational speed within a predeter-
mined range of rotational speeds, under conditions to be
described below. In an exemplary embodiment, the pow-
er turbine 18 is configured to drive the shaft 56 and thus
the shaft 58 at a rotational speed ranging from about
2,000 rpm to about 4,000 rpm, under conditions to be
described below. In an exemplary embodiment, the max-
imum speed at which the power turbine 18 is configured
to drive the shaft 56 and thus the shaft 58 is about 3,780
rpm. In an exemplary embodiment, the power turbine 18
has an ISO rating (15 degrees C) of 45,100 horsepower,
with a peak power of about 49,900 horsepower near -5
degrees C. In an exemplary embodiment, the power tur-
bine 18 has a power rating of less than about 55,000
horsepower (hp). In an exemplary embodiment, the pow-
er turbine 18 has a power rating of less than about 50,000
horsepower (hp). In an exemplary embodiment, the pow-
er turbine 18 is a modular unit of the aeroderivative gas
turbine 14, and is permitted to be decoupled from, and
re-coupled to, the gas generator 16 as a modular unit,
under conditions to be described below. In an exemplary
embodiment, the power turbine 18 weighs about 3,255
lbs.
[0032] In an exemplary embodiment, the aeroderiva-
tive gas turbine 14 has a relatively low weight. In an ex-
emplary embodiment, the gas generator 16 has a weight
ranging from about 4,590 lbs to about 7,625 lbs. In an
exemplary embodiment, the aeroderivative gas turbine
14 has a weight ranging from about 7,845 lbs to about
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10,880 lbs. In an exemplary embodiment, the aeroderiv-
ative gas turbine 14 is an LM2500+G4 LSPT aeroderiv-
ative gas turbine having a low speed power turbine
(LSPT) with six (6) expansion stages, which type of aer-
oderivative gas turbine is commercially available from
GE Aviation, Evendale, Ohio, USA, which is a subsidiary
of the General Electric Company, Fairfield, Connecticut,
USA. In an exemplary embodiment, the aeroderivative
gas turbine 14 is another type of commercially available
aeroderivative gas turbine.
[0033] In an exemplary embodiment, as illustrated in
Figure 5 with continuing reference to Figures 1-4, the
compressor 12 includes a casing 88, an inlet 90, and an
outlet (not shown) fluidicly coupled to the inlet 90. A plu-
rality of impellers 92 are coupled to the shaft 58 and are
configured to rotate along with shaft 58, under conditions
to be described below. In an exemplary embodiment, the
compressor 12 is configured to operate with a refrigerant
flowing therethrough at a flow rate ranging from about
40,000 actual cubic feet per minute (ACFM) to about
70,000 ACFM, with the shaft 58 being directly driven by
the shaft 56 of the power turbine 18 of the aeroderivative
gas turbine 14 at a rotational speed ranging from about
2,000 rpm to about 4,000 rpm, thereby pressurizing the
refrigerant to a pressure upon discharge from the com-
pressor 12 ranging from about 30 pounds per square
inch absolute (psia) to about 300 psia, under conditions
to be described below. In an exemplary embodiment, the
compressor 12 is configured to operate with a refrigerant
flowing therethrough at a flow rate ranging from about
40,000 actual cubic feet per minute (ACFM) to about
70,000 ACFM, with the shaft 58 being directly driven by
the shaft 56 of the power turbine 18 of the aeroderivative
gas turbine 14 at a rotational speed of about 3,600 rpm,
thereby pressurizing the refrigerant to a pressure upon
discharge from the compressor 12 ranging from about
30 psia to about 300 psia, under conditions to be de-
scribed below. In an exemplary embodiment, the com-
pressor 12 is, includes, or is at least a part of, a centrifugal
compressor. In an exemplary embodiment, the compres-
sor 12 is a DATUM™ centrifugal compressor, which type
of compressor is commercially available from the Dress-
er-Rand Company, Houston, Texas, USA. In an exem-
plary embodiment, the compressor 12 is another type of
commercially available centrifugal compressor.
[0034] In an exemplary embodiment, as illustrated in
Figure 6 with continuing reference to Figures 1-5, a meth-
od of operating the system 10 is generally referred to by
the reference numeral 96 and includes receiving a fluid
in a gas state into the system 10 in step 98, converting
at least a portion of the fluid from the gas state into a
liquid state in step 100 including subjecting the fluid to
one or more cooling stages in step 102, and discharging
the fluid from the system 10 in step 104. in an exemplary
embodiment, the fluid in the gas state received into the
system 10 in the step 98 is natural gas, and at least a
portion of the fluid is liquefied natural gas when the fluid
is discharged from the system 10 in the step 104.

[0035] In an exemplary embodiment, as illustrated in
Figure 7 with continuing reference to Figures 1-6, sub-
jecting the fluid to one or more cooling stages in the step
102 includes receiving the fluid into the heat exchanger
24 via the line 48 in step 106, removing heat from the
fluid using the heat exchanger 24 in step 108, and dis-
charging the fluid from the heat exchanger 24 via the line
50 in step 110.
[0036] In an exemplary embodiment, as illustrated in
Figure 8 with continuing reference to Figures 1-7, to re-
move heat from the fluid using the heat exchanger 24 in
the step 108, a refrigerant is circulated through the loop
38 in step 112, and heat is transferred from the fluid to
the refrigerant in step 114 during the circulation of the
refrigerant through the loop 38 in the step 112. In the step
112, the refrigerant continually flows through the com-
pressor 12, the line 30, the condenser 26, the line 34,
the expansion valve 32, the line 36, the heat exchanger
24, and the line 28, as indicated by the arrows 40, 42, 44
and 46 (shown in Figure 1). In an exemplary embodiment,
the refrigerant circulated through the loop 38 in the step
112 is propane. In an exemplary embodiment, the refrig-
erant circulated through the loop 38 in the step 112 is
ethylene. In an exemplary embodiment, the refrigerant
circulated through the loop 38 in the step 112 is methane.
In an exemplary embodiment, the refrigerant circulated
through the loop 38 in the step 112 is a gas with relatively
high molecular weight.
[0037] In an exemplary embodiment, as illustrated in
Figure 9 with continuing reference to Figures 1-8, to
transfer heat from the fluid to the refrigerant in the step
114 during the step 112, the refrigerant is compressed
using the compressor 12 in step 116, thereby pressuriz-
ing the refrigerant. Heat is removed from the refrigerant
using the condenser 26 in step 118, and the refrigerant
is expanded using the expansion valve 106 in step 120.
Heat is transferred from the fluid flowing through the heat
exchanger 24 and into the refrigerant flowing through the
heat exchanger 24 in step 122. The steps 116, 118, 120
and 122 are continually repeated during the circulation
of the refrigerant through the loop 38 in the step 114. In
an exemplary embodiment, the steps 116, 118, 120 and
122 together form, or are at least a part of, one or more
refrigeration cycles.
[0038] In an exemplary embodiment, as illustrated in
Figure 10 with continuing reference to Figures 1-9, to
compress the refrigerant using the compressor 12 in the
step 116, the refrigerant is received into the compressor
12 via the line 28 and the inlet 90 in step 124, the shaft
58 is directly driven by the aeroderivative gas turbine 14
to thereby rotate the impellers 92 and pressurize the re-
frigerant in step 126, and the pressurized refrigerant is
discharged from the compressor 12 and into the line 30
in step 128. During each of the steps 124, 126 and 128,
the flow rate of the refrigerant ranges from about 40,000
ACFM to about 70,000 ACFM. As a result of the pres-
surization of the refrigerant in the step 126, the pressu-
rized refrigerant is discharged from the compressor 12
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in the step 128 at a pressure ranging from about 30 psia
to about 300 psia. During the step 126, the shaft 58 of
the compressor 12 is directly driven by the aeroderivative
gas turbine 14 so that the shaft 58 rotates in place about
the axis 22 at a rotational speed ranging from about 2,000
rpm to about 4,000 rpm. In an exemplary embodiment,
during the step 125, the shaft 58 of the compressor 12
is directly driven by the aeroderivative gas turbine 14 so
that the shaft 58 rotates in place about the axis 22 at a
rotational speed of about 3,600 rpm.
[0039] In an exemplary embodiment, as illustrated in
Figure 11 with continuing reference to Figures 1-10, to
directly drive the shaft 58 of the compressor 12 using the
aeroderivative gas turbine 14 in the step 126, air flows
into the gas generator 16 and thus the aeroderivative gas
turbine 14 via the inlet 60 of the gas generator 16 in step
130, the air is compressed by the compressor 66 of the
gas generator 16 in step 132, and the compressed air is
mixed with fuel and ignited to produce hot gas in the
combustion chamber 68 of the gas generator 15 in step
134. The hot gas exits the gas generator 16 via the outlet
62 of the gas generator 16 and enters the power turbine
18 via the inlet 74 of the power turbine 18 in step 136.
The hot gas is directed through the expansion stages
80a, 80b, 80c, 80d, 80e and 80f of the power turbine 18
in step 138, thereby causing the shaft 56 of the power
turbine 18 to rotate in place about the axis 22, which, in
turn, directly drives the shaft 58 of the compressor 12.
More particularly, as the hot gas flows through each of
the stages 80a, 80b, 80c, 80d, 80e and 80f, the corre-
sponding static nozzle vane 84 directs the hot gas against
the corresponding rotor blade 82, thereby causing torque
to be exerted on the shaft 56, thereby causing the shaft
56 to rotate in place about the axis 22. Since the shaft
56 of the power turbine 18 is directly coupled to the shaft
58 of the compressor 12, the rotation of the shaft 56 in
the step 138 directly drives the shaft 58, causing the shaft
58 of the compressor 12 to rotate during the rotation of
the shaft 56 of the power turbine 18 in step 140. As a
result, during at least a portion of the step 140, the re-
spective rotational speeds of the shafts 56 and 58 are
substantially equal. In an exemplary embodiment, during
at least a portion of the step 140, the rotational speed of
each of the shafts 56 and 58 ranges from about 2,000
rpm to about 4,000 rpm. In an exemplary embodiment,
during at least the step 140, the rotational speed of each
of the shafts 56 and 58 is about 3,600 rpm. The hot gas
exits the power turbine 18 and thus the aeroderivative
gas turbine 14 via the exhaust 76 of the power turbine
18 in step 142. In several exemplary embodiments, dur-
ing at least a portion of the circulation of the refrigerant
through the loop 38 in the step 112, the steps 132, 134,
136, 138, 140 and 142 occur simultaneously and/or are
continually repeated.
[0040] The above-described direct coupling of the
shaft 56 of the power turbine 18 of the aeroderivative gas
turbine 14 to the shaft 58 of the compressor 12 permits
the shaft 56 to directly drive the shaft 58 in the step 126.

Since the shaft 56 directly drives the shaft 58 of the com-
pressor 12 in the step 126, no speed-changing devices,
such as, for example, gearboxes, gearing and/or similar
mechanisms, are necessary for the shaft 56 to drive the
shaft 58. The above-described direct coupling between
the shafts 56 and 58 eliminates the need for a gearbox.
The elimination of the need for a speed-changing device,
such as a gearbox, to drive the compressor 12 provides
additional liquefaction of the gas flowing into the heat
exchanger 24 via the line 48 due to increased compressor
throughput that arises from the recovery of friction power
losses that are associated with a gearbox, which are typ-
ically on the order of about 1.5%. Further, the elimination
of the need for a gearbox to drive the compressor 12
provides incremental equipment reliability and availabil-
ity due to the elimination of a major piece of rotating ma-
chinery. Still further, the elimination of the need for a gear-
box to drive the compressor 12 provides a reduced in-
stallation footprint by eliminating the gearbox from the
line of rotating machinery.
[0041] In an exemplary calculated embodiment, as il-
lustrated in Figure 12 with continuing reference to Figures
1-11, exemplary calculations were conducted, the calcu-
lation results of which indicated that the use of the aer-
oderivative gas turbine 14 having the low speed power
turbine (LSPT) 18 with the six (6) expansion stages 80a,
80b, 80c, 80d, 80e and 80f, which could be, for example,
an LM2500+G4 LSPT aeroderivative gas turbine having
a low speed power turbine (LSPT) with six (6) expansion
stages, which type of aeroderivative gas turbine is com-
mercially available from GE Aviation, Evendale, Ohio,
USA, would provide more shaft power than the use of an
aeroderivative gas turbine having a high speed power
turbine (HSPT) with two (2) expansion stages, which
could be, for example, an LM2500+G4 HSPT aeroderiv-
ative gas turbine having a high speed power turbine
(HSPT) with two (2) expansion stages, which type of high
speed power turbine may be a Dresser-Rand VECTRA™
40G4, which is commercially available from the Dresser-
Rand Company, Houston, Texas, USA, or which type of
high speed power turbine may be a General Electric
PGT25+G4, which is commercially available from GE Oil
and Gas, Florence, Italy; indeed, in an exemplary calcu-
lated embodiment, exemplary calculation results indicat-
ed that, with all other parameters being the same, the
use of the low speed power turbine (LSPT) 18 having six
(6) expansion stages 80a, 80b, 80c, 80d, 80e and 80f in
the aeroderivative gas turbine 14 would offer more shaft
power than a high speed power turbine (HSPT) having
two (2) expansion stages in the aeroderivative gas tur-
bine 14 at all site conditions for the conventional T48
control temperature of 1551 degrees F. These exemplary
calculation results were unexpected. More particularly,
as shown in Figure 12, exemplary calculations were con-
ducted using the gas turbine manufacturer’s perform-
ance cycles program in accordance with ASME PTC
22-2005, the calculation of which indicated that, with the
performance basis and all other parameters being the
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same, the use of the aeroderivative gas turbine 14 having
the low speed power turbine (LSPT) 18 with the six (6)
expansion stages 80a, 80b, 80c, 80d, 80e and 80f, which
could be, for example, an LM2500+G4 LSPT aeroderiv-
ative gas turbine having a low speed power turbine
(LSPT) with six (6) expansion stages, would offer more
shaft power over a range of ambient temperatures, such
as, for example, about 1.17% more shaft power at an
ambient temperature ranging from about 22 to about 23
degrees C, about 1.57% more shaft power at an ambient
temperature of about 27 degrees C, and about 1.38%
more shaft power at an ambient temperature ranging
from about 32 to about 33 degrees C, as compared to
the use of an aeroderivative gas turbine having a high
speed power turbine (HSPT) with two (2) expansion stag-
es, which could be, for example, an LM2500+G4 HSPT
aeroderivative gas turbine having a high speed power
turbine (HSPT) with two (2) expansion stages. These ex-
emplary calculation results were unexpected. Based on
these unexpected exemplary calculation results, it was
determined that, based on the same T48 temperature,
an aeroderivative gas turbine having a low speed power
turbine (LSPT) with six (6) expansion stages would pro-
vide more power than an aeroderivative gas turbine hav-
ing a high speed power turbine (HSPT) with two (2) ex-
pansion stages. This determination, which was based on
the exemplary calculation results, was unexpected. The
performance basis and/or parameters for the exemplary
calculations, the calculation results of which are shown
in Figure 12, included the following: conventional T48
control temperature of 1551 degrees F; 100-mm H20 inlet
and exhaust pressure losses; 70% relative humidity;
1.012-barA barometer; dry, low emissions (DLE) com-
bustor; design feed case fuel gas, 25 degrees C supply;
100% shaft speed with 3,600 rpm for LSPT and 6,100
rpm for HSPT; and gear losses not considered. Based
on the unexpected exemplary calculation results shown
in Figure 12, additional exemplary calculations were con-
ducted, the calculation results of which indicated that the
incremental benefit in liquefied natural gas (LNG) pro-
duction due to the selection of a low speed power turbine
(LSPT) in the aeroderivative gas turbine 14 over a high
speed (HSPT) in the aeroderivative gas turbine 14 would
be about $176,000,000 net present value (NPV) with re-
spect to operating income (Ol); the shaft power increase
shown in Figure 12 would enable the amount of fluid con-
verted into a liquid state, such as, for example, the
amount of produced liquefied natural gas, to increase,
resulting in an NPV of $176,000,000 with respect to op-
erating income (Ol). The assumptions for these exem-
plary calculations included the following: life cycle time
of 25 years; net present value (NPV) based on 15% yearly
discount; project cost of eight billion dollars; bank finan-
cial loan interest of 5%; gas price at entry of plant (at the
fence) of 3.5 $ per MBtu; gas price at jetty (LNG price
75% of Henry Hubb) of 6.26 $ per MBtu; LNG price per
ton of 327.7 $ per ton; LNG spot price of 655.3 $ per ton;
plant size of 4.3 MTPA per line or LNG; and two lines of

LNG.
[0042] In an exemplary embodiment, as illustrated in
Figure 13A with continuing reference to Figures 1-12, a
method of performing maintenance on the gas liquefac-
tion system 10 is generally referred to by the; reference
numeral 144 and includes decoupling the aeroderivative
gas turbine 14, including the gas generator 16 and the
power turbine 18, as a modular unit from the remainder
of the system 10 in step 146. Before, during and/or after
the step 146, maintenance is performed on at least the
aeroderivative gas turbine 14 in step 148. Before, during
and/or after the step 148, the aeroderivative gas turbine
14 is re-coupled to the remainder of the system 10 as a
modular unit in step 150.
[0043] In an exemplary embodiment, as illustrated in
Figure 13B with continuing reference to Figures 1-13A,
to decouple the aeroderivative gas turbine 14 from the
remainder of the system 10 as a modular unit in the step
146, the aeroderivative gas turbine 14 is decoupled as a
modular unit. More particularly, the inlet 60 of the gas
generator 16 of the aeroderivative gas turbine 14 is de-
coupled in step 152 from one or more lines, chutes, pipes,
conduits or the like (not shown) via which air is directed
to the gas generator 16. Before, during and/or after the
step 152, the exhaust 76 is decoupled in step 154 from
one or more lines, chutes, pipes, conduits or the like (not
shown) via which hot gas is directed away from the power
turbine 18. Before, during and/or after the steps 152 and
154, the shaft 56 of the power turbine 18 is decoupled
from the shaft 58 of the compressor 12 in step 156, which,
in an exemplary embodiment, includes decoupling the
end portion 56b of the shaft 56 of the power turbine 18
of the aeroderivative gas turbine 14 from the end portion
20a of the coupling 20. In several exemplary embodi-
ments, the step 156 includes one or more of the following:
decoupling the coupling 20 from the shaft 58 of the com-
pressor 12; decoupling the shaft 56 of the power turbine
18 from the coupling 20; decoupling the shaft 56 of the
power turbine 18 from the shaft 58 of the compressor 12;
decoupling the end portion 20b from the end portion 58a;
and decoupling the end portion 56b from the end portion
58a. In several exemplary embodiments, before, during
and/or after the steps 146 and/or 148, the power turbine
18 is decoupled from the gas generator 16 as a modular
unit.
[0044] In an exemplary embodiment, to re-couple the
aeroderivative gas turbine 14 to the remainder of the sys-
tem 10 in the step 150 of the method 144, the inlet 60 of
the gas generator 15 of the aeroderivative gas turbine
14 is re-coupled to one or more lines, chutes, pipes, con-
duits or the like (not shown) via which air is directed to
the gas generator 16, the exhaust 76 is re-coupled to one
or more lines, chutes, pipes, conduits or the like (not
shown) via which hot gas is directed away from the power
turbine 18, the shaft 56 of the power turbine 18 is re-
coupled to the shaft 58 of the compressor 12, which, in
an exemplary embodiment, includes re-coupling the end
portion 56b of the shaft 56 of the power turbine 18 of the
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aeroderivative gas turbine 14 to the end portion 20a of
the coupling 20. In several exemplary embodiments, re-
coupling the shaft 56 to the shaft 58 includes one or more
of the following: re-coupling the coupling 20 to the shaft
58 of the compressor 12; re-coupling the shaft 56 of the
power turbine 18 to the coupling 20; re-coupling the shaft
56 of the power turbine 18 to the shaft 58 of the com-
pressor 12; re-coupting the end portion 20b to the end
portion 58a; and re-coupling the end portion 56b to the
end portion 58a. In several exemplary embodiments, be-
fore, during and/or after the steps 146, 148 and/or 150,
the power turbine 18 is re-coupled to the gas generator
15 as a modular unit.
[0045] In an exemplary embodiment, as illustrated in
Figure 13C with continuing reference to Figures 1-13B,
a method of performing maintenance on the gas lique-
faction system 10 is generally referred to by the reference
numeral 157 and includes decoupling the aeroderivative
gas turbine 14, including the gas generator 16 and the
power turbine 18, as a modular unit from the remainder
of the system 10 in step 157a. Before, during and/or after
the step 157a, a spare aeroderivative gas turbine, which
is substantially similar to the aeroderivative gas turbine
14, is coupled to the remainder of the system 10 as a
modular unit in step 157b, after which the system 10 is
operated in step 157c in accordance with the foregoing.
Before, during and/or after the steps 157a, 157b and/or
157c, maintenance is performed on at least the aerode-
rivative gas turbine 14 in step 157d. Before, during and/or
after the step 157d, the spare aeroderivative gas turbine
is decoupled from the remainder of the system 10 in step
157e. Before, during and/or after the steps 157d and/or
157e, the aeroderivative gas turbine 14 is re-coupled to
the remainder of the system 10 as a modular unit in step
157f. The step 157a is substantially similar to the step
146 and therefore will not be described in detail. The step
157b is substantially similar to the step 150 and therefore
will not be described in detail, except that the spare aer-
oderivative gas turbine is coupled to the remainder of the
system 10 in the step 157b, rather than the aeroderivative
gas turbine 14. The step 157c is substantially similar to
the method 96 and therefore will not be described in de-
tail, except that the system 10 is operated with the spare
aeroderivative gas turbine in the step 157c, rather than
the aeroderivative gas turbine 14. The step 157d is sub-
stantially similar to the step 148 and therefore will not be
described in detail. The step 157e is substantially similar
to either the step 146 or the step 157a and therefore will
not be described in detail, except that the spare aerode-
rivative gas turbine is decoupled from the remainder of
the system 10 in the step 157e, rather the aeroderivative
gas turbine 14. The step 157f is substantially similar to
the step 150 and therefore will not be described in detail.
[0046] The relatively low weight of the aeroderivative
gas turbine 14, and the decoupling of the aeroderivative
gas turbine 14 from the remainder of the system 10 as a
modular unit in the step 146 or 157a, make the aerode-
rivative gas turbine 14 readily removable from the com-

pressor 12 in the form of a complete gas turbine. The
modularity of the aeroderivative gas turbine 14, with re-
spect to at least the compressor 12, results in a substan-
tial reduction in "down time" in that, during routine main-
tenance, the aeroderivative gas turbine 14 and/or its
components such as the gas generator 16 and/or the
power turbine 18 do not need to be disassembled in place
in the system 10 and/or while the aeroderivative gas tur-
bine 14 is coupled to the compressor 12. In an exemplary
embodiment, the modularity of the aeroderivative gas tur-
bine 14, i.e., the ability to decouple the aeroderivative
gas turbine 14 from the remainder of the system 10 as a
modular unit in the step 146 or 157a, translates to up to
ten (10) or more days of production over a typical project
evaluation life cycle, thereby providing substantially
greater economic return on the capital investment of the
owner(s) of the system 10.
[0047] In an exemplary embodiment, as illustrated in
Figure 14 with continuing reference to Figures 1-13C,
exemplary calculations were conducted, the calculation
results of which indicated that the use of the aeroderiv-
ative gas turbine 14 having the low speed power turbine
(LSPT) 18 with the six (6) expansion stages 80a, 80b,
80c, 80d, 80e and 80f, which could be, for example, an
LM2500+G4 LSPT aeroderivative gas turbine having a
low speed power turbine (LSPT) with six (6) expansion
stages, which type of aeroderivative gas turbine is com-
mercially available from GE Aviation, Evendale, Ohio,
USA, would reduce the cost associated with cumulative
loss of production as a result of "down time" for routine
and/or scheduled maintenance of at least the aeroderiv-
ative gas turbine 14, that is, the cost associated with not
being able to convert as much of the fluid as possible
into a liquid state in the step 100 of the method 96 be-
cause the aeroderivative gas turbine 14 and the com-
pressor 12 are inoperable due to routine and/or sched-
uled maintenance, than the use of an aeroderivative gas
turbine having a high speed power turbine (HSPT) with
two (2) expansion stages, which could be, for example,
an LM2500+G4 HSPT aeroderivative gas turbine having
a high speed power turbine (HSPT) with two (2) expan-
sion stages, which type of high speed power turbine may
be a Dresser-Rand VECTRA® 40G4, which is commer-
cially available from the Dresser-Rand Company, Hou-
ston, Texas, USA, or which type of high speed power
turbine may be a General Electric PGT25+G4, which is
commercially available from GE Oil and Gas, Florence,
Italy. As shown in Figure 14, exemplary calculations were
conducted, the calculation results of which indicated that,
with the performance basis and all other parameters be-
ing the same, the use of the aeroderivative gas turbine
14 having the low speed power turbine (LSPT) 18 with
the six (6) expansion stages 80a, 80b, 80c, 80d, 80e and
80f, which could be, for example, an LM2500+G4 LSPT
aeroderivative gas turbine having a low speed power tur-
bine (LSPT) with six (6) expansion stages, in accordance
with the method 157, would provide a cost savings as-
sociated with cumulative loss of production as a result of
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"down time" for routine and/or scheduled maintenance
over the operational life of the aeroderivative gas turbine
14 of, for example, about $10,000,000 after an opera-
tional time period of about eight years, and about
$27,000,000 after an operational time period of about
twenty five years, as compared to the use of an aerode-
rivative gas turbine having a high speed power turbine
(HSPT) with two (2) expansion stages, which could be,
for example, an LM2500+G4 HSPT aeroderivative gas
turbine having a high speed power turbine (HSPT) with
two (2) expansion stages. These exemplary calculation
results were unexpected. The cost savings shown in Fig-
ure 14 are based on, inter alia, the scheduled mainte-
nance for both the LM2500+G4 LSPT aeroderivative gas
turbine and the LM2500+G4 HSPT aeroderivative gas
turbine, plant nominal capacity, and incremental sales
rather than operating income (01). The shorter mainte-
nance schedule of the aeroderivative gas turbine 14 hav-
ing the low speed power turbine (LSPT) 18 with the six
(6) expansion stages 80a, 80b, 80c, 80d, 80e and 80f
would provide the exemplary calculated cost savings
shown in Figure 14. More particularly, the execution of
the method 157 greatly reduces the amount of days of
"down time" of the aeroderivative gas turbine 14 and the
compressor 12, The exemplary calculated cost savings
shown in Figure 14 assume that routine and/or scheduled
maintenance performed on at least the aeroderivative
gas turbine 14, in accordance with the method 157, would
take no more than about two days.
[0048] In an exemplary embodiment, as illustrated in
Figure 15 with continuing reference to Figures 1-14, a
system is generally referred to by the reference numeral
158 and includes several parts of the system 10, which
parts are given the same reference numerals. As shown
in Figure 15, the system 158 further includes a compres-
sor 160 directly coupled to the compressor 12 via a cou-
pling 162. The compressor 160 is fluidicly coupled be-
tween the heat exchanger 24 and a condenser 164 via
lines 166 and 168, respectively. An expansion element,
such as an expansion valve 170, is fluidicly coupled be-
tween the condenser 164 and the heat exchanger 24 via
lines 172 and 174, respectively. The heat exchanger 24,
the compressor 160, the condenser 164, the expansion
valve 170, and the lines 166, 168, 172 and 174 together
form, or are at least a part of, a loop 176, through which
a refrigerant is adapted to circulate in a direction indicated
by arrows 178, 180, 182 and 184. In an exemplary em-
bodiment, the compressor 12 in the system 158 is a dou-
ble flow compressor, and the compressor 160 is a single
flow compressor.
[0049] In an exemplary embodiment, the operation of
the system 158 is similar to the method 96 of operation
of the system 10 and will not be described in detail, except
that the aeroderivative gas turbine 14 also drives the
compressor 160, in addition to driving the compressor
12; the step 112 includes circulating refrigerant through
the loop 176, in addition to circulating refrigerant through
the loop 38; and the step 114 includes transferring heat

from the fluid, which flows through the line 48, the heat
exchanger 24, and the line 50, into the refrigerant circu-
lating through the loop 176, in addition to the refrigerant
circulating through the loop 38. In an exemplary embod-
iment, maintenance is performed on the system 158 in
a manner substantially similar to the method 144. In an
exemplary embodiment, maintenance is performed on
the system 158 in a manner substantially similar to the
method 157.
[0050] In several exemplary embodiments, instead of,
or in addition to one or more of the compressors 12 and
160, one or more other compressors are driven by the
aeroderivative gas turbine 14 in the systems 10 and/or
158.
[0051] In several exemplary embodiments, one or
more waste heat recovery cycles and/or systems are op-
erably coupled to the aeroderivative gas turbine 14. In
several exemplary embodiments, one or more waste
heat recovery cycles and/or systems are operably cou-
pled between the aeroderivative gas turbine 14 and the
heat exchanger 24. In several exemplary embodiments,
one or more waste heat recovery cycles and/or systems
are operably coupled to the aeroderivative gas turbine
14 and one or more other components of the system 10
such as, for example, one or more of the heat exchanger
24, the line 48, the line 50, and/or any combination there-
of. In several exemplary embodiments, one or more
waste heat recovery cycles and/or systems are operably
coupled to the aeroderivative gas turbine 14 and one or
more other components of the system 158 such as, for
example, one or more of the heat exchanger 24, the line
48, the line 50, and/or any combination thereof.
[0052] A system has been described that includes a
compressor system including a compressor through
which a refrigerant is adapted to flow, the compressor
including a first shaft; and an aeroderivative gas turbine
for driving the compressor, the aeroderivative gas turbine
including a gas generator; and a low speed power turbine
coupled to the gas generator, the low speed power tur-
bine including a second shaft directly coupled to the first
shaft of the compressor for directly driving the first shaft;
wherein the respective rotational speeds of the first and
second shafts are substantially equal. In an exemplary
embodiment, the system includes a gas liquefaction sys-
tem for converting at least a portion of a fluid from a gas
state into a liquid state, the fluid in the gas state including
natural gas, the fluid in the liquid state including liquefied
natural gas, the gas liquefaction system including one or
more cooling stages including the refrigerant; and a loop
through which the refrigerant is adapted to circulate, the
loop including a heat exchanger for transferring heat out
of the fluid and into the refrigerant; the compressor of the
compressor system for pressurizing the refrigerant; a
condenser for transferring heat out of the refrigerant; and
an expansion element for expanding the refrigerant;
wherein the aeroderivative gas turbine is coupled to the
compressor as a modular unit; wherein the low speed
power turbine is coupled to the gas generator as a mod-
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ular unit; wherein the compressor comprises a centrifugal
compressor; wherein the refrigerant flows through the
centrifugal compressor at a flow rate ranging from about
40,000 actual cubic feet per minute to about 70,000 ac-
tual cubic feet per minute; wherein the compressor pres-
surizes the refrigerant so that the pressurized refrigerant
is discharged from the compressor at a pressure ranging
from about 30 pounds per square inch absolute to about
300 pounds per square inch absolute; wherein the low
speed power turbine includes at least six expansion stag-
es for driving the second shaft; wherein the at least six
expansion stages drives the second shaft so that the low
speed power turbine has a power rating of less than about
55,000 horsepower; wherein the first and second shafts
are generally axially aligned; and wherein the rotational
speed of the first and second shafts ranges from about
2,000 revolutions per minute to about 4,000 revolutions
per minute. In an exemplary embodiment, the first and
second shafts are generally axially aligned; and wherein
the rotational speed of the first and second shafts ranges
from about 2,000 revolutions per minute to about 4,000
revolutions per minute. In an exemplary embodiment, the
compressor comprises a centrifugal compressor config-
ured so that the refrigerant is adapted to flow through the
centrifugal compressor at a flow rate ranging from about
40,000 actual cubic feet per minute to about 70,000 ac-
tual cubic feet per minute; and wherein the centrifugal
compressor is configured to pressurize the refrigerant so
that the pressurized refrigerant is discharged from the
centrifugal compressor at a pressure ranging from about
30 pounds per square inch absolute to about 300 pounds
per square inch absolute. In an exemplary embodiment,
the low speed power turbine includes at least six expan-
sion stages for driving the second shaft; and wherein the
at least six expansion stages drives the second shaft so
that the low speed power turbine has a power rating of
less than about 55,000 horsepower. In an exemplary em-
bodiment, the aeroderivative gas turbine is coupled to
the compressor as a modular unit; and wherein the low
speed power turbine is coupled to the gas generator as
a modular unit. In an exemplary embodiment, the system
includes a gas liquefaction system for converting at least
a portion of a fluid from a gas state into a liquid state, the
fluid in the gas state including natural gas, the fluid in the
liquid state including liquefied natural gas, the gas lique-
faction system including one or more cooling stages in-
cluding the refrigerant; and a loop through which the re-
frigerant is adapted to circulate, the loop including a heat
exchanger for transferring heat out of the fluid and into
the refrigerant; the compressor of the compressor system
for pressurizing the refrigerant; a condenser for transfer-
ring heat out of the refrigerant; and an expansion element
for expanding the refrigerant.
[0053] A method has been described that includes pro-
viding a compressor including a first shaft; providing an
aeroderivative gas turbine including a power turbine in-
cluding a second shaft; directly coupling the second shaft
of the power turbine to the first shaft of the compressor;

circulating a refrigerant through the compressor; and
pressurizing the refrigerant with the compressor, includ-
ing directly driving the compressor using the aeroderiv-
ative gas turbine, including rotating the first shaft of the
power turbine at a first rotational speed; and rotating the
second shaft of the compressor at a second rotational
speed; wherein the first and second rotational speeds
are substantially equal. In an exemplary embodiment,
the method includes converting at least a portion of a
fluid from a gas state into a liquid state, the fluid in the
gas state including natural gas, the fluid in the liquid state
including liquefied natural gas; wherein converting at
least a portion of the fluid from the gas state into the liquid
state includes transferring heat from the fluid and into the
refrigerant; wherein the compressor comprises a centrif-
ugal compressor; wherein the power turbine is a low
speed power turbine including at least six expansion
stages; wherein circulating the refrigerant through the
compressor includes circulating the refrigerant through
the compressor at a flow rate ranging from about 40,000
actual cubic feet per minute to about 70,000 actual cubic
feet per minute; wherein pressurizing the refrigerant with
the compressor includes pressurizing the refrigerant with
the compressor so that the pressurized refrigerant is dis-
charged from the compressor at a pressure ranging from
about 30 pounds per square inch absolute to about 300
pounds per square inch absolute; wherein rotating the
first shaft of the power turbine at the first rotational speed
includes driving the first shaft using the at least six ex-
pansion stages so that the low speed power turbine has
a power rating of less than about 55,000 horsepower;
wherein the first and second shafts are generally axially
aligned; and wherein each of the first and second rota-
tional speeds ranges from about 2,000 revolutions per
minute to about 4,000 revolutions per minute. In an ex-
emplary embodiment, the method includes converting at
least a portion of a fluid from a gas state into a liquid
state, the fluid in the gas state including natural gas, the
fluid in the liquid state including liquefied natural gas;
wherein converting at least a portion of the fluid from the
gas state into the liquid state incudes transferring heat
from the fluid and into the refrigerant. In an exemplary
embodiment, the compressor comprises a centrifugal
compressor; wherein circulating the refrigerant through
the compressor includes circulating the refrigerant
through the compressor at a flow rate ranging from about
40,000 actual cubic feet per minute to about 70,000 ac-
tual cubic feet per minute; and wherein pressurizing the
refrigerant with the compressor includes pressurizing the
refrigerant with the compressor so that the pressurized
refrigerant is discharged from the compressor at a pres-
sure ranging from about 30 pounds per square inch ab-
solute to about 300 pounds per square inch absolute. In
an exemplary embodiment, the power turbine is a low
speed power turbine including at least six expansion
stages; and wherein rotating the first shaft of the power
turbine at the first rotational speed includes driving the
first shaft using the at least six expansion stages so that
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the low speed power turbine has a power rating of less
than about 55,000 horsepower. In an exemplary embod-
iment, the method includes decoupling the aeroderiva-
tive gas turbine from the compressor as a modular unit;
performing maintenance on at least the aeroderivative
gas turbine; and re-coupling the aeroderivative gas tur-
bine to the compressor as a modular unit. In an exemplary
embodiment, decoupling the aeroderivative gas turbine
from the compressor as a modular unit includes decou-
pling the first shaft of the power turbine from the second
shaft of the compressor; and wherein re-coupling the aer-
oderivative gas turbine to the compressor as a modular
unit includes re-coupling the first shaft of the power tur-
bine to the second shaft of the compressor. In an exem-
plary embodiment, the first and second shafts are gen-
erally axially aligned; and wherein each of the first and
second rotational speeds ranges from about 2,000 rev-
olutions per minute to about 4,000 revolutions per minute.
[0054] A method has been described that includes pro-
viding a gas liquefaction system including a compressor
and an aeroderivative gas turbine coupled thereto, the
aeroderivative gas turbine including a gas generator and
a power turbine coupled thereto; decoupling the aerode-
rivative gas turbine from a remainder of the gas liquefac-
tion system as a modular unit; performing maintenance
on at least the aeroderivative gas turbine; and re-coupling
the aeroderivative gas turbine to the remainder of the
gas liquefaction system as a modular unit after decou-
pling the aeroderivative gas turbine from the remainder
of the gas liquefaction system as a modular unit. In an
exemplary embodiment, the aeroderivative gas turbine
includes an inlet for receiving air into the gas generator;
wherein the power turbine includes an exhaust for dis-
charging gas from the power turbine, wherein the exhaust
is fluidicly coupled to the inlet when the aeroderivative
gas turbine is in the form of the modular unit, and a first
shaft; wherein the compressor includes a second shaft
directly coupled to the first shaft of the power turbine
when the aeroderivative gas turbine is coupled to the
compressor; and wherein decoupling the aeroderivative
gas turbine from the remainder of the gas liquefaction
system as a modular unit includes decoupling the inlet
of the gas generator from means via which the air is
adapted to be directed to the gas generator; decoupling
the exhaust of the power turbine from means via which
the gas is adapted to be directed away from the power
turbine; and decoupling the first shaft from the second
shaft. In an exemplary embodiment, re-coupling the aer-
oderivative gas turbine to the remainder of the gas liq-
uefaction system as a modular unit includes re-coupling
the inlet of the gas generator to the means via which the
air is adapted to be directed to the gas generator; re-
coupling the exhaust of the power turbine to the means
via which the gas is adapted to be directed away from
the power turbine; and re-coupling the first shaft to the
second shaft. In an exemplary embodiment, the method
includes converting at least a portion of a fluid from a gas
state into a liquid state, the fluid in the gas state including

natural gas, the fluid in the liquid state including liquefied
natural gas; wherein converting at least a portion of the
fluid from the gas state to the liquid state includes sub-
jecting the fluid to one or more cooling stages, including
receiving fluid into a heat exchanger fluidicly coupled to
the compressor; removing heat from the fluid using the
heat exchanger; and discharging the fluid from the heat
exchanger; and wherein removing heat from the fluid us-
ing the heat exchanger includes circulating a refrigerant
through a loop, the loop including the heat exchanger
and the compressor; and transferring heat from the fluid
and to the refrigerant during circulating the refrigerant
through the loop, including transferring heat from the fluid
and to the refrigerant using the heat exchanger; and pres-
surizing the refrigerant with the compressor, including
directly driving the compressor using the aeroderivative
gas turbine, including rotating the first shaft of the power
turbine at a first rotational speed; and rotating the second
shaft of the compressor at a second rotational speed;
wherein the first and second rotational speeds are sub-
stantially equal. In an exemplary embodiment, the meth-
od includes coupling a spare aeroderivative gas turbine
to the remainder of the gas liquefaction system as a mod-
ular unit; operating the gas liquefaction system with the
spare aeroderivative gas turbine; and decoupling the
spare aeroderivative gas turbine from the remainder of
the gas liquefaction system as a modular unit.
[0055] It is understood that variations may be made in
the foregoing without departing from the scope of the
disclosure. In several exemplary embodiments, the ele-
ments and teachings of the various illustrative exemplary
embodiments may be combined in whole or in part in
some or all of the illustrative exemplary embodiments, In
addition, one or more of the elements and teachings of
the various illustrative exemplary embodiments may be
omitted, at least in part, and/or combined, at least in part,
with one or more of the other elements and teachings of
the various illustrative embodiments.
[0056] Any spatial references such as, for example,
"upper," "lower," "above," "below," "between," "bottom,"
"vertical," "horizontal," "angular," "upwards," "down-
wards," "side-to-side," "left-to-right," "left," "right," "right-
to-left," "top-to-battom," "bottom-to-top," "top," "bottom,"
"bottom-up," "top-down," etc., are for the purpose of il-
lustration only and do not limit the specific orientation or
location of the structure described above.
[0057] In several exemplary embodiments, while dif-
ferent steps, processes, and procedures are described
as appearing as distinct acts, one or more of the steps,
one or more of the processes, and/or one or more of the
procedures may also be performed in different orders,
simultaneously and/or sequentially. In several exemplary
embodiments, the steps, processes and/or procedures
may be merged into one or more steps, processes and/or
procedures, In several exemplary embodiments, one or
more of the operational steps in each embodiment may
be omitted. Moreover, in some instances, some features
of the present disclosure may be employed without a
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corresponding use of the other features. Moreover, one
or more of the above-described embodiments and/or var-
iations may be combined in whole or in part with any one
or more of the other above-described embodiments
and/or variations. In the claims, any means-plus-function
clauses are intended to cover the structures described
herein as performing the recited function and not only
structural equivalents, but also equivalent structures.
[0058] [0057A] The present application is a divisional
application of EP 08857104.7. The original claims of EP
08857104.7 are presented as statements below, so that
the subject matter of those claims is included in its entirety
in the present application.

Statement 1. A system for compressing a refrigerant,
the system comprising:

a compressor system comprising:

a compressor through which the refrigerant
is adapted to flow, the compressor compris-
ing a first shaft; and
an aeroderivative gas turbine for driving the
compressor, the aeroderivative gas turbine
comprising:

a gas generator; and
a low speed power turbine coupled to
the gas generator, the low speed power
turbine comprising a second shaft di-
rectly coupled to the first shaft of the
compressor for directly driving the first
shaft;

wherein the respective rotational speeds of
the first and second shafts are substantially
equal.

Statement 2. The system of statement 1, further
comprising:

a gas liquefaction system for converting at least
a portion of a fluid from a gas state into
a liquid state, the fluid in the gas state comprising
natural gas, the fluid in the liquid state compris-
ing liquefied natural gas, the gas liquefaction
system comprising:

one or more cooling stages comprising:

the refrigerant; and
a loop through which the refrigerant is
adapted to circulate, the loop

comprising:

a heat exchanger for transfer-
ring heat out of the fluid and

into the refrigerant;
the compressor of the com-
pressor system for pressuriz-
ing the refrigerant;
a condenser for transferring
heat out of the refrigerant; and
an expansion element for ex-
panding the refrigerant;

wherein the aeroderivative gas turbine is coupled to
the compressor as a modular unit;
wherein the low speed power turbine is coupled to
the gas generator as a modular unit;
wherein the compressor comprises a centrifugal
compressor;
wherein the refrigerant flows through the centrifugal
compressor at a flow rate ranging from about 40,000
actual cubic feet per minute to about 70,000 actual
cubic feet per minute;
wherein the compressor pressurizes the refrigerant
so that the pressurized refrigerant is discharged from
the compressor at a pressure ranging from about 30
pounds per square inch absolute to about 300
pounds per square inch absolute;
wherein the low speed power turbine comprises at
least six expansion stages for driving the second
shaft;
wherein the at least six expansion stages drives the
second shaft so that the low speed power turbine
has a power rating of less than about 55,000 horse-
power;
wherein the first and second shafts are generally ax-
ially aligned; and
wherein the rotational speed of the first and second
shafts ranges from about 2,000 revolutions per
minute to about 4,000 revolutions per minute.

Statement 3. The system of statement 1, wherein
the first and second shafts are generally axially
aligned; and
wherein the rotational speed of the first and second
shafts ranges from about 2,000 revolutions per
minute to about 4,000 revolutions per minute.

Statement 4. The system of statement 1, wherein
the compressor comprises a centrifugal compressor
configured so that the refrigerant is adapted to flow
through the centrifugal compressor at a flow rate
ranging from about 40,000 actual cubic feet per
minute to about 70,000 actual cubic feet per minute;
and
wherein the centrifugal compressor is configured to
pressurize the refrigerant so that the pressurized re-
frigerant is discharged from the centrifugal compres-
sor at a pressure ranging from about 30 pounds per
square inch absolute to about 300 pounds per
square inch absolute.
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Statement 5. The system of statement 1, wherein
the low speed power turbine comprises at least six
expansion stages for driving the second shaft; and
wherein the at least six expansion stages drives the
second shaft so that the low speed power turbine
has a power rating of less than about 55,000 horse-
power.

Statement 6. The system of statement 1, wherein
the aeroderivative gas turbine is coupled to the com-
pressor as a modular unit; and
wherein the low speed power turbine is coupled to
the gas generator as a modular unit.

Statement 7. The system of statement 1, further
comprising:

a gas liquefaction system for converting at least
a portion of a fluid from a gas state into
a liquid state, the fluid in the gas state comprising
natural gas, the fluid in the liquid state compris-
ing liquefied natural gas, the gas liquefaction
system comprising:

one or more cooling stages comprising:

the refrigerant; and
a loop through which the refrigerant is
adapted to circulate, the loop compris-
ing:

a heat exchanger for transferring
heat out of the fluid and into the
refrigerant;
the compressor of the compressor
system for pressurizing the refrig-
erant;
a condenser for transferring heat
out of the refrigerant; and an ex-
pansion element for expanding the
refrigerant.

Statement 8. A method of compressing a refrigerant,
the method comprising:

providing a compressor having a first shaft;
providing an aeroderivative gas turbine having
a power turbine that includes a second
shaft;
directly coupling the second shaft of the power
turbine to the first shaft of the
compressor;
circulating the refrigerant through the compres-
sor; and
pressurizing the refrigerant with the compres-
sor, comprising:

directly driving the compressor using the

aeroderivative gas turbine, comprising:

rotating the first shaft of the power tur-
bine at a first rotational speed; and
rotating the second shaft of the com-
pressor at a second rotational speed;

wherein the first and second rotational
speeds are substantially equal.

Statement 9. The method of statement 8, further
comprising:

converting at least a portion of a fluid from a gas
state into a liquid state, the fluid in the
gas state comprising natural gas, the fluid in the
liquid state comprising liquefied natural gas;

wherein converting at least a portion of the fluid from
the gas state into the liquid state comprises trans-
ferring heat from the fluid and into the refrigerant;
wherein the compressor comprises a centrifugal
compressor;
wherein the power turbine is a low speed power tur-
bine comprising at least six expansion stages;
wherein circulating the refrigerant through the com-
pressor comprises circulating the refrigerant through
the compressor at a flow rate ranging from about
40,000 actual cubic feet per minute to about 70,000
actual cubic feet per minute;

wherein pressurizing the refrigerant with the com-
pressor comprises pressurizing the refrigerant with
the compressor so that the pressurized refrigerant
is discharged from the compressor at a pressure
ranging from about 30 pounds per square inch ab-
solute to about 300 pounds per square inch absolute;
wherein rotating the first shaft of the power turbine
at the first rotational speed comprises driving the first
shaft using the at least six expansion stages so that
the low speed power turbine has a power rating of
less than about 55,000 horsepower;
wherein the first and second shafts are generally ax-
ially aligned; and
wherein each of the first and second rotational
speeds ranges from about 2,000 revolutions per
minute to about 4,000 revolutions per minute.

Statement 10. The method of statement 8, further
comprising:

converting at least a portion of a fluid from a gas
state into a liquid state, the fluid in the
gas state comprising natural gas, the fluid in the
liquid state comprising liquefied natural gas;

wherein converting at least a portion of the fluid from
the gas state into the liquid state comprises trans-
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ferring heat from the fluid and into the refrigerant.

Statement 11. The method of statement 8, wherein
the compressor comprises a centrifugal compressor;
wherein circulating the refrigerant through the com-
pressor comprises circulating the refrigerant through
the compressor at a flow rate ranging from about
40,000 actual cubic feet per minute to about 70,000
actual cubic feet per minute; and
wherein pressurizing the refrigerant with the com-
pressor comprises pressurizing the refrigerant with
the compressor so that the pressurized refrigerant
is discharged from the compressor at a pressure
ranging from about 30 pounds per square inch ab-
solute to about 300 pounds per square inch absolute.

Statement 12. The method of statement 8, wherein
the power turbine is a low speed power turbine com-
prising at least six expansion stages; and
wherein rotating the first shaft of the power turbine
at the first rotational speed comprises driving the first
shaft using the at least six expansion stages so that
the low speed power turbine has a power rating of
less than about 55,000 horsepower.

Statement 13. The method of statement 8, further
comprising:

decoupling the aeroderivative gas turbine from
the compressor as a modular unit;
performing maintenance on at least the aerode-
rivative gas turbine; and
re-coupling the aeroderivative gas turbine to the
compressor as a modular unit.

Statement 14. The method of statement 13, wherein
decoupling the aeroderivative gas turbine from the
compressor as a modular unit comprises decoupling
the first shaft of the power turbine from the second
shaft of the compressor; and
wherein re-coupling the aeroderivative gas turbine
to the compressor as a modular unit comprises re-
coupling the first shaft of the power turbine to the
second shaft of the compressor.

Statement 15. The method of statement 8, wherein
the first and second shafts are generally axially
aligned; and
wherein each of the first and second rotational
speeds ranges from about 2,000 revolutions per
minute to about 4,000 revolutions per minute.

Statement 16. A method of performing maintenance
on a gas liquefaction system, the method compris-
ing:

providing the gas liquefaction system compris-
ing a compressor and an aeroderivative

gas turbine coupled thereto, the aeroderivative
gas turbine comprising a gas generator and a
power turbine coupled thereto;
decoupling the aeroderivative gas turbine from
a remainder of the gas liquefaction
system as a modular unit;
performing maintenance on at least the aerode-
rivative gas turbine; and
re-coupling the aeroderivative gas turbine to the
remainder of the gas liquefaction
system as a modular unit after decoupling the
aeroderivative gas turbine from the remainder
of the gas liquefaction system as a modular unit.

Statement 17. The method of statement 16, wherein
the aeroderivative gas turbine comprises an inlet for
receiving air into the gas generator;
wherein the power turbine comprises:

an exhaust for discharging gas from the power
turbine, wherein the exhaust is
fluidicly coupled to the inlet when the aeroderiv-
ative gas turbine is in the form of the modular
unit, and
a first shaft;

wherein the compressor comprises a second shaft
directly coupled to the first shaft of the power turbine
when the aeroderivative gas turbine is coupled to
the compressor; and wherein decoupling the aero-
derivative gas turbine from the remainder of the gas
liquefaction system as a modular unit comprises:

decoupling the inlet of the gas generator from
means via which the air is adapted to be directed
to the gas generator;
decoupling the exhaust of the power turbine
from means via which the gas is adapted to be
directed away from the power turbine; and
decoupling the first shaft from the second shaft.

Statement 18. The method of statement 17, wherein
re-coupling the aeroderivative gas turbine to the re-
mainder of the gas liquefaction system as a modular
unit comprises:

re-coupling the inlet of the gas generator to the
means via which the air is adapted to be directed
to the gas generator;
re-coupling the exhaust of the power turbine to
the means via which the gas is adapted to be
directed away from the power turbine; and
re-coupling the first shaft to the second shaft.

Statement 19. The method of statement 18, further
comprising:

converting at least a portion of a fluid from a gas
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state into a liquid state, the fluid in the
gas state comprising natural gas, the fluid in the
liquid state comprising liquefied natural gas;

wherein converting at least a portion of the fluid from
the gas state to the liquid state comprises:

subjecting the fluid to one or more cooling stag-
es, comprising:

receiving fluid into a heat exchanger fluidicly
coupled to the compressor;
removing heat from the fluid using the heat
exchanger; and
discharging the fluid from the heat exchang-
er;

and
wherein removing heat from the fluid using the heat
exchanger comprises:

circulating a refrigerant through a loop, the loop
comprising the heat exchanger
and the compressor; and
transferring heat from the fluid and to the refrig-
erant during circulating the refrigerant through
the loop, comprising:

transferring heat from the fluid and to the
refrigerant using the heat exchanger; and
pressurizing the refrigerant with the com-
pressor, comprising: directly driving the
compressor using the aeroderivative gas
turbine, comprising:

rotating the first shaft of the power tur-
bine at a first rotational speed; and
rotating the second shaft of the com-
pressor at a second rotational speed;

wherein the first and second rotational
speeds are substantially equal.

Statement 20. The method of statement 16, further
comprising:

coupling a spare aeroderivative gas turbine to
the remainder of the gas liquefaction system as
a modular unit;
operating the gas liquefaction system with the
spare aeroderivative gas turbine; and decou-
pling the spare aeroderivative gas turbine from
the remainder of the gas liquefaction system as
a modular unit.

[0059] The foregoing has outlined features of several
embodiments so that those skilled in the art may better
understand the detailed description that follows. Those

skilled in the art should appreciate that they may readily
use the present disclosure as a basis for designing or
modifying other processes and structures for carrying out
the same purposes and/or achieving the same advan-
tages of the embodiments introduced herein. Those
skilled in the art should also realize that such equivalent
constructions do not depart from the spirit and scope of
the present disclosure, and that they may make various
changes, substitutions and alterations herein without de-
parting from the spirit and scope of the present disclo-
sure.

Claims

1. A method of performing maintenance on a gas liq-
uefaction system, the method comprising:

providing the gas liquefaction system compris-
ing a compressor and an aeroderivative
gas turbine coupled thereto, the aeroderivative
gas turbine comprising a gas generator and a
power turbine coupled thereto;
decoupling the aeroderivative gas turbine from
a remainder of the gas liquefaction
system as a modular unit;
performing maintenance on at least the aerode-
rivative gas turbine; and
re-coupling the aeroderivative gas turbine to the
remainder of the gas liquefaction
system as a modular unit after decoupling the
aeroderivative gas turbine from the remainder
of the gas liquefaction system as a modular unit.

2. The method of claim 1, wherein the aeroderivative
gas turbine comprises an inlet for receiving air into
the gas generator;
wherein the power turbine comprises:

an exhaust for discharging gas from the power
turbine, wherein the exhaust is
fluidicly coupled to the inlet when the aeroderiv-
ative gas turbine is in the form of the modular
unit, and
a first shaft;

wherein the compressor comprises a second shaft
directly coupled to the first shaft of
the power turbine when the aeroderivative gas tur-
bine is coupied to the compressor; and
wherein decoupling the aeroderivative gas turbine
from the remainder of the gas
liquefaction system as a modular unit comprises:

decoupling the inlet of the gas generator from
means via which the air is adapted
to be directed to the gas generator;
decoupling the exhaust of the power turbine
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from means via which the gas is
adapted to be directed away from the power tur-
bine; and decoupling the first shaft from the sec-
ond shaft.

3. The method of claim 2; wherein re-coupling the aer-
oderivative gas turbine to the remainder of the gas
liquefaction system as a modular unit comprises:

re-coupling the inlet of the gas generator to the
means via which the air is adapted to be
directed to the gas generator;
re-coupling the exhaust of the power turbine to
the means via which the gas is adapted
to be directed away from the power turbine; and
re-coupling the first shaft to the second shaft.

4. The method of claim 3, further comprising:

converting at least a portion of a fluid from a gas
state into a liquid state, the fluid in the
gas state comprising natural gas, the fluid in the
liquid state comprising liquefied natural gas;
wherein converting at least a portion of the fluid
from the gas state to the liquid state
comprises:

subjecting the fluid to one or more cooling
stages, comprising:

receiving fluid into a heat exchanger flu-
idicly coupled to the compressor;
removing heat from the fluid using the
heat exchanger; and
discharging the fluid from the heat ex-
changer;

and
wherein removing heat from the fluid using the
heat exchanger comprises:

circulating a refrigerant through a loop, the
loop comprising the heat exchanger
and the compressor; and
transferring heat from the fluid and to the
refrigerant during circulating the
refrigerant through the loop, comprising:

transferring heat from the fluid and to
the refrigerant using the heat exchang-
er; and
pressurizing the refrigerant with the
compressor, comprising:

directly driving the compressor us-
ing the aeroderivative gas
turbine, comprising:

rotating the first shaft of the
power turbine at a first
rotational speed; and
rotating the second shaft of the
compressor at a second
rotational speed;

wherein the first and second rota-
tional speeds are substantially
equal.

5. The method of claim 1, further comprising:

coupling a spare aeroderivative gas turbine to
the remainder of the gas liquefaction
system as a modular unit;
operating the gas liquefaction system with the
spare aeroderivative gas turbine; and
decoupling the spare aeroderivative gas turbine
from the remainder of the gas
liquefaction system as a modular unit.
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