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(54) Air conditioner

(57) It is an object of the present invention, in a ceiling
embedded type or ceiling suspended type air conditioner,
to make the air current distribution inside the air condi-
tioned room satisfactory, and to simplify the structure
needed to regulate the wind direction of the air current
blown out from each of the outlets. The air conditioner
(1) principally comprises a face panel (3) formed by an
alternating sequence of four panel side parts (30a - 30d)
and four corner parts (30e - 30h). The face panel (3)

comprises main outlets (32a - 32d) disposed so that they
run along the panel side parts (30a - 30d), and auxiliary
outlets (32e - 32h) disposed at the corner parts (30e -
30h). At the main outlets (32a - 32d) are provided hori-
zontal flaps (35a - 35d) oscillatable about the axes thereof
in the longitudinal direction. A circumferential edge part
of each of the auxiliary outlets (32e - 32h) is formed so
that the air from each of the auxiliary outlets (32e - 32h)
is blown out in a fixed direction.
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Description

FIELD OF THE INVENTION

[0001] The present invention relates to an air condi-
tioner, and more particularly relates to an air conditioner
provided in the ceiling of an air conditioned room.

RELATED ART

[0002] A conventional air conditioner provided in the
ceiling of an air conditioned room principally comprises:
a casing having a casing lower part formed by an alter-
nating sequence of four side parts and four corner parts;
outlets disposed so that each runs along a side part and
an inlet disposed so that it is surrounded by all the side
parts; a fan and a heat exchanger disposed inside the
casing; and horizontal flaps each oscillatably provided
around the axis of each outlet in the longitudinal direction
and capable of varying the wind direction of the air current
blown out from each outlet. A motor, link mechanisms,
and the like, for oscillating these horizontal flaps, are dis-
posed at the corner parts of a face panel that constitutes
the casing lower part in, for example, a ceiling embedded
type air conditioner (e.g., refer to Patent Document 1).
With such an air conditioner, driving the fan sucks the air
inside the air conditioned room through the inlets into the
casing, and the air sucked into the casing is heated or
cooled by the heat exchanger and then blown out in four
directions through the outlets.
[0003] Incidentally, to regulate the temperature inside
the air conditioned room at a prescribed temperature, it
is preferable to increase the flow volume of the air blown
out from the air conditioner as much as possible. How-
ever, if the flow volume of the air blown out from each of
the outlets is increased, then the flow speed of the air
blown out from each of the outlets increases, which un-
fortunately generates a draft, making it impossible to
achieve a satisfactory air current distribution inside the
air conditioned room.
[0004] Therefore, an air conditioner has been pro-
posed that provides an arcuate outlet that surrounds the
inlet, and blows out air radially through this outlet (e.g.,
refer to Patent Document 2). With this air conditioner,
forming the outlet arcuately enables the enlargement of
the opening area of the outlet, consequently enabling the
flow volume of the air blown out from the outlet to be
increased while suppressing an increase in the flow
speed of the air blown out from the outlet.
[0005] However, with this air conditioner, because the
shape of the outlet is arcuate, the horizontal flap must be
made so that it can be slid vertically when the horizontal
flap is oscillated, and a slide mechanism is consequently
further provided in order to slide this horizontal flap. This
slide mechanism principally comprises: an oscillating link
integrally formed with the horizontal flap; a lever whose
one end is coupled by a pin to the oscillating link and
whose other end is linked to the rotary shaft of the motor;

a spring that connects the lever and the casing; a slide
shaft integrally formed with the horizontal flap; and a guid-
ing groove that guides the slide shaft vertically. Further,
the slide shaft is guided vertically along the guiding
groove and the horizontal flap is slid vertically by the drive
of the motor and the elasticity of the spring, thus enabling
the wind direction of the air current blown out from the
outlet to be varied.
[0006] Thus, with such an air conditioner, the blowing
of the air out from the arcuate outlet increases the flow
volume of the air and enables the satisfactory air current
distribution inside the air conditioned room; however, it
requires the provision of the slide mechanism, which con-
sequently complicates the constitution in order to vary
the wind direction of the air current blown out from the
outlet, and increases the cost.

PATENT DOCUMENT 1

[0007] Japanese Examined Patent Application No.
H7-69571

PATENT DOCUMENT 2

[0008] Japanese Published Patent Application No.
2001-201165

DISCLOSURE OF THE INVENTION

[0009] It is an object of the present invention, in an air
conditioner provided in the ceiling of an air conditioned
room, to make the air current distribution inside the air
conditioned room satisfactory, and to simplify the struc-
ture needed to regulate the wind direction of the air cur-
rent blown out from each of the outlets
[0010] The air conditioner according to the first inven-
tion is an air conditioner provided in the ceiling of an air
conditioned room, comprising a casing and horizontal
flaps. The casing comprises: a casing lower part formed
by an alternating sequence of four side parts and four
corner parts; main outlets disposed so that they run along
each of the side parts; an inlet disposed so that it is sur-
rounded by all the side parts; and auxiliary outlets dis-
posed at at least one of the four corner parts. The hori-
zontal flaps are oscillatably provided about the axes of
the main outlets in the longitudinal direction, and capable
of varying the wind direction of an air current blown out
from each of the main outlets. The circumferential edge
part of each of the auxiliary outlets is formed so that air
is blown out from each of the auxiliary outlets in a fixed
direction.
[0011] With this air conditioner, the air sucked from the
inlet into the casing is blown out into the air conditioned
room through the four main outlets and the auxiliary out-
lets disposed at at least one of the four corner parts. Here,
the air blown out from each of the auxiliary outlets is
dragged by the air current blown out from each of the
adjacent main outlets, and its wind direction tends to
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change. Consequently, by the oscillation of the horizontal
flaps provided at the main outlets adjacent to these aux-
iliary outlets, the air blown out from each of the auxiliary
outlets is changed so that it faces a direction the same
as the wind direction of the air current blown out from
each of the main outlets into the air conditioned room.
By taking advantage of this characteristic, the wind di-
rection of the air blown out from each of the auxiliary
outlets can be varied, even if blown out in a fixed direction,
without providing at each of the auxiliary outlets a mech-
anism, such as a horizontal flap, for varying the wind
direction in the vertical direction of the air blown out from
each of the auxiliary outlets.
[0012] Thus, with this air conditioner, the flow volume
of the air is increased by the provision of the auxiliary
outlets, the air current distribution inside the air condi-
tioned room can be made satisfactory, and the constitu-
tion for regulating the blow-out direction can be simplified.
[0013] The air conditioner according to the second in-
vention is an air conditioner as recited in the first inven-
tion, wherein the opening area of each of the auxiliary
outlets is less than that of each of the main outlets.
[0014] With this air conditioner, because the flow
speed of the air blown out from each of the main outlets
does not decrease significantly, the air current distribu-
tion inside the air conditioned room can be made satis-
factory by the provision of the auxiliary outlets, and the
air blown out from each of the main outlets can reach as
far as possible.
[0015] The air conditioner according to the third inven-
tion is an air conditioner as recited in the first invention
or the second invention, wherein the vertical blow-out
direction of the air blown out from each of the auxiliary
outlets is the direction of substantially the middle of the
range by which each of the horizontal flaps vertically reg-
ulate the wind direction of the air current blown out from
each of the main outlets.
[0016] With this air conditioner, the air blown out from
each of the auxiliary outlets is blown out in a direction
close to the blow-out direction of the air current blown
out from each of the main outlets, which makes it easily
affected by the air current blown out from each of the
main outlets; consequently, it is dragged by the air current
blown out from each of the main outlets, tracking char-
acteristics are improved when varying the wind direction
of the air current blown out from each of the auxiliary
outlets, and the air current distribution inside the air con-
ditioned room can be further satisfactorily maintained.
[0017] The air conditioner according to the fourth in-
vention is an air conditioner as recited in any one inven-
tion of the first invention through the third invention,
wherein link mechanisms for mutually and synchronously
oscillating two adjoining horizontal flaps are provided at
the corner parts among the four corner parts provided
with the auxiliary outlets. each of the link mechanisms is
disposed on the inlet side of each of the auxiliary outlets.
[0018] With this air conditioner, disposing the link
mechanisms on the inlet side of the auxiliary outlets en-

ables both the auxiliary outlets and the link mechanisms
to be provided at the corner parts, without modifying the
plan shape of the casing.
[0019] The air conditioner according to the fifth inven-
tion is an air conditioner as recited in fourth invention,
wherein each of the two horizontal flaps has linking pins
provided at a position on the inner side in the longitudinal
direction of the end part in the longitudinal direction of
the horizontal flaps, axially supported by the casing lower
part, and linked to the link mechanisms.
[0020] With this air conditioner, each horizontal flap
can be linked to a link mechanism at a position on the
inner side in the longitudinal direction of the end part
thereof in the longitudinal direction; consequently, the
link mechanism can be disposed further on the inlet side
of the auxiliary outlet, and the auxiliary outlets can there-
fore be formed easily at the corner parts.

BRIEF EXPLANATION OF DRAWINGS

[0021]

FIG. 1 is an external perspective view of an air con-
ditioner according to one embodiment of the present
invention.
FIG. 2 is a schematic side cross sectional view of
the air conditioner, and is a cross sectional view tak-
en along the A-O-A line in FIG. 3.
FIG. 3 is a schematic plan cross sectional view of
the air conditioner, and is a cross sectional view tak-
en along the B-B line in FIG. 2.
FIG. 4 is a plan view of a face panel of the air con-
ditioner, viewed from inside the air conditioned room.
FIG. 5 is an enlarged view of FIG. 2, and depicts the
vicinity of a main outlet passageway corresponding
to a main outlet.
FIG. 6 is an enlarged view of FIG. 2, and depicts the
vicinity of an auxiliary outlet passageway corre-
sponding to an auxiliary outlet.
FIG. 7 is an enlarged view of FIG. 4, and depicts the
vicinity of an auxiliary outlet (one part of a panel lower
surface part is shown as a broken view).
FIG. 8 is a cross sectional view taken along the C-
C line in FIG. 3.
FIG. 9 is a schematic plan cross sectional view of
the air conditioner according to another embodi-
ment, and is a view that corresponds to FIG. 3.

EXPLANATION OF SYMBOLS

[0022]

1 Air conditioner

2 Casing

3 Face panel (casing lower part)

3 4 
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7 Drain pan (casing lower part)

30a - 30d Panel side parts (side parts)

30e - 30h Panel corner parts (corner parts)

32a - 32d Main outlets

31 Inlet

32e - 32h Auxiliary outlets

35a- 35d Horizontal flaps (horizontal flaps)

36 Linking pin

37 Linking shaft (link mechanism)

X, Y Air currents

PREFERRED EMBODIMENTS

[0023] The following explains the embodiments of an
air conditioner according to the present invention, refer-
encing the drawings.

(1) BASIC CONSTITUTION OF THE AIR CONDITION-
ER

[0024] FIG. 1 is an external perspective view of an air
conditioner 1 according to one embodiment of the
present invention (ceiling is not shown). The air condi-
tioner 1 is a ceiling embedded type air conditioner, and
comprises a casing 2 that internally houses various con-
stituent equipment. The casing 2 comprises a casing
main body 2a, and a face panel 3 disposed on the lower
side of the casing main body 2a. As shown in FIG. 2, the
casing main body 2a is disposed inserted into an opening
formed in a ceiling U of the air conditioned room. Fur-
thermore, the face panel 3 is disposed so that it is fitted
into the opening of the ceiling U. Here, FIG. 2 is a sche-
matic side cross sectional view of the air conditioner 1,
and is a cross sectional view taken along the A-O-A line
in FIG. 3.

<CASING MAIN BODY>

[0025] As shown in FIG. 2 and FIG. 3, the casing main
body 2a is, in a plan view thereof, a box shaped body
whose substantially octagonal lower surface is open and
formed by alternating long sides and short sides, and
comprising: a substantially octagonal top plate 21 formed
by an alternating sequence of long sides and short sides;
and a side plate 22 extending downward from a circum-
ferential edge part of the top plate 21. Here, FIG. 3 is a
schematic plan cross sectional view of the air conditioner
1, and is a cross sectional view taken along the B-B line
in FIG. 2.

[0026] The side plate 22 comprises side plates 22a,
22b, 22c, 22d corresponding to the long sides of the top
plate 21, and side plates 22e, 22f, 22g, 22h correspond-
ing to the short sides of the top plate 21. Here, for exam-
ple, the side plate 22d and the side plate 22a are disposed
so that they are mutually substantially orthogonal with
the side plate 22e interposed therebetween. The other
side plates 22a, 22b, side plates 22b, 22c, and side plates
22c, 22d are likewise disposed so that they are mutually
substantially orthogonal, the same as the side plates 22d,
22a. In addition, the side plate 22e is disposed so that
an angle α formed between the adjoining side plate 22d
and side plate 22a is approximately 135°. The side plates
22f, 22g are also disposed so that the angle formed be-
tween the adjoining side plates is approximately 135°,
the same as the side plate 22e. Furthermore, the side
plate 22h is shaped differently than the other side plates
22e, 22f, 22g, and comprises a portion wherethrough
passes a refrigerant piping for exchanging refrigerants
between a heat exchanger 6 (discussed later) and an
outdoor unit (not shown). In addition, each of the side
plates 22e, 22f, 22g, 22h is provided with a fixing bracket
23 used when installing the casing main body 2a in the
space above the ceiling. Further, the lengths of the long
sides and the short sides of the top plate 21 are set so
that, in a plan view, the shape of the casing main body
2a including the fixing brackets 23 becomes substantially
quadrilateral.

<FACE PANEL>

[0027] The face panel 3 is a substantially quadrilateral
plate shaped body, in a plan view, as shown in FIG. 2,
FIG. 3, and FIG. 4, and principally comprises a panel
main body 3a fixed to a lower end part of the casing main
body 2a. Here, FIG. 4 is a plan view of the face panel 3
of the air conditioner 1, viewed from inside the air condi-
tioned room.
[0028] The panel main body 3 a is formed by an alter-
nating sequence of a plurality (four in the present em-
bodiment) of panel side parts 30a, 30b, 30c, 30d (side
parts) and a plurality (four in the present embodiment) of
panel corner parts 30e, 30f, 30g, 30h (corner parts). The
panel side parts 30a, 30b, 30c, 30d are disposed so that
they correspond respectively to the side plates 22a, 22b,
22c, 22d of the casing main body 2a. The panel corner
parts 30e, 30f, 30g, 30h are disposed so that they cor-
respond respectively to the side plates 22e, 22f, 22g, 22h
of the casing main body 2a.
[0029] The panel main body 3a comprises: an inlet 31
that, substantially at the center thereof, sucks in the air
inside the air conditioned room, and a plurality (four in
the present embodiment) of main outlets 32a, 32b, 32c,
32d formed corresponding respectively to the panel side
parts 30a, 30b, 30c, 30d and that blow the air from inside
the casing main body 2a out into the air conditioned room.
The inlet 31 is a substantially square shaped opening in
the present embodiment. The four main outlets 32a, 32b,
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32c, 32d are substantially rectangular shaped openings
that elongatingly extend so that they respectively run
along the panel side parts 30a, 30b, 30c, 30d.
[0030] In addition, at the lower surface of the panel
main body 3a is provided a square annular panel lower
surface part 3b disposed so that it is surrounded by the
inlet 31 and surrounds the four main outlets 32a, 32b,
32c, 32d. The panel lower surface part 3b comprises
edge parts on the inlet 31 side of the main outlets 32a,
32b, 32c, 32d. Specifically, outer circumferential edge
parts 39a, 39b, 39c, 39d corresponding to the four sides
of the panel lower surface part 3b are disposed so that,
in a plan view of the face panel 3, they overlap with por-
tions of the main outlets 32a, 32b, 32c, 32d on the inlet
31 side.
[0031] Furthermore, an inlet grill 33, and a filter 34 for
eliminating dust in the air sucked in from the inlet 31 are
provided at the inlet 31.
[0032] In addition, horizontal flaps 35a, 35b, 35c, 35d
(horizontal flaps) capable of oscillating about an axis in
the longitudinal direction are respectively provided at the
main outlets 32a, 32b, 32c, 32d. The horizontal flaps 35a,
35b, 35c, 35d are substantially rectangular shaped flap
members elongatedly extending in the longitudinal direc-
tion of the respectively corresponding main outlets 32a,
32b, 32c, 32d, and linking pins 36 are respectively pro-
vided in the vicinity of both end parts in the longitudinal
direction thereof. Furthermore, the horizontal flaps 35a,
35b, 35c, 35d are each rotatably supported to the face
panel 3 by the linking pins 36, making them oscillatable
about the axes of the main outlets 32a, 32b, 32c, 32d in
the longitudinal direction. In the three panel corner parts
30e, 30g, 30h, excepting the panel corner part 30f, a
linking shaft 37 serves as a link mechanism by mutually
linking the adjoining linking pins 36. Taking the panel
corner part 30c as an example, a linking shaft 37 links
the linking pin 36 on the panel corner part 30e side of the
horizontal flap 35d and the linking pin 36 on the panel
corner part 30e side of the horizontal flap 35a so that
they rotate by the rotation of the linking shaft 37. In ad-
dition, a drive shaft of a motor 38 is linked to the linking
shaft 37 disposed in the panel corner part 30h. Thereby,
driving the motor 38 synchronously oscillates the four
horizontal flaps 35a, 35b, 35c, 35d vertically via the link-
ing shafts 37, and via the linking pins 36 provided to the
horizontal flaps 35a, 35b, 35c, 35d. Furthermore, oscil-
lating these horizontal flaps 35a, 35b, 35c, 35d enables
the wind direction of an air current X blown out from each
of the main outlets 32a, 32b, 32c, 32d into the air condi-
tioned room to be varied.
[0033] For example, as shown in FIG. 5, the wind di-
rection of the air current X blown out from the main outlet
32b into the air conditioned room is varied in the vertical
direction from an angle β1 to an angle β2 with respect to
the lower surface of the ceiling U by the horizontal flap
35b. The wind direction of the air current blown out from
each of the other main outlets 32a, 32c, 32d into the air
conditioned room are likewise varied in the vertical direc-

tion from the angle β1 to the angle β2 with respect to the
lower surface of the ceiling U, the same as the wind di-
rection of the air current X blown out from the main outlet
32b into the air conditioned room. Here, FIG. 5 is an en-
larged view of FIG. 2, and depicts the vicinity of a main
outlet passageway 12b (discussed later) corresponding
to the main outlet 32b.
[0034] Principally disposed inside the casing main
body 2a are: a fan 4 that sucks the air inside the air con-
ditioned room through the inlet 31 of the face panel 3 into
the casing main body 2a, and blows the same out in the
outer circumferential direction; and a heat exchanger 6
disposed so that it surrounds the outer circumference of
the fan 4.
[0035] The fan 4 in the present embodiment is a tur-
bofan, and comprises: a fan motor 41 provided in the
center of the top plate 21 of the casing main body 2a;
and an impeller 42 linked to and rotatably driven by the
fan motor 41. The impeller 42 comprises: a disc shaped
end plate 43 linked to the fan motor 41; a plurality of
blades 44 provided at the outer circumferential part of
the lower surface of the end plate 43; and a disc shaped
end ring 45 provided on the lower side of the blade 44
and having an opening at the center. The fan 4 can suck
in air through the opening of the end ring 45 to the interior
of the impeller 42 by the rotation of the blades 44, and
can blow out the air sucked into the impeller 42 to the
outer circumferential side of the impeller 42.
[0036] In the present embodiment, the heat exchanger
6 is a cross finned tube type heat exchanger panel formed
bent so that it surrounds the outer circumference of the
fan 4, and is connected via the refrigerant piping to the
outdoor unit (not shown) installed outdoors, and the like.
The heat exchanger 6 can function as an evaporator of
the refrigerant flowing internally during cooling operation,
and as a condenser of the refrigerant flowing internally
during heating operation. Thereby, the heat exchanger
6 exchanges heat with the air sucked in by the fan 4
through the inlet 31 into the casing main body 2a, and
can cool the air during cooling operation and heat the air
during heating operation.
[0037] A drain pan 7 is disposed on the lower side of
the heat exchanger 6 for receiving drain water generated
by the condensation of water in the air in the heat ex-
changer 6. The drain pan 7 is attached to the lower part
of the casing main body 2a. The drain pan 7 comprises:
an inlet hole 71 formed so that it communicates with the
inlet 31 of the face panel 3; four main outlet holes 72a,
72b, 72c, 72d formed so that they communicate with the
main outlets 32a, 32b, 32c, 32d of the face panel 3; and
a drain water receiving groove 73 formed on the lower
side of the heat exchanger 6 and that receives the drain
water. Here, the main outlet holes 72a, 72b, 72c, 72d are
shorter than the lengths of the respective corresponding
main outlets 32a, 32b, 32c, 32d in the longitudinal direc-
tion. In particular, the main outlet hole 72c is shorter than
the lengths of the other main outlet holes 72a, 72b, 72d
in the longitudinal direction because it is interposed be-
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tween: a drain pump 8 for discharging the drain water
collected in the drain water receiving groove 73 disposed
on the side plate 22g side; and the portion through which
the refrigerant piping passes on the side plate 22h side.
[0038] Furthermore, with the inlet 31 of the face panel
3, the inlet hole 71 forms an inlet passageway that serves
as the substantial inlet that sucks in the air inside the air
conditioned room into the casing main body 2a. In addi-
tion, the main outlet holes 72a, 72b, 72c, 72d in conjunc-
tion with the main outlets 32a, 32b, 32c, 32d of the face
panel 3, which communicate respectively therewith, form
main outlet passageways 12a, 12b, 12c, 12d that serve
as the substantial main outlets that blow out the air whose
heat was exchanged in the heat exchanger 6 into the air
conditioned room. In other words, with the air conditioner
1 of the present embodiment, the lower part of the casing
2 comprises the face panel 3 and the drain pan 7, and
at the lower part of this casing 2 are formed the inlet
passageway and main outlet passageways 12a, 12b,
12c, 12d that serve as the substantial inlet and main out-
lets.
[0039] In addition, a bell mouth 5 for guiding the air
sucked in from the inlet 31 to the impeller 42 of the fan
4 is disposed in the inlet hole 71 of the drain pan 7.

(2) AUXILIARY OUTLET STRUCTURE, AND PERIPH-
ERAL CONFIGURATION THEREOF

[0040] The air conditioner 1 having the basic constitu-
tion as described above further comprises a plurality (four
in the present embodiment) of auxiliary outlets 32e, 32f,
32g, 32h formed so that they correspond respectively to
the panel corner parts 30e, 30f, 30g, 30h of the face panel
3, and that blow the air from inside the casing main body
2a out into the air conditioned room, as shown in FIG. 1
through FIG. 8. Here, FIG. 6 is an enlarged view of FIG.
2, and depicts the vicinity of the auxiliary outlet passage-
way 12e (discussed later) corresponding to the auxiliary
outlet 32e. FIG. 7 is an enlarged view of FIG. 4, and
depicts the vicinity of the auxiliary outlet 32e (a broken
view of one part of the panel lower surface part 3b). FIG.
8 is a cross sectional view taken along the C-C line in
FIG. 3.
[0041] The four auxiliary outlets 32e, 32f, 32g, 32h are,
in a plan view of the face panel 3, substantially rectan-
gular shaped openings formed so that they respectively
run along the side plates 22e, 22f, 22g, 22h of the casing
main body 2a. Here, the opening area S2 of each of the
auxiliary outlets 32e, 32f, 32g, 32h is less than the open-
ing area S1 of each of the main outlets 32a, 32b, 32c, 32d.
[0042] In addition, the portions of the auxiliary outlets
32e, 32f, 32g, 32h on the inlet 31 side are disposed, in
a plan view of the face panel 3, so that they overlap the
outer circumferential corner parts 39e, 39f, 39g, 39h be-
tween the outer circumferential edge parts 39a, 39b, 39c,
39d of the panel lower surface part 3b. Consequently,
the panel lower surface part 3b comprises not only the
edge parts of the main outlets 32a, 32b, 32c, 32d on the

inlet 31 side, but also the edge parts of the auxiliary out-
lets 32e, 32f, 32g, 32h on the inlet 31 side. Further, the
surfaces on the auxiliary outlets 32e, 32f, 32g, 32h side
of these outer circumferential corner parts 39e, 39f; 39g,
39h are formed so that the air blown out from each of the
auxiliary outlets 32e, 32f, 32g, 32h into the air conditioned
room is blown out in an inclined, downward, fixed direc-
tion.
[0043] Moreover, a horizontal flap for varying the wind
direction of the blown-out air current is not provided at
each of the auxiliary outlets 32e, 32f, 32g, 32h, unlike
the main outlets 32a, 32b, 32c, 32d. Further, for example,
as shown in FIG. 6, the wind direction of the air current
blown out from the auxiliary outlet 32e into the air condi-
tioned room is a direction formed by the angle γ (� β1/2
+ β2/2), which is the direction of substantially the middle
of the range by which the horizontal flaps 35d, 35a pro-
vided at the adjoining main outlets 32d, 32a regulate in
the vertical direction the wind direction of the air current
blown out from each of the main outlets 32d, 32a (spe-
cifically, the range from the angle β1 to the angle β2 with
respect to the lower surface of the ceiling U). The wind
direction of the air current blown out from each of the
other auxiliary outlets 32f, 32g, 32h into the air condi-
tioned room are also the direction formed by the angle γ
with respect to the lower surface of the ceiling U, the
same as the wind direction of the air current Y blown out
from the auxiliary outlet 32e into the air conditioned room.
[0044] In addition, the drain pan 7 further comprises
three auxiliary outlet holes 72e, 72f, 72g formed so that
they communicate with the auxiliary outlets 32e, 32f, 32g
of the face panel 3. Here, in the present embodiment, an
auxiliary outlet hole is not formed at the position corre-
sponding to the auxiliary outlet 32h of the face panel 3
of the drain pan 7. Consequently, in the present embod-
iment, the auxiliary outlet 32h of the face panel 3 does
not have the function of blowing the air sucked into the
casing main body 2a out toward the inside of the air con-
ditioned room. Here, the auxiliary outlet hole 72e is sub-
stantially the same length as the corresponding auxiliary
outlet 32e in the longitudinal direction, but the auxiliary
outlet hole 72f is shorter than the length of the corre-
sponding auxiliary outlet 32f in the longitudinal direction
because one part of the drain water receiving groove 73
protrudes on the side plate 22a side. In addition, the aux-
iliary outlet hole 72g is shorter than the length of the cor-
responding auxiliary outlet 32g in the longitudinal direc-
tion because the drain pump 8 is disposed on the side
plate 22c side.
[0045] Furthermore, the three auxiliary outlet holes
72e, 72f, 72g in conjunction with the auxiliary outlets 32e,
32f, 32g of the face panel 3, which communicates there-
with, form three auxiliary outlet passageways 12e, 12f,
12g that blow the air whose heat was exchanged in the
heat exchanger 6 out into the air conditioned room. In
other words, with the air conditioner I of the present em-
bodiment, the following are formed at the lower part of
the casing 2 comprising the face panel 3 and the drain
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pan 7: the inlet passageway and the main outlet pas-
sageways 12a, 12b, 12c, 12d that serve as the substan-
tial inlet and main outlets; and the auxiliary outlet pas-
sageways 12e, 12f 12g that serve as the substantial aux-
iliary outlets.
[0046] In the present embodiment, linking shafts 37,
for mutually connecting the linking pins 36 of the horizon-
tal flaps 35a, 35b, 35c, 35d provided at the main outlets
32a, 32b, 32c, 32d, are disposed at the panel corner parts
30e, 30f, 30h wherein the auxiliary outlets 32e, 32f, 32h
are provided. Taking the auxiliary outlet 32e as an ex-
ample, the linking shaft 37 is disposed, in a plan view of
the face panel 3, on the inlet 31 side of the auxiliary outlet
32e. Moreover, the linking pin 36 provided at the end part
on the panel corner part 30e side of the horizontal flap
35a is provided at a position on the inner side of the end
part of the horizontal flap 35a in the longitudinal direction
and at a position on the upper side of the flap portion of
the horizontal flap 35a, and is rotatably supported by the
bearing part 3c of the panel main body 3a. Consequently,
in a plan view of the face panel 3, the connection part
between the linking shaft 37 and the linking pins 36, i.e.,
the linking shaft 37, is further constituted so that it is dis-
posed on the inlet 31 side.

(3) OPERATION OF THE AIR CONDITIONER

[0047] The following explains the operation of the air
conditioner 1, referencing FIG. 2, FIG. 4, FIG. 5, and FIG.
6.
[0048] When operation starts, the fan motor 41 is driv-
en, which rotates the impeller 42 of the fan 4. In addition,
along with the driving of the fan motor 41, refrigerant is
supplied from the outdoor unit (not shown) to the inside
of the heat exchanger 6. Here, the heat exchanger 6 func-
tions as an evaporator during cooling operation, and as
a condenser during heating operation. Further, attendant
with the rotation of the impeller 42, the air inside the air
conditioned room is sucked from the inlet 31 of the face
panel 3 through the filter 34 and the bell mouth 5 into the
casing main body 2a from the lower side of the fan 4.
This sucked in air is blown out to the outer circumferential
side by the impeller 42, reaches the heat exchanger 6,
is cooled or heated in the heat exchanger 6, and then
blown through the main outlet holes 72a, 72b, 72c, 72d
and the main outlets 32a, 32b, 32c, 32d (i.e., the main
outlet passageways 12a, 12b, 12c, 12d), and the auxiliary
outlet holes 72e, 72f, 72g and the auxiliary outlets 32e,
32f, 32g (i.e., the auxiliary outlet passageways 12e, 12f,
12g) out into the air conditioned room. In so doing, the
inside of the air conditioned room is cooled or heated.
[0049] Here, the wind direction of the air current X
blown from each of the main outlets 32a, 32b, 32c, 32d
out into the air conditioned room is regulated by the hor-
izontal flaps 35a, 35b, 35c, 35d to within the wind direc-
tion regulation range (specifically, the range from the an-
gle β1 to the angle β2 with respect to the lower surface
of the ceiling U). However, the air current Y blown from

each of the auxiliary outlets 32e, 32f, 32g out into the air
conditioned room is blown out in the direction of the angle
γ, which is the direction of substantially the middle of the
wind direction regulation range of the horizontal flaps
35a, 35b, 35c. 35d with respect to the lower surface of
the ceiling U.
[0050] However, taking the auxiliary outlet 32e as an
example, the auxiliary outlet 32e is disposed at the panel
corner part 30e adjoining the main outlet 32d and the
main outlet 32a, and is consequently easily affected by
the air current X blown out from the main outlet 32d and
the main outlet 32a into the air conditioned room. Spe-
cifically, the air current Y blown out from the auxiliary
outlet 32e is dragged by the air current X blown out from
the adjoining main outlet 32d and main outlet 32a, and
its direction tends to vary. Consequently, the oscillation
by the horizontal flaps 35d, 35a provided at the main
outlets 32d, 32a changes the direction of the air current
Y blown out from the auxiliary outlet 32e so that it pro-
ceeds in a direction the same as the wind direction of this
air current X.
[0051] Thereby, if the wind direction of the air current
X blown out from each of the main outlets 32d, 32a is
regulated to an angle less than the wind direction of the
air current Y (i.e., the direction of the angle γ with respect
to the lower surface of the ceiling U) blown out from the
auxiliary outlet 32e, then the wind direction of the air cur-
rent Y blown out from the auxiliary outlet 32e is dragged
thereby, and becomes less than the angle γ. Conversely,
if the wind direction of the air current X blown out from
each of the main outlets 32d, 32a is regulated to an angle
greater than the wind direction of the air current Y (i.e.,
the direction of the angle γ with respect to the lower sur-
face of the ceiling U) blown out from the auxiliary outlet
32e, then the wind direction of the air current Y blown
out from the auxiliary outlet 32e is dragged thereto, and
becomes greater than the angle γ.
[0052] Thus, the wind direction of the air current Y
blown out from the auxiliary outlet 32e can be varied even
if blown out in a fixed direction, without providing a mech-
anism, such as the horizontal flaps, for varying in the
vertical direction the wind direction of the air blown out
from the auxiliary outlet 32e. Furthermore, the blow-out
direction of the air current Y for each of the other auxiliary
outlets 32f, 32g can also be varied in accordance with
changes in the wind direction of the air current X blown
out from each of the contiguous main outlets, without
providing a mechanism, such as the horizontal flaps, the
same as the auxiliary outlet 32e.
[0053] In addition, the opening area S2 of each of the
auxiliary outlets 32e, 32f, 32g is less than the opening
area S1 of each of the main outlets 32a, 32b, 32c, 32d,
which significantly does not decrease the flow speed of
the air blown out from each of the main outlets 32a, 32b,
32c, 32d; consequently, providing the auxiliary outlets
32e, 32f, 32g enables the satisfactory air current distri-
bution inside the air conditioned room, as well as enables
the air blown out from each of the main outlets 32a, 32b,
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32c, 32d to reach as far as possible.

(4) CHARACTERISTICS OF THE AIR CONDITIONER

[0054] The air conditioner 1 of the present embodiment
has the following characteristics.

(A)

[0055] With the air conditioner 1 of the present embod-
iment, the provision of the horizontal flaps 35a, 35b, 35c,
35d, which are oscillatable about the axes of the main
outlets 32a, 32b, 32c, 32d in the longitudinal direction,
enables the variation of the wind direction of the air cur-
rent X blown out from each of the main outlets 32a, 32b,
32c, 32d; however, the circumferential edge part of each
of the auxiliary outlets 32e, 32f, 32g, 32h (in the present
embodiment, the surfaces on the auxiliary outlets 32e,
32f, 32g, 32h side of the outer circumferential corner parts
39e, 39f, 39g, 39h of the panel lower surface part 3b) is
only constituted so that the air current Y blown out from
each of the auxiliary outlets 32e, 32f, 32g is blown out in
a fixed direction, and the auxiliary outlets 32e, 32f, 32g,
32h are not provided with mechanisms, such as the hor-
izontal flaps.
[0056] Even with such a constitution, the flow volume
of the air blown out into the air conditioned room by the
provision of the auxiliary outlets 32e, 32f, 32g can be
increased, the air current distribution inside the air con-
ditioned room can be made satisfactory, and the consti-
tution for regulating the blow-out direction can be simpli-
fied because: the direction of the air current Y blown out
from each of the auxiliary outlets 32e, 32f, 32g can be
varied by taking advantage of the characteristic wherein
the air current Y blown out from each of the auxiliary
outlets 32e, 32f, 32g is dragged by the air current X blown
out from each of the adjoining main outlets 32a, 32b, 32c,
32d, thereby changing the blow-out direction without pro-
viding a mechanism, such as the horizontal flaps, for var-
ying the wind direction in the vertical direction of the air
current Y blown out from each of the auxiliary outlets 32e,
32f, 32g.
[0057] Moreover, because the vertical blow-out direc-
tion of the air current Y blown out from each of the aux-
iliary outlets 32e, 32f, 32g is the direction of substantially
the middle of the range by which the horizontal flaps 35a,
35b, 35c, 35d vertically regulate the wind direction of the
blow-out direction of the air current X blown out from each
of the main outlets 32a, 32b, 32c, 32d, the air current Y
blown out from each of the auxiliary outlets 32e, 32f, 32g
is blown out in a direction close to the blow-out direction
of the air current X blown out from each of the main outlets
32a, 32b, 32c, 32d, and is thus easily affected by the air
current X blown out from each of the main outlets 32a,
32b, 32c, 32d. Thereby, the tracking characteristics im-
prove when changing the wind direction of the air current
Y dragged by the air current X blown out from each of
the main outlets 32a, 32b, 32c, 32d and blown out from

each of the auxiliary outlets 32e, 32f, 32g, and the air
current distribution inside the air conditioned room can
thereby be more satisfactorily maintained.
[0058] In addition, because the opening area S2 of
each of the auxiliary outlets 32e, 32f, 32g, 32h is less
than the opening area S1 of each of the main outlets 32a,
32b, 32c, 32d, the flow speed of the air current blown out
from each of the main outlets 32a, 32b, 32c, 32d does
not decrease significantly, and the provision of the aux-
iliary outlets 32e, 32f, 32g thereby enables the satisfac-
tory air current distribution inside the air conditioned
room, and enables the air current X blown out from each
of the main outlets 32a, 32b, 32c, 32d to reach as far as
possible.

(B)

[0059] With the air conditioner 1 of the present embod-
iment, by disposing the linking shafts 37, which serve as
link mechanisms for mutually and synchronously oscil-
lating the horizontal flaps 35a, 35b, 35c, 35d provided at
the main outlets 32a, 32b, 32c, 32d, on the inlet 31 side
of the auxiliary outlets 32e, 32f, 32h, it is possible to pro-
vide both the auxiliary outlets 32e, 32f, 32g, 32h and the
linking shafts 37 at the panel corner parts 30e, 30f, 30g,
30h, without having to make modifications, such as in-
creasing the plan shape of the casing main body 2a (spe-
cifically, the top plate 21).
[0060] For example, with the air conditioner 1 of the
present embodiment, the long sides and the short sides
of the top plate 21 are set so that the plan shape of the
casing main body 2a, including the fixing brackets 23, is
substantially a quadrilateral shape, but this dimensional
relationship does not need to be modified.
[0061] Moreover, the horizontal flaps 35a, 35b, 35c,
35d comprise the linking pins 36 linked to the linking
shafts 37 at a position in the longitudinal direction on the
inner side of the end part in the longitudinal direction
thereof, and the linking shafts 37 can consequently be
further disposed on the inlet 31 side of the auxiliary outlets
32e, 32f, 32h, thus enabling the auxiliary outlets 32e, 32f,
32g, 32h to be easily formed at the panel corner parts
30e, 30f, 30g, 30h.

(5) OTHER EMBODIMENTS

[0062] The above explained an embodiment of the
present invention based on the drawings, but the specific
constitution is not limited to these embodiments, and it
is understood that variations and modifications may be
effected without departing from the spirit and scope of
the invention.

(A)

[0063] In the abovementioned embodiment, although
the auxiliary outlets 32e, 32f, 32g, 32h are formed so that
they correspond to all of the panel corner parts 30e, 30f,
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30g, 30h, an auxiliary outlet hole corresponding to the
auxiliary outlet 32h is not provided in the drain pan 7;
consequently, of the four auxiliary outlets 32e, 32f, 32g,
32h, only the three auxiliary outlets 32e, 32f, 32g function
as substantial auxiliary outlets, however, the air inside
the casing main body 2a may be blown out from the aux-
iliary outlet 32h into the air conditioned room by forming
the auxiliary outlet hole 72h also at a position correspond-
ing to the auxiliary outlet 32h of the drain pan 7, and by
providing the auxiliary outlet passageway 12h, as shown
in FIG. 9 (a schematic plan cross sectional view of the
air conditioner according to another embodiment, and a
view equivalent to FIG. 3). Thereby, the air can be blown
from all four panel side parts 30a, 30b, 30c, 30d and all
four panel corner parts 30e, 30f, 30g, 30h of the face
panel 3 out into the air conditioned room, and the distri-
bution of the air blown out into the air conditioned room
can be made further satisfactory.

(B)

[0064] In the abovementioned embodiments, the aux-
iliary outlets 32e, 32f, 32g, 32h are formed at all panel
corner parts 30e, 30f, 30g, 30h, but is preferably formed
in a state wherein the air inside the casing main body 2a
can be blown out to at least one of the panel corner parts
30e, 30f, 30g, 30h (i.e., in a state wherein the auxiliary
outlet holes are formed in the drain pan 7). Even in this
case, the wind direction of the air blown out from each
of the auxiliary outlets can be varied without providing
mechanisms, such as the horizontal flaps, for varying in
the vertical direction the wind direction of the air blown
out from the auxiliary outlets; consequently, the air cur-
rent distribution inside the air conditioned room can be
made satisfactory, and the structure for regulating the
blow-out direction can be simplified.

(C)

[0065] In the abovementioned embodiments, the
present invention was applied to a ceiling embedded type
air conditioner, but is also applicable to a ceiling sus-
pended type air conditioner.

INDUSTRIAL FIELD OF APPLICATION

[0066] The use of the present invention enables, in an
air conditioner provided in the ceiling of an air conditioned
room, the satisfactory air current distribution inside the
air conditioned room, and the simplification of the struc-
ture for regulating the wind direction of the air currents
blown out from each of the outlets.
[0067] In the following paragraphs further embodi-
ments of the invention are defined.

1. An air conditioner (1) provided in the ceiling of an
air conditioned room, comprising:

a casing (2) comprising: a casing lower part (3,
7) formed by an alternating sequence of four
side parts (30a - 30d) and four corner parts (30e
- 30h); main outlets (32a - 32d) disposed so that
they run along each of said side parts; an inlet
(31) disposed so that it is surrounded by all said
side parts; and auxiliary outlets (32e - 32h) dis-
posed at at least one of said four corner parts;
and
horizontal flaps (35a- 35d) oscillatably provided
about the axes of said main outlets in the longi-
tudinal direction, and capable of varying the wind
direction of an air
current (X) blown out from each of said main
outlets;
wherein,
a circumferential edge part of each of said aux-
iliary outlets is formed so that air is blown out
from each of said auxiliary outlets in a fixed di-
rection.

2. An air conditioner (1) as recited in paragraph 1,
wherein
the opening area of each of said auxiliary outlets
(32e - 32h) is less than that of each of said main
outlets (32a - 32d).
3. An air conditioner (1) as recited in paragraph 1 or
paragraph 2, wherein
the vertical blow-out direction of the air (Y) blown out
from each of said auxiliary outlets (32e - 32h) is the
direction of substantially the middle of the range by
which each of said horizontal flaps (35a- 35d) verti-
cally regulate the wind direction of the air current (X)
blown out from each of said main outlets (32a - 32d).
4. An air conditioner (1) as recited in any one of par-
agraph 1 through paragraph 3, wherein link mecha-
nisms (37) for mutually and synchronously oscillat-
ing two adjoining horizontal flaps (35a - 35d) are pro-
vided at the corner parts among said four corner
parts (30e - 30h) provided with said auxiliary outlets
(32e - 32h); and
each of said link mechanisms is disposed on said
inlet (31) side of each of said auxiliary outlets.
5. An air conditioner (1) as recited in paragraph 4,
wherein
each of said two horizontal flaps (35a - 35d) has link-
ing pins (36) provided at a position on the inner side
in the longitudinal direction of the end part in the lon-
gitudinal direction of said horizontal flaps, axially
supported by said casing lower part (3, 7), and linked
to said link mechanisms (37).

Claims

1. An air conditioner provided in a ceiling of an air con-
ditioned room, comprising:
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a face panel including:

a panel main body (3a) formed by an alter-
nating sequence of four side parts (30a-
30d) and four corner parts (30e - 30h),
main outlets (32a- 32d) disposed along
each of said side parts,
an inlet (31) surrounded by all of said side
parts,
auxiliary outlets (32e - 32h) disposed in at
least one of said four corner parts, and
a panel lower surface part (3b) disposed on
the lower surface of the panel main body,
and the panel lower surface of the panel
main body, and the panel lower surface part
disposed so that it surrounds the inlet and
is surrounded by the auxiliary outlets dis-
posed in at least one of said four corner
parts;
a box-shaped casing main body (2a) whose
lower surface is open,
a drain pan (7) attached to the lower part of
the casing main body, the drain pan includ-
ing:

an inlet hole (71) formed so that it communicates
with the inlet,
main outlet holes (72a 72d) formed so that they
communicate with the main outlets,
and
auxiliary outlet holes (72e - 72 g) formed so that
they communicate with the auxiliary outlets; and
horizontal flaps (35a- 35d) rotatably supported
about longitudinal axes of said main outlets and
configured to vary a wind direction of an air cur-
rent (X) blown out from each of said main outlets,
outer circumferential edge parts of the panel
lower surface part are disposed so that, in a plan
view of the face panel, the outer circumferential
edge parts overlap with the portions of the main
outlets on the inlet side and the portions of the
auxiliary outlets, whereby the outer circumfer-
ential edge parts form the edge parts (39a- 39d)
of the main outlets on the inlet side and the edge
parts (39e - 39h) of the auxiliary outlets on the
inlet side,
each of said auxiliary outlets having a circum-
ferential edge part formed so that air is blown
out from each of said auxiliary outlets in a fixed
direction.

2. An air conditioner (1) as recited in claim 1, wherein
the opening area of each of said auxiliary outlets
(32e - 32h) is less than that of each of said main
outlets (32a - 32d).

3. An air conditioner (1) as recited in claim 1 or claim
2, wherein

the vertical blow-out direction of the air (Y) blown out
from each of said auxiliary outlets (32e - 32h) is the
direction of substantially the middle of the range by
which each of said horizontal flaps (35a - 35d) ver-
tically regulate the wind direction of the air current
(X) blown out from each of said main outlets (32a -
32d).
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