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(54) ELECTRONIC APPARATUS

(57) An electronic apparatus includes a housing and
a covering structure. The housing has a light transmis-
sion portion. The covering structure includes a plurality
of coating layers sequentially stacked above the light
transmission portion. The coating layers respectively

have different thicknesses, different refractive indices,
different reflectivities, and different transmissivities. Re-
flected light of the coating layers presents a virtual image
with a pattern.
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Description

BACKGROUND

Technical Field

[0001] The present disclosure relates to an electronic
apparatus.

Description of Related Art

[0002] One of the rapidly growing technologies in the
field of human-computer interaction is various head-
mounted displays (HMDs), which may be worn on a us-
er’s head and have one or two displays in front of the
user’s eyes. This type of display has multiple commercial
applications involving simulation of virtual reality includ-
ing video games, medicine, sport training, entertainment
applications, and so forth. In the gaming field, these dis-
plays may be used, for example, to render three-dimen-
sional (3D) virtual game worlds.
[0003] Nowadays, computer vision methods, in partic-
ular, object tracking, are widely used in various applica-
tions. For example, object tracking may be used in a vir-
tual reality (VR) system to detect the location of a handle
held by a user. However, conventional VR systems often
have tracking errors. One reason is that external visible
light may easily affect the image sensor through the hous-
ing of the VR system. Another reason is that when the
obtained image is converted to grayscale values, the
grayscale values cannot be correctly matched with the
scene, so the identification accuracy is low when feature
points are identified by algorithm.
[0004] Accordingly, it is an important issue for the in-
dustry to provide an electronic apparatus capable of solv-
ing the aforementioned problems.

SUMMARY

[0005] An aspect of the disclosure is to provide an elec-
tronic apparatus that can efficiently solve the aforemen-
tioned problems.
[0006] According to an embodiment of the disclosure,
an electronic apparatus includes a housing and a cover-
ing structure. The housing has a light transmission por-
tion. The covering structure includes a plurality of coating
layers sequentially stacked above the light transmission
portion. The coating layers respectively have different
thicknesses, different refractive indices, different reflec-
tivities, and different transmissivities. Reflected light of
the covering structure presents a virtual image with a
pattern.
[0007] In an embodiment of the disclosure, the cover-
ing structure is configured to transmit most of light in a
wavelength range of infrared spectrum and not to trans-
mit most of light in a wavelength range of visible spec-
trum.
[0008] In an embodiment of the disclosure, the cover-

ing structure is configured to reflect said most of light in
the wavelength range of the visible spectrum.
[0009] In an embodiment of the disclosure, the elec-
tronic apparatus further includes an infrared image sen-
sor under the light transmission portion and configured
to sense said most of light in the wavelength range of the
infrared spectrum.
[0010] In an embodiment of the disclosure, the coating
layers include a first coating layer, a second coating layer,
and a third coating layer. The first coating layer is the
farthest one of the coating layers relative to the light trans-
mission portion. The second coating layer is connected
to the first coating layer. The third coating layer is con-
nected to the second coating layer. The refractive index
of the second coating layer is smaller than the refractive
indices of the first coating layer and the third coating layer.
[0011] In an embodiment of the disclosure, the cover-
ing structure is configured to transmit most of light in a
first wavelength range of visible spectrum and not to
transmit most of light in a second wavelength range of
the visible spectrum which does not overlap with the first
wavelength.
[0012] In an embodiment of the disclosure, the cover-
ing structure is configured to reflect said most of light in
the second wavelength range of the visible spectrum.
[0013] In an embodiment of the disclosure, the elec-
tronic apparatus further includes an image sensor under
the light transmission portion and has a detectable wave-
length range. The detectable wavelength range is within
the first wavelength range.
[0014] In an embodiment of the disclosure, the cover-
ing structure is configured not to transmit most of light in
a third wavelength range of the visible spectrum which
does not overlap with the first wavelength. The first wave-
length range is between the second wavelength range
and the third wavelength range.
[0015] In an embodiment of the disclosure, the cover-
ing structure is configured to reflect said most of light in
the third wavelength range of the visible spectrum.
[0016] In an embodiment of the disclosure, the coating
layers include a first coating layer, a second coating layer,
and a third coating layer. The first coating layer is the
farthest one of the coating layers relative to the light trans-
mission portion. The second coating layer is connected
to the first coating layer. The third coating layer is con-
nected to the second coating layer. The refractive index
of the second coating layer is greater than the refractive
indices of the first coating layer and the third coating layer.
[0017] Accordingly, in the electronic apparatus of the
present disclosure, the coating layers of the covering
structure covered on the housing respectively have dif-
ferent thicknesses, different refractive indices, different
reflectivities, and different transmissivities, so that re-
flected light of the covering structure can present a virtual
image with a pattern to achieve the function of anti-coun-
terfeiting. In addition, by adjusting the stacking order of
the coating layers, most of light in a wavelength range of
the visible spectrum can be reflected by the covering
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structure, the reflected light of the covering structure can
produce a colorful color for recognition. In some embod-
iments of the present disclosure, the covering structure
is configured to transmit most of light in a wavelength
range of the infrared spectrum, so the infrared image
sensor in the housing would not easily be affected by
external visible light, and thus tracking errors can be ef-
fectively avoided. In some embodiments of the present
disclosure, the covering structure is configured to trans-
mit most of light in another wavelength range of the visible
spectrum within which the detectable wavelength range
of the image sensor in the housing is, so that the image
obtained by the image sensor can be correctly matched
with the scene, and thus tracking errors can also be ef-
fectively avoided.
[0018] It is to be understood that both the foregoing
general description and the following detailed description
are by examples, and are intended to provide further ex-
planation of the disclosure as claimed.

BRIEF DESCRIPTION OF THE DRAWINGS

[0019] The disclosure can be more fully understood by
reading the following detailed description of the embod-
iment, with reference made to the accompanying draw-
ings as follows:

Fig. 1 is a schematic diagram illustrating a user using
an electronic apparatus according to some embod-
iments of the present disclosure;

Fig. 2 is a schematic diagram illustrating transmitted
light and reflected light of the electronic apparatus
according to some embodiments of the present dis-
closure;

Fig. 3 is a front view of the electronic apparatus ac-
cording to some embodiments of the present disclo-
sure;

Fig. 4 is a schematic view of the electronic apparatus
according to some embodiments of the present dis-
closure;

Fig. 5 is a schematic diagram of transmission spec-
trum of the covering structure of the electronic ap-
paratus shown in Fig. 4 according to some embod-
iments of the present disclosure;

Fig. 6 is a schematic view of an electronic apparatus
according to some embodiments of the present dis-
closure;

Fig. 7 is a schematic diagram of transmission spec-
trum of the covering structure of the electronic ap-
paratus shown in Fig. 6 according to some embod-
iments of the present disclosure;

Fig. 8 is a schematic diagram of reflection spectrum
of the covering structure of the electronic apparatus
shown in Fig. 6 according to some embodiments of
the present disclosure; and

Fig. 9 is a schematic diagram illustrating transmitted
light and reflected light of the electronic apparatus
shown in Fig. 6 according to some embodiments of
the present disclosure.

DETAILED DESCRIPTION

[0020] Reference will now be made in detail to the
present embodiments of the disclosure, examples of
which are illustrated in the accompanying drawings.
Wherever possible, the same reference numbers are
used in the drawings and the description to refer to the
same or like parts. However, specific structural and func-
tional details disclosed herein are merely representative
for purposes of describing example embodiments, and
thus may be embodied in many alternate forms and
should not be construed as limited to only example em-
bodiments set forth herein. Therefore, it should be un-
derstood that there is no intent to limit example embod-
iments to the particular forms disclosed, but on the con-
trary, example embodiments are to cover all modifica-
tions, equivalents, and alternatives falling within the
scope of the disclosure.
[0021] Reference is made to Fig. 1. Fig. 1 is a sche-
matic diagram illustrating a user using an electronic ap-
paratus 100 according to some embodiments of the
present disclosure. As shown in Fig. 1, the electronic
apparatus 100 includes a housing 110 configured to be
worn on the head of the user. The electronic apparatus
100 shown in Fig. 1 uses a head-mounted device as an
example, but the disclosure is not limited in this regard.
In some embodiments, the electronic apparatus 100 may
communicate wirelessly (e.g., WiFi, Bluetooth, etc.) with
a computing device. In some embodiments, the electron-
ic apparatus 100 may be wired directly to the computing
device or in communication with the computing device
via a network (e.g., the Internet). For example, the com-
puting device may be a server on a network that provides
video or game services. In some embodiments, the elec-
tronic apparatus 100 is a game playing device and the
game is executed directly on the electronic apparatus,
without the need of an external device to run the game.
[0022] Reference is made to Figs. 2 and 3. Fig. 2 is a
schematic diagram illustrating transmitted light and re-
flected light of the electronic apparatus 100 according to
some embodiments of the present disclosure. Fig. 3 is a
front view of the electronic apparatus 100 according to
some embodiments of the present disclosure. As shown
in Figs. 1 to 3, the housing 110 has a light transmission
portion 111. The electronic apparatus 100 further in-
cludes a covering structure 120. The covering structure
120 includes a plurality of coating layers sequentially
stacked above the light transmission portion 111. The
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coating layers respectively have different thicknesses
(e.g., thicknesses t11, t12, and t13), different refractive in-
dices (e.g., refractive indices n11, n12, and n13), different
reflectivities, and different transmissivities. Reflected
light of the covering structure 120 presents a virtual image
V with a pattern.
[0023] In some embodiments, to obtain virtual image
V with the pattern, the optical wavefront of the pattern
must be recalculated and measured. First, the phase only
function of the pattern may be calculated using an algo-
rithm (e.g., the Gerchberg-Saxton algorithm). According
to the algorithm, after superimposing phase B on light
(usually parallel light) emitted by a light source A, a bright
and uniform desired pattern K can be obtained on a plane
D through Fourier transform C (i.e., through a convex
lens). The algorithm is to find out what phase B should
be superimposed according to the desired pattern K,
which is the calculation of the so-called hologram F.
[0024] In simple terms, the phase of each pixel can be
found by optimizing the complex amplitude of each pixel,
and iterative calculation can be performed. After a finite
number of steps, the result will converge, which means
that the complex amplitude calculated each time will not
be much different. At this time we will find the desired
phase bitmap.
[0025] In some embodiments, after the phase only
function is obtained, the phase only function may be in-
putted into a spatial light modulator. In some embodi-
ments, the pattern of the phase only function may be
reconstructed and projected through a reconstruction
system. In some embodiments, the optical wavefront of
the pattern may be measured by a wavefront sensor (e.g.,
the Shack-Hartmann wavefront sensor). After the data
of the optical wavefront of the pattern is obtained, the
thicknesses of the coating layers can be determined.
[0026] Reference is made to Figs. 4 and 5. Fig. 4 is a
schematic view of the electronic apparatus 100 according
to some embodiments of the present disclosure. Fig. 5
is a schematic diagram of transmission spectrum of the
covering structure 120 of the electronic apparatus 100
shown in Fig. 4 according to some embodiments of the
present disclosure. As shown in Figs. 4 and 5, the cov-
ering structure 120 is configured to transmit most of light
in a wavelength range of the infrared spectrum and not
to transmit most of light in a wavelength range of the
visible spectrum. In some embodiments, the wavelength
range of the infrared spectrum is greater than 800 nm,
but the disclosure is not limited in this regard. In some
embodiments, the wavelength range of the visible spec-
trum is from about 350 nm to about 799 nm, but the dis-
closure is not limited in this regard.
[0027] In some embodiments, the covering structure
120 is configured to reflect said most of light in the wave-
length range of the visible spectrum. As such, the reflect-
ed light of the covering structure 120 can produce a color-
ful color for recognition. In some other embodiments, the
covering structure 120 is configured to absorb said most
of light in the wavelength range of the visible spectrum.

[0028] In some embodiments, as shown in Fig. 4, the
electronic apparatus 100 further includes an infrared im-
age sensor 130 under the light transmission portion 111
of the housing 110 and configured to sense said most of
light in the wavelength range of the infrared spectrum.
Since the covering structure 120 is configured to transmit
said most of light in the wavelength range of the infrared
spectrum, when an infrared base station BS outside the
housing 110 transmits a signal, the signal can be mostly
transmitted through the covering structure 120 and enter
the housing 110 to be received by the infrared image
sensor 130. Since the covering structure 120 is config-
ured to reflect said most of light in the wavelength range
of the visible spectrum, the visible light of the external
environment is reflected outside the housing 110 by the
covering structure 120. As such, the infrared image sen-
sor 130 in the housing 110 would not easily be affected
by external visible light and the tracking positioning ac-
curacy can be greatly improved, and thus tracking errors
can be effectively avoided.
[0029] In some embodiments, as shown in Fig. 2, the
coating layers of the covering structure 120 includes a
first coating layer 121, a second coating layer 122, and
a third coating layer 123. The first coating layer 121 is
the farthest one of the coating layers relative to the light
transmission portion 111. The second coating layer 122
is connected to the first coating layer 121. The third coat-
ing layer 123 is connected to the second coating layer
122. The refractive index n12 of the second coating layer
122 is smaller than the refractive index n11 of the first
coating layer 121 and the refractive index n13 of the third
coating layer 123.
[0030] In some embodiments, as shown in Fig. 2, the
reflected light R1, the reflected light R2, the reflected light
R3, and the reflected light R4 may have respective phases
by making the thickness of each of the first coating layer
121, the second coating layer 122, and the third coating
layer 123 be uniform. The phase of the reflected light R1
is the same as that of the reflected light R2, so the re-
flected light R1 and the reflected light R2 form a construc-
tive interference. The phase of the reflected light R2 is
different from that of the reflected light R3, so the reflected
light R2 and the reflected light R3 form a destruction in-
terference. The interference characteristics can be used
to produce colorful color for recognition. As described
above, by the condition that the coating layers are not
equal in thickness, the covering structure 120 can
present desired interference fringes (i.e., the virtual im-
age V having the desired pattern), thereby achieving the
function of anti-counterfeiting.
[0031] Reference is made to Figs. 6, 7, and 8. Fig. 6
is a schematic view of an electronic apparatus 200 ac-
cording to some embodiments of the present disclosure.
Fig. 7 is a schematic diagram of transmission spectrum
of the covering structure 220 of the electronic apparatus
200 shown in Fig. 6 according to some embodiments of
the present disclosure. Fig. 8 is a schematic diagram of
reflection spectrum of the covering structure 220 of the
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electronic apparatus 200 shown in Fig. 6 according to
some embodiments of the present disclosure. As shown
in Figs. 6 to 8, the electronic apparatus 200 includes the
housing 110 and the covering structure 220. The housing
110 of the present embodiment is identical to or similar
to that of the embodiment as shown in Fig. 4, so it can
be referred to above related description and would not
be repeated here for simplicity. The covering structure
220 includes a plurality of coating layers sequentially
stacked above the light transmission portion 111. The
coating layers respectively have different thicknesses
(e.g., thicknesses t21, t22, and t23), different refractive in-
dices (e.g., thicknesses n21, n22, and n23), different re-
flectivities, and different transmissivities. Reflected light
of the covering structure 220 presents a virtual image V
with a pattern which may be illustrated by Fig. 3.
[0032] In some embodiments, as shown in Fig. 7, the
covering structure 220 is configured to transmit most of
light in a first wavelength range W1 of the visible spectrum
and not to transmit most of light in a second wavelength
range W2 and most of light in a third wavelength range
W3 of the visible spectrum which do not overlap with the
first wavelength range W1.
[0033] In some embodiments, the first wavelength
range W1 is between the second wavelength range W2
and the third wavelength range W3. In some embodi-
ments, the first wavelength range W1 of the visible spec-
trum is from about 460 nm to about 650 nm, but the dis-
closure is not limited in this regard. In some embodi-
ments, the second wavelength range W2 of the visible
spectrum is smaller than about 460, but the disclosure
is not limited in this regard. In some embodiments, the
third wavelength range W3 of the visible spectrum is
greater than about 650 nm, but the disclosure is not lim-
ited in this regard.
[0034] In some embodiments, the covering structure
220 is configured to reflect at least one of said most of
light in the second wavelength range W2 and said most
of light in the third wavelength range W3 of the visible
spectrum. As such, the reflected light of the covering
structure 220 can produce a colorful color for recognition.
In some other embodiments, the covering structure 220
is configured to absorb at least one of said most of light
in the second wavelength range W2 and/or said most of
light in the third wavelength range W3 of the visible spec-
trum.
[0035] In some embodiments, as shown in Fig. 6, the
electronic apparatus 200 further includes an image sen-
sor 230 under the light transmission portion 111 and has
a detectable wavelength range WD. The detectable
wavelength range W1 is within the first wavelength range
WD. Since the covering structure 220 is configured to
transmit most of light in a first wavelength range W1 of
the visible spectrum and reflect at least one of said most
of light in the second wavelength range W2 and said most
of light in the third wavelength range W3 of the visible
spectrum, the image sensor 230 can obtain the accurate
wavelength energy through the covering structure 220,

so that the obtained image has higher contrast and the
feature points of the image are sharper. Then, more ac-
curate tracking and positioning can be achieved through
depth algorithm.
[0036] Reference is made to Fig. 9. Fig. 9 is a sche-
matic diagram illustrating transmitted light and reflected
light of the electronic apparatus 200 shown in Fig. 6 ac-
cording to some embodiments of the present disclosure.
As shown in Fig. 9, the coating layers include a first coat-
ing layer 221, a second coating layer 222, and a third
coating layer 223. The first coating layer 221 is the far-
thest one of the coating layers relative to the light trans-
mission portion 111. The second coating layer 222 is
connected to the first coating layer 221. The third coating
layer 223 is connected to the second coating layer 222.
The refractive index n22 of the second coating layer 222
is greater than the refractive index n21 of the first coating
layer 221 and the refractive index n23 of the third coating
layer 223.
[0037] According to the foregoing recitations of the em-
bodiments of the disclosure, it can be seen that in the
electronic apparatus of the present disclosure, the coat-
ing layers of the covering structure covered on the hous-
ing respectively have different thicknesses, different re-
fractive indices, different reflectivities, and different trans-
missivities, so that reflected light of the covering structure
can present a virtual image with a pattern to achieve the
function of anti-counterfeiting. In addition, by adjusting
the stacking order of the coating layers, most of light in
a wavelength range of the visible spectrum can be re-
flected by the covering structure, the reflected light of the
covering structure can produce a colorful color for rec-
ognition. In some embodiments of the present disclosure,
the covering structure is configured to transmit most of
light in a wavelength range of the infrared spectrum, so
the infrared image sensor in the housing would not easily
be affected by external visible light, and thus tracking
errors can be effectively avoided. In some embodiments
of the present disclosure, the covering structure is con-
figured to transmit most of light in another wavelength
range of the visible spectrum within which the detectable
wavelength range of the image sensor in the housing is,
so that the image obtained by the image sensor can be
correctly matched with the scene, and thus tracking er-
rors can also be effectively avoided.
[0038] Although the present disclosure has been de-
scribed in considerable detail with reference to certain
embodiments thereof, other embodiments are possible.
Therefore, the spirit and scope of the appended claims
should not be limited to the description of the embodi-
ments contained herein.
[0039] It will be apparent to those skilled in the art that
various modifications and variations can be made to the
structure of the present disclosure without departing from
the scope or spirit of the disclosure. In view of the fore-
going, it is intended that the present disclosure cover
modifications and variations of this disclosure provided
they fall within the scope of the following claims.
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Claims

1. An electronic apparatus, comprising:

a housing having a light transmission portion;
and
a covering structure comprising a plurality of
coating layers sequentially stacked above the
light transmission portion, the coating layers re-
spectively having different thicknesses, different
refractive indices, different reflectivities, and dif-
ferent transmissivities,
wherein reflected light of the covering structure
presents a virtual image with a pattern.

2. The electronic apparatus of claim 1, wherein the cov-
ering structure is configured to transmit most of light
in a wavelength range of infrared spectrum and not
to transmit most of light in a wavelength range of
visible spectrum.

3. The electronic apparatus of claim 2, wherein the cov-
ering structure is configured to reflect said most of
light in the wavelength range of the visible spectrum.

4. The electronic apparatus of claim 2, further compris-
ing an infrared image sensor under the light trans-
mission portion and configured to sense said most
of light in the wavelength range of the infrared spec-
trum.

5. The electronic apparatus of claim 2, wherein the
coating layers comprises a first coating layer being
the farthest one of the coating layers relative to the
light transmission portion, a second coating layer
connected to the first coating layer, and a third coat-
ing layer connected to the second coating layer, and
the refractive index of the second coating layer is
smaller than the refractive indices of the first coating
layer and the third coating layer.

6. The electronic apparatus of claim 1, wherein the cov-
ering structure is configured to transmit most of light
in a first wavelength range of visible spectrum and
not to transmit most of light in a second wavelength
range of the visible spectrum which does not overlap
with the first wavelength range.

7. The electronic apparatus of claim 6, wherein the cov-
ering structure is configured to reflect said most of
light in the second wavelength range of the visible
spectrum.

8. The electronic apparatus of claim 6, further compris-
ing an image sensor under the light transmission por-
tion and having a detectable wavelength range,
wherein the detectable wavelength range is within
the first wavelength range.

9. The electronic apparatus of claim 6, wherein the cov-
ering structure is configured not to transmit most of
light in a third wavelength range of the visible spec-
trum which does not overlap with the first wavelength
range, and the first wavelength range is between the
second wavelength range and the third wavelength
range.

10. The electronic apparatus of claim 9, wherein the cov-
ering structure is configured to reflect said most of
light in the third wavelength range of the visible spec-
trum.

11. The electronic apparatus of claim 6, wherein the
coating layers comprises a first coating layer being
the farthest one of the coating layers relative to the
light transmission portion, a second coating layer
connected to the first coating layer, and a third coat-
ing layer connected to the second coating layer, and
the refractive index of the second coating layer is
greater than the refractive indices of the first coating
layer and the third coating layer.
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