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(54) NON-BURNING TYPE FLAVOR INHALER AND PACKAGE

(57) This non-combusting flavor inhaler is provided
with: a power source unit which comprises at least a bat-
tery; a first cartridge which comprises at least a vaporizer
unit which, with power provided from an aerosol source
and the battery, vaporizes an aerosol source without
combustion; a second cartridge which has at least a flavor

source and which imparts flavor to the aerosol vaporized
by the vaporizer unit by said aerosol passing through
said second cartridge; and a control unit which, upon
detecting that it is time for the second cartridge to be
replaced, controls a notification unit to notify that it is time
for the second cartridge to be replaced.
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Description

TECHNICAL FIELD

[0001] The present invention relates to a non-burning
type flavor inhaler provided with a second cartridge and
a first cartridge, and a package.

BACKGROUND ART

[0002] Known is a non-burning type flavor inhaler that
atomizes an aerosol source using power supplied from
a battery (for example, Patent Document 1).
[0003] For example, the non-burning type flavor inhal-
er is provided with a power source unit having at least a
battery, a first cartridge having at least an aerosol source
and an atomizer that atomizes the aerosol source, and
a second cartridge having at least a flavor source. The
second cartridge and the first cartridge are replaceable.

PRIOR ART DOCUMENT

PATENT DOCUMENT

[0004] Patent Document 1: WO 2013/116558

SUMMARY OF THE INVENTION

[0005] A first feature is summarized as a non-burning
type flavor inhaler comprising: a power source unit in-
cluding at least a battery; a first cartridge including at
least an aerosol source and an atomizer configured to
atomize the aerosol source without burning using power
supplied from the battery; a second cartridge including
at least a flavor source and imparts flavor to the aerosol
by letting the aerosol atomized by the atomizer pass
through; and a controller configured to control a notifica-
tion unit to notify a replacement timing of the second car-
tridge in response to detection of the replacement timing
of the second cartridge.
[0006] A second feature according to the first feature
is summarized as that the controller controls the notifi-
cation unit to notify a replacement timing of the first car-
tridge according to detection of the replacement timing
of the first cartridge, and the controller detects the re-
placement timing of the first cartridge based on the
number of replacement times of the second cartridge.
[0007] A third feature according to the first feature or
the second feature is summarized as that the controller
detects the replacement timing of the second cartridge
based on the number of puff actions or an energization
time of the atomizer.
[0008] A fourth feature according to the third feature is
summarized as that the controller has a counter config-
ured to count the number of puff actions or the energiza-
tion time of the atomizer, and the controller detects the
replacement timing of the second cartridge and resets
the count value of the counter, when a count value of the

counter reaches a predetermined value.
[0009] A fifth feature according to the third feature is
summarized as that the controller has a counter config-
ured to count the number of puff actions or the energiza-
tion time of the atomizer, the controller detects the re-
placement timing of the second cartridge when a count
value of the counter reaches the predetermined value,
and the controller resets the count value of the counter
by a predetermined operation of a user.
[0010] A sixth feature according to any one of the first
feature to the fifth feature is summarized as that the con-
troller controls the notification unit to notify a replacement
timing of the battery or a charging timing of the battery
in response to detection of the replacement timing of the
battery or the charging timing of the battery.
[0011] A seventh feature according to the sixth feature
is summarized as that the controller detects the replace-
ment timing of the battery or the charging timing of the
battery based on output voltage of the battery.
[0012] An eighth feature according to the fourth feature
or the fifth feature is summarized as that the controller
stops power supply from the battery to the atomizer from
when a count value of the counter reaches a predeter-
mined value until when the count value is reset.
[0013] A ninth feature according to the first feature is
summarized as that the controller has a first counter and
a second counter as a counter configured to count the
number of puff actions or the energization time of the
atomizer, the controller detects the replacement timing
of the second cartridge when a count value of the first
counter reaches a first predetermined value, the control-
ler detects the replacement timing of the first cartridge
when a count value of the second counter reaches a sec-
ond predetermined value, and the second predetermined
value is an integral multiple of the first predetermined
value.
[0014] A tenth feature according to the second feature
is summarized as that the controller has a counter con-
figured to count a number of replacement times of the
second cartridge, and the controller detects the replace-
ment timing of the first cartridge when a count value of
the counter reaches a predetermined value.
[0015] An eleventh feature according to any one of the
first feature to the tenth feature is summarized as that
the controller detects the replacement timing of the sec-
ond cartridge based on the number of puff actions or an
energization time, the controller outputs to the battery a
predetermined instruction as the instruction to the
battery , the predetermined instruction instructing the
battery to make the aerosol amount, atomized by the
atomizer, falls in a desired range, the controller stops
power supply from the battery to the atomizer when a
predetermined period from a start of power supply to the
atomizer has elapsed, and the predetermined period is
shorter than an upper limit value of a standard puff period
derived from statistics of a puff period of a user.
[0016] A twelfth feature according to any one of the
first feature to the eleventh feature is summarized as that
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the controller modifies the predetermined instruction with
a reduction of an accumulated amount in the battery such
that the aerosol amount atomized by the atomizer falls
in the desired range.
[0017] A thirteenth feature according to any one of the
first feature to the twelfth feature is summarized as that
the controller performs a detection process to detect the
replacement timing of the second cartridge when power
supply from the battery to the atomizer is stopped.
[0018] A fourteenth feature according to the thirteenth
feature is summarized as that the controller performs the
detection process from stopping of the power supply from
the battery to the atomizer until a determination period
has elapsed.
[0019] A fifteenth feature according to the fourteenth
feature is summarized as that the controller controls the
notification unit to notify the replacement timing of the
second cartridge from stopping of the power supply from
the battery to the atomizer until the determination period
has elapsed when the replacement timing of the second
cartridge is detected in the detection process.
[0020] A sixteenth feature according to the fourteenth
feature or the fifteenth feature is summarized as that the
controller performs the detection process until the power
supply from the battery to the atomizer starts in response
to the start of a puff action when the puff action starts
from stopping of the power supply from the battery to the
atomizer until the detection process performed.
[0021] A seventeenth feature according to any one of
the thirteenth feature to the sixteenth feature is summa-
rized as that the controller performs the detection process
when the power supply from the battery to the atomizer
is stopped along with a detection of an end of the puff
action.
[0022] An eighteenth feature according to any one of
the thirteenth feature to the sixteenth feature is summa-
rized as that the controller performs the detection process
when the power supply from the battery to the atomizer
is stopped along with elapse of a predetermined period
from the start of power supply to the atomizer.
[0023] A nineteenth feature is summarized as a pack-
age used for the non-burning type flavor inhaler accord-
ing to any one of the first feature to the eighteenth feature,
comprising: a first cartridge including at least an aerosol
source and an atomizer configured to atomize the aerosol
source without burning; and one or more second cartridg-
es each including at least a flavor source, wherein the
number of the one or more second cartridges is deter-
mined according to the lifespan of the first cartridge.
[0024] A twentieth feature according to the nineteenth
feature is summarized as that a permissible puff number
or a permissible energization time is determined for the
first cartridge, the permissible puff number being the
number of puff actions permissible for the first cartridge,
the permissible energization time being the energization
time permissible for the first cartridge, a timing at which
the number of puff actions or the energization time of the
atomizer reaches a predetermined value is the replace-

ment timing of the second cartridge, and the number of
the second cartridges is an integral part of a quotient
obtained by dividing the permissible puff number or the
permissible energization time i by the predetermined val-
ue.
[0025] A twenty-first feature according to the nine-
teenth feature is summarized as that a timing at which
the number of puff actions or the energization time of the
atomizer reaches a first predetermined value is the re-
placement timing of the second cartridge, a timing at
which the number of puff actions or the energization time
of the atomizer reaches a second predetermined value
is the replacement timing of the first cartridge, and the
second predetermined value is an integral multiple of the
first predetermined value.
[0026] In the fourteenth feature to the sixteenth feature,
the determination period may be a period that is assumed
to be shorter than a period from the end of a current puff
action until a subsequent puff action starts. As the deter-
mination period, for example, it is possible to use a period
such as three seconds, or preferably one second.

BRIEF DESCRIPTION OF THE DRAWINGS

[0027]

Fig. 1 is a cross-sectional view illustrating a non-
burning type flavor inhaler 1 according to an embod-
iment.
Fig. 2 is a cross-sectional view illustrating a power
source unit 10 according to the embodiment.
Fig. 3 is a cross-sectional view illustrating a first car-
tridge 20 according to the embodiment.
Fig. 4 is a diagram illustrating an internal structure
of the first cartridge 20 according to the embodiment.
Fig. 5 is a cross-sectional view illustrating a second
cartridge 30 according to the embodiment.
Fig. 6 is an exploded perspective view of the second
cartridge 30 according to the embodiment.
Fig. 7 is a cross-sectional view (cross-sectional view
taken along A-A illustrated in Fig. 5) illustrating a
flavor source container 31 according to the embod-
iment.
Fig. 8 is a cross-sectional view (cross-sectional view
taken along B-B illustrated in Fig. 7) illustrating the
flavor source container 31 according to the embod-
iment.
Fig. 9 is a diagram illustrating one example of a
shape of an opening 32A according to the embodi-
ment.
Fig. 10 is a diagram illustrating one example of the
shape of the opening 32A according to the embod-
iment.
Fig. 11 is a diagram illustrating one example of the
shape of the opening 32A according to the embod-
iment.
Fig. 12 is a diagram illustrating one example of the
shape of the opening 32A according to the embod-
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iment.
Fig. 13 is a diagram illustrating a connection state of
the first cartridge 20 and the second cartridge 30
according to the embodiment.
Fig. 14 is a diagram illustrating the cross section tak-
en along C-C illustrated in Fig. 13.
Fig. 15 is a diagram mainly illustrating a function
block of a control circuit 50 according to the embod-
iment.
Fig. 16 is a diagram illustrating one example of duty
ratio control according to the embodiment.
Fig. 17 is a diagram illustrating one example of duty
ratio control according to the embodiment.
Fig. 18 is a flowchart illustrating a control method
according to the embodiment.
Fig. 19 is a diagram illustrating a connection state of
the first cartridge 20 and the second cartridge 30
according to a first modification.
Fig. 20 is a diagram illustrating a connection state of
the first cartridge 20 and the second cartridge 30
according to a second modification.
Fig. 21 is a diagram illustrating a connection state of
the first cartridge 20 and the second cartridge 30
according to a third modification.
Fig. 22 is a diagram for explaining an aerosol amount
according to a fourth modification.
Fig. 23 is a diagram for explaining the aerosol
amount according to the fourth modification.
Fig. 24 is a diagram for explaining the aerosol
amount according to the fourth modification.
Fig. 25 is a diagram for explaining the aerosol
amount according to the fourth modification.
Fig. 26 is a diagram mainly illustrating a function
block of a control circuit 50 according to a fifth mod-
ification.
Fig. 27 is a diagram mainly illustrating a function
block of a control circuit 50 according to a sixth mod-
ification.
Fig. 28 is a diagram mainly illustrating a function
block of a control circuit 50 according to a seventh
modification.
Fig. 29 is a diagram illustrating a package 300 ac-
cording to an eighth modification.
Fig. 30 is a flowchart illustrating a control method
according to a ninth modification.

DESCRIPTION OF THE EMBODIMENT

[0028] Hereinafter, embodiments of the present inven-
tion will be described. In the following description of the
drawings, the same or similar reference numerals denote
the same or similar parts. It should be noted that the
drawings are schematic, and the ratios of dimensions
and the like may be different from the actual ones.
[0029] Therefore, specific dimensions and the like may
be determined by referring to the following description.
Of course, the drawings may include the parts having
different dimensions and ratios.

[Overview of Disclosure]

[0030] As a result of extensive studies, the inventors
found that the lifespan of the second cartridge is different
from the lifespan of the first cartridge.
[0031] On the based on such new findings, with refer-
ence to the non-burning type flavor inhaler mentioned in
the background art, in the non-burning type flavor inhaler
described above, a replacement timing of the first car-
tridge or a replacement timing of the second cartridge is
not notified to the user, therefore convenience of the user
is impaired.
[0032] A non-burning type flavor inhaler according to
the overview of disclosure comprises: a power source
unit including at least a battery; a first cartridge including
at least an aerosol source and an atomizer configured to
atomize the aerosol source without burning using power
supplied from the battery; a second cartridge including
at least a flavor source and imparts flavor to the aerosol
by letting the aerosol atomized by the atomizer pass
through; and a controller configured to control a notifica-
tion unit to notify a replacement timing of the second car-
tridge in response to detection of the replacement timing
of the second cartridge.
[0033] In the overview of disclosure, the controller con-
trols the notification unit to notify the replacement timing
of the second cartridge in response to the detection of
the replacement timing of the second cartridge. Accord-
ingly, it is possible for the user to easily ascertain the
replacement timing of the second cartridge.

EMBODIMENT

(Non-burning Type Flavor Inhaler)

[0034] A non-burning type flavor inhaler according to
an embodiment will be described below. Fig. 1 is a cross-
sectional view illustrating a non-burning type flavor inhal-
er 1 according to the embodiment. Fig. 2 is a cross-sec-
tional view illustrating a power source unit 10 according
to the embodiment. Fig. 3 is a cross-sectional view illus-
trating a first cartridge 20 according to the embodiment.
Fig. 4 is a diagram illustrating an internal structure of the
first cartridge 20 according to the embodiment. It should
be noted that a reservoir 21 that will be described later
is omitted from Fig. 4. Fig. 5 is a side view illustrating a
second cartridge 30 according to the embodiment. Fig.
6 is an exploded perspective view of the second cartridge
30 according to the embodiment. Fig. 7 is a cross-sec-
tional view (cross-sectional view taken along A-A illus-
trated in Fig. 5) illustrating a flavor source container 31
according to the embodiment. Fig. 8 is a cross-sectional
view (cross-sectional view taken along B-B illustrated in
Fig. 7) illustrating the flavor source container 31 accord-
ing to the embodiment. It should be noted that a flavor
source 31A that will be described later is omitted from
Fig. 6.
[0035] As illustrated in Fig. 1, the non-burning type fla-
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vor inhaler 1 has a shape extending in a predetermined
direction A from a non-mouthpiece end toward a mouth-
piece end. The non-burning type flavor inhaler 1 is an
instrument for inhaling flavor without burning.
[0036] Specifically, the non-burning type flavor inhaler
1 has the power source unit 10, the first cartridge 20, and
the second cartridge 30. The first cartridge 20 is attach-
able to and detachable from the power source unit 10,
and the second cartridge 30 is attachable to and detach-
able from the first cartridge 20. In other words, the first
cartridge 20 and the second cartridge 30 are each re-
placeable.
[0037] As illustrated in Fig. 2, the power source unit 10
has a shape extending along the predetermined direction
A, and has at least a battery 11. The battery 11 may be
a disposable battery and may be a rechargeable battery.
An initial value of output voltage of the battery 11 is pref-
erably in a range of from 1.2 to 4.2 V. In addition, the
battery capacity of the battery 11 is preferably in a range
of from 100 to 1000 mAh.
[0038] As illustrated in Fig. 3 and Fig. 4, the first car-
tridge 20 has a shape extending along the predetermined
direction A. The first cartridge 20 has a reservoir 21, an
atomizer 22, a flow path forming body 23, an outer frame
24, and an end cap 25. The first cartridge 20 has a first
flow path 20X provided on the downstream than the at-
omizer 22 as an aerosol flow path extending along the
predetermined direction A. It should be noted that in the
aerosol flow path, a side near to the atomizer 22 is re-
ferred to as upstream and a side away from the atomizer
22 is referred to as downstream.
[0039] The reservoir 21 retains an aerosol source 21A.
The reservoir 21 is positioned on the periphery of the flow
path forming body 23 in a cross section orthogonal to the
first flow path 20X (predetermined direction A). In the
embodiment, the reservoir 21 is positioned in a gap be-
tween the flow path forming body 23 and the outer frame
24. For example, the reservoir 21 is constituted by a po-
rous body such as a resin web or cotton. However, the
reservoir 21 may be constituted by a tank that accom-
modates the liquid aerosol source 21A. The aerosol
source 21A includes a liquid such as glycerin or propyl-
ene glycol.
[0040] The atomizer 22 atomizes the aerosol source
21A not accompanying burning caused by power sup-
plied from the battery 11. In the embodiment, the atomizer
22 is constituted by a heating wire (coil) wound at a pre-
determined pitch, and preferably the atomizer 22 is con-
stituted by a heating wire that has a resistance value in
the range of from 1.0 to 3.0 Ω. The predetermined pitch
is a value or more such that the heating wires do not
contact, and preferably is a small value. For example,
the predetermined pitch is preferably 0.40 mm or less.
The predetermined pitch is preferably fixed to stabilize
atomization of the aerosol source 21A. Note that, the
predetermined pitch is an interval in the center of heating
wires that are adjacent to each other.
[0041] The flow path forming body 23 has a shape ex-

tending along the predetermined direction A. The flow
path forming body 23 has a cylindrical shape that forms
the first flow path 20X extending along the predetermined
direction A.
[0042] The outer frame 24 has a shape extending
along the predetermined direction A. The outer frame 24
has a cylindrical shape that accommodates the flow path
forming body 23. In the embodiment, the outer frame 24
accommodates a part of the second cartridge 30 while
extending to the downstream side than the end cap 25.
[0043] The end cap 25 is a cap that closes a gap be-
tween the flow path forming body 23 and the outer frame
24 from the downstream side. The end cap 25 suppress-
es a situation such that the aerosol source 21A retained
in the reservoir 21 leaks to the second cartridge 30 side.
[0044] As illustrated in Fig. 5 and Fig. 6, the second
cartridge 30 has at least the flavor source 31A. The sec-
ond cartridge 30 is mounted in the non-burning type flavor
inhaler 1. In the embodiment, the second cartridge 30 is
connected to the first cartridge 20. More particularly, a
part of the second cartridge 30 is accommodated in the
outer frame 24 of the first cartridge 20 as described
above.
[0045] The second cartridge 30 has a shape extending
along the predetermined direction A. The second car-
tridge 30 has the flavor source container 31, a mesh body
32, a filter 33, and a cap 34. The second cartridge 30 has
a second flow path 30X provided on the downstream than
the first flow path 20X as the aerosol flow path.
[0046] The second cartridge 30 imparts flavor to the
aerosol by letting the aerosol atomized by the atomizer
22 pass through. Here, in the embodiment, it should be
noted that it is possible to impart flavor to the aerosol
without heating the flavor source 31A. It should be noted
that the aerosol is not practically generated from the fla-
vor source 31A.
[0047] In the predetermined direction A, preferably a
maximum size of the second cartridge 30 is 40 mm or
less. Furthermore, in the predetermined direction A, pref-
erably the maximum size of the second cartridge 30 is
25 mm or less. Meanwhile, in the predetermined direction
A, preferably a minimum size of the second cartridge 30
is 5 mm or more. Furthermore, in the predetermined di-
rection A, preferably the minimum size of the second car-
tridge 30 is 1 mm or more. In a direction orthogonal to
the predetermined direction A, preferably the maximum
size of the second cartridge 30 is 20 mm or less. Further-
more, in the direction orthogonal to the predetermined
direction A, preferably the maximum size of the second
cartridge 30 is 10 mm or less. Meanwhile, in the direction
orthogonal to the predetermined direction A, preferably
the minimum size of the second cartridge 30 is 3 mm or
more. Furthermore, in the direction orthogonal to the pre-
determined direction A, preferably the minimum size of
the second cartridge 30 is 1 mm or more.
[0048] The flavor source container 31 has a cylindrical
shape and forms the second flow path 30X extending
along the predetermined direction A. The flavor source
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container 31 accommodates the flavor source 31A. The
flavor source 31A that imparts flavor to the aerosol is
accommodated in the second flow path 30X. Here, in a
cross section orthogonal to the aerosol flow path (prede-
termined direction A), preferably the size of the first flow
path 20X is small to secure volume of the reservoir 21
that retains the aerosol source 21A. Accordingly, in a
case in which the second cartridge 30 is accommodated
in the outer frame 24 that has a fixed cross-sectional area
across the aerosol flow path (predetermined direction A),
as a result, the size of the second flow path 30X tends
to be larger than the size of the first flow path 20X de-
scribed above.
[0049] The flavor source 31A is constituted by raw ma-
terial pieces that impart flavor to the aerosol generated
by the non-burning type flavor inhaler 1. Preferably the
lower limit of the size of the raw material pieces is from
0.2 to 1.2 mm. Furthermore, preferably the lower limit of
the size of the raw material pieces is from 0.2 to 0.7 mm.
The smaller the size of the raw material pieces included
in the flavor source 31A, the more the specific surface
area increases, therefore a flavor component tends to be
released from the raw material pieces included in the
flavor source 31A. It is possible to use shredded tobacco
or a molded body in which a tobacco raw material is gran-
ularly formed as the raw material pieces included in the
flavor source 31A. The flavor source 31A may be consti-
tuted by a plant other than tobacco (for example, mint
and herbs). Flavorings such as menthol may be added
to the flavor source 31A.
[0050] Here, for example, the raw material pieces in-
cluded in the flavor source 31A are obtained by sieving
compliant with JIS Z 8815 using a stainless steel sieve
compliant with JIS Z 8801. For example, the raw material
pieces that pass through the stainless steel sieve that
has sieve openings of 0.71 mm are obtained by sieving
the raw material pieces over 20 minutes by a drying and
mechanical shaking method using the stainless steel
sieve that has the sieve openings of 0.71 mm. Subse-
quently, the raw material pieces that pass through the
stainless steel sieve that has sieve openings of 0.212
mm are removed by sieving the raw material pieces over
20 minutes by the drying and mechanical shaking method
using the stainless steel sieve that has the sieve openings
of 0.212 mm. That is, the raw material pieces included
in the flavor source 31A are raw material pieces that pass
through the stainless steel sieve (sieve openings = 0.71
mm) that regulates the upper limit and do not pass
through the stainless steel sieve (sieve openings = 0.212
mm) that regulates the lower limit. Accordingly, in the
embodiment, the lower limit of the size of the raw material
pieces included in the flavor source 31A is defined by the
sieve openings of the stainless steel sieve that regulates
the lower limit. Note that, the upper limit of the size of the
raw material pieces included in the flavor source 31A is
defined by the sieve openings of the stainless steel sieve
that regulates the upper limit.
[0051] In the embodiment, as illustrated in Fig. 6 and

Fig. 7, preferably the flavor source container 31 has a
protruding portion 31E that protrudes to the upstream
side (in the embodiment, the flow path forming body 23
or the end cap 25 side) from an outer edge of an upstream
end portion (here, the mesh body 32) of the flavor source
container 31 in a cross section orthogonal to the aerosol
flow path (predetermined direction A). The protruding
portion 31E may be continuously provided along the out-
er edge of the upstream end portion (here, the mesh body
32) of the flavor source container 31 and may be inter-
mittently provided along the outer edge of the flavor
source container 31. Note that, when there is a gap be-
tween the outer frame 24 and the flavor source container
31, preferably the protruding portion 31E is continuously
provided along the outer edge of the upstream end por-
tion (here, the mesh body 32) of the flavor source con-
tainer 31. Thereby, it is possible to suppress retention of
aerosol in the gap formed in the upstream part of a taper
part 31T.
[0052] In the embodiment, as illustrated in Fig. 6 and
Fig. 7, preferably an outer wall surface of the flavor source
container 31 includes the taper part 31T that becomes
wide from the upstream to the downstream. The taper
part 31T may be contained in a part of the outer wall
surface of the flavor source container 31. For example,
a taper angle α of the taper part 31T is approximately 5
degrees.
[0053] In the embodiment, as illustrated in Fig. 7, pref-
erably a rib 31R extending along the predetermined di-
rection A from the upstream to the downstream is pro-
vided in an inner wall surface of the flavor source con-
tainer 31. Although not particularly limited, preferably the
number of ribs 31R is two or more. Preferably the down-
stream end portion of the ribs 31R does not reach the
downstream end portion of the flavor source container
31. For example, in the predetermined direction A, a
length L2 from the mesh body 32 to the downstream end
portion of the ribs 31R is shorter than a length L1 from
the mesh body 32 to the downstream end portion of the
flavor source container 31. In other words, in a state in
which the filter 33 is inserted in the flavor source container
31, preferably the downstream end portion of the ribs
31R contacts the filter 33 without reaching the down-
stream end portion of the flavor source container 31.
[0054] The mesh body 32 is provided on the upstream
(non-mouthpiece side) than the flavor source 31A. In the
embodiment, the mesh body 32 is provided on the up-
stream end portion of the flavor source container 31.
When the mesh body 32 provided in the flavor source
container 31 is very small, from the perspective of secur-
ing strength of the mesh body 32, preferably the flavor
source container 31 and the mesh body 32 are integrally
formed. That is, in the embodiment, the mesh body 32
is a part of the flavor source container 31. In such a case,
preferably the flavor source container 31 and the mesh
body 32 are configured by resin. For example, it is pos-
sible to use one or more resins that are selected from
polypropylene, polyethylene terephthalate, polyethylene
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resin, and ABS resin as the resin. From the perspective
of moldability and texture, preferably the resin is polypro-
pylene. The flavor source container 31 and the mesh
body 32 are constituted by metallic molding or injection
molding.
[0055] In the embodiment, as illustrated in Fig. 8, the
mesh body 32 has a plurality of openings 32A. Each of
the plurality of openings 32A has a polygon shape that
has an internal angle of 180° or less. Each of the plurality
of openings 32A has, as widths through which each cent-
er of gravity of the plurality of openings 32A passes, a
minimum width Wmin having the smallest width and a
maximum width Wmax having the largest width. The min-
imum width Wmin is smaller than the lower limit of the
size of the raw material pieces included in the flavor
source 31A. More particularly, since the raw material
pieces that actually constitutes the flavor source 31A are
non-spherical, from the perspective of suppressing drop
out of the raw material pieces, preferably the minimum
width Wmin is smaller than 1/2 the lower limit of the size
of the raw material pieces included in the flavor source
31A. The maximum width Wmax is larger than the min-
imum width Wmin. For example, preferably the maximum
width Wmax is larger than the lower limit of the size of
the raw material pieces. Alternatively, preferably the
maximum width Wmax is from √2 times to six times of
the minimum width Wmin. That is, each of the plurality
of openings 32A is a shape different from a circle. Fur-
thermore, since the raw material pieces tend not to fit in
the opening 32A, preferably each of the plurality of open-
ings 32A is a rectangular shape. Note that, each side of
the rectangular shape that the opening 32A may include
a nonlinear part generated in manufacturing the opening
32A. In addition, each vertex of the rectangular shape
that the opening 32A may include a curved part gener-
ated in manufacturing the opening 32A.
[0056] Here, as illustrated in Fig. 9 to Fig. 12, preferably
each of the plurality of openings 32A has a shape select-
ed from square, rectangular, diamond, hexagonal, and
octagonal. As illustrated in Fig. 9 to Fig. 11, the shape of
each of the plurality of openings 32A may be one type,
and as illustrated in Fig. 12, may be two types. The shape
of each of the plurality of openings 32A may be three
types or more. Note that, from the perspective of arrange-
ment efficiency, manufacturability, or the like of the plu-
rality of openings 32A, preferably each of the plurality of
openings 32A has a rectangular shape.
[0057] In the examples illustrated in Fig. 9 to Fig. 12,
preferably the plurality of openings 32A are provided
such that sides of the openings 32A adjacent to each
other become parallel. Preferably an interval P of the
openings 32A adjacent to each other is from 0.15 to 0.30
mm. In such a case, preferably the thickness of the mesh
body 32 is from 0.1 to 1 mm.
[0058] The filter 33 is configured by a predetermined
fiber and has a roughness to a degree such that the raw
material pieces do not pass through. The filter 33 is pro-
vided on the downstream than the flavor source 31A. For

example, the filter 33 is an acetate filter. The cap 34 is
provided on the downstream (on the mouthpiece side)
than the filter 33.
[0059] Note that, preferably the flavor source container
31 (here, containing the mesh body 32), the filter 33, and
the cap 34 are adhered or welded to each other.
[0060] In the embodiment, preferably all openings pro-
vided in the mesh body 32 are the opening 32A described
above, but the embodiment is not limited to this. The
openings provided in the mesh body 32 may include
openings other than the opening 32A described above.

(Connection State)

[0061] Hereinafter, a connection state of the first car-
tridge 20 and the second cartridge 30 according to the
embodiment will be described. Fig. 13 is a diagram illus-
trating a connection state of the first cartridge 20 and the
second cartridge 30 according to the embodiment. Fig.
14 is a diagram illustrating the cross-section taken along
C-C illustrated in Fig. 13. However, it should be noted
that in Fig. 13, the reservoir 21, the atomizer 22, the flavor
source 31A, the filter 33, and the cap 34 are omitted.
[0062] As illustrated in Fig. 13, an aerosol flow adjust-
ment chamber G that adjusts the flow of aerosol supplied
from the first flow path 20X is provided between the first
flow path 20X and the second flow path 30X such that
polarization of the flow of the aerosol in the second flow
path 30X is suppressed. In the embodiment, the aerosol
flow adjustment chamber G is formed between the down-
stream end portion of the flow path forming body 23 and
the upstream end portion of the flavor source container
31. More particularly, the aerosol flow adjustment cham-
ber G is formed between the end cap 25 and the mesh
body 32.
[0063] Here, a filling rate of the flavor source 31A ac-
commodated in the flavor source container 31 may not
be 100% of the capacity of the flavor source container
31. That is, a gap may be formed in the flavor source
container 31. However, it is needless to say that the aer-
osol flow adjustment chamber G has a different gap gen-
erated by the filling rate of the flavor source 31A not being
100%.
[0064] In the embodiment, in a cross section orthogo-
nal to the predetermined direction A, a shifted distance
may be defined by a distance from an outer edge of the
first flow path 20X to an outer surface of the second flow
path 30X on a line from the center of gravity of the first
flow path 20X toward the outside of the first flow path
20X. A length LG of the aerosol flow adjustment chamber
G in the predetermined direction A may be determined
based on the largest shift distance among the shift dis-
tances. That is, the length LG of the aerosol flow adjust-
ment chamber G may be determined according to the
largest shift distance. From the perspective of suppress-
ing polarization of flow of the aerosol that flows inside
the flavor source container 31, preferably the longer the
largest shift distance, the longer the length LG of the aer-
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osol flow adjustment chamber G. Preferably the length
LG of the aerosol flow adjustment chamber G is 1/10 or
more of the largest shift distance.
[0065] For example, as illustrated in Fig. 14, in the
cross section orthogonal to the predetermined direction
A, when the first flow path 20X and the second flow path
30X are coaxial circles, the length LG of the aerosol flow
adjustment chamber G in the predetermined direction A
is determined according to a difference (that is, the shift
distance) between a radius R1 of the first flow path 20X
and a radius R2 of the second flow path 30X.
[0066] In the embodiment, as described above, the fla-
vor source container 31 has a protruding portion 31E that
protrudes to the upstream side (in the embodiment, the
flow path forming body 23 or the end cap 25 side) from
an outer edge of an upstream end portion (here, the mesh
body 32) of the flavor source container 31 in a cross sec-
tion orthogonal to the aerosol flow path (predetermined
direction A). That is, the flavor source container 31 has
the protruding portion 31E (first protruding portion) as a
spacer that forms the aerosol flow adjustment chamber
G.
[0067] In the embodiment, preferably the entirety of
the downstream end portion of the flow path forming body
23 (first flow path 20X) is exposed to the aerosol flow
adjustment chamber G. Preferably the entirety of the up-
stream end portion of the flavor source container 31 (sec-
ond flow path 30X) is exposed to the aerosol flow adjust-
ment chamber G. Thereby, it is possible to effectively
adjust the flow of the aerosol led from the first flow path
20X to the second flow path 30X using the aerosol flow
adjustment chamber G.
[0068] Preferably the aerosol flow adjustment cham-
ber G does not contain a part that protrudes more to the
upstream side than the downstream end portion of the
flow path forming body 23 (first flow path 20X). Preferably
the aerosol flow adjustment chamber G does not contain
a part that protrudes more to the downstream side than
the upstream end portion of the flavor source container
31 (second flow path 30X). Thereby, it is possible to sup-
press retention of aerosol in an unnecessary gap.
[0069] Preferably an inner wall surface that constitutes
the aerosol flow adjustment chamber G is continuous
without including a step from the outer edge of the down-
stream end portion of the flow path forming body 23 (first
flow path 20X) across the outer edge of the upstream
end portion of the flavor source container 31 (second flow
path 30X).
[0070] In the embodiment, as illustrated in Fig. 13 and
Fig. 14, in the cross section orthogonal to the aerosol
flow path (predetermined direction A), preferably an outer
edge 25out of the end cap 25 contacts an inner wall sur-
face 24in of the outer frame 24 and an inner edge 25in
of the end cap 25 is positioned between the outer edge
25out of the flow path forming body 23 and the inner edge
25in of the flow path forming body 23. Thereby, it is dif-
ficult to remove the end cap 25 from the downstream
side. In addition, when the end cap 25 is provided inside

the outer frame 24, it is difficult for the end cap 25 to
interfere with the flow path forming body 23.

(Control Circuit)

[0071] A control circuit according to the embodiment
will be mainly described below. Fig. 15 is a diagram main-
ly illustrating a function block of a control circuit 50 ac-
cording to an embodiment.
[0072] As illustrated in Fig. 15, the non-burning type
flavor inhaler 1 has a notification unit 40 and the control
circuit 50.
[0073] The notification unit 40 notifies a variety of in-
formation. The notification unit 40 may be constituted by
a light emitting element, may be constituted by a vibration
element, and may be constituted by a sound output ele-
ment. The notification unit 40 may combine two or more
elements out of the light emitting element, the vibration
element, and the sound output element. Preferably the
notification unit 40 is provided in the power source unit
10, but the embodiment is not limited thereto. The noti-
fication unit 40 may be provided in the first cartridge 20
and may be provided in the second cartridge 30.
[0074] The control circuit 50 has a detector 51, a noti-
fication controller 52, and a power controller 53.
[0075] The detector 51 detects the puff action. In such
a case, the detector 51 is connected to an inhalation sen-
sor and detects the puff action based on an output result
of the inhalation sensor. In addition, the detector 51 de-
tects power supply from the battery 11 to the atomizer
22. In such a case, the detector 51 is connected to a
voltage sensor provided on a power line that connects
the battery 11 and the atomizer 22 and detects power
supply based on the output result of the voltage sensor.
[0076] The notification controller 52 controls the noti-
fication unit 40 to notify various information. For example,
the notification controller 52 controls the notification unit
40 to notify a replacement timing of the second cartridge
30 according to detection of the replacement timing of
the second cartridge 30. As described above, the notifi-
cation unit 40 may notify the replacement timing of the
second cartridge 30 due to light emission by the light
emitting element, may notify the replacement timing of
the second cartridge 30 due to vibration by the vibration
element, and may notify the replacement timing of the
second cartridge 30 due to sound output by the sound
output element.
[0077] Here, the notification controller 52 detects the
replacement timing of the second cartridge 30 based on
the number of puff actions or an energization time of the
atomizer 22. Note that, the number of puff actions may
be set according to the puff action detected by the de-
tector 51 described above. In the same manner, the en-
ergization time of the atomizer 22 may be set according
to the power supply detected by the detector 51 described
above.
[0078] Specifically, the notification controller 52 has a
counter 52X that counts the number of puff actions or the
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energization time of the atomizer 22. When a count value
of the counter 52X reaches a predetermined value, the
notification controller 52 detects the replacement timing
of the second cartridge 30 and resets the count value of
the counter 52X. Note that, preferably the notification
controller 52 resets the count value of the counter 52X
after the second cartridge 30 is replaced. Alternatively,
when the count value of the counter 52X reaches the
predetermined value, the notification controller 52 noti-
fies the replacement timing of the second cartridge 30
and resets the count value of the counter 52X according
to the predetermined operation of the user. when a hard-
ware interface (for example, a switch or button) for switch-
ing the power source of the non-burning type flavor in-
haler 1 on or off or a hardware interface (for example, a
switch or a button) for controlling power supply to the
atomizer 22 is provided in the non-burning type flavor
inhaler 1, the predetermined operation of the user may
be an operation of the hardware interface. Alternatively,
the predetermined user operation may be an operation
of taking in breath from the mouthpiece of the non-burn-
ing type flavor inhaler 1 if it is possible for the detector
51 to detect the puff action. Alternatively, the predeter-
mined operation of the user may be an operation of in-
haling breath (for example, an operation of inhaling two
times in a short time) in a mode in which it is possible for
the detector 51 to detect the puff action and it is possible
to identify a general puff action. The counter 52X may be
a count type counter and may be a countdown type coun-
ter.
[0079] In the embodiment, preferably the notification
controller 52 controls the notification unit 40 to notify the
replacement timing of the first cartridge 20 according to
detection of the replacement timing of the first cartridge
20. In such a case, preferably the notification controller
52 detects the replacement timing of the first cartridge
20 based on the number of replacement times of the sec-
ond cartridge 30. More particularly, the notification con-
troller 52 detects the replacement timing of the first car-
tridge 20 when the number of replacement times of the
second cartridge 30 reaches a predetermined number of
times.
[0080] In the embodiment, preferably the notification
controller 52 controls the notification unit 40 to notify the
replacement timing of the battery 11 or the charging tim-
ing of the battery 11 according to detection of the replace-
ment timing of the battery 11 or the charging timing of
the battery 11. In such a case, preferably the notification
controller 52 detects the replacement timing of the battery
11 or the charging timing of the battery 11 based on output
voltage of the battery 11. More particularly, preferably
the notification controller 52 detects the replacement tim-
ing or the charging timing of the battery 11 when the
output voltage of the battery 11 is a predetermined
threshold.
[0081] However, the embodiment is not limited thereto,
but the notification controller 52 may detect the replace-
ment timing of the battery 11 or the charging timing of

the battery 11 based on the number of puff actions or the
energization time of the atomizer 22. More particularly,
the notification controller 52 may detect the replacement
timing of the battery 11 or the charging timing of the bat-
tery 11 when the number of puff actions or the energiza-
tion time of the atomizer 22 exceeds the predetermined
threshold.
[0082] Note that, the notification unit 40 notifies the re-
placement timing of the first cartridge 20, the replacement
timing of the battery 11, or the charging timing of the
battery 11 according to the light emission of the light emit-
ting element, the vibration of the vibration element, or the
output sound of the sound output element in the same
manner as the replacement timing of the second car-
tridge 30.
[0083] The power controller 53 outputs a predeter-
mined instruction to the battery 11 as an instruction to
the battery 11, the predetermined instruction instructing
the battery 11 to make the aerosol amount, atomized by
the atomizer 22, falls within the desired range. The output
of the predetermined instruction may be performed one
time in each puff action. In addition, it should be noted
that the power controller 53 instructs output of power to
the atomizer 22 to the battery 11 in the puff period in
which the puff action is performed, but does not instruct
output of power to the atomizer 22 to the battery 11 in
the non-puff period in which the puff action is not per-
formed. Note that, the puff period and the non-puff period
may be set according to the puff action detected by the
detector 51 described above.
[0084] Here, the power controller 53 controls the pre-
determined instruction such that the aerosol amount at-
omized by the atomizer 22 falls within the desired range.
For example, the power controller 53 modifies the pre-
determined instruction accompanying a reduction of the
accumulated amount in the battery 11. In addition, the
power controller 53 stops power supply from the battery
11 to the atomizer 22 when the predetermined period
elapses from the start of power supply to the atomizer
22. In other words, the power controller 53 stops power
supply from the battery 11 to the atomizer 22 when the
puff period exceeds the predetermined period even in
the puff period in which the puff action is actually per-
formed by the user.
[0085] In addition, the power controller 53 stops power
supply from the battery 11 to the atomizer 22 when the
puff action ends even prior to the predetermined period
elapse from the start of the puff action. Thereby, since
the aerosol is not generated in the period in which the
puff action is not performed (non-puff period), it is possi-
ble to suppress a situation in which droplets are gener-
ated by retaining and condensing the aerosol in the aer-
osol flow path in the non-puff period and the aerosol gen-
erated by the puff action next to the non-puff period is
trapped in the droplets, and suppress a concern of hin-
dering supply of the aerosol amount in the desired range,
deterioration of taste caused by the droplets, and the like.
[0086] Here, the predetermined period is shorter than
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the upper limit value of the standard puff period derived
from statistics of the puff period of the user. Furthermore,
preferably the predetermined period is shorter than an
average value of the puff period derived from statistics
of the puff period of the user. Of course, the average
value of the puff period is shorter than the upper limit
value of the standard puff period.
[0087] Since the predetermined period is determined
to suppress variation of the puff period of the user, it is
necessary for there to be a certain number or more of
users whose puff period is longer than the predetermined
period. From such a perspective, preferably the prede-
termined period is derived from statistics. Furthermore,
since it is possible for the energization time of the atom-
izer 22 in most puff actions is fixed in the predetermined
period by the predetermined period being shorter than
the average value of the puff period derived from statis-
tics, it is possible to suppress variation of the aerosol
amount caused by variance of the puff period of the user.
[0088] For example, the predetermined period is from
one to three seconds. By the predetermined period being
one second or more, the energization time of the atomizer
22 is not too short compared to the puff period, and there-
fore discomfort imparted to the user is mitigated. Mean-
while, it is possible to set the puff action in which the
energization time of the atomizer 22 is fixed to the pre-
determined period to a certain number or more by the
predetermined period being three seconds or less.
[0089] Furthermore, the predetermined period may be
from 1.5 to 2.5 seconds. Thereby, it is possible to mitigate
discomfort imparted to the user, and increase the puff
action in which the energization time of the atomizer 22
is fixed to the predetermined period.
[0090] In the embodiment, preferably the predeter-
mined period is set in advance. In such a case, preferably
the predetermined period is determined according to the
standard puff period derived from statistics of puff periods
of a plurality of users.
[0091] Note that, the standard puff period may be de-
rived from statistics of puff periods of users, and is a
period between the lower limit value of puff periods of a
plurality of users and the upper limit value of puff periods
of a plurality of users. The lower limit value and the upper
limit value, for example, may be derived from the upper
limit value and the lower limit value of a 95% confidence
interval of the average value and may be derived as m6

nσ (here, m is the average value, σ is standard deviation,
and n is a positive real number) based on distribution of
puff period data of the users.
[0092] In the embodiment, preferably the power con-
troller 53 modifies (or corrects) the predetermined in-
struction such that the aerosol amount atomized by the
atomizer 22 falls within the desired range accompanying
the reduction of the accumulated amount in the battery
11. For example, when the amount of power supplied
from the battery 11 to the atomizer 22 is controlled by
pulse control, preferably the power controller 53 increas-
es a duty ratio output to the battery 11 in one puff action

accompanying the reduction of the accumulated amount
in the battery 11 as a modification of the predetermined
instruction.
[0093] As illustrated in Fig. 16, for example, the power
controller 53 controls an interval (pulse interval) of an on
time at which power is supplied from the battery 11 to
the atomizer 22. Specifically, the power controller 53 in-
creases the duty ratio output to the battery 11 in one puff
action by modifying a pulse interval P1 to a pulse interval
P2.
[0094] Alternatively, as illustrated in Fig. 17, the power
controller 53 controls a length (pulse width) of the on time
at which power is supplied from the battery 11 to the
atomizer 22. Specifically, the power controller 53 increas-
es the duty ratio output to the battery 11 in one puff action
by modifying a pulse width W1 to a pulse width W2.
[0095] Note that, the power controller 53 may gradually
increase the duty ratio and may continuously increase
the duty ratio as a modification of the predetermined in-
struction accompanying the reduction of the accumulat-
ed amount in the battery 11.
[0096] In the embodiment, preferably the power con-
troller 53 estimates the accumulated amount in the bat-
tery 11 based on a voltage value output from the battery
11. Alternatively, the power controller 53 may estimate
the accumulated amount in the battery 11 based on the
number of times of the puff action and the energization
time of the atomizer 22. Note that, the number of puff
actions may be set according to the puff action detected
by the detector 51 described above. In the same manner,
the energization time of the atomizer 22 may be set ac-
cording to the power supply detected by the detector 51
described above.
[0097] In the embodiment, preferably the power con-
troller 53 stops the power supply from the battery 11 to
the atomizer 22 from the count value of the counter 52X
reaching the predetermined value until the count value
is reset. In other words, preferably the power controller
53 stops the power supply from the battery 11 to the
atomizer 22 from the notification of the replacement tim-
ing of the second cartridge 30 until the count value is
reset. That is, power supply from the battery 11 to the
atomizer 22 is stopped until the second cartridge 30 is
replaced. Accordingly, use of the second cartridge 30, in
which it is only possible to impart a small amount of flavor
to the aerosol, is suppressed.

(Control Method)

[0098] A control method according to the embodiment
will be described below. Fig. 18 is a flowchart illustrating
the control method according to the embodiment. Fig. 18
is a flowchart illustrating the control method of the amount
of power supplied from the battery 11 to the atomizer 22
in one puff action. It is noted that the flow illustrated in
Fig. 18 starts in response to detection of the start of the
puff action.
[0099] It is noted that as the premise of the flow illus-
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trated in Fig. 18, the non-burning type flavor inhaler 1
(that is, the power controller 53) instructs to the battery
11 output of power to the atomizer 22 in the puff period
in which the puff action is performed, but does not instruct
to the battery 11 output of power to the atomizer 22 in
the non-puff period in which the puff action is not per-
formed.
[0100] As illustrated in Fig. 18, in step S10, the non-
burning type flavor inhaler 1 (that is, the power controller
53) estimates the accumulated amount in the battery 11.
As described above, preferably the non-burning type fla-
vor inhaler 1 estimates the accumulated amount in the
battery 11 based on the voltage value output from the
battery 11.
[0101] In step S20, the non-burning type flavor inhaler
1 (that is, the power controller 53) determines the prede-
termined instruction (for example, the duty value) output
to the battery 11. More particularly, the non-burning type
flavor inhaler 1 determines the duty ratio output to the
battery 11 such that the duty ratio increases along with
the reduction of the accumulated amount in the battery
11. In other words, the non-burning type flavor inhaler 1
increases the duty ratio as a modification of the prede-
termined instruction.
[0102] In step S30, the non-burning type flavor inhaler
1 (that is, the power controller 53) determines whether
or not the predetermined period elapses from the start
of power supply to the atomizer 22. In other words, the
non-burning type flavor inhaler 1 determines whether or
not the puff period exceeds the predetermined period.
When the determination result is YES, the non-burning
type flavor inhaler 1 transitions to a process in step S50,
and when the determination result is NO, the non-burning
type flavor inhaler 1 transitions to a process in step S40.
[0103] In step S40, the non-burning type flavor inhaler
1 (that is, the power controller 53) estimates whether or
not the puff action ends. When the determination result
is NO, the non-burning type flavor inhaler 1 returns to the
process in step S30, and when the determination result
is YES, the non-burning type flavor inhaler 1 stops power
supply to the atomizer 22 and ends the series of proc-
esses. Note that, as described above, the end of the puff
action may be detected by the detector 51 if it is possible
for the detector 51 to detect the puff action. Alternatively,
the end of the puff action may be detected according to
the operation of the hardware interface (for example, the
switch or the button) for switching whether or not power
is supplied to the atomizer 22.
[0104] In step S50, the non-burning type flavor inhaler
1 (that is, the power controller 53) stops power supply
from the battery 11 to the atomizer 22 even in the puff
period in which the puff action is actually performed by
the user.

(Operation and Effect)

[0105] In the embodiment, the power controller 53
stops power supply from the battery 11 to the atomizer

22 when the predetermined period elapses from starting
power supply to the atomizer 22. The predetermined pe-
riod is shorter than the upper limit value of the standard
puff period derived from statistics of puff periods of users.
Accordingly, even if the non-burning type flavor inhaler
is used by the user who has a puff period longer than the
predetermined period, it is easy to suppress an extreme
decrease of the accumulated amount in the battery 11
and easy to control the predetermined instruction such
that the aerosol amount atomized by the atomizer 22 falls
within the desired range.
[0106] In this manner, it is possible that the aerosol
amount supplied per one puff action falls within the de-
sired range through the puff action from the start of smok-
ing (an initial stage in which an accumulated amount in
a battery 11 is sufficient) until the end of smoking (that
is, a final stage in which the accumulated amount in the
battery 11 decreases), regardless of the length of a puff
period of the user and the accumulated amount in the
battery 11.
[0107] In the embodiment, the power controller 53
modifies the predetermined instruction output to the bat-
tery 11 in one puff action accompanying the reduction of
the accumulated amount in the battery 11. It is possible
to suppress a difference in the amount of power actually
supplied from the battery 11 to the atomizer 22 between
an initial step in which the accumulated amount in the
battery 11 is sufficient and a final stage in which the ac-
cumulated amount in the battery 11 is insufficient. There-
by, it is possible for the aerosol amount atomized by the
atomizer 22 to fall in the desired range regardless of the
length of the puff period of the user and the accumulated
amount in the battery 11.
[0108] In the embodiment, the notification controller 52
controls the notification unit 40 to notify a replacement
timing of the second cartridge 30 according to detection
of the replacement timing of the second cartridge 30.
Accordingly, it is possible for the user to easily ascertain
the replacement timing of the second cartridge 30.
[0109] In the embodiment, the notification controller 52
controls the notification unit 40 to notify the replacement
timing of the first cartridge 20 according to detection of
the replacement timing of the first cartridge 20. Accord-
ingly, it is possible for the user to easily ascertain the
replacement timing of the first cartridge 20.
[0110] In the embodiment, the notification controller 52
detects the replacement timing (lifespan) of the first car-
tridge 20 based on the number of replacement times of
the second cartridge 30. Accordingly, detection of the
replacement timing of the first cartridge 20 is easy. Fur-
thermore, it is possible to mitigate a possibility that the
lifespan of the first cartridge 20 comes to an end while
the second cartridge 30 is in use. Note that, of course
the replacement timing (lifespan) of the first cartridge 20
corresponds to the number (number of times of replace-
ment) of the second cartridge 30 usable in one first car-
tridge 20.
[0111] In the embodiment, the notification controller 52
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controls the notification unit 40 to notify the replacement
timing of the battery 11 or the charging timing of the bat-
tery 11 according to detection of the replacement timing
of the battery 11 or the charging timing of the battery 11.
Accordingly, it is possible for the user to easily ascertain
the replacement timing of the battery 11 or the charging
timing of the battery 11.
[0112] In the embodiment, the power controller 53
stops the power supply from the battery 11 to the atomizer
22 from the count value of the counter 52X reaching the
predetermined value until the count value is reset. Ac-
cordingly, power supply from the battery 11 to the atom-
izer 22 is stopped until the second cartridge 30 is re-
placed. Accordingly, use of the second cartridge 30, in
which it is only possible to impart a small amount of flavor
to the aerosol, is suppressed.
[0113] In the embodiment, the power controller 53
stops power supply from the battery 11 to the atomizer
22 when the predetermined instruction is controlled such
that the aerosol amount atomized by the atomizer 22 falls
within the desired range and a predetermined period
elapses from the start of power supply to the atomizer
22. Accordingly, since the variation of the amount of pow-
er consumed in one puff action reduces, the detection
accuracy of the replacement timing of the second car-
tridge 30 is improved when the replacement timing of the
second cartridge 30 is detected based on the number of
puff actions.
[0114] In the embodiment, an aerosol flow adjustment
chamber G that adjusts the flow of aerosol supplied from
the first flow path 20X is provided between the first flow
path 20X and the second flow path 30X such that polar-
ization of the flow of the aerosol in the second flow path
30X is suppressed. Thereby, the flavor source tends to
pass through without the aerosol supplied from the first
flow path 20X biasing in the second cartridge 30X.
[0115] In the embodiment, the reservoir 21 is posi-
tioned on the periphery of the flow path forming body 23
in a cross section orthogonal to the first flow path 20X
(predetermined direction A). Thereby, it is possible to se-
cure the volume of the reservoir 21 in which the aerosol
source 21A is retained while suppressing the entire
length of the first cartridge 20 in the first flow path 20X
(predetermined direction A).
[0116] In the embodiment, in the cross section orthog-
onal to the aerosol flow path (predetermined direction A),
the size of the second flow path 30X is larger than the
size of the first flow path 20X. In other words, since the
first flow path 20X is small in the cross section orthogonal
to the aerosol flow path (predetermined direction A), it is
possible to secure volume of the reservoir 21 positioned
on the periphery of the flow path forming body 23. Since
the size of the second flow path 30X is large in the cross
section orthogonal to the aerosol flow path (predeter-
mined direction A), it is possible to efficiently remove the
flavor component from the flavor source 31A.
[0117] In the embodiment, in the cross section orthog-
onal to the aerosol flow path (predetermined direction A),

the outer edge 25out of the end cap 25 contacts the inner
wall surface 24in of the outer frame 24 and the inner edge
25in of the end cap 25 is positioned between the outer
edge 25out of the flow path forming body 23 and the inner
edge 25in of the flow path forming body 23. Thereby, it
is difficult to remove the end cap 25 from the downstream
side. In addition, when the end cap 25 is provided inside
the outer frame 24, it is difficult for the end cap 25 to
interfere with the flow path forming body 23.
[0118] In the embodiment, in a cross section orthogo-
nal to the predetermined direction A, when a distance
from an outer edge of the first flow path 20X to an outer
surface of the second flow path 30X is a shifted distance
on a line from the center of gravity of the first flow path
20X toward the outside of the first flow path 20X, a length
LG of the aerosol flow adjustment chamber G in the pre-
determined direction A is determined according to the
largest shift distance. Thereby, it is possible to appropri-
ately adjust the flow of the aerosol led from the first 20X
to the second flow path 30X using the aerosol flow ad-
justment chamber G, and the flavor source 31A tends to
pass through without the aerosol supplied from the first
flow path 20X biasing in the second cartridge 30.
[0119] In the embodiment, each of the plurality of open-
ings 32A provided in the mesh body 32 has a polygon
shape that has an internal angle of 180° or less. Each of
the plurality of openings 32A has a minimum width Wmin
having the smallest width and a maximum width Wmax
having the largest width as widths through which each
center of gravity of the plurality of openings 32A passes.
Here, since the minimum width Wmin is smaller than the
size of the raw material pieces included in the flavor
source 31A, it is possible to suppress drop out of the raw
material pieces included in the flavor source 31A, and
since the maximum width Wmax is larger than the mini-
mum width Wmin, it is possible to increase an opening
ratio for the entirety of the mesh body.
[0120] In this manner, it is possible to secure the open-
ing ratio for the entirety of the mesh body 32 while sup-
pressing drop out of the raw material pieces forming the
flavor source in the second cartridge 30 for the non-burn-
ing type flavor inhaler.
[0121] In the embodiment, the maximum width Wmax
of the opening 32A is larger than the lower limit of the
size of the raw material pieces included in the flavor
source 31A. Accordingly, the opening ratio is improved
for the entirety of the mesh body 32.
[0122] In the embodiment, the maximum width Wmax
of the opening 32A is from √2 times to six times of the
minimum width Wmin of the opening 32A. Accordingly,
it is possible to improve the opening ratio for the entirety
of the mesh body 32 by the maximum width Wmax being
√2 times or more of the minimum width Wmin and main-
tain the strength of the mesh body 32 by the maximum
width Wmax being six times or less of the minimum width
Wmin.
[0123] In the embodiment, each of the plurality of open-
ings 32A has a shape selected from square, rectangular,
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diamond, hexagonal, and octagonal. The plurality of
openings 32A are provided such that sides of the open-
ings 32A adjacent to each other become parallel. The
interval P of the openings 32A that are adjacent to each
other are from 0.15 to 0.30 mm. Thereby, it is possible
to efficiently provide the plurality of openings 32A, and it
is possible to maintain the strength of the mesh body 32
while improving the opening ratio for the entirety of the
mesh body 32.
[0124] In the embodiment, the inner wall surface of the
flavor source container 31 is provided with the rib 31R
extending along the predetermined direction A from the
upstream to the downstream. Accordingly, the flavor
component tends to be removed from the flavor source
31A without the flow of the aerosol in the predetermined
direction A being inhibited by the rib 31R in the flavor
source container 31 while the rib 31R reinforces the flavor
source container 31.
[0125] In the embodiment, the outer wall surface of the
flavor source container 31 includes the taper part 31T
that becomes wide from the upstream to the downstream.
Accordingly, the second cartridge 30 tends to fit in the
outer frame 24 of the first cartridge 20, and drop out of
the second cartridge 30 is suppressed while permitting
manufacturing error of the outline of the flavor source
container 31.
[0126] In the embodiment, in the predetermined direc-
tion A, a length L2 from the mesh body 32 to the down-
stream end portion of the rib 31R is shorter than a length
L1 from the mesh body 32 to the downstream end portion
of the flavor source container 31. In other words, the
downstream end portion of the rib 31R comes into contact
with the filter 33 without reaching the downstream end
portion of the flavor source container 31. Accordingly, a
function of positioning the filter 33 can be achieved while
reinforcing the flavor source container 31 using the rib
31R.

FIRST MODIFICATION

[0127] A first modification of the embodiment will be
described below. Differences from the embodiment are
mainly described below.
[0128] Specifically, in the embodiment, the flavor
source container 31 has the protruding portion 31E (first
protruding portion) as a spacer that forms the aerosol
flow adjustment chamber G. Conversely, in the first mod-
ification, the flavor source container 31 does not have
the protruding portion 31E.
[0129] Fig. 19 is a diagram illustrating a connection
state of the first cartridge 20 and the second cartridge 30
according to the first modification. However, it should be
noted that in Fig. 19, the reservoir 21, the atomizer 22,
the flavor source 31A, the filter 33, and the cap 34 are
omitted.
[0130] As illustrated in Fig. 19, the flavor source con-
tainer 31 has a main body portion 31P that accommo-
dates the flavor source 31A and a flange portion 31Q

provided on the side surface of the main body portion
31P. It should be noted that in the cross section orthog-
onal to the aerosol flow path (predetermined direction A),
the flange portion 31Q overhangs to the outside than the
main body portion 31P, and overhangs outside to the
same degree or more as the inner surface of the outer
frame 24. In Fig. 19, the flange portion 31Q is provided
on the side surface of the downstream end portion of the
main body portion 31P, but is not limited thereto, and
may be provided somewhere on the side surface of the
main body portion 31P in a mode of being locked to the
inner surface of the outer frame 24.
[0131] Here, a distance L3 from the downstream end
portion of the outer frame 24 to the end cap 25 (that is,
a distance from a part in which the outer frame 24 abuts
the flange portion 31Q to the downstream end portion of
the end cap 25) is longer than a length L4 of the main
body portion 31P (that is, a distance from an upstream
end portion of the flange portion 31Q to the upstream
end portion of the main body portion 31P). Accordingly,
the aerosol flow adjustment chamber G that adjusts the
flow of aerosol supplied from first flow path 20X is formed
even if the flavor source container 31 does not have the
protruding portion 31E by the flange portion 31Q catching
on the downstream end portion of the outer frame 24.
[0132] Note that, when the first cartridge 20 does not
have the end cap 25, a distance from the downstream
end portion of the outer frame 24 to the downstream end
portion of the flow path forming body 23 (that is, a distance
from a part in which the outer frame 24 abuts the flange
portion 31Q to the downstream end portion of the flow
path forming body 23) is longer than a length of the main
body portion 31P (that is, a distance from an upstream
end portion of the flange portion 31Q to the upstream
end portion of the main body portion 31P).

SECOND MODIFICATION

[0133] A second modification of the embodiment will
be described below. Differences from the embodiment
are mainly described below.
[0134] Specifically, in the embodiment, the flavor
source container 31 has the protruding portion 31E (first
protruding portion) as a spacer that forms the aerosol
flow adjustment chamber G. Conversely, in the second
modification, the flavor source container 31 does not
have the protruding portion 31E.
[0135] Fig. 20 is a diagram illustrating a connection
state of the first cartridge 20 and the second cartridge 30
according to the second modification. However, it should
be noted that in Fig. 20, the reservoir 21, the atomizer
22, the flavor source 31A, the filter 33, and the cap 34
are omitted. The protruding portion 25E contacts the up-
stream end portion of the flavor source container 31 (pref-
erably, the outer edge of the upstream end portion).
[0136] As illustrated in Fig. 20, the end cap 25 has the
protruding portion 25E that protrudes from the outer edge
of the downstream end portion of the end cap 25 to the
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downstream side (flavor source container 31 side) in the
cross section orthogonal to the aerosol flow path (prede-
termined direction A). The protruding portion 25E may
be continuously provided along the outer edge of the end
cap 25 and may be intermittently provided along the outer
edge of the end cap 25. Note that, when there is a gap
between the outer frame 24 and the flavor source con-
tainer 31, preferably the protruding portion 25E is con-
tinuously provided along the outer edge of the end cap
25. Thereby, it is possible to suppress retention of aerosol
in the gap formed in the upstream part of a taper part 31T.
[0137] In this manner, the aerosol flow adjustment
chamber G that adjusts the flow of the aerosol supplied
from first flow path 20X is formed even if the flavor source
container 31 does not have the protruding portion 31E
by the protruding portion 25E being provided in place of
the protruding portion 31E.
[0138] Note that, when the first cartridge 20 does not
have the end cap 25, the flow path forming body 23 has
the same protruding portion as the protruding portion 25E
that protrudes from the outer edge of the downstream
end portion of the flow path forming body 23 to the down-
stream side (flavor source container 31 side) in the cross
section orthogonal to the aerosol flow path (predeter-
mined direction A).

THIRD MODIFICATION

[0139] A third modification of the embodiment will be
described below. Differences from the embodiment are
mainly described below.
[0140] Specifically, in the embodiment, the first flow
path 20X completely overlaps the second flow path 30X
viewed from the predetermined direction A. In addition,
in the cross section orthogonal to the aerosol flow path
(predetermined direction A), preferably the size of the
second flow path 30X is larger than the size of the first
flow path 20X.
[0141] In contrast, in the third modification, as illustrat-
ed in Fig. 21, viewed from the predetermined direction
A, the first flow path 20X is shifted from the second flow
path 30X without completely overlapping the second flow
path 30X. In such a case, in the cross section orthogonal
to the aerosol flow path (predetermined direction A), the
size of the second flow path 30X is not particularly limited,
but may be to the same degree as the size of the first
flow path 20X, and may be smaller than the size of the
first flow path 20X. However, the size of the second flow
path 30X may be larger than the size of the first flow path
20X.

FOURTH MODIFICATION

[0142] Hereinafter, the fourth modification of the em-
bodiment will be described with reference to Fig. 22 to
Fig. 25. Differences from the embodiment are mainly de-
scribed below. In Fig. 22 to Fig. 25, the vertical axis rep-
resents the aerosol amount (amount of total particulate

matter (TPM)) (mg/puff action), and the horizontal axis
represents the number of puff actions (puff number). The
vertical axis and the horizontal axis represent larger val-
ues as it is away from the intersection point of both axes.
[0143] In the fourth modification, in the same manner
as in the embodiment, the power controller 53 stops pow-
er supply from the battery 11 to the atomizer 22 when a
predetermined period elapses from the start of power
supply to the atomizer 22. The predetermined period is
shorter than an upper limit value of a standard puff period
derived from statistics of puff periods of users.
[0144] Note that, the aerosol amount atomized by the
atomizer 22 depends on the puff period in which the puff
action is actually performed by the user and the output
voltage output to the battery 11. Here, the explanation
may be given assuming that the standard puff period de-
rived from statistics of the puff period of the user may be
considered as following a normal distribution having an
average of 2.4 seconds and a standard deviation of 1
second. Note that, in such a case, as described above,
the upper limit value of the standard puff period is derived
as m + no (here, m is the average value, σ is standard
deviation, and n is a positive real number), and for ex-
ample, is to the degree of three to four seconds. Here,
description is made assuming a case in which the upper
limit value of the standard puff period is three seconds
(n = 0.6).
[0145] In sample E, an initial value of the output voltage
of the battery 11 is 4.2 V, and the battery capacity of the
battery 11 is 220 mAh. In addition, the atomizer 22 is
constituted by the heating wire wound around, and the
resistance value of the heating wire is 3.5 Ω. In Fig. 22,
a sample E1 indicates a relationship between the number
of puffs and the aerosol amount when sample E is inhaled
in the puff period of two seconds per one puff action, and
a sample E2 indicates the relationship between the
number of puffs and the aerosol amount when sample E
is inhaled in the puff period of three seconds per one puff
action. Here, it should be noted that when the standard
puff period follows an average of 2.4 seconds and normal
distribution of the standard deviation of one second, prob-
ability of inhaling in the puff period of three seconds or
more per one puff action as indicated in sample E2 is
approximately 27%, and is a circumstance that sufficient-
ly occurs.
[0146] In sample F, the configuration of the battery 11
and the atomizer 22 is the same as the sample E. In Fig.
23, a sample F1 indicates a relationship between the
number of puffs and the aerosol amount when sample F
is inhaled in the puff period of two seconds per one puff
action, and a sample F2 indicates the relationship be-
tween the number of puffs and the aerosol amount when
sample F is inhaled in the puff period of three seconds
per one puff action. However, in the sample F1 and the
sample F2, the power controller 53 stops power supply
from the battery 11 to the atomizer 22 when a predeter-
mined period elapse from the start of power supply to the
atomizer 22 (here, 2.2 seconds). Here, it should be noted
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that the predetermined period is 2.2 seconds that is short-
er than the upper limit value of the standard puff period
derived from statistics of the puff period of the user, and
is shorter than the average value of the puff period.
[0147] In a sample G, the configuration of the battery
11 is the same as the samples E and F. Meanwhile, the
atomizer 22 is constituted by the heating wire wound at
a predetermined pitch, and is different from samples E
and F in that the resistance value of the heating wire is
2.9 Ω. In Fig. 24, a sample G1 indicates a relationship
between the number of puffs and the aerosol amount
when the sample G is inhaled in the puff period of two
seconds per one puff action, and a sample G2 indicates
the relationship between the number of puffs and the
aerosol amount when the sample G is inhaled in the puff
period of three seconds per one puff action. However, in
the sample G1 and the sample G2, the power controller
53 stops power supply from the battery 11 to the atomizer
22 when a predetermined period elapse from the start of
power supply to the atomizer 22 (here, 2.2 seconds).
[0148] In a sample H, the configuration of the battery
11 and the atomizer 22 is the same as the sample G.
However, the predetermined pitch of the heating wire
forming the atomizer 22 is uniformly wound in a range of
from 0.35 to 0.40 mm, and is narrower than the prede-
termined pitch of the sample G. In Fig. 25, a sample H1
indicates a relationship between the number of puffs and
the aerosol amount when the sample H is inhaled in the
puff period of two seconds per one puff action, and a
sample H2 indicates the relationship between the
number of puffs and the aerosol amount when the sample
H is inhaled in the puff period of three seconds per one
puff action. In addition, in the sample H1 and the sample
H2, in the same manner as the sample G, the power
controller 53 stops power supply from the battery 11 to
the atomizer 22 when a predetermined period elapse
from the start of power supply to the atomizer 22 (here,
2.2 seconds). However, in the sample H1 and the sample
H2, the duty ratio is modified during power supply to the
atomizer 22 according to the value of the output voltage
of the battery 11 detected by the detector 51. Specifically,
as described above, since the output voltage of the bat-
tery 11 lowers accompanying reduction of the accumu-
lated amount in the battery 11, the duty ratio of the power
supplied to the atomizer 22 is increased according to
lowering of the output voltage of the battery 11.
[0149] Under such premises, as illustrated in Fig. 22,
the sample E in which the puff period and the energization
time to the atomizer 22 match regardless of the length
of the puff period is modified such that the aerosol amount
is large when the puff period is three seconds and when
the puff period is two seconds. In addition, as understood
by comparing inclination of the sample E1 and the sample
E2, variation of the aerosol amount from the initial puff
up to the final puff is more remarkable the longer the puff
period, that is, the energization time.
[0150] Focusing on such results, an inventor and the
like found that when the predetermined period is set

shorter than the upper limit value of the standard puff
period derived from statistics of the puff period of the user
and the predetermined period elapses from the start of
power supply to the atomizer 22 in one puff action, as
illustrated in Fig. 23, it is possible to suppress variation
of the aerosol amount from the initial puff up to the final
puff even in the sample F2 in which the puff period is
three seconds by stopping power supply from the battery
11 to the atomizer 22. Thereby, it is possible to suppress
variation of the aerosol amount because of variation of
the puff period of the user.
[0151] Furthermore, focusing on such results, as illus-
trated in Fig. 24, the inventor and the like found that it is
possible for the aerosol amount atomized by the atomizer
22 falls within the desired range across the number of
longer puffs from the initial puff to the final puff by mod-
ifying the configuration of the atomizer 22 such that the
aerosol amount atomized by the atomizer 22 falls within
the desired range when the energization time of the at-
omizer 22 is the predetermined period. Here, comparing
the sample G2 illustrated in Fig. 24 and the sample F2
illustrated in Fig. 23, in the sample G2, the aerosol
amount atomized by the atomizer 22 falls within the de-
sired range across the number of puffs that are longer
than the sample F2, whereas a fluctuation range of the
aerosol amount from the initial puff to the final puff is
increased more than the fluctuation range in the sample
F2. Thereby, the amount of power supply from the battery
11 to the atomizer 22 increases in one puff action by
modifying the configuration of the atomizer 22.
[0152] Furthermore, focusing on such results, the in-
ventor and the like found that it is possible to mitigate a
reduction rate of the aerosol amount by carrying out the
following modifications. Specifically, it is possible to mit-
igate the reduction rate of the aerosol amount by increas-
ing the duty ratio of the power supplied to the atomizer
22 in response to lowering of the output voltage of the
battery 11. In addition, it is possible to mitigate the re-
duction rate of the aerosol amount even if the predeter-
mined pitch of the heating wire is narrow. As illustrated
in Fig. 25, by such a modification, it was found that the
aerosol amount atomized by the atomizer 22 falls within
the desired range across the entire period from the initial
puff to the final puff in either of H1 in which the puff period
is two seconds and H2 in which the puff period is three
seconds.
[0153] Based on these results, the inventor and the
like newly found that it is effective to perform control as
indicated below on the power supply from the battery 11
to the atomizer 22.

(1) The power controller 53 stops power supply from
the battery 11 to the atomizer 22 when a predeter-
mined period elapses from the start of power supply
to the atomizer 22. Here, preferably the predeter-
mined period is shorter than the upper limit value of
the standard puff period derived from statistics of the
puff period of the user, and is shorter than the aver-
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age value of the puff period.
(2) The resistance value of the heating wire of the
atomizer 22 is determined such that the aerosol
amount in the desired range is atomized when the
energization time of the atomizer 22 is the predeter-
mined period. Here, preferably the resistance value
of the heating wire is determined such that the volt-
age supplied from the battery 11 to the atomizer 22
is set as the voltage in the final stage in which the
accumulated amount in the battery 11 is insufficient
and the aerosol amount atomized by the atomizer
22 falls within the desired range when the energiza-
tion time of the atomizer 22 is the predetermined
period.
(3) Furthermore, the power controller 53 increases
the duty ratio of power supplied to the atomizer 22
in response to a reduction of the output voltage of
the battery 11 such that the aerosol amount atomized
by the atomizer 22 falls within the desired range
across the entire period from the initial puff to the
final puff.

[0154] By the control described above, regardless of
the length of the puff period of the user, it is possible to
suppress a difference of the amount of power actually
supplied from the battery 11 to the atomizer 22, through
the initial step, in which the accumulated amount in the
battery 11 is sufficient, to the final step, in which the ac-
cumulated amount in the battery 11 is insufficient, and it
is easy for the aerosol amount to fall within the desired
range.
[0155] That is, in the fourth modification, the atomizer
22 is configured to be capable of atomizing the aerosol
of a larger amount than the desired range of the amount
of supply of the aerosol in one puff action at the start of
use of at least the atomizer 22 (in other words, while the
battery 11 is fully charged) by adjusting the predeter-
mined pitch of the heating wire forming the atomizer 22
and the resistance value.
[0156] Under such premises, the predetermined in-
struction (here, duty ratio) output from the power control-
ler 53 is determined based on the length of the predeter-
mined period such that the aerosol amount atomized by
the atomizer 22 in the predetermined period falls within
the desired range. In other words, the predetermined in-
struction is determined based on the length of the pre-
determined period in a state in which variance of the aer-
osol amount caused by the variance of the length of the
puff period of the user is suppressed by determining the
predetermined period. Accordingly, it is possible for the
aerosol amount to easily fall in the desired range regard-
less of the length of the puff period of the user from the
initial step (start of smoking) in which the accumulated
amount in the battery 11 is sufficient up to the final step
(end of smoking) in which the accumulated amount in
the battery 11 is insufficient.
[0157] In the fourth modification, preferably the upper
limit of the aerosol amount (desired range) atomized by

the atomizer 22 is 4.0 mg per one puff action. Further-
more, preferably the upper limit is 3.0 mg per one puff
action. Deterioration of the raw material pieces included
in the flavor source 31A accommodated in the second
cartridge 30 is suppressed by the value described above
being the upper limit.
[0158] Meanwhile, preferably the lower limit of the aer-
osol amount (desired range) atomized by the atomizer
22 is 0.1 mg per one puff action. By setting the value
described above to the lower limit, it is possible to supply
the aerosol to the user at an amount that does not impart
a sense of shortage, and it is possible to remove the
flavor component from the flavor source 31A accommo-
dated in the second cartridge 30 using the aerosol.

FIFTH MODIFICATION

[0159] A fifth modification of the embodiment will be
described below. Differences from the embodiment are
mainly described below.
[0160] In the embodiment described above, the pre-
determined period is determined according to the stand-
ard puff period derived from statistics of the puff periods
of the plurality of users. In contrast, in the fifth modifica-
tion, the predetermined period is derived from statistics
of the puff period of the user who actually uses the non-
burning type flavor inhaler 1.
[0161] Fig. 26 is a diagram mainly illustrating a function
block of the control circuit 50 according to the fifth mod-
ification. In Fig. 26, the same reference numerals are
given to the same configuration as in Fig. 15, and de-
scription of the same configuration as in Fig. 15 is omitted.
[0162] As illustrated in Fig. 26, the control circuit 50
has a memory 54 and a calculator 55 in addition to the
configuration illustrated in Fig. 15.
[0163] The memory 54 stores the puff period that is a
period in which the user performs the puff action.
[0164] The calculator 55 calculates the predetermined
period described above from statistics of the puff period
stored in the memory 54. That is, the predetermined pe-
riod is derived from statistics of the puff period stored in
the memory 54. However, it should be noted that the
predetermined period is shorter than the upper limit of
the standard puff period described above.
[0165] For example, the calculator 55 operates the pre-
determined period in the following procedures.
[0166] Firstly, in the same manner as in the embodi-
ment described above, in the initial setting, the predeter-
mined period (I seconds) is determined in advance ac-
cording to the standard puff period derived from statistics
of the puff periods of the plurality of users.
[0167] Secondly, for example, the average value is de-
rived from statistics of the puff period detected in a fixed
period (for example, from the start of use of the first car-
tridge 20 up to replacement of the first cartridge 20).
[0168] Thirdly, the predetermined period is modified to
the average value (X seconds).
[0169] Fourthly, the duty ratio is modified such that the
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amount of power supply to the atomizer 22 during inhaling
for X seconds is equal to the amount of power supply
during initial setting (during inhaling for I seconds). That
is, when the average value (X) < initial setting value (I),
the duty ratio that corresponds to each battery voltage is
relatively increased. Meanwhile, when the average value
(X) > initial setting value (I), the duty ratio is reduced.
[0170] Note that, preferably for example, the predeter-
mined period is recalculated in each fixed period (for ex-
ample, replacement of the first cartridge 20).

(Operation and Effect)

[0171] In the fifth modification, the predetermined pe-
riod is derived from statistics of the puff period of the user
who actually uses the non-burning type flavor inhaler 1.
Accordingly, it is possible to set a period appropriate to
the user as the predetermined period referenced when
stopping the power supply from the battery 11 to the at-
omizer 22. More particularly, it is possible to mitigate dis-
comfort because of supply of the aerosol across the en-
tirety of the puff period applied to the user who has a long
puff period, and it is possible to increase the number of
puff actions in which aerosol is supplied in the desired
range to a user who has a short puff period compared to
a case in which the predetermined period derived from
statistics of the puff periods of a plurality of users is used
by setting the predetermined period appropriate in the
actual puff period of the user.

SIXTH MODIFICATION

[0172] A sixth modification of the embodiment will be
described below. Differences from the embodiment are
mainly described below.
[0173] In the embodiment described above, the pre-
determined period is determined according to the stand-
ard puff period derived from statistics of the puff periods
of the plurality of users. In contrast, in the sixth modifica-
tion, the predetermined period is derived from statistics
of the puff period of the user who actually uses the non-
burning type flavor inhaler 1.
[0174] Fig. 27 is a diagram mainly illustrating a function
block of the control circuit 50 according to the sixth mod-
ification. In Fig. 27, the same reference numerals are
given to the same configuration as in Fig. 15, and de-
scription of the same configuration as in Fig. 15 is omitted.
[0175] As illustrated in Fig. 27, the control circuit 50
has a memory 54 and an interface 56 in addition to the
configuration illustrated in Fig. 15.
[0176] The memory 54 stores the puff period a period
in which the user performs the puff action.
[0177] The interface 56 is an interface for communi-
cating with an external device 200 provided separately
from the non-burning type flavor inhaler 1. The interface
56 may be a USB port, may be a wired LAN module, may
be a wireless LAN module, and may be a near field com-
munication module (for example, Bluetooth or FeliCa).

The external device 200 may be a personal computer,
and may be a smartphone.
[0178] Specifically, the interface 56 transmits the puff
period stored in the memory 54 to the external device
200. The interface 56 receives the predetermined period
calculated from statistics from the external device 200
based on the puff period using the external device 200.
[0179] It should be noted that the external device 200
calculates the predetermined period using the same
method as the calculator 55 according to the fifth modi-
fication.

(Operation and Effect)

[0180] In the sixth modification, the predetermined pe-
riod is derived from statistics of the puff period of the user
who actually uses the non-burning type flavor inhaler 1.
Accordingly, it is possible to set a period appropriate to
the user as the predetermined period referenced when
stopping the power supply from the battery 11 to the at-
omizer 22. More particularly, it is possible to mitigate dis-
comfort because of supply of the aerosol across the en-
tirety of the puff period applied to the user who has a long
puff period, and it is possible to increase the number of
puff actions in which aerosol is supplied in the desired
range to a user who has a short puff period compared to
a case in which the predetermined period derived from
statistics of the puff periods of a plurality of users is used
by setting the predetermined period appropriate in the
actual puff period of the user.

SEVENTH MODIFICATION

[0181] A seventh modification of the embodiment will
be described below. Differences from the embodiment
are mainly described below.
[0182] In the embodiment described above, the notifi-
cation controller 52 has the counter 52X that counts the
number of puff actions or the energization time of the
atomizer 22. In contrast, in the seventh modification, as
illustrated in Fig. 28, the notification controller 52 has a
first counter 52A and a second counter 52B as the coun-
ter 52X that counts the number of puff actions or the
energization time of the atomizer 22.
[0183] In the seventh modification, it should be noted
that the lifespan of the first cartridge 20 is the lifespan of
the second cartridge 30 x T (T is an integer) + β. Note
that, β is a value smaller than the lifespan of the second
cartridge 30, but is not particularly limited thereto.
[0184] The notification controller 52 detects the re-
placement timing of the second cartridge 30 when the
count value of the first counter 52A reaches a first pre-
determined value. The notification controller 52 detects
the replacement timing of the first cartridge 20 when the
count value of the second counter 52B reaches a second
predetermined value. The second predetermined value
is an integral multiple of the first predetermined value.
[0185] Alternatively, when the count value of the first
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counter 52A reaches a predetermined value P, the noti-
fication controller 52 may detect the replacement timing
of the second cartridge 30 and increment the count value
of the second counter 52B. Thereby, the notification con-
troller 52 may detect the replacement timing of the first
cartridge 20 when the count value of the second counter
52B reaches a predetermined value Q. That is, in the
same manner as in the embodiment described above,
the notification controller 52 may detect the replacement
timing of the first cartridge 20 when the number of re-
placement times of the second cartridge 30 reaches a
predetermined number of times (predetermined value
Q).
[0186] In this manner, it should be noted that as a result
of the second predetermined value being an integral mul-
tiple of the first predetermined value, the notification con-
troller 52 detects the replacement timing of the first car-
tridge 20 based on the number of times of replacement
of the second cartridge 30.
[0187] In the seventh modification, when the count val-
ue of the first counter 52A reaches the first predetermined
value, the notification controller 52 may detect the re-
placement timing of the second cartridge 30 and reset
the count value of the first counter 52A. Alternatively,
when the count value of the first counter 52A reaches
the first predetermined value, the notification controller
52 may detect the replacement timing of the second car-
tridge 30 and reset the count value of the first counter
52A according to the predetermined operation of the us-
er. In such a case, preferably the power controller 53
stops the power supply from the battery 11 to the atomizer
22 from the count value of the first counter 52A reaching
the first predetermined value until the count value is reset.
[0188] In the seventh modification, when the count val-
ue of the second counter 52B reaches the second pre-
determined value, the notification controller 52 may de-
tect the replacement timing of the first cartridge 20 and
reset the count value of the second counter 52B. Alter-
natively, when the count value of the second counter 52B
reaches the second predetermined value, the notification
controller 52 may detect the replacement timing of the
first cartridge 20 and reset the count value of the second
counter 52B according to the predetermined operation
of the user. In such a case, preferably the power controller
53 stops the power supply from the battery 11 to the
atomizer 22 from the count value of the second counter
52B reaching the second predetermined value until the
count value is reset.

(Operation and Effect)

[0189] In the seventh modification, it is possible to im-
prove convenience for the user by notifying the replace-
ment timing of the first cartridge 20 and the second car-
tridge 30 at the same timing even when replacement of
the second cartridge 30 is repeated because the second
predetermined value is an integral multiple of the first
predetermined value.

EIGHTH MODIFICATION

[0190] An eighth modification of the embodiment will
be described below. Differences from the embodiment
are mainly described below.
[0191] In the eighth modification, a package provided
with the first cartridge and the second cartridge is de-
scribed. Fig. 29 is a diagram illustrating a package 300
according to the eighth modification.
[0192] As described in Fig. 29, the package 300 has
the first cartridge 20 and the second cartridge 30. The
number of second cartridges 30 is determined according
to the lifespan of the first cartridge 20. For example, the
package 300 illustrated in Fig. 29 has one first cartridge
20 and five second cartridges 30. In other words, the
number of second cartridges 30 is determined such that
the lifespan of one first cartridge 20 comes to an end
when five second cartridges 30 are used up.
[0193] Specifically, a permissible puff number that is
the number of puff actions permissible for the first car-
tridge 20 or a permissible energization time that is the
energization time permitted in the first cartridge 20 is de-
termined for the first cartridge 20. The number of permis-
sible puffs and the permissible energization time are val-
ues for suppressing depletion of the aerosol source 21A.
In other words, the number of permissible puffs or the
permissible energization time is upper limit value allows
to atomize appropriate aerosol while stably supplying the
aerosol source 21A to the atomizer 22. A timing at which
the number of puff actions or the energization time of the
atomizer 22 reaches the predetermined value is deter-
mined as the replacement timing of the second cartridge
30. The number of second cartridges 30 is an integral
part of a quotient in which the permissible puff number
or the permissible energization time is divided by the pre-
determined value. Here, the permissible puff number or
the permissible energization time may not be divided by
the predetermined value. In other words, the lifespan of
the first cartridge 20 may be a lifespan that has a margin
with respect to the number of second cartridges 30.
[0194] Alternatively, a timing at which the number of
puff actions or the energization time of the atomizer 22
reaches the first predetermined value is the replacement
timing of the second cartridge 30. A timing at which the
number of puff actions or the energization time of the
atomizer 22 reaches the second predetermined value is
the replacement timing of the first cartridge 20. The sec-
ond predetermined value is an integral multiple T of the
first predetermined value. The integral multiple T is the
number of the second cartridges 30 that are contained
in the package 300.

(Operation and Effect)

[0195] In the eighth modification, convenience for the
user is improved since the replacement timing of the first
cartridge 20 and the second cartridge 30 are aligned even
when replacement of the second cartridge 30 is repeated

33 34 



EP 3 632 243 A1

19

5

10

15

20

25

30

35

40

45

50

55

since the number of second cartridges 30 is determined
according to the lifespan of the first cartridge 20. In other
words, it is possible for the user to easily ascertain the
replacement timing of the first cartridge 20 by using up
the second cartridge 30 contained in the package 300.

NINTH MODIFICATION

[0196] A ninth modification of the embodiment will be
described below. Main differences from the embodiment
are described below.
[0197] In the ninth modification, the power controller
53 carries out a detection process in which the replace-
ment timing of the second cartridge 30 is detected when
power supply from the battery 11 to the atomizer 22 is
stopped. According to such a configuration, power supply
from the battery 11 to the atomizer 22 is continuous even
when an original timing at which the second cartridge 30
is to be replaced (for example, a timing at which an en-
ergization time to the atomizer 22 reaches the predeter-
mined value) is included in the way of the puff action. In
comparison to a case in which power supply from the
battery 11 to the atomizer 22 is forcibly stopped at the
original timing at which the second cartridge 30 is to be
replaced, aerosol of a desired amount is able to be sup-
plied in the final puff action and it is possible to mitigate
discomfort imparted to the user.
[0198] In such a case, preferably the power controller
53 carries out the detection process from stopping of
power supply from the battery 11 to the atomizer 22 until
a determination period has elapsed. Here, preferably the
determination period is a period that is assumed to be
shorter than a period from the end of a current puff action
until a subsequent puff action starts. As the determination
period, for example, it is possible to use a period such
as three seconds or one second. According to such a
configuration, a circumstance is suppressed in which a
possibility that the detection process is carried out until
the subsequent puff starts is high and aerosol of the de-
sired amount is not supplied in the subsequent puff action
(final puff action).
[0199] In addition, preferably the notification controller
52 controls the notification unit 40 so as to notify the re-
placement timing of the second cartridge 30 from stop-
ping of power supply from the battery 11 to the atomizer
22 until the determination period has elapsed (notification
process) when the replacement timing of the second car-
tridge 30 is detected in the detection process. According
to such a configuration, it is possible to prompt such that
the possibility that the notification process is carried out
up to the subsequent puff starting is high and the user
does not start the subsequent puff action in which aerosol
of the desired amount is not supplied.
[0200] However, preferably the power controller 53
carries out the detection process until power supply from
the battery 11 to the atomizer 22 starts in response to
the start of the puff action when the puff action starts from
stopping of power supply from the battery 11 to the at-

omizer 22 until the detection process is carried out. In
other words, preferably the power controller 53 carries
out the detection process prior to resuming power supply
from the battery 11 to the atomizer 22 in the subsequent
puff action. According to such a configuration, at least a
circumstance in which aerosol of the desired amount is
not supplied in the subsequent puff action is suppressed.
Note that, preferably the notification controller 52 carries
out the notification process prior to resuming power sup-
ply from the battery 11 to the atomizer 22 in the subse-
quent puff action when the replacement timing of the sec-
ond cartridge 30 is detected in the detection process.

(Control Method)

[0201] A control method according to the ninth modifi-
cation will be described below. Fig. 30 is a flowchart il-
lustrating the control method according to the embodi-
ment. Fig. 30 is a flowchart illustrating the control method
of the amount of power supplied from the battery 11 to
the atomizer 22 in one puff action.
[0202] As illustrated in Fig. 30, in step S110, the non-
burning type flavor inhaler 1 (that is, the control circuit
50, hereinafter the same) determines whether or not the
start of the puff action is detected. If a determination result
is YES, the non-burning type flavor inhaler 1 transitions
to a process of step S120. If a determination result is NO,
the non-burning type flavor inhaler 1 is in a standby state.
[0203] In step S120, the non-burning type flavor inhaler
1 starts power supply to the atomizer 22. In the same
manner as in the embodiment, the non-burning type fla-
vor inhaler 1 outputs to the battery 11 a predetermined
instruction instructed to the battery 11 such that the aer-
osol amount atomized by the atomizer 22 falls in the de-
sired range.
[0204] In step S130, the non-burning type flavor inhaler
1 determines whether or not the end of the puff action is
detected. If a determination result is YES, the non-burn-
ing type flavor inhaler 1 transitions to a process of step
S140. If a determination result is NO, the non-burning
type flavor inhaler 1 is in a standby state. However, in
the same manner as in the embodiment, the non-burning
type flavor inhaler 1 may stop power supply to the atom-
izer 22 also in the puff period in which the puff action is
actually performed by the user when the predetermined
period from the start of power supply to the atomizer 22
has elapsed.
[0205] In step S140, the non-burning type flavor inhaler
1 stops power supply to the atomizer 22.
[0206] In step S150, the non-burning type flavor inhaler
1 counts up the counter 52X. In the same manner as in
the embodiment, the counter 52X may count the number
of puff actions and may count the energization time of
the atomizer 22.
[0207] In step S160, the non-burning type flavor inhaler
1 determines whether or not the count value of the coun-
ter 52X reaches the predetermined value. If a determi-
nation result is YES, the non-burning type flavor inhaler
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1 transitions to a process of step S170. When the deter-
mination result is NO, the non-burning type flavor inhaler
1 returns to the process of step S110.
[0208] In step S170, the non-burning type flavor inhaler
1 carries out the end process. For example, the end proc-
ess may be a process in which the replacement timing
of the second cartridge 30 is notified from the notification
unit 40 and may be a process in which the power source
of the non-burning type flavor inhaler 1 is forcibly
switched off.
[0209] As described above, in the flow illustrated in Fig.
30, preferably step S150 (count up of the counter 52X)
and step S160 (determination of whether or not a count
value of the counter 52X reaches the predetermined val-
ue) are performed from stopping of power supply from
the battery 11 to the atomizer 22 until the determination
period has elapsed. Preferably step S160 (for example,
a process in which the replacement timing of the second
cartridge 30 is notified) is also performed from stopping
of power supply from the battery 11 to the atomizer 22
until the determination period has elapsed.

OTHER EMBODIMENTS

[0210] The present invention is described through the
above-described embodiments, but it should not be un-
derstood that this invention is limited to the statements
and the drawings constituting a part of this disclosure.
From this disclosure, various alternative embodiments,
examples, and operational technologies will be obvious
to those skilled in the art.
[0211] In the embodiment, the first cartridge 20 has the
end cap 25, but the embodiment is not limited thereto.
For example, the first cartridge 20 may not have the end
cap 25 when the reservoir 21 has a configuration (for
example, a tank) in which it is possible to suppress leak-
age of the aerosol source 21A. In such a case, the aerosol
flow adjustment chamber G is formed between the down-
stream end portion of the flow path forming body 23 and
the upstream end portion of the flavor source container
31.
[0212] In the embodiment, the second cartridge 30 is
accommodated in the first cartridge 20 (protruding por-
tion 25E), but the embodiment is not limited thereto. For
example, the power source unit 10 may accommodate
the first cartridge 20 and the second cartridge 30. Alter-
natively, the first cartridge 20 and the second cartridge
30 may be connected at end surfaces to face each other.
In such a case, for example, the first cartridge 20 and the
second cartridge 30 are connected by screwing.
[0213] Although not particularly mentioned in the em-
bodiment, preferably the end cap 25 is joined to the res-
ervoir 21 to suppress refilling and the like of the aerosol
source 21A in the reservoir 21.
[0214] In the embodiment, the end cap 25 has the pro-
truding portion 25E that protrudes from the outer edge
of the end cap 25 to the downstream side (flavor source
container 31 side) in the cross section orthogonal to the

aerosol flow path (predetermined direction A). However,
the embodiment is not limited thereto. Note that, when
the end cap 25 is not provided, the flow path forming
body 23 may have the protruding portion 25E that pro-
trudes from the outer edge of the flow path forming body
23 to the downstream side (flavor source container 31
side) in the cross section orthogonal to the aerosol flow
path (predetermined direction A). The protruding portion
25E contacts the upstream end portion of the flavor
source container 31 (for example, the outer edge of the
upstream end portion).
[0215] In the embodiment, a case is exemplified in
which the atomizer 22 has a heating wire (coil) wound at
a predetermined pitch. However, the embodiment is not
limited thereto. The shape of the heating wire forming
the atomizer 22 is arbitrary.
[0216] In the embodiment, a case is exemplified in
which the atomizer 22 is configured by the heating wire.
However, the embodiment is not limited thereto. The at-
omizer 22 may atomize the aerosol source 21A using
ultrasonic waves.
[0217] In the embodiment, the first cartridge 20 is re-
placeable. However, the embodiment is not limited there-
to. Specifically, in place of the first cartridge 20, an atom-
izing unit that has the reservoir 21 and the atomizer 22
may be provided in the non-burning type flavor inhaler
1, and the atomizing unit may be a unit that is not re-
placed.
[0218] In the embodiment, the second cartridge 30 is
replaceable. However, the embodiment is not limited
thereto. Specifically, in place of the second cartridge 30,
the flavor source unit that has the flavor source 31A may
be provided in the non-burning type flavor inhaler 1, and
the flavor source unit may be a unit that is not replaced.
However, the second cartridge 30 is not necessarily an
essential feature.
[0219] In the embodiment, the first cartridge 20 and
the second cartridge 30 are replaceable. However, the
embodiment is not limited thereto. Specifically, a config-
uration having the first cartridge 20 and the second car-
tridge 30 may be provided in the non-burning type flavor
inhaler 1.
[0220] In the embodiment, the package 300 has one
first cartridge 20. However, the embodiment is not limited
thereto. The package 300 may have two or more first
cartridges 20.
[0221] In the embodiment, the power controller 53 con-
trols the amount of power supplied from the battery 11
to the atomizer 22 by pulse control. However, the em-
bodiment is not limited thereto. The power controller 53
may control the output voltage of the battery 11. In such
a case, preferably the power controller 53 modifies (or
corrects) the predetermined instruction such that the aer-
osol amount atomized by the atomizer 22 falls within the
desired range accompanying the reduction of the accu-
mulated amount in the battery 11. Specifically, the power
controller 53 may increase the instruction voltage output
to the battery 11 accompanying the reduction of the ac-
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cumulated amount in the battery 11 as the modification
of the predetermined instruction. The modification (or
correction) of the output voltage of the battery 11 is re-
alized using, for example, a DC/DC converter. The
DC/DC converter may be a step-down converter, or may
be a boost converter. Note that, the power controller 53
may control both pulse control and output voltage such
that the aerosol amount atomized by the atomizer 22 falls
within the desired range.
[0222] In the embodiment, the power controller 53 in-
creases the duty ratio output to the battery 11 in one puff
action accompanying the reduction of the accumulated
amount in the battery 11 as the modification of the pre-
determined instruction. However, the embodiment is not
limited thereto. The power controller 53 may extend the
predetermined period for stopping power supply from the
battery 11 to the atomizer 22 accompanying the reduction
of the accumulated amount in the battery 11 as the mod-
ification of the predetermined instruction.
[0223] In the embodiment, the detector 51 is connected
to a voltage sensor provided on a sensor line that con-
nects the battery 11 and the atomizer 22, and detects
power supply based on the output result of the voltage
sensor. However, the embodiment is not limited thereto.
For example, the detector 51 may be connected to a cur-
rent sensor provided on the sensor line that connects the
battery 11 and the atomizer 22, and may detect power
supply based on the output result of the current sensor.
[0224] In the embodiment, the power controller 53 in-
structs, to the battery 11, output of power to the atomizer
22 in the puff period in which the puff action is performed,
but does not instruct, to the battery 11, output of power
to the atomizer 22 in the non-puff period in which the puff
action is not performed. However, the embodiment is not
limited thereto. The power controller 53 may switch pow-
er output to the atomizer 22 according to the operation
of the hardware interface (for example, the switch or the
button) for performing power output to the atomizer 22.
That is, the puff action and the non-puff action are
switched according to the operation of the hardware in-
terface.

INDUSTRIAL APPLICABILITY

[0225] It is possible to provide a non-burning type flavor
inhaler and a package that are able to improve conven-
ience for the user by notifying to the user a replacement
timing of a first cartridge or a replacement timing of a
second cartridge.

FURTHER EMBODIMENTS

[0226]

Embodiment 1. A non-burning type flavor inhaler
comprising:

a power source unit including at least a battery;

a first cartridge including at least an aerosol
source and an atomizer configured to atomize
the aerosol source without burning using power
supplied from the battery;
a second cartridge including at least a flavor
source and imparts flavor to the aerosol by let-
ting the aerosol atomized by the atomizer pass
through; and
a controller configured to control a notification
unit to notify a replacement timing of the second
cartridge in response to detection of the replace-
ment timing of the second cartridge.

Embodiment 2. The non-burning type flavor inhaler
according to Embodiment 1,
wherein the controller controls the notification unit to
notify a replacement timing of the first cartridge ac-
cording to detection of the replacement timing of the
first cartridge, and
wherein the controller detects the replacement tim-
ing of the first cartridge based on the number of re-
placement times of the second cartridge.

Embodiment 3. The non-burning type flavor inhaler
according to Embodiment 1 or 2,
wherein the controller detects the replacement tim-
ing of the second cartridge based on the number of
puff actions or an energization time of the atomizer.

Embodiment 4. The non-burning type flavor inhaler
according to Embodiment 3,
wherein the controller has a counter configured to
count the number of puff actions or the energization
time of the atomizer, and
wherein the controller detects the replacement tim-
ing of the second cartridge and resets the count value
of the counter, when a count value of the counter
reaches a predetermined value.

Embodiment 5. The non-burning type flavor inhaler
according to Embodiment 3,
wherein the controller has a counter configured to
count the number of puff actions or the energization
time of the atomizer,
wherein the controller detects the replacement tim-
ing of the second cartridge when a count value of
the counter reaches the predetermined value, and
wherein the controller resets the count value of the
counter by a predetermined operation of a user.

Embodiment 6. The non-burning type flavor inhaler
according to any one of Embodiments 1 to 5,
wherein the controller controls the notification unit to
notify a replacement timing of the battery or a charg-
ing timing of the battery in response to detection of
the replacement timing of the battery or the charging
timing of the battery.
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Embodiment 7. The non-burning type flavor inhaler
according to Embodiment 6,
wherein the controller detects the replacement tim-
ing of the battery or the charging timing of the battery
based on output voltage of the battery.

Embodiment 8. The non-burning type flavor inhaler
according to Embodiment 4 or 5,
wherein the controller stops power supply from the
battery to the atomizer from when a count value of
the counter reaches a predetermined value until
when the count value is reset.

Embodiment 9. The non-burning type flavor inhaler
according to Embodiment 1,
wherein the controller has a first counter and a sec-
ond counter as a counter configured to count the
number of puff actions or the energization time of
the atomizer,
wherein the controller detects the replacement tim-
ing of the second cartridge when a count value of
the first counter reaches a first predetermined value,
wherein the controller detects the replacement tim-
ing of the first cartridge when a count value of the
second counter reaches a second predetermined
value, and
wherein the second predetermined value is an inte-
gral multiple of the first predetermined value.

Embodiment 10. The non-burning type flavor inhaler
according to Embodiment 2,
wherein the controller has a counter configured to
count a number of replacement times of the second
cartridge, and
wherein the controller detects the replacement tim-
ing of the first cartridge when a count value of the
counter reaches a predetermined value.

Embodiment 11. The non-burning type flavor inhaler
according to any one of Embodiments 1 to 10,
wherein the controller detects the replacement tim-
ing of the second cartridge based on the number of
puff actions or an energization time,
wherein the controller outputs to the battery a pre-
determined instruction as the instruction to the bat-
tery, the predetermined instruction instructing the
battery to make the aerosol amount, atomized by the
atomizer, falls in a desired range,
wherein the controller stops power supply from the
battery to the atomizer when a predetermined period
from a start of power supply to the atomizer has
elapsed, and
wherein the predetermined period is shorter than an
upper limit value of a standard puff period derived
from statistics of a puff period of a user.

Embodiment 12. The non-burning type flavor inhaler
according to any one of Embodiments 1 to 11,

wherein the controller modifies the predetermined
instruction with a reduction of an accumulated
amount in the battery such that the aerosol amount
atomized by the atomizer falls in the desired range.

Embodiment 13. The non-burning type flavor inhaler
according to any one of Embodiments 1 to 12,
wherein the controller performs a detection process
to detect the replacement timing of the second car-
tridge when power supply from the battery to the at-
omizer is stopped.

Embodiment 14. The non-burning type flavor inhaler
according to Embodiment 13,
wherein the controller performs the detection proc-
ess from stopping of the power supply from the bat-
tery to the atomizer until a determination period has
elapsed.

Embodiment 15. The non-burning type flavor inhaler
according to Embodiment 13 or 14,
wherein the controller controls the notification unit to
notify the replacement timing of the second cartridge
from stopping of the power supply from the battery
to the atomizer until the determination period has
elapsed when the replacement timing of the second
cartridge is detected in the detection process.

Embodiment 16. The non-burning type flavor inhaler
according to Embodiment 14 or 15,
wherein the controller performs the detection proc-
ess until the power supply from the battery to the
atomizer starts in response to the start of a puff action
when the puff action starts from stopping of the power
supply from the battery to the atomizer until the de-
tection process performed.

Embodiment 17. The non-burning type flavor inhaler
according to any one of Embodiments 13 to 16,
wherein the controller performs the detection proc-
ess when the power supply from the battery to the
atomizer is stopped along with a detection of an end
of the puff action.

Embodiment 18. The non-burning type flavor inhaler
according to any one of Embodiments 13 to 16,
wherein the controller performs the detection proc-
ess when the power supply from the battery to the
atomizer is stopped along with elapse of a predeter-
mined period from the start of power supply to the
atomizer.

Embodiment 19. A package used for the non-burning
type flavor inhaler according to any one of Embodi-
ments 1 to 18, comprising:

a first cartridge including at least an aerosol
source and an atomizer configured to atomize
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the aerosol source without burning; and
one or more second cartridges each including
at least a flavor source,
wherein the number of the one or more second
cartridges is determined according to the
lifespan of the first cartridge.

Embodiment 20. The package according to Embod-
iment 19,
wherein a permissible puff number or a permissible
energization time is determined for the first cartridge,
the permissible puff number being the number of puff
actions permissible for the first cartridge, the permis-
sible energization time being the energization time
permissible for the first cartridge,
wherein a timing at which the number of puff actions
or the energization time of the atomizer reaches a
predetermined value is the replacement timing of the
second cartridge, and
wherein the number of the second cartridges is an
integral part of a quotient obtained by dividing the
permissible puff number or the permissible energiza-
tion time i by the predetermined value.

Embodiment 21. The package according to Embod-
iment 19,
wherein a timing at which the number of puff actions
or the energization time of the atomizer reaches a
first predetermined value is the replacement timing
of the second cartridge,
wherein a timing at which the number of puff actions
or the energization time of the atomizer reaches a
second predetermined value is the replacement tim-
ing of the first cartridge, and
wherein the second predetermined value is an inte-
gral multiple of the first predetermined value.

Claims

1. A non-burning type flavor inhaler comprising:

a power source unit including at least a battery;
a first cartridge including at least an aerosol
source and an atomizer configured to atomize
the aerosol source without burning using power
supplied from the battery;
a second cartridge including at least a flavor
source and imparts flavor to the aerosol by let-
ting the aerosol atomized by the atomizer pass
through; and
a controller configured to control a notification
unit to notify a replacement timing of the second
cartridge in response to detection of the replace-
ment timing of the second cartridge, wherein the
lifespan of the second cartridge is different from
the lifespan of the first cartridge,
wherein the controller is further configured to:

detect the replacement timing of the second
cartridge based on the number of puff ac-
tions or an energization time of the atomizer;
start power supply to the atomizer based on
a detection of a start of a puff action; and
stop power supply to the atomizer based on
(1) a detection of an end of the puff action,
(2) elapse of a predetermined period of time
from the start of power supply to the atom-
izer, or (3) the number of puff actions.

2. The non-burning type flavor inhaler according to
claim 1, wherein the second cartridge includes raw
material pieces or solid matters.

3. The non-burning type flavor inhaler according to
claim 1,
wherein the controller controls the notification unit to
notify a replacement timing of the first cartridge ac-
cording to detection of the replacement timing of the
first cartridge, and
wherein the controller detects the replacement tim-
ing of the first cartridge based on the number of re-
placement times of the second cartridge.

4. The non-burning type flavor inhaler according to
claim 1,
wherein the controller has a counter configured to
count the number of puff actions or the energization
time of the atomizer, and
wherein the controller detects the replacement tim-
ing of the second cartridge and resets the count value
of the counter, when a count value of the counter
reaches a predetermined value.

5. The non-burning type flavor inhaler according to
claim 1,
wherein the controller has a counter configured to
count the number of puff actions or the energization
time of the atomizer,
wherein the controller detects the replacement tim-
ing of the second cartridge when a count value of
the counter reaches the predetermined value, and
wherein the controller resets the count value of the
counter by a predetermined operation of a user.

6. The non-burning type flavor inhaler according to any
one of claims 1 to 5,
wherein the controller controls the notification unit to
notify a replacement timing of the battery or a charg-
ing timing of the battery in response to detection of
the replacement timing of the battery or the charging
timing of the battery.

7. The non-burning type flavor inhaler according to
claim 6,
wherein the controller detects the replacement tim-
ing of the battery or the charging timing of the battery
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based on output voltage of the battery.

8. The non-burning type flavor inhaler according to
claim 4 or 5,
wherein the controller stops power supply from the
battery to the atomizer from when a count value of
the counter reaches a predetermined value until
when the count value is reset.

9. The non-burning type flavor inhaler according to
claim 1,
wherein the controller has a first counter and a sec-
ond counter as a counter configured to count the
number of puff actions or the energization time of
the atomizer,
wherein the controller detects the replacement tim-
ing of the second cartridge when a count value of
the first counter reaches a first predetermined value,
wherein the controller detects the replacement tim-
ing of the first cartridge when a count value of the
second counter reaches a second predetermined
value, and
wherein the second predetermined value is an inte-
gral multiple of the first predetermined value.

10. The non-burning type flavor inhaler according to
claim 3,
wherein the controller has a counter configured to
count a number of replacement times of the second
cartridge, and
wherein the controller detects the replacement tim-
ing of the first cartridge when a count value of the
counter reaches a predetermined value.

11. The non-burning type flavor inhaler according to any
one of claims 1 to 10,
wherein the controller outputs to the battery a pre-
determined instruction as the instruction to the bat-
tery, the predetermined instruction instructing the
battery to make the aerosol amount, atomized by the
atomizer, falls in a desired range.

12. The non-burning type flavor inhaler according to any
one of claims 1 to 11,
wherein the controller modifies the predetermined
instruction with a reduction of an accumulated
amount in the battery such that the aerosol amount
atomized by the atomizer falls in the desired range.

13. The non-burning type flavor inhaler according to any
one of claims 1 to 12,
wherein the controller performs a detection process
to detect the replacement timing of the second car-
tridge when power supply from the battery to the at-
omizer is stopped.

14. The non-burning type flavor inhaler according to
claim 13,

wherein the controller performs the detection proc-
ess from stopping of the power supply from the bat-
tery to the atomizer until a determination period has
elapsed.

15. The non-burning type flavor inhaler according to
claim 13 or 14,
wherein the controller controls the notification unit to
notify the replacement timing of the second cartridge
from stopping of the power supply from the battery
to the atomizer until the determination period has
elapsed when the replacement timing of the second
cartridge is detected in the detection process.

16. The non-burning type flavor inhaler according to
claim 14 or 15,
wherein the controller performs the detection proc-
ess until the power supply from the battery to the
atomizer starts in response to the start of a puff action
when the puff action starts from stopping of the power
supply from the battery to the atomizer until the de-
tection process performed.

17. The non-burning type flavor inhaler according to any
one of claims 13 to 16,
wherein the controller performs the detection proc-
ess when the power supply from the battery to the
atomizer is stopped along with a detection of an end
of the puff action.

18. The non-burning type flavor inhaler according to any
one of claims 13 to 16,
wherein the controller performs the detection proc-
ess when the power supply from the battery to the
atomizer is stopped along with elapse of a predeter-
mined period from the start of power supply to the
atomizer.
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