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(54) Remote file updates through remote protocol

(57) An improved remote protocol enables efficient
and reliable updating of files on a remote server. A gath-
er-copy extension to a remote protocol enables a client
to instruct a server to gather portions of data from an
existing source file on the server and to copy those por-
tions of data to appropriate offsets within a new destina-
tion file on the server. The gather-copy extension thus

enables the client to leave blank locations in the desti-
nation file into which the client can write new data during
a file update. The gather-copy extension also enables
the client to effectively delete portions of the source file
by not copying them from the source file to the destination
file. File updates can therefore be made without having
to transfer the entire file from the client to the server.
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Description

RELATED CASES

[0001] This application claims priority to U.S. Provisional Application No 60/589,145, filed July 19,2004

TECHNICAL FIELD

[0002] The present disclosure generally relates to client-server protocols, and more particularly to an extension to
such protocols that enables reliable and efficient remote file updates.

BACKGROUND

[0003] With the proliferation of mobile technologies, more and more corporations are providing network access to key
user data that continues to be moved off of client machines and onto servers. There are significant benefits to making
such network data available to mobile users even when they are disconnected from the network. For example, continued
access to network data while disconnected from the network allows users to work on files when they travel, when they
work at home, or when the network is down. Another benefit to having access to network data while being disconnected
from the network is that it reduces the amount of data being transmitted over the network between client and server
machines.
[0004] Client-side caching is the primary way that mobile users maintain access to network data while being discon-
nected from the network. Client-side caching allows a mobile user to save a local copy of a file accessed, for example,
over a network on a server. After diseonnecting from the network, a user is still able to edit the local copy of the file.
Upon reconnecting to the network, the copy of the file on the server can be updated.
[0005] Various implementations of client-server protocols exist that facilitate client-side caching and enable client
applications on a computer to read files, create files, update files, and perform other file system tasks over a network
via server programs on a remote computer. The Server Message Block protocol (SMB protocol) is an example of such
a protocol that can be used over the Internet on top of the TCP/IP protocol or other network protocols such as Internetwork
Packet Exchange and NetBEUI. The typical mode of operation with such protocols is for the client to make requests
and the server to send back responses. Thus, such protocols enable a client to invoke certain "file system control"
operations with respect to a file system on a remote server.
[0006] One of the disadvantages with current methods of client-side caching is the significant latency and response
times that can be encountered while transferring data between the client and server. A user wanting to edit a file, for
example, first downloads the entire file to the client over the network. The user can then disconnect from the network
and edit the file. Upon reconnecting with the server over the network, the entire edited file is uploaded to the server in
a synchronization process. Regardless of the size or amount of change made to the original file, the whole edited file
must be pushed back over the network to the server. Thus, even the smallest change (e.g., a 1 kilobyte insertion or
deletion) made to a 10 megabyte file requires that the entire 10 megabyte file be transferred over the network twice.
The latency and response times for such transfers can be particularly problematic for slow links such as telephone lines
or satellite links.
[0007] Another related disadvantage with current methods of client-side caching is the risk of file corruption during file
updates between the client and server. During file synchronization (i.e., a file update from client to server), a network
glitch or network failure that occurs part way into the update can leave the file being updated on the server in a corrupted
state, which may or may not be automatically recoverable. The longer a file update takes, the more likely it is that a
network problem will be encountered during the update, and the higher the risk that the file may be corrupted.
[0008] Accordingly, a need exists for a way to improve client-side caching that provides for more efficient and reliable
updating of remote files.

SUMMARY

[0009] A method and system enable efficient and reliable updating of remote files through an improved remote protocol.
A gather-copy extension to a remote protocol enables a client to instruct a server to gather portions of data from an
existing source file on the server and to copy those portions of data to appropriate offsets within a new destination file
on the server. The gather-copy extension thus enables the client to leave blank locations in the destination file into which
the client can write new data during a file update. The gather-copy extension also enables the client to effectively delete
portions of the source file by not copying them from the source file to the destination file. File updates can therefore be
made without having to transfer the entire file from the client to the server.
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BRIEF DESCRIPTION OF THE DRAWINGS

[0010] The same reference numerals are used throughout the drawings to reference like components and features.

Fig. 1 illustrates an exemplary operating environment suitable for implementing remote file updates through a remote
protocol.
Fig. 2 illustrates an exemplary embodiment of a client device and a server device configured to implement remote
file updates through a remote protocol.
Fig. 3 illustrates an example source file and destination file on a remote server, and an example client copy of the
source file on a client.
Fig. 4 illustrates an example source file and destination file on a remote server, and an example client copy of the
source file on a client.
Figs. 5-8 are flow diagrams illustrating exemplary methods for implementing remote file updates through a remote
protocol.
Fig. 9 illustrates an exemplary computing environment suitable for implementing a client computer device and server
computer device such as those discussed with reference to Figs. 1-8.

DETAILED DESCRIPTION

Introduction

[0011] The following discussion is directed to a system and methods that provide efficient and reliable updating of
files between client and server devices. A remote protocol, generally configured to facilitate client control of various file
system tasks on a remote server (e.g., reading, creating, and updating of files), includes an extension that enables the
client to update files on the server without having to transfer the entire file from the client to the server. The extension
to the remote protocol is a new file system control (fsctl) command that instructs the server to gather blocks of data from
an existing source file and to copy the blocks of data at appropriate offsets within a new destination file. The gather-copy
fsctl command allows the client to leave (or make) "holes" in the destination file into which it can then write new data,
and to delete portions of the source file by not copying portions of the source file into the destination file.
[0012] Advantages of the described system and methods include file updates that consume bandwidth proportional
in size to file changes, rather than consuming bandwidth proportional in size to whole files. This reduces latency and
response times during file updates, along with reducing the risk that a network failure during an update will cause file
corruption.

Exemplary Environment

[0013] Fig. 1 illustrates an exemplary operating environment 100 suitable for implementing remote file updates through
a remote protocol. The environment 100 is only one example of a suitable operating environment and is not intended
to suggest any limitation as to the scope of use or functionality of the invention. Other well known computing systems,
environments, and/or configurations that may be suitable include, but are not limited to, personal computers, hand-held
or laptop devices, multiprocessor systems, microprocessor-based systems, programmable consumer electronics, net-
work PCs, minicomputers, mainframe computers, distributed computing environments that include any of the above
systems or devices, and the like.
[0014] The exemplary operating environment 100 includes client device 102 (generally referred to hereafter as "client"
or "client device") operatively coupled through network 106 to server device 104 (generally referred to hereafter as
"server" or "server device"). Network 106 may represent any of a variety of conventional network topologies and types
(including optical, wired and/or wireless networks), employing any of a variety of conventional network protocols (including
public and/or proprietary protocols). Network 106 may include, for example, a home network, a corporate network, or
the Internet, as well as possibly at least portions of one or more local area networks (LANs) and/or wide area networks
(WANs).
[0015] Client 102 and server 104 communicate using a client/server model in which a client (client program) makes
service requests from a server (server program) and the server responds to the requests. The client/server model is
based on a communication protocol that generally enables client applications to access and manipulate files on the
remote server (e.g., read, edit, update, and create files). Such remote protocols also typically provide clients with access
to other server resources such as printers, mail slots, and named pipes. Examples of such protocols may include the
Server Message Block (SMB) protocol, the Network File System (NFS) protocol, the WebNFS protocol, the Common
Internet File System (CIFS) protocol, Samba, and so on. Such protocols can be used over various networks such as an
intranet or the Internet and may run on top of, or in conjunction with, other protocols such as the TCP/IP protocol, the
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Internetwork Packet Exchange protocol, and the NetBEUI protocol. As discussed herein below with respect to an ex-
emplary embodiment, an extension to such a protocol enables an efficient and reliable update of remote files. Although
the below exemplary embodiment describes the protocol extension with regard to the SMB protocol, it is noted that the
SMB protocol is only one example of a suitable protocol that may benefit from the described extension. Thus, use of the
SMB protocol in the exemplary embodiment is not intended to suggest any limitation as to other suitable protocols to
which the extension may apply.
[0016] Client 102 is typically capable of performing common computing functions, such as email, calendaring, task
organization, word processing, Web browsing, and so on. Client 102 may run an open platform operating system, such
as the Windows® operating systems from Microsoft®. Client 102 may be implemented as any of a variety of conventional
computing devices, including, for example, a desktop PC, a notebook or portable computer, a workstation, a mainframe
computer, an Internet appliance, a gaming console, a handheld PC, a cellular telephone or other wireless communications
device, a personal digital assistant (PDA), a set-top box, combinations thereof, and so on. An exemplary computing
environment for implementing client 102 is described in more detail herein below with reference to Fig. 9.
[0017] Server 104 is generally configured as a file server that provides for the storage and management of data files
and other resources. Server 104 provides access to such data and resources to authorized clients through a network
106. Server 104 can be implemented as any of a variety of conventional computing devices such as a desktop PC, a
workstation, a mainframe computer, an Internet appliance, and so on. An exemplary computing environment for imple-
menting a server 104 is described in more detail herein below with reference to Fig. 9.

Exemplary Embodiments

[0018] Fig. 2 illustrates an exemplary embodiment of a client device 102 and a server device 104 configured to
implement remote file updates through a remote protocol. Client 102 includes one or more processors 200 configured
to execute application programs 204 stored in a memory 202. Memory 202 also stores a remote protocol referred to in
Fig. 2 as client side protocol 206. In the present embodiment, client protocol 206 is implemented as the client side
component of the SMB protocol. However, as noted above, client protocol 206 is not limited to the SMB protocol, and
may be implemented as various other appropriate protocols including, for example, the NFS protocol, the WebNFS
protocol, the CIFS protocol, Samba, and so on. An extension of the client protocol 206 is illustrated in Fig. 2 as a
gather-copy extension (initiator) 208, which is discussed below in greater detail with respect to its server counterpart,
the gather-copy implementer.
[0019] Server 104 includes one or more processors 210 configured to execute a server protocol 216 stored in a
memory 212. Server protocol 214 is implemented as the server side component of the SMB protocol. As noted above,
the counter part to the gather-copy initiator 208 of client protocol 206 is the gather-copy implementer 216, which is an
extension of the server protocol 214. Memory 212 also stores data files in file storage 218.
[0020] Client protocol 206 enables various client applications 204 to invoke certain file system control operations on
server 104 that provide some type of access to files within file storage 218. Access to files may include, for example,
reading a file, updating a file, and creating a new file. Server protocol 214 responds to file system controls from client
102 by performing the requested tasks.
[0021] The gather-copy protocol extension (i.e., gather-copy initiator 208, gather-copy implementer 216) to the remote
protocol (206, 214) provides a new file system control (fsctl) command that a client application 204 can utilize to effect
remote file updates from the client 102 to the server 104. In general, the new gather-copy fsctl command instructs the
server 104 how source data is to be copied from a source file on the server 104 into a destination file on the server 104.
In one implementation, the gather-copy fsctl command takes a destination file handle, a source file identifier (resume
key), and an array of file regions, and returns an error status and a total number of bytes of data copied from the source
file to the destination file. Each region in the array of file regions includes a source file offset, a destination file offset,
and a length or number of bytes of data to copy/transfer. Thus, each region defines a chunk or block of data to be
copied/transferred from a source file to a destination file on the server 104. The source file offset identifies a beginning
location within the source file from which a number of bytes of source data (i.e., a chunk of data from the source file)
will be copied. The destination file offset identifies a beginning location within the destination file to which the number
of bytes of source data will be copied. The length defines the number of bytes to be copied from the source file to the
destination file.
[0022] Client applications 204 can utilize the new gather-copy fsctl to efficiently implement a server-side only data
copy functionality. For example, a client application 204 can utilize this fsctl to update a remote file in an exemplary
sequence as follows:

1) Application opens source file with at least READ_DATA access.
2) Application requests a source file identifier (resume key) from the server through an existing fsctl
(FSCTL_SRV_REQUEST_RESUME_KEY).



EP 1 619 600 A2

5

5

10

15

20

25

30

35

40

45

50

55

3) Application creates/opens a destination file with at least WRITE_DATA access.
4) Application builds a region list of data blocks to be copied from the source file into the destination file.
5) Application issues the gather-copy fsctl command (FSCTL_SRV_COPYCHUNK) and checks returned status and
the number of bytes that are copied.

[0023] Figs. 3 and 4 illustrate an example source file 300 and destination file 302 on a remote server 104, and an
example client copy 304 of the source file on a client 102. The example source file 300, destination file 302, and source
file copy 304 are useful in describing an exemplary process of updating a remote file using the gather-copy protocol
extension 208, 216 (gather-copy fsct1 command). It is noted that the illustrations in Figs. 3 and 4 are intended to provide
a conceptual example of a remote file update, and are not intended to limit in any way, the actual mechanism or
mechanisms by which such a remote file update may occur. In the Fig. 3 example, a client application 204 has opened
a source file 300 on server 104 by sending an open request to the server 104. The client application 204 has at least
the access needed to read data from the source file 300, and has transferred a source file copy 304 to the client 102.
The client application 204 has also requested a source file identifier (resume key) from the server 102, and has creat-
ed/opened a destination file 302 by sending another open request to the server 104. The client application 204 has at
least the access needed to write data to the destination file 302.
[0024] The arrows between the source file 300 and destination file 302 on server 104 are intended to indicate that a
gather-copy fsctl command has been sent from the client 102 and is being executed on the server 104. The gather-copy
process is typically part of a file update process where a user of an application 204 on client 102 has downloaded a
source file 300 from server 104, edited the source file 300 as a client copy 304 using an application 204, and is then
updating the server 104 with the edited copy.
[0025] Based on changes made to the source file copy 304 on the client 102, the gather-copy extension initiator 208
on the client 102 initiates the gather-copy process by generating a gather-copy fsctl command which is sent to the server
104. The gather-copy fsctl command instructs the server 104 to copy sections of the source file 300 into the destination
file 302 in a manner consistent with the changes a user/application 204 has made to the source file copy 304 on the
client 102. The gather-copy extension implementer 216 on the server 104 interprets and implements the gather-copy
fsct1 command on the server 104. The arrows between the source file 300 and destination file 302 indicate, in this
example, that the gather-copy fsctl command has provided a source file offset of 1, identifying a beginning location within
the source file 300 from which a number of bytes of source data will be copied. The gather-copy fsct1 command has
also provided a length 10, which identifies the number of bytes of data that will be copied. Together, the source file offset
and the length define a chunk of data to be copied from source file 300 to destination file 302. In this instance, source
data block 306, which begins at offset 1 and ends at offset 10, has been defined by the gather-copy fsct1 command as
a block of data to be copied from the source file 300 to the destination file 302.
[0026] The illustrated destination file 302 indicates that the gather-copy fsctl command has also provided a destination
file offset of 10, identifying a beginning location within the destination file 302 to which the identified number of bytes will
be copied. Thus, source data block 306 is copied to the destination file 302, beginning at offset 10 and ending at offset
20, in accordance with the length parameter 10. As noted above, a gather-copy fsctl command may include or define
an array of file regions (data blocks) to be copied from a source file 300 to a destination file 302. Thus, in a manner
similar to that described above, the gather-copy fsctl command being described with respect to Fig. 3 also instructs the
server 104 (i.e., gather-copy extension implementer 216) to copy source data block 310 (source file offset 20, length
20) from the source file 300 to the destination file 302 (destination file offset 30, length 20).
[0027] After the gather-copy fsct1 command has been executed on the server 104, it is apparent from the destination
file 302 that two sections within the destination file 302 are left blank, or devoid of data. The blank sections 312, 314
within destination file 302 have been purposely created by the gather-copy fsctl command in anticipation of new data to
be written into these sections 312, 314 in accordance with changes made to the source file copy 304 on client 102. The
source file copy 304 on client 102 shows 2 new data blocks 316, 318 that a user has added at 2 different locations within
the source file copy 304. Note that the first new data block 316 has effectively relocated the source data block 306 to a
new offset position in the source file copy 304, while the second new data block 318 has replaced (i.e., deleted or written
over) the original source data block 308 from source file 300. Accordingly, the gather-copy extension initiator 208 has
generated the gather-copy fsct1 command to instruct the server 104 to copy source data block 306 to an appropriate
offset position within destination file 302, and to not copy source data block 308 at all. Thus, source data block 308 is
effectively deleted by not being copied into the destination file 302. Instead, the gather-copy fsctl command leaves blank
section 314, into which new data will be written.
[0028] Fig. 4 illustrates the new data blocks 316, 318 from the source file copy 304 on client 102 being written into
the appropriate locations in the destination file 302. A data write from the client 102 to the server 104 takes place in
conjunction with the implementation of the gather-copy fsctl command discussed above. However, it is noted that data
writes from the client 102 can take place before or after the time that the gather-copy fsctl command is sent to the server
104. That is, as soon as a destination file 302 is created/opened based on an appropriate request from the client 102,
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data can be copied to the destination file 302 by the server 104 in response to a gather-copy fsctl command from the
client 102, or data can be written to the destination file 302 with a data write request from the client 102. In either case,
the gather-copy fsctl command instructs the server 102 which data blocks from the source file 300 to copy into the
destination file 302 and at what locations to copy the data blocks into the destination file 302. It does not matter if new
data from the client 102 is written to the destination file 302 before or after the server 104 executes a gather-copy fsctl
command.
[0029] A gather-copy fsctl command from the gather-copy protocol extension 208 may be issued on any handle opened
with WRITE_DATA access, and its behavior with respect to one implementation can be defined in the following way.

[0030] In the input buffer, SourceFile is the resume key (source file identifier) obtained using
FSCTL_QUERY_RESUME_KEY from a file opened with at least READ_DATA access. ChunkCount is the number of
SRV_COPYCHUNK structures (source file regions) in the Chunk array. For each SRV_COPYCHUNK structure, Sour-
ceOffset is set as the location in SourceFile to copy from and DestinationOffset is set as the offset in the destination
handle to copy to. Length will hold the number of bytes to transfer from the source offset to the destination offset.
[0031] Output Buffer
[0032] The output buffer is of type SRV_COPYCHUNK_RESPONSE, defined as follows:
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[0033] Return Values
[0034] The gather-copy fsctl returns STATUS_SUCCESS if the server copies all of the specified chunks (data blocks)
from the source file to the destination file. In this case, ChunksWritten in the output buffer should match ChunkCount in
the input buffer.
[0035] If the server 104 fails to copy a chunk (data block), it will return a status code indicating the reason why the
chunk could not be copied. In this case, ChunksWritten in the output buffer will indicate the number of chunks that were
successfully copied. Note that the server 104 processes chunks in the order specified by the Chunk array in the input
buffer, and it will stop on the first failure.
[0036] If the client’s 102 request would exceed any of the server’s 104 limits, the server 104 will return
STATUS_INVALID_PARAMETER. In addition, in this case, the server 104 will return its configured maximum limits in
the SRV_COPYCHUNK_RESPONSE using the following translation:

ChunksWritten = maximum chunks SRV allows in a single operation.
ChunkBytesWritten = maximum size of any individual chunk.
TotalBytesWritten = maximum total length of all the chunks summed.

[0037] The server 104 returns STATUS_IO_TIMEOUT if the copies are not complete in a specified amount of time
(e.g., a default of 25 seconds). Other configuration parameters whose default may be set in the registry include:

ChunkMax = maximum number of chunks that will be copied in a single gather-copy fsctl command. An example
default is 256.
ChunkWriteLimit = maximum amount of data that will be copied in a single chunk, specified in bytes. An example
default is 1 MB.
ChunkTotalWriteLimit = maximum amount of data that will be copied in a single gather-copy fsctl command, specified
in bytes. An example default is 16MB.
ChunkTimout = maximum amount of time that may elapse while processing a single gather-copy fsctl command,
specified in seconds. An example default is 25 seconds.

Exemplary Methods

[0038] Example methods for implementing remote file updates through a remote protocol will now be described with
primary reference to the flow diagrams of Figs. 5-8. The methods apply generally to the exemplary embodiments dis-
cussed above with respect to Figs. 1-4. While one or more methods are disclosed by means of flow diagrams and text
associated with the blocks of the flow diagrams, it is to be understood that the elements of the described methods do
not necessarily have to be performed in the order in which they are presented, and that alternative orders may result in
similar advantages. Furthermore, the methods are not exclusive and can be performed alone or in combination with one
another. The elements of the described methods may be performed by any appropriate means including, for example,
by hardware logic blocks on an ASIC or by the execution of processor-readable instructions defined on a processor-read-
able medium.
[0039] A "processor-readable medium," as used herein, can be any means that can contain, store, communicate,
propagate, or transport instructions for use or execution by a processor. A processor-readable medium can be, without
limitation, an electronic, magnetic, optical, electromagnetic, infrared, or semiconductor system, apparatus, device, or
propagation medium. More specific examples of a processor-readable medium include, among others, an electrical
connection (electronic) having one or more wires, a portable computer diskette (magnetic), a random access memory
(RAM) (magnetic), a read-only memory (ROM) (magnetic), an erasable programmable-read-only memory (EPROM or
Flash memory), an optical fiber (optical), a rewritable compact disc (CD-RW) (optical), and a portable compact disc
read-only memory (CDROM) (optical).
[0040] At block 502 of method 500, a source file on a remote server 104 is opened. The source file is opened with at
least data read status. The source file is opened by a client application 204 executing on a client 102 and utilizing a
remote communication protocol such as the Server Message Block (SMB) protocol, the Network File System (NFS)
protocol, the WebNFS protocol, the Common Internet File System (CIFS) protocol, Samba, and so on. At block 504, a
destination file is opened on the remote server 104. At block 506, a copy of the source file is retrieved or downloaded
from the server 104 to the client 102. At block 508, the client 102 requests an identifier (i.e., a resume key) that identifies
the source file.
[0041] At block 510, a gather-copy file system control (fsctl) command is sent to the server 104 instructing the server
to gather source data from the source file and to copy the source data from the source file into the destination file. A
gather-copy extension 208 of the remote protocol generates the gather-copy (fsct1) command based on changes that
are made to the copy of the source file retrieved from the server 104. According to changes made to the copy of the
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source file, an array of file regions is built which defines how the source data is to be copied from the source file into the
destination file. The array of file regions, the source file identifier, and a destination file handle are sent in the gather-copy
fsctl command. Building the array includes, for each file region in the array, determining a source offset that indicates
the beginning location in the source file where the server 104 will begin copying from. A destination offset indicates the
beginning location in the destination file where the server 104 will begin copying the source file data to. A length, or
number of bytes to copy is also included which determines the length of each source file data block to be copied from
the source file into the destination file.
[0042] At block 512, the client 102 receives a status indicator from the server 104 indicating the total number of bytes
of the specified source data that were copied from the source file to the destination file. The method continues with block
514 of Fig. 6. At block 514, the client 102 receives a success indicator from the server 104 if the server has copied all
of the specified source data from the source file to the destination file. At block 516, the client 102 receives a status
failure indicator if the server 104 fails to copy all of the specified source data form the source file into the destination file.
Along with the status failure indicator, the client 102 receives a status code indicating a reason why all the specified
source data was not copied from the source file into the destination file.
[0043] At block 518, the client 102 receives an invalid parameter indicator from the server 104 if the gather-copy fsct1
command sent to the server 104 exceeds any server limits. If server limits have been exceeded, the client 102 also
receives the configured maximum limits from the server 104 which indicate the maximum limits set for server parameters.
The configured maximum limits received include a configured maximum limit for a number of data chunks that can be
copied in a single gather-copy fsctl (e.g., 256), a configured maximum limit for an amount of data that can be copied in
a single data chunk (e.g., 1MB), a configured maximum limit for an amount of data that can be copied in a single
gather-copy fsctl (e.g., 16MB), and a configured maximum limit for an amount of time that can elapse while processing
a single gather-copy fsctl command (e.g., 25 seconds).
[0044] At block 520, the client 102 writes new data (i.e., as opposed to source file data) to the destination file at
locations in the destination file that are left blank. The client 102 sends a write request to the server that includes the
new data to be written, along with the offsets within the destination file indicating where the data is to be written. It is
noted that new data can be written to the destination file before or after a gather-copy fsctl command is executed by the
server.
[0045] Another method 700 of implementing remote file updates through a remote protocol is illustrated beginning at
Fig. 7. At block 702 of method 700, a server 104 opens a source file with at least read data status in response to a first
open request from a client 102. At block 704, the server 104 opens a destination file with at least write data status in
response to a second open request from the client 102. At block 706, the server 104 copies source data from the source
file into the destination file in response to a gather-copy fsctl command received from the client 102. The gather-copy
fsctl command includes an array of file regions that define how the source data is to be copied from the source file into
the destination file. The array of file regions is built on the client 102 according to changes made to a copy of the source
file located on the client 102. Each file region in the array includes a source offset that indicates the beginning location
in the source file where the server 104 will begin copying from, a destination offset that indicates the beginning location
in the destination file where the server 104 will begin copying the source file data to, and a length, or number of bytes
to copy, which determines the length of each source file data block to be copied from the source file into the destination
file. The gather-copy fsctl command also includes a source file identifier and a destination file handle.
[0046] At block 708, the server 104 sends a status indicator to the client 102 indicating the total number of bytes of
the specified source data that were copied from the source file to the destination file. At block 710, the server 104 sends
a success indicator to the client 102 if the server has copied all of the specified source data from the source file to the
destination file. At block 712, the server 104 sends a status failure indicator if the server 104 fails to copy all of the
specified source data from the source file into the destination file. Along with the status failure indicator, the server 104
sends a status code indicating a reason why all the specified source data was not copied from the source file into the
destination file.
[0047] The method 700 continues at Fig. 8 with block 714. At block 714, the server 104 sends an invalid parameter
indicator to the client 102 if the gather-copy fsct1 command exceeds any server limits. If server limits have been exceeded,
the server 104 sends the configured maximum limits from the server 104 which indicate the maximum limits set for
server parameters. The configured maximum limits sent include a configured maximum limit for a number of data chunks
that can be copied in a single gather-copy fsctl (e.g., 256), a configured maximum limit for an amount of data that can
be copied in a single data chunk (e.g., 1MB), a configured maximum limit for an amount of data that can be copied in a
single gather-copy fsctl (e.g., 16MB), and a configured maximum limit for an amount of time that can elapse while
processing a single gather-copy fsctl command (e.g., 25 seconds).
[0048] At block 716, the server 104 receives a data write request from the client 102 that includes new data (i.e., as
opposed to source file data) to be written to the destination file at locations in the destination file that are left blank. At
block 718, the server 102 writes the new data into the blank locations in the destination file according to the write request.
It is noted that new data can be written to the destination file before or after a gather-copy fsctl command is executed
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by the server.

Exemplary Computing Environment

[0049] Fig. 9 illustrates an exemplary computing environment suitable for implementing computer devices such as a
client device 102 and a server device 104 as discussed herein above with reference to Figs. 1-8. Although one specific
configuration is shown in Fig. 9, such computing devices may be implemented in other computing configurations.
[0050] The computing environment 900 includes a general-purpose computing system in the form of a computer 902.
The components of computer 902 may include, but are not limited to, one or more processors or processing units 904,
a system memory 906, and a system bus 908 that couples various system components including the processor 904 to
the system memory 906.
[0051] The system bus 908 represents one or more of any of several types of bus structures, including a memory bus
or memory controller, a peripheral bus, an accelerated graphics port, and a processor or local bus using any of a variety
of bus architectures. An example of a system bus 908 would be a Peripheral Component Interconnects (PCI) bus, also
known as a Mezzanine bus.
[0052] Computer 902 includes a variety of computer-readable media. Such media can be any available media that is
accessible by computer 902 and includes both volatile and non-volatile media, removable and non-removable media.
The system memory 906 includes computer readable media in the form of volatile memory, such as random access
memory (RAM) 910, and/or non-volatile memory, such as read only memory (ROM) 912. A basic input/output system
(BIOS) 914, containing the basic routines that help to transfer information between elements within computer 902, such
as during start-up, is stored in ROM 912. RAM 910 contains data and/or program modules that are immediately accessible
to and/or presently operated on by the processing unit 904.
[0053] Computer 902 may also include other removable/non-removable, volatile/non-volatile computer storage media.
By way of example, Fig. 9 illustrates a hard disk drive 916 for reading from and writing to a non-removable, non-volatile
magnetic media (not shown), a magnetic disk drive 918 for reading from and writing to a removable, non-volatile magnetic
disk 920 (e.g., a "floppy disk"), and an optical disk drive 922 for reading from and/or writing to a removable, non-volatile
optical disk 924 such as a CD-ROM, DVD-ROM, or other optical media. The hard disk drive 916, magnetic disk drive
918, and optical disk drive 922 are each connected to the system bus 908 by one or more data media interfaces 925.
Alternatively, the hard disk drive 916, magnetic disk drive 918, and optical disk drive 922 may be connected to the system
bus 908 by a SCSI interface (not shown).
[0054] The disk drives and their associated computer-readable media provide non-volatile storage of computer read-
able instructions, data structures, program modules, and other data for computer 902. Although the example illustrates
a hard disk 916, a removable magnetic disk 920, and a removable optical disk 924, it is to be appreciated that other
types of computer readable media which can store data that is accessible by a computer, such as magnetic cassettes
or other magnetic storage devices, flash memory cards, CD-ROM, digital versatile disks (DVD) or other optical storage,
random access memories (RAM), read only memories (ROM), electrically erasable programmable read-only memory
(EEPROM), and the like, can also be utilized to implement the exemplary computing system and environment.
[0055] Any number of program modules can be stored on the hard disk 916, magnetic disk 920, optical disk 924, ROM
912, and/or RAM 910, including by way of example, an operating system 926, one or more application programs 928,
other program modules 930, and program data 932. Each of such operating system 926, one or more application
programs 928, other program modules 930, and program data 932 (or some combination thereof) may include an
embodiment of a caching scheme for user network access information.
[0056] Computer 902 can include a variety of computer/processor readable media identified as communication media.
Communication media embodies computer readable instructions, data structures, program modules, or other data in a
modulated data signal such as a carrier wave or other transport mechanism and includes any information delivery media.
The term "modulated data signal" means a signal that has one or more of its characteristics set or changed in such a
manner as to encode information in the signal. By way of example, and not limitation, communication media includes
wired media such as a wired network or direct-wired connection, and wireless media such as acoustic, RF, infrared, and
other wireless media. Combinations of any of the above are also included within the scope of computer readable media.
[0057] A user can enter commands and information into computer system 902 via input devices such as a keyboard
934 and a pointing device 936 (e.g., a "mouse"). Other input devices 938 (not shown specifically) may include a micro-
phone, joystick, game pad, satellite dish, serial port, scanner, and/or the like. These and other input devices are connected
to the processing unit 904 via input/output interfaces 940 that are coupled to the system bus 908, but may be connected
by other interface and bus structures, such as a parallel port, game port, or a universal serial bus (USB).
[0058] A monitor 942 or other type of display device may also be connected to the system bus 908 via an interface,
such as a video adapter 944. In addition to the monitor 942, other output peripheral devices may include components
such as speakers (not shown) and a printer 946 which can be connected to computer 902 via the input/output interfaces
940.
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[0059] Computer 902 may operate in a networked environment using logical connections to one or more remote
computers, such as a remote computing device 948. By way of example, the remote computing device 948 can be a
personal computer, portable computer, a server, a router, a network computer, a peer device or other common network
node, and the like. The remote computing device 948 is illustrated as a portable computer that may include many or all
of the elements and features described herein relative to computer system 902.
[0060] Logical connections between computer 902 and the remote computer 948 are depicted as a local area network
(LAN) 950 and a general wide area network (WAN) 952. Such networking environments are commonplace in offices,
enterprise-wide computer networks, intranets, and the Internet. When implemented in a LAN networking environment,
the computer 902 is connected to a local network 950 via a network interface or adapter 954. When implemented in a
WAN networking environment, the computer 902 includes a modem 956 or other means for establishing communications
over the wide network 952. The modem 956, which can be internal or external to computer 902, can be connected to
the system bus 908 via the input/output interfaces 940 or other appropriate mechanisms. It is to be appreciated that the
illustrated network connections are exemplary and that other means of establishing communication link(s) between the
computers 902 and 948 can be employed.
[0061] In a networked environment, such as that illustrated with computing environment 900, program modules depicted
relative to the computer 902, or portions thereof, may be stored in a remote memory storage device. By way of example,
remote application programs 958 reside on a memory device of remote computer 948. For purposes of illustration,
application programs and other executable program components, such as the operating system, are illustrated herein
as discrete blocks, although it is recognized that such programs and components reside at various times in different
storage components of the computer system 902, and are executed by the data processor(s) of the computer.

Conclusion

[0062] Although the invention has been described in language specific to structural features and/or methodological
acts, it is to be understood that the invention defined in the appended claims is not necessarily limited to the specific
features or acts described. Rather, the specific features and acts are disclosed as exemplary forms of implementing the
claimed invention.

Claims

1. A method of updating a file, comprising:

opening a source file on a remote server;
opening a destination file on the remote server;
sending a gather-copy file system control (fsctl) command instructing the remote server to copy source data
from the source file into the destination file.

2. A method as recited in claim 1, wherein the sending a gather-copy fsctl command comprises building an array of
file regions that defines how source data is to be copied from the source file on the remote server into the destination
file on the remote server.

3. A method as recited in claim 2, wherein the building an array of file regions comprises, for each file region in the
array, determining a source offset, a destination offset, and a length;
the source offset identifying a beginning location within the source file from which a number of bytes of source data
will be copied;
the destination offset identifying a beginning location within the destination file to which the number of bytes of
source data will be copied; and
the length defining the number of bytes.

4. A method as recited in claim 2, wherein the sending a gather-copy fsctl command comprises:

sending the array of file regions that define how source data is to be copied from the source file on the remote
server into the destination file on the remote server;
sending an identifier of the source file; and
sending a destination file handle.

5. A method as recited in claim 1, further comprising retrieving a copy of the source file from the remote server.
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6. A method as recited in claim 1, further comprising requesting from the remote server, an identifier of the source file.

7. A method as recited in claim 1, further comprising writing new data to the destination file.

8. A method as recited in claim 7, wherein the writing comprises sending a data write instruction to the remote server
that includes data to be written into blank locations in the destination file created when the remote server copies
source data from the source file into the destination file.

9. A method as recited in claim 1, further comprising receiving a status indicator indicating a total number of bytes of
source data copied from the source file to the destination file.

10. A method as recited in claim 1, further comprising receiving a status success indicator from the remote server if the
remote server copies all specified source data from the source file into the destination file.

11. A method as recited in claim 1, further comprising:

receiving a status failure indicator from the remote server if the remote server fails to copy all specified source
data from the source file into the destination file; and
receiving a status code indicating a reason why all the specified source data was not copied from the source
file into the destination file.

12. A method as recited in claim 1, further comprising:

receiving an invalid parameter indicator from the remote server if the gather-copy fsct1 command to the remote
server exceeds any server limits; and
receiving configured maximum limits from the remote server that indicate maximum limits set for server param-
eters.

13. A method as recited in claim 12, wherein the receiving configured maximum limits from the remote server comprises:

receiving a configured maximum limit for a number of data chunks that can be copied in a single gather-copy
fsctl command to the remote server;
receiving a configured maximum limit for an amount of data that can be copied in a single data chunk;
receiving a configured maximum limit for a maximum amount of data that can be copied in a single gather-copy
fsctl command to the remote server; and
receiving a configured maximum limit for an amount of time that can elapse while processing a single gather-copy
fsctl command.

14. A processor-readable medium comprising processor-executable instructions configured for performing the method
of claim 1.

15. A method comprising:

opening a source file in response to a first open request from a client;
opening a destination file in response to a second open request from the client;
copying source data from the source file into the destination file in response to receiving a gather-copy fsctl
command from the client, the gather-copy fsctl command specifying chunks of data from the source file to be
copied into the destination file.

16. A method as recited in claim 15, wherein the receiving a gather-copy fsctl command comprises:

receiving an array of file regions that define how source data is to be copied from the source file into the
destination file;
receiving an identifier of the source file; and
receiving a destination file handle.

17. A method as recited in claim 15, further comprising:
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receiving a data write request from the client that includes new data to be written into the destination file; and
writing the new data into the destination file at offsets that are devoid of source file data.

18. A method as recited in claim 15, further comprising sending a status indicator to the client indicating a total number
of bytes of source data copied from the source file to the destination file.

19. A method as recited in claim 15, further comprising sending a status success indicator to the client if all source data
specified in the gather-copy fsctl command is copied from the source file into the destination file.

20. A method as recited in claim 15, further comprising:

sending a status failure indicator to the client if all source data specified in the gather-copy fsct1 command is
not copied from the source file into the destination file; and
sending a status code indicating a reason why all the specified source data was not copied from the source file
into the destination file.

21. A method as recited in claim 15, further comprising:

sending an invalid parameter indicator to the client if the gather-copy fsct1 command exceeds any server limits;
and
sending configured maximum limits to the client that indicate maximum limits set for server parameters.

22. A method as recited in claim 21, wherein the sending configured maximum limits to the client comprises:

sending a configured maximum limit for a number of data chunks that can be copied in a single gather-copy
fsctl command;
sending a configured maximum limit for an amount of data that can be copied in a single data chunk;
sending a configured maximum limit for a maximum amount of data that can be copied in a single gather-copy
fsctl command; and
sending a configured maximum limit for an amount of time that can elapse while processing a single gather-copy
fsct1 command.

23. A method as recited in claim 15, further comprising sending a source file identifier to the client.

24. A processor-readable medium comprising processor-executable instructions configured for performing the method
of claim 15.

25. A processor-readable medium comprising processor-executable instructions configured for:

instructing a remote server to open a source file and provide at least read data access to the source file;
requesting an identifier of the source file from the remote server;
instructing the remote server to open a destination file and provide at least write access to the destination file;
building an array of file regions that identify data blocks to be copied from the source file to the destination file; and
instructing the remote server to copy the identified data blocks from the source file into the destination file at
particular offsets in the destination file.

26. A processor-readable medium as recited in claim 25, wherein the instructing the remote server to copy the identified
data blocks further comprises:

receiving a status indicator from the remote server indicating if the remote server successfully copied all of the
identified data blocks from the source file into the destination file; and
receiving a total number of data bytes copied from the source file into the destination file.

27. A processor-readable medium as recited in claim 25, wherein the building an array of file regions comprises, for
each file region in the array:

determining a source offset that identifies a beginning location within the source file from which a number of
bytes of source data will be copied;
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determining a destination offset that identifies a beginning location within the destination file to which the number
of bytes of source data will be copied; and
determining the number of bytes of source data that will be copied.

28. A processor-readable medium as recited in claim 25, wherein the instructing the remote server to copy the identified
data blocks comprises issuing a gather-copy file system control (fsctl) command to the remote server, the gather-copy
fsctl command including the array of file regions that identify data blocks to be copied from the source file to the
destination file.

29. A computer comprising the processor-readable medium recited in claim 25.

30. A client computer comprising:

an application program;
a protocol that enables the application program to access and manipulate data files on a remote server; and
a gather-copy extension to the protocol that enables the application program to update data files on the remote
server through a gather-copy file system control (fsctl) command, the gather-copy fsctl command instructing
the remote server to copy chunks of source data from a source file on the server into specified locations within
a destination file on the server.

31. A client computer as recited in claim 30, wherein the gather-copy fsctl command comprises:

an array of file regions that define how the chunks of source data are to be copied from the source file on the
remote server into the destination file on the remote server;
an identifier of the source file; and
a destination file handle.

32. A client computer as recited in claim 30, wherein the protocol is selected from the group comprising:

the Server Message Block (SMB) protocol;
the Network File System (NFS) protocol;
the WebNFS protocol;
the Common Internet File System (CIFS) protocol; and
the Samba protocol.

33. A server computer comprising:

a file storage;
a protocol configured to access a source file from the file storage and to open a destination file in response to
commands from a client application; and
a protocol extension configured to copy source data from the source file into specified locations in the destination
file in response to a gather-copy file system control (fsctl) command from the client application.

34. A server computer as recited in claim 33, wherein the gather-copy fsct1 command comprises:

an array of file regions that define blocks of source data within the source file and instruct the server where to
copy the blocks of source data in the destination file;
a resume key to identify the source file; and
a destination file handle.

35. A server computer as recited in claim 33, wherein the protocol is selected from the group comprising:

the Server Message Block (SMB) protocol;
the Network File System (NFS) protocol;
the WebNFS protocol;
the Common Internet File System (CIFS) protocol; and
the Samba protocol.
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