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(54) Methods and systems for utilizing voice commands onboard an aircraft

(57) Methods and systems are provided for utilizing
audio commands onboard an aircraft (122). A method
comprises identifying (204) a flight phase for the aircraft
(122), resulting in an identified flight phase, receiving
(208) an audio input, resulting in received audio input,
filtering (210) the received audio input in a manner that
is influenced by the identified flight phase for the aircraft
(122), resulting in filtered audio input, and validating (218)
the filtered audio input as a first voice command of a first
plurality of possible voice commands.
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Description

TECHNICAL FIELD

[0001] The subject matter described herein relates
generally to avionics, and more particularly, embodi-
ments of the subject matter relate to systems adapted
for utilizing speech recognition and voice commands on-
board an aircraft.

BACKGROUND

[0002] Modern aircraft include numerous avionics sys-
tems and other electronic components or modules. For
example, an individual aircraft may include a navigation
system, a communication system, a flight management
system, an autopilot system, an autothrust system, an
electronic flight bag, and a display system. Historically,
in some implementations, each system has its own set
of user input devices, such as buttons, switches, keys,
knobs, sliders, joysticks, and the like, for receiving input
from a pilot, co-pilot, or crew. As result, there may be a
considerable number of user input devices within the
cockpit of the aircraft. Additionally, each avionics system
may be associated with its own display.
[0003] To simplify the process of obtaining information
from avionics systems, modem aircraft systems consol-
idate the displays from individual avionics systems to a
few central display devices. In addition, to reduce the
number of user input devices within the cockpit, some
prior art systems also consolidate the functionality of the
user input devices for the various avionics systems to a
reduced set of input devices, for example, by consolidat-
ing functionality of similar input devices across the vari-
ous avionics systems with an individual input device. This
may provide a more consistent user interface and reduce
aircraft weight, however, the amount of information
and/or functionality associated with a particular display
and/or input device increases the complexity of opera-
tion. During operation of the aircraft, it is desirable that a
pilot (or co-pilot or another crew member) be able to
quickly and conveniently interact with the avionics sys-
tems to operate the avionics systems and/or obtain in-
formation needed to ensure safe operation of the aircraft.
Some prior art systems attempt to implement speech rec-
ognition systems to enable a pilot to quickly and reliably
interact with the various avionics systems and cockpit
components. However, these systems fail to account for
various aspects of the aircraft operation, such as the op-
erating environment, heightened reliability and accuracy
requirements, time-sensitive nature of some aircraft op-
erations, and other safety concerns.

BRIEF SUMMARY

[0004] A method is provided for utilizing audio com-
mands onboard an aircraft. The method comprises iden-
tifying a flight phase for the aircraft, resulting in an iden-

tified flight phase, receiving an audio input, resulting in
received audio input, filtering the received audio input in
a manner that is influenced by the identified flight phase
for the aircraft, resulting in filtered audio input, and vali-
dating the filtered audio input as a first voice command
of a first plurality of possible voice commands.
[0005] In another embodiment, a system is provided
for an aircraft. The system comprises an avionics system
onboard the aircraft, an audio input device onboard the
aircraft capable of receiving audio input, a data storage
element comprising a first plurality of possible voice com-
mands, and a processing system coupled to the avionics
system, the audio input device, and the data storage el-
ement. The processing system is configured to identify
a flight phase for the aircraft, resulting in an identified
flight phase, filter the audio input based on the identified
flight phase, resulting in filtered audio input, recognize
the filtered audio input as a first voice command of the
first plurality of possible voice commands, and provide
the first voice command to the avionics system in re-
sponse to recognizing the filtered audio input as the first
voice command, wherein the avionics system is config-
ured to execute the first voice command.
[0006] This summary is provided to introduce a selec-
tion of concepts in a simplified form that are further de-
scribed below in the detailed description. This summary
is not intended to identify key features or essential fea-
tures of the claimed subject matter, nor is it intended to
be used as an aid in determining the scope of the claimed
subject matter.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007] Embodiments of the subject matter will herein-
after be described in conjunction with the following draw-
ing figures, wherein like numerals denote like elements,
and
[0008] FIG. 1 is a block diagram of a system suitable
for use in an aircraft in accordance with one embodiment;
[0009] FIG. 2 is a flow diagram of an exemplary voice
command recognition process suitable for use with the
display system of FIG. 1 in accordance with one embod-
iment; and
[0010] FIG. 3 is a table depicting an association be-
tween flight phases and acoustic noise models for an
aircraft suitable for use in the system of FIG. 1 in accord-
ance with one embodiment.

DETAILED DESCRIPTION

[0011] The following detailed description is merely ex-
emplary in nature and is not intended to limit the subject
matter of the application and uses thereof. Furthermore,
there is no intention to be bound by any theory presented
in the preceding background, brief summary, or the fol-
lowing detailed description.
[0012] Techniques and technologies may be de-
scribed herein in terms of functional and/or logical block
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components, and with reference to symbolic represen-
tations of operations, processing tasks, and functions
that may be performed by various computing compo-
nents or devices. It should be appreciated that the various
block components shown in the figures may be realized
by any number of hardware, software, and/or firmware
components configured to perform the specified func-
tions. For example, an embodiment of a system or a com-
ponent may employ various integrated circuit compo-
nents, e.g., memory elements, digital signal processing
elements, logic elements, look-up tables, or the like,
which may carry out a variety of functions under the con-
trol of one or more microprocessors or other control de-
vices.
[0013] The following description refers to elements or
nodes or features being "coupled" together. As used
herein, unless expressly stated otherwise, "coupled"
means that one element/node/feature is directly or indi-
rectly joined to (or directly or indirectly communicates
with) another element/node/feature, and not necessarily
mechanically. Thus, although the drawings may depict
one exemplary arrangement of elements, additional in-
tervening elements, devices, features, or components
may be present in an embodiment of the depicted subject
matter. In addition, certain terminology may also be used
in the following description for the purpose of reference
only, and thus are not intended to be limiting. For exam-
ple, terms such as "first", "second" and other such nu-
merical terms do not imply a sequence or order unless
clearly indicated by the context.
[0014] For the sake of brevity, conventional techniques
related to speech and/or voice recognition, audio-to-dig-
ital conversion, digital-to-audio conversion, aircraft con-
trols, and other functional aspects of the systems (and
the individual operating components of the systems) may
not be described in detail herein. Furthermore, the con-
necting lines shown in the various figures contained here-
in are intended to represent exemplary functional rela-
tionships and/or physical couplings between the various
elements. It should be noted that many alternative or ad-
ditional functional relationships or physical connections
may be present in an embodiment of the subject matter.
[0015] Technologies and concepts discussed herein
relate to systems adapted for receiving, recognizing, val-
idating, and executing voice commands received from a
user (e.g., a pilot) operating a vehicle (e.g., an aircraft).
An audio input device, such as a microphone, is located
onboard the vehicle (e.g., within the cockpit of an aircraft)
and adapted to receive audio input indicative of a desired
voice command. The received audio input is filtered
based on the operating state and/or flight phase of the
vehicle, and one or more speech recognition techniques
and/or algorithms are preformed to recognized and/or
match the filtered audio input as a particular voice com-
mand using a limited set of voice commands. As de-
scribed in greater detail below, filtering the audio input
based on the operating state and/or flight phase and us-
ing a limited vocabulary of known commands improves

the accuracy and response time of the speech recogni-
tion. When audio input is recognized and/or matched to
a voice command within the limited set of voice com-
mands, the selected and/or identified voice command is
validated based on one or more criterion associated with
the voice command before the voice command is provid-
ed to the appropriate avionics system for execution. Al-
though the subject matter is described herein in the con-
text of an aircraft, it should be understood that the subject
matter may be similarly utilized in other vehicles (e.g.,
automobiles, marine vessels, trains), and the subject
matter described herein is not intended to be limited to
an aviation environment.
[0016] FIG. 1 depicts an exemplary embodiment of a
system 100, which may be located onboard a vehicle
such as an aircraft 122. In an exemplary embodiment,
the system 100 includes, without limitation, a display de-
vice 102, an audio input device 104, an audio output de-
vice 106, a processing system 108, a display system 110,
a communications system 112, a navigation system 114,
a flight management system (FMS) 116, one or more
avionics systems 118, and a data storage element 120
suitably configured to support operation of the system
100, as described in greater detail below. It should be
understood that FIG. 1 is a simplified representation of
a system 100 for purposes of explanation and ease of
description, and FIG. 1 is not intended to limit the appli-
cation or scope of the subject matter in any way. Practical
embodiments of the system 100 and/or aircraft 122 will
include numerous other devices and components for pro-
viding additional functions and features, as will be appre-
ciated in the art. In this regard, although FIG. 1 depicts
a single avionics system 118, in practice, the system 100
and/or aircraft 122 will likely include numerous avionics
systems for obtaining and/or providing real-time flight-
related information that may be displayed on the display
device 102 or otherwise provided to a user (e.g., a pilot,
a co-pilot, or crew member) via the audio output device
106. A practical embodiment of the system 100 and/or
aircraft 122 will likely include one or more of the following
avionics systems suitably configured to support opera-
tion of the aircraft 122: a weather system, an air traffic
management system, a radar system, a traffic avoidance
system, an enhanced ground proximity warning system,
an autopilot system, an autothrust system, a flight control
system, an electronic flight bag and/or another suitable
avionics system.
[0017] In an exemplary embodiment, the display de-
vice 102 is coupled to the display system 110. The display
system 110 is coupled to the processing system 108, and
the processing system 108 and the display system 110
are cooperatively configured to display, render, or other-
wise convey one or more graphical representations or
images associated with operation of the aircraft 122 on
the display device 102, as described in greater detail be-
low. The processing system 108 is coupled to the navi-
gation system 114 for obtaining real-time navigational
data and/or information regarding operation of the aircraft
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122 to support operation of the system 100. In an exem-
plary embodiment, the communications system 112 is
coupled to the processing system 108 and configured to
support communications to and/or from the aircraft 122,
as will be appreciated in the art. The processing system
108 is also coupled to the flight management system 116,
which in turn, may also be coupled to the navigation sys-
tem 114, the communications system 112, and one or
more additional avionics systems 118 to support naviga-
tion, flight planning, and other aircraft control functions
in a conventional manner, as well as to provide real-time
data and/or information regarding operation of the aircraft
122 to the processing system 108. In an exemplary em-
bodiment, the audio input device 104 is coupled to the
processing system 108, and the audio input device 104
and the processing system 108 are cooperatively con-
figured to allow a user to interact with the display device
102 and other elements of system 100 by providing an
audio input to the audio input device 104, as described
in greater detail below. The audio output device 106 is
coupled to the processing system 108, and the audio
output device 106 and the processing system 108 are
cooperatively configured to provide auditory feedback to
a user, as described in greater detail below.
[0018] In an exemplary embodiment, the display de-
vice 102 is realized as an electronic display configured
to graphically display flight information or other data as-
sociated with operation of the aircraft 122 (e.g., data from
one or more avionics systems 112, 114, 116, 118) under
control of the display system 110 and/or processing sys-
tem 108. In an exemplary embodiment, the display de-
vice 102 is onboard the aircraft 122 and located within
the cockpit of the aircraft 122. It will be appreciated that
although FIG. 1 shows a single display device 102, in
practice, additional display devices may be present on-
board the aircraft 122. In an exemplary embodiment, the
audio input device 104 and audio output device 106 are
also located within the cockpit of the aircraft 122 and
adapted to allow a user (e.g., pilot, co-pilot, or crew mem-
ber) to provide audio input to and receive auditory output
from the system 100 and enables a user to interact with
the elements of the system 100 in a "hands free" and/or
"head up" manner without requiring a user to move his
or her hands and/or head to provide and/or receive in-
formation, as described in greater detail below. In various
embodiments, the audio input device 104 may be real-
ized as a microphone, audio transducer, audio sensor,
or another suitable device adapted to receive or other-
wise sense audio input from a user. In some embodi-
ments, the audio input device 104 may also include an
activation element that comprises a physical feature,
such as a button or switch, which may be utilized to en-
able or otherwise activate the audio input device 104
(e.g., push-to-talk), as will be appreciated in the art and
described in greater detail below. In various embodi-
ments, the audio output device 106 may be realized as
a speaker, headphone, earphone, earbud, or another
suitable device adapted to provide auditory output to a

user. In this regard, in some embodiments, the audio
input device 104 and audio output device 106 may be
integrated on a single headset, as will be appreciated in
the art. It should be appreciated that although FIG. 1
shows the display device 102, the audio input device 104,
and the audio output device 106 as being located within
the aircraft 122, in practice, one or more of the display
device 102, the audio input device 104, and the audio
output device 106 may be located outside the aircraft 122
(e.g., on the ground as part of an air traffic control center
or another command center) and communicatively cou-
pled to the remaining elements of the system 100 (e.g.,
via a data link).
[0019] In an exemplary embodiment, the navigation
system 114 is configured to obtain one or more naviga-
tional parameters associated with operation of the aircraft
122. The navigation system 114 may be realized as a
global positioning system (GPS), inertial reference sys-
tem (IRS), or a radio-based navigation system (e.g., VHF
omni-directional radio range (VOR) or long range aid to
navigation (LORAN)), and may include one or more nav-
igational radios or other sensors suitably configured to
support operation of the navigation system 114, as will
be appreciated in the art. In an exemplary embodiment,
the communications system 112 is suitably configured
to support communications between the aircraft 122 and
another aircraft or ground location (e.g., air traffic con-
trol). In this regard, the communications system 112 may
be realized using a radio communication system or an-
other suitable data link system. In an exemplary embod-
iment, the flight management system 116 maintains in-
formation pertaining to a current flight plan (or alterna-
tively, a current route or travel plan).
[0020] In accordance with one or more embodiments,
the flight management system 116 (or another avionics
system 118) is configured to determine, track, or other-
wise identify the current operating state (e.g., flight phase
or phase of flight) of the aircraft 122, as described in
greater detail below. As used herein, a flight phase or
phase of flight of the aircraft 122 should be understood
as a distinguishable segment of the operation (or distin-
guishable operating phase) of the aircraft 122 associated
with traversing the aircraft 122 from a starting location to
an ending location. For example, operation of the aircraft
122 from a starting location (e.g., a terminal at a first
airport) to an ending location (e.g., a terminal at a second
airport) usually comprises a plurality of flight phases,
such as, for example, a standing phase (e.g., when the
aircraft is stationary on the ground), a pushback or towing
phase (e.g., when the aircraft is moving on the ground
with assistance), a taxiing phase, a takeoff phase, a
climbing phase (e.g., including the initial climb and/or
climb to cruise), a cruising phase, a descent phase (e.g.,
from cruise altitude to initial approach), an approach
phase, a landing phase, and the like. Various phases of
flight are well known, and will not be described in detail
herein. It should be noted that the phases of flight may
be combined and/or categorized in numerous possible
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manners and/or each phase of flight may comprise nu-
merous sub-phases (for example, an approach phase
may include sub-phases for holding, procedure turn, fly-
over, orbit, and the like), and the subject matter is not
intended to be limited to any particular number and/or
classification of flight phases. In addition to delineated
flight phases, the flight management system 116 may
identify other operating states of the aircraft 122, such
as, for example, operation with one or more engines dis-
abled, operation when afterburners onboard the aircraft
122 are being utilized, transonic and/or supersonic op-
eration of the aircraft 122, and the like.
[0021] The display system 110 generally represents
the hardware, software, and/or firmware components
configured to control the display and/or rendering of one
or more navigational maps and/or other displays pertain-
ing to operation of the aircraft 122 and/or avionics sys-
tems 112, 114, 116, 118 on the display device 102. In
this regard, the display system 110 may access or include
one or more databases suitably configured to support
operations of the display system 110, such as, for exam-
ple, a terrain database, an obstacle database, a naviga-
tional database, a geopolitical database, a terminal air-
space database, a special use airspace database, or oth-
er information for rendering and/or displaying content on
the display device 102.
[0022] The processing system 108 generally repre-
sents the hardware, software, and/or firmware compo-
nents configured to facilitate communications and/or in-
teraction between the audio devices 104, 106 and the
other elements of the system 100 and perform additional
tasks and/or functions described in greater detail below.
Depending on the embodiment, the processing system
108 may be implemented or realized with a general pur-
pose processor, a content addressable memory, a digital
signal processor, an application specific integrated cir-
cuit, a field programmable gate array, any suitable pro-
grammable logic device, discrete gate or transistor logic,
processing core, discrete hardware components, or any
combination thereof, designed to perform the functions
described herein. The processing system 108 may also
be implemented as a combination of computing devices,
e.g., a plurality of processing cores, a combination of a
digital signal processor and a microprocessor, a plurality
of microprocessors, one or more microprocessors in con-
junction with a digital signal processor core, or any other
such configuration. In practice, the processing system
108 includes processing logic that may be configured to
carry out the functions, techniques, and processing tasks
associated with the operation of the system 100, as de-
scribed in greater detail below. Furthermore, the steps
of a method or algorithm described in connection with
the embodiments disclosed herein may be embodied di-
rectly in hardware, in firmware, in a software module ex-
ecuted by the processing system 108, or in any practical
combination thereof. In an exemplary embodiment, the
processing system 108 implements a speech recognition
engine (or voice recognition engine) and/or speech-to-

text system as well as a speech synthesizer and/or text-
to-speech system. The processing system 108 may also
include one or more analog-to-digital converters (ADCs),
digital-to-analog converters (DACs), analog filters and/or
digital filters suitably configured to support operations of
the system 100, as described in greater detail below. In
some embodiments, the features and/or functionality of
the processing system 108 may be implemented as part
of the flight management system 116 or another avionics
system 118, as will be appreciated in the art.
[0023] In an exemplary embodiment, the data storage
element 120 maintains a plurality of possible voice com-
mands for the system 100, wherein a voice command
may be selected or otherwise indicated by a user via the
audio input device 104, as described in greater detail
below. In an exemplary embodiment, the plurality of pos-
sible voice commands comprises a limited set of voice
commands that are arranged in a cascaded or hierarchi-
cal manner, such that each voice command of the plu-
rality of possible voice commands starts with one of about
ten to twenty possible initial command words. For exam-
ple, in accordance with one embodiment, each voice
command of the plurality of possible voice commands
starts with one of the following initial command words:
"DISPLAY," "SET," "RESET," "OPEN," "CLOSE,"
"START," "STOP," "READ," "TUNE," "TEST," "INHIBIT,"
and "CLEAR." In this regard, the data storage element
120 may maintain the plurality of possible voice com-
mands in a tree data structure, wherein the root node
has a limited number of child nodes corresponding to the
initial command words. The limited number of initial com-
mand words provided by the limited set of voice com-
mands improves the accuracy and response time of the
speech recognition, as described in greater detail below.
In accordance with one or more embodiments, subse-
quent layers of the voice command hierarchy are also
limited in the number of words (or parameters) which may
follow the initial and/or preceding command word. For
example, in accordance with one embodiment, each in-
itial command word may be followed by less than twelve
subsequent command words (or parameters), or in other
words, each child node of the root node has a limited
number (e.g., twelve or fewer) of child nodes. In some
embodiments, the subsequent command words may
have a similarly limited number of words (or parameters)
that may follow them (e.g., a child node of a child node
of the root node has a limited number of child nodes),
and so on, as will be appreciated in the art. In an exem-
plary embodiment, the data storage element 120 also
maintains a control voice command or activation voice
command that comprises one or more words that may
be utilized to enable or otherwise activate a voice com-
mand recognition process, as described in greater detail
below.
[0024] In an exemplary embodiment, for each voice
command of the plurality of possible voice commands,
the data storage element 120 maintains an association
between the respective voice command and one or more

7 8 



EP 2 337 024 A1

6

5

10

15

20

25

30

35

40

45

50

55

criteria or rules, which restrict operation and/or execution
of the respective voice command. In an exemplary em-
bodiment, each voice command is associated with a flight
phase criterion which prescribes limits and/or restricts
the phase(s) of flight (or flight phase(s)) and/or operating
states during which the voice command may be execut-
ed, as described in greater detail below. In addition, a
respective voice command may be associated with safe-
ty level that requires a particular validation process. In
some embodiments, if the voice command includes a
parameter, the voice command may be associated with
a criterion which prescribes or otherwise limits the range
of acceptable input values for the parameter, as de-
scribed in greater detail below.
[0025] In an exemplary embodiment, the data storage
element 120 also maintains one or more acoustic noise
models, wherein each acoustic noise model corresponds
to the auditory (or audible) ambient noise (or background
noise) proximate to the audio input device 104 during a
respective operating state and/or flight phase for the air-
craft 122, that is, the ambient noise and/or background
noise which would be received by the audio input device
104 during the a particular operating state and/or flight
phase. In this regard, each operating state and/or flight
phase is associated with ambient and/or background
noise proximate the audio input device 104 during oper-
ation of the aircraft 122, such that each acoustic noise
model reflects the characteristics and/or patterns (e.g.,
volume or sound pressure level, frequencies, and the
like) of the noise that would be sensed or otherwise re-
ceived by the audio input device 104 during a respective
operating state and/or flight phase. In an exemplary em-
bodiment, the data storage element 120 maintains an
acoustic noise model for each respective flight phase
and/or operating state that may be encountered during
operation of the aircraft 122. In some embodiments, the
acoustic noise model may be obtained by recording the
ambient noise within the cockpit of the aircraft 122 during
operation of the aircraft 122 in a respective flight phase
which is then stored by and/or otherwise utilized by the
data storage element 120 and/or processing system 108
to construct the acoustic noise model. In this regard, the
acoustic noise models may be dynamically updated dur-
ing the lifetime of the aircraft 122 to reflect changes in
characteristics of the cockpit noise, for example, in re-
sponse to upgrading the engine or another component
of the aircraft 122. It should be noted that although FIG.
1 depicts single data storage element 120, in practice,
additional data storage elements may be present on-
board the aircraft 122. For example, a first data storage
element may maintain a plurality of available voice com-
mands and a second data storage element may maintain
a plurality of acoustic noise models.
[0026] Referring now to FIG. 2, in an exemplary em-
bodiment, a system 100 may be configured to perform a
voice command recognition process 200 and additional
tasks, functions, and operations described below. The
various tasks may be performed by software, hardware,

firmware, or any combination thereof. For illustrative pur-
poses, the following description may refer to elements
mentioned above in connection with FIG. 1. In practice,
the tasks, functions, and operations may be performed
by different elements of the described system, such as
the display device 102, the audio input device 104, the
audio output device 106, the processing system 108, the
display system 110, an avionics system 112, 114, 116,
118 and/or the data storage element 120. It should be
appreciated that any number of additional or alternative
tasks may be included, and may be incorporated into a
more comprehensive procedure or process having addi-
tional functionality not described in detail herein.
[0027] Referring again to FIG. 2, and with continued
reference to FIG. 1, a voice command recognition proc-
ess 200 may be performed to enable a user, such as a
pilot, co-pilot or crew member, to quickly and easily in-
teract with components, devices, and/or systems on-
board an aircraft in a "hands free" and/or "head-up" man-
ner. In an exemplary embodiment, the voice command
recognition process 200 begins in response to an acti-
vation event (task 202). In this regard, an activation event
corresponds to an input received by the processing sys-
tem 108 indicative of a desire and/or need to enable or
otherwise activate the voice command recognition proc-
ess 200. In an exemplary embodiment, the processing
system 108 monitors or polls the audio input device 104
for audio input that corresponds to an activation event.
In this regard, the processing system 108 may be con-
figured to initialize the voice command recognition proc-
ess 200 in response to receiving an audio input that
matches an activation voice command maintained by the
data storage element 120. In accordance with one or
more embodiments, the processing system 108 may be
configured to initialize the voice command recognition
process 200 automatically in response to receiving an
audio input that corresponds to an emergency sound.
This relieves a user (e.g., a pilot or co-pilot) of having to
manually activate the voice command recognition proc-
ess 200 during an emergency. In this regard, the process-
ing system 108 may monitor one or more audio charac-
teristics of the audio signal received from the audio input
device 104, and initialize the voice command recognition
process 200 in response to detecting an emergency
sound based on audio characteristics of a received audio
signal. For example, the processing system 108 may in-
itialize the voice command recognition process 200 in
response to detecting an audio signal from the audio input
device 104 having time-frequency characteristics and/or
amplitude-frequency characteristics that correspond to
an emergency sound. In other embodiments, the
processing system 108 also initializes the voice com-
mand recognition process 200 in response to an input
signal received from an activation element (e.g., a button,
switch, or knob) associated with the audio input device
104 or another physical feature within the cockpit of the
aircraft 122. In yet other embodiments, the processing
system 108 may be configured to continuously monitors
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or polls the audio input device 104 for audio input indic-
ative of a desired voice command (e.g., task 208), in
which case, the voice command recognition process 200
need not wait for an activation event.
[0028] In an exemplary embodiment, in response to
an activation event (e.g., an activation voice command,
an emergency sound, or an activation element), the voice
command recognition process 200 continues by identi-
fying or otherwise determining the operating state (or
flight phase) of the aircraft and selecting an acoustic
noise model corresponding to the identified operating
state (task 204, 206). In an exemplary embodiment, the
processing system 108 obtains the current flight phase
(or phase of flight) and/or operating state of the aircraft
122 from the flight management system 116. In alterna-
tive embodiments, the processing system 108 may de-
termine the flight phase of the aircraft 122 based on in-
formation received from one or more avionics systems
112, 114, 116, 118 onboard the aircraft 122. For example,
the processing system 108 may determine or otherwise
identify the flight phase based on one or more of the
following: the altitude (or above ground level) of the air-
craft 122, the pitch and/or bank of the aircraft 122, the
velocity of the aircraft 122, the geographic location of the
aircraft 122 within the current flight plan for the aircraft
122, or a combination thereof. After identifying the flight
phase and/or operating state of the aircraft 122, the
processing system 108 selects the acoustic noise model
from the data storage element 120 that corresponds to
the identified flight phase and/or operating state. In this
regard, the data storage element 120 may implement a
table 300 that maintains an association between flight
phases and acoustic noise models, as shown in FIG. 3.
[0029] In an exemplary embodiment, the voice com-
mand recognition process 200 continues by receiving or
otherwise sensing an audio input indicative of a desired
voice command from the audio input device (task 208).
In this regard, the audio input device 104 receives or
otherwise senses sound and converts the sound to a
corresponding electrical signal. In an exemplary embod-
iment, the audio input device 104 generates an analog
signal in response to receiving or otherwise sensing a
sound and provides the analog signal to the processing
system 108, which, in turn, converts the analog signal to
a corresponding digital signal. In an exemplary embodi-
ment, the voice command recognition process 200 con-
tinues by filtering the audio input in a manner that is in-
fluenced by the identified operating state by filtering the
audio input based on the acoustic noise model corre-
sponding to the identified operating state (task 210). In
this regard, in an exemplary embodiment, the processing
system 108 implements a digital filter based on the se-
lected acoustic noise model for the identified flight phase
and/or operating state. For example, the processing sys-
tem 108 may identify particular frequencies of the acous-
tic noise model having relatively larger signal levels com-
pared to surrounding frequencies (e.g., peak frequencies
or pole frequencies) and implement a digital filter with

zeros corresponding to the identified peak frequencies
from the selected acoustic noise model. In this manner,
the received audio input signal is filtered based on the
current flight phase and/or operating state of the aircraft
122, resulting in a filtered audio input signal. In an exem-
plary embodiment, the characteristics (e.g., gain/attenu-
ation, bandwidth, roll off, and the like) of the digital filter
are chosen, such that the digital filter achieves a desired
signal-to-noise ratio (SNR) for the bandwidth corre-
sponding to human speech (e.g., 100 Hz - 3 kHz). In
other embodiments, the processing system 108 may be
configured to process the received audio input using
noise cancelling techniques in conjunction with the
acoustic noise model for the identified flight phase to ob-
tain the filtered audio input signal. By the filtering the au-
dio input based on the flight phase and/or operating state,
the processing system 108 is capable of identifying or
otherwise recognizing command words from the re-
ceived audio input signal with increased accuracy and/or
reliability, as described in greater detail below.
[0030] In an exemplary embodiment, the voice com-
mand recognition process 200 is configured to detect au-
dio warnings from other avionics systems onboard the
aircraft 122 and filter or otherwise ignore audio warnings
to prevent unnecessarily utilizing speech recognition re-
sources for audio input that does not correspond to a
voice command proffered by a user. For example, an
avionics system 118 may comprise a traffic alert and col-
lision avoidance system or ground proximity warning sys-
tem, wherein the avionics system 118 and the processing
system 108 are cooperatively configured to provide au-
ditory warnings to a user by generating synthesized audio
output via audio output device 106. In some embodi-
ments, the synthesized audio output from the avionics
system 118 may have known time-frequency character-
istics or have other audio characteristics indicative of syn-
thesized audio output, wherein the processing system
108 is configured to determine that a received audio sig-
nal (or a portion thereof) did not originate from a user and
ignore or otherwise nullify the received audio signal when
the audio characteristics of the received audio signal
match or otherwise correspond to synthesized audio out-
put. In accordance with one or more embodiments, the
processing system 108 is configured to identify or other-
wise determine when the avionics system 118 is going
to produce or otherwise generate a synthesized audio
output. When the processing system 108 identifies
and/or determines when the avionics system 118 is going
to produce a synthesized audio output, the processing
system 108 augments the filtering to account for the syn-
thesized audio output. In this regard, in accordance with
one embodiment, the processing system 108 combines
or otherwise augments acoustic noise model for the iden-
tified flight phase with the synthesized audio output cor-
responding to the auditory warning to be generated by
the avionics system 118, and generates a digital filter
based on the augmented noise model in a similar manner
as described above.
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[0031] In an exemplary embodiment, the voice com-
mand recognition process 200 continues by performing
one or more speech recognition techniques and/or algo-
rithms to recognize, verify, or otherwise determine wheth-
er the received audio input signal corresponds to a voice
command of a plurality of possible voice commands for
the aircraft (task 212). As described above, in an exem-
plary embodiment, the plurality of possible voice com-
mands comprises a predefined (or predetermined) limit-
ed set of voice commands intended to limit the vocabulary
(or dictionary) used for speech recognition and/or match-
ing, thereby increasing the accuracy and decreasing the
response time of the speech recognition step. In an ex-
emplary embodiment, the processing system 108 proc-
esses the filtered audio input signal and executes one or
more speech recognition algorithms to identify or other-
wise recognize the filtered audio input signal (or portions
thereof) as corresponding to or otherwise matching one
or more command words of a voice command of the plu-
rality of possible voice commands. In this regard, in an
exemplary embodiment, the processing system 108 de-
termines a plurality of possible initial command words
based on the plurality of possible voice commands main-
tained by data storage element 120. Each possible initial
command word of the plurality of possible initial com-
mand words corresponds to an initial (or first) command
word of respective voice commands of the plurality of
possible voice commands, such that the plurality of pos-
sible initial command words consists of the complete set
of initial (or first) command words for the plurality of pos-
sible voice commands. The processing system 108 then
performs one or more speech recognition techniques
and/or algorithms on a first portion of the filtered audio
input signal (or a first filtered audio input signal) to rec-
ognize and/or match the first portion of the filtered audio
input signal to one of the initial command words of the
plurality of possible initial command words. When the
first portion does not match or otherwise correspond to
a possible initial command word of the plurality of possi-
ble initial command words, the voice command recogni-
tion process 200 provides feedback to the user indicating
that the input word does not match or otherwise corre-
spond to a possible command word (task 224), for ex-
ample, the displaying a textual warning and/or message
on the display device 102 or generating an auditory warn-
ing and/or message via audio output device 106.
[0032] In response to identifying or otherwise recog-
nizing the first portion of the filtered audio input signal as
a possible initial command word, the voice command rec-
ognition process 200 continues by determining whether
a complete voice command has been received. In an
exemplary embodiment, the voice command recognition
process 200 determines whether a complete command
has been received by determining or otherwise identify-
ing whether there are any possible subsequent command
words (or parameters) that may follow the recognized
command word (task 214). In this regard, in an exemplary
embodiment, the processing system 108 determining a

second plurality of possible voice commands that com-
prises a subset of the plurality of possible voice com-
mands maintained by data storage element 120, wherein
the initial (or first) command word of each possible voice
command of the second plurality of possible voice com-
mands corresponds to the recognized initial command
word for the desired voice command. After determining
the second plurality of possible voice commands, the
processing system 108 determines a plurality of possible
second command words based on the second plurality
of possible voice commands. In this regard, each possi-
ble second command word of the plurality of possible
second command words corresponds to a second com-
mand word or a parameter following the initial command
word for a respective voice command of the second plu-
rality of possible voice commands, such that the plurality
of possible second command words consists of the com-
plete set of second command words and/or parameters
for the second plurality of possible voice commands. In
this regard, the processing system 108 and data storage
element 120 are cooperatively configured to determine
whether recognized initial command word may be fol-
lowed by any other command words based on the plu-
rality of possible voice commands. For example, if the
first portion of the filtered audio input signal is recognized
as the initial command word ’DISPLAY,’ the processing
system 108 may identify possible subsequent command
words for ’DISPLAY’ based on each command of the
plurality of possible voice commands that starts with ’DIS-
PLAY.’ For example, in the tree structure example de-
scribed above, the possible subsequent command words
comprise the child nodes (or have a child-parent relation-
ship with) the recognized received command word. In an
exemplary embodiment, in response to identifying pos-
sible subsequent command words, the voice command
recognition process 200 continues by displaying the pos-
sible subsequent commands words on the display device
(task 216). In this regard, the processing system 108 may
identify possible subsequent command words for the rec-
ognized command word from the data storage element
120 and graphically display and/or render the possible
subsequent command words on the display device 102
(e.g., as a list). Displaying the possible subsequent com-
mand words reduces the burden on a user that would be
imposed by memorizing or otherwise attempting to guess
the possible subsequent command words.
[0033] The voice command recognition process 200
then continues by receiving and filtering the audio input
signal from the audio input device 104, and recognizing,
verifying, or otherwise determining whether a subse-
quently received audio input signal corresponds to one
of the possible subsequent command words (tasks 208,
210, 212). In this regard, after recognizing a first portion
of the filtered audio input signal (or a first filtered audio
input signal) as corresponding to a possible initial com-
mand word, the processing system 108 then performs
one or more speech recognition techniques and/or algo-
rithms on a second portion of the filtered audio input sig-
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nal (or a second filtered audio input signal) to recognize
and/or match the second portion of the filtered audio input
signal to one of the possible second command words of
the plurality of possible second command words based
on the possible voice commands beginning with that pos-
sible initial command word, in a similar manner as de-
scribed above. When the second portion of the filtered
audio input signal (or the second filtered audio input sig-
nal) corresponds to one of the possible second command
words, the voice command recognition process 200 de-
termines or otherwise identifies whether there are any
possible subsequent command words for the recognized
second command word (task 214), and if there are pos-
sible subsequent command words for the recognized
second command word, the voice command recognition
process 200 displays the next possible subsequent com-
mand words and repeats the steps of receiving and fil-
tering the audio input signal from the audio input device
104, and recognizing, verifying, or otherwise determining
whether a subsequently received and filtered audio input
signal (or a portion thereof) corresponds to one of the
possible subsequent command words (tasks 208, 210,
212, 214, 216). The loop defined by tasks 208, 210, 212,
214 and 216 repeats until determining a complete voice
command has been received when a recognized com-
mand word does not have any possible subsequent com-
mand words or parameters.
[0034] In response to determining a complete voice
command has been received, the voice command rec-
ognition process 200 identifies the voice command cor-
responding to the recognized command words as the
received voice command, and validates the received
voice command based on the criteria and/or rules asso-
ciated with the received voice command that would oth-
erwise restrict operation and/or execution of the voice
command (task 218). As described above, each voice
command of the plurality of possible voice commands
may be associated with a flight phase criterion which pre-
scribes limits and/or restrictions on the flight phase(s)
and/or operating states during which the voice command
may be executed. In this regard, if the flight phase crite-
rion associated with the received voice command does
not allow execution of the received voice command dur-
ing the identified flight phase and/or operating state (i.e.,
the current flight phase and/or operating state), the voice
command recognition process 200 does not validate (or
invalidates) the received voice command and provides
feedback (e.g., a warning and/or message) to the user
(task 224), as described above. In some embodiments,
a received voice commands may be associated with cri-
teria and/or rules that limit the range of acceptable input
values for parameters of the voice command, as de-
scribed above. When the parameter of the received voice
command is not within the range of acceptable input val-
ues for the respective voice command, the voice com-
mand recognition process 200 does not validate the re-
ceived voice command and notifies the user (e.g., with
a warning and/or message) (task 224). For example, a

voice command for setting the communications frequen-
cy of a radio within communications system 112 (e.g.,
’SET RADIO FREQUENCY [frequency parameter]’) may
be associated with criteria that impose a limit on the ac-
ceptable input values for the desired frequency (e.g., 118
MHz to 136.975 MHz), such that received voice com-
mand to set the communications frequency of the radio
would not be validated when the input value for the fre-
quency is outside of the range of acceptable values (e.g.,
’SET RADIO FREQUENCY 140 MHz’).
[0035] In some embodiments, the received voice com-
mand may also be associated with a particular safety
level (or safety criterion) that corresponds to the relation-
ship between the respective voice command and its im-
pact on the overall safety of aircraft operation. For exam-
ple, the safety level may indicate the received voice com-
mand has little or no impact on safety, medium or mod-
erate impact on safety, or a potentially significant impact.
In this regard, a received voice command having a safety
level that indicates the received voice command has a
potentially significant impact on safety may require con-
firmation before validation. In this regard, the processing
system 108 may provide feedback which indicates to the
user the received voice command that was recognized
by the processing system 108, for example by displaying
the received voice command on the display device 102
or providing a synthesized speech echo repeating the
received voice command via the audio output device 106,
and then prompt the user for confirmation. The received
voice command may then be validated (assuming doing
so does not validate any flight phase criterion or other
rules associated with the received voice command) in
response to confirmation by the user (e.g., via audio input
device 104 or another input device onboard the aircraft
122). Conversely, received voice commands having low-
er safety levels (e.g., commands with low to moderate
impact on safety) may be validated (e.g., based on flight
phase criterion or other rules) without requiring confirma-
tion. In an exemplary embodiment, for received voice
commands classified as having moderate impact on
safety, the processing system 108 indicates to the user
the received voice command that was recognized by the
processing system 108, for example by displaying the
received voice command on the display device 102 or
providing a synthesized speech echo repeating the re-
ceived voice command via the audio output device 106,
but does not require confirmation for validation.
[0036] In response to validating the received voice
command, the voice command recognition process 200
continues by executing the validated received voice com-
mand (task 222). In this regard, the processing system
108 is configured to provide the received voice command
(or the appropriate portions or parameters thereof) to the
avionics system 112, 114, 116, 118, 120 that is associ-
ated with the received voice command, wherein the av-
ionics system 112, 114, 116, 118, 120 executes or oth-
erwise performs the received voice command in re-
sponse to the information received from the processing
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system 108. In an exemplary embodiment, after execut-
ing the received voice command, the voice command
recognition process 200 provides feedback to the user
which indicates a successful result and/or outcome of
the command (task 224). For example, in response to a
voice command to set a particular parameter of an avi-
onics system (e.g., a radio frequency, altitude setting,
and the like), the avionics system may provide feedback
to the processing system 108 regarding the outcome
and/or completion of the voice command, wherein the
processing system 108 indicates to the user that the re-
ceived voice command has been executed or otherwise
performed. For example, the processing system 108 may
indicate the command has been executed by providing
a textual indication on the display device 102 that indi-
cates the command was performed (e.g., "radio frequen-
cy set"). In an exemplary embodiment, in lieu of or in
addition to a textual output, the processing system 108
generates a synthesized speech output that indicates the
received voice command was performed and provides
the synthesized speech output to the user via the audio
output device 106. Depending on the embodiment, the
voice command recognition process 200 may exit after
executing the received voice command and/or providing
feedback to the user, however, in other embodiments,
the voice command recognition process 200 may repeat
the tasks described above as desired throughout oper-
ation of the system 100. In some embodiments, the voice
command recognition process 200 may remain activated
until timing out, for example, when no validated voice
commands are received within a predetermined amount
of time.
[0037] One advantage of the systems and/or methods
described above is that a user may quickly, reliably, and
intuitively utilize an audio input device to interact with the
other elements of a system onboard the aircraft. The re-
ceived audio from the audio input device is filtered based
on the flight phase and/or operating state of the aircraft,
and a limited set of voice commands are implemented.
By filtering the received audio input signal based on the
flight phase and/or operating state of the aircraft as well
as limiting the vocabulary used for speech recognition,
the accuracy of the speech recognition is improved while
at the same time reducing the response time. After rec-
ognizing a received audio input as a voice command of
the limited set of voice commands, the received voice
command is then validated based on one or more criteria
associated with the received voice command, such as,
for example, the allowed flight phases and/or operating
states for the received voice command, the safety level
or the received voice command, and/or the range of ac-
ceptable values for parameter(s) of the received voice
command. The acoustic noise models for the flight phas-
es and/or operating states of the aircraft may be dynam-
ically updated to reflect changes in characteristics of the
cockpit noise of an aircraft throughout the lifetime of the
aircraft.
[0038] While at least one exemplary embodiment has

been presented in the foregoing detailed description, it
should be appreciated that a vast number of variations
exist. It should also be appreciated that the exemplary
embodiment or exemplary embodiments are only exam-
ples, and are not intended to limit the scope, applicability,
or configuration of the subject matter in any way. Rather,
the foregoing detailed description will provide those
skilled in the art with a convenient road map for imple-
menting an exemplary embodiment of the subject matter.
It being understood that various changes may be made
in the function and arrangement of elements described
in an exemplary embodiment without departing from the
scope of the subject matter as set forth in the appended
claims.

Claims

1. A method for utilizing audio commands onboard an
aircraft (122), the method comprising:

identifying (204) a flight phase for the aircraft
(122), resulting in an identified flight phase;
receiving (208) an audio input, resulting in re-
ceived audio input;
filtering (210) the received audio input in a man-
ner that is influenced by the identified flight
phase for the aircraft (122), resulting in filtered
audio input; and
validating (218) the filtered audio input as a first
voice command of a first plurality of possible
voice commands.

2. The method of claim 1, further comprising:

selecting (206), from a plurality of possible noise
models (300), an acoustic noise model corre-
sponding to the identified flight phase; and
filtering (210) the received audio input based on
the acoustic noise model for the identified flight
phase.

3. The method of claim 2, further comprising augment-
ing the acoustic noise model for the identified flight
phase with synthesized audio corresponding to an
auditory warning from an avionics system onboard
the aircraft (122).

4. The method of claim 2, wherein:

receiving the audio input comprises receiving
the audio input using an audio input device (104)
onboard the aircraft (122); and
the acoustic noise model for the identified flight
phase is based on audible noise proximate the
audio input device (104) during the identified
flight phase.
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5. The method of claim 1, wherein validating the filtered
audio input further comprises validating the first
voice command when the identified flight phase cor-
responds to an allowed flight phase of one or more
allowed flight phases for the first voice command.

6. The method of claim 1, further comprising:

determining a plurality of possible initial com-
mand words based on a plurality of possible
voice commands, each possible initial com-
mand word of the plurality of possible initial com-
mand words corresponding to a first command
word of a respective voice command of the first
plurality of possible voice commands, wherein
validating the filtered audio input further com-
prises:

recognizing (212) a first portion of the fil-
tered audio input as a first command word
of the first voice command based on the plu-
rality of possible initial command words.

7. The method of claim 6, further comprising:

determining (214) a second plurality of possible
voice commands, the second plurality of possi-
ble voice commands comprising a subset of the
first plurality of possible voice commands,
wherein the first command word corresponds to
an initial command word for each possible voice
command of the second plurality of possible
voice commands; and
determining a plurality of possible second com-
mand words based on the second plurality of
possible voice commands, each possible sec-
ond command word of the plurality of possible
second command words corresponding to a
second command word of a respective voice
command of the second plurality of possible
voice commands, wherein validating the filtered
audio input further comprises:

recognizing a second portion of the filtered
audio input as a second command word of
the first voice command based on the plu-
rality of possible second command words.

8. A system (100) for an aircraft (122) comprising:

an avionics system (110, 112, 114, 116, 118)
onboard the aircraft (122);
an audio input device (104) onboard the aircraft
(122), the audio input device (104) being capa-
ble of receiving audio input;
a data storage element (120) comprising a first
plurality of possible voice commands; and
a processing system (108) coupled to the avi-

onics system (110, 112, 114, 116, 118), the au-
dio input device (104), and the data storage el-
ement (120), wherein the processing system
(108) is configured to:

identify a flight phase for the aircraft (122),
resulting in an identified flight phase;
filter the audio input based on the identified
flight phase, resulting in filtered audio input;
recognize the filtered audio input as a first
voice command of the first plurality of pos-
sible voice commands; and
provide the first voice command to the avi-
onics system (110, 112, 114, 116, 118) in
response to recognizing the filtered audio
input as the first voice command, wherein
the avionics system (110, 112, 114, 116,
118) is configured to execute the first voice
command.

9. The system (100) of claim 8, wherein:

the data storage element (120) comprises a plu-
rality of noise models (300), each noise model
being based on ambient auditory noise proxi-
mate the audio input device (104) during a re-
spective flight phase of the aircraft (122); and
the processing system (108) is configured to:

select a noise model from the plurality of
noise models corresponding to the identi-
fied flight phase, resulting in a selected
noise model; and
filter the audio input based on the selected
noise model.

10. The system (100) of claim 8, further comprising a
second avionics system (110, 112, 114, 116, 118)
configured to generate an auditory warning compris-
ing synthesized audio output, wherein the process-
ing system (108) is configured to:

augment the selected noise model with the syn-
thesized audio output, resulting in an augment-
ed noise model; and
filter the audio input based on the augmented
noise model.
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