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Description

BACKGROUND

1. Technical Field

[0001] The present disclosure relates to a tool assem-
bly for treating tissue. More particularly, the present dis-
closure relates to an endoscopic surgical tool assembly
capable of articulation and rotation for treating tissue.

2. Background of Related Art

[0002] Surgical staplers for clamping tissue between
opposed jaw structures of a tool assembly and thereafter
fastening the clamped tissue are well known in the art.
These devices may include a knife for incising the fas-
tened tissue. Such staplers having laparoscopic or en-
doscopic configurations are also well known in the art.
Examples of these endoscopic surgical staplers are de-
scribed in U.S. Patent Nos. 6,330,965, 6,250,532,
6,241,139, 6,109,500 and 6,079,606.
[0003] Document US 6,241,139 discloses a surgical
stapler having a dynamic clamping member formed by a
camroller and an arcuate support member.
[0004] Document EP 0 640 317 discloses an electro-
surgical device having a clamp member formed as an
electrically conductive sheath.
[0005] Typically, these staplers includes a tool mem-
ber having a staple cartridge for housing a plurality of
staples arranged in at least two laterally spaced rows and
an anvil which includes a plurality of staple forming pock-
ets for receiving and forming staple legs of the staples
as the staples are driven from the cartridge. The anvil,
typically, is pivotally supported adjacent the cartridge and
is pivotable between open and closed positions.
[0006] During laparoscopic or endoscopic surgical pro-
cedures, access to a surgical site is achieved through a
small incision or through a narrow cannula inserted
through a small entrance wound in a patient. Because of
limited area to access the surgical site, many endoscopic
staplers include mechanisms for rotating the endoscopic
body portion of the device or articulating the tool assem-
bly of the device. Typically, each mechanism is controlled
by an actuator which has to be manipulated by a surgeon
to properly orient the tool assembly in relation to tissue
to be treated. Such manipulations are time consuming
and may not result in the exact orientation of the tool
assembly desired by the surgeon.
[0007] Accordingly, a need exists for an improved en-
doscopic surgical stapling device which includes a mech-
anism for adjusting the orientation of a tool assembly
which is easy to operate and is capable of positioning a
tool assembly at any desired orientation.

SUMMARY

[0008] The aspects and embodiments of the present

invention are set forth in the accompanying claims.
[0009] There is also described a surgical instrument
including a tool assembly having a pair of jaws is dis-
closed. The tool assembly includes an anvil and a car-
tridge assembly which has a plurality of fasteners sup-
ported therein. The cartridge assembly is movable in re-
lation to the anvil between a spaced position and an ap-
proximated position. A clamp member is movable from
a retracted position to an advanced position to move the
cartridge assembly in relation to the anvil from the spaced
position to the approximated position. A dynamic clamp-
ing member is movably positioned in relation to the anvil
and cartridge assembly from a retracted to an advanced
position to eject the plurality of fasteners from the car-
tridge assembly. A drive member formed from a flexible
cable is operably connected to the clamp member and
the dynamic clamping member and is movable to move
the clamp member and the dynamic clamping member
between their retracted and advanced positions.
[0010] Preferably, the drive member includes a coaxial
cable including an outer sheath and a center rod. The
center rod is axially movable and rotatable in relation to
the outer sheath. The outer sheath is operably connected
to the clamp member and the center rod is operably con-
nected to the closure member.
[0011] Preferably, a collar is pivotally secured to a body
portion of a stapling device. The body portion may form
the distal end of a surgical stapling device or the proximal
end of a disposable loading unit.
[0012] Preferably, the tool assembly is rotatably
mounted to the collar member. In a preferred embodi-
ment, the center rod of the coaxial cable is connected to
the dynamic clamping device such that rotation of the
center rod effects rotation of the closure member to effect
rotation of the tool assembly in relation to the collar mem-
ber to facilitate independent rotation of the tool assembly.
[0013] The dynamic clamping member may include a
first flange portion positioned to engage a surface of the
anvil and a second flange portion positioned to engage
a surface of the cartridge assembly. The first and second
flange portions together define a maximum tissue gap
between the anvil and cartridge assembly.

BRIEF DESCRIPTION OF THE DRAWINGS

[0014] Various preferred embodiments of the presently
disclosed surgical stapling device are disclosed herein
with reference to the drawings, wherein:

FIG. 1 is a side perspective view of one preferred
embodiment of the presently disclosed surgical sta-
pling device with the anvil and cartridge assembly in
the spaced position;
FIG.1A is a side perspective view of the proximal
end of the anvil, the rotation collar and the adaptor
of the surgical stapling device shown in FIG. 1;
FIG. 2 is a side view of the surgical stapling device
shown in FIG. 1;
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FIG. 3 is a top view with the internal components in
phantom of the surgical stapling device shown in
FIG. 2;
FIG. 4 is a cross-sectional view of the surgical sta-
pling device shown in FIG. 2 taken along a longitu-
dinal axis of the device through the cartridge assem-
bly;
FIG. 5 is a cross-sectional view of the surgical sta-
pling device shown in FIG. 3 taken along a transverse
axis through the dynamic clamping member with the
tool member approximated;
FIG. 6 is a cross-sectional view of the surgical sta-
pling device shown in FIG. 3 taken along a transverse
axis of the tool assembly through the cartridge as-
sembly and anvil;
FIG. 7 is a top perspective view of the dynamic
clamping member of the surgical stapling device
shown in FIG. 1;
FIG. 8 is a top perspective view of the clamp member
of the surgical stapling device shown in FIG. 1;
FIG. 9 is a top perspective view of the drive collar of
the surgical stapling device shown in FIG. 1;
FIG. 10 is a side perspective exploded view of the
tool assembly of the surgical stapling device shown
in FIG. 1;
FIG. 11 is an enlarged view of the proximal end of
the tool assembly shown in FIG. 10;
FIG. 12 is a side perspective exploded view of the
endoscopic body portion of the surgical stapling de-
vice shown in FIG. 1;
FIG. 13 is a side cross-sectional view of the surgical
stapling device shown in FIG. 1:
FIG. 14 is another embodiment of the closure mem-
ber according to the present disclosure;
FIG. 15 is a top plan view of the cartridge housing
of the present disclosure;
FIGS. 16A and 16B are perspective views of the sled
and pusher members of the present disclosure;
FIG. 17A is a cross-sectional end view of a portion
of the cartridge assembly of FIG. 16B, taken along
lines 17A, illustrating the arrangement of the sled,
pusher member, and staple according to an embod-
iment of the present disclosure: and
FIG. 17B is a cross-sectional end view of a portion
of the cartridge assembly illustrating the arrange-
ment of the sled, pusher member, and staple accord-
ing to another embodiment of the present disclosure.

DETAILED DESCRIPTION OF PREFERRED EMBOD-
IMENTS

[0015] Preferred embodiments of the presently dis-
closed surgical stapling device will now be described in
detail with reference to the drawings in which like refer-
ence numerals designate identical or corresponding el-
ements in each of the several views.
[0016] FIGS. 1-13 illustrate one preferred embodiment
of the presently disclosed surgical stapling device shown

generally as 10. Stapling device 10 includes a tool as-
sembly 12 having an anvil 14 and a cartridge assembly
16, an endoscopic body portion 18, a clamp member 20,
and a rotation collar 22. Tool assembly 12 is pivotally
supported at the distal end of endoscopic body portion
18 about a pivot member 24. An adaptor 26 is secured
to the distal end of body portion 18 and includes upper
and lower extensions 28. A spacer 18a (FIG. 12) may be
positioned within body anterior 8 to maintain the position-
ing of the internal components of the device. Alternately,
adaptor 26 can be monolithically formed with endoscopic
body portion 18. Pivot member 24 extends between up-
per and lower extensions 28 and a proximal portion 22a
(FIG. 1 A) of rotation collar 22 such that tool assembly
12 can articulate in relation to the longitudinal axis of
endoscopic portion 18 approximately 90°. It is envisioned
that a variety of different articulation joint types, e.g, ball
and socket, flexible coupling, universal joint etc., may be
provided to allow for greater degrees of articulation.
[0017] Cartridge assembly 16 includes a cartridge 16a
housing a plurality of staples (not shown), a channel por-
tion 30 defining a recess for receiving cartridge 16a, a
dynamic clamping member 32 (FIG. 7), and a sled 31.
Dynamic clamping member 32 preferably is positioned
proximally of the sled 31 within cartridge 16a. A knife
blade 34 is preferably positioned on an intermediate,
preferably central, body portion 32a of dynamic clamping
member 32 to incise fastened tissue. The knife blade 34
may be machined directly into the dynamic clamping
member or may be fixedly or removably secured thereto.
Alternately, knife blade 34 may be formed on or fixedly,
removably or pivotally secured to the sled. Sled 31 is
slidably positioned to translate through cartridge 16a to
eject staples from the cartridge in a known manner. Dy-
namic clamping member 32 includes upper and lower
flanges 36a and 36b. As shown in FIG. 5, flange 36a is
positioned within a slot or recess 38 formed in cartridge
16a and flange 36b is positioned within a recess 40
formed in anvil 14. Alternately, flanges 36a and 36b need
not be slidably positioned in recesses but rather need
only engage an upper bearing surface on anvil 14 and a
lower bearing surface on cartridge assembly 16. As illus-
trated in FIG. 7, flanges 36a and 36b preferably are ar-
cuate or semi-circular to minimize deflection and main-
tain alignment of the anvil and/or cartridge during actu-
ation of the stapler. Dynamic clamping member 32 is po-
sitioned proximally of the sled in engagement therewith
and is translatable through the cartridge. Closure mem-
ber 32 provides, restores and/or maintains a desired,
preferably uniform, tissue gap in the area of tool assembly
12 adjacent sled 31 during firing of device 10. Movement
of dynamic clamping member 32 through cartridge as-
sembly 16 advances the sled through the cartridge as-
sembly.
[0018] It is envisioned that the anvil and/or dynamic
clamping member, preferably both, be formed of a ma-
terial and be of such a thickness or gauge to minimize
deflection of the respective anvil and/or dynamic clamp-
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ing member during clamping, translation through, and
firing of the device. Such materials include surgical grade
stainless steel. Preferably, the anvil is formed as a solid
one piece unit. Alternately, as known in the art, the anvil
may be formed of an assembly of parts including an anvil
body and anvil plate having a plurality of staple forming
pockets. It is desired that the anvil be as strong as rea-
sonably possible and necessary to minimize distortion,
e.g., the distal end of the anvil bowing upwardly during
clamping or predamping and/or during staple firing.
[0019] Referring to FIG. 1A, the proximal end of anvil
14 includes a cylindrical portion 14a having an annular
recess 14b. Cylindrical portion 14a is dimensioned to be
received within bore 22a of collar 22. At least one pivot
pin 23 (FIG. 1) extends through collar 22 into recess 14b
to axially fix the proximal end of anvil 14 within bore 22a.
Since pin 23 is positioned within annular recess 14b, anvil
14 is rotatable within collar 22. It is envisioned that other
means may be provided to rotatably attach anvil 14 to
collar 22. A second pin 25 (FIG. 1) extends through collar
22 to secure collar 22 to a distal end of articulation link
52 as will be described below.
[0020] Although not shown, in a known manner the
proximal end of channel portion 30 of cartridge assembly
16 includes a recess for receiving a pivot member, e.g.,
a tab or pin, formed on or attached to the proximal end
of anvil 14. The proximal ends of anvil 14 and cartridge
16 are confined within collar 22 to prevent the pivot mem-
ber of the anvil from becoming disengaged from the re-
cess in channel portion 30 of cartridge assembly 16. Al-
ternately, other mechanical arrangements known in the
art may be used to pivotally secure anvil 14 to cartridge
assembly 16. It is noted that since cartridge assembly 16
is pivotably attached to anvil 14, both are rotatable in
relation to collar 22.
[0021] Referring to FIGS. 1 and 4, an articulation
mechanism is provided to articulate tool assembly 12 in
relation to endoscopic body portion 18. The articulation
mechanism includes a proximal articulation link 50 and
a distal articulation link 52. Proximal articulation link 50
has a first end 50a extending from the proximal end of
endoscopic body portion 18 and a second end 50b po-
sitioned within body portion 18 and pivotally connected
to a first end 52a of second articulation link 52. A second
end 52b of articulation link 52 is pivotally connected to
rotation collar 22 by pin 25 (FIG. 1) at a point offset from
pivot member 24, i.e., the pivot axis of tool assembly 12.
Articulation link 52 is confined in a slot 54 formed in en-
doscopic body portion 18. Because of the confinement,
the articulation mechanism is only capable of articulating
tool assembly 12 over an are on one side of the longitu-
dinal axis of the device. Preferably, each of the pivotal
connections identified above includes a pivot pin. Alter-
nately, pivot members may be integrally formed with the
above components or pivot members not including pins
may be used. Other types of articulation links are also
comtemplated.
[0022] In use, when the longitudinal axis of tool assem-

bly 12 is aligned with the longitudinal axis of body portion
18 and proximal articulation link 50 is retracted in the
direction indicated by arrow "A" in FIG. 4, link 50 retracts
link 52 to effect articulation of tool assembly 12 about
pivot member 24 in the direction indicated by arrow "B"
in FIG. 4. Tool assembly 12 can be returned to a non-
articulated position by advancing link 50 in the direction
indicated by arrow "C". The mechanism for controlling
movement of articulation mechanism will be discussed
below.
[0023] Referring to FIGS. 3-9, a drive mechanism for
approximating anvil 14 and cartridge assembly 16, firing
the staples, and rotating tool assembly 12 in relation to
collar 22 is provided. The drive mechanism includes a
coaxial cable or drive member 60 (FIG. 3) having a center
rod 62 and an outer sheath 64, a drive collar 66 (FIG. 9),
a clamp member, here shown as clamp ring 20, and dy-
namic clamping member 32. Center rod 62 is or includes
a flexible member having a suitable compression
strength for pushing dynamic clamping member 32
through cartridge 16a. Preferably, center rod 62 includes
a left or right hand wound flexible cable. Alternately, other
materials having suitable strength characteristics may al-
so be used, e.g., Nitinol™. The diameter of center rod
62 must be small enough to be positioned within available
space within cartridge 16a. Outer sheath 64 is positioned
about center rod 62 and in part functions to stabilize and
prevent buckling of center rod 62 while it is in compres-
sion. Preferably, outer sheath 64 is also a flexible cable
formed from a steel mesh, reinforced plastic or a nickel
titanium alloy such as Nitinol™. It is also envisioned that
other suitable materials having the requisite strength re-
quirements including a poly paraphenyleneterephthala-
mide material such as Kevlar™ commercially available
from DuPont, may be used to form the outer sheath.
[0024] Center rod 62 is slidably positioned within outer
sheath 64 and includes a first proximal end 62a (FIG. 4)
preferably extending from the proximal end of endoscop-
ic body portion 18 and a second end 62b attached to
dynamic clamping member 32. Dynamic clamping mem-
ber 32 preferably includes a recess 68 (FIG. 7) formed
therein for receiving second end 62b of center rod 62.
Second end 62b can be secured to dynamic clamping
member 32 by crimping, welding as in FIG. 4, brazing,
pins, etc. within or utilizing for example recess 68 and,
may also be machined to conform to the shape of recess
68.
[0025] Outer sheath 64 has a first proximal end 64a
extending preferably from the proximal end of elongated
body portion 18 and a second distal end 64b fixedly con-
nected to drive collar 66. Drive collar 66 (FIG. 9) prefer-
ably includes a central bore 70 for receiving outer sheath
64 and providing a channel for passage of center rod 62
therethrough. The outer surface of drive collar 66 pref-
erably includes engagement structure, e.g., notches 72,
for engaging clamp member or ring 20 in a rotatably fixed
relation. Clamp ring 20 also includes engagement struc-
ture, e.g., veins or projections 74, for mating with the
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engagement structure of drive collar 66 to rotatably se-
cure drive collar 66 to clamp ring 20 so that they will rotate
together. The distal end 20a of clamp ring 20 includes a
pair of cutouts 76 configured to deceive and engage
flange portions 36a and 36b of dynamic clamping mem-
ber 32.
[0026] In use, center rod 62 and outer sheath 64 are
movable together from a retracted position to a partially
advanced position to advance drive collar 66, clamp ring
20 and dynamic clamping member 32 to a first advanced
position. Clamp ring 20 is positioned about the proximal
end of anvil 14 and cartridge assembly 16. Cartridge as-
sembly 16 includes a cam surface 80 (FIG. 2) formed on
an external surface thereof. As dynamic clamping mem-
ber 32 moves from the retracted position to the first ad-
vanced position, flange 36b of dynamic clamping mem-
ber 32 engages cam surface 80 of cartridge assembly
16 to pivot cartridge assembly 16 from the open position
to the closed or clamped position. Clamp ring 20 is also
moved distally from the first advanced position to a po-
sition encircling the proximal portions of anvil 14 and car-
tridge assembly 16. In this position, clamp ring 20 pre-
vents the gap between proximal portions of anvil 14 and
cartridge assembly 16 from exceeding a predetermined
distance.
[0027] After center rod 62 and outer sheath 64 have
been moved to the first advanced position to move car-
tridge assembly 16 and, accordingly, anvil 14 to the
clamped position, center rod 62 can be advanced inde-
pendently of outer sheath 64 to a second advanced po-
sition to move dynamic clamping member 32 through car-
tridge 16a to eject staples from the cartridge assembly
and cut tissue by use of knife blade 34 of closure member
32. It is contemplated that, alternately, flanges 36a and
36b of closure member 32 could engage a cam surface
on anvil 14 and/or cartridge assembly 16 to pivot one or
both to provide clamping of tissue. Referring to FIGS. 5
and 6, a channel 82 is formed in cartridge 16a to provide
lateral support to center rod 62 to prevent center rod 62
from budding during movement of center rod 62 from the
retracted position to the second advanced position.
[0028] As discussed above, anvil 14 is rotatably se-
cured to collar 22, center rod 62 is fixedly attached to
dynamic clamping member 32, and outer sheath 64 is
fixedly attached to drive collar 66. When coaxial member
60 is rotated, the entire tool assembly rotates about the
central axis of collar 22. More specifically, since dynamic
clamping member 32 is confined within anvil 14 and car-
tridge assembly 16, any torque applied to center rod 62
is transferred via dynamic clamping member 32 to tool
assembly 12. Thus coaxial member 60 can be rotated to
rotate tool assembly 12 about the longitudinal axis of col-
lar 22.
[0029] The above-described tool assembly may be,
modified to be, or may be incorporated into a disposable
loading unit such as disclosed in U.S. Patent No.
6,330,965 or attached directly to the distal end of any
known surgical stapling device. Although a handle as-

sembly for actuating the articulation member and the ap-
proximation or clamping, firing, and tool rotation mecha-
nisms have not been specifically disclosed herein, it is
to be understood that the use of a broad variety of differ-
ent actuating mechanisms and handle configurations are
envisioned including toggles, rotatable and slidable
knobs, pivotable levers or triggers, pistol grips, in-line
handles, remotely operated systems and any combina-
tion thereof. For example, as shown in FIG. 13A, the han-
dle assembly may include a pistol-type 200 including a
tool assembly rotation knob 210, an articulation lever 212
and a body rotation knob 214. The use of an above-de-
scribed tool assembly as part of a robotic system is also
envisioned.
[0030] It is envisioned that utilization of a heavier
gauge material for the anvil assembly alone, and prefer-
ably also for the closure member and the clamping ring
provides an enhanced clamping pressure along the
length of the tissue which, in turn, provides a more uni-
form tissue gap between the respective anvil and car-
tridge surfaces adjacent to and ahead of where the sta-
ples are formed through tissue. Moreover, utilizing the
clamping ring for pre-clamping the tissue, i.e., clamping
the tissue prior to deformation of the staples, tends to
force some tissue fluid distally and radially outwardly
which reduces the likelihood of hydraulically displacing
of the staples during their deformation. Use of a closure
member or the like which clamps as it translates along
the tool member helps to compensate for the fluid flow
and/or from within the tissue and/or bowing out of the
distal end of the anvil and thereby maintain the desired
tissue gap between the anvil and the cartridge assembly.
[0031] In another preferred embodiment as shown in
FIG. 14, closure member 132 includes upper and lower
flanges 136a, 136b spaced apart and attached to an in-
termediate portion 132a. As in the previous embodiment,
closure member 132 is preferably positioned proximally
of the sled 140 partially within a cartridge 118 of cartridge
assembly 116. A knife blade 134 is preferably positioned
on intermediate portion 132a of closure member 132 for
incising fastened tissue. Knife blade 134 may be ma-
chined directly on a section of intermediate portion 132a
or it may be fixedly or removably attached to intermediate
portion 132a. Alternatively, knife blade 134 may be
formed as part of sled 140 or may be fixedly or removably
secured to sled 140. Upper and lower flanges 136a, 136b
are generally arcuate structures with substantially iden-
tical curvatures. Alternately, the curvature of the upper
and lower flanges 136a, 136b may differ to provide great-
er or lesser structure support. Each flange 136a, 136b
further includes an inner surface 135a, 135b and an outer
surface 137a, 137b. Preferably, closure member 132 is
constructed so that the inner surfaces 135a, 135b are
facing each other. Upper and lower flanges 136a, 136b
function to define the maximum tissue gap between anvil
and cartridge surfaces.
[0032] In one preferred embodiment, cartridge assem-
bly 116 includes a plurality of retention slots 122 arranged
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along a longitudinal axis of cartridge housing 118. As
shown in FIG. 15, retention slots 122 are arranged to
form first and second groups 124, 126. Preferably, each
group 124, 126 includes three rows of retention slots 122
configured such that at least one of the rows is longitu-
dinally offset from the remaining rows. It is further pre-
ferred that at least two rows of retention slots 122 are
disposed in each group 124, 126 of cartridge assembly
118 such that each retention slot 122 of an inner row is
in substantial longitudinal alignment with a correspond-
ing retention slot 122 in the outer row and the intermedi-
ate row of retention slots 122 is longitudinally offset from
the inner and outer rows. Thusly, the inner and outer rows
of retention slots 122 are longitudinally aligned from the
most proximal location to the most distal location of car-
tridge housing 118. Preferably, a retention slot 122 in the
inner and outer rows define the proximal-most and distal-
most retention slot The advantageous positioning of the
retention slots 122 as described improves the fastening
of tissue and minimizes bleeding.
[0033] Referring to FIGS. 16A-17B, additional embod-
iments of sled 140 and pusher member 150 are illustrat-
ed. Pusher member 150 includes a base portion 152. In
FIGS. 16A, sled 140 has been advanced longitudinally
in cartridge housing 118 and begins to engage base 152
of pusher member 150. As sled 140 is further advanced
in a longitudinal direction (FIG. 16B), base 152 of pusher
member 150 engages upstanding cam wedges 144 of
sled 140. Longitudinal movement of sled 140 transfers
the longitudinal motive forces along cam wedges 144
and thereby to pusher members 150. Preferably, pusher
members 150 are in a fixed relationship to the longitudinal
movement of sled 140 and move substantially orthogonal
to the longitudinal axis of cartridge assembly 118, thereby
transferring the motive forces to backspan 162 of staple
160 for moving staple 160 through retention slot 122. In
one preferred embodiment, as illustrated in FIG. 17A,
cam wedges 144 of sled 140 engage a recess 154 in
pusher member 122. Recess 154 is configured and
adapted for sliding engagement of cam wedge 144. Once
cam wedge 144 engages recess 154, further longitudinal
movement of sled 140 acts to maintain pusher member
150 in substantial vertical alignment to the longitudinal
axis. Thusly configured, once engaged by sled 140,
pusher member 150 maintains its substantially orthogo-
nal relationship to the longitudinal axis as it moves
through retention slot 122. Alternatively, pusher member
150a may be configured to reside with a space 146a be-
tween cam wedges 144a of sled 140a as shown in FIG.
17B. As in the previous embodiment, base 152a of push-
er member 150a is configured and adapted for sliding
engagement with space 146a of sled 140a. Further still,
as pusher member 150a engages cam wedge 144a of
sled 140a, pusher member 150a maintains its substan-
tially orthogonal relationship to the longitudinal axis as it
moves through retention slot 122.
[0034] It will be understood that various modifications
may be made to the embodiments disclosed herein. For

example, although the tool assembly is described exclu-
sively as a stapling device, it may be used to apply fas-
teners other than staples including two-part fasteners.
Therefore, the above description should not be construed
as limiting, but merely as exemplifications of preferred
embodiments. Those skilled in the art will envision other
modifications within the scope of the claims appended
hereto.
[0035] The disclosure includes the following numbered
paragraphs.

1. A tool assembly comprising:

an anvil and a cartridge assembly, the cartridge
assembly having a plurality of fasteners and be-
ing movable in relation to the anvil between a
spaced position and an approximated position,
the cartridge assembly and anvil defining a tis-
sue gap in the approximated position;
a clamp member being movable from a retracted
position to an advanced position to move the
cartridge assembly in relation to the anvil from
the spaced position to the approximated posi-
tion; and
a dynamic clamping member movably posi-
tioned in relation to the anvil and the cartridge
assembly, the dynamic clamping member being
movable from a retracted position to an ad-
vanced position to eject the plurality of fasteners
from the cartridge assembly; and
a drive member being operably connected to the
clamp member and the dynamic clamping mem-
ber, the drive member being formed from a flex-
ible cable and being movable to move the clamp
member and the dynamic clamping member be-
tween their retracted and advanced positions.

2. A tool assembly according to paragraph 1, wherein
the drive member includes a coaxial drive cable, the
coaxial drive cable including an outer sheath and a
center rod.
3. A tool assembly according to paragraph 2, wherein
the center rod is movable in relation to the center rod.
4. A tool assembly according to paragraph 2, wherein
the center rod is axially movable with respect to the
outer sheath.
5. A tool assembly according to paragraph 2, wherein
the center rod is rotatable in relation to the outer
sheath.
6. A tool assembly according to any of paragraphs
2-5, wherein the outer sheath is operably connected
to the clamp member.
7. A tool assembly according to any of paragraphs
2-6, wherein the center rod is operably connected to
the dynamic clamping member.
8. A tool assembly according to any of the preceding
paragraphs 1-7, wherein the tool assembly is pivot-
ally secured to a body portion.

9 10 



EP 2 263 562 B2

7

5

10

15

20

25

30

35

40

45

50

55

9. A tool assembly according to paragraph 8, wherein
the tool assembly is operably connected to a collar
member and the collar member is pivotally secured
to the body portion.
10. A tool assembly stapler according to paragraph
9, wherein the tool assembly is rotatably mounted to
the collar member.
11. A tool assembly according to any of paragraphs
2-10, wherein the center rod of the coaxial cable is
operably connected to the dynamic clamping mem-
ber such that rotation of the center rod effects rotation
of the dynamic clamping member which effects ro-
tation of the tool assembly.
12. A tool assembly according to any of the preceding
paragraphs 1-11 wherein the dynamic clamping
member includes a first flange portion positioned to
engage a surface of the anvil and a second flange
portion positioned to engage a surface of the car-
tridge assembly, the first and second flange portions
being positioned to define a maximum tissue gap
during movement of the dynamic clamping member
from its retracted to its advanced position.
13. A tool assembly according to any of the preceding
paragraphs 1-12 wherein the clamp member is an-
nular and when it is positioned about a proximal end
of the anvil and of the cartridge assembly and is in
its advanced position, the clamp member defines a
maximum tissue gap at a proximal end of the tool
assembly.
14. A tool assembly according to paragraph 2,
wherein the center rod is formed from wound flexible
cable.
15. A tool assembly according to paragraph 2,
wherein the outer sheath is selected from the group
consisting of steel mesh, plastic, nitonol, and Kevlar.
16. A tool assembly according to paragraph 1, further
including a knife blade associated with the dynamic
clamping member.
17. A tool assembly according to paragraph 14,
wherein the knife blade is formed on the dynamic
clamping member.
18. A tool assembly according to any of paragraphs
2-17 wherein the tool assembly includes a drive col-
lar and the outer sheath is attached to the drive collar.
19. A tool assembly for use with a surgical stapler
comprising:

an anvil;
a cartridge assembly having at least one staple,
the cartridge assembly being movable in relation
to the anvil between spaced and approximated
positions;
a clamp member positioned adjacent a proximal
end of the tool assembly, the clamp member be-
ing movable from a retracted position to an ad-
vanced position to move the anvil and the car-
tridge assembly to the approximated position;
and

a dynamic clamping member positioned within
the tool assembly and movable from a retracted
position through the tool assembly to an ad-
vanced position to eject staples from the car-
tridge assembly, the dynamic clamping member
including an upper flange portion engaging a
surface of the anvil and a lower flange portion
engaging a surface of the cartridge assembly,
at least one of the upper and lower flange por-
tions having an arcuate cross-section along an
axis transverse to the longitudinal axis of the car-
tridge assembly.

20. A tool assembly according to paragraph 19, fur-
ther including a knife blade associated with the dy-
namic clamping member.
21. A tool assembly according to paragraph 19 or
20, wherein the knife blade is formed on a central
body portion of the dynamic clamping member.
22. A tool assembly according to any of paragraphs
19-21, wherein the cartridge assembly includes a
sled and a pusher associated with each as least one
staple, the sled being driven by the closure member
into engagement with the pusher to drive the pusher
into engagement with the at least one staple to eject
the staple from the cartridge assembly.
23. A tool assembly according to paragraph 22,
wherein the cartridge assembly includes a plurality
of staples and pushers.
24. A tool assembly according to any of paragraphs
19-23, wherein the upper flange and lower flange
are substantially vertically aligned.
25. A tool assembly according to any of paragraphs
20-24, wherein the knife blade is disposed on the
central body portion between the upper and lower
flanges.

Claims

1. A surgical stapling device (10) for use with a surgical
stapler comprising:

a tool assembly including an anvil (14) and
a cartridge assembly (16) having at least one
staple, the cartridge assembly being movable in
relation to the anvil between spaced and approx-
imated positions;
a clamp member (20) positioned adjacent a
proximal end of the tool assembly, the clamp
member being movable from a retracted posi-
tion to an advanced position to move the anvil
and the cartridge assembly to the approximated
position and to prevent the gap between the
proximal portions of the anvil and the cartridge
assembly from exceeding a predetermined dis-
tance;
a dynamic clamping member (32) positioned
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within the tool assembly and movable from a
retracted position through the tool assembly to
an advanced position to move the anvil and the
cartridge assembly to the approximated position
and to eject staples from the cartridge assembly,
the dynamic clamping member including an up-
per flange portion (36a) engaging a surface of
the anvil and a lower flange portion (36b) en-
gaging a surface of the cartridge assembly (16),
at least one of the upper (36a) and lower (36b)
flange portions having an arcuate cross-section
along an axis transverse to a longitudinal axis
of the cartridge assembly (16).

2. The surgical stapling device (10) according to claim
1, further including a knife blade (34) associated with
the dynamic clamping member (32).

3. The surgical stapling device (10) according to claim
2, wherein the knife blade (34) is formed on a central
body portion of the dynamic clamping member (32).

4. The surgical stapling device (10) according to claim
1, wherein the cartridge assembly (16) includes a
sled (140) and a pusher (150) associated with each
at least one staple, the sled (140) being driven by
the dynamic clamping member (32) into engage-
ment with the pusher (150) to drive the pusher (150)
into engagement with the at least one staple to eject
the staple from the cartridge assembly (16).

5. The surgical stapling device (10) according to claim
4, wherein the knife (34) is part of the sled (140).

6. The surgical stapling device (10) according to claim
1, wherein the cartridge assembly (16) includes a
plurality of staples and pushers (150).

7. The surgical stapling device (10) according to any
of claims 1, wherein the upper flange (36a) and lower
flange (36b) are substantially vertically aligned.

8. The surgical stapling device (10) according to claim
2 or claim 3, wherein the knife blade (34) is disposed
on a central body portion between the upper (36a)
and lower (36b) flanges.

Patentansprüche

1. Operationsklammergerät (10) zur Verwendung mit
einem Operationsklammerer, umfassend:

einen Werkzeugbausatz, einschließlich eines
Ambosses (14) und
eines Kartuschenbausatzes (16) mit wenigs-
tens einer Klammer, wobei der Kartuschenbau-
satz in Relation zum Amboss zwischen beab-

standeten und angenäherten Positionen be-
wegbar ist;
ein Klemmglied (20), das benachbart zu einem
proximalen Ende des Werkzeugbausatzes po-
sitioniert ist, wobei das Klemmglied von einer
eingezogenen Position zu einer fortgeschritte-
nen Position bewegbar ist, um den Amboss und
den Kartuschenbausatz zur angenäherten Po-
sition hin zu bewegen und um zu verhindern,
dass der Abstand zwischen den proximalen Ab-
schnitten des Ambosses und des Kartuschen-
bausatzes eine vorbestimmte Entfernung über-
schreitet;
ein dynamisches Klemmglied (32), das in der
Werkzeuganordnung positioniert ist und derart
von einer eingezogenen Position durch die
Werkzeuganordnung zu einer fortgeschrittenen
Position bewegbar ist, den Amboss und den
Kartuschenbausatz zur angenäherten Position
zu bewegen und Klammern aus dem Kartu-
schenbausatz auszustoßen, wobei das dynami-
sche Klemmglied einen oberen Flanschab-
schnitt (36a) enthält, der in eine Fläche des Am-
bosses eingreift, sowie einen unteren Flan-
schabschnitt (36b), der in eine Fläche des Kar-
tuschenbausatzes (16) eingreift, wobei wenigs-
tens einer der oberen (36a) und unteren (36b)
Flanschabschnitte einen bogenförmigen Quer-
schnitt entlang einer Achse aufweist, die quer
zu einer Längsachse des Kartuschenbausatzes
(16) verläuft.

2. Operationsklammergerät (10) nach Anspruch 1, fer-
ner umfassend eine Messerklinge (34), die mit dem
dynamischen Klemmglied (32) assoziiert ist.

3. Operationsklammergerät (10) nach Anspruch 2, wo-
bei die Messerklinge (34) aus einem zentralen Kör-
perabschnitt des dynamischen Klemmglieds (32)
gebildet ist.

4. Operationsklammergerät (10) Anspruch 1, wobei
der Kartuschenbausatz (16) einen Schlitten (140)
und eine Abschiebevorrichtung (150) enthält, die je-
weils mit wenigstens einer Klammer assoziiert sind,
wobei der Schlitten (140) vom dynamischen Klemm-
glied (32) in einen Eingriff mit der Abschiebevorrich-
tung (150) angetrieben ist, um die Abschiebevorrich-
tung (150) in Eingriff mit der wenigstens einen Klam-
mer zu bringen, um die Klammer aus dem Kartu-
schenbausatz (16) herauszustoßen.

5. Operationsklammergerät (10) nach Anspruch 4, wo-
bei das Messer (34) Teil des Schlittens (140) ist.

6. Operationsklammergerät (10) nach Anspruch 1, wo-
bei der Kartuschenbausatz (16) eine Vielzahl von
Klammern und Abschiebevorrichtungen (150) um-
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fasst.

7. Operationsklammergerät (10) nach einem der An-
sprüche 1, wobei der obere Flansch (36a) und der
untere Flansch (36b) im Wesentlichen vertikal aus-
gerichtet sind.

8. Operationsklammergerät (10) nach Anspruch 2 oder
Anspruch 3, wobei die Messerklinge (34) an einem
zentralen Körperabschnitt zwischen dem oberen
(36a) und dem unteren (36b) Flansch angeordnet ist.

Revendications

1. Dispositif d’agrafage chirurgical (10) à utiliser avec
une agrafeuse chirurgicale comprenant :

un ensemble d’outil comprenant une enclume
(14) et
un ensemble de cartouche (16) ayant au moins
une agrafe, l’ensemble de cartouche étant mo-
bile relativement à l’enclume entre des positions
espacées et rapprochées ;
un élément de serrage (20) positionné près
d’une extrémité proximale de l’ensemble d’outil,
l’élément de serrage étant mobile d’une position
rétractée vers une position avancée, pour dé-
placer l’enclume et l’ensemble de cartouche
dans la position rapprochée et pour empêcher
l’intervalle entre les parties proximales de l’en-
clume et l’ensemble de cartouche de dépasser
d’une distance prédéterminée ;
un élément de serrage dynamique (32) position-
né à l’intérieur de l’ensemble d’outil et mobile à
partir d’une position rétractée à travers l’ensem-
ble d’outil vers une position avancée pour dé-
placer l’enclume et l’ensemble de cartouche jus-
qu’à la position rapprochée et pour éjecter les
agrafes de l’ensemble de cartouche, l’élément
de serrage dynamique comprenant une partie
de bride supérieure (36a) mettant en prise une
surface de l’enclume et une partie de bride in-
férieure (36b) mettant en prise une surface de
l’ensemble de cartouche (16), au moins une des
parties de bride supérieure (36a) et inférieure
(36b) ayant une section transversale arquée le
long d’un axe transversal par rapport à un axe
longitudinal de l’ensemble de cartouche (16).

2. Dispositif d’agrafage chirurgical (10) selon la reven-
dication 1, comprenant en outre une lame de cou-
teau (34) associée à l’élément de serrage dynami-
que (32) .

3. Dispositif d’agrafage chirurgical (10) selon la reven-
dication 2, dans lequel la lame de couteau (34) est
formée sur une partie de corps centrale de l’élément

de serrage dynamique (32).

4. Dispositif d’agrafage chirurgical (10) selon la reven-
dication 1, dans lequel l’ensemble de cartouche (16)
comprend un chariot (140) et un poussoir (150) as-
socié à chacune d’au moins une agrafe, le chariot
(140) étant entraîné par l’élément de serrage dyna-
mique (32) en prise avec le poussoir (150) pour en-
traîner le poussoir (150) en prise avec l’au moins
une agrafe pour éjecter l’agrafe de l’ensemble de
cartouche (16).

5. Dispositif d’agrafage chirurgical (10) selon la reven-
dication 4, dans lequel le couteau (34) fait partie du
chariot (140).

6. Dispositif d’agrafage chirurgical (10) selon la reven-
dication 1, dans lequel l’ensemble de cartouche (16)
comprend une pluralité d’agrafes et de poussoirs
(150) .

7. Dispositif d’agrafage chirurgical (10) selon l’une
quelconque des revendications 1, dans lequel la bri-
de supérieure (36a) et la bride inférieure (36b) sont
alignées sensiblement verticalement.

8. Dispositif d’agrafage chirurgical (10) selon la reven-
dication 2 ou la revendication 3, dans lequel la lame
de couteau (34) est disposée sur une partie de corps
centrale entre les brides supérieure (36a) et inférieu-
re (36b).
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