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Description

TECHNICAL FIELD

[0001] The present disclosure generally relates to
electrocatalysts. In particular, it relates to a method of
producing an electrocatalyst and to an electrocatalyst.

BACKGROUND

[0002] Electrolysis of water is a process in which water
molecules are decomposed, forming hydrogen gas and
oxygen gas. This process occurs as a result of an electric
current flowing between two electrodes submerged in
water.
[0003] An electrolyte is typically added to the water pri-
or to electrolysis to increase the electric conductance of
the water. This ensures a more efficient electrolysis proc-
ess due to the better charge carrying characteristics.
Adding an electrolyte may however result in that unde-
sired by-products are created during the electrolysis
process.
[0004] Purified water may be used for the purpose of
electrolysis, essentially eliminating the creation of unde-
sired by-products. However, due to the inherent proper-
ties of purified water such as low electrical conductance,
it may be more difficult to initiate an efficient electrolysis
process in purified water.
[0005] US 4 366 041 A discloses a cathode for hydro-
gen evolution in chlor-alkali electrolysis, suggesting as
electroconductive substrate iron, cobalt, nickel or copper.
High surface area nickel is a preferred electrocatalyst
which may be prepared by co-deposition of nickel and a
sacrificial metal, which is subsequently removed by
chemical dissolution in acid or base.

SUMMARY

[0006] An object of the present disclosure is to improve
or at least reduce the problems of the prior art.
[0007] There is hence according to a first aspect of the
present disclosure provided a method of producing an
electrocatalyst, comprising the steps of: a) electrodepo-
sition of an alloy comprising nickel and a second metal
on a copper substrate; and b) electrochemical dissolution
of deposited second metal to obtain a nanoporous struc-
ture on the copper substrate.
[0008] The porous structure increases the surface ar-
ea of the electrocatalyst which makes the electrochem-
ical reaction more efficient. For example, if the electro-
catalyst is used as an electrode in an application of elec-
trolysis of water, the active area of the electrode which
is in contact with the water is increased. The contact area
with the water molecules is thus increased. A more effi-
cient electrolysis reaction and a compact electrolyser
may hence be obtained.
[0009] Moreover, in case the electrocatalyst forms part
of an electrode for electrolysis, the current density in wa-

ter to be subjected to electrolysis may be increased. The
current density may be increased due to the porous struc-
ture of the electrocatalyst, providing a larger surface area
of the copper-based electrode in contact with the water.
[0010] Additionally, since copper has low electrical re-
sistivity there will only be low electrical losses during elec-
trolysis. Hence, less heat is generated by the electrolysis
device including the electrode, increasing the efficiency
of the overall electrolysis. Less heat also avoids steam
generation.
[0011] The electrocatalyst is furthermore very cost ef-
fective and mass production friendly.
[0012] According to one embodiment, a step of heat
treatment of the copper substrate is provided after step
a) but before step b.
[0013] During heat treatment the copper substrate pro-
vided with the alloy comprising nickel and the second
and/or a third metal may be subjected to a temperature
of at least 250°C, for example at least 275°C, such as at
least 300°C, such as at least 325°C or at least 350°C.
The heat treatment may be provided under normal at-
mospheric conditions. The heat treatment may for exam-
ple proceed for at least 20 minutes, such as at least 25
minutes, for example at least 30 minutes before step b).
[0014] The electrochemical dissolution in step b) may
be a dealloying step.
[0015] According to one embodiment the second metal
is copper or iron.
[0016] According to one embodiment the second metal
is copper and the method further comprises the step of:
c) deposition of iron on the porous structure. Step c) may
be performed after step b). Electro deposition of iron on
a copper electrode having a porous nickel surface in-
creases the current density per cm2 of the electrode , for
example in an electrolysis application.
[0017] To electrodeposit iron on porous structure, fer-
rous/ iron (II) sulphate heptahydrate FeSO4.7H20 and/or
ferrous (II) chloride 0.86 Molar (11% concentration) and
sodium citrate (Na3C6H5O7) or boric acid (H3BO3) as
a pH buffer may be used to prepare an electroplating
bath solution.
[0018] According to one embodiment the second metal
is iron and the method further comprises the step of: c)
deposition of copper on the porous structure. Step c) may
be performed after step b).
[0019] According to one embodiment the alloy of step
a) further comprises a third metal, such as copper or iron,
which third metal is different from the second metal.
[0020] According to one embodiment the third metal is
copper or iron. Thus, if the second metal is copper, the
third metal is iron. If the second metal is iron, the third
metal is copper. An alloy comprising nickel, copper and
iron provides higher surface area, improved efficiency
and current density of an electrolysis process and im-
proved stability compared to a nickel-copper alloy.
[0021] Different surface morphology may be obtained
by using different electroplating and electrochemical dis-
solution/dealloying conditions. For example, a different
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surface morphology and current density is obtained if
copper-iron is dealloyed from a copper-iron-nickel alloy
than if only copper is dealloyed from a nickel-copper alloy.
[0022] According to one embodiment the second metal
is copper and an electroplating solution comprising a cop-
per salt, such as CuSO4, and a nickel salt, such as NiSO4,
is used in step a).
[0023] According to one embodiment an electroplating
solution comprising a copper salt, such as copper sul-
phate (CuSO4), a nickel salt, such as nickel sulphate
(NiSO4), and sodium citrate (Na3C6H5O7) or boric acid
(H3BO3) as pH buffer is used in step a).
[0024] According to one embodiment the molar ratio
of copper to nickel in the electroplating solution is be-
tween 1:1 and 1:3, such as between 1:1.5 and 1:2.5, such
as between 1:1.8 and 1:2.2.
[0025] According to one embodiment an electroplating
solution comprising a copper salt, such as copper sul-
phate, (CuSO4), a nickel salt, such as nickel sulphate
(NiSO4), an iron salt such as iron sulphate (FeSO4) and
sodium citrate (Na3C6H5O7) or boric acid (H3BO3) as
a pH buffer is used in step a).
[0026] According to one embodiment an electroplating
solution comprising a nickel salt, such as nickel sulphate
(NiSO4), and an iron salt such as iron sulphate (FeSO4)
and sodium citrate (Na3C6H5O7) or boric acid (H3BO3)
as a pH buffer is used in step a).
[0027] The electroplating solution may for example be
aqueous.
[0028] In one embodiment, the concentration of nickel
is higher than the concentration of copper in the electro-
plating solution. In particular, the concentration of nickel
may be higher than the concentration of copper in a cop-
per-nickel electroplating solution.
[0029] The concentration of nickel may be higher than
iron in an iron-nickel electroplating solution and in a nick-
el-copper-iron electroplating solution.
[0030] According to one embodiment a voltage of 2-6
V in a two electrode setup is applied in step a). Thus, in
one embodiment the electrodeposition in step a) is per-
formed by applying a voltage difference in the range of
2-6 V between the copper substrate and a second elec-
trode in a two-electrode setup.
[0031] According to one embodiment the electrodepo-
sition in step a) involves applying a voltage lower than
-0.5 V vs saturated calomel electrode (SCE), for example
between -0.8 V and -0.9 V vs SCE, such as at least -0.92
V vs SCE between the copper substrate and a reference
electrode in a three electrode setup.
[0032] According to one embodiment a solution com-
prising sulphate ions, such as a potassium sulphate
(K2SO4) solution is used in step b). The solution may for
example be aqueous.
[0033] Potassium sulphate makes a better dealloying
solution/electrolyte/chemical bath for electrochemical
dealloying of copper or/and iron from a copper-nickel and
nickel-copper-iron alloy. It can be an anodic dealloying,
which means that the copper substrate coated with any

of the above mentioned alloy which is subject to an elec-
trochemical dealloying is connected to the positive ter-
minal of the power supply in a two electrode setup or
connected as a working electrode in a three electrode
setup.
[0034] According to one embodiment a voltage of
1-12V, such as 2-3 V, is applied in step b) in a two elec-
trode setup. Thus, in one embodiment the chemical dis-
solution in step b) is performed by applying a voltage
difference in the range of 1-12 V between the copper
substrate and a second electrode in a two-electrode set-
up.
[0035] According to one embodiment a pulsed voltage
is applied in step b). A higher pulse voltage creates a
higher surface area. In a three electrode setup, for ex-
ample, the voltage range may be 1-4 V, such as 1-3 V
vs SEC. High pulse voltage parameters may for example
be [t1=1s, V1=2.5 V; t2=5s, V2=0.005 V] where ti= 1 sec-
ond 2.5 volt then t2= 5 second 0.005 volt, applied for
approximately 15 minutes.
[0036] By using a higher pulsed voltage in step b) more
copper or iron, or both may be pushed out from a copper-
nickel or nickel-copper-iron alloy.
[0037] According to one embodiment step c) is an elec-
trodeposition.
[0038] One embodiment further comprises the step of
d) passivating the deposited iron.
[0039] According to one embodiment the copper sub-
strate comprises a copper coil. The copper coil is hence
subjected to the treatment of steps a)-b). By performing
steps a)-b) after the copper coil has been formed from a
copper wire, a more uniform coverage of the copper coil
may be obtained than if the copper coil would have been
formed after steps a)-b). A coil-shaped electrocatalyst
has been found to provide for a particularly efficient elec-
trolysis process.
[0040] There is according to a second aspect of the
present disclosure provided an electrocatalyst compris-
ing a copper substrate at least partly covered by a nan-
oporous structure comprising nickel and preferably a sec-
ond metal.
[0041] According to one embodiment the second metal
is copper or iron.
[0042] The nanoporous structure may comprise a third
metal, which is different from the second metal. The third
metal may for example be copper or iron. Thus, if the
second metal is copper, the third metal is iron. If the sec-
ond metal is iron, the third metal is copper.
[0043] There is according to a third aspect of the
present disclosure provided an electrode for electrolysis,
which electrode comprises the electrocatalyst of the sec-
ond aspect. The copper substrate comprises a copper
coil, which is covered by the nanoporous structure com-
prising nickel and preferably the second metal, and op-
tionally also the third metal.
[0044] Generally, all terms used in the claims are to be
interpreted according to their ordinary meaning in the
technical field, unless explicitly defined otherwise herein.
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All references to "a/an/the element, apparatus, compo-
nent, means, step, etc." are to be interpreted openly as
referring to at least one instance of the element, appa-
ratus, component, means, step, etc., unless explicitly
stated otherwise. The steps of any method disclosed
herein do not have to be performed in the exact order
disclosed, unless explicitly stated.

DETAILED DESCRIPTION

[0045] The present disclosure relates to a method of
producing an electrocatalyst and to an electrocatalyst
suitable for both oxygen and hydrogen evolution reaction
in alkaline water electrolysis. The electrocatalyst may ad-
vantageously form part of an electrode for an electrolysis
process.
[0046] The method of producing an electrocatalyst
comprises a step a) of electrodeposition of an alloy com-
prising nickel and a second metal on a copper substrate.
[0047] Step a) of electrodeposition may for example
be an electrochemical deposition or a pulse electrodepo-
sition. If pulse electrodeposition is used, i.e. a pulsed
voltage is applied, a low pulsed voltage may be used
compared to the voltage applied during electrochemical
dissolution/dealloying. For example, in a three electrode
setup, a low pulsed voltage may be a voltage of -0.92 V
for 5 seconds and then -0.005 V for 1 second. These
pulses may for example be applied for around 15-30 min-
utes.
[0048] The chemical bath used in step a), i.e. in which
the copper substrate is submerged, may for example in-
clude an electroplating solution comprising a copper salt,
such as CuSO4, and a nickel salt, such as NiSO4. The
electroplating solution may preferably be aqueous.
[0049] In one example, a constant voltage may be ap-
plied to the copper substrate during step a) to perform
the electrodeposition of the alloy on the copper substrate.
The applied voltage may for example be in the range of
2-6 V between the copper substrate and a second elec-
trode in a two-electrode setup.
[0050] In one variation, the second metal is copper. In
this case, the alloy is a copper-nickel alloy.
[0051] In another variation, the second metal is iron.
In this case, the alloy is a nickel-iron alloy.
[0052] In yet another variation, the alloy also comprises
a third metal. In this case the second metal may for ex-
ample be copper and the third metal may be iron. Thus,
in this case, the alloy is a nickel-copper-iron alloy.
[0053] In one variation, the copper substrate provided
with the alloy obtained in step a) is subjected to a heat
treatment. This heat treatment is preferably performed
before step b) described below.
[0054] Heat treatment before step b) initiates a diffu-
sion mechanism in a nickel-copper alloy, a nickel-copper-
iron alloy or nickel-iron alloy on a copper substrate. Heat
treatment after step a) significantly reduces the formation
of any nano-cracks on the alloy coating in case high pulse
voltage electrochemical dealloying is used in step b). It

might also improve the stability and activity of the elec-
trocatalyst. A more homogeneous nanoporous surface
structure is obtained after step b) if the copper substrate
has been subjected to a heat treatment after step a). Heat
treatment increases the current density if the copper sub-
strate/electrocatalyst is used as an electrode.
[0055] In a step b) the copper substrate is subjected
to an electrochemical dissolution of deposited second
metal to obtain a nanoporous structure on the copper
substrate.
[0056] The electrochemical dissolution may involve
dealloying. The dealloying may for example be electro-
chemical dealloying or pulse electrochemical dealloying.
[0057] The chemical bath used in step b) may for ex-
ample include a dealloying solution comprising sulphate
ions, such as a potassium sulphate K2SO4 solution.
[0058] According to one example, in step b) a voltage
in the range of 1-12 V, such as 2-3 V, is applied between
the copper substrate provided with the deposited alloy
and a second electrode in a two-electrode setup.
[0059] In one variation, a constant voltage may be used
during step b) to perform the electrochemical dissolution
of the deposited second metal on the copper substrate.
Alternatively, a pulsed voltage may be used during step
b) to perform the electrochemical dissolution. In another
variation, constant voltage may be combined with a
pulsed voltage; for example during one portion of the
dealloying, constant voltage may be applied and during
another portion a pulsed voltage may be applied.
[0060] In the case when the alloy is a copper-nickel
alloy, at least a portion of the deposited copper is elec-
trochemically dissolved. Moreover, in this case, in a step
c) iron is deposited on the porous structure obtained in
step b). The deposition in step c) is preferably elec-
trodeposition.
[0061] One variation comprising step c) further com-
prises a step d) of passivating the deposited iron.
[0062] In case the alloy is a nickel-iron alloy, at least a
portion of the deposited iron is electrochemically dis-
solved. In this case, in an optional step c) copper may
be deposited on the porous structure obtained in step b).
The deposition in step c) is preferably electrodeposition.
[0063] In case the alloy is a nickel-copper-iron alloy,
at least a portion of the deposited iron and deposited
copper is electrochemically dissolved in step b).

Example 1

Chemicals and setup

[0064] The following describes the experimental pro-
cedure to obtain about 4 cm long high surface area cop-
per wires, with diameter about 1 mm. The copper wires
are in this example the copper substrates to be subjected
to steps a) and b). The copper wires had a 99.9% degree
of purity.
[0065] Chemicals: boric acid (H3BO3, 99.97%), sodi-
um sulphate (Na2SO4, 99.99%), copper sulphate pen-
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tahydrate (CuSO4.5H2O, analytical grade 99-100.5%),
nickel sulphate hexahydrate (NiSO4.6H2O, 98%).

Electrochemical treatments:

[0066] A three-electrode cell was connected to a po-
tentiostat, where a saturated calomel electrode (SCE) is
used as a reference electrode and a carbon electrode as
a counter electrode. A large volume of electroplating so-
lution containing a source of nickel and a second metal
(30 mL) was chosen to ensure complete coverage of the
electrodes.
[0067] It is to be noted that it is possible to scale down
the volume of both for electroplating solution and the
dealloying solution and still achieve the same results.
[0068] An electrodeposition of an alloy comprising
nickel and copper was performed. The deposition of nick-
el and copper on the copper wires was made from an
electroplating solution containing: 0.5 M H3BO3, 0.5 M
NiSO4 and 0.005 M CuSO4, resulting in a 1:100 ratio of
Cu:Ni. About 3-3.5 cm of the copper wires was immersed
in the solution. A constant voltage of-0.92 V (vs. SCE)
was applied for 15 minutes.
[0069] The copper wires provided with the nickel-cop-
per layer obtained during the electroplating were then
rinsed briefly with deionised water before proceeding to
the electrochemical dissolution step, which in the present
example is a dealloying step. The dealloying solution
consisted of 0.5 M H3BO3 and 0.5 M Na2SO4 for a total
volume of 30 mL. The copper wires provided with a cop-
per-nickel layer were immersed in the dealloying solution
and dealloyed by applying a constant voltage of 2.5 V
(vs SCE) for 15 minutes.

Example 2

[0070] Example 2 is similar to example 1 concerning
the chemicals and setup. The electrodeposition step is
also the same as in example 1. During the electrochem-
ical dissolution step, also here dealloying, a different volt-
age profile is however applied.
[0071] Instead of a constant voltage, a "low" pulsed
voltage or a "high" pulsed voltage was used. The param-
eters for "low" pulsed voltage were [ti=i s, V1=0.5 V;
t2=5s, V2=0.005 V] meaning that a voltage of 0.5 V is
applied for 1 second, before applying 0.005 V for 5 sec-
onds and repeating the process for a total time of 15
minutes. For a "high" pulse voltage the parameters are
[t1=1 s, V1=2.5 V; t2=5s, V2=0.005 V].
[0072] The invention has mainly been described above
with reference to a few embodiments. However, as is
readily appreciated by a person skilled in the art, other
embodiments than the ones disclosed above are equally
possible within the scope of the invention, as defined by
the appended patent claims.

Claims

1. Method of producing an electrocatalyst, comprising
the steps of:

a) electrodeposition of an alloy comprising nick-
el and a second metal on a copper substrate;
and
b) electrochemical dissolution of deposited sec-
ond metal to obtain a nanoporous structure on
the copper substrate.

2. The method of claim 1, wherein the second metal is
copper or iron.

3. The method of claim 2, wherein the second metal is
copper and the method further comprises the step of:
c) deposition of iron on the porous structure.

4. The method of claim 2, wherein the second metal is
iron and the method further comprises the step of:
c) deposition of copper on the porous structure.

5. The method of claim 1 or 2, wherein the alloy of step
a) further comprises a third metal, such as copper
or iron, which third metal is different from the second
metal.

6. The method of any of the preceding claims, wherein
the second metal is copper and an electroplating so-
lution comprising a copper salt, such as CuSO4, and
a nickel salt, such as NiSO4, is used in step a).

7. The method of claim 6, wherein the molar ratio of
copper to nickel in the electroplating solution is be-
tween 1:1 and 1:3, such as between 1:1.5 and 1:2.5,
such as between 1:1.8 and 1:2.2.

8. The method of any one of the preceding claims,
wherein a voltage of 2-6 V in a two electrodes setup
is applied in step a).

9. The method of any one of the preceding claims,
wherein a solution comprising sulphate ions, such
as a K2SO4 solution is used in step b).

10. The method of any one of the preceding claims,
wherein a voltage of 1-12 V, such as 2-3 V, is applied
in step b) in a two electrodes setup.

11. The method of any one of the preceding claims,
wherein a pulsed voltage is applied in step b).

12. The method of claim 3 or 4, wherein step c) is an
electrodeposition.

13. The method of claim 3, further comprising the step
of d) passivating the deposited iron.
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14. The method of any one of the preceding claims,
wherein the copper substrate comprises a copper
coil.

15. Electrocatalyst obtainable by the method as claimed
in claim 1.

Patentansprüche

1. Verfahren zur Herstellung eines Elektrokatalysators,
das folgende Schritte umfasst:

a) galvanische Abscheidung einer Legierung,
die Nickel und ein zweites Metall umfasst, auf
einem Kupfersubstrat; und
b) elektrochemische Auflösung des abgeschie-
denen zweiten Metalls, um auf dem Kupfersub-
strat eine nanoporöse Struktur zu erhalten.

2. Verfahren nach Anspruch 1, wobei das zweite Metall
Kupfer oder Eisen ist.

3. Verfahren nach Anspruch 2, wobei das zweite Metall
Kupfer ist und das Verfahren ferner folgenden Schritt
umfasst:
c) Abscheidung von Eisen auf der porösen Struktur.

4. Verfahren nach Anspruch 2, wobei das zweite Metall
Eisen ist und das Verfahren ferner folgenden Schritt
umfasst:
c) Abscheidung von Kupfer auf der porösen Struktur.

5. Verfahren nach Anspruch 1 oder 2, wobei die Legie-
rung von Schritt a) ferner ein drittes Metall, wie etwa
Kupfer oder Eisen, umfasst, wobei das dritte Metall
sich von dem zweiten Metall unterscheidet.

6. Verfahren nach einem der vorhergehenden Ansprü-
che, wobei das zweite Metall Kupfer ist und in Schritt
a) eine Galvanisierlösung, die ein Kupfersalz, wie
etwa CuSO4, und ein Nickelsalz, wie etwa NiSO4,
umfasst, benutzt wird.

7. Verfahren nach Anspruch 6, wobei das Molverhält-
nis von Kupfer zu Nickel in der Galvanisierlösung
zwischen 1:1 und 1:3, wie etwa zwischen 1:1,5 und
1:2,5, wie etwa zwischen 1:1,8 und 1:2,2, liegt.

8. Verfahren nach einem der vorhergehenden Ansprü-
che, wobei in Schritt a) eine Spannung von 2-6 V in
einem Zwei-Elektroden-Aufbau angelegt wird.

9. Verfahren nach einem der vorhergehenden Ansprü-
che, wobei in Schritt b) eine Lösung, die Sulfationen
umfasst, wie etwa eine K2SO4-Lösung, benutzt wird.

10. Verfahren nach einem der vorhergehenden Ansprü-

che, wobei in Schritt b) eine Spannung von 1-12 V,
wie etwa 2-3 V, in einem Zwei-Elektroden-Aufbau
angelegt wird.

11. Verfahren nach einem der vorhergehenden Ansprü-
che, wobei in Schritt b) eine gepulste Spannung an-
gelegt wird.

12. Verfahren nach Anspruch 3 oder 4, wobei Schritt c)
eine galvanische Abscheidung ist.

13. Verfahren nach Anspruch 3, das ferner den Schritt
d) Passivieren des abgeschiedenen Eisens umfasst.

14. Verfahren nach einem der vorhergehenden Ansprü-
che, wobei das Kupfersubstrat eine Kupferspule um-
fasst.

15. Elektrokatalysator, der mittels des Verfahrens nach
Anspruch 1 erhältlich ist.

Revendications

1. Procédé de production d’un électro-catalyseur, com-
prenant les étapes de :

a) électro-dépôt d’un alliage comprenant du nic-
kel et un deuxième métal sur un substrat de
cuivre ; et
b) dissolution électrochimique du deuxième mé-
tal déposé afin d’obtenir une structure nanopo-
reuse sur le substrat de cuivre.

2. Procédé selon la revendication 1, dans lequel le
deuxième métal est le cuivre ou le fer.

3. Procédé selon la revendication 2, dans lequel le
deuxième métal est le cuivre et le procédé comprend
en outre l’étape de :
c) dépôt de fer sur la structure poreuse.

4. Procédé selon la revendication 2, dans lequel le
deuxième métal est le fer et le procédé comprend
en outre l’étape de :
c) dépôt de cuivre sur la structure poreuse.

5. Procédé selon la revendication 1 ou la revendication
2, dans lequel l’alliage de l’étape a) comprend en
outre un troisième métal, tel que le cuivre ou le fer,
ledit troisième métal est différent du deuxième métal.

6. Procédé selon l’une quelconque des revendications
précédentes, dans lequel le deuxième métal est le
cuivre et une solution d’électro-placage comprenant
un sel de cuivre, tel que le CuSO4, et un sel de nickel,
tel que le NiSO4, est utilisée dans l’étape a).
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7. Procédé selon la revendication 6, dans lequel le rap-
port molaire du cuivre au nickel dans la solution
d’électro-placage est compris entre 1:1 et 1:3, tel
que compris entre 1:1,5 et 1:2,5, tel que compris
entre 1:1,8 et 1:2,2.

8. Procédé selon l’une quelconque des revendications
précédentes, dans lequel une tension comprise en-
tre 2 et 6 V dans une installation comprenant deux
électrodes est appliquée dans l’étape a).

9. Procédé selon l’une quelconque des revendications
précédentes, dans lequel une solution comprenant
des ions sulfate, telle qu’une solution de K2SO4 est
utilisée dans l’étape b).

10. Procédé selon l’une quelconque des revendications
précédentes, dans lequel une tension comprise en-
tre 1 et 12 V, telle que comprise entre 2 et 3 V, est
appliquée dans l’étape b) dans une installation com-
prenant deux électrodes.

11. Procédé selon l’une quelconque des revendications
précédentes, dans lequel une tension d’impulsion
est appliquée dans l’étape b).

12. Procédé selon la revendication 3 ou la revendication
4, dans lequel l’étape c) consiste en un électro-dé-
pôt.

13. Procédé selon la revendication 3, comprenant en
outre l’étape d) de passivation du fer déposé.

14. Procédé selon l’une quelconque des revendications
précédentes, dans lequel le substrat de cuivre com-
prend une bobine de cuivre.

15. Électro-catalyseur pouvant être obtenu par le procé-
dé tel que revendiqué dans la revendication 1.
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