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Description

Background of Invention

[0001] This invention relates generally to accessing
pressurized gas cylinders.
[0002] JP S62 136700 U and US 3 352 456 A are re-
lated to this technology, US 7 334 598 B1 is related to
the preamble of claim 1.

Summary of Invention

[0003] The invention is defined in claim 1. Claims 2 to
19 are related to preferred embodiments. One or more
embodiments in accordance with aspects of the disclo-
sure allow a user to withdraw or otherwise extract a bev-
erage, such as wine, from within a container that is sealed
by a cork, plug, elastomeric septum or other closure with-
out removing the closure. In some cases, removal of liq-
uid from such a container may be performed one or more
times, yet the closure may remain in place during and
after each beverage extraction to maintain a seal for the
container. Thus, the beverage may be dispensed from
the bottle multiple times and stored for extended periods
between each extraction with little or no effect on bever-
age quality. In some embodiments, little or no gas, such
as air, which is reactive with the beverage may be intro-
duced into the container either during or after extraction
of beverage from within the container. Thus, in some em-
bodiments, a user may withdraw wine from a wine bottle
without removal of, or damage to, the cork, and without
allowing air or other potentially damaging gasses or liq-
uids entry into the bottle. However, not all embodiments
require the ability to remove an extraction device from a
cork or other closure such that the closure reseals the
bottle.
[0004] Other aspects of the disclosure are described
below and relate to methods and apparatus for piercing
a gas cylinder, and regulating a pressure of gas provided
from a gas cylinder.
[0005] For example, in one aspect of the disclosure, a
piercing lance for piercing pressurized gas cylinders in-
cludes a body having a front piercing end, a rear end
opposite the front piercing end, and a fluid passageway
extending between the front piercing end and the rear
end. The front piercing end may include a tapered portion
having an opening at a distal end of the tapered portion
and a longitudinal axis. The tapered portion may have a
first surface partially defining the opening at the distal
end that is arranged in a plane perpendicular to the lon-
gitudinal axis and a second surface partially defining the
opening at the distal end that is arranged in a plane trans-
verse and not perpendicular to the longitudinal axis. Such
an arrangement in which the leading face of the piercing
lance includes two surfaces at an angle to each other,
e.g., of 20-35 degrees, may help in reliably piercing gas
cylinders, including cylinders that have a metal closure.
A first surface may cut an opening in the closure, while

the second surface may aid in bending the cut portion of
the closure away from the opening. As a result, the cut
portion of the closure may remain attached to the cylinder
and be prevented from covering the opening of the lance.
In some embodiments, the second surface may be ar-
ranged in a plane that is at an angle of 55-70 degrees to
the longitudinal axis. A line extending along an area
where the first and second surfaces meet may pass
through the opening, e.g., as a chord that may or may
not pass through a center of the opening. The tapered
portion may have an outer surface arranged at an angle
of 10-30 degrees to the longitudinal axis, and may include
a vent channel that extends from the first or second sur-
face to a proximal end of the tapered portion. Such a vent
channel may help vent a cartridge that is prematurely
removed from the lance and/or help keep a cut portion
of a cylinder closure attached to the cylinder. A gasket-
contacting portion of the body may be located proximal
of the tapered portion and be arranged to contact a gasket
positioned between the lance and a gas cylinder and cre-
ate a gas-tight seal between the gasket and the lance.
In one embodiment, the gasket-contacting portion may
include an annular surface arranged in a plane perpen-
dicular to the longitudinal axis and/or a cylindrical surface
that extends around the longitudinal axis. The rear end
of the body may include a gasket arranged to form a seal
with a bore in which the rear end of the body is positioned,
e.g., a bore of a pressure regulator that receives the
lance.
[0006] In the invention, a fluid pressure regulator in-
cludes a first stage valve arranged to open and close a
fluid flow path to control flow of fluid through the valve.
The first stage valve may include a first valve body de-
fining a valve chamber having an outlet opening and an
inlet opening, a first valve gasket arranged in the valve
chamber at the outlet opening, a first valve ball movable
in the valve chamber to contact the first valve gasket and
close the outlet opening, and a gasket retainer in the
valve chamber and stationary relative to the first valve
body arranged to hold the first valve gasket at the outlet
opening. A first stage piston may be arranged for move-
ment to move the first valve ball relative to the outlet
opening and thereby open and close the first stage valve,
and a regulator body may define a piston chamber in
which the first stage piston is movable and may house
the valve chamber. In one embodiment, the gasket re-
tainer may include a cylindrical shell portion and an in-
wardly extending flange at a gasket end of the retainer
arranged to contact the first valve gasket. The flange may
have an annular shape and taper inwardly from the cy-
lindrical shell portion. The first valve gasket may be ar-
ranged to deform with contact with the first valve ball,
and the gasket retainer may be arranged in the valve
chamber to restrict movement of the gasket due to de-
formation of the gasket. For example, the gasket retainer
may be arranged to restrict movement of the gasket so
that the gasket prevents contact of the first valve ball with
the first valve body near the outlet opening. This arrange-
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ment may help prevent contact of a metal valve ball with
a metal valve body, thereby reducing wear.
[0007] In another aspect of the disclosure, the valve
piston includes a depressor to contact and move the
valve ball to open/close the valve, and the depressor may
have a rigid, convex contact surface arranged to contact
the first valve ball. This arrangement may help prevent
the valve ball from following a same track during opening
and closing movement, thus more evenly wearing the
valve ball, gasket and/or depressor and/or allowing the
valve to open and close to regulate pressure with reduced
chattering or hammering of the valve ball.
[0008] In another aspect of the invention, a fluid pres-
sure regulator includes a first stage valve arranged to
open and close a fluid flow path to control flow of fluid
through the valve. The first stage valve may include a
first valve body defining a valve chamber having an outlet
opening and an inlet opening, a first valve gasket ar-
ranged in the valve chamber at the outlet opening, and
a first valve ball movable in the valve chamber to contact
the first valve gasket and close the outlet opening. A first
stage piston may be arranged for movement to move the
first valve ball relative to the outlet opening and thereby
open and close the first stage valve. A molded plastic
regulator body may define a piston chamber in which the
first stage piston is movable and house the valve cham-
ber, and the first valve body may be a metal component
positioned in a cavity of the molded plastic regulator body.
For example, the valve body may include a metal cylinder
that is co-molded with the regulator body. This arrange-
ment may allow the regulator to suitably withstand rela-
tively high pressures, e.g., 6895, 13789, 20684 kPa
(1000, 2000, 3000 psi) or more, while employing a plastic
regulator body. That is, only that portion of the regulator
that is exposed to high pressure, e.g., the valve chamber,
need be made of metal or other suitable material to with-
stand the high pressure while other portions of the reg-
ulator are made to withstand lower pressures, e.g.,
207-689 kPa (30-100 psi).
[0009] Various exemplary embodiments of the device
are further depicted and described below.

Brief Description of the Drawings

[0010] The invention is described with reference to the
figure 9 embodiment, and to the figures, which include:

FIG. 1 shows a sectional side view of a beverage
extraction device in preparation for introducing a
needle through a closure of a beverage container;
FIG. 2 shows the FIG. 1 embodiment with the needle
passed through the closure;
FIG. 3 shows the FIG. 1 embodiment while introduc-
ing gas into the container;
FIG. 4 shows the FIG. 1 embodiment while dispens-
ing beverage from the container;
FIG. 5 shows a side view of a beverage extraction
device having a clamp arrangement for supporting

the device in an upright orientation in an illustrative
embodiment;
FIG. 6 shows a front perspective view of the FIG. 5
embodiment;
FIG. 7 shows a front view of the FIG. 5 embodiment;
and
FIG. 8 shows a cross-sectional view of a gas pres-
sure regulator in an illustrative embodiment;
FIG. 9 shows a cross-sectional view of another gas
pressure regulator in an embodiment having a lance
portion received into a valve body;
FIG. 10 shows an exploded view of the FIG. 9 em-
bodiment;
FIG. 11 shows a close up view of a valve arrange-
ment in the FIG. 9 embodiment with a gasket in an
undeformed state;
FIG. 12 shows a close up view of a valve arrange-
ment in the FIG. 9 embodiment with a gasket in a
deformed state;
FIG. 13 shows an exploded, cross sectional view of
a lance employed in the FIG. 9 embodiment;
FIG. 14 shows a perspective view of the FIG. 13
lance;
FIG. 15 shows the lance of FIG. 13 in an initial stage
of piercing a gas cylinder closure; and
FIG. 16 shows the lance of FIG. 13 in a later stage
of piercing the gas cylinder closure.

Detailed Description

[0011] Aspects of the disclosure are described below
with reference to illustrative embodiments, but it should
be understood that aspects of the disclosure are not to
be construed narrowly in view of the specific embodi-
ments described. Thus, aspects of the disclosure are not
limited to the embodiments described herein. It should
also be understood that various aspects of the disclosure
may be used alone and/or in any suitable combination
with each other, and thus various embodiments should
not be interpreted as requiring any particular combination
or combinations of features. Instead, one or more fea-
tures of the embodiments described may be combined
with any other suitable features of other embodiments.
[0012] FIGs. 1-4 show schematic views of one embod-
iment of a beverage extraction device 1 that may incor-
porate one or more aspects of the disclosure. This illus-
trative system 1 includes a body 3 with an attached pres-
surized source of gas 100 (such as a compressed gas
cylinder) that provides gas under pressure (e.g., 17926
kPa (2600 psi) or less as dispensed from the cylinder) to
a regulator 600. In this arrangement, the cylinder 100 is
secured to the body 3 and regulator 600 by a threaded
connection, although other configurations are possible,
such as those described below and/or in US Patents
4,867,209; US 5,020,395; and US 5,163,909 which con-
tain teachings regarding mechanisms for engaging a gas
cylinder with a cylinder receiver. The regulator 600 is
shown schematically and without detail in FIGs. 1-4, but
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specific embodiments are described below and/or could
include any of a variety of commercially available or other
single or multi-stage pressure regulators capable of reg-
ulating gas pressures to a pre-set or variable outlet pres-
sure. The main function of the regulator 600 is to provide
gas at a pressure and flow rate suitable for delivery to
the container 700 (such as a wine bottle), e.g., so that a
pressure established inside the container 700 does not
exceed a desired level, such as a level that ensures the
closure 730 will not be expelled.
[0013] In this embodiment, the body 3 also includes a
valve 300 operable to control the flow of gas from the
regulator 600. The valve 300 may be a 3-way toggle valve
that includes a single operation button and functions to
selectively introduce pressurized gas into the container
700 and extract beverage 710 (such as wine) from the
container 700 via a needle 200. Details regarding the
operation of such a valve 300 are provided in US Patent
8,225,959,. However, other valve arrangements for con-
trolling pressurized gas and beverage flow are possible,
including those described below and which incorporate
aspects of the disclosure.
[0014] To introduce gas into the container 700 and ex-
tract beverage, a needle 200 attached to the body 3 is
inserted through a cork or other closure 730 that seals
an opening of the container 700. This illustrative system
1 uses a pencil-tip non-coring needle 200 with a needle
opening 220 along a sidewall of the needle near the nee-
dle tip. While the needle 200 may be inserted into the
cork or other closure 730 in different ways, in this em-
bodiment, the system 1 includes a base 2 with a pair of
channels 21 that receive and guide movement of respec-
tive rails 31 of the body 3. Thus, movement of the body
3 and attached needle 200 relative to the container clo-
sure 730 may be guided by the base 2, e.g., the body 3
may slide relative to the base 2 to move the needle 200
into/out of the closure 730. In addition, movement of the
needle 200 may be guided by a needle guide 202 that is
attached to the base 2 and positioned over the closure
730. Other arrangements for guiding movement of the
body 3 relative to the base 2 are possible, such as pro-
viding one or more rails on the base 2 which engage with
a channel or other receiver of the body 3, providing an
elongated slot, channel or groove on the body or base
which engages with a corresponding feature (e.g., a tab)
on the other of the body or base and allows for sliding
movement, a linkage that connects the body and base
together and allows for movement of the body to insert
the needle into the closure, and others. In yet other em-
bodiments, the body 3 need not be movable relative to
the base 2, but may be fixed to each other. In this case,
needle insertion may be performed by moving the body
and base together relative to the container.
[0015] In some embodiments, the base 2 may be fixed
or otherwise held in place relative to the container 700,
e.g., by a clamp, sleeve, strap or other device that en-
gages with the container 700. Clamp arrangements may
be used to temporarily or releasably secure the device 1

to a wine bottle neck or other container 700. By restrain-
ing movement of the base 2 relative to the container 700,
such an arrangement may help guide motion of a needle
200 relative to the container 700 when penetrating a clo-
sure 730, or when being withdrawn from the closure 730.
Alternately, the container 700 may be manipulated by
grasping and manipulating the device 1 since the clamp
engaging the device 1 to the container 700 may securely
hold the device 1 and container 700 together.
[0016] To insert the needle 200 through the closure
730, a user may push downwardly on the body 3 while
maintaining the base 2 and the container 700 at least
somewhat stationary relative to each other. The needle
200 will pass through the closure 730, guided in its mo-
tion, at least in part, by the guided motion of the body 3
relative to the base 2 (e.g., by the rails 31 and channels
21). With the needle 200 suitably inserted as shown in
FIG. 2, a needle opening 220 at the needle tip may be
positioned below the closure 730 and within the enclosed
space of the container 700. The container 700 may then
be tilted, e.g., so that the beverage 710 flows to near the
closure 730 and any air or other gas 720 in the container
700 flows away from the closure. Pressurized gas 120
may then be introduced into the container 700 by actu-
ating the valve 300 and causing gas from the cylinder
100 to flow through the valve 300 and needle 200 to exit
at the needle opening 220, as shown in FIG. 3. Thereaf-
ter, the valve 300 may be operated to stop the flow of
pressurized gas and allow beverage 710 to flow into the
needle opening 220 and through the needle 200 to be
dispensed from the valve 300, as shown in FIG. 4.
[0017] FIGs. 5-7 show another illustrative embodiment
of a beverage extraction device 1 that may incorporate
aspects of the disclosure. This embodiment is similar in
operation to that of FIGs. 1-4, but has a few different
features including a valve for controlling gas and bever-
age flow. In this embodiment, the body 3 includes a han-
dle 33, that may be gripped by a user for moving the body
3 relative to the base 2 in upward and downward motions
to insert a needle 200 through a cork or other closure of
a container 700. Also, a lever 32 is provided for operating
the valve 8, e.g., to dispense beverage from an outlet
301 and/or deliver gas to the container 700 via the needle
200. To allow movement of the body 3 relative to the
base 2, the body 3 includes a rail 31 that has T-shaped
cross section, and is arranged to move within a T-shaped
receiving slot or channel 21 of the base 2. As discussed
above, however, other arrangements are possible for en-
gaging the body 3 and base 2 while allowing for move-
ment of the needle 200. Also, a gas cylinder cover 101
threadedly engages with the body 3 at the regulator 600
to engage and hold the cylinder 100 in place relative to
the body 3. (A gas cylinder cover 101 in this embodiment
is a kind of cap that covers the gas cylinder 100 and
threadedly engages with another part of the body 3 to
hold the gas cylinder 100 in place.) This arrangement of
a gas cylinder cover 101 allows for the use of gas cylin-
ders 100 that do not threadedly engage with the regulator
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600, but rather are held in engagement with the regulator
600 by the cover 101.
[0018] Also included in this embodiment is a clamp 4
having a pair of clamp arms 41 that are arranged to sup-
port the device 1 in an upright orientation on a flat, hori-
zontal surface 102, such as a table or counter top. In this
embodiment, a lowermost portion of the clamp arms 41
contacts the surface 102 along with a lowermost portion
of the body 3, which in this example is a lower end of gas
cylinder cover 101. Thus, the clamp arms 41 and cover
101 may provide three points of contact with the surface
102, although additional points of contact may be provid-
ed. Also, the cover 101 need not contact the surface 102,
and instead other portions of the body 3 or the base 2
may contact the surface 102 to support the device 1 in
an upright orientation. In another arrangement, the clamp
arms 41 alone may contact the surface 102 and support
the device 1. For example, the clamp arms 41 may in-
clude "feet" or other structure that contacts the surface
102 to suitably support the device 1 without assistance
from other parts of the device 1.
[0019] It has been found that needles having a smooth
walled exterior, pencil point or Huber point needle of 16
gauge or higher are effective to penetrate through a wine
bottle cork or other closure, while sealing effectively with
the cork to prevent the ingress or egress of gases or fluids
during beverage extraction. Moreover, such needles al-
low the cork to reseal after withdrawal of the needle, al-
lowing the container and any remaining beverage to be
stored for months or years without abnormal alteration
of the beverage flavor. Further, such needles may be
used to penetrate a foil cover or other wrapping common-
ly found on wine bottles and other containers. Thus, the
needle may penetrate the foil cover or other element as
well as the closure, eliminating any need to remove the
foil or other wrapping prior to beverage extraction. Other
needle profiles and gauges are also usable with the sys-
tem.
[0020] A needle used in a beverage extraction device
may be a smooth exterior walled, cylindrical needle with
a non-coring tip that can be passed through a cork without
removing material from the cork. One non-coring tip is a
pencil-tip that dilates a passageway through the cork,
although deflected-tip and stylet needles have also been
found to work properly and could be used in alternative
embodiments. The pencil-tip needle preferably has at
least one lumen extending along its length from at least
one inlet on the end opposite the pencil-tip and at least
one outlet proximal to the pencil-tip. As shown above, a
needle outlet may be positioned in the side-wall of the
needle at the distal end of the needle, although proximal
of the extreme needle tip.
[0021] With the correct needle gauge, it has been
found that a passageway (if any) that remains following
removal of the needle from a cork self-seals against
egress or ingress of fluids and/or gasses under normal
storage conditions. Thus, a needle may be inserted
through a closure to extract beverage, and then be re-

moved, allowing the closure to reseal such that beverage
and gas passage through the closure is prevented. While
multiple needle gauges can work, preferred needle gaug-
es range from 16 to 22 gauge, with an optimal needle
gauge in some embodiments being between 17 and 20
gauge. These needles gauges may offer optimal fluid
flow with minimal pressures inside the container while
doing an acceptably low level of damage to the cork even
after repeated insertions and extractions.
[0022] Multiple needle lengths can be adapted to work
properly in various embodiments, but it has been found
that a minimum needle length of about 3.81 cm (1.5 inch-
es) is generally required to pass through standard wine
bottle corks. Needles as long as 22.9 cm (9 inches) could
be employed, but the optimal range of length for some
embodiments has been found to be between 5.08 and
6.6 cm (2 and 2.6 inches). The needle may be fluidly
connected to the valve directly through any standard fit-
ting (e.g. NPT, RPT, Leur, quick-connect or standard
thread), via a custom fitting or thread arrangement, or
alternatively may be connected to the valve through an
intervening element such as a flexible or rigid tube. When
two or more needles are used, the needle lengths may
be the same or different and vary from 0.63 cm to 25.4
cm (0.25 inches to 10 inches). Creating distance between
the inlet/outlets of the needles can prevent the formation
of bubbles.
[0023] In some embodiments, a suitable gas pressure
is introduced into a container to extract beverage from
the container. For example, with some wine bottles, it
has been found that a maximum pressure of between
around 276 and 345 kPa (40 and 50 psi) may be intro-
duced into the bottle without risking leakage at, or ejection
of, the cork, although pressures of between around 103
and 207 kPa (15 and 30 psi) have been found to work
well. These pressures are well tolerated by even the
weakest of cork-to-bottle seals at the bottle opening with-
out causing cork dislodging or passage of liquid or gas
by the cork, and provide for relatively fast beverage ex-
traction. The lower pressure limit in the container during
wine extraction for some embodiments has been found
to be between about 0 and 138 kPa (20 psi). That is, a
pressure between about 0 and 138 kPa (20 psi) has been
found needed in a bottle to provide a suitably fast extrac-
tion of beverage from the bottle. In one example using a
single 17 to 20 gauge needle, a pressure of 207 kPa (30
psi) was used to establish an initial pressure in a wine
bottle, and rapid wine extraction was experienced even
as the internal pressure dropped to about 103-138 kPa
(15-20 psi).
[0024] The source of pressurized gas can be any of a
variety of regulated or unregulated pressurized gas con-
tainers filled with any of a variety of non-reactive gasses.
In a preferred embodiment, the gas cylinder contains gas
at an initial pressure of about 13789-20684 kPa
(2000-3000 psi). This pressure has been found to allow
the use of a single relatively small compressed gas cyl-
inder (e.g., about 7.62 cm (3 inches) in length and 1.9
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cm (0.75 inches) in diameter) for the complete extraction
of the contents of several bottles of wine. Multiple gasses
have been tested successfully over extended storage pe-
riods, and preferably the gas used is non-reactive with
the beverage within the container, such as wine, and can
serve to protect the beverage oxidation or other damage.
Suitable gases include nitrogen, carbon dioxide, argon,
helium, neon and others. Mixtures of gas are also pos-
sible. For example, a mixture of argon and another lighter
gas could blanket wine or other beverage in argon while
the lighter gas could occupy volume within the bottle and
perhaps reduce the overall cost of the gas.
[0025] The embodiment above, a single needle with a
single lumen is used to introduce gas into the container
and extract beverage from the container. However, in
other embodiments two or more needles may be used,
e.g., one needle for gas delivery and one needle for bev-
erage extraction. In such an embodiment, the valve may
operate to simultaneously open a flow of gas to the con-
tainer and open a flow of beverage from the container.
The needles may have the same or different diameters
or the same or different length varying from 0.63 cm to
25.4 cm (0.25 to 10 inches). For example, one needle
delivering gas could be longer than another that extracts
wine from the bottle. Alternately, a two lumen needle may
be employed where gas travels in one lumen and bev-
erage travels in the other. Each lumen could have a sep-
arate entrance and exit, and the exits could be spaced
from each other within the bottle to prevent circulation of
gas.
[0026] As noted above, some aspects of the disclosure
relate to features of a pressure regulator, e.g., for use in
a beverage extraction device, and/or features of a lance
for piercing a gas cylinder. FIG. 8 illustrates a cross sec-
tional view of an exemplary embodiment of a pressure
regulator 600 that incorporates one or more aspects of
the disclosure and may be used with the beverage ex-
traction devices described above. Although embodi-
ments described herein are used with a pressurized car-
tridge (not shown) containing CO2 gas, other pressurized
gases or fluids may be harnessed out of compressed gas
cartridges such as nitrogen or oxygen. The pressure reg-
ulator includes a first stage 10 that operates to reduce
the pressure from a cylinder 100 (which may be approx-
imately 17926-20684 kPa (2600-3000 psi) or more, or
less) which is received at a receiver opening 24 and
pierced by a lance 25 to cause the release of gas from
the cylinder. The first stage 10 may reduce the pressure
of gas received from the cylinder 100 to a first level, e.g.,
in a range of 207-414 kPa (30-60 psi), while an optional
second stage (not shown) may reduce the pressure of
gas received from the first stage 10 to a yet lower level,
e.g., in a range of 103-207 kPa 1(5-30 psi). (A second
stage may be arranged in the same basic way as the first
stage 10 and have its valve chamber inlet opening fluidly
connected to the gas outlet 62 of the first stage 10.) The
lance 25 may be is press-fit into (or otherwise engaged
with) an opening of the first stage regulator body 4, and

may employ hollow and/or solid piercing lance designs.
A seal between the lance 25 and the cylinder 100 may
be formed using a gasket (such as an o-ring 41) that is
positioned between the lance 25 and the cylinder (not
shown) when the lance 25 is used to pierce the cylinder.
To engage the cylinder at the receiver opening 24, the
cylinder may be held in a cup (e.g., such as the cover
101 in FIG. 5) that engages with a thread 42 at the bottom
of the regulator body 4 around the receiver opening 24
so that threading the cup onto the regulator body 4 push-
es the neck of the cylinder into the receiver opening 24,
causing the lance 25 to pierce the cylinder and a seal to
be formed, e.g., by the o-ring 41, to prevent leakage of
gas. US Patent 7,334,598 describes a cup arrangement
used to engage a cylinder at a receiver opening 24.
[0027] With a cylinder received at the receiver opening
24 and pierced by the lance 25, a valve chamber 5 of the
first stage regulator 10 receives relatively high pressure
gas from the cylinder via a passageway through the lance
25. Flow of gas from the valve chamber 5 (through an
outlet opening 13) is controlled by a valve assembly 20
that includes a spring 30 which urges a valve ball 16
upwardly into contact with a valve gasket 11, e.g., a re-
silient o-ring. Suitable contact of the valve ball 16 with
the gasket 11 prevents the flow of gas from the valve
chamber 5 through the outlet opening 13 while movement
of the valve ball 16 away from the outlet opening 13 allows
for flow from the valve chamber 5. Thus, movement of
the ball 16 relative to (i.e., toward and away from) the
gasket 11 and the outlet opening 13 can control the flow
of gas from the valve chamber 5.
[0028] Movement of the valve ball 16 is controlled by
a depressor 12, which is attached to a piston 14 arranged
for movement in a piston bore 26 of the regulator body
4. A piston spring 17 urges the piston 14 to move down-
wardly in the bore 26 (and thus moves the depressor 12
and ball 16 downwardly), while gas pressure at an inner,
bottom surface of the piston 14 (provided by gas emitted
from the valve chamber 5 through the outlet opening 13)
urges the piston 14 to move upwardly and thus moves
the depressor 12 upwardly, allowing the spring 30 to
move the ball 16 upwardly. A piston seal 15 is arranged
to engage with a stepped surface of the piston 14 and
with a tapered, stepped or other sealing surface of the
piston bore 26 to control the flow of gas from an inner
side of the piston 14 to outside the piston (e.g., to a space
where the piston spring 17 is located). Gas in the area
outside of the piston 14 is vented from the body 4 by a
vent, e.g., a hole, groove or other feature 27 in the reg-
ulator body 4.
[0029] Thus, when the piston 14 is moved downwardly
by the piston spring 17, flow from inside of the piston 14
is stopped by the piston seal 15 although flow from the
valve chamber 5 is permitted, and when the piston 14 is
moved upwardly, flow from inside the piston 14 past the
piston seal 15 is permitted but flow from the valve cham-
ber 5 is stopped. As will be understood by those of skill
in the art, movement of the piston 14, and the correspond-
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ing movement of the depressor 12 and valve ball 16 as
influenced by the piston spring 17 and the spring 30, re-
spectively, will provide a pressure-regulated flow of gas
from the valve chamber 5. Generally speaking, a com-
pressive force on the piston spring 17 (and/or a spring
constant of the spring 17) will define the pressure of gas
released by the valve assembly 20. The spring 17 is re-
tained in the piston bore 26 by a cap 58 which threadedly
engages with the body 4 and may be adjusted in position
to adjust a preload or compression force on the spring
17 to adjust a pressure of gas emitted by the first stage
10. The regulator body 4 and/or the cap 58 may include
a hole or other opening to allow any gas pressure on the
outer side of the piston 14 to vent.
[0030] Pressure-regulated gas flow is output from the
first stage 10 via an exit conduit 62 which taps off of the
top of the piston 14. The exit conduit 62 could be con-
nected to a hose, a threaded fitting or other component
which delivers the pressure-regulated gas for use, such
as to a valve 300 in the device of FIGs. 1-7, for inflating
a tire, driving liquid from a beverage container, or other
pneumatic or hydraulic device that uses a regulated, sub-
stantially constant working pressure gas. Alternately, a
pressure-regulated supply of gas may be provided by the
exit conduit 62 to a second stage pressure regulator, e.g.,
that is arranged like the first stage regulator 10 and has
its valve chamber 5 fluidly connected to the exit conduit
62.
[0031] In accordance with one aspect of the disclosure,
a valve body that defines a valve chamber in a pressure
regulator may be a metal component that is positioned
in a cavity of a molded plastic regulator body. For exam-
ple, in one embodiment, the valve body may be co-mold-
ed with the regulator body. Such an arrangement may
allow the regulator body to be made of relatively light and
less robust material, such as a plastic material, while still
enabling the regulator to handle relatively high pressures,
such as 6895, 13789, 20684 kPa (1000, 2000, 3000 psi)
or more. That is, since only the valve chamber of the
regulator may be exposed to relatively high pressures
received from a gas cylinder or other source, only the
valve body that defines the valve chamber need be made
to withstand relatively high pressures. Components
downstream of the valve body are not exposed to such
high pressures, e.g., because the regulator may control
opening/closing of the regulator valve so that pressures
downstream of the valve may be maintained below a de-
sired threshold, e.g., below 345, 414, 689 kPa (50, 60,
100 psi) or less. As a result, components downstream of
the valve chamber may be required to withstand much
lower pressures, e.g., below 689 kPa (100 psi).
[0032] FIG. 8 shows an embodiment in which the valve
assembly 20 includes a valve body 50 that defines the
first valve chamber 5. The valve body 50 is formed as a
generally cylindrical element with a radially inwardly ex-
tending annular end wall that defines the outlet opening
13, and a radially outwardly extending flange at the inlet
opening 51 of the valve chamber 5. The annular end wall

may provide a seal engaging surface to engage with the
gasket 11 and form a seal to help resist leakage of gas
from the valve chamber 5 when the valve ball 16 is en-
gaged with the gasket 11. In this embodiment, the inner
surface of the annular end wall of the valve body 50 has
a curved shape that at least partially approximates a
shape of the gasket 11, e.g., a partial toroidal shell shape
arranged to work with an o-ring gasket 11, but may have
any suitable shape. Also, the size of the outlet opening
13 may be arranged in relation to the size of the depressor
12 to help resist movement of the gasket 11 through the
outlet opening 13. For example, the depressor 12 may
have a size and shape that is similar to the outlet opening
13, thus helping prevent movement of the gasket 11
through the opening 13. The valve body 50 in this em-
bodiment includes a flange at the inlet opening 51 end
to help maintain a position of the body 50 in a cavity of
the regulator body 4, but such a flange or other feature
is not required. The thickness of the valve body 50 may
be any suitable value, and may be arranged to withstand
the expected pressures, such as 13789 kPa (2000 psi)
or more.
[0033] In accordance with the invention, a gasket re-
tainer is provided in the valve chamber to help hold the
valve gasket at the outlet opening. In one arrangement,
the gasket retainer may be formed as part of the valve
body, or may be provided by a separate element posi-
tioned in the valve chamber. FIGs. 9 and 10 show an
illustrative embodiment of a pressure regulator 600 that
is arranged similar to that in FIG. 8, but in this embodiment
a gasket retainer 52 is provided in the valve chamber 5.
While the gasket retainer 52 is arranged as a separate
element from the valve body 50, the gasket retainer 52
could be formed as part of the valve body 50, e.g., as an
inwardly extending flange, wall, protrusion or other ele-
ment attached to the inner wall of the body 50. In this
embodiment, the gasket retainer 52 includes a cylindrical
shell portion and an inwardly extending flange at a gasket
end of the retainer 52 arranged to contact and hold the
valve gasket 11 near the outlet opening 13. The gasket
retainer 52 is maintained relatively stationary in position
in the valve chamber relative to the first valve body 50,
but in some embodiments may be permitted to move to
some extent. While the gasket retainer 52 could be held
in place in different ways, in this embodiment the gasket
retainer 52 contacts a portion of the lance 25 which is
received into the inlet opening 51 of the valve body 50.
That is, an end of the gasket retainer 52 near the inlet
opening 51 contacts a portion of the lance 25 in the valve
body 50 so that the flange of the gasket retainer 52 is
held in place relative to the outlet opening 13. Of course,
other arrangements are possible, such as welding, ad-
hering or otherwise fixing the gasket retainer 52 in place
relative to the valve body 50.
[0034] Assembly of the gasket retainer 52 in the valve
body 50 is shown in FIG. 10. As noted above, the valve
body 50 may be molded into the regulator body 4 or oth-
erwise positioned in a cavity of the regulator body 4 so
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that the inlet opening 51 of the valve body 50 is exposed
at the receiver opening 24. The gasket 11 may be insert-
ed into the valve chamber 5 through the inlet opening 51,
followed by the gasket retainer 52, the valve ball 16, the
valve spring 30 and the lance 25. As can be seen in FIG.
10, the lance has a rear end that is sized and configured
to fit into the inlet opening 51 of the valve body 50 and
form a gas-tight seal with the valve body 50. In this em-
bodiment, the lance 25 includes an o-ring gasket re-
ceived in a groove of the rear end of the lance 25 to form
a seal with the valve body 50, although other arrange-
ments are possible, such as a sealant, welding, adhesive,
a threaded connection, a compression fitting, etc. As can
also be seen in FIG. 10, the gasket retainer 52 in this
embodiment includes two or more legs that extend to-
ward and contact the lance 25 to position the gasket re-
tainer 52 in the valve chamber 5. Such legs are optional,
however, and need not be provided.
[0035] FIGs. 11 and 12 illustrate how the gasket re-
tainer 52 functions in some embodiments to restrict
movement of the gasket 11 as the gasket is deformed
with contact of the valve ball 16. In this embodiment, the
gasket retainer 52 has a flange at the outlet opening end
with an annular shape that tapers inwardly from the cy-
lindrical shell portion. Other arrangements are possible
for the gasket-contacting portion of the gasket retainer
52, such as multiple inwardly extending fingers, a flange
that is perpendicular to the valve body 50 inner wall, or
other arrangements. FIG. 11 shows the valve ball 16 in
a closed position in which the outlet opening 13 is sealed
closed by contact of the valve ball 16 with the gasket 11
and by contact of the gasket 11 with the valve body 50
at the outlet opening 13. However, FIG. 11 illustrates
generally how the gasket 11 would move if unrestrained
by the valve body 50 and the gasket retainer 52. FIG. 12,
in contrast, shows the valve ball 16 in the closed position
but with the gasket 11 in its deformed state and restrained
by the valve body 50 and the gasket retainer 52. As can
be seen, the gasket 11 is resilient and generally conforms
to the shape of the valve body 50 and the retainer 52
when pressed by the valve ball 16. Though not shown,
in the absence of the retainer 52, the gasket 11 would
tend to deform in a direction away from the outlet opening
13 and into a space between the valve ball 16 and the
valve body 50. However, the gasket retainer 52 prevents
this movement, and as a result, the contact force between
the gasket 11 and the valve ball 16 is effectively in-
creased. In some embodiments, the valve gasket 11 and
the gasket retainer 52 are arranged to prevent contact
of the valve ball 16 with the valve body 50 near the outlet
opening 13. For example, the valve body 50 in this em-
bodiment curves inwardly at the outlet opening 13 so that
the valve body extends somewhat inwardly into the valve
chamber 5 at the outlet opening 13 to a valve seat 19.
While in some cases the valve ball 16 may be permitted
to contact the valve body 50 at the valve seat 19, in this
embodiment, the gasket 11 and the gasket retainer 52
are arranged so that the valve ball 16 cannot contact the

valve body 50 at the valve seat 19. Instead, the gasket
11 prevents the valve ball 16 from moving into contact
with the valve body 50, e.g., because deformation of the
gasket 11 is limited by the gasket retainer 52 and the
valve body 50 such that the gasket 11 effectively be-
comes a rigid body before the valve ball 16 contacts the
valve seat 19. By preventing contact of the valve ball 16
with the valve body 50 at the valve seat 19, damage to
the ball 16 and/or body 50 can be resisted, e.g., due to
contact of the two relatively hard metal elements, which
may be made of stainless steel or other suitable material,
with each other. Moreover, noise associated with the con-
tact as the valve closes may be reduced or eliminated.
[0036] In some embodiments, a gap between the gas-
ket retainer 52 and the valve ball 16 and/or a gap between
the valve seat 19 and the valve ball 16 with the ball 16
at the closed position in FIG. 12 may be suitably sized
(i.e., suitably small) to help prevent the gasket 11 from
deforming (e.g., extruding) into the respective gap. This
can help prevent damage to the gasket 11 and/or seal
failure. In some embodiments, the gap width may be 0.5
to 2 millimeters or less. While in this embodiment the
gasket 11 is an o-ring having a durometer of Shore A 90,
other arrangements for the gasket are possible, and high-
er durometer gaskets may allow for a larger gap between
the valve ball 16 and the valve seat 19 or gasket retainer
52.
[0037] Another aspect of the disclosure illustrated in
FIGs. 11 and 12 is that the depressor 12 of the valve
piston 14 may include a rigid, convex contact surface
arranged to contact the valve ball 16. This is in contrast
to a contact surface that is flat, concave and/or resilient,
e.g., formed by a rubber ball, concave or flat metal sur-
face, or other similar element at the end of the depressor
12. By using a rigid, convex contact surface on the de-
pressor 12 (such as a spherical surface), the depressor
12 may urge the valve ball 16 to move away from the
outlet opening 13 in a direction that is at an angle to the
direction of movement of the depressor 12. For example,
as shown in FIG. 12, the depressor 12 may move along
a line 121 with movement of the piston 14. However,
since the depressor 12 and the ball 16 contact each other
at spherical or other convex, the depressor 12 may move
the ball 16 away from the outlet opening 13 in a direction
that is at an angle to the line 121. That is, since the de-
pressor 12 and valve ball 16 contact each other at convex
surfaces, the depressor 12 does not restrain movement
of the ball 16 in directions transverse to the line 121. As
a result, and since the spring 30 and valve body 50 may
permit lateral movement of the valve ball 16, the valve
ball 16 is free to move laterally (in a direction transverse
to the line 121) when pushed away from the outlet open-
ing 13 by the depressor 12. This is true whether the de-
pressor 12 contacts the valve ball 16 at a point where a
diameter line of the ball 16 is parallel to the line 121 or
not. In fact, by positioning the point of contact of the de-
pressor 12 with the valve ball 16 at a location where a
diameter of the ball 16 is parallel to the line 121, wear of

13 14 



EP 3 536 658 B1

9

5

10

15

20

25

30

35

40

45

50

55

the gasket 11 may be more evenly spread to different
areas of the gasket 11. That is, if the point of contact
between the depressor 12 and the ball 16 is positioned
away from a diameter line that is parallel to the line 121,
the ball 16 may be consistently moved in a direction trans-
verse to the line 121, but may be moved along a same
or similar track every time the valve opens and closes.
This may cause the gasket 11 to wear along the track
faster than other portions of the gasket 11. However, by
positioning the point of contact between the depressor
12 and the ball 16 at a diameter line that is parallel to the
line 121, the ball 16 may be moved along different, ran-
dom tracks, allowing the gasket 11 to wear more evenly.
[0038] As a result of moving the valve ball 16 in a di-
rection transverse to the line 121 away from the outlet
opening 13, the ball 16 may move so as to break contact
with the gasket 11 at one side of the ball 16 before an
opposite side of the ball 16 moves away from the gasket
11. This type of movement allows the valve to open
and/or close more smoothly, reducing a chattering or
hammering noise that may be caused by the valve quickly
opening and closing while transitioning from open to
closed (or vice versa). That is, in arrangements where
the ball 16 moves linearly away from the gasket 11, the
ball 16 tends to maintain contact with the gasket at a
circular area (and thus maintain a seal with the gasket
11) until the ball 16 completely breaks free of the gasket
11. This abrupt opening of the valve can allow gas to flow
abruptly through the outlet opening 13, which tends to
bias the piston 14 away from the valve 20. As a result,
the depressor 12 may be moved out of the opening 13,
allowing the ball 16 to again contact the gasket 11 and
form a complete seal, closing the valve. This drops the
pressure on the inner surface of the piston 14, allowing
the spring 17 to move the piston 14 so the depressor 12
again moves the ball 16 to open the valve 20. This rapid
cycling between valve open/closed can cause the ball 16
to rapidly move between open and closed positions, cre-
ating a chattering or hammering noise. However, by hav-
ing the ball 16 move away from the gasket 11 in a direction
that is transverse to the line 121, the valve 20 may more
gradually open, helping to prevent the abrupt pressure
changes that may cause the piston to rapidly move be-
tween open and closed positions. As a result, chattering
or hammering of the valve may be reduced or eliminated.
[0039] In another aspect of the disclosure, the depres-
sor 12 may include flutes or other flow channels along
its length to help reduce resistance to flow through the
outlet opening 13. That is, in some embodiments, the
depressor 12 may have a size and shape that is similar
to the outlet opening 13, e.g., to help reduce a likelihood
of the gasket 11 being extruded through the outlet open-
ing 13 with strong gas flow out of the valve chamber 5.
However, to help reduce flow resistance through the out-
let opening 13, the depressor 12 may include flow chan-
nels, such as flutes that run along a length of the depres-
sor 12, to help reduce a resistance to flow out of the outlet
opening 13. Other arrangements are possible, such as

holes, depressions or other features in the depressor 12.
[0040] Another aspect of the disclosure relates to pro-
viding a piercing lance with a front piercing end that is
arranged to help reliably pierce gas cylinders while re-
ducing the chance that a flap or other portion of the cyl-
inder closure is formed during the piercing process that
prevents or reduces flow from the cylinder. That is, most
gas cylinders of the type described above include a rel-
atively thin metal closure (sometimes referred to as a
cap) that is intended to be pierced to open the cylinder.
With some lance arrangements, the cylinder closure can
be pierced in such a way that a portion of the closure
blocks an opening of the lance, preventing the exit of gas
from the cylinder. In one illustrative embodiment, a pierc-
ing lance may include a tapered portion with first and
second surfaces that define an opening at the distal end
of the tapered portion and are arranged to help prevent
blockage of the opening by a portion of a cylinder closure.
The first and second surfaces may each be arranged in
respective first and second planes that are at an angle
of 20-35 degrees relative to each other. By having the
distal end of the tapered portion arranged in two different
planes, the lance may piece a gas cylinder in a way that
helps prevent the formation of a flap or other part that
may occlude the opening of the lance. For example, the
first surface may be arranged in a plane that is perpen-
dicular to a longitudinal axis of the tapered portion of the
lance, while the second surface may be arranged in a
plane that is transverse and non-perpendicular to the lon-
gitudinal axis, e.g., at an angle of 55-70 degrees to the
longitudinal axis. Such an arrangement may allow the
first surface to initially cut an arc in a gas cylinder closure,
while the second surface may function to fold the cut
portion of the cylinder closure away from the opening of
the lance. This is in contrast to other lance arrangements
that have a leading face of the lance arranged in a single
plane, whether in a plane that is perpendicular or other
angle transverse to a longitudinal axis of the lance. Such
arrangements have been found in some circumstances
to deform and/or cut the gas cylinder closure so that a
flat portion of the closure is positioned over the opening
of the lance. With flow of gas out of the cylinder and into
the lance opening, the flat portion of the closure has been
found to cover the opening, blocking flow into the open-
ing. In contrast, arranging the lance as described above
to have two leading faces (or more) that are at an angle
to each other may help avoid this problem, whether by
preventing the complete cutting of a part of the cylinder
closure and/or providing a non-planar leading face of the
lance over which a cylinder closure portion may be po-
sitioned to block flow.
[0041] FIG. 13 shows an exploded cross sectional view
and FIG. 14 shows a perspective view of a lance that
incorporates aspects of the disclosure mentioned above.
The lance 25 in this embodiment includes a body 251
with a front piercing end 252, a rear end 253 opposite
the front piercing end, and a fluid passageway 254 ex-
tending between the front piercing end and the rear end.
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The front piercing end 252 includes a tapered portion 255
having an opening 256 at a distal end of the tapered
portion 255 and a longitudinal axis 257. The opening 256
may have a size of about 1-3mm. The tapered portion
255 has a first surface 258 partially defining the opening
256 at the distal end that is arranged in a plane perpen-
dicular to the longitudinal axis 257 and a second surface
259 partially defining the opening 256 at the distal end
that is arranged in a plane transverse and not perpen-
dicular to the longitudinal axis 257. (A plane perpendic-
ular to the longitudinal axis 257 need not be exactly 90
degrees to the longitudinal axis 257, but rather may be
+/- 5 degrees of 90 degrees to the axis.) In one embod-
iment, the second surface may be arranged in a plane
that is at an angle of 55-70 degrees to the longitudinal
axis 257 (measured as the smallest angle between the
plane and the longitudinal axis). A line that extends along
a junction or area where the first and second surfaces
258, 259 meet may pass through the opening 256. For
example, in one embodiment the line extending along an
area where the first and second surfaces meet passes
through a center of the opening 256, although the line
may define a chord of the opening 256 that does not pass
through the center. The tapered portion may have an
outer surface arranged at an angle to the longitudinal
axis 257 as well, e.g., the outer surface may be frusto-
conical and arranged at an angle of 10-30 degrees to the
longitudinal axis 257.
[0042] The rear end 253 of the lance 25 may include
a groove 265 or other feature to receive a gasket 264
which is arranged to provide a seal between the lance
25 and the valve body 50 when the rear end of the lance
25 is received into the inlet opening 51 of the valve body
50 as shown in FIG. 9. Barbs or other features 266 on
the lance body 251 may engage with the regulator body
4 to help hold the lance 25 in place relative to the valve
body 50 and the regulator body 4. An optional filter 263
may be provided in the passageway 254, e.g., to help
prevent relatively large particles from entering the valve
chamber 5. The filter 263 in this embodiment may be a
solid, porous body (e.g., made of stainless steel and hav-
ing 30 micron pores), but may be arranged in other ways
such as a screen, membrane, etc. The filter 263 may be
press fit into the passageway 254 and/or plastically de-
formed (e.g., by a punch) to help ensure the filter 263
remains firmly in the passageway 254.
[0043] In accordance with another aspect of the dis-
closure, the outer surface of the tapered portion may in-
clude a vent channel that extends from the first or second
surface at the distal end to a proximal end of the tapered
portion. For example, FIGs. 13 and 14 show a vent chan-
nel 260 that is provided in the outer surface of the tapered
portion 255. In this embodiment, the vent channel 260
may be formed by a tapered milling tool (shown sche-
matically at reference number 1000) although other ar-
rangements are possible. A vent channel 260 like that
shown in FIGs. 13 and 14 may provide one or more ben-
efits including: 1) indicating that piercing of a gas cylinder

has been successful, 2) helping to prevent complete cut-
ting of a flap or other piece from the gas cylinder closure
during piercing, and/or 3) help provide venting of the gas
cylinder if an attempt is made to remove the cylinder from
the regulator 600 prior to complete emptying of the cyl-
inder. The vent channel 260 may indicate successful
piercing of a cylinder by allowing for leakage of gas from
the cylinder through the vent channel 260 before a gasket
(such as a gasket 41 shown in FIG. 8) creates a seal
between a sealing surface 261 of the lance 25 and the
gas cylinder when the gas cylinder is fully seated in the
receiver opening 24. That is, the tapered surface 255
typically provides at least a temporary seal between the
lance 25 and the gas cylinder closure during piercing,
but the vent channel 260 may provide a leak path that
allows gas to leak before a seal is made at the sealing
surface 261. This leaking may be temporary and audible
to the user, indicating that the cylinder was successfully
pierced (indicated by the audible leak sound) and that a
seal was created by the gasket 41 (indicated by the stop-
ping of the audible leak sound). In some cases the vent
channel 260 may be provided along the tapered surface
255 from a distal to a proximal end of the tapered surface
255, as well as along a step 262 at the proximal end of
the tapered surface 255. The step 262 may provide a
stop for advancement of the gas cylinder relative to the
lance 25, and by providing the vent channel 260 along
the step 262 a leak path may be established even if a
leading face of the gas cylinder contacts the step 262.
[0044] The vent channel 260 may also provide for vent-
ing of a gas cylinder if the cylinder is removed from the
lance 25 and regulator 600 before the cylinder is com-
pletely emptied. That is, if a cylinder is only partially used,
and a user removes a cap or other holder so the cylinder
can be removed from the receiver opening 24, high pres-
sure in the cylinder may cause the cylinder to be pushed
off of the lance 25. In this case, the vent channel 260
may provide a leak path for gas as the cap or other holder
is removed, allowing high pressure gas to escape as soon
as a seal at the sealing surface 261 is broken. This may
alert the user that the cylinder is not yet emptied, prompt-
ing the user to again tighten the cover 101 or wait for
further removal of the cover 101 until the cylinder is fully
vented.
[0045] To explain how the vent channel 260 may help
prevent complete cutting of a flap or other piece from a
gas cylinder closure, FIGs. 15 and 16 show the lance 25
of FIGs. 13 and 14 piercing a gas cylinder 100. In FIG.
15, the lance 25 has contacted a closure of the gas cyl-
inder 100 so that the first surface 258 of the lance 25 has
cut an arcuate slot through the cylinder closure and a
flap 105 portion of the closure has been formed and
pushed downwardly into the cylinder. By having the first
surface 258 only partially surround the opening 256, the
first surface 258 cuts only an arcuate slot, not a com-
pletely circular opening. Thus, the flap 105 is formed,
rather than having a complete circular piece cut from the
closure. Also, since the second surface 259 is arranged
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at an angle to the first surface 258, the second surface
259 may serve to bend the flap 105 downwardly with or
without substantial further cutting of the flap 105 from
remaining portions of the closure. Moreover, the flap 105,
which may be formed as a generally flat element, is less
likely to block the opening 256 because the first and sec-
ond surfaces 258, 259 are arranged at an angle to each
other, preventing the flat flap 105 from covering the open-
ing 256. Finally, since the vent channel 260 provides a
disruption in the outer edge of the second surface 259,
the vent channel 260 may help stop any further cutting
of the flap 105 that is performed by the second surface
259 with advancement of the cylinder into the receiver
opening 24, and instead encourage to flap 105 to remain
attached to the remaining part of the cylinder closure and
to bend away from the opening 256.
[0046] While a cylinder may be arranged in different
ways, FIG. 15 shows an embodiment of a gas cylinder
100 that includes a gasket 104, e.g., an o-ring, captured
on a leading face of the gas cylinder 100 by a cap 103
that is threadedly engaged with a neck of the cylinder
100. The lance 25 may enter an opening of the cap 103
so that the sealing surface 261 contacts the gasket 104
and a seal is formed by the gasket 104 between the lead-
ing face of the gas cylinder 100 and the sealing surface
261. The cap 103 may serve to not only keep the gasket
104 in place on the cylinder 100, but also to help restrain
deformation of the gasket 104 when contacted by the
lance 25. As discussed above with reference to the gas-
ket retainer 52, by restraining deformation of the gasket
104, the cap 103 may help increase a contact force be-
tween the lance sealing surface 261 and the gasket 104,
thereby providing an improved seal. In this embodiment,
the sealing surface 261, or a gasket-contacting portion
of the lance 25, is proximal of the tapered portion 255
and is arranged to contact the gasket 104 to create a
gas-tight seal between the gasket and the lance. The
sealing surface 261 includes an annular surface ar-
ranged in a plane perpendicular to the longitudinal axis
257 of the lance and a cylindrical surface that extends
around the longitudinal axis 257, although other arrange-
ments are possible.
[0047] In another aspect of the disclosure, the tapered
portion 255 or other parts of the lance 25 that contact
metal portions of a gas cylinder 100 may have a surface
finish that helps reduce friction between the lance 25 and
the cylinder 100 during piercing. For example, the ta-
pered portion 255 may have a surface finish with an av-
erage roughness of 0.41 mm (16 micro-inches) or better.
This surface finish has been found to help the lance 25
pierce a gas cylinder with reduced friction, with reduced
likelihood that the gas cylinder will "stick" to the tapered
portion 255, and with reduced deformation of the cylinder
closure at the point of penetration. That is, a high surface
roughness on the tapered portion 255 may cause the
cylinder closure to "stick" to the tapered portion 255 dur-
ing piercing such that the closure is deformed inwardly
rather than being cut. By providing the tapered portion

255 with a suitable surface roughness, the cylinder clo-
sure is more likely to be cleanly cut during penetration
rather than being deformed in a way similar to that in
some deep drawing processes, e.g., used to form cans
from metal sheets.
[0048] Having thus described several aspects of at
least one embodiment of this disclosure, it is to be ap-
preciated various alterations, modifications, and im-
provements will readily occur to those skilled in the art.
Accordingly, the foregoing description and drawings are
by way of example only.

Claims

1. A fluid pressure regulator (600) comprising:

a first stage valve arranged to open and close a
fluid flow path to control flow of fluid through the
valve, the first stage valve including:

a first valve body (50) defining a valve cham-
ber (5) having an outlet opening (13) and
an inlet opening (51);
a first valve gasket (11) arranged in the
valve chamber (5) at the outlet opening (13);
and
a first valve ball (16) movable in the valve
chamber (5) to contact the first valve gasket
(11) and close the outlet opening (13);

a first stage piston (14) arranged for movement
to move the first valve ball (16) relative to the
outlet opening (13) and thereby open and close
the first stage valve, the piston having an inner
side and an outer side; and
a regulator body (4) defining a piston chamber
in which the first stage piston (14) is movable
and housing the valve chamber (5);
characterized in that
the first stage valve further includes a gasket
retainer (52) in the valve chamber (5) and sta-
tionary relative to the first valve body (50) ar-
ranged to hold the first valve gasket (11) at the
outlet opening (13).

2. The regulator (600) of claim 1, wherein the gasket
retainer (52) includes a cylindrical shell portion and
an inwardly extending flange at a gasket end of the
retainer arranged to contact the first valve gasket
(11).

3. The regulator (600) of claim 2, wherein the flange
has an annular shape and tapers inwardly from the
cylindrical shell portion.

4. The regulator (600) of claim 1, wherein the first valve
gasket (11) is arranged to deform with contact with
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the first valve ball (16), and the gasket retainer (52)
is arranged in the valve chamber (5) to restrict move-
ment of the gasket due to deformation of the gasket.

5. The regulator (600) of claim 4, wherein the first valve
gasket (11) and the gasket retainer (52) are arranged
to prevent contact of the first valve ball (16) with the
first valve body (50) near the outlet opening (13).

6. The regulator (600) of claim 5, wherein the first valve
gasket (11) is positioned between the gasket retainer
(52) and the first valve body (50) at the outlet opening
(13).

7. The regulator (600) of claim 1, wherein the first stage
piston (14) includes a depressor (12) arranged to
move with the first stage piston (14) and contact the
first valve ball (16) to move the first valve ball (16)
away from the outlet opening (13).

8. The regulator (600) of claim 7, wherein the depressor
(12) has a rigid, convex contact surface arranged to
contact the first valve ball (16).

9. The regulator (600) of claim 1, further comprising a
gas delivery conduit having a proximal end attached
to the first stage piston (14) and a distal end extend-
ing away from the first stage piston (14), the gas
delivery conduit having a passage in fluid communi-
cation with the inner side of the first stage piston (14).

10. The regulator (600) of claim 1, further comprising a
first piston spring (17) arranged to bias the first stage
piston (14) to move toward the valve chamber (5)
and open the first stage valve.

11. The regulator (600) of claim 1, further comprising a
lance (25) engaged with the valve chamber (5) at
the inlet opening (51), the lance (25) being arranged
to pierce a gas cylinder to open the gas cylinder and
conduct pressurized gas from the gas cylinder to the
valve chamber (5).

12. The regulator (600) of claim 1, further comprising a
second valve body defining a second valve chamber
(5) having an outlet opening and an inlet opening, a
second stage valve arranged to open and close the
outlet opening, and a second stage piston arranged
for movement to open and close the second stage
valve.

13. The regulator (600) of claim 12, further comprising
a gas delivery conduit having a proximal end at-
tached to the first stage piston (14) and a distal end
extending away from the first stage piston (14), the
gas delivery conduit having a passage in fluid com-
munication with the inner side of the first stage piston
(14) and with the second valve chamber (5).

14. The regulator (600) of claim 13, wherein the gas de-
livery conduit is moveable into and out of the second
valve chamber (5).

15. The regulator (600) of claim 14, further comprising
a seal that engages the gas delivery conduit and
allows for sliding movement of the gas delivery con-
duit relative to the second valve chamber (5).

16. The regulator (600) of claim 12, wherein the second
stage piston has an inner side and an outer side.

17. The regulator (600) of claim 16, further comprising
first and second piston springs arranged to urge the
first and second pistons, respectively, to open the
first and second stage valves, respectively.

18. The regulator (600) of claim 17, wherein a pressure
of gas released from the first and second stage
valves, respectively, urges the first and second pis-
tons to move to close the first and second stage
valves.

19. The regulator (600) of claim 18, wherein the first and
second pistons are housed respectively in a first and
a second regulator body (4).

Patentansprüche

1. Fluiddruckregler (600), umfassend:

ein Ventil der ersten Stufe, das zum Öffnen und
Schließen eines Fluidströmungspfades zum
Steuern einer Fluidströmung durch das Ventil
angeordnet ist, wobei das Ventil der ersten Stufe
Folgendes beinhaltet:

einen ersten Ventilkörper (50), der eine
Ventilkammer (5) definiert, die eine Auslas-
söffnung (13) und eine Einlassöffnung (51)
aufweist;
eine erste Ventildichtung (11), die in der
Ventilkammer (5) an der Auslassöffnung
(13) angeordnet ist; und
eine erste Ventilkugel (16), die in der Ven-
tilkammer (5) beweglich ist, um die erste
Ventildichtung (11) zu kontaktieren und die
Auslassöffnung (13) zu schließen;

einen Kolben der ersten Stufe (14), der zur Be-
wegung angeordnet ist, um die erste Ventilkugel
(16) relativ zu der Auslassöffnung (13) zu bewe-
gen und dadurch das Ventil der ersten Stufe zu
öffnen und zu schließen, wobei der Kolben eine
Innenseite und eine Außenseite aufweist; und
einen Reglerkörper (4), der eine Kolbenkammer
definiert, in welcher der Kolben der ersten Stufe
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(14) beweglich ist, und die Ventilkammer (5) auf-
nimmt;
dadurch gekennzeichnet, dass
das Ventil der ersten Stufe weiter einen Dich-
tungshalter (52) in der Ventilkammer (5) und sta-
tionär relativ zum ersten Ventilkörper (50) bein-
haltet, der angeordnet ist, um die erste Ventil-
dichtung (11) an der Auslassöffnung (13) zu hal-
ten.

2. Regler (600) nach Anspruch 1, wobei der Dichtungs-
halter (52) einen zylindrischen Gehäuseabschnitt
und einen sich nach innen erstreckenden Flansch
an einem Dichtungsende des Halters beinhaltet, der
so angeordnet ist, dass er die erste Ventildichtung
(11) kontaktiert.

3. Regler (600) nach Anspruch 2, wobei der Flansch
eine ringförmige Form aufweist und sich vom zylin-
drischen Gehäuseabschnitt nach innen verjüngt.

4. Regler (600) nach Anspruch 1, wobei die erste Ven-
tildichtung (11) so angeordnet ist, dass sie sich bei
Kontakt mit der ersten Ventilkugel (16) verformt, und
der Dichtungshalter (52) in der Ventilkammer (5) an-
geordnet ist, um eine Bewegung der Dichtung auf-
grund einer Verformung der Dichtung einzuschrän-
ken.

5. Regler (600) nach Anspruch 4, wobei die erste Ven-
tildichtung (11) und der Dichtungshalter (52) so an-
geordnet sind, dass sie Kontakt der ersten Ventilku-
gel (16) mit dem ersten Ventilkörper (50) in der Nähe
der Auslassöffnung (13) verhindern.

6. Regler (600) nach Anspruch 5, wobei die erste Ven-
tildichtung (11) zwischen dem Dichtungshalter (52)
und dem ersten Ventilkörper (50) an der Auslassöff-
nung (13) angeordnet ist.

7. Regler (600) nach Anspruch 1, wobei der Kolben der
ersten Stufe (14) einen Drücker (12) beinhaltet, der
so angeordnet ist, dass er sich mit dem Kolben der
ersten Stufe (14) bewegt und die erste Ventilkugel
(16) kontaktiert, um die erste Ventilkugel (16) von
der Auslassöffnung (13) weg zu bewegen.

8. Regler (600) nach Anspruch 7, wobei der Drücker
(12) eine starre, konvexe Kontaktoberfläche auf-
weist, die angeordnet ist, um die erste Ventilkugel
(16) zu kontaktieren.

9. Regler (600) nach Anspruch 1, weiter umfassend
eine Gaszufuhrleitung, die ein proximales Ende, das
an dem Kolben der ersten Stufe (14) befestigt ist,
und ein distales Ende aufweist, das sich von dem
Kolben der ersten Stufe (14) weg erstreckt, wobei
die Gaszufuhrleitung einen Durchlass in Fluidverbin-

dung mit der Innenseite des Kolbens der ersten Stufe
(14) aufweist.

10. Regler (600) nach Anspruch 1, weiter umfassend
eine erste Kolbenfeder (17), die angeordnet ist, um
den Kolben der ersten Stufe (14) vorzuspannen, um
sich in Richtung der Ventilkammer (5) zu bewegen
und das Ventil der ersten Stufe zu öffnen.

11. Regler (600) nach Anspruch 1, weiter umfassend
eine Lanze (25), die mit der Ventilkammer (5) an der
Einlassöffnung (51) in Eingriff steht, wobei die Lanze
(25) angeordnet ist, um einen Gaszylinder zu durch-
stechen, um den Gaszylinder zu öffnen und Druck-
gas vom Gaszylinder zur Ventilkammer (5) zu leiten.

12. Regler (600) nach Anspruch 1, weiter umfassend
einen zweiten Ventilkörper, der eine zweite Ventil-
kammer (5) definiert, die eine Auslassöffnung und
eine Einlassöffnung aufweist, ein Ventil einer zwei-
ten Stufe, das angeordnet ist, um die Auslassöffnung
zu öffnen und schließen, und einen Kolben der zwei-
ten Stufe, der zur Bewegung angeordnet ist, um das
Ventil der zweiten Stufe zu öffnen und zu schließen.

13. Regler (600) nach Anspruch 12, weiter umfassend
eine Gaszufuhrleitung, die ein proximales Ende, das
an dem Kolben der ersten Stufe (14) befestigt ist,
und ein distales Ende aufweist, das sich von dem
Kolben der ersten Stufe (14) weg erstreckt, wobei
die Gaszufuhrleitung einen Durchlass in Fluidverbin-
dung mit der Innenseite des Kolbens der ersten Stufe
(14) und mit der zweiten Ventilkammer (5) aufweist.

14. Regler (600) nach Anspruch 13, wobei die Gaszu-
fuhrleitung in die und aus der zweiten Ventilkammer
(5) beweglich ist.

15. Regler (600) nach Anspruch 14, weiter umfassend
eine Versiegelung, die mit der Gaszufuhrleitung in
Eingriff steht und Schiebebewegung der Gaszufuhr-
leitung relativ zu der zweiten Ventilkammer (5) er-
laubt.

16. Regler (600) nach Anspruch 12, wobei der Kolben
der zweiten Stufe eine Innenseite und eine Außen-
seite aufweist.

17. Regler (600) nach Anspruch 16, weiter umfassend
erste und zweite Kolbenfedern, die angeordnet sind,
um den ersten beziehungsweise zweiten Kolben an-
zutreiben, um das Ventil der ersten beziehungswei-
se zweiten Stufe zu öffnen.

18. Regler (600) nach Anspruch 17, wobei ein Druck von
Gas, das von dem Ventil der ersten beziehungswei-
se zweiten Stufe freigesetzt ist, den ersten und zwei-
ten Kolben antreibt, um das Ventil der ersten und
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zweiten Stufe zu schließen.

19. Regler (600) nach Anspruch 18, wobei der erste und
zweite Kolben in einem ersten beziehungsweise
zweiten Reglerkörper (4) aufgenommen sind.

Revendications

1. Régulateur de pression de fluide (600) comprenant :
une soupape de premier étage agencée pour ouvrir
et fermer un trajet d’écoulement de fluide afin de
commander un écoulement de fluide à travers la sou-
pape, la soupape de premier étage incluant :

un premier corps de soupape (50) définissant
une chambre de soupape (5) ayant une ouver-
ture de sortie (13) et une ouverture d’entrée
(51) ;
un premier joint de soupape (11) disposé dans
la chambre de soupape (5) au niveau de l’ouver-
ture de sortie (13) ; et
une première bille de soupape (16) mobile dans
la chambre de soupape (5) pour entrer en con-
tact avec le premier joint de soupape (11) et fer-
mer l’ouverture de sortie (13) ;
un piston de premier étage (14) agencé pour se
déplacer afin de déplacer la première bille de
soupape (16) par rapport à l’ouverture de sortie
(13) et ainsi ouvrir et fermer la soupape de pre-
mier étage, le piston ayant un côté intérieur et
un côté extérieur ; et
un corps de régulateur (4) définissant une cham-
bre de piston dans laquelle le piston de premier
étage (14) est mobile et logeant la chambre de
piston (5) ;
caractérisé en ce que
la soupape de premier étage inclut en outre un
élément de retenue de joint (52) dans la cham-
bre de soupape (5) et fixe par rapport au premier
corps de soupape (50) agencé pour maintenir
le premier joint de soupape (11) au niveau de
l’ouverture de sortie (13).

2. Régulateur (600) selon la revendication 1, dans le-
quel l’élément de retenue de joint (52) inclut une par-
tie de coque cylindrique et une bride s’étendant vers
l’intérieur au niveau d’une extrémité de joint de l’élé-
ment de retenue agencée pour entrer en contact
avec le premier joint de soupape (11).

3. Régulateur (600) selon la revendication 2, dans le-
quel la bride a une forme annulaire et est effilée vers
l’intérieur à partir de la partie de coque cylindrique.

4. Régulateur (600) selon la revendication 1, dans le-
quel le premier joint de soupape (11) est agencée
pour se déformer lors d’un contact avec la première

bille de soupape (16), et l’élément de retenue de joint
(52) est agencé dans la chambre de soupape (5)
pour limiter un déplacement du joint en raison de la
déformation du joint.

5. Régulateur (600) selon la revendication 4, dans le-
quel le premier joint de soupape (11) et l’élément de
retenue de joint (52) sont agencés pour empêcher
un contact de la première bille de soupape (16) avec
le premier corps de soupape (50) près de l’ouverture
de sortie (13).

6. Régulateur (600) selon la revendication 5, dans le-
quel le premier joint de soupape (11) est positionné
entre l’élément de retenue de joint (52) et le premier
corps de soupape (50) au niveau de l’ouverture de
sortie (13).

7. Régulateur (600) selon la revendication 1, dans le-
quel le piston de premier étage (14) inclut un dépres-
seur (12) agencé pour se déplacer avec le piston de
premier étage (14) et entrer en contact avec la pre-
mière bille de soupape (16) afin d’éloigner la premiè-
re bille de soupape (16) de l’ouverture de sortie (13).

8. Régulateur (600) selon la revendication 7, dans le-
quel le dépresseur (12) a une surface de contact
rigide convexe agencée pour entrer en contact avec
la première bille de soupape (16).

9. Régulateur (600) selon la revendication 1, compre-
nant en outre un conduit de distribution de gaz ayant
une extrémité proximale fixée au piston de premier
étage (14) et une extrémité distale s’étendant à l’op-
posé du piston de premier étage (14), le conduit de
distribution de gaz ayant un passage en communi-
cation fluidique avec le côté intérieur du piston de
premier étage (14).

10. Régulateur (600) selon la revendication 1, compre-
nant en outre un premier ressort de piston (17) agen-
cé pour solliciter le piston de premier étage (14) afin
qu’il se déplace vers la chambre de soupape (5) et
ouvre la soupape de premier étage.

11. Régulateur (600) selon la revendication 1, compre-
nant en outre une lance (25) en prise avec la cham-
bre de soupape (5) au niveau de l’ouverture d’entrée
(51), la lance (25) étant agencée pour percer un cy-
lindre de gaz afin d’ouvrir le cylindre de gaz et de
conduire du gaz sous pression du cylindre de gaz
vers la chambre de soupape (5).

12. Régulateur (600) selon la revendication 1, compre-
nant en outre un second corps de soupape définis-
sant une seconde chambre de soupape (5) ayant
une ouverture de sortie et une ouverture d’entrée,
une soupape de second étage agencée pour ouvrir
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et fermer l’ouverture de sortie, et un piston de second
étage agencé pour se déplacer afin d’ouvrir et fermer
la soupape de second étage.

13. Régulateur (600) selon la revendication 12, compre-
nant en outre un conduit de distribution de gaz ayant
une extrémité proximale fixée au piston de premier
étage (14) et une extrémité distale s’étendant à l’op-
posé du piston de premier étage (14), le conduit de
distribution de gaz ayant un passage en communi-
cation fluidique avec le côté intérieur du piston de
premier étage (14) et avec la chambre de second
étage (5).

14. Régulateur (600) selon la revendication 13, dans le-
quel le conduit de distribution de gaz est mobile à
l’intérieur et à l’extrémité de la seconde chambre de
soupape (5).

15. Régulateur (600) selon la revendication 14, compre-
nant en outre un joint qui entre en prise avec le con-
duit de distribution de gaz et permet un déplacement
coulissant du conduit de distribution de gaz par rap-
port à la seconde chambre de soupape (5).

16. Régulateur (600) selon la revendication 12, dans le-
quel le piston de second étage a un côté intérieur et
un côté extérieur.

17. Régulateur (600) selon la revendication 16, compre-
nant en outre des premier et second ressorts de pis-
ton agencés pour pousser les premier et second pis-
tons, respectivement, afin d’ouvrir les soupapes de
premier et second étages, respectivement.

18. Régulateur (600) selon la revendication 17, dans le-
quel une pression de gaz libéré des soupapes de
premier et second étages, respectivement, pousse
les premier et second pistons à se déplacer afin de
fermer les soupapes de premier et second étages.

19. Régulateur (600) selon la revendication 18, dans le-
quel les premier et second pistons sont logés res-
pectivement dans un premier et un second corps de
régulateur (4).
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