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(57)  An  air  freshener  device  which  indicates  when 
air  freshening  fragrance  formulation  contained 
therein  is  consumed.  The  device  has  a  plurality 
of  chambers  which  contain  the  same  or  diffe- 
rent  fragrance  formulations.  The  inner  walls  of 
the  chambers  are  contrastingly  colored  with 
respect  to  the  fragrance  formulation  so  that, 
when  the  fragrance  formulation  is  consumed, 
the  colored  walls  are  exposed  indicating  to  the 
user  that  the  formulation  within  that  chamber 
has  been  depleted.  The  multi-chamber  feature 
of  the  device  provides  the  possibility  of  multiple 
fragrance  choices  and,  at  the  same  time,  allows 
for  the  release  of  fragrance  for  an  extended 
period  of  time. 
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BACKGROUND  OF  THE  INVENTION 

1.  Field  of  the  Invention: 

The  present  invention  relates  to  an  air  freshener 
device  and,  more  particularly,  a  multi-chamber  air 
freshener  device  which:  (1)  releases  fragrance  for  an 
extended  period  of  time;  (2)  provides  the  possibility  of 
multiple  fragrance  choices  for  each  individual  device; 
and  (3)  includes  a  visual  signal  to  replace  the  device. 

2.  Description  of  the  Related  Art: 

Typical  air  fresheners  or  room  deodorizers  cur- 
rently  marketed  release  fragrance  into  the  environ- 
ment  for  30  days  or  40  days  before  needing  to  be 
replaced.  They  seldom  offer  a  visual  signal  to  the  user 
to  replace  the  depleted  unit  and  never  offer  a  choice 
of  fragrances  in  one  individual  unit. 

U.S.  Pat.  No.  2,555,047  to  Logue  discloses  a  sac- 
het  holder  which  can  provide  different  scents.  The 
sachet  holder  includes  compartments  for  differently 
fragranted  sachets  and  means  for  selectively  and  indi- 
vidually  exposing  the  different  sachets  for  scent  radi- 
ation. 

More  modern  scent  radiating  devices  are  typified 
by  the  air  freshener  devices  taught  by  U.S.  Pat.  Nos. 
4,712,737  to  Hecking,  2,878,060  to  Russo,  and 
3,1  04,816  to  Jaffe.  Hecking  teaches  a  containerfor  air 
freshening  similar  to  a  standard  milk  carton  and 
including  openings  sealed  with  removable  tape. 
Russo  teaches  a  conventional  vapor  diffusing  or  air 
freshener  device  which  includes  a  base  having 
upwardly  oriented  fingers  which  grip  a  movable  clos- 
ure  which  is  lifted  to  expose  a  slug  of  fragrant  gel. 
Jaffe  teaches  a  dispenserorair  freshener  device  simi- 
lar  to  that  taught  by  Russo,  but  having  an  end  point 
indicating  means.  A  spring  is  provided  underneath  the 
base,  the  spring  being  compressed  by  the  weight  of 
the  fragrant  gel  slug  until  the  slug  is  consumed.  At  that 
time,  the  slug  no  longer  compresses  the  spring  which 
then  tilts  the  device  to  indicate  it  needs  recharging. 

These  patents  do  not  disclose  or  suggest  a  single 
air  freshener  device  having  a  construction  which  pro- 
vides  the  combined  features  of:  (1)  increased  usable 
life;  (2)  a  visual  signal  of  fragrance  depletion;  and  (3) 
multiple  fragrance  choices  within  the  single  device. 
Also,  the  known  end  point  indicating  means  is  unsatis- 
factory.  It  utilizes  mechanical  means  which  are  sub- 
ject  to  failure. 

SUMMARY  OF  THE  INVENTION 

Accordingly,  an  object  of  the  invention  is  to  pro- 
vide  a  solid  air  freshener  or  room  deodorizer  device 
that:  (1)  delivers  fragrance  to  an  environment  for  an 
extended  period  of  time,  preferably  at  least  four  full 
months;  (2)  provides  to  the  consumer  a  variety  of 

fragrance  types  from  which  to  choose  in  a  single  solid 
airfreshenerorroomdeodorizerunit;  and  (3)  provides 
to  the  consumer  a  visual  signal  to  replace  the  unit 
upon  depletion  of  all  fragrance  types  provided  in  each 

5  unit. 
Another  objective  of  the  invention  is  to  provide  an 

air  freshener  device  having  an  improved  visual  signal 
to  replace  the  device. 

These  and  other  objectives,  are  achieved  by  pro- 
10  viding  an  air  freshener  device  including  a  canister  for 

holding  one  or  more  air  freshening  fragrance  formu- 
lations.  The  canister  has  a  plurality  of  chambers  which 
contain  the  same  or  differently  scented  fragrance  for- 
mulations.  A  plurality  of  apertures  are  provided  in  the 

15  canister,  each  chamber  having  one  or  more  apertures 
associated  therewith,  the  apertures  being  covered  by 
removable  seals  prior  to  use.  Each  chamber  includes 
means  to  visually  signal  that  the  fragrance  formulation 
therein  is  depleted.  Preferably,  the  means  comprises 

20  the  inner  walls  of  the  chambers,  which  are  contrast- 
ingly  colored  with  respect  to  the  fragrance  formulation 
such  that  depletion  of  the  fragrance  formulation  exp- 
oses  the  colored  chamber  walls. 

A  method  of  radiating  a  fragrance  from  an  air 
25  freshener  device  is  also  provided.  The  method 

includes  containing  one  or  more  fragrance  formu- 
lations  in  the  device  described  above,  removing  a  seal 
from  the  device  to  allow  fragrance  to  radiate  from  exp- 
osed  fragrance  formulation,  visually  inspecting  the 

30  visual  signaling  means  to  determine  if  the  fragrance 
formulation  in  the  opened  chamber  is  depleted,  and  if 
so,  removing  another  seal.  This  procedure  is  repeated 
until  all  the  chambers  have  been  opened  and  all  the 
fragrance  formulation  has  been  depleted. 

35 
BRIEF  DESCRIPTION  OF  THE  DRAWINGS: 

Other  features  and  advantages  of  the  present 
invention  will  become  apparent  when  the  following 

40  description  is  read  in  conjunction  with  the  accom- 
panying  drawings,  in  which: 

Fig.  1  is  a  side  view  of  the  air  freshener  device  of 
the  invention  prior  to  use; 
Fig.  2  is  a  side  view  of  the  device  during  use,  a 

45  seal  having  been  partially  removed  to  expose  a 
fragrance  formulation; 
Fig.  3  is  a  top  view  of  the  device,  a  top  cover  hav- 
ing  been  removed  to  expose  the  interior  of  the 
device  and  show  the  interior  fragrance  for- 

50  mulation-containing  chambers,  and  fragrance 
formulation  contained  in  one  of  the  chambers; 
Fig.  4  is  a  plan  view  of  an  air  freshener  device  of 
the  invention,  a  top  cover  having  been  removed 
to  expose  the  interior  of  the  device  and  show  the 

55  interior  fragrance  formulation-containing  cham- 
bers,  and  seals  having  been  removed  to  expose 
numerous  scent  radiating  apertures; 
Fig.  5  is  a  side  view  of  the  device  shown  in  Fig. 
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4; 
Fig.  6  is  a  top  view  of  the  device  shown  in  Figs.  4 
and  5,  a  top  cover  having  been  removed  to  exp- 
ose  the  interior  of  the  device  and  show  the  interior 
fragrance  formulation-containing  chambers,  and 
fragrance  formulation  contained  within  one  cham- 
ber; 
Fig.  7  is  a  side  view  of  an  air  freshener  device  of 
the  invention,  a  seal  having  been  removed  to  exp- 
ose  numerous  scent  radiating  apertures; 
Fig.  8  is  a  top  view  of  the  device  shown  in  Fig.  7, 
a  top  cover  having  been  removed  to  expose  the 
interior  of  the  device  and  show  the  interior  fragr- 
ance  formulation-containing  chambers;  and 
Fig.  9  is  a  cross-section  of  the  device  shown  in 
Figs.  7  and  8  taken  along  lines  9-9  in  Fig.  8. 

DETAILED  DESCRIPTION  OF  THE  PREFERRED 
EMBODIMENTS 

Referring  now  to  the  drawings  wherein  like  num- 
bers  indicate  like  elements,  there  is  shown  in  Fig.  1  an 
air  freshener  device  in  accordance  with  the  principles 
of  the  invention  and  designated  generally  as  10.  Air 
freshener  device  10  includes  a  canister  20  having 
numerous  peel-away  seals  30  which  each  releasably 
cover  corresponding  apertures  40  leading  into  cham- 
bers  50,  defined  by  chamber  walls  51,  52,  53  and  54, 
which  contain  fragrance  formulation  60. 

The  overall  aesthetic  design  of  the  solid  air 
freshener  device  or  room  deodorizer  unit  10  will  be 
dictated  by  current  trends  and  styles.  Many  sizes  and 
shapes  are  possible  and  will  be  apparent  to  one  skil- 
led  in  the  art.  A  cylindrical  shape  or  configuration  is 
shown  in  Figs.  1-3  and  7-9,  while  a  square  shape  or 
configuration  is  shown  in  Figs.  4-6. 

In  this  preferred  example,  each  individual  device 
10  has  as  its  core  four  separate  chambers  50.  Other 
designs  may  have  more  or  less.  The  chambers  50  are 
separated  from  one  another  by  four  walls  51-54. 
These  walls  serve  to  prevent  contamination  or 
interaction  between  the  freshener  within  the  cham- 
bers. 

Chambers  50  open  to  the  outside  environment 
through  respective  apertures  40  located  in  the  side  of 
device  10.  Although  Fig.  2  shows  a  rectangular  open- 
ing,  apertures  40  may  be  of  any  desired  shape,  and 
may  comprise  a  pattern  of  apertures,  such  as  a  pat- 
tern  of  square-shaped  apertures  (Figs.  4-6)  or  dia- 
mond-shaped  apertures  (Figs.  7-9).  Apertures  40 
may  be  covered  by  a  grid  (not  shown)  for  controlled 
fragrance  diffusion,  child  safety  and  other  advantages 
which  will  be  apparent  to  one  skilled  in  the  art.  Each 
chamber  50  is  filled  with  air  freshener  or  room 
deodorizer  formulation  60  such  as  a  gel,  provided  in 
sufficient  quantity  to  last  approximately  30  days. 
Since  the  chambers  50  are  isolated  from  one  another 
by  walls  51-54,  each  chamber  may  contain  a 

freshener  with  a  different  scent.  Each  aperture  40  is 
individually  sealed  by  a  peel-away  seal  30,  which 
includes  a  conventional  releasable  adhesive  on  a  side 
of  the  seal  which  contacts  canister  20,  so  as  to  open 

5  one  aperture  40  at  a  time.  If  so  desired  this  seal  30  can 
be  designed  to  be  resealable.  It  will  be  understood 
that  other  means,  such  as  a  snap-on  arrangement, 
can  be  used  to  fasten  seals  30  to  device  10.  These 
can  also  be  resealable.  Seal  30  is  removed  to  expose 

10  a  chamber  50  to  freshen  a  room  with  the  particular 
fragrance  uncovered.  Although  Fig.  2  shows  a  seal  30 
having  the  shape  of  a  truncated  cone  with  a  rounded 
top,  seals  30  may  be  of  any  desired  shape.  A  tab  35 
is  provided  at  the  top  of  seal  30  to  assist  the  user  in 

15  gripping  and  removing  seal  30. 
The  fragrance  formulation  60  in  each  chamber 

preferably  is  provided  in  a  color  which  contrasts  with 
the  color  of  the  surfaces  of  inner  walls  51-54  of  cham- 
bers  50.  Thus,  as  formulation  60  dissipates  through- 

20  out  the  course  of  a  month,  it  shrinks  to  eventually 
expose  the  contrastingly  colored  inner  walls  51-54  of 
chambers  50,  thereby  signaling  to  the  user  that  it  is 
time  to  open  the  next  chamber  50.  By  way  of  example, 
formulation  60  may  be  green,  while  inner  walls  51-54 

25  may  be  white.  It  will  be  understood  thatforeach  cham- 
ber  50,  only  one  inner  wall  need  be  colored,  but  both 
may  be  colored.  At  that  time,  the  next  peel-away  seal 
30  would  be  removed  exposing  the  next  fragrance  for- 
mulation  60.  The  user  can  continue  to  use  device  10 

30  until  all  four  chambers  50  are  opened  and  all  formu- 
lations  60  are  dissipated. 

As  stated  above,  the  walls  51-54  which  divide  the 
interior  of  canister  20  are  constructed  to  eliminate 
cross  contamination  among  chambers  50.  In  this 

35  regard,  canister  20  and  inner  walls  51-54  may  be  con- 
structed  of  any  suitable  material  that  is  impervious  to 
the  fragrance  formulation.  This  allows  for  the  use  of 
multiple  fragrance  types  to  provide  the  consumer  with 
a  choice  of  up  to  four  different  fragrances  per  device. 

40  If  more  chambers  are  designed  into  the  unit,  more 
fragrances  can  be  used. 

Although  the  present  invention  has  been  des- 
cribed  in  connection  with  the  preferred  embodiment 
thereof,  many  other  variations  and  modifications  will 

45  now  become  apparent  to  those  skilled  in  the  art  with- 
out  departing  from  the  scope  of  the  invention.  It  is  pre- 
ferred,  therefore,  that  the  present  invention  be  limited 
not  by  the  specific  disclosure  herein,  but  only  by  the 
appended  claims. 

50 

Claims 

1.  An  air  freshener  device,  comprising: 
55  a)  a  canister  for  holding  at  least  one  air 

freshening  fragrance  formulation,  said  canis- 
ter  comprising: 

i)  a  plurality  of  chambers  located  within 
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said  canister,  each  chamber  containing  an 
air  freshening  fragrance  formulation;  and 
ii)  a  plurality  of  apertures  in  said  canister, 
at  least  one  aperture  being  associated  with 
each  chamber; 

b)  a  plurality  of  removable  seals,  each  seal 
being  located  over  one  of  said  apertures;  and 
c)  visual  signaling  means  located  in  each  of 
said  chambers  for  indicating  depletion  of  said 
airfreshening  fragrance  formulation  in  each  of 
said  chambers. 

2.  The  air  freshener  device  of  claim  1  ,  wherein  said 
visual  signaling  means  comprises  inner  walls  of 
said  chambers  contrastingly  colored  with  respect 
to  said  air  freshening  fragrance  formulation  such 
that  depletion  of  said  fragrance  formulation  is 
indicated  by  exposure  of  said  colored  chamber 
inner  walls. 

3.  The  air  freshener  device  of  claim  1  ,  wherein  each 
removable  seal  comprises  a  peel-away  seal  hav- 
ing  releasable  adhesive  thereon  for  releasably 
adhering  said  peel-away  seal  to  said  canister. 

4.  The  air  freshener  device  of  claim  1  ,  wherein  said 
air  freshening  fragrance  formulation  is  a  gel. 

5.  The  air  freshener  device  of  claim  4,  wherein  said 
gel  is  a  shrinkable  gel. 

6.  The  air  freshener  device  of  claim  1  ,  wherein  said 
plurality  of  chambers  is  four  chambers. 

7.  The  air  freshener  device  of  claim  6,  wherein  said 
four  chambers  contain  four  different  air  freshen- 
ing  fragrance  formulations. 

8.  The  air  freshener  device  of  claim  7,  wherein  each 
of  said  four  different  air  freshening  fragrance  for- 
mulations  lasts  approximately  one  month  when 
exposed  to  the  environment  by  the  removal  of 
said  seal. 

c)  inspecting  said  visual  signaling  means  to 
determine  if  said  formulation  in  said  first 
chamber  is  depleted; 
d)  removing  a  second  seal  from  said  canister 

5  to  allow  additional  fragrance  to  radiate  from 
said  formulation  contained  in  a  second  cham- 
ber  of  said  container; 
e)  repeating  steps  b)  through  d)  until  all  of  said 
formulation  in  all  of  said  chambers  is  depleted. 

10 
10.  The  method  of  claim  9,  wherein  said  additional 

fragrance  is  different  from  said  fragrance  radiated 
from  said  device  by  removal  of  said  first  seal. 

15  11.  The  method  of  claim  9,  wherein  said  visual  signal- 
ing  means  comprises  inner  walls  of  said  cham- 
bers,  said  walls  being  contrastingly  colored  with 
respect  to  said  air  freshening  fragrance  formu- 
lation  such  that  consumption  of  said  fragrance 

20  formulation  within  a  chamber  is  indicated  by 
exposure  of  said  colored  inner  walls  of  that  cham- 
ber. 

9.  A  method  of  radiating  a  fragrance  from  an  air  45 
freshener  device,  comprising  the  steps  of: 

a)  containing  at  least  one  airfreshening  fragr- 
ance  formulation  in  a  canister  having  a 
plurality  of  chambers,  a  plurality  of  apertures, 
a  plurality  of  removable  seals  over  said  aper-  so 
tures  and  visual  signaling  means  for  indicating 
when  said  air  freshening  fragrance  formu- 
lation  has  been  depleted,  each  of  said  cham- 
bers  having  at  least  one  of  said  apertures 
associated  therewith;  55 
b)  removing  a  first  seal  from  said  canister  to 
allow  said  fragrance  to  dissipate  into  the  envi- 
ronment  from  said  first  chamber; 
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