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Description

FIELD OF THE INVENTION

[0001] This invention relates to information display
systems and, more particularly, to indicators for informa-
tion display systems.

BACKGROUND OF THE INVENTION

[0002] Lighted indicators for aircraft cockpits have typ-
ically been illuminated with incandescent bulbs. Due to
the short life of incandescent lamps, these indicators
must include mechanisms that allow for removal of
burned out lamps. Together with making the device more
complex and costly, these mechanisms often fail or are
damaged in service. Additional cost is reflected in high
airline maintenance activity as a result of replacing
burned out lamps and damaged indicators and associ-
ated airplane downtime. In addition to these reliability
issues, there are other drawbacks with incandescent in-
dicators. The light and color output emitted from incan-
descent lamps varies proportionally with input voltage
applied. Under certain operating conditions, when the
input voltage drops low enough, the brightness of the
indicator can drop so low that it becomes difficult to rec-
ognize or see. In addition the brightness change the color
that an incandescent lamp emits shifts towards the red
spectrum as the voltage is reduced. In flight deck aviation
applications the color that an indicator emits indicates to
the flight crew what type of action is expected. For ex-
ample red indicates to the pilot a condition that requires
immediate action, where amber indicates a cautionary
condition and white is used to indicate a normal operating
condition. Thus with incandescent light indicators, the
perceived color of the indicator can change with varying
inputs voltages. This color ambiguity is particularly acute
with indicators that display white or amber.
[0003] Recently indicators that use LEDs have been
introduced in aircraft applications. If applied correctly
LEDs can achieve significantly longer operating lifetimes
than incandescent lamps resulting in little or no aircraft
maintenance. Another advantage of LEDs is that their
color spectrum remains essentially constant as their pow-
er level is varied. The color emitted from an LED indicator
therefore is very consistent with input power levels, thus
providing the flight crew with a very unambiguous color
indications. However this color stability presents a diffi-
culty when mixing LED indicators with incandescent in-
dicators since the color of the two types can only match
at a single unique input power or voltage level. For ex-
ample the color of an amber LED indicator essentially
matches the color of a white incandescent indicator when
operating at lower brightness operating levels thus intro-
ducing the potential of miss-alerting the flight crew.
[0004] While LEDs can exhibit many positive charac-
teristics, there are design constraints that must be rec-
ognized in order to realize a longer life, lower cost LED

driven indicator. LEDs are voltage devices and therefore
require a means to limit the current supplied as the volt-
age is increased above their intrinsic forward voltage
drop. When operating LEDs in series strings, as is often
done, the sum of the forward voltage drops can exceed
the input voltage available. In this circumstance a more
complicated power supply is required to raise the voltage
supplied to the LEDs to the level necessary to turn on
the LEDs. In addition to the increased complexity and
cost of this voltage conditioning circuitry, it often results
in excess heat and high electromagnetic emissions. Al-
though LEDs potentially have extremely long life expect-
ancy, failure to regulate the power adequately or allowing
the temperature of the semiconductor junction of the LED
to exceed the limit of the material, can cause the LED to
fail prematurely. Operating the LED under excessive heat
loads will also reduced the expected lifetime and overall
light output.
[0005] The physical outline and electrical interface of
flight deck aviation indicators has varied significantly from
one aircraft design to another. This often precludes the
ability to interchange indicators from one airplane model
to another. This results in higher manufacturing cost due
to the increased number part numbers to inventory, which
also translates to higher airline hardware maintenance
inventory costs.
[0006] Therefore, there is an unmet need for a cheap-
er-lo-build, more reliable LED indicator.
[0007] US 6265 984 describes a light emitting diode
display device that includes electrically powered light
emitters in one or more rows. A microprocessor turns the
individual electrically powered light emitters on and off in
a time controlled manner to display graphics, words or
messages when the display device is moved at or above
a rate of speed required to be seen by humans.
[0008] US 6483439 describes a multi color and omni
directional warning lamp that includes an upstanding cir-
cuit board surrounded by a lens with the upstanding cir-
cuit board having an array of light emitting diodes.

SUMMARY OF THE INVENTION

[0009] The present invention provides a Light Emitting
Diode (LED) indicator that more efficiently dissipates
heat generated by LEDs and other circuit components,
thereby allowing for a simpler circuit design and thus a
less expensive manufacturing process than previous
LED indicators. Other advantages of an exemplary em-
bodiment, an LED indicator includes a housing and a
printed circuit board contained within the housing. The
printed circuit board includes first and second sides with
two or more LEDs attached to the first and second sides
of the printed circuit board and one or more regulating
circuits for regulating current supplied to the LEDs. The
present invention allows an LED, indicator to by used
interchangeably across various airplane models through
a design that has a physical outline which is small enough
to fit all airplane installations and is compatible with elec-
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trical wiring and powers characteristics.
[0010] In one aspect of the invention, the regulating
circuit includes a linear current regulator.
[0011] In another aspect of the invention, the printed
circuit board includes first and second thermal dissipation
sections. The first thermal dissipation section is thermally
connected with the two or more LEDs and the second
thermal dissipation section is thermally connected with
the linear voltage regulator.
[0012] In still another aspect of the invention, the hous-
ing includes two opposing covers that are thermally cou-
pled with the first and second thermal dissipation sec-
tions. The housing includes two opposing covers that
form first and second cavities, wherein the second cavity
is open at one end that is covered by a cap with a lens.
The first cavity covers a part of the printed circuit board
with the regulator circuit and the second cavity covers a
part of the printed circuit board with the LEDs. The second
cavity is at least partially lined with a plurality of reflectors
for reflecting light generated by the LEDs through the
lens.
[0013] In yet another aspect of the invention, the LEDs
include at least two different colored LEDs.

BRIEF DESCRIPTION OF THE DRAWINGS

[0014] The preferred and alternative embodiments of
the present invention are described in detail below with
reference to the following drawings.

FIGURE 1 illustrates a perspective diagram of an
indicator formed in accordance with the present in-
vention;
FIGURE 2 illustrates an exploded view of the indi-
cator shown in FIGURE 1;
FIGURE 3 illustrates a cutaway side view of a reflec-
tor portion of the indicator shown in FIGURE 1;
FIGURE 4 illustrates a block diagram of electrical
components used in the present invention; and
FIGURES 5 and 6 illustrate cutaway side views of
the indicator.

DETAILED DESCRIPTION OF THE INVENTION

[0015] FIGURE 1 illustrates a perspective view of a
nonlimiting example indicator 100. The indicator 100 in-
cludes a mounting sleeve 106 that surrounds a housing
108. The housing 108 is capped on one end by a lens
cap 110. An opposing end of the housing 108 is coupled
with a connector plug 112. The indicator 100 is suitably
shaped and sized to fit in most commercial aircraft flight
deck installations. The indicator 100 is suitably secured
to a flight panel using the mounting sleeve 106. The
mounting sleeve 106 includes a flange 120 that allows
the indicator 100 to be received by various panel instal-
lation schemes, such as without limitation through stand-
ard 0.940 X 0.440 mounting holes in flight panels. It can
be appreciated that the type of electrical connector plug

112 used depends upon the type of wiring that is used
in the aircraft receiving the indicator 100.
[0016] FIGURE 2 illustrates a partial exploded view of
the indicator 100 shown in FIGURE 1. The housing 108
includes a first cover 122 and a second cover 124. The
first and second covers 122 and 124 when coupled to
each other form a cavity that supports a single printed
circuit board (PCB) 130. The first cover 122 is attached
to the second cover 124 through the PCB 130 using first
and second screws 132 and 134. The first and second
covers 122 and 124 are suitably two cast aluminum mold-
ed pieces or other thermally conductive metals that act
as heat sinks for dissipating heat generated by compo-
nents mounted on the PCB 130.
[0017] The PCB 130 includes first and second sides
and first and second opposing ends. The first end in-
cludes LEDs 156 mounted on the first and second side.
The second end includes devices for receiving the con-
nector plug 112. The first end of the PCB 130 is received
within a reflector cavity created by first ends of the first
cover 122 and second cover 124. The second cover 124
includes a threaded receptacle 136 for receiving a screw
138 that attaches the mounting sleeve 106 to the housing
108. Nonlimiting examples of the LEDs 156 are red, am-
ber, or green AlInGaP-type LEDs or green, blue, or white
InGaN-type LEDs.
[0018] The lens cap 110 includes a lens 150 that filters
light generated by the LEDs 156. The lens cap 110 is
suitably constructed of black plastic, such as Ultem, with
internal molded-in features (not shown) which retain the
lens 150 and allow the lens cap 110 to snap over the first
ends of the first and second covers 122 and 124. The
lens 150 is suitably a laminated combination of Lexan
and photographic emulsion layers that produce a highly-
efficient, sunlight-readable, hidden legend-type display.
In one embodiment, a first layer of the lens 150 suitably
includes a 0.015 inch thick neutral density 8010 Lexan
material. The first layer is suitably treated with an ultra-
violet (UV) stable hard-coat that is resistant to most com-
mon solvents. A second layer includes a photographic
emulsion that produces a legend indicia (i.e., words vis-
ible when the lens 150 is backlit by the LEDs 156). The
second layer is suitably bonded to the top layer. A third
layer of clear 0.020 inch 8010 Lexan is suitably bonded
to the back of the second layer for adding strength to the
lens 150. The third layer is also suitably treated with a
UV hard coating. The coating on the third layer allows
light received at angles greater than 30 degrees from
orthogonal to penetrate and not reflect back to the light
source.
[0019] FIGURE 3 illustrates a cutaway side view of the
cavity formed by the first ends of the first and second
covers 122 and 124, that houses the LEDs 156. Within
the first ends of the first and second covers 122 and 124
are multi-angled reflectors 160. The reflectors 160 suit-
ably include a high efficiency specular reflective surfaces
that are angled relative to the LEDs 156 for directing the
LED generated light to be reflected through the lens 150.
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FIGURE 4 illustrates a nonlimiting example circuit 180
of the LED indicator 100 (FIGURE 1). The indicator 100
is driven by a driving circuit 182 that sends voltage to the
indicator 100 when the driving circuit 182 has determined
that illumination of that indicator 100 should occur. The
indicator 100 includes a first current regulator 190, a first
set of light emitting diodes (LEDs) in series 192, a second
current regulator 202, and a second set of light emitting
diodes (LEDs) in series 204.
[0020] Because first and second set of LEDs 192 and
204 include 2 LEDs each and the current is regulated,
the LEDs provide light when the voltage supplied by the
driving circuit 182 falls below 8 Volts.
[0021] FIGURES 5 and 6 illustrate cross-sectional
views of an indicator 300 that provides excellent thermal
dissipation for circuit components, such as LEDs and lin-
ear current regulators and provides thermal isolation to
prevent LED temperatures from being increased by the
higher power dissipated by the regulators. First and sec-
ond set of LEDs 302 are located at the font edge of a
PCB 304 on both the top and bottom surfaces. Current
regulators 306 are located near the back of the PCB 304
on either top or bottom surfaces. All circuit components
are surface mounted on the PCB 304.
[0022] A layer of the PCB 304 immediately below top
and bottom surface layers 312 is a common thermal
plane 314 of copper. The thermal plane 314 is hard con-
nected through many paths, such as flooded vias, to sur-
face copper 312 that makes thermal contact with a metal
enclosure 320. The thermal plane 314 reduces hot spots
by spreading heat and conducting it to the surface copper
312 and into the enclosure 320. The thermal plane 314
is split into two thermal sections by a thermal separator
322. One thermal section serves the front half of the PCB
304 containing the LEDs 302 and the other serves the
back half of the PCB 304 containing the regulators 306.
[0023] Below each common thermal plane 314 is a
smaller, component thermal plane 328 with patches of
copper that are electrically isolated from the thermal
plane 314. A patch of copper is connected to the thermally
conductive (cathode) lead 334 of the LEDs 302 directly
above the patch and another patch is connected to the
thermal tab of each of the regulators 306. (The cathode
lead of the LEDs 302 has a low thermal resistance to the
die. The tab of the regulator also has a low thermal re-
sistance to the junction of that component.) The patches
in the thermal plane 328 connect to the component leads
by means of a short wire trace or small surface plane and
one or more flooded via connections. The patches also
spread heat so that it can be conducted to the adjacent
thermal plane 314 and in turn to the surface copper 312
and the aluminum enclosure 320. The component ther-
mal planes 328 provide a means of spreading and trans-
ferring the heat to the common thermal plane 314 without
direct electrical connection.
[0024] The common thermal planes 314 and the com-
ponent thermal planes 328 are separated by a dielectric
material, such as without limitation about 0,0016-0,002

cm thick. The surface layer 312 and the common thermal
plane are also separated by a dielectric material.
[0025] In a display panel, LED indicators 100 may be
placed adjacent standard incandescent indicators. In one
embodiment, the LED indicator includes multiple colored
LEDs that provide a closer color match in both bright and
dim conditions with adjacent incandescent indicators.
Because standard amber LEDs are whiter in color than
standard amber incandescent indicators, LEDs with a
more red hue are added to the LED indicator, thereby
producing a color that more closely matches incandes-
cent amber indicators.
[0026] In one nonlimiting example, an LED indicator
changes color when operated in a nighttime mode. The
LED indicator includes one or more amber 595 nanom-
eter color LEDs for operation in daylight and one or more
605 nanometer orange color LEDs for night viewing. The
indicator includes a switch, such as a zener diode, that
detects the voltage level received and powers or depow-
ers the amber and orange colored LEDs accordingly. For
example, if the detected voltage level is less than 16V,
night operation mode exists, so the orange color LEDs
are activated and the amber color LEDs are deactivated.
The opposite occurs when the detected voltage level is
greater than 16V.
[0027] A Light Emitting Diode (LED) indicator compris-
ing a housing having a lens; and a single printed circuit
board contained within the housing perpendicular to the
lens, the printed circuit board having first and second
sides, the printed circuit board including: two or more
LEDs attached to the first and second sides of the printed
circuit board; and one or more current regulators for reg-
ulating current supplied to the LEDs.
[0028] Preferably the single printed circuit board is
manufactured using fully automated processes.
[0029] Preferably the housing includes a reflector for
redirecting light generated by the two or more LEDs to-
ward the lens.
[0030] A Light Emitting Diode (LED) indicator compris-
ing a housing; and a printed circuit board contained within
the housing, the printed circuit board having first and sec-
ond sides, the printed circuit board including: two or more
LEDs attached to the first and second sides of the printed
circuit board; and one or more current regulators for reg-
ulating current supplied to the LEDs.
[0031] Preferably the regulator includes a linear cur-
rent regulator.
[0032] Preferably the printed circuit board includes first
and second thermal dissipation sections.
[0033] Preferably the first and second thermal dissipa-
tion sections are separated by a thermal isolator.
[0034] Preferably the first thermal dissipation section
is thermally connected with the two or more LEDs and
the second thermal dissipation section is thermally con-
nected with the linear current regulator.
[0035] Preferably the housing includes two opposing
covers being thermally coupled with the first and second
thermal dissipation sections.
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[0036] Preferably the housing includes two opposing
covers that form first and second cavities, wherein the
second cavity is open at one end that is covered by a
cap with a lens, the first cavity covering a first portion of
the printed circuit board that include the regulator circuit,
the second cavity covering a portion of the printed circuit
board that includes two or more the LEDs.
[0037] Preferably the second cavity is at least partially
lined with a reflector for reflecting light generated by the
two or more LEDs through the lens.
[0038] Preferably the two or more LEDs include at least
two different colored LEDs.
[0039] Preferably a first set of two LEDs are connected
in series to a first regulator and a second set of two LEDs
are connected in series to a second regulator.
[0040] Preferably the first set of LEDs and the first reg-
ulator are attached to the first side of the printed circuit
board and the second set of LEDs and the second reg-
ulator are attached to the second side of the printed circuit
board.
[0041] Preferably the first and second sides of the
printed circuit board include a layer of thermal patches,
and a common thermal plane, the patches being electri-
cally coupled to at least one of a lead from the LEDs or
a lead from the regulators, wherein the common thermal
patches are located between LEDs and patches and reg-
ulators and patches.
[0042] A method of making a Light Emitting Diode
(LED) indicator, the method comprising attaching two or
more LEDs to first and second sides of a printed circuit
board; and attaching a regulating circuit to the first side
of the printed circuit board.
[0043] Preferably the regulating circuit includes a lin-
ear current regulator.
[0044] Preferably the printed circuit board includes first
and second thermal dissipation sections.
[0045] Preferably further comprising thermally sepa-
rating the first and second thermal dissipation sections.
[0046] Preferably further comprising thermally con-
necting the first thermal dissipation section with the two
or more LEDs and thermally connecting the second ther-
mal dissipation section with the linear current regulator.
[0047] Preferably further comprising covering the
printed circuit board with a heat dissipating cover, where-
in the heat dissipating cover includes two opposing sec-
tions that form first and second cavities, the second cavity
being open at one end and being covered by a cap with
a lens, the first cavity covering a first portion of the printed
circuit board with the regulator circuit and the second
cavity covering a second portion of the printed circuit
board with the LEDs.
[0048] Preferably further comprising thermally con-
necting the first and second thermal dissipation sections
with the heat dissipating cover.
[0049] Preferably further comprising partially lining the
second cavity with reflector for reflecting light generated
by the LEDs through the lens.
[0050] Preferably the attached two or more LEDs in-

clude at least two different colored LEDs.
[0051] While the preferred embodiment of the inven-
tion has been illustrated and described, as noted above,
many changes can be made without departing from the
scope of invention. Accordingly, the scope of the inven-
tion is not limited by the disclosure of the preferred em-
bodiment. Instead the invention should be determined
entirely by reference to the claims that follow.

Claims

1. A Light Emitting Diode (LED) indicator (100) com-
prising:

a housing (108); and
a printed circuit board (130) contained within the
housing (108), the printed circuit board (130)
having first and second sides, the printed circuit
board (130) including:

two or more LEDs (156, 192, 204) attached
to the first and second sides of the printed
circuit board (130); and
one or more current regulators (190, 202)
for regulating current supplied to the LEDs
(156, 192, 204);
characterised in that the housing (108) in-
cludes two opposing covers (122, 129) that
form first and second cavities, wherein the
second cavity is open at one end that is cov-
ered by a cap with a lens (110), the first cav-
ity covering a first portion of the printed cir-
cuit board (130) that include the one or more
current regulators (190, 202), the second
cavity covering a portion of the printed cir-
cuit board (130) that includes two or more
LEDs (156, 192, 204) and the second cavity
is at least partially lined with a reflector for
reflecting light generated by the two or more
LEDs (156, 192, 204) through the lens
(110).

2. The indicator of Claim 1, wherein the regulator (190,
202) includes a linear current regulator.

3. The indicator of Claim 2, wherein the printed circuit
board (130) includes first and second thermal dissi-
pation sections.

4. The indicator of claim 3, wherein the first and second
thermal dissipation sections are separated by a ther-
mal isolator.

5. The indicator of Claim 3, wherein the first thermal
dissipation section is thermally connected with the
two or more LEDs (156, 192, 204) and the second
thermal dissipation section is thermally connected
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with the linear current regulator.

6. The indicator of Claim 4, wherein the housing in-
cludes two opposing covers being thermally coupled
with the first and second thermal dissipation sec-
tions.

7. The indicator of Claim 1, wherein the two or more
LEDs (156, 192, 204) include at least two different
coloured LEDs.

8. The indicator of Claim 1, wherein a first set of two
LEDs are connected in series to a first regulator and
a second set of two LEDs are connected in series to
a second regulator.

9. The indicator of Claim 8, the first set of LEDs and
the first regulator are attached to the first side of the
printed circuit board and the second set of LEDs and
the second regulator are attached to the second side
of the printed circuit board.

10. The indicator of Claim 9, wherein the first and second
sides of the printed circuit board (130) include a layer
of thermal patches, and a common thermal plane,
the patches being electrically coupled to at least one
of a lead from the LEDs or a lead from the regulators,
wherein the common thermal patches are located
between LEDs and patches and regulators and
patches.

Patentansprüche

1. Leuchtdiodenanzeige (100) aufweisend:

- ein Gehäuse (108); und
- eine innerhalb des Gehäuses (108) angeord-
nete Leiterplatte (130), wobei die Leiterplatte
(130) eine erste und eine zweite Seite aufweist,
und wobei die Leiterplatte (130) umfasst:

- zwei oder mehr Leuchtdioden (LEDs)
(156, 192, 204), die an der ersten und zwei-
ten Seite der Leiterplatte (130) befestigt
sind; und
- einen oder mehrere Stromregler (190,
202) zum Regeln von den LEDs (156, 192,
204) zugeführten Strom;

dadurch gekennzeichnet, dass das Gehäuse
(108) zwei einander gegenüberliegende Abdeckun-
gen (122, 124) umfasst, die einen ersten und einen
zweiten Hohlraum ausbilden, wobei der zweite Hohl-
raum an einem, von einer eine Linse (110) aufwei-
senden Kappe bedeckten Ende offen ist, der erste
Hohlraum einen ersten Teilbereich der Leiterplatte
(130) abdeckt, der den einen oder die mehreren

Stromregler (190, 202) aufweist, der zweite Hohl-
raum einen Teilbereich der Leiterplatte (130) ab-
deckt, der zwei oder mehr LEDs (156, 192, 204) auf-
weist, und der zweite Hohlraum zumindest teilweise
mit einem Reflektor zum Reflektieren eines von den
zwei oder mehreren LEDs (156, 192, 204) erzeugten
Lichts durch die Linse (110) versehen ist.

2. Anzeige nach Anspruch 1, worin der Regler (190,
202) einen linearen Stromregler aufweist.

3. Anzeige nach Anspruch 2, worin die Leiterplatte
(130) einen ersten und einen zweiten Wärmeablei-
tungsbereich aufweist.

4. Anzeige nach Anspruch 3, worin ein thermischer Iso-
lator den ersten und den zweiten Wärmeableitungs-
bereich voneinander trennt.

5. Anzeige nach Anspruch 3, worin der erste Wärmea-
bleitungsbereich mit den zwei oder mehr LEDs (156,
192, 204) thermisch verbunden und der zweite Wär-
meableitungsbereich mit dem linearen Stromregler
thermisch verbunden ist.

6. Anzeige nach Anspruch 4, worin das Gehäuse zwei
einander gegenüber angeordnete Abdeckungen
aufweist, die mit dem ersten und dem zweiten Wär-
meableitungsbereich thermisch verbunden sind.

7. Anzeige nach Anspruch 1, worin die zwei oder die
mehr LEDs (156, 192, 204) zumindest zwei LEDs
mit verschiedenen Farben umfassen.

8. Anzeige nach Anspruch 1, worin die zwei LEDs eines
ersten Satzes seriell mit einem ersten Regler und
die zwei LEDs eines zweiten Satzes seriell mit einem
zweiten Regler verbunden sind.

9. Anzeige nach Anspruch 8, worin der erste LED-Satz
und der erste Regler an der ersten Seite der Leiter-
platte und der zweite LED-Satz und der zweite Reg-
ler an der zweiten Seite der Leiterplatte befestigt
sind.

10. Anzeige nach Anspruch 9, worin die erste und die
zweite Seite der Leiterplatte (130) eine Lage mit
Wärmefeldern und eine gemeinsame thermische
Ebene aufweisen, wobei die Felder zumindest mit
einem Anschluss von den LEDs oder mit einem An-
schluss von den Reglern elektrisch verbunden sind,
und wobei die gemeinsamen Wärmefelder zwischen
LEDs und Feldern und Reglern und Feldern ange-
ordnet sind.

9 10 
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Revendications

1. Indicateur de Diode Electroluminescente (DEL)
(100) comprenant:

un boîtier (108); et
une carte de circuit imprimé (130) se trouvant
dans le boîtier (108), la carte de circuit imprimé
(130) ayant des premier et second côtés, la carte
de circuit imprimé (130) incluant:

deux ou plusieurs DELs (156, 192, 204)
fixées aux premier et second côtés de la
carte de circuit imprimé (130) ; et
un ou plusieurs régulateurs de courant
(190, 202) pour la régulation du courant
fourni aux DELs (156, 192, 204);

caractérisé en ce que le boîtier (108) com-
prend deux couvercles opposés (122, 129) qui
forment des première et seconde cavités, où la
seconde cavité est ouverte à une extrémité qui
est recouverte d’un capuchon avec une lentille
(110), la première cavité couvrant une première
portion de la carte de circuit imprimé (130) qui
comporte un ou plusieurs régulateurs de cou-
rant précités (190, 202), la seconde cavité cou-
vrant une portion de la carte de circuit imprimé
(130) qui inclut deux ou plusieurs DELs (156,
192, 204), et la seconde cavité est au moins
partiellement revêtue d’un réflecteur pour réflé-
chir la lumière produite par deux ou plusieurs
DELs précités (156, 192, 204) à travers la lentille
(110).

2. Indicateur selon la revendication 1, dans lequel le
régulateur (190, 202) comporte un régulateur de
courant linéaire.

3. Indicateur selon la revendication 2, dans lequel la
carte de circuit imprimé (130) comprend des premiè-
re et seconde sections de dissipation thermique.

4. Indicateur selon la revendication 3, où les première
et seconde sections de dissipation thermique sont
séparées par un isolateur thermique.

5. Indicateur selon la revendication 3, dans lequel la
première section de dissipation thermique est reliée
thermiquement à deux ou plusieurs DELs précités
(156, 192, 204), et la seconde section de dissipation
thermique est reliée thermiquement au régulateur
de courant linéaire.

6. Indicateur selon la revendication 4, dans lequel le
boîtier comporte deux couvercles opposés thermi-
quement couplés aux première et seconde sections
de dissipation thermique.

7. Indicateur selon la revendication 1, dans lequel les
deux ou plusieurs DELs précités (156, 192, 204)
comprennent au moins deux DELs de couleurs dif-
férentes.

8. Indicateur selon la revendication 1, dans lequel un
premier ensemble de deux DELs sont reliées en sé-
rie sur un premier régulateur, et un deuxième en-
semble de deux DELs sont reliées en série à un se-
cond régulateur.

9. Indicateur selon la revendication 8, le premier en-
semble de DELs et le premier régulateur sont fixés
au premier côté de la carte de circuit imprimé, et le
second ensemble de DELs et le second régulateur
sont fixés au second côté de la carte de circuit im-
primé.

10. Indicateur selon la revendication 9, où les premier
et second côtés de la carte de circuit imprimé (130)
comprennent une couche de pièces thermiques, et
un plan thermique commun, les pièces étant cou-
plées électriquement à au moins une d’une broche
de raccordement des DELs ou d’une broche de rac-
cordement des régulateurs, où les pièces thermi-
ques communes sont situées entre les DELs et les
pièces et les régulateurs et les pièces.
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