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(54) ELECTRIC MOTOR, COMPRESSOR, AND AIR CONDITIONING DEVICE

(57) A motor is used in a compressor. The motor in-
cludes a stator including a stator core having a yoke part
that extends in a circumferential direction about an axis
and a plurality of teeth that extend from the yoke part
toward the axis and are arranged in the circumferential
direction, and a winding wound around the plurality of
teeth of the stator core in wave winding, and a rotor whose
number of poles is P and which is disposed on an inner
side of the stator in a radial direction about the axis. When
a number of the plurality of teeth is represented by S,
S/P ≥ 6 is satisfied. The yoke part has a refrigerant pas-
sage through which refrigerant passes in a direction of
the axis.
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Description

TECHNICAL FIELD

[0001] The present invention relates to a motor, a compressor, and an air conditioner.

BACKGROUND ART

[0002] Winding methods of a stator winding in a motor include concentrated winding and distributed winding. Distributed
winding is often used in a motor used in an air conditioner and the like, since distributed winding is more advantageous
in suppressing noise and vibration than concentrated winding.
[0003] Although concentric winding is often used among types of distributed winding, Patent References 1 and 2
disclose the use of wave winding with which coil end parts can be made smaller than concentric winding.

PRIOR ART REFERENCE

PATENT REFERENCE

[0004]

Patent Reference 1: Japanese Patent Application Publication No. 2015-136195 (see FIG. 3)
Patent Reference 2: Japanese Patent Application Publication No. 2015-126628 (see FIGS. 1 to 3)

SUMMARY OF THE INVENTION

PROBLEM TO BE SOLVED BY THE INVENTION

[0005] Meanwhile, when a motor is used in a compressor, it is necessary not only to suppress vibration and noise,
but also to ensure a sufficient flow rate of refrigerant during an operation of the motor by providing a refrigerant passage
inside the motor.
[0006] The present invention is made to solve the above described problem, and an object of the present invention is
to suppress vibration and noise and to increase a flow rate of refrigerant during an operation of a motor.

MEANS OF SOLVING THE PROBLEM

[0007] A motor of the present invention is a motor used in a compressor, and includes a stator including a stator core
having a yoke part that extends in a circumferential direction about an axis and a plurality of teeth that extend from the
yoke part toward the axis and are arranged in the circumferential direction, and a winding wound around the plurality of
teeth of the stator core in wave winding, and a rotor whose number of poles is P and which is disposed on an inner side
of the stator in a radial direction about the axis. When the number of the plurality of teeth is represented by S, S/P ≥ 6
is satisfied. The yoke part has a refrigerant passage through which refrigerant passes in a direction of the axis.

EFFECTS OF THE INVENTION

[0008] In the present invention, the number of the teeth S and the number of the poles P satisfy S/P ≥ 6. Therefore,
it is possible to reduce harmonics of an induced voltage generated in the winding, and suppress vibration and noise.
Moreover, since the winding is wound around the teeth in wave winding, an outward protruding amount of the winding
in the radial direction is small. Therefore, a flow of refrigerant that passes through the refrigerant path provided in the
yoke part is not obstructed by the winding, and thus a flow rate of the refrigerant can be increased.

BRIEF DESCRIPTION OF THE DRAWINGS

[0009]

FIG. 1 is a sectional view illustrating a motor of a first embodiment.
FIG. 2 is a perspective view illustrating the motor of the first embodiment in which no winding is wound.
FIG. 3 is a perspective view illustrating the motor of the first embodiment in which a winding is wound.
FIG. 4(A) is a schematic diagram for explaining dimensions of respective parts of the motor of the first embodiment,
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and FIG. 4(B) is an enlarged schematic diagram illustrating a tooth and its surrounding part.
FIG. 5(A) is a schematic diagram illustrating a flow of magnetic flux in the tooth and a yoke of the first embodiment,
and FIG. 5(B) is an enlarged schematic diagram illustrating the tooth and its surrounding part.
FIG. 6 is a perspective view illustrating the winding of the first embodiment.
FIG. 7 is an enlarged schematic diagram illustrating a part of the winding of the first embodiment.
FIG. 8 is a perspective view illustrating one winding part of the winding of the first embodiment.
FIG. 9 is a perspective view illustrating two winding parts of the winding of the first embodiment.
FIG. 10 is a perspective view illustrating winding parts inserted in the same slot of a stator of the first embodiment.
FIG. 11 is a sectional view illustrating a motor of a comparative example.
FIG. 12 is a graph illustrating a relation between a ratio S/P of a slot number S to a pole number P and a winding
factor of a fundamental wave.
FIG. 13 is a graph illustrating a relation between S/P and a winding factor of the third order.
FIG. 14 is a graph illustrating a relation between S/P and a winding factor of the fifth order.
FIG. 15 is a graph illustrating a relation between S/P and a ratio W1/W2 of a width of a tip of the tooth to a width of
a base of the tooth.
FIG. 16 is a graph illustrating a relation between S/P and a ratio of a tooth width to a slot width.
FIG. 17 is a graph illustrating copper loss in the first embodiment and copper loss in the comparative example in
comparison.
FIGS. 18(A), (B), (C), and (D) are sectional views illustrating motors of modifications of the first embodiment.
FIG. 19 is a vertical sectional view illustrating a compressor to which the motor of the first embodiment is applied.
FIG. 20 is a diagram illustrating an air conditioner including the compressor of FIG. 19.

MODE FOR CARRYING OUT THE INVENTION

First Embodiment

(Configuration of Motor)

[0010] FIG. 1 is a sectional view of a motor 100 of a first embodiment. This motor 100 is a brushless DC motor and
is used in a compressor 500 (FIG. 19) described later. Moreover, this motor 100 is a permanent magnet embedded type
motor having permanent magnets 32 embedded in a rotor 3.
[0011] The motor 100 includes a stator 1 and the rotor 3 rotatably provided on an inner side of the stator 1. An air gap
is formed between the stator 1 and the rotor 3. The stator 1 is incorporated in a cylindrical shell 4 of the compressor 500.
[0012] The rotor 3 includes a cylindrical rotor core 30 and the permanent magnets 32 attached to the rotor core 30.
The rotor core 30 is obtained by stacking a plurality of electromagnetic steel sheets each having a thickness of 0.1 to
0.7 mm, for example, in a direction of a rotation axis and fixing the sheets by crimping or the like. A circular shaft hole
34 is formed at a center of the rotor core 30 in a radial direction. A shaft 35 that is a rotation shaft is fixed to the shaft
hole by press fitting. An axis C1 that is a center axis of the shaft 35 defines the rotation axis of the rotor 3.
[0013] Hereinafter, a direction of the axis C1 of the shaft 35 is referred to as an "axial direction". Moreover, a direction
of a circumference about the axis C1 (indicated by an arrow R1 in FIG. 1) is referred to as a "circumferential direction".
A direction of a radius about the axis C1 is referred to as a "radial direction".
[0014] A plurality of magnet insertion holes 31 are formed along an outer circumference of the rotor core 30, and
arranged at equal intervals in the circumferential direction. In this example, the number of the magnet insertion holes
31 is four. The magnet insertion holes 31 pass through the rotor core 30 in the axial direction. Moreover, each magnet
insertion hole 31 linearly extends along the outer circumference of the rotor core 30.
[0015] The permanent magnet 32 is disposed in the magnet insertion hole 31. The permanent magnet 32 is a member
in the form of a flat plate, and has a length in the axial direction, a width in the circumferential direction, and a thickness
in the radial direction. One permanent magnet 32 is disposed in each magnet insertion hole 31. However, a plurality of
permanent magnets 32 may be disposed in each magnet insertion hole 31.
[0016] In this example, the number of poles P of the rotor 3 is four. However, the number of the poles P of the rotor
3 is not limited to four, and it is sufficient that the number of the poles P of the rotor 3 is two or more. Moreover, although
one magnet insertion hole 31 and one permanent magnet 32 correspond to one magnetic pole in this example, a plurality
of magnet insertion holes 31 may correspond to each magnetic pole, or a plurality of permanent magnets 32 may
correspond to each magnetic pole.
[0017] A center of the magnet insertion hole 31 in the circumferential direction is a pole center. In this example, the
magnet insertion hole 31 extends in a direction perpendicular to a line (also referred to as a magnetic-pole center line)
in the radial direction which passes through the pole center. A part between the magnet insertion holes 31 adjacent to
each other is an inter-pole part.
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[0018] The permanent magnet 32 is formed of a rare earth sintered magnet containing neodymium (Nd), iron (Fe),
boron (B), and dysprosium (Dy). Since the rare earth sintered magnet has a high residual magnetic flux density, a length
of the rotor 3 in the axial direction required for obtaining a desired output can be shortened.
[0019] Each permanent magnet 32 is magnetized in such a manner that outer and inner sides thereof in the radial
direction have mutually opposite magnetic poles. Moreover, the permanent magnets 32 adjacent to each other in the
circumferential direction have mutually opposite magnetic poles facing the outer circumference side.
[0020] Flux barriers 33 are formed at both ends of the magnet insertion hole 31 in the circumferential direction. The
flux barriers 33 are openings extending in the radial direction from the ends of the magnet insertion hole 31 in the
circumferential direction toward the outer circumference of the rotor core 30. The flux barriers 33 are provided for
suppressing leakage magnetic flux between the magnetic poles adjacent to each other (i.e., magnetic flux flowing through
the inter-pole part).

(Configuration of Stator)

[0021] The stator 1 includes a stator core 10 and a winding 2 (FIG. 3) wound around the stator core 10 in wave winding.
The stator core 10 is obtained by stacking a plurality of electromagnetic steel sheets each having a thickness of 0.1 to
0.7 mm, for example, in the axial direction and fixing the sheets by crimping parts 17.
[0022] The stator core 10 includes an annular yoke part 11 and a plurality of teeth 12 extending inward in the radial
direction from the yoke part 11. In the example illustrated in FIG. 1, the number of the teeth 12 is thirty-six. A width (a
length in the circumferential direction) of each tooth 12 decreases toward a tip of the tooth 12, that is, decreases inward
in the radial direction.
[0023] A slot 13 is formed between each two teeth 12 adjacent to each other in the circumferential direction. The slots
13 are parts for accommodating the winding 2 wound around the teeth 12, and extend in the radial direction. The number
of the slots 13 is the same as the number of the teeth 12, and is referred to as a slot number S. In the example illustrated
in FIG. 1, the slot number S is thirty-six, and nine slots 13 correspond to each magnetic pole of the rotor 3.
[0024] In three-phase distributed winding, the slot number S is 3n (n is a natural number) times the pole number P.
Therefore, a ratio S/P of the slot number S to the pole number P is 3, 6, 9, 12, and 15, for example. S/P may be also
referred to as a ratio of the slot number S to the pole number P for the sake of simplicity.
[0025] Through holes 15 are formed in the stator core 10, and the through holes 15 pass through the stator core 10
in the axial direction. The through holes 15 are formed at a plurality of positions in the circumferential direction in the
yoke part 11. In this example, six through holes 15 are arranged at equal intervals in the circumferential direction. The
through holes 15 constitute refrigerant passages through which refrigerant passes in the axial direction. The through
holes 15 are also referred to as wind holes since the through holes 15 are holes through which refrigerant gas passes.
A cross-sectional shape of each through hole 15 is a circular shape in this example, but is not limited to the circular shape.
[0026] FIG. 2 is a perspective view of the motor 100 in a state where the winding 2 is not wound around the stator
core 10. As illustrated in FIG. 2, the yoke part 11 of the stator core 10 has a cylindrical outer circumferential surface 18
that is fitted to an inner circumferential surface 41 of the cylindrical shell 4.
[0027] Cutout parts 16 are formed on the outer circumferential surface 18 of the stator core 10. Each cutout part 16
is formed by cutting the cylindrical outer circumferential surface 18 by a plane parallel to the axis C1. In other words,
the cutout part 16 has a shape such that an outer circumference of the yoke part 11 is linearly cut, in a plane perpendicular
to the axis C1 (i.e., a shape of a chord).
[0028] The cutout parts 16 are formed at a plurality of positions in the circumferential direction in the yoke part 11. Six
cutout parts 16 are arranged at equal intervals in the circumferential direction in this example. A refrigerant passage
through which refrigerant passes in the axial direction is formed between each cutout part 16 and the inner circumferential
surface 41 of the shell 4.
[0029] That is, the through holes 15 and the cutout parts 16 of the stator core 10 both constitute the refrigerant
passages. Since the refrigerant passages (the through holes 15 and the cutout parts 16) are formed in the stator 1 as
described above, refrigerant flows more easily as compared with a case where the refrigerant passages are formed in
the rotor 3.
[0030] The number of the through holes 15 and the number of the cutout parts 16 are the same as each other (six in
this example), and the through holes 15 and the cutout parts 16 are arranged alternately in the circumferential direction.
That is, each through hole 15 is located between the cutout parts 16 adjacent to each other in the circumferential direction,
and each cutout part 16 is located between the through holes 15 adjacent to each other in the circumferential direction.
This configuration uniformizes a distribution of a flow rate of refrigerant in the circumferential direction.
[0031] Moreover, the crimping parts 17 for fixing the electromagnetic steel sheets of the stator core 10 to each other
are formed in the yoke part 11. One reason is to prevent the crimping parts 17 from obstructing a flow of magnetic flux.
Another reason is that, if the crimping parts 17 are formed in the teeth 12, an eddy current is generated due to a change
with time of magnetic flux flowing through the teeth 12 since the crimping parts 17 allows current to easily flow in the
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axial direction. The crimping parts 17 are formed, for example, on the outer circumference side of the yoke part 11 at
positions respectively corresponding to the centers of the cutout parts 16 in the circumferential direction.
[0032] FIG. 3 is a perspective view of the motor 100 in which the winding 2 is wound around the stator core 10. The
winding 2 is wound around the thirty-six teeth 12 of the stator core 10 in wave winding. Since the winding 2 is wound in
wave winding, an outward protruding amount of the winding 2 in the radial direction from the teeth 12 is small. Therefore,
the winding 2 does not obstruct a flow of refrigerant passing through the through holes 15 and the cutout parts 16 serving
as refrigerant passages.
[0033] Moreover, since the winding 2 is wound in wave winding, a protruding amount of the winding 2 in the axial
direction from the stator core 10 is also small, as compared with a case where the winding 2 is wound in concentric
winding. That is, in the entire length of the winding 2, the coil end parts that do not contribute to generation of driving
force are small, and thus desired torque can be obtained at a lower current, so that motor efficiency is enhanced. Further,
since the protruding amount of the winding 2 in the axial direction is small, a length of the motor 100 in the axial direction
is short.
[0034] FIG. 4(A) is a schematic diagram for explaining dimensions of parts of the motor 100. A diameter of the stator
1, that is, a diameter D1 of the stator core 10 is set to such a length that the stator 1 can be fitted to the inner circumferential
surface 41 of the shell 4. A diameter D2 of the rotor 3 (that is, a diameter of the rotor core 30) is 60 to 120 mm, for example.
[0035] FIG. 4(B) is an enlarged schematic diagram illustrating a part of the stator 1. As described above, the width of
the tooth 12 decreases toward a tip 12a of the tooth 12. When the width of the tooth 12 at the tip 12a (an inner end in
the radial direction) is represented by W1 and the width of the tooth 12 at its base 12b (an outer end in the radial direction)
is represented by W2, W1 < W2 is satisfied. An average of the widths W1 and W2 is referred to as an average width Wt
of the tooth 12. That is, Wt = (W1 + W2)/2. The average width Wt of the tooth 12 is a width of a magnetic path flowing
in the tooth 12 in the radial direction, and is also referred to as a width Wt simply.
[0036] A length in the radial direction of the tooth 12 (that is, a distance from the base 12b to the tip 12a) is represented
by H1. H1 is also a length of each slot 13. Moreover, a distance from the base 12b of the tooth 12 to the outer circumferential
surface 18 of the yoke part 11 (a yoke width) is represented by H2. The yoke width H2 is a width of a magnetic path that
flows in the yoke part 11 in the circumferential direction.
[0037] The winding 2 is arranged in a row in each slot 13. A width Ws in the circumferential direction of the slot 13 is
set to such a width that the winding 2 is arranged in a row. That is, the slot 13 has a rectangular shape having the width
Ws in the circumferential direction and the length H1 in the radial direction. An inner end of the slot 13 in the radial
direction is an opening 13a through which the winding 2 is inserted, and an outer end of the slot 13 in the radial direction
is a closed end 13b.
[0038] FIG. 5(A) is a schematic diagram illustrating a flow of magnetic flux in the tooth 12 and the yoke part 11. Magnetic
flux from the permanent magnet 32 of the rotor 3 enters the tooth 12 through the tip 12a, flows in the tooth 12 outward
in the radial direction, enters the yoke part 11 through the base 12b, and flows in the yoke part 11 to both sides in the
circumferential direction.
[0039] FIG. 5(B) is an enlarged schematic diagram illustrating the tooth 12, the slots 13, and the yoke part 11. The
through hole 15 is formed at a position facing the base 12b of the tooth 12 in the yoke part 11. More specifically, the
through hole 15 is formed on a line C2 in the radial direction which passes through the center of the tooth 12 in the
circumferential direction. The shortest distance from the slot 13 to the through hole 15 is represented by T1.
[0040] The shortest distance T1 from the slot 13 to the through hole 15 is set to be longer than 1/2 of the average
width Wt of the tooth 12. This is in order to reduce obstructing magnetic flux entering from the tooth 12 to the yoke part
11 as much as possible. Since the average width Wt of the tooth 12 is (W1 + W2)/2, T1 is set to satisfy T1 ≥ (W1 + W2)/4.

(Configuration of Winding)

[0041] Next, the winding 2 will be described. The winding 2 is a conductor (for example, copper) to which a corrosion-
resistant coating such as a coating of polyesterimide or polyamideimide is applied. This is because the winding 2 is in
contact with refrigerant that circulates in the compressor 500 in which the motor 100 is provided.
[0042] FIG. 6 is a schematic diagram illustrating the winding 2 wound in wave winding. The winding 2 has a straight
part 22 inserted in the slots 13 (FIG. 1), a coil end part 21 extending in the circumferential direction on one end surface
of the rotor core 30 in the axial direction, and a coil end part 23 extending in the circumferential direction on the other
end surface of the rotor core 30 in the axial direction. In this example, eight winding parts 20 of the winding 2 are inserted
in each slot 13 (FIG. 1).
[0043] FIG. 7 is an enlarged diagram illustrating a part of the coil end part 21 of the winding 2. In the coil end part 21,
nine winding parts 20 are wound at the same winding position in the radial direction (for example, an innermost position)
in such a manner that positions of the winding parts 20 in the circumferential direction are shifted from each other by
one slot. Three of the nine winding parts 20 wound at the innermost position are referred to as winding parts 20a, 20b,
and 20c.
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[0044] FIG. 8 is a schematic diagram illustrating one winding part 20a. The winding part 20a has two coil end parts
21a, four straight parts 22a, and two coil end parts 23a. The winding part 20a is wound so as to span nine teeth 12. That
is, the straight parts 22a of the winding part 20a are inserted in every nine slots 13.
[0045] The coil end part 21a extends to connect ends of the straight parts 22a in the axial direction (upper ends in
FIG. 8) to each other, and the coil end part 23a extends to connect the other ends of the straight parts 22a in the axial
direction (lower ends in FIG. 8) to each other. The coil end parts 21a and the coil end parts 23a are alternately arranged
in the circumferential direction about the axis C1.
[0046] A nose part 25a is provided at a center part of the coil end part 21a in the circumferential direction, and the coil
end part 21a is displaced in the radial direction by a displacement amount E1 at the nose part 25a. The coil end part
21a extends clockwise in the circumferential direction about the axis C1 as indicated by an arrow A1 in FIG. 8, is displaced
inward in the radial direction by the displacement amount E1 at the nose part 25a, and extends again in the direction
indicated by the arrow A1.
[0047] A nose part 26a is provided at a center part of the coil end part 23a in the circumferential direction, and the coil
end part 23a is displaced in the radial direction by the displacement amount E1 at the nose part 26a. The coil end part
23a extends clockwise in the circumferential direction about the axis C1 as indicated by an arrow A2 in FIG. 8, is displaced
outward in the radial direction by the displacement amount E1 at the nose part 26a, and extends again in the direction
indicated by the arrow A2.
[0048] FIG. 9 is a schematic diagram illustrating the two winding parts 20a and 20b. The winding part 20b has two
coil end parts 21b, four straight parts 22b, and two coil end parts 23b, as is the case with the winding part 20a.
[0049] The straight part 22b of the winding part 20b is shifted clockwise about the axis C1 with respect to the straight
part 22a of the winding part 20a by one slot. A nose part 25b is provided at a center part of the coil end part 21b in the
circumferential direction, as is the case with the nose part 25a of the coil end part 21a. A nose part 26b is provided at
a center part of the coil end part 23b in the circumferential direction, as is the case with the nose part 26a of the coil end
part 23a.
[0050] The coil end parts 21a and 21b of the winding parts 20a and 20b extend in the circumferential direction while
overlapping each other in the axial direction, and their vertical positions (positions in the axial direction) are inverted to
each other through the nose parts 25a and 25b. Similarly, the coil end parts 23a and 23 of the winding parts 20a and
20b extend in the circumferential direction while overlapping each other in the axial direction, and their vertical positions
(positions in the axial direction) are inverted to each other through the nose parts 26a and 26b. Therefore, the straight
parts 22a and 22b of the winding parts 20a and 20b can be inserted in the slots 13 adjacent to each other (FIG. 1) without
interfering with each other.
[0051] Although FIG. 9 illustrates the two winding parts 20a and 20b only, nine winding parts 20 in total including the
winding parts 20a and 20b are wound at the same winding position (for example, at the innermost position) in the radial
direction as the winding parts 20a and 20b. That is, the straight part 22 of the winding 2 is inserted in each of the thirty-
six slots 13 of the stator core 10.
[0052] FIG. 10 is a schematic diagram illustrating eight winding parts 20 in total inserted in the same slots 13 in which
the winding part 20a illustrated in FIG. 8 is inserted. The eight winding parts 20 are wound at equal intervals in the radial
direction. By winding the winding parts 20 while shifting the winding parts 20 from each other by one slot in the circum-
ferential direction (FIG. 9) and also winding the winding parts 20 in the radial direction as above, the winding 2 in wave
winding illustrated in FIG. 6 is formed.
[0053] The number of the winding parts 20 inserted in each slot 13 and the number of the teeth 12 spanned by each
winding part 20 are not limited to those in the example illustrated in FIGS. 6 to 10, and can be set to any numbers in
accordance with the pole number P and the slot number S.

(Comparative Example)

[0054] Next, a motor 100E of a comparative example will be described. FIG. 11 is a sectional view illustrating the
motor 100E of the comparative example. The motor 100E of the comparative example includes a stator 1E and the rotor
3. The rotor 3 has the same configuration as the rotor 3 of the first embodiment. The stator 1E includes a stator core
10E and a winding 2E. The stator core 10E includes an annular yoke part 11E and twelve teeth 12 extending inward in
the radial direction from the yoke part 11E. A slot 13E is formed between each two teeth 12E adjacent to each other in
the circumferential direction.
[0055] In the motor 100E of the comparative example, the winding 2E is wound around the teeth 12E in concentric
winding. The winding 2E wound in concentric winding largely protrudes outward in the radial direction from the teeth
12E. Therefore, even if through holes or the like through which refrigerant passes are formed in the yoke part 11E, a
flow of the refrigerant is obstructed by the winding 2E. Moreover, the winding 2E wound in concentric winding largely
protrudes in the axial direction from the stator core 10E, and thus sizes of coil end parts increase. That is, with respect
to the entire length of the winding 2E, the lengths of the winding parts that do not contribute to generation of torque
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increase, and thus the motor efficiency is low.

(Effect of Reducing Harmonic Components of Induced Voltage)

[0056] Next, a preferable range of a ratio S/P of the slot number S to the pole number P will be described. First, a
relation between S/P and an effect of reducing harmonic components of an induced voltage will be described.
[0057] When the rotor 3 rotates, a voltage (an induced voltage) is induced in the winding 2 of the stator 1 by a magnetic
field of the permanent magnet 32. Whereas a fundamental wave component of the induced voltage contributes to
generation of torque, harmonic components cause torque ripple and result in vibration and noise of the motor 100.
Therefore, suppressing harmonic components of the induced voltage is an issue.
[0058] A fundamental wave component and harmonic components of an induced voltage can be evaluated by a winding
factor. The winding factor is calculated by a product of a pitch factor Kp and a distribution factor Kd. The pitch factor Kp
is calculated by the following Equation (1) on the basis of the order, the pole number P, the slot number S, and a coil
throw (the number of teeth spanned by the winding 2). 

[0059] The distribution factor Kd is calculated by the following Equation (2) on the basis of a phase difference α in the
winding. 

[0060] The phase difference α in the winding is obtained by the following Equation (3). 

[0061] Winding factors of the fundamental wave, the third order harmonic, and the fifth order harmonic are obtained
by changing the ratio S/P of the slot number S to the pole number P in the motor 100 illustrated in FIG. 1. FIG. 12 is a
graph illustrating a relation between S/P and the winding factor of the fundamental wave. FIG. 13 is a graph illustrating
a relation between S/P and the winding factor of the third order. FIG. 14 is a graph illustrating a relation between S/P
and the winding factor of the fifth order. In FIGS. 12, 13, and 14, a value of S/P is changed to 3, 6, 9, 11, 12, and 15.
[0062] The winding factor of the fundamental wave (first order) is 1 when S/P is 3, and gradually decreases to 0.95
to 0.96 as S/P increases to 6, 9, 11, 12, and 15, as illustrated in FIG. 12.
[0063] The winding factor of the third order is 1 when S/P is 3, decreases to 0.7 when S/P is 6, and decreases to 0.65
as S/P increases to 9, 11, 12, and 15, as illustrated in FIG. 13.
[0064] The winding factor of the fifth order is 1 when S/P is 3, decreases to 0.25 when S/P is 6, and decreases to 0.2
as S/P increases to 9, 11, 12, and 15, as illustrated in FIG. 14.
[0065] When S/P is 3, the winding factor of the fundamental wave is large, and thus magnetic flux interlinking the
winding can be used to the full extent. This is advantageous in obtaining high torque. However, since the winding factors
of the third order and the fifth order are also large, there is a possibility that harmonic components may be superimposed
on an induced voltage, and vibration and noise of the motor 100 may occur.
[0066] On the other hand, when S/P is 6 or more, the winding factor of the fundamental wave is reduced. However,
the winding factors of the third order and the fifth order are also reduced, and thus the harmonics of the induced voltage
can be reduced, and vibration and noise of the motor 100 can be suppressed.
[0067] From this result, it is understood that when S/P is 6 or more (that is, S/P ≥ 6), harmonics of an induced voltage
can be reduced, and vibration and noise of the motor 100 can be suppressed.

(Tooth Shape)

[0068] Next, a relation between S/P and a ratio W1/W2 of the width W2 of the base 12b of the tooth 12 to the width
W1 of the tip 12a of the tooth 12 will be described. In the case of wave winding, the winding 2 is inserted in each slot
13 in a row as illustrated in FIG. 4(B). Thus, a shape (more specifically, a cross-sectional shape perpendicular to the
axis C1) of the slot 13 is a rectangular shape. Therefore, a shape of the tooth 12 between the adjacent slots 13 is a
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trapezoidal shape.
[0069] When the shape of the tooth 12 is closer to a rectangle, a deviation of distribution of magnetic flux density in
the tooth 12 can be suppressed, so that local magnetic saturation or local increase of iron loss in the tooth 12 can be
suppressed. Therefore, when the ratio W2/W1 of the width W2 of the base 12b of the tooth 12 to the width W1 of the
tip 12a is closer to 1, excellent magnetic properties are obtained.
[0070] In a general motor for a compressor in which distributed winding (including wave winding) is used, a rotor has
an outer diameter of 60 to 120 mm. Therefore, the outer diameter D2 of the rotor 3 is changed to 60, 80, 100, and 120
mm in this example. FIG. 15 is a graph illustrating a relation between S/P and W2/W1 when the outer diameter D2 of
the rotor 3 is changed to 60, 80, 100, and 120 mm.
[0071] From FIG. 15, in the case where the outer diameter D2 of the rotor 3 is 80 to 120 mm, W2/W1 is the maximum
when S/P is 3, and decreases to approach 1 as S/P increases to 6, 9, 12, and 15. When S/P is 12 or more, a rate of
decrease of W2/W1 levels out.
[0072] Meanwhile, in the case where the outer diameter D2 of the rotor 3 is 60 mm, W2/W1 decreases as S/P increases
to 3, 6 and 9. However, W2/W1 greatly increases when S/P increases from 12 to 15, and W2/W1 is the maximum when
S/P is 15.
[0073] That is, when S/P is 15, the shape of the tooth 12 is greatly different from a rectangle in the case where the
rotor 3 has a small diameter. Therefore, this S/P value is not desirable in terms of suppressing a deviation of distribution
of magnetic flux density in the tooth 12.
[0074] From this result, it is understood that 6 ≤ S/P ≤ 12 is desirable in order to suppress a deviation of distribution
of magnetic flux density in the tooth 12.

(Ratio of Tooth Width to Slot Width)

[0075] Next, a relation between S/P and a ratio (Wt/Ws) of the width Wt of the tooth 12 to the width Ws of the slot 13
will be described. The width Wt of the tooth 12 is (W1 + W2) / 2 as described above. If the width Wt of the tooth 12 is
narrow, there is a possibility that magnetic saturation may occur in the tooth 12, and iron loss may increase. Thus, it is
desirable that the width Wt of the tooth 12 is wide. In particular, it is desirable that the ratio Wt/Ws of the width Wt of the
tooth 12 to the width Ws of the slot 13 is 1 or more.
[0076] FIG. 16 is a graph illustrating a relation between S/P and Wt/Ws when the outer diameter D2 of the rotor 3 is
changed to 60, 80, 100, and 120 mm. As illustrated in FIG. 16, Wt/Ws tends to decrease as S/P increases in all cases
where the outer diameter D2 of the rotor 3 is 60, 80, 100, and 120 mm.
[0077] Moreover, when S/P is 15, Wt/Ws is smaller than 1 (in other words, the width Wtt of the tooth 12 is narrower
than the width Ws of the slot 13) in the case where the outer diameter D2 of the rotor 3 is 60 mm. Therefore, this S/P
value is not desirable in terms of suppressing iron loss.
[0078] From this result, it is understood that 6 ≤ S/P ≤ 12 is desirable in order to suppress magnetic saturation in the
tooth 12 to enhance iron loss.
[0079] If the width Ws of the slot 13 is too narrow with respect to the width Wt of the tooth 12, a wire diameter of the
winding 2 decreases and thus density of current flowing through the winding 2 increases. When the current density
increases, it is necessary to enhance heat-resisting property of the winding, and it leads to increase in manufacturing
cost. Therefore, it is desirable that the width Wt of the tooth 12 is equal to or less than six times the width Ws of the slot
13. That is, 1 ≤ Wt/Ws ≤ 6 is desirable.

(Reduction of Copper Loss)

[0080] Next, an effect of reducing copper loss obtained by winding the winding 2 by wave winding in the first embodiment
will be described. FIG. 17 is a graph illustrating a result of comparison between copper loss in the motor 100E of the
comparative example (FIG. 11) in which the winding 2 is wound in concentric winding and copper loss in the motor 100
of the first embodiment in which the winding 2 is wound in wave winding.
[0081] Here, how much copper loss in the motor 100 of the first embodiment is reduced is measured on the assumption
that the copper loss in the motor 100E of the comparative example (FIG. 11) is 100%. As illustrated in FIG. 17, the
copper loss in the first embodiment is 65.6% with respect to the motor 100E of the comparative example, and it is
confirmed that the copper loss is reduced by 34.4%. This is because a circumferential length of the winding 2 is shorter
in wave winding than in concentric winding.

(Advantages of Embodiment)

[0082] As described above, in the motor 100 of the first embodiment of the present invention, the winding 2 is wound
around the teeth 12 of the stator 1 in wave winding, the slot number S and the pole number P satisfy S/P ≥ 6, and the
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refrigerant passages (that is, the through holes 15 and the cutout parts 16) through which refrigerant flows in the axial
direction are provided in the yoke part 11 of the stator core 10. Therefore, harmonics of an induced voltage generated
in the winding 2 during rotation of the rotor 3 can be reduced, and thus vibration and noise of the motor 100 can be
suppressed.
[0083] Moreover, since the winding 2 is wound around the teeth 12 in wave winding, the outward protruding amount
of the winding 2 in the radial direction is small. Therefore, a flow of refrigerant that passes through the through holes 15
and the cutout parts 16 is not obstructed by the winding 2, and thus a sufficient flow rate of refrigerant can be obtained.
[0084] Further, since the winding 2 is wound around the teeth 12 in wave winding, the protruding amount of the winding
2 in the axial direction from the stator core 10 is also small. Therefore, the coil end parts can be made smaller to enhance
the motor efficiency, and the size of the motor 100 can be reduced.
[0085] In particular, in a large apparatus such as an air conditioner for business use, the motor 100 that generates
less vibration and less noise and that is small and lightweight is needed. The motor 100 of the first embodiment is suitable
especially for this use.
[0086] In addition, since the slot number S and the pole number P satisfy 6 ≤ S/P ≤ 12, the shape of the tooth 12 can
be made closer to a rectangle, and thus local magnetic saturation can be suppressed and iron loss can be reduced.
[0087] Moreover, the winding 2 is coated with polyesterimide or polyamideimide (corrosion-resistant material), and
thus corrosion caused by refrigerant that circulates in the compressor 500 can be prevented.
[0088] Further, the rotor 3 includes the permanent magnets 32 formed of rare earth sintered magnets, and the rare
earth sintered magnets have high residual magnetic flux density and high coercivity. Thus, the efficiency of the motor
100 can be enhanced, and demagnetization resistance can be enhanced.
[0089] In addition, since the crimping parts 17 are formed in the yoke part 11, the crimping parts 17 do not obstruct a
flow of magnetic flux in the teeth 12, unlike the case where the crimping parts 17 are formed in the teeth 12. Thus,
sufficient strength of the stator 1 can be obtained and the motor efficiency can be enhanced.
[0090] Moreover, since the stator 1 has the through holes 15 passing through the yoke part 11 in the direction of the
axis C1, refrigerant easily flows through the through holes 15, and a flow rate of the refrigerant can be increased.
[0091] Further, the width W1 of the tip 12a of the tooth 12, the width W2 of the base 12b of the tooth 12, and the
shortest distance T1 from the slot 13 to the through hole 15 satisfy T1 ≥ (W1 + W2)/4. Therefore, obstruction of magnetic
flux flowing from the teeth 12 to the yoke part 11 can be reduced as much as possible and the motor efficiency can be
further enhanced.
[0092] Furthermore, the stator 1 has the cutout part 16 formed on the outer circumference of the yoke part 11 over
the entire region in the direction of the axis of the yoke part 11. Therefore, refrigerant easily flows between the cutout
part 16 and the shell 4, and thus a flow rate of the refrigerant can be increased.
[0093] In addition, a plurality of the through holes 15 and a plurality of cutout parts 16 are provided, and the through
holes 15 and the cutout parts 16 are formed alternately in the circumferential direction. Thus, a distribution of the flow
rate of refrigerant in the circumferential direction is uniformized.

(Modifications)

[0094] Next, modifications of the first embodiment will be described. FIGS. 18(A), 18(B), 18(C), and 18(D) are schematic
diagrams illustrating motors 100A, 100B, 100C, and 100D of the modifications of the first embodiment.
[0095] In the aforementioned motor 100 of the first embodiment (FIG. 1), the stator 1 has both of the through holes
15 and the cutout parts 16. However, it is also possible to employ a configuration in which a stator 1A has the through
holes 15 but does not have the cutout parts 16, as in the motor 100A illustrated in FIG. 18(A). In this case, the through
holes 15 of the stator 1A constitute refrigerant passages through which refrigerant passes.
[0096] Moreover, it is also possible to employ a configuration in which a stator 1B has the cutout parts 16 but does
not have through holes 15, as in the motor 100B illustrated in FIG. 18(B). In this case, the cutout parts 16 of the stator
1B constitute refrigerant passages through which refrigerant passes.
[0097] The aforementioned motor 100 of the first embodiment (FIG. 1) has the cutout parts 16 each obtained by cutting
the outer cylindrical circumferential surface 18 of the stator 1 by a plane. Alternatively, grooves 16C each having a
rectangular cross-sectional shape may be provided on the outer circumferential surface 18 of a stator 1C, as in the motor
100C illustrated in FIG. 18(C). In this case, the through holes 15 and the grooves 16C of the stator 1C constitute refrigerant
passages through which refrigerant passes.
[0098] Alternatively, grooves 16D each having a V-shaped cross-section may be provided on the outer circumferential
surface 18 of a stator 1D, as in the motor 100C illustrated in FIG. 18(D). In this case, the through holes 15 and the
grooves 16D of the stator 1D constitute refrigerant passages through which refrigerant passes. Moreover, each of the
motors 100C and 100D in FIGS. 18(C) and 18(D) can be configured not to include the through holes 15.
[0099] In the aforementioned first embodiment and the modifications, the number of the through holes 15 and the
number of the cutout parts 16 can be set to any numbers. That is, it is sufficient that the yoke part 11 of the stator 1 has
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at least one through hole 15 or at least one cutout part 16.

(Compressor)

[0100] Next, a compressor using the motor 100 of the above described first embodiment will be described. FIG. 19 is
a sectional view illustrating a configuration of a compressor (scroll compressor) 500 that uses the motor 100 of the above
described first embodiment.
[0101] The compressor 500 is a scroll compressor and includes, in a closed container 502, a compression mechanism
510, the motor 100 that drives the compression mechanism 510, a main shaft 501 that connects the compression
mechanism 510 and the motor 100 to each other, a sub-frame 503 that supports an end (a sub-shaft part) of the main
shaft 501 opposite to the compression mechanism 510, and a lubricant 504 stored in an oil reservoir 505 at a bottom of
the closed container 502.
[0102] The compression mechanism 510 has a fixed scroll 511 and an orbiting scroll 512 attached to the main shaft
501. Each of the fixed scroll 511 and the orbiting scroll 512 has a spiral part, and a spiral compression chamber 516 is
formed between the fixed scroll 511 and the orbiting scroll 512. The compression mechanism 510 further includes an
Oldham ring 513 that regulates rotation of the orbiting scroll 512 to make the orbiting scroll 512 swing, a compliant frame
514 to which the orbiting scroll 512 is attached, and a guide frame 515 that supports these components.
[0103] A suction pipe 506 passing through the closed container 502 is press-fitted to the fixed scroll 511. Moreover,
a discharge pipe 507 is provided so as to pass through the closed container 502. The discharge pipe 507 allows high-
pressure refrigerant gas discharged from a discharge port 511a of the fixed scroll 511 to be discharged to the outside.
[0104] The closed container 502 includes the cylindrical shell 4 (FIG. 1). The motor 100 of the first embodiment is
attached to the inner circumferential side of the shell 4. A glass terminal 508 for electrically connecting the stator 1 of
the motor 100 and a driving circuit to each other is fixed to the closed container 502 by welding. The main shaft 501 is
the shaft 35 of the motor 100 (FIG. 1).
[0105] An operation of the compressor 500 is as follows. When the motor 100 rotates, the main shaft 501 (the shaft
35) rotates together with the rotor 3. When the main shaft 501 rotates, the orbiting scroll 512 swings to change a volume
of the compression chamber 516 between the fixed scroll 511 and the orbiting scroll 512. Thus, refrigerant gas is sucked
from the suction pipe 506 into the compression chamber 516 and is compressed.
[0106] The high-pressure refrigerant gas compressed in the compression chamber 516 is discharged into the closed
container 502 through the discharge port 511a of the fixed scroll 511, and is discharged to the outside through the
discharge pipe 507. Moreover, part of the refrigerant gas discharged into the closed container 502 from the compression
chamber 516 passes through the through holes 15 and the cutout parts 16 of the stator 1 (FIG. 1) and cools the motor
100 and the lubricant 504.
[0107] As described above, the motor 100 of the first embodiment can suppress harmonics of an induced voltage,
and therefore can suppress vibration and noise during the operation of the compressor 500. Further, since the winding
2 is wound in wave winding, the motor 100 of the first embodiment provides a sufficient flow rate of refrigerant that
passes through the through holes 15 and the cutout parts 16 (FIG. 1) to enhance cooling efficiency of the motor 100,
and stability of the operation of the compressor 500 can be enhanced.
[0108] A motor used in the compressor 500 is not limited to the motor 100 of the first embodiment, and any of the
motors 100A, 100B, 100C, and 100D (FIG. 18) of the modifications may be used. In addition, a scroll compressor has
been described here as an example of a compressor. However, the motors 100 (100A to 100D) of the first embodiment
and the modifications may be applied to a compressor other than the scroll compressor.

(Air Conditioner)

[0109] Next, an air conditioner (a refrigerating cycle apparatus) including the compressor 500 illustrated in FIG. 19
will be described. FIG. 20 is a diagram illustrating a configuration of an air conditioner 400. The air conditioner 400
illustrated in FIG. 20 includes a compressor 401, a condenser 402, a restrictor (a decompressor) 403, and an evaporator
404. The compressor 401, the condenser 402, the restrictor 403, and the evaporator 404 are connected by a refrigerant
pipe 407 to constitute a refrigerating cycle. That is, refrigerant circulates through the compressor 401, the condenser
402, the restrictor 403, and the evaporator 404 in this order.
[0110] The compressor 401, the condenser 402, and the restrictor 403 are provided in an outdoor unit 410. The
compressor 401 is constituted by the compressor 500 illustrated in FIG. 19. An outdoor fan 405 for supplying outdoor
air to the condenser 402 is provided in the outdoor unit 410. The evaporator 404 is provided in an indoor unit 420. An
indoor fan 406 for supplying indoor air to the evaporator 404 is provided in the indoor unit 420.
[0111] An operation of the air conditioner 400 is as follows. The compressor 401 compresses sucked refrigerant and
sends out the compressed refrigerant. The condenser 402 exchanges heat between the refrigerant flowing from the
compressor 401 and the outdoor air, condenses and liquefies the refrigerant, and sends out the liquefied refrigerant to
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the refrigerant pipe 407. The outdoor fan 405 supplies the outdoor air to the condenser 402. The restrictor 403 changes
its opening degree to thereby adjust a pressure or the like of the refrigerant flowing through the refrigerant pipe 407.
[0112] The evaporator 404 exchanges heat between the refrigerant brought into a low pressure state by the restrictor
403 and the indoor air, causes the refrigerant to take heat from the air and evaporate (vaporize), and sends out the
refrigerant to the refrigerant pipe 407. The indoor fan 406 supplies the indoor air to the evaporator 404. Thus, cool wind
deprived of heat by the evaporator 404 is supplied into a room.
[0113] Since the motor 100 described in the first embodiment and the modifications is applied to the compressor 401
(the compressor 500 in FIG. 19), vibration and noise during the operation of the air conditioner 400 can be suppressed.
Moreover, stability of the operation of the compressor 401 during the operation of the air conditioner 400 can be enhanced,
and operation efficiency of the air conditioner 400 can be enhanced.
[0114] The compressor 500 to which any of the motors 100 (100A to 100D) of the first embodiment and the modifications
is applied is not limited to use in the air conditioner 400 illustrated in FIG. 20. The compressor 500 may be used in
another type of air conditioner.
[0115] Although the preferred embodiments of the present invention have been described specifically, the present
invention is not limited to the above described embodiments, and various improvements or modifications can be made
within a range not departing from the gist of the present invention.

DESCRIPTION OF REFERENCE CHARACTERS

[0116] 1, 1A, 1B, 1C, 1D: stator, 2: winding, 3: rotor, 4: shell, 10, 10E: stator core, 11: yoke part, 12: tooth, 12a: tip,
12b: base, 13: slot, 15: through hole, 16: cutout part, 16C, 16D: groove, 17: crimping part, 18: outer circumference, 20,
20a, 20b, 20c: winding part, 21, 21a, 21b: coil end part, 22, 22a, 22b: straight part, 23, 23a, 23b: coil end part, 25a, 25b:
nose part, 26a, 26b: nose part, 30: rotor core, 31: magnet insertion hole, 32: permanent magnet, 33: flux barrier, 34:
shaft hole, 35: shaft, 100, 100A, 100B, 100C, 100D: motor, 400: air conditioner; 401: outdoor unit; 402: indoor unit, 403:
refrigerant pipe, 405: fan, 406: blade, 500: scroll compressor (compressor), 501: main shaft, 502: closed container, 510:
compression mechanism.

Claims

1. A motor used in a compressor, comprising:

a stator comprising:

a stator core having a yoke part that extends in a circumferential direction about an axis and a plurality of
teeth that extend from the yoke part toward the axis and are arranged in the circumferential direction, and
a winding wound around the plurality of teeth of the stator core in wave winding; and

a rotor whose number of poles is P and which is disposed on an inner side of the stator in a radial direction
about the axis,
wherein when a number of the plurality of teeth is represented by S, S/P ≥ 6 is satisfied, and
wherein the yoke part has a refrigerant passage through which refrigerant passes in a direction of the axis.

2. The motor according to claim 1, wherein 6 ≤ S/P ≤ 12 is satisfied.

3. The motor according to claim 1 or 2, wherein the winding has a conductor on which a coating of polyesterimide or
polyamideimide is formed.

4. The motor according to any one of claims 1 to 3, wherein the stator core has electromagnetic steel sheets which
are stacked in the direction of the axis and fixed together by a crimping part, and the crimping part is formed in the
yoke part.

5. The motor according to any one of claims 1 to 4, wherein the refrigerant passage has a through hole passing through
the yoke part in the direction of the axis.

6. The motor according to claim 5, wherein the stator core has a slot between two teeth of the plurality of teeth, the
two teeth being adjacent to each other in the circumferential direction, and
T1 ≥ (W1 + W2)/4 is satisfied,
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where W1 represents a width in the circumferential direction of each of the plurality of teeth at an inner end in the
radial direction, W2 represents a width in the circumferential direction of each of the plurality of teeth at an outer
end in the radial direction, and T1 represents a shortest distance from the slot to the through hole.

7. The motor according to any one of claims 1 to 6, wherein the refrigerant passage has a cutout part formed on an
outer circumference of the yoke part over an entire region of the yoke part in the direction of the axis.

8. The motor according to claim 7, wherein the cutout part has a shape such that the outer circumference of the yoke
part is linearly cut, in a plane perpendicular to the axis.

9. The motor according to any one of claims 1 to 4, wherein the refrigerant passage has:

a plurality of through holes passing through the yoke part in the direction of the axis, and
a plurality of cutout parts formed on an outer circumference of the yoke part over an entire region of the yoke
part in the direction of the axis, and
wherein the plurality of through holes and the plurality of cutout parts are alternately arranged in the circumfer-
ential direction about the axis.

10. The motor according to any one of claims 1 to 9, wherein the compressor has a cylindrical shell, and
wherein the stator core is fitted into the shell.

11. The motor according to any one of claims 1 to 10, wherein the rotor has a permanent magnet composed of a rare
earth sintered magnet.

12. The motor according to claim 11, wherein the rotor has a rotor core having magnet insertion holes the number of
which corresponds to the number of poles P.

13. A compressor comprising:

the motor according to any one of claims 1 to 12; and
a compression mechanism driven by the motor.

14. An air conditioner comprising a compressor, a condenser, a decompressor, and an evaporator,
wherein the compressor has the motor according to any one of claims 1 to 12 and a compression mechanism driven
by the motor.
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