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Description 

:ield  of  Invention 
The  present  invention  relates  to  a  holding 

arrangement  for  holders  intended  for  holding 
sheet-like  articles,  such  as  drawings,  charts,  and 
:he  like,  said  holders  comprising  two  parts  which 
;an  be  swung  about  an  axis  and  which  embrace 
the  upper  edge  of  the  respective  suspended 
articles  and  are  pressed  towards  one  another  by 
means  of  one  or  more  spring  means,  and  said 
hanging  arrangement  comprising  a  frame  struc- 
ture  having  horizontally  extending  inner  and 
outer  mutually  parallel  frame  parts  and  trans- 
versely  extending  wires  or  rods  mounted  therein, 
said  holder  at  one  end  thereof  having  a  hook 
member  and  at  the  other  end  thereof  a  further 
hook  member  intended  to  be  attached  to  the 
outer  frame  part. 

Background  Art 
In  certain  types  of  known  hanging  arrange- 

ments,  the  holders  are  provided  at  one  end 
thereof  with  a  sleeve-like  element  arranged  to  co- 
act  with  a  post  of  a  hanging  frame.  The  holders, 
suspended  at  one  end,  have  therewith  been  pivot- 
able  in  the  horizontal  plane. 

In  many  cases,  however,  difficulties  are  experi- 
enced  in  lifting  a  sheet-like  article  provided  with  a 
holder  into  position  and  simultaneously  fitting  the 
sleeve-like  element  onto  the  post.  This  difficulty 
becomes  particularly  acute  when  the  holder 
carries  a  large  number  of  sheet-like  articles  of 
large  surface  area,  therewith  exhibiting  con- 
siderable  weight. 

DE—  B  —  1,207,336  (Buro-Einrichtungs-Fabrikeh) 
and  FR—  -A—  1,110,740  (Chantiers  Rochebrune) 
describe  previously  known  hanger  arrangements. 

Object  of  the  Invention 
One  object  of  the  present  invention  is  to  pro- 

vide  a  hanging  arrangement  of  the  aforesaid  kind 
which  will  enable  sheet-like  articles  held  by  the 
holders  to  be  located  in  a  storage  position  adja- 
cent  one  another  in  a  safe  and  reliable  fashion, 
and  which  greatly  facilitates  handling  of  the 
articles,  both  when  placing  the  articles  in  their 
storage  position  and  when  withdrawing  the 
articles  therefrom. 

Another  object  of  the  invention  is  to  provide  a 
hanging  arrangement  of  the  aforesaid  kind  which 
can  be  readily  manufactured  and  readily  placed  in 
a  desired  position. 

Summary  of  the  Invention 
A  hanging  arrangement  according  to  the  inven- 

tion  which  fulfils  these  and  other  objects  is  mainly 
characterized  in  that  said  first  hook  member  is 
intended  to  be  hung  upon  and  moved  along  a 
transverse  wire  or  rod  so  that  the  hook  members 
are  arranged  to  move  along  a  respective  one  of 
mutually  perpendicular  planes. 

When  the  first  hook  member  is  hung  on  the 
wire  or  rod,  a  large  part  of  the  weight  of  the  sheet- 
like  object  is  relieved.  It  is  then  a  simple  matter  to 

push  the  holder,  together  with  the  article  held 
thereby,  inwardly  on  the  wire  or  rod,  with  the 
holder  sloping  downwardly,  i.e.  at  an  angle  to  the 
horizontal  plane,  and  then  to  attach  the  outer, 

5  second  hook  member  onto  a  corresponding 
frame  part  when  said  holder  reaches  its  terminal 
position,  therewith  to  complete  the  hanging  oper- 
ation. 

The  holders  together  with  the  sheet-like  articles 
w  held  thereby  can  also  be  readily  removed  from 

the  hanging  arrangement  in  an  equally  simple 
manner,  since  the  major  part  of  the  weight  of  the 
sheet-like  articles  is,  in  this  case,  taken  up  by  the 
rod  or  the  wire. 

is  An  important  feature  of  the  preferred  embodi- 
ment  of  the  invention  is  thus  that  the  two  hook 
members  have  mutually  different  shape  and 
direction,  which  imparts  an  asymmetric  design  to 
the  holder  as  a  whole. 

20  The  manufacture  and  attachment  of  the  hook 
members  is  greatly  facilitated  when,  in  accord- 
ance  with  one  preferred  embodiment,  said  mem- 
bers  comprise  bent  end  parts  of  the  pivot  shaft  of 
the  pivotal  holder  parts. 

25  An  embodiment  of  the  invention  will  now  be 
described  in  more  detail  with  reference  to  the 
accompanying  drawings. 

Brief  Description  of  the  Drawings 
30  Figure  1  is  a  perspective  view  of  a  hanging 

arrangement  according  to  the  invention,  and 
shows  hung  sheet-like  articles  being  moved  to  a 
storage  position. 

Figure  2  is  a  front  view  of  the  hanging  arrange- 
35  ment  illustrated  in  Figure  1,  and  shows  the  holder 

in  the  storage  position. 

Description  of  a  Preferred  Embodiment 
A  holder  1  intended  for  holding  sheet-like 

40  articles  6,  such  as  drawings  or  charts,  comprises 
two  parts  2,  3  which  can  be  pivoted  about  a  shaft 
4,  and  which  are  adapted  to  embrace  the  upper 
edge  of  the  suspended  articles  6.  The  two  parts  2, 
3  are  pressed  towards  one  another  by  means  of  a 

45  number  of  spring  clips  5. 
The  pivot  shaft  4  is  extended  at  both  ends 

thereof,  these  extensions  being  bent  into  the 
shape  of  hook  members,  namely  an  inner  hook 
member  4a,  which  is  arranged  to  move  or  run  in  a 

so  plane  extending  at  right  angles  to  the  longitudinal 
axis  of  the  holder,  and  an  outer  hook  member  4b 
which  is  intended  to  move  or  run  in  the  plane  of 
the  holder. 

The  hanging  arrangement  also  comprises  a 
55  frame  structure  10  having  inner  and  outer  parallel 

frame  parts  in  the  form  of  U-shaped  sections  11, 
12  with  upper,  counter-directional  horizontal  pro- 
filed  sections.  Extending  between  the  aforesaid 
frame  parts  are  horizontal  rods  or  wires  13,  which 

60  pass  through  the  one  leg  of  the  U-shaped  sections 
and  are  attached  to  said  sections  by  means  of 
weld  joints  15. 

The  rods  or  wires  13  may  be  provided  with  an 
outer  slip  or  slide  coating,  for  example  a  coating 

65  of  plastics  material. 

2 



'he  frame  structure  ninner  compnaeo  a 
rdly  located  cross  member  14  and  supporting 
jts  16,  which  are  suitably  vertical  and  which 
:  shown  in  chain  lines  in  Fig.  1.  In  the  illus- 
ion  of  Fig.  2  two  further  upstanding  support 
uts  16  are  shown,  also  in  chain  lines.  The 
ention  herewith  is  to  indicate  that  the  frame 
ucture  can  be  extended  vertically  with  an 
ditional,  corresponding  hanging  arrangement. 
A/ith  the  holders  in  their  hanging  position,  the 
permost  point  of  the  outer  hook  member  4b  of 
j  holder  1  is  located  on  a  higher  level  than  the 
permost  point  of  the  inner  hook  member  4a.  As 
II  be  seen  from  Fig.  2,  the  intention  herewith  is 
enable  the  outer  hook  member  4b  to  co-act 

th  the  outer  frame  section  12  while  the  inner 
iok  member  4a  rests  upon  and  is  displaceable 
jng  the  rod  or  wire  13. 
When  a  holder  1  to  which  a  sheet-like  article  6 
is  been  attached  shall  be  hung  on  the  frame 
•ucture,  the  inner  hook  member  4a  is  first 
tached  to  a  rod  or  wire  13,  which  will  therewith 
ipport  most  of  the  weight  of  the  article  6.  The 
)lder  is  then  pushed  inwardly  along  the  rod  or 
ire  13  and  the  outer  hook  member  4b  is  hooked 
rto  the  outer  U-shaped  frame  section  12,  there- 
ith  to  complete  the  operation. 
The  wire  or  rod  13  is  also  used  to  support  the 
eight  of  the  sheet-like  article  when  removing  a 
aider  from  the  frame. 

laims 

1.  A  hanging  arrangement  for  holders  intended 
>r  holding  sheet-like  articles,  such  as  drawings, 
fiarts  and  the  like,  said  holder  (1)  comprising  two 
arts  (2,  3)  which  can  be  swung  about  a  pivot  axis 
nd  which  are  intended  to  embrace  the  upper 
dge  of  a  respective  suspended  article  (6)  and  are 
ressed  towards  one  another  by  means  of  one  or 
lore  spring  means  (5),  said  hanging  arrange- 
lent  comprising  a  frame  structure  (10)  having 
orizontally  extending  inner  and  outer  mutually 
orallel  frame  parts  (11,12)  and  said  holder  (1)  at 
me  end  thereof  having  a  hook  member  (4a)  and 
it  the  other  end  thereof  a  further  hook  member 
4b)  intended  to  be  attached  to  the  outer  frame 
>art  (12),  characterized  in  that  rods  or  wires  (13) 
ixtend  transverssly  between  said  frame  parts  (11, 
12)  and  in  that  said  first  hook  member  (4a)  is 
ntended  to  be  hung  upon  and  moved  along  a 
ransverse  wire  or  rod  (13)  so  that  the  hook 
nembers  (4a,  4b)  are  arranged  to  move  along  a 
■espective  one  of  mutually  perpendicular  planes. 

2.  A  hanging  arrangement  according  to  Claim  1  , 
;haracterized  in  that  the  hook  members  (4a,  4b) 
comprise  bent  end  parts  of  the  pivot  shaft  (4)  of 
the  aforesaid  pivotable  holder  parts  (2,  3). 

1.  Hangeeinrichtungfur  Halter  zum  Halten  blatt- 
formiger  Gegenstande,  z.B.  Zeichnungen,  Karten 
u.dgl.,  welcher  Halter  (1)  zwei  Teile  (2,  3)  umfalSt, 
die  urn  eine  Drehachse  geschwenkt  werden  kon- 
nen  und  die  die  obere  Kante  eines  jeweiiigen 
aufgehangten  Gegenstands  (6)  umgreifen  sollen 
und  mittels  eineroder  mehrerer  Federn  (5)  aufein- 
andergedriickt  werden,  wobei  die  Hangeeinrich- 
tung  einen  Rahmen  (10)  mit  waagerecht 
liegenden  inneren  und  auBeren,  zueinander 
parallelen  Rahmenteilen  (11,12)  aufweist  und  der 
genannte  Halter  (1)  an  seinem  einen  Ende  mit 
einem  Hakenelement  (4a)  und  an  seinem  anderen 
Ende  mit  einem  weiteren,  an  dem  auSeren  Rahm- 
enteil  (12)  einzuhangenden  Hakenelement  (4b) 
versehen  ist,  dadurch  gekennzeichnet,  daB  Stabe 
oder  Drahte  (13)  quer  zwischen  den  genannten 
Rahmenteilen  (11,  12)  verlaufen,  und  dalS  das 
genannte  erste  Hakenelement  (4a)  auf  einen  quer- 
verlaufenden  Draht  oder  Stab  (13)  aufzuhangen 
und  an  ihm  entlang  zu  bewegen  ist,  so  daB  die 
Haken'elemente  (4a,  4b)  so  ausgebildet  sind,  daft 
sie  in  jeweils  einer  von  aufeinander  senkrecht 
stehenden  Ebenen  bewegbar  sind. 

2.  Hangeeinrichtung  nach  Anspruch  1,  dadurch 
gekennzeichnet,  daB  die  Hakenelemente  (4a,  4b) 
abgebogene  Endstucke  der  Drehachse  (4)  der 
obengenannten  schwenkbaren  Halterteile  (2,  3) 
umfassen. 

Revendications 

;  1.  Dispositif  de  suspension  pour  classeurs  des- 
tines  a  contenir  des  articles  en  forme  de  feuilles, 
comme  des  dessins  ou  des  graphiques,  ledit 
classeur  (1)  comprenant  deux  parties  (2,  3)  qui 
peuvent  pivoter  autour  d'un  pivot  et  qui  sont 

?  destinees  a  enserrer  le  bord  superieur  d'un  article 
particulier  suspendu  (6)  et  sont  pressees  I'une 
contre  I'autre  au  moyen  d'un  ou  piusieurs  res- 
sorts  (5),  ledit  dispositif  de  suspension  compre- 
nant  une  structure  de  cadre  (10)  ayant  des  parties 

5  de  cadre  (11,  12)  interieur  et  exterieur  mutuelle- 
ment  paralleles  qui  s'etendent  horizontalement, 
et  ledit  classeur  (1)  dont  une  extremite  comporte 
un  crochet  (4a)  et  I'autre  extremite  un  autre 
crochet  (4b)  destine  a  etre  attache  a  la  partie 

ro  exterieure  (1  2)  du  cadre,  caracterise  en  ce  que  des 
tiges  ou  fils  (13)  s'etendent  transversalement 
entre  lesdites  parties  (1  1  ,  12)  de  cadre  et  en  ce  que 
ledit  premier  crochet  (4a)  est  destine  a  etre 
accroche  sur  et  deplace  le  long  d'un  fil  ou  tige  (13) 

55  transversal  de  telle  sorte  que  les  crochets  (4a  et 
4b)  se  deplacent  le  long  d'un  plan  parmi  des  plans 
perpendiculaires  entre  eux. 

2.  Dispositif  de  suspension  selon  la  revendica- 
tion  1,  caracterise  en  ce  que  les  crochets  (4a,  4b) 

so  comprennent  des  parties  d'extremite  pliees  de 
I'axe  de  pivotement  (4)  desdites  parties  pivo- 
tantes  (2,  3)  du  classeur. 
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