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Description

Technical Field

[0001] The present invention relates to a metal ion elut-
ing unit that elutes antibacterial metal ions into water,
and an apparatus that uses water including the metal
ions eluted by the metal ion eluting unit.

Background Art

[0002] Due to a growing female employment rate and
the trend toward nuclear families in recent years, in more
and more households, nobody stays home in the day-
time. Such households frequently dry laundry indoors.
Even households where someone stays home in the day-
time dry laundry indoors in rainy times. In the indoor dry-
ing, bacteria and mold are more likely to propagate in the
laundry than in the sun drying. This trend is more remark-
able when it takes much time to dry laundry, such as in
high humidity condition, e.g., rainy season, or low tem-
perature condition. The laundry may give out foul smells,
depending on the propagation condition. Therefore,
households that ordinarily have no choice other than the
indoor drying have a strong need for subjecting fabrics
to an antibacterial treatment to suppress the propagation
of bacteria and mold.
[0003] Recently, more and more clothes have textiles
that are subjected to an antibacterial-deodorizing treat-
ment or bacteria-control treatment. However, it is difficult
to offer the household with textile products that are all
subjected to an antibacterial-deodorizing treatment.
Moreover, the effect of the antibacterial-deodorizing
treatment decreases with the increasing number of wash-
es.
[0004] Accordingly, technology has been proposed
which subjects laundry to an antibacterial treatment in
each wash. Patent document 1, for example, discloses
an electric washing machine equipped with an ion gen-
erator that generates metal ions having sterilizing capa-
bility. Patent document 2 discloses a washing machine
including a silver-ion-adding unit that adds silver ions to
washing water.
[0005] Silver ions, copper ions, and the like are known
as antibacterial metal ions. The silver ions in particular
have been well known since early times to have sterilizing
capability. Such antibacterial metal ions are character-
ized in that they are more stable than chlorine, maintains
the sterilizing effect, and do not generate harmful sub-
stance.
[0006] The metal ion elution is generally performed by
using an electrode type metal ion eluting unit. In the elec-
trode type metal ion eluting unit, the application of a volt-
age between electrodes causes a current to flow between
the electrodes, thereby eluting metal ions from the pos-
itive electrode in accordance with the Coulomb’s law. The
concentration of metal ions eluted is generally controlled
by the volume of water flowing between the electrodes

and the current flowing therebetween.
[0007] The electrode type metal ion eluting unit gen-
erally encounters a problem that calcium carbonate or
the like deposits on the negative electrode, i.e., scale
deposition. Thus, this scale deposition is generally pre-
vented by periodically reversing the polarity of the voltage
applied between the electrodes so that the positive and
negative electrodes are periodically switched to each oth-
er.

Patent document 1 Japanese Utility Model Laid-
open No. H5-74487
Patent document 2 Japanese Patent Application
Laid-open No. 2001-276484

Disclosure of the Invention

Problems to be Solved by the Invention

[0008] In an electrode type metal ion eluting unit, to
use silver ions, for example, as metal ions to be eluted,
a silver electrode or silver-containing electrode is provid-
ed as a positive electrode. Then this electrode is placed
in water together with a negative electrode, and then a
voltage is applied between the electrodes. As a result,
reaction Ag→Ag++→e- occurs in the positive electrode,
whereby silver ions (Ag+) are eluted into water. The con-
tinuous elution of the silver ions (Ag+) causes the positive
electrode to wear.
[0009] On the other hand, in the negative electrode,
reaction H++e-→1/2H2 occurs regardless of what mate-
rial is used for this electrode. As a result, hydrogen is
generated, and scale (e.g., calcium carbonate, magne-
sium carbonate) formed by dissolved components of wa-
ter deposits on the surface of the electrode. Moreover,
chloride and sulfide of metal composing the positive elec-
trode also deposit on the surface of the negative elec-
trode. Thus, the prolonged use of the electrode type metal
ion eluting unit results in thick accumulation of the scale,
metal chloride, and metal sulfide on the surface of the
negative electrode, which prevents the elution of metal
ions. Thus, the elution amount of metal ions becomes
unstable or the electrode wears unevenly.
[0010] Even if no scale deposits on the negative elec-
trode, the elution efficiency of metal ions may decrease
due to water quality. In a case such as where the water
has high hardness, high electric conductivity, or high
chloride ion concentration, there has been a problem that
the elution amount of metal ions decreases, and thus the
metal ion concentration decreases, even if no scale de-
posits on the surface of the negative electrode.
[0011] As described above, the elution efficiency of
metal ions decreases due to not only the scale deposition
but also the water quality. The scale deposition can be
prevented to some extent by reversing the polarity of the
voltage applied between the electrodes so that the pos-
itive and negative electrodes are periodically switched to
each other, as described above. In the actual environ-
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ment, however, this scale deposition and the water qual-
ity are involved complicatedly in the decrease in the elu-
tion efficiency of metal ions. Moreover, with the mutual
synergy effect, the scale deposition cannot be prevented
satisfactorily, thus leading to a further decrease in the
elution efficiency of metal ions.
[0012] Generally, increasing the value of a current
flowing between the electrodes can prevent the scale
deposition and also improve the elution efficiency of met-
al ions. However, this has brought about a problem that
the electrode wears severely, thus shortening the elec-
trode life, or a problem that the elution concentration of
metal ions becomes too high. Too high elution concen-
tration of metal ions has caused a problem of discolora-
tion occurring in clothes washed by a washing machine
equipped with an electrode type metal ion eluting unit.
[0013] In view of the problems described above, it is
an object of the present invention to provide a metal ion
eluting unit capable of efficiently and stably eluting metal
ions for a prolonged period of time and a device provided
with the metal ion eluting unit.

Means for Solving the Problem

[0014] AU 2003277648 refers to an ion eluting unit hav-
ing drive circuit for eluting metal ions by applying a volt-
age between electrodes. The polarity of the applied volt-
age is periodically inverted, with a voltage application
stop intermission. The current flowing between the elec-
trodes is measured by a current measuring circuit. the
operation of the current measuring circuit is checked be-
fore the start of the voltage application. The current meas-
uring circuit starts the measurement after a predeter-
mined time from the start of the voltage application.
[0015] According to the present invention, There is pro-
vided a A metal ion eluting unit including a plurality of
electrodes; and a drive circuit operable to apply a voltage
between the electrodes, the metal ion eluting unit for elut-
ing metal ions from one of the electrodes serving as a
positive electrode by applying the voltage between the
electrodes, wherein the metal ion eluting unit further com-
prises a control circuit operable to control the drive circuit
such that the drive circuit periodically reverses a polarity
of the voltage applied between the electrodes, and, in a
period from one voltage polarity reversal to the next volt-
age polarity reversal is configured to, from when the po-
larity of the voltage applied between the electrodes is
reversed until a predetermined period elapses, in a first
current mode in which a value of a current flowing be-
tween the electrodes equals a first value, and is config-
ured to operate thereafter in a second current mode in
which a value of the current flowing between the elec-
trodes equals a second current value which is smaller
than the first current value.
[0016] According to such a configuration, setting the
first current value at an optimum current value for pre-
venting scale deposition and setting the second current
value at a current value for providing an optimum elution

efficiency of metal ions in accordance with water quality
permits preventing the scale deposition at the initial pe-
riod of voltage application after the polarity reversal of
the voltage applied between the electrodes, and also per-
mits preventing a current, which flows between the elec-
trodes after the initial period of voltage application has
passed after the polarity reversal of the voltage applied
between the electrodes, from becoming too large. This
stabilizes the metal ion elution after the initial period of
voltage application has passed after the polarity reversal
of the voltage applied between the electrodes, and elim-
inates a problem of shorter electrode life and a problem
of too high elution concentration of metal ions. Conse-
quently, the metal ion elution can be performed efficiently
and stably over a long period of time.
[0017] In the configuration described above, from the
view point of avoiding the problem of shorter electrode
life and the problem of too high elution concentration of
metal ions, the first current value is larger than the second
current value.
[0018] From the view point of avoiding the problem of
shorter electrode life and the problem of too high elution
concentration of metal ions, it is preferable that the period
of the first current mode be shorter than the period of the
second current mode.
[0019] It is preferable that the drive circuit perform con-
stant-voltage driving during the period of the first current
mode and constant-current driving during the period of
the second current mode. Performing the constant-volt-
age driving by the driving circuit during the period of the
first current mode permits the flow of a maximum current
in accordance with water quality and interelectrode con-
dition, thus improving the effect of scale deposition pre-
vention.
[0020] It is preferable that the polarity of the voltage
applied between the electrodes be periodically reversed
with a voltage application rest time inserted during every
reversal. According to such a configuration, the metal
ions eluted from the electrode which serves as a positive
electrode before the voltage application rest time can be
separated from this electrode at a sufficient distance dur-
ing the voltage application rest time. Thus, even when
this electrode turns into a negative electrode after the
voltage application rest time, the metal ions eluted before
the voltage application rest time is not pulled back by this
electrode. Consequently, this does not waste the power
consumed for the metal ion elution, and also avoids fail-
ure to provide a desired total mount of metal ions. More-
over, when the metal ion eluting unit according to the
present invention is incorporated in an apparatus for ap-
plication, a variation in the water metal ion concentration
is decreased by providing the voltage application rest
time. Thus, when the eluted metal ions are antibacterial,
an even antibacterial effect can easily be achieved over
a wide range.
[0021] It is preferable that transfer from the first current
mode to the second current mode occur with a voltage
application rest time inserted therebetween. According
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to such a configuration, the scale depositing on the elec-
trode which serves as a negative electrode before the
polarity change of the voltage applied between the elec-
trodes, and the like are stripped off from the electrode in
the period of the first current mode by the elution of metal
ions from the electrode which serves as a positive elec-
trode after the polarity change of the voltage applied be-
tween the electrodes. Since the scale stripped off from
the electrode can be separated at a sufficient distance
from the electrode facing this electrode, the scale
stripped off are less likely to deposit again. This prevents
the accumulation of the scale and the like on the electrode
surface, thereby permitting stable metal ion elution.
[0022] It is preferable that a short-circuit be made be-
tween the electrodes during the voltage application rest
time. This configuration permits the residual potential dif-
ference between the electrodes during the voltage appli-
cation rest time to be completely zero, thereby preventing
scale deposition during the voltage application rest time.
[0023] It is preferable that the metal ion eluting unit
further include a water quality detection portion for de-
tecting water quality of water mediating between the elec-
trodes, wherein the controlling circuit changes at least
one of the first current value and the second current value
in accordance with the water quality detected by the water
quality detection portion. This configuration permits pre-
venting constantly and appropriately preventing the scale
deposition and/or constantly and appropriately ensuring
the elution concentration of metal ions regardless of the
water quality of water used.
[0024] It is preferable that the metal ion eluting unit
further comprise a water detection portion which detects
water quality of water mediating between the electrodes,
wherein the controlling circuit changes at least one of the
time ratio of the period of the first current mode to the
period of the second current mode and the polarity re-
versal period of the voltage applied between the elec-
trodes in accordance with the water quality detected by
the water quality detection portion. This configuration
permits constantly and appropriately preventing the
scale deposition and/or constantly and appropriately en-
suring the elution concentration of metal ions regardless
of the water quality of water used, even when the upper
limit is provided to the current value due to the limitations
of the circuit.
[0025] It is preferable that the water quality detection
portion detect at least one of water hardness, water elec-
tric conductivity, and water chloride ion concentration.
Since the elution efficiency of metal ions has correlation
with the water hardness, water electric conductivity, and
water chloride ion concentration, this configuration per-
mits constantly and appropriately ensuring the elution
concentration of metal ions regardless of the water qual-
ity of water used.
[0026] It is preferable that the water quality detecting
portion detect the water quality by detecting at least one
of the voltage between the electrodes and the current
flowing between the electrodes. This configuration per-

mits achieving a water quality detection portion with a
relatively simple and inexpensive circuit.
[0027] It is preferable that part or all of the metal ions
eluted be any of silver ions, copper ions, and zinc ions.
This configuration permits utilizing an excellent sterilizing
and fungicidal effects provided by the silver ions, the cop-
per ions, or the zinc ions.
[0028] To achieve the object described above, an ap-
paratus according to the present invention is provided
with the metal ion eluting unit according to any of the
configurations described above. One of such apparatus-
es according to the present invention is a washing ma-
chine.

Advantages of the Invention

[0029] The present invention permits achieving a metal
ion eluting unit capable of efficiently and stably eluting
metal ions over a long period of time, and an apparatus
provided therewith.

Brief Description of Drawings

[0030]

[Fig. 1] Fig. 1 is a horizontal cross sectional view of
an ion eluting portion included in a metal ion eluting
unit according to the present invention;
[Fig. 2] Fig. 2 is a perspective view of an electrode
included in the metal ion eluting unit according to the
present invention;
[Fig. 3] Fig. 3 is a view showing the electrical struc-
ture of the metal ion eluting unit according to the
present invention;
[Fig. 4] Fig. 4 is a timing chart of signals and a current
flowing between electrodes according to a first em-
bodiment;
[Fig. 5] Fig. 5 is a timing chart of signals and a current
flowing between electrodes according to a second
embodiment;
[Fig. 6] Fig. 6 is a timing chart of signals and a current
flowing between electrodes according to a third em-
bodiment;
[Fig. 7] Fig. 7 is a timing chart of signals and a current
flowing between electrodes according to a fourth em-
bodiment;
[Fig. 8] Fig. 8 is a diagram showing the relationship
between the elution efficiency and the water hard-
ness;
[Fig. 9] Fig. 9 is a diagram showing the relationship
between the elution efficiency and the water electric
conductivity;
[Fig. 10] Fig. 10 is a diagram showing the relationship
between the elution efficiency and the water chloride
ion concentration;
[Fig. 11A to 11C] Figs. 11A to 11C are timing charts
of a current flowing between electrodes when the
current value is changed in accordance with water
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quality;
[Figs. 12A and 12B] Figs. 12A and 12B are timing
charts of a current flowing between electrodes when
the time ratio of a first current mode to a second
current mode is changed in accordance with the wa-
ter quality; and
[Figs. 13A and 13B] Figs. 13A and 13B are timing
charts of a current flowing between electrodes when
both the polarity reversal period and the time ratio
are changed in accordance with the water quality;
and
[Fig. 14] Fig. 14 is a vertical cross section of a wash-
ing machine according to the present invention.

List of Reference Symbols

[0031]

1 Commercial power source
2 Insulating transformer
3 Full-wave rectifier circuit
4 Constant-voltage circuit
5 Constant-current circuit
6 Main control portion
7 Current value setting circuit
8 Voltage value setting circuit
9 Voltage-detection circuit
10 Current-detection circuit
100 Ion eluting portion
101 Case
102, 103 Electrode
104 Inlet
105 Outlet
106, 107 Electrode holding member
108, 109 Connecting terminal
C1 Smoothing capacitor
Q1 to Q4 NPN-type transistor
R1, R2 Resistance

Best Mode for Carrying Out the Invention

[0032] The embodiment of the present invention will
be described below with reference to the accompanying
drawings. First, description will be given on the structure
of an ion eluting portion included in a metal ion eluting
unit according to the present invention. Fig. 1 shows a
horizontal cross sectional view of the ion eluting portion.
Fig. 2 shows a perspective view of the electrode.
[0033] The ion eluting portion 100 includes a case 101,
which has an inlet 104 in one end thereof in the longitu-
dinal direction and an outlet 105 in the other end thereof,
both provided for water flow.
[0034] The ion eluting portion 100 has in the case 101
two plate-like electrodes: a first electrode 102 and a sec-
ond electrode 103. In the case 101, the two plate-like
electrodes 102 and 103 are arranged along the water
flow from the inlet 104 to the outlet 105 in a manner so
as to face each other.

[0035] Applying a predetermined voltage between the
electrodes 102 and 103 in the presence of water in the
case 101 causes metal ions contained in metal compos-
ing the positive electrode to be eluted from the positive
electrode. As an example of the electrodes 102 and 103,
silver plates each having a dimension of approximately
20 mm X 50 mm and a thickness of approximately 1 mm
may be arranged by electrode holding members 106 and
107, respectively, at a distance of approximately 5 mm
from each other. The electrode 102 and a connecting
terminal 108 that are made of the same metal material
are integrally molded together; the electrode 103 and a
connecting terminal 109 that are made of the same metal
material are integrally molded together.
[0036] Applying a voltage between the electrodes 102
and 103 while performing constant-current control that
controls the current value during water flow at 29 mA
permits producing silver-ion-containing water having a
silver ion concentration of approximately 90 ppb with a
water flow rate of 20L/min. This means that, even water
flow with water pressure, such as city water pressure,
can generate silver-ion-containing water having an
enough concentration required for exerting an antibac-
terial effect.
[0037] The material of the electrodes 102 and 103 is
not limited to silver. Any other type of metal is acceptable,
as long as the metal can serve as a source of antibacterial
metal ions. Examples of such optional metal include cop-
per, an alloy of silver and copper, zinc, and the like. Silver
ions eluted from a silver electrode, copper ions eluted
from a copper electrode, and zinc ions eluted from a zinc
electrode provide excellent sterilizing and fungicidal ef-
fects. From an alloy of silver and copper, silver ions and
copper ions can be eluted simultaneously.
[0038] In the ion eluting portion 100, selection can be
made between metal-ion-elution and non-metal-ion-elu-
tion, depending on whether or not a voltage has been
applied between the electrodes 102 and 103. The elution
amount of metal ions can be controlled by controlling a
current flowing between the electrodes or the voltage ap-
plication duration. Compared to a releasing method of
eluting metal ions from a metal ion carrier, such as zeolite,
which is used as a conventional antibacterial material,
the selection of whether or not to supply metal ions and
also the adjustment of the metal ion concentration can
be all made electrically, which is convenient.
[0039] Next, description will be given on the electrical
structure of the metal ion eluting unit according to the
present invention. Fig. 3 shows the electrical structure of
the metal ion eluting unit according to the present inven-
tion.
[0040] An insulating transformer 2 steps down an al-
ternating voltage of 100V outputted from a commercial
power source 1 on the primary side into a predetermined
alternating voltage, and then outputs it to the secondary
side. For safety, the insulating transformer 2 insulates
the primary side from the secondary side. The output
voltage of the transformer 2 is rectified by a full-wave
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rectifier circuit 3, smoothened by a smoothing capacitor
Cl, and then formed into a constant voltage in a constant
voltage-circuit 4.
[0041] The constant voltage outputted from the con-
stant-voltage circuit 4 is supplied to a constant-current
circuit 5 via a resistance R1. The constant-current circuit
5 operates so as to supply a predetermined current re-
gardless of a change in the resistance value between the
electrodes 102 and 103.
[0042] To the output side of the constant-current circuit
5, there are connected the collector of a NPN-type tran-
sistor Q1 and the collector of a NPN-type transistor Q2.
The emitter of the NPN-type transistor Q1 and the col-
lector of a NPN-type transistor Q3 are commonly con-
nected together and then connected to the electrode 102.
The emitter of the NPN-type transistor Q2 and the col-
lector of a NPN-type transistor Q4 are commonly con-
nected together and then connected to the electrode 103.
The emitters of the NPN-type transistors Q3 and Q4 are
commonly connected together and then grounded via a
resistance R2. Control signals S1 to S4 outputted from
a main control portion 6 including a microcomputer and
the like are fed to the bases of the NPN-type transistors
Q1 to Q4, respectively.
[0043] When the control signals S1 and S4 are high-
level signals and the control signals S2 and S3 are low-
level signals, the NPN-type transistors Q1 and Q4 are
turned ON while the transistors Q2 and Q3 are turned
OFF. Thus, in this state, a positive voltage is applied to
the electrode 102 and a negative voltage is applied to
the electrode 103. As a result, the electrode 102 serves
as a positive electrode and the electrode 103 serves as
a negative electrode, so that a current flows from the
positive electrode 102 toward the negative electrode 103.
This causes the metal ion eluting unit to generate positive
ions, i.e., antibacterial metal ions, and negative ions.
[0044] On the other hand, when the control signals S1
and S4 are low-level signals and the control signals S2
and S3 are high-level signals, the NPN-type transistors
Q1 and Q4 are turned OFF and the transistors Q2 and
Q3 are turned ON. Thus, in this state, a negative voltage
is applied to the electrode 102, and a positive voltage is
applied to the electrode 103. As a result, the electrode
102 serves as a negative electrode and the electrode
103 serves as a positive electrode, so that a current flows
from the positive electrode 103 to the negative electrode
102. This causes the metal ion eluting unit to generate
positive ions, i.e., antibacterial metal ions, and negative
ions.
[0045] A voltage-detection circuit 9 detects the output
voltage of the constant-current circuit 5, and then outputs
the detection result to the main control portion 6. A cur-
rent-detection circuit 10 detects a current flowing through
the resistance R2 and then outputs the detection result
to the main control portion 6. A voltage value setting cir-
cuit 8 sets an output voltage value of the constant-voltage
circuit 4 in accordance with instructions given by the main
control portion 6. A current value setting circuit 7 sets an

output current value of the constant-current circuit 5 in
accordance with instructions given by the main control
portion 6.
[0046] Hereinafter, description will be given on the op-
eration of the metal ion eluting unit according to the
present invention. First, description will be given on the
operation of a first embodiment performed by the metal
ion eluting unit according to the present invention, with
reference to Figs. 3 and 4. Fig. 4 is a timing chart of
signals and a current flowing between the electrodes dur-
ing the operation of the first embodiment performed by
the metal ion eluting unit according to the present inven-
tion.
[0047] The main control portion 6 has a built-in counter
(not shown), and generates a mode switch signal S5
therein based on a counter value of the counter. The
mode switch signal S5 is a signal in which the high-level
period and the low-level period periodically switch to each
other. The mode switch signals S5 at the high-level and
low-level periods are set at mutually different values.
[0048] The main control portion 6 generates the control
signals S 1 to S4 based on the mode switch signal S5,
and then outputs the control signals S 1 to S4 to the NPN-
type transistors Q1 to Q4, respectively. The control sig-
nals S1, S4 and the control signals S2, S3 complemen-
tarily switch between the high-level and the low-level.
When the mode switch signal S5 inverts to become high,
the control signals S1 to S4 are inverted respectively. As
a result, at the intervals T1, T3, and T5, the electrode
102 serves as a positive electrode and the electrode 103
serves as a negative electrode, so that a current flows
from the positive electrode 102 to the negative electrode
103. On the other hand, at the intervals T2 and T4, the
electrode 103 serves as a positive electrode and the elec-
trode 102 serves as a negative electrode, so that a cur-
rent flows from the positive electrode 103 to the negative
electrode 102. Accordingly, this periodical polarity re-
versal of the voltage applied between the electrodes per-
mits preventing scale deposition.
[0049] The main control portion 6 controls the current
value setting circuit 7 so that the value of a current out-
putted by the constant-current circuit 5 becomes larger
when the mode switch signal S5 is at the high-level than
when the mode switch signal S5 is at the low-level. When
the mode switch signal S5 is at the high-level, the main
control portion 6 controls the current value setting circuit
7 so that the current Io flowing between the electrodes
becomes a first current value that has been set previous-
ly. When the mode switch signal S5 is at the low-level,
the main control portion 6 controls the current value set-
ting circuit 7 so that the current Io flowing between the
electrodes becomes a second current value that is larger
than the first current value and that has been set previ-
ously. Consequently, when the mode switch signal S5 is
at the high-level, the value of the current Io flowing be-
tween the electrodes becomes larger than when the
mode switch signal S5 is at the low-level.
[0050] The effect of scale deposition prevention can
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be improved by increasing the current flowing between
the electrodes at the initial voltage application period fol-
lowing the polarity reversal of the voltage applied be-
tween the electrodes. Moreover, since the scale deposi-
tion is prevented at the initial voltage application period
following the polarity reversal of the voltage applied be-
tween the electrodes, the metal ion elution is stabilized
after the initial voltage application period following the
polarity reversal of the voltage applied between the elec-
trodes has passed. Possible mechanism in improving the
effect of scale deposition prevention achieved by increas-
ing the current flowing between the electrodes at the in-
itial voltage application period following the polarity re-
versal of the voltage applied between the electrodes is
as follows. In the electrode that becomes positive after
the polarity reversal of the voltage applied between the
electrodes, metal, such as silver, in the surface where
the scale deposits, elutes, thus causing a decrease in
the binding force between the scale and the electrode,
and electrical repulsion between the scale and the elec-
trode surface.
[0051] Since increasing the current flowing between
the electrodes causes a problem of shorter electrode life
and a problem of too large elution concentration of metal
ions, the metal ion eluting unit according to the present
invention is configured such that a large current flows
between the electrodes only at the initial voltage appli-
cation period following the polarity reversal of the voltage
applied between the electrodes. Therefore, at each of
the intervals T1 to T5, a value (first current value) of the
current Io flowing between the electrodes during the pe-
riod of a first current mode m1 is larger than a value (sec-
ond current value) of the current Io flowing between the
electrodes during the period of a second current mode
m2. In order to avoid the problem of shorter electrode life
and the problem of too large elution concentration of met-
al ions, it is preferable that the period of the first current
mode m1 be shorter than the period of the second current
mode m2.
[0052] In the embodiment described above, at each of
the intervals T1 to T5, constant-current driving is per-
formed during both the period of the first current mode
m1 and the period of the second current mode m2. Al-
ternatively, at each of the intervals T1 to T5, constant-
voltage driving may be performed during the period of
the first current mode m1, and the constant-current driv-
ing may be performed during the period of the second
current mode m2. In the constant-voltage driving, the
main control portion 6 controls the current value setting
circuit 7 and the voltage value setting circuit 8 so that the
voltage detected by the voltage-detection circuit 9 be-
comes constant. Performing the constant-voltage driving
during the period of the first current m1 permits the flow
of a maximum current in accordance with water quality
or the interelectrode state during the period of the first
current mode m1, thus further improving the effect of the
scale deposition prevention. In the embodiment de-
scribed above, since the constant-current driving is per-

formed at each of the intervals T1 to T5 during both the
period of the first current mode m1 and the period of the
second current mode m2, the voltage value setting circuit
8 may not be provided.
[0053] The constant-voltage driving controls the volt-
age value to be kept constant regardless of a change in
the resistance value between the electrodes. However,
because the voltage value between the electrodes fluc-
tuates due to a fluctuation in the supply voltage or a re-
sistance change of circuit components attributable to
temperature, it is difficult to keep the voltage value com-
pletely constant. When there is a risk that a current higher
than the permitted range flows, such as in a case where
the resistance value between the electrodes is consid-
erably small, the voltage may be required to be de-
creased. However, even in such a case, a substantially
constant voltage is applied between the electrodes with-
out changing the voltage regardless of a change in the
resistance value between the electrodes. This control is
defined as the constant-voltage driving in this embodi-
ment.
[0054] Next, description will be given on the operation
of a second embodiment performed by the metal ion elut-
ing unit according to the present invention, with reference
to Figs. 3 and 5. Fig. 5 is a timing chart of signals and a
current flowing between the electrodes during the oper-
ation of the second embodiment performed by the metal
ion eluting unit according to the present invention. In Fig.
5, portions equivalent to those shown in Fig. 4 are pro-
vided with the same numerals, and thus are omitted from
detailed description.
[0055] The mode switch signal S5 goes through a mid-
dle level provided for a predetermined period when
switching from the low level to the high level. When the
mode switch signal S5 is at the middle level, the main
control portion 6 sets all the control signals S1 to S4 at
the low levels. This reverses the polarity of the voltage
applied between the electrodes with a voltage application
rest time RT inserted during every reversal.
[0056] The metal ions eluted from the electrode which
serves as a positive electrode before the voltage appli-
cation rest time RT can be separated from this electrode
at a sufficient distance during the voltage application rest
time RT. Thus, even when this electrode turns into a neg-
ative electrode after the voltage application rest time RT,
the metal ions eluted before the voltage application rest
time RT is not pulled back by this electrode. Consequent-
ly, this does not waste the power consumed for the metal
ion elution, and also avoids failure to provide a desired
total mount of metal ions. Moreover, when the metal ion
eluting unit according to the present invention is incor-
porated in an apparatus for application, a variation in the
water metal ion concentration is decreased by providing
the voltage application rest time RT. Thus, when the elut-
ed metal ions are antibacterial, an even antibacterial ef-
fect can easily be achieved over a wide range.
[0057] Next, description will be given on the operation
of a third embodiment performed by the metal ion eluting
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unit according to the present invention, with reference to
Figs. 3 and 6. Fig. 6 is a timing chart of signals and a
current flowing between the electrodes during the oper-
ation of a third embodiment performed by the metal ion
eluting unit according to the present invention. In Fig. 6,
portions equivalent to those shown in Fig. 5 are provided
with the same numerals, and thus are omitted from de-
tailed description.
[0058] The main control portion 6 sets the control sig-
nals S 1 to S4 at the low levels for a predetermined period
after the mode switch signal S5 inverts to become low,
thus resulting in transfer from the period of the first current
mode m1 to the period of the second current mode m2
with the voltage application rest time rt inserted therebe-
tween. Consequently, the scale depositing on the elec-
trode which serves as a negative electrode before the
polarity change of the voltage applied between the elec-
trodes, and the like are stripped off from the electrode in
the period of the first current mode m1 by the elution of
metal ions from the electrode which serves as a positive
electrode after the polarity change of the voltage applied
between the electrodes. Since the scale stripped off from
the electrode can be separated at a sufficient distance
from the electrode facing this electrode, the scale
stripped off are less likely to deposit again. This prevents
the accumulation of the scale and the like on the electrode
surface, thereby permitting stable metal ion elution.
[0059] Description will be given on the operation of a
fourth embodiment performed by the metal ion eluting
unit according to the present invention, with reference to
Figs. 3 and 7. Fig. 7 is a timing chart of signals and a
current flowing between the electrodes during the oper-
ation of the fourth embodiment performed by the metal
ion eluting unit according to the present invention. In Fig.
7, portions equivalent to those shown in Fig. 5 are pro-
vided with the same numerals, and thus are omitted from
detailed description.
[0060] The fourth embodiment differs from the second
embodiment in that, when the mode switch signal S5 is
at the middle level, the control signals S 1 and S2 are at
the low levels and the control signals S3 and S4 are at
the high levels. This permits a short-circuit between the
electrodes 102 and 103 and thus provides zero potential
difference between the electrodes 102 and 103 in the
voltage application rest time RT. The residual potential
difference between the electrodes 102 and 103 during
the voltage application rest time RT is a factor contribut-
ing to scale deposition, though in a very small amount.
Therefore, providing a short-circuit between the elec-
trodes 102 and 103 and providing completely zero po-
tential difference between the electrodes 102 and 103
prevents the scale deposition in the voltage application
rest time RT.
[0061] Similarly, in the voltage application rest time rt
of the third embodiment, the controls signals S1 and S2
may be set at the low levels and the control signals S3
and S4 may be set at the high levels, thereby providing
a short-circuit between the electrodes 102 and 103 and

providing completely zero potential difference between
the electrodes 102 and 103.
[0062] Description will be given on the setting of the
value of the current Io flowing between the electrodes
during the period of the second current mode m2. As
already mentioned in "Problems to be Solved by the In-
vention", the election efficiency of metal ions decreases
due to not only the scale deposition but also the water
quality.
[0063] Fig.8 shows the relationship between the elu-
tion efficiency and the water hardness as one factor of
water quality. Fig. 9 shows the relationship between the
elution efficiency and the water electric conductivity as
another factor of water quality. Fig. 10 shows the rela-
tionship between the elution efficiency and the water
chloride ion concentration as still another factor of water
quality. In Figs. 8 to 10, with reference to the Japanese
standard city water having a hardness of 100 mg/L, an
electric conductivity of 340 mS/cm, and a chloride ion
concentration of 54 mg/L, the elution efficiency of metal
ions with a current of 29 mA flowing between the elec-
trodes of the metal ion eluting unit by using the afore-
mentioned water is defined as 100%. In these figures,
the electrode size and the pattern of voltage application
between the electrodes of the metal ion eluting unit are
all identical.
[0064] In Figs. 8 to 10, characteristic lines A1 to A3 are
characteristic lines when the value of the current flowing
between the electrodes of the metal ion eluting unit is 29
mA. Characteristic lines A4 to A6 are characteristic lines
when the value of the current flowing between the elec-
trodes of the metal ion eluting unit is 94 mA.
[0065] As is obvious from Figs. 8 to 10, higher water
hardness, higher water electric conductivity, and higher
water chloride ion concentration each results in more de-
crease in the elution efficiency of metal ions. As is obvious
from the comparison between the characteristic lines A1
to A3 and the characteristic lines A4 to A6, the elution
efficiency of metal ions can be improved by increasing
the value of the current flowing between the electrodes
of the metal ion eluting unit.
[0066] Therefore, setting the value (second current
value) of the current Io flowing between the electrodes
during the period of the second current mode m2 in ac-
cordance with the water quality permits constantly en-
suring an appropriate elution concentration of metal ions.
[0067] Accordingly, in the metal ion eluting unit accord-
ing to the present invention, the value (second current
value) of the current Io flowing between the electrodes
during the period of the second current mode m2 is
changed in accordance with the water quality.
[0068] For example, when water to be used has small
electric conductivity, the value (second current value) of
the current flowing between the electrodes during the
period of the second current mode m2 is decreased, as
shown in Fig. 11A. When water to be used has large
electric conductivity, the value (second current value) of
the current flowing between the electrodes during the
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period of the second current mode m2 is increased; as
shown in Fig. 11C.
[0069] The scale depositability also changes in accord-
ance with the water quality. Therefore, setting the value
(first current value) of the current Io flowing between the
electrodes during the period of the first current mode m1
in accordance with the water quality permits constantly
and appropriately preventing the scale deposition. Thus,
the value (first current value) of the current flowing be-
tween the electrodes during the period of the first current
mode m1 may be changed in accordance with the water
quality.
[0070] When water to be used has large scale depos-
itability, the value (first current value) of the current flow-
ing between the electrodes during the period of the first
current mode m1 may be increased, as shown in Figs.
11A and 11C. When water to be used has small scale
depositability, the value (first current value) of the current
flowing between the electrodes during the period of the
first current mode m1 may be decreased, as shown in
Fig.11 B
[0071] The set current value is changed in accordance
with the water quality in Figs. 11A to 11C. The time ratio
of the first current mode m1 to the second current mode
m2 may be changed in accordance with the water quality.
[0072] For example, when water to be used has large
electric conductivity and large scale depositability, as
shown in Fig. 12A, the value (first current value) of the
current Io flowing between the electrodes during the pe-
riod of the first current mode m1 and the value (second
current value) of the current Io flowing between the elec-
trodes during the period of the second current mode m2
may be increased. When water to be used has large elec-
tric conductivity and very large scale depositability, as
shown in Fig. 12B, the value (first current value) of the
current Io flowing between the electrodes during the pe-
riod of the first current mode m1 and the value (second
current value) of the current Io flowing between the elec-
trodes during the period of the second current mode m2
may be increased, and also the time ratio of the period
of the first current mode m1 to the period of the second
current mode m2 may be increased.
[0073] For larger scale depositability, the value (first
current value) of the current flowing between the elec-
trodes during the period of the first current mode m 1 may
be set larger. In many cases, however, an upper limit of
the current value is provided due to the circuit limitations.
When such an upper limit of the current value is provided,
it is effective to change the time ratio of the period of the
first current mode m1 to the period of the second current
mode m2 in accordance with the water quality as de-
scribed above.
[0074] There is a possible embodiment such that, in
each use of the metal ion eluting unit according to the
present invention, the value (first current value) of the
current Io flowing during the period of the first current
mode m1, the value (second current value) of the current
Io flowing during the period of the second current mode

m2, or the time ratio of the period of the first current mode
m1 to the period of the second current mode m2 is set
at an optimum value. Moreover, there is another possible
embodiment such that a means for inputting water quality
information is provided to an apparatus including the met-
al ion eluting unit according to the present invention, and
then, in accordance with the input water quality informa-
tion, the value (first current value) of the current Io flowing
during the period of the first current mode m1, the value
(second current value) of the current Io flowing during
the period of the second current mode m2, or the time
ratio of the period of the first current mode m1 to the
period of the second current mode m2 be set at an opti-
mum value. However, it is more preferable that the metal
ion eluting unit according to the present invention itself
includes a water quality detection portion for detecting
water quality, and then, in accordance the detected water
quality, the value (first current value) of the current Io
flowing during the period of the first current mode m1,
the value (second current value) of the current Io flowing
during the period of the second current mode m2, or the
time ratio of the period of the first current mode m1 to the
period of the second current mode m2 be set at an opti-
mum value.
[0075] The period of the polarity reversal of the voltage
applied between the electrodes can also be changed in
accordance with the water quality. Providing a longer pe-
riod of the polarity reversal while keeping the time ratio
of the period of the first current mode m 1 to the period
of the second current mode m2 results in an increase in
the ion elution efficiency. Alternatively, as shown in Figs.
13A and 13B, both the polarity reversal period and the
time ratio may be changed. Figs. 13A and 13B show ex-
amples when the period of the first current mode m1 is
changed in accordance with the water quality while the
period of the second current mode m2 is not changed.
When water to be used has large electric conductivity
and large scale depositability, the condition as shown in
Fig. 13A is set. When water to be used has large electric
conductivity and very large scale depositability, the con-
dition as shown in Fig. 13B is set.
[0076] Now, description will be given on an example
of the water quality detection portion which is preferably
provided to the metal ion eluting unit according to the
present invention. The water quality detection portion in-
cludes the voltage-detection circuit 9 and the current-
detection circuit 10 shown in Fig. 3. The voltage-detection
circuit 9 detects a voltage applied between the electrodes
102 and 103 during the period in which the NPN-type
transistors Q1 and Q4 are ON and the NPN-type tran-
sistors Q2 and Q3 are OFF, or during the period in which
the NPN-type transistors Q1 and Q4 are OFF and the
NPN-type transistors Q2 and Q3 are ON. The current-
detection circuit 10 detects a current flowing between the
electrodes 102 and 103.
[0077] The water quality is detected by detecting the
value of the voltage applied between the electrodes 102
and 103 and the value of the current flowing between the
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electrodes 102 and 103 under a predetermined condition.
For example, detecting a small current flowing between
the electrodes 102 and 103 regardless of a high voltage
applied between the electrodes 102 and 103 permits de-
tecting that the electric conductivity, one factor of water
quality, is small.
[0078] The metal ion eluting unit according to the
present invention can be loaded in various apparatuses.
Description here will be given, referring to a washing ma-
chine, as an example, in which the metal ion eluting unit
according to the present invention is loaded. Fig. 14 is a
vertical cross section of the washing machine in which
the metal ion eluting unit according to the present inven-
tion described above is loaded. Portions equivalent to
those shown in Fig. 1 are provided with the same numer-
als.
[0079] The washing machine shown in Fig. 14 has, in
a water supply path 110, an ion eluting portion 100 of the
metal ion eluting unit according to the present invention
described above. Antibacterial metal ions generated by
this ion eluting portion 100 are added to washing water
before used. This subjects laundry to an antibacterial
treatment by use of antibacterial metal ions, thereby pre-
venting the propagation of bacteria and mold, and also
preventing the production of foul smells.
[0080] Even when sold in various foreign regions hav-
ing different water quality, the washing machine shown
in Fig. 14 can maintain an optimum metal ion concentra-
tion and thus exert an antibacterial effect without being
influenced by water quality, while eliminating a variation
in the electrode life caused by water quality difference.
[0081] The scope of the present invention is not limited
to the embodiment of the present inn described above.
Various modifications are permitted without departing
from the sprit of the invention.

Industrial Applicability

[0082] The metal ion eluting unit of the present inven-
tion is applicable to various water-using apparatuses,
such as washing machines.

Claims

1. A metal ion eluting unit including:

a plurality of electrodes; and
a drive circuit operable to apply a voltage be-
tween the electrodes,
the metal ion eluting unit for eluting metal ions
from one of the electrodes serving as a positive
electrode by applying the voltage between the
electrodes,
wherein the metal ion eluting unit further com-
prises:

a control circuit operable to control the drive

circuit such that the drive circuit periodically
reverses a polarity of the voltage applied
between the electrodes, and, in a period
from one voltage polarity reversal to the next
voltage polarity reversal is configured to,
from when the polarity of the voltage applied
between the electrodes is reversed until a
predetermined period elapses, in a first cur-
rent mode in which a value of a current flow-
ing between the electrodes equals a first
value, and is configured to operate thereaf-
ter in a second current mode in which a val-
ue of the current flowing between the elec-
trodes equals a second current value which
is smaller than the first current value.

2. The metal ion eluting unit according to claim 1,
wherein a period of operation in said first current
mode is set shorter than a period of operation in said
second current mode.

3. The metal ion eluting unit according to claim 1,
wherein the drive circuit is operable to perform con-
stant-voltage driving during the period of the first cur-
rent mode and constant-current driving during the
period of the second current mode.

4. The metal ion eluting unit according to claim 1, and
further configured such that the polarity of the voltage
applied between the electrodes is periodically re-
versed with a voltage application rest time inserted
during every reversal.

5. The metal ion eluting unit according to claim 1,and
further configured such that transfer from the first
current mode to the second current mode occurs with
a voltage application rest time inserted therebe-
tween.

6. The metal ion eluting unit according to claim 4 or
claim 5, and contigured to cause a short-circuit be-
tween the electrodes during the voltage application
rest time.

7. The metal ion eluting unit according to claim 1, further
comprising a water quality detection portion opera-
ble to detect water quality of water existing between
the electrodes,
wherein the control circuit is operable to change at
least one of the first current value and the second
current value in accordance with the water quality
detected by the water quality detection portion.

8. The metal ion eluting unit according to claim 1, further
comprising a water detection portion operable to de-
tect water quality of water mediating between the
electrodes,
wherein the control circuit is operable to change at
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least one of a time ratio of a period of the first current
mode to a period of the second current mode and a
polarity reversal period of the voltage applied be-
tween the electrodes in accordance with the water
quality detected by the water quality detection por-
tion.

9. The metal ion eluting unit according to claim 7 or 8,
wherein the water quality detection portion is config-
ured to detect at least one of water hardness, water
electric conductivity, and water chloride ion concen-
tration.

10. The metal ion eluting unit according to claim 7 or 8,
wherein the water detection portionis configured to
detect the water quality by detecting at least one of
the voltage between the electrodes and the current
flowing between the electrodes.

11. The metal ion eluting unit according to claim 1,
wherein part or all of the metal ions eluted are any
of silver ions, copper ions, and zinc ions.

12. An apparatus, comprising the metal ion eluting unit
according to any of claims 1 to 11.

13. The apparatus according to claim 12,
wherein the apparatus is a washing machine.

Patentansprüche

1. Metallionenabgabeeinheit,
mit:

einer Mehrzahl von Elektroden und
einem Treiberschaltkreis, der betreibbar ist, um
eine Spannung zwischen den Elektroden anzu-
legen,
wobei die Metallionenabgabeeinheit zum Abge-
ben von Metallionen von einer der Elektroden,
welche als positive Elektrode fungiert, durch An-
legen der Spannung zwischen den Elektroden
ausgebildet ist,
wobei die Metallionenabgabeeinheit des Weite-
ren aufweist:

eine Steuereinheit, die betreibbar ist, um
den Treiberschaltkreis derart zu steuern,
dass der Treiberschaltkreis eine Polarität
der zwischen den Elektroden angelegten
Spannung periodisch umkehrt, und in einer
Periode von einer Spannungspolaritätsum-
kehr zur nächsten Spannungspolaritätsum-
kehr ausgebildet ist von wenn die Polarität
der zwischen den Elektroden angelegten
Spannung umgekehrt wird bis die bestimm-
te Periode verstreicht in einem ersten

Strommodus zu arbeiten, bei welchem ein
Wert eines zwischen den Elektroden flie-
ßenden elektrischen Stroms gleich einem
ersten Wert ist, und ausgebildet ist, danach
in einem zweiten Strommodus zu arbeiten,
bei welchem ein Wert des zwischen den
Elektroden fließenden Stroms gleich einem
zweiten Stromwert ist, der kleiner ist als der
erste Stromwert.

2. Metallionenabgabeeinheit nach Anspruch 1,
wobei eine Betriebsperiode im ersten Strommodus
kürzer eingestellt ist als eine Betriebsperiode im
zweiten Strommodus.

3. Metallionenabgabeeinheit nach Anspruch 1,
wobei der Treiberschaltkreis betreibbar ist, während
der Zeitspanne des Strommodus eine Konstant-
spannungssteureung und während der Zeitspanne
des zweiten Strommodus eine Konstantstromsteu-
erung auszuführen.

4. Metallionenabgabeeinheit nach Anspruch 1,
welche des Weiteren derart ausgebildet ist, dass die
Polarität der zwischen den Elektroden angelegten
Spannung mit einer Spannungsanlegeruhezeit, die
zwischen jeder Umkehr eingefügt ist, periodisch um-
gekehrt wird.

5. Metallionenabgabeeinheit nach Anspruch 1,
welche des Weiteren derart ausgebildet ist, dass die
Übertragung vom ersten Strommodus zum zweiten
Strommodus mit einer dazwischen eingefügten
Spannungsanlegeruhezeit auftritt.

6. Metallionenabgabeeinheit nach Anspruch 4 oder
nach Anspruch 5,
welche des Weiteren ausgebildet ist, während der
Spannungsanlegeruhezeit einen Kurzschluss zwi-
schen den Elektroden zu bewirken.

7. Metallionenabgabeeinheit nach Anspruch 1,
welche des Weiteren einen Wasserqualitätsprüfbe-
reich aufweist, der betreibbar ist, um eine Wasser-
qualität zwischen den Elektroden vorliegenden Was-
sers zu bestimmen,
wobei die Steuereinheit betreibbar ist, den ersten
Stromwert oder den zweiten Stromwert gemäß der
durch den Wasserqualitätsbestimmungsbereich be-
stimmten Wasserqualität zu ändern.

8. Metallionenabgabeeinheit nach Anspruch 1,
welche des Weiteren einen Wasserdetektionsbe-
reich aufweist, der betreibbar ist, die Wasserqualität
zwischen den Elektroden vermittelnden Wassers zu
bestimmen,
wobei der Steuerschaltkreis betreibbar ist, ein Zeit-
verhältnis einer Periode des ersten Strommodus zu
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einer Periode des zweiten Strommodus oder einer
Polaritätsumkehrperiode der zwischen den Elektro-
den angelegten Spannung gemäß der durch den
Wasserqualitätsdetektionsbereich detektierten
Wasserqualität zu ändern.

9. Metallionenabgabeeinheit nach Anspruch 7 oder 8,
wobei der Wasserqualitätsdetektionsbereich ausge-
bildet ist, die Wasserhärte, die elektrische Leitfähig-
keit von Wasser oder die Chloridionenkonzentration
in Wasser zu bestimmen.

10. Metallabgabeeinheit nach Anspruch 7 oder 8,
wobei der Wasserdetektionsbereich ausgebildet ist,
die Wasserqualität durch Bestimmung der Span-
nung zwischen den Elektroden oder des Stroms, der
zwischen den Elektroden fließt, zu bestimmen.

11. Metallionenabgabeeinheit nach Anspruch 1,
wobei ein Teil oder sämtliche abgegebenen Metal-
lionen Silberionen, Kupferionen oder Zinkionen sind.

12. Vorrichtung mit einer Metallionenabgabeeinheit
nach einem der Ansprüche 1 bis 11.

13. Vorrichtung nach Anspruch 12,
wobei die Vorrichtung eine Waschmaschine ist.

Revendications

1. Unité d’élution d’ions métalliques comprenant :

plusieurs électrodes ; et
un circuit d’attaque apte à appliquer une tension
entre les électrodes,
l’unité d’élution d’ions métalliques pour l’élution
d’ions métalliques à partir de l’une des électro-
des servant d’électrode positive en appliquant
la tension entre les électrodes,
étant précisé que l’unité d’élution d’ions métal-
liques comprend également :

un circuit de commande apte à commander
le circuit d’attaque de telle sorte que celui-
ci inverse périodiquement une polarité de
la tension appliquée entre les électrodes,
et, dans une période qui va d’une inversion
de polarité de tension à l’inversion de pola-
rité de tension suivante, est conçu pour
fonctionner, à partir du moment où la pola-
rité de la tension appliquée entre les élec-
trodes est inversée jusqu’à ce qu’une durée
prédéterminée soit écoulée, dans un pre-
mier mode de courant dans lequel une va-
leur d’un courant s’écoulant entre les élec-
trodes est égale à une première valeur, et
est conçu pour fonctionner ensuite dans un

second mode de courant dans lequel une
valeur du courant s’écoulant entre les élec-
trodes est égale à une seconde valeur de
courant qui est inférieure à la première va-
leur de courant.

2. Unité d’élution d’ions métalliques selon la revendi-
cation 1, étant précisé qu’une période de fonction-
nement dans le premier mode de courant est réglée
pour être plus courte qu’une période de fonctionne-
ment dans le second mode de courant.

3. Unité d’élution d’ions métalliques selon la revendi-
cation 1, étant précisé que le circuit de commande
est apte à effectuer une commande de tension cons-
tante pendant la période du premier mode de cou-
rant, et une commande de courant constant pendant
la période du second mode de courant.

4. Unité d’élution d’ions métalliques selon la revendi-
cation 1, et également conçu de telle sorte que la
polarité de la tension appliquée entre les électrodes
soit périodiquement inversée, avec un temps d’arrêt
d’application de tension inséré pendant chaque in-
version.

5. Unité d’élution d’ions métalliques selon la revendi-
cation 1, et également conçu de telle sorte que le
passage du premier mode de courant au second mo-
de de courant ait lieu avec un temps d’arrêt d’appli-
cation de tension inséré entre les deux.

6. Unité d’élution d’ions métalliques selon la revendi-
cation 4 ou la revendication 5, et conçu pour provo-
quer un court-circuit entre les électrodes pendant le
temps d’arrêt d’application de tension.

7. Unité d’élution d’ions métalliques selon la revendi-
cation 1, comprenant également une partie de dé-
tection de qualité d’eau apte à détecter la qualité de
l’eau qui existe entre les électrodes,
étant précisé que le circuit de commande est apte à
modifier la première valeur de courant et/ou la se-
conde valeur de courant selon la qualité de l’eau
détectée par la partie de détection de qualité d’eau.

8. Unité d’élution d’ions métalliques selon la revendi-
cation 1, comprenant également une partie de dé-
tection d’eau qui est apte à détecter la qualité de
l’eau interposée entre les électrodes,
étant précisé que le circuit de commande est apte à
modifier un rapport de temps d’une période du pre-
mier mode de courant sur une période du second
mode de courant et/ou une période d’inversion de
polarité de la tension appliquée entre les électrodes
selon la qualité de l’eau détectée par la partie de
détection de qualité d’eau.
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9. Unité d’élution d’ions métalliques selon la revendi-
cation 7 ou 8, étant précisé que la partie de détection
de la qualité de l’eau est conçue pour détecter la
dureté de l’eau et/ou la conductivité électrique de
l’eau et/ou la concentration en ions de chlorure dans
l’eau.

10. Unité d’élution d’ions métalliques selon la revendi-
cation 7 ou 8, étant précisé que la partie de détection
d’eau est conçue pour détecter la qualité de l’eau en
détectant la tension entre les électrodes et/ou le cou-
rant s’écoulant entre les électrodes.

11. Unité d’élution d’ions métalliques selon la revendi-
cation 1, étant précisé que tout ou partie des ions
métalliques élués sont des ions d’argent, des ions
de cuivre ou des ions de zinc.

12. Appareil comprenant l’unité d’élution d’ions métalli-
ques selon l’une quelconque des revendications 1 à
11.

13. Appareil selon la revendication 12, étant précisé que
l’appareil est une machine à laver.
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