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S)  Method  for  detecting  prospective  contour  points  of  an  irradiation  field. 

(57)  A  method  for  detecting  a  prospective  contour 
point  of  an  irradiation  field  comprises  the  steps  of 
detecting  an  image  signal  representing  a  radiation 
image  from  a  recording  medium  which  has  been 
exposed  to  radiation  over  a  limited  irradiation  field  in 
order  to  record  the  radiation  image  thereon,  and 
obtaining  digital  image  signal  components  corre- 
sponding  to  image  information  stored  at  respective 
positions  on  the  recording  medium  from  the  image 
signal.  A  characteristic  value  which  represents  the 
characteristics  of  the  distribution  of  the  values  of  the 
digital  image  signal  components  representing  image 
information  stored  on  a  single  line  on  the  recording 
medium  is  calculated.  A  predetermined  threshold 

Rvalue  is  adjusted  on  the  basis  of  the  characteristic 
"value,  and  differentiation  processing  of  the  digital 
O  image  signal  components  is  carried  out  along  the 
*2  line.  A  point,  for  which  the  absolute  value  of  a 

corresponding  differentiated  value  obtained  by  dif- 
ferentiation  processing  exceeds  the  threshold  value, 
££is  detected  as  a  prospective  contour  point  of  the 

irradiation  field. 
O  
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METHOD  FOR  DETECTING  PROSPECTIVE  CONTOUR  POINTS  OF  AN  IRRADIATION  FIELD 

3ACKGROUND  OF  THE  INVENTION 

Field  of  the  Invention 

This  invention  relates  to  a  method  for  detecting 
a  prospective  contour  point  of  an  irradiation  field  on 
a  recording  medium  in  order  to  recognize  where  an 
irradiation  field  lies  on  a  recording  medium  in  the 
course  of  reading  out  a  radiation  image  which  has 
been  recorded  on  the  recording  medium  such  as  a 
stimuiable  phosphor  sheet. 

Description  of  the  Prior  Art 

When  certain  kinds  of  phosphors  are  exposed 
to  radiation  such  as  X-rays,  a-rays,  j8-rays,  7-rays, 
cathode  rays  or  ultraviolet  rays,  they  store  part  of 
the  energy  of  the  radiation.  Then,  when  the  phos- 
phor  which  has  been  exposed  to  the  radiation  is 
exposed  to  stimulating  rays  such  as  visible  light, 
light  is  emitted  by  the  phosphor  in  proportion  to  the 
amount  of  energy  stored  during  exposure  to  the 
radiation.  A  phosphor  exhibiting  such  properties  is 
referred  to  as  a  stimuiable  phosphor. 

As  disclosed  in  U.S.  Patent  No.  4,258,264  and 
Japanese  Unexamined  Patent  Publication  No.  56- 
(1  981  )-1  1395,  it  has  been  proposed  to  use  stimuia- 
ble  phosphors  in  radiation  image  recording  and 
reproducing  systems.  Specifically,  a  sheet  provided 
with  a  layer  of  the  stimuiable  phosphor  (hereinafter 
referred  to  as  a  stimuiable  phosphor  sheet)  is  first 
exposed  to  radiation  which  has  passed  through  an 
object  such  as  the  human  body  in  order  to  store  a 
radiation  image  of  the  object  thereon,  and  is  then 
scanned  with  stimulating  rays,  such  as  a  laser 
beam,  which  cause  it  to  emit  light  in  proportion  to 
the  amount  of  energy  stored  during  exposure  to 
the  radiation.  The  light  emitted  by  the  stimuiable 
phosphor  sheet  upon  stimulation  thereof  is 
photoelectrically  detected  and  converted  into  an 
electric  image  signal,  which  is  used  when  the  radi- 
ation  image  of  the  object  is  reproduced  as  a  visible 
image  on  a  recording  material  such  as  photograph- 
ic  film,  a  display  device  such  as  a  cathode  ray  tube 
(CRT),  or  the  like. 

In  the  aforesaid  radiation  image  recording  and 
reproducing  systems,  in  order  to  eliminate  various 
problems  caused  by  variations  in  the  image  input 
information  and/or  to  obtain  a  radiation  image  hav- 
ing  a  good  image  quality  which  can  serve  as  an 
effective  tool  in  the  efficient  and  accurate  diagnosis 

of  an  illness,  it  is  desirable  to  ascertain  the  char- 
acteristics  of  the  image  input  information  before  the 
radiation  image  is  reproduced  as  a  visible  image  so 
that  the  read-out-  gain  can  be  adjusted  to  an  appro- 

5  priate  value.  The  characteristics  of  the  image  input 
information  depend  on  the  conditions  under  which 
an  image  is  recorded,  such  as  the  level  of  the 
radiation  dose  used  when  the  image  was  recorded, 
on  the  image  input  pattern  which  is  determined  by 

70  what  portion  of  an  object  (e.g.  the  chest  or  the 
abdomen  of  a  human  body)  is  recorded  and  on  the 
image  recording  method  used  such  as  plain  image 
recording  or  contrasted  image  recording.  Determin- 
ing  the  characteristics  of  the  image  input  informa- 

rs  tion  will  hereinafter  simply  be  referred  to  an 
"ascertaining  the  image  input  information".  It  is 
also  desirable  to  adjust  the  scale  factor  in  accor- 
dance  with  the  contrast  in  the  image  input  pattern 
in  order  to  optimize  the  resolution  of  the  repro- 

20  duced  image. 
The  method  as  disclosed  in  Japanese  Unex- 

amined  Patent  Publication  No.  58(1983)-67240  may 
be  used  to  ascertain  the  image  input  information 
before  the  visible  image  is  reproduced.  In  the  dis- 

25  closed  method,  a  preliminary  read-out  operation 
(hereinafter  referred  to  as  "preliminary  read-out")  is 
carried  out  to  ascertain  the  image  input  information 
of  a  radiation  image  stored  on  a  stimuiable  phos- 
phor  sheet.  During  the  preliminary  read-out  stimu- 

30  lating  rays  are  used  which  have  an  energy  level 
lower  than  the  energy  level  of  the  stimulating  rays 
used  in  a  read-out  operation  (hereinafter  referred  to 
as  "final  read-out")  which  obtains  a  visible  image 
which  can  be  viewed  and  used,  particularly  for 

35  diagnostic  purposes.  After  the  preliminary  read-out 
is  completed,  the  final  read-out  is  carried  out.  In 
the  final  read-out,  the  read-out  gain  and/or  the 
scale  factor  are  adjusted  to  an  appropriate  value, 
and/or  appropriate  signal  processing  of  the  image 

40  signal  is  conducted,  on  the  basis  of  the  image 
input  information  obtained  during  the  preliminary 
read-out. 

Various  methods  may  be  used  for  approxi- 
mately  ascertaining  the  image  input  information  of 

45  the  image  stored  on  the  stimuiable  phosphor  sheet 
from  a  preliminary  read-out  image  signal  obtained 
during  the  aforesaid  preliminary  read-out.  One 
method  is  to  utilize  a  histogram  of  the  preliminary 
read-out  image  signal.  Specifically,  the  image  input 

50  information  can  be  ascertained  from,  for  example,  a 
characteristic  value  such  as  the  maximum  signal 
value,  the  minimum  signal  value,  or  a  signal  value 
which  occurs  most  frequently,  i.e.  the  signal  value 
corresponding  to  the  maximum  value  of  the  histo- 
gram.  Therefore,  a  visible  radiation  image  having 
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n  improved  image  quality,  which  makes  it  a  par- 
cularly  effective  tool  in  the  accurate  and  efficient 
liagnosis  of  illness,  can  be  reproduced  by  adjust- 
ig  the  read-out  conditions  such  as  the  read-o'ut 
lain  and  the  scale  factor  and/or  the  image  process- 
ig  conditions  on  the  basis  of  the  histogram. 

On  the  other  hand,  in  the  course  of  radiation 
Tiage  recording,  it  is  often  desirable  for  portions  of 
1e  object  not  related  to  a  diagnosis  or  the  like  to 
ie  prevented  from  being  exposed  to  radiation.  Fur- 
her,  when  the  object  portions  not  related  to  a 
liagnosis  or  the  like  are  exposed  to  radiation,  the 
adiation  is  scattered  by  such  portions  to  the  por- 
ion  that  is  related  to  a  diagnosis  or  the  like,  and 
he  contrast  and  resolution  are  adversely  affected 
>y  the  scattered  radiation.  Therefore,  in  many 
:ases,  when  a  radiation  image  is  recorded,  the 
rradiation  field  is  limited  to  an  area  smaller  than 
he  overall  recording  region  on  the  stimuiable  phos- 
)hor  sheet. 

However,  in  cases  where  the  image  input  in- 
ormation  stored  on  the  stimuiable  phosphor  sheet 
s  ascertained  in  the  manner  described  above,  the 
problem  as  described  below  arises.  Figure  2  is  an 
explanatory  view  showing  the  state  of  a  radiation 
mage  stored  on  a  stimuiable  phosphor  sheet.  With 
eference  to  Figure  2,  when  an  irradiation  field  B  is 
imited  to  an  area  smaller  than  the  image  recording 
egion  on  a  stimuiable  phosphor  sheet  103  and  a 
preliminary  read-out  is  carried  out  over  an  area 
narkedly  larger  than  the  irradiation  field  B,  for 
sxample,  over  the  overall  region  of  the  stimuiable 
phosphor  sheet  103,  the  image  input  information 
actually  stored  within  the  irradiation  field  B  is  as- 
certained  incorrectly.  Specifically,  in  the  aforesaid 
;ases,  since  parts  of  the  preliminary  read-out  im- 
age  signal  at  regions  outside  of  the  irradiation  field 
3  are  also  included  in  a  histogram  of  the  prelimi- 
nary  read-out  image  signal,  the  histogram  does  not 
accurately  represent  the  actual  image  input  in- 
formation  of  the  image  stored  within  the  irradiation 
field  B. 

The  applicant  has  proposed  various  methods 
for  recognizing  an  irradiation  field  as  disclosed  in, 
for  example,  Japanese  Unexamined  Patent  Publica- 
tion  No.  61(1986)-39039.  The  proposed  methods 
allow  the  aforesaid  problem  to  be  eliminated  by 
recognizing  where  the  irradiation  field  lies  on  the 
stimuiable  phosphor  sheet,  and  carrying  out  the 
final  read-out  only  on  the  region  thus  recognized. 

In  general,  in  the  disclosed  methods  for  rec- 
ognizing  an  irradiation  field,  several  points  which 
are  considered  to  be  present  on  a  contour  of  the 
irradiation  field,  i.e.  several  prospective  contour 
points,  are  detected.  Thereafter,  the  straight  lines 
or  curves  connecting  the  prospective  contour 
points  are  detected,  and  the  region  surrounded  by 
the  straight  lines  or  curves  is  recognized  as  the 

irraaiaTion  neia. 
A  novel  method  for  detecting  a  prospective 

contour  point  has  been  proposed  in,  for  example, 
Japanese  Unexamined  Patent  Publication  No.  62- 

i  (1987)-15538.  The  proposed  method  comprises  the 
steps  of  detecting  light  emitted  by  the  stimuiable 
phosphor  sheet  when  it  is  exposed  to  stimulating 
rays  and  thus  obtaining  an  image  signal,  sampling 
and  digitizing  the  image  signal  so  that  a  digital 

o  image  signal  component  represents  the  image  in- 
formation  at  each  position  of  a  predetermined  num- 
ber  of  positions  on  the  stimuiable  phosphor  sheet, 
and  carrying  out  differentiation  processing  of  the 
digital  image  signal  components  representing  im- 

5  age  information  stored  at  positions  located  along  a 
single  line  on  the  stimuiable  phosphor  sheet.  Points 
at  which  the  absolute  value  of  the  differentiated 
values  obtained  during  the  differentiation  process- 
ing  exceed  a  predetermined  threshold  value  are 

!0  detected  as  prospective  contour  points.  In  cases 
where  several  such  points  are  present,  the  point 
nearest  to  an  edge  of  the  stimuiable  phosphor 
sheet  is  detected  as  a  prospective  contour  point.  In 
the  proposed  method,  if  digital  image  signal  corn- 

is  ponents  carrying  information  about  positions  on  the 
stimuiable  phosphor  sheet  are  obtained,  it  is  nec- 
essary  to  define  what  area  each  position  on  the 
stimuiable  phosphor  sheet  cavers.  The  areas  cor- 
responding  to  each  position  may  be  defined  as 

jo  covering  a  single  picture  element.  Alternatively,  a 
plurality  of  picture  elements  having  a  predeter- 
mined  relation  to  one  another,  for  example,  three  to 
five  picture  elements  standing  side  by  side  in  a 
predetermined  direction,  may  be  defined  as  the 

?5  area  corresponding  to  a  single  position.  In  the 
former  case,  the  term  "digital  image  signal  compo- 
nent  at  each  position"  means  the  image  signal 
components  obtained  by  digitizing  the  image  signal 
levels  at  the  picture  elements  which  correspond  to 

40  said  positions.  In  the  latter  case,  the  term  "digital 
image  signal  component  at  each  position"  means 
the  image  signal  components  calculated  on  the 
basis  of  the  image  signal  levels  at  a  plurality  of  the 
picture  elements  which  are  included  in  the  areas 

45  corresponding  to  said  position,  for  example,  the 
digital  image  signal  component  obtained  by  aver- 
aging  the  image  signal  levels  at  a  plurality  of  the 
picture  elements  which  are  included  in  the  area 
corresponding  to  said  position.  In  the  latter  case, 

so  the  value  of  the  digital  image  signal  component  at 
each  position  is  defined  by  carrying  out  pre-pro- 
cessing  (linear  or  non-linear  filtering)  of  the  image 
signal  levels  corresponding  to  respective  picture 
elements,  for  example,  by  carrying  out  one-dimen- 

55  sional  smoothing  of  the  image  signal  levels  cor- 
responding  to  the  respective  picture  elements  lo- 
cated  at  intervals  of  three  to  five  lines  on  the 
stimuiable  phosphor  sheet. 
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The  type  of  differentiation  processing  carried 
out  on  the  digital  image  signal  components  at 
respective  positions  may  be  one-dimensional  dif- 
ferentiation  of  first  or  higher  order,  or  may  be  two- 
dimensional  differentiation  of  first  or  higher  order.  If 
the  image  has  been  discretely  sampled,  differenti- 
ation  is  equivalent  to  the  calculation  of  the  dif- 
ference  between  neighboring  image  signal  compo- 
nents. 

The  values  of  the  aforesaid  digital  image  signal 
components  are  proportional  to  the  energy  levels 
of  the  radiation  which  impinged  upon  a  stimuiable 
phosphor  sheet.  Therefore,  in  general,  image  signal 
components  outside  of  an  irradiation  field  have  low 
quantum  levels,  and  image  signal  components  in- 
side  of  the  irradiation  field  have  high  quantum 
levels.  Accordingly,  in  general,  the  difference  be- 
tween  the  image  signal  components  corresponding 
to  a  portion  (an  edge  portion)  of  the  radiation 
image  containing  the  contour  of  the  irradiation  field 
has  a  quantum  level  higher  than  the  quantum  level 
of  the  difference  between  the  image  signal  compo- 
nents  corresponding  to  other  portions  of  the  radi- 
ation  image.  A  prospective  contour  point  can  be 
detected  on  the  basis  of  the  value  of  the  difference 
between  the  image  signal  components. 

The  method,  wherein  a  prospective  contour 
point  of  an  irradiation  field  is  detected  by  carrying 
out  differentiation  processing  as  described  above, 
is  applicable  to  an  irradiation  field  of  any  shape, 
and  is  therefore  practically  advantageous.  However, 
in  cases  where  a  comparatively  high  level  of  en- 
ergy  from  scattered  radiation  has  been  stored  in  a 
region  outside  of  an  irradiation  field  on  a  stimuiable 
phosphor  sheet,  prospective  contour  points  are  of- 
ten  detected  incorrectly.  Specifically,  at  the  region 
where  energy  from  scattered  radiation  has  been 
stored,  the  differentiated  values  obtained  by  the 
differentiation  processing  described  above  increase 
or  decrease  sharply  at  a  certain  point.  Such  a  point 
is  located  nearer  to  the  edge  of  the  stimuiable 
phosphor  sheet  than  the  points  on  the  contour  of 
the  irradiation  field.  Therefore,  such  a  point  is  read- 
ily  detected  incorrectly  as  a  prospective  contour 
point.  Such  problems  arise  also  when  a  radiation 
image  is  read  out  from  a  recording  medium  other 
than  a  stimuiable  phosphor  sheet. 

SUMMARY  OF  THE  INVENTION 

The  primary  object  of  the  present  invention  is 
to  provide  a  method  for  accurately  detecting  a 
prospective  contour  point  of  an  irradiation  field  by 
carrying  out  differentiation  processing  on  image 
signal  components. 

Another  object  of  the  present  invention  is  to 

provide  a  method  for  detecting  a  prospective  con- 
tour  point  of  an  irradiation  field,  which  enables  a 
visible  radiation  image  having  good  image  quality 
to  be  reproduced,  which,  in  particular,  makes  the 

5  visible  image  effective  as  a  tool  in  the  accurate  and 
efficient  diagnosis  of  an  illness. 

The  first  method  for  detecting  a  prospective 
contour  point  of  an  irradiation  field  in  accordance 
with  the  present  invention  is  characterized  in  that 

io  differentiation  processing  is  carried  out  on  the  im- 
age  signal  components  corresponding  to  positions 
located  in  lines  on  a  stimuiable  phosphor  sheet, 
and  the  differential  values  thus  obtained  are  com- 
pared  to  a  threshold  value,  which  for  each  line  is 

75  adjusted  to  be  suitable  for  the  values  of  the  image 
signal  components  corresponding  to  that  line. 

Specifically,  the.  present  invention  provides  a 
first  method  for  detecting  a  prospective  contour 
point  of  an  irradiation  field,  which  comprises  the 

20  steps  of: 
i)  detecting  an  image  signal  representing  a 

radiation  image  from  a  recording  medium  which 
has  been  exposed  to  radiation  over  a  limited  irra- 
diation  field  in  order  to  record  the  radiation  image 

25  thereon, 
ii)  sampling  and  digitizing  the  image  signal 

to  obtain  digital  image  signal  components  repre- 
senting  the  image  information  at  respective  posi- 
tions  on  said  recording  medium, 

30  iii)  calculating  a  characteristic  value  which 
represents  the  characteristics  of  the  distribution  of 
the  values  of  the  digital  image  signal  components 
corresponding  to  positions  located  along  a  single 
line  on  said  recording  medium, 

35  iv)  adjusting  a  predetermined  threshold  value 
on  the  basis  of  said  characteristic  value, 

v)  carrying  out  differentiation  processing  on 
the  digital  image  signal  components  corresponding 
to  positions  located  along  single  said  line,  and 

40  vi)  finding  the  absolute  value  among  the 
values  resulting  from  the  carrying  out  of  the  dif- 
ferentiation  processing  on  said  digital  image  signal 
components  which  exceeds  said  threshold  value 
and  detecting  the  point  on  said  recording  medium 

45  associated  with  the  absolute  value  exceeding  said 
threshold  value  as  a  prospective  contour  point  of 
the  irradiation  field. 

As  the  characteristic  value,  it  is  possible  to 
so  employ  the  maximum  value  among  the  absolute 

values  of  the  differentiated  values,  the  variance  of 
the  differentiated  values,  the  variance  of  the  digital 
image  signal  components,  or  the  like. 

As  described  above,  the  values  resulting  from 
55  carrying  out  differentiation  processing  on  image 

signal  components  increase  or  decrease  sharply  at 
portions  of  the  radiation  image  which  were  exposed 
to  scattered  radiation.  The  absolute  value  of  a 

4 
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lifferentiated  value  obtained  from  the  digital  signal 
:omponents  corresponding  to  such  portions  of  the 
adiation  image  is  not  so  large  as  the  absolute 
'alue  of  a  differentiated  value  obtained  from  image 
Hgnal  components  corresponding  to  a  contour  por- 
ion  of  the  irradiation  field.  Therefore,  based  on  the 
iforesaid  characteristic  value,  it  is  possible  to  ad- 
ust  the  threshold  value  so  that  the  absolute  value 
)f  the  differentiated  value  of  image  signal  compo- 
lents  at  a  contour  portion  of  the  irradiation  field 
:an  be  discriminated  from  the  absolute  values  of 
he  differentiated  values  at  other  regions  of  a  re- 
cording  medium. 

With  the  first  method  for  detecting  a  prospec- 
ive  contour  point  of  an  irradiation  field  in  accor- 
dance  with  the  present  invention,  the  threshold 
ia\ue  is  adjusted  to  be  suitable  the  digital  image 
components  on  which  differentiation  processing  is 
carried  out  and  which  correspond  to  positions  lying 
n  a  single  line  on  said  recording  medium.  There- 
ore,  a  prospective  contour  point  of  the  irradiation 
ieid  can  be  detected  accurately  without  being  ad- 
/ersely  affected  by  scattered  radiation  which  im- 
Dinged  upon  a  region  of  the  recording  medium 
cutside  of  the  irradiation  field  in  the  course  of 
mage  recording.  Accordingly,  because  the  irradia- 
:ion  field  is  accurately  recognized,  the  image  input 
nformation  can  be  ascertained  accurately,  factors 
affecting  the  values  of  the  signal  obtained  from  the 
final  read-out  can  be  adjusted  to  appropriate  val- 
jes,  and  an  appropriate  type  of  image  processing 
can  be  carried  out.  As  a  result,  it  is  possible  to 
-eproduce  a  visible  radiation  image  having  good 
mage  quality,  which  makes  it  particularly  effective 
as  a  tool  in  the  accurate  and  efficient  diagnosis  of 
an  illness.  Also,  with  the  first  method  for  detecting 
a  prospective  contour  point  of  an  irradiation  field  in 
accordance  with  the  present  invention,  a  prospec- 
tive  contour  point  of  an  irradiation  field  can  be 
detected  reliably  when  the  irradiation  field  has  an 
irregular  shape.  Therefore,  the  shape  of  the  irradia- 
tion  field  need  not  be  limited  to  a  predetermined 
shape  in  the  course  of  radiation  image  recording, 
and  no  limitation  is  imposed  on  the  image  record- 
ing  conditions,  so  that  the  image  recording  oper- 
ations  are  facilitated. 

The  present  invention  also  provides  a  second 
method  for  detecting  a  prospective  contour  point  of 
an  irradiation  field,  which  comprises  the  steps  of: 

i)  detecting  an  image  signal  representing  a 
radiation  image  from  a  recording  medium  which 
has  been  exposed  to  radiation  over  a  limited  irra- 
diation  field  in  order  to  record  the  radiation  image 
thereon, 

ii)  from  said  image  signal,  detecting  digital 
image  signal  components  at  respective  positions 
on  said  recording  medium, 

in)  carrying  oui  ainerenuaiion  processing  un 
the  digital  image  signal  components  corresponding 
to  positions  located  along  a  single  line  on  said 
recording  medium, 

5  iv)  detecting  the  point  nearest  to  an  edge  of 
said  recording  medium  among  the  points,  asso- 
ciated  with  differentiated  values  obtained  from  the 
differentiation  processing,  which  differentiated  val- 
ues  have  a  predetermined  positive  or  negative  sign 

o  and  the  absolute  values  of  which  exceed  a  first 
threshold  value,  as  a  prospective  contour  point  of 
the  irradiation  field, 

v)  judging  whether  a  point,  associated  with  a 
differentiated  value  having  a  sign  inverse  to  said 

'5  predetermined  sign  and  the  absolute  value  of 
which  exceeds  a  second  threshold  value,  is  or  is 
not  nearer  to  said  edge  of  said  recording  medium 
along  single  said  line  than  said  point  which  has 
been  detected  as  a  prospective  contour  point  of 

>o  the  irradiation  field,  and 
vi)  in  cases  where  the  point,  for  which  the 

corresponding  differentiated  value  has  a  sign  in- 
verse  to  said  predetermined  sign  and  the  absolute 
value  of  which  differentiated  value  exceeds  a  sec- 

25  ond  threshold  value,  is  judged  to  be  nearer  to  said 
edge,  making  a  correction  so  that  the  point  second 
nearest  to  said  edge  of  said  recording  medium 
among  the  points  for  which  the  corresponding  dif- 
ferentiated  values  obtained  from  the  differentiation 

30  processing  have  said  predetermined  sign  and  the 
absolute  values  of  which  differentiated  values  ex- 
ceed  said  first  threshold  value,  is  detected  as  a 
prospective  contour  point  of  the  irradiation  field. 

35  A  comparatively  high  level  of  energy  from  scat- 
tered  radiation  is  often  stored  in  the  region  outside 
of  an  irradiation  field  on  a  stimuiable  phosphor 
sheet,  and  the  image  of  a  lead  marker  or  the  like  is 
often  recorded  in  the  same  region.  The  lead  mark- 

40  er  is  generally  used  to  adjust  the  relative  positions 
of  a  plurality  of  radiation  images  stored  on  a  plural- 
ity  of  stimuiable  phosphor  sheets  when  a  subtrac- 
tion  processing  method  is  carried  out.  Also,  be- 
sides  the  lead  marker,  lead  characters,  which  in- 

45  dicate  the  various  types  of  information  stored  on  a 
stimuiable  phosphor  sheet,  are  often  recorded  in 
the  region  outside  of  an  irradiation  field. 

Figure  16A  is  a  graph  showing  the  distribution 
of  the  image  signal  components  when  the  image  of 

so  a  foreign  substance  such  as  a  lead  marker  is 
stored  on  a  stimuiable  phosphor  sheet.  In  cases 
where  a  comparatively  high  level  of  energy  from 
scattered  radiation  is  stored  on  a  stimuiable  phos- 
phor  sheet  in  the  region  outside  of  an  irradiation 

55  field  and  the  image  of  a  lead  marker  or  the  like  is 
recorded  in  the  same  region,  the  image  density 
changes  as  shown  in  Figure  16A.  Specifically,  the 
image  density  is  generally  high  in  the  region  inside 
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of  the  irradiation  field,  and  decreases  sharply  at  a 
contour  portion  of  the  irradiation  field.  In  the  region 
outside  of  the  irradiation  field,  the  image  density 
attains  a  certain  value  because  of  the  energy 
stored  from  exposure  to  scattered  radiation,  and 
decreases  sharply  where  the  image  of  a  lead  mark- 
er  or  the  like  is  recorded.  Therefore,  the  differen- 
tiated  values  of  the  image  signal  components  at  the 
edges  of  the  portion  of  the  stimuiable  phosphor 
sheet  where  the  image  of  a  lead  marker  or  the  like 
is  recorded  approximate  the  differentiated  values  at 
contour  points  of  the  irradiation  field. 

Figure  168  is  a  graph  showing  the  distribution 
of  the  difference  values  obtained  from  the  image 
signal  components  when  the  image  of  a  foreign 
substance  such  as  a  lead  marker  is  stored  on  a 
stimuiable  phosphor  sheet.  In  cases  where  the  im- 
age  density  along  a  single  line  of  a  recording 
medium  changes  as  shown  in  Figure  16A,  the 
differentiated  values  of  the  image  signal  compo- 
nents  are  distributed  as  shown  in  Figure  16B.  Spe- 
cifically,  the  absolute  values  of  the  differentiated 
values  are  very  large  for  image  signal  components 
corresponding  to  the  contour  points  of  the  irradia- 
tion  field  where  the  image  density  changes  sharply 
(point  I  in  Figure  16A),  at  the  edge  of  the  image  of 
the  foreign  substance  on  the  side  nearer  to  the 
contour  of  the  irradiation  field  (point  II  in  Figure 
16A),  and  at  the  edge  of  the  image  of  the  foreign 
substance  on  the  side  nearer  to  the  edge  of  the 
stimuiable  phosphor  sheet  (point  III  in  Figure  16A). 
The  signs  of  the  differentiated  values  may  be  the 
inverse  of  those  shown  in  Figure  16B,  depending 
on  whether  the  differentiation  processing  is  carried 
out  starting  with  those  image  signal  components 
corresponding  to  the  region  inside  of  the  irradiation 
fieid  or  starting  with  those  components  correspond- 
ing  to  the  region  outside  of  the  irradiation  field,  and 
depending  on  how  the  differences  are  calculated. 
In  any  case,  the  differentiated  value  associated  with 
point  I  and  the  differentiated  value  associated  with 
point  !l  have  equal  signs,  and  are  inverse  to  the 
sign  of  the  differentiated  value  associated  with 
point  III. 

Therefore,  as  shown  in  Figure  16B  by  way  of 
example,  point  II,  which  is  nearest  to  the  edge  of 
the  stimuiable  phosphor  sheet  of  all  the  points,  for 
which  the  corresponding  differentiated  values  have 
a  negative  sign  and  the  absolute  values  of  which 
exceed  a  first  threshold  value  Th1,  is  first  detected 
as  a  prospective  contour  point  of  the  irradiation 
field.  Thereafter,  a  judgment  is  made  as  to  whether 
the  point  III,  for  which  the  corresponding  differen- 
tiated  value  has  a  positive  sign  and  the  absolute 
value  of  which  exceeds  a  second  threshold  value 
Th2,  is  or  is  not  nearer  to  the  edge  of  the  stimuia- 
ble  phosphor  sheet  than  point  II.  If  point  III  is 
determined  to  be  nearer  to  the  edge  than  point  II,  it 

is  possible  to  know  that  points  II  and  III  represent 
the  edges  of  the  image  of  the  foreign  substance. 
Therefore,  in  this  case,  a  correction  is  made  so  that 
point  I,  which  is  second  nearest  to  the  edge  of  the 

5  stimuiable  phosphor  sheet  of  all  the  points,  for 
which  the  corresponding  differentiated  values  have 
a  negative  sign  and  the  absolute  values  of  which 
exceed  the  first  threshold  value  Th1,  is  detected  as 
a  prospective  contour  point  of  the  irradiation  field. 

70  In  this  manner,  the  prospective  contour  point  of  the 
irradiation  field  can  be  detected  accurately.  In 
cases  where  no  image  of  a  foreign  substance  has 
been  stored  in  the  region  outside  of  the  irradiation 
field,  point  II  for  which  the  corresponding  differen- 

75  tiated  value  is  very  large  value  is  not  present,  and 
therefore  point  I  is  detected  originally  as  a  pro- 
spective  contour  point  of  the  irradiation  field.  Also, 
because  point  III  is  not  present,  point  I  can  be 
accurately  detected  as  the  prospective  contour 

20  point. 
With  the  second  method  for  detecting  a  pro- 

spective  contour  point  of  an  irradiation  field  in 
accordance  with  the  present  invention,  after  a  point 
is  first  detected  as  a  prospective  contour  point,  a 

25  judgment  is  made  as  to  whether  said  point  cor- 
responds  or  does  not  correspond  to  the  edge  of 
the  image  of  a  foreign  substance  recorded  in  the 
region  outside  of  the  irradiation  field.  In  cases 
where  said  point  is  judged  to  be  present  at  an 

30  edge  of  the  image  of  a  foreign  substance,  a  correc- 
tion  is  made  so  that  a  point,  which  satisfies  the 
same  conditions  as  that  said  point  first  detected 
satisfies  and  which  is  present  nearer  to  the  center 
of  the  stimuiable  phosphor  sheet  than  said  point 

35  first  detected,  is  detected  as  a  prospective  contour 
point.  Therefore,  an  edge  of  the  image  of  a  foreign 
substance  is  not  detected  erroneously  as  a  pro- 
spective  contour  point,  and  a  prospective  contour 
point  can  be  detected  accurately.  Accordingly,  the 

40  same  effects  can  be  achieved  as  with  the  first 
method  for  detecting  a  prospective  contour  point  of 
an  irradiation  field  in  accordance  with  the  present 
invention. 

45 
BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Figure  1  is  a  schematic  view  showing  a 
so  radiation  image  recording  and  reproducing  system 

wherein  an  embodiment  of  the  first  method  for 
detecting  a  prospective  contour  point  of  an  irradia- 
tion  field  in  accordance  with  the  present  invention 
is  employed, 

55  Figure  2  is  an  explanatory  view  showing  the 
state  of  a  radiation  image  stored  on  a  stimuiable 
phosphor  sheet, 

6 
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Figure  3  is  an  explanatory  view  showing  how 
ie  differentiation  processing  can  be  carried  out  in 
ie  first  method  for  detecting  a  prospective  contour 
lOint  of  an  irradiation  field  in  accordance  with  the 
iresent  invention, 

Figure  4A  is  a  graph  showing  the  distribution 
if  image  signal  components  in  the  first  method  for 
letecting  a  prospective  contour  point  of  an  irradia- 
ion  field  in  accordance  with  the  present  invention, 

Figure  4B  is  a  graph  showing  the  distribution 
>f  the  absolute  values  of  the  differences  between 
leighboring  image  signal  components  in  the  first 
nethod  for  detecting  a  prospective  contour  point  of 
in  irradiation  field  in  accordance  with  the  present 
nvention, 

Figure  5  is  a  block  diagram  showing  part  of 
he  radiation  image  recording  and  reproducing  sys- 
em  shown  in  Figure  1, 

Figure  6  is  an  explanatory  graph  showing  a 
nethod  for  detecting  straight  lines  which  connect 
prospective  contour  points  of  an  irradiation  field, 

Figure  7  is  an  explanatory  view  showing  a 
nethod  for  extracting  a  region  surrounded  by 
straight  lines  which  connect  prospective  contour 
points  of  an  irradiation  field, 

Figures  8,  9,  10,  11  and  12  are  explanatory 
news  showing  examples  of  how  the  differentiation 
processing  can  be  carried  out  in  the  first  method 
or  detecting  a  prospective  contour  point  of  an 
rradiation  field  in  accordance  with  the  present  in- 
/ention, 

Figure  13  is  an  explanatory  view  showing 
low  the  differentiation  processing  can  be  carried 
put  in  the  second  method  for  detecting  a  prospec- 
:ive  contour  point  of  an  irradiation  field  in  accor- 
jance  with  the  present  invention, 

Figure  14A  is  a  graph  showing  the  distribu- 
tion  of  image  signal  components  in  the  second 
method  for  detecting  a  prospective  contour  point  of 
an  irradiation  field  in  accordance  with  the  present 
invention, 

Figure  14B  is  a  graph  showing  the  distribu- 
tion  of  the  difference  values  obtained  from  image 
signal  components  in  the  second  method  for  de- 
tecting  a  prospective  contour  point  of  an  irradiation 
field  in  accordance  with  the  present  invention, 

Figure  15  is  a  block  diagram  showing  part  of 
the  radiation  image  recording  and  reproducing  sys- 
tem  shown  in  Figure  1  ,  wherein  an  embodiment  of 
the  second  method  for  detecting  a  prospective 
contour  point  of  an  irradiation  field  in  accordance 
with  the  present  invention  is  employed, 

Figure  16A  is  a  graph  showing  the  distribu- 
tion  of  image  signal  components  when  the  image 
of  a  foreign  substance  is  stored  on  a  stimuiable 
phosphor  sheet,  and 

l-igure  iod  is  a  grapn  snowing  trie  uisuiuu- 
tion  of  the  difference  values  obtained  from  image 
signal  components  when  the  image  of  a  foreign 
substance  is  stored  on  a  stimuiable  phosphor 
sheet. 

UbbUlilt-'  I  IUIN  Ur  l  tit  rritrciiricu  cividuui- 
MENTS 

o 

The  present  invention  will  hereinbelow  be  de- 
scribed  in  further  detail  with  reference  to  the  ac- 
companying  drawings. 

5  With  reference  to  Figure  1,  a  radiation  image 
recording  and  reproducing  system  wherein  an  em- 
bodiment  of  the  first  method  for  detecting  a  pro- 
spective  contour  point  of  an  irradiation  field  in 
accordance  with  the  present  invention  is  employed 

>.o  comprises  basically  a  radiation  image  recording 
section  20,  a  preliminary  read-out  section  30,  a 
final  read-out  section  40,  and  an  image  reproducing 
section  50.  In  the  radiation  image  recording  section 
20,  radiation  102  is  emitted  toward  an  object  101 

»5  by  a  radiation  source  100  constituted  of  an  X-ray 
tube  or  the  like.  A  stimuiable  phosphor  sheet  103 
for  storing  radiation  energy  thereon  is  placed  at  a 
position  where  it  is  exposed  to  the  radiation  102 
which  has  passed  through  the  object  101,  and  a 

jo  radiation  image  of  the  object  101  is  stored  on  the 
stimuiable  phosphor  sheet  103.  An  irradiation  field 
stop  104  for  limiting  the  irradiation  field  of  the 
radiation  102  is  disposed  between  the  radiation 
source  100  and  the  object  101. 

35  The  stimuiable  phosphor  sheet  103  carrying 
the  radiation  image  of  the  object  101  stored  there- 
on  is  sent  to  the  preliminary  read-out  section  30  by 
a  sheet  conveyance  means  110  constituted  of  a 
conveyor  roller  or  the  like.  At  the  preliminary  read- 

io  out  section  30,  a  laser  beam  202  emanating  from  a 
laser  beam  source  201  first  passes  through  a  filter 
203  which  filters  out  light  having  wavelengths  within 
the  range  of  wavelengths  of  the  light  emitted  by  the 
stimuiable  phosphor  sheet  103  upon  stimulation 

45  thereof  by  the  laser  beam  202.  Then,  the  laser 
beam  202  is  one-dimensionaily  deflected  by  a  light 
deflector  204  such  as  a  galvanometer  mirror  and 
directed  onto  the  stimuiable  phosphor  sheet  103  by 
a  plane  reflection  mirror  205.  The  laser  beam 

so  source  201  is  selected  so  that  the  laser  beam  202 
emanating  therefrom  has  a  wavelength  distribution 
different  from  and  far  apart  from  the  wavelength 
distribution  of  the  light  emitted  by  the  stimuiable 
phosphor  sheet  103  when  it  is  stimulated.  While 

55  the  laser  beam  202  impinges  upon  the  stimuiable 
phosphor  sheet  103,  the  stimuiable  phosphor  sheet 
103  is  moved  in  the  direction  indicated  by  the 
arrow  206  (i.e.  in  the  sub-scanning  direction)  by  a 
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sheet  conveyance  means  210  constituted  of  con- 
veyor  rollers  or  the  like,  and  thus  the  overall  sur- 
face  of  the  stimuiable  phosphor  sheet  103  is  ex- 
posed  to  and  scanned  by  the  laser  beam  202.  The 
power  of  the  laser  beam  source  201,  the  beam 
diameter  of  the  laser  beam  202,  the  speed  with 
which  the  laser  beam  202  scans,  and  the  speed  at 
which  the  stimuiable  phosphor  sheet  103  moves 
are  selected  so  that  the  level  of  the  stimulation 
energy  of  the  laser  beam  202  used  during  the 
preliminary  read-out  is  lower  than  the  level  of  the 
stimulation  energy  of  the  laser  beam  used  during 
the  final  read-out  carried  out  in  the  final  read-out 
section  40. 

When  it  is  exposed  to  the  laser  beam  202  as 
described  above,  the  stimuiable  phosphor  sheet 
103  emits  light  in  an  amount  proportional  to  the 
amount  of  energy  stored  thereon  during  exposure 
to  the  radiation,  and  the  emitted  light  enters  a  light 
guide  member  207  which  may  be  of  the  shape  and 
material  disclosed  in  U.S.  Patent  No.  4,346,295. 
The  light  is  guided  inside  of  the  light  guide  mem- 
ber  207  through  total  reflection,  emanates  from  a 
light  output  face  of  the  light  guide  member  207  and 
is  received  by  a  photodetector  208  constituted  of  a 
photomultiplier  or  the  like.  The  light  receiving  face 
of  the  photodetector  208  is  positioned  so  that  it  is 
close  contact  with  a  filter  which  transmits  only  light 
having  wavelengths  within  the  range  of 

-  wavelengths  of  light  emitted  by  the  stimuiable 
phosphor  sheet  103  and  filters  out  light  having 
wavelengths  within  the  range  of  wavelengths  of  the 
stimulating  rays,  so  that  the  photodetector  208  de- 
tects  only  the  light  emitted  by  the  stimuiable  phos- 
phor  sheet  103  upon  stimulation  thereof.  The  light 
detected  by  the  photodetector  208  is  converted 
into  an  electric  signal  carrying  the  image  input 
information  stored  on  the  stimuiable  phosphor 
sheet  103,  and  amplified  by  an  amplifier  209.  The 
signal  generated  by  the  amplifier  209  is  digitized 
by  an  AD  converter  211,  and  sent  as  a  preliminary 
read-out  image  signal  Sp  to  a  final  read-out  control 
circuit  314  in  the  final  read-out  section  40.  On  the 
basis  of  the  image  input  information  which  the 
preliminary  read-out  image  signal  Sp  represents, 
the  final  read-out  control  circuit  314  calculates  a 
read-out  gain  setting  value  (a),  a  scale  factor  set- 
ting  value  fb),  and  a  reproduced  image  processing 
condition  setting  value  (c).  The  preliminary  read-out 
image  signal  Sp  is  also  sent  to  an  irradiation  field 
recognition  circuit  220  which  will  be  described  in 
detail  later. 

After  the  preliminary  read-out  from  the  stimuia- 
ble  phosphor  sheet  103  is  finished,  the  stimuiable 
phosphor  sheet  103  is  sent  to  the  final  read-out 
section  40.  In  this  section,  a  laser  beam  302  ema- 
nating  from  a  laser  beam  source  301  first  passes 
through  a  filter  303  which  filters  out  light  having 

wavelengths  within  the  range  of  the  wavelengths  of 
light  emitted  by  the  stimuiable  phosphor  sheet  103 
upon  stimulation  thereof  by  the  laser  beam  302. 
Then,  the  beam  diameter  of  the  laser  beam  302  is 

5  precisely  adjusted  by  a  beam  expander  304.  The 
laser  beam  302  is  then  deflected  by  a  light  deflec- 
tor  305  formed  of  a  galvanometer  mirror  or  the  like, 
and  is  made  to  impinge  upon  the  stimuiable  phos- 
phor  sheet  103  by  a  plane  reflection  mirror  306. 

w  Between  the  light  deflector  305  and  the  plane  re- 
flection  mirror  306  an  fe  lens  307  is  disposed  for 
keeping  the  beam  diameter  of  the  laser  beam  302 
uniform  as  it  scans  the  stimuiable  phosphor  sheet 
103.  While  the  laser  beam  302  impinges  upon  the 

15  stimuiable  phosphor  sheet  103,  the  stimuiable 
phosphor  sheet  103  is  moved  in  the  direction  in- 
dicated  by  the  arrow  308  (i.e.  in  the  sub-scanning 
direction)  by  a  sheet  conveyance  means  320  con- 
stituted  of  conveyor  rollers  or  the  like  and,  con- 

20  sequently,  the  overall  area  of  the  stimuiable  phos- 
phor  sheet  103  is  exposed  to  and  scanned  by  the 
laser  beam  302.  Upon  exposure  to  the  laser  beam 
302,  the  stimuiable  phosphor  sheet  103  emits  light 
in  proportion  to  the  amount  of  energy  stored  there- 

25  on  during  exposure  to  radiation,  and  the  light  emit- 
ted  enters  a  light  guide  member  309  which  is 
made  of  the  same  material  and  has  the  same 
configuration  as  the  light  guide  member  207  used 
for  the  preliminary  read-out.  The  light  emitted  by 

30  the  stimuiable  phosphor  sheet  103  is  guided  inside 
of  the  light  guide  member  309  through  repeated 
total  reflection,  emanates  from  the  light  output  face 
of  the  light  guide  member  309  and  is  received  by  a 
photodetector  310  constituted  of  a  photomultiplier 

35  or  the  like.  The  light  receiving  face  of  the 
photodetector  310  is  positioned  in  close  contact 
with  a  filter  which  selectively  transmits  only  the 
light  having  wavelengths  within  the  range  of 
wavelengths  of  light  emitted  by  the  stimuiable 

40  phosphor  sheet  103,  so  that  the  photodetector  310 
detects  only  the  light  emitted  thereby. 

The  output  of  the  photodetector  310,  which 
photoelectrically  detects  the  light  emission  repre- 
senting  the  radiation  image  stored  on  the  stimula- 

45  ble  phosphor  sheet  103,  is  amplified  to  an  appro- 
priate  level  by  an  amplifier  311.  The  gain  of  the 
amplifier  31  1  is  adjusted  on  the  basis  of  the  read- 
out  gain  setting  value  (a)  calculated  by  the  control 
circuit  314.  The  amplified  electric  signal  is  fed  into 

so  an  A/D  converter  312  which  converts  the  electric 
signal  into  a  digital  signal  by  use  of  a  scale  factor 
which  is  adjusted  by  the  scale  factor  setting  value 
(b)  to  suit  the  width  in  the  fluctuation  of  the  values 
of  the  signal.  The  digital  signal  thus  obtained  is  fed 

55  into  a  signal  processing  circuit  313,  in  which  it  is 
subjected  to  signal  processing  (image  processing), 
the  nature  of  which  signal  processing  is  based  on 
the  reproduced  image  processing  condition  setting 

8 



5 P  0  334  230  A2 

alue  (c).  After  the  digital  signal  is  processed,  a 
isible  radiation  image  is  obtained  which  is  suitable 
Dr  viewing,  particularly  for  diagnostic  purposes. 

The  processed  digital  signal  is  output  as  a 
ead-out  image  signal  (a  final  read-out  image  sig- 
ial)  So.  The  final  read-out  image  signal  So  gen- 
rated  by  the  signal  processing  circuit  313  is  fed 
ito  a  light  modulator  401  in  the  image  reproducing 
ection  50.  In  the  image  reproducing  section  50,  a 
aser  beam  403  emanating  from  a  reproducing  la- 
er  beam  source  402  is  modulated  by  the  light 
nodulator  401  on  the  basis  of  the  final  read-out 
mage  signal  So  received  from  the  signal  process- 
ng  circuit  313,  and  is  made  to  impinge  upon  a 
(hotosensitive  material  405  such  as  photographic 
ilm  by  a  scanning  mirror  404  which  causes  the 
aser  beam  403  to  scan  the  photosensitive  material 
105.  At  this  time,  the  photosensitive  material  405  is 
noved  in  a  direction  normal  to  the  aforesaid  scan- 
ling  direction,  i.e.  in  the  direction  indicated  by  the 
irrow  406.  Accordingly,  the  radiation  image  repre- 
sented  by  the  final  read-out  image  signal  So  is 
ecorded  on  the  photosensitive  material  405.  To 
eproduce  the  radiation  image,  it  is  possible  to  use 
iny  other  appropriate  method  such  as  the  afore- 
said  method  using  a  CRT  display  unit. 

A  technique  for  accurately  adjusting  the  read- 
jut  gain  setting  value  (a),  the  scale  factor  setting 
ia\ue  (b)  and  the  image  processing  condition  set- 
ing  value  (c)  when  the  irradiation  field  B  on  the 
stimuiable  phosphor  sheet  103  is  limited  as  shown 
n  Figure  2  will  hereinbeiow  be  described  with 
■eference  to  Figure  5.  As  shown  in  Figure  5,  the 
control  circuit  314  comprises  a  signal  extracting 
section  350,  a  histogram  analysis  section  351,  a 
•ead  section  352,  and  a  storage  section  353.  The 
aforesaid  preliminary  read-out  image  signal  Sp  is 
:ed  into  the  signal  extracting  section  350  which 
sxtracts  a  preliminary  read-out  image  signal  Sp 
Dniy  within  a  specified  region  as  will  be  described 
later.  The  preliminary  read-out  image  signal  Sp  is 
sent  from  the  signal  extracting  section  350  to  the 
histogram  analysis  section  351  .  The  histogram  ana- 
lysis  section  351  creates  a  histogram  of  the  pre- 
liminary  read-out  image  signal  Sp  ,  calculates  the 
maximum  value  of  the  signal,  the  minimum  value  of 
the  signal,  the  signal  value  which  occurs  most 
often,  i.e.  the  signal  value  corresponding  to  the 
maximum  value  of  the  histogram,  or  the  like,  and 
feeds  a  signal  Sr  representing  the  calculated  value 
into  the  read  section  352.  The  storage  section  353 
stores  the  read-out  gain  setting  value  (a),  the  scale 
factor  setting  value  (b),  and  the  image  processing 
condition  setting  value  (c)  suitable  for  the  aforesaid 
maximum  value,  minimum  value,  signal  value 
which  occurs  most  often,  or  the  like.  The  read 
section  352  reads  the  setting  values  (a),  (b)  and  (c) 
suitable  for  the  signal  Sr  from  the  storage  section 

joo,  ana  reeas  mem  respectively  into  me  dmpnnei 
311,  the  A/D  converter  312,  and  the  signal  process- 
ing  circuit  313. 

How  the  signal  extracting  section  350  extracts 
5  a  signal  will  now  be  described  below.  The  irradia- 

tion  field  recognizing  circuit  220  is  composed  of  a 
differentiation  processing  section  221,  a  memory 
222,  a  threshold  value  adjusting  section  223,  a 
prospective  contour  point  signal  detecting  section 

o  224,  and  an  operating  section  225.  The  preliminary 
read-out  image  signal  Sp  is  fed  into  the  differenti- 
ation  processing  section  221  and  the  prospective 
contour  point  signal  detecting  section  224.  The 
differentiation  processing  section  221  differentiates 

5  the  components  of  the  preliminary  read-out  image 
signal  Sp  corresponding  to  positions  on  the 
stimuiable  phosphor  sheet  103  located  along  a  line 
in  the  direction  of  Dl,  then  along  lines  in  the  direc- 
tions  D2,  D3  Dn  shown  in  Figure  3.  Lines  along 

>o  the  directions  D1  through  Dn  radiate  from  the  cen- 
ter  O  of  the  stimuiable  phosphor  sheet  103  toward 
the  edges  thereof.  In  this  embodiment,  lines  along 
the  directions  D1  through  Dn  radiate  at  equal  angle 
intervals.  For  example,  if  the  size  of  the  stimuiable 

?5  phosphor  sheet  103  is  256mm  x  192mm,  approxi- 
mately  64  directions  are  selected  as  the  directions 
D1  through  Dn.  Differentiation  processing  is  carried 
out,  and  the  differences  among  image  signal  com- 
ponents  of  the  preliminary  read-out  image  signal 

30  Sp  corresponding  to  adjacent  positions  on  the 
stimuiable  phosphor  sheet  are  calculated.  A  signal 
Sm  representing  the  differences  is  stored  in  the 
memory  222,  and  fed  into  the  threshold  value  ad- 
justing  section  223.  From  the  signal  Sm,  the 

35  threshold  value  adjusting  section  223  detects  the 
maximum  value  Jmax  of  the  absolute  values  of  the 
differences  of  the  preliminary  read-out  image  signal 
components  corresponding  to  positions  located 
along  lines  in  each  of  the  directions  D1  through  Dn. 

40  The  threshold  value  adjusting  section  223  then 
adjusts  the  threshold  value  Th  to  be,  for  example, 
one  half  of  the  maximum  value  Jmax,  and  feeds  a 
signal  Sth  representing  the  adjusted  threshold  val- 
ue  Th  into  the  prospective  contour  point  signal 

45  detecting  section  224.  The  prospective  contour 
point  signal  detecting  section  224  also  reads  the 
signal  Sm,  which  represents  the  aforesaid  differ- 
ences,  from  the  memory  222.  Based  on  the  signal 
Sm  representing  the  differences  and  the  signal  Sth 

so  representing  the  threshold  value  Th,  the  prospec- 
tive  contour  point  signal  detecting  section  224  de- 
tects  a  prospective  contour  point  which  is  consid- 
ered  to  be  present  on  a  contour  of  the  irradiation 
field  B  on  the  stimuiable  phosphor  sheet  103.  Spe- 

55  cifically,  the  levels  of  the  image  signal  components 
of  the  preliminary  read-out  image  signal  Sp  for  the 
region  inside  of  the  irradiation  field  B  are  distinctly 
higher  than  those  for  the  region  outside  of  the 

a 
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irradiation  field  B.  Therefore,  the  values  of  the 
image  signal  components  of  the  preliminary  read- 
out  image  signal  Sp  corresponding  to  positions  on 
the  stimuiable  phosphor  sheet  located  along  a  line 
in  a  certain  direction  Di  are  distributed  as  shown  in 
Figure  4A.  Accordingly,  as  shown  in  Figure  4B,  the 
absolute  values  of  the  differences  of  adjacent 
aforesaid  image  signal  components  change  mar- 
kedly  at  an  edge  of  an  irradiation  field.  The  pro- 
spective  contour  point  signal  detecting  section  224 
detects  a  point,  at  which  the  absolute  value  of  a 
difference  exceeds  the  threshold  value  Th,  as  a 
prospective  contour  point.  The  region  outside  of 
the  irradiation  field  B  on  the  stimuiable  phosphor 
sheet  103  was  exposed  to  radiation  102  scattered 
by  the  object  101  during  the  image  recording  step. 
Therefore,  as  indicated  by  the  arrow  F  in  Figure 
4B,  the  absolute  values  of  the  differences  between 
the  image  signal  components  of  the  preliminary 
read-out  image  signal  Sp  in  the  region  outside  of 
the  irradiation  field  B  may  be  comparatively  large. 
However,  such  comparatively  large  absolute  values 
of  the  differences  are  distinctly  smaller  than  the 
absolute  value  of  the  difference  between  image 
signal  components  representing  the  edge  of  the 
irradiation  field  B.  Accordingly,  when  the  threshold 
value  Th  is  adjusted  to  be  one  half  of  the  maximum 
value  Jmax  of  the  absolute  values  of  the  differ- 
ences  as  described  above,  the  absolute  value  of  a 
difference  exceeds  the  threshold  value  Th  only 
when  it  is  associated  with  the  edge  of  the  irradia- 
tion  field  B,  and  a  prospective  contour  point  can  be 
detected  accurately. 

Thereafter,  the  prospective  contour  point  signal 
detecting  section  224  extracts  image  signal  compo- 
nents  at  prospective  contour  points,  which  have 
been  detected  in  the  manner  described  above, 
from  the  preliminary  read-out  image  signal  Sp.  The 
prospective  contour  point  signal  detecting  section 
224  finds  the  positions  of  picture  elements,  respec- 
tively  corresponding  to  the  extracted  image  signal 
components,  and  feeds  a  signal  Se  representing 
the  positions  of  the  picture  elements  into  the  op- 
erating  section  225.  Most  of  the  image  signal  com- 
ponents  extracted  from  the  preliminary  read-out 
image  signal  Sp  constitute  an  image  signal,  which 
represents  the  contour  of  the  irradiation  field  B  on 
the  stimuiable  phosphor  sheet  103  as  shown  in 
Figure  2.  In  this  embodiment,  as  shown  in  Figure  2, 
the  positions  of  the  picture  elements  are  expressed 
on  an  x-y  orthogonal  coordinate  system  on  the 
stimuiable  phosphor  sheet  103. 

After  the  prospective  contour  points  are  de- 
tected  in  the  manner  described  above,  lines  con- 
necting  them  may  be  recognized  as  the  contour  of 
the  irradiation  field  B.  The  lines  connecting  the 
prospective  contour  points  can  be  found  by  using 
one  of  several  methods,  for  example,  a  method 

wherein  prospective  contour  points  remaining  after 
a  smoothing  process  has  been  carried  out  are 
connected  together,  a  method  wherein  a  plurality  of 
straight  lines  are  found  by  locally  applying  the 

5  method  of  least  squares  and  the  straight  lines  are 
then  connected  together,  or  a  method  wherein  a 
spline  curve  or  the  like  is  applied.  In  this  embodi- 
ment,  the  operating  section  225  finds  a  plurality  of 
straight  lines  connecting  the  prospective  contour 

ro  points  by  utilizing  a  Hough  transformation.  The 
processing  done  to  find  the  straight  lines  will 
hereinbelow  be  described  in  detail. 

If  (xo.yo)  are  the  coordinates  of  the  picture 
element  positions  (the  prospective  contour  points) 

75  which  the  signal  Se  represents,  then  the  operating 
section  225  calculates  the  curves  expressed  as 
p  =  xo  cose  +  yo  sine 
xo  and  yo  being  constant  for  each  prospective 
contour  point  coordinate  (xo.yo).  Figure  6  shows 

20  the  curves  thus  obtained,  and  the  number  of  curves 
equals  the  number  of  prospective  contour  point 
coordinates  (xo.yo). 

Then,  the  operating  section  225  calculates  the 
coordinates  (po,eo)  of  the  points  where  the  curves 

25  intersect  and  where  the  number  of  curves  intersect- 
ing  at  each  point  (po.eo)  is  not  smaller  than  a 
predetermined  number  Q.  Because  of  errors  in 
finding  the  prospective  contour  point  coordinates 
(xo.yo),  many  curves  rarely  intersect  exactly  at  a 

30  single  point.  Therefore,  by  way  of  example,  in  the 
case  where  multiple  sets  of  two  curves  have  inter- 
sections  spaced  from  one  another  by  only  small 
distances  not  longer  than  a  predetermined  dis- 
tance,  the  point  of  intersection  at  the  middle  of  the 

35  group  of  the  intersections  is  taken  as  the  aforesaid 
intersection  po.eo).  Then,  from  each  intersection 
(po,9o),  the  operating  section  225  calculates  a 
straight  line  expressed  as 
po  =  x  coseo  +  y  sineo 

40  on  the  x-y  orthogonal  coordinate  system.  The 
straight  line  thus  calculated  extends  along  a  plural- 
ity  of  the  prospective  contour  point  coordinates 
(xo.yo).  It  often  occurs  that  bone  edges  or  other 
image  portions  at  which  the  image  density  changes 

45  sharply  in  the  irradiation  field  B  are  also  detected 
as  prospective  contour  points.  Therefore,  as  shown 
in  Figure  2,  there  is  the  risk  that  a  straight  line  such 
as  L  will  connect  points  where  the  image  density 
changes  sharply  but  which  are  not  contour  points 

so  with  points  actually  on  the  contour  of  the  irradiation 
field.  However,  if  the  aforesaid  predetermined  num- 
ber  Q  is  made  substantially  large  (for  example,  20 
or  larger),  the  straight  line  L  is  not  obtained.  In- 
stead  only  straight  lines  representing  the  contour  of 

55  the  irradiation  field  are  obtained. 
In  cases  where  the  prospective  contour  points 

are  distributed  as  shown  in  Figure  2,  straight  lines 
as  shown  in  Figure  7  are  obtained.  The  operating 

10 
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ection  225  then  detects  the  region  surrounded  by 
,  plurality  of  straight  lines  L1,  L2,  L3  Ln  ob- 
ained  in  this  manner,  and  recognizes  said  region 
s  the  irradiation  field  B.  Specifically,  for  example, 
ie  region  is  recognized  in  the  manner  described 
leiow.  The  operating  section  225  stores  line  seg- 
nents  M1,  M2,  M3  Mm  connecting  the  corners 
if  the  stimuiable  phosphor  sheet  103  with  the 
:enter  point  G  (four  line  segments  in  cases  where 
he  stimuiable  phosphor  sheet  103  is  rectangular), 
ind  detects  whether  or  not  each  of  the  line  seg- 
nents  M1  to  Mm  intersects  with  each  of  the 
itraight  lines  L1  to  Ln.  In  cases  where  an  intersec- 
ion  is  present,  the  operating  section  225  divides 
he  stimuiable  phosphor  sheet  103  into  two  regions: 
jne  including  the  corner  of  the  stimuiable  phosphor 
sheet  103  to  which  the  line  segment  is  connected 
ind  delineated  by  the  straight  line  and  the  other 
ncluding  the  remainder  of  the  stimuiable  phosphor 
sheet.  The  operating  section  225  then  discards  the 
egion  including  the  corner.  This  operation  is  car- 
ied  out  for  ail  of  the  straight  lines  L1  to  Ln  and  the 
ine  segments  M1  to  Mm,  and  the  region  sur- 
ounded  by  the  straight  lines  L1  to  Ln  is  not  dis- 
carded.  The  region  thus  obtained  is  recognized  as 
he  irradiation  field  B. 

The  operating  section  225  sends  a  signal  St 
•epresenting  the  shape  and  location  of  the  irradia- 
:ion  field  B  recognized  in  the  manner  described 
above  to  the  signal  extracting  section  350  in  the 
:inal  read-out  control  circuit  314.  The  signal  extract- 
ng  section  350  extracts  the  image  signal  compo- 
nents  corresponding  to  the  region,  which  the  signal 
3t  represents,  from  the  preliminary  read-out  image 
signal  Sp,  and  sends  the  preliminary  read-out  im- 
age  signal  Sp  comprising  the  extracted  image 
signal  components  to  the  histogram  analysis  sec- 
tion  351.  Therefore,  the  histogram  analysis  section 
351  carries  out  an  analysis  of  the  histogram  of  only 
those  image  signal  components  representing  the 
region  of  the  stimuiable  phosphor  sheet  103  that 
was  actually  exposed  to  radiation,  and  the  afore- 
said  setting  values  (a),  (b)  and  (c)  are  made  suit- 
able  for  the  actual  image  input  information. 

in  the  aforesaid  embodiment,  differentiation 
processing  is  started  on  image  signal  components 
representing  image  information  stored  at  positions 
neighboring  the  center  point  O  of  the  stimuiable 
phosphor  sheet  103  in  the  region  inside  of  the 
irradiation  field  B.  However,  differentiation  process- 
ing  may  be  started  on  image  signal  components 
representing  image  information  stored  at  any  posi- 
tion  as  long  as  the  starting  point  lies  on  the 
stimuiable  phosphor  sheet  103.  For  example,  in 
cases  where  the  irradiation  field  is  limited  to  a  very 
small  area,  the  center  point  of  the  stimuiable  phos- 
phor  sheet  may  be  present  in  the  region  outside  of 
the  irradiation  field.  In  such  cases,  differentiation 

processing  may  De  sxanea  on  image  signal  uumpu- 
nents  representing  image  information  present  at 
positions  of  the  stimuiable  phosphor  sheet  103 
which  lie  in  the  region  inside  of  the  irradiation  field, 

;  for  example,  a  position  at  which  the  density  level  is 
the  highest  among  density  levels  on  the  stimuiable 
phosphor  sheet,  a  position  at  which  the  center  of 
gravity  of  the  density  is  located,  or  a  position  at 
which  the  center  of  gravity  in  the  region  on  a  high 

o  density  side  is  located  when  the  image  density 
levels  are  converted  into  the  two-valued  system. 

Hereinafter,  the  term  "directions  of  differenti- 
ation  processing"  means  the  directions  of  the  lines 
along  which  positions  on  the  stimuiable  phosphor 

5  sheet  lie,  the  image  signal  components  represent- 
ing  the  image  information  at  said  positions  under- 
going  differentiation  processing  starting  with  the 
image  signal  components  representing  image  in- 
formation  at  positions  at  one  end  of  the  line. 

>o  The  directions  D1  through  Dn  of  differentiation 
processing  need  not  necessarily  be  selected  at 
equal  angle  intervals.  For  example,  as  shown  in 
Figure  8,  a  plurality  of  points  which  lie  at  equal 
distance  intervals  along  edge  portions  of  the 

?5  stimuiable  phosphor  sheet  103  may  be  selected, 
and  directions  D1  through  Dn  from  a  point  P  inside 
of  the  irradiation  field  B  toward  the  plurality  of  said 
points  may  be  selected  as  the  directions  of  dif- 
ferentiation  processing. 

?o  Furthermore,  as  shown  in  Figure  9,  the  direc- 
tions  D  of  differentiation  processing  may  have  larg- 
er  intervals  between  them  in  a  region  where  the 
distance  g  between  a  point  P  inside  of  the  irradia- 
tion  field  B  and  a  prospective  contour  point  E  does 

35  not  change  very  much,  i.e.  in  the  region  corre- 
sponding  to  a  region  hi.  In  a  region  where  the 
distance  g  changes  markedly,  i.e.  in  the  region 
corresponding  to  a  range  h2,  the  directions  D  of 
differentiation  processing  may  have  smaller  inter- 

ne  vals  between  them. 
In  general,  the  preliminary  read-out  described 

above  is  carried  out  for  picture  elements  which  are 
larger  than  those  of  the  final  read-out.  Differenti- 
ation  processing  may  be  carried  out  on  image 

45  signal  components  obtained  by  such  a  compara- 
tively  rough  read-out  operation.  Alternatively,  the 
image  signal  components  may  be  interpolated  to 
obtain  image  signai  components  representing  pic- 
ture  elements  of  a  finer  resolution,  and  differenti- 

50  ation  processing  may  be  carried  out  for  this  larger 
number  of  image  signal  components.  Also,  dif- 
ferentiation  processing  may  be  conducted  for  im- 
age  signal  components  obtained  by  averaging  the 
values  of  the  image  signal  components  detected  at 

55  a  plurality  of  picture  elements. 
In  cases  where  an  irradiation  field  B  having  the 

shape  shown  in  Figure  2  is  to  be  recognized,  a 
single  prospective  contour  point  on  a  contour  of  the 
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rradiation  field  is  generally  detected  for  a  single 
direction  of  differentiation  processing.  On  the  other 
nand,  in  cases  where  an  irradiation  field  B  having 
:he  shape  shown  in  Figure  10  or  Figure  11  is  to  be 
-ecognized,  a  plurality  of  prospective  contour 
Doints  on  the  contour  of  the  irradiation  field  may  be 
detected  for  a  single  direction  of  differentiation 
orocessing.  In  such  cases,  when  all  of  the  points  at 
which  the  absolute  values  of  the  aforesaid  differ- 
ences  exceed  the  threshold  value  are  detected  as 
prospective  contour  points,  the  prospective  contour 
points  on  the  contour  of  the  irradiation  field  can  be 
detected  completely,  and  an  irradiation  field  B  hav- 
ing  a  complicated  shape  can  be  recognized  ac- 
curately.  Also,  as  shown  in  Figure  12,  in  cases 
where  the  shape  of  the  irradiation  field  B  is  rectan- 
gular,  differentiation  processing  may  be  carried  out 
by  shifting  the  point  P  at  which  differentiation  pro- 
cessing  is  started. 

in  the  aforesaid  embodiment,  the  threshold  val- 
ues  Th  are  calculated  for  each  direction  of  differen- 
tiation  processing  based  on  the  maximum  value 
among  the  absolute  values  of  differences 
(differentiated  values)  of  the  image  signal  compo- 
nents.  Alternatively,  the  characteristic  values  such 
as  the  maximum  values  may  be  classified  into 
several  classes,  and  the  threshold  values  may  be 
fixed  for  the  respective  classes  and  stored  in  a 
table.  One  of  the  threshold  values  may  be  read 
from  the  table  in  accordance  with  the  characteristic 
value  actually  calculated,  and  put  into  use. 

An  embodiment  of  the  second  method  for  de- 
tecting  a  prospective  contour  point  of  an  irradiation 
field  in  accordance  with  the  present  invention  will 
be  described  hereinbelow  with  reference  to  Figure 
15.  In  Figure  15,  similar  elements  are  numbered 
with  the  same  reference  numerals  with  respect  to 
Figure  5. 

With  reference  to  Figure  15,  an  irradiation  field 
recognizing  circuit  220  is  composed  of  the  dif- 
ferentiation  processing  section  221,  the  memory 
222,  a  threshold  value  adjusting  section  223  ,  a 
prospective  contour  point  signal  detecting  section 
224.  and  the  operating  section  225.  The  prelimi- 
nary  read-out  image  signal  Sp  is  fed  into  the  dif- 
ferentiation  processing  section  221  and  the  pro- 
spective  contour  point  signal  detecting  section 
224'.  The  differentiation  processing  section  221 
differentiates  the  preliminary  read-out  image  signal 
Sp,  which  has  been  digitized,  along  a  direction  D1  , 
then  along  directions  D2,  D3,  Dn  shown  in 
Figure  13.  The  lines  in  the  directions  D1  through 
Dn  radiate  from  a  center  0  of  the  stimuiable  phos- 
phor  sheet  103  toward  the  edges  thereof.  In  this 
embodiment,  the  directions  D1  through  Dn  lie  at 
equal  angle  intervals.  For  example,  when  the  size 
of  the  stimuiable  phosphor  sheet  103  is  256mm  x 
192mm,  approximately  64  directions  are  selected 

as  the  directions  D1  through  Dn.  By  carrying  out 
differentiation  processing,  the  differences  among 
image  signal  components  of  the  preliminary  read- 
out  image  signal  Sp  representing  adjacent  posi- 

5  tions  on  the  stimuiable  phosphor  sheet  are  cal- 
culated.  The  signal  Sm  representing  the  differ- 
ences  is  stored  in  the  memory  222.  The  prospec- 
tive  contour  point  signal  detecting  section  224 
reads  the  signal  Sm  from  the  memory  222,  and 

10  receives  a  signal  T1,  which  represents  a  first 
threshold  value  Th1,  from  the  threshold  value  ad- 
justing  section  223  .  Based  on  the  signal  Sm  repre- 
senting  the  differences  and  the  signal  T1  repre- 
senting  the  first  threshold  value  Th1,  the  prospec- 

15  tive  contour  point  signal  detecting  section  224 
detects  a  prospective  contour  point  which  is  con- 
sidered  to  be  present  on  a  contour  of  the  irradiation 
field  B  on  the  stimuiable  phosphor  sheet  103.  Spe- 
cifically,  the  levels  of  the  image  signal  components 

20  of  the  preliminary  read-out  image  signal  Sp  repre- 
senting  image  information  at  positions  in  the  region 
inside  of  the  irradiation  field  B  are  distinctly  higher 
than  those  representing  image  information  at  posi- 
tions  in  the  region  outside  of  the  irradiation  field  B. 

25  Therefore,  the  values  of  the  image  signal  compo- 
nents  of  the  preliminary  read-out  image  signal  Sp 
along  a  certain  direction  Di  are  distributed  as 
shown  in  Figure  14A.  Accordingly,  as  shown  in 
Figure  14B,  the  absolute  values  of  the  aforesaid 

30  differences  change  markedly  at  an  edge  of  an 
irradiation  field.  The  prospective  contour  point  sig- 
nal  detecting  section  224'  detects  the  point  nearest 
to  the  edge  of  the  stimuiable  phosphor  sheet  103 
among  the  points,  for  which  the  corresponding 

35  differences  have  a  negative  sign  and  the  absolute 
values  of  which  exceed  the  first  threshold  value 
Th1,  as  a  prospective  contour  point.  Thereafter,  the 
prospective  contour  point  signal  detecting  section 
224  judges  whether  a  point,  for  which  the  cor- 

40  responding  difference  has  a  positive  value  and  the 
absolute  value  of  which  exceeds  a  second  thresh- 
old  value  Th2,  is  or  is  not  present  nearer  to  the 
edge  of  the  stimuiable  phosphor  sheet  103  than 
point  I  which  was  detected  as  a  prospective  con- 

45  tour  point  in  the  aforesaid  process.  The  second 
threshold  value  Th2  is  represented  by  a  signal  T2 
received  from  the  threshold  value  adjusting  section 
223  .  In  cases  where  no  image  of  a  foreign  sub- 
stance  has  been  recorded  in  the  region  outside  of 

so  the  irradiation  field  B,  the  image  signal  components 
in  the  region  outside  of  the  irradiation  field  B  are 
distributed  as  shown  in  Figure  14A.  Therefore, 
there  is  no  point  at  which  the  absolute  value  of  the 
corresponding  difference  exceeds  the  second 

55  threshold  value  Th2.  In  this  case,  the  prospective 
contour  point  signal  detecting  section  224  detects 
point  I  directly  as  the  prospective  contour  point. 

On  the  other  hand,  as  shown  in  Figure  13,  the 

12 
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nage  of  a  foreign  substance  105  such  as  a  lead 
narker  is  often  recorded  on  a  line  extending  along 
i  direction  Dk  in  the  region  outside  of  the  irradia- 
ion  field.  In  such  cases,  the  image  signal  compo- 
lents  of  the  preliminary  read-out  image  signal  Sp 
ilong  the  direction  Dk  are  distributed  as  shown  in 
:igure  16A.  The  prospective  contour  point  signal 
ietecting  section  224  first  detects  the  point  II 
;hown  in  Figure  16A  by  the  aforesaid  process.  The 
joint  II  corresponds  to  the  edge  of  the  image  of 
he  foreign  substance  105  on  the  the  side  nearer  to 
he  irradiation  field  B.  Thereafter,  in  the  manner 
Jescribed  above,  the  prospective  contour  point  sig- 
lal  detecting  section  224'  judges  whether  a  point, 
or  which  the  corresponding  difference  has  a  posi- 
ive  value  and  the  absolute  value  of  which  exceeds 
he  second  threshold  value  Th2,  is  or  is  not  present 
learer  to  the  edge  of  the  stimuiable  phosphor 
sheet  103  than  point  II.  In  the  present  case,  such  a 
point  is  judged  to  be  present.  Specifically,  such  a 
point  is  present  at  point  III  at  the  edge  of  the  image 
pf  the  foreign  substance  105  on  the  side  nearer  to 
he  edge  of  the  stimuiable  phosphor  sheet  103. 
A/hen  point  III  is  judged  to  be  present,  the  pro- 
spective  contour  point  signal  detecting  section  224 
cancels  point  II  which  was  first  detected  as  a 
prospective  contour  point,  and  detects  point  I,  the 
point  second  nearest  to  the  edge  of  the  stimuiable 
phosphor  sheet  103  among  the  points,  for  which 
:he  corresponding  differences  have  negative  values 
and  the  absolute  values  of  which  exceed  the  first 
tireshold  value  Th1  as  in  the  case  of  point  II,  as  a 
prospective  contour  point.  In  this  manner,  a  pro- 
spective  contour  point  can  be  detected  accurately 
Dy  eliminating  the  problem  of  an  edge  of  the  image 
pf  the  foreign  substance  105  being  detected  in- 
correctly  as  a  prospective  contour  point. 

In  the  embodiment  shown  in  Figure  15,  the 
signal  Sm  representing  the  differences  is  stored  in 
the  memory  222,  and  is  then  read  therefrom  when 
the  points  I,  II  and  III  are  to  be  detected.  Alter- 
natively,  the  memory  222  may  be  omitted,  and 
differentiation  processing  may  be  carried  out  re- 
peatedly  in  the  appropriate  direction  each  time  the 
point  I,  II  or  III  is  to  be  detected. 

Thereafter,  the  prospective  contour  point  signal 
detecting  section  224  extracts  the  image  signal 
components  which  correspond  to  the  prospective 
contour  points,  which  have  been  detected  in  the 
manner  described  above,  from  the  preliminary 
read-out  image  signal  Sp.  The  prospective  contour 
point  signal  detecting  section  224  finds  the  posi- 
tions  of  picture  elements  respectively  correspond- 
ing  to  the  extracted  image  signal  components,  and 
feeds  a  signal  Se  representing  the  positions  of  the 
picture  elements  into  the  operating  section  225. 
Most  of  the  image  signal  components  extracted 
from  the  preliminary  read-out  image  signal  Sp  con- 

stitute  an  image  signal,  wnicn  represents  me  eages 
of  the  irradiation  field  B  on  the  stimuiable  phosphor 
sheet  103  as  shown  in  Figure  2.  In  this  embodi- 
ment,  as  shown  in  Figure  2,  the  positions  of  the 

5  picture  elements  are  expressed  on  an  x-y  ortho- 
gonal  coordinate  system  on  the  stimuiable  phos- 
phor  sheet  103. 

After  the  prospective  contour  points  are  de- 
tected  in  the  manner  described  above,  lines  are 

o  connected  to  them,  and  the  contour  of  the  irradia- 
tion  field  B  is  recognized. 

As  described  above,  in  cases  where  the  shape 
of  the  irradiation  field  B  is  rectangular,  differenti- 
ation  processing  may  be  carried  out  by  shifting  the 

5  point  P,  at  which  differentiation  processing  is  start- 
ed,  as  shown  in  Figure  12.  In  this  case,  the  dif- 
ference  values  corresponding  to  points  on  the  con- 
tour  of  the  irradiation  field  on  the  left  and  right 
edges  of  the  stimuiable  phosphor  sheet  103  have 

»o  opposite  signs.  At  points  on  the  contour  of  the 
irradiation  field  for  which  the  corresponding  dif- 
ference  has  a  positive  value,  the  prospective  con- 
tour  point  signal  detecting  section  224  first  detects 
the  point  nearest  to  the  edge  of  the  stimuiable 

?5  phosphor  sheet  103  among  the  points,  for  which 
the  corresponding  differences  have  a  positive  sign 
and  the  absolute  values  of  which  exceed  a  first 
threshold  value,  as  a  prospective  contour  point. 
Thereafter,  the  prospective  contour  point  signal  de- 

?o  tecting  section  224'  judges  whether  a  point,  for 
which  the  corresponding  difference  has  a  negative 
value  and  the  absolute  value  of  which  exceeds  a 
second  threshold  value,  is  or  is  not  present  nearer 
to  the  edge  of  the  stimuiable  phosphor  sheet  103 

35  than  the  point  which  was  detected  as  a  prospective 
contour  point  in  the  aforesaid  process.  If  the  point, 
for  which  the  corresponding  difference  has  a  nega- 
tive  value  and  the  absolute  value  of  which  dif- 
ference  exceeds  a  second  threshold  value,  is 

40  nearer  to  the  edge  of  the  stimuiable  phosphor 
sheet  103,  the  prospective  contour  point  signal 
detecting  section  224'  makes  a  correction  so  that 
the  point  second  nearest  to  the  edge  of  the 
stimuiable  phosphor  sheet  103  among  the  points, 

45  which  satisfy  the  same  conditions  as  those  satis- 
fied  by  the  point  which  was  detected  as  a  prospec- 
tive  contour  point  in  the  aforesaid  process,  is  de- 
tected  as  a  prospective  contour  point. 

In  the  embodiments  of  the  first  and  second 
so  methods  for  detecting  a  prospective  contour  point 

of  an  irradiation  field  in  accordance  with  the 
present  invention,  when  the  irradiation  field  on  the 
stimuiable  phosphor  sheet  103  is  not  limited,  the 
signal  St  generated  by  the  operating  section  225 

55  represents  the  overall  region  of  the  stimuiable 
phosphor  sheet  103.  Therefore,  the  setting  values 
(a),  (b)  and  (c)  can  still  be  adjusted  to  appropriate 
values.  However,  in  order  to  prevent  the  irradiation 
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field  recognizing  circuit  220  or  220'  from  carrying 
out  unnecessary  processing  in  this  case,  a  switch 
for  turning  the  operation  of  the  irradiation  field 
recognizing  circuit  220  or  220'  on  and  off  should 
preferably  be  provided,  and  the  signal  extracting 
section  350  should  preferably  be  constituted  so  as 
to  pass  all  the  preliminary  read-out  image  signal 
Sp  therethrough  when  the  irradiation  field  recogniz- 
ing  circuit  220  or  220'  is  off.  With  this  configura- 
tion,  in  cases  where  it  is  known  in  advance  that 
image  read-out  is  carried  out  from  a  stimuiable 
phosphor  sheet  1  03  on  which  a  radiation  image  has 
been  stored  without  limiting  the  irradiation  field,  all 
of  the  preliminary  read-out  image  signal  Sp  can  be 
quickly  fed  to  the  histogram  analysis  section  351. 

The  region  over  which  image  read-out  is  car- 
ried  out  in  the  final  read-out  section  40  may  be 
controlled  based  on  the  signal  St  which  represents 
the  irradiation  field  B  and  which  is  generated  by 
the  irradiation  field  recognizing  circuit  220  or  220  . 
In  such  cases,  the  final  read-out  is  carried  out  only 
over  the  irradiation  field  B  on  the  stimuiable  phos- 
phor  sheet  103,  and  the  read-out  processing  speed 
becomes  high. 

In  the  radiation  image  recording  and  reproduc- 
ing  system  shown  in  Figure  1,  the  preliminary 
read-out  section  and  the  final  read-out  section  are 
disposed  independently.  However,  as  disclosed  in, 
for  example,  Japanese  Unexamined  Patent  Publica- 
tion  No.  58(1983)-67242,  a  single  read-out  system 
may  be  used  for  the  preliminary  read-out  and  the 
final  read-out.  In  this  case,  after  the  preliminary 
read-out  is  finished,  the  stimuiable  phosphor  sheet 
is  returned  to  the  read-out  system  by  a  sheet 
conveyance  means  and_  then  the  final  read-out  is 
carried  out.  During  the  preliminary  read-out,  the 
stimulation  energy  of  the  stimulating  rays  is  ad- 
justed  by  a  stimulating  ray  energy  adjusting  means 
to  be  lower  than  the  stimulation  energy  of  the 
stimulating  rays  used  in  the  final  read-out.  The  first 
and  second  methods  for  detecting  a  prospective 
contour  point  of  an  irradiation  field  in  accordance 
with  the  present  invention  are  also  applicable  to 
such  cases. 

Also,  instead  of  recognizing  an  irradiation  field 
based  on  the  preliminary  read-out  image  signal,  a 
prospective  contour  point  of  an  irradiation  field  may 
be  recognized  by  utilizing  the  final  read-out  image 
signal  or  an  image  signal,  which  is  obtained  by 
directly  carrying  out  an  image  read-out  process 
corresponding  to  a  final  read-out  process  without 
first  conducting  preliminary  read-out.  In  this  case, 
information  on  the  recognized  irradiation  field  can 
be  utilized  for,  for  example,  adjusting  the  image 
processing  condition  setting  value  (c). 

Furthermore,  the  first  and  second  methods  for 
detecting  a  prospective  contour  point  of  an  irradia- 
tion  field  in  accordance  with  the  present  invention 

are  also  applicable  to  cases  where  a  radiation 
image  is  read  out  from  a  recording  medium  such 
as  silver  halide  photographic  film  on  which  an  X- 
ray  image  has  been  recorded. 

5 

Claims 

1.  A  method  for  detecting  a  prospective  con- 
70  tour  point  of  an  irradiation  field,  which  comprises 

the  steps  of: 
i)  detecting  an  image  signal  representing  a 

radiation  image  from  a  recording  medium  which 
has  been  exposed  to  radiation  over  a  limited  irra- 

15  diation  field  in  order  to  record  the  radiation  image 
thereon, 

ii)  sampling  and  digitizing  the  image  signal 
to  obtain  digital  image  signal  components  repre- 
senting  the  image  information  at  respective  posi- 

20  tions  on  said  recording  medium, 
iii)  calculating  a  characteristic  value  which 

represents  the  characteristics  of  the  distribution  of 
the  values  of  the  digital  image  signal  components 
corresponding  to  positions  located  along  a  single 

25  line  on  said  recording  medium, 
iv)  adjusting  a  predetermined  threshold  value 

on  the  basis  of  said  characteristic  value, 
v)  carrying  out  differentiation  processing  on 

the  digital  image  signal  components  corresponding 
30  to  positions  located  along  single  said  line,  and 

vi)  finding  the  absolute  value  among  the 
values  resulting  from  the  carrying  out  of  the  dif- 
ferentiation  processing  on  said  digital  image  signal 
components  which  exceeds  said  threshold  value 

35  and  detecting  the  point  on  said  recording  medium 
associated  with  the  absolute  value  exceeding  said 
threshold  value  as  a  prospective  contour  point  of 
the  irradiation  field. 

40  2.  A  method  as  defined  in  Claim  1  wherein  said 
recording  medium  is  a  stimuiable  phosphor  sheet 
on  which  a  radiation  image  has  been  stored,  and 
said  image  signal  is  detected  by  exposing  said 
stimuiable  phosphor  sheet  to  stimulating  rays 

45  which  cause  it  to  emit  light  in  proportion  to  the 
amount  of  energy  stored  thereon  during  exposure 
to  radiation,  and  photoelectrically  detecting  the 
emitted  light. 

3.  A  method  as  defined  in  Claim  1  wherein  said 
so  image  signal  is  obtained  from  a  preliminary  read- 

out. 
4.  A  method  for  detecting  a  prospective  con- 

tour  point  of  an  irradiation  field,  which  comprises 
the  steps  of: 

55 
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i)  detecting  an  image  signal  representing  a 
adiation  image  from  a  recording  medium  which 
las  been  exposed  to  radiation  over  a  limited  irra- 
liation  field  in  order  to  record  the  radiation  image 
hereon,  5 

ii)  from  said  image  signal,  detecting  digital 
mage  signal  components  at  respective  positions 
in  said  recording  medium, 

iii)  carrying  out  differentiation  processing  on 
he  digital  image  signal  components  corresponding  10 
o  positions  located  along  a  single  line  on  said 
ecording  medium, 

iv)  detecting  the  point  nearest  to  an  edge  of 
;aid  recording  medium  among  the  points,  asso- 
rted  with  differentiated  values  obtained  from  the  rs 
iifferentiation  processing,  which  differentiated  val- 
les  have  a  predetermined  positive  or  negative  sign 
ind  the  absolute  values  of  which  exceed  a  first 
hreshold  value,  as  a  prospective  contour  point  of 
he  irradiation  field,  20 

v)  judging  whether  a  point,  associated  with  a 
differentiated  value  having  a  sign  inverse  to  said 
predetermined  sign  and  the  absolute  value  of 
vhich  exceeds  a  second  threshold  value,  is  or  is 
lot  nearer  to  said  edge  of  said  recording  medium  25 
along  single  said  line  than  said  point  which  has 
peen  detected  as  a  prospective  contour  point  of 
;he  irradiation  field,  and 

vi)  in  cases  where  the  point,  for  which  the 
corresponding  differentiated  value  has  a  sign  in-  30 
/erse  to  said  predetermined  sign  and  the  absolute 
/alue  of  which  differentiated  value  exceeds  a  sec- 
pnd  threshold  value,  is  judged  to  be  nearer  to  said 
3dge,  making  a  correction  so  that  the  point  second 
nearest  to  said  edge  of  said  recording  medium  35 
among  the  points  for  which  the  corresponding  dif- 
ferentiated  values  obtained  from  the  differentiation 
orocessing  have  said  predetermined  sign  and  the 
absolute  values  of  which  differentiated  values  ex- 
ceed  said  first  threshold  value,  is  detected  as  a  40 
prospective  contour  point  of  the  irradiation  field. 

5.  A  method  as  defined  in  Claim  4  wherein  said 
recording  medium  is  a  stimuiable  phosphor  sheet 
on  which  a  radiation  image  has  been  stored,  and  45 
said  image  signal  is  detected  by  exposing  said 
stimuiable  phosphor  sheet  to  stimulating  rays 
which  cause  it  to  emit  light  in  proportion  to  the 
amount  of  energy  stored  thereon  during  exposure 
to  radiation,  and  photoelectrically  detecting  the  so 
emitted  light. 

6.  A  method  as  defined  in  Claim  4  wherein  said 
image  signal  is  obtained  from  a  preliminary  read- 
out. 
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