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Description

FIELD OF THE INVENTION

[0001] Generally, this invention relates to communica-
tion devices which use subscriber identification module
(SIM) cards, and more specifically, to a method and ap-
paratus for permitting emergency calling when the SIM
card is subject to temperature extremes.

BACKGROUND OF THE INVENTION

[0002] In current communication device systems such
as the Global System for Mobile Communications (GSM)
radiotelephone system, a SIM card is inserted into a ra-
diotelephone for providing subscriber identification, bill-
ing information and other information concerning the op-
eration of the communication device. Before allowing any
non-emergency call the radiotelephone must detect a
SIM card inserted therein. If no SIM card is detected then
no non-emergency calls are allowed. However, in ac-
cordance with existing GSM standards, SIM cards need
only be operable within a temperature range of -25°C to
70°C with occasional peaks up to +85°C. Therefore, a
SIM card may not be detected in the radiotelephone when
the radiotelephone is located in a temperature environ-
ment outside of the normal -25°C to 70°C temperature
range. Thus, the SIM card is the limiting factor in auto-
motive grade radiotelephone’s designed to work from
-40°C to +85°C.
[0003] Although it is unlikely that a user and/or com-
munication device would be in an over 70°C environment,
it is quite common in colder climates for a user to be in
a less than -25°C environment, which would prevent their
being able to use the radiotelephone, in an emergency
or otherwise. For example, a user entering a vehicle uti-
lizing a GSM radiotelephone system in a cold climate
during winter may not be able to use their phone. If there
is an emergency situation in this case, which can be dan-
gerous given the temperature, it is highly desirable that
the radiotelephone work even if the SIM card is inoper-
able.
[0004] The above problem is becoming an increasing
concern as more and more GSM systems are being in-
corporated into onboard Telematics communications
systems for vehicles. Existing systems do not address
the temperature issues and behave the same as their
portable counterparts. For example, in one system an
inoperable SIM card will generate an error message, but
take no other action in order to recover from the error,
regardless of temperature. In this case, the radiotele-
phone must continually be turned on and off in an attempt
to recover. In another system, a controller may recognize
that a SIM card is inserted, but if the SIM card is inoper-
able, the controller will place itself in an endless reset
loop. In yet another system, the radiotelephone may im-
mediately switch off if a temperature extreme condition
is encountered and the unit is not in the middle of an

emergency call. Once the emergency call is ended the
unit will then immediately switch off if a temperature ex-
treme condition is still encountered. In all of these prior
solutions, there is no controlled recovery mode for re-
turning the radiotelephone to normal service. Document
WO02089085 relates to an emergency apparatus with a
SIM card having an outer casing protecting against ex-
treme temperature changes.
[0005] What is needed is an apparatus and method to
detect those times when a SIM card in a communication
device is inoperable due to temperature extremes and
affect the means to return the radiotelephone to normal
service. It would also be of benefit to allow emergency
calling at extended automotive temperature ranges when
it is found that the SIM card is inoperable due to temper-
ature extremes. Further, it is desirable to provide this
protection with a minimal change of software and hard-
ware.
[0006] This object is solved by the present Invention
as defined in claims 1 and 9. Exemplary embodiments
are defined in the dependent claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007] The features of the present invention, which are
believed to be novel, are set forth with particularity in the
appended claims. The invention, together with further ob-
jects and advantages thereof, may best be understood
by making reference to the following description, taken
in conjunction with the accompanying drawings, in the
several figures of which like reference numerals identify
identical elements, wherein:

FIG. 1 shows a block diagram of a system overview,
in accordance with the present invention; and
FIG. 2 is a flow chart showing a method, in accord-
ance with the present invention.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENTS

[0008] The present invention provides an apparatus
and method to detect those times when a SIM card in a
communication device is inoperable due to temperature
extremes. In such a case, the communication device is
allowed to make or continue an emergency call. In addi-
tion, the present method provides a controlled recovery
process to return the radiotelephone to normal service.
The above advantages are accomplished with a minimal
change of operating instructions and additional hard-
ware. In this way, cost is minimized.
[0009] FIG. 1 illustrates apparatus for allowing emer-
gency calling with a Global System for Mobile (GSM)
radiotelephone during temperature extremes, in accord-
ance with the present invention. In the apparatus, a GSM
communication device 10 is coupled with an internal or
external user interface 18, one or more SIM cards 16,
and at least one temperature sensor 26, preferably lo-
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cated in proximity to the SIM card(s). The user interface
18 is used to convey information between a user and the
communication device 10, and typically includes a mi-
crophone, a speaker, a display, a data port and a keypad,
for example. A portable radiotelephone is one example
of the communication device 18. Alternatively, as shown
and in the examples below, the communication device
10 can be a vehicular radiotelephone system incorporat-
ing a Telematics Control Unit (TCU) that provides control
over a GSM Network Access Device (NAD), which pro-
vides radiotelephone capabilities for the vehicle. In either
case the SIM card contains personalized information for
a user, as is known in the art.
[0010] Before power-up of the communication device
10, a SIM card 16 is inserted into a card reader contained
within the communication device 10. This can be done
by a field service technician or an end user. In vehicular
application, a replaceable SIM card is provide to a user
for personal preferences, and a separate SIM card is kept
on-board the vehicle (i.e., in the trunk) that contains par-
ticular vehicular information. In one example, upon turn-
on, the communication device 10 prompts the user
through the user interface 18 (e.g., display and/or key-
board) to insert a personal identification number (PIN) to
unlock the SIM card allowing access to the subscriber
information contained therein. In another example, the
SIM card may not require the entry of a PIN number to
unlock the subscriber information contained therein. Af-
ter successfully completing the turn-on process, the com-
munication device 10 is fully registered for service in its
native operating network 20 and system. The communi-
cation device 10 is now able to send and receive RF
signals 22 through its antenna 24 with the network 20,
as is known in the art. It should be recognized that there
are many other components (e.g., memory, etc.) of the
communication device, as are known in the art, that are
not shown for simplicity. It should also be recognized that
the SIM card itself can take on various configurations
known in the art, such as a smart card, without affecting
the operability of the present invention.
[0011] On power up, the radiotelephone (i.e., TCU 12)
checks for the presence of a SIM card. For example, the
TCU can read a SIM card register to check and see if the
SIM card is present. This check can be done occasion-
ally, a few seconds or more, to check to see that the SIM
card is still present, has not lost connection, and is func-
tional. If the SIM card can not be read from, then this
indicates that the card is not present or inoperable. It
should be recognized that the apparatus and method of
the present invention can be adapted to not only a SIM
card but any electronic module that attaches to a com-
munication device.
[0012] One case of concern in the present invention is
where the SIM card is inoperable due to extreme tem-
perature (e.g., outside of -25°C to 70°C). Typically, this
is because the SIM card deforms so much that it breaks
electrical contact with the SIM connector. In addition, the
SIM card(s) can stop working due to electrical issues. If

the NAD 14 determines that the SIM card 16 is inopera-
ble, or even missing, an error message is sent from the
NAD to the controller (TCU) 12. The controller deter-
mines from the error message whether the fault is due
to a SIM card error (i.e. the SIM card is not present or is
non-functional).
[0013] If a SIM card error is detected, the controller 12
determines whether the communication device is in an
emergency call, which can not be interrupted. Once the
emergency call is completed (or if there is no emergency
call), the controller 12 determines whether this is the first
time that this error has arisen. If so, the NAD 14 is reset
once to see if there was a momentary glitch in the NAD.
If not, the NAD 14 (or TCU 12) determines a temperature
of the SIM card 16. Temperature can be determined from
a separate temperature sensor 26 located in proximity
to the SIM card(s) 16 or through other components of the
radiotelephone itself, such as through a temperature
compensation table for the on-board crystal oscillator for
example.
[0014] The controller 12 determining whether the tem-
perature of the SIM card 16, measured from the temper-
ature sensor 26, is outside of an operating range of the
SIM card 16. For example, SIM cards must be operational
within a temperature range of -25°C to 70°C. At temper-
ature extremes outside of either end of this range, the
SIM card may not be operational. However, if it is deter-
mined that the temperature is within the normal opera-
tional temperature range of the SIM card, this would in-
dicate that there is some other, non-temperature related
problem. In this case, The NAD 14 and/or SIM card 16
can be reset and an attempt to read the SIM card repeat-
ed. The controller 12 will count the number of reset at-
tempts that are made while the SIM card is non-function-
al. If the number of reset attempts reaches a predeter-
mined limit (e.g., three to six), then it is assumed that
there is some type of irreconcilable problem and a "Unit
Not Functional" or "Check SIM Card" message, or the
like, can be sent to the user interface 18, requesting a
user to intervene to determine the problem. Optionally,
once the "Unit Not Functional" or "Check SIM Card" mes-
sage is sent, the controller can try to get the SIM card
working again by attempting to reset it every one minute,
for example. This wait time can be any static or dynamic
programmable duration.
[0015] If it is found that the temperature of the SIM card
16, measured from the temperature sensor 26, is outside
of an operating range of the SIM card, then the controller
can allow only emergency calls to be made by the NAD,
without the operational SIM. Optionally, the controller can
send a notice to the user interface 18 indicating that only
emergency calls are allowed due to temperature ex-
tremes. The controller takes no further action while an
emergency call is being made, and will wait until the
emergency call is completed. If no emergency call is
made, or upon the completion of an emergency call, the
controller will attempt to reset the NAD/SIM and proceed
to check the SIM function as before. The controller can
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try to get the NAD/SIM card working again by attempting
a reset every one minute, for example, if the communi-
cation device is not in an emergency call. The wait time
can be any static or dynamic programmable duration.
[0016] The controller will also continue to check the
temperature in the vicinity of the SIM card. When the
temperature returns to the normal operating range of
-25°C to 70°C (or -15°C to +60°C to include a 10°C buffer
for temperature fluctuations for example) the controller
will try to reset the NAD/SIM repeatedly, given a one
minute wait interval, to attempt to recover normal oper-
ation. Alternatively, if the temperature has not changed
significantly since the last determination of temperature,
it may not be necessary to perform a reset. If the number
of attempts reaches a limit (e.g., three to six times), while
within this temperature range, the controller can send an
optional message to the user interface, such as "Check
SIM Card". This is done because the high temperature
extremes could have caused permanent damage to the
SIM card, its connector, or its holder. Optionally, once
the "Check SIM Card" message is sent, the controller
can try to get the SIM card working again by attempting
to reset it every one minute, for example. The wait time
can be any static or dynamic programmable duration.
[0017] Referring to FIG. 2, the present invention also
incorporates a method for allowing emergency calling
with a Global System for Mobile (GSM) radiotelephone
during temperature extremes. A first step in the method
is providing a communication device with a user interface
and a Subscriber Identification Module (SIM) card. For
example, in a vehicular environment, a Telematics Con-
trol Unit (TCU) provides control over a GSM Network
Access Device (NAD), which provides radiotelephone
capabilities for the vehicle. The NAD contains an internal,
on-board SIM card that is not generally accessible. A
user SIM card can also be used, and the present inven-
tion is applicable to both SIM cards. Another example is
a portable radiotelephone application, wherein the single
SIM card is replaceable. In either case, the SIM card will
become non-functional at temperature extremes. Typi-
cally, this is because the SIM card deforms so much that
it breaks electrical contact with the SIM connector. In
addition, the SIM card(s) can stop working due to elec-
trical issues. Temperature detection capabilities are pro-
vided for the NAD (or radiotelephone) in the vicinity of
the SIM card(s).
[0018] In a next step 100, the TCU/NAD (or radiotele-
phone) is powered on. This step also resets a counter, I.
[0019] In a next step 102, the TCU incorporates a pe-
riodic function for the NAD that accesses the SIM card.
This function can be any simplistic function of the NAD
that would require an operational SIM card. For example,
the function can be a read or write command to a phone-
book location on the SIM. If the function can not be per-
formed, this step detects 104 an error condition, through
an error message 106 from the NAD to the TCU, and
determines from the error message whether the fault is
due to a SIM card error (i.e., the SIM card is not present

or is non-functional), which is of particular interest in the
present invention. However, if the function can be per-
formed properly by the SIM card (i.e., no SIM error), then
this step 102 is periodically repeated.
[0020] If a SIM card error is detected 106, this step
includes determining whether the communication device
is in an emergency call, which can not be interrupted.
Once the emergency call is completed (or if there is no
emergency call), a next step 116 includes determining
whether this is the first time (i.e., 1=0) that this problem
has arisen. If so, the NAD is reset 122 once to see if there
was a momentary glitch in the NAD. If not, a next step
110 includes determining a temperature. Temperature
can be determined from a separate temperature sensor
located in proximity to the SIM card(s) or through the
radiotelephone itself, such as through a temperature
compensation table for the on-board crystal oscillator for
example.
[0021] A next step 112 includes determining whether
the temperature, measured from the temperature meas-
uring step 110, is outside of an operating range of the
SIM card. For example, SIM cards must be operational
within a temperature range of -25°C to 70°C. At temper-
ature extremes outside of either end of this range, the
SIM card may not be operational. However, if it is deter-
mined that the temperature is within the normal opera-
tional temperature range of the SIM card, this would in-
dicate that there is some other, non-temperature related
problem with the SIM. In this case, a RESET command
122 can be sent to the NAD and/or SIM card and this
process repeated (steps 102-112). In addition, the coun-
ter is incremented 124 to count the number of reset at-
tempts that are made while the SIM card is non-function-
al. If the number of reset attempts reaches a predeter-
mined limit (e.g. three to six) 108, then it is assumed that
there is some type of irreconcilable problem and a "Unit
Not Functional" or "Check SIM Card" message 126, or
the like, can be sent to a user interface, such as a vehicle
display, requesting a user to intervene to determine the
problem. Optionally, once the "Unit Not Functional" or
"Check SIM Card" message 126 is sent, the TCU can try
to get the SIM card working again by attempting to reset
122 it every one minute 128, for example. The wait time
128 can be any static or dynamic programmable duration.
[0022] If it is found that the temperature, measured
from the temperature measuring step 110, is outside of
an operating range of the SIM card 112, then the TCU
can allow 114 only emergency calls to be made by the
NAD (radiotelephone), without the operational SIM. Op-
tionally, the TCU can send a notification to a user through
the user interface 115 (e.g., in-vehicle display) indicating
that only emergency calls are allowed due to temperature
extremes. The TCU/NAD (radiotelephone) takes no fur-
ther action while an emergency call is being made 118,
and will wait until the emergency call is completed 120.
If no emergency call is made 118, or upon the completion
of an emergency call 120, the TCU will attempt to reset
122 the NAD/SIM, increment the counter 124, and pro-
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ceed to check the SIM function 102. The TCU can try to
get the NAD/SIM card working again by attempting to
reset 122 it every one minute 128, for example, if it is not
in an emergency call. The wait time 128 can be any static
or dynamic programmable duration.
[0023] The TCU will also continue to check the tem-
perature 110 in the vicinity of the SIM card. When the
temperature returns to the normal operating range of
-25°C to 70°C (or -15°C to +60°C to include a 10°C buffer
for temperature fluctuations for example) the TCU will try
to reset 122 the NAD/SIM repeatedly, given a one minute
wait interval 128, to attempt to recover normal operation.
Alternatively, if the temperature has not changed signif-
icantly since the last determination of temperature, it may
not be necessary to repeat the reset command 122. The
counter is incremented 124 each time. If the number of
attempts reaches a limit (e.g. three to six times) 108,
while within this temperature range, the TCU will display
126 an optional message to the user interface, such as
"Check SIM Card". This is done because the high tem-
perature extremes could have caused permanent dam-
age to the SIM card, its connector, or its holder. Option-
ally, once the "Check SIM Card" message 126 is sent,
the TCU can try to get the SIM card working again by
attempting to reset 122 it every one minute 128, for ex-
ample. The wait time 128 can be any static or dynamic
programmable duration.
[0024] It should be recognized that the present inven-
tion is applicable to portable and mobile devices. Al-
though a vehicular device was used as an example (uti-
lizing a TCU, NAD, and SIM card(s)), it should be recog-
nized that similar functionality can also exist in a portable
device with a processor and SIM card. In addition, the
functions of the present invention could easily be incor-
porated entirely within the NAD, independent of the TCU.
The present invention advantageously provides a novel
recovery means for a GSM radiotelephone that experi-
ences temperature extremes. The present invention also
incorporates emergency calling during such temperature
extremes.
[0025] While the present invention has been particu-
larly shown and described with reference to particular
embodiments thereof, it will be understood by those
skilled in the art that various changes may be made and
equivalents substituted for elements thereof without de-
parting from the broad scope of the invention. In addition,
many modifications may be made to adapt a particular
situation or material to the teachings of the invention with-
out departing from the essential scope thereof. There-
fore, it is intended that the invention not be limited to the
particular embodiments disclosed herein, but that the in-
vention will include all embodiments falling within the
scope of the appended claims.

Claims

1. A method for allowing emergency calling with a Glo-

bal System for Mobile Communications, "GSM", ra-
diotelephone (10), characterised by the steps of:

detecting an error condition in a Subscriber Iden-
tification Module (SIM) card (16) of the GSM ra-
diotelephone (10);
measuring a temperature;
determining whether the temperature is outside
of an operating range of the SIM card (16); and
allowing emergency calls to be made by the ra-
diotelephone (10) if the temperature is outside
of an operating range of the SIM card (16).

2. The method of claim 1, wherein the detecting step
includes periodically checking for proper operation
of the SIM card (16) .

3. The method of claim 1, wherein after the detecting
step further comprising the step of resetting the ra-
diotelephone (10) once and repeating the detecting
step.

4. The method of claim 1, wherein the detecting step
includes determining whether the radiotelephone
(10) is in an emergency call and then waiting until
the call is completed.

5. The method of claim 1, further comprising the step
of notifying a user that only emergency calls are al-
lowed.

6. The method of claim 1, further comprising the steps
of:

determining whether the radiotelephone (10) is
in an emergency call;
waiting until the call is completed; and
resetting the radiotelephone (10);
waiting a predetermined amount of time; and
repeating the detecting, measuring, determin-
ing, allowing, resetting and waiting steps up to
a predetermined number of times.

7. The method of claim 6, further comprising the step
of sending a failure indication to a user interface (18)
of the radiotelephone (10) upon reaching the prede-
termined number of times.

8. The method of claim 6, wherein, if the measuring
and determining step indicate that the temperature
has not changed significantly from the last measur-
ing and determining step, the repeating step includes
skipping the resetting step.

9. An apparatus for allowing emergency calling with a
Global System for Mobile Communications, "GSM",
radiotelephone (10), the apparatus comprising:
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a Subscriber Identification Module, SIM, card
(16) coupled to the GSM radiotelephone (10);
the apparatus being characterized by a tem-
perature sensor (26); and
a controller being coupled to the temperature
sensor (26) and SIM card (16), the controller be-
ing adapted to periodically check for a SIM card
error;
the controller being further adapted to obtaina
temperature measurement from the tempera-
ture sensor (26);
and the controller being further adapted to allow
the radiotelephone (10) to make an emergency
call if the temperature measurement is outside
of an operating temperature range of the SIM
card (16).

10. The apparatus of claim 9, wherein the controller is
adapted to determine when the radiotelephone is not
in an emergency call and attempts to reset the radi-
otelephone (10).

Patentansprüche

1. Verfahren zum Erlauben von Notrufen mit einem
Global-System-For-Mobile-Communicatios- bzw.
"GSM"-Funktelefon (10), gekennzeichnet durch
die folgenden Schritte:

Detektieren einer Fehlerbedingung in einer Sub-
scriber-Identification-Module- bzw. SIM-Karte
(16) des GSM-Funktelefons (10);
Messen einer Temperatur;
Bestimmen, ob die Temperatur außerhalb eines
Betriebsbereichs der SIM-Karte (16) liegt; und
Erlauben des Durchführens von Notrufen durch
das Funktelefon (10), wenn die Temperatur au-
ßerhalb eines Betriebsbereichs der SIM-Karte
(16) liegt.

2. Verfahren nach Anspruch 1, wobei der Detektions-
schritt periodisches Prüfen auf ordnungsgemäßen
Betrieb der SIM-Karte (16) umfasst.

3. Verfahren nach Anspruch 1, das nach dem Detekti-
onsschritt ferner den Schritt des einmaligen Rück-
setzens des Funktelefons (10) und Wiederholens
des Detektionsschritts umfasst.

4. Verfahren nach Anspruch 1, wobei der Detektions-
schritt Folgendes umfasst:
Bestimmen, ob sich das Funktelefon (10) in einem
Notruf befindet, und dann Warten, bis der Anruf be-
endet ist.

5. Verfahren nach Anspruch 1, ferner mit dem Schritt
des Benachrichtigens eines Benutzers, dass nur

Notrufe erlaubt sind.

6. Verfahren nach Anspruch 1, das ferner die folgenden
Schritte umfasst:

Bestimmen, ob sich das Funktelefon (10) in ei-
nem Notruf befindet;
Warten, bis der Anruf beendet ist; und
Rücksetzen des Funktelefons (10);
Warten für eine vorbestimmte Zeitdauer; und
Wiederholen der Schritte des Detektierens,
Messens, Bestimmens, Erlaubens, Rückset-
zens und Wartens bis zu einer vorbestimmten
Anzahl von Malen.

7. Verfahren nach Anspruch 6, das ferner den Schritt
des Sendens einer Fehlschlagsangabe zu einer Be-
nutzeroberfläche (18) des Funktelefons (10) beim
Erreichen der vorbestimmten Anzahl von Malen um-
fasst.

8. Verfahren nach Anspruch 6, wobei, wenn der Mess-
und Bestimmungsschritt angibt, dass die Tempera-
tur sich von dem letzten Mess- und Bestimmungs-
schritt nicht signifikant geändert hat, der Wiederho-
lungsschritt Überspringen des Rücksetzschritts um-
fasst.

9. Vorrichtung zum Erlauben von Notrufen mit einem
Global-System-For-Mobile-Communicatios- bzw.
"GSM"-Funktelefon (10), wobei die Vorrichtung Fol-
gendes umfasst:

eine mit dem GSM-Funktelefon (10) gekoppelte
Subscriber-Identification-Module- bzw. SIM-
Karte (16);
wobei die Vorrichtung gekennzeichnet ist
durch
einen Temperatursensor (26); und
eine Steuerung, die mit dem Temperatursensor
(26) und der SIM-Karte (16) gekoppelt ist, wobei
die Steuerung dafür ausgelegt ist, periodisch auf
einen SIM-Kartenfehler zu prüfen;
wobei die Steuerung ferner dafür ausgelegt ist,
eine Temperaturmessung von dem Tempera-
tursensor (26) zu erhalten;
und die Steuerung ferner dafür ausgelegt ist, es
dem Funktelefon (10) zu erlauben, einen Notruf
durchzuführen, wenn die Temperaturmessung
außerhalb eines Betriebstemperaturbereichs
der SIM-Karte (16) liegt.

10. Vorrichtung nach Anspruch 9, wobei die Steuerung
dafür ausgelegt ist, zu bestimmen, wann sich das
Funktelefon nicht in einem Notruf befindet, und ver-
sucht, das Funktelefon (10) rückzusetzen.
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Revendications

1. Procédé permettant de passer des appels d’urgence
avec un radiotéléphone de système mondial de com-
munication avec les mobiles, « GSM », (10),
caractérisé par les étapes consistant à :

détecter une condition d’erreur dans une carte
de module d’identité d’abonné (SIM) (16) du ra-
diotéléphone GSM (10) ;
mesurer une température ;
déterminer si la température est en dehors d’une
plage de fonctionnement de la carte SIM (16) ; et
permettre à des appels d’urgence d’être passés
par le radiotéléphone (10) si la température est
en dehors d’une plage de fonctionnement de la
carte SIM (16).

2. Procédé selon la revendication 1, dans lequel l’étape
de détection comprend de vérifier périodiquement le
bon fonctionnement de la carte SIM (16).

3. Procédé selon la revendication 1, comprenant en
outre, après l’étape de détection, l’étape de réinitia-
lisation du radiotéléphone (10) une seule fois et de
répétition de l’étape de détection.

4. Procédé selon la revendication 1, dans lequel l’étape
de détection comprend de déterminer si le radioté-
léphone (10) effectue un appel d’urgence et d’atten-
dre ensuite que l’appel soit terminé.

5. Procédé selon la revendication 1, comprenant en
outre l’étape de notification à un utilisateur que seuls
les appels d’urgence sont autorisés.

6. Procédé selon la revendication 1, comprenant en
outre les étapes consistant à :

déterminer si le radiotéléphone (10) effectue un
appel d’urgence ;
attendre que l’appel soit terminé ; et
réinitialiser le radiotéléphone (10) ;
attendre un temps prédéterminé ; et
répéter les étapes de détection, de mesure, de
détermination, d’autorisation, de réinitialisation
et d’attente un nombre prédéterminé de fois.

7. Procédé selon la revendication 6, comprenant en
outre l’étape d’envoi d’une indication d’échec à une
interface utilisateur (18) du radiotéléphone (10)
après avoir atteint le nombre de fois prédéterminé.

8. Procédé selon la revendication 6, dans lequel, si
l’étape de mesure et de détermination indique que
la température n’a pas changé de manière significa-
tive depuis la dernière étape de mesure et de déter-
mination, l’étape de répétition comprend de sauter

l’étape de réinitialisation.

9. Appareil pour permettre des appels d’urgence avec
un radiotéléphone de système mondial de commu-
nication avec les mobiles, « GSM », (10), l’appareil
comprenant :

une carte de module d’identité d’abonné, SIM,
(16) couplée au radiotéléphone GSM (10) ;
l’appareil étant caractérisé par
un capteur de température (26) ; et
un contrôleur qui est couplé au capteur de tem-
pérature (26) et à la carte SIM (16), le contrôleur
étant conçu pour vérifier périodiquement une er-
reur de carte SIM ;
le contrôleur étant en outre conçu pour obtenir
une mesure de température à partir du capteur
de température (26) ;
et le contrôleur étant en outre conçu pour per-
mettre au radiotéléphone (10) de passer un ap-
pel d’urgence si la mesure de température est
en dehors d’une plage de température de fonc-
tionnement de la carte SIM (16).

10. Appareil selon la revendication 9, dans lequel le con-
trôleur est conçu pour déterminer quand le radioté-
léphone n’effectue pas un appel d’urgence et tente
de réinitialiser le radiotéléphone (10).
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