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Description

Field of the invention

[0001] This invention relates to an apparatus for at-
taching soft tissue to bone according to the introductional
part of patent claim 1.

Background of the invention

[0002] The complete or partial detachment of liga-
ments, tendons and/or other soft tissues from their as-
sociated bones within the body are relatively common-
place injuries, particularly among athletes. Such injuries
are generally the result of excessive stresses being
placed on these tissues. By way of example, tissue de-
tachment may occur as the result of an accident such as
a fall, over-exertion during a work-related activity, during
the course of an athletic event, or in any one of many
other situations and/or activities.
[0003] In the case of a partial detachment, the injury
will frequently heal itself, if given sufficient time and if
care is taken not to expose the injury to further undue
stress.
[0004] In the case of complete detachment, however,
surgery may be needed to re-attach the soft tissue to its
associated bone or bones.
[0005] Numerous devices are currently available to re-
attach soft tissue to bone. Examples of such currently-
available devices include screws, staples, suture an-
chors and tacks.
[0006] In soft tissue re-attachment procedures utilizing
screws, the detached soft tissue is typically moved back
into its original position over the bone. Then the screw is
screwed through the soft tissue and into the bone, with
the shank and head of the screw holding the soft tissue
to the bone.
[0007] Similarly, in soft tissue re-attachment proce-
dures utilizing staples, the detached soft tissue is typically
moved back into its original position over the bone. Then
the staple is driven through the soft tissue and into the
bone, with the legs and bridge of the staple holding the
soft tissue to the bone.
[0008] In soft tissue re-attachment procedures utilizing
suture anchors, an anchor-receiving hole is generally first
drilled in the bone at the desired point of tissue re-attach-
ment. Then a suture anchor is deployed in the hole using
an appropriate installation tool. This effectively locks the
suture to the bone, with the free end(s) of the suture ex-
tending out of the bone. Next, the soft tissue is moved
into position over the hole containing the deployed suture
anchor. As this is done, the free end(s) of the suture is
(are) passed through or around the soft tissue, so that
the free end(s) of the suture reside(s) on the far (i.e., non-
bone) side of the soft tissue. Finally, the suture is used
to tie the soft tissue securely to the bone.
[0009] Alternatively, in some soft tissue re-attachment
procedures utilizing suture anchors of the type described

above, the soft tissue may first be moved into position
over the bone. Then, while the soft tissue lies in position
against the bone, a single hole may be drilled through
the soft tissue and into the bone. Next, a suture anchor
is passed through the soft tissue and deployed in the
bone using an appropriate installation tool. This results
in the suture anchor being locked to the bone, with the
free end(s) of the suture extending out of the bone and
through the soft tissue. Finally, the suture is used to tie
the soft tissue securely to the bone.
[0010] In some cases, the suture anchor may include
drill means at its distal end, whereby the suture anchor
can be drilled into the bone, or drilled through the soft
tissue and into the bone, whereby the aforementioned
drilling and anchor-deployment steps are effectively
combined.
[0011] Similarly, in soft tissue re-attachment proce-
dures utilizing tacks, the detached soft tissue is typically
moved back into its original position over the bone, and
then a tack-receiving hole is generally drilled through the
soft tissue and into the bone. Then the tack is driven
through the soft tissue and into the bone, so that the shaft
and head of the tack will hold the soft tissue to the bone.
[0012] While systems and method based on the afore-
mentioned screws, staples, suture anchors and tacks are
generally effective, they also all suffer from one or more
disadvantages.
[0013] The document WO 97/29693 discloses an ad-
justably expandable suture anchor comprising a pair of
members, one of which includes a suture mount. The
members are configured to be secured together in a se-
lected one of a plurality of positions to cause a first one
of said members to expand by an amount that corre-
sponds to the selected position.
[0014] The document US 5,782,865 discloses a soft
tissue stabilizing device for securing soft tissue to bone,
comprising first and second parts forming a central body
in which an opening is located. These parts having bone
anchors and are moveable between a first internal and
a second external lateral position.
[0015] The disadvantages of these prior art documents
are comparable with the described problems above.

Objects of the invention

[0016] Accordingly, one object of the present invention
is to provide a novel apparatus for re-attaching soft tissue
to bone which improves upon the prior art devices and
techniques discussed above.
[0017] Another object of the present invention is to pro-
vide a novel apparatus for re-attaching soft tissue to bone
which is easy to use and simple to perform.
[0018] And another object of the present invention is
to provide a novel apparatus for re-attaching soft tissue
to bone which expedites and facilitates the re-attachment
procedure.
[0019] Still another object of the present invention is
to provide a novel apparatus for re-attaching soft tissue
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to bone which minimizes trauma to the patient during the
re-attachment procedure.
[0020] Yet another object of the present invention is to
provide a novel apparatus for re-attaching soft tissue to
bone which can be used in both open surgical procedures
and in closed surgical procedures (eg., arthroscopic or
endoscopic surgical procedures) where access to the
surgical site is provided by one or more cannulas.
[0021] And another object of the present invention is
to provide a novel apparatus for re-attaching soft tissue
to bone which is also usable in the attachment of pros-
thetic devices, and/or grafts of natural and/or synthetic
material, to bone or bone-like structures.

Summary of the invention

[0022] These and other objects of the present inven-
tion are achieved by the provision and use of a novel
apparatus for attaching soft tissue and the like to bone
according to the features of the characteristic part of pat-
ent claim 1.
[0023] Further advantages of the inventions are
claimed in patent claims 2 to 32.

Brief description of the drawings

[0024] These and other objects and features of the
present invention will be more fully disclosed or rendered
obvious by the following detailed description of the pre-
ferred embodiments of the invention, which is to be con-
sidered together with the accompanying drawings
wherein like numbers refer to like parts, and further
wherein:

Fig. 1 is a side view of a novel fastening system
formed in accordance with the present invention;
Figs. 2-4 are perspective views of the distal end of
the fastening system shown in Fig. 1;
Fig. 5 is a side view, partially in section, of the distal
end of the fastening system shown in Fig. 1;
Fig. 6 is an exploded view showing the fastener, and
a portion of the installation tool, of the fastening sys-
tem shown in Fig. 1;
Figs. 7 and 8 are perspective, exploded views of the
elements shown in Fig. 5;
Figs. 9-11 show details of the distal tip member of
the fastener shown in Fig. 5;
Figs. 12 and 13 show details of the proximal main
member of the fastener shown in Fig. 5;
Figs. 14-16 show details of the expander pin of the
fastener shown in Fig. 5;
Figs. 17-19 show details of the pusher member of
the installation tool shown in Fig. 5;
Fig. 20 is an exploded side view of the handle as-
sembly of the installation tool shown in Fig. 1;
Figs. 21-25 show the novel fastening system of the
present invention being used to attach soft tissue (or
the like) to bone;

Figs. 26-28 illustrate one preferred form of the novel
fastening system of the present invention being used
to attach soft tissue (or the like) to bone;
Figs. 29 and 30 illustrate another preferred form of
the novel fastening system of the present invention
being used to attach soft tissue (or the like) to bone;
Fig. 31 is a side view showing an alternative form of
proximal main member for a fastener formed in ac-
cordance with the present invention;
Fig. 32 is a side view showing an alternative form of
distal tip member for a fastener formed in accord-
ance with the present invention;
Figs. 33-35 show details of an alternative form of the
fastener’s expander pin;
Figs. 36-38 show details of another alternative form
of the fastener’s expander pin;
Figs. 39-42 show details of the construction of an
alternative form of fastener also formed in accord-
ance with the present invention;
Figs. 43 and 44 show the fastener of Figs. 39-42
being used to attach soft tissue (or the like) to bone;
Fig. 45 shows details of an alternative form of ex-
pander pin for the fastener shown in Figs. 39-44;
Figs. 46-49 show details of the construction of an-
other alternative form of fastener also formed in ac-
cordance with the present invention;
Figs. 50-53 show the fastener of Figs. 46-49 being
used to attach soft tissue (or the like) to bone;
Fig. 54 shows details of an alternative form of ex-
pander pin for the fastener shown in Figs. 46-53; and
Figs. 55 and 56 show details of a removal tool for
removing a fastener formed and deployed in accord-
ance with the present invention.

Detailed Description Of The Preferred Embodiment

[0025] Looking first at Fig. 1, there is shown a fastening
system 5 for attaching soft tissue (or the like) to bone.
Fastening system 5 generally comprises a fastener 10
and an installation tool 15.
[0026] Looking next at Figs. 1-8, fastener 10 generally
comprises an expandable body 100 (Fig. 2) and an ex-
pander pin 200.
[0027] Expandable body 100 comprises a generally
frusto-conical distal end 105 (Fig. 5) characterized by a
frusto-conical outer surface 110 terminating in a distal
end surface (or rim) 115, and a generally cylindrical prox-
imal end 120 terminating in a proximal end surface 125.
A central passageway 130 extends through expandable
body 100, from distal end surface 115 to proximal end
surface 125.
[0028] In a preferred form of the invention, central pas-
sageway 130 comprises a bore 135 opening on distal
end surface 115, a threaded section 140, and a bore 145
opening on proximal end surface 125.
[0029] Expandable body 100 preferably also compris-
es bone securement apparatus 150 formed on proximal
end 120 for facilitating securement of fastener 5 to bone,
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as will hereinafter be discussed in further detail. In one
preferred form of the invention, bone securement appa-
ratus 150 comprises a plurality of frusto-conical ribs 155.
Ribs 155 are tapered, distally-to-proximally, so as to (1)
facilitate insertion of expandable body 100 into bone in
a distal direction, and (2) resist withdrawal of expandable
body 100 from bone in a proximal direction.
[0030] If desired, expandable body 100 can be formed
out of a single piece of material. Preferably, however,
and looking now at Figs. 1-13, expandable body 100 com-
prises a distal tip member 160 (Fig. 9) and a proximal
main member 165 (Fig. 12).
[0031] Distal tip member 160 (Figs. 9-11) preferably
comprises the aforementioned frusto-conical outer sur-
face 110, distal end surface (or rim) 115, internal bore
135, and threaded section 140. Distal tip member 160
also preferably comprises a proximally-extending,
threaded projection 170. Proximally-extending threaded
projection 170 serves to secure distal tip member 160 to
proximal main member 165, as will hereinafter be dis-
cussed in further detail.
[0032] Proximal main member 165 (Figs. 12 and 13)
preferably comprises the aforementioned proximal end
surface 125, bore 145 and bone securement apparatus
150 (preferably in the form of frusto-conical ribs 155).
Proximal main member 165 also comprises a threaded
counterbore 175 at its distal end. Threaded counterbore
175 is sized and shaped so as to matingly receive prox-
imally-extending threaded projection 170 of distal tip
member 160, whereby the two elements may be secured
to one another so as to form the complete expandable
body 100.
[0033] A primary advantage of forming expandable
body 100 out of two separate components (i.e., distal tip
member 160 and proximal main member 165) is that each
component can be optimized for its own function. More
particularly, inasmuch as distal tip member 160 is intend-
ed to help open a passageway in bone to receive the
overall fastener 10, distal tip member 160 is preferably
formed out of a relatively hard material. At the same time,
however, inasmuch as proximal main member 165 is in-
tended to expand radially outwardly during deployment
of the fastener so as to fix expandable body 100 (and
hence the complete fastener 10) to bone, proximal main
member 165 is preferably formed out a relatively soft and
easily expandable material.
[0034] Fastener 10 also comprises the expander pin
200. Looking next at Figs. 1-8 and 14-16, expander pin
200 generally comprises a shaft 205 and tissue attach-
ment apparatus 210 associated with shaft 205. Shaft 205
is sized so that it will not normally fit within central pas-
sageway 130 (Fig. 5) of expandable body 100. However,
shaft 205 is also sized so that when expander pin 200 is
driven longitudinally into expandable body 100, the ex-
pander pin will force the side walls of expandable body
100 to expand radially outwardly against adjacent bone,
whereby the expandable body (and hence the entire fas-
tener) will be secured to a host bone, as will hereinafter

be discussed in further detail.
[0035] Preferably, shaft 205 includes fastener stabili-
zation apparatus 215 for stabilizing the longitudinal po-
sition of expander pin 200 relative to expandable body
100, as will hereinafter be discussed in further detail.
More particularly, fastener stabilization apparatus 215 is
adapted to resist withdrawal of expander pin 200 from
expandable body 100 once expander pin 200 has been
driven into expandable body 100, as will hereinafter be
discussed in further detail. In one preferred form of the
invention, fastener stabilization apparatus 215 compris-
es a screw thread 220 formed on the outer surface of
shaft 205.
[0036] Still looking now at Figs. 1-8 and 14-16, in one
preferred form of the invention, tissue attachment appa-
ratus 210 comprises one or more lateral projections 225
adjacent to the proximal end of the shaft. The one or
more lateral projections 225 collectively form a fastener
head for holding tissue to bone, as will hereinafter be
discussed in further detail.
[0037] Expander pin 200 includes a longitudinal pas-
sageway 230 extending the length of the expander pin.
[0038] Fastener 10 is intended to be used in conjunc-
tion with installation tool 15. Looking next at Figs. 1-8,
installation tool 15 comprises a shaft 300 (Fig. 6) termi-
nating in a tapered distal point 310. Tapered distal point
310 is preferably formed so as to be relatively hard,
whereby it can open a passageway in bone to receive
the overall fastener 10, as will hereinafter be discussed
in further detail. Threads 315 are formed on shaft 300
proximal to tapered distal point 310. Shaft 300 is sized
so that it may be received in the central passageway 130
(Fig. 5) of expandable body 100, and in longitudinal pas-
sageway 230 (Fig. 16) of expander pin 200. Threads 315
of shaft 300 are sized and positioned so that when fas-
tener 10 (i.e., expandable body 100 and expander pin
200) is mounted on shaft 300, shaft threads 315 can mate
with the expandable body’s threads 140, whereby ex-
pandable body 100 can be secured to the distal end of
shaft 300. In one preferred form of the invention, the
shaft’s tapered distal point 310 and the expandable
body’s frusto-conical outer surface 110 (Fig. 9) are co-
ordinated with one another so that when expandable
body 100 is screwed onto shaft 300, the expandable
body’s frusto-conical outer surface 110 will form, in a
rough sense, a continuation, or extension, of the taper
of the shaft’s tapered distal point 310 (Fig. 5).
[0039] Preferably, the installation tool’s shaft 300 com-
prises a thinner distal section 320 (Fig. 5) proximal to the
shaft’s tapered distal point 310 and distal to the shaft’s
threads 315, and a trailing section 325 proximal to shaft
threads 315, and a thicker proximal section 330 proximal
to trailing section 325. Trailing section 325 and thicker
proximal section 330 together define an annular shoulder
335 at their intersection. A rib 340 is preferably formed
on trailing section 325, distal to annular shoulder 335.
[0040] A pusher 400 (Figs. 5 and 17) is preferably
mounted on shaft 300. Pusher 400 is used to help deploy
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fastener 10 in bone, by transferring a force applied to the
proximal end of pusher 400 onto a fastener 10 located
at the distal end of pusher 400. In the process, pusher
400 acts as a sort of safeguard to prevent the proximal
end of fastener 10 (i.e., the proximal end of expander pin
200) from being damaged during the application of such
force. Pusher 400 preferably comprises a tapered distal
portion 405 characterized by a tapered outer surface 410
terminating in a distal end surface 415, and a cylindrical
proximal portion 420 characterized by a cylindrical outer
surface 425 terminating in a proximal end surface 427.
Pusher 400 has a central bore 430 extending there-
through. Bore 430 is sized so that it will form a close
sliding fit with rib 340 (Fig. 6) of shaft 300. A lip 435 (Fig.
17) protrudes into central bore 430 adjacent to the push-
er’s proximal end surface 427. Lip 435 is sized so that it
may not pass by rib 340 of shaft 300.
[0041] In one preferred form of the invention, shaft 300
includes a plurality of ribs 345 (Fig. 6) on the shaft’s thick-
er proximal section 330, and installation tool 15 includes
a handle assembly 500 (Fig. 20). Each rib 345 includes
an inclined surface 345A disposed on the proximal side
of the rib (Fig. 6). The distal side of each rib 345 extends
substantially perpendicular to the longitudinal axis of
shaft 300.
[0042] Handle assembly 500 comprises a body 501
having a handle grip 502. A trigger 505, having a plurality
of fingers 507, is pivotally connected to body 501. Body
501 also comprises a bore 508 opening on the body’s
distal end, and a counterbore 509 opening on the body’s
proximal end. A shoulder 509A is formed at the intersec-
tion of bore 508 and counterbore 509.
[0043] Handle assembly 500 also comprises a hollow
ram 515. Ram 515 is sized so that it can slidably accom-
modate shaft 300, as will hereinafter be discussed in fur-
ther detail. Ram 515 comprises a narrower distal portion
520 terminating in a distal tip 510, and a wider proximal
portion 525 including a plurality of teeth 530. A shoulder
535 is formed at the intersection of narrower distal portion
520 and wider proximal portion 525. A slot 540 extends
through the side wall of narrower distal portion 520.
[0044] Ram 515 is mounted in body 510.in the manner
shown in Figs. 1 and 20, i.e., so that (1) the ram’s nar-
rower distal portion 520 extends through, and protrudes
from, the body’s bore 508, (2) the ram’s wider proximal
portion 525 is disposed in the body’s counterbore 509,
and (3) the trigger’s fingers 507 engage the ram’s teeth
530. As a result of this construction, moving trigger 505
will cause ram 515 to move relative to body 501. A spring
545 is positioned in body 501, between body shoulder
509A and ram shoulder 535, so as to bias ram 515 in a
proximal direction. A stop pin 550 extends into counter-
bore 509 so as to limit proximal movement of ram 515.
[0045] Handle assembly 500 also comprises a gate
555 which includes an opening 560 therein. Opening 560
defines a bottom wall 565 thereof. Gate 555 is disposed
in an opening 570 formed in body 501. A spring 575 bi-
ases gate 555 against a locking pin 580, which extends

through an oversized hole 585 formed in gate 555. Gate
555 is disposed in body 501 so that the gate’s bottom
wall 565 normally protrudes, via ram slot 540, into the
interior of ram 515; however, pressing gate 555 down-
ward against the power of spring 575 will permit the gate’s
bottom wall 565 to be removed from the interior of ram
515.
[0046] In use, and as will hereinafter be discussed in
further detail, handle assembly 500 is loaded over the
proximal end of shaft 300, and moved proximally down
the shaft until the gate’s bottom wall 565 starts to engage
the ribs 345 of shaft 300. As this occurs, the inclined
proximal surfaces 345A of ribs 345 will allow the handle
assembly 500 to be moved distally along shaft 300 to the
extent desired. However, since inclined surfaces 345A
are provided on only the proximal sides of ribs 345, the
geometry of the ribs will prevent handle assembly 500
from moving back proximally along the shaft, unless gate
555 is pressed downward against the power of spring
575 so as to move the gate’s bottom wall 565 out of en-
gagement with the shaft’s ribs. Handle assembly 500 is
moved down shaft 300 until the ram’s distal end surface
510 engages, or substantially engages, the proximal end
427 of pusher 400. Thereafter, pulling of the handle as-
sembly’s trigger 505 will cause ram 515 to move distally
along shaft 300, whereby pusher 400 can drive expander
pin 200 into expandable body 100 so as to set the ex-
pandable body in bone, as will hereinafter be discussed
in further detail.
[0047] The use of handle assembly 500 in conjunction
with shaft 300 is often preferred, since it permits shaft
300 to be held in place while ram 515 is advanced down
shaft 300. More particularly, inasmuch as handle assem-
bly 500 is releasably secured to shaft 300 via the en-
gagement of handle gate 555 with shaft ribs 345, handle
assembly 500 can stabilize shaft 300 even as the han-
dle’s ram 515 is advancing down shaft 300. This has
been found to be advantageous in many circumstances.
However, it should also be appreciated that fastener 10
can be set without using handle assembly 500, as will
hereinafter also be discussed in further detail.
[0048] Looking next at Figs. 21-25, there is shown a
general method for attaching soft tissue (or the like) to
bone using the fastener of the present invention. In par-
ticular, the invention will be discussed in the context of
(1) a fastener 10 comprising an expandable body 100
and an expander pin 200; (2) an installation tool 15 com-
prising a shaft 300; and (3) a pusher 400 mounted on
shaft 300.
[0049] The foregoing fastening system is prepared for
use by first passing pusher 400 proximally over the distal
end of shaft 300 until the pusher’s proximal end surface
427 (Fig. 17) engages, or approximately engages, the
shaft’s annular shoulder 335 (Fig. 6). Then the fastener’s
expander pin 200 is passed proximally over the distal
end of shaft 300 until the proximal end of expander pin
200 engages, or approximately engages, the pusher’s
distal end surface 415 (Fig. 17). Next, the fastener’s ex-
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pandable body 100 is passed proximally over the distal
end of shaft 300 until the proximal end of the expandable
body’s threaded section 140 (Fig. 5) engages the distal
end of the shaft’s threads 315 (Fig. 6). Then the fastener’s
expandable body 100 is screwed onto shaft 300. At this
point, the proximal end surface 125 (Fig. 12) of expand-
able body 100 will engage, or approximately engage, the
distal end surface of expander pin 200. It will be appre-
ciated that at this point, the expandable body 100, ex-
pander pin 200 and pusher 400 will be held relatively
immobile on shaft 300, by virtue of shaft shoulder 335
(Fig. 6) and shaft threads 315 and the sizing of the ele-
ments held therebetween.
[0050] Next, soft tissue (or the like) 600 is "stabbed"
with the sharp distal point of shaft 300 and dragged to its
desired position against bone 700 (Fig. 21). Alternatively,
soft tissue 600 may be gripped by another instrument
(e.g., forceps or the like) and moved into position against
bone 700.
[0051] Then, with soft tissue 600 in position against
bone 700, shaft 300 is forced distally through tissue 600
(Fig. 22) and into bone 700 (Fig. 23). It will be appreciated
that, as this occurs, expandable body 100 will be carried
into the bone, due to the screw engagement established
between expandable body 100 and shaft 300. In fact, the
tapered distal ends of shaft 300 and expandable body
100 will cooperate with one another so as to force an
opening in the soft tissue and the bone, without any need
for pre-drilling. Shaft 300 is preferably driven into bone
700 until the proximal end surface 125 of expandable
body 100 is approximately even with the outer surface
of bone 700 (Fig. 23). If desired, markings (not shown)
may be placed on the outer surface of the fastener’s ex-
pander pin 200 so that, once the thickness of soft tissue
600 is known, proper depth penetration can be achieved.
[0052] Next, the proximal end of pusher 400 is en-
gaged with another element (not shown in Figs. 21-25,
but shown in subsequent figures) so as to move the push-
er distally along shaft 300. Pusher 400 is moved distally
so as to drive expander pin 200 distally, into the central
passageway 130 (Fig. 5) of expandable body 100, where-
by to drive the side walls of expandable body 100 radially
outwardly into bone 700 and thereby secure fastener 10
to bone 700 (Fig. 24). At the same time, the fastener’s
tissue attachment apparatus 210 will secure soft tissue
600 to the bone. More particularly, as seen in Fig. 24,
the head of expander pin 200 (made up of one or more
lateral projections 225) will bear distally against soft tis-
sue 600, whereby to keep the soft tissue fixed against
bone 700.
[0053] Finally, shaft 300 is unscrewed from the ex-
pandable body’s threads 140 (Fig. 5) and removed (Fig.
25), leaving fastener 10 securing soft tissue 600 to bone
700.
[0054] As noted above, in one preferred form of the
invention, installation tool 15 is constructed so that shaft
300 includes ribs 345 (Fig. 6) adjacent its proximal end,
and the installation tool includes handle assembly 500

(Fig. 20). Figs. 26-28 illustrate how soft tissue 600 may
be attached to bone 700 using such an arrangement.
More particularly, after pusher 400, expander pin 200
and expandable body 100 have been attached to shaft
300 in the manner described above with respect to Figs.
21-25, and either before or after shaft 300 is driven
through soft tissue 600 and into bone 700 to the point
shown in Figs. 23 and 26, handle assembly 500 is passed
distally over the proximal end of shaft 300 until the gate
555 engages ribs 345 of shaft 300. Handle assembly 500
is then pushed further down shaft 300 until the distal tip
510 of ram 515 engages the proximal end of pusher 400.
Then trigger 505 is activated so as to move ram 515
distally relative to pusher 400 and fastener 10, whereby
the distal tip 510 (Fig. 20) of the handle assembly’s ram
515 will drive distally against the proximal end of pusher
400. This will cause pusher 400 to move expander pin
200 distally, whereby to fix fastener 10 in bone 700, with
the fastener’s head fixing soft tissue 600 to bone 700
(Fig. 27). Then handle assembly 500 is removed proxi-
mally off shaft 300, i.e., by first pressing gate 555 down-
ward against the power of spring 575 so as to move the
gate’s bottom wall 565 out of engagement with ribs 345,
and then pulling the handle assembly 500 proximally off
the shaft. Then shaft 300 is unscrewed from the expand-
able body’s threads 140 and removed from the surgical
site (Fig. 28).
[0055] It will be appreciated that, by virtue of the rela-
tive sizing of shaft rib 340 (Fig. 6) and pusher lip 435 (Fig.
17), pusher 400 will be slidably retained on the distal end
of shaft 300 even after shaft 300 has been unscrewed
from fastener 10, since pusher lip 435 will be unable to
move past shaft rib 340.
[0056] As noted above, the use of handle assembly
500 in conjunction with shaft 300 is frequently preferred,
since it permits shaft 300 to be held in place while ram
515 is advanced down shaft 300. More particularly, in-
asmuch as handle assembly 500 is releasably secured
to shaft 300 via the engagement of handle gate 555 with
shaft ribs 345, handle assembly 500 can stabilize shaft
300 even as the handle’s ram 515 is advancing down
shaft 300. In other words, since the fastener’s expanda-
ble body 100 is connected to shaft 300 by the expandable
body’s threaded section 140 and shaft threads 315, and
inasmuch as handle assembly 500 is releasably secured
to shaft 300 via the engagement of handle gate 555’with
shaft ribs 345, the handle assembly can advance its ram
515 against the fastener’s expander pin 200 even while
the handle assembly is holding the shaft 300, and hence
the fastener’s expandable body 100, in place. In effect,
the use of handle assembly 500 in conjunction with shaft
300 permits a proximally-directed counterforce to be ap-
plied to expandable body 100 even as a distally-directed
setting force is being applied to expander pin 200.
[0057] However, it should also be appreciated that fas-
tener 10 can be set without using handle assembly 500,
as will hereinafter be discussed in further detail.
[0058] Thus, in another preferred form of the invention,
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installation tool 15 may be constructed so that shaft 300
omits ribs 345 on its proximal end, and so that the instal-
lation tool 15 does not include handle assembly 500. In
this case, pusher 400 may be moved proximally on shaft
300 by other means.
[0059] For example, and looking now at Figs. 29 and
30, a cannulated driver 800, such as one having a so-
called "slap hammer" configuration, can be used to drive
pusher 400 distally on shaft 300, whereby to complete
setting of fastener 10 in bone 700.
[0060] While the "slap hammer" construction shown in
Figs. 29 and 30 is simple and effective, it does suffer from
the disadvantage that a proximally-directed counterforce
is not being applied to expandable body 200 even as the
distally-directed setting force is being applied to expand-
er pin 300, as is the case with the use of handle assembly
500 described above.
[0061] It should be appreciated that, if desired, the ex-
pandable body’s bone securement apparatus 150 (Fig.
12) may be omitted or, alternatively, replaced by a con-
figuration different than the ribs 155 (Fig. 12) previously
disclosed. By way of example but not limitation, bone
securement apparatus 150 may comprise screw threads
155A shown in Fig. 31.
[0062] It should also be appreciated that, if desired,
the expandable body’s distal end 105 (Fig. 5) may have
a configuration other than the smooth, frusto-conical one
disclosed above. By way of example but not limitation,
expandable body 100 may have screw threads formed
on its tapered distal end. See, for example, Fig. 32, which
shows the screw threads 110A formed on distal tip mem-
ber 160.
[0063] Figs. 33-35 show an alternative form of expand-
er pin 200. More particularly, the expander pin 200 shown
in Figs. 33-35 is similar to the expander pin 200 shown
in Figs. 14-16, except that with the expander pin of Figs.
33-35, lateral projections 225A have their outlying edges
226 rounded into an arc-like configuration.
[0064] Figs. 36-38 show yet another alternative form
of expander pin 200. More particularly, the expander pin
200 shown in Figs. 36-38 is similar to the expander pin
200 shown in Figs. 14-16, except that with the expander
pin of Figs. 36-38, fastener stabilization apparatus 215
comprises a plurality of frusto-conical ribs 220A, rather
than the screw thread 220 shown in Figs. 14-16.
[0065] It is also possible to form the fastener’s tissue
attachment apparatus 210 with a different configuration
(and with a different manner of operation) than the tissue
attachment apparatus shown in Figs. 14-16 or 33-36.
[0066] More particularly, with the tissue attachment
apparatus 210 shown in Figs. 14-16 and 33-36, the tissue
attachment apparatus essentially comprises a head for
capturing the soft tissue to bone. However, it is also con-
templated that tissue attachment apparatus 210 may
comprise a suture-based mechanism for capturing the
soft tissue to bone.
[0067] More particularly, and looking now at Figs.
39-42, there is shown a fastener 10 in which tissue at-

tachment apparatus 210 comprises a plurality of trans-
verse bores 227 formed in expander pin 200 adjacent to
its proximal end. Bores 227 accommodate one or more
lengths of suture 228 (Fig. 39) which may be used to tie
a piece of soft tissue (or the like) to bone. In one preferred
form of the invention, expander pin 200 includes a cylin-
drical proximal end portion 229 (Fig. 40) having a diam-
eter larger than the diameter of the central passageway
130 (Fig. 5) of expandable body 100, with transverse
bores 227 being formed in cylindrical proximal end por-
tion 229.
[0068] In use, the fastener is set through soft tissue
600 and into bone 700 in the normal manner (Figs. 43
and 44); however, since the fastener lacks the lateral
projections 225 (Fig. 14) previously disclosed, the prox-
imal end of expander pin 200 will pass through soft tissue
600 without binding it to the bone (Fig. 44). However,
sutures 228 will extend out of bone 700 and through soft
tissue 600. As a result, these sutures may then be used
to tie the soft tissue down to the bone.
[0069] If desired, the expander pin 200 shown in Figs.
39-44 can be modified so as to have its fastener stabili-
zation apparatus 215 in the form of ribs 220A (Fig. 45),
rather than the screw thread 220 shown in Fig. 40.
[0070] With respect to the fastener configuration
shown in Figs. 39-45, it should be appreciated that by
positioning transverse bores 227 (Fig. 40) in the diamet-
rically-enlarged proximal end portion 229, the transverse
bores 227 will remain proximal to expandable body 100
even after setting of the fastener (Fig. 44). As a result of
this construction, sutures 228 will be able to slip within
bores 227 even after fastener 10 has been completely
deployed in bone 700. As will be apparent to persons
skilled in the art, this can be advantageous in some cir-
cumstances during tissue fixation.
[0071] It is also possible to fabricate a fastener 10 with
a suture-based mechanism for capturing soft tissue to
bone, but where the sutures are prevented from slipping
relative to the fastener once the fastener has been fully
deployed in the bone.
[0072] More particularly, and looking now at Figs.
46-49, there is shown a fastener 10 which includes an
expander pin 200 having a plurality of transverse bores
227 intermediate its length (Fig. 47). Bores 227 accom-
modate the one or more lengths of suture 228 which may
be used to tie a piece of soft tissue (or the like) to bone.
In one preferred form of the invention, expander pin 200
includes a cylindrical intermediate portion 229A (Fig. 47)
having a diameter substantially the same as the remain-
der of the expander pin, with transverse bores 227 being
formed in the cylindrical intermediate portion 229A.
[0073] Looking next at Figs. 50-53, in one preferred
method of use, shaft 300 and expandable body 100 are
driven into bone, and then a piece of suture 228 is looped
around the soft tissue 600 which is to be attached to the
bone 700 (Fig. 50). Then the suture 228 is pulled taut so
as to bring the soft tissue into close proximity to the fas-
tener (Fig. 51). Then pusher 400 is driven distally (Fig.
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52) so as to completely set the fastener. At this point,
since suture 228 is attached to expander pin 200 inter-
mediate the length of the expander pin, the suture will be
fixed in place relative to the deployed expander pin and,
hence, will secure soft tissue 600 to bone 700. Installation
tool 15 is then removed from the surgical site by unscrew-
ing shaft 300 from expandable body 100 (Fig. 53).
[0074] If desired, expander pin 200 can also be formed
so that its suture-receiving bores 227 are located adja-
cent to the distal end of the expander pin. For example,
in another preferred form of the invention, expander pin
200 includes a cylindrical distal end portion 229B (Fig.
54) having a diameter substantially the same as the re-
mainder of the expander pin, with transverse bores 227
being formed in the cylindrical distal end portion.
[0075] Looking next at Figs. 55 and 56, there is shown
a removal tool 800. Removal tool 800 can be used to
remove a previously-deployed fastener 10, if the same
should prove necessary or desirable. Removal tool 800
generally comprises a shaft 805 having a reverse thread
810 formed on its distal end and a handle 815 formed on
its proximal end. The distal end of removal tool 800 is
sized so as to be significantly larger than the longitudinal
passageway 230 (Fig. 16) formed in expander pin 200.
[0076] When a previously-deployed fastener 10 is to
be removed, the distal end of removal tool 800 is screwed
into the proximal end of expander pin 200 using the re-
moval tool’s reverse screw thread 810. Inasmuch as the
distal end of the removal tool is significantly larger than
the longitudinal passageway 230 formed in expander pin
200, this action will cause the removal tool’s distal threads
815 to force their way into the side wall of expander pin
200 and, depending on the sizing of the removal tool,
possibly into the side wall of expandable body 100 as
well. In any case, as the reverse thread 810 of the removal
tool is screwed into the expander pin, continued reverse
screwing will eventually cause the normally-threaded ex-
pander pin 200 to unscrew itself from expandable body
100. Removal tool 800 may then be used to remove ex-
pander pin 200 from expandable body 100. Expandable
body 100 may then itself be removed from the surgical
site by passing shaft 300 back into the interior of expand-
able body 100, screwing the shaft’s threads 315 into the
expandable body’s threaded section 140, and then re-
moving the shaft and expandable body from the bone.

Claims

1. Apparatus (5) for attaching tissue (600) to bone (700)
comprising:

an expandable body (100) defining a bore (130)
and configured to expand into bone (700),
wherein an expander pin (200) comprising a
shaft (205) sized to be received in said bore
(130) of said expandable body (100) and expand
said expandable body (100) laterally when said

expander pin (200) is driven into said expanda-
ble body (100), and tissue attachment apparatus
(210) associated with said shaft (205), said ex-
pander pin (200) defining a bore (230);
whereby when said expander pin (200) is driven
into said expandable body (100), said expand-
able body (100) will be attached to bone (700)
and said tissue attachment apparatus (210) will
secure tissue (600) to said apparatus (5),
characterized in that,
said expandable body (100) comprises a distal
tip member (160) and a proximal main member
(165), said distal tip member (160) being sepa-
rable from said proximal main member (165).

2. Apparatus according to claim 1 wherein said expand-
er pin (200) includes fastener stabilization apparatus
(215) for stabilizing said expander pin (200) relative
to said expandable body (100).

3. Apparatus according to claim 2 wherein said fastener
stabilization apparatus (215) comprises threads
(220).

4. Apparatus according to claim 2 wherein said fastener
stabilization apparatus (215) comprises ribs (220A).

5. Apparatus according to claim 1 wherein said tissue
attachment apparatus (210) comprises at least one
laterally-extending projection (225) for tacking tissue
(600).

6. Apparatus according to claim 5 wherein said at least
one laterally-extending projection (225) has a sub-
stantially linear outer edge. (?)

7. Apparatus according to claim 5 wherein said at least
one laterally-extending projection (225) has a sub-
stantially arc-like outer edge (226).

8. Apparatus according to claim 1 wherein said tissue
attachment apparatus (210) comprises a bore (227)
formed in said expander pin (200) and a suture (228)
extending through said bore (227).

9. Apparatus according to claim 8 wherein said tissue
attachment apparatus (210) is configured so that
said suture (228) may slide relative to said expander
pin (200) when said expander pin (200) is received
in said expandable body (100).

10. Apparatus according to claim 8 wherein said tissue
attachment apparatus (210) further comprises a sec-
ond bore (227) formed in said expander pin (200)
and a second suture (228) extending through said
second bore (227).

11. Apparatus according to claim 1 wherein said expand-

13 14 



EP 1 150 615 B1

9

5

10

15

20

25

30

35

40

45

50

55

er pin (200) has indicia for indicating depth,

12. Apparatus according to claim 1 wherein said expend-
able body (100) has a tapered distal end (105).

13. Apparatus according to claim 1 wherein said distal
tip member (160) and said proximal main member
(165) are threadingly interengageable with one an-
other.

14. Apparatus according to claim 1 wherein said distal
tip member (160) and said proximal main (165) mem-
ber are frictionally interengageable with one another.

15. Apparatus according to claim 1 wherein the distal tip
member (160) is constructed from a first material and
the proximal main member (165) is constructed from
a second material, and wherein said first material is
harder than said second material.

16. Apparatus according to claim 1 wherein said expand-
able body (100) includes bone securement appara-
tus (150) for securing said expandable body (100)
relative to bone (700).

17. Apparatus according to claim 16 wherein said bone
securement apparatus (150) comprises ribs (155).

18. Apparatus according to claim 16 wherein said bone
securement apparatus (150) comprises threads
(155A).

19. Apparatus according to claim 1 wherein said appa-
ratus (5) further comprises an installation tool (15),
and wherein said installation tool (15) comprises a
shaft (300) sized to be slidingly received in said bore
(130) of said expendable body (100) and in said bore
(230) of said expander pin (200).

20. Apparatus according to claim 19 wherein said shaft
(300) is releasably attachable to said expandable
body (100).

21. Apparatus according to claim 19 wherein said shaft
(300) and said expandable body (100) are thread-
ingly interengageable with one another.

22. Apparatus according to claim 19 wherein said shaft
(300) has a tapered distal end (310).

23. Apparatus according to claim 19 wherein said shaft
(300) extends distally beyond said expandable body
(100) when said shaft (300) is slidingly received in
said bore (130) of said expandable body (100).

24. Apparatus according to claim 19 wherein said appa-
ratus (5) further comprises a pusher member (400)
configured to drive said expander pin (200) into said

expandable body (100).

25. Apparatus according to claim 24 wherein said pusher
member (400) slides along said shaft (300) when
driving said expander pin (200) into said expandable
body (100).

26. Apparatus according to claim 1 wherein said appa-
ratus (5) further comprises a cannulated driver as-
sembly (500/800) adapted to drive said expander pin
(200) into said expandable body.

27. Apparatus according to claim 26 wherein said can-
nulated driver assembly (500/800) slides along a
shaft (300) connected to said expandable body
(100).

28. Apparatus according to claim 26 wherein said can-
nulated driver assembly (500) includes a trigger
(505) for inducing the driving of said expander pin
(200).

29. Apparatus according to claim 26 wherein said can-
nulated driver assembly (800) comprises a slap ham-
mer (?).

30. The apparatus of claim 1, further comprising:

an installation tool (15) comprising a shaft (300)
having a distal end (300) terminating in a rela-
tively hard distal point;
a connecting apparatus (140/315) for connect-
ing said expandable body (100) to said shaft
(300) of said installation tool (15) when said dis-
tal end (310) of said shaft (300) of said installa-
tion tool (15) protrudes from a distal end (105)
of said expandable body (100); and
wherein the bore (230) of the expander pin (200)
is sized to receive said shaft (300) of said instal-
lation tool (15);
whereby when said expander pin (200) is driven
into said expandable body (100), said expand-
able body (100) will be attached to bone (700)
and said tissue attachment apparatus (210) will
secure tissue (600) to said apparatus (5).

31. The apparatus of claim 1, further comprising:

an installation shaft (300);
wherein said expandable body (100) comprises
a connection apparatus (140/315) for connect-
ing said installation shaft (300) to said expand-
able body (100);
whereby when said installation shaft (300) is
connected to said expandable body (100), and
said expander pin (200) is driven into said ex-
pandable body (100), said installation shaft
(300) can provide a counterforce to said expand-
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able body (100) so as to counteract the driving
force applied to said expander pin (200).

Patentansprüche

1. Vorrichtung (5) zum Anbringen von Gewebe (600)
an Knochen (700), wobei die Vorrichtung Folgendes
umfasst:

einen expandierbaren Körper (100), welcher ei-
ne Bohrung (130) definiert und eingerichtet ist,
um in Knochen (700) zu expandieren, und einen
Expanderstift (200), welcher einen Schaft (205),
welcher dimensioniert ist, um in die Bohrung
(130) des expandierbaren Körpers (100) aufge-
nommen zu werden und den expandierbaren
Körper (100) lateral zu expandieren, wenn der
Expanderstift (200) in den expandierbaren Kör-
per (100) getrieben wird, umfasst, und eine Ge-
webeanbringungsvorrichtung (210),
welche mit dem Schaft (205) verknüpft ist, wobei
der Expanderstift (200) eine Bohrung (230) de-
finiert;
wodurch der expandierbare Körper (100) an
Knochen (700) angebracht wird und die Gewe-
beanbringungsvorrichtung (210) Gewebe (600)
an der Vorrichtung (5) befestigt, wenn der Ex-
panderstift (200) in den expandierbaren Körper
(100) getrieben wird,
dadurch gekennzeichnet, dass
der expandierbare Körper (100) ein distales
Spitzenelement (160) und ein proximales
Hauptelement (165) umfasst, wobei das distale
Spitzenelement (160) von dem proximalen
Hauptelement (165) trennbar ist.

2. Vorrichtung gemäß Anspruch 1, wobei der Expan-
derstift (200) eine Befestigerstabilisationsvorrich-
tung (215) zum Stabilisieren des Expanderstifts
(200) relativ zu dem expandierbaren Körper (100)
aufweist.

3. Vorrichtung gemäß Anspruch 2, wobei die Befesti-
gerstabilisationsvorrichtung (215) ein Gewinde
(220) umfasst.

4. Vorrichtung gemäß Anspruch 2, wobei die Befesti-
gerstabilisationsvorrichtung (215) Rippen (220A)
umfasst.

5. Vorrichtung gemäß Anspruch 1, wobei die Gewebe-
anbringungsvorrichtung (210) zumindest einen sich
lateral erstreckenden Vorsprung (225) zum Fest-
stecken von Gewebe (600) umfasst.

6. Vorrichtung gemäß Anspruch 5, wobei der zumin-
dest eine sich lateral erstreckende Vorsprung (225)

einen im Wesentlichen linearen äußeren Rand auf-
weist.

7. Vorrichtung gemäß Anspruch 5, wobei der zumin-
dest eine sich lateral erstreckende Vorsprung (225)
einen im Wesentlichen bogenartigen äußeren Rand
(226) aufweist.

8. Vorrichtung gemäß Anspruch 1, wobei die Gewebe-
anbringungsvorrichtung (210) eine Bohrung (227),
welche in dem Expanderstift (200) gebildet ist, und
ein Nahtmaterial (228), welches sich durch die Boh-
rung (227) erstreckt, umfasst.

9. Vorrichtung gemäß Anspruch 8, wobei die Gewebe-
anbringungsvorrichtung (210) derart eingerichtet ist,
dass das Nahtmaterial (228) relativ zu dem Expan-
derstift (200) verschoben werden kann, wenn der
Expanderstift (200) in den expandierbaren Körper
(100) aufgenommen ist.

10. Vorrichtung gemäß Anspruch 8, wobei die Gewebe-
anbringungsvorrichtung (210) weiter eine zweite
Bohrung (227), welche in dem Expanderstift (200)
gebildet ist, und ein zweites Nahtmaterial (228), wel-
ches sich durch die zweite Bohrung (227) erstreckt,
umfasst.

11. Vorrichtung gemäß Anspruch 1, wobei der Expan-
derstift (200) Anzeigeelemente zum Anzeigen einer
Tiefe aufweist.

12. Vorrichtung gemäß Anspruch 1, wobei der expan-
dierbare Körper (100) ein verjüngtes distales Ende
(105) aufweist.

13. Vorrichtung gemäß Anspruch 1, wobei das distale
Spitzenelement (160) und das proximale Hauptele-
ment (165) miteinander in Gewindeeingriff bringbar
sind.

14. Vorrichtung gemäß Anspruch 1, wobei das distale
Spitzenelement (160) und das proximale Hauptele-
ment (165) miteinander in Reibschlussverbindung
bringbar sind.

15. Vorrichtung gemäß Anspruch 1, wobei das distale
Spitzenelement (160) aus einem ersten Material ge-
staltet ist und das proximale Hauptelement (165) aus
einem zweiten Material gestaltet ist, und wobei das
erste Material härter als das zweite Material ist.

16. Vorrichtung gemäß Anspruch 1, wobei der expan-
dierbare Körper (100) eine Knochenbefestigungs-
vorrichtung (150) zum Befestigen des expandierba-
ren Körpers (100) relativ zu Knochen (700) aufweist.

17. Vorrichtung gemäß Anspruch 16, wobei die Kno-
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chenbefestigungsvorrichtung (150) Rippen (155)
umfasst.

18. Vorrichtung gemäß Anspruch 16, wobei die Kno-
chenbefestigungsvorrichtung (150) eine Gewinde
(155A) umfasst.

19. Vorrichtung gemäß Anspruch 1, wobei die Vorrich-
tung (5) weiter ein Installationswerkzeug (15) um-
fasst, und wobei das Installationswerkzeug (15) ei-
nen Schaft (300), welcher dimensioniert ist, um ver-
schiebbar in die Bohrung (130) des expandierbaren
Körpers (100) und in die Bohrung (230) des Expan-
derstiftes (200) aufgenommen zu werden, umfasst.

20. Vorrichtung gemäß Anspruch 19, wobei der Schaft
(300) lösbar an dem expandierbaren Körper (100)
anbringbar ist.

21. Vorrichtung gemäß Anspruch 19, wobei der Schaft
(300) und der expandierbare Körper (100) miteinan-
der in Gewindeeingriff bringbar sind.

22. Vorrichtung gemäß Anspruch 19, wobei der Schaft
(300) ein verjüngtes distales Ende (310) aufweist.

23. Vorrichtung gemäß Anspruch 19, wobei sich der
Schaft (300) distal über den expandierbaren Körper
(100) hinaus erstreckt, wenn der Schaft (300) ver-
schiebbar in die Bohrung (130) des expandierbaren
Körpers (100) aufgenommen ist.

24. Vorrichtung gemäß Anspruch 19, wobei die Vorrich-
tung (5) weiter ein Drückerelement (400), welches
eingerichtet ist, um den Expanderstift (200) in den
expandierbaren Körper (100) zu treiben, umfasst.

25. Vorrichtung gemäß Anspruch 24, wobei das Drük-
kerelement (400) entlang des Schafts (300) verscho-
ben wird, wenn der Expanderstift (200) in den ex-
pandierbaren Körper (100) getrieben wird.

26. Vorrichtung gemäß Anspruch 1, wobei die Vorrich-
tung (5) weiter eine Lochtreiberanordnung
(500/800), welche eingerichtet ist, um den Expan-
derstift (200) in den expandierbaren Körper zu trei-
ben, umfasst.

27. Vorrichtung gemäß Anspruch 26, wobei die Loch-
treiberanordnung (500/800) entlang eines Schaftes
(300), welcher mit dem expandierbaren Körper (100)
verbunden ist, verschoben wird.

28. Vorrichtung gemäß Anspruch 26, wobei die Loch-
treiberanordnung (500) einen Auslöser (505) zum
Veranlassen des Treibens des Expanderstifts (200)
aufweist.

29. Vorrichtung gemäß Anspruch 26, wobei die Loch-
treiberanordnung (800) einen Schlaghammer um-
fasst.

30. Vorrichtung gemäß Anspruch 1, welche weiter Fol-
gendes umfasst:

ein Installationswerkzeug (15), welches einen
Schaft (300) mit einem distalen Ende (300), wel-
ches in einem relativ harten distalen Punkt en-
det, umfasst;
eine Verbindungsvorrichtung (140/315) zum
Verbinden des expandierbaren Körpers (100)
mit dem Schaft (300) des Installationswerk-
zeugs (15), wenn das distale Ende (310) des
Schaftes (300) des Installationswerkzeugs (15)
von einem distalen Ende (105) des expandier-
baren Körpers (100) vorsteht;
wobei die Bohrung (230) des Expanderstifts
(200) dimensioniert ist, um den Schaft (300) des
Installationswerkzeugs (15) aufzunehmen;
wodurch der expandierbare Körper (100) an
Knochen (700) angebracht wird und die Gewe-
beanbringungsvorrichtung (210) Gewebe (600)
an der Vorrichtung (5) befestigt, wenn der Ex-
panderstift (200) in den expandierbaren Körper
(100) getrieben wird.

31. Vorrichtung nach Anspruch 1, welche weiter Folgen-
des umfasst:

einen Installationsschaft (300);
wobei der expandierbare Körper (100) eine Ver-
bindungsvorrichtung (140/315) zum Verbinden
des Installationsschaftes (300) mit dem expan-
dierbaren Körper (100) umfasst;
wodurch der Installationsschaft (300) eine Ge-
genkraft auf den expandierbaren Körper (100)
bereitstellen kann, so dass der Treibkraft, wel-
che an dem Expanderstift (200) aufgebracht
wird, entgegengewirkt wird, wenn der Installati-
onsschaft (300) mit dem expandierbaren Körper
(100) verbunden ist und der Expanderstift (200)
in den expandierbaren Körper (100) getrieben
wird.

Revendications

1. Appareil (5) pour fixer du tissu (600) à de l’os (700)
comprenant:

un corps expansible (100) définissant un perça-
ge (130) et configuré pour s’expanser dans l’os
(700), où un axe d’expansion (200) comprenant
un arbre (205) dimensionné pour être reçu dans
ledit perçage (130) dudit corps expansible (100)
et pour expanser ledit corps expansible (100)

19 20 



EP 1 150 615 B1

12

5

10

15

20

25

30

35

40

45

50

55

latéralement lorsque ledit axe d’expansion (200)
est entraîné dans ledit corps expansible (100),
et un appareil de fixation de tissu (210) associé
audit arbre (205), ledit axe d’expansion (200)
définissant un perçage (230);
moyennant quoi, lorsque ledit axe d’expansion
(200) est entraîné dans ledit corps expansible
(100), ledit corps expansible (100) sera fixé à
l’os (700), et ledit appareil de fixation de tissu
(210) fixera le tissu (600) audit appareil (5),
caractérisé en ce que ledit corps expansible
(100) comprend un élément de pointe distale
(160) et un élément principal proximal (165), le-
dit élément de pointe distale (160) pouvant être
séparé dudit élément principal proximal (165).

2. Appareil selon la revendication 1, dans lequel ledit
axe d’expansion (200) comporte un appareil de sta-
bilisation d’attache (215) pour stabiliser ledit axe
d’expansion (200) relativement audit corps expansi-
ble (100).

3. Appareil selon la revendication 2, dans lequel l’ap-
pareil de stabilisation d’attache (215) comprend des
filetages (220).

4. Appareil selon la revendication 2, dans lequel ledit
appareil de stabilisation d’attache (215) comprend
des nervures (220A).

5. Appareil selon la revendication 1, dans lequel ledit
appareil de fixation de tissu (210) comprend au
moins une saillie s’étendant latéralement (225) pour
attacher le tissu (600).

6. Appareil selon la revendication 5, dans lequel ladite
au moins une saillie s’étendant latéralement (225)
possède un bord extérieur sensiblement linéaire (?).

7. Appareil selon la revendication 5, dans lequel ladite
au moins une saillie s’étendant latéralement (225)
possède un bord extérieur sensiblement en forme
d’arc (226).

8. Appareil selon la revendication 1, dans lequel ledit
appareil de fixation de tissu (210) comprend un per-
çage (227) formé dans ledit axe d’expansion (200)
et un matériau de suture (228) s’étendant à travers
ledit perçage (227).

9. Appareil selon la revendication 8, dans lequel ledit
appareil de fixation de tissu (210) est configuré de
façon que ledit matériau de suture (228) puisse glis-
ser relativement audit axe d’expansion (200) lorsque
ledit axe d’expansion (200) est reçu dans ledit corps
expansible (100).

10. Appareil selon la revendication 8, dans lequel ledit

appareil de fixation de tissu (210) comprend en outre
un deuxième perçage (227) formé dans ledit axe
d’expansion (200) et un deuxième matériau de su-
ture (228) s’étendant à travers ledit deuxième per-
çage (227).

11. Appareil selon la revendication 1, dans lequel ledit
axe d’expansion (200) présente des indices pour in-
diquer la profondeur.

12. Appareil selon la revendication 1, dans lequel ledit
corps expansible (100) possède une extrémité dis-
tale conique (105).

13. Appareil selon la revendication 1, dans lequel ledit
élément de pointe distale (160) et ledit élément prin-
cipal proximal (165) peuvent être mis en prise par
filetage l’un avec l’autre.

14. Appareil selon la revendication 1, dans lequel ledit
élément de pointe distale (160) et ledit élément prin-
cipal proximal (165) peuvent être mis en prise de
friction l’un avec l’autre.

15. Appareil selon la revendication 1, dans lequel l’élé-
ment de pointe distale (160) est réalisé à partir d’un
premier matériau, et l’élément principal proximal
(165) est réalisé à partir d’un second matériau, et où
ledit premier matériau est plus dur que ledit second
matériau.

16. Appareil selon la revendication 1, dans lequel ledit
corps expansible (100) comporte un appareil de fixa-
tion d’os (150) pour fixer ledit corps expansible (100)
relativement à l’os (700).

17. Appareil selon la revendication 16, dans lequel ledit
appareil de fixation d’os (150) comprend des nervu-
res (155).

18. Appareil selon la revendication 16, dans lequel ledit
appareil de fixation d’os (150) comprend des fileta-
ges (155A).

19. Appareil selon la revendication 1, dans lequel ledit
appareil (5) comprend en outre un outil d’installation
(15), et où ledit outil d’installation (15) comprend un
arbre (300) dimensionné pour être reçu d’une ma-
nière coulissante dans ledit perçage (130) dudit
corps expansible (100) et dans ledit perçage (230)
dudit axe d’expansion (200).

20. Appareil selon la revendication 19, dans lequel ledit
arbre (300) peut être fixé relâchablement audit corps
expansible (100).

21. Appareil selon la revendication 19, dans lequel ledit
arbre (300) et ledit corps expansible (100) peuvent
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être mis en prise par filetage l’un avec l’autre.

22. Appareil selon la revendication 19, dans lequel ledit
arbre (300) possède une extrémité distale conique
(310).

23. Appareil selon la revendication 19, dans lequel ledit
arbre (300) s’étend distalement au-delà dudit corps
expansible (100) lorsque ledit arbre (300) est reçu
d’une manière coulissante dans ledit perçage (130)
dudit corps expansible (100).

24. Appareil selon la revendication 19, dans lequel ledit
appareil (5) comprend en outre un élément de pous-
sée (400) configuré pour entraîner ledit axe d’expan-
sion (200) dans ledit corps expansible (100).

25. Appareil selon la revendication 24, dans lequel ledit
élément de poussée (400) glisse le long dudit arbre
(300) lors de l’entraînement dudit axe d’expansion
(200) dans ledit corps expansible (100).

26. Appareil selon la revendication 1, dans lequel ledit
appareil (5) comprend en outre un ensemble d’en-
traînement tubulaire (500/800) apte à entraîner ledit
axe d’expansion (200) dans ledit corps expansible.

27. Appareil selon la revendication 26, dans lequel ledit
ensemble d’entraînement tubulaire (500/800) glisse
le long d’un arbre (300) relié audit corps expansible
(100).

28. Appareil selon la revendication 26, dans lequel ledit
ensemble d’entraînement tubulaire (500) comprend
une gachette (505) pour induire l’entraînement dudit
axe d’expansion (200).

29. Appareil selon la revendication 26, dans lequel ledit
ensemble d’entraînement tubulaire (800) comprend
un marteau de frappe (?).

30. Appareil selon la revendication 1, comprenant en
outre:

un outil d’installation (15) comprenant un arbre
(300) ayant une extrémité distale (300) se ter-
minant par une pointe distale relativement dure;
un appareil de connection (140/315) pour relier
ledit corps expansible (100) audit arbre (300)
dudit outil d’installation (15) lorsque ladite extré-
mité distale (310) dudit arbre (300) dudit outil
d’installation (15) fait saillie d’une extrémité dis-
tale (105) dudit corps expansible (100); et
où le perçage (230) de l’axe d’expansion (200)
est dimensionné pour recevoir ledit arbre (300)
dudit outil d’installation (15);
moyennant quoi, lorsque ledit axe d’expansion
(200) est entraîné dans ledit corps expansible

(100), ledit corps expansible (100) sera fixé à
l’os (700), et ledit appareil de fixation de tissu
(210) fixera le tissu (600) audit appareil (5).

31. Appareil selon la revendication 1, comprenant en
outre:

un arbre d’installation (300);
où ledit corps expansible (100) comprend un ap-
pareil de connection (140/315) pour relier ledit
arbre d’installation (300) audit corps expansible
(100);
moyennant quoi, lorsque ledit arbre d’installa-
tion (300) est relié audit corps expansible (100),
et que ledit axe d’expansion (200) est entraîné
dans ledit corps expansible (100), ledit arbre
d’installation (300) peut fournir une contre-force
audit corps expansible (100) de manière à amor-
tir la force d’entraînement appliquée audit axe
d’expansion (200).
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