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Description

Field of the invention

[0001] This invention relates to stabilization of hydrogen peroxide containing compositions. In particular, this invention
relates stabilized thickened hydrogen peroxide containing compositions suitable for use in a variety of disinfectant,
cleaning, personal care, pharmaceutical, textile, and industrial applications. One object of the invention is a composition
as defined in claim 1.

Background of the invention

[0002] To avoid the disadvantages inherent in the use of hypochlorite solutions in cleaning compositions, manufacturers
of these products have developed alternative compositions based on aqueous hydrogen peroxide. Hydrogen peroxide
is generally acceptable from a toxicological and environmental standpoint because its decomposition products are
oxygen and water. In addition, these compositions are also fiber-safe and color-safe.
US 2002/0031556 relates to a topical, pharmaceutical composition containing hydrogen peroxide at a concentration of
2 wt. % or less, being stabilized by a combination of saturated polyvalent carboxyacids with a carbon chain length of 2
to 6, salts of tin, pyrophosphate, salicylic acid and monoglycerides of saturated fatty acid in crystalline form and having
a pH of 3.5 to 4.9.
US 6 540 791 relates to alkaline hair bleaching compositions that comprise an oxidizing agent, a buffering system
comprising a borate buffer and/or an alkalizing agent, a stabilizer, and at least one hair care ingredient selected from
the group consisting of surfactants, catalysts, thickeners, conditioners, and mixtures thereof.
US 2 783 132 discloses stabilized hydrogen peroxide solutions stabilized with 8-hydroxyquinoline, sodium stannate or
potassium stannate and tetrasodium pyrophosphate or tetrapotassium pyrophosphate.
DE 100 32 589 discloses an aqueous liquid bleach composition for wash and laundry pre-treatment comprising hydrogen
peroxide, xanthan gum, butylhydroxytoluol (BHT), 1-hydroxyethane-1,1-diphosphonic acid (HEDP) and methylglycin
diacetic acid (MGDA).
US 4 927 627 relates to hydrogen peroxide compositions in the form of oil-in-water emulsions containing oil or fatty
components, emulsifiers, hydrogen peroxide and a thickening agent comprising a carboxyl-group containing polymer
or copolymer soluble in aqueous alkali.
US 5 817 253 relates to an aqueous hydrogen peroxide solution comprising an organic phosphonic acid in an amount
effective to stabilize the hydrogen peroxide solution, the solution being free of other stabilizing agents.
[0003] Polymeric thickening agents are added to cleaning compositions to increase their residence time on non-
horizontal surfaces as well as to enhance the aesthetics of the composition, to provide ease of use, and to suspend
other components of the composition. Decomposition of hydrogen peroxide caused by catalytically active substances,
such as metal ions, is extremely difficult to prevent. In addition, many of conventional polymeric thickening agents
accelerate the decomposition of hydrogen peroxide and are themselves unstable in the presence of hydrogen peroxide.
Thus, it has been extremely difficult to produce
compositions that have the required stability. With excessive decomposition of the hydrogen peroxide, the composition
loses its cleaning ability. In addition, decomposition of the polymeric thickening agent reduces the viscosity of the cleaning
composition, reducing its ability to cling to non-horizontal surfaces.
[0004] Consequently, stabilizers have been developed to improve the stability of thickened hydrogen peroxide con-
taining compositions. Stabilizers are discussed, for example, in Ambuter, U.S. Pat. Nos, 6,997,764, and 6,083,422.
Although these stabilizers increase the shelf life of thickened hydrogen peroxide containing compositions, none of these
stabilizers is totally satisfactory. Thus, a need exists for thickened hydrogen peroxide containing compositions with
increased stability.

Summary of the Invention

[0005] The invention is a thickened hydrogen peroxide containing composition as defined in claim 1.
Thickened hydrogen peroxide containing compositions that comprise the three component stabilizer system are storage
stable.

Detailed Description of the Invention

[0006] Unless otherwise indicated, the terms phosphonic acid chelating agent, aromatic chelating agent, stannate
stabilizer, surfactant, polymeric thickening agent, pyrophosphate, aqueous base, and similar terms also include mixtures
of such materials. Unless otherwise specified, all percentages are percentages by weight (wt%), and all temperatures
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are in degrees Centigrade (Celsius).
[0007] The invention is a stabilized thickened hydrogen peroxide containing composition as defined in claim 1. It
comprises hydrogen peroxide, water, a polymeric thickening agent, and a stabilizer system made up of three components:
a phosphorus containing stabilizer or mixture of phosphorus containing stabilizers, a stannate stabilizer, and an aromatic
chelating agent or mixture of aromatic chelating agents. If the stabilized thickened hydrogen peroxide containing com-
position is to be used as a cleaning composition, other ingredients that are conventional components of cleaning com-
positions, such as a surfactant or a mixture of surfactants, are present.

Polymeric Thickening Agent

[0008] The stabilized thickened hydrogen peroxide containing composition comprises a polymeric thickening agent
or a mixture of polymeric thickening agents, which helps control dispensing of the composition, retards drainage from
non-horizontal surfaces to which the composition is applied, and helps suspend other components of the composition.
Although the concentration of the polymeric thickening agent or agents will depend on the viscosity desired for the final
composition, the nature of the polymeric thickening agent or agents present, and the nature and concentration of other
materials present in the composition, the stabilized thickened hydrogen peroxide containing composition comprises 0.05
to 5 wt%, preferably 0.05 to 2.5 wt%, and more preferably 0.25 to 2.0 wt% of the polymeric thickening agent, or if more
than one polymeric thickening agent is present, agents. The polymeric thickening agents can be dispersed in water and
neutralized with base to thicken the hydrogen peroxide containing composition and form a gel.
[0009] Polymeric thickening agents are selected from homopolymers and copolymers of acrylic acid. The copolymers
are preferably copolymers of acryling acid monomer and a hydrophobic monomer, Typically hydrophobic monomers
include long chain carbon chain acrylate or methacrylate esters such as decyl acrylate, lauryl acrylate, stearyl acrylate,
behenyl acrylate, and the corresponding methacrylate esters, and aromatic monomers, such as styrene and substituted
styrenes. These polymers typically have molecular weights of about 10,000 to about 900,000 or more. The polymers
may also be crosslinked.
[0010] The viscosity of the thickened hydrogen peroxide composition will depend on the polymeric thickening agent
or agents used in the composition, their concentration, and the viscosity desired for the intended use of the composition.
Polyacrylate thickening agents typically provide a viscosity of 10,000 to 100,000 cP. Tooth whitening gels typically have
a viscosity of greater than 10,000 cP. Liquid detergents, which must be pourable, typically have a viscosity of 500 cP to
2,000 cP.

Stabilizer System

[0011] The stabilized thickened hydrogen peroxide containing compositions comprise a three component stabilizer
system, The stabilizer system comprises: (a) 10 ppm to 1 wt%, preferably 15 ppm to 2500 ppm (0.25 wt%), more
preferably 20 ppm to 1000 ppm (0.1 wt%), even more preferably 50 ppm to 500 ppm, of a stannate stabilizer; (b) 10
ppm to 1 wt%, preferably 15 ppm to 2500 ppm (0.25 wt%), more preferably 20 ppm to 1000 ppm (0.1 wt%), even more
preferably 40 ppm to 500 ppm, of a phosphorus containing stabilizer as defined in claim 1 or, if more than one phosphorus
containing stabilizer is used, of a mixture of phosphorus containing stabilizers; and (c) 10 ppm to 1 wt%, preferably 15
ppm to 2500 ppm (0.25 wt%), more preferably 20 ppm to 1000 ppm (0.1 wt%), even more preferably 30 ppm to 600
ppm, of an aromatic chelating agent as defined in claim or, if more than one aromatic chelating agent is used, of a mixture
of aromatic chelating agents. In one embodiment, the stabilizer system comprises 30 ppm to 500 ppm, typically 60 ppm
to 300 ppm, of each of three components. Typically, the upper limit for the amount of each component and for the system
as a whole will be determined by economics and by the degree of stabilization required.
[0012] As will be apparent to those skilled in the art, in certain pH ranges one or more of these stabilizer components
may be present as its corresponding anion or anions, or as an equilibrium mixture of the component and its corresponding
anion or anions. Anions of these stabilizer components and mixtures of these stabilizer components and their corre-
sponding anion or anions are included in the definition of each of these stabilizer components and are within the scope
of the claims.
[0013] Phosphorus containing stabilizers are selected from pyrophosphates (such as, for example, Na4P2O7,
Na3HP2O7, Na2H2P2O7, and K2H2P2O7) and compounds of the structure N(CR1R2PO3H2)3, in which R1 and R2 are
each independently hydrogen or an alkyl group of one to four carbon atoms, such as amino tri(methylene phosphonic
acid) (ATMP) (DEQUEST® 2000, Solutia, St. Louis, MO, USA), in which R1 and R2 are each hydrogen; diethylene
triamine penta(methylene phosphonic acid) (DTPA) (DEQUEST® 2066); hexamethylene diamine tetra(methylene phos-
phonic acid) (DEQUEST® 2054); bis hexamethylene triamine penta methylene phosphonic acid (DEQUEST® 2090);
and compounds of the structure C(R3)(PO3H2)2OH, in which R3 is hydrogen or an alkyl group of one to four carbon
atoms, such as 1-hydroxyethylidene-1,1-diphosphonic acid (HEDP) (DEQUEST® 2010) (C(CH3)(PO3H2)2OH). Pre-
ferred phosphorus-based chelating agents include 1-hydroxyethylidene-1,1-diphosphonic acid, amino tri(methylene
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phosphonic acid), and diethylene triamine penta(methylene phosphonic acid).
[0014] The stannate stabilizer may be formed in situ from hydrolysis of a tin compound, such as tin sulfate, sodium
stannate (Na2SnO3M3(H2O)), tin dichloride, or tin tetrachloride. Although the stannate stabilizer is believed to be colloidal
stannic oxide, it is typically referred to as colloidal sodium stannate or sodium stannate.
[0015] The thickened hydrogen peroxide containing composition comprises an aromatic chelating agent or a mixture
of aromatic chelating agents. While not being bound by any theory of explanation, it is believed that this compound
functions as a radical scavenger.
The aromatic chelating agent is selected from salicylic acid; a substituted salicylic acid, such as 3-methylsalicylic acid,
4-methyl salicylic acid, 5-methyl salicylic acid, 6-methyl salicylic acid, 3,5-dimethyl salicylic acid, 3-ethyl salicylic acid,
3-iso-propyl salicylic acid, 3-methoxy salicylic acid, 4-methoxy salicylic acid, 5-methyoxy salicylic acid, 6-methoxy salicylic
acid, 4-ethoxy salicylic acid, 5-ethyoxy salicylic acid, 2-chloro salicylic acid, 3-chloro salicylic acid, 4-chloro salicylic acid,
5-choloro salicylic acid, 3,5-dichloro salicylic acid, 4-fluoro salicylic acid, 5-fluoro salicylic acid, 6-fluoro salicylic acid; or
a mixture thereof; 8-hydroxy-quinoline; a substituted 8-hydroxy-quinoline, such as, 5-methyl-8-hydroxy-quinoline, 5-
methoxy-8-hydroxy-quinoline, 5-chloro-8-hydroxy-quinoline, 5,7-dichloro-8-hydroxy-quinoline, 8-hydroxy-quinoline-5-
sulfonic acid, or a mixture thereof; 6-hydroxy-picolinic acid; a substituted 6-hydroxy-picolinic acid, such as 3-methyl-6-
hydroxy-picolinic acid, 3-methoxy-6-hydroxy-picolinic acid, 3-chloro-6-hydroxy-picolinic acid, 3,5-dichloro-6-hydroxy-
picolinic acid; or a mixture thereof. Preferred aromatic chelating agents include, salicylic acid, 6-hydroxy-picolinic acid,
and 8-hydroxy-quinoline.

Other Ingredients

[0016] The stabilized thickened hydrogen peroxide containing composition can be used as, for example, a disinfectant
lotion or in the oxidative dying of hair. However, if the stabilized thickened hydrogen peroxide containing composition is
to be used a cleaning composition, it may comprise other components that are conventional ingredients of cleaning
compositions.
[0017] The composition may also comprise a surfactant or a mixture of surfactants. Numerous surfactants useful in
cleaning compositions are well known. Surfactants are well known to those skilled in the art and are described, for
example, in McCutcheon’s Detergents and Emulsifiers, Manufacturing Confectioners Publishing Company, Glen Rock,
NJ, and in Encyclopedia of Surfactants, Volumes I-III, Compiled by M. and I. Ash, Chemical Publishing Co., NY. Sur-
factants useful in cleaning compositions are disclosed in, for example, Wise, U.S. Pat. No. 5,169,552; Gosselink, U.S.
Pat. No. 4,702,857, especially column 17, line 27, to column 22, line 19, and Laughlin, U.S. Pat. No. 3,929,678, especially
column 5, line 65, to column 36, line 30. The concentration of the surfactant or the mixture of surfactants is typically 0.25
wt% to 25 wt%, more typically 1.0 wt% to 15 wt%, of the composition. Preferably the surfactant or surfactants do not
contain functional groups that are susceptible to oxidation by the hydrogen peroxide, such as carbon carbon double
bonds, hydroxyl groups.
[0018] Nonionic surfactants are typically condensation products of a hydrophobic organic aliphatic compound, such
as a long chain aliphatic alcohol, and hydrophilic ethylene oxide and/or propylene oxide. The length of the resulting
polyether chain can be adjusted to achieve the desired balance between the hydrophobic and hydrophilic properties.
Nonionic surfactants include, for example, ethoxylated and propoxylated alcohols, especially C8-20 alcohols, with 2 to
100 moles of ethylene oxide and/or propylene oxide per mole of alcohol, especially ethoxylates of primary alcohols
containing about 8 to 18 carbon atoms in a straight or branched chain configuration with about 5 to 30 moles of ethylene
oxide, for example, the ethoxylates of decyl alcohol, cetyl alcohol, lauryl alcohol, or myristyl alcohol; ethoxylates of
secondary aliphatic alcohols containing 8 to 18 carbon atoms in a straight or branched chain configuration with 5 to 30
moles of ethylene oxide; condensation of aliphatic alcohols containing about 8 to abut 20 carbon atoms with ethylene
oxide and propylene oxide; polyethylene glycol and polyethylene oxide; ethoxylated hydrogenated castor oil; and ethox-
ylates of sorbitan esters.
[0019] Anionic surfactants include, for example, alkyl ether phosphates, alkyl aryl sulphonates, alkyl ether sulphates,
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alkyl sulphates, aryl sulphonates, carboxylated alcohol ethoxylates, olefin sulphonates, succinates, fatty acid soaps,
alkyl diphenyl disulfonates, and mixtures thereof. Examples of anionic surfactants are: sodium cetyl sulfate, sodium
lauryl sulfate (SLS), sodium myristyl sulfate, and sodium stearyl sulfate, sodium dodecylbenzene sulfonate, and sodium
polyoxyethylene lauryl ether sulfate.
[0020] Other conventional ingredients may be included, provided each ingredient is compatible with the other ingre-
dients of the thickened hydrogen peroxide containing composition and the presence of the ingredient does not adversely
affect the properties of the thickened hydrogen peroxide containing composition. Each additional ingredient is used to
modify the thickened hydrogen peroxide containing composition in conventional form and is present in an effective
amount, that is, in the amount required to achieve the desired effect without adversely affecting the properties of the
composition.
[0021] The stabilized thickened hydrogen peroxide containing compositions used in, for example, cleaning applications,
may also comprise a perfumes and fragrances, typically at 0.03 to 0.5 wt% of the composition. Fluorescent whitening
agents may also be present, typically at about 0.1 to 1.0 wt%. An anti-redeposition agent, such as, polyvinyl pyrrolidone,
hydroxyethyl cellulose, sodium carboxymethyl cellulose, and hydroxypropyl ethyl cellulose may be present. A filler salt,
such as sodium sulfate or sodium chloride, may be present. Other conventional ingredients include: dyes and other
colorants; fabric softening compositions; static control agents; optical opacifiers, such as polystyrene particles; and suds
regulants, such as dimethylpolysiloxane.
[0022] The stabilizer system may be used over a wide pH range. However, the pH of the stabilized thickened hydrogen
peroxide containing composition may be less than 9, typically less than 8, more typically 3 to 7, even more typically 5
to 7. Although a buffer, such as a phosphate buffer, may be included to maintain pH at the desired value, this may not
be necessary in all cases.

Hydrogen Peroxide

[0023] The stabilized thickened hydrogen peroxide containing composition comprises 2 wt% to 15 wt%, typically 2
wt% to 10 wt%, more typically 2 wt% to 8 wt%, even more typically 3 wt% to 5 wt%, of hydrogen peroxide. Hydrogen
peroxide (H2O2) is commercially available, and its preparation has been described in numerous patents and publication.
The anthraquinone process (also called the autoxidation process or the Riedl-Pfleiderer process) is described, for ex-
ample, in Riedl, U.S. Pat. No. 2,158,525, and in the Kirk-Othmer Encyclopedia of Chemical Technology, 3rd. ed., Volume
13, Wiley, New York, 1981, pp. 15-22.
[0024] It may be necessary to add base, such as aqueous sodium hydroxide or aqueous potassium hydroxide, to the
composition until the desired pH is attained. Aqueous sodium hydroxide is preferred. The base should be free from metal
ions that would catalyze decomposition of hydrogen peroxide, such as ferrous ions, ferric ions, cupric ions, cuprous
ions, manganous ions, and similar transition metal ions. The base should also be free from both organic and inorganic
materials that would react with the hydrogen peroxide.
[0025] After all the other ingredients have been accounted for, water comprises the balance of the thickened hydrogen
peroxide containing composition. Because hydrogen peroxide is typically commercially available as a 30 wt% to 70 wt%
aqueous solution, it is typically necessary to dilute the hydrogen peroxide with water to obtain the desired hydrogen
peroxide concentration. The water should be free from metal ions that would catalyze decomposition of hydrogen per-
oxide, such as ferrous ions, ferric ions, cupric ions, cuprous ions, manganous ions, and similar transition metal ions.
The water should also be free from organic material that would be oxidized by hydrogen peroxide. The water should
also be free of inorganic materials that would react with hydrogen peroxide, such as chlorine (Cl2), hypochorous acid
(HOCI), and sodium hypochlorite (NaOCI). Distilled or deionized water is preferred.

Industrial Applicability

[0026] The stabilized thickened hydrogen peroxide containing compositions may be used in a variety of disinfectant,
cleaning, personal care, pharmaceutical, textile and industrial applications. They disinfect the surfaces into which they
are brought into contact and so can be used as disinfectant solutions or disinfectant lotions. When a surfactant is present,
they both clean and disinfect the surfaces into which they are brought into contact. They can be applied by any method
that insures good contact between the object to be cleaned and/or disinfected and the composition, such as spraying
or wiping, and then removed by, for example, rinsing with water and/or wiping. The stabilized thickened hydrogen peroxide
containing compositions may also be used, for example, as liquid detergents and in oral care applications, such as in
tooth bleaching compositions.
[0027] They can also be used in oxidative dying, which is extensively used for the dying of hair. In the oxidative dying
process, hydrogen peroxide is used in combination with one ore more oxidative hair coloring agents, generally small
molecules capable of diffusing into hair and comprising one or more primary intermediates and one or more couplers.
The hydrogen peroxide activates the small molecules of primary intermediates so that they react with couplers to form
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larger sized compounds in the hair shaft to color the hair in a variety of shades and colors. Typical primary intermediates
include p-phenylenediamine, p-toluenediamine, p-aminophenol, and 4-amino-3-methylphenol. Typical couplers include
resorcinol, 2-methylresorcinol, 3-aminophenol, and 5-amino-2-methylphenol. The color depends on the primary inter-
mediate(s) and coupler(s) used. Typically, the hydrogen peroxide is a 3 wt% to 12 wt%, preferably a 6 wt%, aqueous
solution, which can be a viscous liquid or gel. In general, the hair dyeing composition comprising the primary intermediate
(s) and coupler(s) is prepared and then, at the time of use, mixed with the stabilized thickened hydrogen peroxide
containing composition until an essentially homogenous composition is obtained. Shortly after its preparation, the resulting
composition is applied to the hair to be dyed and permitted to remain in contact with the hair for about 2 to about 60 min,
typically about 15 to 45 min, especially about 30 min, at about 15 to 50°C. The hair is rinsed with water, and dried. If
necessary, it is washed with a shampoo and rinsed, e.g., with water or a weakly acidic solution, such as a citric acid or
tartaric acid solution. Subsequently the hair is dried.
[0028] The advantageous properties of this invention can be observed by reference to the following examples, which
illustrate but do not limit the invention.

EXAMPLES

Glossary

[0029] ACULYN® 28  Acrylates/Beheneth-25 Methacrylate Copolymer (Rohm and Haas, Philadelphia, PA,
USA)
[0030] CARBOPOL® 2020  Polyacrylate polymeric thickening agent (Noveon, Cleveland, OH, USA)
[0031] CARBOPOL® EZ-2  Polyacrylate polymeric thickening agent (Noveon, Cleveland, OH, USA)
[0032] CARBOPOL® EZ-3  Polyacrylate polymeric thickening agent (Noveon, Cleveland, OH, USA)
[0033] DTPA  Diethylene triamine penta(methylene phosphonic acid) (DEQUEST® 2066) (Solutia, St. Louis,
MO, USA)
[0034] HEDP  1-Hydroxyethylidene-1,1-diphosphonic acid (DEQUEST® 2010) (Solutia, St. Louis, MO, USA)
[0035] RHODOPOL® T  Xanthum gum polymeric thickening agent (Rhodia, Cranbury, NJ, USA)
[0036] Sodium Stannate  Sodium stannate, Na2SnO3M3H2O
[0037] Pyrophosphate  Na2H2P2O7

General Procedures

Preparation stabilized 50% hydrogen peroxide solutions

[0038] Stabilizers were mixed with deionized water to make a standard stabilizer system solution. The 50% stabilized
hydrogen peroxide solution was prepared by adding the stabilizer system to 70% hydrogen peroxide, and diluting the
resulting stabilized hydrogen peroxide to 50% hydrogen peroxide with deionized water.

Preparation of Thickened Hydrogen Peroxide Containing Compositions

[0039] Except where indicated, the samples contain 5-6% hydrogen peroxide and 0.4-3% polymeric thickening agent.
The polymeric thickening agent (0.7 g) was added to 60 g of deionized water and mixed well. The stabilizers were added
to the hydrogen peroxide solutions before the polymeric thickening agents. Sodium hydroxide solution (8%) was added
until the mixture thickened. 50% Hydrogen peroxide (7 ml) and water were added to make 70 g of the thickened hydrogen
peroxide containing composition, which was a hydrogen peroxide containing gel. The pH was adjusted to 5 to 7 with
8% aqueous sodium hydroxide. The stabilizer concentration given for each sample is the concentration of the active
ingredient in the final sample.

Stability Evaluation

[0040] Unless otherwise indicated, the following procedure was followed for stability evaluation. The samples were
put in a 40°C to 50°C oven. The viscosity of the composition and, in some cases, the concentration of hydrogen peroxide
in the composition, was measured during the storage period. Viscosity, in cP, was measured with Brookfield RVTD
Digital Viscometer and Brookfield KYNAR® resin coated spindle #6T. Hydrogen peroxide concentration was measured
by titration with potassium permanganate.
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Example 1

[0041] This example shows the change in viscosity and hydrogen peroxide concentration for samples that contain a
polyacrylate polymeric thickening agent and various stabilizers. The following samples were prepared and evaluated as
described in the General Procedures. The results are shown in Table 1.
[0042] Each of the samples contained 5 wt% hydrogen peroxide and 1 wt% CARBOPOL® EZ-2 polymeric thickening
agent. The pH was 6. The storage temperature was 45°C.
[0043] Sample 1-A contains <1 ppm of Na2H2P2O7.
[0044] Sample 1-B contains 150 ppm of salicylic acid and <1 ppm of Na2H2P2O7.
[0045] Sample 1-C contains 150 ppm of HEDP and <1 ppm of Na2H2P2O7.
[0046] Sample 1-D contains 300 ppm of sodium stannate and <1 ppm of Na2H2P2O7.
[0047] Sample 1-E contains 300 ppm of sodium stannate, 150 ppm of HEDP, 150 ppm of salicylic acid and <1 ppm
of Na2H2P2O7.

[0048] Sample 1-A contains almost no stabilizer, and Samples 1-B to 1-D contain only one of the stabilizers. Both the
viscosity and the hydrogen peroxide concentration of these samples rapidly decreased on storage temperature at 45°C.
Although the hydrogen peroxide concentration of Sample 1-D, the sodium stannate containing sample, did not decrease
as rapidly as in the other samples, the viscosity of this sample decreased during the test period.
[0049] Sample 1-E contains a stabilizer system of the invention. Both viscosity and hydrogen peroxide decreased less
during the test period.

Example 2

[0050] This example shows the change in viscosity for samples that contain a polyacrylate polymeric thickening agent
and a stabilizer system of the invention. The following samples were prepared and evaluated as described in the General
Procedures. The results are shown in Table 2.
[0051] Each of the samples contained 5 wt% hydrogen peroxide and 3 wt% ACULYN®28 polymeric thickening agent.
The pH is adjusted to 6. The storage temperature is 45°C.
[0052] Sample 2-A contains less than 1 ppm Na2H2P2O7.
[0053] Sample 2-B contains 300 ppm sodium stannate, 150 ppm HEDP, 150 ppm salicylic acid, and less than 1 ppm
Na2H2P2O7.

Table 1

Examples
Time (weeks)

0 1 2 3

1-A
Viscosity (cP) 37,500 50 NDa ND

H2O2 (wt%) 4.84 0.76 ND ND

1-B
Viscosity (cP) 50,000 50 ND ND

H2O2 (wt%) 4.97 0.98 ND ND

1-C
Viscosity (cP) 50,000 14,000 50 ND

H2O2 (wt%) 4.70 4.79 1.15 ND

1-D
Viscosity (cP) 50,000 43,500 37,500 19,000

H2O2 (wt%) 4.81 4.78 4.77 4.75

1-E
Viscosity (cP) 50,000 42,000 39,000 36,500

H2O2 (wt%) 4.88 4.76 4.69 4.55

aND means not determined.
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[0054] Sample 2-A contains almost no stabilizer. Both the viscosity and the hydrogen peroxide concentration of this
sample rapidly decreased on storage temperature at 45°C.
[0055] Sample 2-B contains a stabilizer system of the invention. Both viscosity and hydrogen peroxide decreased only
slightly during the six-week test period.

Example 3

[0056] This example shows the change in viscosity for samples that contain a polyacrylate polymeric thickening agent
and a stabilizer system of the invention. The following samples were prepared and evaluated as described in the General
Procedures. The results, showing viscosity in cP, are shown in Table 3.
[0057] Each of the samples contained 1 wt% 1 % CARBOPOL® 2020 polymeric thickening agent. The pH is adjusted
to 7. The storage temperature is 50°C.
[0058] Sample 3-A contained 0 wt% hydrogen peroxide.
[0059] Sample 3-B contained 5 wt% hydrogen peroxide and <1 ppm Na2H2P2O7.
[0060] Sample 3-C contained 5 wt% hydrogen peroxide, 40 ppm Na2SnO3 3H2O, 200 ppm HEDP, 500 ppm 6-hydroxyl
picolinic acid, and <1 ppm Na2H2P2O7.

[0061] Sample 3-B contained less than 1 ppm of stabilizers. The viscosity reduced more than 90% within 1 week. The
viscosity of sample 3-C, which contained a stabilizer system of the invention, decreased less than that of Sample 3-A,
which does not contain hydrogen peroxide.

Example 4

[0062] This example shows the change in viscosity for samples that contain a polyacrylate polymeric thickening agent
and a stabilizer system of the invention. The following samples were prepared and evaluated as described in the General
Procedures. The results, showing viscosity in cP, are shown in Table 4.
[0063] Each of the samples contained 1 wt% CARBOPOL® EZ 3 polymeric thickening agent. The pH was adjusted
to 5. The storage temperature was 50°C.
[0064] Sample 4-A contained 0% hydrogen peroxide.
[0065] Sample 4-B contained 5% hydrogen peroxide and <1 ppm Na2H2P2O7.
[0066] Sample 4-C contained 5% hydrogen peroxide, 80 ppm Na2SnO3 3H2O, 40 ppm Na2H2P2O7, 50 ppm of 8-
hydroxy quinoline, and <1 ppm Na2H2P2O7.

Table 2

Examples
Time (weeks)

0 1 2 3 4 5 6

2-A
Viscosity (cP) 50000 50 ND ND ND ND ND

H2O2 (wt%) 4.37 0.43 ND ND ND ND ND

2-B
Viscosity (cP) 50000 50000 50000 50000 50000 42000 41000

H2O2 (wt%) 4.06 3.93 3.9 3.91 3.88 3.94 3.81

Table 3

Examplesa
Time (weeks)

0 1 2 3 4

3-A 128,000 46,000 15,400 600 800

3-B 134,200 800 ND ND ND

3-C 112,400 60,600 41,000 33,600 28,600

aViscosity, in cP
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[0067] Sample 4-B, with no stabilizer, could not maintain viscosity while being prepared. During the test period, Sample
4-C, which contains a stabilizer system of the invention, was comparable in stability to Sample 4-A, which does not
contain hydrogen peroxide.

Reference Example 5

[0068] This example shows the change in viscosity for samples that contain a stabilizer system of the invention and
xanthan gum as the polymeric thickening agent. Except were indicated, the following samples were prepared and
evaluated as described in the General Procedures. The thickening agent was 0.4% RHODOPOL® T xanthan gum. The
pH was adjusted to 5 with 85% phosphoric acid (2 ppm). The storage temperature was 40°C. Viscosities, in cP, for these
samples, were measured with the Brookfield DVII Viscometer and Brookfield spindle #2. The results, showing viscosity
in cP, are shown in Table 5.
[0069] Sample 5-A contained 0% hydrogen peroxide.
[0070] Sample 5-B contained 6% hydrogen peroxide, 2 ppm of Na2H2P2O7 and 625 ppm DEQUEST® 2066.
[0071] Sample 5-C contained 6% hydrogen peroxide with 2 ppm Na2H2P2O7, 625 ppm DEQUEST® 2066, and 500
ppm sodium salicylate.
[0072] Sample 5-D contained 6% hydrogen peroxide with 2 ppm Na2H2P2O7, 625 ppm DEQUEST® 2066, 500 ppm
sodium salicylate, and 25 ppm sodium stannate.

[0073] With a stabilizer system of the invention, sample 5-D is much more stable than Sample 5-B, which only contains
phosphorus-based stabilizers and Sample 5-C, which contains phosphonate and salicylate as stabilizers. It appears to
be even more stable than the sample without hydrogen peroxide (5-A).
[0074] Having described the invention, we now claim the following

Claims

1. A composition comprising:

a) 2 wt % to 15 wt % of hydrogen peroxide;
b) water;
c) 0.05 wt % to 5 wt % of a polymeric thickening agent or a mixture of polymeric thickening agents selected
from homopolymers and copolymers of acrylic acid; and
d) a stabilizer system comprising:

Table 4

Examplesa
Time (week)

0 1 2 3 4

4-A 180,800 ND 128,600 89,600 74,000

4-B 0 0 0 0 0

4-C 194,600 ND 135,200 98,400 43,800

aViscosity, in cP

Table 5

Examplesa
Time (days)

0 6 7 14 21 24 28

5-A 1105 ND 937 895 847 ND 720

5-B 1175 1130 ND 972 802 672 ND

5-C 1252 ND 1207 1092 942 ND 637

5-D 1260 ND 1233 1155 1070 ND 930

aViscosity, in cP
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i) 10 ppm to 1 % of a stannate stabilizer;
ii) 10 ppm to 1 % of a phosphorus containing stabilizer or a mixture of phosphorus containing stabilizers
selected from the group consisting of pyrophosphate, compounds of the structure N(CR1 R2 PO3H2)3, in
which R1 and R2 are each independently hydrogen or an alkyl group of one to four carbon atoms, diethylene
triamine penta(methylene phosphonic acid), hexamethylene diamine tetra(methylene phosphonic acid), bis
hexamethylene triamine penta methylene phosphonic acid, and compounds of the structure C(R3)
(PO3H2)2OH, in which R3 is hydrogen or an alkyl group of one to four carbon atoms ; and
iii) 10 ppm to 1% of an aromatic chelating agent or a mixture of aromatic chelating agents selected from
the group consisting of salicylic acid, substituted salicylic acids, 6-hydroxy-picolinic acid, substituted 6-
hydroxy-picolinic acid, 8-hydroxy-quinoline, and substituted 8-hydroxy-quinolines ;

in which the composition has a viscosity of greater than 500 cP.

2. The composition of claim 1 in which the composition comprises 15 ppm to 2500 ppm of the stannate stabilizer; 15
ppm to 2500 ppm of the phosphorus containing stabilizer or the mixture of phosphorus containing stabilizers; and
15 ppm to 2500 ppm of the aromatic chelating agent or the mixture of aromatic chelating agents.

3. The composition of claim 1 or 2 in which the composition has a pH of 3 to 7.

4. The composition of any one of the claims 1 to 3 in which the composition comprises 20 ppm to 1000 ppm of the
stannate stabilizer; 20 ppm to 1000 ppm of the phosphorus containing stabilizer or the mixture of phosphorus
containing stabilizers; and 20 ppm to 1000 ppm of the aromatic chelating agent or the mixture of aromatic chelating
agents.

5. The composition of any one of the claims 1 to 4 in which the composition comprises 50 ppm to 500 ppm of the
stannate stabilizer; 40 ppm to 500 ppm of the phosphorus containing stabilizer or the mixture of phosphorus containing
stabilizers; and 30 ppm to 600 ppm of the aromatic chelating agent or the mixture of aromatic chelating agents.

6. The composition of any one of the claims 1 to 5 in which the phosphorus containing stabilizer or stabilizers are
selected from the group consisting of pyrophosphate, amino tri(methylene phosphonic acid), diethylene triamine
penta(methylene phosphonic acid), hexamethylene diamine tetra(methylene phosphonic acid), bis hexamethylene
triamine penta methylene phosphonic acid, and 1-hydroxyethylidene-1,1-diphosphonic acid; and
the aromatic chelating agent or agents are selected from the group consisting of salicylic acid, 6-hydroxy-picolinic
acid, and 8-hydroxy-quinoline.

7. The composition of any one of the claims 1 to 6 in which the composition additionally comprises 0.25 wt % to 25 wt
% of a surfactant or a mixture of surfactants.

8. The composition of any one of the claims 1 to 7 in which the composition has a viscosity of 10,000 cP to 100,000 cP.

9. The composition of claim 8 in which the thickening agent is a polyacrylate thickening agent.

10. The composition of any one of the claims 1 to 6 in which the composition has a viscosity greater than 500 cP to
2,000 cP.

11. The composition of any one of the claims 1 to 10 in which the composition comprises 0.05 wt % to 2.5 wt % of the
polymeric thickening agent and 2 wt % to 8 wt % of hydrogen peroxide.

Patentansprüche

1. Zusammensetzung, umfassend:

a) 2 Gew.-% bis 15 Gew.-% Wasserstoffperoxid;
b) Wasser;
c) 0,05 Gew.-% bis 5 Gew.-% eines polymeren Verdickungsmittels oder einer Mischung von polymeren Ver-
dickungsmitteln, ausgewählt unter Homopolymeren und Copolymeren von Acrylsäure; und
d) ein Stabilisatorsystem, umfassend:
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i) 10 ppm bis 1% eines Stannat-Stabilisators;
ii) 10 ppm bis 1% eines phosphorhaltigen Stabilisators oder einer Mischung von phosphorhaltigen Stabili-
satoren, ausgewählt aus der Gruppe bestehend aus Pyrophosphat, Verbindungen der Struktur N
(CR1R2PO3H2)3, worin R1 und R2 jeweils unabhängig voneinander für Wasserstoff oder eine Alkylgruppe
mit einem bis vier Kohlenstoffatomen stehen, Diethylentriaminpenta (methylenphosphonsäure), Hexame-
thylendiamintetra (methylenphosphonsäure), Bishexamethylentriaminpentamethylenphosphonsäure und
Verbindungen der Struktur C(R3) (PO3H2)2OH, worin R3 für Wasserstoff oder eine Alkylgruppe mit einem
bis vier Kohlenstoffatomen steht; und
iii) 10 ppm bis 1% eines aromatischen Chelatbildners oder einer Mischung von aromatischen Chelatbildnern,
ausgewählt aus der Gruppe bestehend aus Salicylsäure, substituierten Salicylsäuren, 6-Hydroxypicolin-
säure, substituierter 6-Hydroxypicolinsäure, 8-Hydroxychinolin und substituierten 8-Hydroxychinolinen;

wobei die Zusammensetzung eine Viskosität von mehr als 500 cP aufweist.

2. Zusammensetzung nach Anspruch 1, wobei die Zusammensetzung 15 ppm bis 2500 ppm des Stannat-Stabilisators;
15 ppm bis 2500 ppm des phosphorhaltigen Stabilisators bzw. der Mischung von phosphorhaltigen Stabilisatoren
und 15 ppm bis 2500 ppm des aromatischen Chelatbildners bzw. der Mischung von aromatischen Chelatbildnern
umfasst.

3. Zusammensetzung nach Anspruch 1 oder 2, wobei die Zusammensetzung einen pH-Wert von 3 bis 7 aufweist.

4. Zusammensetzung nach einem der Ansprüche 1 bis 3, wobei die Zusammensetzung 20 ppm bis 1000 ppm des
Stannat-Stabilisators; 20 ppm bis 1000 ppm des phosphorhaltigen Stabilisators bzw. der Mischung von phosphor-
haltigen Stabilisatoren und 20 ppm bis 1000 ppm des aromatischen Chelatbildners bzw. der Mischung von aroma-
tischen Chelatbildnern umfasst.

5. Zusammensetzung nach einem der Ansprüche 1 bis 4, wobei die Zusammensetzung 50 ppm bis 500 ppm des
Stannat-Stabilisators; 40 ppm bis 500 ppm des phosphorhaltigen Stabilisators bzw. der Mischung von phosphor-
haltigen Stabilisatoren und 30 ppm bis 600 ppm des aromatischen Chelatbildners bzw. der Mischung von aroma-
tischen Chelatbildnern umfasst.

6. Zusammensetzung nach einem der Ansprüche 1 bis 5, wobei der phosphorhaltige Stabilisator bzw. die phosphor-
haltigen Stabilisatoren aus der Gruppe bestehend aus Pyrophosphat, Aminotri(methylenphosphonsäure),
Diethyltriaminpenta (methylenphosphonsäure), Hexamethylendiamintetra (methylenphosphonsäure),
Bishexamethylentriaminpentamethylenphosphonsäure und 1-Hydroxyethyliden-1,1-diphosphonsäure ausgewählt
sind und der aromatische Chelatbildner bzw. die aromatischen Chelatbildner aus der Gruppe bestehend aus Sali-
cylsäure, 6-Hydroxypicolinsäure und 8-Hydroxychinolin ausgewählt sind.

7. Zusammensetzung nach einem der Ansprüche 1 bis 6, wobei die Zusammensetzung zusätzlich 0,25 Gew.-% bis
25 Gew.-% eines Tensids oder einer Mischung von Tensiden umfasst.

8. Zusammensetzung nach einem der Ansprüche 1 bis 7, wobei die Zusammensetzung eine Viskosität von 10.000
cP bis 100.000 cP aufweist.

9. Zusammensetzung nach Anspruch 8, wobei es sich bei dem Verdickungsmittel um ein Polyacrylat-Verdickungsmittel
handelt.

10. Zusammensetzung nach einem der Ansprüche 1 bis 6, wobei die Zusammensetzung eine Viskosität von mehr als
500 cP bis 2000 cP aufweist.

11. Zusammensetzung nach einem der Ansprüche 1 bis 10, wobei die Zusammensetzung 0,05 Gew.-% bis 2,5 Gew.-
% des polymeren Verdickungsmittels und 2 Gew.-% bis 8 Gew.-% Wasserstoffperoxid umfasst.

Revendications

1. Composition comprenant :
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a) 2% en poids à 15% en poids de peroxyde d’hydrogène ;
b) de l’eau ;
c) 0,05% en poids à 5% en poids d’un agent épaississant polymère ou d’un mélange d’agents épaississants
polymères choisis parmi les homopolymères et copolymères de l’acide acrylique ; et
d) un système stabilisant comprenant :

i) 10 ppm à 1% d’un stabilisant stannate ;
ii) 10 ppm à 1% d’un stabilisant contenant du phosphore ou d’un mélange de stabilisants contenant du
phosphore choisis dans le groupe constitué par le pyrophosphate, les composés ayant la structure N
(CR1R2PO3H2)3, dans laquelle R1 et R2 sont chacun indépendamment l’hydrogène ou un groupe alkyle
de un à quatre atomes de carbone, l’acide diéthylènetriaminepenta (méthylènephosphonique), l’acide hexa-
méthylènediaminetétra (méthylènephosphonique), l’acide bis(hexaméthylène-triamine)penta(méthylène-
phosphonique) et les composés ayant la structure C(R3) (PO3H2)2OH, dans laquelle R3 est l’hydrogène
ou un groupe alkyle de un à quatre atomes de carbone ; et
iii) 10 ppm à 1% d’un agent chélateur aromatique ou d’un mélange d’agents chélateurs aromatiques choisis
dans le groupe constitué par l’acide salicylique, les acides salicyliques substitués, l’acide 6-hydroxypicoli-
nique, l’acide 6-hydroxypicolinique substitué, la 8-hydroxyquinoléine et les 8-hydroxyquinoléines
substituées ;

la composition ayant une viscosité supérieure à 500 cP.

2. Composition selon la revendication 1, la composition comprenant 15 ppm à 2 500 ppm du stabilisant stannate ; 15
ppm à 2 500 ppm du stabilisant contenant du phosphore ou du mélange de stabilisants contenant du phosphore ;
et 15 ppm à 2 500 ppm de l’agent chélateur aromatique ou du mélange d’agents chélateurs aromatiques.

3. Composition selon la revendication 1 ou 2, la composition ayant un pH de 3 à 7.

4. Composition selon l’une quelconque des revendications 1 à 3, la composition comprenant 20 ppm à 1 000 ppm du
stabilisant stannate ; 20 ppm à 1 000 ppm du stabilisant contenant du phosphore ou du mélange de stabilisants
contenant du phosphore ; et 20 ppm à 1 000 ppm de l’agent chélateur aromatique ou du mélange d’agents chélateurs
aromatiques.

5. Composition selon l’une quelconque des revendications 1 à 4, la composition comprenant 50 ppm à 500 ppm du
stabilisant stannate ; 40 ppm à 500 ppm du stabilisant contenant du phosphore ou du mélange de stabilisants
contenant du phosphore ; et 30 ppm à 600 ppm de l’agent chélateur aromatique ou du mélange d’agents chélateurs
aromatiques.

6. Composition selon l’une quelconque des revendications 1 à 5 dans laquelle le stabilisant ou les stabilisants contenant
du phosphore sont choisis dans le groupe constitué par le pyrophosphate, l’acide aminotri (méthylènephosphonique),
l’acide diéthylènetriaminepenta (méthylènephosphonique), l’acide hexaméthylènediaminetétra (méthylènephos-
phonique), l’acide bis(hexaméthylènetriamine)penta(méthylènephosphonique) et l’acide 1-hydroxyéthylidène-1,1-
diphosphonique ; et l’agent ou les agents chélateurs aromatiques sont choisis dans le groupe constitué par l’acide
salicylique, l’acide 6-hydroxypicolinique et la 8-hydroxyquinoléine.

7. Composition selon l’une quelconque des revendications 1 à 6, la composition comprenant de plus 0,25% en poids
à 25% en poids d’un tensioactif ou d’un mélange de tensioactifs.

8. Composition selon l’une quelconque des revendications 1 à 7, la composition ayant une viscosité de 10 000 cP à
100 000 cP.

9. Composition selon la revendication 8 dans laquelle l’agent épaississant est un agent épaississant polyacrylate.

10. Composition selon l’une quelconque des revendications 1 à 6, la composition ayant une viscosité de plus de 500
cP à 2 000 cP.

11. Composition selon l’une quelconque des revendications 1 à 10, la composition comprenant 0,05% en poids à 2,5%
en poids de l’agent épaississant polymère et 2% en poids à 8% en poids de peroxyde d’hydrogène.
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