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Description

[0001] This application is related to and claims priority
to Japanese Application No. 2004-366439 filed Decem-
ber 17, 2004 in the Japanese Patent Office.

1. Field of the Invention

[0002] The present invention relates to wireless base
stations, preferably wireless base stations used in a mo-
bile wireless communication system using a W-CDMA
(UMTS) communication protocol.

2. Description of the Related Art

[0003] Currently, HSDPA (High Speed Downlink
Packet Access) is being implemented as one data trans-
port scheme using wireless communication (see Non-
Patent Document 1). HSDPA is a scheme which allows
high-speed downlink packet transport, with a maximum
transfer rate of approximately 14 Mbps being considered
possible.
[0004] HSDPA is characterized in that it employs an
adaptive modulation and coding (AMC) scheme, switch-
ing for example between the QPSK modulation scheme
and 16-QAM scheme adaptively according to the wire-
less environment between the base station and mobile
station.
[0005] Furthermore, HSDPA employs an H-ARQ (Hy-
brid Automatic Repeat ReQuest) scheme. Under H-
ARQ, when a mobile station detects an error in data re-
ceived from a base station, the mobile station makes a
retransmission request to the base station in question.
The base station performs retransmission of data upon
receiving this retransmission request, and the mobile sta-
tion performs error correction decoding using both the
already received data and the retransmitted received da-
ta. In this way, H-ARQ reduces the number of retrans-
missions by effectively utilizing already received data,
even if it contains errors.
[0006] The main wireless channels used in HSDPA
include HS-SCCH (High Speed-Shared Control Chan-
nel), HS-PDSCH (High Speed-Physical Downlink
Shared Channel) and HS-DPCCH (High Speed-Dedicat-
ed Physical Control Channel). HS-SCCH and HS-PD-
SCH are both downlink (i.e. in the direction from the base
station to the mobile station) shared channels. HS-SCCH
is a control channel for transmitting various parameters
relating to the data transmitted on HS-PDSCH. The var-
ious parameters include, for example, modulation
scheme information indicating which modulation scheme
is to be used, the allocated spreading code number (code
number), information on the rate matching pattern ap-
plied before transmission, etc.
[0007] Furthermore, HS-DPCCH is an uplink (in the
direction from the mobile station to the base station) ded-
icated control channel, which is used by the mobile sta-
tion for instance for sending the result of reception for

data received from the base station via HS-PDSCH in
the form of an ACK signal or NACK signal, depending
respectively on whether the reception was or was not
successful. If the mobile station fails to receive data (if
the received data has a CRC error, etc.), a NACK signal
will be transmitted from the mobile station as a retrans-
mission request and the base station will accordingly per-
form retransmission control. Furthermore, if the wireless
base station cannot receive either an ACK or a NACK
signal (in the case of DTX), the fact that the mobile station
has sent neither an ACK nor a NACK signal can also be
a retransmission request for purposes of retransmission
control.
[0008] In addition, HS-DPCCH is used by a mobile sta-
tion to transmit, to a base station, reception quality infor-
mation, determined by the mobile station for signals re-
ceived from a base station, in the form of CQI (Channel
Quality Indicator) information (e.g., SIR). The base sta-
tion modifies the downlink transmission format based on
the received CQI information. In other words, if the CQI
information indicates that the downlink wireless environ-
ment is good, the base station would switch the trans-
mission format to a modulation scheme that allows higher
speed data transmission, while if the CQI information in-
dicates that the downlink wireless environment is not
good, the base station would switch the transmission for-
mat to a modulation scheme which transmits data at a
lower rate (i.e., the base station performs adaptive mod-
ulation).

•Channel structure

[0009] Next, the channel configuration of HSDPA will
be described.
[0010] Figure 1 is a drawing which illustrates the chan-
nel configuration of HSDPA.
[0011] Since W-CDMA employs a code division mul-
tiplexing scheme, the individual channels are separated
by code.
[0012] First, the channels which have not been ex-
plained will be briefly described. CPICH (Common Pilot
Channel) is a downlink common channel which is trans-
mitted to all mobile stations in a wireless zone (cell).
[0013] CPICH is a channel for transmitting a so-called
pilot signal, and is used by the mobile station for channel
estimation, cell search, and as timing reference for other
downlink physical channels in the same cell.
[0014] Next, the timing relationship of the channels will
be described using Figure 1.
[0015] As shown in the drawing, in each channel, one
frame (10 ms) consists of 3 3 5 = 15 slots (each slot
comprises a 2560 chip length). As described above,
CPICH is used as a reference for other channels, so the
head of the P-CCPCH and HS-SCCH frames is aligned
with the head of the CPICH frame. Here, the head of the
HS-PDSCH frame is delayed by 2 slots relative to HS-
SCCH, etc., which is to make it possible for the mobile
station to perform demodulation of HS-PDSCH with the
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modulation scheme corresponding to the received mod-
ulation type after receiving modulation type information
via HS-SCCH. Furthermore, HS-SCCH and HS-PDSCH
comprise sub-frames of 3 slots.
[0016] HS-DPCCH is an uplink channel, which con-
tains a slot (1 slot long) used by the mobile station for
transmitting an ACK/NACK signal, which is a response
for acknowledgement of reception, to the base station
approximately 7.5 slots after the HS-PDSCH reception.
[0017] Furthermore, HS-PDCCH is used for periodi-
cally transmitting CQI information as feedback for adap-
tive modulation control to the base station. Here, the
transmitted CQI information is for example calculated
based on the reception environment (e.g. the SIR deter-
mination result for CPICH) as determined in the period
from 4 slots until 1 slot before the CQI transmission.
[0018] Matters relating to HSDPA as discussed above
are disclosed for instance in 3G TS 25.212 (3rd Gener-
ation Partnership Project: Technical Specification; Group
Radio Access Network; Multiplexing and channel coding
(FDD)) V6.2.0 (June 2004).
[0019] According to the background art described
above, the wireless base station transmits CPICH on a
shared channel, and the mobile station transmits (part
A2) the CPICH reception quality (the CPICH reception
SIR) determined in a determination segment (part A1)
as a parameter (CQI) for adaptive modulation control.
The wireless base station then transmits (part A3) a
transmission alert for data to be transmitted based on
that parameter, and subsequently transmits (part A4) the
adaptively modulated data, and the mobile station trans-
mits (part A5) the reception result (ACK signal or NACK
signal) for this data.
[0020] This series of procedures starts with transmis-
sion of a signal which affects adaptive modulation control,
followed by transmission of data using adaptive modu-
lation control and then transmission of a reception result
for the transmitted data, thereby ensuring reliable exe-
cution of data transmission based on adaptive modula-
tion control.
[0021] However, there is the problem that an extremely
long time is needed from the transmission of A1 until A3
(A4) or A5 is transmitted (one data transmission cycle).
[0022] This problem will be explained here using Fig-
ure 2.
[0023] Figure 2 is a drawing serving to describe the
operation during handover, where this problem becomes
prominent.
[0024] It is assumed that the mobile station moves from
wireless zone 1 (cell 1) toward wireless zone 2 (cell 2),
and performs processing to effect changeover switch
from wireless zone 1 to 2 as it moves.
[0025] In the drawing, assuming that handover
processing was performed right between subframe 6 and
subframe 7, it can be seen that one data transmission
cycle will not be completed in the data area framed with
a dotted line in the drawing, causing data transmission
problems.

[0026] The reason for this is that the transmission of
the ACK signal indicating the reception result for the third
through fifth HS-SCCH sub-frames transmitted in cell 1
(and the corresponding HS-PDSCH sub-frames) is trans-
mitted to cells 2, so reception cannot be acknowledged
in cell 1.
[0027] Furthermore, HS-SCCH sub-frames 7 through
10 transmitted in cell 2 (and the corresponding HS-PD-
SCH sub-frames) will be associated with adaptive mod-
ulation control based on the CQI for CPICH transmitted
in cell 1, rather than adaptive modulation control accord-
ing to the reception environment.
[0028] Moreover, with regard to the sixth HS-SCCH
sub-frame (and the corresponding HS-PDSCH sub-
frame), the mobile station switches the transmission
source cell for reception of HS-PDSCH from 1 to 2 mid-
way in the corresponding HS-PDSCH sub-frame, leading
to an error and ultimately rendering useless the trans-
mission alert made by the sixth sub-frame.
[0029] Focusing on a single data transmission cycle,
if there is problematic data within that cycle, it could cause
the same sort of problems with regard to the correspond-
ing HS-SCCH, HS-PDSCH, CQI, and ACK signal as well.
[0030] As described above, since a single data trans-
mission cycle is long, it ends up containing problematic
data portions over a wide area before and after handover.
[0031] Furthermore, the problematic data portion may
have a high probability of being retransmitted or cause
interference with other wireless signals.
[0032] It is desirable to prevent the occurrence of prob-
lematic data portions during handover.
[0033] WO-A- 02/067606 discloses a wireless base
station according to the preamble of claim 1. This docu-
ment concerns a WCDMA system in which users close
to the base station are allocated a downlink shared chan-
nel (DSCH) in order to save channelization codes, and
users further from the base station are allocated a ded-
icated channel (DCH) in order to save transmission pow-
er. As users move through the system, their mobile sta-
tions are switched between DCH and DSCH states ac-
cording to conditions and measurements in the system,
such as signal threshold. Thus, the handover is a hando-
ver between dedicated and shared channels.
[0034] WO-A-03/059002 discloses the use of CQI data
in conjunction with handover of a mobile station. The mo-
bile station transmits CQI data of a first base station to
the first base station, "puncturing" the transmission of the
CQI with null channel quality data when it wishes to
handover to a second base station.
[0035] US-A-2002/0032030 discloses a mobile station
for GSM which performs a synchronized handover be-
tween base stations. After reception of a handover com-
mand message on a channel of a first base station, the
mobile station suspends an acknowledge mode, tunes
to the channel of a second base station, transmits four
handover access bursts and then initiates an acknowl-
edge mode, upon establishment of which it transmits a
handover complete message.
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[0036] According to the present invention, there is pro-
vided a wireless base station in a wireless communica-
tion system wherein mobile stations to be transmitted to
are selected in order from a plurality of transmission des-
tination candidate mobile stations and data transport to
the selected mobile stations is performed via a shared
channel, the wireless base station comprising:

a detection unit which detects a mobile station un-
dergoing handover; and
a control unit for controlling selection of a mobile sta-
tion detected by the detection unit;

characterised in that said control unit provides control
such that a mobile station detected by the detection unit
becomes less likely to be selected as described above
as compared to other mobile stations in a specific period
before the changeover timing of a transmission alert
channel, which alerts that data is to be transmitted via a
shared channel, in a specific period after said changeo-
ver timing or in both a specific period before and a specific
period after said changeover timing;
said handover being a handover between shared chan-
nels.
[0037] Preferably, the system has data transmission
cycles, in which a series of signals is transmitted between
the base station and the mobile station, including at least
a data signal transmitted from the base station to the
mobile station via the shared channel and one or more
control signals relating to the data signal of the cycle
concerned. Preferably, the control signal in each said
cycle is an alert signal, transmitted from the base station
to the mobile station, for alerting the mobile station that
data is to be transmitted thereto via said shared channel.
[0038] In one embodiment, the control unit is operable
to make the mobile station such less likely to be selected
if the alert signal would be transmitted in a specific pre-
handover time period ending at said handover timing.
[0039] In another embodiment, the control unit is op-
erable to make the mobile station such less likely to be
selected if the alert signal would be transmitted in a spe-
cific post-handover period commencing at said handover
timing.
[0040] Alternatively, the mobile station is made such
less likely to be selected if the alert signal would be trans-
mitted within a specific pre-handover time period ending
at said handover timing or a specific post-handover pe-
riod commencing at said handover timing.
[0041] According to embodiments of the present in-
vention, occurrence of problematic data portions during
handover may be prevented.
[0042] Reference will now be made, by way of exam-
ple, to the accompanying drawings, in which:

Fig. 1 is a diagram which illustrates the channel con-
figuration of HSDPA.
Fig. 2 is a diagram which illustrates the operation
during handover.

Fig. 3 is a diagram which illustrates a mobile com-
munication system according to an embodiment of
the present invention.
Fig. 4 is a diagram which illustrates a wireless base
station controller according to an embodiment of the
present invention.
Fig. 5 is a diagram which illustrates a wireless base
station (example 1) embodying the present inven-
tion.
Fig. 6 is a diagram which illustrates a wireless base
station (example 2) embodying the present inven-
tion.
Fig. 7 is a diagram which illustrates a mobile station
for use in the present invention.
Fig. 8 is a diagram which illustrates HS-SCCH trans-
mission scheduling during handover according to an
embodiment of the present invention.
Fig. 9 is a diagram which illustrates the transmission
of CQI during handover according to an embodiment
of the present invention.
Fig. 10 is a diagram which illustrates the transmis-
sion of ACK signals (NACK signals during handover
according to an embodiment of the present inven-
tion.

(a) Description of first embodiment

[0043] In this embodiment, mobile stations undergoing
handover are distinguished from other mobile stations,
and transmission of data via a shared channel to mobile
stations undergoing handover is avoided as much as
possible.
[0044] In other words, in a wireless communication
system wherein mobile stations to be transmitted to are
selected in order from a plurality of transmission desti-
nation candidate mobile stations and data transport to
the selected mobile station is performed via a shared
channel (such as HS-PDSCH), a detection unit which
detects a mobile station undergoing handover is provid-
ed, and control is provided such that a mobile station
detected by said detection unit becomes less likely to be
selected compared to other mobile stations (for example,
the mobile station is removed form the transmission des-
tination candidates when compiling the transmission
schedule).
[0045] This provides control oriented toward not trans-
mitting data via a shared channel to mobile stations
where the data is likely to cause problems because
handover is being performed.
[0046] Furthermore, since this makes it possible to
transmit data instead to other mobile stations via the
shared channel, the shared channel utilization rate is im-
proved.
[0047] Moreover, in cases where retransmission con-
trol is performed, the incidence of retransmission control
is reduced.
[0048] Below, this arrangement is described specifi-
cally using the previously described HSDPA as an ex-
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ample.
[0049] Embodiments of the invention are of course not
limited to HSDPA and can be applied to other wireless
communication systems which perform handover
processing as well. In such cases, as with HSDPA, it is
most preferable to apply embodiments of the invention
to systems which perform adaptive modulation control
(as well as retransmission control, etc.).

Configuration of mobile communication system

[0050] Figure 3 shows an example configuration of a
wireless communication system of the present invention.
While various types of mobile communication systems
are possible, here, the system is assumed to be an HSD-
PA-compatible mobile communication system based on
W-CDMA (UMTS), as described under background art.
[0051] In the drawing, 1 is a core network, 2 and 3 are
wireless base station controllers (RNC: Radio Network
Controller), 4 and 5 are multiplexer/demultiplexers, 61
through 65 are wireless base stations (BS: Base Station)
and 7 is a mobile station (UE: User Equipment).
[0052] Core network 1 is a network used for routing in
the wireless communication system. The core network
can comprise for instance an ATM switched network,
packet switched network, router network, etc.
[0053] Core network 1 is positioned as higher level de-
vices of wireless base stations 61 through 65 and is also
connected to other public networks (PSTN), etc., ena-
bling the mobile station 7 to communicate with stationary
telephones and the like as well.
[0054] The wireless base station controllers 2 and 3,
like the constituent devices of the core network, are po-
sitioned as higher-level devices of the wireless base sta-
tions 61 through 65, and are provided with a function of
controlling these wireless base stations 61 through 65
(management of wireless resources used, etc.). They are
furthermore provided with the function of performing con-
trol relating to handover processing, whereby communi-
cation with a mobile station 7 is switched over from com-
munication with a handover source wireless base station
to communication with a handover destination wireless
base station (the function possessed by the handover
processing function unit 13 described below).
[0055] Here, the concept of serving RNC (S-RNC) and
drift RNC (D-RNC) will be explained.
[0056] The wireless base station controller which ini-
tially manages the processing of outgoing and incoming
communications to and from the mobile station 7 is called
the serving RNC (RNC 2 in Figure 1).
[0057] If the mobile station 7 subsequently moves to-
ward the right while continuing communication, it will
move from the wireless area (cell) formed by wireless
base station 63, which is subordinate to serving RNC 2,
to the wireless area (cell) formed by wireless base station
64, which is subordinate to RNC 3.
[0058] At that time, since there is a need to perform
changeover of the wireless base station 6 handling the

wireless communication, so-called handover processing
(hard handover processing) is executed.
[0059] Namely, mobile station 7 switches from trans-
mitting data to wireless base station 63 to transmitting
data to wireless base station 64. Furthermore, the recep-
tion state wherein data was being received from wireless
base station 63 is switched to a reception state wherein
data is received from wireless base station 64 (the trans-
mission source for reception of data is changed over).
[0060] The wireless base station side likewise switch-
es the transmission state wherein data was being trans-
mitted from wireless base station 63 to mobile station 7
to a transmission state wherein data is transmitted from
wireless base station 64 to mobile station 7, and switches
the wireless base station receiving data from the mobile
station 7 from 63 to wireless base station 64.
[0061] At the same time, the RNC serving as the gate-
way for exchanging data involving mobile station 7 with
the core network side is assumed to be a single RNC
(serving RNC).
[0062] Therefore, RNC 3, which manages the hando-
ver destination wireless base station 64, forwards signals
received from the mobile station 7 to serving RNC 2 (the
signals may be forwarded via the core network 1, or if a
direct connection is provided between RNCs 2 and 3, the
signal may be forwarded via this direct connection, with-
out going through the core network 1).
[0063] Prior to the handover, RNC 2, which functions
as the serving RNC for mobile station 7, passes on data
received from mobile station 7 via a subordinate wireless
base station to the core network 1, and after the hando-
ver, RNC 2 passes on, to the core network 1, data re-
ceived from mobile station 7 and forwarded from RNC 3.
[0064] RNC 3 is referred to as the drift RNC in relation
to the serving RNC.
[0065] The same of course holds for signals transmit-
ted downstream (from the core network 1 side to the mo-
bile station 7). First, the signal is transmitted from the
core network 1 to the serving RNC 2; before the hando-
ver, the serving RNC 2 transmits data to mobile station
7 via a subordinate wireless base station, while after the
handover, serving RNC 2 forwards data to the drift RNC
3 and transmits data to the mobile station 7 via a wireless
base station 6 subordinate to the drift RNC 3.
[0066] RNCs 2 and 3 can be omitted by assigning the
functions of these RNCs to the wireless base stations 6
or core network 1. For example, the core network 1 could
be provided with a handover processing function and the
wireless base stations 6 could be given a wireless chan-
nel allocation control function and the like.
[0067] While the example described above involved
handover between wireless base stations subordinate to
different RNCs, handover is executed also between wire-
less base stations subordinate to the same RNC (e.g.,
between 61 through 63).
[0068] In this case, if the RNC is a serving RNC, data
from the mobile station 7 received by a subordinate wire-
less base station can be transmitted to the core network
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1 without forwarding to another RNC, and conversely,
data received from the core network 1 can be transmitted
to the mobile station 7 via a subordinate wireless base
station without forwarding to another RNC.
[0069] Furthermore, even with a single wireless base
station, in cases where a plurality of wireless areas (sec-
tors (cells)) is formed for instance by using a plurality of
antennas, handover can be performed between sectors
(cells).
[0070] Now then, multiplexers/demultiplexers 4 and 5
are provided between the RNC and wireless base sta-
tions and perform control to demultiplex signals ad-
dressed to each wireless base station received from RNC
2 and 3 and output them to the various wireless base
stations, as well as to multiplex signal from the wireless
base stations and pass them on to the corresponding
RNC.
[0071] Of course, these multiplexers/demultiplexers
can be omitted if the wireless base station controller is
connected directly to a plurality of wireless base stations.
[0072] Wireless base stations 61 through 63 perform
wireless communication with mobile station 7 with their
wireless resources being managed by RNC 2, and wire-
less base stations 64 and 65 perform wireless communi-
cation with mobile stations 7 with their wireless resources
being managed by RNC 3.
[0073] When the mobile station 7 is within the wireless
area (cell) of a wireless base station 6, it establishes a
wireless link to the wireless base station 6 and is able to
perform communication with other communication devic-
es via the core network 1, and if the mobile station 7
moves, it can continue the communication with the other
device by switching the wireless base station being com-
municated with by means of handover.
[0074] The above was an overview of the operation of
the mobile communication system of the first embodi-
ment illustrated in Figure 3. The configuration and oper-
ation of each node will be described in detail below.

Wireless base station controller 2 (3)

[0075] Figure 4 is a diagram illustrating a wireless base
station controller (RNC: Radio Network Controller).
[0076] In the diagram, 10 represents a first interface
unit for communication with a multiplexer/demultiplexer,
11 represents a control unit which controls the operation
of the various units, and 12 represents a second interface
unit for communication with the core network.
[0077] Preferably, an interface unit which performs
transport according to the ATM scheme can be adopted
for the first and second interface units. Of course, trans-
mission according to other schemes can be carried out
as well.
[0078] The control unit 11 controls the operations of
the various units and comprises a handover processing
function unit 13 which performs the processing relating
to the above-described handover (forwarding, wireless
channel allocation, etc.), and a higher layer processing

function unit 14 for a layer such as the RLC (Radio Link
Control) layer defined in the 3GPP mobile communica-
tion system.
[0079] Next, the operation involved in transmitting sig-
nals from the core network 1 to the multiplexer/demulti-
plexer 4 (5) will be described.
[0080] The controller 11 segments data (e.g. variable
length packet data), obtained by performing terminal
processing in the second interface unit 12 on data re-
ceived from the core network 1, into specific lengths, and
generates, for example, a plurality of RLC PDUs (Packed
Data Units).
[0081] In order to attach a serial number to each PDU,
the control unit 11 writes the serial number into the se-
quence number field of each RLC PDU. These sequence
numbers are used by the mobile station 7 to discover
missing PDU sequence numbers, and if a missing se-
quence number occurs, in order to perform retransmis-
sion control in the RLC layer, the PDU sequence number
which could not be correctly received is transmitted from
the mobile station, and upon receiving this sequence
number, the control unit 11 (higher layer processing func-
tion unit 14) retransmits the transmitted RLC PDU to the
mobile station 7 (a copy of the transmitted RLC PDUs is
stored in memory or the like).
[0082] Having generated the RLC PDU, the control
unit 11 gathers multiple RLC PDUs, generates a signal
with a format according to HS-PDSCH FP (frame proto-
col), and provides it to the first interface unit 10, from
where it is subjected to, e.g., ATM cellification, and then
transmitted to the multiplexer/demultiplexer 4 (5).

Wireless base stations 61 to 65

[0083] Figure 5 is a diagram illustrating a wireless base
station 6 (BS: Base Station).
[0084] In the drawing, 15 represents a first interface
unit which performs terminal processing of signals de-
multiplexed and transmitted from the multiplexer/demul-
tiplexer 4 (5) as signals addressed to the device in ques-
tion, while 16 represents a wireless transmission and re-
ception unit for transmitting wireless signals to and re-
ceiving wireless signals from the mobile station 7.
[0085] 17 represents a storage unit used for storing
transmitted data for retransmission in order to perform
retransmission control using the above-described H-
ARQ which is executed between the wireless base sta-
tion and mobile station 7, as well as for storing queued
data to be transmitted on the HS-PDSCH shared chan-
nel.
[0086] 18 represents a control unit which performs
control of the various units and comprises a downlink
signal generating unit 19, an uplink signal processing unit
20, a retransmission management unit 21, an adaptive
modulation management unit 22 and a detection unit 23.
[0087] Here, the downlink signal generating unit 19
generates data to be transmitted in the form of downlink
signals (the data of CPICH, HS-SCCH, HS-PDSCH,
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etc.), while the uplink signal processing unit 20 extracts
CQI information, ACK signals, NACK signals, and the
like from the uplink signal (HS-DPCCH) etc.
[0088] Furthermore, the retransmission management
unit 21 manages H-ARQ related retransmission control,
and the detection unit 23 detects mobile stations under-
going handover. For example, detection of mobile sta-
tions undergoing handover is performed by receiving no-
tification from the wireless base station controller 2 (3)
regarding the mobile station which is to undergo hando-
ver and the timing thereof (for example, timing A of Figure
2). Other detection techniques can of course be used as
well.
[0089] Next, the operation of processing the data re-
ceived from the multiplexer/demultiplexer 4 (5) will be
described.
[0090] First, the HS-PDSCH frames received via the
first interface unit 15 are input into the control unit 18.
[0091] Control unit 18 stores the MAC-d PDUs ad-
dressed to some mobile station, contained in the received
HS-PDSCH frame, in the storage unit 17.
[0092] Then, upon detecting that transmission of data
addressed to that mobile station via the shared channel
HS-PDSCH is possible, a plurality of MAC-d PDUs ad-
dressed to that mobile station are extracted sequentially
from the storage unit 17, an a MAC-hs PDU containing
a plurality of MAC-d PDUs is generated. The number of
MAC-d PDUs to be extracted is selected so that they fit
into the transport block size determined based on CQI
information and the like.
[0093] A MAC-hs PDU forms one transport block and
serves as the source of data transmitted via HS-PDSCH
to the mobile station 7.
[0094] A MAC-hs PDU contains a TSN (Transmission
Sequence Number), which is attached to each MAC-hs
PDU, so even if the HS-PDSCH transmission to the mo-
bile station 7 is performed over several processes, the
transport block can be rearranged according to this se-
quence number.
[0095] The MAC-hs PDU generated in the control unit
18 is stored in the storage unit 17 for purposes of H-ARQ
based retransmission control and is input into the down-
link signal generating unit 19, subjected to processing
such as error correction coding and error detection cod-
ing, formed into an HS-DPSCH sub-frame, and is given
to the wireless transmission and reception unit 16 togeth-
er with other signals, from where it is transmitted to the
mobile station 7 via HS-PDSCH.
[0096] However, before transmitting HS-PDSCH as
described above, a transmission alert is given to the mo-
bile station 7 via HS-SCCH.
[0097] In other words, before transmission of HS-PD-
SCH, control unit 18 provides the data to be transmitted
via HS-SCCH to the downlink signal generating unit 19,
and the downlink signal generating unit 19 generates an
HS-SCCH sub-frame based on the data provided and
provides it to the wireless transmission and reception unit
16.

[0098] Receiving the transmission alert on HS-SCCH,
the mobile station 7 which has received HS-PDSCH
transmits the HS-PDSCH reception result (ACK signal
or NACK signal) via HS-DPCCH.
[0099] The uplink signal processing unit 20 of the wire-
less base station 6 performs reception processing of the
uplink signal (HS-DPCCH, etc.) from the mobile station
7 and notifies the retransmission management unit 21 if
the reception result is detected to be a NACK signal.
[0100] Accordingly, the retransmission management
unit 21 reads the MAC-hs PDU for which transmission
failed from the storage unit 17, again provides it to the
downlink signal generating unit 19, and causes the wire-
less transmission and reception unit 16 to perform re-
transmission.
[0101] On the other hand, if the HS-PDSCH reception
result is detected by the uplink signal processing unit 20
to be an ACK signal, retransmission control is not nec-
essary, so in order to transmit the next new transport
block, the control unit 18 reads unread (not-transmitted)
(queued for transmission) MAC-d PDUs stored in the
storage unit 17, generates a new MAC-hs PDU, and pro-
vides it to the downlink signal generating unit 19 to per-
form control that causes the wireless transmission and
reception unit 16 to transmit.
[0102] The foregoing is the H-ARQ (retransmission
control) related operation of the wireless base station,
but as described above, under HSDPA, CQI information
is received periodically by the wireless base station 6
from the mobile station 7 in order perform adaptive mod-
ulation control.
[0103] CQI information is received by the uplink signal
processing unit 20, so the uplink signal processing unit
20 provides this CQI information to the adaptive modu-
lation management unit 22.
[0104] CQI information corresponds to the reception
quality (e.g. reception SIR) of a downlink signal (e.g.
CPICH) transmitted from the wireless base station 6 and
received by the mobile station 7.
[0105] For example, 30 types of CQI information 1
through 30 are prepared, the mobile station 7 selects and
transmits CQI information corresponding to the reception
quality, and the adaptive modulation management unit
22 designates the transmission format corresponding to
the CQI information received from the mobile station 7
to the wireless transmission and reception unit 16 and
downlink signal generating unit 19 to cause adaptive
modulation control to be performed according to that for-
mat.
[0106] Examples of transmission format include the
TBS (Transport Block Size) bit number, which indicates
the number of bits transmitted in one sub-frame; the code
number, which indicates the number of spreading codes
used for transmission; and modulation type, which indi-
cates the modulations scheme, such as QPSK or QAM.
[0107] Thus, by making the CQI bigger when the SIR
of CPICH is better (when the SIR is greater), and defining
the corresponding TBS bit number and spreading code
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number to be greater the greater the CQI, causes the
transport speed to be controlled such that it becomes
faster when the downlink reception quality is better (con-
versely, the worse the reception quality, the slower the
transport speed is controlled to be).
[0108] Since the mobile station 7 also needs to be no-
tified about these transmission formats, the adaptive
modulation management unit 22 provides transmission
format information to the downlink signal generating unit
19 as data for HS-SCCH which is transmitted as an alert
before the transmission of HS-PDSCH, which is trans-
mitted using adaptive modulation control, as described
above, and the transmission format information is trans-
mitted to the mobile station 7 via the wireless transmis-
sion and reception unit 16.
[0109] The foregoing was the basic configuration and
operation of the wireless base station 6, but as discussed
above, there are also cases where a single wireless base
station 6 forms a plurality of wireless areas (cells).
[0110] Figure 6 is a diagram illustrating the configura-
tion in the case where a singe wireless base station forms
a plurality of wireless areas.
[0111] The various components are basically the same
as in Figure 5, but multiple (in this case, three) wireless
transmission and reception units 16 and control units 18
are provided, one for each wireless area (cell); and data
received via the first interface unit 15 is mapped to the
corresponding control units 181 through 183; and each
of the control units 181 through 183 execute processing
(adaptive modulation control, retransmission control,
etc.) equivalent to that of the control unit 18 described
above for the wireless area that it serves.
[0112] It is also possible to use a shared storage unit
17 for all the control units. Mobile station 7
[0113] Next, the configuration and operation of the mo-
bile station will be described.
[0114] Figure 7 shows the configuration of mobile sta-
tion 7. In the figure, 30 represents a wireless transmission
and reception unit for performing wireless communica-
tion with the wireless transmission and reception unit 16
of the wireless base station 6, and 31 presents an input/
output unit which performs input of voice, data, and the
like, and output of received voice and data.
[0115] 32 represents a storage unit which stores var-
ious necessary data, and is used for temporarily storing
data which caused a reception error in order to implement
H-ARQ.
[0116] 33 represents a control unit which performs
control of the various units and comprises a CPICH
processing unit 34, HS-SCCH processing unit 35, HS-
PDSCH processing unit 36, HS-DPCCH processing unit
37, higher layer processing function unit 38, and detec-
tion unit 39.
[0117] The CPICH processing unit 34 performs recep-
tion processing of CPICH, which is transmitted continu-
ally from the wireless base station 6, in determination
sectors or the like, and provides the reception quality
(reception SIR) determination result to the HS-DPCCH

processing unit 37. Furthermore, the IQ plane phase in-
formation for the pilot signal obtained by reception
processing of CPICH is provided to the HS-SCCH
processing unit 35, HS-PDSCH processing unit 36 and
the like, enabling synchronization detection (channel
compensation).
[0118] While receiving HSDPA service, the mobile sta-
tion 7 periodically transmits CQI information as feedback
to the base station via HS-DPCCH for purposes of adap-
tive modulation control. Here, the CQI information trans-
mitted is for example CQI information corresponding to
the result determined in the period from three slots until
one slot before CQI transmission.
[0119] The correspondences between reception qual-
ity (reception SIR) and CQI information are stored in the
storage unit 32, making it possible to select the CQI in-
formation to be transmitted by selecting the CQI infor-
mation corresponding to the reception quality.
[0120] The HS-SCCH processing unit 35 performs re-
ception processing for each sub-frame of HS-SCCH,
which is transmitted from the wireless base station 6,
checking if there is a transmission alert that data is to be
transmitted to the station in question via HS-PDSCH.
[0121] Namely, the HS-SCCH processing unit 35 re-
ceives the first part of HS-SCCH, multiplies it by the sta-
tion-specific code allocated to the mobile station and then
decodes it, and detects if the transmission was ad-
dressed to the station in question based on the decoding
result (e.g. likelihood information).
[0122] Here, if it is detected that there was a transmis-
sion addressed to the station in question, reception
processing of the remaining second part is completed,
and reception error detection is performed based on the
error detection bits for the first and second parts as a
whole. If the HS-SCCH processing unit 35 detects an
error, the detection of the alert can be considered to have
been erroneous, and the following processing in the HS-
PDSCH processing unit 36 can be discontinued.
[0123] Having detected the presence of a transmission
alert addressed to the station in question, the HS-SCCH
processing unit 35 notifies the HS-PDSCH processing
unit 36 to receive the HS-PDSCH sub-frame two slots
ahead.
[0124] At the same time, notification of the code infor-
mation and modulation type information provided in part
1 of HS-SCCH from the wireless base station 6 is also
given.
[0125] As a result, the HS-PDSCH processing unit 36
can begin reception processing of HS-PDSCH, and
thereafter acquires other information required for recep-
tion processing which is contained in the remaining sec-
ond part to complete HS-PDSCH reception processing
(de-rate matching, error correction decoding, etc.) from
the HS-SCCH processing unit 35 and performs error de-
tection on the decoding result.
[0126] The HS-PDSCH processing unit 36 then noti-
fies the HS-DPCCH processing unit 37 regarding the
presence or absence of CRC error in the decoding result
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for HS-PDSCH. It furthermore performs reordering
based on the TSN contained in the MAC-hs PDU ob-
tained by decoding, and passes on the data after reor-
dering to the higher layer processing function unit 38.
[0127] The higher layer processing function unit 38 de-
termines if there is a missing sequence number in the
sequence numbers contained in the MAC-d PDUs, noti-
fies the wireless base station controller 2 (3) via a sepa-
rately provided dedicated channel regarding the detec-
tion of a missing sequence number, and executes re-
transmission control in the RLC layer. Received data ac-
quired in the sequence number order is successively out-
put from the input/output unit 31 in the corresponding
output format (voice output, image output, etc.).
[0128] The HS-DPCCH processing unit 37 selects the
parameter (the CQI parameter used for adaptive modu-
lation control in the wireless base station 6) correspond-
ing to the reception quality given by the CPICH process-
ing unit 34 based on the correspondences (CQI table)
stored in the storage unit 32, and transmits it to the wire-
less base station 6 via HS-DPCCH. Furthermore, the HS-
DPCCH processing unit 37 transmits a reception result
signal (ACK signal or NACK signal) via HS-DPCCH ac-
cording to the notification of presence or absence of error
from the HS-PDSCH processing unit 36.
[0129] In other words, the HS-DPCCH processing unit
37 provides and causes the wireless transmission and
reception unit 30 to transmit an ACK signal if there is no
error or a NACK signal if there is an error.
[0130] The detection unit 39 detects that handover is
being carried out. The fact that handover is being carried
out can be detected for instance by being notified by the
wireless base station controller 2 (3) of the fact that
handover should be initiated via wireless base station 6,
and of the initiation timing (e.g. timing A of Figure 2).
[0131] Therefore, each HS-SCCH sub-frame is
checked by the mobile station 7, and upon being notified
that data will be transmitted to the station in question via
HS-PDSCH, the mobile station receives the HS-PDSCH
sub-frame two slots ahead, demodulates and decodes
(turbo decodes) it to obtain a decoding result, determines
if reception was successfully based on CRC computation
using the CRC bits, and if reception was not successful,
the received data is stored in the storage unit 32, and a
NACK signal is transmitted to the wireless base station
6 via HS-DPCCH.
[0132] When retransmission is executed by the wire-
less base station 6, decoding (turbo decoding) is per-
formed after combining the data stored in the storage
unit 32 with the retransmitted data, and a CRC check is
conducted again on the decoded data.
[0133] If the CRC error indicates success, the HS-
DPCCH processing unit 37 performs control to cause an
ACK signal to be transmitted to the wireless base station
6 via HS-DPCCH.
[0134] Reordering is then performed based on the
TSNs contained in the MAC-hs PDU obtained by decod-
ing, and the MAC-d PDUs (RLC PDUs) contained in the

reordered transport block are passed on to the higher
layer processing function unit 38.
[0135] The higher layer processing function unit 38
performs reordering using the sequence numbers con-
tained in the RLC PDUs, and carries out detection of
missing sequence numbers and checking of the polling
bits.
[0136] Here, if a missing sequence number is detect-
ed, the RLC processing function unit of the mobile station
17 transmits the sequence number of the PDU that could
not be received properly via a separately established
dedicated physical channel (DPCH) to the wireless base
station controller 2 (3) for retransmission control in the
RLC layer.
[0137] The ACK signal and the sequence number of
the PDU that could not be correctly received are trans-
mitted under control by the higher layer processing func-
tion unit 38 of the mobile station 7 via the wireless base
station 6 and multiplexer/demultiplexer 4 (5) to the wire-
less base station controller 2 (3).
[0138] Upon receiving the sequence number of the
PDU that could not be correctly received from the higher
layer processing function unit 38, the control unit 11 of
the wireless base station controller 2 (3) uses retrans-
mission control processing to read the data (HS-PDSCH
frame) to be retransmitted from an unillustrated storage
unit and perform retransmission.
[0139] The foregoing was a description of the config-
uration and operation of the various devices. The oper-
ation during handover will be described in detail below.

Operation during handover

(A) HS-SCCH (HS-PDSCH) transmission scheduling

[0140] Figure 8 illustrates both the uplink and downlink
frame formats to explain the HS-SCCH (HS-PDSCH)
transmission scheduling for a mobile station undergoing
handover.
[0141] First, it is assumed that the mobile station 7 is
currently located in a wireless zone (cell) of one of the
wireless base stations 6 of Figure 3, and is receiving
HSDPA service. Here, it will be assumed that the mobile
station 7 is currently location in the wireless zone of wire-
less base station 61.
[0142] In this case, the mobile station 7 receives the
first datum (e.g. three slots of CPICH) transmitted from
the wireless base station 61 at the CPICH processing
unit 34 (see the solid black portion of CPICH in Figure
8), and transmits a second datum (e.g. CQI information)
generated based on the reception quality (e.g. reception
SIR) of the received first datum by means of the HS-
DPCCH processing unit 37 to the wireless base station
61 (see the CQI information transmitted one slot after
completion of reception of the solid black portion).
[0143] In response to this second datum, the wireless
base station 61 transmits a third datum (see e.g. the fifth
HS-SCCH sub-frame) and the corresponding HS-PD-
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SCH sub-frame, and the mobile station 7 transmits an
ACK signal (assuming no reception error) with a timing
that puts it in the ninth sub-frame, thereby completing
one cycle of data transport, but, as illustrated in Figure
2, if a handover occurs midway (e.g. between the sixth
sub-frame and the seventh sub-frame), a problematic
data portion will occur, including data contained in this
cycle (see the data surrounded by the dotted line frame
in Figure 2).
[0144] However, in this embodiment, a restriction on
the mobile stations to which transmission alerts are to
be transmitted to via HS-SCCH is imposed by the control
unit 18 of the wireless base stations 6. Namely, when a
mobile station undergoing handover is detected by the
detection unit 23 of a wireless base station 6, the control
unit 18 provides control such that transmission of data
via HS-PDSCH to that mobile station becomes less likely
compared to other mobile stations.
[0145] For example, as illustrated in Figure 8, control
may provided so that transmission of data via HS-PD-
SCH to a mobile station undergoing handover becomes
less likely in a specific period T1 before the changeover
timing A of the HS-SCCH channel, which is the transmis-
sion alert channel, due to handover, and/or the specific
period T2 after timing A.
[0146] Possible techniques for such control include for
example eliminating a mobile station undergoing hando-
ver from the transmission destination candidates during
these periods T1 and T2, reducing its priority in cases
where transmission destination mobile stations are se-
lected in order based on priority, and the like.
[0147] Such control can be performed once during a
period, or continuously throughout the period.
[0148] In this way, control is provided such that data
tends not to be transmitted via a shared channel to mobile
stations where problematic data is likely to arise due to
handover.
[0149] Furthermore, since this makes it possible to in-
stead transmit data via the shared channel to other mo-
bile stations, the shared channel utilization efficiency is
improved.
[0150] Moreover, in cases where retransmission con-
trol is performed, the incidence of retransmission control
is reduced.
[0151] The foregoing was an example of the control
performed on mobile stations 7 undergoing handover.
The following types of control can also be used.

Other example 1

[0152] In this example, the control unit 18 provides
control so as to make it difficult to perform transmission
alerts (data transmission) to mobile stations undergoing
handover for sub-frames F3 through F6, which are HS-
SCCH sub-frames transmitted before the alert channel
(HS-SCCH) changeover timing A, with the transmission
timing of the reception result (ACK signal or NACK signal)
for the data whereof transmission is alerted via HS-SCCH

being after the changeover timing A (see the third through
sixth HS-SCCH sub-frames in Figure 8).
[0153] This makes it possible to prevent useless trans-
mission of data to mobile stations for which the risk of
not being able to reliably acquire the reception result is
high due to channel changeover.

Other example 2

[0154] In this example, the control unit 18 provides
control so as to make it difficult to perform transmission
alerts (data transmission) to mobile stations undergoing
handover for sub-frames F7 through F10, which are HS-
SCCH sub-frames transmitted after the alert channel
(HS-SCCH) changeover timing A, with the transmission
of the parameters (e.g. CQI information) needed to per-
form the transmission alert via HS-SCCH being timed
before the changeover timing A (see the seventh through
tenth HS-SCCH sub-frames in Figure 8).
[0155] This makes it possible to prevent useless trans-
mission of data to mobile stations for which the risk of
not being able to reliably acquire the parameters need
for transmission alert is high due to channel changeover.

Other example 3

[0156] In this example, the control unit 18 provides
control so as to make it difficult to perform transmission
alerts (data transmission) to mobile stations undergoing
handover for sub-frame F6, which is an HS-SCCH sub-
frame transmitted before the alert channel (HS-SCCH)
changeover timing A, with the transmission of the data
(HS-PDSCH) whereof transmission is alerted by this sub-
frame verging on the changeover timing A (see the sixth
HS-SCCH sub-frame in Figure 8).
[0157] This makes it possible to prevent useless trans-
mission of data to mobile stations for which the risk of
not being able to reliably receive the data is high due to
channel changeover.

(b) Description of second embodiment

[0158] In this embodiment, transmission of reception
quality information before channel changeover is avoid-
ed as much as possible for mobile stations undergoing
handover.

Operation during handover (transmission of quality infor-
mation)

[0159] Figure 9 illustrates both the uplink and downlink
frame formats to explain the transmission of HS-DPCCH
(especially the CQI information which serves as quality
information) by a mobile station undergoing handover.
The assumptions are the same as in Figure 8.
[0160] In this embodiment, the control unit 33 of the
mobile station 7 imposed restrictions on the reception
quality information (e.g. CQI information) transmitted to
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the wireless base stations 6 during handover.
[0161] When the detection unit 39 of the mobile station
7 detects that handover is being performed, based on
notification from the wireless base station controller 2 or
the like, the control unit 33 provides control to impede
transmission of CQI information.
[0162] For example, as illustrated in Figure 9, the con-
trol unit 33 may provide control such that CQI information
is not transmitted for F0 through F6 (see CQI information
in sub-frames zero through six), for which the transmis-
sion timing is before the channel changeover timing A of
the transmission alert channel HS-SCCH due to hando-
ver, but the transmission timing of the HS-SCCH (HS-
PDSCH) sub-frames transmitted from the wireless base
station 6 based on the CQI information transmitted with
said transmission timing is after timing A.
[0163] Here, assuming that all of F0 through F6 are
not to be transmitted, providing control such that trans-
mission is not performed includes not transmitting at least
one of them.
[0164] Since CQI information which is not going to be
transmitted does not need to be generated, preferably,
in the corresponding determination segment, reception
of CPICH for specification of CQI information, or deter-
mination of reception quality, or the operation of selecting
CQI information corresponding to the reception quality
determination result based on data stored in the storage
unit 32 would not be performed.
[0165] This would make it possible to further reduce
power consumption.

(c) Description of third embodiment

[0166] In this embodiment, transmission of reception
result information after channel changeover is avoided
as much as possible for mobile stations undergoing
handover.

Operation during handover (transmission of reception re-
sult)

[0167] Figure 10 illustrates both the uplink and down-
link frame formats to explain the transmission of HS-
DPCCH (especially the ACK signals or NACK signals
which serve as the reception result) by a mobile station
undergoing handover. The assumptions are the same as
in Figure 8.
[0168] In this embodiment, the control unit 33 of the
mobile station 7 imposed restrictions on the reception
result information (e.g. ACK signals and NACK signals)
transmitted to the wireless base stations 6 during hando-
ver.
[0169] Namely, when the detection unit 39 of the mo-
bile station 7 detects that handover is being performed,
based on notification from the wireless base station con-
troller 2 or the like, the control unit 33 provides control to
impede transmission of reception result information.
[0170] For example, as illustrated in Figure 10, the con-

trol unit 33 may provide control such that reception result
information such as ACK (NACK) is not transmitted for
F7 through F13 (see the ACK signal in sub-frames 7
through 13), for which the transmission timing is after the
channel changeover timing A of the transmission alert
channel HS-SCCH due to handover, but where the trans-
mission of parameters (CQI information) used in trans-
mitting the HS-SCCH (or HS-PDSCH) sub-frames relat-
ing to the reception result indicated by the reception result
information transmitted with said timing occurs before
timing A.
[0171] Here, assuming that all of F7 through F 13 are
not to be transmitted, providing control such that trans-
mission is not performed includes not transmitting at least
one of them.
[0172] Since ACK signals (NACK signals) which are
not going to be transmitted do not need to be generated,
preferably, the operations of receiving the corresponding
HS-SCCH and HS-PDSCH, transmitting the correspond-
ing CQI, and determining the reception quality of the cor-
responding CPICH would not be performed.
[0173] This would make it possible to further reduce
power consumption.
[0174] The control unit 33 can also provide control so
as not to transmit the CQI information to be transmitted
next after F6 in Figure 9 or the ACK (NACK) signal to be
transmitted next after F13 in Figure 10.
[0175] This is because the wireless zone for which re-
ception quality is to be determined (cell 1) and the wire-
less zone to which the reception quality is transmitted
(cell 2) may be different, and because the wireless zone
in which the alert channel (HS-SCCH) is transmitted (cell
1) and the wireless zone in which the reception result
(ACK signal, etc.) is transmitted (cell 2) may be different.
[0176] Although specific embodiments of the present
invention have been described, it will be understood by
those of skill in the art that there are other embodiments
that are equivalent to the described embodiments. Ac-
cordingly, it is to be understood that the invention is not
to be limited by the specific illustrated embodiments, but
only by the scope of the appended claims.
[0177] Embodiments of the present invention may be
implemented in hardware, or as software modules run-
ning on one or more processors, or on a combination
thereof. The invention may also be embodied as one or
more device or apparatus programs (computer programs
and computer program products) for carrying out part or
all of any of the methods described herein. Such com-
puter programs embodying the present invention may be
stored on computer-readable media, or could, for exam-
ple, be in the form of one or more signals. Such signals
may be data signals downloadable from an Internet web-
site, or provided on a carrier signal, or in any other form.

Claims

1. A wireless base station (6) in a wireless communi-
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cation system wherein mobile stations (7) to be
transmitted to are selected in order from a plurality
of transmission destination candidate mobile sta-
tions and data transport to the selected mobile sta-
tions is performed via a shared channel, HS-PD-
SCH, the wireless base station (6) comprising:

a detection unit (23) which detects a mobile sta-
tion undergoing handover; and
a control unit (18) for controlling selection of a
mobile station detected by the detection unit
(23); characterised in that said control unit (18)
provides control such that a mobile station de-
tected by the detection unit becomes less likely
to be selected as described above as compared
to other mobile stations in a specific period be-
fore the changeover timing of a transmission
alert signal, which alerts that data is to be trans-
mitted in a shared channel, HS-PDSCH, in a
specific period after said changeover timing or
in both a specific period before and a specific
period after said changeover timing;
said handover being a handover between
shared channel, HS-PDSCH.

2. A wireless base station as claimed in claim 1, the
system having data transmission cycles, in which a
series of signals is transmitted between the base
station (6) and the mobile station (7), said series of
signals including at least a data signal transmitted
from the base station to the mobile station via the
shared channel, HS-PDSCH, and control signals
(CQI, HS-SCCH, ACK) including said alert signal
and relating to the data signal of the cycle concerned.

3. A wireless base station as claimed in claim 2, where-
in said control signals include an alert signal, trans-
mitted from the base station (6) to the mobile station
(7), for alerting the mobile station that data is to be
transmitted thereto via said shared channel.

4. A wireless base station as claimed in claim 3, where-
in said control unit (18) is operable to make the mo-
bile station (7) less likely to be selected if the alert
signal in one of said cycles would be transmitted in
a specific pre-handover time period (T1) ending at
said handover timing (A).

5. A wireless base station as claimed in claim 3, where-
in said control unit (18) is operable to make the mo-
bile station (7) less likely to be selected if the alert
signal in one of said cycles would be transmitted in
a specific post-handover period (T2) commencing at
said handover timing (A).

6. A wireless base station as claimed in claim 3, where-
in said control unit (18) is operable to make the mo-
bile station (7) such less likely to be selected if the

alert signal in one of said cycles would be transmitted
in a specific pre-handover time period (T1) ending
at said handover timing (A) or in a specific post-
handover period (T2) commencing at said handover
timing.

7. A wireless base station as claimed in any one of
claims 3 to 6, wherein the control signals further in-
clude a reception-result signal (ACK) transmitted
from the mobile station (7) to the base station (6) to
indicate a reception result for the data signal of the
cycle concerned, and the control unit (18) is opera-
ble, when the detection unit (23) detects a mobile
station for which handover processing is to be per-
formed, to make the mobile station concerned less
likely to be selected if, in one of said cycles of the
mobile station concerned, said alert signal would be
transmitted before said handover timing and said re-
ception signal would be transmitted after said hando-
ver timing.

8. A wireless base station as claimed in any one of
claims 3 to 6, wherein the control signals further in-
clude an uplink signal (CQI) transmitted from the mo-
bile station (7) to the base station (6) prior to the
transmission of the alert signal of the cycle con-
cerned, the uplink signal (CQI) being needed to
transmit the alert signal, and the control unit (18) is
operable, when the detection unit (23) detects a mo-
bile station for which handover processing is to be
performed, to make the mobile station concerned
less likely to be selected if, in one of said cycles of
the mobile station concerned, the alert signal would
be transmitted after said handover timing and said
uplink signal (CQI) would be transmitted before said
handover timing.

9. A wireless base station as claimed in claim 8, where-
in said data signal is subject to adaptive modulation
control and said uplink signal is used to provide in-
formation for use by the wireless base station (6) to
carry out said adaptive modulation control.

10. A wireless base station as claimed in any of claims
3 to 9, wherein said control unit (18) is operable to
make a mobile station less likely to be selected with-
out removing it from the plurality of transmission des-
tination candidate mobile stations.

11. A wireless base station as claimed in claim 10, fur-
ther operable to assign each mobile station (7) of the
plurality of transmission destination candidate mo-
bile stations a priority, the mobile stations to be trans-
mitted to being selected in accordance with their re-
spective assigned priorities, and said control unit
(18) is operable to make a mobile station less likely
to be selected by lowering its assigned priority.
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Patentansprüche

1. Drahtlose Basisstation (6) in einem drahtlosen Kom-
munikationssystem, worin Mobilstationen (7), an die
zu senden ist, in einer Ordnung von einer Vielzahl
von Sendezielkandidaten-Mobilstationen selektiert
werden und der Datentransport an die selektierten
Mobilstationen über einen Gemeinschattskanal HS-
PDSCH ausgeführt wird, welche drahtlose Basissta-
tion (6) umfasst:

eine Detektionscinheit (23), die eine Mobilstati-
on detektiert, die einem Handover unterliegt;
und
eine Steuereinheit (18) zum Steuern der Selek-
tion einer Mobilstation, die durch die Detektions-
einheit (23) detektiert wurde; dadurch gekenn-
zeichnet, dass die Steuereinheit (18) solch ei-
ne Steuerung vorsieht, dass eine durch die De-
tektionseinheit delektierte Mobilstation mit ge-
ringerer Wahrscheinlichkeit im Vergleich zu an-
deren Mobilstationen in einer spezifischen Pe-
riode vor der Wechselzeitlage eines Sende-
warnsignals, das warnt, dass Daten in einem
Gemeinschaftskanal HS-PDSCH zu senden
sind, in einer spezifischen Periode nach der ge-
nannten Wechselzeitlage oder sowohl in einer
spezifischen Periode vor als auch in einer spe-
zifischen Periode nach der genannten Wechsel-
zeitlage wie oben beschrieben selektiert wird;
wobei der Handover ein Handover zwischen
Gemeinschaftskanälen HS-PDSCH ist.

2. Drahtlose Basisstation nach Anspruch 1, wobei das
System Datensendezyklen hat, in denen eine Reihe
von Signalen zwischen der Basisstation (6) und der
Mobilstation (7) gesendet wird, welche Reihe von
Signalen wenigstens ein Datensignal enthält, das
von der Basisstation über den Gemeinschaftskanal
HS-PDSCH an die Mobilstation gesendet wird, und
Steuersignale (CQI, HS-SCCH, ACK), die das Warn-
signal enthalten und sich auf das Datensignal des
betreffenden Zyklus beziehen.

3. Drahtlose Basisstation nach Anspruch 2, bei der die
Steuersignale ein Warnsignal enthalten, das von der
Basisstation (6) an die Mobilstation (7) gesendet
wird, zum Warnen der Mobilstation, dass Daten über
den Gemeinschaftskanal an sie zu senden sind.

4. Drahtlose Basisstation nach Anspruch 3, bei der die
Steuereinheit (18) betriebsfähig ist, um die Mobilsta-
tion (7) mit geringerer Wahrscheinlichkeit selektie-
ren zu lassen, falls das Warnsignal in einem der Zy-
klen in einer spezifischen Vor-Handover-Zeitperiode
(T1) gesendet werden wurde, die mit der Handover-
Zeitlage (A) endet.

5. Drahtlose Basisstation nach Anspruch 3, bei der die
Steuereinheit (18) betriebsfähig ist, um die Mobilsta-
tion (7) mit geringerer Wahrscheinlichkeit selektie-
ren zu lassen, falls das Warnsignal in einem der Zy-
klen in einer spezifischen Nach-Handover-Periode
(T2) gesendet werden würde, die mit der Handover-
Zeitlage (A) beginnt.

6. Drahtlose Basisstation nach Anspruch 3, bei der die
Steuereinheit (18) betriebsfähig ist, um die Mobilsta-
tion (7) mit geringerer Wahrscheinlichkeit selektie-
ren zu lassen, falls das Warnsignal in einem der Zy-
klen in einer spezifischen Vor-Handover-Zeitperiode
(T1) gespendet werden würde, die mit der Hando-
ver-Zeitlage (A) endet, oder in einer spezifischen
Nach-Handover-Periode (T2), die mit der Handover-
Zeitlage beginnt.

7. Drahtlose Basisstation nach einem der Ansprüche
3 bis 6, bei der die Steuersignale ferner ein Emp-
fangsregultatssignal (ACK) enthalten, das von der
Mobilstation (7) an die Basisstation (6) gesendet
wird, um ein Empfangsresultat für das Datensignal
des betreffenden Zyklus anzugeben, und die Steu-
ereinheit (18) betriebsfähig ist, wenn die Detektions-
einheit (23) eine Mobilstation detektiert, für die eine
Handover-Verarbeitung auszuführen ist, um die be-
treffende Mobilstation mit geringerer Wahrschein-
lichkeit selektieren zu lassen, falls in einem der Zy-
klen der betreffenden Mobilstation das Warnsignal
vor der Handover-Zeitlage gesendet werden würde
und das Empfangssignal nach der Handover-Zeitla-
ge gesendet werden würde.

8. Drahtlose Basisstation nach einem der Ansprüche
3 bis 6, bei der die Steuersignale ferner ein Uplink-
Signal (CQI) enthalten, das von der Mobilstation (7)
an die Basisstation (6) vor dem Senden des Warn-
signals des betreffenden Zyklus gesendet wird, wel-
ches Hplink-Signal (CQI) benötigt wird, um das
Warnsignal zu senden, und die Steuereinheit (18)
betriebsfähig ist, wenn die Detektionseinheit (23) ei-
ne Mobilstation detektiert, für die eine Handover-
Verarbeitung auszuführen ist, um die betreffende
Mobilstation mit geringerer Wahrscheinlichkeit se-
lektieren zu lassen, falls in einem der Zyklen der be-
treffenden Mobilstation das Warnsignal nach der
Handover-Zeitlage gesendet werden würde und das
Uplink-Signal (CQI) vor der Handover-Zeitlage ge-
sendet werden würde.

9. Drahtlose Basisstation nach Anspruch 8, bei der das
Datensignal einer adaptiven Modulationssteuerung
ausgesetzt ist und das Uplink-Signal verwendet
wird, um Informationen zur Verwendung durch die
drahtlose Basisstation (6) zum Ausführen der adap-
tiven Modulationsssteuerung vorzusehen.
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10. Drahtlose Basisstation nach einem der Ansprüche
3 bis 9, bei der die Steuereinheit (18) betriebsfähig
ist, um eine Mobilstation mit geringerer Wahrschein-
lichkeit selektieren zu lassen, ohne sie aus der Viel-
zahl von Sendezielkandidaten-Mobilstationen zu
entfernen.

11. Drahtlose Basisstation nach Anspruch 10, die ferner
betriebsfähig ist, mm jeder Mobilstation (7) der Viel-
zahl von Sendezielkandidaten-Mobilstationen eine
Priorität zuzuweisen, welche mobilstationen, an die
zu senden ist, gemäß ihren jeweiligen zugewiese-
nen Prioritäten selektiert werden, und bei der die
Steuereinheit (18) betriebsfähig ist, um eine Mobil-
station mit geringerer Mahrscheinlichkeit selektier-
ten zu lassen, indem ihre zugewiesene Priorität ver-
ringert wird.

Revendications

1. Station de base sans fil (6) dans un système de com-
munication sans fil dans lequel des stations mobiles
(7) devant faire l’objet d’une transmission sont sé-
lectionnées dans l’ordre parmi une pluralité de sta-
tions mobiles candidates de destination de transmis-
sion et un transport de données vers les stations
mobiles sélectionnées est effectué via un canal par-
tagé, HS-PDSCH, la station de base sans fil (6) com-
prenant:

une unité de détection (23) qui détecte une sta-
tion mobile subissant un transfert ; et
une unité de contrôle (18) pour contrôler la sé-
lection d’une station mobile détectée par l’unité
de détection (23) ; caractérisée en ce que la-
dite unité de contrôle (18) fournit un contrôle de
sorte qu’une station mobile détectée par l’unité
de détection devienne moins susceptible d’être
sélectionnée comme décrit ci-dessus comparé
à d’autres stations mobiles dans une période
spécifique avant le positionnement temporel de
changement d’un signal d’alerte de transmis-
sion, qui alerte que des données doivent être
transmises dans un canal partagé, HS-PDSCH,
dans une période spécifique après ledit posi-
tionnement temporel de changement ou à la fois
dans une période spécifique avant et une pério-
de spécifique après ledit positionnement tem-
porel de changement;
ledit transfert étant un transfert entre des canaux
partagés, HS-PDSCH.

2. Station de base sans fil selon la revendication 1, le
système ayant des cycles de transmission de don-
nées, dans lesquels une série de signaux est trans-
mise entre la station de base (6) et la station mobile
(7), ladite série de signaux incluant au moins un si-

gnal de données transmis de la station de base à la
station mobile via le canal partagé, HS-PDSCH, et
des signaux de contrôle (CQI, HS-SCCH, ACK) in-
cluant ledit signal d’alerte et relatifs au signal de don-
nées du cycle concerné.

3. Station de base sans fil selon la revendication 2,
dans laquelle lesdits signaux de contrôle incluent un
signal d’alerte transmis de la station de base (6) à
la station mobile (7), pour alerter la station mobile
que des données doivent être transmises à celle-ci
via ledit canal partagé.

4. Station de base sans fil selon la revendication 3,
dans laquelle ladite unité de contrôle (18) est exploi-
table pour rendre la station mobile (7) moins sus-
ceptible d’être sélectionnée si le signal d’alerte dans
un desdits cycles était transmis dans une période
de temps de pré-transfert spécifique (T1) se termi-
nant audit positionnement temporel de transfert (A).

5. Station de base sans fil selon la revendication 3,
dans laquelle ladite unité de contrôle (18) est exploi-
table pour rendre la station mobile (7) moins sus-
ceptible d’être sélectionnée si le signal d’alerte dans
un desdits cycles était transmis dans une période
de post-transfert spécifique (T2) commençant audit
positionnement temporel de transfert (A).

6. Station de base sans fil selon la revendication 3,
dans laquelle ladite unité de contrôle (18) est exploi-
table pour rendre la station mobile (7) moins sus-
ceptible d’être sélectionnée si le signal d’alerte dans
un desdits cycles était transmis dans une période
de temps de pré-transfert spécifique (T1) se termi-
nant audit positionnement temporel de transfert (A)
ou dans une période de post-transfert spécifique
(T2) commençant audit positionnement temporel de
transfert.

7. Station de base sans fil selon l’une quelconque des
revendications 3 à 6, dans laquelle les signaux de
contrôle incluent en outre un signal de résultat de
réception (ACK) transmis de la station mobile (7) à
la station de base (6) pour indiquer un résultat de
réception pour le signal de données du cycle con-
cerné, et l’unité de contrôle (18) est exploitable, lors-
que l’unité de détection (23) détecte une station mo-
bile pour laquelle un traitement de transfert doit être
effectué, pour rendre la station mobile concernée
moins susceptible d’être sélectionnée si, dans un
desdits cycles de la station mobile concernée, ledit
signal d’alerte était transmis avant ledit positionne-
ment temporel de transfert et ledit signal de réception
était transmis après ledit positionnement temporel
de transfert.

8. Station de base sans fil selon l’une quelconque des
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revendications 3 à 6, dans laquelle les signaux de
contrôle incluent en outre un signal de liaison mon-
tante (CQI) transmis de la station mobile (7) à la
station de base (6) avant la transmission du signal
d’alerte du cycle concerné, le signal de liaison mon-
tante (CQI) étant nécessaire pour transmettre le si-
gnal d’alerte, et l’unité de contrôle (18) est exploita-
ble, lorsque l’unité de détection (23) détecte une sta-
tion mobile pour laquelle un traitement de transfert
doit être effectué, pour rendre la station mobile con-
cernée moins susceptible d’être sélectionnée si,
dans un desdits cycles de la station mobile concer-
née, le signal d’alerte était transmis après ledit po-
sitionnement temporel de transfert et ledit signal de
liaison montante (CQI) était transmis avant ledit po-
sitionnement temporel de transfert.

9. Station de base sans fil selon la revendication 8,
dans laquelle ledit signal de données est soumis à
un contrôle de modulation adaptatif et ledit signal de
liaison montante est utilisé pour fournir des informa-
tions destinées à être utilisées par la station de base
sans fil (6) pour effectuer ledit contrôle de modulation
adaptatif.

10. Station de base sans fil selon l’une quelconque des
revendications 3 à 9, dans laquelle ladite unité de
contrôle (18) est exploitable pour rendre une station
mobile moins susceptible d’être sélectionnée sans
l’enlever de la pluralité de stations mobiles candida-
tes de destination de transmission.

11. Station de base sans fil selon la revendication 10,
en outre exploitable pour attribuer une priorité à cha-
que station mobile (7) de la pluralité de stations mo-
biles candidates de destination de transmission, les
stations mobiles devant faire l’objet d’une transmis-
sion étant sélectionnées conformément à leur prio-
rité attribuée respective, et ladite unité de contrôle
(18) est exploitable pour rendre une station mobile
moins susceptible d’être sélectionnée en abaissant
sa priorité attribuée.
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