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Description

CROSS PREFERENCE TO RELATED APPLICA-
TIONS

[0001] This application claims priority from U.S. Provi-
sional Patent Application Serial No. 60/618,137, entitled
"Safety Medical Syringe With Retractable Needle", and
filed October 14, 2004, U.S. Provisional Patent Applica-
tion Serial No. 60/626,916, entitled "Safety Medical Sy-
ringe With Retractable Needle", and filed November 12,
2004, and U.S. Provisional Patent Application Serial No.
60/657,700, entitled "Safety Medical Syringe With Re-
tractable Needle", and filed March 3, 2005.

BACKGROUND OF THE INVENTION

Field of the Invention

[0002] The present invention pertains to safety medi-
cal syringes and, in particular, to syringes including a
needle that retracts and is limited to a single use.

Description of the Related Art

[0003] Retractable syringes have become extremely
increasingly important and desirable for use in hospitals
and medical facilities for a number of reasons. In partic-
ular, retractable syringes are typically limited to a single
use, where the hypodermic needle of the syringe is with-
drawn into the syringe after aspiration and injection of a
fluid, thus preventing multiple uses of the syringe and the
potential transmission of human immunodeficiency virus
(HIV) as well as other diseases from patient-to-patient.
The retraction of the needle within the syringe after use
also shields the needle and prevents inadvertent needle
jabs or pricks from occurring to patients and health care
providers.
[0004] A variety of different retractable syringe devices
have been designed to effectively withdraw the needle
within the syringe after use. However, the challenge ex-
ists to design a retractable syringe that is limited to a
single use yet is simplistic in design and assembly, such
that the syringe can be produced on a large production
scale while minimizing manufacturing costs.
[0005] With respect to the prior art attention is drawn
to U.S. patent 5,053,010 from which a safety syringe with
retractable needle is known which allows retraction of
the needle into a hollow plunger by additional forward
pressure on the plunger after the fluid is driven from the
syringe. The syringe includes a hollow plunger inserted
into one end of a cylindrical barrel and a hollow needle
attached to the other end of the barrel. Biasing means is
attached to the barrel for biasing the needle toward the
hollow plunger, and means is provided for releasing the
needle into the hollow plunger by applying additional for-
ward pressure upon the plunger after the plunger is fully
extended into the barrel.

[0006] Further, from U.S. patent 5,180,370 a syringe
for giving medical injections is known which has an in-
ternal mechanism for retracting the needle into the sy-
ringe after the injection has been given and locking the
needle and plunger inside the barrel of the syringe to
reduce the risk of accidental needle pricks. In one em-
bodiment the needle is propelled by a compressed spring
into a hollow chamber within the plunger.
[0007] Finally, from WO 01/62320 a single use syringe
is known which has a needle which is biased back into
the barrel but which is prevented from doing so by a hold-
ing means which has an outer part and an inner part
which are connected together by a frangible portion. The
needle is held by the inner part. When the plunger is
pushed towards the front of the barrel, it contacts the
outer part and pushes it forwardly which stretches the
frangible portion until it bursts. When the frangible portion
breaks, the inner portion containing the needle is re-
leased and can shoot back into a hollow portion in the
plunger through a frangible portion of the plunger head.

SUMMARY OF THE INVENTION

[0008] The present invention relates to a syringe as
defined in independent claim 1. Further, the present in-
vention relates to a method of utilizing a syringe as de-
fined in independent claim 21.
[0009] Preferred embodiments of the invention are dis-
closed in the dependent claims.
[0010] An object of the present invention is to provide
a retractable syringe that is simple to use and is non-
reusable.
[0011] Another object of the present invention is to pro-
vide a retractable syringe that is simple in design and
inexpensive to manufacture.
[0012] The aforesaid objects are achieved individually
and in combination, and it is not intended that the present
invention be construed as requiring two or more of the
objects to be combined unless expressly required by the
claims attached hereto.
[0013] In accordance with the present invention, a sy-
ringe comprises a hollow barrel including an opening at
a proximal end of the barrel, an opening at a distal end
of the barrel and a fluid chamber disposed within the bar-
rel, and a hollow plunger extending into the barrel via the
proximal end opening and axially movable within the bar-
rel toward and away from the distal end opening, where
the plunger includes an end wall that is releasably se-
cured to the plunger at an opening disposed at a distal
end of the plunger and is moved from the plunger distal
end opening during use of the syringe to facilitate access
to a retraction cavity disposed within the plunger. The
syringe further includes a needle assembly secured with-
in and at a distal end of the barrel. The needle assembly
includes a needle holder, a resilient member that biases
the needle holder toward the proximal end opening of
the barrel, and a retaining member releasably secured
to the needle holder via a reduced material section, where
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the needle holder includes a connector to secure a needle
to the needle holder so as to permit the needle to extend
through the distal end opening of the barrel.
[0014] The retaining member maintains the needle
holder at the distal end of the barrel against the bias of
the resilient member and, when the plunger is fully de-
pressed within the barrel, the plunger is configured to
engage the needle holder such that the end wall of the
plunger is forced within the plunger and the retaining
member is forced to break away and separate from the
needle holder along the reduced material section to fa-
cilitate retraction of the end wall, the needle holder and
a needle secured to the needle holder into the retraction
cavity.
[0015] In an exemplary embodiment, the plunger end
wall comprises a plug that frictionally engages with the
plunger at the plunger distal end opening and, upon de-
pression of the plunger toward the barrel distal end, the
plug is configured to engage with the needle holder to
dislodge the plug from the plunger and facilitate retraction
of the plug, needle holder and needle secured to the nee-
dle holder into the retraction cavity.
[0016] The above and still further objects, features and
advantages of the present invention will become appar-
ent upon consideration of the following detailed descrip-
tion of a specific embodiment thereof, particularly when
taken in conjunction with the accompanying drawings
wherein like reference numerals in the various figures
are utilized to designate like components.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017]

Fig. 1 is a side view in cross-section of a syringe in
accordance with an embodiment of the present in-
vention, where the needle extends from the syringe
barrel and the syringe is ready for use.
Figs. 2-5 are partial side views in cross-section of
the syringe of Fig. 1 detailing interaction of the distal
end of the plunger and the proximal end of the needle
assembly at varying stages of depression of the
plunger to facilitate retraction of the needle assembly
into the syringe in accordance with the present in-
vention.
Fig. 6 is a side view in cross-section of the syringe
of Fig. 1 with the needle fully retracted into the sy-
ringe after use.
Figs. 7-10 are partial side views in cross-section of
an alternative embodiment of a syringe in accord-
ance with the present invention, where the figures
detail interaction of the distal end of the plunger and
the proximal end of the needle assembly at varying
stages of depression of the plunger to facilitate re-
traction of the needle assembly into the syringe.
Fig. 11 is a partial side view in cross-section of an-
other alternative embodiment of a syringe in accord-
ance with the present invention.

Figs. 12 and 13 are partial views in cross-section of
plungers for alternative syringe embodiments in ac-
cordance with the present invention.
Fig. 14 is a side view in cross-section of a syringe in
accordance with a further embodiment of the present
invention, where the needle extends from the syringe
barrel and the syringe is ready for use.
Fig. 15 is a partial view in perspective and partial
section of the syringe of Fig. 14 including a proximal
end portion of the syringe barrel.
Fig. 16 is an exploded view in perspective of a portion
of the syringe of Fig. 14 including the needle assem-
bly and a distal end portion of the syringe barrel with
a section removed to reveal the barrel interior.
Figs. 17-20 are partial side views in cross-section of
the syringe of Fig. 14 detailing interaction of the distal
end of the plunger and the proximal end of the needle
assembly at varying stages of depression of the
plunger to facilitate retraction of the needle assembly
into the syringe in accordance with the present in-
vention.
Fig. 21 is a side view in cross-section of the syringe
of Fig. 14 with the needle fully retracted into the sy-
ringe after use.
Fig. 22 is a partially exploded side view in cross-
section of a portion of another embodiment of a sy-
ringe in accordance with the present invention.
Fig. 23 is a partial side view in cross-section of yet
another embodiment of a syringe in accordance with
the present invention.
Fig. 24 is a partial side view in cross-section of still
another embodiment of a syringe in accordance with
the present invention.
Fig. 25 is a partial side view in cross-section of a
further embodiment of a syringe in accordance with
the present invention.
Fig. 26A is a partial side view of a needle holder for
a syringe in accordance with another embodiment
of the present invention.
Fig. 26B is a partial side view in cross-section of a
syringe embodiment in accordance with the present
invention and including the needle holder of Fig. 26A.

DETAILED DESCRIPTION

[0018] Referring to Fig. 1, a medical syringe 20 in-
cludes a hollow cylindrical barrel 22 with an opening 23
at its proximal end, suitably dimensioned to receive a
hollow plunger 30, and an opening at its distal end to
permit exposure of a needle 60 from the syringe. The
barrel 22 includes a main body portion 24 that receives
and retains a portion of the plunger 30 and a distal end
extension 26 of reduced internal diameter in relation to
the main body portion 24 that receives a needle assembly
56 as described below. The plunger 30 includes a resil-
ient seal 32 encircling the plunger near its distal end. A
fluid cavity 50 is defined within the barrel 22 between the
resilient seal 32 and other distal end portions of the plung-
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er and a distal end 25 of the barrel main body portion 24,
where the fluid cavity varies in volume based upon axial
displacements of the plunger with respect to the barrel.
A sheath 68 is removably securable to the distal end of
the barrel 22 to enclose a needle 60 secured within the
barrel as described below prior to use of the syringe. The
barrel, plunger, resilient seal, sheath and all other com-
ponents of the syringe may be constructed of any suitable
medical grade materials (e.g., plastics and/or stainless
steels) that facilitate operability of the syringe as de-
scribed below.
[0019] The proximal end of plunger 30 includes a con-
vex surface or domed thumb pad 38 and a radially ex-
tending flange 39 that facilitates engagement with the
fingers and/or thumb of the user during operation of the
syringe. Similarly, the main body portion 24 of the barrel
includes a radially extending flange 28 disposed near its
proximal end for facilitating engagement with the fingers
and/or thumb of the user during operation. An extended
barrel portion 27 extends between flange 28 and the prox-
imal end of the barrel and is slightly greater in internal
diameter in comparison to the remainder of main body
portion 24. The extended barrel portion 27 is also of a
sufficient longitudinal dimension, and is slightly smaller
in internal diameter than the transverse dimension of the
plunger defined at the flange 39, such that, when plunger
30 is fully depressed within the barrel, plunger flange 28
forces a slight flexure of the extended barrel portion 27
at the proximal end of the barrel to permit the flange to
enter the extended barrel portion. Upon complete de-
pression of the plunger within the barrel, the plunger
flange 39 engages in a snap-tight locking relationship
with an annular groove 29 disposed along the interior
wall of the extended barrel portion near the proximal end
of the barrel to prevent removal of the plunger from the
barrel (as depicted in Fig. 6).
[0020] Referring to Fig. 2, the distal end of plunger 30
is sealingly closed by an end wall 44, where the end wall
is preferably molded as a part of the plunger. The end
wall 44 includes an annular notch or scored section 46
extending around a periphery of the end wall. The scored
section 46 defines a thin membrane or reduced material
section that is torn or broken away during depression of
the plunger to facilitate access to a retraction cavity 48
of the plunger during use of the syringe as described
below. The end wall 44 further includes a frusto-conical
surface 45 that extends toward the distal end of the barrel
and partially engages with a frusto-conical cavity portion
59 of the needle assembly 56 when the plunger is fully
depressed into the barrel as described below. Alterna-
tively, the end wall may be formed with any suitable out-
wardly or inwardly extending surface (e.g., conical, con-
vex, V-shaped, multifaceted, etc.) or even a flat surface
as desired for a particular application.
[0021] The needle assembly 56 includes a needle
holder or stem 58 that connects with a syringe needle 60
and is affixed within the distal end extension 26 of the
barrel such that the needle 60 extends from the distal

end of the barrel prior to and during use (as depicted in
Fig. 1). The needle stem 58 and needle 60 preferably
releasably engage with each other (e.g., via a threaded
engagement). An axially extending cavity 57 extends
from a proximal end of the needle stem 58 to the con-
nection point with the needle 60 in order to facilitate fluid
communication between the needle and fluid cavity 50
within the barrel. In addition, cavity 57 includes a widened
portion 59 at the proximal end of needle stem 58 that is
frusto-conical in configuration and widens toward the
proximal end of the barrel so as to generally correspond
with the frusto-conical surface 45 of the plunger 30. Spe-
cifically, the widened portion 59 is slightly offset from
alignment with the central axis of the needle stem 58
(e.g., by about 3-5°) and includes angled surfaces that
are slightly different than the angled surfaces of the
plunger end wall 44 such that, when the plunger is de-
pressed toward the needle assembly, the frusto-conical
plunger end wall surface 45 does not -completely align
and correspond with widened portion 59. The needle
stem 58 further includes a radially extending flange 62
at its proximal end that is suitably dimensioned to engage
with a step or ledge 21 disposed along an interior surface
of the distal end extension 26 in order to prevent move-
ment of the needle assembly distally beyond ledge 21
during depression of the plunger toward the distal end of
the barrel.
[0022] A disc-shaped stem ring 64 is secured to and
extends radially from the flange 62 of needle stem 58 to
engage with the interior wall surface of distal end exten-
sion 26 of the barrel. The stem ring 64 is preferably mold-
ed as a part of flange 62 and needle stem 58 and includes
a notch or scored section 65 at the connection point of
stem ring 64 and needle stem 58. The scored section 65
defines a thin membrane or reduced material section that
is torn or broken during operation of the syringe to facil-
itate retraction of needle assembly 56 in the manner de-
scribed below. The stem ring 64 is preferably dimen-
sioned to facilitate a partial sliding of a broken portion of
the stem ring along the interior wall surface of the barrel
when the plunger is depressed to engage with needle
stem 58 as described below.
[0023] The diameter of the stem ring can be selected
to be slightly smaller, the same, or slightly larger than the
diameter of the interior wall surface of distal end exten-
sion 26 at the location where the stem ring engages the
barrel. In the embodiment depicted in Figs. 1-6, the di-
ameter of stem ring 64 is slightly larger in comparison to
the diameter of the interior wall surface of the barrel that
engages with the stem ring such that the stem ring is
slightly compressed during engagement with the barrel
and forms an effective fluid tight seal. The dimensions of
the stem ring are further selected to provide a compres-
sion fit/fluid tight seal at the stem ring/barrel interior wall
interface while facilitating a sliding of the stem ring with
the barrel interior wall surface when the plunger is com-
pletely depressed within the barrel.
[0024] A radial protrusion or shoulder 66 is disposed

5 6 



EP 1 809 353 B1

5

5

10

15

20

25

30

35

40

45

50

55

along the interior surface and near the proximal end of
the distal end extension 26 of the barrel. The shoulder
66 engages with stem ring 64 to prevent movement of
the needle assembly toward the proximal end of the bar-
rel while the stem ring remains attached with needle stem
58. Alternatively, it is noted that a series of radially spaced
protrusions can be provided to achieve the same result
of engaging or locking the stem ring at the barrel distal
end extension so as to prevent movement of the needle
assembly toward the barrel proximal end while the stem
ring is still attached to the needle stem. A resilient mem-
ber 84 (e.g., a coil spring) is disposed between the flange
62 of needle stem 58 and an interior ledge 86 disposed
on the interior surface of the distal end extension 26 at
a location between the radial protrusion 64 and the distal
end of the barrel. When the needle assembly 56 is press
fit into the distal end extension 26 of the barrel (as de-
scribed below) such that stem ring 64 is extended distally
beyond the radial protrusion 66 of the barrel, resilient
member 84 is compressed to bias the needle assembly
toward the proximal end of the barrel.
[0025] The syringe 20 is designed so that complete
depression of plunger 30 within barrel 22 facilitates a
combined tearing or breaking away of end wall 44 of the
plunger and also a tearing or breaking away of the stem
ring 64 from flange 62 of needle stem 58 to facilitate re-
traction of the needle stem and the needle 60 into the
retraction cavity 48. In particular, plunger 30 includes an
annular edge 78 at its distal end that is inclined at a slight
angle (e.g., about 3-5°) to a plane that is perpendicular
to the central axis of the syringe. Similarly, the needle
stem 58 includes an annular edge 80 at its proximal end
that is inclined at a slight angle (e.g., about 3-5°) to a
plane that is perpendicular to the central axis of the sy-
ringe.
[0026] The plunger and the needle stem can be as-
sembled within the syringe such that the apexes formed
by their facing annular surfaces 78 and 80 are aligned at
any selected orientation with each respect to each other.
The specific orientation of the apexes of the plunger and
needle stem with respect to each other within the syringe
is not of particular importance to the function of the sy-
ringe. Thus, while Figs. 1-5 depict the apexes of annular
surfaces 78 and 80 of the plunger and needle stem as
being offset from each other by a rotational angle of about
180°, the apexes could also be substantially aligned with
each other or offset by any other selected rotational angle
(e.g., 45°, 90°, etc.) without affecting the operability of
the retraction feature of the syringe. The annular surfaces
78 and 80 of the plunger and needle stem are further
suitably dimensioned in the longitudinal direction of the
syringe to facilitate engagement with the plunger end wall
44 and stem ring 64 at and/or near their scored sections
46 and 65 upon complete depression of the plunger,
which in turn facilitates a tearing or breakage of end wall
44 from the plunger and a tearing or breakage of stem
ring 64 from needle stem flange 58 to initiate retraction
of needle assembly 56 into retraction cavity 48 of the

plunger. Alternatively, the annular surface 78 of the
plunger can be oriented to engage with a portion of the
needle stem that is removed from the scored section 65
a suitable distance (e.g., closer to the outer diameter of
the stem ring and interior wall surface of the barrel) to
establish a desired degree of leverage for the plunger
with respect to the scored section 65 as the plunger en-
gages the needle stem and thus facilitate easier and more
efficient tearing or breakage of the stem ring from the
needle stem flange during operation of the syringe.
[0027] Assembly of the syringe is achieved by first in-
serting the resilient member 84 and then needle assem-
bly 56 (with or without the needle 60) into opening 23 at
the proximal end of barrel 22, through main body portion
24 and into the distal end extension 26. As the stem ring
64 of needle stem 58 encounters annular shoulder 66 of
the barrel, the stem ring is compressed slightly and forced
distally beyond the shoulder 66 in a snap-fit engagement.
Once stem ring 64 is forced distally beyond shoulder 66,
the needle assembly 56 is locked in place within the distal
end extension 26, and resilient member 84 is com-
pressed to bias the needle assembly proximally within
the syringe. The stem ring 64 remains compressed to a
selected degree between flange 62 and the barrel interior
wall surface in this locked configuration and provides an
effective fluid tight seal at its compressed fit contact point
with the barrel. The plunger 30 is then inserted into open-
ing 23 of barrel 22 and axially displaced a suitable dis-
tance to facilitate use of the syringe. The needle 60 may
be connected with needle stem 58 prior to insertion of
the needle assembly into barrel 22. Alternatively, needle
60 may be connected with the connecting portion of nee-
dle stem 58 after securing the needle stem within the
barrel. In either case, needle 60 protrudes from the open-
ing at the distal end of the barrel after assembly to facil-
itate use of the syringe.
[0028] In operation, the distal end of the plunger is dis-
placed a suitable distance toward the proximal end of the
barrel to draw fluid from needle 60 into fluid cavity 50.
Upon injection of the needle into an injection site, the
plunger is then depressed toward the distal end of the
barrel to force fluid from cavity 50 and through needle
60. Referring to Figs. 2-5, as the plunger is further de-
pressed within the barrel, the frusto-conical surface 45
of plunger end wall 44 moves into the widened portion
59 of central cavity 57 of needle stem 58 to force any
remaining fluid through the needle prior to retraction (thus
reducing "dead" space between the engaging portions
of the plunger and needle assembly). In addition, the
apex of annular edge 80 of needle stem 58 engages a
portion of end wall 44 at or near frusto-conical surface
45 to initiate a tearing or breaking away of end wall 44
from plunger 30. Approximately contemporaneously, the
apex of annular edge 78 of the plunger engages a portion
of stem ring 64 at or near its scored section 65, forcing
a tearing or breaking away of the stem ring from flange
62 along scored section 65 at the point of contact be-
tween the stem ring and the plunger.
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[0029] Complete depression of the plunger within the
barrel further forces plunger annular edge 78 against
stem ring 64, causing the portion of the stem ring that
has already broken away from flange 62 to slide distally
a short distance along the interior wall of the barrel so as
to become oriented at a slight angle with respect to the
central axis of needle stem 58 (see Fig. 4). In addition,
the portion of the stem ring that has not broken away is
prevented from moving distally until it has become broken
away from the needle stem. This sliding of the broken
portion of the stem ring 64 along the interior wall of the
barrel, in combination with the continued pressure ap-
plied by the fully depressed plunger to the stem ring, re-
sults in a progressive tearing or breakage of the stem
ring in both directions along scored section 65 until the
stem ring is fully separated from tab 62. In addition, the
forced engagement of annular edge 80 of needle stem
58 with plunger end wall 44 results in a progressive tear-
ing or breakage of the end wall in both directions along
scored section 46, resulting in complete separation of
the end wall from plunger 30. It is noted that breaking the
end wall from the plunger and also the stem ring from
the tab of the needle stem requires no cutting action by
annular edges 78 and 80 of the plunger and needle stem.
In fact, it is not necessary for annular edges 78 and 80
to make any contact with scored sections 65 and 46 to
achieve the tearing or breakage, since the opposing forc-
es applied by the engaging end surfaces of the plunger
and the needle stem are sufficient to achieve complete
breakage of plunger end wall 44 from the plunger and
stem ring 64 from the needle stem.
[0030] The design of the syringe is configured such
that end wall 44 is completely separated from plunger 30
immediately prior to or substantially simultaneously with
the complete separation of stem ring 64 from tab 62. Al-
ternatively, the syringe can also be configured such that
complete separation of the stem ring from the tab of the
needle stem occurs immediately prior to complete sep-
aration of the end wall from the plunger, such that the
proximal bias of the needle assembly assists in forcing
complete tearing of the plunger end wall. Once complete
separation of the stem ring from the tab of the needle
stem and complete separation of the end wall from the
plunger is achieved, resilient member 84 forces needle
stem 58 and needle 60, along with end wall 44, proximally
into the retraction cavity 48 within the plunger (see Figs.
5 and 6).
[0031] As can be seen from Fig. 6, when plunger 30
has been fully depressed within barrel 22 and retraction
of needle assembly 56 has occurred, flange 39 of the
plunger extends slightly into the extended barrel portion
27 and is locked within annular groove 29. In this locked
position, removal of the plunger from the barrel is pre-
vented.
[0032] An alternative embodiment of a syringe is de-
picted in Figs. 7-10 and described below. The syringe is
similar in design, assembly and operability to the syringe
described above and depicted in Figs. 1-6, with the same

numerals designating similar components. The main dif-
ferences between the syringe of Figs. 1 - 6 and the sy-
ringe of Figs. 7 - 10 are the design of the plunger end
wall, the stem ring for the needle assembly, and the lock-
ing ledges/protrusions along the barrel interior wall sur-
face that function to lock the needle assembly in a fixed
manner prior to retraction. Referring to Fig. 7, needle
stem 58 of the syringe 20’ includes a radially extending
flange 62 and a stem ring 64’ that is attached to the flange
62 (preferably, the stem ring is molded as a part of the
flange) and extends radially therefrom so as to engage
with the interior wall of the barrel 22 to provide an effective
fluid tight seal at the engagement. The stem ring 64’ of
the embodiment of Fig. 7 has a thickness dimension that
is slightly greater than the stem ring 64 of the previous
embodiment (depicted in Figs. 1-6) and includes a distally
extending portion that fits within and engages an annular
shoulder or seat 21’ defined along the interior wall of the
barrel. The stem ring 64’ is further suitably dimensioned
such that, when the needle stem 58 is inserted within the
barrel and forced distally beyond annular shoulder 66
within the barrel, stem ring 64’ fits snugly between the
annular shoulder 66 and the seat 21’ to substantially pre-
vent any proximal or distal movement of the needle stem
within the barrel prior to retraction of the needle assem-
bly. The stem ring 64’ further includes an annular notch
or scored section 65’ at the connection point of the stem
ring 64’ and needle stem 58 defining a thin membrane
or reduced material section that is torn or broken away
during retraction of the syringe.
[0033] The end wall 44’ secured at the distal end of
plunger 30 (where the end wall is preferably molded as
a part of the plunger) includes an annular notch or scored
section 46’ extending around a periphery of the end wall
defining a thin membrane or reduced material section
that is torn or broken away during depression of the
plunger. The end wall surface 45’ that faces the needle
assembly is substantially flat, as opposed to the frusto-
conical surface 45 of the embodiment depicted in Figs.
1-6. Similarly to that previous embodiment, the facing
annular surfaces 78’ and 80’ of the plunger 30 and needle
stem 58 are both inclined at a slight angle (e.g., about
3-5°) to a plane that is perpendicular to the central axis
of the syringe so as to define an apex at each annular
surface that facilitates the application of pressure to both
the plunger end wall 44’ and the stem ring 64’ during
depression of the plunger within the barrel.
[0034] Operation of the syringe 20’ is now described
with reference to Figs. 7-10. Use of the syringe is initiated
by displacing the distal end of the plunger a suitable dis-
tance toward the proximal end of the barrel to draw fluid
from the needle into fluid cavity 50. Upon injection of the
needle into an injection site, the plunger is then de-
pressed toward the distal end of the barrel to force fluid
from cavity 50 and through the needle. As the plunger is
further depressed within the barrel, the apex of annular
edge 80’ of needle stem 58 engages a portion of end wall
44’ at or near end wall surface 45’ to initiate a tearing or
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breaking away of end wall 44’ from plunger 30.
[0035] Approximately contemporaneously, the apex of
annular edge 78’ of the plunger engages a portion of
stem ring 64’ at or near its scored section 65’, forcing a
tearing or breaking away of the stem ring from flange 62
along scored section 65’ at the point of contact between
the stem ring and the plunger. However, unlike in the
previous embodiment, the free portion of the stem ring
64’ that has already broken away from flange 62 does
not slide along the interior wall of the barrel. Rather, this
free portion of stem ring 64’ is substantially prevented
from moving distally within the barrel due to seat 21’
which buts against the stem ring.
[0036] Complete depression of the plunger within the
barrel forces further progressive tearing or breaking away
of both stem ring 64’ in both directions along its scored
section 65’ from flange 62 and the end wall 44’ in both
directions along its scored section 46’ from the plunger
30. As in the previous embodiment, syringe 20’ is pref-
erably designed such that end wall 44’ is completely sep-
arated from plunger 30 immediately prior to or substan-
tially simultaneously with the complete separation of
stem ring 64’ from tab 62. Alternatively, the syringe can
also be configured such that complete separation of the
stem ring from the tab of the needle stem occurs imme-
diately prior to complete separation of the end wall from
the plunger, such that the proximal bias of the needle
assembly assists in forcing a complete rupture of the
plunger end wall. Once complete separation of the stem
ring from the tab of the needle stem and complete sep-
aration of the end wall from the plunger is achieved, re-
silient member 84 forces needle stem 58 and needle,
along with end wall 44’, proximally into the retraction cav-
ity 48 within the plunger. Thus, the manner in which re-
traction of the needle assembly is initiated, like in the
previous embodiment, requires no cutting action by an-
nular edges 78’ and 80’ of the plunger and needle stem.
[0037] A further embodiment of a syringe is depicted
in Fig. 11 and described below. The syringe is similar in
design, assembly and operability to the syringe described
above and depicted in Figs. 1-6, with the same numerals
designating similar components. However, the stem ring
of the syringe of Fig. 11 is slightly modified to include one
or more additional notches radially spaced from the
notched or scored section along one or more surfaces
of the stem ring. The additional notches enhance the tear-
ing or breaking of the stem ring from the needle stem
along the scored section. It is noted that any suitable
number of notches (e.g., one or more) can be disposed
at any suitable locations along any one or more surfaces
of the stem ring. The notches may further extend in a
radial manner with respect to the center of the stem ring
for any selected radial length (e.g., 45°, 90°, 180°, 360°,
etc.).
[0038] Referring to Fig. 11, the stem ring 64" includes
scored section 65" near the connection point with flange
62 of needle stem 58 and a pair of notched sections 92
and 94 that are disposed on opposing surfaces of stem

ring 64" and at radially spaced locations between scored
section 65" and the periphery of the stem ring. The stem
ring further includes a groove extending along its outer
peripheral surface that engages with a notch 94 disposed
along the interior surface of main body portion 24 of the
barrel between annular shoulder 66 and ledge 21 ".
[0039] Assembly of syringe 20" is substantially similar
to assembly of the syringes described above, with the
additional feature of stem ring 64" being pushed into po-
sition within the barrel such that the peripheral groove of
the stem ring mates with barrel protrusion 96. When the
distal end of the plunger engages stem ring 64" to begin
tearing or breakage of the stem ring from needle stem
58 at scored section 65", the stem ring is substantially
prevented from sliding toward ledge 21" due to the en-
gagement of the stem ring at its peripherally located
groove and barrel protrusion 96. In addition, notched sec-
tions 92 and 94 enhance the flexibility of the stem ring
as it is contacted by the plunger to further enhance break-
age of the stem ring at its scored section 65".
[0040] The syringes described above and depicted in
the figures can be modified in any number of ways without
falling outside of the scope of the present invention. For
example, the stem ring for the needle stem can be affixed
to the interior surface of the barrel wall in any suitable
manner (e.g., by thermal or ultrasonic bonding, adhesion,
etc.) rather than being held in a frictional/compression
tight fit with the barrel wall. In such an embodiment, the
portion of the stem ring that attaches to the interior barrel
wall would not be forced to an angle with respect to the
central axis of the syringe during separation of the stem
ring from the needle stem. However, separation would
still be induced along the scored section of the stem ring
to facilitate a breakage of the stem ring from the needle
stem.
[0041] In other exemplary embodiments, the plunger
end wall can be a plug or membrane that is frictionally fit
to engage with interior surface portions within the hollow
plunger or, alternatively, snap fit into one or more grooves
within interior surface portions of the hollow plunger. For
example, referring to Fig. 12, a hollow plunger 30’ in-
cludes a plug 44’ that frictionally engages an interior wall
surface and is held within the plunger at the plunger distal
end. In another embodiment depicted in Fig. 13, a hollow
plunger 30" includes a plug 44" that is snap fit into a cor-
responding annular groove disposed along interior wall
surface near a distal end of the plunger. In each of these
embodiments, the plunger membrane or plug is of suit-
able dimensions and is held in place with respect to the
plunger during movement of the plunger within the barrel.
Upon engagement of the plunger plug with portions of
the needle stem, the plunger plug is forced from such
engagement with the plunger and retracts with the needle
stem and needle into the retraction cavity of the plunger.
[0042] Other features can also be provided between
the stem ring or needle holder and the barrel to prevent
rotation of the stem ring and needle holder within the
barrel after assembly of the syringe (e.g., when a needle
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hub is attached to the needle holder via a threaded en-
gagement, the stem ring and needle holder will resist
rotational movement). For example, the stem ring/needle
holder can be provided with grooves, notched protrusions
and/or teeth that engage with complimentary grooves,
notches and/or teeth within the barrel when the needle
holder is assembled within the barrel. This engagement
between the needle holder and the barrel prevents rota-
tional movement of the needle holder within the barrel,
e.g., when a needle is connected (via a threaded engage-
ment) with the needle holder. Alternatively, or in addition
to the teeth and grooves, any other suitable complimen-
tary engaging structure may also be provided between
the needle holder and the barrel to minimize or substan-
tially prevent any rotation of the needle holder with re-
spect to the barrel when the syringe is completely as-
sembled.
[0043] Other modifications to the syringe include pro-
viding cut-away sections in the extended portion at the
proximal end of the barrel, where the cut-away sections
provide access to gripping surfaces of the plunger thumb
pad and flange for the user during aspiration of fluid into
the fluid cavity of the syringe (i.e., when a portion of the
plunger is pulled from the barrel). For example, two or
more diametrically opposed cut-away sections can be
provided along the extended barrel section. However,
any suitable number of cut-away sections (e.g., one or
more) can be provided in any suitable arrangement along
the extended barrel section as desired for a particular
application. The remaining sections of the extended bar-
rel section will include a locking groove that engages with
the thumb pad of the plunger to lock the plunger within
the barrel in a similar manner as described above after
use of the syringe.
[0044] A syringe embodiment that incorporates some
of the features as noted above, as well as further addi-
tional features, is depicted in Figs. 14-21. The syringe is
similar in design, assembly and operability to the syringes
described above and depicted in Figs. 1-6, with the ad-
ditional features described below. Referring to Fig. 14, a
medical syringe 120 includes a hollow cylindrical barrel
122 with an opening 123 at its proximal end and suitably
dimensioned to receive a hollow plunger 130. The barrel
further includes an opening at its distal end to permit ex-
posure of a needle 160 from the syringe. The barrel 122
includes a main body portion 124 that receives and re-
tains a portion of the plunger 130 and a distal end exten-
sion 126 of reduced internal diameter in relation to the
main body portion 124 that receives a needle assembly
156 as described below. At least one bump or ridge 212
is disposed along an interior surface wall portion of the
main body portion 124 within and near the proximal end
of the barrel to resist or prevent complete removal of the
plunger from the barrel during operation of the syringe.
For example, the ridge could be continuous (e.g., forming
a protruding annular ring) within the barrel. Alternatively,
a series (e.g., two or more) of ridges can be provided at
radially spaced locations along the interior barrel surface.

[0045] The plunger 130 includes a resilient seal 132
encircling the plunger near its distal end. A fluid cavity
150 is defined within the barrel 122 between the resilient
seal 132 and other distal end portions of the plunger and
a distal end 125 of the barrel main body portion 124,
where the fluid cavity varies in volume based upon axial
displacements of the plunger with respect to the barrel.
A sheath 168 is removably secured to the distal end of
the barrel 122 to enclose needle 160 secured within the
barrel prior to use of the syringe. As in the previous em-
bodiments, the barrel, plunger, resilient seal, sheath and
all other components of the syringe may be constructed
of any suitable medical grade materials (e.g., plastics
and/or stainless steels) that facilitate operability of the
syringe as described below. Further, the syringe can be
designed with a suitable fluid cavity to meet any fluid
volume capacity for a particular application (e.g., 1 cubic
centimeter or cc, 3 cc, 5 cc, etc.).
[0046] The proximal end of plunger 130 includes a con-
vex surface or domed thumb pad 138 and a radially ex-
tending flange 139 that facilitates engagement with the
fingers and/or thumb of the user during operation of the
syringe. Similarly, the main body portion 124 of the barrel
includes a radially extending flange 128 disposed near
its proximal end for facilitating engagement with the fin-
gers and/or thumb of the user during operation. An ex-
tended barrel portion 127 extends between flange 128
and the proximal end of the barrel and is slightly greater
in internal diameter in comparison to the remainder of
main body portion 124. The extended barrel portion 127
is also of a sufficient longitudinal dimension, and is slight-
ly smaller in internal diameter than the transverse dimen-
sion of the plunger defined at the flange 139, such that,
when plunger 130 is fully depressed within the barrel,
plunger flange 128 forces a slight flexure of the extended
barrel portion 127 at the proximal end of the barrel to
permit the flange to enter the extended barrel portion.
[0047] Referring to Fig. 15, two diametrically opposed
sections are removed from extended barrel portion 127,
so as to form cut-out areas or portions 210 along the
extended barrel periphery. The cut-out portions 210 fa-
cilitate exposure of sufficient portions of the plunger
thumb pad 138 and flange 139 to assist the user of the
syringe in gripping the plunger when the plunger is pulled
from the barrel to initiate aspiration of fluid within the fluid
cavity of the barrel as described below. While two cut-
out sections are depicted, it is noted that any suitable
number of cut-out sections can be provided (e.g., one or
more) at any one or more selected locations along the
extended barrel portion. Preferably, the extended barrel
portion wall thickness and/or plastic or other materials
from which this portion is formed are selected to facilitate
a slight elastic and reversible deformation of the extend-
ed barrel portion when grasped by a user so as to further
assist in axially displacing a portion of the plunger from
the barrel during aspiration of fluid into the barrel.
[0048] An annular groove 129 is disposed along re-
maining interior wall sections (i.e., the wall sections that
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are separated by the cut-out sections) of the extended
barrel portion near the proximal end of the barrel. Upon
complete depression of the plunger within the barrel and
retraction of the syringe within the plunger, the plunger
flange 139 engages in a snap-tight locking relationship
with annular groove 129 to prevent removal of the plunger
from the barrel.
[0049] Referring to Fig. 17, plunger 130 includes a
membrane or plug 144 disposed at a distal end of the
plunger and that is frictionally held between interior wall
portions of the plunger (e.g., a frictional engagement sim-
ilar to that described above and depicted in Fig. 12). The
plug 144 seals the hollow interior or retraction cavity 148
of plunger 130, with the frictional engagement between
the plug and the plunger being suitable to maintain en-
gagement of the plug with the plunger until retraction of
the needle assembly occurs as described below. Alter-
natively, it is noted that the plunger membrane or plug
can be secured at the distal end of the plunger in a snap
tight fitting relationship (e.g., as in the embodiment de-
picted in Fig. 13) or in any other suitable manner.
[0050] As can be seen in Fig. 17, the distal end of
plunger 130 includes an opening that communicates with
retraction cavity 148 and into which plug 144 is secured.
The interior annular wall at the distal end of the plunger
includes an inwardly extending radical ledge 141. The
diameter or transverse cross-section of the plunger open-
ing, as defined at the ledge 141, is smaller than the di-
ameter or transverse cross-section of the retraction cav-
ity 148 that is defined within the plunger and lies beyond
the ledge 141. Similarly, plug 144 includes an extending
portion 147 that extends transversely from a proximal
end of the plug. The extending portion 147 of the plug
144 is slightly larger in transverse cross-sectional dimen-
sion than the transverse cross-sectional dimension of the
plunger opening defined at the ledge 141, so as to facil-
itate frictional contact between the ledge 141 and the
extending portion 147 of the plug 144. The transverse
cross-sectional dimensions of the extending portion 147
as well as the rest of the plug 144 are smaller than the
transverse cross-sectional dimension of the retraction
cavity 148 between the plunger ledge 141 and the prox-
imal end of the plunger. Further, the transverse cross-
sectional dimension of the remaining plug portion that
extends between the extending portion 147 and the distal
end of the plug 144 is slightly smaller than the transverse
cross-sectional dimension of the plunger opening. Thus,
upon axial displacement of the extending portion 147 of
the plug 144 from the ledge 141 of the plunger 130 during
retraction of the needle assembly, the frictional engage-
ment between the plunger and the plug is released and
the plug is free to move into the retraction cavity.
[0051] The plunger plug 144 includes a convex and
frusto-conical surface 145 that extends toward the distal
end of the barrel and engages with a generally compli-
mentary, concave and frusto-conical cavity portion 159
of needle assembly 156 when the plunger is fully de-
pressed into the barrel as described below. As noted in

the previous embodiments described above, the end wall
may alternatively be formed with any suitable outwardly
or inwardly extending surface (e.g., conical, convex, V-
shaped, multifaceted, etc.) or even a flat or planar surface
as desired for a particular application. However, compli-
mentary engaging surface features of the plunger plug
and the needle assembly are preferred in order to mini-
mize or eliminate open or "dead" space within the fluid
cavity during removal of fluid from the fluid cavity.
[0052] At least one notch 146 is formed on the plug at
the base of the frusto-conical surface. The notch 146 can
extend around the periphery of the plug at the base of
the frusto-conical surface or, alternatively, consist of a
single notch or one or more spaced notch sections. The
notch basically serves to provide a fluid flow path be-
tween the fluid cavity within the barrel and the fluid chan-
nel in the needle assembly when the plunger is substan-
tially or completely engages with the needle assembly.
In addition, the notched plunger plug minimizes or elim-
inates the potential for an increase or build-up of hydraulic
pressure within the fluid cavity during movement of the
plunger toward the needle assembly.
[0053] Needle assembly 156 includes a needle holder
or stem 158 that connects with a syringe needle 160 and
is affixed within the distal end extension 126 of the barrel
such that the needle 160 extends from the distal end of
the barrel prior to and during use. The needle stem 158
and needle 160 preferably releasably engage with each
other via any suitable fluid tight engagement. In a pre-
ferred embodiment, the releasable engagement between
the needle stem and the needle is a threaded engage-
ment, where the needle stem includes a male threaded
configuration and the needle includes a female threaded
connector to releasably connect with the needle stem.
This connection, which is depicted in Figs. 14 and 17-20,
differs from conventional syringe needle connections,
such as Luer Lock configurations. In addition, this thread-
ed configuration provides an easy, universal connection
with needles of various gauges and types. However, it is
noted that the needle can also be attached to the needle
stem in any other suitable releasable or non-releasable
manner.
[0054] A cavity 157 extends axially from a proximal
end of the needle stem 158 to the connection point with
the needle 160 in order to facilitate fluid communication
between the needle and fluid cavity 150 within the barrel.
In addition, cavity 157 includes a widened portion 159 at
the proximal end of needle stem 158 that is frusto-conical
in configuration and widens toward the proximal end of
the barrel so as to be generally aligned and complimen-
tary with the frusto-conical surface 145 of the plunger
130. As noted above, when the plunger is depressed
toward the needle assembly, the frusto-conical surface
145 of plug 144 generally aligns and engages with wid-
ened portion 159. When the plunger plug is brought to-
ward and fully engages widened portion 159 of the needle
assembly, notch 146 defined on plug 144 ensures a fluid
flow path exists between fluid cavity 150 and needle as-
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sembly cavity 157 and reduces or eliminates any build-
up of hydraulic pressure within the fluid cavity.
[0055] The needle stem 158 further includes a radially
extending flange 162 at its proximal end that is suitably
dimensioned to engage with a step or ledge 121 disposed
along an interior surface of the distal end extension 126
in order to prevent movement of the needle assembly
distally beyond ledge 121 during depression of the plung-
er toward the distal end of the barrel.
[0056] A stem ring 164 is secured to and extends ra-
dially from the flange 162 of needle stem 158 to engage
with the interior wall surface of distal end extension 126
of the barrel. The stem ring 164 is preferably formed or
molded as a part of flange 162 and needle stem 158 and
includes notched or scored sections 165 at the connec-
tion point of stem ring 164 and needle stem 158, where
the scored sections are formed on opposing surfaces of
both the needle stem flange and the stem ring. The
scored sections 165 define a thin membrane or reduced
material section that is torn or broken during operation
of the syringe to facilitate retraction of needle assembly
156 in the manner described below. The stem ring 164
is preferably dimensioned to facilitate a partial sliding of
a broken portion of the stem ring along the interior wall
surface of the barrel when the plunger is depressed to
engage with needle stem 158 as described below.
[0057] The diameter of the stem ring can be selected
to be slightly smaller, the same size, or slightly larger
than the diameter of the interior wall surface of distal end
extension 126 at the location where the stem ring engag-
es the barrel. In the present embodiment, the diameter
of stem ring 164 is slightly larger in comparison to the
diameter of the interior wall surface of the barrel that en-
gages with the stem ring such that the stem ring is slightly
compressed during engagement with the barrel and
forms an effective fluid tight seal. The dimensions of the
stem ring are further selected to provide a compression
fit/fluid tight seal at the stem ring/barrel interior wall in-
terface while facilitating a sliding of the stem ring with the
barrel interior wall surface when the plunger is completely
depressed within the barrel. Alternatively, it is noted that
the stem ring can be connected directly to the barrel in-
terior wall surface (e.g., via adhesive bonding, welding,
etc.).
[0058] A radial protrusion or annular shoulder 166 is
disposed along the interior surface and near the proximal
end of the distal end extension 126 of the barrel. The
shoulder 166 engages with stem ring 164 to prevent
movement of the needle assembly toward the proximal
end of the barrel while the stem ring remains attached
with needle stem 158. A resilient member 184 (e.g., a
coil spring) is disposed between the flange 162 of needle
stem 158 and an interior ledge 186 disposed on the in-
terior surface of the distal end extension 126 at a location
between ledge 121 and the distal end of the barrel. When
the needle assembly 156 is press fit into the distal end
extension 126 of the barrel (as described below) such
that stem ring 164 is extended distally beyond the radial

protrusion 166 of the barrel, resilient member 184 is com-
pressed to bias the needle assembly toward the proximal
end of the barrel.
[0059] Referring to Fig. 16, the needle stem and barrel
include complimentary protrusions and grooves that fa-
cilitate easy assembly of the needle stem within the barrel
and further limit or prevent any rotation of the needle
stem with respect to the barrel after assembly and during
operation of the syringe. In particular, needle stem 158
includes a set of protrusions or teeth 200 extending trans-
versely from the outer surface of the needle stem at a
location proximate the stem ring 164. The teeth are
spaced around the periphery of the needle stem and are
aligned to correspond with complimentary grooves 202
disposed along the interior barrel wall surface at the distal
end extension 126 and at a location generally corre-
sponding with the barrel ledge 121. As can be seen from
Fig. 16, the teeth 200 and complimentary grooves 202
are configured to facilitate easy assembly of needle stem
150 within barrel 122, where the needle stem rotates as
necessary upon insertion within the barrel until the teeth
are appropriately aligned with the grooves and the needle
stem is forced in place within the barrel distal end section.
Once needle stem 158 is assembled within barrel 122
and the teeth 200 engage with the grooves 202, the nee-
dle stem is prevented from rotating with respect to the
barrel during operation of the syringe (e.g., when attach-
ing or removing a needle from the needle stem, and dur-
ing retraction of the needle assembly within the plunger).
[0060] Alternatively, the syringe can be provided with
other needle stem and barrel configurations that provide
a locking engagement between the needle stem and the
barrel. For example, the needle stem and barrel can in-
clude suitable complimentary protrusions and/or grooves
to achieve a ratcheting or cam configuration that permits
a selected degree of rotational movement of the needle
stem within the barrel in one direction while limiting or
preventing rotational movement of the needle stem within
the barrel in an opposite direction.
[0061] As in the previous embodiments, the syringe
120 is designed so that complete depression of plunger
130 within barrel 122 facilitates a displacement of plunger
plug 144 from the plunger and also a tearing or breaking
away of the stem ring 164 from flange 162 of needle stem
158 to facilitate retraction of the needle stem and the
needle 160 into the retraction cavity 148. In this embod-
iment, stem ring 164 of needle stem 158 includes at least
one raised ridge 172 that extends from a proximal end
of the needle stem and is configured to make initial con-
tact with annular distal edge 178 of the plunger when the
plunger is displaced within the barrel. While only one
ridge 172 is depicted in Figs. 17-20, it is noted that any
selected number of ridges can be provided at any suitable
locations and suitably spaced from each other along the
proximal end of the needle stem that faces the plunger.
In this embodiment, the ridge 172 serves a similar pur-
pose as the angled annular surface with apex in the em-
bodiment described above and depicted in Figs. 1-6.
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However, the ridge 172 further permits air bubbles that
may accumulate at one or more locations along the in-
terior wall of the barrel after aspiration of fluid within the
fluid cavity to be removed from the syringe with relative
ease prior to forcing fluid from the syringe in an applica-
tion (e.g., injection into a patient). The annular distal edge
178 of the plunger is generally planar in configuration.
However, it is noted that the plunger distal end can in-
clude any one or more protrusions like the needle stem
or, alternatively, have an angled contour to form an apex
as in the embodiment described above and depicted in
Figs. 1-6.
[0062] Plunger resilient seal 132 is further designed
and suitably dimensioned and positioned around the
plunger proximate the plunger distal end such that, upon
complete depression of the plunger within the barrel, a
distal end of the resilient seal engages and compresses
slightly against a narrowing portion 190 of the interior
barrel wall that defines a transition between main body
portion 124 and distal end extension 126. The resilient
seal does not slide with respect to the plunger, but rather
compresses slightly against the barrel wall narrowing
portion at the end of the plunger stroke that initiates nee-
dle retraction, and this serves to further minimize or elim-
inate "dead" space within the fluid cavity 150 as well as
to displace any residual fluid from the fluid cavity into
needle stem cavity 157.
[0063] The needle stem can be assembled within the
syringe such that the ridge (or ridges) is aligned in any
selected orientation with respect to the plunger distal end.
The stem ring ridge(s), plunger and annular distal end of
the plunger and needle stem are suitably dimensioned
in the longitudinal direction of the syringe and further suit-
ably aligned with each other to facilitate engagement of
stem ring ridge(s) 172 and/or other proximal end surface
portions of stem ring 164 with annular distal edge 178 of
the plunger and plunger plug 144 with needle stem 158
upon complete depression of the plunger, which in turn
facilitates a tearing or breakage of stem ring 164 from
needle stem flange 158 at the scored sections 165 and
a forcing of plunger plug 144 from its frictional engage-
ment with plunger ledge 141 to initiate retraction of needle
assembly 56 along with the plunger plug into retraction
cavity 48 of the plunger.
[0064] Assembly of the syringe is achieved in a similar
manner as the other syringe embodiments described
above. Resilient member 184 and then needle assembly
156 (with or without the needle 160) are first inserted into
opening 123 at the proximal end of barrel 122, through
main body portion 124 and into the distal end extension
126. As the stem ring 164 of needle stem 158 encounters
annular shoulder 166 of the barrel, the stem ring is com-
pressed slightly and forced distally beyond the shoulder
166 in a snap-fit engagement. Once stem ring 164 is
forced distally beyond shoulder 166, the needle assem-
bly 156 is locked in place within the distal end extension
126, and resilient member 184 is compressed to bias the
needle assembly proximally within the syringe. The stem

ring 164 remains compressed to a selected degree be-
tween flange 162 and the barrel interior wall surface in
this locked configuration and provides an effective fluid
tight seal at its compressed fit contact point with the bar-
rel.
[0065] Plunger 130 is assembled by inserting plunger
plug 144 into the plunger such that the extending portion
147 of the plug frictionally engages plunger ledge 141
located at the open distal end of the plunger and a distal
portion of the plunger plug (including plug surface 145
and notch 146) extends from the plunger. The plunger
plug can be inserted directly into the open distal end of
the plunger to its frictional fitting position. In the embod-
iment depicted in Figs. 14-21, the proximal end of the
plunger, including thumb pad 138 and flange 139, is a
single molded or formed part. Alternatively, in embodi-
ments where the plunger flange and thumb cap are sep-
arate from the rest of the plunger (as in the embodiment
described below and depicted in Fig. 22), the plunger
plug can first be inserted through an open proximal end
of the plunger and pushed into its frictional fitting position
prior to sealing this open end with the flange and thumb
pad.
[0066] After assembly of the plunger, the plunger is
inserted into opening 123 of barrel 122 and is axially dis-
placed a suitable distance to facilitate use of the syringe.
The needle 160 may be connected with needle stem 158
prior to insertion of the needle assembly into barrel 122
(e.g., via the threaded engagement as depicted in Fig.
16). Alternatively, needle 160 may be connected with the
connecting portion of needle stem 158 after securing the
needle stem within the barrel. Once secured, needle 160
protrudes from the opening at the distal end of the barrel
after assembly to facilitate use of the syringe.
[0067] In operation, the distal end of the plunger is dis-
placed a suitable distance toward the proximal end of the
barrel to draw fluid from needle 160 into fluid cavity 150.
Upon injection of the needle into an injection site, the
plunger is then depressed toward the distal end of the
barrel to force fluid from cavity 150 and through needle
160. Referring to Figs. 17-20, as the plunger is further
depressed within the barrel, the frusto-conical surface
145 of plunger plug 144 moves into the widened portion
159 of central cavity 157 of needle stem 158 to force any
remaining fluid through the needle prior to retraction (thus
reducing "dead" space between the engaging portions
of the plunger and needle assembly). The notch 146 on
the plunger plug provides a fluid channel for fluid to con-
tinue to flow into central cavity 157 even when plunger
surface 145 is substantially in contact with the widened
cavity portion 159. In addition, ridge(s) 172 of needle
stem 158 initially engages a portion of annular distal edge
178 of the plunger to initiate a tearing or breaking away
of stem ring 164 from needle stem 158 along the scored
sections 165. Approximately contemporaneously, sur-
face 145 of plunger plug 144 engages needle stem 158
within the widened cavity portion 159, and such contin-
ued depression of the plunger toward the needle assem-
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bly overcomes the frictional force holding the plunger
plug within the plunger, forcing the plunger plug toward
the proximal end of the plunger and into retraction cavity
148.
[0068] Complete depression of the plunger within the
barrel further forces plunger annular distal edge 178
against other surface portions of stem ring 164, causing
the portion of the stem ring that has already broken away
from flange 62 to slide distally a short distance along the
interior wall of the barrel so as to become oriented at a
slight angle with respect to the central axis of needle stem
158. In addition, the portion of the stem ring that has not
broken away is prevented from moving distally until it has
become broken away from the needle stem. This sliding
of the broken portion of the stem ring 164 along the in-
terior wall of the barrel, in combination with the continued
pressure applied by the fully depressed plunger to the
stem ring, results in a progressive tearing or breakage
of the stem ring in both directions along scored sections
165 until the stem ring is fully separated from tab 162. In
addition, the forced engagement of plunger plug 144 with
needle stem 158 results in further movement of the plung-
er plug from its frictional engagement with the distal end
ledge 141 of the plunger, resulting in dislodging of the
plunger plug from the plunger. Plunger resilient seal 132
compresses slightly against the narrowed portion 190 of
the barrel interior wall to force residual fluid into the nee-
dle assembly, while plunger plug notch 146 provides a
fluid flow path for such fluid when plunger surface 145
engages with needle stem 158 within widened cavity por-
tion 159.
[0069] The design of the syringe can be configured
such that the stem ring 164 is completely separated from
needle stem 158 immediately prior to, substantially si-
multaneously with, or immediately after the complete dis-
lodging of plunger plug 144 from the plunger. As shown
in the series of Figs. 17-20, the initial dislodging and axial
displacement of plunger plug 144 begins just prior to in-
itial contact between stem ring ridge 172 and plunger
distal edge 178 and partial breakage of stem ring 164
from needle stem tab 162. However, the syringe can also
be designed such that initial and partial breakage of the
stem ring occurs prior to any initial dislodging and axial
displacement of the plunger plug. Once complete sepa-
ration of the stem ring from the tab of the needle stem
and at least a partial dislodging of the frictional engage-
ment between the plunger plug and the plunger is
achieved, resilient member 184 forces needle stem 158
and needle 160, along with plunger plug 144, proximally
into the retraction cavity 148 within the plunger.
[0070] As can be seen from Fig. 21, when plunger 130
has been fully depressed within barrel 122 and retraction
of needle assembly 156 has occurred, flange 139 of the
plunger extends slightly into the extended barrel portion
127 and is locked within annular groove 129. In this
locked position, removal of the plunger from the barrel is
prevented.
[0071] As noted above, the syringe of Figs. 14-21 can

be modified such that the plunger includes a thumb pad
or cap that is a separate part or component from the main
plunger body. An exemplary embodiment is depicted in
Fig. 22. Syringe 220 includes a barrel 122 and needle
assembly that are substantially similar to the same parts
or components as described above and depicted in Figs.
14-21. The plunger includes a hollow main body portion
230 including a resilient seal 232 disposed near the distal
end of the main body portion and that is substantially
similar to the plunger seal described above in the previ-
ous embodiment. A thumb pad or cap 238 includes an
insert 242 that is suitably dimensioned to fit within and
frictionally engage with an opening defined at the proxi-
mal end of the main body 230. The thumb cap further
includes a flange 239 that is of greater transverse cross-
sectional dimension than the insert 242 and abuts the
proximal end of the plunger upon engagement of the in-
sert within the plunger. The flange 239 further provides
a gripping surface for the plunger during use of the sy-
ringe as well as a tapered edge that engages with annular
groove 129 in the extended barrel portion 127 when the
plunger is fully depressed and locked within the barrel.
[0072] A plunger plug 244 is frictionally held within an
opening at the distal end of the plunger in a substantially
similar manner as described in the previous embodiment.
However, plug 244 differs from the plunger plug of the
previous embodiment in that it includes a generally flat
or planar distal end surface 245 with a notch 247 dis-
posed along this surface. The planar surface 245 of plug
244 engages with a portion of the widened cavity portion
159 of the needle stem 158, while notch 247 serves to
minimize hydraulic pressure build-up within the syringe
cavity during axial movement of the plunger toward the
needle assembly to initiate needle retraction.
[0073] The design of the plunger in this manner allows
easy assembly of the plunger plug. In particular, plug 244
can be inserted within plunger main body 230 at the open
proximal end prior to connection of thumb cap 238 with
the main body. The plunger plug can be forced through
the plunger retraction cavity 248 into frictional engage-
ment at the open distal end of the plunger main body,
followed by insertion of thumb cap insert 242 into the
opening at the plunger proximal end. Thumb cap 238 can
be firmly secured to main body 230 in any suitable man-
ner (e.g., via an adhesive, welding, etc.) to prevent re-
moval of the thumb cap from the main body after assem-
bly. Once the plunger is assembled within barrel 122, the
syringe 220 operates in a substantially similar manner
as the previous embodiment described above and de-
picted in Figs. 14-21 to facilitate a single use and needle
retraction.
[0074] The present invention is not limited to the sy-
ringe embodiments described above and can include ad-
ditional features. For example, the syringe can further
include color coding for the needle holder and matching
needle cover to correspond with a particular application.
In particular, matching color codes can be selected that
are in compliance with ISO 6009 and/or any other select-
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ed color coding standards.
[0075] The resilient seal of the plunger can also be
modified such that a portion of the seal extends over at
least part of the distal end of the plunger. The resilient
seal can further include an opening to hold and frictionally
retain a portion of a plunger plug as described in some
of the previous embodiments. Providing a resilient seal
that extends over the distal end of the plunger in this
manner further reduces potential "dead" space that may
otherwise exist within the fluid cavity of the syringe.
[0076] An exemplary embodiment of a syringe includ-
ing a plunger resilient seal that extends around the plung-
er distal end is depicted in Fig. 23. The syringe embod-
iment of Fig. 23 is similar in design and operation to the
syringe described above and depicted in Figs. 14-21, with
the exception that plunger resilient seal 132’ includes a
distal end 302 that extends over the distal end of plunger
130. The distal end 302 of the resilient seal 132’ further
includes an opening that is suitably dimensioned to re-
ceive and frictionally engage plunger plug 144. In this
embodiment, the plunger plug frictionally engages with
both the resilient seal and the distal end ledge of the
plunger, and the frictional engagement of the plunger
plug with the resilient seal and plunger is overcome upon
complete movement or depression of the plunger into
the barrel during needle retraction. The opening in the
plunger seal is also sufficiently dimensioned to permit
movement of the needle stem with needle through the
plunger seal during needle retraction.
[0077] The syringe depicted in Fig. 23 could be mod-
ified such that the plunger plug frictionally engages with
only one of the resilient seal and the plunger. In another
modification of the syringe of Fig. 23, stem ring ridge 172’
includes a pointed or sharp edge that faces the plunger
distal end and engages with the resilient seal distal end
302 upon complete movement of the plunger into the
barrel. The resilient seal 132’ substantially minimizes or
prevents the existence of "dead" space within the fluid
cavity when the plunger is fully depressed within the bar-
rel.
[0078] As noted above, the plunger plug can also be
held in a snap-tight or releasable locking configuration
with respect to one or more portions of the plunger, where
the snap-tight fitting arrangement is overcome upon full
or complete depression of the plunger within the barrel
such that the plunger plug can move with the needle stem
into the retraction cavity. The snap-tight fit or releasable
locking arrangement can be achieved by providing any
suitable number (e.g., one or more) of protrusions and/or
complimentary grooves on one or both of the plunger and
plunger plug.
[0079] Referring to Fig. 24, the plunger of the syringe
described above and depicted in Figs. 14-21 is modified
to include one or more protrusions that serve to lock the
plunger plug in place during use and prior to needle re-
traction. In particular, plunger 130’ includes an inwardly
extending radial protrusion 320 disposed near the plung-
er distal end and proximally from inwardly extending ra-

dial ledge 141. When plunger plug 144 is secured within
the distal end opening of the plunger, protrusion 320
abuts the extending portion 147 of the plunger plug and
prevents movement of the plunger plug proximally within
the retraction cavity during aspiration of fluid into and
ejection of fluid from the syringe. However, upon com-
plete depression or movement of the plunger within the
barrel, the contact between the plunger plug and the nee-
dle stem forces the plug extending portion 147 beyond
ridge 320, which allows the plunger plug to retract into
retraction cavity 148 along with the needle stem and nee-
dle.
[0080] A similar embodiment is depicted in Fig. 25, in
which the syringe of Fig. 23 is modified to include snap-
fit or locking elements between the plunger plug and
plunger. In particular, plunger 130’ includes an inwardly
extending radial protrusion 320 as previously described
in the embodiment of Fig. 24. In addition, plunger plug
144’ includes an outwardly extending radial bump or pro-
trusion 400 that is configured to engage with a corre-
sponding radial groove 402 disposed along an inward
surface of resilient seal 132". The protrusion 400 engag-
es with the groove 402 in a snap-fit locking arrangement
to further prevent movement of the plunger plug with re-
spect to the plunger until the plug engages the needle
stem and is forced into the retraction cavity 148 along
with the needle stem.
[0081] The syringe can further be designed with a nee-
dle locking feature to prevent inadvertent removal or re-
lease of the syringe needle from the needle stem or hold-
er during use of the syringe. For example, in embodi-
ments in which the needle is removably secured to the
needle holder via a threaded engagement, the needle
locking feature prevents inadvertent separation between
the needle and the needle holder that may otherwise oc-
cur due to inadvertent twisting of the needle with respect
to the needle holder when the needle cover or sheath is
removed from the syringe and/or other twisting forces
are applied to the needle by the user during syringe op-
eration.
[0082] The needle locking feature can be implemented
in the syringe described above and depicted in Figs.
14-21 by providing at least one protrusion and at least
one corresponding locking groove on the male and fe-
male threaded connectors of the needle holder and nee-
dle. Referring to Figs. 26A and 26B, a modified embod-
iment of the syringe of Figs. 14-21 is depicted, where
needle stem 158’ of the needle assembly includes a male
threaded configuration that releasably connects with a
corresponding female threaded connector 400 for needle
160. As can be seen from Fig. 26A, the male threaded
portion of needle stem 158’ extends radially from and
winds around the stem. The male threaded portion further
includes a starting or lead-in portion 402 that ramps ra-
dially outward from the needle stem until it achieves the
final radial dimension of the male threaded portion. A
groove or notch 406 is disposed on lead-in portion 402
of the needle stem male threaded portion, where the
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notch 406 extends transversely across the lead-in por-
tion. A corresponding bump or protrusion 408 is disposed
on a female threaded portion 404 of connector 400.
[0083] The notch and protrusion are suitably dimen-
sioned and aligned on each of the needle assembly and
female threaded connector for the needle such that, upon
substantially complete engagement of the male threaded
needle assembly with the female threaded connector for
the needle, protrusion 408 slides into and engages with
notch 406 to provide a releasable locking engagement
between the needle assembly and the needle. In partic-
ular, the protrusion 408 rides over the initial ramping sec-
tion of lead-in portion 402 until it encounters and engages
with notch 406. This locking engagement resists slight
and inadvertent torque or twisting forces applied to the
needle (e.g., during removal of sheath 168 from the sy-
ringe) and can be overcome upon applying a sufficient
twisting force to the needle with respect to the needle
assembly.
[0084] Optionally, the protrusion and/or groove can in-
clude multi-faceted and/or ramped surfaces to facilitate
a ratchet-like locking action, where the twisting of the
needle with respect to the needle assembly in a first di-
rection (e.g., a clockwise direction) so as to engage the
male and female threaded connections is facilitated with
relative ease to lock the protrusion with the groove, while
the twisting of the needle with respect to the needle as-
sembly in a second direction that opposes the first direc-
tion (e.g., a counter-clockwise direction) is resisted by
the engagement of the protrusion in the groove. In addi-
tion, the sheath may also be designed to prevent twisting
of the sheath with respect to the syringe barrel during
removal of the sheath, so as to further minimize or pre-
vent inadvertent twisting of the needle with respect to the
needle assembly.
[0085] A syringe in accordance with the present inven-
tion can also be configured for use in other, needle-free
applications (i.e., applications that do not include the use
of needles). For example, a syringe of the present inven-
tion can be configured with a suitable connector to con-
nect directly with an intravenous (IV) fluid line for injection
of fluid from the syringe into the IV line. The retraction of
the needle stem would prevent further use of the syringe
after a single fluid injection.
[0086] While the invention has been described in detail
and with reference to a specific embodiment thereof, it
will be apparent to one skilled in the art that various
changes and modifications can be made therein without
departing from the spirit and scope thereof. Thus, it is
intended that the present invention covers the modifica-
tions and variations of this invention provided they come
within the scope of the appended claims and their equiv-
alents.

Claims

1. A syringe (120) comprising:

a hollow barred (122) including an opening (123)
at a proximal end of the barrel, an opening at a
distal end of the barrel and a fluid chamber (150)
disposed within the barrel;
a hollow plunger (130) extending into the barrel
via the proximal end opening and axially mova-
ble within the barrel toward and away from the
distal end opening, wherein the plunger includes
an end wall (144) that is releasably secured to
the plunger at an opening (141) disposed at a
distal end of the plunger and is movable from
the plunger distal end opening during use of the
syringe to facilitate access to a retraction cavity
(148) disposed within the plunger; and
a needle assembly (156) secured within and at
a distal end of the barrel the needle assembly
including a needle holder (158), a resilient mem-
ber (184) biasing the needle holder toward the
proximal end opening of the barrel, and a retain-
ing member (164) releasably secured to the nee-
dle holder via a reduced material section (165),
wherein the needle holder includes a connector
(402) to secure a needle (160) to the needle
holder so as to permit the needle to extend
through the distal end opening of the barrel;
wherein the plunger, retaining member and nee-
dle holder are configured such that the retaining
member maintains the needle holder at the distal
end of the barrel against the bias of the resilient
member and, when the plunger is fully de-
pressed within the barrel, the plunger engages
the needle holder to force the end wall of the
plunger within the plunger and to force the re-
taining member to break away and separate
from the needle holder along the reduced ma-
terial section so as to facilitate retraction into the
retraction cavity of the end wall, the needle hold-
er and a needle secured to the needle holder,
characterized in that
the needle holder and barrel include complimen-
tary securing sections (200,202) that mutually
engage with each other when the needle holder
is secured within the barrel to limit rotational
movement of the needle holder with respect to
the barrel.

2. The syringe of claim 1, wherein the plunger and the
needle assembly are further configured to facilitate
an initial breaking away of the retaining member from
the needle holder upon contact of the plunger distal
end with at least one portion (172) of the retaining
member so as to force the at least one portion of the
retaining member toward the barrel distal end to in-
duce progressive breaking of the at least one portion
of the retaining member from the needle holder along
the reduced material section, while at least another
portion of the retaining member remains attached to
the needle holder and is prevented from moving to-
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ward the barrel distal end until the at least another
portion breaks away from the needle holder.

3. The syringe of claim 1 or 2, wherein the retaining
member comprises a retainer ring disposed about a
proximal end of the needle holder, and the reduced
material section comprises at least one annular
scored section defined between the retainer ring and
the needle holder.

4. The syringe of claim 3, wherein the retainer ring in-
cludes at least one protrusion (172) extending from
a surface of the retainer ring facing the plunger, and
the plunger and needle assembly are further config-
ured to initiate a progressive breaking away of the
retainer ring from the needle holder along the annular
scored section upon engagement of the at least one
protrusion of the retainer ring with the plunger distal
end (178) in combination with movement of the
plunger toward the barrel distal end.

5. The syringe of any of claims 1 to 4, wherein the plung-
er end wall comprises a plug (144) frictionally en-
gaging the plunger at the plunger distal end opening,
and the plug is configured such that, upon depres-
sion of the plunger toward the barrel distal end, the
plug engages with the needle holder to dislodge the
plug from the plunger and facilitate retraction of the
plug, needle holder and needle secured to the needle
holder into the retraction cavity.

6. The syringe of any of claims 1 to 5, wherein the plung-
er end wall is releasably secured to the plunger distal
end via a reduced material section (65’), and the
plunger is configured such that, when the plunger is
fully depressed within the barrel, the plunger engag-
es the needle holder to force the end wall of the
plunger to break away and separate from the needle
holder along the reduced material section connect-
ing the end wall to the plunger and thereby facilitate
retraction into the retraction cavity of the end wall,
the needle holder and a needle secured to the needle
holder into the retraction cavity.

7. The syringe of any of claims 1 to 6, wherein the barrel
includes at least one protrusion (166) extending from
an interior surface portion of the barrel to engage
and prevent the retaining member and needle holder
from moving toward the proximal end of the barrel
prior to initiation of retraction of the needle holder
into the retraction cavity.

8. The syringe of any of claims 1 to 7, wherein the plung-
er includes a flange (138) at a distal end of the plung-
er, and the barrel includes an extended section (126)
at the barrel proximal end to receive the plunger
flange when the plunger is fully depressed within the
barrel so as to prevent axial displacement of the

plunger from the barrel after retraction of the needle
holder into the retraction cavity.

9. The syringe of claim 8, further comprising a lock
(212) disposed within the barrel extended section to
engage with the plunger flange upon full depression
of the plunger within the barrel and retraction of the
needle holder into the retraction cavity so as to pre-
vent movement of the plunger proximal end from the
barrel.

10. The syringe of claim 8 or 9, wherein the barrel ex-
tended section includes at least one cut-out section
to expose the interior of the barrel extended section
at the cut-out section.

11. The syringe of claim 1, wherein the complimentary
securing sections include protrusions (200) extend-
ing from an exterior surface portion of the needle
holder and corresponding grooves (202) disposed
along an interior surface portion of the barrel, and
the protrusions and grooves engage with each other
when the needle holder is secured within the barrel
to prevent rotational movement of the needle holder
with respect to the barrel.

12. The syringe of any of claims 1 to 11, wherein the
plunger end wall (145) and a proximal end of the
needle holder include complimentary engaging sur-
faces that engage with each other during movement
of the plunger toward the barrel distal end.

13. The syringe of claim 12, wherein the engaging sur-
face of the plunger end wall (145) is convex and the
engaging surface of the needle holder is concave.

14. The syringe of claim 12 or 13, wherein the plunger
end wall includes at least one notch (146) disposed
near the engaging surface.

15. The syringe of any of claims 1 to 14, wherein the
plunger includes a seal (132) extending around a
portion of the plunger near the plunger distal end and
configured to compress a selected degree against
an interior wall portion of the barrel upon full depres-
sion of the plunger within the barrel.

16. The syringe of any of claims 1 to 15, wherein the
needle holder connector includes a male threaded
connection (402) that connects with a corresponding
female threaded connector (401) of a needle to be
secured to the needle holder.

17. The syringe of any of claims 1 to 16, wherein the
plunger includes a cap (138) secured within an open-
ing at the proximal end of the plunger, and the cap
includes a flange (139) disposed adjacent the plung-
er proximal end when the cap is secured within the
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proximal end opening.

18. The syringe of any of claims 1 to 17, further compris-
ing:

a seal disposed around a portion of the plunger
at the plunger distal end, wherein the seal (32)
further extends at least partially over the distal
end of the plunger.

19. The syringe of any of claims 1 to 18, wherein the end
wall of the plunger (44’) is releasably secured to the
plunger via at least one protrusion disposed on one
of the plunger and the end wall that engages with at
least one complimentary groove disposed on the oth-
er of the plunger and the end wall.

20. The syringe of any of claims 1 to 19, further compris-
ing:

A needle connector secured to the needle to re-
leasably secure the needle to the connector of
the needle holder, wherein the needle connector
and the needle holder connector include com-
plimentary engaging portions with at least one
protrusion (402) and corresponding groove
(401) that engage with each other when the nee-
dle connector is secured to the needle holder.

21. A method of utilizing a syringe as defined by claims
1-20 and including a hollow barrel with an opening
at a proximal end of the barrel, an opening at a distal
end of the barrel and a fluid chamber disposed within
the barrel, a hollow plunger extending into the barrel
via the proximal end opening and axially movable
within the barrel toward and away from the distal end
opening, the plunger including an end wall that is
releasably secured to the plunger at an opening dis-
posed at a distal end of the plunger, and a needle
assembly secured within and at a distal end of the
barrel, the needle assembly including a needle hold-
er, a resilient member biasing the needle holder to-
ward the proximal end opening of the barrel, a re-
taining member releasably secured to the needle
holder via a reduced material section and a needle
secured to the needle holder, the method compris-
ing: facilitating aspiration of fluid through the needle
and into a fluid cavity within the barrel by moving the
distal end of the plunger toward the proximal end of
the barrel; facilitating withdrawal of the aspirated fluid
from the fluid cavity within the barrel by moving the
distal end of the plunger toward the distal end of the
barrel; and facilitating retraction of the needle holder
within a retraction cavity defined within the plunger
upon complete movement of the plunger into the bar-
rel, wherein the plunger is configured to engage the
needle holder upon complete movement of the
plunger into the barrel such that the end wall of the

plunger is forced within the plunger and the retaining
member is forced to break away and separate from
the needle holder along the reduced material section
to facilitate retraction into the retraction cavity of the
end wall, the needle holder and the needle secured
to the needle holder into the retraction cavity, char-
acterized by
limiting rotational movement of the needle holder
with respect to the barrel by the needle holder and
barrel including complimentary securing sections
that mutually engage with each other when the nee-
dle holder is secured within the barrel.

Patentansprüche

1. Eine Spritze (120), die folgendes aufweist:

einen hohlen Zylinder (122), der eine Öffnung
(123) bei einem proximalen Ende des Zylinders,
eine Öffnung bei einem distalen Ende des Zy-
linders und eine Strömungsmittelkammer (150),
welche innerhalb des Zylinders angeordnet ist,
aufweist;
einen hohlen Kolben (130), der sich in den Zy-
linder über die proximale Endöffnung erstreckt,
und axial innerhalb des Zylinders zu der distalen
Endöffnung hin und von dieser weg bewegbar
ist, wobei der Kolben eine Endwand (144) auf-
weist, die freigebbar mit dem Kolben bei einer
Öffnung (141), die an einem distalen Ende des
Kolbens angeordnet ist, befestigt ist, und von
der distalen Kolbenendöffnung während des
Gebrauchs der Spritze bewegbar ist, um Zu-
gang zu einem Rückzugshohlraum (148), der
innerhalb des Kolbens angeordnet ist, zu er-
möglichen; und
eine Nadelanordnung (156), die er innerhalb
und bei einem distalen Ende des Zylinders be-
festigt ist, wobei die Nadelanordnung einen Na-
delhalter (158), ein elastisches Glied (184), wel-
ches dem Nadelhalter zu der proximalen End-
öffnung des Zylinders hin vorspannt, und ein
Rückhalteglied (164), welches freigebar mit
dem Nadelhalter über einen Abschnitt (165) re-
duzierten Materials befestigt ist, aufweist, wobei
der Nadelhalter eine Verbindungseinrichtung
(402) aufweist, um eine Nadel (160) an dem Na-
delhalter zu befestigen, um es der Nadel zu ge-
statten, sich durch die distale Endöffnung des
Zylinders zu erstrekken;
wobei der Kolben, das Rückhalteglied und den
Nadelhalter derart aufgebaut sind, dass das
Rückhalteglied den Nadelhalter bei dem dista-
len Ende des Zylinders gegen die Vorspannung
des elastischen Glieds hält, und, wenn der Kol-
ben vollständig innerhalb des Zylinders nieder-
gedrückt ist, der Kolben mit dem Nadelhalter in
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Eingriff kommt, um die Endwand des Kolbens
innerhalb des Kolbens zu zwingen, und um das
Rückhalteglied dazu zu zwingen, wegzubre-
chen und sich von dem Nadelhalter entlang des
im Abschnitts reduzierten Materials zu trennen,
um einen Rückzug in den Rückzugshohlraum
der Endwand, des Nadelhalters und einer Na-
del, die an dem Nadelhalter befestigt ist, zu er-
möglichen, dadurch gekennzeichnet, dass
der Nadelhalter und der Zylinder komplementä-
re Befestigungsabschnitte (200, 202) aufwei-
sen, welche gegenseitig miteinander im Eingriff
stehen, wenn der Nadelhalter innerhalb des Zy-
linders befestigt ist, um eine Drehbewegung des
Nadelhalters bezüglich des Zylinders zu be-
schränken.

2. Die Spritze nach Anspruch 1, wobei der Kolben und
die Nadelanordnung ferner aufgebaut sind, um ein
anfängliches Wegbrechen des Rückhalteglieds von
dem Nadelhalter auf einen Kontakt des distalen En-
des des Kolbens mit wenigstens einem Teil (172)
des Rückhalteglieds hin zu ermöglichen, um den we-
nigstens einen Teils des Rückhalteglieds zu dem di-
stalen Ende des Zylinders zu zwingen, um ein pro-
gressives Brechen des wenigstens einem Teils des
Rückhalteglieds von dem Nadelhalter entlang des
Abschnitts mit reduzierten Material herbeizuführen,
während wenigstens ein weiterer Teil des Rückhal-
teglieds an dem Nadelhalter befestigt verbleibt und
daran gehindert wird, sich zu dem distalen Ende des
Zylinders hin zu bewegen, bis der wenigstens eine
weitere Teil von dem Nadelhalter wegbrieht.

3. Die Spritze nach Anspruch 1 oder 2, wobei das Rück-
halteglied einen Rückhaltering aufweist, der um ein
proximales Ende des Nadelhalters herum angeord-
net ist, und wobei der Abschnitt reduzierten Materials
wenigstens einen ringförmigen gekerbten Abschnitt
aufweist, der zwischen dem Rückhaltering und dem
Nadelhalter definiert ist.

4. Die Spritze nach Anspruch 3, wobei der Rückhalte-
ring wenigstens einen Vorsprung (172) aufweist, der
sich von einer Oberfläche des Rückhalterings, die
zu dem Kolben hinweist, erstreckt, und wobei der
Kolben und die Nadelanordnung ferner aufgebaut
sind, um ein progressives Wegbrechen des Rück-
halterings von dem Nadelhalter entlang des ringför-
migen gekerbten Abschnitts auf einen Eingriff von
dem wenigstens einem Vorsprung des Rückhalte-
rings mit dem distalen Ende (178) des Kolbens in
Kombination mit einer Bewegung des Kolbens zu
dem distalen Ende des Zylinders hin, zu initiieren.

5. Die Spritze nach einem der Ansprüche 1 bis 4, wobei
die Kolbenendwand einen Stecker (144) aufweist,
der reibungsmäßig den Kolben bei der distalen End-

öffnung des Kolbens in Eingriff bringt, und wobei der
Stecker derart aufgebaut ist, dass, auf ein Nieder-
drücken des Kolbens zur dem distalen Ende des Zy-
linders hin, der Stecker mit dem Nadelhalter in Ein-
griff kommt, um den Stekker von dem Kolben zu lö-
sen und ein Zurückziehen des Steckers, Nadelhal-
ters und der Nadel, die mit dem Nadelhalter befestigt
ist, in den Rückzugshohlraum zu ermöglichen.

6. Die Spritze nach einem der Ansprüche 1 bis 5, wobei
die Kolbendwand freigebar mit dem distalen Ende
des Kolbens über einen Abschnitt (65’) reduzierten
Materials befestigt ist, und wobei der Kolben derart
aufgebaut ist, dass, wenn der Kolben vollständig in-
nerhalb des Zylinders niedergedrückt ist, der Kolben
mit dem Nadelhalter in Eingriff kommt, um die End-
wand des Kolbens dazu zu zwingen, wegzubrechen
und sich von dem Nadelhalter entlang des Abschnitt
reduzierten Materials zu trennen, welcher die End-
wand mit dem Kolben verbindet, und dadurch ein
Zurückziehen in den Rückzugshohlraum der End-
wand, des Nadelhalters und einer Nadel, die mit dem
Nadelhalter befestigt ist, in den Rückzugshohlraum
zu ermöglichen.

7. Die Spritze nach einem der Ansprüche 1 bis 6, wobei
der Zylinder wenigstens einen Vorsprung (166) auf-
weist, der sich von einem inneren Oberflächenteil
des Zylinders erstreckt, um das Rückhalteglied und
den Nadelhalter in Eingriff zu bringen und diese dar-
an zu hindern, sich zu dem proximalen Ende des
Zylinders hin zu bewegen, und zwar vor der Initiie-
rung des Zurückziehens des Nadelhalters in den
Rückzugshohlraum.

8. Die Spritze nach einem der Ansprüche 1 bis 7, wobei
der Kolben einen Flansch (138) bei einem distalen
Ende des Kolbens aufweist, und wobei der Zylinder
einen erweiterten Abschnitt (126) bei dem proxima-
len Ende des Zylinders aufweist, um den Kolben-
flansch aufzunehmen, wenn der Kolben vollständig
innerhalb des Zylinders niedergedrückt ist, um eine
axiale Verschiebung des Kolbens von dem Zylinder
nach dem Zurückziehen des Nadelhalters in den
Rückzugshohlraum zu verhindern.

9. Die Spritze nach Anspruch 8, die ferner eine Verrie-
gelung (212) aufweist, die innerhalb des erweiterten
Abschnitts des Zylinders angeordnet ist, um mit dem
Kolbenflansch auf ein vollständiges Niederdrücken
des Kolbens innerhalb des Zylinders und einen
Rückzug des Nadelhalters in den Rückzugshohl-
raum hin in Eingriff zu kommen, um eine Bewegung
des proximalen Endes des Kolbens von dem Zylin-
der zu verhindern.

10. Die Spritze nach Anspruch 8 oder 9, wobei der er-
weiterte Abschnitt des Zylinders wenigstens einen
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ausgeschnittenen Abschnitt aufweist, um das Innere
des erweiterten Abschnitts des Zylinders bei dem
ausgeschnittenen Abschnitts freizulegen.

11. Die Spritze nach Anspruch 1, wobei die komplemen-
tären Befestigungsabschnitte Vorsprünge (200), die
sich von einem äußeren Oberflächenteil des Nadel-
halters erstrecken, und entsprechenden Nuten
(202), die entlang einem inneren Oberflächenteil des
Zylinders angeordnet sind, aufweisen, und wobei die
Vorsprünge und die Nuten miteinander in Eingriff
kommen, wenn der Nadelhalter innerhalb des Zylin-
ders befestigt ist, um eine Drehbewegung des Na-
delhalters bezüglich des Zylinders zu verhindern.

12. Die Spritze nach einem der Ansprüche 1 bis 11, wo-
bei die Kolbenendwand (145) und ein proximales En-
de des Nadelhalters komplementäre Eingriffsober-
flächen aufweisen, die miteinander während einer
Bewegung des Kolbens zu dem distalen Ende des
Zylinders hin, in Eingriff kommen.

13. Die Spritze nach Anspruch 12, wobei Eingriffsober-
fläche der Kolbenendwand (145) konvex ist und die
Eingriffsoberfläche des Nadelhalters konkav ist.

14. Die Spritze nach Anspruch 12 oder 13, wobei die
Kolbenendwand wenigstens eine Kerbe (146), die
in der Nähe der Eingriffsoberfläche angeordnet ist,
aufweist.

15. Die Spritze nach einem der Ansprüche 1 bis 14, wo-
bei der Kolben eine Dichtung (132) aufweist, die sich
um einen Teil des Kolbens in der Nähe des distalen
Endes des Kolbens erstreckt und aufgebaut ist, um
einen ausgewählten Grad gegen einen inneren
Wandteil des Zylinders zu komprimieren, und zwar
auf ein vollständiges Niederdrücken des Kolbens in-
nerhalb des Zylinders hin.

16. Die Spritze nach einem der Ansprüche 1 bis 15, wo-
bei die Nadelhalterverbindungseinrichtung eine
männliche Gewindeverbindungseinrichtung (402)
aufweist, die sich mit einer entsprechenden weibli-
chen Gewindeverbindungseinrichtung (401) einer
Nadel, die mit dem Nadelhalter befestigt werden soll,
verbindet.

17. Die Spritze nach einem der Ansprüche 1 bis 16, wo-
bei der Kolben eine Kappe (138) aufweist, die inner-
halb einer Öffnung bei dem proximalen Ende des
Kolbens befestigt ist, und wobei die Kappe einen
Flansch (139) aufweist, der benachbart den proxi-
male Ende des Kolbens angeordnet ist, wenn die
Kappe innerhalb der proximalen Endöffnung befe-
stigt ist.

18. Die Spritze nach einem der Ansprüche 1 bis 17, die

ferner folgendes aufweist:

eine Dichtung, die um einen Teil des Kolbens
bei dem distalen Ende des Kolbens angeordnet
ist, wobei die Dichtung (32) sich ferner wenig-
stens teilweise über das distale Ende des Kol-
bens erstreckt.

19. Die Spritze nach einem der Ansprüche 1 bis 18, wo-
bei die Endwand des Kolbens (44’) freigebar mit dem
Kolben über wenigstens einen Vorsprung, der an ei-
nem von dem Kolben und der Endwand angeordnet
ist, der mit wenigstens einer komplementären Nut,
die an dem anderen von dem Kolben und der End-
wand angeordnet ist, in Eingriff kommt, befestigt ist.

20. Spritze nach einem der Ansprüche 1 bis 19, die fer-
ner folgendes aufweist:

eine Nadelverbindungseinrichtung, die mit der
Nadel befestigt ist, um die Nadel mit der Verbin-
dungseinrichtung des Nadelhalters freigebar zu
befestigen, wobei die Nadelverbindungseinrich-
tung und die Nadelhalterverbindungseinrei-
chung komplementäre Eingriffsteile mit wenig-
stens einem Vorsprung (402) und einer entspre-
chenden Nut (401) aufweisen, die miteinander
in Eingriff kommen, wenn die Nadelverbin-
dungseinrichtung mit dem Nadelhalter befestigt
ist.

21. Ein Verfahren zum Verwenden einer Spritze wie
durch die Ansprüche 1 bis 20 definiert ist und welche
folgendes aufweist: einen hohlen Zylinder, mit einer
Öffnung bei einem proximalen Ende des Zylinders,
eine Öffnung bei einem distalen Ende des Zylinders
und einer Strömungsmittelkammer, die innerhalb
des Zylinders angeordnet ist, einen hohlen Kolben,
der sich in den Zylinder über die proximale Endöff-
nung erstreckt und axial innerhalb des Zylinders zu
der distalen Endöffnung hin und weg von dieser be-
wegbar ist, wobei der Kolben eine Endwand auf-
weist, die freigebar mit dem Kolben bei einer Öff-
nung, die bei einem distalen Ende des Kolbens an-
geordnet ist, befestigt ist, und eine Nadelanordnung,
die innerhalb und bei einem distalen Ende des Zy-
linders befestigt ist, wobei die Nadelanordnung ei-
nen Nadelhalter, ein elastisches Glied, das den Na-
delhalter zu der proximalen Endöffnung des Zylin-
ders hin vorspannt, ein Rückhalteglied, das freigebar
mit dem Nadelhalter über einen Abschnitt reduzier-
ten Materials befestigt ist, und eine Nadel, die mit
dem Nadelhalter befestigt ist, aufweist, wobei das
Verfahren folgendes aufweist: Ermöglichen von An-
saugen von Strömungsmittel durch die Nadel und in
einen Strömungsmittelhohlraum innerhalb des Zy-
linders durch Bewegen des distalen Endes des Kol-
bens zu dem proximalen Ende des Zylinders hin;
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Ermöglichen von Zurückziehen des angesaugten
Strömungsmittels von dem Strömungsmittelhohl-
raum innerhalb des Zylinders durch Bewegen des
distalen Endes des Kolbens zu dem distalen Ende
des Zylinders hin; und Ermöglichen eines Zurück-
ziehens des Nadelhalters innerhalb eines innerhalb
des Kolbens definierten Rückzugshohlraums auf ei-
ne vollständige Bewegung des Kolbens in den Zy-
linder hin, wobei der Kolben aufgebaut ist, um den
Nadelhalter auf eine vollständige Bewegung des
Kolbens in den Zylinder hinein derart in Eingriff zu
bringen, dass die Endwand des Kolbens innerhalb
des Kolben gezwungen wird und das Rückhalteglied
gezwungen wird, von dem Nadelhalter entlang des
Abschnitts reduzierten Materials wegzubrechen und
sich zu trennen, um ein Zurückziehen in den Rück-
zugshohlraum der Endwand, des Nadelhalters und
der Nadel, die mit dem Nadelhalter befestigt ist, in
den Rückzugshohlraum zu ermöglichen, gekenn-
zeichnet durch
Beschränken einer Drehbewegung des Nadelhal-
ters bezüglich des Zylinders, dadurch dass der Na-
delhalter und der Zylinder komplementäre Befesti-
gungsabschnitte aufweisen, die gegenseitig mitein-
ander in Eingriff kommen, wenn der Nadelhalter in-
nerhalb des Zylinders befestigt ist.

Revendications

1. Seringue (120) comprenant :

un cylindre creux (122) présentant à une extré-
mité proximale une ouverture (123), à une ex-
trémité distale une ouverture, ainsi qu’une
chambre de fluide (150) à l’intérieur dudit
cylindre ;
un piston creux (130) qui entre dans le cylindre
par l’ouverture d’extrémité proximale et qui est
mobile axialement dans le cylindre pour se rap-
procher et s’éloigner de l’ouverture d’extrémité
distale, étant précisé que le piston comprend
une paroi d’extrémité (144) qui est fixée de ma-
nière amovible au piston, au niveau d’une ouver-
ture (141) disposée à une extrémité distale du
piston, et qui est mobile à partir de l’ouverture
d’extrémité distale du piston pendant l’utilisation
de la seringue afin de faciliter l’accès à une ca-
vité de rétraction (148) disposée dans le piston ;
et
un ensemble à aiguille (156) qui est fixé à l’in-
térieur du cylindre et au niveau d’une extrémité
distale de celui-ci, l’ensemble à aiguille compre-
nant un porte-aiguille (158), un élément élasti-
que (184) qui contraint le porte-aiguille vers
l’ouverture d’extrémité proximale du cylindre, et
un élément de retenue (164) qui est fixé de ma-
nière amovible au porte-aiguille par l’intermé-

diaire d’une section de matière réduite (165),
étant précisé que le porte-aiguille comprend un
raccord (402) pour fixer une aiguille (160) au
porte-aiguille de manière à permettre à l’aiguille
de traverser l’ouverture d’extrémité distale du
cylindre ;
étant précisé que le piston, l’élément de retenue
et le porte-aiguille sont conçus pour que l’élé-
ment de retenue maintienne le porte-aiguille, au
niveau de l’extrémité distale du cylindre, à l’en-
contre de la contrainte de l’élément élastique et
que le piston, quand il est complètement enfon-
cé dans le cylindre, vienne en contact avec le
porte-aiguille pour pousser la paroi d’extrémité
du piston à l’intérieur du piston et pour forcer
l’élément de retenue à se casser et à se séparer
du porte-aiguille le long de la section de matière
réduite de manière à faciliter la rétraction, dans
la cavité de rétraction, de la paroi d’extrémité,
du porte-aiguille et d’une aiguille fixée au porte-
aiguille,
caractérisée en ce que le porte-aiguille et le
cylindre comprennent des sections de fixation
complémentaires (200, 202) qui s’interpénè-
trent quand le porte-aiguille est fixé à l’intérieur
du cylindre, pour limiter le mouvement rotatif du
porte-aiguille par rapport au cylindre.

2. Seringue de la revendication 1, étant précisé que le
piston et l’ensemble à aiguille sont également con-
çus pour faciliter une rupture initiale de l’élément de
retenue et sa séparation du porte-aiguille lors d’un
contact de l’extrémité distale du piston avec au
moins une partie (172) de l’élément de retenue de
manière à pousser ladite partie de l’élément de re-
tenue vers l’extrémité distale du cylindre afin de pro-
voquer une rupture progressive de ladite partie de
l’élément retenue et sa séparation du porte-aiguille
le long de la section de matière réduite, tandis qu’au
moins une autre partie de l’élément de retenue reste
attachée au porte-aiguille et est empêchée de se
déplacer vers l’extrémité distale du cylindre jusqu’à
ce que ladite autre partie se casse et se sépare du
porte-aiguille.

3. Seringue de la revendication 1 ou 2, étant précisé
que l’élément de retenue comprend une bague de
retenue qui est disposée autour d’une extrémité
proximale du porte-aiguille, et que la section de ma-
tière réduite comprend au moins une section en-
taillée annulaire définie entre la bague de retenue et
le porte-aiguille.

4. Seringue de la revendication 3, étant précisé que la
bague de retenue comprend au moins une saillie
(172) qui part d’une surface de la bague de retenue
faisant face au piston, et que le piston et l’ensemble
à aiguille sont également conçus pour amorcer une

35 36 



EP 1 809 353 B1

20

5

10

15

20

25

30

35

40

45

50

55

rupture progressive de la bague de retenue et sa
séparation du porte-aiguille le long de la section en-
taillée annulaire lors du contact de ladite saillie de la
bague de retenue avec l’extrémité distale (178) du
piston, combiné avec le déplacement du piston vers
l’extrémité distale du cylindre.

5. Seringue de l’une quelconque des revendications 1
à 4, étant précisé que la paroi d’extrémité de piston
comprend un bouchon (144) qui vient en contact par
friction avec le piston, au niveau de l’ouverture d’ex-
trémité distale de celui-ci, et que ce bouchon est con-
çu pour venir en contact, lors de l’enfoncement du
piston vers l’extrémité distale du cylindre, avec le
porte-aiguille afin d’être délogé du piston et de faci-
liter la rétraction dudit bouchon, du porte-aiguille et
de l’aiguille fixée au porte-aiguille dans la cavité de
rétraction.

6. Seringue de l’une quelconque des revendications 1
à 5, étant précisé que la paroi d’extrémité de piston
est fixée de manière amovible à l’extrémité distale
du piston par l’intermédiaire d’une section de matière
réduite (65’) et que le piston est conçu pour venir en
contact, quand il est complètement enfoncé à l’inté-
rieur du cylindre, avec le porte-aiguille afin de pous-
ser la paroi d’extrémité pour la casser et la séparer
du porte-aiguille le long de la section de matière ré-
duite qui relie la paroi d’extrémité au piston, facilitant
ainsi la rétraction, dans la cavité de rétraction, de la
paroi d’extrémité, du porte-aiguille et d’une aiguille
fixée au porte-aiguille.

7. Seringue de l’une quelconque des revendications 1
à 6, étant précisé que le cylindre comprend au moins
une saillie (166) qui part d’une partie de surface in-
térieure du cylindre pour venir en contact avec l’élé-
ment de retenue et le porte-aiguille et les empêcher
de se déplacer vers l’extrémité proximale du cylindre
avant l’amorce de rétraction du porte-aiguille dans
la cavité de rétraction.

8. Seringue de l’une quelconque des revendications 1
à 7, étant précisé que le piston comprend à une ex-
trémité distale une collerette (138) et que le cylindre
comprend à son extrémité proximale une section
étendue (126) pour recevoir ladite collerette du pis-
ton quand le piston est complètement enfoncé à l’in-
térieur du cylindre, de manière à empêcher un dé-
placement axial du piston à partir du cylindre après
rétraction du porte-aiguille dans la cavité de rétrac-
tion.

9. Seringue de la revendication 8, comprenant par
ailleurs un mécanisme de verrouillage (212) disposé
à l’intérieur de la section étendue du cylindre, pour
venir en contact avec la collerette du piston quand
celui-ci est complètement enfoncé à l’intérieur du cy-

lindre et que le porte-aiguille est rétracté dans la ca-
vité de rétraction, de manière à empêcher un dépla-
cement de l’extrémité proximale du piston à partir du
cylindre.

10. Seringue de la revendication 8 ou 9, étant précisé
que la section étendue du cylindre comprend au
moins une section découpée pour dégager l’intérieur
de la section étendue du cylindre au niveau de ladite
section découpée.

11. Seringue de la revendication 1, étant précisé que les
sections de fixation complémentaires comprennent
des saillies (200) qui partent d’une partie de surface
extérieure du porte-aiguille, et des rainures corres-
pondantes (202) qui sont disposées le long d’une
partie de surface intérieure du cylindre, et les saillies
et les rainures s’interpénètrent quand le porte-
aiguille est fixé à l’intérieur du cylindre, pour empê-
cher un mouvement rotatif du porte-aiguille par rap-
port au cylindre.

12. Seringue de l’une quelconque des revendications 1
à 11, étant précisé que la paroi d’extrémité de piston
(145) et une extrémité proximale du porte-aiguille
comprennent des surfaces de contact complémen-
taires qui s’interpénètrent pendant le déplacement
du piston vers l’extrémité distale du cylindre.

13. Seringue de la revendication 12, étant précisé que
la surface de contact de la paroi d’extrémité de piston
(145) est convexe tandis que la surface de contact
du porte-aiguille est concave.

14. Seringue de la revendication 12 ou 13, étant précisé
que la paroi d’extrémité du piston comprend au
moins une encoche (146) disposée près de la sur-
face de contact.

15. Seringue de l’une quelconque des revendications 1
à 14, étant précisé que le piston comprend un joint
d’étanchéité (132) qui s’étend autour d’une partie du
piston, près de l’extrémité distale du piston, et qui
est conçu pour être comprimé avec un degré choisi
contre une partie de paroi intérieure du cylindre lors-
que le piston est complètement enfoncé à l’intérieur
du cylindre.

16. Seringue de l’une quelconque des revendications 1
à 15, étant précise que le raccord du porte-aiguille
comprend une partie de liaison filetée mâle (402) qui
est reliée à un raccord fileté femelle correspondant
(401) d’une aiguille à fixer au porte-aiguille.

17. Seringue de l’une quelconque des revendications 1
à 16, étant précisé que le piston comprend un capu-
chon (138) fixé à l’intérieur d’une ouverture, à l’ex-
trémité proximale du piston, et que le capuchon com-
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prend une collerette (139) qui est disposée près de
l’extrémité proximale du piston quand le capuchon
est fixé à l’intérieur de l’ouverture d’extrémité proxi-
male.

18. Seringue de l’une quelconque des revendications 1
à 17, comprenant par ailleurs :

un joint d’étanchéité qui est disposé autour
d’une partie du piston, à l’extrémité distale de
celui-ci, étant précisé que le joint (32) s’étend
par ailleurs au moins en partie sur l’extrémité
distale du piston.

19. Seringue de l’une quelconque des revendications 1
à 18, étant précisé que la paroi d’extrémité du piston
(44’) est fixée de manière amovible au piston par
l’intermédiaire d’au moins une saillie qui est dispo-
sée sur le piston ou sur la paroi d’extrémité et qui
vient en contact avec au moins une rainure complé-
mentaire disposée sur la paroi d’extrémité ou sur le
piston.

20. Seringue de l’une quelconque des revendications 1
à 19, comprenant par ailleurs :

une raccord d’aiguille fixé à l’aiguille pour fixer
de manière amovible l’aiguille au raccord du por-
te-aiguille, étant précisé que le raccord d’aiguille
et le raccord de porte-aiguille comprennent des
parties de contact complémentaires avec au
moins une saillie (402) et une rainure corres-
pondante (401) qui s’interpénètrent quand le
raccord d’aiguille est fixé au porte-aiguille.

21. Procédé d’utilisation d’une seringue telle qu’elle est
définie par les revendications 1 à 20 et comprenant
un cylindre creux avec à une extrémité proximale
une ouverture, à une extrémité distale une ouverture,
et à l’intérieur du cylindre une chambre de fluide, un
piston creux qui entre dans le cylindre par l’ouverture
d’extrémité proximale et qui est mobile axialement
dans le cylindre pour se rapprocher et s’éloigner de
l’ouverture d’extrémité distale, le piston comprenant
une paroi d’extrémité qui est fixée de manière amo-
vible au piston, au niveau d’une ouverture disposée
à une extrémité distale du piston, et un ensemble à
aiguille qui est fixé à l’intérieur du cylindre et au ni-
veau d’une extrémité distale de celui-ci, l’ensemble
à aiguille comprenant un porte-aiguille, un élément
élastique qui contraint le porte-aiguille vers l’ouver-
ture d’extrémité proximale du cylindre, un élément
de retenue qui est fixé de manière amovible au porte-
aiguille par l’intermédiaire d’une section de matière
réduite, et une aiguille qui est fixée au porte-aiguille,
le procédé comprenant les mesures qui consistent :
à faciliter l’aspiration d’un fluide à travers l’aiguille
pour l’amener dans une cavité de fluide à l’intérieur

du cylindre, en déplaçant l’extrémité distale du piston
vers l’extrémité proximale du cylindre ; à faciliter l’ex-
traction du fluide aspiré, à partir de la cavité de fluide
à l’intérieur du cylindre en déplaçant l’extrémité dis-
tale du piston vers l’extrémité distale du cylindre ; et
à faciliter la rétraction du porte-aiguille à l’intérieur
d’une cavité de rétraction définie à l’intérieur du pis-
ton, lorsque le piston est complètement amené dans
le cylindre, étant précisé que le piston est conçu pour
venir en contact avec le porte-aiguille, quand il est
complètement amené dans le cylindre, de telle sorte
que sa paroi d’extrémité soit poussée à l’intérieur du
piston et que l’élément de retenue soit poussé pour
se casser et se séparer du porte-aiguille le long de
la section de matière réduite afin de faciliter la ré-
traction, dans la cavité de rétraction, de la paroi d’ex-
trémité, du porte-aiguille et de l’aiguille fixée à celui-
ci,
caractérisé par la limitation du mouvement rotatif
du porte-aiguille par rapport au cylindre grâce au fait
que le porte-aiguille et le cylindre comprennent des
sections de fixation complémentaires qui s’interpé-
nètrent quand le porte-aiguille est fixé à l’intérieur du
cylindre.
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