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Description

[0001] FIELD OF INVENTION
[0002] The present invention relates generally to chan-
nel quality measurements in wireless communications,
and more particularly, to a method and apparatus for re-
liably detecting channel quality and its application to outer
power loop control.
[0003] BACKGROUND
[0004] Currently, third generation (3G) mobile commu-
nication systems are being standardized to implement
efficient and high throughput of downlink (DL) packet da-
ta transfer mechanisms. In the context of universal mo-
bile telecommunications system (UMTS) wideband
code-division multiple access (W-CDMA) based 3G sys-
tems, these packet transfer techniques are commonly
referred to as high-speed downlink packet access (HSD-
PA). HSDPA is possible for both Frequency Division Du-
plex (FDD) and Time Division Duplex (TDD) modes, and
is implemented for chip rates of 1.28 Mcps and 3.84
Mcps.
[0005] The following characteristic features are the
source of recognized efficiency and achievable data
throughput of HSDPA: Adaptive Modulation and Coding
(AMC) techniques; fast Hybrid Automatic Repeat Re-
quest (Hybrid ARQ); fast feedback mechanism for uplink
(UL) reporting of instantaneous DL channel quality; and
radio resource efficient packet scheduling mechanism
and fast, short-term DL channel assignments.
[0006] Yet another distinguishing feature of HSDPA is
that the data rate and amount ofDL transmission (Tx)
power that an HSDPA base station allocates to a wireless
transmit and receive unit (WTRU) is a function of the
WTRU’s instantaneous channel conditions. For exam-
ple, a user close to the base station can reliably receive
a high HSDPA data rate with low transmission power. A
user far away from the base station, or a user confronted
with unfavorable channel conditions, would only support
a reduced data rate for the same or higher amount of
allocated DL transmission power.
[0007] The instantaneous HSDPA data rate that a par-
ticular user can reliably support is generally dependent
on: 1) path loss, which is based on the distance to the
serving base station; 2) shadowing; 3) instantaneous fast
fading conditions; 4) interference at the user’s receiver
caused by other users present in the system; and 5) the
user’s channel conditions, such as the speed and prop-
agation environment. In other words, the HSDPA data
rate is a function of the user’s experienced DL signal-to-
interference ratio (SIR) which is based upon all of these
factors and is representative of the DL data rate that the
user can support. The user’s DL SIR will generally vary
in time as a function of these factors.
[0008] Knowledge of the user’s experienced DL SIR
or any similar representative metric with this functionality,
for example BLER, BER, or received signal power com-
bined with received DL interference, is essential for the
HSDPA base station to ensure highly efficient HSDPA

operation. CDMA systems employing HSDPA have
therefore adopted a fast UL Layer 1 (L1) signaling mech-
anism which allows a WTRU to periodically report the DL
SIR to the base station with a fast, UL channel quality
indicator (CQI). The current FDD specification allows
configuration of the periodic CQI feedback in the UL to
be sent every 0 (when CQI reporting is turned off), 2, 4,
8,10, 20, 40, 80, or 160 ms. However, in TDD there is no
periodic CQI feedback, so the CQI is instead sent with
an ACK/NACK on the High-Speed Shared Control Chan-
nel (HS-SICH) whenever a DL data block on the HSDPA
Data Channel (HS-DSCH) is received by a WTRU. In W-
CDMA FDD and TDD modes, this mechanism is com-
monly referred to as CQI reporting.
[0009] The method for measuring a CQI in a particular
WTRU implementation is not standardized, but is open
to vendor implementation. But the method of how to de-
rive the reported CQI value is standardized. In the FDD
standard, there is a table (as shown in 3GPP TS 25.321,
Medium Access Control (MAC) Protocol Specification,
5.4.0 (2003-03)) listing some 30 CQI values roughly cor-
responding to increasingly higher data rates, and there-
fore proportional to higher and higher DL SIRs. The re-
ported CQI in FDD is derived as follows (per 3GPP TS
25.214, Physical layer procedures (FDD), v5.4.0
(2003-03), section 6A.2): "the UE shall report the highest
tabulated CQI value for which a single HS-DSCH sub-
frame formatted with the transport block size, number of
HS-PDSCH codes and modulation corresponding to the
reported or lower CQI value could be received in a 3-slot
reference period ending 1 slot before the start of the first
slot in which the reported CQI value is transmitted and
for which the transport block error probability would not
exceed 0.1." In TDD, the reporting is different; the trans-
port block size is reported if it was transmitted during the
last received transmission interval (the number oftimes-
lots where the last HS-DSCH was received) and that
transmission would have yielded a block error rate of 0.1.
[0010] As an example, in the current W-CDMA FDD
release 5, the CQI is an information bit sequence five bits
long which is encoded by means of a (20, 5) Reed-Muller
code. The resulting 20 bit long coded sequence is sent
in the UL on a High-Speed Dedicated Physical Control
Channel (HS-DPCCH). Every user has a separate HS-
DPCCH with an adjustable CQI reporting cycle (feedback
rate). A user can report the CQI on the HS-DPCCH even
if the user does not receive data on the HS-DSCH.
[0011] As another example, in the current W-CDMA
TDD release (3.84 Mcps or high chip rate (HCR) TDD),
the CQI is an information bit sequence ten bits long which
is encoded by means of a (32, 10) Reed-Muller code.
The resulting 32 bit long coded sequence is sent in the
UL as part of the HS-SICH. With current TDD, a CQI
transmission can only take place if the user has previ-
ously received data on the HS-DSCH in the frame.
[0012] Because the reliability of a WTRU’s CQI report
has an impact on HSDPA operation, it is important that
an HSDPA base station has a means of determining
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whether a CQI was received in error. By discarding any
erroneously received CQI, the HSDPA base station can
avoid the situation in which it would choose a DL data
rate and corresponding transmission power for a user
that is not adapted to the user’s experienced DL channel
conditions. Erroneous CQIs reduce the HSDPA data
throughput to the user and create a high level of interfer-
ence to the other users in the system, which reduces the
efficiency of HSDPA service in the W-CDMA system.
[0013] Furthermore, too many CQIs received in error
from a particular user are an indication that the user’s UL
transmission power settings are not accurate and the
base station or another access network node, such as
the Radio Network Controller (RNC), will take appropriate
actions. As an example, the RNC can signal a higher
target UL SIR to the user in order to increase its UL trans-
mission power and to lower the error rate on HS-DPCCH
(in FDD) or HS-SICH (in TDD). This type of RNC func-
tionality is commonly referred to as outer loop power con-
trol.
[0014] Error detection of received UL transmissions in
W-CDMA FDD and TDD modes is typically accomplished
by employing a Cyclic Redundancy Check (CRC), i.e., a
bit sequence computed from and accompanying the data
which, when decoded in error in the base station, is a
reliable indicator of decoding errors. For a CRC to be
effective in error detection, the length of the CRC must
be sufficiently large. However, in order to avoid having
an inefficient process, the ratio of the CRC length to the
actual data length must be small. In a typical application,
the data may be on the order of hundreds of bits while
the CRC field may be on the order of 8-24 bits.
[0015] Unfortunately, the HS-DPCCH (FDD) and the
HS-SICH (TDD) are fast Ll UL signaling channels which
do not include any UL data or a sufficient number of L1
signaling bits to make efficient use of a CRC. To provide
sufficient error detection capabilities, the CRC would
have to be nominally at least the same size as the data
field that it is verifying. With these considerations, current
HSDPA standards do not use a CRC on the HS-DPCCH
(FDD) and the HS-SICH (TDD).
[0016] Therefore, based on existing techniques the
network (base station or RNC) has no means of reliably
determining whether or not a CQI was received in error
or not. The network can only configure the WTRU to use
a high enough UL transmission power by means of an
UL target SIR and by "experience" from simulations, such
that the event of errors is sufficiently unlikely and not
detrimental to HSDPA system operation. It is therefore
advantageous to provide a method for reliably detecting
and reporting the correctness of received CQI values.
[0017] SUMMARY
[0018] The method of the present invention enables
the base station to determine the degree of reliability of
the CQI. The present invention provides a useful relia-
bility detection mechanism for a CQI report received by
the HSDPA base station from a WTRU and provides a
received CQI quality reporting mechanism from the HSD-

PA base station to the RNC in order to track and adjust
a WTRU’s UL transmitting power setting.
[0019] A method for improving the reliability of a chan-
nel quality indicator (CQI) message in a wireless com-
munications network begins with receiving and decoding
the CQI message. A decision metric value for each sym-
bol in the CQI message is computed. A largest decision
metric value and a second largest decision metric value
are determined. The reliability of the CQI message is
determined by comparing the largest decision metric val-
ue and the second largest decision metric value.
[0020] A method for improving the reliability of a re-
ceived message representing quality of a transmission
channel in a wireless communication system begins by
receiving a channel quality indicator (CQI) message from
a wireless transmit and receive unit. The CQI message
is then decoded, and at least two different values repre-
sentative of the decoded CQI message are obtained. The
reliability of the CQI message is determined by compar-
ing the at least two values.
[0021] A system for determining the quality of a trans-
mission channel in a wireless communication system in-
cludes at least one wireless transmit and receive unit
(WTRU) and a base station. The WTRU includes gener-
ating means for generating a channel quality indicator
(CQI). The base station includes receiving means for re-
ceiving the CQI, decoding means for decoding the CQI,
computing means for computing a first decision metric
and a second decision metric of the decoded CQI, and
comparing means for comparing the first and second de-
cision metrics to determine if the CQI contains an error.
[0022] An integrated circuit constructed in accordance
with the present invention includes an input configured
to receive a channel quality indicator (CQI) message,
decoding means for decoding the CQI message, com-
puting means for computing a first decision metric and a
second decision metric of the decoded CQI message,
and comparing means for comparing the first and second
decision metrics to determine if the CQI message con-
tains an error.
[0023] BRIEF DESCRIPTION OF THE DRAWINGS
[0024] A more detailed understanding of the invention
may be had from the following description of preferred
embodiments, given by way of example and to be under-
stood with reference to the accompanying drawings, in
which:
[0025] Figure 1 is a flowchart of a method in accord-
ance with the present invention, applicable to both FDD
and TDD;
[0026] Figure 2 is a flowchart of an alternate embodi-
ment of a method in accordance with the present inven-
tion, applicable to both FDD and TDD;
[0027] Figure 3 shows an example of CQI reliability
detection, applicable to both FDD and TDD;
[0028] Figure 4 is a graph of the additive white Gaus-
sian noise (AWGN) channel HS-SICH performance, from
TDD simulations; and
[0029] Figure 5 is a graph of the WG4 test case 2 chan-
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nel HS-SICH performance, from TDD simulations.
[0030] DETAILED DESCRIPTION OF THE PRE-
FERRED EMBODIMENT(S)
[0031] As used and described hereafter, a WTRU in-
cludes, but is not limited to, a user equipment, a mobile
station, a fixed or mobile subscriber unit, a pager, or any
other type of device capable of operating in a wireless
environment. When referred to hereafter, a base station
includes, but is not limited to, a Node-B, a site controller,
an access point, or other type of interfacing device in a
wireless environment.
[0032] Figure 1 illustrates a method 100 for determin-
ing the reliability of a CQI and its application to outer loop
power control in accordance with the present invention.
The method 100 begins by initializing a time interval clock
and several counters, such as total HS-SICHs received,
number of false HS-SICHs received, and number of HS-
SICHs that have been missed (step 102). The CQI is
received (step 104) and decoded (step 106). For each
symbol in the CQI, a decision metric value is computed
(step 108). The two largest decision metric values are
selected (step 110) and the difference between the two
largest values is determined (step 112). The difference
between the two largest decision metrics is evaluated to
determine if it is below a threshold (step 114). If the dif-
ference is below the threshold, then the CQI is likely to
be in error, so it is discarded (step 116).
[0033] If the difference meets or exceeds the thresh-
old, then the CQI, is presumed to be valid (step 118).
Next, the counters are incremented (step 120) and a de-
termination is made whether the end of the time interval
has been reached (step 122). Also, flow passes back to
step 104; the loop of steps 104-120 repeats continuously,
regardless of the value of the counters or whether the
time interval has expired.
[0034] If the time interval has expired (step 122); then
a determination is made whether the counters meet or
exceed a threshold value (step 124). If the counters are
equal to or greater than the threshold, the RNC is signal-
ed (step 126), the RNC then signals the WTRU to adjust
the UL transmission power (step 128), and the method
ends (step 130). If the end of the time interval has not
been reached (step 122) or if the counters are below the
threshold (step 124), then the method ends (step 130).
[0035] It is noted that the difference determined in step
112 is applicable when the metrics are logarithmic, i.e.,
in dB. If the metrics are in pure numbers, then steps 112
and 114 can be modified as follows, The ratio of the larg-
est decision metric to the second largest decision metric
is calculated (step 112) and the ratio is compared to the
threshold (step 114).
[0036] A similar alternate method involving additional
Iub signaling entails simple periodic reporting of the total
number of HS-SICHs received, the number of false HS-
SICHs received, and the number of HS-SICHs that have
been missed over a fixed time period and reporting these
numbers without regard to error thresholds. This type of
periodic reporting would add more Iub signaling, but

would be less complex to implement in the Node B.
[0037] Figure 2 shows an alternate method 200 for de-
termining the reliability of a CQI and its application to
outer loop power control in accordance with the present
invention. The method 200 begins by initializing several
counters, such as total HS-SICHs received, number of
false HS-SICHs received, and number of HS-SICHs that
have been missed (step 202). The CQI is received (step
204) and decoded (step 206). For each symbol in the
CQI, a decision metric value is computed (step 208). The
two largest decision metric values are selected (step 210)
and the difference between the two largest values is de-
termined (step 212). The difference between the two larg-
est decision metrics is evaluated to determine if it is below
a threshold (step 214). If the difference is below the
threshold, then the CQI is likely to be in errors, so it is
discarded (step 216).
[0038] If the difference is above the threshold, then the
CQI is presumed to be valid (step 218). Next, the counters
are incremented (step 220) and a determination is made
whether the counters meet or exceed a threshold value
(step 222). Also, flow passes back to step 204; the loop
of steps 204-220 repeats continuously, regardless of the
value of the counters.
[0039] If the counters are equal to or greater than the
threshold, the RNC is signaled (step 224), the RNC then
signals the WTRU to adjust the UL transmission power
(step 226), and the method ends (step 228). If the
counters are below the threshold (step 222), then the
method ends (step 228).
[0040] When the base station decodes the received
32 bit code word (steps 106, 206), the output of the de-
coding process can be viewed as one of N distinct hy-
potheses, where the number of information bits n is re-
lated to M by M=2n (in TDD, n=10). In other words, one
out of M symbols is sent from the WTRU to base station.
The hypothesis test at the base station selects the most
likely member of the M symbol alphabet, and then con-
verts it back into the n information bits that the symbol,
i.e., the encoded code word, represents.
[0041] Different decision algorithms exist to determine
what represents the most likely received symbol, often
varying on what is known about the symbols. For exam-
ple, if it is more likely that a particular symbol is sent, then
incorporating this knowledge into the decision algorithm
provides an advantage over an algorithm which suppos-
es that all symbols are sent equally often. To further il-
lustrate, in the FDD context, the decoder can operate like
32 matched filters, with one filter for each symbol, where-
in each symbol has a particular waveform (chip/bit se-
quence). Each matched filter correlates the received
waveform with the waveform corresponding to a partic-
ular symbol. The correlation outputs from each of the 32
matched filters is basically a peak corresponding to en-
ergy. A large peak means that "very likely this was the
symbol sent" (wherein a code word is equivalent to a chip
sequence), and a small correlation peak means that "un-
likely this was the right symbol." Then, the largest peak
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out of the 32 obtained peaks is selected and is deter-
mined to be the symbol that was sent. Because this is a
statistical hypothesis test, on average the determined
symbol is the best decision that can be made. An example
of this process is shown in Figure 3. The decoding proc-
ess in the base station converts a sequence of received
channel bits into soft decision metrics for every possible
one out of M CQI symbols. The CQI quality detector can
be implemented in a single integrated circuit or as dis-
crete components.
[0042] In general, the information bit sequence (the
CQI word) is n bits long. The CQI word is encoded to a
(N,n) Reed-Muller code, which consists of M (= 2^n) N-
bit long encoded bit sequences. For example, in TDD,
there are n=10 information bits, which results in 1024
(M=2^10) possible encoded words of length N=32 bits
each. The process of encoding the CQI on the HS- SICH
provides some repetition, which maps each of the N cod-
ed bits into N*4=L channel bits. Every channel bit is
spread by a spreading factor of 16 (i.e., a 16 chip long
spreading sequence), resulting in L*16 = C chips. In TDD,
the CQI word is generally encoded using a (32,10) Reed-
Muller encoding and n =10, N = 32, L=128, G = 2048.
Without loss of generality, the same principle of the meth-
od is also valid for FDD with a (16,5) encoding.
[0043] As those of skill in the art would realize, any
other type of encoding scheme may be used, and the
present invention is not limited to the schemes set forth
herein. An arbitrary (N,n) encoding scheme as known by
channel coding theory and existing for the choice of pa-
rameters n and N, determining its ratio of information bits
to coded channel bits would operate with the present
invention. For example, a Reed-Muller first or second
order code or a Reed-Solomon code could be used. The
particular coding scheme on the (N,n) bits is not signifi-
cant, as long as the decoder can compute discrete deci-
sion metrics for each and every symbol that can be sent
over the channel.
[0044] Steps 110 and 112 of Figure 1 and steps 210
and 212 of Figure 2 represent one possible method to
determine CQI reliability. Numerous other methods for
determining CQI reliability are possible. For example, the
ratio of the greatest or largest decision-metric to the sec-
ond greatest, or the difference between these two metrics
in dB (10 log (ratio)) may be used. To illustrate by way
of some simple equations, if Pmax denotes the value of
the largest observed peak and Psecond denotes the sec-
ond-largest observed peak, the ratio (R) could be ex-
pressed as R = Pmax/Psecond or log(Pmax)/log(Psecond) or
more generally as f(Pmax/Psecond). Another proposed
method of determining CQI reliability is the ratio of the
energy of the greatest decision metric to the sum or a
weighted sum of the energy of the set of M-1 other deci-
sion metrics. For example, Pi (i=1...32) are values of the
observed peaks at the output of the Reed-Muller decod-
er. Pmax is the maximum Pi value. The measure R is
expressed as R = Pmax / (ΣPi - Pmax).
[0045] By comparing the soft decision metrics of the

decoded CQI symbols, the base station can employ a
simple threshold-based decision mechanism in order to
decide whether the received CQI symbol is likely to be
or not to be in error (steps 114, 214). As an example, if
the difference between greatest and second greatest
metric is less than 1 dB, there is a very high probability
(typically, greater than 95%) that the CQI is in error and
the CQI should be discarded. Other difference values
may be used, with a corresponding reduced probability
of the CQI being in error. A preferred range for the dif-
ference is between 0-2 dB, so that the probability of the
CQI being in error is sufficiently high.
[0046] An example of the CQI reliability detection
method performance in terms of the ability to detect CQI
errors for the TDD case is shown in Figures 4 and 5.
Figures 4 and 5 include graphs for BER after MUD, ACK-
>NACK BER, NACK->ACK BER, rejected CQIs, rejected
CQIs which were good, and not rejected CQIs which were
false. The graphs also include RMF BER, which is the
first bit of the ten bit long CQI word and indicates the
Recommended Modulation Format (either QPSK or
QAM). The graphs show the BER for this single bit. The
RTBS includes the other nine information bits in the CQI
word and they denote the Recommended Transport
Block Set, which is the number of information bits in the
HS-DSCH transport block that the WTRU recommends
should be sent. The graphs show the word error rate
(WER) of these nine bits, which indicates the probability
that at least one of the nine RTBS bits is in error.
[0047] The following observations may be made from
Figures 4 and 5: 1) the ACK/NACK soft decision threshold
is at 0.1*signal amplitude; 2) the criteria to reject a CQI
includes the highest/second highest correlation peaks
less than 1 dB away in amplitude; 3) erroneous CQIs can
be readily detected; and 4) the ratio of "correct CQIs false-
ly rejected" to wrong CQIs not rejected" can be easily
scaled to meet target errors.
[0048] Thus, an improved CQI field coding is made
possible by the use of the present invention. Under pre-
vious methods, when the HS-SICH carrying the ACK/
NACK and the CQI was received, there was no means
of knowing if the received HS-SICH fields (either the ACK/
NACK or the CQI) were received in error, because there
was no CRC. If the ACK/NACK is received in error and
the Node B does not realize this, the Node B could, for
example, retransmit a packet that was already received
successfully in the WTRU or discard (not retransmit) a
packet which it should have retransmitted and WTRU
waits for an extended period of time for a packet that will
never arrive and memory stalls. The CQI reliability de-
tection according to the present invention allows the
Node B to indicate which received HS-SICHs are reliable
and can take appropriate actions, like retransmission.
Also, in order to ensure reasonably often (<1% of the
cases when received) that the HS-SICH is reliable, the
HS-SICH needs to be received at a high SNR. This
means that the WTRU must transmit at a higher power.
Because the WTRU does not have much power and to
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be able to maximize coverage, the WTRU’s transmission
power must be sufficient to meet the average HS-SICH
BER of 0.1. The proposed CQI reliability detection meth-
ods provide the Node B, via reporting the CQI, the means
of tracking the current transmission power settings in the
WTRU and the means to adjust the power settings.
[0049] Furthermore, the reliability detection method
can also be used to provide indicators to the HSDPA
base station and the RNC on HS-SICH / HS-DPCCH
performance and CQI reporting, to alert the HSDPA base
station that the CQI value may be in error. It is also pos-
sible to alert, through a message from the HSDPA base
station to the RNC via the Iub/Iur network interfaces, that
the delivered SIR may be inadequate. Simple statistics
are provided, such as how many received HS-SICHs re-
ceived from a particular WTRU were declared in error
based on CQI metrics, how many total HS-SICHs were
received over the same time period, and how many HS-
SICHs were declared not to have been sent at all. These
are functions that would normally be provided by a CRC
and which now are possible due to the CQI reliability test
based on soft decision metrics.
[0050] According to a particular aspect of the invention,
new messages are added to the Iub/Iur network interface
to define occurrences of the number of failures of a trans-
mission and the number or occurrences of symptom-free
receptions, i.e., to report that a given WTRU has sent X
successive UL HS-SICH messages without a failure be-
ing reported.
[0051] Upon reception of a predetermined number of
CQI failure indicators related to a particular WTRU or
HS-SICH channel, either the HSDPA base station or the
RNC can take appropriate actions, such as changing the
power control parameters for the WTRU or the HS-SICH
channel, or discarding CQIs and using previous CQI re-
ports for DL HSDPA transmissions. In one embodiment
of the present invention (shown in Figure 1), counts are
taken over 200 ms time intervals. In each frame (which
is 10ms long), there can be at most one HS-SICH re-
ceived from a WTRU, so therefore there are at most 20
HS-SICHs in 200ms. All counters are defined from 0...
20 (total received HS-SICHs, false HS-SICHs, and
missed HS-SICHs).
[0052] Even though the examples given above are di-
rected to HSDPA TDD, the invention is equally applicable
to HSDPA FDD and other modes of transmission, for
obtaining improved CQI reliability detection and im-
proved outer loop power control. While specific embod-
iments of the present invention have been shown and
described, many modifications and variations could be
made by one skilled in the art without departing from the
scope of the invention.

Claims

1. A method for determining a channel quality in a wire-
less communication system, comprising:

receiving a high speed shared control channel
(HS-SICH) transmission;
counting a total number of HS-SICH transmis-
sions;
counting a number of failed HS-SICH transmis-
sions;
counting a number of missed HS-SICH trans-
missions; and
periodically reporting the total number of HS-
SICH transmissions, the number of failed HS-
SICH transmissions, and the number of missed
HS-SICH transmissions over a fixed time period,
whereby the reporting is an indication of the
channel quality.

2. A base station configured to determine a channel
quality, comprising:

a receiver configured to receive a high speed
shared control channel (HS-SICH) transmis-
sion;
a counter configured to count a total number of
HS-SICH transmissions, a number of failed HS-
SICH transmissions, and a number of missed
HS-SICH transmissions; and
a reporting device configured to periodically re-
port the total number of HS-SICH transmissions,
the number of failed HS-SICH transmissions,
and the number of missed HS-SICH transmis-
sions over a fixed time period, whereby the re-
port is an indication of the channel quality.

3. A base station configured to determine a channel
quality, comprising:

a receiver configured to receive a high speed
shared control channel (HS-SICH) transmis-
sion;
a first counter configured to count a total number
of HS-SICH transmissions;
a second counter configured to count a number
of failed HS-SICH transmissions;
a third counter configured to count a number of
missed HS-SICH transmissions; and
a reporting device configured to periodically re-
port the values of said first counter, said second
counter, and said third counter over a fixed time
period, whereby the report is an indication of the
channel quality.

4. A wireless transmit/receive unit (WTRU), compris-
ing:

a transmitter configured to transmit a plurality of
high speed shared control channel (HS-SICH)
transmissions;
a receiver configured to receive a power control
command, the power control command being
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derived by counting a total number of HS-SICH
transmissions, counting a number of failed HS-
SICH transmissions, counting a number of
missed HS-SICH transmissions, and comparing
the counted values to a predetermined thresh-
old; and
a transmission power adjusting device config-
ured to adjust an uplink transmission power of
the WTRU based on the power control com-
mand.

Patentansprüche

1. Verfahren zum Bestimmen einer Kanalqualität in ei-
nem drahtlosen Kommunikationssystem, das auf-
weist:

Empfangen einer Übertragung über einen ge-
meinsam genutzten Hochgeschwindigkeitska-
nal (HS-SICH);
Zählen einer Gesamtzahl von HS-SICH-Über-
tragungen;
Zählen einer Anzahl fehlgeschlagener HS-
SICH-Übertragungen;
Zählen einer Anzahl verloren gegangener HS-
SICH-Übertragungen; und
regelmäßiges Melden der Gesamtzahl von HS-
SICH-Übertragungen, der Anzahl fehlgeschla-
gener HS-SICH-Übertragungen und der Anzahl
verloren gegangener HS-SICH-Übertragungen
über eine feste Zeitspanne, wobei das Melden
eine Anzeige für die Kanalqualität ist.

2. Basisstation, die aufgebaut ist, um eine Kanalquali-
tät zu bestimmen, die aufeist:

einen Empfänger, der aufgebaut ist, um eine
Übertragung über einen gemeinsam genutzten
Hochgeschwindigkeitskanal (HS-SICH) zu
empfangen;
einen Zähler, der aufgebaut ist, um eine Ge-
samtzahl von HS-SICH-Übertragungen, eine
Anzahl fehlgeschlagener HS-SICH-Übertra-
gungen und eine Anzahl verloren gegangener
HS-SICH-Übertragungen zu zählen; und
eine Meldevorrichtung, die aufgebaut ist, um re-
gelmäßig die Gesamtzahl von HS-SICH-Über-
tragungen, die Anzahl fehlgeschlagener HS-
SICH-Übertragungen und die Anzahl verloren
gegangener HS-SICH-Übertragungen über ei-
ne feste Zeitspanne zu melden, wobei die Mel-
dung eine Anzeige für die Kanalqualität ist.

3. Basisstation, die aufgebaut ist, um eine Kanalquali-
tät zu bestimmen, die aufweist:

einen Empfänger, der aufgebaut ist, um eine

Übertragung über einen gemeinsam genutzten
Hochgeschwindigkeitskanal (HS-SICH) zu
empfangen;
einen ersten Zähler, der aufgebaut ist, um eine
Gesamtzahl von HS-SICH-Übertragungen zu
zählen;
einen zweiten Zähler, der aufgebaut ist, um eine
Anzahl fehlgeschlagener HS-SICH-Übertra-
gungen zu zählen;
einen dritten Zähler, der aufgebaut ist, um eine
Anzahl verloren gegangener HS-SICH-Übertra-
gungen zu zählen; und
eine Meldevorrichtung, die aufgebaut ist, um re-
gelmäßig die Werte des ersten Zählers, des
zweiten Zählers und des dritten Zählers über ei-
ne feste Zeitspanne zu melden, wobei die Mel-
dung eine Anzeige für die Kanalqualität ist.

4. Drahtlose Sende-/Empfangseinheit (WTRU), die
aufweist:

einen Sender, der aufgebaut ist, um mehrere
Übertragungen über einen gemeinsam genutz-
ten Hochgeschwindigkeitskanal (HS-SICH) zu
senden;
einen Empfänger, der aufgebaut ist, um einen
Leistungssteuerungsbefehl zu empfangen, wo-
bei der Leistungssteuerungsbefehl abgeleitet
wird, indem eine Gesamtzahl von HS-SICH-
Übertragungen gezählt wird, eine Anzahl fehl-
geschlagener HS-SICH-Übertragungen gezählt
wird und eine Anzahl verloren gegangener HS-
SICH-Übertragungen gezählt wird und die ge-
zählten Werte mit einem vorgegebenen
Schwellwert verglichen werden; und
eine Sendeleistungseinstellungsvorrichtung,
die aufgebaut ist, um eine Aufwärtsstrecken-
Sendeleistung der WTRU basierend auf dem
Leistungssteuerungsbefehl einzustellen.

Revendications

1. Procédé pour déterminer la qualité d’un canal dans
un système de communication sans fil, comprenant :

la réception d’une transmission par canal de
commande partagé à grande vitesse (HS-
SICH) ;
le comptage d’un nombre total de transmissions
HS-SICH ;
le comptage d’un nombre de transmissions HS-
SICH défaillantes ;
le comptage d’un nombre de transmissions HS-
SICH manquées ; et
le compte-rendu périodique du nombre total de
transmissions HS-SICH, du nombre de trans-
missions HS-SICH défaillantes, et du nombre
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de transmissions HS-SICH manquées sur une
durée fixée, le compte-rendu étant une indica-
tion de la qualité du canal.

2. Station de base configurée pour déterminer la qualité
d’un canal, comprenant :

un récepteur configuré pour recevoir une trans-
mission par canal de commande partagé à gran-
de vitesse (HS-SICH) ;
un compteur configuré pour compter un nombre
total de transmissions HS-SICH, un nombre to-
tal de transmissions HS-SICH défaillantes, et un
nombre de transmissions HS-SICH manquées ;
et
un dispositif de compte-rendu configuré pour
rendre compte périodiquement du nombre total
de transmissions HS-SICH, du nombre de trans-
missions HS-SICH défaillantes, et du nombre
de transmissions HS-SICH manquées sur une
durée fixée, le compte-rendu étant une indica-
tion de la qualité du canal.

3. Station de base configurée pour déterminer la qualité
d’un canal, comprenant :

un récepteur configuré pour recevoir une trans-
mission par canal de commande partagé à gran-
de vitesse (HS-SICH) ;
un premier compteur configuré pour compter un
nombre total de transmissions HS-SICH ;
un deuxième compteur configuré pour compter
un nombre total de transmissions HS-SICH
défaillantes ;
un troisième compteur configuré pour compter
un nombre de transmissions HS-SICH
manquées ; et
un dispositif de compte-rendu configuré pour
rendre compte périodiquement des valeurs du-
dit premier compteur, dudit deuxième compteur,
et dudit troisième compteur sur une durée fixée,
le compte-rendu étant une indication de la qua-
lité du canal.

4. Unité d’émission/réception sans fil (WRTU),
comprenant :

un émetteur configuré pour émettre une pluralité
de transmissions par canal de commande par-
tagé à grande vitesse (HS-SICH) ;
un récepteur configuré pour recevoir une com-
mande de contrôle de puissance, la commande
de contrôle de puissance étant obtenue en
comptant un nombre total de transmissions HS-
SICH, en comptant un nombre de transmissions
HS-SICH défaillantes, en comptant un nombre
de transmissions HS-SICH manquées, et en
comparant les valeurs comptées avec un seul

prédéterminé ; et
un dispositif d’ajustement de la puissance de
transmission configuré pour ajuster la puissan-
ce d’une transmission montante de l’unité
d’émission/réception sans fil sur la base de la
commande de contrôle de puissance.
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